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DESCRIPTION 

PAGE 

AmPAI_22XP10 

24 

TTL 

20,  30,  40 

90,  180,  210 

XOR  gate 

5-271 

PAL20S10 

24 

TTL 

35 

240 

Product  term  steering 

5-103 

AmPAL22P10 

24 

TTL 

15,  25 

105,  210 

24-pin  superset 

5-291 

Am/PAL20L1 0 

24 

TTL 

15,  20,  25,  30 

105,  165,  210 

10  outputs 

5-113,  5-306 

PAL20L8 

24 

TTL,  E  CMOS 

15,  25,  35,  45 

0.1,  105,  210 

Standard 

5-122 

PAL6L16 

24 

TTL 

25 

90 

Wide  output 

5-141 

PAL8L14 

24 

TTL 

25 

90 

Wide  output 

5-141 

PAL12L10 

24 

TTL 

40 

100 

*-iinrmlo  pnmhin^tnri^ I 

5-147 

PAL14L8 

24 

TTL 

40 

100 

Simple  combinatorial 

5-147 

PAL16L6 

24 

TTL 

40 

100 

Simple  combinatorial 

5-147 

PAL18L4 

24 

TTL 

40 

100 

Simple  combinatorial 

5-147 

PAL20L2 

24 

TTL 

40 

100 

Simple  combinatorial 

5-147 

PAL20C1 

24 

TTL 

40 

100 

Simple  combinatorial 

5-147 
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PINS 
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fMAX(MHz) 

lcc(mA) 
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PAGE 

AmPALC29MA16 

24 

EE  CMOS 

20,  15 

120 

Advanced  Async.  Macro 

5-209 

AmPALC29M16 

24 

EE  CMOS 

20,  15 

120 

Advanced  Macrocell 

5-231 

PAL32VX10 

24 

TTL 

25,  22 

180 

J-K,  varied  terms 

5-70 

Am/PAL22V10 

24 

TTL,  E  CMOS 

40,  33,  28.5,  20,18 

90,  1 80 

Versatile 

5-79,  5-249 

PAL22RX8 

24 

TTL 

28.5 

210 

J-K  flip-flops 

5-87 

PAL20RA10 

24 

TTL 

20 

200 

Asynchronous 

5-95 

AmPAL20XRP10 

24 

TTL 

30,  22,  14 

105,  180,  210 

XOR  gate  &  polarity 

5-271 

AmPAL20XRP8 

24 

TTL 

30,  22,  14 

105,  180,  210 

XOR  gate  &  polarity 

5-271 

AmPAL20XRP6 

24 

TTL 

30,  22,  14 

105,  180,  210 

XOR  gate  &  polarity 

5-271 

AmPAL20XRP4 

24 

TTL 

30,  22,  14 

105,  180,  210 

XOR  gate  &  polarity 

5-271 

PAL20RS10 

24 

TTL 

20 

240 

Product  term  steering 

5-103 

PAL20RS8 

24 

TTL 

20 

240 

Product  term  steering 

5-103 

PAL20RS4 

24 

TTL 

20 

240 

Product  term  steering 

5-103 

PAL20X10 

24 

TTL 

22 

180 

XOR  gate 

5-113 

PAL20X8 

24 

TTL 

22 

180 

XOR  gate 

5-113 

PAL20X4 

24 

TTL 

22 

180 

XOR  gate 

5-113 

AmPAL20RP10 

24 

TTL 

37,  25 

105,  210 

Programmable  polarity 

5-291 

AmPAL20RP8 

24 

TTL 

37,  25 

105,  210 

Programmable  polarity 

5-291 

AmPAL20RP6 

24 

TTL 

37,  25 

105,  210 

Programmable  polarity 

5-291 

AmPAL20RP4 

24 

TTL 

37,  25 

105,210 

Programmable  polarity 

5-291 

PAL20R8 

24 

TTL,  E  CMOS 

37,  25,  20,  15 

0.1,  105,  210 

Standard 

5-122 

PAL20R6 

24 

TTL,  E  CMOS 

37,  25,  20,  15 

0.1,  105,  210 

Standard 

5-122 

PAL20R4 

24 

TTL,  E  CMOS 

37,  25,  20,  15 

0.1,  105,  210 

Standard 

5-122 

PAL32R16 

40 

TTL 

16 

280 

MegaPAL™  device 

5-158 
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PINS 
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AmPAL18P8 

20 

TTL 

15,  25 

55,  90,  180 

20-pin  superset 

5-202 

PAL16P8 

20 

TTL 

25 

180 

Programmable  polarity 

5-17 

Am/PAL1 6L8 

20 

TTL,  E  CMOS 

10,  15,  25,  35,  55 

0.1,  45,  90,  180 

Standard 

5-26,  5-184 

PAL10H8 

20 

TTL 

35 

90 

Simple  combinatorial 

5-56 

PAL10L8 

20 

TTL 

35 

90 

Simple  combinatorial 

5-56 

PAL12H6 

20 

TTL 

35 

90 

Simple  combinatorial 

5-56 

PAL12L6 

20 

TTL 

35 

90 

Simple  combinatorial 

5-56 

PAL14H4 

20 

TTL 

35 

90 

Simple  combinatorial 

5-56 

PAL14L4 

20 

TTL 

35 

90 

Simple  combinatorial 

5-56 

PAL16H2 

20 

TTL 

35 

90 

Simple  combinatorial 

5-56 

PAL16L2 

20 

TTL 

35 

90 

Simple  combinatorial 

5-56 

PAL16C1 

20 

TTL 

40 

0 

Simple  combinatorial 

5-56 
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PAGE 

AmPAL23S8 

20 

TTL 

33,  28.5 

200 

Buried  registers 

5-169 

PAL16RA8 

20 

TTL 

20 

170 

Asynchronous 

5-11 

PAL16RP8 

20 

TTL 

25 

180 

Programmable  polarity 

5-17 

PAL16RP6 

20 

TTL 

25 

180 

Programmable  polarity 

5-17 

PAL16RP4 

20 

TTL 

25 

180 

Programmable  polarity 

5-17 

Am/PAL1 6R8 

20 

TTL,  E  CMOS 

58,  40,  28.5,  18 

11 

0.1,45,  90,180 

Standard 

5-26,  5-184 

Am/PAL16R6 

20 

TTL,  E  CMOS 

58,  40,  28.5,  18 

11 

0.1,  45,  90,  180 

Standard 

5-26,  5-184 

Am/PAL16R4 

20 

TTL,  E  CMOS 

58.  40,  28.5,  18 

1 1 

0.1,45,  90,180 

Standard 

5-26,  5-184 

PAL16X4 

20 

TTL 

14 

225 

Arithmetic 

5-51 
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PAGE 

PMS14R21 

24 

TTL 

30,  25 

210 

PROSE  Sequencer 

5-315 

PLS167 

24 

TTL 

33 

200 

Programmable  Logic  Seq. 

5-331 

PLS168 

24 

TTL 

33 

200 

Programmable  Logic  Seq. 

5-331 

PLS105 

24 

TTL 

37 

200 

Programmable  Logic  Seq. 

5-331 

Am29PL141 

28 

TTL 

20 

450 

Fuse  Prog.  Controller 

5-339 

Am2971 

24 

TTL 

85 

310 

Prog.  Event  Generator 

5-365 
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PAGE 

PAL10H20EV/EG8 

24 

ECL  10KH 

125  MHz 

220 

Registered/latched 

5-381 

PAL10020EV/EG8 

24 

ECL  100K 

125  MHz 

220 

Registered/latched 

5-381 

PAL10H20G8 

24 

ECL  10KH 

6  ns 

225 

Latched 

5-382 

PAL10H20P8 

24 

ECL  10KH 

6  ns 

210 

Combinatorial 

5-386 
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PAGE 

M2064 

48,68 

RAM  CMOS 

70,  50,  33 

5 

Logic  Cell  Array 

5-483 

M2018 

68,84 

RAM  CMOS 

50,  33 

5 

Logic  Cell  Array 

5-483 
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In  late  1 987,  the  two  programmable  logic  market  leaders,  Monolithic  Memories  and  Advanced  Micro 
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product  line,  please  contact  us. 


Cyrus  Tsui 
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Description 


This  1988  PAL  Device  Handbook/Data  Book  is  your  complete  guide  to  all  programmable  logic 
devices  (PLDs)  from  Monolithic  Memories  and  Advanced  Micro  Devices.  The  merger  of  the  two 
companies  provides  a  greater  wealth  of  products  and  services  for  you.  Note  that  all  PLDs  which 
were  in  production  before  the  merger  are  still  being  produced. 

The  PAL  Device  Handbook/Data  Book  is  organized  into  two  volumes  and  six  easy-to-use  sections: 


PAL  Device  Handbook 

Section  1 :  Introduction 

Includes  an  overview  of  the  PLD  product  family. 

Section  2:  Applications 

Includes  detailed  application  examples.  The  first  few  chapters  provide  tutorials  in  PLD  design. 
The  application  notes  are  grouped  by  application  area. 


PAL  Device  Data  Book 

Section  3:  Programming  and  Quality 

Includes  information  on  PLD  software  programs,  programming  information,  PLD  technology  and 
quality  discussions,  and  package  information. 

Section  4:  PALASM  2  Software  User  Documentation 

Includes  complete  documentation  for  PALASM  2  software. 

Section  5:  Data  Sheets 

Includes  specifications  for  all  PLDs  from  the  combined  company.  PAL  devices  formerly  from  MMI 
are  under  "PAL  Devices,"  while  PAL  devices  formerly  from  AMD  are  under  "AmPAL  Devices." 

Section  6:  Appendices 

Includes  quick  reference  information. 

If  you  have  any  questions  or  comments  on  PLDs  or  any  other  products,  please  contact  your  most 
convenient  AMD/MMI  sales  office,  listed  at  the  end  of  each  book. 
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Design  Software  for 
Programmable  Logic 


Introduction 

Programmable  logic  design  software  translates  a  custom  logic 
design  specification  into  a  format  which  can  be  accepted  by  a 
programmer  (Figure  1). 

Programmable  logic  software  is  also  an  excellent  tool  for  design 
simulation  and  documentation.  Simulation  assists  in  debugging 
an  initial  design  and  helps  to  ensure  that  a  device  will  operate  as 
intended  the  first  time  instead  of  requiring  multiple  design  itera- 
tions. Documentation  is  essential  for  someone  other  than  the 
original  designer  to  understand  a  custom  programmable  logic 
specification. 

This  overview  will  describe  the  basic  components  of  PLD  design 
software  packages,  including  assistance  in  logic  simulation  and 
testing.  Several  software  packages  are  available.  They  are  listed 
at  the  end  of  this  overview,  along  with  references  to  the  appropri- 
ate pages  for  more  information  or  user  documentation. 
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Figure  1.  The  Programmable  Logic  Development  Cycle 

Design  Software  for  Programmable 
Logic 

PLD  design  software  lets  the  designer  write  logic  descriptions  at 
a  high  level,  that  is,  at  a  level  that  accurately  reflects  the  design 
concept.  This  type  of  software  increases  productivity  while 
producing  designs  that  are  thoroughly  documented. 

The  software  should  support  all  programmable  logic  device 
types,  all  popular  logic  (PROM)  programmers,  and  a  large  num- 
ber of  popular  development  computers.  In  addition,  software 
products  offer  a  variety  of  input  design  formats  such  as  state 
machines,  high-level  Boolean  equations,  truth  tables  and  logic 
schematics. 

A  compiler's  syntax  offers  a  general  and  easy  description  of  the 
desired  configuration  of  the  chosen  programmable  logic  device 
(PLD). 
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Figure  2.  The  Compiler 

In  addition,  the  high-level  description  of  the  design  provides 
flexibility  in  changing  the  design  if  so  desired.  A  designer  might 
use  a  particular  type  of  PLD.  Later,  when  fixes  or  enhancements 
are  made,  the  design  can  be  quickly  re-compiled  for  the  same 
device.  If  the  changes  require  more  product  terms  or  an  architec- 
tural configuration  that  the  chosen  PLD  cannot  support,  the 
function  can  easily  be  placed  in  an  alternate  device.  In  many 
cases  this  will  allow  design  modifications  without  altering  printed 
circuit  boards  which  may  have  already  been  manufactured. 

Logic  Simulation 

Most  of  the  PLD  software  design  tools  also  offer  logic  simulation. 
Logic  simulation  is  typically  performed  to  verify  the  logical  design 
prior  to  programming  an  actual  device.  This  may  save  some  of 
the  time  spent  trouble-shooting  a  programmable  logic  design 
using  conventional  techniques,  using  an  oscilloscope  and  logic 
analyzer. 

A  simulation  file  consists  of  stimulus  patterns  applied  to  inputs 
and  response  patterns  expected  at  outputs.  The  simulator  com- 
pares each  stimulus/response  pattern,  or  vector,  with  the  logic 
equations  to  verify  that  the  expected  response  agrees  with  that 
produced  according  to  the  equations. 

Not  simulating  may  be  of  little  consequence  for  simple  designs, 
but  for  complex  designs,  especially  complex  sequential  logic,  it  is 
well  worth  the  time. 

Testing  Programmable  Logic 

PLD  software  design  tools  also  assist  the  designer  in  testing  the 
PLD  after  it  has  been  programmed. 

Before  shipping  a  PLD,  programmability  may  be  verified  by  the 
manufacturer  by  exercising  the  device's  address  and  program- 
ming circuitry  on  redundant  test  sites. 


Design  Software  for  Programmable  Logic 


Afterthe  device  has  been  received  and  programmed  by  the  user, 
the  logic  programmer  will  read  the  states  of  all  the  fuses  in  the 
device  and  compare  them  with  the  data  stored  in  the 
programmer's  memory  to  check  the  status  of  the  programming 
matrix,  in  its  verify  cycle  (Figure  3).  If  any  mismatches  are 
detected,  tl 


INPUTS 


PROGRAMMING 
MATRIX 


FIXED 
LOGIC 


OUTPUTS 


TESTED  DURING      TESTED  BY  APPLYING 
PROGRAMMER  VERIFY    FUNCTIONAL  TEST 
CYCLE  VECTORS 


Test  vectors  are  produced  by  creating  a  simulation  input  file 
containing  stimulus/response  patterns.  After  running  the  simula- 
tor to  verify  the  integrity  of  the  vectors,  they  are  appended  to  the 
JEDEC  down-loadable  file  which  already  contains  the  program- 
ming patterns  for  the  particular  target  device. 

We  can  now  see  that  there  are  two  distinct  benefits  of  logic 
simulation  in  working  with  PLDs: 

LOGIC  SIMULATION 


DESIGN 
VERIFICATION 


TEST  VECTOR 
GENERATION 


Software  Tools 


Figure  3.  Programmable  Logic  Device  Testing 

However,  a  correct  fuse  verify  does  not  guarantee  that  the  device 
will  work  properly,  since  the  fixed  logic  of  the  device  has  not  been 
fully  tested.  To  ensure  proper  operation  the  device  must  be 
functionally  tested. 

Functional  testing  of  PLDs  involves  applying  stimulus  patterns  to 
a  device  while  looking  for  the  expected  response.  The  test 
sequence  consists  of  a  table  of  stimulus/response  patterns 
similar  to  those  used  to  perform  a  simulation.  PLD  software 
design  tools  offer  the  capability  of  generating  these  test  vectors. 


Many  different  programmable  logic  design  aid  software  prog  rams 
are  available.  Table  1  lists  some  current  suppliers  of  these  design 
tools.  Contact  the  indicated  companies  for  the  status  of  their 
particular  product. 

MMI/AMD  supplies  several  software  products  for  its  program- 
mable logic  devices.  Table  2  lists  the  software  supporting  the 
various  PLDs. 


SOFTWARE 

VENDOR 

DESCRIPTION 

PALASM  2  (PAL, 
PROSE,  PLS) 

MMI/AMD 

Contact  Local  Sales  Office 

Page  3-5 
Documentation: 
Chapter  4 

PLPL 
(AmPAL) 

MMI/AMD 

Contact  Local  Office 

Page  3-7 

LCA  Development 
Systems  (LCA) 

MMI/AMD 

Contact  Local  Office 

Page  3-21 

ABEL 

DASH-GATES 
DASH-CADAT 
DASH-ABEL 

Data  I/O  Corp. 
10525  Willows  Road  N.E. 
Redmond,  WA.  98073 
(800)  426-1045 

Page  3-35 

CUPL 

Personal  CAD  Systems 
1290  Parkmoor  Avenue 
San  Jose,  CA.  95126 
(408)  971-1300 

Page  3-43 

LOG/iC 

ISDATA  GmbH 
(Reps:  See  page  3-75) 

Page  3-66 

Table  1.  Software  Design  Tools 
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PRODUCT 

SOFTWARE  SUPPORT 

16L8,  16R8,  16R6,  16R4 

18P8 

22V10 

20L10 

20L8,  20R8,  20R6,  20R4 

Both  PALASM  2  and  PLPL  software* 

16RA8 

16P8,  16RP8,  16RP6,  16RP4 

10H8,  12H6,  14H4,  16H2,  16C1,  10L8, 12L6,  14L4,  16L2 

32VX10 

22RX8 

20RA10 

20S10,  20RS10,  20RS8,  20RS4 
20X10,  20X8,  20X4 
6L16,  8L14 

1 2L1 0,  1 4L8,  1 6L6,  1 8L4,  20L2,  20C1 
32R16 

105,  167,  168 
14R21 
1 0H20G8 
10H20P8 

10H/10020EV/EG8 

PALASM  2  software  only 

23S8 

29MA16 

29M16 

22XP10,  20XRP10,  20XRP8,  20XRP6,  20XRP4 
22P10,  20RP10,  20RP8,  20RP6,  20RP4 

PLPL  Software  only 

16X4 

PALASM  1  Software 

29PL141 

ASM14X 

2971 

PEGASUS 

M2064 
M2018 

XACT  software 

"PALASM  2  and  PLPL  software  are  bundled  together. 


Table  2.  Software  Support 


PALASM  2  Logic  Design 
Software  Package 


-Pe 


High-Performance  Support  Tools 

PALASM  2  CAD  software  is  an  integral  part  of  the  MM l/AMD 
programmable  logic  solution.  As  PAL  devices  and  other  PLDs 
have  grown  more  powerful  and  complex,  our  team  of  software 
engineers  has  added  major  enhancements  to  PALASM  software. 
The  goal  is  to  provide  timely,  state-of-the-art  software  support  for 
every  new  PAL  device  at  market  introduction.  The  result  is 
software  that  enables  you  to  configure  a  PLD  quickly,  easily,  and 
effectively. 

Freedom  to  Express  Your  Designs 
in  Different  Forms 

PALASM  2  software  offers  you  increased  design  flexibility.  You 
have  the  option  of  creating  your  design  file  with  Boolean  or  State 
equations.  The  powerful  PAL  device  design  specification  syntax 
has  the  advantage  of  being  flexible  enough  for  complex  designs, 
without  compromising  ease-of-use.  The  basic  operators  INVERT, 
AND,  OR,  and  EXCLUSIVE-OR  can  be  usedtodescribe  any  logic 
function  using  Boolean  equations.  The  syntax  for  State  equations 
is  equally  easy  to  use. 

Powerful  Simulator  Provides 
Automatic  Testing 

PALASM  2  software  has  a  powerful,  event-driven  simulator  that 
cuts  down  the  margin  of  design  error  significantly.  It  enables 
simulation  of  the  design  before  the  chip  is  programmed.  This 
means  you  can  go  back  and  edit  the  design  as  many  times  as  you 
want  without  wasting  a  single  chip.  The  simulator's  English-like 
commands  allow  you  to  describe  functions  easily.  It  performs  a 
validation  of  your  design,  and  generates  vectors  from  a  test 
sequence  that  you  specify.  PALASM  2  software's  simulation 
makes  testing  of  the  design  an  integral  part  of  creating  the  design. 
This  means  that  every  time  you  insert  a  PAL  device  into  the 
programmer,  you  can  be  sure  it  will  be  accurately  programmed. 


Automatic  Logic  Reduction  for 
Cost-Effective  Design 

PALASM  2  software  gives  you  the  option  of  automatically  reduc- 
ing your  logic  equations,  enabling  you  to  utilize  your  PAL  device 
fully.  Now  you  don't  have  to  go  through  tedious  manual  reduction 
and  DeMorganization.  The  software  does  the  work  for  you. 
Reduced  logic  leads  to  cost-effective  design,  since  less  device 
space  is  used.  By  conserving  space,  design  efficiency  is  in- 
creased, as  more  complex  logic  can  be  packed  into  the  device. 

Edit  Programmed  Device  Designs 

PALASM  2  software  offers  you  the  unique  ability  to  edit  pro- 
grammed device  designs.  Its  time-saving  JEDEC  manipulator 
enables  you  to  read  a  fuseplot  directly  from  a  programmed 
device,  and  disassembles  the  fuse  information  back  to  Boolean 
equations.  If  you  wish  to  alterthe  design,  you  can  editthe  Boolean 
equations  that  the  JEDEC  manipulator  generates. 

Easy-to-Use  New  Menu 

The  power  of  PALASM  2  software  has  been  harnessed  by  a 
powerful  new  menu.  Function  key  options  allow  you  to  modify, 
assemble,  and  simulate  your  design;  view  any  data,  including 
simulation  waveforms;  and  download  JEDEC  files  to  a  program- 
mer. And  with  the  "Autorun"  feature,  all  of  the  assembly  and 
simulation  processes  can  be  chained  together  so  that  one  com- 
mand completes  the  entire  process.  Errors  are  flagged  on-screen 
and  in  a  log  file  for  examination  later.  The  result  is  a  smooth, 
integrated  design  environment  that  allows  you  to  design  logic 
easily  and  efficiently. 

Hardware  Support 

PALASM  2  software  is  supported  on  the  following  systems: 

•  IBM-PC/XT/AT  and  compatibles 

•  VAX-VMS/Ultrix 

•  Daisy  workstations 

•  Mentor  workstations 


X  =  A-B 
+  C  •  D  " 


JEDEC 
FILE 


PAL  DEVICE 
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Documentation  is  a  Few  Pages  Away 

PALASM  2  software  is  fully  documented  in  section  4  of  this 
databook.  In  addition,  a  free  hotline  is  provided  to  answer  any 
questions  you  may  have  about  the  software  or  about  MMI/AMD 
devices.  The  hotline  number  is  (800)  222-9323. 


Design  Software  for  PLDs 

We  believe  that  PALASM  2  software  and  MMI/AMD  PLDs  are 
firmly  linked.  From  immediate  device  support  to  documentation  to 
field  service:  PLD  support  and  software  support  are  one  and  the 
same.  It  is  through  this  philosophy  that  PALASM  2  software  has 
become  the  world's  most  widely-used  PLD  design  package,  and 
a  natural  complement  to  MMI/AMD  PLDs. 
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PLPL:  Programmable  Logic 
Programming  Language 

Software  Version  V2.1 


PLPL  supports  all  AmPAL  devices,  including  the  following: 

16L8,  16R8/6/4* 

18P8* 

23S8 

22V10* 

20L10* 

22P10,  20RP1 0/8/6/4 
22XP10,  20XRP1 0/8/6/4 
29M16 
29MA16 

Devices  marked  with  an  asterisk  are  also  supported  by  PALASM 
2  software.  PLPL  will  automatically  be  shipped  with  the  PC 
version  of  PALASM  2  software. 

PLPL  is  a  programmable  logic  development  package  which  lets 
the  designer  describe  logic  functions  and  state  machines  in  a 
high-level  syntax.  Various  programs  in  the  PLPL  package  are 
used  to  process  this  design  or  source  file  before  programming  a 
device. 

PLPL  is  composed  of  6  separate  programs: 

•  A  programmable  logic  compiler  (PLC)  converts  the  design  file 
into  logic  equations  and  stores  these  in  an  intermediate  file. 

•  A  logic  optimizer  (OPTIMIZE)  logically  reduces  the  Boolean 
equations  in  the  intermediate  file. 

•  A  JEDEC-standard  fuse  map  generator  (JM)  converts  the 
equations  in  the  intermediate  (or  optimized)  file  and  writes 
these  into  af  use  map  file.  This  fuse  map  is  used  to  program  the 
device. 

•  A  manual  test  vector  generator  (TESTV)  generates  JEDEC- 
standard  test  vectors  from  a  user-specified  function  table  in  the 
design  file.  These  vectors  are  used  by  the  simulator  when 
modeling  the  part. 

•  A  functional  simulator  (SIM)  tests  the  logic  equations  in  the 
intermediate/optimized  file  using  the  user-defined  test  vectors. 

•  A  PLD  program  which  helps  the  user  define  the  architecture 
features  on  a  device  (available  for  PCs). 

PLPL  has  a  database  file  for  every  supported  part.  Each  database 
file  name  is  composed  of  the  letter  P  and  the  numeric  designation 
of  the  part.  For  example,  the  AmPAL22V1 0  database  file  is  called 
P22V10. 

PLD  Design  Methodology:  Using  PLPL 

A  typical  PLPL  design  cycle  contains  the  following  steps: 

1 .  Write  a  design  file  specifying  the  logic  functions  to  be  pro- 
grammed into  a  PLD  using  the  PLPL  language. 

2.  Use  PLC  to  compile  the  design  file;  the  output  of  PLC  is  called 
an  intermediate  file. 

3.  If  required,  use  the  optimizer  to  reduce  the  logic  equations  in 
the  intermediate  file  produced  by  PLC. 

4.  Specify  a  function  table  in  the  PLD  design  file.  Use  TESTV  to 
generate  JEDEC-format  test  vectors  from  the  function  table. 

5.  Use  JM  to  produce  a  JEDEC-standard  fuse  map  from  the 
equations  in  the  intermediate  file. 

6.  Use  SIM  to  simulate  the  logic  model  represented  by  the 
intermediate  file  with  the  test  vectors  generated  by  TESTV. 

7.  If  there  are  any  errors,  repeat  steps  (1 )  to  (6). 

8.  Load  the  fuse  map  into  a  PLD  programmer  to  program  the 
PLD. 


PLPL  PLD  Design  Environment 
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The  PLPL  Logic  Language 

PLPL  is  a  logic  language  used  to  simplify  the  design  and  definition 
of  Boolean  logic  functions.  These  functions  can  be  described 
using  logic  equations  with  Boolean  operators  in  canonical  or 
standard  sum-of-products  form,  or  through  high-level  language 
constructs  such  as  IF-THEN-ELSE  and  CASE. 


Language  Elements 

There  are  three  main  elements  in  the  PLPL  language:  keywords, 
punctuation  marks,  and  user-defined  elements. 

Keywords 


The  following  is  the  list  of  keywords  that  the  PLC  compiler 
attributes  special  meanings  to: 


BEGIN 

CASE 

DEFINE 


DEVICE 

ELSE 

ENABLE 


END 

IF 

PIN 


PRESET 

RESET 

THEN 


These  should  not  be  used  as  variable  or  constant  names. 

Punctuation  Marks 

These  symbols  are  interpreted  in  the  PLC  language: 

+  ->     Boolean  OR  operator,  as  in  C  =  A+B 

->     Boolean  AND  operator,  as  in  C  =  A*B 
%         -»     Boolean  XOR  operator,  as  in  C  =  A%B 
(,)         -»     Parentheses  to  control  logic  evaluation,  as  in 
C  =  A*(B+E) 

/         -»     Boolean  complement  operator,  as  in  C  =  /A 
->     Assignment  operator,  as  in  C  =  A 
->     Encloses  comments 

;  ->     Statement  terminator.  This  must  be  put  at  the 

end  of  each  statement 

->     Indicates  a  range  of  values 
->     Concatenates  values  and  variables  in  CASE 
statements  and  functions 

-»     Indicates  the  end  of  file  and  must  be  preceded 
by  the  keyword  "END" 

Comments  must  begin  and  end  with  double  quotes  (").  Such  com- 
ments can  be  placed  anywhere  in  a  PLPL  file  to  improve  reada- 
bility and  documentation.  Comments  cannot  be  nested. 

Operator  Precedence 


There  are  four  logical  operators  in  PLC:  NOT  (/),  AND  (*),  OR  (+), 
and  XOR  (%).  In  addition  to  these,  parentheses  '()'  are  provided 


to  control  the  grouping  or  associativity  of  these  operators.  The 
operators  are  arranged  in  order  of  precedence  as  follows: 

In  the  expression  F  =  A*B  +  /C  +  D,  A  and  B  will  be  ANDed  first 
because  '"'  has  higher  precedence  than  '+'.  C  is  complemented 
before  the  '+'  operator  is  evaluated.  That  is,  the  expression  is 
evaluated  as  F  =  ((A*B)  +  ((/C)  +  D)). 


OPERATION 

OPERATOR 

ASSOCIATIVITY 

primary 

0 

right  to  left 

bitwise  complement 

/ 

right  to  left 

bitwise  AND 

right  to  left 

bitwise  OR.XOR 

+.% 

right  to  left 

Note  that  the  '+'  and  '%'  operators  have  the  same  precedence. 
Use  parentheses  to  prevent  any  ambiguities  in  the  logic  expres- 
sion. 

Example:  F  =  (A%B)  +  (C%D)  will  be  evaluated  differently  from 
F  =  A%B  +  C%D 

User-Defined  Elements 

You  can  create  variables  or  numbers  in  PLPL.  Variables  are 
alphanumeric  strings  which  begin  with  an  alphabetic  character 
and  may  contain  upto  24  characters.  These  include  all  26  letters, 
the  numbers  0-9,  and  the  underscore  ('_')  symbol.  Spaces 
cannot  be  used,  and  upper  and  lower-case  characters  are  treated 
the  same. 

Example:  VARAthis  is  a  valid  variable  name 
VAR  A  invalid  variable  name 

Numbers  can  be  expressed  in  one  of  four  radices:  binary,  octal, 
decimal  and  hexadecimal.  To  specify  a  radix,  the  '#x'  symbol  is 
used,  where  'x'  is  b,  o,  d,  or  h  to  represent  binary,  octal,  decimal, 
or  hexadecimal,  respectively.  If  '#x'  is  not  used,  the  number  is 
assumed  to  be  decimal.  In  PLC,  the  numbers  have  to  be  positive 
integers. 


Example:  #b1110 
#o016 
#d14 
14 
#hE 


binary  representation  of  14 
octal  representation  of  i  4 
decimal  representation  of  14 
decimal  representation  of  14 
hexadecimal  representation  of  14 


Note:  Upper  or  lower-case  characters  can  be  used  for  the  key- 
words, variables,  or  numbers.  For  example,  no  distinction 
will  be  made  between  the  character  strings  "DEVICE"  and 
"Device". 
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PLPL  Design  File 

The  logic  equations  or  function  definitions  are  specified  in  an 
ASCII  PLPL  design  file.  Most  text  editors/word  processors  can 
create  clean  text  files  in  ASCII  mode,  which  are  free  of  any  control 
characters.  The  design  file  contains  the  following  sections:  the 
design  name,  the  header,  and  the  logic  specification. 


Example: 

DEVICE  design_name  (part_name) 

w<         Design  name" 


PIN 

D[0]  - 

Y[0] 
DEFINE 

CONSTANT_l  -  4, 

CONSTANT_2  =  5;  "<        end  of  header  section" 


*<         header  section" 

(input  combinatorial) 
22   (output  active_HIGH  registered) ; 


BEGIN 


<         logic/function  section" 

write  logic  equations  in  this  section" 


END. 

Design  Name 


The  design 
design  file  r 


name  section  contains  the  keyword  DEVICE,  the 
ame,  and  the  part  to  be  used  in  parentheses. 


DEVICE  design_name  (part_name) 

Header 

The  header  consists  of  two  subsections:  pin  definition  and  define 
sections. 

1.  Pin  Definition  Section 

The  designer  defines  names  and  architectural  features  to  each 
pin  on  the  PLD.  For  example,  the  AmPALI  6R8  (P1 6R8)  has  8 
inputs  and  8  registered  active-LOW  outputs.  A  design  making 
use  of  2  inputs  and  5  outputs  on  this  device  can  be  described  as 
follows: 


DEVICE  exampl 
PIN    a  =  1 
/b  -  2 
/state 
/c  -  18 


(P16R8) 
(input  combinatorial) 

(input  combinatorial)   wactive_LOW  input" 
3:0]   -  13:16   (output  registered  active_LOW) 
(output  registered  active_LOW) ; 


In  this  example,  pins  1  and  2  have  been  defined  as  the  input 
variables  A  and  /B  (active  low  inputs  have  7),  and  pin  1 8  as  the 
registered  output  variable  C  that  is  also  active-LOW. 

The  architecture  definitions  in  parentheses  correspond  to  the 
features  available  for  this  device  pin.  If  a  feature  is  programmable 
(e.g.,  registered  or  combinatorial  on  the  AmPAL22V1 0),  then 
these  architecture  definitions  are  necessary  forthe  JMfuse  map 
generator  program  to  set  the  appropriate  architecture  fuses.  The 
dedicated  input  pins  do  not  need  the  "active_LOW"  definition  in 


parentheses  because  there  is  no  physical  fuse  to  program  in 
order  to  get  an  active-LOW  input;  the  Y  is  sufficient. 

To  get  the  available  architecture  settings  for  each  pin,  use  the 
menu-driven  PLD  program.  This  program  guides  the  user 
through  the  definition  of  each  pin.  After  setting  the  architecture 
fuses,  the  PLD  program  will  write  a  PLPL  source  file  template 
containing  thedesign  name  and  header  sections.  Allthedesigner 
has  to  do  is  enter  the  logic  equations  between  the  main  BEGIN- 
END  section. 

Pins  can  also  be  associated  in  groups  called  vectors.  Once  a 
group  of  pins  has  been  defined  as  a  vector,  this  group  can  be 
referred  to  by  the  vector  definition.  This  is  helpful  when  specifying 
state  machines  or  address/data  buses.  In  the  example,  the  group 
of  pins  13,14,15,  and  16  have  been  assigned  to  the  output  vector 
called  "state[3:0]".  This  is  logically  equivalent  to  the  definition: 

PIN  a  =  1  (input  combinatorial) 
/b  =  2  (input  combinatorial) 
/state [3]  =  13  (output  registered  active_LOW) 
/state [2]  =  14  (output  registered  active_LOW) 
/state [1]  =  15  (output  registered  active_LOW) 
/state [0]  =  16  (output  registered  active_LOW) 
/c  =  18    (output  registered  active_LOW) ; 

The  range  of  pins  to  be  assigned  to  a  vector  can  be  described  by 
using  the ':'  symbol,  as  in  "1 3:1 6".  In  addition,  non-sequential  pin 
numbers  can  be  specified  by  using  In  the  pin  definition 
example,  if  pin  17  is  to  be  used  instead  of  pin  16,  then  the 
definition  of  state[3:0]  can  be  written  as: 

/state  [3:0]   =  13:15,17  (output...) 

An  element  or  elements  in  a  vector  can  be  accessed  by  using  the 
appropriate  subscripts. 

Example:   c  -  a*b*state[3]  ; 

"access  the  3rd  vector  element" 
state[3:2]  =  state [1 : 0] ; 

"assign  the  last  two  vector  elements 
to  the  two  most  significant  bits" 

Only  pins  with  the  same  architecture  definitions  can  be  grouped 
together  as  vectors. 

2.  DEFINE  section  (optional) 

PLPL  supports  intermediate  variable  definitions.  A  PLPL  defini- 
tion is  a  variable  name  assigned  to  an  integer  constant  or  an 
often-used  logic  equation.  Vector  definitions  are  currently  not 
supported.  Each  macro  definition  is  separated  by  a  comma  and 
the  macro  definition  section  is  terminated  by ';'.  This  is  an  optional 
section. 


Example:  DEFINE  LOAD 

OUTPUTl 
SET  SIGNAL 


=    ENABLE 1 *ENABLE2 

-  20  , 

-  LOAD  +  SYSRESET 


In  the  example,  LOAD  has  been  assigned  to  the  logic  equation 
ENABLE1  'ENABLE2,  while  the  name  OUTPUT1  has  been  as- 
signed to  the  constant  decimal  20.  The  logic  equations  assigned 
to  defined  names  can  contain  variables  and  logic  operators.  The 
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variables  can  also  be  previously  defined  names,  as  shown  in  the 
SET_SIGNAL  definition,  where  the  definition  LOAD  is  logically 
ORed  with  the  signal  SYSRESET. 

Definitions  are  used  to  simplify  the  logic  specification  section  by 
assigning  easily  recognized  names  to  logic  equations  or  con- 
stants. It  is  easier  to  rememberthat  a  load  signal  is  LOAD  instead 
of  a  logic  equation  ENABLE1  "ENABLE2,  and  that  an  often-used 
value  is  called  OUTPUT1  instead  of  the  decimal  number  20. 

Logic/Function  Description 

After  defining  the  pin  architectures,  the  designer  can  now  write 
logic  equations  for  these  pins  between  the  main  BEGIN-END. 

Logic  Specification  Section 

The  statements  in  the  main  BEGIN-END  block  that  describe  the 
logic  functions  can  be  expressed  in  terms  of  logic  equations  or 
high-level  statements. 

Logic  Equations 

The  equations  can  use  the  logic  operators  described  in  the 
language  elements  section.  This  capability  is  provided  for  de- 
signers who  know  the  logic  equations  for  a  function.  The  logic 
equation  is  composed  of  three  parts:  the  variable  on  the  left-hand 
side,  the  assignment  symbol  '=',  and  the  logic  expression  on  the 
right-hand  side  of  the  '='.  Each  logic  equation  is  terminated  by  a 
semicolon  (;). 

Single  Signal  Expressions 

The  left-hand  side  of  the  equation  can  be  a  pin  name  or  a  pin 
vector.  All  pins  must  be  defined  in  the  PIN  definition  section  as  an 
output,  I/O  or  internal  register.  The  logic  expression  on  the  right- 
hand  side  of  the  '='  can  be  any  Boolean  algebraic  expression 
composed  of  the  logic  operators  AND  ('),  OR  (+),  NOT  (/),  and 
XOR  (%).  In  addition,  evaluation  of  logic  statements  can  also  be 
controlled  by  the  use  of  parentheses.  Each  equation  is  consid- 
ered a  single  statement. 

Example:  If  the  variables  B  and  C  are  to  be  evaluated  first,  then 
these  are  enclosed  in  parentheses. 

C  -  A*(B+C)*/D  | 

Every  signal  in  the  equation  section  is  considered  either  true  or 
false  regardless  of  the  physical  pin  description.  A  statement  such 

as: 

IF   (A*B)  THEN 

C  —  1;   "this  is  logically  equivalent  to  C  -  A*B" 

means  output  C  is  true  (set  to  a  logic  1 )  if  signals  A  and  B  are  true. 
"IF  (7A7B)  THEN"  is  read  "IF  A  and  B  are  both  false".  Note  that 
the  designer  does  not  need  to  worry  about  the  pins  being  defined 
as  active  HIGH  or  LOW. 


Vector  Expressions 

Logic  operations  can  also  be  performed  on  vectors.  If  a  vector 
VCTR_A[3:0]  is  to  be  assigned  the  value  of  another  vector 
VCTR_B[0:3]  logically  ANDed  with  a  vector  VCTR_C[3:0],  then 
this  is  written  as: 

VCTR_A[3:0]  =  VCTR_B[0:3]  *VCTR_C[3:0]  ; 
This  is  easier  to  write  than: 

VCTR_A [ 3 ]  =  VCTR_B [ 0 ] * VCTR_C [3  j ; 

VCTR_A [ 2 ]  -  VCTR_B [ 1 ] * VCTR_C [  2  ]  ; 

VCTR_A [ 1 ]  =  VCTR_B [ 2 ] * VCTR_C [ 1 ] ; 

VCTR_A [ 0 ]  =  VCTR_B [ 3 ] *VCTR_C [ 0 ] ; 

Single  signals  can  also  be  used  when  working  with  vector  vari- 
ables. 

Example:  VCTR_A [3:0]  =  VCTR_B[0:3]*/A; 
is  equivalent  to: 

VCTR_A[3]  -  VCTR_B[0]*/A; 

VCTR_A[2]  =  VCTR_B[1] */A; 

VCTR_A[1]  -  VCTR_B[2]*/A; 

VCTR_A[0]  =  VCTR_B[3]*/A; 

Vectors  cannot  be  assigned  to  single  signals,  as  in 

C  =  VCTR_A[3:0] ; 

This  vector  assignment  property  also  holds  for  vectors  specified 
with  special  functions  (e.g.,  ENABLE,  RESET).  Vectors  cannot 
be  created  by  concatenating  scalars  or  parts  of  vectors  (using  ',') 
in  a  logic  expression  such  as  "VCTR_A[3:0]  = 
A,B,VCTR_A[1 :0];".  An  error  will  be  generated. 

High-Level  Logic  Descriptions 

The  designer  can  describe  logic  functions  in  a  higher-level  format 
by  making  use  of  the  PLPL  statement  constructs.  PLPL  supports 
two  statement  forms:  IF-THEN-ELSE  and  CASE. 

IF-THEN-ELSE  Statement 

This  language  format  is  similar  to  the  IF-THEN-ELSE  used  in 
regular  programming  languages.  In  PLPL,  this  language  con- 
structs the  appropriate  logic  equations  from  the  statements  in  the 
THEN  and  ELSE  sections  and  the  test  conditions.  The  statement 
format  is: 

IF  (logic  condition)  THEN 

[statement] 
ELSE 

[statement] 
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For  example 
/A)  is  true, 


and 


IF  (/A) 
OUTPUT 

ELSE 

OUTPUT 


THEN 


if  an  output  pin  is  to  be  set  when  a  condition  (e.g., 
'  reset  when  not  true,  this  can  be  defined  as: 


This  is  the  same  as  writing  OUTPUT  =  /A,  where  OUTPUT  will  be 
active  when  the  condition  /A  is  true  and  inactive  when  not  true. 
The  IF-THEN-ELSE  statement  makes  the  function  more  under- 
standable. A  2-input  AND  gate  can  be  similarly  described: 


The  ELSE  is  matched  with  IF  (B+C)  THEN,  and  not  IF  (/A)  THEN. 
In  orderto  match  the  ELSE  with  (/A),  BEGIN  and  END  keywords 
must  be  used  to  enclose  the  statements  between  IF  (/A)  THEN 
and  the  ELSE,  as  shown  in  the  following  example: 

IF   (/A)  THEN 
BEGIN 

IF   (B+C)  THEN  "nested  IF-THEN  is  now  a  single 

statement" 

C  =  A*B; 
END; 

ELSE      "ELSE  now  matches  with  IF  (/A)  THEN" 
A  -  B; 


IF    (A*B)  THEN 

Truth  Table  A 

B 

OUTPUT 

OUTPUT  - 

1; 

0 

0 

0 

Logic  Test  Conditions 

ELSE 

0 

1 

0 

OUTPUT  = 

0; 

1 

0 

0 

A  logic  test  condition  can  be  a  logic  expression,  a  vector  test,  or 

1 

1 

1 

a  combination  of  both. 

The  high-level  description  is  equivalent  to  OUTPUT  =  A*B;  The 
logic  test  condition  must  always  be  enclosed  in  parentheses. 


statement  or 
and  END,  and 


Note  that  the  statementfollowing  THEN  and  ELSE  can  be  a  single 
a  group  of  statements  enclosed  between  BEGIN 
followed  by  a  semicolon  (;).  For  example: 


IF   (/A)  THEN 
BEGIN 
A  =  B+C; 

G  =  VCTR_A[3]+  B; 
END; 
ELSE 

etc.. 

The  entire  IF-THEN-ELSE  statement  is  considered  a  single 
statement  and  can  be  nested  inside  another  IF-THEN-ELSE. 


THEN 

THEN  "nested  IF-THEN-ELSE" 
A*B; 


IF  (/A) 
IF  (B+C) 

C  - 
ELSE 
C  =  A> 

ELSE 
A  -  B 


The  ELSE  part  in  any  IF-THEN-ELSE  is  optional  but  any  ELSE 
section  will  match  the  most  recent  IF  section,  hence  care  must  be 
taken  when  using  nested  IF-THEN-ELSE  statements. 


For  example: 


IF  (/A) 
IF  (B+C) 
C  = 

ELSE 
A  =  B, 


THEN 

THEN  "nested  IF-THEN" 
A*B; 


Logic  Expression  as  a  Test  Condition 

A  logic  expression  can  be  used  as  a  test  condition.  This 
expression  can  contain  single  signals,  vector  variables,  and  logic 
operators,  including  parentheses. 

Examples:  IF  (/A)  then 

IF   (A+B* (A+/C) )  THEN 

IF   (A+VCTR_A[3] )  THEN 

IF   (VCTR_A[3:0]   =  #bl001)  THEN 

In  the  last  example,  a  vector  test  is  used  as  thetest  condition.  This 
logic  expression  checks  if  the  vector  is  a  specific  value.  The  value 
can  be  expressed  in  any  radix,  as  long  as  it  can  be  represented 
by  the  vector.  VCTR_A[3:0]  is  tested  to  determine  if  it  has  a  value 
of  binary  1 001 ;  this  is  equivalent  to 

IF    (VCTR_A[3]*/VCTR_A[2]*/VCTR_A[1]*VCTR_A[0])  THEN 

If  the  vector  test  condition  does  not  include  the  equal  sign  and  a 
value  (as  in  IF  (VCTR_A[3:0])  THEN),  then  this  is  equivalent  to 
logically  ANDing  every  element  in  the  vector,  or 

IF    (VCTR_A[3]  *VCTR_A[2]  *VCTR_A [  1]  *VCTR_A [0]  )  THEN 

Vector  test  conditions  can  be  mixed  with  other  vector  or  single- 
signal  test  conditions.  The  following  are  some  examples  of 
mixed  element  logic  test  conditions: 

Example:  if  ( (vctr_a[3:0]  =  #biooi)*/a  +  b)  then 


IF    ((VCTR_A[0:3]   -  #hA) * (VCTR_B [3 : 0 ]   -  #ol2) ) 
THEN 
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Note  that  each  vector  test  must  be  enclosed  in  its  own  set  of 
parentheses.  If  not,  an  error  will  be  generated.  A  vector  test 
condition  can  be  performed  by  concatenating  single  signals  and 
vectors  and  testing  for  a  value.  In  the  example  below,  signals  A,B 
and  VCTR_A[2]  are  tested  to  determine  if  they  have  the  value 

■Mia 

Example:  IF   (A,B, VCTR_A[2]   =  #B110)  THEN 

CASE  Statement 

The  CASE  statement  is  similartothe  multiway  branch  statement 
provided  in  computer  programming  languages.  It  has  the  follow- 
ing format: 

CASE(pin_vector) 
BEGIN 

valueO)  [statement] 
valuel)  [statement] 
value2)  [statement] 


valueN)  [statement] 
END; 

The  pin  vector  must  be  large  enough  to  represent  the  values 
VALUEO  to  VALUEN.  For  example,  if  the  pin  vector  contained  two 
elements,  then  a  maximum  of  four  different  values  can  be  tested. 
The  user  can  also  specify  a  range  of  values  by  using  the  ':'  and 
',  symbols. 

Example:  case  (vctr_a[3:0]  ) 

BEGIN 

0:5,9)  BEGIN 

F  -  A*B; 

E  =  /A*C  +  B; 

END; 

12,#bllll)   A_FLAG  =  1; 
END;  "end  of  CASE" 


Example:    case  (vctr_a[3: 0] ) 

BEGIN 

0  )  BEGIN 

VCTR_A[3:0]   =  1; 
A_FLAG  =  1; 
END; 

1  )  BEGIN 

VCTR_A[3:0]   -  12; 
A_FLAG  -  0; 
END; 

12)  VCTR_A[3:0)  =  0; 
END;  "end  of  case  statement" 

In  the  example  above,  only  three  possible  values  for 
VCTR_A[3:0]  are  tested  and  the  corresponding  logic 
statement(s)  are  listed. 

The  vector  used  in  the  CASE  condition  can  also  be  created  from 
single  signals.  The  concatenation  operator ','  is  used  to  group 
single  signals  and/or  vectors  together,  as  shown  in  the  examples 
below. 

Examples:  case  (A,b,C) 

BEGIN 

#B100)  [statement] 

END; 

CASE   (A,VCTR_A[3:2]  ,  C) 
BEGIN 

#B1100)  [statement] 

END; 

CASE  (VCTR_A[3:2],VCTR_B[3:2]) 
BEGIN 

#B1101)  [statement] 

END; 


In  the  example  above,  the  CASE  statement  is  used  to  check  the 
possible  values  of  VCTR_A.  The  first  values  tested  are  from  Oto 
5  and  the  decimal  number  9.  The  second  test  checks  whether 
VCTR_A[3:0]  is  equal  to  12  or  15  (specified  in  binary).  Any 
number  radix  can  be  used  to  specify  the  values,  and  a  name 
defined  as  a  constant  in  the  DEFINE  section  can  also  be  used  as 
a  CASE  value. 

The  statement  at  each  variable  value  can  be  a  single  logic 
equation,  a  set  of  logic  equations  (bracketed  by  BEGIN  and 
END),  an  IF-THEN-ELSE  statement,  or  another  CASE  state- 
ment. There  is  no  default  statement  to  handle  values  that  are  not 
specified.  No  logic  equations  will  be  generated  for  the  unspeci- 
fied values. 


Case  statements  are  useful  in  creating  state  machines.  The 
vector  variable  specified  in  the  CASE  statement  can  be  consid- 
ered as  a  group  of  state  bits,  with  the  values  in  the  CASE 
statement  being  the  range  of  possible  states  the  vector  may  take. 

A  multi-mode  counter  is  an  example  of  a  state  machine.  By 
defining  two  pins  as  state  registers  (these  can  be  defined  as  a 
vector),  the  count  sequence  can  be  easily  customized.  In  this  ex- 
ample, the  next  state  of  the  machine  at  any  count  is  determined 
by  the  present  count  and  the  mode  bit  MODE.  If  the  MODE  bit  is 
UP,  then  the  counter  operates  as  an  up  counter.  If  the  MODE  bit 
is  DOWN,  then  the  device  operates  as  a  down  counter. 
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Multi-Mode  Counter  Example 


In  the  PLPL  language: 


DEFINE  UP  =  0,   "constant  definitions  for  better" 
DOWN  =1;  "readability" 

CASE  (COUNT [1:0])   "4-state  up/down  counter" 
BEGIN 

0)   IF    (MODE  =  UP)  THEN 
C0UNT[1:0]   =  1; 
ELSE 

C[1:0]   =  3; 


3)   IF   (MODE  -  UP)  THEN 

COUNT [1:0]  =  0; 
ELSE 

COUNT [1:0]  -  2; 
END;   "end  of  CASE  statement" 

NOTE:  The  use  of  CASE  statements  with  large  numbers  of  values 
to  be  tested  and  the  extensive  use  of  nested  CASE  statements 
may  force  the  PLC  compiler  to  consume  all  available  memory.  If 
an  "OUT  OF  MEMORY"  error  is  generated  when  using  nested 
CASE  statements,  try  converting  the  function  definition  into  a 
single-level  CASE  statement. 

DeMorganization 

If  an  output  variable  or  vector  is  prefaced  by  a  complement  (/) 
operator  on  the  left-hand  side  of  a  logic  equation,  then  the  right 
hand  side  of  the  logic  equation  is  DeMorganized. 


Example:  IF 


(/A)  THEN 
/SIGNAL [3:0] 


/B*C; 


In  this  example,  the  right-hand  side  will  be  DeMorganized  before 
assignment  to  each  element  in  the  vector  SIGNAL[3:0].  In  other 
words,  the  resulting  logic  expression  for  each  element  in  the 
vector  SIGNAL  is: 

SIGNAL[3]   -  B  +  /C; 

SIGNAL [2]   -  B  +  /C; 

SIGNAL[1]   =  B  +  /C; 

SIGNAL [0]   -  B  +  /C; 

Positive-Polarity  Signals  on 
Negative-Polarity  Outputs 

A  positive-polarity  signal  can  be  represented  with  a  negative- 
polarity  pin  by  DeMorganizing  the  equation.  This  may  be  neces- 
sary if  the  only  available  PLD  does  not  have  programmable 
polarity.  For  example,  the  active-H IGH  function  F  =  A*B  can  be 
implemented  on  an  active-LOW  device  (P1 6L8)  by  complement- 
ing the  function: 

/F(H)  =  /  (A*B) 
F(L)  =  /  (A*B) 
F(L)   -  /A  +  /B 


DEVICE  a_design  (P16L8) 

PIN  A  =  1   (input  combinatorial) 

B  =  2  (input  combinatorial) 

F  =  15   (output  active_LCW  combinatorial) ; 
BEGIN 
/F  -  A*B; 
END. 

PLPL  automatically  DeMorganizes  the  equation  for  device  im- 
plementation. 

Special  Functions 

The  PLPL  language  allows  the  creation  of  logic  »xpressions  to 
utilize  special  functions  for  PLD  pins.  RESET,  PRESET  and 
ENABLE  are  examples  of  special  functions  for  output  pins.  These 
three  function  names  are  treated  as  keywords  because  most 
PLDs  incorporate  them.  More  advanced  devices  may  have  other 
control  functions  (e.g.,  OBSERVE  on  the  AmPAL23S8). 

The  database  file  contains  architecture  information  on  the  device 
that  is  used  to  generate  the  JEDEC  fuse  maps  for  programming 
the  device.  The  database  file  also  contains  architecture  and 
special  function  names  which  the  user  will  need  to  know  when 
writing  the  PLPL  source  file  for  the  part. 

Example: 

The  polarity  architecture  fuse  for  pin  23  on  a  22V1 0  is  defined  in 
the  database  file  as: 

#  active_LOW  5808  0  +  #  active_HIGH  5808  1 

This  means  JEDECfuse  number  5808  forthe  22V1 0  controls  the 
polarity  of  this  device.  If  the  name  "active_LOW"  is  used  in  the  pin 
definition  section  (described  earlier)  for  pin  23,  then  fuse  5808  is 
set  to  state  0;  if  "active_HIGH",  then  the  fuse  is  set  to  state  1. 

Special  functions  such  as  OBSERVE  and  PRELOAD  are  also 
contained  in  the  database  file.  These  names  are  prefaced  by  the 
'!'  symbol. 

Example: 

The  observability  product  term  feature  on  the  23S8  is  defined  in 
the  database  file  as: 

! OBSERVE  1  6072; 

This  is  interpreted  as  1  observability  product  term  starting  at 
JEDEC  fuse  location  6072.  The  user  must  type  the  feature  name 
when  using  the  special  function  in  the  design  file. 

The  special  functions  for  newer  PLDs  are  listed  in  the  correspond- 
ing PLD  database  file  and  are  preceded  by  the  'I'  symbol. 
ENABLE,  RESET  and  PRESET  are  not  listed  there.  PC  users 
can  use  the  PLD  program  to  get  a  listing  of  the  functions  available 
on  a  PLD. 
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Usage 


A  special  function  consists  of  the  function  name  followed  by 
parentheses.  Enclosed  in  the  parentheses  are  the  signals  and/ 
or  vectors  that  are  to  be  associated  with  the  logic  expressions 
used  to  define  and  activate  the  special  functions. 

For  example,  to  define  the  special  function  product  term(s)  for  a 
set  of  output  vectors,  write: 


DEVICE  a_design  (P22V10) 
PIN  MODEO  =  1   (input  combinatorial) 
MODE1  =  2   (input  combinatorial) 
A  =  3  (input  combinatorial) 
SIGNAL[3:0]  =  14:17   (output  registered 
active  HIGH) ; 


BEGIN 

IF   (/MODE0VMODE1)  THEN 

ENABLE (SIGNAL [3: 0] )   =#bllll;  "i" 
IF   (MODE 0* /MODE 1)  THEN 

RESET (SIGNAL [3])   -A;  "ii" 
IF   (MODEO*MODE1)  THEN 

PRESET (SIGNAL [3]);  "iii" 

END. 

In  (i),  the  ENABLE  function  product  term  for  each  vector  element 
is  set  to  1  (logic  true)  when  both  mode  inputs  are  low  because  the 
binary  value  #b1111  corresponds  to  each  of  the  four  vector 
elements.  Ifthe  binary  number  #b1  is  used,  then  the  enable  term 
for  SIGNAL[0]  will  be  set  to  1  and  the  enableterms  will  be  Oforthe 
other  3  vector  elements. 


The  special  functions  can  also  be  equated  to  logic  expressions. 
In  (ii),  the  RESET  function  is  active  for  the  vector  element 
SIGNAL[3]  if  the  test  condition  (MODE0VMODE1 )  is  true  and  the 
variable  A  is  true.  If  no  logic  expression  is  specified  (iii),  then  the 
function  is  dependent  on  the  test  condition  (MODE0*MODE1 ). 

If  no  test  condition  is  specified;  as  in: 

BEGIN 

ENABLE (SIGNAL [3:0]); 
END. 

then  this  is  equivalent  to  ENABLE(SIGNAL[3:0])  =  #b1 1 1 1 ;  where 
each  variable  enclosed  in  the  parentheses  is  assigned  the 
constant  1 . 

The  function  can  also  be  defined  like  a  logic  expression,  (ii)  can 
be  written  as:  "RESET(SIGNAL[3])  =  MODE0*/MODE1*A;". 

Special  Parts 

Using  the  XOR  Gate  in  the  AmPAL20XRP10  Series 

To  use  the  XOR  gate  in  the  AmPAI_20XRP10  PLD  series  (e.g., 
P22XP10),  use  the  XOR  function  provided: 


pin20  =  inputl*input2*input3; 

xor(pin20)  -  /inputl*/input2+/input3*/input4; 

The  second  statement  above  will  assign  the  logic  function  to  the 
two  product  terms  allotted  to  the  XOR  gate  of  pin  PIN20.  The  first 
statement  above  assigns  the  logic  expression  to  the  other  group 
of  six  product  terms  on  the  other  XOR  input.  Do  not  use  the  XOR 
(%)  operator  because  the  compiler  will  convert  logic  expressions 
with  the  %  operator  into  its  sum-of-products  form. 

Internal  Registers  on  the  AmPAL23S8 

The  internal  registers  on  the  AmPAL23S8  are  considered  as 
output  pins  and  are  numbered  as  pins  21  to  26.  Pin  21  refers  to 
the  internal  register  connected  to  physical  output  pin  13,  while  pin 
26  is  connected  to  pin  1 8. 

Using  the  Dual-Feedback  Macrocell 
on  the  AmPALC29M/MA1 6 

The  architecture  of  each  of  the  16  I/O  macrocells  on  the  29M16 
and  29MA16  can  be  configured  by  the  8  or  9  architecture  fuses 
in  each  macrocell.  8  of  the  16  macrocells  on  the  part  have  dual- 
feedback  paths  and  these  dual-feedback  macrocells  have  8 
architecture  fuses.  The  remaining  8  single-feedback  macrocells 
have  9  fuses.  The  8  dual-feedback  macrocells  are  connected  to 
pins  3,4,9,10,15,16,21,  and  22. 

In  PLPL  V2.1,  each  of  the  architecture  fuses  is  given  a  pair  of 
names  describing  the  effect  the  fuse  has  on  the  macrocell.  For 
example,  fuse  SO  (see  datasheet)  can  be  described  as 
"ACTIVE_LOW"  or  "ACTIVE_HIGH".  This  corresponds  to  the  2 
possible  states  this  fuse  can  have.  For  fuses  S4to  S7,  the  names 
Sn_0orSn_1  are  used  (n  =  4,5,6,7),  where  Sn_0  means  the  fuse 
is  not  programmed,  and  Sn_1  means  the  fuse  is  programmed. 

The  fuse  names  can  be  obtained  from  the  P29M/MA1 6  database 
files.  The  fuse  names  are  prefaced  by  the  #  symbol.  For  a 
description  of  the  functions  controlled  by  the  architecture  fuses, 
refer  to  the  datasheet. 

These  names  are  put  between  parentheses  in  the  pin  definition 
section  in  the  PLPL  design  file. 

Using  the  Dual-Feedback  Macrocell  as  an  Internal 
Register  and  a  Dedicated  Input 

The  dual-feedback  macrocell  can  be  used  as  an  internal  register 
and  as  a  dedicated  input.  This  is  done  by  setting  architecture 
fuses  in  the  macrocell  to  always  disable  the  output  buffer.  To  refer 
to  this  internal  register  in  the  part,  use  the  virtual  pin  number. 

There  are  8  virtual  pin  numbers  corresponding  to  the  8  dual- 
feedback  macrocells.  These  virtual  pins  are  numbered  from  pins 
25  to  32,  and  refer  to  the  physical  pins  3,  4,  9, 1 0, 15, 1 6,  21 ,  and 
22  respectively.  For  example,  if  the  register  attached  to  pin  3  is 
programmed  as  an  internal  register,  then  pin  3  can  be  considered 
as  an  input  and  pin  25  as  an  internal  register.  Logic  equations  can 
be  assigned  to  pin  25. 
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Example:  DEVICE  dual_macro  (P29M16) 

PIN   p2  =  2   (input  combinatorial) 
p3  =  3  (I_0  combinatorial) 
p4  -  4  (I_0 
regular_out 


internall 


25 


combinatorial) 
=  5    (output  active_HIGH 
registered  reg_latch 
out_cell  s4_l  s5_l 
s6_0  s7_l 
reg_f eedback ) 
(active_HIGH  registered 
reg_latch  S4_l  S5_l  s6_0 
s7_0) ; 


BEGIN 

intemall  =  p2  %  p4; 
regular_out  -  internall*/p3; 
END. 

The  architecture  definitions  for  the  pin  "internall"  have  been 
selected  to  always  disable  the  output  of  the  register  in  this 
macrocell  (S6  and  S7  set  to  0  =  S6_0,  S7_0).  This  frees  pin  3  to 
be  used  as  a  dedicated  input  by  using  one  of  the  feedback  paths 
in  this  dual-feedback  path  macrocell. 

Other  output  pins  on  the  device,  such  as  "regularout",  can  now 
refer  to  this  internal  register  just  like  a  regular  pin.  The  only 
difference  is  that  the  output  of  this  internal  register  cannot  be 
observed  by  the  designer  at  the  pins. 

Using  the  Dual-Feedback  Macrocell  as  a 
Regular  I/O  Macrocell 

The  dual-feedback  macrocells  can  be  used  as  regular  I/O  pins. 
Configure  the  architecture  features  of  the  virtual  pins  such  that  the 
output  of  the  register  in  this  dual-feedback  macrocell  is  always 
enabled.  This  means  that  the  output  of  the  register  will  be  sent 
through  the  corresponding  physical  pin.  The  physical  pin  must  be 
configured  as  an  output  or  I/O  pin. 

Example:  DEVICE  dual_macro  (P29M16) 

PIN   p2  =  2   (input  combinatorial) 
p3  =  3   (10  combinatorial) 
p4  =  4   (10  combinatorial) 
regular_out  -  5   (output  active_HIGH 
registered  reg_latch 
out_cell  s4_l  s5_l  s6_0 
s7_l  reg_feedback) 
internall  =  25  (active_HIGH  registered 
reg_latch  S4_l  S5_l  s6_0 
s7_l); 


BEGIN 

internall  m 
regular_out 
END. 


p2  %  p4; 

=  internall*/regular_out; 


In  this  example,  the  output  of  "internall"  will  be  sent  through  its 
corresponding  physical  pin  3.  Note  that  P3  is  defined  as  a 
combinatorial  I/O  pin. 


Defining  I/O  Pins  as  Inputs 

When  an  I/O  pin  on  a  device  that  does  not  have  polarity  control 
(e.g.,  pin  15  on  the  AmPAL20L10)  is  defined  as  an  input,  the 
polarity  keywords  (ACTIVE J-IIGH  and  ACTIVE_LOW)  must  not 
be  used. 

For  example:  Pin  15ontheP20L10  is  defined  as  an  active-HIGH 
input.  The  pin  should  be  defined  as: 

PIN  name_x  =  15   (input  combinatorial) 

Generating  Test  Vectors 

Test  vectors  are  used  by  PLD  programmers  or  logic  simulators  to 
verify  thatthe  logicfunctions  defined  for  a  PLD  are  correct.  These 
vectors  describe  the  inputs  to  the  PLD  and  the  outputs  expected 
from  the  device  after  applying  these  inputs. 

In  PLPL,  these  test  vectors  are  listed  at  the  end  of  the  design  file. 
They  are  processed  by  the  test  vector  generator  program 
(TESTV)  which  produces  JEDEC-format  test  vectors. 

Test  Vector  Format 

DEVICE.... 

PIN  ....   See  PLPL  Language  section 
BEGIN 

END. 

TEST_VECTORS 
[Pin  Classification] 
BEGIN 
[Vectors] 
END. 

The  user-defined  test  vectors  are  attached  to  the  end  of  a  PLPL 
language  file,  i.e.  after  the  "END.".  The  keyword 
TEST_VECTORS  marks  the  beginning  of  the  vector  section. 
This  is  followed  by  a  pin  classification  section  which  specifies  the 
pin  types.  There  are  four  pin  types:  IN,  OUT,  l_0,  and  BREG. 
These  refer  to  input,  output,  input/output  and  internal  (buried) 
register  pins,  respectively. 

The  pin  names  specified  in  the  pin  classification  section  must 
have  been  defined  already  in  the  PIN  definition  section  (see  PLC). 
The  pin  names  must  also  be  classified  under  the  appropriate 
types. 

Example:  device  Exl  (Pxxxxx) 

PIN  A  -  1   (input   . . .) 
/B  -  2   (input  ...) 
/C  -  15  (10  active_LOW. . . ) 
D  =  1 6   (output  .  .  . )  ; 
BEGIN    "logic  equation  section" 

END. 

TEST_VECTORS    "test  vector  section" 

IN  A,  B; 

I_0  C; 

OUT  D; 

BEGIN 
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The  pins  A  and  B  are  classified  as  inputs,  C  as  I/O,  and  D  as  a 
dedicated  output  pin.  This  matches  with  the  PIN  section.  Note 
that  the  V  symbols  can  be  used,  but  are  not  required. 

The  pin  classification  section  specifies  the  order  with  which  the 
user  must  specify  the  pin  values.  This  means  that  since  the  pin 
order  is  nowA.B.C  and  D,  the  values  specified  for  the  test  vector 
must  also  follow  this  order. 


Example:  test_vectors 

IN  A,B; 
I_0  C; 
OUT  D; 
BEGIN 
1  1  H  L; 
1  0  H  H; 
0  1  L  L; 
0  0  L  H; 
END. 


In  the  first  vector,  the  first  value  1  is  associated  with  pin  A,  the  next 
1  with  pin  B,  H  with  pin  C,  and  L  with  pin  D.  The  list  is  then 
terminated  with  a 

If  a  different  pin  order  is  required,  then  the  pin  order  in  the  pin 
classification  section  can  be  changed. 

Example:  test_vectors 
out  D; 
IN  A; 
I_0  C; 

IN  B;   "sections  can  be  split  up  also" 
BEGIN 
L  1  H  1; 


END. 


Test  Vector  Values 

The  values  a  pin  can  take  in  a  test  vector  are  determined  by  its  pin 
type.  These  values  are  outlined  in  the  JEDEC  standard.  The 
following  is  the  list  of  possible  pin  values: 

0  —  drive  input  low 

1  —  drive  input  high 

2-9  —  drive  input  to  super  voltage  #2  to  9 
L  —  test  output  low 
H  —  test  output  high 
F  —  float  input  or  output 
Z  —  test  input  or  output  for  high-impedance 
C  —  drive  input  low,  high,  low  (positive  clock  pulse) 
K  —  drive  input  high,  low,  high  (negative  clock  pulse) 
P  —  preload  registers 
B  —  preload  buried/internal  registers 
N  —  power  pins  and  output  not  tested 
X  —  output  not  tested,  use  input  default  level 

The  default  level  for  unspecified  pins  is  a  0  or  L  In  the  test  vector 
generator  program  TESTV,  this  can  be  set  to  a  1  or  H. 


Pin  Types 

There  are  two  types  of  pins:  supply,  and  input  or  output  pins. 
Supply  Pins 

These  pins  are  not  tested  by  the  PLD  programmer  or  logic 
simulator.  These  are  the  power  and  ground  pins.  They  should  not 
be  specified  in  the  pin  classification  section. 

Input  and  Output  Pins 

Input  and  Output  pins  are  dedicated  input,  output,  clock,  or  input/ 
output  pins.  Control  pins  such  as  dedicated  enable  pins  (as  on  the 
AmPAU  6R8)  are  considered  input  pins.  The  values  these  pins 
may  take  are  listed  below: 


PIN  TYPE 

POSSIBLE  TEST  VECTOR  VALUE 

input 

0,1,2,3,4,5,6,7,8,9 

F,Z 

X,N 

output 

L,H,F,Z 

0,1  (preload) 

X,N 

clock 

C,K,P 

X,N 

input/output 

(same  as  input  and  output) 

Example:  To  test  a  2-input  AND  function  programmed  into  an 
AmPAL16R8  with  the  following  PLPL  definition: 

DEVICE  AND_FUNCTION  (P16R8) 

PIN        CLK1  -  1  (clock) 

A  =  2   {input  combinatorial) 
B  =  3   (input  combinatorial) 
ENB  =  11   (control)   "enable  pin" 
/AND  -  19   (registered  output  active_LOW)  ; 

BEGIN 

AND  =  A*B; 

END. 

TEST_VECTORS 

IN  CLK1 , ENB, A, B;  "pin  classification  section" 

OUT  AND; 

BEGIN 

C  0  0  0  L; 

C  0  0  1  L; 

C  0  1  0  L; 

C  0  1  1  H; 

END. 

The  JEDEC  test  vectors  produced  will  be: 

V0001  C00XXXXXXN0XXXXXXXHN* 
V0002  C01XXXXXXN0XXXXXXXHN* 
V0003  C10XXXXXXN0XXXXXXXHN* 
V0004  C11XXXXXXN0XXXXXXXLN* 


Pin 


11 


19 
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Note  that  the  values  for  pin  1 9  are  inverted.  This  is  because  the 
name  AND  in  the  pin  classification  section  did  not  have  a  V  as  in 
the  PIN  definition  section.  TESTV  reverses  the  polarity  of  the 
vector  value  if  the  pins  do  not  have  the  same  definitions  (one 
defined  with  the  V  and  the  other  without).  If  they  have  the  same 
definition  in  both  the  pin  classification  and  definition  section  (both 
with  or  without  V),  the  vector  values  are  not  modified. 

This  capability  is  useful  because  now  the  user  can  think  in  terms 
of  asserted/not  asserted  or  voltage  levels.  If  the  user  is  thinking 
of  assertion  levels,  then  the  names  are  specified  in  the  pin 
classification  section  without  any  Vs.  AO/1  or  L/H  will  mean  not 
asserted/asserted  for  inputs  and  outputs,  respectively.  TESTV 
will  convert  the  0/1  s  and  LVHs  by  resolving  any  polarity  discrep- 
ancies in  both  the  pin  classification  and  definition  sections. 

Example:  In  the  AND  function  example,  pin  19  (AND)  is  defined 
as  active-LOW  in  the  PIN  definition  section  but  de- 
fined without  the  V  in  the  pin  classification  section. 
The  vector  values  specified  now  refer  to  AND  being 
asserted  (H)  or  not  asserted  (L).  TESTV  will  automati- 
cally invert  them. 

If  the  user  wants  to  think  in  terms  of  voltages  with  a  0/1  and  L/H 
referring  to  the  low  and  high  voltages  respectively,  then  the 
names  must  match  in  both  pin  definition  sections. 

Example:  In  the  AND  example,  if  pin  AND  were  defined  as /AND 
in  the  pin  classification  section,  then  the  test  value 
specified  for  AND  must  be  the  voltage  or  physical  level 
expected.  This  means  that  when  AND  is  asserted,  an 
L  is  expected  at  the  output,  with  H  expected  when 
AND  is  not  asserted. 

The  test  vectors  will  be  numbered  in  increasing  order  (decimal) 
and  will  contain  a  number  of  values  equivalent  to  the  physical 
number  of  pins  on  the  device.  In  the  preceding  example,  all  pin 
locations  on  the  AmPAU  6R8  except  pins  1 ,2,3,1 0,1 1,1 9  and  20 
are  specified  as  X  or  don't  care.  Pins  1 0  and  20  are  the  power  and 
GND  pins  (automatically  set  by  the  TESTV  program)  while  pins 
1,2,3,11  and  19  were  taken  from  the  test  vector  specification. 

Some  PLD  programming  systems  and  simulators  will  use  the  test 
vectors  in  the  following  manner:  the  specified  inputs  are  applied 
to  the  PLD  and  the  outputs  and  input/output  values  are  compared 
with  the  outputs  specified.  In  sequential  designs  the  previous 
register  state  is  used  to  determine  the  next  state.  For  the  very  first 
vector,  many  PLDs  have  the  power-up  reset  feature  which  guar- 
antees the  part  starting  with  all  registers  reset  to  0. 

Preloading  Registers 

Registers  can  be  preloaded  by  putting  the  'P'  value  on  the  clock 
pin  controlling  the  registers.  This  meansthat  if  aclock  pin  controls 
a  bank  of  registers,  a  'P'  should  be  placed  on  the  clock  pin  to 
preload  that  register  bank.  The  value  to  be  loaded  into  the 
registers  is  then  specified  using  0  and  1,  not  L  and  H. 

Example:  To  preload  an  AmPAIJ  6R8  with  1 001 011 0.thefollow- 
ing  vector  sequence  is  used  (note  that  the  outputs  are 
active  LOW): 


TEST_VECTORS 

IN  CLK1,  IN_A,  IN_B; 

OUT   /out7, /out6, /outS, /out4, /out3, /out2, /outl, /outO; 
BEGIN 

C  0  1  XXXX  XXXX;       "do  one  test" 

P  X  X  0110  1001;      "preload  reg  with  10010110" 

0  X  X  LHHL  HLLH;      "test  registers  without  clocking" 

C  1  1  XXXX  XXXX;      "do  another  test  with  preloaded  reg" 

END. 

For  preloading  buried  or  internal  registers  on  a  device  like  the 
AmPAL23S8,  the  keyword  LOADJNTERNAL  is  used.  A  se- 
quence of  0s  and  1s  follows  which  corresponds  directly  to  the 
states  of  the  internal  registers. 

1.  Test  vector  values  may  be  grouped  together  if  they  are  all 
numbers  or  all  alphabetic  characters. 

Example:  test_vectors 

IN  IN0,IN1,IN2; 
OUT  OUTO,OUT1,OUT2; 
BEGIN 
111  HHL; 

100  LHH; 

101  LHL; 
END. 

2.  Spaces  can  be  used  to  separate  the  test  vector  values 
(ex.  '1  1  1  H  H  L'). 

PLPL  V2.1  Programs 

The  PLPL  V2.1  package  contains  the  following  programs: 
Programs: 

1.  PLC:  generic  logic  software  compiler 

2.  OPTIMIZE:  logic  optimizer 

3.  JM:  JEDEC  map  generator 

4.  TESTV:  manual  test  vector  generator 

5.  SIM:  functional  simulator 

6.  For  PC  users,  a  pin  utility  program  PLD.EXE  is  included 

A  menu  program  PLPL.EXE  can  be  used  to  control  execution  of 
each  of  the  programs,  or  the  programs  can  be  called  individually 
as  described  later.  Experienced  users  can  create  a  batch  file  to 
perform  the  COMPILE-OPTIMIZE-FUSEMAP  sequence. 

PLC:  Programmable  Logic  Compiler 

The  PLC  logic  compiler  compiles  an  ASCII  logic  description  file 
written  in  the  PLPL  language  and  produces  an  intermediate  file. 
To  run  PLC,  type  the  following  command  at  the  system  prompt 
(e.g.,A>) 

A>  pic  -i  filename   [-o  intermediate_f ilename] 

-i  filename  ==>  specifies  the  input  filename 
-o  intermediate_filename  ==>  writes  the  compiled  form  to 
the  file  specified  (optional) 


^MonolithieW  Memories  & 
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The  compiled  form  will  appear  on  the  screen.  Any  errors  will  be 
written  to  the  temporary  file  $tmp.$$$. 

OPTIMIZE:  Logic  Optimizer 

OPTIMIZE  is  a  logic  equation  optimizer  that  applies  logic  reduc- 
tion algorithms  to  the  expressions  in  the  intermediate  file.  This 
program  detects  and  eliminates  logic  redundancies  in  the  expres- 
sions. 


4 


e  optimizer  is  called  as  follows: 


A>  optimize  -i  intermediate_f ilename 
[-o  new_file] 

-i  intermediatejilename  ==>  an  intermediate  file  is 
taken  as  an  input 

newjilename  ==>  the  logically  minimized  file  is  written 
to  the  file  with  the  specified  name  (optional) 

The  optimized  file  will  be  displayed  on  the  monitor. 

JM:  JEDEC  Link/Fuse  Map  and  Equation  Listing 
Generator 

JM  takes  an  intermediate  file,  and  generates  the  link/fuse  map  for 
the  targeted  PLD.  The  link/fuse  map  generated  conforms  to  the 
standards  set  forth  by  the  JEDEC  committee.  The  intermediate 
file  contains  the  logic  equations  that  are  then  converted  into  a 
pattern  of  1s  and  Os  corresponding  to  the  device  links  on  a  PLD. 

JM  can  also  perform  the  following  functions: 

•  List  the  logic  equations  with  the  user-defined  signal  names  into 
a  file;  improves  documentation 

•  Concatenate  an  existing  JEDEC  map  with  aTESTV-generated 
test  vector  file;  this  format  is  used  by  some  PLD  programming 
units  with  testing  capability 

•  Generate  a  new  PLD  design  file  header  containing  a  correct  pin 
definition  section;  this  menu-driven  function  will  display  the 
available  architectural  features  for  all  the  pins  on  a  user- 
specified  PLD.  This  is  used  on  VAX  versions  of  the  program 
and  is  similar  to  PLD.EXE  on  the  PC. 


To  run  JM,  type: 

A>     jm  -i  intermediate^ ilename     [-o  map_f ilename] 

[-1  list_f ilename] 

or 

jm  -a  <link/fuse_map_f ile>  <test_vector_f ile> 
or 

jm  -n 

-i  intermediatejilename  ==>  generate  the  link/fuse  map  from 
the  equations  in  this  file 

-o  map_filename  ==>  send  the  JEDEC  map  to  the  file 
specified  (optional) 

-I  list_filename  ==>  list  the  logic  equations  with  the  user- 
specified  variables  into  a  file  (optional) 

-a  <link/fuse_map_file>  <test_vector_file>  ==>  first  file  name 
contains  link/fuse  map  and  second  contains  the  JEDEC 
standard  test  vector  file 

-n  ==>  used  to  generate  a  new  PLD  design  file  header 

The  device/fuse  map  will  be  displayed  on  the  screen.  If  the "-  o" 
option  is  used,  it  will  also  be  sent  to  the  file  specified. 

The  "-a"  or  concatenate  option  must  be  used  by  itself.  If  other 
options  like  "-i"  or  "-o"  are  included  with  their  arguments,  they  will 
be  ignored. 

The  "-n"  option  must  also  be  used  by  itself  when  creating  new 
design  file  headers. 

TESTV:  JEDEC  Standard  Test  Vector  Generator 

TESTV  takes  a  PLPL  language  file  and  searches  for  a  test  vector 
section.  It  then  converts  these  user-specified  vectors  into  a 
format  that  can  be  loaded  into  a  PLD  programmer  for  testing. 

To  run  TESTV,  type: 

A>  testv  -i  filename  [-o  out_filename] 

-i  filename  is  the  input  file  specification 
-o  filename  is  the  file  to  write  the  test  vectors  to; 
this  is  an  optional  argument 

The  vectors  generated  will  be  sent  to  the  screen. 
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SIM:  Functional  Simulator 

The  functional  simulator  SIM  simulates  PLD  designs  created  with 
the  PLPL  V  2.1  package.  Logical  errors  can  be  detected  before 
the  part  is  actually  programmed,  thus  reducing  debugging  costs 
and  design  time. 

To  run  the  simulator,  type: 

sim  -i  <intermediate/optimized_f ile> 
<testvector_file> 

The  following  simulator  options  are  available: 

-o  output_file 
-b  init_val ,  f  inal_val 
-x  value_of_don't_care 
-z  value  of  three  state 


Options: 


Status  information  (e.g.,  number  of  errors)  generated  by  the 
Simulator  is  normally  sent  to  the  CRT.  This  option  will  cause  the 
output  to  the  CRT  to  be  suppressed. 

-i       <intermediate_file>  <testvector_f ile> 

The  intermediate  file  is  generated  by  the  PLC  program.  This  file 
serves  as  the  simulation  model  for  the  PLD  design.  The  test 
vector  file  is  generated  by  TESTV  and  contains  the  inputs  to  the 
model  and  the  expected  outputs. 

-o      <output_f  ile> 

Writes  the  simulation  results  to  the  output  file, 
-b      <init_val, final_val> 


Breakpoint  selection  option:  simulation  will  be  performed  on  a 
range  of  vectors.  This  range  begins  at  the  vector  numbered 
INIT_VAL  up  to  and  including  the  vector  numbered  FINAL_VAL. 
Any  one  of  these  two  values  can  be  left  out.  If  the  initial  value  is 
not  specified,  then  the  beginning  of  the  test  vector  file  is  taken  as 
the  first  vector  read  by  the  simulator.  If  the  final_value  is  not 
specified,  then  the  final  vector  in  the  test  vector  file  is  taken  as  the 
final  vector  affected  by  this  breakpoint  option. 

For  example: 

[-b  20,]  start  simulation  at  test  vector  20  to  the  end  of  file, 
j-b  ,12]  start  simulation  at  test  vector  1  to  test  vector  12. 
[-b  7,24]  start  simulation  at  test  vector  7  to  test  vector  24. 

-x  <value_of_don't_care> 

The  default  interpretation  of  a  don't  care  symbol  in  the  test  vector 
file  ('X')  is  interpreted  0  (or  Lfor  outputs).  The  user  can  set  the  X 
value  to  be  interpreted  as  0  (L  for  outputs)  or  1  (H  for  outputs). 

-z  <value_of_three_state> 

The  default  three-state  value  is  1 .  This  Z  value  can  be  set  to  0, 
L,  or  H  with  this  option. 


The  trace  feature  displays  simulation  results  on  the  screen.  The 
simulator  will  compare  the  calculated  outputs  with  the  expected 
outputs  (specified  by  the  user)  and  flag  any  inconsistencies. 

Simulating  Special  Functions 

To  ensure  the  correct  simulation  of  a  design  specification,  make 
sure  that  all  special-function  product  terms  for  outputs  on  a  PLD 
are  defined.  If  a  product  term  is  not  used,  specify  a  logic  0  for  that 
product  term.  For  example,  if  the  RESET  function  is  not  used  on 
an  AmPAL22V10,  write:  RESET(x.y)  =  #b00;  where  x,y  are  two 
outputs  used  in  the  design. 
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Logic  Cell  "Array 

and  Development  Systems 


The  Logic  Cell  Array 

The  Logic  Cell  Array  (LCA)  is  the  first  device  to  successfully 
bridge  the  gap  between  field  programmable  logic  and  gate 
arrays.  The  LCA™  successfully  combines  the  benefits  of  low- 
power  CMOS  LSI  technology  and  the  advantages  of  user  pro- 
grammability  with  the  gate  density  and  logic  flexibility  previ- 
ously obtainable  only  with  gate  arrays. 

The  LCA  provides  a  quantum  jump  in  field-programmable  logic 
device  capability  extending  its  usable  functional  density  into  a 
realm  beyond  that  of  more  conventional  programmable  logic 
devices.  Much  greater  gate  utilization  is  achieved  with  the  LCA 
by  use  of  a  flexible  array  type  architecture  more  versatile  than 
that  of  conventional  PLDs,  which  is  increasingly  inefficient  as 
gate  density  is  increased.  The  Monolithic  Memories  M2018 
1800-gate  LCA  device  can  replace  as  many  as  six  1200-gate 
PLD  devices  in  some  applications. 

Gate  arrays,  on  the  other  hand,  provide  densities  higher  than 
those  of  current  LCAs.  However,  gate  arrays  typically  require 
longer  development  times,  design  risks  and  significant  cost. 

The  LCA  is  the  ideal  option  for  the  PLD  designer  wishing  to 
achieve  a  new  level  of  system  functional  density  and  for  the 
gate  array  user  looking  for  a  low-cost  and  easy-to-use  alterna- 
tive which  provides  instant  prototyping  through  the  power  of 
in-circuit  emulation 


Component  Ordering  Information 

M2018-50CNL84 


Ordering  Information  Development 
Systems 


PART  NUMBER  1 

M2064  (1200  Gates,  58  IOB) 
M2018  (1800  Gates,  74  IOB) 


SPEED  GRADE  

-33  =  33  MHz  Toggle  Rate 
-50  =  50  MHz  Toggle  Rate 
-70  =  70  MHz  Toggle  Rate 


HZ 


PACKAGE  TYPE 
N48    =  48  Pin  Molded  DIP 
NL68  =  68PinPLCC 
NL84  =  84PinPLCC 
P68    =  68  Pin  PGA 
P84    =  84  Pin  PGA 

-TEMPERATURE  RANGE 
C  =  Commercial 
Ma 


Package  Availability 


PART 
NUMBER 

48-PIN 
PLASTIC 
DIP 
N48 

68-PIN 
PLCC 
NL68 

68-PIN 
PGA 
P68 

84-PIN 
PLCC 
NL84 

84-PIN 
PGA 
P84 

M2064 

X 

X 

X 

M2018 

X 

X 

X 

X 

PART 
NUMBER 

DESCRIPTION 

LCA-MEK01 

Logic  Cell  Array  Evaluation  Kit 

LCA-MDS21 

XACT™  Design  Editor  System 

LCA-MDS22 

P-SILOS™  Simulator 

LCA-MDS23 

Automatic  Placement  and 
Routing  Program 

LCA-MDS24-48N 

XACTOR™  In-Circuit  Emulator  for 
48-Pin  DIP  (includes  one  LCA-MDS26 
and  one  LCA-MDS27-48N) 

LCA-MDS24-68NL 

XACTOR  In-Circuit  Emulator  for 
68-Pin  PLCC  (includes  one  LCA- 
MDS26  and  one  LCA-M DS27-68NL) 

LCA-M  DS24-68P 

XACTOR  In-Circuit  Emulator  for 
68-Pin  PGA  (includes  one  LCA-M DS26 
and  one  LCA-MDS27-68P) 

LCA-MDS24-84NL 

XACTOR  In-Circuit  Emulator  for 
84-Pin  PLCC  (includes  one  LCA- 
MDS26  and  one  LCA-MDS27-84NL) 

LCA-M  DS24-84P 

XACTOR  In-Circuit  Emulator  for 
84-Pin  PGA  (includes  one  LCA-MDS26 
and  one  LCA-MDS27-84P) 

LCA-MDS26 

Universal  Emulation  Pod 

LCA-MDS27-48N 

Emulation  Header  Cable  for  48-Pin  DIP 

LCA-MDS27-68NL 

Emulation  Header  Cable  for 
68-Pin  PLCC 

LCA-M  DS27-68P 

Emulation  Header  Cable  for 
68-Pin  PGA 

LCA-MDS27-84NL 

Emulation  Header  Cable  for 
84-Pin  PLCC 

LCA-M  DS27-84P 

Emulation  Header  Cable  for 
84-Pin  PGA 

LCA-M  DS31 

FutureNet®  DASH™  Schematic  Design 
Entry  Interface 

Service  Contracts 


PART 
NUMBER 

DESCRIPTION 

LCA-MSC21 

XACT  Design  Editor  System  (LCA-MDS21) 
Annual  Support  Agreement 

CI  Monolithic\SKH  Memories  iCI 
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Logic  Cell  Array  M2064,  M2018 

Features 

•  Fully  Programmable 

-  I/O  functions 

-  Digital  logic  functions 

-  Interconnections 

•  General  purpose  array  architecture 

•  Complete  user  control  of  design  cycle 

•  Compatible  arrays  with  logic  cell  complexity  equivalent  to 
1200  and  1800  usable  gates 

•  Standard  product  availability 

•  100%  factory-tested 

•  Selectable  configuration  modes 

•  Low-power,  CMOS,  static  memory  technology 

•  Three  performance  options:  33, 50,  and  70  MHz 

•  TTL  or  CMOS  input  threshold  levels 

•  Complete  development  system  support 
-XACT  Design  Editor 

-  Macro  Library 
-Timing  analyzer 

-  Design  rules  checker 

-  Configuration  file  generator 

-  Configuration  file  formatter 

•  Optional  features 

-  Schematic  capture  entry 

-  XACTOR  in-circuit  emulator 

-  Logic  and  timing  simulator 

-  Auto  Place/Route 


Description 

The  Logic  Cell  Array  (LCA)  is  a  high-density  CMOS  user- 
programmable  logic  device.  The  array  architecture  of  the  LCA 
allows  the  designer  total  flexibility  and  yields  extremely  high 
gate  utilization  The  LCA  is  composed  of  three  configurable 
logic  elements:  Input/Output  Blocks  (lOBs),  Configurable  Logic 
Blocks  (CLBs),  and  Programmable  Interconnect.  The  XACT  de- 
velopment system  Design  Editor  provides  a  graphical  interface 
to  configure  individual  lOBs  for  external  interface,  define  CLBs 
to  implement  internal  logic,  and  assemble  an  internal  network 
of  interconnect  to  accomplish  larger  logic  functions.  The  XACT 
Design  Editor  provides  an  interactive  graphic  design  capture 
system  with  an  automatic  routing  feature.  Both  logic  simulation 
and  emulation  are  available  for  design  verification. 
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Programming 

The  Logic  Cell  Array's  logic  functions  and  interconnections  are 
determined  by  a  configuration  program  stored  in  internal  static 
memory  cells.  On-chip  logic  provides  for  automatic  loading  of 
configuration  data  at  power-up  or  on  command.  The  program 
data  can  reside  in  an  EEPROM,  EPROM,  or  ROM  on  the  circuit 
board  or  on  a  floppy  disk  or  hard  disk. 

Several  methods  of  automatically  loading  the  required  data  are 
designed  into  the  Logic  Cell  Array  and  are  determined  by  logic 
levels  applied  to  mode  selection  pins  at  configuration  time.  The 
form  of  the  data  may  be  either  serial  or  parallel,  depending  on 
the  configuration  mode.  The  programming  data  are  indepen- 
dent of  the  configuration  mode  selected. 

The  Logic  Cell  Array  is  available  in  a  variety  of  logic  capacities, 
package  styles,  temperature  ranges  and  speed  grades. 

Input/Output  Block 

Each  user-configurable  I/O  block  (IOB)  provides  an  interface 
between  the  external  package  pin  of  the  device  and  the  inter- 
nal logic.  Each  I/O  block  includes  programmable  input  path  and 
a  programmable  output  buffer  as  shown  in  Figure  1 .  It  also  pro- 
vides input  clamping  diodes  to  provide  protection  from  electro- 
static damage,  and  circuits  to  protect  the  LCA  from  latch-up 
due  to  input  currents. 

The  input  buffer  portion  of  each  I/O  block  provides  threshold 
detection  to  translate  external  signals  applied  to  the  package 
pin  to  internal  logic  levels.  The  input  buffer  threshold  of  the  I/O 
blocks  can  be  programmed  to  be  compatible  with  either  TTL 
(1.4  V)  or  CMOS  (2.2  V)  levels. 

Output  buffers  in  the  I/O  blocks  provide  4-mA  drive  for  high 
fan-out  CMOS-  or  TTL-compatible  signal  levels. 


LCA  Internal  Structure 


PART 
NUMBER 

LOGIC 
CAPACITY 
(USABLE 
GATES) 

CONFIG- 
URABLE 
LOGIC 
BLOCKS 

USER 

l/Os 

CONFIG- 
URATION 
PROGRAM 
(BITS) 

M2064 

1200 

64 

58 

12038 

M2018 

1800 

100 

74 

17878 

£1  Monolithic  KJR3  Memories  £1 
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Configurable  Logic  Block 

An  array  of  Configurable  Logic  Blocks  (CLBs)  provides  the 
functional  elements  from  which  the  user's  logic  is  constructed. 
The  Logic  Blocks  are  arranged  in  a  matrix  in  the  center  of  the 
device.  The  M2064  has  64  such  blocks  arranged  in  an  8-row  by 
8-column  matrix.  The  M2018  has  100  logic  blocks  arranged  in  a 
10  by  10  matrix. 

Each  logic  block  has  a  combinatorial  logic  section,  a  storage 
element,  and  an  internal  routing  and  control  section  as  shown 
in  Figure  2.  Each  CLB  has  four  general-purpose  inputs:  A,  B,  C, 
and  D;  and  a  special  clock  input  (K),  which  may  be  driven  from 
the  interconnect  adjacent  to  the  block.  Each  CLB  also  has  two 
outputs,  X  and  Y,  which  may  drive  interconnect  networks. 

Additional  memory  bits  are  used  to  set  the  user-definable  path 
selectors,  shown  in  Figure  2,  which  determine  CLB  internal 
connections.  All  memory  bits  are  determined  automatically  by 
the  XACT  design  editor  as  the  design  is  entered. 

The  logic  block  combinatorial  logic  uses  a  table  look-up  memo- 
ry to  implement  Boolean  functions.  This  technique  can  gener- 
ate any  logic  function  of  up  to  four  variables  with  a  high-speed, 
sixteen-bit  memory.  The  propagation  delay  through  the  com- 
binatorial network  is  independent  of  the  function  generated. 
Each  block  can  perform  any  function  of  four  input  variables  or 
any  two  functions  of  three  input  variables  each.  The  input  vari- 
ables may  be  selected  from  among  the  four  inputs  and  the 
block's  storage  element  output  "Q." 

Programmable  Interconnect 

Programmable  interconnection  resources  in  the  Logic  Cell 
Array  provide  routing  paths  to  connect  inputs  and  outputs  of 
the  I/O  and  logic  blocks  into  desired  networks.  All  interconnec- 
tions are  composed  of  metal  segments,  with  programmable 
switching  points  provided  to  implement  the  necessary  routing. 
Three  types  of  resources  accommodate  different  types  of  net- 
works: 

•  General-purpose  interconnect 

•  Long  lines 

•  Direct  connection 


_  TRI-STATE 
CONTROL 


•  OUTPUT 


q=d> 


USER  DEFINABLE 
PATH  SELECTOR 


I/O  CLOCK 


Figure  1.  IOB  Logic  Equivalent 


INPUTS 

A  

B  

C  

D 


[ 


COMB. 
LOGIC 


D 


D  SQ 


USER  DEFINABLE 
PATH  SELECTOR 


OUTPUTS 
X 


0' 


Figure  2.  CLB  Logic  Equivalent 


Summary  off  CLB  Switching  Characteristics 


SYMBOL 

PARAMETER 

SPEED  GRADE 

UNIT 

-33 

-50 

-70 

MIN  MAX 

MIN  MAX 

MIN  MAX 

<ILO 

Logic  input  to  output 

Combinatorial 

20 

15 

10 

ns 

'CKO 

K  Clock 

To  output 

20 

15 

10 

ns 

lICK 

Logic-input  setup 

12 

8 

7 

<CKI 

Logic-input  hold 

0 

0 

0 

<PID 

Input/Output 

Pad  to  input  (direct) 

12 

8 

6 

ns 

'OP 

Output  to  pad  (enabled) 

15 

12 

9 

ns 

FCLK 

Maximum  flip-flop  toggle  frequency 

33 

50 

70 

MHz 

H  MonoMhicM  Memories  £1 
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LCA-MDS21  XACT  Design  Editor 
System 

Features 

•  Runs  on  an  IBM®  PC-XT™  or  compatible  computer 

•  Complete  basic  system  for  designing  with  Logic  Cell  Arrays 

•  Interactive  graphical  design  editor 

•  Simplified  definition,  placement  and  interconnection 
capability  for  logic  design  and  implementation 

•  Macro  library  of  1 1 3  standard  logic  family  equivalents 

•  Utility  for  user-defined  macros 

•  Boolean  equation  or  Karnaugh  map  alternatives  to  specify 
logic  functions 

•  Point-to-point  timing  calculations  for  critical  path  analysis 

•  Automatic  design  consistency  checking  for  connectivity  and 
design  violations 

•  Documentation  support  with  hardcopy  output  of  logic  and 
physical  configuration  information 

•  Download  cable  to  transfer  configuration  programs  from 
personal  computer  to  LCA  in  target  system 

•  Compatible  hardware  and  software  options  to  enhance 
design  productivity 

•  File  formatter  for  EPROM  programmer 

General 

The  XACT  Design  Editor  provides  users  with  a  complete  design 
and  development  system  for  specification  and  implementation 
of  designs  using  Monolithic  Memories'  Logic  Cell  Arrays.  Func- 
tional definition  of  Configurable  Logic  Blocks  (CLBs),  Input/ 
Output  Blocks  (lOBs)  and  interconnection  is  performed  with  a 
menu-driven  interactive  graphics  editor.  An  automatic  router 
greatly  reduces  the  effort  to  interconnect  logic. 

Designs  are  captured  with  a  graphics-based  design  editor 
using  either  a  mouse  for  menu-driven  entry,  or  a  keyboard  for 
command-driven  entry.  Functions  are  specified  by  CLB  and 
IOB  definitions  plus  their  interconnections.  The  macro  library 
and  user-defined  macros  enable  the  user  to  easily  implement 
complex  functions. 

The  check  for  logic  connectivity  and  design  rule  violation  is 
easily  performed.  All  unused  internal  nodes  are  automatically 
configured  to  minimize  power  dissipation. 

Interactive  point-to-point  timing  delay  calculation  is  provided 
for  timing  analysis  and  critical  path  determination.  This  ability 
enables  the  user  to  quickly  identify  and  correct  timing  prob- 
lems while  the  design  is  in  progress. 

Automatic  generation  of  similar  input  netlist  files  with  timing 
parameters  simplifies  the  use  of  P-SILOS  for  logic  and  timing 
simulation. 


The  XACT  Design  Editor  includes  hardcopy  generation  to  docu- 
ment a  design  and  automatically  track  design  changes.  Logic 
Cell  Array  configuration  programs  can  be  automatically  trans- 
lated into  standard  EPROM  programming  bit  pattern  formats. 

A  download  cable  included  with  XACT  is  useful  for  transferring 
configuration  programs  serially  from  the  PC  workstation  to  a 
Logic  Cell  Array  installed  in  a  system.  During  product  develop- 
ment and  debug  this  capability  can  be  used  to  save  the  time  re- 
quired to  write  a  modified  configuration  program  into  an  EPROM. 

Monolithic  Memories  provides  ongoing  support  for  XACT  users. 
For  the  first  year,  software  updates  are  included.  After  that  the 
user  may  purchase  the  LCA-MSC21  Annual  Support  Agree- 
ment to  continue  to  receive  the  latest  software  releases.  XACT 
users  also  receive  Monolithic  Memories'  technical  information, 
which  includes  information  about  Logic  Cell  Arrays  and  PAL® 
devices,  as  well  as  software  updates  and  application  notes  for 
designers.  In  addition,  Monolithic  Memories  provides  compre- 
hensive field  and  factory  support. 

System  Requirements 

Minimum  System  Configuration 

IBM  PC-XT,  PC-AT  or  compatible  computer  with: 
.  MS-DOS™  2.1  or  higher 

•  1M  Bytes  RAM 

•  1  Diskette  Drive 

•  10-MB  Hard  Disk 

•  IBM  compatible  Color  Graphic  Adapter  and  Display 

•  1  Serial  Interface  Port 

•  1  Parallel  Interface  Port 

•  Mouse  System™,  Microsoft®  or  compatible  mouse 


Design  Editor  with  Routed  Design 
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XACT  Macro  Library 


General 

GADD 

Adder 

GCOMP 

Compare 

GEQGT 

Equal  or  Greater 

GMAJ 

Majority 

GMux 

2-to-1  Mux 

GPAR 

Parity 

GXOR 

Exclusive-OR 

GXOR2 

Dual  Exclusive-OR 

GXTL 

Crystal  Oscillator 

GOSC 

Low  Frequency 

Resistor-Capacitor  Oscilator 

CLBs 


Pads 


Latches 


— 


0  +  2IOB 

1  +2IOB 


lOBs 


PIN  Input  Pad 

PINQ  Input  Pad  with  Storage 

PIO  Input/Output  Pad 

PIOQ  Input/Output  Pad  with  Input  Storage 

PIOC  Input/Output  Pad  with  'Open  Collector' 

PIOQC  Input/Output  Pad  with  Input  Storage, 

'Open  Collector' 

POUT  Output  Pad 

POUTC  Output  Pad  with  Open  Collector' 

POUTZ  Output  Pad  with  3-State  Control 

PREG  Output  Pad  with  Input  Storage 


CLBs 


LD  Data  Latch 

LC-rd  Data  Latch  with  ResetDir 

LC-sd  Data  Latch  with  SetDir 

LD-srd  Data  Latch  with  SetDir,  ResetDir 

LDM  Data  Latch  with  2-lnput  Data  Mux 

LDM-rd  Data  Latch  with  2-lnput  Data  Mux,  ResetDir 

LDM-sd  Data  Latch  with  2-lnput  Data  Mux,  SetDir 


Flip-Flops 


CLBs 


FD  D  Flip-Flop 

FDR  D  Flip-Flop  with  Reset 

FDS  D  Flip-Flop  with  Set 

FD-rd  D  Flip-Flop  with  ResetDir 

FD-sd  D  Flip-Flop  with  SetDir 

FD-srd  D  Flip-Flop  with  SetDir,  ResetDir 

FDC  D  Flip-Flop  with  ClkEna 


FDCR 

D  Flip-Flop  with  ClkEna,  Reset 

1 

FDCS 

D  Flip-Flop  with  ClkEna,  Set 

\ 

FDM 

D  Flip-Flop  2-lnput  Data  Mux 

FDMR 

D  Flip-Flop  2-lnput  Data  Mux,  Reset 

1 

FDMS 

D  Flip-Flop  2-lnput  Data  Mux,  Set 

1 

FDM-rd 

D  Flip-Flop  2-lnput  Data  Mux,  ResetDir 

1 

FDM-sd 

D  Flip-Flop  2-lnput  Data  Mux,  SetDir 

1 

FSR 

Set-Reset  Flip-Flop  with  Set  Dominate 

1 

FRS 

Set-Reset  Flip-Flop  with  Reset  Dominate 

1 

FJK 

J-K  Flip  Flop 

1 

FJKS 

J-K  Flip  Flop  with  Synchronous  Set 

1 

FJK-rd 

J-K  (Set-Reset)  Flip  Flop  with  ResetDir 

1 

FJK-sd 

J-K  (Set-Reset)  Flip  Flop  with  SetDir 

FJK-srd 

J-K  (Set-Reset)  Flip  Flop  with  SetDir, 
ResetDir 

FTO 

Self  Toggle  Flip-Flop 

FTOR 

Self  Toggle  Flip-Flop  with  Reset 

FT 

Toggle  Flip-Flop 

FTP 

Toggle  Flip-Flop  with  ParEna 

FTP-rd 

Toggle  Flip-Flop  with  ParEna,  ResetDir 

FTR 

Toggle  Flip-Flop  with  Reset 

FTS 

Toggle  Flip-Flop  with  Set 

FT2 

2-lnput  Toggle  Flip-Flop 

FT2R 

2-lnput  Toggle  Flip-Flop  with  Reset 

Decoders 

CLBs 

D2-4 

1-of-4  Decoder 

2 

D2-4E 

1-of-4  Decoder,  with  Ena 

2 

74-139 

1-of-4  Single  Decoder  with  Low  Output,  Ena 

4 

D3-8 

1-of-8  Decoder 

5 

D3-8E 

1-of-8  Decoder  with  Ena 

6 

74-138 

1-of-8  Decoder  with  Enables,  Low  Output 

7 

74-42 

1-of-10  Decoder  with  Low  Output 

8 

Multiplexers  CLBs 

M3-1 

3-to-1  Mux 

2 

M3-1E 

3-to-1  Mux  with  Ena 

2 

M4-1 

4-to-1  Mux 

3 

M4-1E 

4-to-1  Mux  with  Ena 

3 

74-352 

4-to-1  Mux  with  Low  Output,  Ena 

3 

M8-1 

8-to-1  Mux 

7 

M8-1E 

S-tQ-1  Mux  with  Ena 

7 

74-151 

8-to-1  Mux  with  Ena 
Complementary  Outputs 

7 

74-152 

8-to-1  Mux  with  Low  Output 

7 

W  Memories  £l 
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XACT  Macro  Library 


egisters 


CLBs 


Data  Registers 


RD4  4-Bit  Data  Register  4 

RD8  8-Bit  Data  Register  8 

RE8CR  8-Bit  Data  Register  with  ClkEna,  Reset  8 


Serial  to  Parallel 


RS4             4-Bit  Shift  Register  4 

74-195           4-Bit  Serial  to  Parallel  5 

Shift  Register  with  ParEna,  Reset 

74-194           4-Bit  Bidirectional  Shift  Register  12 

with  ClkEna,  ParEna,  ResetDir 

RS8              8-Bit  Shift  Register  8 

RS8CR          8-Bit  Shift  Register  with  ClkEna,  Reset  8 

RS8PR          8-Bit  Shift  Register  with  ParEna,  Reset  8 

RS8R            8-Bit  Shift  Register  with  Reset  8 

74-164           8-Bit  Serial  to  Parallel  Shift  Register  8 

with  ResetDir 


Counters 


CLBs 


Modulo  2 


C2BCR  1-Bit  Binary  Counters  with  ClkEna,  Reset 

C2BC-rd  1-Bit  Binary  Counters  with  ClkEna,  ResetDir 

C2BP  1-Bit  Binary  Counters  with  ParEna 

C2BR  1-Bit  Binary  Counters  with  Reset 

C2B-rd  1-Bit  Binary  Counters  with  ResetDir 


Modulo  4 


C4BCP  2-Bit  Binary  Counters  with  ClkEna,  ParEna  3 

C4BCR  2-Bit  Binary  Counters  with  ClkEna,  Reset  2 

C4BC-rd  2-Bit  Binary  Counters  with  ClkEna,  ResetDir  2 

C4JCR  2-Bit  Johnson  Counters  with  ClkEna,  Reset  2 


Modulo  6 


Modulo  8 


C8BCP 

3-Bit  Binary  Counters  with  ClkEna,  ParEna 

5 

C8BCR 

3-Bit  Binary  Counters  with  ClkEna,  Reset 

4 

C8BC-rd 

3-Bit  Binary  Counters  with  ClkEna,  ResetDir 

4 

C8JCR 

3-Bit  Johnson  Counters  with  ClkEna,  Reset 

4 

Modulo  10 

C10BC-rd 

4-Bit  BCD  Counter  with  ClkEna,  ResetDir 

4 

C10BCP-rd 

4-Bit  BCD  Counter  with  ClkEna,  ParEna, 

7 

ResetDir 

74-160 

4-Bit  BCD  Counter  with  ClkEna,  ParEna, 

8 

ResetDir 

C10BP-rd 

4-Bit  BCD  Counter  with  ParEna,  ResetDir 

6 

C10JCR 

5-Bit  Johnson  Counter  with  ClkEna,  Reset 

5 

Modulo  12 

C12JCR 

6-Bit  Johnson  Counter  with  ClkEna,  Reset 

6 

Modulo  16 

C16BA-rd 

4-Bit  Binary  Ripple  Counter  with  ResetDir 

4 

C16BC-rd 

4-Bit  Binary  Counter  with  ClkEna,  ResetDir 

4 

C16BCPR 

4-Bit  Binary  Counter  with  ClkEna,  ParEna, 

10 

Reset 

C16BCP-rd 

4-Bit  Binary  Counter  with  ClkEna,  ParEna, 

6 

ResetDir 

74-161 

4-Bit  Binary  Counter  with  ResetDir 

8 

C16BP-rd 

4-Bit  Binary  Counter  with  ParEna,  ResetDir 

5 

C16BUD-rd 

4-Bit  Binary  Up-Down  Counter  with  ParEna, 

8 

ResetDir 

C16JCR 

8-Bit  Johnson  Counter  with  ClkEna,  Reset 

8 

Modulo  256 

C256FC-rd 

8-Bit  Modulo  256  Feedback  Shift  Register 

9 

with  ClkEna,  ResetDir 

C6JCR 


3-Bit  Johnson  Counter  with  ClkEna,  Reset 
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LCA-MDS22  P-SILOS  Simulator 


Features 

•  Event-driven  logic  and  timing  simulator 

•  Logic  network  input  automatically  generated  by  XACT 
Design  Editor 

•  Control  and  observation  of  any  physical  circuit  node 

•  Multiple  file  input  for  vectors  and  commands 

•  Interactive  or  batch  mode  operation 

•  Output  available  in  printed  or  tabular  formats 

•  Runs  on  an  IBM  PC-XT,  PC-AT  or  compatible  personal 
computer 


General 


logic  < 


P-SILOS 
driven 
Simulation 
ments 
power 


a:. 


t  the 


supply, 


is  a  powerful  PC-based  simulator  that  provides  event- 
and  timing  simulation  of  Logic  Cell  Array  designs, 
is  particularly  useful  for  testing  logic  or  logic  seg- 
well  as  for  verifying  critical  timing  over  worst  case 
temperature  and  process  conditions. 

is  useful  in  several  stages  of  the  design  cycle.  After 
simulation  may  be  used  to  debug  logic  in  an 
and  unrouted  design.  This  saves  design  time 
logic  errors  can  be  detected  and  corrected  prior  to 
placement  and  routing.  After  a  circuit  has  been  placed, 
and  then  fully  debugged  using  in-circuit  emulation, 
timing  may  be  verified.  This  enables  the  user  to 
correct  Logic  Cell  Array  speed  for  a  particular  appli- 


inputs  or  internal  nodes.  Simulation  results  are  available  in 
tabular,  plotted,  and  graphic  formats.  This  flexibility  makes 
debugging  easy  for  both  the  circuit  function  and  timing. 


System  Requirements 

Minimum  System  Configuration 

IBM  PC-XT,  PC-AT  or  compatible  computer  with: 

•  MS-DOS  2.1  or  higher 
.  640  K  Bytes  RAM 

•  1  Diskette  Drive 

•  10-MB  Hard  Disk 

•  1  Parallel  Interface  Port 

Refer  to  the  MDS21  XACT  Design  Editor  Product  Datasheet  for 
additional  equipment  required  for  systems  which  will  also  run 
the  XACT  Design  Editor. 


entry, 


Simulation 
design 
unplaced 
because 
final 
routed 
worst 
select 
cation 

Network  inputs  for  Logic  Cell  Array  designs  are  automatically 
created  by  the  Simgen  utility  in  the  XACT  system.  The  network 
includes  logic  and  routing  delay  parameters  and  setup  and  hold 
times  based  upon  the  selected  speed  grade  operating  under 
worst  case  conditions.  Simulation  stimuli  are  created  with  a  set 
of  clock  statements  or  with  an  input  pattern  for  either  pad 


P-SILOS  Waveform  Output 
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LCA-MDS23  Automatic  Placement 
and  Routing  Program 

Features 

•  Automatic  placement  and  routing  of  logic  to  minimize  design 
cycle  time 

•  User  control  over  placement  of  logic  blocks 

•  User  specification  of  critical  paths 

•  Netlist  inputs  from  either  schematic  capture  or  XACT 

•  May  be  used  in  conjunction  with  schematic  capture  or  with 
the  XACT  Design  Editor 

•  Runs  on  IBM  PC-XT,  PC-AT  or  compatible  personal 
computer 


General 

The  automatic  Placement  and  Routing  program  enhances  the 
productivity  of  designers  using  Logic  Cell  Arrays  by  reducing 
design  placement  and  routing  time,  whether  the  design  logic  is 
entered  from  a  schematic  capture  package  or  from  the  XACT 
Design  Editor. 

Designs  that  are  developed  incrementally  can  also  take  advan- 
tage of  Automatic  Placement  and  Routing.  Partial  Logic  Cell 
Array  layouts  can  be  locked  in  place  while  additions  to  the 
design  are  automatically  placed  and  routed,  or  the  design  can 
be  completely  rearranged  to  yield  a  new  placement. 

The  Automatic  Placement  and  Routing  program  is  extremely 
flexible.  Through  placement  directives  the  user  can  control  the 
placement  process  to  achieve  the  best  placement  for  a  partic- 
ular design.  Routing  resources  can  be  specified  to  minimize 
clock  skews  and  signal  delays  for  critical  paths.  The  result  is 
faster  product  developement. 


System  Requirements 

Minimum  System  Configuration 

IBM  PC-XT,  PC-AT  or  compatible  computer  with: 

•  MS-DOS  2.1  or  higher 
.  640  K  Bytes  RAM 

•  1  Diskette  Drive 
.  10-MB  Hard  Disk 

•  1  Parallel  Interface  Port 

Refer  to  the  MDS21  XACT  Design  Editor  Product  Datasheet  for 
additional  equipment  required  for  systems  which  will  also  run 
the  XACT  Design  Editor. 


XACT 
Design  System 
LCA-MDS21 


Schematic  Design 
Entry  Interlaces 
LCA-MDS31 


APR 

Auto  Place  And  Route 
LCA-MDS23 


Optimally  Placed 
And  Routed 
LCA  Design 


APR  Diagram 
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LCA-MDS31  FutureNet  DASH 
Schematic  Design  Entry  Interface 

Features 

•  Design  entry  to  XACT  via  the  FutureNet  DASH  Schematic 
Designer 

•  Macro  library  of  over  100  standard  logic  family  equivalents 
derived  from  the  XACT  Macro  Library 

•  Library  of  logic  symbols  including  all  two-input,  three-input, 
and  four-input  AND,  OR,  and  XOR  gates  plus  storage,  input/ 

,  and  clock  elements 


il  for  flagging  critical  paths  for  the  LCA-MDS23 
Automatic  Placement  and  Routing  Program 

Automatic  partitioning  and  conversion  of  schematic 
drawings  to  a  Monolithic  Memories'  Logic  Cell  Array  design 
file 

Output  compatibility  with  XACT  Design  Editor  and  the 
Automatic  Placement  and  Routing  Program 

Runs  on  an  IBM  PC-XT,  PC-AT  or  compatible  personal 


General 

Schematic  entry  and  automatic  partitioning  of  Logic  Cell  Array 
designs  shortens  product  development  times.  Complex  de- 
signs can  be  specified  schematically  and  quickly  implemented 
for  in-circuit  design  verification. 

Monolithic  Memories  FutureNet  DASH  Schematic  Design  Entry 
Interface  provides  the  symbol  library  and  conversion  utility  to 
permit  designers  to  enter  Logic  Cell  Array  designs  with  the 
FutureNet  DASH  Schematic  Designer.  The  Monolithic 
Memories  module  provides  the  logic,  I/O  and  macro  symbols  to 
be  used  in  the  schematic  and  a  conversion  utility  which  auto- 
matically partitions  and  translates  the  schematic  into  a  Logic 
Cell  Array  design. 


System  Requirements 

Minimum  System  Configuration 

IBM  PC-XT,  PC-AT  or  compatible  computer  with: 

•  FutureNet  DASH-2  or  later,  and  associated  hardware 
including  mouse,  Enhanced  Graphics  Adapter  and  Display 

•  MS-DOS  2.1  or  higher 
.  640  K  Bytes  RAM 

•  1  Diskette  Drive 
.  10-MB  Hard  Disk 

Refer  to  the  MDS21  XACT  Design  Editor  Product  Datasheet  for 
additional  equipment  required  for  systems  which  will  also  run 
the  XACT  Design  Editor. 


Schematic  Capture 
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LCA-MDS24,  LCA-MDS26.  LCA- 
MDS27  XACTOR  In-Circuit  Emulator 


Features 

•  Real-time  in-circuit  emulation  in  user's  target  system 

•  Concurrent  emulation  of  up  to  four  devices 

•  Readback  and  display  of  Logic  Cell  Array  internal  storage 
element  states 

•  Device  status  display  with  automatic  update  of 
asynchronous  events 

•  Control  and  I/O  pin  isolation  from  target  system 

•  Support  for  daisy  chain  programming  of  up  to  seven  devices 
in  a  daisy  chain 

•  On-chip  crystal  oscillator  support  during  emulation 

•  Support  for  multiple  device  and  package  types 

•  Runs  on  an  IBM  PC-XT,  PC-AT  or  compatible  personal 
computer 

General 

The  XACTOR  real-time  in-circuit  emulator  provides  interactive 
target-system  emulation  of  up  to  four  Logic  Cell  Arrays  from 
the  host  PC  system.  In-circuit  emulation  provides  a  powerful 
productivity  enhancement  to  simulation,  providing  capabilities 
to  verify  functionality  in  the  target  system  at  full  speed  with  all 
other  circuits  and  system  software. 

The  emulation  system  is  composed  of  a  microcomputer-based 
controller  (LCA-MDS24),  and  from  one  to  four  universal  emula- 
tion pods  (LCA-MDS26),  each  with  a  package-specific  emula- 
tion header  (LCA-MDS27).  One  universal  emulation  pod  is 
included  with  the  system.  The  controller  is  connected  to  the 
host  PC  through  a  serial  port  and  provides  local  storage  of  con- 
figuration programs,  control  of  individual  device  configurations 
and  control  of  the  isolation  of  the  pod  device(s)  from  the  target 
system.  The  user  can  set  the  state  and  isolation  for  each  of 
the  control  signals  to  provide  debugging  of  target  hardware. 
Four  general  I/O  pins  are  available  to  provide  test  points  which 
may  also  be  isolated  from  the  target  system. 

Target  Logic  Cell  Arrays  can  be  programmed  individually  or  in  a 
daisy  chain.  Daisy  chains  of  up  to  seven  devices  may  be  sup- 
ported from  any  of  the  four  pods.  Individual  device  isolation 
and  configuration  is  controlled  with  mouse  or  keyboard  com- 
mands and  may  be  supplemented  with  user-defined  setup  files 
for  easy  system  debugging. 

Readback  of  device  configuration  may  be  performed  on  com- 
mand for  verification  of  the  configuration  process  and  interro- 
gation of  the  internal  states.  The  state  of  all  internal  storage 
elements  is  displayed  after  readback  has  been  performed. 
Status  displays  showing  the  state  of  all  isolation  switches  and 
control  signal  states  are  provided.  The  status  display  includes 
automatic  reporting  of  asynchronous  status  changes  in  the 
target  system. 


Universal  In-Circuit  Emulator  Pod 
(LCA-MDS26) 

Additional  pods  may  be  connected  to  the  XACTOR  in-circuit 
emulator  controller,  up  to  a  maximum  of  four  pods  per  control- 
ler. Pod  headers  (LCA-MDS27)  are  interchangeable  for  differ- 
ent device  and  package  types.  Each  pod  provides  a  direct 
in-socket  connection  for  a  minimum  disruption  of  the  target 
system.  Test  points  are  provided  to  allow  connection  of  a  logic 
analyzer  or  other  test  equipment  to  aid  in  the  system 
debugging. 

System  Requirements 

Minimum  System  Configuration 

IBM  PC-XT,  PC-AT  or  compatible  computer  as  configured  for 
MDS21  XACT  Design  Editor,  plus  second  serial  interface  port. 


MONOCHROME 
MONITOR 
(OPTIONAL) 


COLOR-GRAPHICS 
MONITOR 


IBM  PERSONAL 
COMPUTER 
(AT  OR  XT) 


NOTE: 

INTERCHANGEABLE 
HEADER  CABLES 


XACTOR  Hardware 
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LCA-MEK01  Logic  Cell  Array 
Evaluation  Kit 

The  Monolithic  Memories  Logic  Cell  Array  is  a  high-perfor- 
mance CMOS  user-programmable  gate  array.  The  Monolithic 
Memories'  Logic  Cell  Array  Evaluation  Kit  is  a  software  pack- 
age that  provides  the  capability  to  evaluate  the  Logic  Cell 
Array  for  new  applications. 

Features 

•  Design  software  package  for  IBM  PC-XT,  PC-AT  or 
compatible  computer 

•  Interactive  graphics-oriented  designer  interface 

•  Simplified  definition,  placement  and  connection  capability  for 
implementation  of  complex  logic 

•  Boolean  equation  or  Karnaugh  map  alternatives  to  specify 
logic  functions 

•  Macro  library  of  113  standard  logic  equivalents  plus  support 
for  user-defined  macros 

•  Point-to-point  timing  calculations  for  critical  path  analysis 

•  Automatic  checking  for  connectivity  and  design 
consistency 

•  Hardcopy  output  of  logical  and  physical  configuration 
information 


Checking  of  logical  connectivity  is  performed  automatically.  All 
unused  internal  nodes  are  automatically  configured  to  minimize 
power  dissipation. 

Interactive  point-to-point  timing  delay  calculation  is  provided  to 
simplify  timing  analysis  and  critical  path  determination. 

The  Evaluation  Kit  includes  hardcopy  generation  to  document 
a  design  and  automatically  track  design  changes. 


System  Requirements 

Minimum  System  Configuration 

IBM  PC-XT,  PC-AT  or  compatible  computer  with: 

•  MS-DOS  2.1  or  higher 
.  640K  Bytes  RAM 

•  1  Diskette  Drive 

•  10-MB  Hard  Disk 

•  IBM  or  compatible  Color  Graphic  Adapter  and  Display 

•  1  Serial  Interface  Port 

•  Mouse  Systems,  Microsoft  or  compatible  mouse 


General 

The  Evaluation  Kit  can  be  used  to  enter  complete  designs 
using  a  subset  of  the  XACT  design  editor,  including  the  use  of 
the  Monolithic  Memories  macro  library.  Critical  timing  for  the 
design  can  be  evaluated  with  the  timing  delay  calculator  to 
evaluate  the  applicability  of  the  Logic  Cell  Array  technology  to 
a  particular  design. 

Functional  definition  of  Configurable  Logic  Blocks  (CLBs),  and 
their  internal  routing, I/O  Block  (IOB)  definitions,  and  intercon- 
nection are  all  done  within  an  integrated  graphics-oriented 
system.  Interactive  placement  and  automatic  routing  ot  logic 
and  I/O  elements  are  accomplished  quickly  and  easily  via  an 
easy-to-learn  user  interface. 

Designs  are  captured  with  a  graphics-oriented  design  editor, 
using  either  a  mouse  or  keyboard  entry,  driven  from  command 
or  files.  User  functions  are  specified  in  terms  of  CLB  definitions 
and  interconnections.  Standard  logic  functions  from  the  macro 
library  o  user-defined  macro  capabilities  can  be  utilized  to 
quickly  implement  complex  logic  functions.  Placement  and 
routing  can  be  edited  easily  to  modify  or  optimize  a  design. 


Evaluation  Kit 
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Minimum  Requirements  of  Software  and  Hardware  Configurations 
for  Monolithic  Memories  LCA  Design  System 


.egend 

R  Required 
S  Supported 

—  Not  required  or 
supported 

Software  Package 

XACT 
DESIGN  EDITOR 
LCA-MDS21 

XACT 
EVALUATION 

KIT 
LCA-MEK01 

P-SILOS 
SIMULATOR 
LCA-MDS22 

AUTOMATIC 
PLACEMENT 
AND 
ROUTING 
LCA-MDS23 

FutureNet  DASH 
SCHEMATIC 

DESIGN  ENTRY 
INTERFACE 
LCA-MDS31 

XACTOR 
IN-CIRCUIT 
EMULATOR 
LCA-MDS24 

Version  1.30 

Version  1.30 

Version 
1U.3 

Version 
2C.5 

Version 
1.0 

Version  1.00** 

1.10 

1.30 
1.33* 

Version 
1.2 

Version 
1.2 

DASH 
2 

DASH 

3C 

DASH 
4 

XACT 
Version 
Required 

Version 
1.2 

Version 
1.2  or 
1.3 

Version 
1 .3 

Version 
1.3 

Version 
1.2 

Version 
1.3 

Mo-UUo 

PC-DOS 
Operating  System 

Version 
2.1  or 
above 

Version 
2.1  or 
above 

Version 
2.1  or 
above 

Version 
2.1  or 
above 

Version 
2.1  or 
above 

Version 
2.1  or 
above 

Version 
2.1  or 
above 

Version 
2.1  or 
above 

Version 
2.1  or 
above 

Version 
2.1  or 
above 

Logic  Cell 

Arrays 
Supported 

M2064 
(8x8) 
only 

M2064 
(8x8) 
and 
M201 8 
(10x10) 

M2064 
(8x8) 
only 

M2064 
(8x8) 
and 
M201 8 
(10x10) 

M2064 
(8x8) 
only 

M2064 
(8x8) 
and 
M2018 
(10x10) 

M2064 
(8x8) 
and 

M2018 

^  iux  iuj 

M2064 
(8x8) 
and 
M2018 
(10x10) 

M2064 
(8x8) 
68NL 
only 

M2064* 
(8x8) 
and 
M2018 
(10x10) 

IBM  PC  XT 
or  100%  compatible 

n 

n 

rt 

D 
rt 

R 

R 

R 

R 

R 

R 

IBM  PC  AT 
or  100%  compatible 

S 

s 

S 

s 

S 

S 

s 

S 

S 

S 

Memory 

Minimum 
System  RAM 

640  KB 

1  MB 

640  KB 

1  MB 

640  KB 

640  KB 

640  KB 

256  KB 

512  KB 

512KB 

640  KB 

1  MB 

Hard  Disk 

(10  MB  min 
30  MB  REC) 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

Graphics 
Boards 

and 
Displays 

Monochrome 

R 

R 

R 

CGA 

(Color  graphics 
adapter) 

R 

R 

R 

R 

S 

S 

R 

R 

R 

EGA 

(Enhanced  color 
graphics  adapter) 

S 

S 

S 

S 

S 

S 

s 

R 

(with 
192  KB) 

R 

(with 
192  KB) 

S 

S 

Lotus/Intel  EMS 
(Expanded  memory 
specifications) 

R 

(with 
256  KB) 

R 

(with 
256  KB) 

R 

(with 
256  KB) 

Vendor 
graphics 
board 

Future- 
Net 
graphics 
controller 
board 

Other 
Devices 

Security  key 

R 

R 

R 

R 

R 

R 

R 

Mouse 

Rt 

Rt 

Rt 

Rt 

R 

(Future- 
Net) 

R 

(Future- 
Net) 

R 

[Future- 
Net) 

Rt 

Rt 

Min.  number  of 
parallel  ports 

1 

1 

1 

1 

1 

1 

1 

1 

Future- 
Net 
mouse/ 
parallel 
port 
board 

Future- 
Net 
mouse/ 
parallel 
port 
board 

1 

1 

Min.  number  of 
serial  ports 

1 

1 

1 

1 

0 

0 

0 

0 

0 

0 

2 

2 

*  XACTOR  Version  1.33  supports  the  universal  emulator  pod  with  interchangeable  header  cables  for  each  package  type.  Versions  1.10  and  1.30  or  XACTOR 
support  only  the  dedicated  66-Pin  PLCC  emulation  pod  originaly  offered  with  XACTOR  Version  110.  XACTOR  Version  1.33  will  also  support  the  original  68-Pin 
PLCC  Emulator  Pod. 


**  LCA-MDS31  FutureNet  DASH  Schematic  Design  Entry  Interface  version  1.00  is  compatible  with  FutureNet  DASH  Schematic  Designer  versions  2.  3C  and  4 
t  Must  be  Mouse  Systems'",  FutureNet*  or  Microsoft*  mouse  compatible 
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Logic  Cell  Array  and  Development  Systems 


Logic  Cell  Array 


MDS21  XACT  DESIGN  EDITOR  SYSTEM 


TIMING 
DELAY 
CALCULATOR 


LCA  MACRO 
LIBRARY 


Net  Pin   Blk  Conlig  Screen  Misc  Profile 


"ft— 


V 


Pin:  BAA  SEGAO  NET:  ADO  2ns 
Cmd: 


LCA 
DOWNLOAD 
CABLE 


FILE  FORMATTER 
FOR  EPROM 
PROGRAMMER 


OPTIONAL 


XACTOR 
EMULATOR 


FUTURENET  DASH 
SCHEMATIC  DESIGN 
ENTRY  INTERFACE 


P-SILOS 
LOGIC  AND  TIMING 
SIMULATOR 


AUTOMATIC 
PLACE  AND  ROUTE 
(APR) 


Development  System 


The  DS21  XACT  Design  Editor  provides  all  capabilities  required 
tor  Logic  Cell  Array  design.  Additional  development  system 
options  provide  enhanced  designer  productivity  during  design 
entry,  placement  and  routing,  and  design  verification. 


Xilinx.  Logic  Cell,  XACT,  XACTOR  and  LCA  are  trademarks  ol  Xilinx,  Inc. 
IBM  is  a  registred  trademark  and  PC,  PC/AT,  PC/XT  are  trademarks  of  Interna- 
tional Business  Machines  Corporation, 

FutureNet  is  a  registered  trademark  and  DASH  is  a  trademark  of  FutureNet  Cor- 
poration, a  Data  I/O  Company.  P-Silos  is  a  trademark  of  SimuCad  Corporation. 
MS-DOS  is  a  trademark  of  Microsoft  Corporation.  Mouse  Systems  is  a  trademark 
of  Mouse  Systems  Corporation.  Microsoft  is  a  registered  trademark  ol  Microsoft 
Corporation. 


Monolithic  Memories  does  not  assume  any  liability  arising  out  ol  the  application  or 
use  of  any  product  described  herein;  nor  does  it  convey  any  license  under  its 
patent,  copyright  or  maskwork  rights  of  any  rights  of  others.  Monolithic  Memories 
reserves  the  right  to  make  changes,  at  any  time,  in  order  to  improve  reliability, 
function  or  design  and  to  supply  the  best  product  possible.  Monolithic  Memories 
cannot  assume  responsibility  for  the  use  ot  any  circuitry  described  other  than 
circuitry  entirely  embodied  in  their  product  No  other  circuit  patent  licenses  are 
implied 

Monolithic  Memories  cannot  assume  responsibility  for  any  circuits  shown  or 
represent  that  they  are  free  trom  patent  infringement  or  any  other  third  party 
right. 

Monolithic  Memories  assumes  no  obligation  to  correct  any  errors  contained 
herein  or  to  advise  any  user  of  this  text  of  any  correction  if  such  be  made. 
Portions  of  this  data  sheet  reproduced  with  the  permission  ol  XILINX,  Inc. 
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Notes 
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ABEL-GATES 

Two  Powerful  Tools 
For  PLD  Design 


From  FutureNet  (Data  I/O) 

FutureNet®  Corporation  (a  Data  I/O®  Company)  currently  offers 
two  high-level  PLD  design  tools:  ABEL™,  and  the  more  sophis- 
ticated DASH-GATES™ .  Each  of  these  products  is  ideally  suited 
for  certain  tasks,  hardware  platforms,  and  budgets.  This  article 
describes  the  similarities  and  differences  between  ABEL  and 
DASH-GATES,  and  provides  brief  examples  of  the  uses  of  each. 

Natural  Design  Descriptions 

No  matter  how  a  design  is  described,  all  current  PLD  program- 
ming technology  adheres  to  one  standard:  the  JEDEC  file  (Stan- 
dard 3A).  The  JEDEC  file  contains  a  list  of  1's  and  O's  that 
specifies  the  binary  state  of  each  fuse  in  the  PLD.  Unfortunately, 
a  JEDEC  fusemap  is  not  the  way  most  engineers  would  like  to 
describe  a  design;  Boolean  equations,  truth  tables  and  state 
diagrams  are  all  preferable  methods. 


Thus,  ABEL  and  DASH-GATES  share  a  common  purpose— to 
generate  a  JEDEC  file  from  a  design  description  that  is  more 
familiar  to  an  engineer.  ABEL  and  DASH-GATES  incorporate 
high-level  design  languages  that  help  engineers  describe  de- 
signs in  the  most  natural  way.  The  following  types  of  descriptions 
can  be  used*: 

•  Schematics 

•  Boolean  Equations 

•  Truth  Tables 

•  State  Diagrams 

These  formats  can  be  used  in  any  combination,  to  describe  any 
design;  the  engineer  is  free  to  decide  which  form  best  suits  the 
task  at  hand.  Figure  1  shows  a  state  diagram  described  with  the 
ABEL  state  diagram  syntax. 

•  With  the  addition  oi FutureNet's  DASH-ABEL™ ,  designs  can  be 
described  in  schematic  form  with  the  FutureNet  DASH™  CAE 
system  and  converted  to  ABEL  for  implementation  in  PLDs. 


State  AddCard: 


State  Add  10: 


AddClk        =  IClkIN; 
Ace  :  =  Ace; 

if  (is_Ace  &  !Ace)  then  AddlO  else  Wait; 


AddClk 

Ace 

goto 


-  !ClkIN; 
:=  High; 
Wait; 


State  Wait:  AddClk        -  Low; 

Ace  :=  Ace; 

if  (CardOut==Low)  then  Test_17  else  Wait; 

State  Test_17:     AddClk        =  Low; 

Ace  :=  Ace; 

if  1GT16  then  ShowHit  else  Test_22; 


State  Test  22: 


AddClk 


-  Low; 

:=  Ace; 

LT22 
1LT22   &  !Ace 
1LT22   &  Ace 


ShowStand; 
ShowBust ; 
Sub  10; 


endcase ; 


State  SublO:       AddClk        =  IClkIN; 

Ace  :=  Low; 

goto  Test_17 ; 


Figure  1.  ABEL  and  DASH-GATES  Let  Engineers  Describe  Designs  at  a  High  Level, 
as  Shown  in  This  Portion  of  an  ABEL  State  Diagram 


ABEL-GATES 


Simulating  and  Optimizing  the  Design 


PLD-CADAT™ :  A  Link  to  System-Level  Simulation 


ABEL  and  DASH-GATES  share  another  major  feature:  both 
employ  logic  reduction  algorithms  to  automatically  reduce  a 
design  description  to  a  near-minimal  form.  When  entering 
designs,  engineers  need  not  perform  reductions  themselves  us- 
ing tedious  manual  methods  such  as  Karnaugh  maps.  DASH- 
GATES  also factorsdesigns to  make  equationsfit the  architecture 
of  the  device. 

Functional  simulation  is  also  performed  by  ABEL  and  DASH- 
GATES.  Functional  simulation  verifies  that  a  design  operates  as 
intended  before  a  PLD  is  programmed.  This  not  only  saves  PLDs; 
it  also  provides  an  opportunity forthe  engineerto  experiment  with 
new  design  ideas  or  changes.  Since  simulation  is  automatic  and 
generally  takes  just  seconds  or  minutes,  fast  answers  to  "what-if" 
questions  can  be  obtained. 

PLD  Toolkit 

Figure  2  shows  how  Data  I/O  and  FutureNet  tools  are  used  to  fully 
automate  the  design  process.  This  PLD  design  toolkit  not  only 
enhances  each  step  of  the  PLD  design  process,  but  it  also 
provides  a  link  to  system  level  simulation  and  gate  array  implem- 
ition. 


entatk 


ABEL  OR  DASH-GATES 


CONCEPT 

ITZ 


I 


 PLD-CADAT 


PLDTEST 


FUTURENET  CAE 
TOOLS  (FOR  GATE 
ARRAYS,  SYSTEMS) 


DASH 
SCHEMATIC 
DESIGNER 


DASH-CADAT 
SIMULATOR 


DATA  I/O 
PROGRAMMER 


PROGRAMMED  DEVICE 


The  ABEL  and  DASH-GATES  simulators  readily  perform  func- 
tional simulation  of  single  PLD  designs.  PLD-CADATgoes  a  step 
further  by  providing  a  link  to  FutureNet's  DASH-CADAT-PLUS™ 
system-level  simulator.  DASH-CADAT-PLUS  can  simulate 
complete  boards,  providing  results  of  functional  simulation,  tim- 
ing analysis,  and  fault  simulation.  PLD-CADAT  converts  JEDEC 
files  created  by  ABEL  or  DASH-GATES  into  the  CADAT  model 
description  language  so  that  PLD  designs  can  be  simulated  as 
part  of  a  much  larger  CADAT  circuit. 

ABEL 

First  introduced  in  1 983,  ABEL  is  a  high-level  design  languagefor 
PLDs.  The  early  version  of  ABELsupported  90  devices,  and  was 
afull-f  ledged  PLD  design  tool  with  logic  reduction,  simulation,  and 
automatic  generation  of  design  documentation. 

Today,  ABEL  supports  over  600  devices,  providing  complete 
support  for  virtually  all  available  PLDs.  Logic  reduction  and 
simulation  algorithms  have  been  improved,  and  language  modi- 
fications have  been  made.  The  newest  enhancements  to  ABEL 


Greater  Device  Support — ABEL  supports  virtually  all  standard 
PLDs  and  can  call  device  specific  programs  (DSPs)  to  support 
non-standard  devices. 

Simulation — A  new  simulator  provides  greater  support  of  asyn- 
chronous devices  and  complex  macrocells.  It  also  allows 
changes  in  test  vectors  without  reprocessing  of  the  design. 

Improved  Syntax — The  ABEL  syntax  now  supports  devices  with 
multiple  feedback  paths,  and  is  compatible  with  the  DASH- 
GATES  syntax. 

Macro  and  Function  Library — Device-specific  declarations  or 
any  kind  of  macro  or  function  can  now  be  stored  in  a  system 
library. 

Automatic  JEDEC-to-ABEL  Conversion — This  utility  converts 
a  JEDEC  file  to  an  ABEL  source  file.  The  .JEDEC  file  might  be 
obtained  from  disk  or  directly  from  a  programmed  device.  This 
utility  is  useful  for  recovering  undocumented  designs  existing  on 
master  devices,  or  for  making  quick  changes  to  designs  for  which 
the  ABEL  source  file  has  been  lost. 

ABEL  was  designed  to  provide  a  comprehensive  PLD  design  tool 
that  would  perform  on  standard  IBM  PCs,  XTs,  and  ATs.  ABEL  is 
also  available  for  VAX  VMS  and  UNIX  installations,  and  runs  on 
most  popular  engineering  workstations. 


593  02 

PLDtest™ :  Test  Vector  Generation  and  Fault 
Analysis 

To  ensure  comprehensive  testing  of  each  programmed  device, 
PLDtest  analyzes  the  PLD  design  description  and  generates  aset 
of  test  vectors  based  on  both  the  design  and  the  target  device. 
PLDtest  attempts  to  assure  100%  testability,  but  reports  the 
actual  testability  along  with  a  fault  analysis  if  100%  testability 
cannot  be  achieved. 


DASH-GATES 

DASH-GATES  offers  all  the  PLD  design  features  of  ABEL  and 
much  more.  DASH-GATES  provides  superior  assistance  in  the 
design  entry  process,  with  split-screen  capability,  design  entry 
forms,  and  interactivity. 


ABEL-GATES 


Additionally,  DASH-GATES  is  a  link  to  full  CAE  systems  (such  as 
FutureNet  DASH)  which  can  be  used  to  create  random  logic,  gate 
array,  standard  cell,  and  full  system-level  designs.  Such  designs 
can  then  be  simulated  at  a  system  level  with  complete  timing 
analysis  and  fault  grading. 

The  Differences  Between  ABEL  and 
DASH-GATES 

ABEL  and  DASH-GATES  are  both  powerful  PLD  design  tools,  but 
there  are  differences  between  them  that  make  each  better-suited 
for  a  particular  application  or  class  of  users.  The  major  differ- 
ences are  outlined  below;  additional  differences  are  discussed  in 
ABEL  and  DASH-GATES  examples  that  follow. 

Interactive  vs.  Batch 

The  single  biggest  difference  between  the  two  products  is  that 
DASH-GATES  is  a  truly  interactive  program  and  ABEL  is  not. 
DASH-GATES  provides  forms  to  speed  up  design  entry  and 
continuously  monitors  design  input  to  detect  errors.  As  you  make 
an  error,  DASH-GATES  lets  you  know  so  you  can  correct  it  "on  the 
fly."  DASH-GATES  provides  other  "interactive  advantages"  illus- 
trated in  the  design  examples  below.  ABEL,  on  the  other  hand, 
processes  a  design  description  that  has  been  created  with  a  text 
editor,  reports  errors  to  the  screen  during  processing,  and  writes 
detailed  error  messages  to  documentation  files. 

Links  to  Other  Technologies 

ABEL  is  specifically  a  PLD  design  tool  and  supports  virtually  all 
available  PROMs,  PAL  devices,  PLSs,  and  other  PLDs.  DASH- 
GATES  supports  all  the  same  devices  as  ABEL  and  provides  an 
automated  path  to  gate  arrays  and  standard  cells.  DASH-GATES 
has  a  functional-to-schematic  description  conversion  feature  that 
automatically  converts  equations,  truth  tables,  and  state  dia- 
grams to  FutureNet  DASH  schematics.  These  schematics  can 
then  be  incorporated  into  larger  designs  using  the  DASH  CAE 
system,  and  netlists  can  be  produced  for  gate  array  and  standard 
cell  designs. 

Advanced  Features  of  DASH-GATES 

DASH-GATES  also  provides  factoring,  partitioning,  and  ad- 
vanced reduction  algorithms.  These  features  allow  greater  flexi- 
bility in  adapting,  or  "fitting",  a  design  to  meet  the  constraints  of 
various  types  of  devices. 

Required  Hardware 

ABEL  runs  on  minimum  configuration  PCs,  including  laptops,  as 
well  as  any  IBM  PC,  XT,  AT  or  compatible  personal  computers, 
workstations,  or  minicomputers.  DASH-GATES  runs  on  an  en- 
hanced AT,  UNIX-based  minicomputers  and  a  variety  of  engi- 
neering workstations. 


Describing  And  Processing  Designs 

How  a  Design  is  Described  with  ABEL 

ABEL  design  descriptions  are  entered  using  any  standard  text 
editor.  Any  combination  of  Boolean  equations,  truth  tables,  and 
state  diagrams  can  be  used  to  describe  the  desired  logicfunction. 
The  basic  Boolean  operators  for  ABEL  are  the  following: 

!  invert 
&  AND 
#  OR 

Figures  2  and  3  show  a  complete  design  for  a  counter/seven- 
segment  display  decoder.  (This  same  design  will  be  used  to 
illustrate  the  operation  of  DASH-GATES.)  The  design  is  actually 
described  in  two  separate  modules;  each  module  describes  a 
partition  of  the  design  that  will  be  programmed  into  a  device. 

The  design  description  has  four  major  sections,  as  shown  in  the 
figures.  The  declarations  section  defines  set  names  and  assigns 
signal  names  to  device  pins.  Sets  are  useful  for  referring  to  a 
group  of  signals  with  one  name.  Subsequent  equations  can  use 
the  set  name  in  lieu  of  listing  all  the  components  of  the  set. 
"Count"  is  a  set  of  the  signals  QO,  Q1 ,  Q2,  and  Q3. 

The  equations  section  lists  the  Boolean  equations  for  the  design. 
In  this  example,  a  complete  state  machine  is  described  with  one 
equation.  The  equation,  "Count  =  (Count+1  )&  ICIear",  describes 
the  count-up  operation  that  takes  place  only  when  Clear  is  low. 

The  truth  table  section  of  the  ABEL  design  description  contains 
the  decoding  function  for  the  seven-segment  decoder.  For  each 
value  of  count  (values  can  be  entered  in  decimal,  binary,  hex,  or 
octal),  the  corresponding  outputsfor  the  LED  segments  are  listed. 
Theoutputsare  expressed  in  terms  of  ON  or  OFF  according  tothe 
desired  state  of  the  LED.  ON  and  OFF  can  be  assigned  to  a  high 
or  low  signal  based  on  polarity  required  to  drive  the  LEDs. 

The  final  section  of  the  design  description  contains  test  vectors 
used  to  perform  functional  simulation.  Much  like  the  truth  table, 
the  test  vectors  describe  inputs  and  their  corresponding  outputs. 
During  simulation,  the  inputs  are  applied  to  the  design  and  results 
are  checked  against  the  listed  outputs.  If  a  mismatch  between 
actual  and  predicted  valuesoccurs,  a  simulation  error  is  reported. 

How  a  Design  is  Processed  by  ABEL 

An  ABEL  design  is  processed  in  six  steps  that  can  be  run  by 
issuing  one  batch  file  command.  Typically,  the  user  types  a 
command  like  "ABEL  LED"  to  process  the  design  named  LED. 
ABELthen  automatically  performsthe  logic  reduction,  simulation, 
and  conversion  to  a  JEDEC  file.  Individual  steps  such  as  logic 
reduction  or  simulation  can  be  performed  if  desired.  Each  step  of 
the  ABEL  processing  sequence  can  be  customized  through  the 
use  of  parameters. 

How  a  DASH-GATES  Design  is  Entered 

DASH-GATES  uses  design  entry  forms  to  help  the  engineer  enter 
PLD  designs.  The  following  forms  are  available: 
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ABEL-GATES 


module  _count      flag  '  -r3 ' 

title  '4  bit  binary  counter    FutureNet  a  Data  I/O  Company' 

count      device  'P16R8'; 

Clk, Clear, OE1  pin  1,2,11; 

0.0,0.1,0.2,0.3  pin  14,15,16,17; 

Count      =    [0.3,0.2,0.1,0.0]  ; 

Z,c         -  .Z. ,   .C. ; 

equations 

Count  :=  (Count  +1)   &  IClear; 

testvectors 


Clk 

Clear 

0E1] 

-> 

Count) 

C 

1 

o  ] 

-> 

0; 

C 

0 

o  ] 

-> 

1; 

c 

0 

o  ] 

-> 

2; 

c 

0 

o  ] 

-> 

3; 

c 

0 

0  ] 

-> 

4; 

c 

0 

o  ] 

-> 

5; 

c 

0 

o  ] 

-> 

6; 

c 

0 

o  ] 

-> 

7; 

c 

0 

i  ] 

-> 

Z; 

c 

0 

1  ] 

-> 

til 

c 

0 

o  ] 

-> 

10; 

c 

0 

o  ] 

-> 

11; 

c 

0 

o  ] 

-> 

12; 

c 

0 

o  i 

-> 

13; 

c 

0 

o  ] 

-> 

14; 

c 

0 

o  ] 

-> 

15; 

c 

0 

o  ] 

-> 

0; 

c 

0 

o  ] 

-> 

i; 

c 

1 

o  ] 

-> 

0; 

end 


Figure  2.  ABEL  Source  Files  for  a  Counter 


module  _led    flag  • -r3' 

Title     '7  segment  decoder      FutureNet  a  Data  I/O  Company' 

led         device  'P16L8'; 

0.0,0.1,0.2,0.3  pin  2,3,4,5; 

0E2  pin  11; 

a,b,c,d,e,f ,g      pin  13,14,15,16,17,18,19; 

Count  -  [Q3,Q2,Q1,Q0]; 

ON  =  1; 

OFF  ■=  0; 

X,Z  -  .X.,  .Z.; 


equations 

enable  [a,b,c,d,e, f ,g]  =  !0E2; 

truth_table 

(Count  ->[a,b,c,d,e,f,g]) 

0  ->   [ON   ,ON   ,ON   ,ON   ,ON   ,ON  ,OFF]; 

1  ->   [OFF, ON   ,ON   , OFF, OFF, OFF, OFF] ; 

2  ->   [ON  ,ON   , OFF, ON  ,0N  , OFF, ON  ]; 

3  ->   [ON  ,ON  ,0N  ,0N  , OFF, OFF, ON  ]; 

4  ->   [OFF, ON   ,ON   , OFF, OFF, ON   ,ON  ]; 

5  ->   [ON  , OFF, ON  ,ON  , OFF, ON  ,0N  ] ; 

6  ->   [ON  , OFF, ON  ,0N  ,ON  ,0N  ,ON  ] ; 

7  ->   [ON  ,ON  ,ON  , OFF, OFF, OFF, OFF ] ; 

8  ->   [ON  ,0N   ,ON  ,ON  ,0N  ,0N  ,0N  ] ; 

9  ->  [ON  ,ON  ,0N  ,0N  , OFF, ON  ,0N  ]; 
^hA  ->  [ON  ,ON  ,ON  , OFF, ON  , ON  ,0N  ]; 
'hb  ->  [OFF, OFF, ON  ,ON  ,0N  ,ON  ,ON  ]; 
MlC  ->  [ON  , OFF, OFF, ON  ,0N  ,ON  ,OFF] ; 
^hd  ->  [OFF, ON  ,ON  ,0N  ,0N  , OFF, ON  ]; 
-hE  ->  [ON  , OFF, OFF, ON  ,0N  ,0N  ,0N  jj 
AhF  ->   [ON  , OFF, OFF, ON  , OFF, ON  ,ON  ]; 

end 
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Figure  3.  ABEL  Source  Files  for  a  Decoder 
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ABEL-GATES 


FORM 

PURPOSE 

Declarations 
Equations 
Truth  Table 
State  Diagrams 

Q  i  m  1 1 1  at  irt  n 

oimuimion 

Reduction 

Factoring 

Partitioning 

Schematic 

PLD  Map 


Enter  set  names,  pin  assignments,  etc. 
Aid  entry  of  Boolean  equations 
Aid  entry  of  truth  tables 
Aid  entry  of  state  diagram 

Cat  naramatarc    r\arir\rm  cimiilatinn 
Ofcil  pdl  dl  1  Ic  Lcl  b,  ptillUllII  oil  1  lUicUIUI  1 

Set  parameters,  perform  reduction 
Set  parameters,  perform  factoring 
Define  partition,  display  partitioning  data 
Set  parameters,  perform  schematic 
generation 

Set  parameters,  create  JEDEC  file 

Each  type  of  form  has  a  predefined  format  and  follows  certain 
rules  to  make  design  entry  easier,  faster,  and  more  accurate.  For 
example,  as  an  engineer  enters  an  equation  in  the  equations 
form,  DASH-GATES  checks  each  signal  name  against  those 
entered  on  the  declarations  form.  If  a  typing  or  assignment  error 
occurs,  an  error  message  appears  so  the  error  can  be  corrected. 
For  instance,  entering  an  input  on  the  output  side  of  an  equation 
would  result  in  an  error  message,  as  would  the  use  of  an  illegal 
operator  or  incorrect  syntax. 


The  interactivity  of  the  forms  prevents  design  errors  from  accu- 
mulating in  a  design,  only  to  be  discovered  later  after  much  work. 
More  than  one  form  can  be  displayed  on  the  screen  at  a  time,  and 
all  forms  are  always  "active"— that  is,  available  to  DASH-GATES 
for  cross-checking  of  entries  and  collection  of  data  for  further 
processing. 

The  top  of  Figure  4  shows  an  equation  form  with  three  equations 
that  describe  the  COUNT  function  of  the  counter/LED  decoder 
design  example.  The  first  equation,  "Count.d  =  (Count.q  +1)  & 
ICIear,"  describes  the  count-up  operation  that  takes  place  only 
when  Clear  is  low.  Note  that  a  ",d"  or  ".q"  has  been  appended  to 
the  set  name.  This  notation  allows  the  engineer  to  explicitly  state 
whether  the  reference  is  to  the  D  input  or  Q  output  of  a  D  flip-flop. 
It  also  provides  better  control  of  multiple  feedback  paths. 

The  second  equation,  "Count.clk  =  Clk",  describes  the  clocking 
operation,  assigning  the  clock  input  of  the  flip-flops  to  the  Clk 
signal.  The  third  equation,  "Count.or  =  IOE1",  is  for  the  output 
enable. 

DASH-GATES  Reduction 

The  lower  half  of  figure  4  shows  reduced  equations.  Note  that 
reduction  parameters  can  be  entered  in  the  four  columns  to  the 
left  of  each  equation  to  be  reduced. 


Select  reduction  level 
Reduce :  Done 


type:  reduction 

Hone   Transforn   Sun-of-products  Espresso 


Count.d  =  (Count, q  ♦  1)  i  (Clear 
Count.clk  =  Clk 
Count, oe    •  tOEl 


Reduction  Leuel 
1  Polarity 
*  *  Exclusiue-OB 
111  Display 
e  •  n  r  08. clk  =  Clk 
e  -  n  r    tQB.d  =  Clear  I  08, i 
e  ♦  n  r  S8.oe  =  tOEl 
e  ♦  n  r  Ul.clk  =  Clk 

e  -  n  r   IQ1.4  -  tqi.q  a  tlW.q  t  Ql.q  a  08. <j  I  Clear 


Figure  4.  Split  Screen  Showing  Original  and  Reduced  Equations 
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»  edit  type:  sinulation 

Bnter  input  or  output  ualue 


Clk  Clear  OE1  0E2  I  Count  a   b   c   d   e   f  g 

1  "c    1  8  B  J      -1  -1  -1  -1  -1  -1  J 

2"c   8  8  8  _1      _B  _1  _1  _B  _B  -B  J 

3  "c    8  8  8  _2      _1  _1  J  _1  _1  J  J 

4  "c    8  8  9  _3  J_1-1-1JBJB_1 

5  "c  8  8  8  .4  JJJJJJ.1 
6-cB  8  8  .5  J  J  J  -1  _B  _1  _1 
7  "c  B  8  8  _fc  J  J.1  JJ.1  J 
B"cB  8  8  _7  J  J  J  J  Ji  J 
9  "c    8  8  B  _B 

I  IB  "c    B  8  B   

i  u  -[  a  8  8   

112  "I    1  8  8   

113  -c    1  8  8   

t  14  "c    8  8  8   

115  "I    1  8  8   

1  16  "c   8  8  8   

1  17  "c   8  8  8   


FIB  for  neu  uector 


DASH-GATES  Simulation 


Figure  5.  DASH-GATES  Simulation  in  Progress 

DASH-GATES  Factoring 


A  simulation  form  is  shown  in  Figure  5  for  the  LED  decoder  portion 
of  the  design.  Unlike  ABEL,  DASH-GATES  will  fill  in  the  output 
section  of  the  form  automatically.  Once  the  input  values  are 
entered,  the  simulator  goes  to  the  design  description  forms, 
appliesthe  inputs  to  the  design,  obtains  output  values,  and  inserts 
them  into  the  simulation  form.  Notice  that  in  Figure  5  roughly  half 
the  simulation  is  complete,  so  half  the  values  are  filled  in.  The 
engineer  checksthe  values  to  make  sure  they  are  correct  and  can 
then  make  them  "permanent,"  so  they  may  be  used  for  checking 
future  iterations  of  the  design.  With  ABEL,  all  values  must  be 
entered  manually. 

Simulation  takes  place  interactively  and  can  be  set  to  stop  at  the 
first  error.  An  error  message  is  displayed  on  the  screen  so 
corrections  to  the  design  can  be  made.  In  fact,  because  DASH- 
GATES  can  display  more  than  one  screen  at  a  time,  the  engineer 
can  simply  call  up  the  truth  table  for  the  decoder  and  make  the 
appropriate  change  without  leaving  the  simulation  screen. 


PLDs  differ  in  the  number  of  inputs  to  their  AND  and  OR  gates,  the 
number  of  product  terms,  the  existence  of  feedback  paths  and 
internal  registers,  the  number  of  inputs  and  outputs,  and  many 
other  items  of  interest  to  the  engineer.  DASH-GATES'  factoring 
algorithm  optimizes  the  design  equations  for  the  gate  counts  of 
the  target  device,  creating  intermediate  equations  and  multiple 
levels  of  logic  to  do  so. 

Figure  6  shows  the  counter  equations  before  factoring;  note  that 
Q3.d  requires  5  product  terms.  Figure  7  shows  the  factored 
equations  for  the  counter  outputs.  During  factoring,  one  interme- 
diate equation,  "cnt@0",  was  produced  to  reduce  the  number  of 
product  terms  from  5  to  4.  If  an  internal  signal  or  extra  input  is 
available,  this  intermediate  equation  can  be  used.  Note  also  that 
the  intermediate  equation  introduced  one  more  stage  or  level  into 
the  design  (indicated  by  the  [3]  next  to  the  equation).  In  timing- 
critical  designs,  such  a  tradeoff  may  not  work;  in  other  designs, 
saving  one  product  term  may  mean  cost  and/or  power  savings  by 
allowing  the  use  of  a  smaller  PLD. 


Fi:  HELP                                   DASH -CRIES 

Insert:  off 

»  edit                   type1  factor 

Select  factor  target :    Gate_array    Ifl    None  Pal 

Forn  type:    factor        For*  nane:  Factor 

Group:  cnt              ftND  Mn:  2     AMD  flax:  28    OR  Mii>: 
Stage  Count:  99   Factor  Target:  n 

3     OR  IUx-  4 
Polarity:  ♦ 

Stages   Factored  Equations: 
IQB.d  =  Clear  I  08. q 

tQl.d  •  IQl.q  a  tOB.q  I  01. q  1  OB . q  I  Clear 

102 ,  d  - 

02, q  a  gi.q  a  oe.q 

I  102, q  «  tOB.q 

i  102. q  a  101. q 

I  Clear 

103.  d  = 

S3. q  a  02. q  a  01. q  a  08. q 

i  to3. q  a  toe.q 

I  103 .q  a  101. q 
I  103. q  a  102. q 
I  Clear 

Figure  6.  Screen  Showing  Original  Equations 
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Select  factor  target:    Gate_array    If  1    None  Pal 


X-  28  OK  Bin:  3  Oil  Max:  4 
Factor  Target:  p   Polarity:  ♦ 


Stages 
111 
121 
121 


131 


121 


DASH-GATES  Partitioning 


Factored  Equations: 
IDB.d  ■  Clear  I  08. g 

151, d  ■  101. q  a  ige.q  t  01. q  I  08. q  I  Clear 
102, d  ■ 

02.  q  <  01. q  a  08, q 
I  tQ2.q  »  IQ9.q 

I  102, g  t  tOl.g 
I  Clear 

!03,d  ■  cntoa  t  Clear 

Intemedlate  Equations: 
cntss  ■ 

03,  g  I  02, q  I  01, g  I  08, q 

•  t03,g  a  toe.g 

I  103, q  a  tOl.g 
I  t03,g  a  102. g 


Figure  7.  Screen  Showing  Factored  Equations 


Manually  partitioning  a  PLD  design  into  more  than  one  PLD  can 
be  a  difficult  task.  The  engineer  must  determine  which  inputs  and 
outputs  are  common  to  equations  to  decide  what  makes  a 
sensible  partition.  DASH-GATES'  partitioning  form  provides 
assistance  in  this  task.  Figure  8  shows  a  partitioning  form  for  the 
full  LEDCOUNT  design. 


The  engineer  enters  design  outputs  that  he  thinks  are  candidates 
for  partitioning.  DASH-GATES  references  the  various  declara- 
tion and  design  description  forms  and  fills  in  the  required  inputs, 
the  required  numberof  combinatorial  and  registered  outputs,  and 
the  total  number  of  pins  used  by  the  partition.  In  this  case,  it  is 
obvious  that  there  is  a  natural  partition  between  the  count  function 
that  produces  the  QO  through  Q3  outputs  and  the  decoder 
function. 


Ill:  HELP 

DASH  GATES 

lnsert:  offl 

>>  edit 

type ■    part  i  t  ion              nane ' 

ledcount 

Enter  output  nane 

(as  In  declaration) 

FIB  for  neu  recor 

partition        Forn  nane:  ledcoun 

ledcount 
Inputs:  4       Conb  Outputs: 
Total  Pins  Heguired:  IS 

Output  Nane: 
03 
02 
01 
08 
a 
b 
c 
d 
e 
f 
s 


7  (B  u/feedback)     Beg  Outputs:  4  (4  u/feedback) 


Output  Type: 
Bidlr 
Bid  lr 
Bidlr 
Bidlr 
Output 
Output 
Output 
Output 
Output 
Output 
Output 


Inputs  Required: 

Clear, Clk.OEliOB. 01,02. 03 

Clear, Clk.OEl, 08, 01,02 

Clear, Clk,OEl,08, 01 

Clear, Clk.OEl.OB 

0E2, OB, 01,02, 03 

OE2,OB,01,02,03 

0E2, 08, 01,02, 03 

0E2, 08, 01, 02,03 

OE2,0B,01,02,03 

OE2,OB,01,02,03 

OE2,08,01,02,03 


Figure  8.  Partitioning  Form  Used  to  Partition  Large  Designs 
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Enter  PLD  den  ice  type 


Partition:  count 
Target  Deulce  Tape:  P16R8         Output  file  fornat:  Jedec 
Output  File  Kane:  count, Jed 

rile  Title  Line:  4  bit  binary  counter  Futurehet  a  Data  I/O  Company 
Checksum  Fornat:  full  Fast  Flag:  no 

Simulation  Fom(s):  ledcount 


Special  Fuse  Nunber: 


Value: 


Pin  Nane: 
Clear 
Clk 
0E1 

m 

03 


Type:    P-terns'-  Pin 


Input 

2 

Input 

1 

Input 

11 

Bidlr 

2 

H 

Bidir 

3 

15 

lldlr 

4 

16 

Bidir 

S 

17 

Actiue  Leuel: 
high 
high 
high 
high 
high 
high 
high 


Figure  9.  Device  and  Pin  Assignment  Form  Used  When  a  GATES  Design  is  Programmed  Into  a  PLD 


Pin  and  Device  Assignment 

To  this  point,  the  DASH-GATES  design  description  has  been 
completely  "technology  independent."  In  other  words,  the  func- 
tion of  the  design  has  been  described  without  regard  to  the  type 
of  device  used  to  implement  it.  This  design  could  be  part  of  a 
larger  gate  array  or  a  complete  program  for  a  PLD.  In  this  case, 
we  have  a  partitioned  design  for  two  PLDs  and  must  assign 
signals  to  the  PLD  pins.  Figure  9  shows  a  device  and  pin 
assignment  form. 

Two  Powerful  Tools:  ABEL  and 
DASH-GATES 

As  the  above  discussion  shows,  both  ABEL  and  DASH-GATES 
are  powerful  PLD  design  tools  that  address  the  needs  of  the  PLD 


design  process.  Both  provide  natural  design  entry  methods, 
automated  logic  reduction  and  simulation,  and  full  design  docu- 
mentation. 

The  differences  between  ABEL  and  DASH-GATES  arise  mainly 
in  the  way  a  design  is  entered  and  processed.  ABEL  is  a 
character-oriented,  batch  process;  DASH-GATES  is  a  graphical, 
interactive  tool.  DASH-GATES  also  features  advanced  logic 
reduction,  factoring  and  partitioning  and  schematic  generation. 

The  choice  between  ABEL  or  DASH-GATES  is  a  choice  deter- 
mined by  a  variety  of  factors,  among  them  budget,  need,  and 
hardware  availability.  ABEL  will  serve  many  engineers  to  the  full 
extent  they  need;  others  will  decide  the  advanced  processing  of 
DASH-GATES  warrants  the  additional  investment.  The  choice  of 
tools  is  simply  a  choice  between  two  very  high  levels. 
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Complier-Based  Software  and  PLDs 
Improve  Logic  Design 


Part  1 


Programmable  logic  devices  allow  you  to 
complete  a  design  faster  than  you  can  using 
SSI  devices  or  custom  ICs,  and  PLD 
implementations  take  up  less  space  than  do 
SSI-based  circuits.  Moreover,  easy-to-use 
compiler-based  languages  that  don't  require 
you  to  understand  PLD  architectures  make 
PLDs  increasingly  attractive  for 
logic  designs. 


Bob  Osann,  Assisted  Technology 

Circuits  that  incorporate  programmable  logic  devices 
(PLDs)  take  up  less  board  space  than  do  SSI-based 
implementations  and  require  less  design  time  than  do 
custom-IC  or  SSI-based  versions.  But  until  recently, 
the  PLDs'  unusual  architecture  and  lack  of  software 
support  made  designers  hesitant  to  use  the  devices, 
despite  the  advantages  they  offer.  Compiler-based  soft- 
ware, however,  is  simplifying  PLD  use;  this  high-level 
software  makes  it  unnecessary  for  you  to  be  concerned 
with  the  PLDs'  internal  details  when  implementing 
logic  functions  with  the  devices. 

This  first  article  in  this  3-part  series,  which  is  aimed 
at  first-time  PLD  users,  discusses  basic  PLD  architec- 
ture and  shows  you  how  to  replace  two  simple  logic 
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designs  with  PLDs  using  a  compiler-based  PLD  design 
language.  Part  2  will  show  you  how  to  replace  more 
complicated  combinatorial  and  registered-TTL  designs 
with  PLDs.  Part  3  will  introduce  the  state-machine 
concept  and  show  you  how  to  implement  a  logic  design 
directly,  without  ever  developing  a  gate-level  descrip- 
tion of  the  system. 

Although  the  PLD  approach  lets  you  go  from  logic 
function  to  PLD  circuit  without  conceiving  a  gate-level 
description,  when  designers  decide  to  use  PLDs,  they 
usually  have  either  completed  TTL  designs  that  they 
want  to  shrink  or  else  gate-level  descriptions  of  circuits 
they  don't  want  to  implement  in  discrete  logic.  There- 
fore, the  first  two  articles  in  this  series  target  convert- 
ing existing  designs. 

Why  use  a  PLD? 

For  one-of-a-kind  designs,  prototypes,  or  small  pro- 
duction runs,  designers  have  traditionally  taken  the 
discrete  approach.  Discrete  designs  are  easy  to  modify 
and  inexpensive  to  manufacture  in  small  quantities,  and 
you  can  complete  them  more  quickly  than  you  can 
complete  custom  or  semicustom  designs.  For  produc- 
tion runs  over  500,  designers  have  typically  chosen  the 
semicustom  and  custom  routes  and  sacrificed  short 
design  cycles  and  ease  of  modification  to  reduce  manu- 
facturing costs. 

PLDs  bridge  the  gap  between  bulky  discrete  designs 
and  long  custom-IC  design  cycles.  On  the  one  hand, 
PLD  designs  are  easier  to  modify  than  SSI-based  ones 
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A  PLD  approach  allows  designers  to  go 
from  a  logic  function  to  a  PLD-based 
circuit  without  conceiving  a  gate-level 


and  use  much  less  space.  Moreover,  depending  on  the 
application,  they  can  cost  less  than  SSI-based  imple- 
mentations for  even  small  production  runs.  And  on  the 
other  hand,  although  custom  ICs  can  prove  more  eco- 
nomical than  PLDs  for  large  production  runs,  PLD 
design  cycles  are  much  shorter.  So,  if  you  need  to  get  a 
small,  inexpensive  design  to  market  quickly  and  can't 
wait  for  a  completed  custom  design,  PLDs  can  provide 
you  with  a  quick  stand-in  until  your  custom  design  is 
completed. 

In  general,  the  PLD  architecture  contains  a  fixed 
logic  array  made  of  AND  gates — whose  outputs  feed 


f-OUT, 


Fig  I — Typical  PLDs  use  one  of  two  general  architectures  to  perm  it 
implementation  of  a  wide  range  of  logic  functions.  PAL-type  devices 
(a)  prove  easier  to  use,  but  FPL  As  (b)  provide  more  flexibility  by 
allowing  tuv  levels  of  programmability. 


OR  gates — and  a  programming  matrix.  The  program- 
ming matrix  is  made  up  of  fuses  that  you  blow  with  a 
programming  device.  By  blowing  the  appropriate 
fuses,  you  can  achieve  any  AND/OR  product  or  combi- 
nation. Fig  1  shows  the  PAL-type  and  FPLA-type 
architectures.  The  total  number  of  terms  that  you  can 
generate  is  limited  only  by  the  size  of  the  matrix. 

Because  you  can  represent  any  logical  function  as  the 
logical  sum  of  product  terms,  you  can  realize  any  logical 
function  using  a  PLD.  A  product  term  consists  of  any 
combination  of  input  variables  or  their  complements 
ANDed  together.  A  logical  sum  is  any  combination  of 


CONCEPTUALIZE  THE  LOGICAL  DESIGN 


CREATE  THE  LOGIC-DESCRIPTION  FILE 


RUN  CUPL  FOR  TARGET  PLD 


EDIT  SOURCE  FILE 


COMPILE  ERRORS7 


SIMULATE  FOR  DESIGN  VERIFICATION 

1  DOWNLOAD  AND  PROGRAM  TARGET  PLD 

DEBUG  PROTOTYPE 


LOGIC  DESIGN  ERRORS' 


DESIGN  COMPLETE 


r 

CREATE  SIMULATION  INPUT  FILE 
FOR  TEST-VECTOR  GENERATION 

RUN  SIMULATOR  TO  PRODUCE 
JEDEC  FILE  (DOWNLOADABLE) 
WITH  TEST  VECTORS 

PRODUCTION  RELEASE 


Fig  2 — PLDs  greatly  simplify  logic  design.  After  you  complete  Ike 
logic-description  file,  the  PLD  software  automatically  compiles  tke 
data  for  downloading  to  a  programming  device. 
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!IN,  , 

IN,  , 

PLD 

12  OUT 

UN, 

12  'OUT 

pin 

IN,  2 

Fig  3 — When  using  CUPL,  yon  can  always  write  your  logic  equa- 
tions in  posit  ire  logic,  regardless  of  the  actual  polarity  of  the  signals 
entering  the  device.  For  example,  the  tiro  cases  illustrated  abore  both 
yield  the  same  logic  equation:  OlrT=  1N,&I.\\-. 


IN,  , 

15  OUT, 

IN,  2 

fig  4 — Some  PLD  devices  use  an  inverting  output  buffer.  As  a 

result,  to  acctiwmodate  applications  that  demand  an  actice-high 
output  signal,  the  compiler  often  must  generate  extra  product  terms 
that  might  make  the  design  too  hig  for  the  target  PLD. 


product  terms  ORed  together.  Using  De  Morgan's 
theorems, 


(AB)  -  A  +  B,  and 
(ATT5)  -  A  B. 


Then,  using  the  distributive  property, 


A  (B  +  C) 
(A  +  B)(C  *  D)  = 


-  AB  +  AC,  and 
AC  +  AD  +  BC  +  BD. 


The  PLD  software  determines  the  best  form  of  the 
equation  that  will  fit  into  a  PLD,  which  uses  a  general 
architecture  to  permit  implementation  of  a  wide  range 
of  functions.  The  software  should  allow  you  to  think  in 
terms  of  logical  functions  rather  than  gates.  The  better 
the  software,  the  more  you  can  abstract  from  the 
details  of  discrete  design  and  attend  to  system 
concerns. 

Once  you've  decided  to  use  a  PLD  approach,  you'll 
need  to  choose  the  software  development  support  for 
that  device.  You  can  use  two  basic  types  of  software: 
assembler-based  software  and  compiler-based  software 
(Ref  1).  Assembler-based  software  is  supplied  by  the 
PLD  manufacturer;  it  typically  supports  only  that 
manufacturer's  devices.  If  you  buy  PLDs  in  large 
quantity,  you  can  usually  get  the  software  for  well 
under  $100.  An  alternative  to  assembler-based  soft- 
ware is  the  compiler-based  software  sold  by  Data  I/O 
and  Assisted  Technology.  Compiler-based  software 
supports  almost  all  PLD  devices  and  programmers; 
typical  prices  range  from  $750  for  a  version  that  runs  on 
CP/M-based  systems  to  $2695  for  a  version  that  runs  on 
VAX/VMS  systems. 

Although  compiler-based  software  is  more  expen- 
sive, it  will  make  your  PLD  design  task  easier.  Capabil- 
ities such  as  symbolic  signal  representation  and  macro 


substitution  make  it  easier  for  you  to  formulate  and 
enter  your  logic  equations.  These  improvements  allow 
you  to  formulate  your  design  at  a  higher  conceptual 
level;  that  is,  you  can  think  in  terms  of  systems  instead 
of  individual  circuits. 

Fig  2  illustrates  the  PLD  design  process  using  As- 
sisted Technology's  CUPL  language.  (The  Abel  lan- 
guage, developed  by  Data  I/O,  could  also  be  used 
to  demonstrate  the  techniques  involved.) 

The  CUPL  syntax 

Before  you  can  design  with  CUPL,  you  have  to  learn 
the  syntax.  CUPL's  operators,  which  were  chosen 
largely  from  the  C  programming  language,  are  as 
follows: 

&  =  logical  AND 

#  =  logical  OR 

$=logical  exclusive-OR 

!  =  logical  negation. 
You  can  place  comments  anywhere  within  a  CUPL 
logic  specification  by  using  the  symbol  /*  for  "start 
comment"  and  the  symbol  */  for  "end  comment."  You 
can  also  nest  parentheses  to  any  level,  as  in  this 
example:  OUT=!((A&B)&(C#(D&E))). 

To  facilitate  clear  documentation,  CUPL  allows  you 
to  use  symbolic  names  of  arbitrary  length  (the  first  31 
characters  must  be  unique).  Symbolic  names  can  repre- 
sent pin  variable  names,  internal  device  nodes,  inter- 
mediate variables,  bit-field  representations,  and  sym- 
bolic constants.  To  further  improve  clarity,  you  can  use 
the  underscore  character — 

RAM_PARITY_INT_EN. 
When  you're  converting  an  existing  design,  CUPL 
allows  you  to  give  symbolic  names  to  internal  nodes 
within  your  design.  For  example,  for  flip-flops  con- 
nected to  the  pin  PIN  VAR,  you  would  name  the  node 

as  follows: 

•    D-type  flip-flop— PIN_VAR.D  =  Expression 


CUPL 


The  PLD  architecture  contains  a  fixed 
logic  array  made  of  a  programming 
matrix  and  AND  gates  whose 
outputs  feed  OR  gates. 


•  JK-type      flip-flop— PIN_VAR.J  =  Expression, 
PIN_VAR.K=Expression 

•  RS-type  flip-flop — PIN  VAR.  R  =  Expression, 

PIN_VAR.S  =  Expression. 

For  3-state-device  enable  signals  connected  to  a  pin, 
you  would  write: 

•  PIN_VAR.OE  =  Expression 

•  [PIN_VAR  LIST].OE  =  Expression, 

as  in  [DATA7..0].OE  =  Expression.  If  you're  leaving  the 
3-state  device  enabled,  you  don't  have  to  write  an 
equation  for  it. 

Handling  signal  polarities 

One  issue  that  often  confuses  first-time  PLD  users  is 
the  representation  of  signal  polarities.  In  CUPL,  you 
can  always  write  equations  in  positive  logic,  regardless 
of  the  polarity  of  the  signals  entering  the  device. 
Because  all  signals  entering  the  PLD  are  buffered,  you 
have  access  to  both  the  true  and  complement  versions 
of  the  input  signal  for  your  logic  equations.  Fig  3 
illustrates  two  simple  cases.  For  each  case — if  you  were 
using  the  PLD  as  an  AND  gate — you  would  write  the 
same  logic  equation:  OUT=IN,&IN>. 

The  specification  of  signal  polarities  is  complicated  by 
the  inverting-output  architecture  of,  for  instance, 
20-pin  PAL  devices  (Fig  4).  If  you  need  an  active-low 
output  polarity,  this  doesn't  create  a  problem.  In  this 
case,  the  compiler  has  to  implement  only  one  P  (prod- 
uct) term.  However,  if  you  need  an  active-high  output 
signal,  the  compiler  must  apply  De  Morgan's  theorem, 


LSOO  PLD  EQUIVALENT 

STROBE 


3B> 


Fig  .5 — With  CI' PL.  you  can  often  replace  a  TTL  design  without 
understanding  its  function.  Ynti  just  name  the  pins  and  nodes, 
combine  them  according  to  gate  relationships  in  the  circnif,  and  the 
soft/rare  docs  the  rest. 


Fig  6 — Reduced  propagation  delays  are  one  of  the  benefits  of  using 
PLDs.  A  PLD  implementation  of  the  circuit  shoum  here  has,  on  the 
average,  half  the  propagation  delay  of  the  discrete  implementation. 


and  !OUT,  =  !(IN,&IN2)  becomes  !IN,#!IN2.  Note  that 
this  equation  contains  two  product  terms.  The  addition- 
al space  the  compiler  requires  reduces  the  probability 
that  the  compiler  will  be  able  to  fit  the  logic  function 
into  the  target  PLD. 

CUPL  can  eliminate  this  problem  for  PLD  devices 
that  have  programmable  output  polarities.  CUPL  auto- 
matically chooses  the  output  polarity  that  will  result  in 
the  fewest  number  of  P  terms. 

Reduce  keystrokes 

One  of  CUPL's  (and  Abel's)  major  advantages  is 
macro  substitution,  the  ability  to  use  a  single  variable 
name  to  represent  a  complex  logical  equation.  For 

example,  if  you  define  "INT  VAR"  as  "A&B#C,"  the 

compiler  will  insert  A&B#C  every  time  it  encounters 
INT  VAR. 

Because  macro  substitution  lets  you  use  fewer  key- 
strokes to  write  equations,  it  saves  time  and  reduces 
the  probability  that  you'll  make  input  errors.  By  using 
macro  substitution,  you  can  write  your  logic  specifica- 
tion in  a  hierarchical  fashion,  breaking  complex  equa- 
tions into  more  manageable  and  readable  pieces. 

The  logic  description 

The  heart  of  CUPL  is  the  logic-description  file 
(LDF),  which  contains  your  logic  equations,  pin  decla- 
rations, intermediate  variables,  and  documentation  de- 
scribing the  device's  function.  You  must  complete  the 
LDF  to  prepare  your  logic  equations  for  downloading  to 
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a  programming  device.  Table  1  shows  the  format  for  a 
CUPL  LDF  that  was  written  for  a  memory  decoder. 

The  following  example  shows  you  how  to  complete 
the  logic  equation,  pin  declaration,  and  intermediate 
variable  portions  of  an  LDF  for  the  design  in  Fig  5. 
First,  you  write  the  pin  declarations  using  the  same 
names  and  signal  polarities  that  appear  on  yo"r  sche- 
matic. Next,  you  name  the  output  of  each  gate  in  the 


schematic.  In  the  example,  STROBE,  A,  and  !GATE 
are  the  intermediate  variables.  Using  the  intermediate 
variable  definitions,  you  then  write  an  equation  for  the 
output: 

PIN  4=!IN, 
PIN  5=IN2 
PIN  6= IN, 
PIN  15=OUT 
A=!IN2 

STROBE  =  !(!IN,)#!IN,;  /*!(!IN,)  =  IN,*1 
!GATE  =  !(A&IN}) 
OUT= STROBE  &  !G  ATE. 

The  following  expressions  show  this  strategy  applied 
to  the  more  complicated  design  in  Fig  6: 

A-JIN, 

B  =  !(IN,&IN,&!IN,) 
C  =  !(!IN,)#!(!IN4) 
D  =  !C 

E  =  !(C&IN.,) 
F=!B&!D&!E 
G  =  A#F 
!OUT  =  (G&IN,;). 

The  design  in  Fig  6  illustrates  another  advantage  of 
using  PLDs  instead  of  discrete  logic.  The  propagation 
delay  in  the  PLD  implementation  is  often  less  than  that 
in  the  discrete  design.  The  discrete  design  for  this 
circuit  requires  at  least  three  TTL  packages  and  has 
five  levels  of  delay.  The  total  delay  time  is  50  nsec  (five 
levels  times  10  nsec/level)  for  LS  packages  and  26  nsec 
(4x4  nsec+ 10  nsec)  for  a  combination  of  LS  and  Schott- 
ky  TTL  packages.  In  an  equivalent  PLD  circuit,  the 
maximum  delay  is  25  nsec;  typical  delay  is  only  15  nsec. 

Registered  PLDs 

Some  of  the  more  complicated  types  of  PLDs  use 
flip-flops  in  their  output  stages  to  store  information. 
Most  of  these  PLDs  provide  integral  feedback  paths. 
The  simplest  registered  PLDs  contain  D-type  flip-flops, 
which  transfer  the  signal  at  their  D  input  to  their  Q 
output  after  one  clock  pulse  (more  specifically,  after  the 
application  of  a  positive-going  leading  edge).  The  equa- 
tions for  the  flip-flop  in  Fig  7  are 

OUTPUT.D=G&INPUT  /'UPDATE  WITH  INPUT'/ 

#!G40UTPUT;  /'MAINTAIN  CURRENT  OUTPUT'/ 

/"VIA  INTERNAL  FEEDBACK  DATA'/. 


TABLE  1— SOURCE 
SPECIFICATION  FILE  FORMAT 


FUNCTION 

PART  NO  900  16487 
NAME  MEMDEC 
DATE  07/1 8/84 

REV  03 
DESIGNER  OSANN 
COMPANY  ATI 
ASSEMBLY  PC-RAM 
LOCATION  417 
THIS  DEVICE  DECODES  ADDRESSES 
FOR  THE  DYNAMIC  RAM  AND 
PROVIDES  THE  RAS  STROBES  AS 
WELL  ASA  SIGNAL  THAT  INITIATES 
CAS 

ALLOWABLE  TARGET  DEVICE 
TYPES  PAL  16L8.  825153. 
EP300 
INPUTS: 

PIN  11  61  -  [A  19  .14] 
PIN  7.  8]  -  !  (MEMW.  MEMR) 

PIN  9  -  !  REF  ADR_EN 

PIN  11  =  !  REF  RAS 

PIN  13  -  ALT  LOC 

OUTPUTS: 


HEADER  INFORMATION: 
IDENTIFIES  THE 
PARTICULAR  LOGIC 
SOURCE  FILE 


TITLE  BLOCK 
DESCRIBES  IN 
PLAIN  TERMS  WHAT 
THIS  DEVICE  DOES 

DEVICE  MENU  LISTS 

ALL  TARGET  DEVICE  TYPES 

THAT  MAY  BE  USED. 

PIN  DECLARATIONS: 

CPU  ADDRESS  BUS 

MEMORY  DATA  STROBES 

INDICATES  REFRESH  CYCLE  IN  PROGRESS 

STROBE  FOR  RAS-ONLY  REFRESH 

PLACE  MEMORY  IN  ALTERNATE  RANGE 


LOGIC  EQUATIONS 


WRITE  EQUATIONS  FOR 
BIT-FIELD  DECLARATIONS 
AND  INTERMEDIATE  VARIABLES 
WHICH  WILL  BE  SUBSTITUTED 
LATER  USING  MACRO- 
SUBSTITUTION 
MEMORY  ADDRESS 
MEMORY  REQUEST 
WRITE  EQUATIONS  FOR 
OUTPUTS  IN  TERMS  OF 
INPUTS  AND  FEEDBACK  AS  IN 
OUTPUT  =  INPUT  1  &  FEEDBACK  1 
»  INPUT  2  &  FEEDBACK  2 
»  INPUTS  N  &  FEEDBACK  N 


RAS  3  -  MEMREQ  &  !  REF  ADR  EN  & 

(!  ALT_LOC  &  MEMADR:  I0C000  0FFFF1 

*  ALT  LOC  &  MEMADR:  [FCOOO  FFFFFj 

»  REF_ADR_EN  &  REF_RAS 

RAS  2  -  MEMREQ  &  !  REF_ADR_EN  & 
(!  ALT  LOC  &  MEMADR:  [08000  OBFFFj 

*  ALT_LOC  &  MEMADR:  [F8000  FBFFF) 

•  REF_ADR_EN  &  REF  RAS 

RAS  1  -  MEMREQ  &  !  REF  AOR_EN  & 

<!  ALT_LOC  &  MEMADR:  [04000  07FFF] 

#  ALT^LOC  &  MEMADR    F4000  F7FFF) 

#  REF  ADR_EN  &  REF  RAS 

RAS  0  -  MEMREQ  &  I  REF  ADR_EN  & 

(!  ALT_LOC  &  MEMADR  [00000  03FFFI 

#  ALT_LOC  A  MEMADR  F0000  F3FFF 
9  REF„ADR  EN  &  REF_RAS 

CAS_INIT 
(!  ALT  LOC  &  _ 

*  ALT  LOC  &  MEMADR 


DESCRIPTION 

PRIMARY  RANGE 
ALTERNATE  RANGE 
REFRESH  CYCLE 

PRIMARY  RANGE 
ALTERNATE  RANGE 
REFRESH  CYCLE 


PRIMARY  RANGE 
ALTERNATE  RANGE 
REFRESH  CYCLE 


For  simple  registered  designs,  you  can  often  model 
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Compiler-based  software  for  PLD  design 
includes  such  features  as  symbolic  signal 
representation  and  macro  substitution. 


the  circuit  with  a  timing  diagram.  Using  the  timing 
diagram,  you  can  write  your  logic  equations  easily.  In 
the  Fig  8  timing  diagram  for  a  D-type  flip-flop,  INPUT2 
initiates  the  input  pulse,  and  INPUT,  terminates  the 
output  pulse.  The  pin  declarations  are 

PIN3=!INPUT, 
PIN  6=!INPUT2 
PIN  l  =  CLOCK 
PIN  14=0UTPUT, 

and  the  corresponding  logic  equations  are 

OUTPUT.D  =  !OUTPUT&INPUT  2  /'SET  FF*/ 

#  OUTPUT&1INPUT  1;  /*  KEEP  FF  SET*/ 
/*  UNTIL  INPUT  1*/ 
/*GOES  ACTIVE"/. 

These  equations  demonstrate  one  method  for  using 


INPUT 

1  PLD 

G 

OUTPUT  (REGISTERED) 

1  «0 

CLOCK 

> 

Fig  7 — Some  PLDs  use  registered  outputs  to  introduce  storage 
elements  into  their  architecture. 


the  smallest  possible  number  of  product  terms  to  keep  a 
D  flip-flop  set  for  several  clock  cycles.  Here,  the 
flip-flop's  output  is  fed  back  until  some  condition  is  met 
that  again  enables  the  flip-flop. 

If  the  registered  PLD  contained  JK  flip-flops,  the 
expressions  would  be 

OUTPUT.J  =  INPUT2;  f*  SET  FF*/ 
OUTPUT.  K=  INPUT,;  /*  RESET  FF*/. 

To  handle  more  complicated  sequential  designs,  you 
can  model  your  circuit  as  a  multiple-flip-flop  system 
that  uses  a  common  clock.  (Virtually  all  currently 
available  registered  PLDs  use  common  clocks  for  their 
flip-flops.)  For  example,  to  convert  TTL  designs  that 
use  cascaded  flip-flops  (in  which  the  outputs  of  some 
flip-flops  are  used  to  clock  other  flip-flops),  you  must 
find  the  originating  clock  in  the  circuit,  which  is  usually 


_n_n_n.  j"i_n_rLrLr 


OUTPUT 


Fig  8 — Converting  logic  designs  to  PLDs  is  easy  once  you've 
completed  a  timing  diagram  for  your  circuit.  This  one  represents 
operation  of  a  D-type  flip-flop. 


TABLE  2— CUPL  OPTION  FLAGS 


A  PRODUCE  YOUR  FILE  NAME.ABS  FOR  LATER  USE  BY  CSIM. 

L  PRODUCE  YOUR  FILE  NAME.LST  WITH  LINE  NUMBERS  AND  ERROR  MESSAGES. 

I  PRODUCE  YOUR  FILE  NAME.HL  DOWN-LOADABLE  HL  FORMAT  FILE  FOR  IFL. 

H  PRODUCE  YOUR  FILE  NAME. HEX  MMI  PAL  ASCII-HEX  FORMAT  FILE. 

F  PRODUCE  YOUR  FILE  NAME. DOC  WITH  FUSE  MAP  FILE. 

X  PRODUCE  YOUR  FILE  NAME. DOC  WITH  FULLY  EXPANDED  EQUATIONS. 

G  PROGRAM  SECURITY  FUSE. 

R  DISABLE  GLOBAL  PRODUCT-TERM  MERGING  (FPLA  DEVICES) 

MO  PERFORM  NO  LOGIC  MINIMIZATION. 

M1  PERFORM  LOCAL  LOGIC  MINIMIZATION. 

M2  PERFORM  LOGIC  MINIMIZATION  UNTIL  EQUATIONS  FIT  IN  TARGET  DEVICE. 

M3  PERFORM  FULL  LOGIC  MINIMIZATION. 

D  DEACTIVATE  UNUSED  OR-TERMS.  (INCREASES  SPEED  IN  FPLAs). 

U  SET  ALTERNATE  SEARCH  PATH  FOR  PLD  DEVICE  DATABASE. 

J  PRODUCE  YOUR  FILE  NAME. .IED,  THE  JEDEC  FORMAT  DOWNLOADABLE  FILE 

S  AUTOMATICALLY  RUN  CSIM  AFTER  RUNNING  CUPL 
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the  highest-frequency  source  in  the  circuit.  In  most 
cases,  the  timing  skew  from  one  flip-flop  output  to  the 
next  is  tolerable. 

The  TTL  circuit  in  Fig  9  contains  an  LS161  counter 
whose  output  is  decoded  in  an  LS138.  The  decoded 
output  sets  and  resets  flip-flops  at  various  points  in  the 
timing  cycle.  The  timing  diagram  in  Fig  10  is  based  on 
the  assumption  that  the  clock  rate  is  sufficiently  high 
that  the  propagation  delays  from  SYSCLK  to  OUT,  and 
OUTz  are  not  significant.  If  you  were  to  implement  this 
design  in  a  PLD,  the  pinout  would  look  like  the  one 
shown  in  Fig  11.  Outputs  Q0  and  Q,  were  added  to  make 
all  eight  time  slots  in  the  circuit's  cycle  a  unique 
combination  of  the  four  outputs.  Adding  Q0  and  Q, 
results  in  a  timing  sequence  like  the  one  in  Fig  12. 

You  can  now  write  the  logic  equations  by  noting,  for 
each  output,  each  place  in  the  timing  cycle  where  the 
output  reads  high  (the  flip-flop  is  set).  For  example, 
OUT!  is  set  during  time  slots  2,  3,  and  4.  (The  equation 
for  the  D  input  should  include  representations  of  time 
slots  1,  2,  and  3;  these  time  slots  occur  immediately 
before  the  flip-flop  is  set.)  For  time  slots  1  through  3, 
you  can  now  write 

OUT,.D=!OUT1&!OUT2&Q0&!Q1  /'TIME  SLOT  1*/ 
#OUT,&!OUT2&!Qo&!Q,  /"TIME  SLOT  2*/ 
#OUT,&!OUT2&Q„&!Ql  /'TIME  SLOT  3*/. 

Writing  these  equations  is  easier  if  you  first  define  each 
time  slot  in  terms  of  the  register  outputs  that  are  fed 
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Fig  9 — When  converting  complex  sequential  designs  to  PLDs,  you 

can  model  yimr  circuit  n«  .i  ,/t  ,.  ,i  <t  ,i  ffnfM  driven  by  a  common 

clock. 


Compiler-supported  symbolic  names  can 
represent  pin  variable  names,  internal 
device  nodes,  intermediate  variables, 
bit-field  representations,  and 
symbolic  constants. 


Fig  10 — This  timing  diagram  is  based  on  the  assumption  that  the 
Fig  9  circuit  uses  a  clock  rate  that  is  not  significantly  affected  by 
propagation  delays  from  SYSCLK  to  OUT,  and  OUT,. 


PIN  1  .  SYSCLK 
PIN  2  -  IRESET 
PIN  13.  OUT, 
PIN  14  -  OUT2 
PIN  15-0, 
PIN  16.  0 0 


Fig  11— Adding  outputs  QaandQtofth  is  PLD  implementation  of  the 
Fig  9  circuit  nutkes  each  of  the  eight  intervals  in  the  Fig  12  timing 
cycle  a  unique  combination  of  the  circuit's  four  outputs. 

back  into  the  programmable  array: 

TS„=!OUT,&!OUT2&!Qo&!Q1;  /"TIME  SLOT  OV 
TS.HOUTi&lOUTz&Qo&IQ,;  /'TIME  SLOT  1*/ 
TS2=OUT,&!OUT2&!Q0&!Q1;  /'TIME  SLOT  2V 
TS3=OUT,&!OUT2&Q»&!Q,;  /'TIME  SLOT  3V 
TS1  =  OUT,&OUT2&!Q„&!Q,;  /'TIME  SLOT  4V 
TSs=!OUT,&OUT2&!Q„&!Q,;  /'TIME  SLOT  5*/ 
TS6=!OUT,&OUT2&Q„&!Q,;  /'TIME  SLOT  6*/ 

You  can  now  write  the  equations  for  the  four  registered 
outputs  in  terms  of  TSo  through  TS6  (TS7  is  not  needed); 
CUPL  performs  the  following  substitutions: 

OUT,.D=TSi#TS2#TS3 
OUT2.D=TS3#TS4#TS5 

Qo.D=TSo#TS2#TS6 

Q,.D=TS6. 

Running  CUPL 

Once  you've  completed  the  LDF,  you're  ready  to 
compile  the  LDF  for  downloading  to  the  PLD  program- 
mer. To  compile  the  file,  you  type  an  expression  that 
follows  this  format: 

CUPL    [FLAGS]    TARGET  DEVICE  CODE 

YOUR — FILE  NAME. 
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PLDs  with  an  inverting-output 
architecture  complicate  selection  of 
signal  polarities. 
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Fig  12 — Once  you've  rewritten  the  Fig  10  timing  diagrams  to  reflect 
the  PLD  configuration  in  Fig  11,  you  can  write  a  set  of  logic 
equations  for  implementing  the  PLD  design. 

For  example,  the  sequence  CUPL  -J  -A  P16L8  RAM- 
CNTRL  compiles  the  source  file  for  a  RAM  controller 
that  is  targeted  for  a  PAL16L8.  The  J  and  A  symbols 
are  chosen  from  a  table  of  CUPL  option  flags  (Table  2). 
In  this  case,  the  compiler  produces  a  JEDEC  file  and  an 
absolute-format  file  to  be  used  later  by  CUPL's  simula- 
tor, CSIM  (Ref  1).  The  resulting  compiled  code  is 
downloaded  to  the  programmer,  which  then  blows  the 
appropriate  fuses  in  the  PLD. 

The  designs  discussed  thus  far  are  simple  but  useful 
for  describing  the  PLD  design  process.  The  next  two 
articles  will  extend  the  discussion  to  more  advanced 
designs,  and  finally,  to  the  state-machine  approach. 


Reference 

Marrin,  K,  "Programmable  logic  devices  gain  software 
support,"  EDN,  February  9,  1984,  pg  67. 
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Use  PLDs  to  Shrink  Complex,  Discrete  Logic  Designs  Part  2 


As  discrete  combinatorial  and  sequential 
logic  circuits  become  more  complex,  it 
becomes  more  difficult  to  convert  them  to 
PLD  equivalents.  With  the  help  of 
compiler-based  software,  though,  you'll  be 
converting  complicated  logic  designs  in  no 
time. 

Bob  Osann,  Assisted  Technology  Inc 

Converting  complicated  discrete  designs  to  their  PLD 
(programmable  logic  device)  equivalents  can  be  an 
imposing  task  for  the  first-time  PLD  user  or  for  the 
engineer  who's  been  laboring  with  outmoded  PLD 
software  tools.  New  compiler-based  software,  howev- 
er, makes  it  easy  for  you  to  implement  even  complex 
logic  designs  with  PLDs. 

This  article,  the  second  in  a  3-part  series  on  PLD 
design,  introduces  a  few  of  the  more  advanced  features 
of  the  compiler-based  PLD  design  language  CUPL  and 
shows  you  how  to  use  those  features  to  convert  compli- 
cated sequential  and  combinatorial  SSI  logic  designs  to 
PLD  equivalent  designs.  Part  1  of  the  series  demon- 
strated some  elementary  features  of  CUPL  and  showed 
you  how  to  apply  those  features  in  a  few  simple  designs. 
Part  3  will  introduce  CUPL's  state-machine  syntax  and 


show  you  how  to  move  directly  from  logic  ideas  to  PLD 
implementations  without  developing  a  gate-level  de- 
scription of  your  system. 

CUPL  lets  you  use  a  systems  approach 

The  CUPL  high-level  PLD  support  language  enables 
you  to  develop  your  logic  designs  using  a  systems 
approach.  This  approach  not  only  speeds  the  design 
process  but  facilitates  the  generation  of  logic  descrip- 
tions that  are  easy  to  understand. 

CUPL  supports  a  systems  approach  with  several 
advanced  features,  which  give  you  a  self-documenting 
syntax,  allow  you  to  use  fewer  keystrokes  to  develop 
your  systems,  and  let  you  use  symbolic  names  that 
correspond  to  whatever  function  you're  trying  to  imple- 
ment. CUPL  also  gives  you  a  flexible  format,  which  lets 
you  describe  several  similar  systems  in  less  time  than  it 
would  take  to  describe  the  systems  using  a  more  rigid 
format. 

One  of  CUPL's  advanced  features  is  its  bit-field 
capability,  which  allows  you  to  use  a  single  symbolic 
name  to  represent  a  group  of  bits  (such  as  an  address 
bus  or  state  bit  field).  This  feature  saves  you  key- 
strokes when  you're  formulating  your  design  equations 
and  makes  the  resulting  equations  easier  to  read.  Once 
you've  defined  a  symbolic  name,  you  can  use  that  name 
to  represent  either  a  single  hexadecimal  value  or  a 
range  of  hexadecimal  values.  For  example,  in  an  ad- 
dress-decoding application,  you  could  equate  the  sym- 
bolic name  MEMADR  with  [ADR7,  ADR6,  ADR5, 


Memories 
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PLDs  are  effective  replacements  for  both 
simple  and  complex  combinatorial  and 
sequential  discrete  logic  designs. 

ADR4,  ADR3,  ADR2,  ADR1,  ADRO].  You  could  then 
substitute  [ADR7  ...  0]  for  [ADR7,  ADR6,  ADR5, 
ADR4,  ADR3,  ADR2,  ADR1,  ADRO].  The  resulting 
equation,  FIELD  ME M ADR = [ADR7  .  .  .  ],  assigns 
the  name  MEMADR  to  the  address  bus. 

CUPL  speeds  bit-field  comparisons 

Another  CUPL  feature  is  its  ":"  operator,  which  can 
perform  bit-field  comparisons  and  operations  quickly 
and  efficiently.  This  feature  is  particularly  useful  for 
describing  such  features  as  an  address  decoder.  When 
the  compiler  is  performing  a  bit-field  comparison,  the 
operator  ":"  compares  a  bit  field  with  either  a  hexadeci- 
mal or  an  octal  constant  value  or  a  hexadecimal  or  octal 
list  of  constant  values  (hexadecimal  is  the  default 
value).  When  you're  describing  an  address  decoder,  for 
example,  the  statement  MEMADR:  [A000  .  .  .  EFFF] 
is  true  if  the  address  MEMADR  falls  in  the  hexadecimal 
range'  A000  to  EFFF  (inclusively).  Note  that  hexadeci- 
mal constant  values  must  contain  the  proper  number  of 
nibbles"  to  include  the  most  significant  bit  of  the  bit 
field.  In  the  above  expression,  the  most  significant  bit 
of  the  E  in  EFFF  corresponds  to  A15  in  MEMADR. 

You  can  also  use  the  ":"  operator  for  bit-field  opera- 
tions, as  in  the  following  equation: 

IOADR:  &  REPLACES  A7&A6&A54A4& A3&A24 A1&A0 
IOADR:  #  REPLACES  A7#A6#A5#A4#A3#A2#A1#A0. 

Another  timesaving  CUPL  feature  is  the  preprocess- 


or, which  lets  you  write  general-purpose  logic  descrip- 
tions that  you  can  tailor  to  suit  more  than  one  applica- 
tion. For  example,  you  might  write  a  general-purpose 
decoder  that  you  could  adapt  to  8-,  16-,  or  32-bit 
applications  by  changing  a  few  symbolic  names  and 
ranges. 

The  CUPL  preprocessor  is  a  program  that  operates 
on  the  CUPL  source  file  before  it's  compiled.  The 
preprocessor's  string-substitution  function,  for  exam- 
ple, can  replace  one  symbolic  name  with  another  until 
some  condition  is  met.  When  it  encounters  the  state- 
ment $DEFINE  ARG1  ARG2,  for  instance,  the  pre- 
processor replaces  ARG1  with  ARG2  until  it  encoun- 
ters the  statement  $UNDEF  ARG1.  You  could  use  the 
arguments  in  this  example  to  represent  different  ver- 
sions of  your  decoder.  You  could  make  ARG1  represent, 
say,  the  8-bit  decoder,  and  you  could  make  ARG2 
represent  the  16-bit  decoder. 

The  preprocessor  also  allows  you  to  delay  inclusion  of 
a  file  until  compile  time.  Again,  this  feature  lets  you 
generalize  your  functions.  For  example,  you  could  write 
several  files  that  represent  several  specific  cases  of  a 
general  application.  To  implement  different  functions, 
you'd  just  include  different  file  names.  In  the  statement 
$INCLUDE  FILENAME,  the  referenced  file  becomes 
part  of  the  LDF  (logic  description  file)  only  at  compile 
time. 

Conditional  control  structures  extend  even  further 
the  ability  to  create  generalized  files.  They  allow  you  to 
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Fig  1— These  two  PLDs  show  two  possible  output  configurations 

for  a  PLD  with  a  fixed  inverting  output  buffer.  PLDs  with  program- 
mable output  polarity  eliminate  the  confusion  that  fixed  output 
devices  cause. 
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Fig  2— Address  decoders  are  typical  targets  for  first-time  PLD 
users.  A  simple  application  like  this  address  decoder  shows  how  you 
can  benefit  from  software  features  like  macro  substitution,  range 
functions,  and  list  notation. 
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TABLE  1  —  MEMDEC  LOGIC  DESCRIPTION  FILE 

PARTNO         2600A00004  ; 

NAME           MEMDEC ; 

DATE            02/14/84  ; 

REV             02  ; 

DESIGNER     OSANN  ; 

COMPANY      ASSISTED  TECHNOLOGY  ; 

ASSEMBLY     PC-RAM  ; 

LOCATION      U76  ; 

/•    THIS  DEVICE  DECODES  ALL  MEMORY  ACCESSES  FOR  BOTH  PRIMARY  AND  7 
/•    ALTERNATE  LOCATIONS.  IT  GENERATES  THE  RAS  SIGNALS  FOR  THE  FOUR  7 
/•    BANKS  OF  16K  DYNAMIC  RAMS  AS  WELL  AS  THE  SIGNAL  THAT  INITIATES  7 
/•    THE  CAS  SIGNALS.  7 

/"  ALLOWABLETARGETDEVICETYPES:PAL16L8,82S153,PAL16P8  "/ 

/••  INPUTS  "/ 

PIN  [1.6]                   =  [A19..14]                     ;/•  CPU  ADDRESS  BUS-' 

PIN  [7.8J                   =  I  [MEMVYMEMR]            ;  1'  MEMORY  DATA  STROBES  7 

PIN  9                       «  !REF_ADR_EN              ;  /*  INDICATES  REFRESH  CYCLE  IN  PROGRESS  7 

PIN  11                      =  !REF_RAS                   ;/•  STROBE  FOR  RAS-ONLY  REFRESH  7 

PIN  13                      =  ALT.LOC                     ;  l>  PLACE  MEMORY  IN  ALTERNATE  RANGE  7 

/••  OUTPUTS  "! 

PIN  [19.  .16)                =  ![RAS3.  0]                    ;/' RAM  ROW  ADDRESS  STROBES  7 
PIN  14                       =  ICASJNIT                     | /•  ENABLE  CAS  STROBES*' 

/••  DECLARATIONS  AND  INTERMEDIATE  VARIABLE  DEFINITIONS  "/ 

FIELD  MEMADR         =  [A19..14]                     ;/' MEMORY  ADDRESS  7 

MEMREQ                 =  MEMW  #  MEMR           ;  /*  MEMORY  REQUEST "/ 

/"LOGIC  EQUATIONS -7 

RAS3                 =      MEMREQ  &  !REF_ADR_EN  & 

(!ALT_LOC  &  MEMADR:[0C000..0FFFF]                              .  /'  PRIMARY  RANGE  7 

#  ALT.LOC  &  MEMADR :[FC000..FFFFF])                                f  ALTERNATE  RANGE  7 

#  REF-ADR-EN  &  REF_RAS  ;                                          /•  REFRESH  CYCLE  7 

RAS2                 =      MEMREQ  &  !REF_ADR_EN  & 

(!ALT_LOC  &  MEMADR:[08000..0BFFF]                                f  PRIMARY  RANGE  7 

#  ALT_LOC  &  MEMADR:[F8000..FBFFF])                              /*  ALTERNATE  RANGE  7 

#  REF_ADR_EN  &  REF.RAS  ;                                          f  REFRESH  CYCLE  7 

RAS1                  =      MEMREQ  &  !REF_ADR_EN  & 

(IALT-LOC  &  MEMADR:[04000..07FFF]                                /*  PRIMARY  RANGE  7 

#  ALT.LOC  &  MEMADR:[F4000..F7FFF])                              f  ALTERNATE  RANGE  '1 

#  REF_ADR_EN  &  REF.RAS  ;                                          /*  REFRESH  CYCLE  7 

RASO                =     MEMREQ  &  !REF_ADR_EN  & 

(!ALT_LOC  &  MEMADR:[00000..03FFF]                                   r  PRIMARY  RANGE  7 

#  ALT_LOC  &  MEMADR:[F0000..F3FFF])                                /"  ALTERNATE  RANGE  -- 

#  REF_ADR_EN  &  REF_RAS  ;                                             f  REFRESH  CYCLE  7 

CASJNIT            =      MEMREQ  &  !REF_ADR_EN  & 

(!ALT_LOC  &  MEMADR:[00000..0FFFF)                                1"  PRIMARY  RANGE  7 

#  ALT_LOC  &  MEMADR:[F0000..FFFFF]);                                f  ALTERNATE  RANGE  7 

MonolHMo  filflJ  Memories  Z\ 


3-53 


CUPL 


By  using  symbolic  names  to  represent  bit 
fields  such  as  address  buses,  you  can  not 
only  save  keystrokes,  but  you  can  make  your 
designs  virtually  self  documenting. 


compile  particular  portions  of  your  LDF  when  you've 
complied  with  certain  conditions.  When  you  use  the 
format 

SIFDEF  ARG 

.  .  .  STATEMENTS  .  .  . 

$ELSE 

.  .  .  STATEMENTS  .  .  . 

SENDIF, 

the  statements  are  compiled  only  if  the  argument  ARG 
has  been  defined.  When  you  use  the  format 

$IFNDEF  ARG 

.  .  .  STATEMENTS  .  .  . 

SELSE 

.  .  .  STATEMENTS  .  .  . 

SENDIF. 

the  statements  are  compiled  only  if  the  argument  ARG 
has  not  been  defined. 

Output  programmability  saves  space 

One  CUPL  feature  that  can  save  you  considerable 
space  in  your  design  is  the  language's  ability  to  support 
a  PLD  with  programmable  output  polarity.  For  PLDs 
with  this  feature,  the  CUPL  compiler  chooses  whichev- 


er output  polarity  results  in  logic  equations  that  use  the 
smallest  number  of  product  terms.  Although  output- 
programmability  support  is  a  useful  PLD  option,  many 
widely  used  PLDs  contain  inverting  output  buffers  that 
are  fixed  instead  of  programmable.  The  examples  that 
follow  demonstrate  the  limitations  of  PLDs  that  don't 
have  programmable  output  polarity. 

For  instance,  Fig  1  illustrates  the  architecture  for  a 
PLD  that  uses  a  single  D  flip-flop  and  an  inverter  in  its 
output  stage.  Fig  la  shows  a  design  that  uses  an 
active-high  output  name,  and  Fig  lb  shows  one  that 
uses  an  active-low  output  name.  The  pin  declarations 
for  Fig  la  are 

PIN  1  =  CLOCK 
PIN  2  =  INPUT 
PIN  3  =  G 
PIN  18  -  ! OUTPUT. 

To  see  why  support  for  output  programmability  is  so 
important,  imagine  that  the  flip-flop's  output  is  fed 
back  to  keep  it  set.  The  polarity  used  in  the  output 
name  makes  a  significant  difference  in  the  number  of 
product  (P)  terms  that  are  fed  back. 


RFSH 
TIMER 


CLR 


PAL16R6 

OR 
825157 


)CLR_REF„TMR 


PAL16L8 

OR 
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!RFSH_ADR_EN 


ADDRESS 
MUX 

(4  X  1) 


SELA  SELB 


>     REFRESH  ADORESS  COUNTER 


4  x 
16k  ■  8 


DYNAMIC 
RAM 


Fig  3-  Memory  decoders  (MEMDEC)  prove  a  challenging  application  for  PLD  conversions.  This  decoder  is  a  portion  of  a  dynamic 
RAM  controller. 
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TABLE  2  —  RFSHCNT  LOGIC  DESCRIF»TION  FILE 


PARTNO  2600A00005  ; 

NAME  RFSHCNT ; 

DATE  02/19/84  ; 

REV  02  ; 

DESIGNER  OSANN  ; 

COMPANY  ASSISTED  TECHNOLOGY  ; 


THIS  DEVICE  RESPONDS  TO  THE  REFRESH  REQUEST(REF_REQ)  GENERATED 
BY  THE  REFRESH  INTERVAL  TIMER.  IT  PRODUCES  THE  SIGNAL  WHICH 
GATES  THE  REFRESH  COUNTER  ADDRESS  INTO  THE  RAM  ADDRESS  BUS 
AS  WELL  AS  THE  REFRESH  RAS  STROBE  AND  THE  CLEAR  PULSE  FOR 
THE  REFRESH  INTERVAL  TIMER. 

««*•••*»••*•**•»•**•**•*•»»»*••*** ••»••••••••••••••• •*»»•*•••»«**»•»•••»**••••»*•»** *•••■*•>••*■••••*••••••••••■••■ 


/"  ALLOWABLE  TARGET  DEVICE  TYPES:  PAL16R6,  82S157 


"/ 


/"  INPUTS  "/ 

PIN  1 

PIN  2 

PIN  3 

PIN  4 

PIN  11 

/"OUTPUTS"/ 

PIN  18 

PIN  17 

PIN  16 

PIN  15 

PIN  14 

PIN  13 


=  CLK 
=  REF-REQ 
=  !BUS_AK 
=  RESET 
=  !OE 


=  IBUS-REQ 
=  !REF_ADR_EN 
=  !REF_RAS 
=  !REF_RAS_DLY1 
=  !REF_RAS_DLY2 
=  !CLR_REF_TMR 


/•  CPU  CLOCK  V 

/'REFRESH  REQUEST  FROM  INTERVAL  TIMER  7 
/•  BUS  ACKNOWLEDGE  FROM  CPU  7 
/'  SYSTEM  RESET  7 
/•  TIED  TO  GROUND  7 


/•  BUS  REQUEST  TO  CPU  7 

/*  ENABLE  REFRESH  ADDRESS  7 

/•  STROBE  FOR  RAS-ONLY  REFRESH  7 

/•  REF_RAS  DELAYED  1  CLOCK  7 

/•  REF_RAS  DELAYED  2  CLOCKS  7 

/•  PULSE  TO  CLEAR  RFRSH  INTERVAL  TIMER  7 


/"  DECLARATIONS  AND  INTERMEDIATE  VARIABLE  DEFINITIONS  "1 


FIELD  ST 


[BUS-REQ. 
REF_ADR_EN, 
REF_RAS, 
REF_RAS_DLY1, 
REF_RAS_DLY2, 
CLR_REF_TMR]  ; 


/•*  LOGIC  EQUATIONS  "I 

BUS-REQ. D  =  IRESET  & 

IBUS-REQ  &  REF-REQ 

#  BUS-REQ  &  (  ST:20  #  ST:30 

#  ST:38  #  ST:3C 

#  ST:3E  )  ); 

REF-ADFLEN.D  =  IRESET  & 

( IREF-ADFLEN  &  BUS-AK  &  BUS-REQ 
#  REF-ADFLEN  &  (  ST:30  #  ST:38 

#  ST:3C  #  ST:3E  )  ); 

REF.RAS.D  =  IRESET  &  (ST:30  #  ST:38  #  ST:3C)  ; 

REF_RAS_DLY1.D  =  IRESET  &  (ST:38  #  ST:3C  #  ST:3E)  ; 

REF_RAS_DLY2.D  =  IRESET  &  (ST:3C  #  ST:3E  #  ST:36)  ; 

CLFLREF-TMR.D  =  IRESET  &  ST:36  ; 


/•  ALL  OUTPUTS  ARE  PART  OF  7 
/•  THE  STATE  BIT  FIELD.  7 


/•SET  IT  7 
/•  KEEP  IT  SET  7 
/•  KEEP  IT  SET  7 
/•  KEEP  IT  SET  7 

/•  SET  IT  7 

/•  KEEP  IT  SET  7 

/•'KEEP  IT  SET*/ 
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Conditional  control  structures  improve 
compiler  flexibility.  They  allow  the  compiler 
to  delay  decisions  until  certain  predefined 
conditions  are  met. 


If  you  choose  an  active-high  output  name,  the  logic 
equations  are 

OUTPUT.!)  »  (i  4  INPUT/"  UPDATE  WITH  INPUT  'I 

#  !G  4  OUTPUT  /*  MAINTAIN  CURRENT  OUTPUT  V 

r  VIA  INTERNAL  FEEDBACK  PATH  V 

Because  of  the  inverting  output  buffer,  the  equations 
that  you  must  program  into  the  array  are 

10UTPUT.D  =  !(G  4  INPUT  #  !0  4  OUTPUTl 
iOUTPUT.D  »!GS  IOUTPUT  #  !INPUT  4  G  # 
IINPUT  4  IOUTPUT. 

Notice  the  extra  product  terms  that  are  created.  If,  on 
the  other  hand,  you  choose  an  active-low  output  name, 
the  pin  declarations  are 

PIN  1  =  CLOCK 
PIN  2  -  INPUT 
PIN  3  =  G 
PIN  18  -  IOUTPUT, 

and  the  final  equations  are 

OUTPUT.I)  =  G  4  INPUT  r  UPDATE  WITH  INPUT  */ 

#  !G  4  OUTPUT  r  MAINTAIN  CURRENT  OUTPUT  V 

/•  VIA  INTERNAL  FEEDBACK  PATH  •/. 

As  you  can  see,  when  PLDs  have  fixed  inverting 
buffers,  the  active-low  output  condition  requires  the 
fewest  number  of  P  terms. 

Now  that  you're  familiar  with  CUPL's  features, 
you're  ready  to  apply  them  to  more  complicated  sys- 
tems. When  a  logic  designer  uses  a  PLD  for  the  first 
time  in  a  new  design,  the  designer's  target  area  is  often 
the  address-decode  function.  Fig  2  shows  a  simple 
I/O-deeoding  circuit  that  creates  a  buffer-enable  signal 
for  I/O  reads  or  writes  when  the  decoded  address  falls 
in  the  hexadecimal  range  10  through  12,  inclusively.  If 
you  were  to  implement  this  address-decoding  function 
using  assembler-based  software,  _your  equations  would 
look  like  the  following  ones: 

BUFFEN  =  IORD"  A7VA6".  A5"A4"'A3"<A2"A1*  AO 
»IORD"'A7"'A6"<A5"A4".<A3"'A2VA1"AO 
+  IORD"  A7"'A6"  A5"A4"'A3".A2"  Al"  All 
+  IOWR "  A7" ' A6 "  A5 "  A4 "  A3" ' A2"  A 1 "  AO 
+  IOWR"  A7".A6"'A5"A4"/A3"/A2"/A1"A0 
+  IOWR" AT  AS'  A5-A4"  A3"  A2"AU  AO. 

If  you  were  to  implement  the  address-decoding  func- 
tion using  CUPL,  your  equations  would  look  like  this: 

FIELDADR  =  [A7  .  .  OJ; 
IOREQ  =  IORD  #  IOWR; 
BUFFEN  -  IOREQ  4  ADR:[I0  .  .  12];. 

To  write  equations  using  CUPL,  you  first  define  the 
address  bus  as  a  bit  field  where  ADR  =  [A7  .  .  .  0].  ' 


compiler  then  substitutes  [A7  ...  0]  whenever  it  sees 
ADR.  You  then  combine  the  strobe  signals  and  give 
them  the  arbitrary  name  IOREQ  where  IOREQ 
=  IORD#IOWR.  Finally,  you  write  an  equation  for  the 
output  BUFFEN  in  terms  of  the  intermediate  variables 
IOREQ  and  ADR  so  that  BUFFEN  =  IOREQ&ADR:[10 
.  .  .  12].  The  list-notation  and  range  functions,  as  well 
as  macro  substitution,  are  all  used  here.  The  final  code 
takes  less  time  to  write  and  is  much  easier  to  read  than 
code  written  in  an  assembler-based  language,  and  it's 
virtually  self  documenting. 

Fig  3  shows  the  CUPL  design  technique  in  a  more 
complicated  decoder  application,  a  dynamic  RAM  con- 
troller. The  PLD  MEMDEC  in  Fig  3  provides  the 
memory  decoder  function.  It  supplies  four  16k  x  8-bit 
banks  of  dynamic  RAM  with  RAS  (row  address  strobe) 
signals  and  generates  a  signal  that  initiates  the  CAS 
(column  address  strobe).  The  initiating  signal  first 
passes  through  a  delay  line  and  then  recombines  with 
the  RAS  signals  to  produce  the  CAS. 

MEMDEC  decodes  address  bits  A19  through  A14  of 
a  20-bit  address  space  and  maps  the  64k-byte  block  to 
either  the  top  or  the  bottom  of  the  memory  map  shown 
in  Fig  4.  The  jumper-selectable  input  called  ALT__LOC 
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Fig  i — This  memory  map  shows  two  possible  locations  for  address 
bits  Al9  through  Ali  of  a  20-bit  address  space.  MEMDEC  decodes 
the  hits  and  maps  the  6ik-byte  block  to  either  the  top  or  the  bottom  of 
>ry  map.  
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determines  whether  the  top  or  the  bottom  of  the 
memory  map  is  used.  Table  1  shows  a  completed  LDF 
for  the  memory  decoder. 

Not  only  does  CUPL  simplify  combinatorial  designs, 
but  it's  useful  for  implementing  sequential  designs  as 
well.  Because  PLDs  contain  both  the  logic  array  and 
registers  in  the  same  package,  they're  particularly 
powerful  for  implementing  registered  logic.  The  PLD 
named  RFSHCNT  in  the  RAM  controller  shown  in  Fig 
3  handles  the  sequential  aspects  of  refresh  control  for 
the  dynamic  RAM  in  a  typical  u.P  system. 

RFSHCNT  responds  to  a  refresh  signal  from  the 
refresh  internal  timer  (usually  14  ji.sec)  by  driving  the 
CPU's  bus-request  line  high.  After  receiving  a  bus- 
acknowledge  signal  from  the  CPU,  RFSHCNT  then 
generates  signals  for  address  MUX  control  and  RAS- 
only  refresh  timing. 

RFSHCNT  also  provides  a  signal  that  resets  the 
refresh  interval  timer  and  clocks  the  refresh-address 
counter.  Fig  5  shows  the  timing  diagram  for 
RFSHCNT.  Note  that  the  registered  output  signals 
are  shown  as  logical  true  even  though  the  actual 
outputs  are  active  low.  Because  the  equations  are  based 
on  signals  in  the  timing  diagram,  in  order  for  the 
registered  outputs  to  be  shown  as  logical  true,  the 
target  device  must  have  either  an  inverting  output 


Programmable-output  capability  allows  the 
compiler  to  save  PLD  space.  Thus,  you'll 
need  fewer  PLDs  when  you're  converting 
your  design. 

buffer  or  programmable-output-polarity  capability. 

Table  2  shows  the  LDF  for  RFSHCNT.  The  LDF 
uses  the  hexadecimal  values  that  define  the  time  slots 
shown  in  the  timing  diagram.  Note  the  use  of  CUPL's 
bit-field  capability  in  the  equations  that  specify  the  D 
flip-flop's  state. 

CUPL's  compiler-based  techniques  simplify  the  con- 
version of  complicated  SSI  circuits  to  their  PLD  equiva- 
lents. Part  3  of  this  series  will  show  you  how  to  simplify 
the  logic  design  process  even  further  by  using  the 
state-machine  approach.  EDM 


(STATE)  TIME  SLOT 
CLK 

(IN)  HEF.REQ 
(OUT)  BUS_REQ 
(IN)!BUS_AK 
(OUT)  REF_ADR_EN 
(OUT)  REF_RAS 
(OUT,  NC)  REF_RAS_DLY1 
(OUT,  NC)  REF_RAS_DLY2 
(OUT)  CLR_REF_TMR 


|  00         |  20         |  30         |  36         |  : 


J  L 


Fig  S — The  registered  output  signals  shown  in  this  timing  diagram  for  RFSHCNT  are  shown  as  logical  true  even  though  the  actual  outputs 
are  active  low.  Because  the  equations  are  based  on  the  timing  diagram,  the  target  device  must  be  inverting,  or  it  must  have 
programmable -output  capability. 
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To  exercise  a  PLD's  full  potential  for 
shortening  design  time  and  improving 
documentation,  use  the  state-machine 
approach.  This  approach  lets  you  formulate 
a  behavioral  description  of  your  system  and 
implement  it  directly  in  a  PLD,  without 
ever  developing  an  equation-level 
representation. 


Using  the  state-machine  approach  and  a  compiler-based 
PLD  design  language  like  CUPL,  you  can  bypass  the 
gate-  and  equation-level  stage  in  logic  design  and  move 
directly  from  a  system-level  description  to  a  PLD 
implementation.  Unlike  assembler-based  approaches, 
the  state-machine  approach  lets  you  document  your 
design  in  a  manner  that's  understandable  to  future 
users  of  your  design. 

Actually,  few  logic  designers  currently  use  the  state- 
machine  approach  in  their  logic  designs.  This  isn't 
surprising:  The  technique  seems  difficult  to  learn  at 
first.  But  CUPL  makes  the  state-machine  approach  less 
formidable  by  handling  many  of  the  decisions  you  would 
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normally  have  to  make.  Furthermore,  CUPL  gives  you 
a  general  and  simple  state-machine  model  like  the  one 
shown  in  Fig  1.  The  software  automatically  fits  the 
model  to  your  application. 

Defining  the  state  model 

In  general,  a  state  machine  is  a  logic  circuit  with 
flip-flops.  Because  a  flip-flop's  output  can  be  fed  back  to 
its  own  or  some  other  flip-flop's  input,  a  flip-flop's  input 
value  may  depend  on  both  its  own  output  and  that  of 
other  flip-flops.  Consequently,  the  final  value  for  a 
flip-flop's  output  depends  on  its  own  previous  values,  as 
well  as  those  of  other  flip-flops. 

The  CUPL  state-machine  model  uses  six  compo- 


INPUTS 

N ON  REGISTERED  OUTPUTS 

COMBINATORIAL 
LOGIC 

STORAGE 
REGISTERS 

REGISTERED 
OUTPUTS 

STATE  BITS 

Fig  1 — State-machine  theory  can  be  complicated,  but  CUPL  allows 
you  to  abstract  from  the  theory's  complicated  details,  i'siug  this 
simple  model  and  an  easy-to-learn  syntax,  yon  can  quickly  con- 
struct state-machine  models  of  your  system. 
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When  you  use  the  state-machine  approach, 
you  don't  have  to  write  a  logic-equation- 
level  description  of  your  system  before 
implementing  it  in  a  PLD. 


REGISTERED 
OUTPUT 


NON REGISTERED  OUPUT 
(DEPENDS  ONLY  ON  STATE) 


NONREGISTERED  OUTPUT 
{DEPENDS  ON  STATE  AND  INPUT) 


Fig  2 — This  timing  diagram  eharacterizes  Ct'PL's  sini/ile  state-tnaehiue  model.  The  setting  or  resetting  of  the  registered  imtpiit  defends  tat 
the  status  oj 'the  state  bit.  Ctntrerselu,  nan registered  nnt/mts  ran  de/x-nd  either  an  only  the  earrent  state  hit's  status  or  an  Inith  the  state  hit's 
status  and  tlx  nipitt's  status. 


nents:  inputs,  combinatorial  logic,  storage  registers, 
state  bits,  registered  outputs,  and  nonregistered  out- 
puts. Fig  2  shows  the  timing  relationships  between 
these  components. 

Inputs  are  signals  entering  the  device  that  originate 
in  some  other  device.  Combinatorial  logic  is  any  combi- 
nation of  logical  gates  (usually  AND-OR)  that  produces 
an  output  signal  that's  valid  Tpd  (propagation  delay 
time)  nsec  after  any  of  the  signals  that  drive  these 
gates  changes.  is  the  time  delay  between  the 
initiation  of  an  input  or  feedback  event  and  the  occur- 
rence of  a  nonregistered  output. 

State  bits  are  storage-register  outputs  that  are  fed 
back  to  drive  the  combinatorial  logic.  They  contain  the 
present-state  information.  Storage  registers  are  any 
flip-flop  elements  that  receive  their  inputs  from  the 
state  machine's  combinatorial  logic.  Some  registers  are 
used  for  state  bits,  while  others  are  used  for  registered 
outputs.  The  registered  output  is  valid  Tco  nsec  after 
the  clock  pulse  occurs.  T„  is  the  time  delay  between  the 
initiation  of  a  clock  signal  and  the  occurrence  of  a  valid 
flip-flop  output. 

For  the  system  to  operate  properly,  you  must  meet 
your  PLD's  requirements  for  setup  and  hold  times.  For 
most  PLDs,  the  setup  time  (T,„)  usually  includes  both 
the  propagation  delay  of  the  combinatorial  logic  and  the 
actual  setup  time  of  the  flip-flops.  Tsu  is  the  time  it  takes 
for  the  result  of  either  a  feedback  or  an  input  event  to 
appear  at  the  input  to  a  flip-flop.  A  subsequent  clock 
input  cannot  be  applied  until  this  result  becomes  valid 
at  the  flip-flop's  input.  These  flip-flops  may  be  either  D, 


RS,  or  JK  types  (but  RS  and  JK  types  are  used  more 
often  in  state-machine  implementations  because  they 
require  fewer  product  (P)  terms  than  D  types  do). 

Nonregistered  outputs  are  outputs  that  come  direct- 
ly from  the  combinatorial  logic  gates.  They  may 
be  functions  of  the  state  bits  and  the  input  signals  (and 
have  asynchronous  timing),  or  they  may  be  purely 
dependent  on  the  current  state-bit  values,  in  which  case 
they  become  valid  T„,+T^  nsec  after  an  active  clock 
edge  occurs. 

Registered  outputs  are  outputs  that  come  from  the 
storage  registers  but  are  not  included  in  the  actual 
state-bit  field  (ie,  a  bit  field  composed  of  all  the  state 
bits).  State-machine  theory  requires  that  the  setting  or 
resetting  of  these  registered  outputs  depend  on  the 
transition  from  a  present  state  to  a  next  state.  This 
allows  a  registered  output  to  be  either  set  or  reset  in  a 
given  state,  depending  on  how  the  machine  came  to  be 
in  that  state.  Thus,  a  registered  output  can  assume  a 
"don't  care"  operation  mode.  In  the  "don't  care"  mode, 
the  registered  output  will  remain  at  its  last  value  as 
long  as  the  current  state  transition  does  not  specify 
that  registered  output. 

The  state-machine  syntax 

To  help  you  implement  this  state-machine  model 
quickly,  CUPL  supplies  a  general  and  simple  state- 
machine  syntax.  This  syntax  gives  you  a  single,  simple 
format  that  allows  you  to  describe  any  function  in  the 
state  machine.  The  general  format  for  the  state-ma- 
chine syntax  is 
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SEQUENCE  state_bit_field  ( 
PRESENT  present-state 

IF  input_cond    NEXT  next_state   OUT  outputs  ; 

IF  inpuLcond    NEXT  next_state   OUT  outputs  ; 

IF  .  .  . 
PRESENT  present-state 

IF  input_cond   NEXT  next_state   OUT  outputs  ; 

IF  inpuLcond   NEXT  next-State   OUT  outputs  ; 

IF  .  .  . 
PRESENT  .  .  . 

) 


Each  present-state  block  within  this  format  de- 
scribes both  asynchronous  (present  state)  and  synchro- 
nous (transition)  activity.  Using  this  format,  you  can 
describe  any  component  of  the  state  machine.  For 
example,  the  formats  for  registered  outputs  would  be 


information  (ie,  information  about  the  transition  from 
the  present  state  to  the  next  state).  Using  the  If 
statement  signifies  a  conditional  event.  When  you  use 
the  If  keyword  in  a  nonregistered  description,  you 
signify  that  the  input  and  output  events  will  have  an 
asynchronous  dependence.  The  absence  of  a  Next  key- 
word signifies  a  nonregistered  event. 
For  nonregistered  outputs,  you  would  use  the  format 


IF  input_cond 


OUT  outputs 


INPUT  CONDITION     NO  STATE 
AFFECTS  OUTPUT  TRANSITION 
AFTER 


OUTPUTS  ASSOCIATED 
WITH  INPUT  CONDITION 
AND  PRESENT  STATE. 


OUT  outputs 


IF  inpuLcond       NEXT  next_state 


OUT  outputs 


CONDITIONAL 
TRANSITION 


OUTPUT  ASSOCIATED 
WITH  TRANSITION 


NO  INPUT 
CONDITION 


NO  STATE 
TRANSITION 


OUTPUT  ASSOCIATED 
SOLELY  WITH  PRESENT 
STATE.  VALID 
T„,  +  T*  AFTER 
CLOCK. 


NEXT  nexLstate 


UNCONDITIONAL 
TRANSITION 


OUT  outputs 

OUTPUT  ASSOCIATED 
WITH  TRANSITION, 


depending  on  whether  the  transition  is  conditional  or 
not.  To  use  these  equations  for  describing  your  system, 
you  need  to  learn  how  to  use  the  CUPL  keywords.  For 
example,  when  you  use  a  Next  statement,  you're  telling 
the  compiler  that  all  of  the  outputs  in  that  block  are 
gistered  outputs  whose  values  depend  on  transition 


1 


Much  of  the  reason  for  choosing  either  the  registered 
or  nonregistered  format  for  an  output  depends  on  the 
system  timing.  For  fully  synchronous  systems  that 
require  tight  timing,  the  registered  output  provides 
fast  response — it  responds  within  T„  nsec  after  the 
occurrence  of  a  clock  pulse.  This  quick  response  gives 
the  circuit  time  to  use  that  registered  output  as  an 
input  somewhere  else  in  the  circuit  before  the  next 
clock  pulse  occurs. 

Conversely,  you  would  use  the  nonregistered  output 
in  asynchronous  applications.  You  would  also  use  the 


OUT 

!  REG  OUT 


STATE 
DIAGRAM 


INPUT 

NON  REG  OUT 

PLD 

REG  OUT 

01 

CLOCK 

> 

00 

|      NON  REG  OUT  ■  INPUT 

OUT  REG  OUT 


Fig  3 — This  model  for  a  free-running  2-bit  counter  demonstrates  CUPL's  state-machine  syntax.  The  counter  has  one  input,  one 
nonregistered  output,  and  one  registered  output. 
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nonregistered  output  in  simpler  applications,  such  as 
present-state  decoders. 

To  better  understand  the  state-machine  model  and  its 
syntax,  consider  a  simple  example:  a  free-running  2-bit 
counter  with  one  input,  one  registered  output,  and  one 
nonregistered  output.  Fig  3  shows  the  state-transition 


diagram.  The  circles  represent  states  (specific  combina- 
tions of  the  state  bits),  and  the  arrows  represent  the 
transitions  between  states.  Because  the  transitions  in 
this  example  are  unconditional,  the  counter  is  free- 
running.  Accordingly,  the  logic  description  uses  no  If 
keywords  in  statements  that  signify  a  Next  state.  The 


The  function-table  approach 


To  design  logic  systems  with 
PLDs,  you  could  use  the  func- 
tion-table approach,  which  com- 
plements the  state-machine  ap- 
proach. The  function-table 
approach  is  useful  in  applications 
such  as  code  converters,  where 
input/output  relationships  are 
best  represented  in  tabular 
form. 

CUPL's  parallel-operation  ca- 
pability makes  it  easy  for  you  to 
develop  these  tabular  represen- 
tations. Using  that  feature,  you 
can  declare  bit  fields  and  use 
them  on  either  the  right  or  left 
side  of  the  equation. 

The  parallel  operation  feature 
allows  you  to  operate  uniformly 


TABLE  A— GATED  MUX  LOGIC  DESCRIPTION  FILE 


B2 

3 

B1 

4 

BO 

5 

A3  6 

A2 

Al  8 

AO  9 

GATE  12 

12 

CLOCK  1 

PAL16R4 
OR 

82S155 


PARTNO 
NAME 
DATE 
REV 

DESIGNER 
COMPANY 
ASSEMBLY 
LOCATION 


PL10007. 
GATED  MUX: 
09/17/84. 
01: 

ARONSON. 

ASSISTED  TECHNOLOGY. 

PC_JO: 

U23. 


/■  THIS  DEVICE  FUNCTIONS  AS  A  DUAL  4-TO-1  MUX  WITH  INVERTING 

/•  REGISTERED  OUTPUTS  THE  MUX  OUTPUTS  ARE  ONLY  CLOCKED  INTO  THE 

/•  REGISTERS  WHEN  THE  GATE  INPUT  IS  ACTIVE 

/ 

/•  ALLOWABLE  TARGET  DEVICE  TYPES    PAL16R4  82S155 


PIN  1 
PIN  (2 
PIN  [6 
PIN  13 
PIN  19 
PIN  12 
PIN  11 


=  CLOCK 
«  |B3  0) 
=  [A3  0| 

-  SEL1 
=  SELO 
=  GATE 

-  'OE 


/••  OUTPUTS  ••/ 


PIN  15 
PIN  16 


'Y1 
'Y0 


/■  SYSTEM  CLOCK  •/ 
/•  INPUT  GROUP  B  '/ 
/■  INPUT  GROUP  A  V 
/•  SELECT  1  •/ 
/•  SELECT  0  '/ 

/•  GATES  MUX  OUTPUT  INTO  REGISTER  7 
/•  OUTPUT  ENABLE  7 


.  /■  REGISTER  OUTPUT  FROM  GROUP  B  V 
,  /■  REGISTER  OUTPUT  FROM  GROUP  A  7 


SEL1   13|  SELO    h9  I"  GND 


/••  DECLARATIONS  AND  INTERMEDIATE  VARIABLE  DEFINITIONS  ' 

FIELD  OUT  >  |Y1  0]  ,     /•  OUTPUT  BITS  V 

FIELD  SEL  .  [SEL1  0]  :  f  SELECT  CONTROL  BITS  7 

/■•  LOGIC  EQUATIONS  "/ 

OUT  D  =  IGATE  &  OUT  /  

»  GATE  &  (  [B3.A3  &  SEL  3 
»  [B2.A2  &  SEL  2 
«  (B1.A1  &  SEL  1 
•  (B0.A0  &  SEL  0  )  : 


/•  NOTE:  7 
/■  ONE  EQUATION  DESCRIBES  7 
/•     BOTH  OUTPUT  VARIABLES  7 

/ / 


Fig  A — In  code-conversion  applications, 

like  this  dual  U-to-l  multiplexer,  you  can 
beet  describe  the  system  using  a  tabular 
format 
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nonregistered  output  is  active  on  a  count  of  two  (S2) 
when  the  input  is  active.  The  registered  output  is  set  on 
the  transition  from  S2  to  S3  and  reset  on  the  transition 
from  S3  to  SO.  Table  1  gives  the  logic  description  for 
the  counter. 

An  application  that  incorporates  hysteresis  shows  the 


To  make  the  state-machine  approach  easier 
to  learn,  CUPL  uses  a  model  that  incor- 
porates both  the  Mealy  and  Moore  models. 
You  use  the  same  model  for  all  cases. 


importance  of  using  transition  information  in  addition 
to  present-state  information.  Consider,  for  instance,  a 
circuit  that  performs  threshold  detection  on  an  analog 
signal,  but  requires  a  hysteresis  band  both  wider  and 
more  accurate  than  the  hysteresis  band  an  analog 
comparator  could  achieve.  In  such  an  application,  you 


TABLE  B— HEXDISP  LOGIC  DESCRIPTION  FILE 

PARTNO  CT0002; 

NAME  HEXDISP; 

DATE  6/5/84; 

REV  01; 

DESIGNER  T  KAHL; 

COMPANY  ASSISTED  TECHNOLOGY  INC; 

ASSEMBLY  DISPLAY_BOARD; 

LOCATION  U17; 

/  :  

f  THIS  IS  A  HEXADECIMAL-TO-SEVEN-SEGMENT 
T  DECODER  CAPABLE  OF  DRIVING  COMMON-ANODE 
I-  LEDS  IT  INCORPORATES  BOTH  A  RIPPLE-  F-J        •:  „ 

BLANKING  INPUT  (TO  INHIBIT  DISPLAYING  'i   fi  "I 

LEADING  ZEROES)  AND  A  RIPPLE-BLANKING  V 
OUTPUT  TO  ALLOW  FOR  EASY  CASCADING  OF 
DIGITS. 


/• 

r 
r 
/• 
r 

I  

/•  ALLOWABLE  TARGET  DEVICE  TYPES:  32  x  8  PROM  (B2S123  OR  EQUIV) 


PIN  [10.  13]  -  [DO  3]  ; 
PIN  14  =.  !RBI; 

/•■  OUTPUTS  "/ 

PIN  [7  .1]  .  IIA.B.C.D.E.F.G]; 
PIN  9       =  !RBO: 


/•  DATA  INPUT  LINES  TO  DISPLAY 
/•  RIPPLE  BLANKING  INPUT 


/•  SEGMENT  OUTPUT  LINES 
/•  RIPPLE  BLANKING  OUTPUT 


/••  DECLARATIONS  AND  INTERMEDIATE  VARIABLE  DEFINITIONS  '*/ 

FIELD  DATA  -  [D3..0|;  r  HEXADECIMAL  INPUT  FIELD 

FIELD  SEGMENT=|A.B,C,D.E.F.G1;  /•  DISPLAY  SEGMENT  FIELD 


SDEFINE  ON  'b'1 
SDEFINE  OFF  'b'O 


/•  •  LOGIC  EQUATIONS  ' 


/•  SEGMENT  LIT  WHEN  LOGICALLY  "ON"  V 
/•  SEGMENT  DARK  WHEN  LOGICALLY 
"OFF"  'I 


r 

A 

B 

c 

D 

E 

F 

G 

•/ 

SEGMENT  = 

/•  0  •/ 

ON, 

ON, 

ON, 

ON, 

ON, 

ON, 

OFF 

& 

DATAO  &  !RBl 

/•  1  •/ 

• 

OFF 

ON. 

ON, 

OFF, 

OFF, 

OFF, 

OFF 

S 

DATA  1 

f  2  V 

• 

ON. 

ON. 

OFF, 

ON. 

ON, 

OFF, 

ON 

8. 

DATA:  2 

r  3  •/ 

• 

ON, 

ON. 

ON. 

ON. 

OFF, 

OFF, 

ON 

8 

DATA:3 

/•  4  V 

• 

OFF, 

ON. 

ON, 

OFF. 

OFF, 

ON, 

ON 

S 

DATA:4 

/•  5  V 

# 

ON. 

OFF, 

ON. 

ON, 

OFF, 

ON, 

OFF 

4 

DATA5 

/•  6  V 

» 

ON. 

OFF. 

ON, 

ON. 

ON. 

ON. 

OFF 

& 

DATA:6 

/•  7  V 

• 

ON. 

ON. 

ON, 

OFF, 

OFF. 

OFF, 

OFF 

& 

DATA7 

/•  8  •/ 

• 

ON. 

ON. 

ON, 

ON. 

ON. 

ON, 

ON 

& 

DATA:8 

/■  9  ■; 

# 

ON. 

ON. 

ON, 

OFF, 

OFF 

ON, 

ON 

& 

DATA  9 

/■  A  V 

1 

ON. 

ON, 

ON. 

OFF. 

ON 

ON. 

ON 

s 

DATA:A 

r  B  •/ 

# 

OFF, 

OFF. 

ON, 

ON. 

ON. 

ON. 

ON 

s 

DATAB 

/•  c  •/ 

ON. 

OFF. 

OFF. 

ON. 

ON. 

ON. 

OFF 

& 

DATA:C 

/•  D  V 

# 

OFF 

ON 

ON 

ON. 

ON. 

OFF. 

ON 

( 

DATA:D 

/•  E  V 

# 

ON 

OFF 

OFF 

ON, 

ON. 

ON. 

ON 

& 

DATA:E 

/•  F  -1 

1 

ON 

ri  ■ 

IFF 

OFF. 

ON. 

ON, 

ON 

& 

DATAF, 

RBO  -  RBI  &  DATA  0 

DATA  1 

11 

DATA  2 

12 

DATA  3 

13 

i  RBI  14 

HEXDISP 
82S123 
OR 

EQUIVALENT 


6 

!  B 

5 

!  C 

4 

!  D 

3 

!  E 

2 

!  F 

1         '  G 

9         !  RBO 

Fig  tt— Though  a  FROM  was  used  to 
implement  this  simple  hexadecimal-to-7 
segment  decoder,  you  cmltd  use  ttie  same 
function  tabic  to  implement  thin  state  tna- 
chiy£  in  a  FLD. 


on  an  entire  parallel  data  path. 
It's  easy  to  write  a  description 
in  this  manner,  as  you  can  see 
from  Fig  A's  4-to-l  multiplexer, 
which  has  an  inverting  regis- 
tered output.  Table  A  contains 
the  multiplexer's  LDF. 

The  hexadecimal-to-7  segment 
decoder  in  Fig  B  also  lends  itself 
well  to  tabular  representation. 
Again,  bit-field  notation  is  con- 
venient for  describing  the  logical 
function.  Incidentally,  because 
it's  a  simple  circuit,  this  imple- 
mentation uses  a  PROM  as  the 
target  device  (because  16  pins 
are  sufficient  and  bipolar  PROMs 
are  inexpensive),  but  you  could 
also  implement  these  function 
tables  in  PLDs.  Table  B  con- 
tains the  decoder's  LDF. 
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TABLE  1— LOGIC  DESCRIPTION  FOR  2-BIT  COUNTER 


FIELD  COUNT  =  [Q1,  QO]; 


/•  LET  S  CALL  THE  STATE  BIT  FIELD  "COUNT"  •/ 


SDEFINE  SO  0    /"DEFINE  SYMBOLIC  NAMES  FOR  THE  ACTUAL  STATE  BIT  CONSTANT  ' 
SDEFINE  S1  1    /■  VALUES  USING  PREPROCESSOR  COMMANDS,  CONSTANTS  DEFAULT  ' 
SDEFINE  S2  2    /*        TO  HEX  AND  REPRESENT  VALUES  OF  "COUNT"  WITHIN  THE 
SDEFINE  S3  3    /'  "SEQUENCE"  BLOCK  BELOW. 

/ 

SEQUENCE  COUNT 


r 
r 


NOTE  USE  OF  BRACES  FOR  ENCLOSING  STATE 
SEQUENCE  DESCRIPTION  BLOCK. 


PRESENT  SO 
PRESENT  S1 
PRESENT  S2 
PRESENT  S3 


NEXT  S1; 


NEXT  S2, 

IF  INPUT  OUT  NON_REG_OUT; 
NEXT  S3  OUT  REG  OUT; 

NEXT  SO  OUT  !REG_OUT  ;  ) 


/•  ASYNCHRONOUS  WITHIN  S2  •/ 
/•  SETS  ON  TRANSITION  */ 


RESETS  ON  TRANSITION 


need  transition  information  in  order  to  achieve  hystere- 
sis. One  way  to  solve  this  problem  would  be  to  con- 
struct a  tracking  A/D  converter  in  which  the  threshold 
detector  output  (digital  Schmitt-trigger  output)  is  a 
registered  output  of  the  state  machine  (Fig  4). 

The  three  counter  bits  that  feed  the  D/A  converter 
compose  the  state  bits.  To  create  the  hysteresis,  you  set 
the  trigger  output  only  on  the  transition  from  S5  to  S6 
and  reset  the  trigger  only  on  the  transition  from  S2  to 
SI.  At  all  other  times,  you  place  the  trigger  output  in  a 
"don't  care"  state.  The  trigger  output  may  have  differ- 
ent values  in  states  S2  through  S5  depending  on  how 
the  machine  arrived  at  those  states. 

Fig  5  shows  a  state  diagram  for  the  system.  All 
states  in  which  you  can  set  the  trigger  output  are  shown 
on  top  and  all  states  in  which  you  can  reset  the  trigger 


ANALOG  IN 


 IN 


COMPARATOR 


Fig  4 — To  realize  the  hysteresis  function  hi  this  state-machine 
mode!  for  an  analog  comparator  with  digital  hysteresis,  you  must  set 
or  reset  the  registered  output  by  using  transition  information  rather 
than  present-state  information. 


Fig  5 — The  state  diagram  for  the  analog  comparator  with  hysteresis  shows  that  a  state's  value  can  be  history -dependent.  The  trigger  output 
can  have  different  values  in  states  S2  through  S5  depending  on  how  the  machine  arrives  at  those  states. 
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The  CUPL  state-machine  synUvc  allows  you 
to  specify  any  state-machine  component 
with  a  single  format,  thus  simplifying  the 
state-machine  description. 


TABLE  2 

— SCHMITT  LOGIC  DESCRIPTION  FILE 

PARTNO 

CT0001 

NAME 

SCHMITT. 

DATE 

6(30/84 . 

REVISION 

01. 

DESIGNER 

T  KAHL. 

COMPANY 

ASSISTED  TECHNOLOGY  INC. 

ASSEMBLY 

ANALOG  INTERFACE. 

LOCATION 

U27: 

/•  THIS  DEVICE  RECEIVES  A  COUNT  DIRECTION'  COMMAND  FROM  AN  ANALOG  V 

/•  COMPARATOR  AND  RESPONDS  BY  INCREMENTING  OR  DECREMENTING  AN  '/ 

/•  INTEGRAL  UP/DOWN  COUNTER  A  REGISTERED  OUTPUT  IS  CREATED  AND  ACTS  V 

/•  AS  A  DIGITAL  SCHMITT  TRIGGER  WITH  HYSTERESIS  V 

/••    INPUTS  "l 

PIN  1 

CLOCK; 

/■  CLOCK  PIN  FOR  THE  COUNTER  V 

PIN  2 

DIRECTION. 

/•  DIRECTION  OF  COUNT  MODE  PIN  V 

/••  OUTPUTS  ■•/ 

PIN  [14  16] 

'|Q0  21  . 

/•  COUNTER  STATE  BITS  V 

PIN  1 7 

'TRIGGER 

/•  SCHMITT  TRIGGER  OUTPUT  BIT  V 

/••  DECLARATIONS  AND  INTERMEDIATE  VARIABLE  DEFINITIONS  "/ 

UP  =  DIRECTION. 

r  COUNTER  MODES  V 

DOWN  =  'DIRECTION- 

FIELD  COUNT  =  [02  0[; 

/•  FIELD  FOR  COUNTER  STATES  »» 

SDEFINE  SO  0 

/•  COUNTER  STATES  DEFINED  AS  V 

SDEFINE  S1  1 

/•  STATES  0  THRU  7  U 

SDEFINE  S2  2 

SDEFINE  S3  3 

SDEFINE  S4  4 

SDEFINE  S5  5 

SDEFINE  S6  6 

SDEFINE  S7  7 

SEQUENCE  COUNT 

PRESENT  SO 

IF  UP 

NEXT  SI: 

IF  DOWN 

NEXT  SO, 

PRESENT  SI 

IF  UP 

NEXT  S2. 

IF  DOWN 

NEXT  SO: 

PRESENT  S2 

IF  UP 

NEXT  S3; 

IF  DOWN 

NEXT  S1                    OUT  'TRIGGER: 

PRESENT  S3 

IF  UP 

NEXT  S4; 

IF  DOWN 

NEXT  S2; 

PRESENT  S4 

IF  UP 

NEXT  S5, 

IF  DOWN 

NEXT  S3: 

PRESENT  S5 

IF  UP 

NEXT  S6                   OUT  TRIGGER; 

IF  DOWN 

NEXT  S4 

PRESENT  S6 

IF  UP 

NEXT  S7, 

IF  DOWN 

NEXT  S5. 

PRESENT  S7 

IF  UP 

NEXT  S7 

IF  DOWN 

NEXT  S6; 
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are  shown  on  the  bottom.  Note  that  states  S2,  S3,  S4, 
and  S5  appear  twice  because  they  can  have  two  differ- 
ent values.  Each  state's  value  depends  on  the  system's 
previous  state. 

Note  also  that  the  state  bits  in  this  application  supply 
information  to  the  outside  world;  in  this  case,  the 
information  consists  of  inputs  to  a  D/A  converter.  When 
you  give  the  PLD  access  to  the  outside  world,  you 
deviate  from  the  standard  Mealy  and  Moore  state- 
machine  models,  but  you  can  squeeze  more  logic  into 
your  PLD. 

Table  2  gives  the  state  machine's  logic  description 
file  (LDF).  In  the  LDF,  you  declare  the  state  bits  as  a 
bit  field  and  give  them  the  symbolic  name  "Count." 
Next,  you  use  the  input  Direction  to  define  names  for 
the  Up  and  Down  counter  modes.  You  then  complete 
the  numerical  state  assignment  for  states  SO  through 
S7  by  using  the  $Define  command  from  CUPL's  pre- 
processor. 

In  defining  the  state  machine,  you  use  If  and  Next 
keywords  for  every  present-state  block.  When  you  use 
Next,  you  indicate  that  the  state  machine's  activity  is 
synchronous;  when  you  use  If,  you  indicate  that  the 
transitions  are  conditional.  The  transitions'  direction 
depends  on  the  direction  the  counter  counts  in,  which  is 
in  turn  determined  by  the  value  of  the  Direction  input. 

Though  applications  like  counters  and  comparators 
with  hysteresis  may  not  seem  very  complicated,  they 
serve  to  show  that  designing  with  PLDs  is  a  straight- 
forward task,  whether  you're  using  the  devices  to 
replace  existing  designs  or  using  them  in  a  state- 
machine  design.  EDN 


3-65 


LOG/iC 

LOG/iC:  The  CAE  System 
for  Digital  Electronics 


•  A  modular  design  tool  for  digital  electronics  for  devices 
from  the  entire  ASIC  spectrum. 

•  Supports  all  types  of  PLDs,  regardless  of  manufacturer. 
■  Extensive  library,  automatic  generation  of  test  vectors. 

•  Development  of  multi-level  gate  circuits  for  gate  arrays, 
cell  arrays,  etc.,  including  a  timing  analysis  and  the  proc- 
essing of  net  lists. 

•  Complete  optimization  even  for  MARCs  (microprogram- 
med designs),  state  machines  of  very  high  complexity. 

•  Same  standardized  input  syntax  for  all  devices,  making  it 
easy  to  switch  between  different  implementations  of  a 
circuit.  The  input  data  set  is  not  restricted  to  describe  one 
device  and  may  contain  larger  circuits. 


•  Specific  optimization  strategies  for  every  device  family. 
Exact  minimization  results  reached  in  unequaled  speed. 

•  Standard  data  format  for  the  programming  and  test  data 
for  PLDs.  Communication  software  facilitates  a  trouble- 
free  connection  with  the  programmer.  Interfaces  to  the 
CAE  systems  of  many  manufacturers. 

•  Can  be  run  on  various  mainframes  (e.g.  VAX),  worksta- 
tions (e.g.  Apollo),  and  PCs  (e.g.  IBM-PC). 


DESIGN 
INPUT 


SCHEMATIC 
ENTRY 


FUNCTIONAL 
VERIFIER 


ROM 
EPROM 


GATE  ARRAY 
CELL  ARRAY 


PLD   1  

DATA  BASE 


418  01 

Functional  Description 

LOG/iC  is  a  modular  design  tool  for  the  development  of  digital 
circuits.  The  system  is  based  on  a  design  specification  formu- 
lated in  its  own  versatile  syntax.  In  addition,  it  allows  schematic 
entry  of  third-party  systems  via  net  lists.  Circuit  definitions  gained 
in  this  way  are  checked  and  optimized  specifically  for  each 
device.  LOG/iC  transforms  this  optimized  circuit  into  various 
devices  selected  from  the  entire  ASIC  spectrum,  generates  test 
aids  and  produces  specific  documentation  for  each  realization  of 
the  circuit. 

The  entire  CAE  system  consists  of  module  packages  tailored  to 
various  applications  and  additional  options.  All  module  packages 
use  the  same  input  facilities,  but  they  have  specific  tools  to 
optimize  the  circuit  according  to  the  supported  device  family. 

Module  package  1  supports  the  design  of  PAL  devices.  It  is  also 
contained  in  module  package  2  which  supports  all  PLDs  such  as 
PROMs,  PAL  devices,  and  PLS  devices.  Module  package  3  is 


the  tool  used  to  develop  multi-level  gate  circuits  implemented  in 
semi-  or  full-custom  circuits.  Module  package  4  develops  so- 
called  MARCs  (Minimized  Address  space  ROM-based  Control- 
lers). 

Optional  interfaces  allow  the  connection  of  "Schematic  Entry 
Systems".  The  "Functional  Verifier"  option  allows  the  interactive 
simulation  of  a  circuit  on  the  functional  level,  so  that  there  is  no 
need  to  run  a  complete  compilation  in  order  to  verify  its  logic 
behavior. 

Option  "PLD  Data  Base"  rounds  out  the  range  of  tools  offered  by 
LOG/iC.  This  databank  contains  the  essential  data  of  all  PLDs 
supported  by  LOG/iC,  such  as  structures,  electrical  and  AC 
characteristics,  etc.  Combined  with  module  packages  1  and  2,  it 
supports  the  selection  of  the  best-suited  PLDs. 

This  data  sheet  describes  the  basic  features  of  the  system. 
Module  packages  and  options  are  described  in  detail  on  separate 
data  sheets. 


3.66 


^MonolitMoW  Memories  Z\ 


LOG/iC 


Process  of  Development 

LOG/iC  is  a  universal  design  system  for  digital  logic.  It  puts  the 
emphasis  on  the  logical  description  of  the  circuit  rather  than  a 
specific  device.  LOG/iC  allows  you  to  run  sophisticated  designs 
without  tying  you  down  to  a  specific  IC. 

Circuit  descriptions,  as  well  as  syntax  and  consistency  checks, 
can  be  run  without  transforming  the  design  into  a  specific  device. 
This  applies  also  to  the  circuit  simulation  performed  by  the 
"Functional  Verifier",  which  verifies  the  logical  functioning  of  the 


design.  There  is  a  specific  optimization  for  each  particular  device 
family.  The  designer's  choice  of  a  device  is  based  upon  the 
results  of  this  optimization.  Additional  support  is  offered  by  the 
"PLD  Data  Base"  that  helps  select  the  best-suited  type  in  case  of 
a  PLD  implementation. 

The  described  procedure  allows  the  user  to  enter  and  optimize 
large  designs  even  if  they  can't  be  implemented  in  one  single  IC. 
After  optimization,  LOG/iC  helps  to  select  the  best-suited  circuit 
technology  and  IC  type,  thus  enabling  the  designer  to  make  best 
use  of  the  benefits  of  modern  ICs. 


SYSTEM  DESIGN 
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Circuit  Definition 

LOG/iC  offers  specific  description  aids  for  various  design  prob- 
lems. Its  standard  syntax  preferably  describes  combinatorial 
c  rcuits,  but  it  is  also  possible  to  describe  sequential  circuits  by 
means  of  Boolean  equations.  The  FSM  (Finite  State  Machine) 
syntax  has  been  created  to  make  the  definition  of  state  machines 
more  convenient.  Special  interface  options  enable  circuits  from 
third-party  systems  to  be  fed  into  LOG/iC  in  the  form  of  circuit 
schematics.  Together  with  LOG/iC,  any  text  editor  can  be  used 
to  edit  design  files. 

Standard  Syntax 

The  basic  elements  of  the  standard  syntax  are  Boolean  equations 
and  function  tables.  The  format  of  the  equations  corresponds  to 


the  common  standard.  All  common  operators  can  be  used.  The 
equations  can  be  nested  in  any  order.  They  will  automatically  be 
converted  into  a  Sum-of-Products  (SOP)  format.  String  substitu- 
tions considerably  reduce  the  time  spent  on  editing,  and  allow  the 
design  to  be  more  clearly  laid  out. 

Function  tables,  basically  the  most  concise  way  of  formatting,  can 
be  made  even  more  concise  through  numbers  in  arbitrary  nu- 
meric systems,  which  can  then  be  merged  (hex,  decimal,  octal, 
binary).  It  is  possible  to  partition  logical  data  into  a  subset  of 
different  function  tables.  In  addition,  equations  and  tables  can  be 
merged  in  order  to  define  a  circuit.  The  option  "Rest-Definition" 
and  the  use  of  number  fields  make  the  function  tables  particularly 
concise.  As  a  result,  address  decoders  especially  can  be  conven- 
iently described. 


:  r 

ADR  0/ 
ADR  15 

- 

15 

14 

13 

-2 

11 

10 

9 

e 

ADR. 
DEC. 


DESIGN  DEFINITION 
STANDARD  SYNTAX 


♦FUNCTION  TABLE 


\7 


$  (ADR[15 

. 0 ] )    : MEM, 

(RAMCS 

[1..3N 

,    (REGCS  [1.. 

0000H    .  . 

3FFFH: 

1  , 

100  , 

0000  ; 

MEMORY  NR.l 

4000H    .  . 

7FFFH: 

1  , 

010  , 

0000  ; 

MEMORY   NR. 2 

8000H   .  . 

BFFFH: 

1  , 

001  , 

0000  ; 

MEMORY   NR. 3 

C037H 

0  , 

—  / 

1000  ; 

S-REGI STER 

CC03H 

0  , 

—  / 

0100  ; 

F-REGISTER 

D0F7H 

0  , 

0010  ; 

G-REGI STER 

EFF3H 

0  - 

0001  ; 

L-REGI STER 

REST 

0  , 

0000  ; 

NOT  SELECTED 

4]  )  ; 
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DESIGN  DEFINITION 
STATE  MACHINE  SYNTAX 


*   FLOW  TABLE 


\7 


S    [1..21],  1 CLEAR 

; COUNT  UP 

S    [1..20],  'UP' 

S21,  'UP' 

; COUNT  DOWN 

S    [ 2 1 .  . 2 ] ,  ' DOWN  1 

S   1,  'DOWN' 


'CAR_0',    Fl;    SYNCHRONOUS  RESET 


'CAR_0 1 
'  CAR   1  ' 


1 CAR_0 1 
1  CAR  1 ' 


F  [2  .  .21]  ; 
Fl; 


F[20.  .1]  , 
F  21; 


*  STATE  ASSIGNMENT 

BINARY 
*END 

FSM-Syntax 

The  FSM-syntax  enables  you  to  give  a  functional  description  of  a 
synchronous  state  machine.  LOG/iC  supports  the  design  of  any 
state  machine  such  as  MEALYor  MOORE  or  combinations  of  the 
two.  Any  diagram  description  can  be  used  as  a  concept,  e.g.  flow 
diagrams  or  bubble  diagrams.  These  diagrams  can  easily  be 
transformed  into  LOG/iC  syntax.  The  basic  entry  syntax  is  close 
to  hardware.  A  number  of  syntax  aids,  however,  enable  circuits 
to  be  defined  on  a  high  level.  Thus  you  can  define  input  and  output 
vectors  and  make  the  design  files  more  understandable  by 
means  of  the  macro-definition.  The  "range  notation"  also  applies 
to  state  definitions  so  that  counters  and  similar  circuits  can  be 
conveniently  defined.  It  is  possible  to  select  with  a  single 
statement  the  relevant  variables  out  of  a  whole  set  of  input 
variables. 


Consistency  Check 

In  addition  to  the  usual  syntax  check,  LOG/iC  verifies  the  logical 
consistency.  At  a  very  early  stage  of  the  design  flow,  inconsisten- 
cies are  pointed  out  to  the  designer.  The  Consistency  Checker 
reports  its  results  in  the  form  of  information,  warnings,  and  errors 
indicating  the  line  where  they  occur. 

Incompletely  specified  branches  of  a  state  or  incomplete  function 
tables  are  indicated  as  a  warning.  Ambiguous  outputs  of  a  table, 
on  the  other  hand,  as  well  as  contradictory  branches  and  outputs 
of  a  state  machine  are  indicated  as  an  error.  The  LOG/iC 
consistency  check  detects  even  complex  error  conditions,  such 
as  states  that  can't  possibly  be  reached  by  running  the  circuit. 


CIRCUIT  DEFINmON 
CONSISTENCY  CHECK 


V7 

**  WARNING  **  STATE  1  INCOMPLETELY  DEFINED 
**  WARNING  **  STATE  4  INCOMPLETELY  DEFINED 
****     INFO   ****       NO  EXIT  FROM  STATE  4 

****  INFO  ****  STATE  3  CANNOT  BE  REACHED  FROM  INITIAL  STATE 
****      INFO  ****   STATE         4   CANNOT  BE  REACHED  FROM  INITIAL  STATE 

INCONSISTENT  NEXT-STATE  ENTRIES   IN  LINE  1  AND  LINE  2 


INCONSISTENT  CONTROL-VECTORS  IN  LINE  7  AND  LINE  8 


***  LOG/iC  ERROR  TERMINATION:   CONSISTENCY-CHECK  *** 
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CIRCUIT  DEFINITION 
CONSISTENCY  CHECK 
VERIFICATION 


12  STAGE  COUNTER,  1-OF-N 


\7 


■0-1-0-1  —  0-1- 


■0-1-0-1-0-1-0-1-0-1-0-1- 


3 


Verification 

The  option  "Functional  Verifier"  is  a  simulator  that  applies  stimuli 
to  the  circuit  definition  in  orderto  verify  its  correct  logical  behavior. 
This  simulation  is  not  influenced  by  any  devices  and  it  provides  a 
quick  verification  of  the  design  definition.  Its  operation,  similar  to 
a  Logic  State  Analyzer,  is  screen-based  and  therefore  easy  to  run. 
The  results  of  such  a  simulation  are  indicated  in  the  form  of  wave- 
forms. Inputs  can  be  changed  online  in  the  interactive  mode  and 
the  reaction  of  the  simulated  circuit  will  be  indicated  immediately. 

Optimization 

The  data  input  and  consistency  checks  are  completely  independ- 
ent of  the  device.  Optimization,  however,  is  tailored  to  each 
specific  family  of  devices.  Even  during  optimization,  there  is  still 
no  need  to  specify  the  type.  PALdevice  designs  are  optimized  by 


means  of  an  exact  procedure,  called  the  "FACT  Algorithm".  PLA 
circuits,  on  the  other  hand,  are  optimized  by  means  of  a  "bundle"- 
minimization.  Multi-level  gate  logic  for  gate  and  cell  arrays  is 
optimized  through  a  special  procedure.  For  ROM-based  control- 
lers, the  optimizer  computes  various  possible  solutions. 

By  offering  a  choice  of  optimizers,  LOG/iC  enables  the  user  to 
optim  ize  a  defined  circuit  for  very  different  realizations  in  a  short 
period  of  time.  The  optimization  reports  produced  in  this  way  are 
tailored  to  specific  device  families.  They  are  decision  aids  for  the 
designer  when  he  wants  to  realize  a  particular  circuit. 

All  the  optimizers  are  described  in  more  detail  on  their  respective 
data  sheets. 


CIRCUrr  DEFINITION 
CONSISTENCY  CHECK 
VERIFICATION 
OPTIMIZATION 


II 


SYNTAX  AND  CONSISTENCY  CHECK: 
READING  RESULTS  OF  PHASE  1 
READING  GATE  LIBRARY 


NO  ERRORS 


START:  COST 

EXPANSION:  COST 

TRANSFORMATION :  COST 

FANOUT  ADJUSTMENT:  COAT 


FINAL  COST  =  260,  REDUCTION 
7   STAGES,    MAX  DELAY  =98.4 


447   STAGE  LIMIT  =  10 

229   STAGES             =  7 

256  STAGES             -  7 

260   STAGES             =  7 

41%, 
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PAL-TYPE :   PALI 6RP6 


CIRCUIT  DEFINITION 
CONSISTENCY  CHECK 
VERIFICATION 
OPTIMIZATION 
REALIZATION 


R 
E 
S 

E  N 
T  C 


II 


S 

T  M 
F  F 
G  2 


T 
B 

E  A 
R  Z 


S 

M  M 

F  F 
1  1 


M 

F  N 
2  C 


0  0 
0  2 


0  0 
4  6 


0  1 
8  0 


1  1 

2  4 


1  1 

e  8 


2  2 
0  2 


2  2 
4  6 


2  3 
8  0 


8 

00256 

9 

00288 

10 

00320 

16 

00512 

X- 

17 

00544 

X- 

18 

00576 

X- 

19 

00608 

X- 

-X-X 
— X 


 X 

x-x- 


-x-  — - 


SMF2 


Realization 


Test  Aid 


In  the  casa  of  a  PLD  design,  LOG/iC  fits  the  optimized  data  into 
the  device  structure  of  a  particular  device  and  produces  the 
programming  and  test  data  for  the  IC.  The  structural  data  are 
taken  from  the  PLD  library  and  the  results  are  transferred  to  the 
programmer  in  the  form  of  a  JEDEC  File. 

Module  package  "Gates"  produces  the  net  lists  of  the  design  in 
various  data  formats  so  that  it  can  be  transferred  to  different  CAE 
systems. 

If  a  design  is  to  be  realized  as  a  ROM-based  controller,  the 
designer  chooses  one  of  the  seven  solutions  offered  by  the 
optimizer.  The  necessary  programming  and  structural  data  are 
then  produced.  LOG/iC  provides  the  programming  data  for 
PROMs  in  the  Intel-Hex  format. 

In  all  modu  e  packages,  partial  designs  can  be  combined  in  order 
to  be  realized  in  one  circuit.  But  at  the  same  time,  LOG/iC  also 
enables  the  user  to  partition  a  design  into  various  devices. 


LOG/iC  is  an  effective  tool  for  the  design  of  circuits,  but  it  also 
offers  many  test  aids. 

For  PAL  devices,  module  package  2  automatically  generates  test 
vectors  for  a  product-term-oriented  test  on  the  programmer. 
LOG/iC  guarantees  1 00%  product  term  coverage.  Module  pack- 
age 1  supports  the  input  of  user-defined  test  vectors  and  includes 
them  into  the  JEDEC  File. 

Gate  array  circuits  undergo  a  timing  analysis  after  optimization. 
The  results  are  extensively  documented  and  contain  a  critical- 
path  analysis.  In  addition  to  the  microprogam  listing,  LOG/iC 
generates  additional  test  lists  for  MARCs. 


CIRCUrr  DEFINmON 
CONSISTENCY  CHECK 
VERIFICATION 
OPTIMIZATION 
REALIZATION 
TEST  SUPPORT 


TEST  VECTORS: 


II 


C 
A 

C  QQ  QQR 
LXQQ  QQR 
K112  34YB 


R 

E 

O  G  G  S  V 
EXN  NXEM  LRRL  MMXC 
AN2D  D3TO  OOUU  UM4C 


PN11  11NN 
01HH  HHN0 
C1HH  HHH0 
PN00  01NN 
00LL  LHN1 
COLL  LLH1 


NNNN  PNNN  NNNN  NNNN 
101N  011H  HNNH  NL1N 
101N  C11N  NNNN  NN1N 
NNNN  PNNN  NNNN  NNNN 
000N  001L  LHNN  HN0N 
000N  COIN  NNNN  NN0N 
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CIRCUIT  DEFINITION 
CONSISTENCY  CHECK 
VERIFICATION 
OPTIMIZATION 
REALIZATION 
TEST  SUPPORT 
DOCUMENTATION 


Documentation 


Each  run  of  the  compiler  will  be  documented  in  several  listings. 
Those  listings  are  laid  out  according  to  the  selected  device  family. 
The  format  of  the  documents  can  be  determined  by  the  user. 

Optimization  Reports  give  information  on  the  number  of  product 
terms  used  and  the  achieved  reduction.  LOG/iC  generates 
Pinouts,  Gate  Plots  and  Circuit  Block  Diagrams.  You  can,  of 
course,  get  the  result  in  the  form  of  Boolean  Equations. 


Fuse  Plots  (PALdevice  specificdocuments)  come  in  the  common 
notation;  in  the  case  of  PROM  designs  a  Hex  list  is  printed  out. 


MARC  and  gate  circuits  are  documented  by  Test  and  Program 
Listings. 

Computer  Hardware 

LOG/iC  can  be  run  on  a  number  of  computers  (1 6  or  32-bit)  with 
different  operating  systems. 

Porting  to  other  hardware  is  possible,  especially  if  the  operating 
system  is  already  supported.  ISDATAwill  check  the  portability  on 
request. 


COMPUTER 

OPERATING 
SYSTEM 

STORAGE 
MEDIUM 

HARDWARE 

VAX 

VMS  (V.  4.0) 
ULTRIX  (V1.2) 

MAGNETIC  TAPE 
(1600  BPI) 
CARTRIDGE  TK  50 

VT100 
TERMINALS 
OR  COMPAT. 

MICROVAX 

MICROVMS 

APOLLO 

AEGIS 

5  1/4"  DISKETTE 

HP  9000 

HP-UX 

1/4"  TAPE 
CARTRIDGE 

MOD.  200 
MOD.  300 

IBM  PC/XT* 
IBM  PC/AT* 

MS-DOS  (MIN. 
PC-DOS  V.  2.0) 

5  1/4"  DISKETTE 
(360  KB) 

*or  compatible 
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Integration  into  the  CAE  Environment 

LOG/iC  generates  the  programming  data  for  PLDs  in  standard 
data  formats,  such  as  JEDEC  and  Intel-Hex.  The  connection  to 
the  programmer  is  supported  from  the  screen  by  means  of  a 
special  communication  module,  which  emulates  various  hard- 
ware and  software  handshakes.  All  interface  parameters  are 
software  selectable,  so  that  LOG/iC  can  be  run  together  with  any 
programmer. 

Optional  interfaces  make  possible  the  input  of  net  lists  and  circuit 
schematics.  LOG/iC  is  therefore  compatible  with  third-party 
systems  and  can  be  integrated  into  an  existing  environment.  This 
is  also  guaranteed  on  the  output  level  by  the  post-processors  of 
the  module  package  "Gates".  These  post-processors  output  the 
gate  structure  of  the  design  in  the  form  of  net  lists  in  various 
common  data  formats,  so  that  it  is  possible  to  transfer  the  data 
produced  by  LOG/iC  to  third-party  systems. 

Support  of  the  Designer 

The  user  of  LOG/iC  is  supported  in  many  ways.  With  every 
installation  comes  a  handbook  that  gives  extensive  information 
on  the  LOG/iC  modules  and  their  operation.  The  handbooks  are 
delivered  in  English  or  German.  Agreat  variety  of  examples  show 
the  range  of  options  offered  by  the  LOG/iC  syntax  and  make  it 
easier  for  the  user  to  get  familiar  with  it. 


Function  "Help"  of  the  menu  gives  answers  to  specific  questions. 
Depending  on  the  kind  of  installation,  help  is  offered  in  English  or 
German.  The  user  can  install  the  software.  Explicit  instructions 
are  given  in  the  handbook  and  in  the  installation  program. 

A  maintenance  contract  assures  you  of  prompt  updates  for  the 
program,  that  also  support  new  devices.  In  addition,  it  guarantees 
you  immediate  helpthrough  ISDATAor  its  representatives  in  case 
of  any  application  problems. 

Ordering  Information 

Each  delivery  contains  the  handbook  and  the  storage  medium  for 
the  respective  CPU.  You  can  find  the  order  numbers  in  the 
respective  data  sheets. 

Example  of  PAL32VX1 0  Support 

The  following  example  demonstrates  the  ability  to  use  the  T-type 
flip-flop  in  the  PAL32VX10  directly  though  LOG/iC  software. 
LOG/iC  automatically  emulates  the  T-type  flip-flop  as  needed 
through  specific  programming  of  the  XOR  terms  in  the 
PAL32VX10.  The  following  file  fully  describes  a  modulus-93 
counter. 


TEL.   0721  693092 


•IDENTIFICATION 

BIT  STREAM  COUNTER  FOR  93  BITS   ( VER. 2 . l_T-FLIPFLOP ) 

GUENTER  BIEHL 

ISDATA  KARLSRUHE, 
•DECLARATIONS 

X -VARIABLES  =  3 

Y -VARIABLES  «  1 

Z -VARIABLES  =  7 
•X-NAMES 


1,   DOWN=2,  COUNT=3i 


RESET  = 
•Y-NAMES 

CARRY  =  Is 
*Z -NAMES 

QQ16..0]   =  [7..11; 
•RUN-CONTROL 
LISTING  =  PINOUT,   FUSE-PLOT,  EQUATIONS; 
PROG FORMAT  = JEDEC ; 
•Z-VALUES 

SU..93]   =  [0..92]; 
*  FLOW-TABLE 

; COUNTER  WITH  93  STATES  AND  CARRY  SIGNAL 


SI1..93J,   XI — ,   Y0,  Fl; 

S[1..93],  X00-,  Y0,  Ftl.,93]; 

S11..92),  X010,  Y0,  F[2..93); 

S93   ,  X010,  Yl,  Fl; 

SI2..93],   X011,   Y0,  F[1..92J; 

SI   ,  X011,   Yl,  F93; 

•STATE- ASSIGNMENT 

Z-VALUES; 
•PAL 

TYPE=PAL32VX10; 
•PINS 

RESET=3,   COUNTM,  DOWN=5, 
CARRY=22,  QQ[0..6]=[15..21]; 

•FLI 
T-FLIPFLOP 

•END 


RESET  CONDITION 
HOLD 
COUNT  UP 
CARRY 

COUNT  DOWN 
CARRY 


E!  Monolithic  RED  Memories  El 
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The  product  terms  are  minimized  by  LOG/iC  for  inputs  to  the  T- 
type  flip-flops.  Compared  to  a  D-type  flip-flop  implementation, 
on  y  about  half  as  many  product  terms  are  required. 
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The  Boolean  equations  are  generated  automatically  by  LOG/iC 
software.  In  the  equations  for  the  T-type  flip-flops,  the  output 
signals  are  distinguished  by  the  suffix  "T".  In  addition  to  the 
equations,  LOG/iC  generates  information  on  the  resulting  con- 
figuration of  the  macrocells  and  the  XOR  terms. 


BIT  STREAM  COUNTER  FOR  93  BITS   ( VER . 2 . 1T-FLIPFLOP ) 
GUENTER  BIEHL 

IS  DATA  KARLSRUHE,   TEL.   0721  693092 
28-OCT-86  12:29:35 

*************************************************************** 
***  BOOLEAN  EQUATIONS  *** 

*************************************************************** 


QQ0:T 

/QQ1 

& 

/QQ2  & 

/QQ3  s 

/QQ4 

s 

/QQ5  & 

/QQ6 

S. 

/RESETS 

DOWN  S 

COUNT 

+ 

QQ1 

S 

QQ2  s 

QQ3  s 

QQ4 

& 

QQ5  s 

QQ6 

S 

/RESETS 

DOWN  S  /COUNT 

+ 

OQ0 

& 

RESET 

+ 

QQO 

& 

QQ2  s 

QQ3  S 

QQ4 

& 

DOWN  S 

/COUNT 

Q01:T 

.  - 

QQ2 

S 

QQ3  S 

QQ4  s 

OQ5 

s 

QQ6  S 

/RESET 

s 

DOWN  S 

/COUNT 

+ 

QOl 

i 

RESET 

+ 

QQ1 

i 

/QQ2  S 

/QQ3  S 

/QQ4 

s 

/QQ5  s 

/QQ6 

DOWN  S 

COUNT 

+ 

QQO 

s 

/QQ2  S 

/QQ3  S 

/QQ4 

s 

/QQ5  S 

/QQ6 

/RESETS 

DOWN  S 

COUNT 

QQ2:T 

:  = 

/QQ3 

t 

/QQ4  S 

/QQ5  S 

/QQ6 

s 

/RESETS 

DOWN 

& 

COUNT 

+ 

QQ3 

£ 

QQ4  S 

QQ5  s 

QQ6 

s 

/RESETS 

DOWN 

& 

/COUNT 

+ 

QQ2 

t 

RESET 

+ 

QQO 

£ 

QQ2  S 

QQ3  s 

QQ4 

s 

DOWN  S 

/COUNT 

QQ3  :T 

/QQ4 

& 

/QQ5  & 

/QQ6  S 

/RESETS 

DOWN  S 

COUNT 

+ 

OQ4 

& 

QQ5  S 

QQ6  S 

/RESETS 

DOWN  S 

/COUNT 

+ 

QQ3 

& 

RESET 

+ 

QQO 

& 

QQ2  S 

QQ3  & 

QQ4 

i 

DOWN  S 

/COUNT 

QQ4:T 

/QQ5 

& 

/QQ6  S 

/RESETS 

DOWN 

s 

COUNT 

+ 

QQ5 

t 

QQ6  S 

/RESETS 

DOWN 

& 

/COUNT 

+ 

QQ4 

S. 

RESET 

+ 

QQO 

& 

QQ2  S 

QQ3  S 

QQ4 

s 

DOWN 

; 

/QQ5:T 

/RESETS 

/DOWN 

+ 

/QQ6 

1 

/RESETS 

/COUNT 

+ 

QQ6 

& 

/RESETS 

COUNT 

+ 

/QQ5 

S 

RESET 

+ 

/QQO 

& 

/QQ1  S 

/QQ2  S 

/QQ3 

s 

/QQ4  S 

/QQ5 

& 

COUNT 

/QQ6:T 

/QQO 

& 

/QQ1  S 

/QQ2  S 

/QQ3 

s 

AJQ4  i 

/QQ5 

S 

/QQ6  S 

COUNT 

+ 

/RESETS 

/DOWN 

+ 

/QQ6 

& 

RESET 

+ 

QQO 

S 

QQ2  s 

QQ3  S 

QQ4 

s 

/COUNT 

CARRY 

/QQO 

& 

/QQl  s 

/QQ2  s 

/QQ3 

t 

/QQ4  s 

/QQ5 

s 

/QQ6  s 

/RESETS 

DOWN 

s 

COUNT 

+ 

QQO 

t 

QQ2  S 

QQ3  S 

QQ4 

i 

/RESETS 

DOWN 

S  /COUNT 
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ISDATA  GmbH 
Haid-und-Neu  Strasse  7 
D-7500  Karlsruhe  1 
West  Germany 
Tel:  0721/693092 

Representatives 

Switzerland 

CAS 

Computer  Access  Systems  AG 
Papiermuehlestr.  145 
CH-3063  Ittigen 
Tel.:  031-587844 

Italy 

Instrumatic 
Via  Piave  u.  22/A 
1-20016  Pero  (Milano) 
Tel.:  02-3538041 

Spain 

Instrumatic  Espanola  SA 
Paseo  de  la  Castellana  127-2-A 
E-28046  Madrid 
Tel.:  01-455  8112 


Great  Britain 


Ltd. 


Instrumatic  U.K. 
First  Avenue 
Globe  Park 

Marlow,  Bucks.  SL71YA 
Tel.:  06284-76741 

Netherlands 

Diode  Nederland 
Meidoornkade  22 
NL-3992AE  Houten 
Tel.:  03403-91234 


OEM  Partners 

Kontron 

Kontron  Metechnik  GmbH 
Oskarvon  Miller  Str.  17 
D-8057  Eching 
Tel.:  08165-77-1 

Kontron 

630  Clyde  Ave. 

Mountain  View,  CA  94039-7230 
(415)  965-7020 

Elan  Digital  Systems,  Ltd./U.K. 
16-20  Kelvin  Way 
Crawley,  West  Sussex 
RH10  2TS 
Tel.:  0293-510448 

Digelec  AG 
Doerfli  Strasse  14 
CH-8057  Zurich 
Tel.:  01-312  4622 

Digelec 

1 602  Lawrence  Ave. 
Suite  113 
Ocean,  NJ  07712 
(800)  367-8750 

SMS 

Microcomputer-Systeme 
Im  Morgental  13 
D-8994  Hergatz 
Tel.:  07522-4460 

Micropross 

Pare  d'activite  des  Pres 
5,  rue  Denis-Papin 
59650  Villeneuve  d'Ascq 
France 

Tel.:  20  47  90  40 


Scandinavia 

Pronesto  AB 

Saab-Scania  Combitech  Group 
BOX  1358 
S-171  26  Solna 
Sweden 

Tel.:  08-733  93  00 
France 

AK  Division  Electronique 
54  Avenue  Emile-Zola 
F-75015  Paris 
France 

Tel.:  0033-1-45  75  53  53 
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There  are  two  common  situations  when  a  PAL  device  user  wants 
to  program  parts: 

1 .  The  user  has  a  master  device  and  wants  to  program  the  mas- 
ter pattern  into  new  unprogrammed  parts  from  the  same  or 
from  a  different  manufacturer. 

2.  The  user  has  a  file  that  is  in  JEDEC  standard  Programmable 
Logic  Data  Transfer  Format  and  wants  to  send  the  file  to  a 
programmer  and  program  parts  to  that  pattern. 

All  approved  programmers  can  accomplish  either  of  these  tasks. 
You  will  have  to  refer  to  your  programmer  manual  for  detailed 
procedures,  but  here  are  some  general  guidelines: 

Programming  with  the  Use  of  a 
Master  Device 

Suppose  you  have  a  master  device  and  you  want  to  program  a 
device  of  the  same  type  with  exactly  the  same  pattern.  The 
master  device  can  be  an  MMI  or  AMD  device  or  another 
manufacturer's  functionally  equivalent  device.  Follow  these 
steps: 

1.  Set  the  programmer  to  read  (or  copy)  the  master  device.  This 
may  require  having  a  hardware  adaptor  for  the  master  and 
entering  a  product  code  unique  to  the  manufacturer  and 
device  type. 

2.  Install  the  correct  adaptor  (if  required).  Enter  the  appropriate 
product  code  information  or  select  the  device  type  from  the 
menu.  Then  place  the  master  device  in  the  correct  socket  and 
read  its  fuse  pattern  into  the  programmer  memory.  Use 
whatever  operating  sequence  is  required  by  the  programmer 
for  this  operation. 

3.  The  pattern  is  now  in  the  programmer  memory  and  will  remain 
there  until  the  memory  is  cleared  or  the  programmer  power  is 
turned  off.  Changing  an  adaptor  or  product  code  will  not  erase 
the  memory.  Usually  at  the  end  of  a  copy  operation  a 
checksum  will  be  displayed.  Make  a  note  of  this  number.  The 
checksum  is  a  calculated  hexadecimal  code  for  the  pattern 
loaded  into  memory.  It  can  be  very  helpful  in  diagnosing  any 
programming  problems.  If  a  part  isto  be  re-used  frequently  as 
a  master  device  it  is  a  good  practice  to  write  the  checksum  on 
the  top  of  the  part.  Never  proceed  with  programming  without 
checksum  agreement  after  reading  a  master. 


Error  Detection 

As  a  matter  of  curiosity  take  the  part  out  of  the  socket  once  and 
read  an  empty  socket.  Also  read  a  known  blank  part  (using  the 
right  adaptor).  Checksums  from  these  two  situations  will  be 
helpful  in  diagnosing  two  common  problems  when  programming 
from  masters: 

•  Forgetting  to  lock  down  the  socket  lever  to  make  good  contact 
after  loading  a  part 

•  Loading  an  unprogrammed  part  as  a  master  by  mistake. 

4.  Now  prepare  the  programmer  for  the  device  to  be  pro- 
grammed with  the  master  pattern  loaded  into  memory.  Some 
programmers  require  different  adaptors  for  different 
manufacturer's  parts.  If  the  programmer  being  used  has  this 
requirement,  be  sure  to  use  the  proper  adaptor  for  the  exact 
part  number  to  be  programmed.  Using  the  wrong  adaptor  can 
cause  permanent  damage  to  the  parts.  Always  check  for 
adaptor  compatibility. 

5.  Everything's  OK.  You  have  the  correct  adaptor,  the  right 
device  code  (or  have  selected  the  device  from  the  menu)  and 
you  wrote  down  the  checksum  that  you  got  after  loading  the 
master.  Now  put  the  programmer  in  the  mode  used  for 
programming  from  its  memory  and  execute  the  programming 
operation. 

There  is  some  variation  in  the  sequence  of  events  carried  out  by 
different  programmers  during  the  programming  cycle,  but  all  of 
them  program  and  verify  the  appropriate  fuses  to  match  the 
pattern  in  the  programmer  memory.  Such  operations  as  Blank 
Checks,  Illegal  Bit  Checks,  Test  Vector  Testing,  and  Security  Fuse 
Programming  can  be  a  part  of  the  programming  sequence.  Check 
the  programmer  manufacturer's  manual  for  the  availability  and 
appropriate  use  of  these  features. 

The  essential  part  of  the  programming  cycle  is  the  programming 
and  verification  of  each  fuse  followed  by  a  verification  of  all  fuses 
at  both  low  and  high  Vcc.  At  the  very  end  of  the  programming 
sequence  you  will  see  the  checksum  for  the  part  you  have  just 
programmed.  This  checksum  should  agree  with  the  master  part 
checksum.  You  now  have  a  programmed  part  that  is  functionally 
identical  to  the  master. 
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Programming  From  a  JEDEC  File 

A  JEDEC  standard  file  is  the  output  of  design  software  packages 
used  to  specify  programming  pattern  information  to  a  program- 
mer. All  approved  programmers  will  accept  JEDEC  files.  A 
JEDEC  file  is  normally  generated  on  a  computer  by  PLD  design 
software.  The  unique  aspect  of  programming  from  a  JEDEC  file 
is  the  transfer  of  thef  ile  to  the  programmer.  After  the  file  has  been 
transferred  into  the  programmer,  the  programming  task  is  identi- 
cal to  programming  from  a  master  with  one  exception.  The 
exception  is  that  design  software  may  be  used  to  prepare  test 
vectors  to  be  applied  to  a  device  immediately  following  the 
programming  cycle.  These  vectors  will  be  transmitted  with  the 
JEDEC  fuse  file  and  they  have  a  JEDEC  standard  format  of  their 

nwn 


General  guidelines  for  transfer  of  a  JEDEC  file  and  programming 
are  as  follows: 

1.  Make  sure  your  file  is  in  the  standard  JEDEC  format.  This  will 
not  be  a  problem  if  you  are  using  software  for  file  preparation 
that  adheres  to  this  standard. 

2.  Connect  the  JEDEC  file  source  to  the  programmer  with  an 
RS232  cable.  The  programmer  manual  will  describe  the  con- 
nection details. 

3.  Preparetheprogrammerfor  receiving  a  JEDECfileoveralink. 
This  will  generally  involve  entering  the  product  code  informa- 
tion and  putting  the  programmer  in  a  ready-to-receive  mode. 

4.  Transmit  the  file  from  the  computer  source  using  commer- 
cially available  communications  software  or  operating  system 
commands. 

5.  After  transmission  a  checksum  should  appear  on  the  pro- 
grammer display.  Part  of  the  JEDEC  standard  file  is  a 
checksum.  If  the  displayed  checksum  is  the  same  as  the 
JEDEC  file  generated  checksum  transmission  has  been 
successful. 

6.  Program  a  PAL  device  by  first  installing  the  correct  adaptor 
(if  needed)  and  then  entering  the  programming  mode.  Finally 
put  a  part  in  the  socket  and  execute  the  programming 
operation. 

Register  Preload 

Register  preload  is  an  aid  to  functional  testing  of  registered  PAL 
devices.  Functional  testing  is  usually  performed  after  a  device  is 
programmed  but  before  it  is  installed  on  the  circuit  board.  Func- 
tional testing  exercises  the  functional  logic  circuitry  of  a  device 
that  is  not  fully  testable  prior  to  programming,  providing  a  higher 
final  quality  level  for  programmable  products.  For  a  more  thor- 
ough discussion  of  functional  testing  and  related  quality  issues 
see  the  "ProPAL/HAL/ZHAL"  section,  page  3-104. 

Using  register  preload,  the  registers  of  a  device  can  be  "pre- 
loaded" to  any  desired  state  value.  The  ability  to  set  the  registers 
to  any  arbitrary  value  is  extremely  useful  for  testing  state  machine 
designs  where  the  output  is  fed  back  into  the  array  as  an  input.  It 
lets  the  user  check  for  deadlock  loops  and  proper  recovery  from 


illegal  states.  It  also  simplifies  testing  state  transitions  of  states 
which  may  be  difficult  to  reach  through  normal  state  transitions. 

Considerthe  example  of  the  6-state  counter  illustrated  in  the  state 
machine  diagram  of  Figure  1 . 

v  0) 

Figure  1.  419  , 


States  6  and  7  are  illegal  states,  both  transitioning  to  state  4.  If 
the  registers  of  the  device  are  not  preloadable,  it  is  difficult  to 
check  for  recovery  from  these  states  since  they  cannot  be 
reached  through  normal  state  transitions.  If  register  preload  is 
available,  however,  it  is  a  simple  matter  to  write  a  set  of  vectors 
that  sets  the  device  to  the  illegal  state  and  then  clocks  it  and 
checks  proper  recovery. 

If  the  device  powers  up  in  state  1  and  you  want  to  test  the 
transition  from  state  0  ->  1 ,  the  only  way  to  check  that  transition 
is  to  write  a  series  of  vectors  that  cycle  the  device  through  the 
state  sequence  starting  at  state  1,  until  the  desired  state,  state  0, 
is  reached.  With  register  preload,  reaching  state  0  is  simply  a 
matter  of  writing  a  vector  that  sets  the  device  to  that  state. 

In  general,  register  preload  simplifies  the  task  of  writing  test 
vectors  for  functional  testing,  and  is  especially  helpful  in  testing 
the  conditions  described  in  this  discussion.  However,  test  vectors 
written  utilizing  register  preload  can  provide  only  a  limited  amount 
of  functional  coverage.  Full  coverage  can  only  be  achieved  when 
the  vectors  used  to  test  the  device  simulate  actual  operating 
conditions,  and  preload  is  not  a  normal  operating  condition. 

Programmer  Support 

Not  all  programmers  support  register  preload.  The  programmer 
guide  lists  the  programmers  that  do  support  this  feature.  For 
more  specific  information  regarding  your  programmer,  contact 
the  manufacturer. 

Choosing  the  Right  Programmer 

Monolithic  Memories  has  qualified  several  PAL  device  program- 
mers, and  choosing  among  them  is  not  simple.  You  must 
consider  many  factors.  Does  the  programmer  handle  all  of  the 
devices  you  will  be  using?  Does  it  program  PAL  devices, 
sequencers,  PLE  devices,  and  PROMs?  Does  it  program  TTL, 
EPROM  CMOS,  EEPROM  CMOS,  and  ECL  technology  prod- 
ucts? How  easily  is  it  upgraded  for  future  devices?  Does  it  have 
provisions  for  test  vectors,  accepting  JEDEC  files,  or  a  handler 
interface?  And  what  about  cost? 


£1 


3-77 


Programming 


APPROVED  PROGRAMMERS— PRODUCTS  &  FEATURES— CHART 


DIG- 

MICRO- 

PROGRAMMER 

DATA  I/O 

STAG 

ELEC 

KONT- 

STORY 

SDI 

VARIX 

PROSS 

JMC 

29 

M60 

US40 

DD7 

803 

RON 

SYS. 

1000 

OMNI 

5000 

P3 

FEATURES 

PRICE 

M 

M 

H 

M 
M 

1 

L 

M 

M 

L 

L 

M 

M 

L 

TEST  VECTORS 

Y 

Y 

Y 

v 

Y 

v 

Y 

Y 

Y 

Y 

Y 

Y 

Y 

Y 

PRELOAD 

Y 

Y 

Y 

N 

N 

N 

N 

Y 

N 

Y 

Y 

Y 

ACCEPTS JEDEC 

Y 

Y 

Y 

Y 

Y 

Y 

Y 

Y 

N 

Y 

Y 

Y 

PIN  CONTINUITY 

Y 

Y 

Y 

Y 

Y 

N 

Y 

N 

Y 

N 

N 

N 

FINGERPRINT 

Y 

Y 

N 

N 

N 

N 

N 

N 

N 

N 

N 

N 

HANDLER 

Y 

Y 

Y 

Y 

Y 

N 

N 

N 

Y 

N 

N 

N 

CRT 

N 

N 

N 

Y 

N 

Y 

N 

N 

N 

N 

Y 

N 

STANDALONE 

Y 

Y 

N 

Y 

Y 

Y 

Y 

Y 

N 

N 

Y 

Y 

SECURITY  CHECK 

Y 

Y 

Y 

Y 

N 

N 

Y 

N 

N 

N 

N 

N 

FAST  PROGRAM 

N 

Y 

Y 

Y 

Y 

N 

N 

N 

N 

N 

N 

N 

ASSEMBLER 

Y 

N 

N 

Y 

N 

Y 

N 

N 

Y 

N 

N 

N 

DISASSEMBLER 

N 

N 

N 

N 

N 

Y 

N 

N 

N 

N 

Y 

N 

1  PULSE  PROG. 

Y 

Y 

Y 

N 

N 

N 

N 

N 

N 

N 

N 

N 

NOTE:  Y=YES  N=NO 


Despite  these  variations  in  features,  today's  programmers  fall 
into  two  broad  categories,  PC-based  programmers  and  standa- 
lone programmers.  PC-based  programmers  consist  of  a  board 
(that  plugs  into  a  PC)  and  an  external  box  with  socket(s)  for  the 
device  being  programmed.  The  plug-in  board  contains  the 
"intelligence"  of  the  programmer,  and,  as  the  name  implies, 
these  programmers  require  a  PC  for  use.  Standalone  program- 
mers can  perform  all  programming  operations  without  a  PC.  PC- 
based  programmers  are  usually  lower  cost  and  lower  perform- 
ancedesign  and  developmenttoolsthat  support  a  limited  number 
of  devices  and  have  limited  capabilities.  Standalone  program- 
mers offer  higher  performance  (e.g.,  faster  programming),  and 
are  oriented  to  the  production  environment. 

The  chart  above  lists  programmer  features,  as  well  as  current 
support  for  some  of  the  newer  part  types.  This  information  should 
help  you  decide  on  the  best  programmer  for  your  needs. 

Approved  Programmers 

Monolithic  Memories  and  Advanced  Micro  Devices  PAL  devices 
are  manufactured  under  strict  processing  procedures  to  provide 
our  PAL  device  users  with  the  highest-quality  PAL  devices  avail- 
able. We  take  the  same  approach  in  our  programmer  vendor 
approval  process,  and  recommend  that  you  choose  an  approved 
programmer  for  your  PAL  device  programming  needs. 

The  Benefits  of  Using  Approved  Programmers 

When  you  choose  an  approved  programmer  you  gain  all  the 
benefits  of  our  thorough  vendor  evaluation.  You  can  feel  confi- 
dent investing  in  equipment  that  will  give  you  consistently  reliable 
results  and  will  be  able  to  support  current  and  future  generations 
of  programmable  logic  devices.  When  you  select  an  approved 
programmer  you  get  many  benefits: 


•  Your  programmed  product  is  backed  by  our  corporate 
warranty. 

•  New  features  and  algorithm  updates  are  quickly  imple- 
mented. 

•  Any  new  programmer  software  and  hardware  releases  are 
factory  evaluated  and  approved  before  release. 

•  Your  equipment  will  have  a  long  "technical  lifetime". 

•  Through  our  sales  force  and  Field  Applications  Engineers 
you  have  a  factory  interface  with  the  programmer  vendors  to 
deal  with  any  issues  or  concerns  that  might  arise. 

The  Approval  Process 

The  Programmability  Group  at  Monolithic  Memories  works 
closely  with  our  programmer  vendors  to  ensure  that  high-quality 
programming  and  testing  support  is  available  to  all  users  of  our 
PLDs. 

To  gain  approval  a  programmer  must  pass  a  rigorous  series  of 
tests  which  include: 

•  Conformity  to  programming  specifications. 

•  Devices  programmed  must  pass  all  reliability  tests.  This 
reliability  testing  is  performed  by  Monolithic  Memories  as 
part  of  the  evaluation. 

•  Programmer  must  meet  programming  yield  requirements  for 
both  array  and  security  fuse  programming. 

•  Programmer  must  be  able  to  support  JEDEC  format  files 
and  communication  standards. 

Programmer  vendors  are  encouraged  to  support  structured  test 
vector  testing  and  preload  capability,  pin  continuity  and  pre- 
programming security  fuse  checking. 


Programming 


New  Product  Support 

Approved  programmers  must  also  provide  timely  support  for  new 
products  and  programming  algorithm  updates  and  revisions. 
This  ensures  PAL  device  users  that  no  matter  which  approved 
programmer  they  choose,  they  can  feel  confident  that  it  will 
support  the  latest  and  greatest  PLDs  we  have  to  offer. 

Additionally,  we  work  closely  with  our  approved  vendors  in  the 
development  of  their  new  programmers  and  our  new  PLDs.  This 
means  that  their  new  products  will  be  able  to  support  our  future 
PLD  offerings. 


A  Broad  Range  of  Programmers 

We  work  with  a  broad  range  of  programmer  vendors,  so  you  can 
find  a  programmerto  suit  your  engineering  needs  as  well  as  your 
budget.  Approved  programmers  cover  the  range  from  economi- 
cal engineering/design  prototyping  tools  to  high-volume  produc- 
tion units.  We  have  a  worldwide  programmer  vendor  base,  so 
programming  support  is  available  no  matter  where  you  use  PAL 
devices.  Approved  programmers  are  available  from  American, 
British,  French,  German  and  Japanese  vendors. 

Our  quality  and  reliability  guarantees  are  made  for  products 
programmed  with  approved  programmers  only.  Use  of  unap- 
proved programmers  voids  our  corporate  warranty  and  may 
result  in  poor  manufacturing  yields  and  product  performance. 
The  Approved  Programmer  section  in  this  handbook  is  a  valuable 
tool.  The  information  it  contains  can  help  you  obtain  consistent, 
reliable  high-quality  programming  results  with  your  PLDs. 


Notes 
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20  Pin  Device  Families 


Family 

Product 

Software  Rev. 

S1/S2 

Sequencer 

AmPAL23S8-20/-2S 

— 



Asynchronous 

PAL16RA8 

3.0 

1/12 

PAL16RP8A 

nil  a     n  n  A 

PAL16P8A 

3.0 

1/0 

Programmable 

PAL16RP8A 

3.0 

1/1 

Dnlarltu 

roianiy 

DAI  IfiQPCA 

o.U 

I/O 

PAL16RP4A 

3.0 

1/3 

PAL16R8-10 

PAL16L8-10/H-15 

3.0 

5/0 

PAL16R8-10/H-15 

3.0 

5/1 

pai  ifiRfi- m/n  1  ^ 

3  0 

PAL16R4-10/H-15 

3.0 

5/3 

PAL16R8D/B 

PAL16L8D/B 

3.0 

5/0 

PAL16R8D/B 

3.0 

5/1 

3  0 

5/2 

PAL16R4D/B 

3.0 

5/3 

Am  PALI  6 R8 

Am  P  A  L 1 6  L8/  B/ A  L/A/Q/  L 

3.0 

AmPAl  1RRR/R/AI  /A/O/L 

3.0 

AmPAL16R6/B/AL/A/Q/L 

3.0 



AmPALI  6R4/B/AL/A/Q/L 

3.0 

— 

PAL16R8/B-2/B-4/ 

P  AL1 6L8/B-2/B-4/A/A-2/A-4 

3.0 

0/10 

A/A-2/A-4 

PAL1 6R8/B-2/B-4/A/A-2/A-4 

3.0 

0/11 

PAL1 6R6/B-2/B-4/A/A-2/A-4 

3.0 

0/12 

PAL1 6R4/B-2/B-4/A/A-2/A-4 

3.0 

0/13 

PALC16R8Q-25 

PALC16L8Q-25 

(CMOS) 

PALC16R8Q-25 

PALC16R6Q-25 

PALC16R4Q-25 

AmPAL16HD8 

AmPALI  6H8A/L 

3.0 

AmPALI  6HD8A/L 

3.0 

AmPALI  6LD8A/L 

3.0 

Arithmetic 

PAL16X4 

3.0 

0/14 

Combinatorial 

AmPALI  8P8B/AL/A/Q/L 

3.0 

PAL10H8 

PAL10H8/-2 

3.0 

0/1 

Combinatorial 

PAL10L8/-2 

3.0 

0/6 

PAL12H6/-2 

3.0 

0/2 

PAL12L6/-2 

3.0 

0/7 

PAL14H4/-2 

3.0 

0/3 

PAL14L4/-2 

3.0 

0/8 

PAL16H2/-2 

3.0 

0/4 

PAL16L2/-2 

3.0 

0/9 

PAL16C1/-2 

3.0 

0/5 

24  Pin  and  MegaPAL  Device  Families 

Family 

Product 

Software  Rev. 

S1/S2 

Macrocell  (Async) 

AmPALC29MA16-35/-45 

Macrocell  (Sync) 

AmPALC29M16- 357-45 

Varied  with  XOR 

PAL32VX10/A 

Varied  Product  Terms 

AmPAL22V10/-15/A 

3.0 

Varied  Term*  (CMOS) 

PALC22V10H-25/35 

Registered  XOR 

PAL22RX8A 

3 
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Family 

Product 

Software  Rev. 

S1/S2 

Asynchronous 

PAL20RA10-20 
PAL20RA10 

3.00 
3.00 

3/4 
3/4 

AmP/ 

IL20XRP10 

AmPAL22XP1 0-20/-30L/-30/-40L 
AmPAL20XRP1 0-20/-30L/-30/-40L 
AmPAL20XRP8-20/-30L7-30/-40L 
AmPAL20XRP6-20/-30L/-30/-40L 
AmPAL20XRP4-20/-30L/-30/-40L 



— 

PAL20RS10 
Shared  Product 
Terms 

PAL20S10 
PAL20RS10 
PAL20RS8 
PAL20RS4 

3.0 
3.0 
3.0 
3.0 

3/5 
3/6 
3/7 
3/8 

PAL20X1  OA 
Exclusive  OR 

pai  ?ni  1  nA 
PAL20X1  OA 
PAL20X8A 
PAL20X4A 

o.u 
3.0 
3.0 
3.0 

CJ 1 

2/15 
3/0 
3/1 

PAL20X10 
Exclusive  OR 

PAL20L1 0 
pai  pnxm 
PAL20X8 
PAL20X4 

3.0 
o.u 
3.0 
3.0 

2/7 

3/13 
3/14 

AmPAL20LlO 

AmPAL20L10B/-20/AL 

AmPAL20RP10 

AmPAL22P10B/AL/A 
AmPAL20RP10B/AL/A 
AmPAL20RP8B/AL/A 
AmPAL20RP6B/AL/A 

AmPAl  OnDDylR/AI  /A 

— 

— 

PAL20R8B/B-2/A/A-2 

PAL20L8B/B-2/A/A-2 

DAI  OnDflR/D  O/A/A  O 

PAL20R6B/B-2/A/A-2 
PAL20R4B/B-2/A/A-2 

3.0 

3.0 
3.0 

2/8 

2/10 
2/11 

PALC 
Zero! 

20R8Z 

Standby  Power 

PALC20L8Z-35/-45 
PALC20R8Z-35/-45 
PALC20R6Z-35/-45 

Decoder 

PAI  Al  1  RA 

PAL8L14A 

J.U 

3.0 

0/1  H 
O/l  1 

3/10 

PAL12L10 
Combinatorial 

PAL12L10 

PAL14L8 

PAL16L6 

PAL18L4 

PAL20L2 

PAL20C1 

3.0 
3.0 
3.0 
3.0 
3.0 
3.0 

2/2 
2/3 
2/4 
2/5 
2/6 
2/1 

MegaPAL  Device 

PAL32R16 

PROSE  Device 

PMS14R21/A 

— 

— 

Programmable  Logic 
Sequencer 

PLS1 05-37 
PLS 167-33 
p  IS  168-33 

1    I— 1  \J%J  WW 

— 

— 

Fuse  Programmable 
Controller 

Am29PL141 

Programmable  Event 
Generator 

Am2971 

ECL  Registered 

PAL10H/10020EV/EG8 

ECL  Combinatorial 
ECL  Latched 

PAL10H20P8 
PAL10H20G8 

Notes:  "— ■  -  Contact  programmer  manufacturer. 

The  software  and  hardware  revisions  listed  are  the  earliest  revisions  that  support  these  products. 
Later  software  and  hardware  revisions  can  be  assumed  to  support  these  products. 
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Data  I/O 

1.1  Logic  Pak  303 A 

(800)  247-5700  1 .1 .1  P/T  Adapter  303A-002 

1.1 .2303 A-ECL 
1.1.3303A-011A/B 
2.0  System  19,  29A,  29B,  Unisite  40 
3.0  System  19, 22, 29A,  29B,  Unisite  40 


20  Pin  Device  Families 


Generic 

Family 

Product 

Adapter 

Adapter 

Code 

AmPAL23S8-20/-25 

97-84 

Asynchronous 

PAL16RA8 

303A-002-V08 

303A-011A/B-V01 

22-30 

PAL16RP8A 

PAL16P8A 

303A-002-V08 

303A-011A/B-V01 

22-30 

Programmable 

PAL16RP8A 

303A-002-V08 

303A-011A/B-V01 

22-31 

Polarity 

PAL16RP6A 

303A-002-V08 

303A-011A/B-V01 

22-31 

nil  .fnniA 

PAL16RP4A 

nnn  A  AAA  \it\e\ 

303A-002-V08 

A  AA  A    A  4  4  A  /D    \  /  A  A 

303A-01 1 A/B-V01 

22-31 

PAL16R8-10 

PAL16L8-10/H-15 

— 

303A-011A/B-V02 

22-17 

PAL16R8-10/H-15 

— 

303A-011A/B-V02 

22-67 

PAL16R6-10/H-15 

— 

303A-011A/B-V02 

22-67 

I~1AI    4  C  n  A     H  A/U    H  C 

PAL1oK4-10/H-15 

AAA  A           4  A  /D  WA1 

JOJA-01  l  A/b-VU2 

22-67 

PAL16R8D/B 

PAL1 6L8D/B 

303A-002-V08 

303A-011A/B-V01 

30-17 

PAL16R8D/B 

303A-002-V08 

303A-011A/B-V01 

30-24 

PAL16R6D/B 

OA  A  A    AAA   \  /  Art 

303A-002-V08 

A  AO  A    AH  A  /D  \  lf\  h 

303A-01 1  A/b-VOi 

30-24 

PAL1 6R4D/B 

303A-002-V08 

303A-011A/B-V01 

30-24 

Am  PALI  6R8 

AmPALI  6L8/B/AL/A/Q/L 

303A-011A/B-V05 

97-81 

AmPALI  6R8/B/AL/A/Q/L 



303A-011A/B-V05 

97-80 

AmPALI  6R6/B/AL/A/Q/L 

— 

303A-011A/B-V05 

97-82 

AmPALI  6R4/B/AL/A/Q/L 

— 

303A-011A/B-V05 

97-17 

PAI  1fiRR/R-9/R-il/ 

PAI  1RI  R/R-9/R-4/A/A-P/A-4 

^mA-nn?-\/nfi 

22-17 

A/A-2/A-4 

PAI  1 fiRB/R-?/R-4/A/A-?/A-4 

^o^A-nop-voa 

wwO  VII  rV  LJ    V  VJ  1 

22-24 

PAI  1 RRK/R-P/R-4/A/A-P/A-4 

^mA-nn?-\/nft 

OUJA  UUt  V  uo 

JUi]  u  I  I  rv  LJ  v  vJ  I 

22-24 

PAI  1 RRA/R-9/R-A/A/A-9/A-A 

^mA-nnp-vnfl 

oyjA  uut  v  uo 

Qni.nn  A/R-vm 

ou  j  u  i  i  n/u  v  vj  i 

22-24 

PALC16R8Q-25 

PALC16L8Q-25 

— 

303A-011A/B-V04 

DB-17 

dai  ncDan 

OftOA  fl1  1  A/P  WOM 
JUJM-Ul  1/VD-VU4 

no  OA 

PALC16R6Q-25 

303A-011A/B-V04 

DB-24 

PALC16R4Q-25 

303A-011A/B-V04 

DB-24 

AmPAL16HD8 

AmPALI  6H8A/L 

303-01 1A/B-V05 

97-25 

AmPALI  6HD8A/L 

303-01 1A/B-V05 

97-25 

AmPALI  6LD8A/L 

303-0 11A/B-V05 

97-17 

Arithmetic 

PAL16X4 

303A-002-V08 

303A-011A/B-V01 

22-24 

Combinatorial 

AmPALI  8P8B/AL/A/Q/L 

303A-011A/B-V01 

97-29 

PAL10H8 

PAL10H8/-2 

303A-002-V08 

303A-011A/B-V01 

22-18 

Combinatorial 

PAL10L8/-2 

303A-002-V08 

303A-011A/B-V01 

22-13 

PAL12H6/-2 

303A-002-V08 

303A-011A/B-V01 

22-19 

PAL12L6/-2 

303A-002-V08 

303A-011A/B-V01 

22-14 

PAL14H4/-2 

303A-002-V08 

303A-011A/B-V01 

22-20 

PAL14L4/-2 

303A-002-V08 

303A-011A/B-V01 

22-15 

PAL16H2/-2 

303A-002-V08 

303A-011A/B-V01 

22-22 

PAL16L2/-2 

303A-002-V08 

303A-011A/B-V01 

22-16 

PAL16C1/-2 

303A-002-V08 

303A-011A/B-V01 

.  22-21 

24  Pin  and  MegaPAL  Device  Families 

Generic 

Family 

Product 

Adapter 

Adapter 

Code 

Macrocell(Async) 

AmPALC29MA1 6-35A45 

Macrocell(Sync) 

AmPALC29M16-35/-45 

Varied  with  XOR 

PAL32VX10/A 

303A-011A/B-V01 

22-77 

Varied  Product  Terms 

AmPAL22V10/-15/A 

303A-011A/B-V01 

97-28/83 

Varied  Terms  (CMOS) 

PALC22V10H-25/35 

303A-011A/B-V02 

DB-28 

Registered  XOR 

PAL22RX8A 

303A-011A/B-V01 

22-78 

3-84  aMonol,thloMMemor,s*a 
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D; 
20 

)ta  I/O 

Pin  Device  Families 

Fa 

mlly 

Product 

M60 
Rev. 

Unlsite  40 
Rev. 

System 

Pak 

Se 

quencer 

AmPAL23S8-20/-25 

V11 

ALL 

303A-V04 

Asynchronous 

PAL16RA8 

V05 

1.54 

ALL 

303A-V04 

PAL16RP8A 

Programmable 

Polarity 

PAL16P8A 

PAL16RP8A 

PAI  IfiRPRA 
n  ml  1  vnn  vm 

PAL16RP4A 

V05 
V05 
V05 
V05 

1.54 
1.54 
1 .54 
1.54 

ALL 
ALL 
ALL 
ALL 

303A-V04 
303A-V04 

JUOn  V  Ut 

303A-V04 

PAL16R8-10 

PAL16L8-10/H-15 
PAL16R8-10/H-15 

PAt  1RPK  1H/U  1C 

rrtL  1  ono- 1  u/n- 1 0 
PAL16R4-10/H-15 

V05 
V05 
vuo 
V05 

1.54 
1.54 

1  .04 

1.54 

ALL 
ALL 

Al  1 

ALL 

303A-V04 
303A-V04 
ouort-  VU4 
303A-V04 

PA 

L16R8D/B 

PAL1 6L8D/B 
PAL16R8D/B 

PAI  1 RRRO/R 
PAL16R4D/B 

V11.1 
V11.1 

V  I  t .  I 

V11.1 

1.54 
1.54 

I  .OH 

1.54 

ALL 
ALL 

Al  1 
MLL. 

ALL 

303A-V04 
303A-V04 

303A-V04 

An 

1PAL16R8 

AmPALI  6L8/B/AL/A/Q/L 
AmPALI  6R8/B/AL/A/Q/L 

M(Tlr  ML  I  Or\0/D/ML/M/W/L 

AmPALI  6R4/B/AL/A/Q/L 

V11.1 
V11.1 
V1 1  1 
V11.1 

1.3 
1.3 

I  .O 

1.3 

ALL 
ALL 

Al  1 
ALL 

303A-V04 
303A-V04 

OUOrt"  VU*f 

303A-V04 

PAL16R8/B-2/B-4/ 
A/A-2/A-4 

PAL1 6L8/B-2/B-4/A/A-2/A-4 

PAI  1RRP/R  O/R  A/A/A  01 A  A 
rrtL  1  Dr\0/D-£/P-*f/rt/rt-£/rt-^ 

PAL1 6R6/B-2/B-4/A/A-2/A-4 
PAL1 6R4/B-2/B-4/A/A-2/A-4 

V05 
vuo 
V05 
V05 

1.54 

1  ZA 

1.54 
1.54 

ALL 

Al  1 
rtLL 

ALL 
ALL 

303A-V04 
QmA  \fr\A 

303A-V04 
303A-V04 

PA 

(C 

LC16R8Q-25 
MOS) 

PALC16L8Q-25 
PALC16R8Q-25 
PALC16R6Q-25 
PALC16R4Q-25 

ALL 
ALL 
ALL 
ALL 

303A-V04 
303A-V04 
303A-V04 
303A-V04 

An 

1PAL16HD8 

AmPALI  6H8A/L 
AmPAL16HD8A/L 
AmPALI  6LD8A/L 

V03 
V03 
V03 

1.3 
1.3 
1.3 

ALL 
ALL 
ALL 

303A-V04 
303A-V04 
303A-V04 

Arithmetic 

PAL16X4 

V05 

1.54 

ALL 

303A-V04 

Co 

mblnatorlal 

AmPALI  8P8B/AL/A/Q/L 

V05 

1.3 

ALL 

303A-V04 

PA 

Co 

L10H8 
mbinatorlal 

PAL10H8/-2 
PAL10L8/-2 
PAL12H6/-2 
PAL12L6/-2 
PAL14H4/-2 
PAL14L4/-2 
PAL16H2/-2 
PAL16L2/-2 
PAL16C1/-2 

V05 
V05 
V05 
V05 
V05 
V05 
V05 
V05 
V05 

1.54 
1.54 
1.54 
1.54 
1.54 
1.54 
1.54 
1.54 
1.54 

ALL 
ALL 
ALL 
ALL 
ALL 
ALL 
ALL 
ALL 
ALL 

303A-V04 
303A-V04 
303A-V04 
303A-V04 
303A-V04 
303A-V04 
303A-V04 
303A-V04 
303A-V04 

24 

Pin  and  MegaPAL  Device  Families 

Family 

Product 

M60 
Rev. 

Rev. 

Unlsite  40 
System 

Pak 

Macrocell  (Async) 

AmPALC29MA16-35/-45 

Macrocell  (Sync) 

AmPALC29M16-35/-45 

Varied  with  XOR 

PAL32VX10/A 

V10 

1.54 

ALL 

303A-V04 

Varied  Product  Terms 

AmPAL22V10/-15/A 

V03 

1.3 

ALL 

303A-V04 

Varied  Terms  (CMOS) 

PALC22V10H-25/35 

V10 

1.54 

ALL 

303A-V04 

Re 

gistered  XOR 

PAL22RX8A 

V10 

1.54 

ALL 

303A-V04 

£1  MonoUtMoWMomortos  £1  3-85 
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Data  I/O 


24  Pin  and  MegaPAL™ 

Device  Families 

 —  

Generic 

Faml  ly 

Product 

Ada  ntpr 

Adapter 

Code 

Asynchronous 

PAL20RA10-20 

— 

— 

— 

PAL20RA10 

303A-002-V08 

303A-011A/B-V01 

22-45 

AmPAL20XRP10 

AmPAL22XP1 0-20/-30L/-30/-40L 

— 

303A-011A/B-V02 

97-2C 

AmPAL20XRP1 0-20/-30L/-30/-40L 

— 

303A-011A/B-V02 

97-OE 

AmPAL20XRP8-20/-30L/-30/-40L 

— 

303A-011A/B-V02 

97-OD 

Am  P  AL20X  RP6-20/-30 L/-30/-40L 

303A-01 1A/B-V02 

97-OC 

AmPAl  90YPP4  90/  onl  /  QO/-40I 

ortOA  m  1  An  \/no 
ouoA-ul  l  A/D-Vu*: 

y/-uB 

PAL20RS10 

PAL20S10 

303A-002-V08 

303A-011A/B-V01 

22-43 

Shared  Product 

PAL20RS10 

303A-002-V08 

303A-011A/B-V01 

22-44 

Terms 

PAL20RS8 

303A-002-V08 

303A-011A/B-V01 

22-44 

PAI  90R<iA 

1mA  ono  \/oq 

onoA  m  1  A/n  \/m 
OUOA-U1  IM/D-VU  1 

OO  Ad 

PAI  90  Y1  OA 

pai  90t  1  oa 

rMLZUL  I  UM 

qooa  noo  \/nQ 

OUJA-U1  I  A/O- VU1 

Exclusive  OR 

PAL20X10A 

303A-002-V08 

303A-011A/B-V01 

22-36 

PAL20X8A 

303A-002-V08 

303A-01 1 A/B-V01 

22-36 

PAL20X4A 

303A-002-V08 

303A-01 1 A/B-V01 

22-36 

PAL20X10 

PAL20L10 

303A-002-V08 

303A-011A/B-V01 

22-06 

exclusive  Un 

DAI  onYi n 
rALiiUA  i  U 

OnrlA    rtrtO  WHO. 

oUJA-Ui 1  A/D- VUl 

22-23 

PAL20X8 

OUOn  vvt   V  UO 

22-23 

PAI  90X4 

^n^  A.m  1 A/R-VM 

22-23 

AmPAL20LlO 

AmPAL20L1 0B/-20/AL 



303A-011A-V02 

97-06 

AmPAL20RP10 

AmPAL22P10B/AL/A 

— 

303A-011A-V02 

97-2B 

AmPAL20RP1  OB/AUA 



303A-011A-V02 

97-9F 

AmPAL20RP8B/AL/A 



303A-011A-V02 

97-9E 

AmPAL20RP6B/AL/A 



303A-011A-V02 

97-9D 

AmPAL20RP4B/AL/A 

303A-011A-V02 

97-9C 

PAL20R8B/B-2*/A/A-2 

P  AL20  L8  B/B-2/A/A-2 

303A-002-V08 

303A-011A/B-V01 

22-26 

PAI  OnQOD/Q  O/A/A  O* 

OUjA-UUi-VUO 

oOoA-U  I  1 A/D-VO  1 

22-27 

PAL20R6B/B-2/A/A-2* 

303A-002-V08 

303A-01 1 A/B-V01 

22-27 

PAL20R4B/B-2/A/A-2* 

303A-002-V08 

303A-01 1 A/B-V01 

22-27 

PALC20R8Z 

PALC20L8Z-35/-45 

303A-002-V08 

303A-011A/B-V02 

46-26 

Zero  Standby  Power 

PALC20R8Z-35/-45 

303A-002-V08 

303A-011A/B-V02 

46-27 

PALC20R6Z-35/-45 

303A-002-V08 

303A-011A/B-V02 

46-27 

PALC20R4Z-35/-45 

303A-002-V08 

303A-01 1A/B-V02 

46-27 

Decoder 

PAL6L16A 

303A-002-V08 

303A-01 1A/B-V01 

22-48 

PAL8L14A 

303A-002-V08 

303A-011A/B-V01 

22-49 

PAL12L10 

PAL12L10 

303A-002-V08 

303A-01 1 A/B-V01 

22-01 

Combinatorial 

PAL14L8 

3O0A.01 1 A/R-VD1 

22-02 

PAL16L6 

303A-002-V08 

303A-011A/B-V01 

22-03 

PAL18L4 

303A-002-V08 

303A-011A/B-V01 

22-04 

PAL20L2 

303A-002-V08 

303A-011A/B-V01 

22-05 

PAL20C1 

303A-002-V08 

303A-011A/B-V01 

22-12 

MegaPAL  Device 

PAL32R16 

303A/008-V02 

— 

22-47 

PROSE  Device 

PMS14R21/A 

— 

303A-011A/B-V02 

22-58 

Programmable  Logic 

PLS 105-37 

— 

303A-011A/B-V03 

2A-63 

Sequencer 

PLS1 67-33 

— 

303A-011A/B-V03 

2A-60 

PLS1 68-33 

303A-01 1A/B-V03 

2A-74 

Fuse  Programmable 

Am29PL141 

303A-FPC-V01 

97-79 

Controller 

Programmable  Event 

Am2971 

303A-011A-V03 

Generator 

ECL  Registered 

PAL10H/10020EV/EG8 

303A-ECL 

ECL  Combinatorial 

PAL10H20P8 

303A-ECL 

22-42 

ECL  Latched 

PAL10H20G8 

303A-ECL 

22-42 

Notes:  " — "  ■  Contact  programmer  manufacturer. 

The  software  and  hardware  revisions  listed  are  the  earliest  revisions  that  support  these  products. 
Later  software  and  hardware  revisions  can  be  assumed  to  support  these  products. 
*PAL  20R8  B-2  family  code  using  preload  is  22-68  with  Generic  Adapter  V04. 
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Data  I/O 

24  Pin  and  MegaPAL  Device  Families 


M60 

Unlsite  40 

Fami 

y 

Proriurt 

Rev. 

Rev. 

Suetom 

Pak 

Asynchronous 

PAL20RA10-20 

V05 

1.54 

ALL 

303A-V04 

rALZUHAI 0 

V05 

1.54 

ALL 

303A 

AmPAL20XRP10 

AmPAL22XP1 0-20/-30L/-30/-40L 

— 

— 

ALL 

303A-V04 

AmPAL20XRP1 0-20/-30L/-30/-40 

V10 

— 

ALL 

303A-V04 

AmPAL20XRP8-20/-30L/-30/-40L 

V10 

— 

ALL 

303A-V04 

A„nAi  IrtVDDC  on/  Onl  /  on/  A nl 

AmrAL20Anr6-20/-30L/-30/-40L 

wi  n 

ALL 

n  no  A  \/r\A 
303A-V04 

AmPAL  20XRP4-20/-30L  /-30/-40L 

V10 

ALL 

303A-V04 

oujn  v  l/*+ 

PAL20RS10 

PAL20S10 

V05 

1.54 

ALL 

303A 

Shared  Product 

PAL20RS10 

V05 

1.54 

ALL 

303A-V04 

Terms 

D  A  1  On  DO  O 

V05 

1 .54 

ALL 

ono  A  V  /n  a 

303A-V04 

PAL20RS4 

V05 

1.54 

ALL 

303A-V04 

PAL20X1  OA 

PAI  Pfll  1 0A 

V05 

1 .54 

ALL 

303A 

Exclusive  OR 

PAI  2nY1f)A 

V05 

1 .54 

ALL 

303A 

PAI  OnYflA 

V05 

1  54 

ALL 

303A 

PAI  2fiY4A 

V05 

1  54 

ALL 

303A 

PAL20X10 

r\AI  onl   4  ft 

PAL20L10 

V05 

1.54 

ALL 

303A 

Exclusive  OR 

PAI  90.Y1  n 

V05 

1 .54 

ALL 

303A 

PAI  90.YA 
r  MLxUAO 

vuo 

Al  1 
ALL 

303A 

PAI  9HY4 

1  R4 

ALL 

303A 

AmPAL20L10 

AmPAL20Ll  0B/-20/AL 

■ 

— 

ALL 

303A-V04 

AmPAL20RP10 

AmPAL22P10B/AL/A 

— 

— 

ALL 

303A-V04 

AmPAL20RP1  OB/AL/A 

V10 

— 

ALL 

303A-V04 

AmPAL20RP8B/AL/A 

V10 

— 

ALL 

303A-V04 

AmPAL20RP6B/AL/A 

V10 

ALL 

303A-V04 

AmPAl  9nRP4R/AI  /A 

V10 

ALL 

3n3A.Vn4 

OUOn-  V  U*f 

PAL20R8B/B-2VA/A-2 

DAI  Onl  QD/D  O/A/A  O 

rAL20L8t3/t3-2/A/A-2 

V05 

1 .54 

Al  1 

ALL 

303A 

PAI  2rtRAR/R-2/A/A-2 

V05 

1  54 

ALL 

303A 

PAI  9n,RfiR/R-97A/A-2 

V05 

1  54 

ALL 

303A 

PAI  2C1R4R/R-9/A/A-2 

V05 

1.54 

ALL 

303A 

PALC20R8Z 

PALC20L8Z-35/-45 

V10 

1.54 

ALL 

303A-V04 

Zero 

Standby  Power 

PALC20R8Z-35/-45 

V10 

1.54 

ALL 

303A-V04 

PALC20R6Z-35/-45 

V10 

1.54 

ALL 

ft  ftft  A    \  /ft  A 

303A-V04 

PALC20R4Z-35/-45 

V10 

1.54 

ALL 

303A-V04 

Deco 

der 

PAL6L1 6A 

V05 

1.54 

ALL 

303A 

PAL8L14A 

V05 

1.54 

ALL 

303A 

PAL1 

2L10 

pai  191  m 

V05 

1  54 

ALL 

303A 

Com 

jinatorial 

PAL14L8 

V05 

1.54 

ALL 

303A 

PAL16L6 

V05 

1.54 

ALL 

303A 

PAL18L4 

V05 

1.54 

ALL 

303A 

PAL20L2 

V05 

1.54 

ALL 

303A 

PAL20C1 

V05 

1 .54 

ALL 

303A 

MegaPAL  Device 

PAL32R16 

— 

1.54 

29B 

303A 

PROSE  Device 

PMS14R21/A 

— 

— 

ALL 

303A-V04 

Programmable  Logic 

PLS 105-37 

— 

— 

ALL 

303A-V04 

Sequencer 

pi  ci  err  oo 

Al  1 

MLL 

OUOn  V  U*+ 

PLS  168-33 

ALL 

303A-V04 

Fuse 

Programmable 

Am29PL141 

ALL 

303A-V04 

Controller 

Programmable  Event 

Am2971 

ALL 

303A-V04 

Generator 

ECL  Registered 

PAL10H/10020EV/EG8 

ALL 

303A-V04 

ECL  Combinatorial 

PAL10H20P8 

1.54 

ALL 

303A-V04 

ECL  Latched 

PAL10H20G8 

1.54 

ALL 

303A-V04 

Notes:  " — "  =  Contact  programmer  manufacturer. 

The  software  and  hardware  revisions  listed  are  the  earliest  revisions  that  support  these  products. 
Later  software  and  hardware  revisions  can  be  assumed  to  support  these  products. 
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Digelec                                                                                  1.0  System  UP803 

1.1  PIT  Adapter  DA53,  DA55.DA60,  DA62 
(201 )  493-2420                                                                              1 .2  Logic  Center  FAM52 

2.0  System  860 

20  Pin  Device  Families 

Family 

Product 

FAM52 

Adapter 
Rev. 

Adapter 

System  860 
Rev. 

Sequencer 

AmPAL23S8-20/-25 

Asynchronous 

PAL16RA8 

5.4 

DA53 

C-1 

A-1.2 

PAL16RP8A 

Programmable 

roiariiy 

PAL16P8A 
PAL16RP8A 

DAI  H  CDDCA 

PAL16RP4A 

5.4 
5.4 

C  A 
3.4 

5.4 

DA53 
DA53 
UAoJ 
DA53 

A-3 
A-3 

A-o 
A-3 

A-1.2 
A-1.2 

A  4  O 

A-1  .Z 
A-1.2 

PAL16R8-10 

PAL16L8-10/H-15 
PAL16R8-10/H-15 
PAI  1  RRR-1  n/W-1  c; 

PAL16R4-10/H-15 

5.4 
5.4 

5.4 

DA53 
DA53 

DA53 

C-1 
C-1 

\J-  I 

C-1 

A-1.2 
A-1.2 

A  1  9 

A-1.2 

PAL16R8D/B 

PAL16L8D/B 
PAL16R8D/B 

PAI  1RDRn/R 

PAL1 6R4D/B 

5.4 
5.4 

K  A 
DM 

5.4 

DA53 
DA53 

UMOO 

DA53 

C-1 
C-1 

C-1 

A-1.2 
A-1.2 

A  1  O 

A-1.2 

AmPAL16R8 

AmPALI  6L8/B/AL/A/Q/L 

AmDAI  1CDQ/D/A1  /A/r\/l 

AmPALI  6R6/B/AL/A/Q/L 
AmPALI  6R4/B/AL/A/Q/L 

5.5 
o.o 
5.5 
5.5 

DA53 
nAco 

UnOo 

DA53 
DA53 

A-3 

A  O 

A-3 
A-3 



— 

PAL16R8/B-2/B-4/ 
A/A-2/A-4 

PAL1 6L8/B-2/B-4/A/A-2/A-4 
PAL1 6R8/B-2/B-4/A/A-2/A-4 
PAL1 6R6/B-2/B-4/A/A-2/A-4 
PAL1 6R4/B-2/B-4/A/A-2/A-4 

5.4 
5.4 
5.4 
5.4 

DA53 
DA53 
DA53 
DA53 

A-3 
A-3 
A-3 
A-3 

A-1.2 
A-1.2 
A-1.2 
A-1.2 

PALC16R8Q-25 
(CMOS) 

PALC16L8Q-25 
PALC16R8Q-25 
PALC16R6Q-25 
PALC16R4Q-25 

AmPAL16HD8 

AmPALI  6H8A/L 
AmPALI  6HD8A/L 
AmPALI  6LD8A/L 

5.5 
5.5 
5.5 

DA53 
DA53 
DA53 

A-3 
A-3 
A-3 

Arithmetic 

PAL16X4 

5.4 

DA53 

A-3 

A-1.2 

Combinatorial 

AmPALI  8P8B/AL/A/Q/L 

5.4 

DA55 

B-3 

PAL10H8 
Combinatorial 

PAL10H8/-2 
PAL10L8/-2 
PAL12H6/-2 
PAL12L6/-2 
PAL14H4/-2 
PAL14L4/-2 
PAL16H2/-2 
PAL16L2/-2 
PAL16C1/-2 

5.4 
5.4 
5.4 
5.4 
5.4 
5.4 
5.4 
5.4 
5.4 

DA53 
DA53 
DA53 
DA53 
DA53 
DA53 
DA53 
DA53 
DA53 

A-3 
A-3 
A-3 
A-3 
A-3 
A-3 
A-3 
A-3 
A-3 

A-1 
A-1 
A-1 
A-1 
A-1 
A-1 
A-1 
A-1 
A-1 

24  Pin  and  MegaPAL  Device  Families 

Family 

Product 

FAM52 

Adapter 
Rev. 

Adapter 

System  860 
Rev. 

Macrocell  (Async) 

AmPALC29MA16-35/-45 

Macrocell  (Sync) 

AmPALC29M16-35/-45 

Varied  with  XOR 

PAL32VX10/A 

6.54 

DA55 

C-1 

A-1.2 

Varied  Product  Terms 

AmPAL22V10/-15/A 

5.4 

DA55 

B-3 

Varied  Terms  (CMOS) 

PALC22V10H-25/35 

Registered  XOR 

PAL22RX8A 

3- 
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Far 

riily 

Product 

FAM52 

Adapter 
Rev. 

Adapter 

System  860 
Rev. 

rnchronous 

PAL20RA10-20 
PAL20RA10 

5.4 
5.4 

DA55 
DA55 

C-1 
C-1 

A1-2 
A1-2 

Am 

PAL20XRP10 

AmPAL22XP1 0-20/-30L/-30/-40L 
AmPAL20XRP1 0-20/-30L/-30/-40L 
AmPAL20XRP8-20/-30L/-30/-40L 
AmPAL20XRP6-20/-30L/-30/-40L 
AmPAL20XRP4-20/-30L/-30/-40L 

— 

— 

— 

— 

PA 

Shi 
Ter 

L20RS10 
ired  Product 
ms 

PAL20S10 
PAL20RS10 
PAL20RS8 
PAL20RS4 

5.4 
5.4 
5.4 
5.4 

DA55 
DA55 
DA55 
DA55 

C-1 
C-1 
C-1 
C-1 

A1-2 
A1-2 
A1-2 
A1-2 

PA 

Ex( 

L20X10A 
:lusive  OR 

PAL20L10A 
PAL20X10A 
PAL20X8A 
PAL20X4A 

5.4 
5A 
5.4 
5.4 

DA55 
DA55 
DA55 
DA55 

C-1 
C-1 
C-1 
C-1 

A1-2 
A1-2 
A1-2 
A1-2 

PAL20X10 
Exclusive  OR 

PAL20L10 
PAL20X10 
PAL20X8 
PAL20X4 

5.4 
5.4 
5^4 
5.4 

DA55 
DA55 
DA55 
DA55 

C-1 
C-1 
C-1 
C-1 

A1-2 
A1-2 
A1-2 
A1-2 

AmPAL20L10 

AmPAL20L1 0B/-20/AL 

5.4 

DA55 

C-1 

A1-2 

Am 

PAL20RP10 

AmPAL22P1 0B/AL7A 
AmPAL20RP1  OB/AL/A 
AmPAL20RP8B/AL/A 
AmPAL20RP6B/AL/A 
AmPAl  P0RP4R/AI  /A 

5.4 
5.4 
5.4 
5.4 
5.4 

DA55 
DA55 
DA55 
DA55 
DA55 

C-1 
C-1 
C-1 
C-1 
C-1 

A1-2 
A1-2 
A1-2 
A1-2 
A1  -2 

PA 

-20R8B/B-2/A/A-2 

PAL20L8B/B-2/A/A-2 
PAL20R8B/B-2/A/A-2 
PAL20R6B/B-2/A/A-2 
PAL20R4B/B-2/A/A-2 

5.4 
5.4 
5^4 
5.4 

DA55 
DA55 
DA55 
DA55 

C-1 
C-1 
C-1 
C-1 

A1-2 
A1-2 
A1-2 
A1-2 

PA 
Zer 

.C20R8Z 

o  Standby  Power 

PALC20L8Z-35/-45 
PALC20R8Z-35/-45 
PALC20R6Z-35/-45 

5.4 
5.4 
5.4 

R  A 

DA55 
DA55 
DA55 

UMOO 

C-1 
C-1 
C-1 

A1-2 
A1-2 
A1-2 

A1  0 

Decoder 

PAI  fil  1  Rfi 

PAL8L14A 

ft  KA 

6.54 

n  Afto 

UrtOC 

DA62 



Ai  O 

A1-2 

PA 

Cor 

.12L10 
nbinatorial 

PAL12L10 

PAL14L8 

PAL16L6 

PAL18L4 

PAL20L2 

rAL20C1 

5.4 
5.4 
5.4 
5.4 
5.4 
5.4 

DA55 
DA55 
DA55 
DA55 
DA55 
DA55 

C-1 
C-1 
C-1 
C-1 
C-1 
C-1 

A1-2 
A1-2 
A1-2 
A1-2 
A1-2 
A1-2 

MegaPAL  Device 

PAL32R16 

PROSE  Device 

PMS14R21/A 

— 

— 

— 

— 

Pro 
Loc 

grammable 
ic  Sequencer 

PLS1 05-37 
PLS1 67-33 
PLS 168-33 

— 

— 

— 

Fuse  Programmable 
Controller 

Am29PL141 

Programmable  Event 
Generator 

Am2971 

ECL  Registered 

PAL10H/10020EV/EG8 

ECL  Combinatorial 
ECL  Latched 

PAL10H20P8 
PAL10H20G8 

5.4 
5.4 

DA60 
DA60 

A  • 

A-1 

Notes:     " — "  =  Contact  programmer  manufacturer. 

The  software  and  hardware  revisions  listed  are  the  earliest  revisions  that  support  these  products. 
Later  software  and  hardware  revisions  can  be  assumed  to  support  these  products. 
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Kontron 

1.0  System  MPP-80S 

1.1  Module  MOD  21 

(415)  965-7020 

1.2  Socket  Adapter  SA-27 

1.3  Socket  Adapter  SA-27-1 

2.0  System  EPP-80 

2.1  Module  UPM-B 

20  Pin  Device  Families 

UPM-B 

Family 

Product 

Adapter 

Rev. 

Sequencer 

AmPAL23S8-20/-25 

— 

— 

Asynchronous 

DAI  4  CD  AO 

rALl  bHAo 

_ 

1.47 

PAL16RP8A 

PAL16P8A 

1.44 

Programmable 

PAL16RP 

1  AA 

roiarrty 

D  Al  4  CDDC  A 

rAL  I  bnroA 

1  AA 

r  AL  i  oKr4A 

1.44 

PAL16R8-10 

PAL16L8-10/H-15 

1  AA 

PAL16R8-10/H-15 

1  AA 

DAI  1CDC  irt/U  1C 

rALl  bno-i  U/n-1  o 

1  AA 

DAI  HCDjI    4n/M  4C 

PALI  6R4-1 0/H-1 5 

1.44 

PAL16R8D/B 

PAL16L8D/B 

1.44 

PAL16R8D/B 

1 .44 

rALl  dHdU/d 

1  44 

DAI  ICDjIH/O 

HAL  1  OH4U/D 

1.44 

AmPAL16R8 

AmPALI  6L8/B/AL/A/Q/L 

AmPALl  6R8/B/AL/A/Q/L 

AmDAI  1CDC/D/AI  /A 

ArtlrALl  bnb/D/AL/A/LJ/L 

AlTlrALl  bn4/D/AL/AAJ/L 

— 

— 

PAL16R8/B-2/B-4/ 

PAL1 6L8/B-2/B-4/A/A-2/A-4 

SA-27 

1.44 

A/A-2/A-4 

PAL1 6R8/B-2/B-4/A/A-2/A-4 

SA-27 

1.44 

DAI  1  TDC  /O   1 /D    AlAlA    O/A  jt 

rALl  bnb/b-^/D-4/A/A-^/A-4 

SA-27 

1.44 

DAI  H  rn  j  <o   1  /D    4  lA  (A    f\l  A  A 

rALl  bH4/b-(i/D-4/A/A-^/A-4 

SA-27 

1.44 

PALC16R8Q-25 

PALC16L8Q-25 





(CMOS) 

PAI  nifiR80-?(i 





PALC16R6Q-25 





PALC16R4Q-25 





AmPAL16HD8 

AmPALI  6H8A/L 

AmPALI  6HD8A/L 





AmPALI  6LD8A/L 

A  i  ll  li  ii  l  nil.. 

Antnmetic 

DA  1  A  C V A 

rALl  bA4 

SA-27 

1.44 

Combinatorial 

AmPALI  8P8B/AL/A/Q/L 

PAL10H8 

r  ml  ivno 

PAL  10H8/-2 

SA-27 

1.44 

Combinatorial 

PAL10L8/-2 

SA-27 

1.44 

PAL12H6/-2 

SA-27 

1.44 

PAL12L6/-2 

SA-27 

1.44 

PAL14H4/-2 

SA-27 

1.44 

PAL14L4/-2 

SA-27 

1.44 

PAL16H2/-2 

SA-27 

1.44 

PAL16L2/-2 

SA-27 

1.44 

PAL16C1/-2 

SA-27 

1.44 

24  Pin  and  MegaPAL  Device  Families 

UPM-B 

Family 

Product 

Adapter 

Rev. 

Macrocell  (Async) 

AmPALC29MA1 6-35/-45 

Macrocell  (Sync) 

AmPALC29M16-35/-45 

Varied  with  XOR 

PAL32VX1 0/A 

2.0 

Varied  Product  Terms 

AmPAL22V10/-15/A 

Varied  Terms  (CMOS) 

PALC22V10H-25/35 

2.0 

Registered  XOR 

PAL22RX8A 

2.0 

3-90  £1  MonoiHMoM  Memories  £1 
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Kontron 


1 IPM  P. 

Family 

Product 

Adapter 

Rev. 

Asynchronous 

PAL20RA10-20 

— 

— 

PAL20RA10 

— 

1.44 

AmPAL20XRP10 

AmPAL22XP1 0-20/-30L/-30/-40L 

— 

— 

AmPAL20XRP1 0-20/-30U-30/-40L 

— 

— 

AmPAL20XRP8-20/-30L/-30/-40L 

— 

— 

AmPAL20XRP6-20/-30L/-30/-40L 

AmP  Al  OnYRPA  on/        /  ^n/  ACl\ 

PAL20RS10 

PAL20S10 

— 

1.44 

Shared  Product 

PAL20RS10 

— 

1.44 

Terms 

PAL20RS8 

1.44 

pai  onRc.4 

1  AA 

PAL20X10A 

Ort  £r  I 

1  AA 

Exc 

usive  OR 

PAL20X10A 

SA-27-1 

1.44 

PAL20X8A 

SA-27-1 

1.44 

PAL20X4A 

SA-27-1 

1.44 

PAL20X10 

PAL20L10 

SA-27-1 

1.44 

Exclusive  OR 

rAUtOAl  U 

SA-27-1 

1 .44 

PAL20X8 

SA-27-1 

1.44 

PAL20X4 

SA-27-1 

1.44 

AmPAL20L10 

AmPAL20L.10B/-20/AL 

— 

— 

Ami 

•AL20RP10 

AmPAL22P10B/AL/A 

— 

— 

AmPAL20RP10B/AL/A 

— 

— 

AmPAL20RP8B/AL/A 

— 

— 

AmPAL20RP6B/AL/A 

— 

— 

AmPAL20RP4B/AL/A 

— 

— 

PAL20R8B/B-2/A/A-2 

PAL20L8B/B-2/A/A-2 

SA-27-1 

1.44 

DAI  OADOD/D  O/A/A  O 

rAL2uH8b/b-2/A/A-2 

OA  *37  i 

bA-2/-1 

4     A  A 

1 .44 

PAL20R6R/R-2/A/A-? 

SA-27-1 

1.44 

PAL20R4B/B-2/A/A-2 

SA-27-1 

1.44 

PALC20R8Z 

PALC20L8Z-35/-45 

— 

2.00 

Zerc 

Standby  Power 

PALC20R8Z-35/-45 

— 

2.00 

PALC20R6Z-35/-45 

— 

2.00 

DAI  POnDj(7  ici  >(c 

r  ALO<:Un4Z-oo/-4o 

2.00 

Decoder 

DAI  cl  H  e  A 

PALoLloA 

2.00 

PAL8L14A 

2.00 

PAL 

12L10 

PAL12L10 

SA-27-1 

1.44 

Con- 

blnatorial 

PAL14L8 

SA-27-1 

1.44 

PAL16L6 

SA-27-1 

\M 

PAL18L4 

SA-27-1 

1.44 

PAL20L2 

SA-27-1 

1.44 

PAL20C1 

SA-27-1 

1.44 

MegaPAL  Device 

PAL32R16 

— 

— 

PROSE  Device 

PMS14R21/A 

— 

— 

Programmable  Logic 

PLS1 05-37 

— 

— 

Sequencer 

PLS1 67-33 

— 

— 

PI  °.1  RQ.OQ 
r  L.O  I  OO-OJ 

Fuse  Programmable 

Am29PL141 

Controller 

Programmable  Event 

Am2971 

Generator 

ECL 

Registered 

PAL10H/10020EV/EG8 

ECL 

Combinatorial 

PAL10H20P8 

1.47 

ECL 

Latched 

PAL10H20G8 

1.47 

Notes:  " — "  =  Contact  programmer  manufacturer. 

The  software  and  hardware  revisions  listed  are  the  earliest  revisions  that  support  these  products. 
Later  software  and  hardware  revisions  can  be  assumed  to  support  these  products. 
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1321  E.  Northwest 
65th  Place 

Fort  Lauderdale,  FL  33309 
(800)  331-7766 


20  Pin  Device  Families 


Family 

Product 

Software 

Sequencer 

AmPAL23S8-20/-25 



Asynchronous 

DAI  1  CD  A  O 

rAL  l  onAo 

PAL16RP8A 

PAL16P8A 

1.44CR2 

Programmable 

r  ALT  bnroA 

h  >i/rno 

Polarity 

DAI  4  CDDC  A 

r  AL  1 bnroA 

1 .44CR2 

DAI  1  GODA  A 

r  AL  1 onr4A 

PAL16R8-10 

PAL16L8-10/H-15 

1 .44CR2 

PAL1 6R8-1 0/H-1 5 

1 .44CR2 

DAI  *  e  Do  An  it-t  A  r 

PALI  oHo-1 O/n-1 5 

1 .44CR2 

PAL16R4-10/H-15 

1 .44CR2 

PAL16R8D/B 

PAL16L8D/B 

1 .44CR2 

PAL16R8D/B 

1 .44CR2 

PAL16R6D/B 

1 .44CR2 

PAI  1KD^in/R 
rAL  ibrWU/O 

1  AACEIO 
I  .ty*\jr\£ 

AmPAl  1RRA 
Mill  rHL  1  OrlO 

AmPALI  6L8/G7AL/A/G/L 

1 .44CR2 

AmPALI  6R8/B/AUA/Q/L 

•L44CR2 

AmPALI  6R6/B/AL/A/Q/L 

1.44CR2 

AmPALI  6R4/B/AL/A/Q/L 

1.44CR2 

PAL16R8/B-2/B-4/ 

PAL1 6L8/B-2/B-4/A/A-2/A-4 

1 .44CR2 

A/A-2/A-4 

PAL1 6R8/B-2/B-4/A/A-2/A-4 

1 .44CR2 

PAL1 6R6/B-2/B-4/A/A-2/A-4 

1 .44CR2 

PAI  1  fiR4/R-9/R-4/A/A-?/A-4 

rrtL  1  Om/D  t/D  H/rvn  tin  "t 

1 .44CR2 

PALC16R8Q-25 

PALC16L8Q-25 

— 

(CMOS) 

PALC1 6R8Q-25 

PALC1 6R6Q-25 

PALC16R4Q-25 

AmPAL16HD8 

AmPALI  6H8A/L 

1.44CR2 

AmPALI  6HD8A/L 

1.44CR2 

AmPALI  6LD8A/L 

1.44CR2 

Arithmetic 

PAL16X4 

1.44CR2 

Combinatorial 

AmPALI  8P8B/AL/A/Q/L 

PAL10H8 

PAL10H8/-2 

1.44CR2 

Combinatorial 

PAL10L8/-2 

1 .44CR2 

PAL12H6/-2 

1.44CR2 

PAL12L6/-2 

1.44CR2 

PAL14H4/-2 

1 .44CR2 

PAL14L4/-2 

1.44CR2 

PAL16H2/-2 

1.44CR2 

PAL16L2/-2 

1.44CR2 

PAL16C1/-2 

1 .44CR2 

24  Pin  and  MegaPAL  Device  Families 

Family 

Product 

Software 

Macrocell(Async) 

AmPALC29MA1 6-35/-45 

Macrocell(Sync) 

AmPALC29M16-35/-45 

Varied  with  XOR 

PAL32VX10/A 

1.44CR2 

Varied  Product  Terms 

AmPAL22V10/-15/A 

Varied  Terms  (CMOS) 

PALC22V10H-25/35 

Registered  XOR 

PAL22RX8A 

1.44CR2 
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Logical  Devices,  Inc. 


Family 

Product 

Software 

Asynchronous 

PAL20RA10-20 
PAL20RA10 

1.44CR2 
1.44CR2 

AmPAL20XRP10 

AmPAL22XP1 0-20/-30L/-30/-40L 
AmPAL20XRP1 0-20/-30L/-30/-40L 
AmPAL20XRP8-20/-30L/-30/-40L 
AmPAL20XRP6-20/-30L/-30/-40L 
AmrAL20XHr4-20/-30l_/-30/-40L 

— 

PAL20RS10 
Shared  Product 
Terms 

PAL20S10 

PAL20RS10 

PAL20RS8 

nil  r\s\  nt"*  a 

PAL20RS4 

1.44CR2 
1.44CR2 
1.44CR2 
1 .44CR2 

DAI  onvmA 

PAL20X10A 
Exclusive  OR 

DAI  ml  mi 

PAL20L10A 
PAL20X10A 
PAL20X8A 
PAL20X4A 

1 .44CR2 
1.44CR2 
1 .44CR2 
1 .44CR2 

PAL20X10 
Exclusive  OR 

PAL20L10 
PAL20X1 0 
PAL20X8 
PAL20X4 

1.44CR2 
1 .44CR2 
1.44CR2 
1.44CR2 

AmPAL20U0 

AmPAL20L10B/-20/AL 

AmPi 

\L20RP10 

AmPAL22P10B/AL/A 

AmPAL20RP10B/AL/A 

AmPAL20RP8B/AL/A 

AmPAL20RP6B/AL/A 

AmPAL20RP4B/AL/A 

— 

PAL20R8B/B-2/A/A-2 

PAL20L8B/B-2/A/A-2 
PAL20R8B/B-2/A/A-2 
PAL20R6B/B-2/A/A-2 
PAL20R4B/B-2/A/A-2 

1.44CR2 
1 .44CR2 
1.44CR2 
1.44CR2 

PALC20R8Z 

Zero  Standby  Power 

PALC20L8Z-35/-45 
PALC20R8Z-35/-45 
PALC20R6Z-35/-45 
PALC20R4Z-35/-45 

1.44CR2 
1.44CR2 
1.44CR2 
1 .44CR2 

Decoder 

PAL6L1 6A 
PAL8L1 4A 

1 .44CR2 
1 .44CR2 

PAL12L10 
Combinatorial 

PAL12L10 

PAL14L8 

PAL16L6 

PAL18L4 

PAL20L2 

PAL20C1 

1.44CR2 
1.44CR2 
1.44CR2 
1.44CR2 
1 .44CR2 
1 .44CR2 

MegaPAL  Device 

PAL32R16 

PROSE  Device 

PMS14R21/A 

— 

Programmable  Logic 
Sequencer 

PLS1 05-37 
PLS1 67-33 

PI  C 1 RQ  QO 

rLolOO-oJ 

— 

Fuse  Programmable 
Controller 

Am29PL141 

Programmable  Event 
Generator 

Am2971 

ECL  Registered 

PAL10H/10020EV/EG8 

ECL  Combinatorial 
ECL  Latched 

PAL10H20P8 
PAL10H20G8 

Notes:  " — "  =  Contact  programmer  manufacturer. 

The  software  and  hardware  revisions  listed  are  the  earliest  revisions  that  support  these  products. 
Later  software  and  hardware  revisions  can  be  assumed  to  support  these  products. 


Micropross  1.0  rom  5000 

204-79040 
France 


20  Pin  Device  Families 


Software 

Family 

Product 

Rev. 

Sequencer 

AmPAL23S8-20/-25 



Msyncnronous 

DAI  1  CDAO 
r  ML  I  DnnO 

A  R 
4.0 

PAL16RP8A 

PAL16P8A 

3.5 

Programmable 

PAL16RP8A 

3.5 

roiarny 

DAI  1  CDDC  A 

rALlDnrbA 

n  c 
J.D 

DAI  1  P.OOA  A 
r  ML  1  Dnr4A 

o  c 
o.t> 

PAU6R8-10 

PAL16L8-10/H-15 

3.5 

PAL16R8-10/H-15 

3.5 

DAI  1  CDC  m/u  i*; 
r  ALi  brio- 1  U/rl- 1 0 

3.5 

DAI  Add  A  1f\/U  1C 

r  AL 1  ort4- 1  U/n- 1 0 

O.D 

PAU6R8D/B 

PAL1 6L8D/B 

3.5 

PAL16R8D/B 

3.5 

DAI  ICDCniD 

PAL16H6D/B 

3.5 

DAI  4CDiinjQ 

PAL16R4D/B 

3.5 

AmPAL16R8 

AmPALI  6L8/B/AL/A/Q/L 

— 

AmPALI  6R8/B/AL/A/Q/L 

AmPALI  6R6/B/AL/A/Q/L 



AmPALI  6R4/B/AL/A/Q/L 

— 

PAL16R8/B-2/B-4/ 

PAL1 6L8/B-2/B-4/A/A-2/A-4 

3.5 

A/A-2/A-4 

PAL1 6R8/B-2/B-4/A/A-2/A-4 

3.5 

PAL1 6R6/B-2/B-4/A/A-2/A-4 

3.5 

PAL1 6R4/B-2/B-4/A/A-2/A-4 

3.5 

PALC1 6R8Q-25 

PALC16L8Q-25 

(CMOS) 

PALC1 6R8Q-25 

PALC16R6Q-25 

PALC16R4Q-25 

AmPAL16HD8 

AmPALI  6H8A/L 

AmPALI  6HD8A/L 

AmPALI  6LD8A/L 

Arithmetic 

PAL16X4 

3.5 

Combinatorial 

AmPALI  8P8B/AL/A/Q/L 

PAL10H8 

PAL10H8/-2 

3.5 

Combinatorial 

PAL10L8/-2 

3.5 

PAL12H6/-2 

3.5 

PAL12L6/-2 

3.5 

PAL14H4/-2 

3.5 

PAL14L4/-2 

3.5 

PAL16H2/-2 

3.5 

PAL16L2/-2 

3.5 

PAL16C1/-2 

3.5 

24  Pin  and  MegaPAL  Device  Families 

Software 

Family 

Product 

Rev. 

Macrocell  (Async) 

AmPALC29MA16-35/-45 

Macrocell  (Sync) 

AmPALC29M16-35/-45 

Varied  with  XOR 

PAL32VX10/A 

4.51 

Varied  Product  Terms 

AmPAL22V10/-15/A 

Varied  Terms  (CMOS) 

PALC22V10H-25/35 

4.6 

Registered  XOR 

PAL22RX8A 

tVl  MonoUtMctiEMomoHe*  £1 
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Micropross 


Family 

Product 

Vii  ill  Hill  HI 

Rev. 

Asynchronous 

PAL20RA10-20 
PAL20RA10 

3.5 
3.5 

AmPAL20XRP10 

AmPAL22XP1 0-20/-30L/-30/-40L 
AmPAL20XRP1 0-20/-30L/-30/-40L 
AmPAL20XRP8-20/-30L/-307-40L 
AmPAL20XRP6-20/-30L/-30/-40L 
AmPAl  ?0XRP4-?0/-30l  /-30./-40I 



s 

.20RS10 
ired  Product 
ms 

PAL20S10 

PAL20RS10 

PAL20RS8 

PAI  5nP^A 
rMLzUno^ 

3.5 
3.5 
3.5 
o.o 

PAL20X10A 
Exclusive  OR 

dai  oni  ir»A 
PAL20X10A 
PAL20X8A 
PAL20X4A 

O.O 

3.5 
3.5 
3.5 

PAL20X10 
Exclusive  OR 

PAL20L10 

DAI  OrtV1  n 

PAL20X8 
PAL20X4 

3.5 

O.O 

3.5 
3.5 

AmPAL20L10 

AmPAL20L10B/-20/AL 

Am 

PAL20RP10 

AmPAL22P10B/AL/A 
AmPAL20RP1  OB/AL/A 
AmPAL20RP8B/AL/A 
AmPAL20RP6B/AL/A 

a-DAI  OnDDi(D;M  IK 

— 

PAL20R8B/B-2/A/A-2 

PAL20L867B-2/A/A-2 

DAI  OnOQQ/Q  O/A/A  O 

PAL20R6B/B-2/A/A-2 
PAL20R4B/B-2/A/A-2 

3.5 

O.O 

3.5 
3.5 

PA 

Zer 

-C20R8Z 

d  Standby  Power 

PALC20L8Z-35/-45 
PALC20R8Z-35/-45 
PALC20R6Z-35/-45 
PALC20R4Z-35/-45 

Dec 

.Oder 

PAL6L1 6A 
PAL8L14A 

4.6 
4.6 

PA 

Cor 

.12L10 
nblnatorial 

PAL12L10 

PAL14L8 

PAL16L6 

PAL18L4 

PAL20L2 

PAL20C1 

3.5 
3.5 
3.5 
3.5 
3.5 
3.5 

MegaPAL  Device 

PAL32R16 

PROSE  Device 

PMS14R21/A 

— 

Programmable  Logic 
Sequencer 

PLS 105-37 
PLS 167-33 

Dl  C i  CO  OO 

— 

Fuse  Programmable 
Controller 

Am29PL141 

Programmable  Event 
Generator 

Am2971 

ECL  Registered 

PAL10H/10020EV/EG8 

ECL  Combinatorial 
ECL  Latched 

PAL10H20P8 
PAL10H20G8 

4.6 
4.6 

Notes:  " — "  =  Contact  programmer  manufacturer. 

The  software  and  hardware  revisions  listed  are  the  earliest  revisions  that  support  these  products. 
Later  software  and  hardware  revisions  can  be  assumed  to  support  these  products. 


(408)  988-1118 


20  Pin  Device  Families 


ZL  30 

ZM2200 

Family 

Product 

Code 

Rev. 

Rev. 

Sequencer 

AmPAL23S8-20/-25 







Asyncnronous 

DAI  -1  CD  AO 
rALl  bHAo 

OU-O/ 

ID 

PAL16RP8A 

PAL16P8A 

20-38 

30-35 

15 

Programmable 

DAI  1  CDDQ  A 

rALl  oHroA 

20-1 1 

30-35 

1  b 

Polarity 

DAI  1  CDDC  A 

rALl  briroA 

20-1 2 

30-35 

1 5 

DAI  1CDD/IA 

rALl  bHr4A 

20-13 

30-35 

15 

PAL16R8-10 

PAL16L8-10/H-15 

22-29 

30-39 

12 

DAI  iCDO  1  CVU  ,C 

r  AL  1  bHo-1  U/n-1 0 

22-30 

30-39 

12 

DAI  1  CDC  iA/Ll  1C 

rALl  brlb-1  U/n-1  o 

dd-<5] 

30-39 

1 2 

DAI  1CDil  in/Li  1C 

rALl  br.4-1  U/n-1  b 

oo  oo 
dd-Sd 

30-39 

1 2 

PAL16R8D/B 

PAL1 6L8D/B 

22-29 

30-39 

12 

DAI  icDon;n 
rALl  bnoU/D 

22-30 

30-39 

12 

DAI  1  CDCH/D 

rALl  bnbU/D 

22-31 

30-39 

1 2 

DAI  i  CD/  n  'P 

rALl  bri4U/D 

OO  OO 

dd-od 

on  oo 

1  o 
1  d 

AmPAL16R8 

AmPALI  6L8/B/AL/A/Q/L 

90-29 

30-35 

14 

AmPALI  6R8/B/AL/A/Q/L 

90-30 

30-35 

14 

A  mD  A  1  1CDC/D/AI  /  a  tt~\  l\ 

Amr  AL  l  bHb/bVAL/A/U/L 

on  OH 

90-31 

30-35 

1  A 

14 

A   riAl    4  r-r*i  A  ID  ;  A  1     '  A  /l— \  It 

AmPALI  6R4/B/AL/A/Q/L 

90-32 

30-35 

14 

PAL16R8/B-2/B-4/ 

PAL1 6L8/B-2/B-4/A/A-2/A-4 

20-29 

30-35 

14 

A/A-2/A-4 

PAL1 6R8/B-2/B-4/A/A-2/A-4 

20-30 

30-35 

14 

PAL1 6R6/B-2/B-4/A/A-2/A-4 

20-31 

30-35 

14 

r  ML  I  unl/D  * 

20-32 

30-35 

14 

PALC16R8Q-25 

PALC16L8Q-25 

(CMOS) 

PALC16R8Q-25 





— 

PALC16R6Q-25 

— 

— 

— 

PALC1 6R4Q-25 

— 

— 

— 

AmPALI  6HD8 

AmPALI  6H8A/L 

90-35 

30-35 

14 

AmPALI  6HD8A/L 

90-37 

30-35 

14 

AmPALI  6LD8A/L 

90-36 

30-35 

14 

A    "  '           * ' 

Arithmetic 

□  AI  1CVi 

rALl  DA4 

20-33 

30-35 

14 

Combinatorial 

AmPALI  8P8B/AL/A/Q/L 

90-10 

30-38 

19 

PAL10H8 

PAL10H8/-2 

20-20 

30-35 

14 

Combinatorial 

PAL10L8/-2 

20-25 

30-35 

14 

PAL12H6/-2 

20-21 

30-35 

14 

PAL12L6/-2 

20-26 

30-35 

14 

PAL14H4/-2 

20-22 

30-35 

14 

PAL14L4/-2 

20-27 

30-35 

14 

PAL16H2/-2 

20-23 

30-35 

14 

PAL16L2/-2 

20-28 

30-35 

14 

PAL16C1/-2 

20-24 

30-35 

14 

24  Pin  and  MegaPAL  Device  Families 

2L30 

ZM2200 

Family 

Product 

Code 

Rev. 

Rev. 

Macrocell  (Async) 

AmPALC29MA16-35/-45 

Macrocell  (Sync) 

AmPALC29M16-35/-45 

Varied  with  XOR 

PAL32VX10/A 

21-66 

23 

Varied  Product  Terms 

AmPAL22V10/-15/A 

91-70 

30-38 

10 

Varied  Terms  (CMOS) 

PALC22V10H-25/35 

Registered  XOR 

PAL22RX8A 

21-98 

23 

2.0  PPZ 
2.1  Module  ZM2200 


3-96 


Monolithic  Memories 


Progra 


Stag  Microsystems 


ZL  30 

ZM2200 

Family 

Product 

Code 

Rev. 

Rev. 

Asynchronous 

PAL20RA10-20 







PAL20RA10 

21-77 

30-37 

15 

Amt 

'AL20XRP10 

AmPAL22XP1 0-20/-30L/-30/-40L 

_ 

_ 



AmPAL20XRP1 0-20/-30L/-30/-40L 







AmPAL20XRP8-20/-30L/-30/-40L 







AmPAL20XRP6-20/-30L/-30/-40L 

— 

— 

— 

AmPAL20XRP4-20/-30L/-30/-40L 

— 

— 

— 

PAL20RS10 

PAL20S10 

21-81 

30-39 

15 

Shared  Product 

PAL20RS10 

21-80 

30-39 

15 

Terms 

PAL20RS8 

21-79 

30-39 

15 

PAL20RS4 

21-78 

30-39 

15 

PAL20X1  OA 

PAL20L10A 

21-60 

30-35 

12 

Exc 

usive  OR 

PAL20X10A 

21-61 

30-35 

12 

PAL20X8A 

21-62 

30-35 

12 

PAL20X4A 

21-63 

30-35 

12 

PAL20X10 

PAL20L10 

21-60 

30-35 

12 

Exclusive  OR 

PAL20X10 

21-61 

30-35 

12 

PAL20X8 

21-62 

30-35 

12 

PAL20X4 

21-63 

30-35 

12 

AmPAL20L10B/-20/AL 







Ami 

'AL20RP10 

AmPAL22P10B/AL/A 

AmPAL20RP1  OB/AL/A 







AmPAL20RP8B/AL/A 







AmPAL20RP6B/AL/A 







AmPAL20RP4B/AL/A 

— 

— 

— 

PAL20R8B/B-2/A/A-2 

PAL20L8B/B-2/A/A-2 

21-56 

30-35 

12 

PAL20R8B/B-2/A/A-2 

21-57 

30-35 

12 

PAL20R6B/B-2/A/A-2 

21-58 

30-35 

12 

PAL20R4B/B-2/A/A-2 

21-59 

30-35 

12 

PALC20R8Z 

PALC20L8Z-35/-45 

24-56 



23 

Zero  Standby  Power 

PALC20R8Z-35/-45 

24-57 



23 

PALC20R6Z-35/-45 

24-58 

— 

23 

PALC20R4Z-35/-45 

24-59 

— 

23 

Dec 

oder 

PAL6L16A 

— 

— 

— 

PAL8L14A 

— 

— 

— 

PAL12L10 

PAL12L10 

21-50 

30-35 

14 

Combinatorial 

PAL14L8 

21-51 

30-35 

14 

PAL16L6 

21-52 

30-35 

12 

PAL18L4 

21  -53 

30-35 

12 

PAL20L2 

21-54 

30-35 

12 

PAL20C1 

21-55 

30-35 

12 

Mega  PAL  Device 

PAL32R16 



PROSE  Device 

PMS14R21/A 

Programmable  Logic 

PI  91 

Sequencer 

PLS 167-33 

— 

— 

— 

PLS1 68-33 

Fuse  Programmable 

Am29PL141 

Controller 

Programmable  Event 

Am2971 

Generator 

ECL  Registered 

PAL10H/10020EV/EG8 

ECL  Combinatorial 

PAL10H20P8 

ECL  Latched 

PAL10H20G8 

Notes:  " — "  •  Contact  programmer  manufacturer. 

The  software  and  hardware  revisions  listed  are  the  earliest  revisions  that  support  these  products. 
Later  software  and  hardware  revisions  can  be  assumed  to  support  these  products. 
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Storey  Systems 

1.0  P240 

(214)  270-4135 

20  Pin  Device  Families 

Family 

Product 

Rev. 

Sequencer 

AmPAL23S8-20/-25 

Asynchronous 

PAL16RA8 

4.04 

PAL16RP8A 

Programmable 

Polarity 

PAL16P8A 

DAI  4  C  DDO  A 

PAL16RP8A 
PAL16RP6A 
PAL16RP4A 

4.0 
4.0 
4.0 

PAL16R8-10 

PAL16L8-10/H-15 
PAL16R8-10/H-15 
PAL16R6-10/H-15 
PAL16R4-10/H-15 

4.0 
4.0 
4.0 
4.0 

PAL16R8D/B 

PAL1 6L8D/B 
PAL1 6R8D/B 
PAL16R6D/B 
PAL1 6R4D/B 

4.0 
4.0 
4.0 
4.0 

AmPAL16R8 

AmPALI  6L8/B/AL/A/Q/L 
AmPALI  6R8/B/AL/A/Q/L 
AmPALI  6R6/B/AL/A/Q/L 
AmPALI  6R4/B/AL/A/Q/L 

— 

PAL16R8/B-2/B-4/ 
A/A-2/A-4 

PAL1 6L8/B-2/B-4/A/A-2/A-4 
PAL1 6R8/B-2/B-4/A/A-2/A-4 
PAL1 6R6/B-2/B-4/A/A-2/A-4 
PAL1 6R4/B-2/B-4/A/A-2/A-4 

2.0 

2.0 
2.0 
2.0 

PALC16R8Q-25 
(CMOS) 

PALC16L8Q-25 
PALC16R8Q-25 
PALC16R6Q-25 
PALC16R4Q-25 

AmPAL16HD8 

AmPALI  6H8A/L 
AmPALI  6HD8A/L 
AmPALI  6LD8A/L 

Arithmetic 

PAL16X4 

2.0 

Combinatorial 

AmPALI  8P8B/AL/A/Q/L 

PAL10H8 
Combinatorial 

PAL10H8/-2 
PAL10L8/-2 
PAL12H6/-2 
PAL12L6/-2 
PAL14H4/-2 
PAL14L4/-2 
PAL16H2/-2 
PAL16L2/-2 
PAL16C1/-2 

2.0 
2.0 
2.0 
2.0 
2.0 
2.0 
2.0 
2.0 
2.0 

24  Pin  and  MegaPAL  Device  Families 

Family 

Product 

Rev. 

Macrocell  (Async) 

AmPALC29MA1 6-35/-45 

Macrocell  (Sync) 

AmPALC29M16-35/-45 

Varied  with  XOR 

PAL32VX10/A 

Varied  Product  Terms 

AmPAL22V10A15/A 

Varied  Terms  (CMOS) 

PALC22V10H-25/35 

Registered  XOR 

PAL22RX8A 

Programmer  Reference  Guide 


Storey  Systems 


Faml 

Product 

Rev. 

Asyn 

chronous 

PAL20RA10-20 
PAL20RA10 

4.04 

AmP 

AL20XRP10 

AmPAL22XP1 0-20/-30L/-30/-40L 
AmPAL20XRP1 0-20/-30L/-30/-40L 
AmPAL20XRP8-20/-30L/-30/-40L 
AmPAL20XRP6-20/-30L/-30/-40L 
AmrAL20XHr4-20/-30L/-30/-40L 

— 

PAL20RS10 
Shared  Product 
Terms 

PAL20S10 
PAL20RS10 
PAL20RS8 
PAL20RS4 

— 

PALS 
Excli 

0X1  OA 
islve  OR 

PAL20L10A 
PAL20X10A 
PAL20X8A 
PAL20X4A 

2.0 
2.0 
2.0 
2.0 

PAL20X10 
Exclusive  OR 

PAL20L10 
PAL20X10 
PAL20X8 
PAL20X4 

2.0 
2.0 
2.0 
2.0 

AmPAL20L10 

AmPAL20L10B/-20/AL 

AmP 

AL20RP10 

AmPAL22P10B/AL/A 

AmPAL20RP10B/AL/A 

AmPAL20RP8B/AL/A 

AmPAL20RP6B/AL/A 

AmPAL20RP4B/AL/A 

— 

PAL2 

0R8B/B-2/A/A-2 

PAL20L8B/B-2/A/A-2 

hai  a  a  o  a  n  in  m  a.  t  k  o 

PAL20R8B/B-2/A/A-2 
PAL20R6B/B-2/A/A-2 
PAL20R4B/B-2/A/A-2 

2.0 
2.0 
2.0 
2.0 

PALC 
Zero 

J20R8Z 

Standby  Power 

PALC20L8Z-35/-45 
PALC20R8Z-35/-45 
PALC20R6Z-35/-45 
PALC20R4Z-35/-45 

— 

Deco 

der 

PAL6L16A 
PAL8L1 4A 

PAL1 
Com 

2L10 
alnatorlal 

PAL12L10 

PAL14L8 

PAL16L6 

PAL18L4 

PAL20L2 

PAL20C1 

2.0 
2.0 
2.0 
2.0 
2.0 
2.0 

Mege 

PAL  Device 

PAL32R16 

PRO 

5E  Device 

PMS14R21/A 

— 

Prog 
Sequ 

rammable  Logic 
encer 

PLS1 05-37 
PLS1 67-33 

Dl  CI  CO  OO 

— 

Fuse 
Cont 

Programmable 
roller 

Am29PL141 

Programmable  Event 
Generator 

Am2971 

ECL  Registered 

PAL10H/10020EV/EG8 

ECL 
ECL 

Combinatorial 
Latched 

PAL10H20P8 
PAL10H20G8 

Notes:  " — "  =  Contact  programmer  manufacturer. 

The  software  and  hardware  revisions  listed  are  the  earliest  revisions  that  support  these  products. 
Later  software  and  hardware  revisions  can  be  assumed  to  support  these  products. 
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Structured  Design  1.0  sd  20/24 

2.0  sd  1000 

(408)  988-0725 


20  Pin  Device  Families 


SD  20/24 

SD  1000 

Family 

Product 

Rev. 

Rev. 

Sequencer 

AmPAL23S8-20/-25 

— 

— 

Asynchronous 

PAL16RA8 





DAI  1CDDQA 

rAUonrBA 

DAI  1  EDO  A 

rAL l DroA 

Programmable 

PAL  1  bnroA 

r Oldi  fly 

DAI  ICDpCA 

PAL16RP4A 

PALI  ono-1 0 

DAI  4  el  O  A  n  /1_J  4  c 

PALI  6L8-1 0/H-1 5 

1.05 

PAL16R8-10/H-15 

1.05 

PAI  1  RRR  1  fl/H  1  R 
r  ML  I  Driu-  i  u/n-  to 

l  .uo 

PAL16R4-10/H-15 

1.05 

PAL16R8D/B 

PAL16L8D/B 

— 

1.05 

PAL16R8D/B 

1.05 

PAI  1  RRfin/R 

(ML  I  DnU  \J  1 D 

1 

I  .uo 

PAL1 6R4D/B 

1.05 

AmPAL16R8 

AmPALI  6L8/B/AL/A/Q/L 

1.05 

MfTlr  ML  I OntJ/D/ML/M/W/L 

l  .uo 

AmPALI  6R6/B/AL/A/Q/L 



1.05 

AmPALI  6R4/B/AL/A/Q/L 

— 

1.05 

PAL16R8/B-2/B-4/ 

PAL1 6L8/B-2/B-4/A/A-2/A-4 

1.6 

1.05 

A/A-2/A-4 

PAL1 6R8/B-2/B-4/A/A-2/A-4 

1.6 

1.05 

PAL1 6R6/B-2/B-4/A/A-2/A-4 

1.6 

1.05 

PAL1 6R4/B-2/B-4/A/A-2/A-4 

1.6 

1.05 

PALC16R8Q-25 

PALC16L8Q-25 

(CMOS) 

PALC16R8Q-25 

PALC16R6Q-25 

PALC1 6R4Q-25 

AmPAl  IfiNDfl 
HinrHL  1  onuo 

AmPAl  1  RHflA/l 
MIIlrML  lUnOM/L 

I  .uo 

AmPALI  6HD8A/L 

1.05 

AmPALI  6LD8A/L 

1.05 

Arithmetic 

PAL16X4 

1.6 

1.05 

Combinatorial 

AmPALI  8P8B/AL/A/Q/L 

1.05 

PAL10H8 

PAL10H8/-2 

1.6 

1.05 

Combinatorial 

PAL10L8/-2 

1.6 

1.05 

PAL12H6/-2 

1.6 

1.05 

PAL12L6/-2 

1.6 

1.05 

PAL14H4/-2 

1.6 

1.05 

PAL14L4/-2 

1.6 

1.05 

PAL16H2/-2 

1.6 

1.05 

PAL16L2/-2 

1.6 

1.05 

PAL16C1/-2 

1.6 

1.05 

24  Pin  and  MegaPal  Device  Families 

SD  20/24 

SD  1000 

Family 

Product 

Rev. 

Rev. 

Macrocell  (Async) 

AmPALC29MA1 6-35A45 

Macrocell  (Sync) 

AmPALC29M16-35/-45 

Varied  with  XOR 

PAL32VX10/A 

Varied  Product  Terms 

AmPAL22V10/-15/A 

1.05 

Varied  Terms  (CMOS) 

PALC22V10H-25/35 

Registered  XOR 

PAL22RX8A 
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Structured  Design 


Famll 

1 

Product 

SD  20/24 
Rev. 

SD  1000 
Rev. 

Async 

shronous 

PAL20RA10-20 
PAL20RA10 

AmP/ 

lL20XRP10 

AmPAL22XP1 0-20/-30L/-30/-40L 
AmPAL20XRP1 0-20/-30L/-30/-40L 
AmPAL20XRP8-20/-30L/-30/-40L 
AmPAL20XRP6-20/-30L/-30/-40L 
AmrAL20XHH4-20/-30L/-30/-40L 

— 

— 

PAL2 

Share 
Terms 

3RS10 
d  Product 

i 

PAL20S10 
PAL20RS10 
PAL20RS8 
PAL20RS4 

— 

— 

PAL2 
Exclu 

)X10A 
slve  OR 

PAL20L10A 
PAL20X1  OA 
PAL20X8A 
PAL20X4A 

1.6 
1.6 
1.6 
1.6 

1.05 
1.05 
1.05 
1.05 

PAL20X10 
Exclusive  OR 

PAL20L10 
PAL20X1 0 
PAL20X8 
PAL20X4 

1.6 
1.6 
1.6 

1.6 

1.05 
1.05 
1.05 
1.05 

AmP/ 

LL20L10 

AmPAL20L10B/-20/AL 

AmP/ 

IL20RP10 

AmPAL22P10B/AL/A 
AmPAL20RP1  OB/AL/A 
AmPAL20RP8B/AL/A 
AmPAL20RP6B/AL/A 
AmPAL20RP4B/AL/A 

— 

— 

PAL2 

)R8B/B-2/A/A-2 

PAL20L8B/B-2/A/A-2 
PAL20R8B/B-2/A/A-2 
PAL20R6B/B-2/A/A-2 
PAL20R4B/B-2/A/A-2 

1.6 
1.6 
1.6 
1.6 

1.05 
1.05 
1.05 
1.05 

PALC 
Zero  J 

20R8Z 

Standby  Power 

PALC20L8Z-35/-45 
PALC20R8Z-35/-45 
PALC20R6Z-35/-45 
PALC20R4Z-35/-45 

— 

— 

Decoc 

er 

PAL6L1 6A 
PAI  fll  1 4A 

— 

— 

PAL1! 
Comb 

!L10 
Inatorial 

PAL12L10 

PAL14L8 

PAL16L6 

PAL18L4 

PAL20L2 

PAL20C1 

1.6 
1.6 
1.6 
1.6 
1.6 
1.6 

1.05 
1.05 
1.05 
1.05 
1.05 
1.05 

MegaPAL  Device 

PAL32R16 

PROSE  Device 

PMS14R21/A 

— 

— 

Programmable  Logic 
Sequencer 

PLS1 05-37 
PLS1 67-33 
r  Lb  168-33 

■  — 

— 

Fuse  Programmable 
Controller 

Am29PL141 

Programmable  Event 
Generator 

Am2971 

ECL  Registered 

PAL10H/10020EV/EG8 

ECLC 
ECL  L 

omblnatorial 
atched 

PAL10H20P8 
PAL10H20G8 

Notes: 


" — "  =  Contact  programmer  manufacturer. 

The  software  and  hardware  revisions  listed  are  the  earliest  revisions  that  support  these  products. 
Later  software  and  hardware  revisions  can  be  assumed  to  support  these  products. 
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Varix 

1  0  Omni  Proorammer 

1  1  AdaDtpr  HVX5A-B01 

(214)  437-0777 

1.2  Adapter  A01 

20  Pin  Device  Families 

Softwsro 

Family 

PrnHi  if*t 
riuuuu 

R©v. 

Sequencer 

AmPAL23S8-20/-25 

— 

Asynchronous 

PAL16RA8 

— 

PAL16RP8A 

PAL16P8A 

3.18 

Programmable 

PAL16RP8A 

3.18 

Polarity 

PAL16RP6A 

3.18 

PAL16RP4A 

3.18 

PAL16R8-10 

PAL16L8-10/H-15 

3.18 

PAL16R8-10/H-15 

3.18 

PAL16R6-10/H-15 

3.18 

PAL16R4-10/H-15 

3.18 

PAL1 6R8D/B 

PAL1 6L8D/B 

3.18 

PAL16R8D/B 

3.18 

PAL16R6D/B 

3.18 

PAL1 6R4D/B 

3.18 

AmPAL16R8 

AmPALI  6L8/B/AL/A/Q/L 



AmPALI  6R8/B/AL/A/Q/L 



AmPALI  6R6/B/AL/A/Q/L 

— 

AmPALI  6R4/B/AL/A/Q/L 

— 

PAL16R8/B-2/B-4/ 

PAL1 6L8/B-2/B-4/A/A-2/A-4 

3.18 

A/A-2/A-4 

PAL1 6R8/B-2/B-4/A/A-2/A-4 

3.18 

PAL1 6R6/B-2/B-4/A/A-2/A-4 

3.18 

PAL1 6R4/B-2/B-4/A/A-2/A-4 

3.18 

PALC16R8Q-25 

PALC16L8Q-25 



(CMOS) 

PALC16R8Q-25 

— 

PALC1 6R6Q-25 

PALC1 6R4Q-25 

AmrALl  onUo 

AmDAI  ICUQAfl 

AmrAL  1  DntJA/L 

AmrAL  t  DMUo/vL 

Amr  AL 1  DLUoA/L 

Arithmetic 

PAL16X4 

3.18 

Combinatorial 

AmPALI  8P8B/AL/A/Q/L 

PAL10H8 

PAL1 0H8/-2 

3.18 

Combinatorial 

PAL1 0L8/-2 

3.18 

PAL12H6/-2 

3.18 

PAL12L6/-2 

3il8 

PAL14H4/-2 

3.18 

PAL14L4/-2 

3.18 

PAL16H2/-2 

3.18 

PAL16L2/-2 

3.18 

PAL16C1/-2 

3.18 

24  Pin  and  MegaPAL  Device  Families 

Software 

Family 

Product 

Rev. 

Macrocell  (Async) 

AmPALC29MA16-35/-45 

Macrocell  (Sync) 

AmPALC29M16-35/-45 

Varied  with  XOR 

PAL32VX1 0/A 

5.00A 

Varied  Product  Terms 

AmPAL22V10/-15/A 

Varied  Terms  (CMOS) 

PALC22V10H-25/35 

5.00A 

Registered  XOR 

PAL22RX8A 

5.00A 
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Varix 


Famll 

/ 

Product 

Software 
Rev. 

Asyn< 

:hronous 

PAL20RA10-20 
PAL20RA10 

3.18 

AmP/ 

IL20XRP10 

AmPAL22XP1 0-20/-30L/-30/-40L 
AmPAL20XRP1 0-20/-30L/-30/-40L 
AmPAL20XRP8-20/-30L/-30/-40L 
AmPAL20XRP6-20/-30U-30/-40L 
AmPAL20XRP4-20/-30L/-30/-40L 

PAL20RS10 
Shared  Product 
Terms 

PAL20S10 
PAL20RS10 
PAL20RS8 
PAL20RS4 

— 
— 

PAL20X1  OA 
Exclusive  OR 

PAL20L10A 
PAL20X10A 
PAL20X8A 
PAL20X4A 

3.18 
3.18 
3.18 
3.18 

PAL20X10 
Exclusive  OR 

PAL20L10 
PAL20X1 0 
PAL20X8 
PAL20X4 

3.18 
3.18 
3.18 
3.18 

AmP/ 

lL20L10 

AmPAL20L10B/-20/AL 

AmP/ 

,L20RP10 

AmPAL22P10B/AL/A 
AmPAL20RP1  OB/AL/A 
AmPAL20RP8B/AL/A 
AmPAL20RP6B/AL/A 
AmPAL20RP4B/AL/A 

— 

PAL20R8B/B-2/A/A-2 

PAL20L8B/B-2/A/A-2 
PAL20R8B/B-2/A/A-2 
PAL20R6B/B-2/A/A-2 
PAL20R4B/B-2/A/A-2 

3.18 
3.18 
3.18 
3.18 

PALC20R8Z 

Zero  Standby  Power 

PALC20L8Z-35/-45 
PALC20R8Z-35/-45 
PALC20R6Z-35/-45 
PALC20R4Z-35/-45 

5.0 
5.0 
5.0 
5.0 

Decoder 

PAL6L16A 
PAL8L14A 

3.18 
3.18 

PAL1 
Comb 

2L10 
inatorlal 

PAL12L10 

PAL14L8 

PAL16L6 

PAL18L4 

PAL20L2 

PAL20C1 

3.18 
3.18 
3.18 
3.18 
3.18 
3.18 

MegaPAL  Device 

PAL32R16 

PROSE  Device 

PMS14R21/A 

5.00A 

Progr 
Sequ< 

ammable  Logic 
incer 

PLS 105-37 
PLS1 67-33 
PLS1 68-33 

Fuse  Programmable 
Controller 

Am29PL141 

Programmable  Event 
Generator 

Am2971 

ECL  Registered 

PAL10H/10020EV/EG8 

ECL  Combinatorial 
ECL  Latched 

PAL10H20P8 
PAL10H20G8 

Notes:  " — '  =  Contact  programmer  manufacturer. 

The  software  and  hardware  revisions  listed  are  the  earliest  revisions  that  support  these  products. 
Later  software  and  hardware  revisions  can  be  assumed  to  support  these  products. 
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ProPAL,  HAL  and  ZHALdevices  are  programmable  logicdevices 
that  are  programmed,  marked  and  functionally  tested  by  Mono- 
lithic Memories.  Our  functional  testing  offers  the  user  board- 
ready  product  at  quality  levels  as  stringent  as  50  Parts  Per  Million 
(PPM),  providing  significant  benefits  in  both  quality  and  manufac- 
turing cost  savings.  The  ProPAL,  HAL  and  ZHALdevice  program 
provides  system  manufacturers  a  risk-free  migration  path  from 
system  prototype  to  full  production  with  extremely  high-quality, 
board-ready  devices. 

ProPAL  Devices 

ProPAL  (Programmed  PAL)  devices  are  simply  PAL  devices  that 
Monolithic  Memories  programs  and  tests  for  you.  You  receive  a 
fully  functional  device  without  having  to  do  any  programming  and 
testing,  and  still  have  the  flexibility  to  handle  design  changes 

easily. 

HAL  Devices 

HAL  (Hard  Array  Logic)  devices  are  to  PAL  devices  as  ROMs  are 
to  PROMs.  Instead  of  fuses  in  the  logic  array,  your  pattern  is 
implemented  using  metal  links  that  are  masked  in  during  wafer 
fabrication. 

ZHAL  Devices 

ZHAL  devices  are  Zero-Standby-Power  CMOS  HAL  devices. 
These  devices  can  implement  any  pattern  from  our  standard  and 
combinatorial  20-pin  and  24-pin  PAL  device  families  with  the 
greatly  reduced  power  consumption  only  CMOS  can  offer. 

All  ZHAL  devices  are  fully  HC/HCT  compatible,  making  them 
easy  to  use  in  TTL  and  CMOS  environments. 

Should  You  Use  a  ProPAL,  HAL  or 
ZHAL  Device? 

PAL  devices  offer  the  flexibility  and  convenience  needed  for 
prototyping  your  innovative  designs.  They  provide  a  means  for 


designing  an  efficient  system  by  integrating  functions  and  saving 
board  space.  For  design,  prototyping  and  low-volume  produc- 
tion, it  makes  sense  to  program  and  test  your  own  PAL  devices. 
You  always  have  the  option  of  making  last-minute  design  tweaks 
as  you  fine-tune  your  system  design. 

Once  your  production  volumes  begin  to  ramp  up  to  higher 
volumes  our  ProPAL,  HAL  and  ZHAL  device  offerings  provide  a 
cost-effective  solution. 

At  modest  initial  volumes,  ProPAL  devices  provide  the  best  solu- 
tion by  eliminating  programming  and  testing  needs  while  retain- 
ing enough  flexibility  to  accommodate  design  changes.  We  offer 
three  different  testing  options  for  ProPAL  devices,  which  are 
described  below.  A  detailed  technical  description  of  what  these 
testing  options  involve  follows  in  the  functional  testing  section. 

The  AutoVec™  option  provides  a  cost-effective  solution  for  low- 
volume  business  (as  few  as  250  devices/pattern)  at  a  typical 
quality  level  of  500-700  PPM. 

When  your  volumes  reach  a  moderate  volume  of  a  few  thousand 
devices  per  year  for  each  pattern,  straight-functional  or  AC- 
functional  tested  ProPAL  devices  provide  the  right  solution. 
Straight-functional  testing  provides  typical  quality  levels  of  200- 
400  PPM,  and  AC-functional  testing  provides  50  PPM  level 
quality.  Of  course  the  AutoVec  option  is  available  for  these  larger 
volumes,  but  larger  volume  business  is  usually  handled  with  the 
straight-functional  or  AC-functional  testing  options. 

When  your  design  has  stabilized  and  your  production  volume  has 
ramped  up  to  several  thousand  devices  per  year,  HAL  or  ZHAL 
devices  are  the  most  cost-effective  way  to  purchase  your  pro- 
grammable logic.  All  HAL  and  ZHAL  devices  are  fully  AC- 
functional  tested  and  have  final  quality  levels  of  better  than  50 
PPM. 

The  quality  levels  provided  by  the  various  ProPAL,  HAL  and 
ZHAL  device  options  are  summarized  in  Table  1 . 


TESTING  OPTION 

AUTOVEC™ 

STRAIGHT 
FUNCTIONAL 

AC- 
FUNCTIONAL 

DEVICE  TYPeX 

ProPAL  Devices 
HAL  Devices 
ZHAL  Devices 

500-700  PPM 
N/A 
N/A 

200-400  PPM 
N/A 
N/A 

50  PPM 
50  PPM 
50  PPM 

Alternatives  in  the  ProPAL,  HAL  and  ZHAL  Devices  Program. 
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Quality  and  Cost  Savings 

The  quality  and  cost  savings  benefits  the  ProPAL,  HAL  and  ZHAL 
device  program  offers  are  substantial.  The  investment  the  PAL 
device  user  makes  in  ProPAL,  HAL  or  ZHAL  devices  yields  a 
significant  return  in  product  quality  and  manufacturing  savings. 

The  quality  is  a  result  of  our  many  years  and  millions  of  units  of 
experience  in  the  design,  manufacture,  programming  and  testing 
of  PALdevices.  This  experience  lets  us  provide  PALdevice  users 
finished  quality  levels  as  stringent  as  50  PPM. 

The  reduced  manufacturing  costs  are  derived  from  the  high 
quality  provided  by  the  ProPAL,  HAL  and  ZHAL  device  (quality 
that  results  in  increased  manufacturing  yield)  and  reduced  com- 
ponent processing  and  handling  costs. 

The  manufacturing  yield  (the  number  of  working  systems  pro- 
duced as  a  percentage  of  total  number  of  systems  produced)  is 
a  function  of  the  quality  of  the  components  in  a  system.  Increas- 
ing the  quality  of  the  components  naturally  increases  the  manu- 
facturing yield.  Table  2  is  atabulationof  values  demonstrating  the 
relationship  between  component  quality  and  manufacturing 
yield. 

Additional  manufacturing  cost  savings  come  in  reduced  process- 
ing and  handling  costs.  Purchasing  pre-programmed  and  func- 
tionally tested  devices  direct  from  the  factory  eliminates  the  need 
for  the  user  to  perform  any  programming  or  functional  testing. 
This  eliminates  the  need  for  the  user  to  carry  all  the  associated 
overhead: 

•  Programming  (programmer  equipment  cost,  floor  space,  main- 
tenance and  calibration,  operator  costs) 

•  Labeling/stripping/marking  (equipment cost,  floorspace,  main- 
tenance, operator  costs) 

■  Vector  generation  (computer/software  costs,  engineering 
costs) 

•  Testing  (equipment  costs,  operator  costs) 

•  Elimination  of  sockets  (which  allows  for  auto-insertion) 

Also,  when  ProPAL,  HAL  or  ZHAL  devices  are  utilized,  handling- 
related  rejects  are  virtually  eliminated.  We  have  found  handling 
errors  to  be  one  of  the  largest  sources  of  rejects.  Mixed  device 
types,  mixed  bit  patterns,  mixed  reject  and  good  devices,  bent 
leads  and  ESD  damaged  devices  can  all  result  in  board-level 


failures,  failures  that  can  be  avoided  with  ProPAL,  HAL  or  ZHAL 
devices.  ProPAL,  HAL  and  ZHAL  devices  come  programmed, 
marked  and  fully  tested,  ready  to  godirectlyfrom  the  shipping  box 
to  the  production  floor. 

A  Cost  Savings  Example 

A  systems  manufacturer  produces  2000  systems  per  month, 
each  having  10  PALdevices  (total  20,000  PAL  devices/month). 
This  manufacturer's  cost  of  diagnosing  and  reworking  a  non- 
functional system  (at  system  test)  is  $150.  What  cost  benefits 
does  the  ProPAL,  HAL  and  ZHAL  devices  program  offer  this 
manufacturer? 

Case  I 

No  functional  testing  is  performed— 5000  PPM  board-level 
quality. 

Manufacturing  yield  (from  Table  2)  =  95.1% 
4.9%  or  98  systems/month  require  rework. 
At  $150/system,  total  rework  costs/month  are: 

98  X  $150  =  $14,700. 
At  20,000  devices/month,  rework  costs  are: 

$14,700/20,000  -  $0.73/device. 

Case  II 

AutoVec  testing  is  performed— 500  PPM  board-level  quality. 
Manufacturing  yield  (from  Table  1)  =  99.5%. 
0.5%  or  10  systems/month  require  rework. 
At  $150/system,  total  rework  costs/month  are: 

10  x  $150  =  $1500. 
At  20,000  devices/month,  rework  costs  are: 

$1500/20,000  =  $0.08/device. 


DEVICES/SYSTEM 

5 

10 

25 

50 

100 

PPM  \^ 

50 

99.975% 

99.95% 

99.87% 

99.75% 

99.5% 

500 

99.75% 

99.5% 

98.8% 

97.5% 

95% 

5000 

97.5% 

95.1% 

88% 

78% 

61% 

10,000 

95.1% 

91 .5% 

78% 

61% 

37% 

Table  2.  Manufacturing  Yield  for  Various  Component  Quality  Levels 
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Case  III 

AC-functional  testing  is  performed— 50  PPM  board-level  quality. 
Manufacturing  yield  (from  Table  2)  -  99.975%. 
0.025%  or  <  1  system/month  requires  rework. 
At  $150/system,  total  rework  costs/month  are: 
<$150. 

At  20,000  devices/month,  rework  costs  are: 

<  $150/20.000  =  $0.01 /device. 
Cost  Savings  (utilizing): 
Autovec  testing:  $0.73  -  $0.08  =  $0.65/device. 
AC-functional  testing:  $0.73  -  $0.01  -  $0.72/device. 
This  example  does  not  take  into  account  a  few  things: 

•  The  cost  of  the  manufacturer  doing  the  programming. 

•  Additional  manufacturing  cost  savings  (e.g.  elimination  of 
sockets  allowing  auto-insertion). 

•  The  cost  adder  for  ProPAL,  HAL  and  ZHAL  device  services. 

The  cost  of  doing  programming  varies  from  manufacturer  to 
manufacturer.  Generally,  unless  a  manufacturer  does  high 
volume  programming,  this  cost  can  be  substantial. 

Additionally,  other  manufacturing  cost  benefits  are  also  realized. 
If  PAL  devices  are  being  socketed,  the  high  quality  levels  of 
ProPAL,  HAL  and  ZHAL  devices  allow  for  elimination  of  those 
sockets  and  the  utilization  of  auto-insertion  in  the  manufacturing 
flow.  Board-ready  devices  also  lend  themselves  more  readily  to 
just-in-time  or  ship-to-stock  purchasing  and  manufacturing  pro- 
grams. 

The  cost  of  ProPAL,  HAL  and  ZHAL  device  services  depends  on 
a  number  of  factors  (device  type,  volume,  device  base  price).  It 
is  typically  much  less  than  it  costs  a  manufacturerto  program  and 
test  devices,  not  to  mention  the  savings  realized  through  the 
increased  quality. 

The  Importance  of  Functional  Testing 

Programming  is  final  manufacturing,  and  the  quality  of  a  pro- 
grammed device  must  be  verified  by  thorough  testing.  After 
programming,  adevice  is  "array  verified."  This  verification  checks 
the  fuse  array  to  verify  that  the  pattern  programmed  into  the 
device  is  correct.  However,  verification  does  not  guarantee 
functionality.  Devices  can  pass  array  verification  but  fail  in  the 
circuit  board.  These  are  called  post-programming  functional 
rejects.  Post-programming  functional  testing  simulates  the  ac- 
tual operation  of  the  device  to  verify  functionality.  This  testing 
detects  these  functional  rejects  before  they  get  into  your  system. 
The  typical  post-programming  functional  reject  rate  for  PAL 
devices  is  about  0.5-1.0%,  or  5000-10,000  PPM.  Our  AC- 
functional  testing  options  for  ProPAL,  HAL  and  ZHAL  devices 
offer  50  PPM  quality  levels. 


ProPAL,  HAL  and  ZHAL  Device 
Functional  Testing 

Thoroughfunctional  testing  is  at  the  heart  of  our  ProPAL,  HALand 
ZHAL  device  program.  We  offer  a  range  of  programming  and 
testing  options.  These  are  discussed  in  detail  in  this  section. 

All  functional  testing  of  PAL  devices  starts  with  test  vectors,  but 
the  similarity  ends  there,  because  when  it  comes  to  functional 
testing  of  PAL  devices,  all  vectors  are  not  alike.  They  range  in 
complexityfrom  simple,  short  pseudo-random  testing  sequences 
(e.g.  Data  l/O's  Fingerprint™  Test)  to  sophisticated  structured 
vectors  generated  by  expensive  software  programs  used  interac- 
tively by  dedicated  test  engineers. 

We  offer  a  sophisticated  brand  of  signature  analysis  testing  and 
two  types  of  structured  vector  testing.  The  signature  analysis 
testing  is  performed  on  the  AutoVec  tester.  The  two  structured 
vector  testing  options  are  straight-functional  vector  testing  and 
AC-functional  vector  testing.  Straight-functional  testing  provides 
full  functional  and  DC  threshold  testing.  AC-functional  testing 
includes  this  straight-functional  testing  plus  functional  testing  for 
AC  conditions.  The  following  is  a  brief  description  of  these  testing 
options  and  what  they  yield  in  final  quality. 

AutoVec  Testing 

The  AutoVec  tester  is  an  extremely  sophisticated  signature 
analysistester.  It  generates  a  sequence  of  upto  20  million  vectors 
via  a  proprietary  hardware-based  pseudo-random  vector  genera- 
tion algorithm.  These  vectors  provide  a  typical  quality  level  of 
500-700  PPM  for  finished  product. 

AutoVec  testing  requires  less  engineering  interaction  and  setup 
time  than  straight-functional  and  AC-functional  testing  (while  still 
providing  excellent  quality  levels),  and  the  business  conditions 
for  ProPAL  devices  produced  with  AutoVec  testing  are  more 
flexible.  These  more  flexible  business  conditions  include  lowered 
NREs  and  reduced  minimum  volume  requirements. 

Straight-Functional  Testing 

The  straight-functional  and  AC-functional  testing  options  offer  the 
next  level  of  quality  in  the  ProPAL,  HAL  and  ZHAL  device 
program.  The  increase  in  quality  is  a  result  of  the  increasingly 
sophisticated  structured  test  vectors  and  test  equipment  used  for 
testing. 

When  generating  vectors  for  this  level  of  testing  we  start  with  a 
transistor-level  schematic  of  the  device  under  test.  With  this  we 
can  model  internal  gate-level  stuck-at-faults.  Most  other  vector 
generation  packages  use  inexact  models — such  as  logic  diagram 
representations — as  the  basis  for  vector  generation.  With  our 
exact  device  representation  it  is  possible  to  cover  all  possible 
faults  of  the  internal  gates  (where  these  faults  can  occur). 

Monolithic  Memories  test  engineers,  using  proprietary  software, 
then  check  for  three-state  faulting.  This  is  in  addition  to  the  stuck- 
at  1  or  stuck-at  0  faulting  tested  by  most  commercially  available 
test  packages  and  conventional  testing  methods. 
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Monolithic  Memories  proprietary  software  is  then  used  to  check 
the  design  for  potential  design  problems  (e.g.  race  conditions). 
Additional  vectors  are  added  as  needed  to  test  for  these  condi- 
tions and  guarantee  reproducible  test  results. 

In  the  process  Monolithic  Memories  test  engineers  interactively 
add  vectors  until  1 00%  of  the  detectable  faults  are  covered.  The 
end  result:  guaranteed  90%  fault  coverage  on  every  pattern  we 
test,  with  typical  fault  coverage  >95%  and  typical  system  quality 
levels  of  200-400  PPM.  If  90%  fault  coverage  cannot  be 
obtained  our  Field  Application  Engineers  will  work  with  the 
customer  to  improve  the  testability  of  the  design,  or  we  will 
continue  processing  your  product  upon  receipt  of  a  signed  waiver. 

AC-Functional  Testing 

The  starting  point  for  AC-functional  testing  is  the  straight-func- 
tional DC  vector  set.  The  excellent  functional  testing  coverage 
the  straight  functional  vectors  provide  is  now  extended  to  thresh- 
old condition  AC  testing.  Monolithic  Memories  test  engineers, 
working  with  additional  proprietary  in-house  "intelligent"  soft- 
ware, use  these  vectors  as  the  basis  for  generating  their  AC  test 
vectors.  For  high-quality  AC  testing,  the  design  must  be  consid- 
ered. Multiple  feedback  paths  must  be  accounted  for  in  the 
testing  sequence.  These  "intelligent"  software  packages  "learn" 
the  design  and  flag  the  test  engineer  when  special  AC  testing 
considerations  are  found.  In  this  iterative  process  the  engineer 
adds  vectors  to  cover  AC  testing  conditions.  Typically,  the 
number  of  DC  functional  vectors  is  doubled  or  tripled  for  full  AC 
testing  coverage.  The  expanded  set  of  vectors  is  incorporated 
into  a  test  program  that  performs  DC,  functional,  threshold-func- 
tional and  AC-functional  testing,  all  at  the  VCC  extremes. 


The  end  result  is  excellent  system  level  quality  of  <  50  PPM. 

When  you  utilize  our  ProPAL,  HAL  and  ZHAL  devices  program 
you  are  getting  tremendous  quality  and  manufacturing  cost 
benefits— semicustom  product  without  the  risks: 

•  You  can  prototype  your  system  and  start  production  with 
standard  PAL  devices. 

•  The  Non-Recurring  Engineering  (NRE)  charges  for  ProPAL, 
HAL  and  ZHAL  devices  devices  are  far  lower  than  those 
normally  required  for  a  semicustom  circuit,  and  can  be 
amortized  over  your  first  production  quantity. 

•  You  save  on  the  cost  of  programming  and  testing  devices.  This 
also  shortens  your  production  cycle,  since  you  can  plug  the 
devices  into  the  socket  with  no  additional  processing. 

•  You  save  on  the  costs  of  generating  test  programs  and  func- 
tionally testing  devices.  All  devices  are  fully  functionally  tested 
before  they  leave  the  factory. 

•  We  provide  you  with  custom  marking.  This  saves  you  the  ad- 
ded expense  of  stripping  the  mark  from  standard  devices  and 
remarking  them  with  your  own  mark. 

•  You  eliminate  handling  errors.  When  you  use  ProPAL,  HALand 
ZHAL  devices,  you  are  receiving  board-ready  product.  No 
need  to  program,  mark  or  test.  And  the  elimination  of  these 
extra  processing  steps  means  the  elimination  of  many  handling 
steps,  which  can  be  the  number  one  cause  of  component 
defects. 

•  You  eliminate  or  reduce  board  and  system-level  reworking. 
The  high  quality  levels  provided  by  our  ProPAL,  HAL  and  ZHAL 
device  offerings  significantly  reduces  board  reworking  costs. 


Testability 


Introduction 

With  digital  logic  design,  it  is  all  too  easy  to  design  a  circuit  which 
merely  implements  a  specified  function.  When  production  starts 
it  is  suddenly  found  that  the  circuit  cannot  be  tested,  or  perhaps 
that  tests  cannot  be  performed  economically.  Dealing  with  this 
situation  can,  at  the  very  least,  have  a  negative  impact  on  the  in- 
troduction of  the  system  into  the  marketplace. 

Potential  headache  can  be  avoided  by  taking  test  issues  into 
consideration  during  the  initial  design.  Instead  of  just  designing  a 
circuit  which  implements  a  specified  function,  which  is  the  bare 
minimum  that  must  be  accomplished,  that  function  needs  to  be 
implemented  in  a  manner  which  can  be  tested. 

The  purpose  of  this  section  is  to  establish  the  notion  of  testability 
and  its  importance,  and  then  to  provide  ways  of  avoiding  the  most 
common  untestable  circuits.  The  issues  will  be  discussed  primar- 
ily in  the  context  of  logic  design  in  PLD's,  although  they  are  also 
relevant  for  general  logic  design. 

After  testability  has  been  discussed  for  general  circuits,  some 
specific  testability  circuitry  on  the  PROSE  device  will  be  dis- 
cussed. Finally,  test  vectors  will  be  reviewed.  Various  kinds  of 
vectors  are  mentioned,  and  the  general  tools  available  for  vector 
generation  will  be  summarized. 

Defining  Testability  —  A  Qualitative 
Look 

A  completely  testable  design  is  one  in  which  any  and  all  device 
faults  can  be  systematically  detected. 

First  note  that  the  issue  isone  of  devices,  not  designs.  The  design 
itself  must  work  as  specified;  that  is  the  main  job  of  the  design 
engineer.  Once  the  design  is  implemented  in  a  device,  the  issue 
is  how  to  test  the  device  to  make  sure  that  the  design  has  been 
correctly  implemented.  Throughout  this  paper,  then,  it  will  be 
assumed  that  a  particular  design  works  as  is;  we  will  just  be 
addressing  its  testability. 

The  easiest  and  most  effective  means  of  testing  a  circuit  is 
through  a  systematic  series  of  tests.  A  random  set  of  tests  may 
also  do  well,  but  does  not  yield  much  information  regarding  the 
testability  of  a  circuit  itself.  No  number  of  random  (or  systematic) 
vectors  can  test  an  inherently  untestable  circuit. 

In  order  to  be  able  to  perform  a  systematic  test  sequence,  every 
part  of  the  circuit  under  test  must  be  accessible,  so  that  it  can  be 
controlled.  Only  then  can  each  node  be  forced  high  or  low  as 
needed.  This  is  essentially  a  requirement  of  complete  controlla- 
bility of  the  circuit. 


In  order  to  be  able  to  detect  faults  every  part  of  the  circuit  must 
also  be  visible  to  the  outside  world,  so  that  the  results  of  each  test 
can  be  observed.  In  this  manner,  each  node  can  be  inspected  to 
determine  its  logic  level.  This  requires  complete  observability. 

These  are,  of  course,  the  age-old  issues  of  controllability  and 
observability,  which  are  as  important  for  digital  logic  circuits  as 
they  are  for  so  many  other  kinds  of  systems.  If  any  portion  of  a 
circuit  is  uncontrollable  or  unobservable,  then  the  testability  of  the 
entire  circuit  is  compromised. 

Figure  1  shows  a  couple  of  completely  untestable  circuits.  The 
integrity  of  the  top  input  in  Figure  1a  can  never  be  verified.  No 
matter  whether  it  is  shorted  to  ground,  to  Vcc,  or  whether  it  is 
functioning  correctly,  the  output  will  be  the  same.  That  is  to  say, 
any  faults  on  the  top  input  cannot  be  observed  at  the  output. 

The  circuit  in  Figure  1a  would  appear  pretty  useless  as  is.  It  is 
possible,  however,  that  instead  of  being  directly  grounded,  the 
second  input  may  be  driven  by  some  distant  signal,  possibly  on 
a  different  PC  board,  which  happens  to  be  a  a  logic  low.  If  you 
cannot  bring  this  line  to  a  logic  high,  then  it  might  as  well  be 
grounded. 

The  circuit  in  Figure  1  b  essentially  has  no  input.  This  circuit  can 
be  thought  of  as  a  latch,  but  there  is  no  way  to  change  its  logic 
state.  Therefore,  it  is  completely  uncontrollable. 


a.  Unobservable 


b.  Uncontrollable 
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Figure  1.  Untestable  Circuits 

Quantifying  Testability 

In  theory,  if  we  want  to  quantify  the  testability  of  a  given  circuit,  we 
might  first  attempt  to  make  a  list  of  all  possible  things  that  could 
go  wrong  with  a  circuit  (no  matter  how  unlikely),  and  then  verify 
that  all  such  "faults"  can  be  tested,  in  all  combinations  and 
permutations.  But  for  a  circuit  of  any  significance  whatsoever,  it 
will  rapidly  become  apparent  that  this  is  not  a  practical  solution. 
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What  we  need  instead  is  a  measure  which  can  give  an  empirically 
reliable  indication  of  the  testability  of  a  circuit,  or  of  the  quality  of 
a  given  set  of  tests.  There  are  several  different  such  measures, 
but  the  most  popular  of  these  is  the  single  stuck-at  faults  model. 

There  are  several  ways  of  analyzing  circuits  for  single  stuck-at 
faults.  For  very  large  circuits,  various  testability  analysis  schemes 
have  been  developed.  However,  for  smaller  circuits,  especially  of 
the  size  that  would  be  put  into  a  PLD,  the  more  common  method 
uses  simulation. 

Simulating  Single  Stuck-At  Faults 

A  given  circuit  is  first  simulated.  The  quality  of  the  simulation  is 
important;  the  more  complete  the  simulation  the  better.  A  thor- 
ough simulation  can  then  serve  as  a  benchmark  test  sequence 
later.  In  this  way,  the  fault  simulation  procedure  also  allows  us  to 
measure  the  quality  of  a  given  simulation,  or  set  of  tests,  in 
addition  to  the  testability  of  the  circuit. 

The  results  of  the  simulation  are  recorded.  Next,  one  node  in  the 
circuit  is  modeled  with  a  "stuck-at"  fault  —  either  stuck-at-one 
(SA1 )  or  stuck-at-zero  (SAO),  as  shown  in  Figure  2.  The  circuit  is 
now  resimulated.  If  the  simulation  results  of  the  modified  circuit 
are  different  from  the  simulation  results  of  the  good  circuit,  then 
the  fault  was  detected.  If  not,  then  we  have  a  faulty  circuit  which 
appears  to  operate  correctly. 


STUCK-AT-ONE  (SA1) 


STUCK-AT-ZERO  (SAO) 

Figure  2.  Single  "Stuck-At"  Faults 

This  procedure  is  repeated  for  each  node,  one  node  at  a  time 
(hence  the  name  "single"  stuck-atfaults).  The  nodes  are  modeled 
with  both  SA1  and  SAO  faults,  so  that  for  N  nodes,  we  will  have 
2N  simulations.  If  of  those  2N  simulations,  D  of  them  produced 
simulation  results  different  from  those  of  the  original  circuit,  then 
we  say  that  this  simulation  tested  this  circuit  with  a  test  coverage 
of  D/(2N)*100%.  Whereas  this  specifically  tests  only  for  single 
faults,  experience  shows  that  it  is  also  a  good  test  for  multiple 
stuck-at  faults. 

Undetected  Faults 

Why  are  some  of  the  faults  not  detected?  For  simple  combinato- 
rial logic,  there  are  two  basic  reasons:  either  the  simulation  was 
not  complete  enough  to  find  thefault,  or  the  circuit  itself  cannot  be 
tested  for  the  fault.  So  when  an  undetected  fault  is  located,  the 
first  step  taken  is  to  add  vectors  to  the  simulations  which  will 
exercise  the  node  being  tested.  By  doing  this,  we  gradually 


improve  the  quality  of  the  simulation,  and  thus  the  quality  of  the 
test  sequence  that  we  can  use  in  production. 

H  is  possible  that  certain  nodes  will  have  undetectable  faults  for 
which  no  new  vectors  can  be  added.  These  are  the  result  of  an 
untestable  design.  It  is  the  joint  job  of  the  test  and  design 
engineers  to  generate  a  test  sequence  that  is  as  complete  as 
possible.  It  is  the  design  engineer's  responsibility  to  provide  a 
circuit  which  is  testable.  If  both  of  these  responsibilities  are 
carried  out,  the  result  will  be  a  testable  circuit  which  can  be  tested 
with  an  exhaustive  test  sequence.  This  will  yield  the  highest 
quality  system.  Note,  however,  that  the  overall  responsibility  is 
shared  between  the  design  and  test  engineers. 

Needless  to  say,  this  process  of  analyzing  the  testability  of  a 
circuit  is  not  done  all  by  hand;  software  aids  are  used.  There  are 
many  different  kinds  of  programs  that  run  on  many  different  kinds 
of  systems,  ranging  from  PCs  to  workstations  to  mainframes. 
Some  of  them  are  standalone  programs;  others  are  integrated 
into  larger  overall  environments.  Their  specific  capabilities  also 
vary,  but  in  general,  they  can  simulate  a  given  circuit  with  a  given 
set  of  vectors;  analyze  the  test  coverage  that  the  vectors  provide 
for  the  circuit;  and  generate  new  tests,  either  from  scratch  or  by 
improving  on  the  coverage  of  a  few  manually  generated  "seed" 
vectors.  Most  can  also  point  out  potential  problems  areas  of  a 
circuit,  such  as  race  conditions  and  logic  hazards. 

Finally,  one  frequently  asked  question  is  "So  what  if  there  is  afault 
that  can  never  be  detected.  Who  cares?"  Theoretically,  this 
question  is  not  unreasonable.  However,  most  companies  will  not 
feel  comfortable  telling  a  customer  "We  only  tested  half  of  the 
system,  but  if  anything  goes  wrong  with  theother  half,  you'll  never 
notice  it."  In  addition,  as  will  be  seen,  many  untestable  circuits 
occur  as  a  result  of  poor  design  practices. 

Testability  issues  for  sequential  circuits  have  implications  far 
beyond  the  test  bed.  Indeed,  failure  to  take  these  issues  into 
account  can  greatly  affect  the  normal  performance  of  a  system. 
The  key  for  state  machines  is  controllability.  The  challenge  is  to 
make  all  elements  of  the  circuit  controllable,  both  for  testing  and 
for  general  functionality. 

Designing  Testable  Combinatorial 
Circuits 

All  of  the  previous  procedures  dealt  mostly  with  the  ways  in  which 
existing  circuits  are  treated.  However,  if  a  finished  circuit  is  found 
to  be  untestable,  then  it  must  be  redesigned  for  testability.  An 
easier  approach  is  to  design  for  testability  from  the  beginning. 
Unfortunately  there  is  nodirect  recipe  foratestabledesign.  There 
are,  however,  many  common  ways  of  making  acircuit  untestable. 
Most  of  this  section  is  devoted  to  pointing  out  such  problems. 

The  simplest  kind  of  problem  is  redundant  logic.  Figure  3a  shows 
one  such  circuit,  ft  has  a  purely  redundant  product  term.  If  the 
output  of  either  of  the  product  terms  is  stuck  low,  for  any  reason, 
then  as  long  as  the  other  product  term  is  good,  the  fault  will  never 
be  visible  at  the  output. 

This  may  initially  look  like  a  benefit,  since  we  have  what  we  could 
call  a  "primary"  circuit  with  a  "backup."  One  can  cover  up  some  of 
the  failures  of  the  other  (but  not  all  failures).  If  this  kind  of 
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redundancy  is  truly  desired,  this  is  not  the  way  to  achieve  it.  When 
you  ship  out  this  circuit,  you  do  not  know  if  you  really  have  a 
working  primary  and  backup.  The  primary  may  already  be  mal- 
functioning; since  it  was  never  tested,  you  will  never  know.  If  you 
want  useful,  reliable  redundancy,  test  circuitry  must  be  added,  as 
in  Figure  3b,  so  that  each  part  of  the  circuit  can  be  independently 


A-B  +  A'B  .  A-B 
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a.  A  Purely  Redundant  Circuit 


-  A-B'PRIMARY 
+  A*B-BACKUP 
b.  Testable  Redundant  Circuit 

Figure  3.  Making  Redundancy  Testable 


Figure  4  shows  another  redundant  circuit.  Although  the  product 
terms  are  not  identical,  the  larger  AND  gate  is  really  redundant. 
Any  stuck-low  faults  at  the  output  of  this  gate  are  not  detectable. 


C-D-E  ♦  D-E  -  D"E 


Figure  4.  Circuit  with  a  Redundant  3-lnput  AND  Gate 

Reconvergent  Fanout 

Redundant  logic  is  a  special  case  of  what  is  called  reconvergent 
fanout.  This  is  a  term  that  refers  to  circuits  that  have  inputs 
splitting  up,  going  through  independent  logic  paths,  and  then 
reconverging  to  form  a  single  output,  as  shown  in  Figure  5.  When 
this  happens,  it  is  very  easy  to  introduce  untestable  nodes.  It  may 
not  be  easy  to  identify  where  such  nodes  are. 


J 
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FANS  OUT  RECONVERGES 

Figure  5.  Reconvergent  Fanout 

Figure  6  is  an  example  of  a  reconvergent  circuit.  The  inputs  are 
shared  between  two  different  product  terms,  which  are  eventually 
summed.  This  circuit  appears  harmless  enough,  but  it  turns  out 
that  the  node  indicated  by  "SA1 "  cannot  be  tested  for  a  stuck-at- 
one  condition.  In  other  words,  there  is  no  way  that  we  can 
guarantee  that  that  node  is  operating  correctly. 


5"^         «  a-bvc 
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Figure  6.  A  Reconvergent  Circuit  with  an  Untestable  Node 

It  is  worth  analyzing  this  circuit  a  bit  more  closely.  This  will  give 
some  insight  into  the  kinds  of  analyses  that  are  necessary  when 
evaluating  circuits  and  generating  tests,  and  into  the  ways  in 
which  untestable  nodes  are  created. 

If  we  wish  to  provethat  the  node  in  question  is  not  stuck  high,  then 
we  must  force  it  low  and  prove  that  we  were  successful  in  doing 
so.  Thus  we  have  two  requirements:  forcing  the  node  low,  and 
seeing  the  logic  low  on  the  output —controlling  and  observing  the 
node. 

First  we  raise  input  C  high  to  force  the  node  to  a  logic  low 
condition,  as  in  Figure  7a.  This  satisfies  our  controllability  require- 
ment. Next  we  need  to  provide  a  way  to  propagate  this  logic  low 
to  the  output  (Figure  7b).  This  is  referred  to  as  sensitizing  a  path 
to  the  output.  The  first  step  is  to  get  the  logic  low  past  the  AND 
gate.  But  if  either  input  A  or  B  is  low,  then  the  output  of  the  AND 
gate  will  be  low  regardless  of  the  node  being  tested.  Thus  we  must 
force  both  A  and  B  to  a  logic  high,  so  that  if  there  is  a  low  on  the 
output  of  the  AND  gate,  we  will  know  for  sure  that  it  came  from  the 
node  we  are  testing.  This  is  shown  in  Figure  7c. 
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Next  we  wish  to  get  the  logic  low  through  the  OR  gate  to  the 
output.  To  do  this,  we  must  insure  that  the  second  OR  input  is 
always  low;  if  it  is  high,  then  the  output  of  the  OR  gate  will  be  high 
regardless  of  the  node  being  tested.  If  we  can  keep  the  lower  OR 
input  low,  then  if  the  node  we  are  testing  was  sucessfully  forced 
into  a  low  condition,  then  the  output  will  be  low.  Otherwise  the 
output  will  be  high.  This  can  be  seen  in  Figure  7d. 

How  do  we  keep  the  lower  OR  input  low?  By  making  the  output 
of  the  lower  AND  gate  low,  which  can  be  done  by  setting  one  of 
its  inputs  low.  However,  we  have  already  required  that  all  of  the 
inputs  be  high.  Thus  we  have  required  a  set  of  conditions  that 
cannot  be  met.  One  of  three  things  will  result: 

1 .  The  lower  AND  gate  has  both  inputs  high,  and  therefore  keeps 
the  lower  OR  input  high.  In  this  case,  we  may  have  been 
successful  in  forcing  the  node  under  test  low,  but  we  cannot 
see  it  at  the  output. 

2.  We  bring  input  B  low,  allowing  the  lower  OR  input  to  go  low. 
However,  now  the  output  of  the  upper'AND  gate  will  always  be 
low.  So  we  will  see  a  low  at  the  output,  but  we  cannot  be  sure 
exactly  where  the  low  came  from. 

3.  We  bring  input  C  low,  allowing  the  lower  OR  input  to  go  low. 
However,  now  we  are  no  longer  forcing  the  node  under  test 
low. 

So  we  can  either  force  the  node  low,  but  cannot  see  the  low  at  the 
output;  or,  we  can  see  a  low  at  the  output  but  cannot  be  sure  of 
its  source;  or,  we  cannot  force  the  node  itself  low.  In  any  case,  we 
will  never  be  able  to  guarantee  that  the  node  under  test  is  not 
stuck  high. 

Note  that  the  two  "independent  logic  blocks"  which  generate  the 
signals  that  eventually  reconverge  are  testable  by  themselves; 
they  are  just  AND  gates.  It  is  only  when  we  hook  them  together  via 
the  OR  gate  that  the  overall  circuit  becomes  untestable.  Thus  the 
testability  of  individual  portions  of  a  circuit  does  not  guarantee  that 
the  entire  circuit  will  be  testable  when  the  testable  pieces  are  all 
connected. 

We  can  minimize  this  circuit  using  the  following  steps: 

A*B*C  +  B*C  =  A*B*C  +  B*C  +  A*B*B  (by  consensus) 
=  A*B"C+  B*C  +  A*B 
-  A*B  +  B*C 

Thus  the  node  we  were  trying  to  test  is  really  not  needed  in  the 
logic.  The  resultant  circuit  is  shown  in  Figure  8,  and  is  completely 
testable. 


Figure  9.  A  Messy  Reconvergent  Circuit 

Not  all  reconvergent  circuits  are  so  simple.  Figure  9  shows  a  more 
complicated  reconvergent  circuit.  Here  some  signals  have  to 
travel  through  several  levels  of  logic  to  reach  their  final  destina- 
tion. This  introduces  considerable  skew  into  the  circuit,  and  will 
produce  glitches  on  the  outputs  during  certain  transitions.  In 
addition  to  this,  there  is  again  a  stuck-at-one  fault  that  cannot  be 
tested. 

Circuits  like  this  can  result  from  the  design  iteration  process,  as 
a  designer  tries  to  debug  a  circuit.  By  adding  this  and  that, 
eventually  the  circuit  works.  But  it  is  a  mess,  has  poor  timing 
characteristics,  and  is  untestable.  A  little  analysis  of  the  logic  itself 
shows  that: 

the  bottom  output  is 
(A  +  B)=A*B 

thus  the  middle  output  is 
(A-B)  =  A  +  B 

which  makes  the  top  output 


(A*B-C  +  C*(A  +  B))  =  (AJJ'C  +  A*B"C) 
=  A  +  B 

That  is,  the  top  two  outputs  are  actually  the  same,  and  the  third 
output  is  just  the  inverse  of  the  top  two.  As  convoluted  as  the 
original  circuit  looks,  the  logic  itself  is  actually  trivial.  So  if  three 
outputs  are  really  needed  for  some  reason,  we  can  generate  them 
independently,  as  in  Figure  10a.  If  only  two  outputs  are  needed, 
it  is  even  easier.  Figures  10b  and  10c  show  two  possibilities. 

These  circuits  are  much  easier  to  understand,  their  timing  char- 
acteristics are  better,  and  they  are  completely  testable. 


A-B 
B-C 


Figure  8.  The  Minimized  Circuit  is  Testable 
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a.  A  Cleaner  3-Output  Version 
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b.  A  Clean,  Fast  2-Output  Version 
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c.  A  Slower  2-Output  Version. 

Figure  10.  Simplifying  the  Circuit  of  Figure  9. 

The  Importance  of  Minimization 

The  common  factor  behind  all  of  the  untestable  circuits  we  have 
examined  is  the  fact  that  all  of  them  were  not  minimal.  By 
minimizing  the  logic,  we  made  the  circuits  testable.  This  is  true  in 
general:  UNMINIMIZED  LOGIC  CANNOT  BE  FULLY  TESTED. 


Very  often,  especially  when  designing  with  PLDs,  an  attempt  is 
made  to  minimize  logic  only  to  the  point  where  it  fits  into  a 
particular  PLD.  Any  further  minimization  is  considered  an  aca- 
demic waste  of  time.  This  is  a  grave  misconception.  Getting  rid  of 
all  extra  product  terms,  and  eliminating  all  extra  literals  on  the 
remaining  product  terms  has  real  value.  Failing  to  do  so  will  result 
in  untestable  nodes  in  the  circuit. 

Minimizing  is  not  always  enjoyable,  since  hand  techniques  are 
usually  too  tedious,  and  Karnaugh  maps  are  essentially  useless 
for  more  than  four  or  five  inputs.  However,  computers  have  long 
been  used  to  minimize  logic.  In  particular,  PALASM®  software 
(version  2.22  and  later)  has  a  minimization  routine  which  can 
minimize  logic  automatically  before  assembly. 


Logic  Hazards 


One  occasional  side  effect  of  minimization  can  be  the  introduction 
of  glitches  into  a  circuit.  Figure  1 1  a  shows  such  a  "glitchy"  circuit. 
The  waveform  in  Figure  11b  shows  that  under  steady-state 
conditions,  as  long  as  inputs  A  and  C  are  high,  the  output  is  high 


a.  A  Glitchy  Circuit 


ir 


b.  Waveform  for  the  Glitchy  Circuit 
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c.  "Gap'  in  the  Karnaugh  Map  Indicates  a  Logic 
Hazard 

Figure  11.  Examining  a  Glitchy  Circuit 

regardless  of  B.  However,  as  B  changes  from  high  to  low,  causing 
the  top  product  term  to  shut  off  and  the  bottom  one  to  turn  on,  the 
inverter  adds  a  bit  of  delay  to  the  path  that  will  turn  on  the  lower 
product  term.  Thus  the  top  term  may  shut  off  before  the  bottom 
one  gets  a  chance  to  turn  on.  In  this  case,  we  have  two  logic  low 
signals  going  into  the  OR  gate,  giving  a  low  on  the  output.  As  soon 
as  the  lower  product  term  turns  on,  the  output  goes  back  high,  but 
not  before  the  appearance  of  the  high-low-high  glitch. 

Figure  Hcshowsthe  Karnaugh  map  for  this  circuit.  It  is  minimal, 
but  there  are  two  product  terms  which  do  not  overlap;  they  are 
"adjacent"  in  one  location.  These  represent  the  two  AND  gates  in 
the  circuit  diagram.  The  arrows  indicate  the  troublesome  transi- 
tion: when  Aand  Care  high,  and  when  B  changes  from  high  to  low 
or  the  reverse.  We  can  intuitively  think  of  this  as  a  "gap"  between 
the  two  adjacent  product  terms,  in  which  a  glitch  may  occur. 

Note  that  glitching  is  not  a  certainty.  It  is  called  a  hazard  because 
in  certain  situation,  given  certain  timing  situations,  there  is  a 
chance  that  a  glitch  will  occur. 

Note  also  that  the  glitch  is  not  really  caused  by  the  minimization 
process  itself,  but  is  caused  by  these  "gaps"  in  the  Karnaugh  map. 
Unminimized  logic  with  such  gaps  may  also  be  glitchy. 
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A  PROM  is  a  good  example  of  such  a  circuit.  PROMscan  be  used 
to  implement  any  logic  function  of  their  inputs.  However,  regard- 
less of  thef  unction,  it  is  implemented  in  a  completely  unminimized 
fashion,  using  complete  minterms.  So  even  a  function  as  simple 
as  the  one  in  Figure  12  (which  could  be  implemented  using  a 
single  product  term,  grouping  all  1's  into  a  single  cell)  is  imple- 
mented with  each  1  in  its  own  cell.  Thus  there  is  a  gap  between 
every  cell,  meaning  that  every  transition  is  a  potential  glitch. 
PROMs  are  notoriously  glitchy,  and  it  is  for  this  reason  that  the 
output  of  a  PROM  is  actually  undefined  until  its  access  time  has 
elapsed. 
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Figure  12.  In  a  PROM,  Every  Transition  Can  Glitch 

If  we  go  back  to  the  Karnaugh  map  in  Figure  11c,  we  see  that  we 
can  eliminate  the  gap — and  the  glitch —by  adding  a  product  term 
which  overlaps  both  existing  product  terms  and  covers  the  gap. 
This  is  shown  in  Figure  13a,  with  the  resultant  circuit  shown  in 
Figure  13b. 
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A  Redundant  Product  Term  Can 
Eliminate  the  Glitch 


b.  A  Glitch-Free,  but  Untestable  Circuit 

Figure  13.  Eliminating  Glitches 

This  circu  t  is  no  longer  glitchy.  Unfortunately,  it  is  also  no  longer 
testable,  since  we  have  added  in  a  redundant  product  term  which 
cannot  be  tested  (try  it  yourself).  In  order  to  have  a  circuit  which 
is  both  testable  and  glitch-free,  we  must  add  a  test  input  to  the 


circuit  which  we  can  use  to  shut  off  the  outside  gates,  isolating  the 
middle  gate  for  testing  (Figure  14a).  When  the  circuit  is  operating 
normally,  the  extra  input  is  kept  at  a  logic  high  condition,  where  it 
does  not  interfere  with  the  basic  logic  function. 

The  Karnaugh  map  for  this  circuit  is  shown  in  Figure  14b.  Note 
that  all  product  terms  overlap,  but  now  the  circuit  is  minimal.  The 
size  of  the  Karnaugh  map  has  doubled,  since  we  added  another 
input.  But  if  we  isolate  just  that  portion  which  corresponds  to  the 
test  input  being  high,  which  is  the  normal  operating  mode  (see 
Figure  14c),  it  looks  exactly  like  the  map  of  Figure  13a.  Of  course 
we  should  expect  this,  since  we  do  not  want  the  addition  of  a  test 
circuit  to  affect  the  basic  function. 
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c.  Karnaugh  Map  Showing  Non-Test-Mode  Portion 

Figure  14.  Making  a  Glitch-Free  Circuit  Testable 

Thus,  in  general,  these  types  of  glitches  can  be  eliminated  first  by 
adding  some  redundant  logic  to  get  rid  of  the  gaps  in  the 
Karnaugh  map,  and  then  by  adding  a  test  input  to  make  the  circuit 
testable. 
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Designing  Testable  Sequential 
Circuits 

The  design  of  sequential  circuits  involves  considerations  above 
and  beyond  those  required  for  simple  combinatorial  circuits. 
Latches  and  oscillators  are  circuits  which  appear  combinatorial, 
but  which  use  feedback  to  introduce  sequential  properties.  State 
machines  use  flip-flops  and  feedback  to  generate  what  can  be 
complex  sequential  circuits. 

Feedback 

Whereas  combinatorial  circuits  depend  only  on  the  conditions  of 
present  inputs,  sequenf/a/ circuits  depend  on  both  present  condi- 
tions and  past  behavior  to  determine  future  behavior.  This  is 
made  possible  primarily  by  feedback.  Feedback  takes  an  output 
signal  and  routes  it  back  for  use  as  an  input  to  the  same  circuit, 
as  shown  in  Figure  15.  We  now  have  a  situation  where  an  output 
depends  on  itself;  this  can  introduce  new  testability  problems. 


COMBINATORIAL 
LOGIC 


Figure  15.  Logic  with  Feedback 

Most  sequential  circuits  (under  varying  circumstances  also  called 
sfafe  machines,  finite  state  machines,  and  sequencers)  make 
use  of  flip-fiops  as  memory  elements.  These  memory  elements 
serve  to  remember  a  past  condition  (called  a  sfare)  sothat  af  uture 
decision  can  be  made  based  on  it.  This  state  is  then  fed  back  as 
in  input.  With  PLDs,  the  flip-flops  and  combinatorial  logic  are 
contained  within  a  single  device,  as  shown  in  Figure  16. 
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Latches 

A  combinatorial  logic  circuit  which  uses  positive  feedback  is  a 
latch.  The  simplest  possible  latch  is  shown  in  Figure  17a.  The 
output  is  fed  back  as  an  input  in  its  TRUE  form.  This  means,  of 
course,  that  the  output  will  stay  at  its  present  level;  hence  the 
name  "latch". 


Completely  Uncontrollable 


RESET 


b.  Cannot  Set  Oulpul  HIGH 


c.  Cannot  Reset  Output  LOW 

Figure  17.  Uncontrollable  Latches 

The  circuit  as  shown  is  clearly  not  useful,  since  it  will  always 
remain  in  its  power-up  state.  If  another  input  is  added,  as  in  Figure 
17b,  a  HIGH  output  could  be  made  to  go  LOW  by  setting  the 
RESET  input  LOW.  However,  once  the  output  goes  LOW,  there 
is  no  way  to  make  it  go  HIGH  again.  Likewise,  the  circuit  could  be 
modified  as  in  Figure  1 7c.  Now  a  LOW  output  can  be  made  HIGH 
by  setting  the  SET  input  HIGH.  However,  once  HIGH,  the  output 
can  never  be  made  to  go  back  LOW. 

Controllable  latches 


Figure  16.  Structure  of  a  Sequential  PLD 

Of  course,  the  effects  of  feedback  may  have  to  be  considered 
even  when  there  are  no  flip-flops.  The  circuit  in  Figure  15  has 
feedback,  but  has  no  flip-flops.  Such  a  circuit  will  either  function 
as  a  latch  or  as  an  oscillator,  as  will  be  seen. 

Before  we  look  into  the  special  needs  of  circuits  with  feedback, 
bear  in  mind  that  all  of  the  testability  criteria  discussed  for 
combinatorial  logic  still  hold.  The  blocks  of  combinatorial  logic 
shown  in  Figures  15  and  16  must  be  testable  by  themselves. 
What  we  will  discuss  here  are  issues  which  must  be  considered 
in  addition  to  the  issues  involving  combinatorial  logic. 


For  a  latch  to  be  useful,  it  must  be  completely  controllable.  The 
previous  latches  cannot  be  completely  controlled.  In  order  for  a 
latch  to  be  controllable,  it  must  have  both  SET  and  RESET 
controls,  as  shown  in  Figure  18. 


Figure  18.  A  Controllable  Latch 


Testability 


X  -  A 
+  B'Y 


In  PLDs,  a  latch  can  be  detected  by  simplifying  the  logic  for  each 
function.  If  an  output  is  a  function  of  itself  in  TRUE  form,  then  it  is 
a  latch.  To  be  controllable, 

•  producttermscontainingthefeedbackshould  have  at  least  one 
other  direct  input  in  the  product  (providing  RESET  control) 

•  there  should  be  at  least  one  product  term  with  no  feedback 
(providing  SET  control). 

The  circuit  in  Figure  19a  provides  an  example.  At  first  it  is  not 
immediately  obvious  that  the  circuit  is  a  latch,  but  when  the  logic 
is  simplified,  we  see  that  indeed  it  is.  It  is  controllable  since  it  has 
both  SET  and  RESET  controls.  If  the  logic  were  shown  in  Figures 
1 9b  or  1 9c,  the  latch  would  be  uncontrollable  under  some  circum- 
stances. 


SET 


+  B'(C  +  D'X) 

*  A 
+  B'C 
+  B'D'X 

I  I 

RESET 


a.  Latch  with  SET  and  RESET 


X  =  B'Y 
+  B'D'X 


Latch  hazards 

The  circuit  of  Figure  1 8  can  be  generalized  to  have  several  inputs 
on  both  the  set  and  reset  controls.  Such  a  circuit  is  shown  in 
Figure  20.  In  this  case,  we  have  two  inputs  on  the  set  AND 
gate.  If  the  two  set  inputs  A  and  B  change  from  0  and  1  to  1  and 
0,  respectively,  then  there  will  be  a  glitch  or  a  false  latch  at  the 
output  if  both  inputs  were  1  at  sometime  during  the  transition 
(Figure  20).  For  this  transition,  it  is  important  to  make  sure  that 
the  1-0  transition  be  made  before  the  0-1  transition  to  avoid 
anomalous  output  behavior.  Merely  delaying  one  input  will  not 
help,  since  it  will  delay  both  rising  and  falling  transitions. 


a.  Circuit 


b.  Latch  with  RESET  Only 


X  =  A  +  Y 


-A  lt 
+  B'C  J 


c.  Latch  with  SET  Only 
Figure  19.  More  Complex  Latches 


FALSE  LATCH 


+-  EXPECTED 


GLITCH 


b.  Glitch  and  False  Latch 


Figure  20.  A  Latch  with  More  Complex  SET  Logic 

The  simplest  solution  to  this  problem  is  the  use  of  an  edge- 
triggered  flip-flop  to  synchronize  the  signals.  This  will  eliminate 
any  such  glitches.  If  a  flip-flop  cannot  be  used,  it  is  possible  to 
delay  reaction  to  a  "11"  condition  to  make  sure  that  such  a 
condition  is  not  transitory.  A  circuit  which  accomplishes  this  is 
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shown  in  Figure  21  a.  This  is  relatively  efficient  in  that  only  one 
delay  circuit  is  required  regardless  of  the  number  of  inputs  used 
on  the  set  control  (within  the  limits  of  the  size  of  the  AND  gate).  It 
will  require  an  extra  output  on  a  PAL  device. 


DELAY 
GATE 


SET  CONTROL 
AND  GATE 


a.  Circuit  Which  Delays  H...1"  signals 


b.  Testable  Delay  Circuit 

Figure  21.  Delay  Circuit 


This  delay  circuit  will  delay  the  effect  of  a  "11"  input  by  an  extra 
propagation  delay.  However,  it  also  provides  a  window  of  one 
propagation  delay  which  will  screen  out  any  transitory  "11"  con- 
ditions that  occur  within  that  window.  This  allows  up  to  one  propa- 
gation delay's  worth  of  skew  between  inputs  during  a  transition 
from  "01  "to  "10". 


Because  we  have  introduced  redundancy,  the  circuit  must  be 
modified  to  be  testable.  If  the  circuit  is  implemented  in  a  combi- 
natorial PAL  device,  then  programmable  three-state  can  be  used 
to  test  the  circuit,  as  shown  in  figure  21b.  By  enabling  output  X, 
the  redundant  circuit  can  be  observed  without  regard  to  Y.  Then, 
to  test  Y,  output  X  is  disabled  and  then  the  pin  is  used  as  an  input 
to  drive  the  circuitry  for  Y  directly.  This  provides  a  simple  means 
of  testing  the  circuit,  but  it  only  works  if  pin  X  can  be  measured  and 
driven.  The  complete  circuit  is  shown  in  figure  22a. 

If  node  X  is  not  so  accessible,  then  additional  circuitry  and  test 
inputs  must  be  added.  In  the  worst  case,  if  node  X  is  completely 
inaccessible,  the  resulting  testable  circuit  is  shown  in  figure  22b. 


550  22a  C 


a.  Complete  Latch  Circuit 


To  control  X  -»TEST1 
*TEST2 


independently  \ 
of  A  and  B.  > 


b.  Circuit  if  Node  X  is  Completely  Inaccessible 
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CORRECT 
LATCHING 


EXTRA  DELAY 
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c.  Latch  Circuit  Behavior 

Figure  22.  A  Testable  Glitch-Free  Latch 
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Note  that  although  the  three-state  capability  is  not  needed,  the 
circuit  requires  two  extra  gates,  and,  worst  of  all,  four  test  inputs. 

Figure  22c  shows  the  behavior  of  either  of  the  testable  glitch-free 
latches. 

Transparent  latches 

Many  designers  like  to  use  PLDs  to  design  standard  D-type 
"transparent"  latches.  A  D-type  latch  is  a  very  simple  circuit, 
shown  in  basic  form  in  Figure  23a.  As  it  turns  out,  however,  this 
is  a  glitchy  circuit  of  the  type  discussed  on  page  550-5  above. 
The  problem  is  compounded  in  this  case,  since,  given  the  right 
timing,  the  glitch  can  actually  be  latched;  the  glitching  problem  is 
no  longer  transitory.  If  this  type  of  circuit  is  desired,  it  must  be 
designed  to  be  both  glitch-free  and  testable;  the  resultant  circuit 
is  shown  n  Figure  23b. 


GATE  ■ 


DATA- 
GATE  - 


-OUT 


OUT  -  GATE" DATA 
+  /GATE-OUT 

a.  Glitchy 


OUT 


OUT=  GATE-DATA '/TEST 
+  /GATE'OUT  '/TEST 
+  DATA-OUT 

b.  Glitch-Free  and  Testable  550  23b 

Figure  23.  D-Type  Transparent  Latches 

Oscillators 

Circuits  whose  outputs  are  fed  back  in  TRUE  form  are  latches.  If 
the  outputs  are  fed  back  in  COMPLEMENT  form,  then  the  circuit 
is  an  oscillator.  A  simple  oscillator  circuit  is  shown  in  Figure  24. 


H>-CH> 


Figure  24.  A  Simple  Oscillator 

Latches  are  very  often  useful  in  circuits;  oscillators  rarely  are. 
Crystals  and  other  specialized  oscillators  are  useful  when  it  is 
necessary  to  generate  a  clock  signal,  for  example.  Trying  to  build 


an  oscillator  out  of  standard  logic  or  PLDs  will  not  yield  a  very 
predictable,  accurate  oscillator;  where  these  circuits  occur,  it  is 
usually  by  accident. 

An  oscillatory  circuit  may  not  always  be  obvious.  It  also  may  not 
oscillate  all  of  the  time.  The  oscillator  shown  in  Figure  24  is 
uncontrollable;  it  always  oscillates.  However,  just  as  we  can 
design  controllable  latches,  we  can  also  design  controllable 
oscillators  (on  purpose  or  by  accident).  This  means  that  there 
may  be  an  oscillator  hidden  in  the  circuit  which  will  sometimes 
oscillate  and  sometimes  be  stable.  Such  a  circuit  is  shown  in 
Figure  25a. 


a.  Complete  Circuit 
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TERM  1 


b.  The  Equation  for  X 

Figure  25.  A  Conditional  Oscillator 


Detecting  oscillators 

The  oscillator  in  the  circuit  is  not  obvious.  But  if  we  simplify  the 
logic  completely,  we  can  see  that  output  X  depends  on  /X;  output 
Y  depends  on  /Y;  and  output  Z  depends  on  12.  Since  the  outputs 
are  fed  back  to  themselves  in  COMPLEMENT  form,  the  circuit 
constitutes  an  oscillator. 

This  circuit  will  sometimes  be  stable.  If  we  examine  the  logic 
function  determining  X,  we  see  that  it  has  two  product  terms, 
shown  in  Figure  25b.  Term  1  is  independent  of  /X;  term  2  is 
dependent  on  /X.  If  inputs  A,  B,  D,  and  E  are  all  TRUE,  then  term 

1  becomes  TRUE,  and  the  output  stays  HIGH  regardless  of  the 
status  of  the  rest  of  the  circuit.  It  is  thus  stable.  However,  if  signals 
D  and/or  E  are  LOW,  then  term  1  will  be  FALSE.  If,  at  the  same 
time,  input  C  is  HIGH,  then,  as  long  as  the  output  X  is  LOW,  term 

2  will  be  TRUE,  making  the  output  HIGH  (which  makes  the 
product  term  FALSE,  which  makes  the  output  LOW,  etc.).  That  is, 
the  circuit  oscillates. 

In  this  manner,  we  can  identify  the  conditions  under  which  a 
conditional  oscillator  will  oscillate.  The  mere  presence  of  an 
oscillator  is  usually  an  indication  that  the  circuit  needs  to  be 
changed.  It  may  be  that  the  circuit  only  oscillates  under  conditions 
that  could  never  possibly  exist.  One  must  be  very  certain  of  the 
impossibility  of  such  a  condition,  however,  if  a  conditional  oscilla- 
tor is  to  be  tolerated.  In  addition,  a  thorough  test  sequence  will 
usually  expose  a  circuit  to  conditions  that  it  may  never  encounter 
in  a  real  system.  Thus  oscillators  may  interfere  with  the  test 
process  even  if  they  do  not  disrupt  the  system. 
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Designing  Testable  State  Machines 

State  machines  have  their  own  set  of  controllability  issues.  These 
essentially  boil  down  to  the  concepts  of  initialization  and  illegal 
sta 

State  machine  initialization 

The  nature  of  a  state  machine  is  that  there  is  a  well-defined 
sequence  of  states  through  which  the  machine  will  traverse  as  it 
operates.  This  implies  the  existence  of  a  "first"  state.  Of  course, 
these  initial  states  vary  from  design  to  design.  One  obvious 
problem  is  the  fact  that  many  flip-flops  —  especially  older  varie- 
ties —  do  not  power  up  in  a  predictable  state. 


Power-up  Initialization 

Flip-flops  that  truly  power  up  into  a  random  state  must  be 
initialized  explicitly.  Lately,  however,  flip-flops  have  become 
available  which  have  "power-up  reset".  This  allows  the  flip-flops 
to  power  up  into  a  predictable  state  every  time.  This  is  helpful 
when  the  power-up  state  also  happens  to  be  the  initial  state.  But 
even  if  it  is  not  the  initial  state,  a  predictable  initialization  sequence 
can  bring  the  state  machine  into  its  start-up  state. 

Unfortunately,  such  initialization  schemes  rely  on  the  ability  of  the 
device  to  initialize  itself  when  being  powered  up.  If  the  system 
needs  to  be  re-initialized,  it  will  have  to  be  completely  turned  off 
and  then  turned  on  again.  Anyone  who  has  had  to  turn  off  a 
computer  in  order  to  reboot  will  know  that  this  is  not  an  elegant 
way  of  re-initializing.  By  building  initialization  into  the  design,  a 
means  of  performing  a  "warm  boot"  is  provided.  It  is  for  this 
reason  that  initialization  must  be  considered  along  with  all  other 
aspects  of  the  design. 


Some  devices,  such  as  the  PAL32VX1 0/A,  the  PAL22RX8A,  and 
other  PAL  devices,  have  mechanisms  specifically  designed  for 
initializing  a  state  machine.  These  are  usually  in  the  form  of  global 
set  and  reset  product  terms.  By  programming  the  conditions  for 
initialization  onto  such  terms,  the  device  can  be  re-initialized  at 
any  time.  Other  devices,  like  the  PMS14R21/A  and  the  PLS 
devices,  have  pins  which  can  be  dedicated  as  preset  pins. 

Including  initialization  in  a  design 

Some  of  the  simpler  devices  do  not  have  specific  provisions  for 
initialization.  However,  the  need  is  still  present  in  these  devices; 
here  the  initialization  should  be  included  in  the  design.  This  is  a 
very  simple  process;  it  can  be  added  in  after  all  of  the  other  design 
details  have  been  worked  out.  Adding  initialization  will  use  up  one 
input  pin  and  potentially  one  product  term  on  some  outputs;  this 
can  affect  the  choice  of  device  for  the  design. 
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To  provide  initialization  in  an  otherwise  complete  design  when 
Boolean  equations  are  being  used: 

•  determine  the  start-up  state 

•  assign  each  bit  as  being  initialized  active  or  inactive,  based  on 
the  desired  start-up  state 

•  if  a  bit  is  to  be  initialized  inactive,  add  "/IN  IT"  to  every  product 
term  for  that  bit. 

•  if  a  bit  is  to  be  initialized  active,  add  one  product  term  consisting 
solely  of  "INIT" 

Here  we  have  assumed  that  the  initialization  pin  has  been  called 
"INIT".  "Active"  would  mean  HIGH  for  an  active  high  device;  LOW 
for  an  active  low  device.  "Inactive"  is  just  the  reverse. 

The  equation  in  Figure  26a  can  be  initialized  inactive  as  shown 
in  Figure  26b,  or  active  as  shown  in  Figure  26c.  Initialization  is 
accomplished  by  asserting  the  INIT  pin  and  clocking  once.  This 
"cookbook"  approach  is  very  reliable. 


Q1*Q2 
Q27Q3 


a.  Uninitializable 


00:-  Q1-Q27INIT 
+  Q27Q37INIT 

b.  Initialized  Inactive 


Q0:=  Q1*Q2 
+  Q27Q3 
+  INIT 

c.  Initialized  Active 


Figure  26.  Designing  in  Initialization 


PALASM  software  also  makes  it  possible  to  design  state  ma- 
chines with  a  special  syntax  which  essentially  allows  the  state 
diagram  to  be  transferred  directly  into  a  design  file.  For  devices 
which  have  no  dedicated  initialization  features,  the  initialization 
branches  should  be  explicitly  built  into  the  state  diagram.  The 
software  then  performs  the  remainder  of  the  processing  needed. 
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Illegal  states 

A  state  machine  is  formed  by  using  a  set  of  flip-flops  to  remember 
states,  and  assigning  a  code  to  each  state.  Since  there  are  2" 
different  codes  that  can  be  assigned  to  a  group  of  n  flip-flops, 
there  is  a  good  chance  that  some  codes  may  not  be  used.  For 
example,  if  a  state  machine  is  to  have  6  states,  2  flip-flops  will  not 
be  sufficient;  3  are  needed.  But  3  flip-flops  allow  8  states,  which 
will  result  in  2  unused  states  (see  Figure  27). 


Figure  27.  Illegal  States 


Assuming  that  the  state  machine  has  been  designed  correctly, 
there  is  no  reason  why  these  extra  states  should  ever  be  entered; 
therefore  they  are  called  "illegal"  states.  Unfortunately,  situations 
do  occur,  thanks  to  noise  and  other  unpredictable  occurrences, 
which  result  in  the  state  machine  being  in  an  illegal  state.  When 
this  happens,  the  immediate  need  is  to  return  to  a  normal 
sequence  of  states:  there  must  be  a  predictable  means  of  getting 
from  any  illegal  states  into  a  legal  state. 

Illegal  state  recovery  is  a  controllability  issue  which  actually 
affects  functionality  more  than  it  affects  testability.  But  the  con- 
cepts used  for  functionality  and  testing  are  so  closely  related  that 
it  is  worth  treating  here. 

Recovering  from  Illegal  states 

There  are  three  basic  ways  of  getting  out  of  an  illegal  state: 

•  re-initialize 

•  make  sure  that  one  can  continue  clocking  until  the  machine 
recovers 

•  design  the  machine  such  that  the  start-up  state  is  reached  from 
any  illegal  state  in  one  clock  cycle,  independent  of  any  condi- 
tional inputs 

Of  course,  re-initializing  will  take  the  machine  back  into  its  start- 
up state  from  any  state,  legal  or  illegal  (Figure  28).  The  disadvan- 
tage here  is  that  outside  control  is  needed  to  force  initialization. 

Very  often,  a  path  will  exist  which  eventually  takes  the  state 
machine  back  into  a  normal  sequence  (Figure  29).  These  paths 
are  not  usually  designed  in;  they  just  happen  to  be  there.  In  fact, 
if  D-type  flip-flops  are  used,  it  is  surprisingly  difficult  to  get  a 
"closed"  set  of  illegal  states  (that  is,  a  set  such  that  once  one  of 
the  illegal  states  is  entered,  the  machine  will  forever  remain  in 


Figure  28.  Using  Initialization  to  Recover 

G> 


Figure  29.  Cycling  Back  to  a  Legal  State 

illegal  states)  by  accident.  In  most  cases,  there  will  be  a  path 
which  eventually  leads  back  to  a  legal  state.  In  these  cases, 
merely  clocking  enough  times  will  cause  the  machine  to  recover. 

The  drawback  here  is  that  one  does  not  know  ahead  of  time  how 
many  clock  cycles  will  be  needed.  This  necessitates  some  built- 
in  way  of  knowing  just  when  a  legal  state  has  been  re-entered. 
And  once  that  state  has  been  reached,  further  cycling  may  be 
needed  to  get  to  a  point  where  operation  can  resume. 

Designing-in  one-step  recovery 

The  most  predictable  way  of  dealing  with  illegal  states  is  to 
provide  a  one-step  path  back  to  a  legal  state.  Depending  on  the 
state  desired,  more  or  less  work  may  be  involved  to  do  this.  For 
PAL  devices,  we  can  consider  three  cases: 

•  all  illegal  states  go  to  state  00.. .0 

•  all  illegal  states  go  to  one  state  other  than  00.. .0 

•  each  illegal  state  goes  to  some  legal  state 

The  cause  of  poor  illegal  state  recovery  can  be  illustrated  concep- 
tually with  Karnaugh  maps  (although  realistically,  Karnaugh 
maps  are  often  not  used).  When  calculating  the  equations  for  a 
particular  bit,  it  is  tempting  to  use  Don't  Care  cells  from  the 
Karnaugh  map  (Figure  30)  to  simplify  the  logic.  The  success  of 
illegal  state  recovery  depends  on  how  these  Don't  Care  cells  are 
treated. 
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Figure  30.  Illegal  State 
Recovering  Into  state  00.. .0 

This  is  the  simplest  case;  it  is  illustrated  in  Figure  31.  It  is 
accomplished  by  not  using  any  illegal  states  to  generate  the  logic 
for  any  of  the  bits.  Since  most  PAL  devices  have  only  D-type  flip- 
flops,  a  bit  will  go  HIGH  only  as  a  result  of  legal  states.  Any  illegal 
states  will  cause  all  bits  to  be  LOW. 


a.  State  Diagram 
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b.  Karnaugh  Map 

Figure  31.  Recovering  to  State  0...0 

This  procedure  does  not  work  when  J-K  or  T-type  flip-flops  are 
used.  In  fact,  it  is  deadly.  Whereas  a  D-type  flip-flop  defaults  to 
LOW,  J-K  and  T-type  flip-flops  hold  their  present  state  as  a 
default.  Thus  if  illegal  states  are  not  considered  in  the  transfer 
functions,  an  illegal  state  will  cause  the  state  machine  to  be  locked 
up  in  that  state. 


Recovering  into  one  fixed  state 

This  case  is  shown  in  Figure  32a.  The  procedure  can  be  illus- 
trated conceptually  with  a  Karnaugh  map.  It  must  first  be  decided 
which  legal  state  will  be  entered,  and  the  resultant  value  of  each 


a.  State  Diagram 


E 


b.  Karnaugh  Map  for  Sit  On 


© 

0 

0 

0 

0 

L° 

0 

0 

0 

0 

lo 

0 

0 

0 

0 

© 

c.  Bit  Qn  Recovers  to  0 
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d.  Bit  On  Recovers  to  1 
Figure  32.  Recovering  to  a  State  Other  Than  0...0 
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state  bit.  The  Don't  Care  cells  for  each  bit  are  then  filled  with  the 
corresponding  next  state  bit  value;  if  the  next  state  for  a  bit  is  to 
be  1 ,  then  Don't  Care  cells  are  filled  with  1  'sfor  that  bit's  Karnaugh 
map;  the  procedure  for  a  0-bit  is  analogous.  The  equations  are 
now  taken  by  including  either  all  Don't  Care  cells  if  filled  with  1  's, 
or  none  of  them  if  filled  with  O's.  This  procedure  is  illustrated  in 
Figures  32b,  c,  and  d. 

When  Karnaugh  maps  are  not  used,  the  same  result  can  be 
obtained  by  explicitly  considering  all  illegal  states.  When  calculat- 
ing the  Boolean  equations  for: 

•  a  bit  that  will  be  0  after  recovery,  no  illegal  states  should  be 
included. 

•  a  bit  that  will  be  1  after  recovery,  all  illegal  states  should  be 

included. 

When  J-K  flip-flops  are  used,  then  the  transfer  function  for  either 
J  or  K  —  but  not  both  —  will  include  all  illegal  states. 

•  If  a  bit  is  to  be  HIGH  after  recovery,  J  should  account  for  all 
illegal  states;  K  should  account  for  none. 

•  If  a  bit  is  to  be  LOW  after  recovery,  K  should  account  for  all 
illegal  states;  J  should  account  for  none. 

This  must  be  done  explicitly  for  J-K  flip-flops  even  if  state  0...0  is 
the  recovery  state. 

When  T-type  flip-flops  are  used,  there  is  no  easy  way  out;  any 
recovery  must  be  explicitly  designed-in  as  part  of  the  original 
function. 

Recovering  Into  Any  Legal  State 

The  third  case  allows  one  to  fill  in  the  Don't  Care  cells  of  a 
Karnaugh  map  in  such  away  that  some  legal  next  state  is  always 
reached  in  one  clock  cycle,  but  such  that  the  1  's  and  O's  are  placed 
to  keep  the  logic  functions  simple.  This  is  shown  in  Figure  33.  The 
disadvantage  here  is  that  since  different  illegal  states  result  in  a 
different  legal  state,  some  additional  cycling  may  be  required  to 
allow  operation  to  resume. 

When  Karnaugh  maps  are  not  used,  this  can  be  implemented 
more  simply  by  explicitly  including  the  illegal  states  as  part  of  the 
complete  state  diagram.  This  is  especially  simple  if  the  state 
machine  input  format  for  PALASM  software  is  being  used. 

Default  transitions 

The  PMS14R21/A  and  PLS  devices  have  default  branching 
mechanisms.  When  PALASM  state  machine  input  is  used,  it  is 
possible  to  specify  a  DEFAULT  BRANCH.  This  means  that  when 
in  any  state,  if  none  of  the  branching  conditions  are  satisfied, 
some  user-definable  state  is  automatically  reached.  This  can  be 
used  as  a  way  of  recovering  from  illegal  states. 


a.  State  Diagram 
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Figure  33.  Recovery  Such  That  Logic  Functions  Are  As 
Simple  As  Possible 

In  PLS  devices,  the  complement  array  can  serve  as  a  way  of 
recovering  from  illegal  states.  In  a  design,  only  legal  branches  are 
defined.  When  in  an  illegal  state,  since  no  legal  branch  is  active, 
the  complement  array  is  activated,  allowing  for  some  default  state 
to  be  reached. 

Testing  illegal  state  recovery 

One  of  the  difficulties  of  designing  illegal  state  recovery  into  a 
circuit  is  the  fact  that  it  is  difficult  to  test.  Because  the  state  is 
illegal,  it  is  impossible  to  force  the  circuit  into  such  a  state.  The  use 
of  register  preload  circumvents  this  problem.  With  preload,  any 
state  —  legal  or  illegal  —  can  be  loaded  into  the  register.  If  an 
illegal  state  is  loaded,  then  the  circuit  can  be  tested  to  verify  that 
correct  recovery  does  indeed  occur. 

The  use  of  preload  must  be  considered  carefully  with  devices 
having  programmable  asynchronous  set  and  reset  features.  If 
these  are  driven  by  feedback  from  an  output,  then  situations  can 
occur  where  preloading  one  state  immediately  causes  a  set  or 
reset  to  the  opposite  state  (Figure  34).  There  are  two  alternatives: 
either  avoid  preloading  such  states,  or  include  a  control  input  in 
the  set  and/or  reset  product  terms  which  can  disable  the  feature 
when  testing. 
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Providing  for  bed-of-nails  testing 

Most  state  machine  PLDs  are  equipped  with  an  enable  pin  for 
disabling  the  outputs.  This  is  a  key  feature  when  the  circuit  board 
is  to  be  tested  in  a  bed-of-nails  tester.  When  the  devices  driven  by 
by  the  PLD  are  tested,  it  is  recommended  that  the  PLD  be 
disabled  so  that  there  is  no  output  level  contention.  Since  the 
enable  pin  is  usually  grounded  to  keep  outputs  permanently 
enabled,  it  can  instead  be  made  available  for  use  during  testing. 

Note  that  for  combinatorial  devices,  there  is  generally  no  output 
enable  pin.  The  disabling  feature  is  instead  implemented  through 
a  product  term.  Designing  the  part  such  that  the  outputs  can  be 
disabled  during  bed-of-nails  testing  is  also  encouraged  for  these 
combinatorial  designs. 
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Figure  34.  Preloading  Registers  with  SET  and  RESET 
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Designing  for  Testability  With  the 
PROSE™  Device 

Today's  more  complex  circuits  and  systems  are  becoming  pro- 
hibitively expensive  to  test  using  standard  methods.  Diagnostics- 
On-Chip™,  or  DOC™,  is  a  test  feature  provided  in  several  of 
Monolithic  Memories'  devices  as  a  means  of  increasing  testability 
at  the  system,  board,  and  chip  levels.  DOC  is  especially  useful  in 
the  PROSE™  device  (PMS14R21).  It  is  even  used  by  device 
programmers  to  configure  the  two  programmable  arrays  inside 
the  device  (Figure  35). 


DOC  Architecture 

Testability  consists  of  two  basic  elements:  controllability  and 
observability.  In  a  sequential  (registered)  system,  these  two 
elements  are  lost  when  a  register  is  not  directly  accessible.  In 
Figure  36a,  the  first  register  is  not  observable  and  the  last  register 
is  not  controllable.  Figure  36b  shows  that  the  addition  of  a  scan 
path  through  each  register,  as  in  the  DOC  method,  provides  the 
direct  access  for  controllability  and  observability,  which  ensures 
complete  testability. 
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Figure  35.  PROSE  Block  Diagram 
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a.  Standard  Sequential  Logic 


b.  Sequential  Logic  with  a  Scan  Path 


Figure  36.  Testability  Can  Be  Increased  by  Providing  Direct  Access  to  All  Registers 
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The  heart  of  the  DOC  circuitry  is  the  shadow  register  (see  Figure 
37).  The  shadow  register  is  a  serial/parallel  register,  equivalent  in 
length  to  the  pipeline  register.  It  is  called  a  shadow  register 
because  it  is  invisible  to  the  device  during  normal  operation.  It  is 
clocked  by  its  own  clock  input,  DCLK. 
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Figure  37.  DOC  Circuitry  In  the  PROSE  Device 


In  normal  mode  (MODE  input  is  LOW),  the  shadow  register 
operates  as  a  serial  shift  register  (see  Figure  38).  The  Serial  Data 
Input  is  SDI,  and  the  Serial  Data  Output  is  SDO.  The  pipeline 
register  can  operate  at  the  same  time  while  MODE  is  LOW. 


SDI  ■ 
DCLK  • 


SHADOW 
p  REGISTER 


LO 
ARP 

3IC 
AYS 

PIPELINE 
REGISTERS 

Q7-Q0 

Figure  38.  The  Shadow  Register  Operates  as  an 
Independent  Shift  Register  when  MODE  is  LOW 

In  diagnostic  mode  (MODE  is  HIGH),  the  shadow  register  oper- 
ates as  a  parallel  register  (see  Figure  39).  It  can  be  parallel  loaded 
from  or  to  the  pipeline  register  by  clocking  the  receiving  register. 
A  swap  can  be  performed  by  clocking  both  at  the  same  time. 

Note  that  the  PROSE  device  differs  from  other  DOC  family 
members  in  that  the  shadow  register  is  loadable  only  from  the 
output  register.  Other  devices  also  allow  loading  of  the  dataon  the 
output  pins,  if  the  device  is  connected  to  a  bus.  This  does  not 
affect  the  device-level  testability  if  the  outputs  do  not  connect  to 
a  bus,  of  if  the  bus  is  otherwise  observable. 
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Figure  39.  The  Shadow  Register  Can  Parallel  Transfer  its  Contents  to  and  from  the  Pipeline  Register  when  MODE  is  HIGH 
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Figure  40.  Diagnostics  Function  Table 


All  of  the  functions  of  the  DOC  circuitry  are  described  in  the 
function  table  (Figure  40). 

DOC  allows  access  to  all  twenty-one  pipeline  flip-flops  in  the 
PROSE  device  through  the  serial  path,  requiring  only  four  addi- 
tional pins.  These  four  pins  can  be  controlled  directly,  or  can  be 
connected  to  other  DOC  circuits  in  series.  A  series  connection  of 
several  DOC  circuits  allows  the  same  four  signals  to  address  an 
unlimited  number  of  flip-flops  on  a  board  or  system  (Figure  41). 

A  typical  test  would  be  performed  as  follows: 

1 .  Test  vector  shifted  into  shadow  register(s) 

2.  Test  vector  parallel  transferred  to  pipeline  register(s) 

3.  Device/system  clocked  desired  number  of  times  to  run  test 

4.  Test  results  parallel  transferred  to  shadow  register(s) 

5.  Test  results  shifted  out  of  shadow  register(s) 
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Figure  41.  Example  Architecture  for  Use  of  System-Level 
Diagnostics 

Note  that  while  shifting,  the  system  can  return  to  normal  opera- 
tion. In  addition,  while  test  results  are  being  shifted  out,  a  new  test 
vector  can  be  shifted  in. 

The  swap  function  allows  the  stateof  the  pipeline  register(s)  to  be 
restored  once  thetest  is  complete.  When  the  test  vector  is  parallel 
transferred  to  the  pipeline  register,  the  pipeline  register  contents 
are  transferred  to  the  shadow  register  at  the  same  time  for 
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Figure  42.  Example  Architecture  for  Use  of  System-Level  Diagnostics 
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storage.  Later,  when  the  test  results  are  transferred  to  the  shadow 
register,  the  original  pipeline  register  information  (stored  in  the 
shadow  register)  is  transferred  back  to  the  pipeline  register. 

System-Level  Testing 

At  the  system  level,  DOC  provides  the  ability  for  a  diagnostic 
controller  to  monitorthe  interior  status  of  asystem.  The  diagnostic 
controller  could  control  several  scan  loops,  selecting  the  loops 
required  for  the  test  needed  (Figure  42). 

However,  many  key  products,  such  as  microprocessors,  are  not 
available  with  the  DOC  function  and  cannot  be  part  of  the  scan 
path.  This  limits  the  use  of  DOC  for  full  system-level  testing  to 
selected  manufacturers  who  can  use  this  additional  testability  as 
an  enhanceement  to  a  larger  system-level  testability  strategy. 

In  addition,  little  support  is  available  for  writing  the  test  vectors  that 
can  be  run  through  the  DOC  scan  path.  The  software  that  is 
available  is  expensive  and  runs  on  large  computers  only.  This  is 
another  factor  that  limits  the  use  of  DOC  on  asystem  level.  On  the 
board  or  chip  levels,  however,  test  vectors  are  much  easier  to 
generate  and  can  even  be  found  by  running  vectors  through  a 
known  good  unit. 


A  complete  system-level  test  would  require  that  most  of  the 
devices  in  the  system  shown  in  Figure  43  incorporate  the  DOC 
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PMS14R21/A 

128-state  sequencer 
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Figure  43.  DOC  Products  Family 


circuitry.  Other  devices  in  the  DOCfamily  are  shown  in  Figure  43. 
Devices  with  circuitry  equivalent  to  the  DOC  format  are  available 
from  several  other  suppliers  as  well.  Also,  many  gate  array  and 
standard  cell  manufacturers  offer  standard  functions  similar  to 
the  DOC  scan  path  and  can  easily  be  included  in  custom  designs. 

Board-Level  Testing 

DOC  in  the  PROSE  device  is  especially  useful  at  the  board,  or 
functional,  level.  The  PROSE  device  will  usually  form  the  heart  of 
a  function,  such  as  a  peripheral  controller.  In  addition,  it  often  will 
serve  to  off-load  the  main  Central  Processing  Unit  (CPU)  and  be 
partially  controlled  by  the  CPU.  DOC  allows  direct  control  of  the 
PROSE  device,  bypassing  a  difficult-to-control  CPU  and  taking 
command  of  whatever  function  the  PROSE  device  performs 
(Figure  44).  Here,  on-board  diagnostics  can  be  easily  done  with 
the  PROSE  device.  The  alternative  is  to  dedicate  edge-connector 
signals  to  the  DOC  path. 

The  DOC  circuitry  provides  access  to  the  PROSE  device's 
pipeline  register.  This  can  be  used  to  set  the  outputs  to  a  given 
state,  in  order  to  test  the  effect  on  the  devices  surrounding  the 
PROSE  device.  Or,  the  pipeline  register  can  be  setto  agiven  state 
and  then  left  to  run  freely,  to  verify  functionality.  If  combined  with 
control  of  the  device  inputs,  the  sequencer  can  be  stepped 
through  a  number  of  states,  to  test  the  response  of  the  surround- 
ing logic.  This  is  especially  useful  for  bed-of-nails  board-level 
testing;  the  PROSE  device  can  be  tested  completely  without 
having  to  be  backdriven. 

Device-Level  Testing 

On  the  device  level,  the  DOC  circuitry  effectively  provides  a 
Preload  function  for  the  register.  Instead  of  loading  the  register 
from  the  outputs,  as  with  standard  PAL®  devices,  the  register  is 
preloaded  from  the  shadow  register.  A  standard  type  of  preload 
is  not  possible  on  the  PROSE  device  because  thirteen  of  the  flip- 
flops  are  buried  (Figure  45).  Preload  is  necessary  fortesting  the 
device  functionality,  since  the  buried  flip-flops  must  be  set  to  a 
known  condition  before  the  device  can  be  tested. 
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Figure  44.  DOC  Allows  Direct  Access  to  Peripheral  Elements  In  a  System,  Bypassing  the  CPU 
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Figure  45.  DOC  Effectively  Adds  a  Preload  Function  to  Buried  Flip-Flops 


The  DOC  circuitry  allows  more  than  just  a  Preload  equivalent, 
however.  It  also  allows  observation  of  the  pipeline  register,  which 
contains  all  of  the  state  information.  Thus,  an  individual  state 
transition  may  be  tested  by  preloading  the  desired  state,  setting 


the  inputs,  clocking  the  device,  and  then  observing  the  resulting 
state  in  the  pipeline  register.  State  transitions  which  do  not  result 
in  a  change  in  outputs  are  thus  easily  tested  (Figure  46). 
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Figure  46.  DOC  Allows  Transitions  that  Do  Not  Result  in  Changes  to  the  Outputs  to  Be  Verified.  In  this  Case,  the  Transi- 
tion from  A  to  B  Does  Not  Change  the  Outputs  (Q1  and  Q2),  but  the  Internal  Feedback  Changes  (the  Condition  Select 
Signals  Examine  13  and  14  Instead  of  11  and  12).  Buried  Flip-Flop  Observability  Is  Required  to  Verify  the  Transition 


Digital  systems  are  generally  tested  by  applying  a  sequence  of 
test  vectors.  Atest  vector  is  a  group  of  signals  which  are  applied 
(forced)  and  measured  (sensed)  on  a  device  or  a  board.  The 
vector  thus  defines  all  inputs  and  expected  outputs  for  a  given 
test.  As  we  have  noted,  the  sequence  of  tests  performed  greatly 
affects  the  quality  of  the  overall  tests,  as  measured  by  the  fault 
coverage. 

In  general,  we  can  talk  in  terms  of  three  kinds  of  vectors. 
Simulation  (or  application)  vectors,  functional  test  vectors  and 
signature  test  vectors. 

Simulation  vectors  are  generated  during  the  design  process. 
Their  main  purpose  is  to  help  the  designer  verify  that  the  design 
has  been  correctly  implemented.  They  represent  the  way  in  which 
the  circuit  was  intended  to  operate.  When  PALASM  software  (or 
almost  any  other  PLD  design  software  package)  is  used,  simula- 
tion may  be  performed  prior  to  programming  a  device.  The 
software  simulates  the  operation  of  the  circuit,  and  then  gener- 
ates vectors  from  the  simulation,  adding  the  vectors  to  the  JEDEC 
file.  These  vectors  can  then  be  used  for  testing  by  programmers 
that  have  the  capability  of  performing  functional  tests. 

While  simulation  vectors  may  be  adequate  for  verifying  that  the 
design  is  operating  as  expected,  they  generally  do  not  provide 
very  extensive  test  coverage.  For  this  reason,  we  distinguish 
functional  test  vectors  from  simulation  vectors. 

It  is  very  difficult  to  generate  a  complete  set  of  functional  test 
vectors  by  hand;  computer  programs  are  generally  used  instead. 
The  simulation  vectors  are  often  used  as  a  basis  for  generating 
a  more  comprehensive  set  of  functional  test  vectors;  this 
capacity,  the  simulation  vectors  serve  as  seecfvectors.  There  are 
many  programs  which  perform  this  function  although  many  of  the 
programs  require  larger  computers  and  take  a  long  time  to  run. 
Monolithic  Memories  also  generates  functional  test  vectors  for 
patterns  that  are  used  in  ProPAL  and  HAL  devices.  This  is 
discussed  more  fully  on  page  3-106. 

More  recently,  programs  which  run  on  the  IBM  PC-compatible 
computers  have  been  developed  to  generate  vectors  for  use  in 
testing  PLDs.  Most  well-known  among  these  are  PLDtest™  from 
Data  I/O  Corp.,  and  TestPLA™  from  Structured  Design.  These 


generate  tests. 

On  most  patterns,  they  can  generate  test  sequences  of  high 
quality.  If  complex  internal  feedback  is  used  in  a  particular  design, 
then  some  manual  test  generation  may  still  be  needed  to  improve 
the  test  coverage.  Both  of  these  programs  support  the  use  of 
register  preload  for  initializing  states;  the  TestPLA  package  can 
also  generate  tests  for  devices  which  do  not  have  the  preload 
feature. 

While  functional  vectors  provide  more  extensive  tests,  they  may 
not  exercise  the  circuit  in  the  manner  in  which  it  was  meant  to  be 
used.  Thus,  for  example,  a  conditional  oscillator  in  a  circuit  (as 
discussed  above)  may  not  be  a  problem  during  simulation,  since 
the  conditions  causing  oscillation  are  not  thought  to  be  possible 
by  the  designer.  However,  the  functional  vectors  will  take  all 
situations  (some  of  which  may  not  be  physically  possible)  into 
account  in  the  tests.  Thus  more  subtle  design  problems  may 
become  apparent  when  functional  test  vectors  are  generated. 

Signature  vectors  are  random  vectors  which  are  first  applied  to  a 
device  which  is  known  to  be  good  in  order  to  generate  a  "signa- 
ture". This  same  set  of  vectors  is  then  applied  to  a  device  of 
unknown  quality;  if  the  same  signature  results,  the  device  is  said 
to  be  good;  if  a  different  signature  results,  then  the  device  is 
assumed  to  be  faulty. 

Signature  vectors  can  vary  greatly  in  the  quality  of  testing  they  can 
provide.  Sincethey  are  generated  with  no  knowledge  of  the  circuit 
being  tested,  many  more  vectors  must  be  used  to  perform  a  good 
test.  The  quality  of  the  test  depends  on  the  circuit  being  tested,  the 
number  of  vectors  used,  the  speed  with  which  the  tests  are 
applied,  and  the  algorithm  used  to  generate  the  vectors.  The 
tester  must  also  be  able  to  apply  a  preload  sequence  to  devices 
that  have  registers;  otherwise  two  devices  may  power  up  into  two 
different  states.  In  that  case,  both  devices  will  generate  different 
signatures  even  if  both  are  good  devices. 

Quality  signature  testing  can  be  very  cost  effective,  since  no 
advance  knowledge  of  a  device  pattern  is  needed.  This  reduces 
the  amount  of  resources  that  must  be  dedicated  to  test  vector 
generation.  Signature  testing  options  are  discussed  more  fully  on 
page  3-106. 

The  different  types  of  vectors  are  summarized  in  Table  1  below. 


TYPE  OF  VECTOR 

PURPOSE 

GENERATED  BY: 

Simulation 
(Application) 

Used  for  verifying  whether  or  not 
a  design  will  operate  as  expected 
when  implemented. 

Sequence  defined  by  the  design  engineer, 
usually  by  hand.  Actual  vectors  generated 
by  design  software,  placed  in  the  JEDEC  file. 

Functional 

Used  for  verifying  that 
a  device  is  operating 
correctly. 

Usually  generated  by  a  computer  program 
such  as  PLDtest  or  TestPLA.  The  simulation 
vectors  can  be  used  as  seed  vectors 

Signature 

Used  for  verifying  that  a  device 
is  operating  correctly  without 
functional  vectors. 

The  tester  generates  the 
test  sequence  during  the  test. 

Table  1.  Test  vectors 
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Summary 

The  time  to  start  considering  ways  of  testing  a  circuit  is  before  the 
circuit  has  been  designed.  The  key  to  testability  lies  in  the  way  the 
circuit  is  implemented. 

Basic  combinatorial  logic  can  be  made  completely  testable  sim- 
ply by  minimizing  logic.  It  is  not  even  necessary  to  analyze  the 
circuit  for  redundancy  or  reconvergent  fanout;  automatically 
minimizing  all  logic  will  eliminate  any  occurrences. 

Where  a  sequential  circuit  is  generated  from  simple  feedback 
paths  in  the  logic,  the  circuit  must  be  analyzed  as  acombinatorial 
circuit.  All  combinatorial  logic  must  be  included  to  determine 
whether  the  circuit  is  a  latch  or  an  oscillator.  If  a  latch  is  desired, 
it  should  be  completely  controllable.  If  an  oscillator  is  found,  it  is 
probably  not  desired,  and  will  generally  indicate  a  mistake  in  the 
design.  If  a  conditional  oscillator  is  to  be  tolerated,  one  must  be 
sure  that  the  oscillation  conditions  can  never  occur,  and  that  the 
test  procedure  will  not  cause  oscillation. 

In  general,  combinatorial  circuits  should  be  analyzed  completely 
for  the  presence  of  latches  and  oscillators  (wanted  or  unwanted). 
This  can  be  done  by  simplifying  each  combinatorial  logic  block  to 
see  whether  any  signal  ultimately  depends  on  itself. 

When  the  sequential  nature  of  a  circuit  is  derived  through  the  use 
of  flip-flops  to  generate  a  state  machine,  the  two  key  issues  are 


initialization  and  illegal  state  recovery.  A  combination  of  device 
features  and  careful  circuit  design  will  yield  circuits  that  can 
behave  predictably  even  in  unexpected  situations. 

DOC  is  a  testability  feature  that  is  useful  in  the  PROSE™  device; 
it  may  be  used  on  multiple  levels:  system,  board,  and  chip.  While 
the  system-level  uses  may  be  restricted  by  the  limited  availability 
of  support  products,  the  board  orfunctional-level  uses  are  excep- 
tionally handy  when  the  PROSE  device  acts  as  a  local  controller. 
And  on  the  device  level,  the  DOC  circuitry  provides  a  means  of 
accessing  the  buried  flip-flops  within  the  device  for  functional 
testing. 

It  is  important  to  analyze  the  testability  of  a  circuit  before  commit- 
ting it  too  far.  Thus  any  changes  can  be  made  early  on.  In 
particular,  if  the  test  analysis  software  points  out  any  logic 
hazards  in  your  circuit,  you  can  easily  remedy  them  by  modifying 
the  design. 

These  simple  steps,  taken  early  in  the  design  phase,  can  help 
avoid  later  redesigns,  and  ultimately  provide  a  higher  quality 
system. 

Finally,  the  ultimate  test  quality  depends  also  on  the  quality  of  the 
test  sequence  used  for  production,  functional  test  vectors  and 
high  quality  signature  tests  will  provide  you  with  the  highest 
confidence  in  the  quality  of  your  system. 
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Monolithic  Memories'  premier  programmable  logic  process, 
MONOX  3,  is  an  evolution  of  the  junction-isolated  process  used 
in  the  popular  15  nanosecond  PAL  family.  The  15  ns  PAL  device 
process  is  a  shallow-junction,  ion-implanted,  diffused  isolation 
technology. 

When  the  time  came  to  advance  PAL  device  speed  through 
improved  process  technology,  the  decision  was  made  to  evolve 
from  and  benefit  from  the  proven  reliability,  simplicity,  and  manu- 
facturabilityofthe  15  ns  PAL  device  process.  Only  fully  recessed 
oxide  isolation  and  stepper  design  rules  were  to  be  added  for  the 
new  technology.  The  fully  recessed  oxide  isolation  technology  to 
be  used  had  already  been  proven  in  earlier  processes. 

MONOX  3  Process  Description 

The  unique  feature  of  MONOX  3  is  the  isolation  structure  (patent 
pending)  which  combines  the  best  features  of  fully  recessed 
oxide  isolation  (FULROX)  and  diffused  isolation,  while  maintain- 
ing a  very  dense  structure.  The  advantages  of  FULROX,  low 
capacitance  and  high  density,  are  well  known  to  the  industry. 

Diffused  isolation  has  an  important  advantage  for  transistors  that 
are  driven  hard  into  saturation,  as  in  the  case  where  minimum  size 
array  transistors  are  used  to  program  fuses  in  PALdevices.  In  this 
case,  substantial  current  is  injected  into  the  substrate,  and  this 
may  adversely  affect  nearby  circuitry.  While  this  substrate  injec- 
tion can  be  reduced  in  FULROX,  it  has  an  adverse  effect  on  ca- 
pacitance and  perhaps  density. 

In  MONOX  3,  the  diffused  portion  of  the  isolation  acts  as  an  ex- 
cellent substrate  contact  and  as  a  sink  for  the  injected  substrate 
current.  This  permits  the  FULROX  to  be  optimized  both  for 
density  and  for  low  capacitance,  lower  than  is  typical  for  industry- 
standard  oxide  isolation.  The  typical  density  disadvantages  of 
diffused  isolation  are  minimized  by  containing  the  diffusion  within 
the  FULROX.  This  isolation  structure  results  in  a  die  that  is 
substantially  smaller  than  some  trench-isolated  products,  and 
that  has  lower  capacitance  than  other  oxide-isolated  products. 


Other  features  of  the  MONOX  3  process  are: 

•  Fully  ion  implanted  except  for  buried  layer— This  permits 
excellent  control  of  the  layers  for  a  consistent  product,  and 
permits  a  base  width  of  2000A  which  yields  a  cutoff  frequency 
f,  of  4.3  gigaHertz. 

•  High-pressure  oxidation — This  is  used  for  the  recessed  isola- 
tion to  minimize  process  temperature  and  crystal  defects. 

•  Oxide  walling  all  devices— This  eliminates  potential  leakage 
paths  that  might  cause  reliability  problems. 

•  Planarization  of  the  isolation  "bird's  head"  shape — This  im- 
proves lithography  and  metal  step  coverage. 

•  N+  and  P+  sink  diffusions — These  lower  parasitic  resistances. 

■  Dry  (plasma)  etch — This  improves  control  and  density  of  most 
layers  including  metal. 

•  Platinum  silicide  Schottky  diodes — These  prevent  saturation  of 
the  logic  transistors  for  improved  speed. 

•  Titanium  Tungsten  fuses — These  are  simple  and  reliable. 

•  Double  layer  metal,  with  intermetal  planarization — The  first 
metal  pitch  is  4.5  microns  and  the  second  layer  metal  pitch  is 
6.0  microns. 

■  Stepper  lithography  with  1.5  micron  minimum  design  rules 
(1 .3  micron  fuses) — This  not  only  makes  the  die  more  compact, 
but  significantly  improves  the  fuse  programming  (see  next 
section). 


MONOX  3  Oxide-Isolated  Process 


MONOX  3  Fuse  Technology 

The  fuse  technology  in  MONOX  3  is  Titanium  Tungsten  (TiW). 
This  fuse  technology  has  been  used  for  years  in  millions  of  chips 
that  have  proven  to  be  the  industry's  most  reliable  programmable 
logic  parts. 

In  MONOX  3  the  fuses  are  further  enhanced  by  using  stepper 
lithography  to  print  them  1 .3  microns  wide.  This  significantly 
lowers  the  programming  current  from  70  milliamps  to  35  mil- 
liamps  maximum.  A  lower  programming  current  means  less 
power  and  heat  are  needed,  leading  to  increased  reliability  and  a 
denser  chip  design. 


MONOX  3  Summary 

In  conclusion,  MONOX  3  was  designed  to  be  and  is  both  high- 
performance  and  simple.  Only  thirteen  masking  layers,  two 
diffusion  cycles,  and  four  oxidation  cycles  are  used.  This  yields 
a  process  that  competes  with,  and  out-performs,  other  currently 
available  programmable  logic  technologies.  The  relatively  few 
steps  needed  to  manufacture  MONOX  3  devices  mean  fewer  po- 
tential problems  and  increased  reliability. 
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Introduction 

Product  Assurance  consists  of  Quality  Control,  Reliability  Assur- 
ance, Quality  Assurance  for  Military  Products  and  Quality  Assur- 
ance for  Commercial  Products. 

Quality  Assurance 

Quality  Assurance  for  the  Commercial  Products  includes  cus- 
tomer support  and  failure  analysis,  outgoing'  inspection  and 
factory  support,  document  control  and  quality  information. 

In  order  to  support  customers,  QA  provides  actual  datagenerated 
during  various  monitors  and  inspections  throughout  the  factory. 
Non-proprietary  data  is  available  upon  request.  If  the  specific 
data  is  not  immediately  available,  experiments  can  be  run  to 
collect  the  necessary  information  subject  to  resource  and  time 
limitations. 

Another  aspect  of  customer  support  is  the  performance  of  failure 
analyses.  Failure  analyses  are  broken  down  into  three  levels. 
Level  1  analysis  consists  of  failure  verification  using  an  automatic 
tester.  The  result  is  only  whether  or  not  the  device  under  test  is 
good  or  bad  with  a  datalog  pointing  out  the  potential  failure  mode. 
Level  2  analysis  consists  of  Level  1  plus  the  verification  at  a  bench 
top  setup  which  results  in  confirmation  of  the  failure  mode  with 
detailed  specific  data.  Level  3  adds  to  Level  2  a  decap  and 
physical  analysis  to  isolate  the  failure  mechanism.  Monolithic 
Memories  has  the  capability  to  perform  the  total  analysis  in 
house,  but  occasionally  sends  analyses  to  outside  sources 
whenever  circumstances  deem  it  necessary.  Quality  Engineer- 
ing goals  for  cycle  time  are  to  complete  Level  1  analyses  within 
seven  days,  Level  2  within  14  days,  and  Level  3  within  30  days. 

Not  all  customers  want  or  need  a  full  Level  3  analysis  every  time. 
The  level  can  be  specified  at  the  time  of  submission.  A  failure 
analysis  should  be  requested  through  the  Sales  person  or  Field 
Applications  Engineer  (FAE).  Afailure  analysis  request  form  will 
be  completed  at  that  time  and  the  request  form  and  suspected 
failure(s)  will  be  forwarded  to  Quality  Assurance. 

Upon  completion  of  the  analysis,  a  formal  report  will  be  made  to 
the  requester.  The  report  will  summarize  the  results  of  the 
analysis  and  enumerate  the  steps  followed  in  performing  the 
analysis.  In  most  cases,  a  statement  of  the  corrective  action 
taken  to  prevent  future  occurrences  will  be  included  for  valid 
failures.  In  those  cases  where  no  failing  condition  is  found,  the 
device(s)  and  report  are  forwarded  to  the  requester. 

Quality  Assurance  supports  the  factory  with  periodic  auditing  of 
the  various  processes,  areas  and  products.  The  Discrepant 
Material  Reporting  system  (DMR)  provides  the  factory  feedback 
on  the  level  of  quality  it  is  producing  as  well  as  providing  protection 
to  our  customers  via  a  gating  of  the  product.  The  Quality 
Inspection  group  takes  a  200  piece  sample  (.065%  AQLfor  lot 


sizes  according  to  Mil-HDBK-105D)  from  each  production  lot  for 
visual  and  mechanical  testing  and  electrical  testing.  The  lot  is 
returned  to  production  for  rescreening  if  a  defective  unit  is  found 
in  the  sample.  The  results  of  the  inspections  are  summarized  and 
reported  weekly.  Through  programs  aimed  at  solving  the  causes 
of  the  defects,  Monolithic  Memories  has  improved  quality  levels 
significantly. 

As  a  customer,  you  can  learn  from  our  experience.  Our  data 
suggests  that  handling  is  the  number  one  cause  of  defective 
material.  Whether  it  is  human  handling  or  not,  the  product  flows 
should  be  engineered  so  as  to  minimize  the  number  of  separate 
handling  steps.  By  ordering  completed  product  in  even  box 
quantities,  no  handling  should  be  necessary  afterthe  product  has 
been  packaged  by  the  factory.  Product  can  be  placed  into  boards 
upon  receipt. 

By  placing  product  directly  into  boards  without  incoming  inspec- 
tion and  handling,  ship-to-stock  has  been  accomplished.  Ship-to- 
stock,  also  known  as  dock-to-stock  or  certification,  is  an  electron- 
ics industry  goal.  It  accomplishes  minimum  cost  objectives  of  our 
customers.  The  ship-to-stock  decision  is  a  customer  decision 
that  is  based  on  the  confidence  one  has  in  their  supplier  to  provide 
consistent,  high  quality.  Monolithic  Memories  has  mechanisms  in 
place  to  support  ship-to-stock  programs  and  has  a  generic  recipe 
for  the  certification  process  for  those  who  would  like  to  get  a  head 
start  on  a  such  a  program.  Refer  to  the  outline  of  Guidelines  for 
Product  Certification. 

Quality  Improvement  Programs 

The  Product  Quality  Objective  is  divided  into  the  following  com- 
ponents: 

•  Reliability 

•  Electrical  Performance 

•  Programmability 

•  External  Visual/Mechanical 

•  Internal  Die  Visual 

•  Total  Quality  Process 

•  Quality  Partnership  Program 

Reliability 

The  reliability  program  consists  of  new  product,  package  and 
process  qualifications,  qualifications  of  product,  package  and 
process  changes,  and  product,  package,  and  process  monitors. 
Most  reliability  testing  is  performed  on  site  in  Santa  Clara. 

Qualification  requirements  are  generally  customer  driven. 
Monolithic  Memories  has  developed  a  procedural  specification 
that  attempts  to  cover  most  of  the  requirements  of  our  numerous 
customers.  Most  test  methods  follow  the  Mil-Std  883  method  if 
applicable. 
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The  most  common  stresses  are  operating  life,  temperature 
cycling,  and  temperature  and  humidity  testing.  Monolithic 
Memories  performs  operating  life  at  1 25  degrees  Celsius,  5.25V 
Vcc,  and  1000  hours  per  method  1005,  condition  D.  In  some 
instances  the  time  will  be  extended  for  information  only.  Operat- 
ing life  is  performed  dynamically  by  applying  1 0OKHztothe  inputs 
of  the  devices  under  stress.  Interim  readouts  are  generally  made 
after  168  hours.  The  junction  temperature  is  kept  below  175 
degrees  Celsius.  Temperature  cycling  is  performed  from  -65  to 
150  degrees  Celsius  for  100  cycles  per  method  1010, 
condition  C. 

Temperature  and  humidity,  usually  referred  to  as  85/85  testing,  is 
performed  with  devices  biased.  Both  Vcc  and  ground  are  held  at 
ground  potential  while  the  rest  of  the  pins  are  biased  to  5  volts. 
The  name  85/85  comes  from  the  temperature  and  humidity 
settings  of  85  degrees  Celsius  and  85%  relative  humidity.  De- 
vices are  stressed  for  1 000  hours. 

Many  other  stress  tests  are  performed  including  ESD  testing. 
Monolithic  Memories  has  a  complete  ESD  control  program  in  all 
post  wafer  fabrication  areas.  All  necessary  facilities  are  in  place 
and  training  is  carried  out  on  a  routine  basis.  Audits  are  also  made 
of  the  manufacturing  areas  to  ensure  adequate  control  is  main- 
tained at  all  times. 

The  monitor  program  is  intended  to  continually  look  at  production 
products,  packages  and  processes.  Each  month  a  series  of 
product,  package,  and  process  combinations  are  selected  to  be 
monitored.  Each  quarter  one  product  from  each  process  and 
package  is  thus  checked.  Any  defects  are  analyzed  in  the  manner 
previously  presented. 

Whenever  a  major  change  is  made  to  a  product,  process,  or 
package,  a  re-qualification  test  is  run.  In  addition  to  requalifica- 
tion,  notification  is  made  through  the  sales  organization  to  those 
customers  that  have  such  notification  requirements.  Monolithic 
Memories  generally  notifies  customers  at  least  90  days  prior  to 
implementation  of  a  major  change. 

All  the  data  are  summarized  and  published  twice  per  year  in  the 
Reliability  Report.  Copies  of  the  report  are  available  upon 
request. 

Electrical  and  Visual/Mechanical  Quality 

The  basis  of  the  quality  improvement  program  has  been  thorough 
analysis  of  and  corrective  action  for  defective  units  found  in  four 
main  areas.  The  Discrepant  Material  Reporting  system  stems 
from  outgoing  sampling  performed  by  the  QA  Inspection  group  on 
each  production  lot  of  devices.  QA  uses  a  0.065%  AQL  sampling 
plan  per  Mil  Std  105D  which  generally  results  in  a  200  piece 
sample.  Any  lot  with  a  defect  in  the  sample  is  returned  to 
manufacturing  for  rescreening. 

The  Parts  Per  Million  monitor  is  a  unique  effort  to  emulate  the 
results  that  our  customers  find  by  using  our  products.  The  signifi- 
cant feature  of  the  monitor  is  that  the  parts  utilized  are  pulled  from 
finished  goods,  the  point  closest  tothe  customer  but  still  within  the 
factory.  Devices  are  tested  at  room  and  hot  temperature  to  arrive 
at  an  electrical  PPM  and  visually  inspected  to  arrive  at  a  visual/ 


mechanical  PPM.  In  addition,  samples  are  sent  for  programming 
and  static  burn  in.  In  this  way  programming  yield  and  infant 
mortality  information  are  generated. 

Defective  devices  from  either  of  these  factory  locations  are 
analyzed,  summarized  and  have  corrective  actions  generated  by 
manufacturing  and  engineering.  Formal  reports  are  made  to 
corporate  management  in  the  bimonthly  Product  Quality  Review, 
which  is  a  general  meeting  dedicated  to  reporting  progress 
toward  quality  goals. 

Two  sources  of  customer  feedback  are  the  Customer  Material 
Returns  and  failure  analysis  systems.  Customer  Material  Re- 
turns (CMR)  are  generally  returns  by  customers  who  are  con- 
cerned with  receiving  credit  or  replacement  of  defective  units  they 
have  found.  These  units  are  verified  by  a  level  1  analysis  as 
explained  previously  and  summarized  weekly  and  monthly  in 
formal  reports  to  management. 

The  fourth  area  of  feedback  is  through  the  failure  analysis  system 
which  has  already  been  presented. 

The  results  of  the  efforts  have  been  the  steady  reduction  in  PPM 
levels  to  below  250ppm  electrical,  below  500ppm  visual/me- 
chanical, and  below  0.1%  infant  mortality  failures. 

Programmability 

In  addition  to  improving  product  quality,  we  have  improved  pro- 
gramming yields  to  higher  levels.  Improvement  has  come 
through  algorithm  revisions,  random  defect  reduction,  redesigns 
of  products  and  programmer  qualification.  Once  we  began  fo- 
cussing on  the  programmer  suppliers,  we  were  able  to  better 
understand  their  programming  processes  and  work  much  more 
closely  with  them  to  develop  optimal  programming  algorithms. 
While  this  in  itself  helped  to  improve  yields,  we  also  made  some 
design  "tweaks"  and  manufacturing  improvements  that  contrib- 
uted further  toward  reaching  levels  generally  above  99.5%.  Post 
programming  functionality  was  also  improved. 

Some  of  the  issues  that  should  be  considered  when  considering 
performing  your  own  programming  are  to  maintain  adequate  cali- 
bration of  programmers  including  replacing  sockets  after  10,000 
insertions,  inventory  handling  costs,  human  handling  errors,  and 
lack  of  post  programming  testing.  Monolithic  Memories  can 
provide  programmed  product  with  minimum  cost  and  handling 
that  falls  below  1 0Oppm.  This  can  be  a  significant  reduction  in  the 
cost  of  quality  and  make  it  easier  to  move  to  a  just-in-time 
manufacturing  system. 

Internal  Die  Visual 

It  is  Monolithic  Memories'  intent  to  supply  die  quality  that  meets 
or  exceeds  the  Mil-Std  883,  method  201 0,  class  B.  Toward  this 
goal,  Monolithic  Memories  has  made  significant  improvements 
through  random  defect  reduction  in  our  manufacturing  areas  and 
through  the  use  of  statistical  process  control  techniques.  Signifi- 
cant defect  reduction  was  gained  by  automating  the  assembly 
process  to  remove  human  handling.  Similarly,  automation  in  the 
wafer  fabrication  areas  has  also  been  effective.  One  significant 
improvement  was  made  by  putting  pelicles  on  all  photolithogra- 
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phic  wafer  masks.  In  addition  to  preserving  the  plate  indefinitely, 
the  pelicle  causes  any  particle  that  should  happen  to  fall  onto  the 
plate  to  be  out  of  focus  on  the  wafer.  Therefore,  a  perfect  print  is 
made  every  time. 

Die  visual  quality  has  improved  to  over  97%  conformance  to 
method  2010,  class  B  in  molded  packages  and  to  100%  confor- 
mance in  hermetic  packages.  The  die  visual  improvement  has 
also  contributed  to  the  improvement  in  infant  mortality  and  the 
improvement  in  programming  and  post  programming 
functionality. 

Total  Quality  Process 

Up  to  this  point,  the  discussion  has  centered  around  detection 
and  inspection  to  find  quality  problems  andfix  them.  However,  the 
long  term  trend  is  toward  prevention.  Statistical  process  control 
is  a  preventive  measure  that  allows  for  building  in  quality  by 
quickly  heading  off  problems  before  they  occur.  Statistical 
process  control  (SPC)  is  the  mainstay  of  a  total  quality  approach. 

Total  Quality  means  the  molding  of  attitudes  through  continual 
education,  training  and  awareness  in  all  areas,  and  to  establish 
SPC  in  all  manufacturing  areas.  The  vehicles  for  accomplishing 
total  quality  are  the  bimonthly  Product  Quality  Review,  Quality 
Improvement  Teams,  Deming  seminars,  in  house  SPC  training, 
use  of  SPC  consultants,  and  an  automatic  data  collection  and 
analysis. 

The  actual  use  of  SPC  in  manufacturing  can  be  seen  in  both  the 
U.  S.  and  in  the  assembly  facility  in  Penang,  Malaysia.  The 
assembly  areas  are  leading  the  way  with  on  line  monitoring  and 
real  time  charting  in  most  operations.  The  wafer  manufacturing 
areas  have  attained  various  levels  of  penetration. 


The  future  holds  more  automation  in  store  for  SPC.  By  the  end 
of  1 987,  we  will  have  implemented  a  computer  integrated  system 
of  data  collection  and  analysis  that  will  eventually  allow  for  on  line 
analysis,  automatic  data  collection  and  automatic  line  control. 
We  will  be  pushing  ahead  with  more  Taguchi  techniques  and  with 
an  SPC  program  to  address  non-production  areas.  And  the 
bottom  line  will  be  to  reduce  our  cost  of  quality  through  reduction 
in  inspection  and  detection  costs  and  to  eliminate  rework. 

Quality  Partnership  Program 

Several  years  ago  Monolithic  Memories  developed  the  Quality 
Partnership  Program  in  order  to  facilitate  quality  improvement 
through  enhanced  feedback  from  a  few  customers  that  had  good 
reporting  mechanisms  in  place.  Today,  the  program  is  basically 
the  same  with  one  very  important  exception.  Monolithic 
Memories  has  attained  quality  levels  below  250ppm  as  we 
measure  ourselves.  Through  pareto  analysis  of  your  supplier 
base,  you  may  not  want  to  make  the  commitment  necessary  to 
sustain  a  true  partnership  relationship  with  a  supplier  that  does 
not  rank  as  one  of  your  problems.  But  if  you  should,  we  are 
always  ready  to  participate  toward  mutual  improvement  in  quality. 
We  have  mechanisms  in  place  to  provide  rapid  and  thorough 
failure  analysis  and  outgoing  inspection  data  on  a  regular  basis. 
All  that  is  needed  is  a  commitment  from  our  customers  to  provide 
us  with  rapid  feedback  and  to  be  willing  to  work  in  tandem  toward 
zero  defects  and  minimum  costs.  The  usual  result  of  a  successful 
partnership  is  reaching  ship-to-stock  and  building  a  working 
relationship  based  upon  trust  and  mutual  understanding. 

The  quality  programs  described  have  been  in  existence  for 
several  years.  The  results  have  been  dramatic.  You  will  find  us 
to  be  very  honest  and  responsive  to  your  needs.  If  you  should 
need  some  information,  please  don't  hesitate  to  contact  us. 
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Guidelines  for  Product  Certification 

Characteristic  Accountability 

•  Process  Flow 

•  Product  Specification 

•  Monitors  and  Controls 

•  Place  of  Manufacture 

•  Establish  Correlation 

First  Article  Inspection 

•  Electrical  Conformance 

•  Visual/Mechanical  Conformance 

•  Variables  Data 

Lot  Mon  toring  Inspection 

•  Lot  Acceptance  or  Defect  Rate  Maintenance 

•  Period  of  Time  or  Number  of  Lots  Criteria 


Factory  Audit 

•  Customer 

Certification 

•  Certification  Maintenance  Program 

•  Disqualification  and  Recertification  Program 

•  Periodic  Reports,  Data,  and  Timely  Feedback 

•  Special  Outgoing  Inspection  and  Verification 

•  Change  Notification 

Product  Assurance 

Quality  Assurance-Military 

•  Facility  Certification 

•  QPL  Qualifications 

•  JEDEC  13/13.2  (Gov't  Liason  Committee) 

•  38510  Quality  Conformance  Inspection 

Product  Acceptance 

•  Electrical  Test  Gates 

•  Visual/Mechanical  Gates 

•  Traceability  Verification 

•  Government/Customer  Liason 

•  Final  Outgoing  Inspection 

•  Inspection  Activity  Reporting 

•  Verifies  Conformance  With  MIL-M-38510  QCI 
Requirements 

Quality  Assurance  Eng. 

•  Self  Audits 

■  Corrective  Action 

•  Calibration  Control 

•  Customer  Return  Disposition,  Reports  and  Failure  Analys 

•  Technical  Resource 

•  Major  Programs  Support 


•  Division  Quality  Assessment  Program 

•  Quality  Partnership  Program 

•  Configuration  Control 

Reliability  Assurance  Eng. 

•  Customer/Gov't  Quality  Conformance  Inspection 

•  Package,  Process  and  Reliability  Studies  (New/Revised) 

•  Division/Reliability  Reporting 

•  CECC  Reliability  Programs 

Quality  Control 

•  Incoming  Inspection/Vendor  Evaluations,  Ratings  and 
'  Corrective  Action 

In-Line  Procedural  Audits  (Fab  Through  Final  Seal) 
In-Line  Operational  Audits  (Fab  Through  Final  Seal) 
In-Process  Wafer  Fab  Inspection 
In-Process  Wafer  Sort  Inspection 
In-Process  Assembly  Inspection 
Offshore  Assembly  Surveillance 
Offshore/Surveillance  Correlation  Program 
Analytical  Lab  Services  (Di  Water,  Chemical  Analysis) 
Environmental  Audits  (Temp.,  RH,  Particle  Counts  and  Flow 
Hood  Velocity) 
In-Process  CSI/GSI 
Quality  Engineering  Failure  Analysis 
Statistical  Control,  Product  Quality  Analysis 

Quality  Assurance-Commercial 

Self  Auditing 

Customer  Material  Returns  Analysis  and  Corrective  Action 
Discrepant  Material  Analysis  and  Corrective  Action 
Technical  Support 
Major  Program  Support 
PPM  Monitor  Support 
Quality  Partnership  Program 
Electrical  Test  Inspection 
Visual/Mechanical  Inspection 
Final  Outgoing  Inspection 
Inspection  Activity  Reporting 
Commercial  Traceability 

Conformance  Verification  of  Special  Commercial 
Specifications 

•  Document  Control  (Commercial) 

Reliability  Assurance 

Device/Design  Qual  (New/Revised) 
Package  Qualification  (New/Revised) 
Process  Qualification  (New/Revised) 
On-Going  Device/Package  Reliability  Monitors 
Extended  and  Accelerated  Life  Testing 
Qualification  Test  Lab  Per  MIL-STD-883  Method  5005 
38510  Device  Qualification  and  883  Quality  Conformance 
Failure  Analysis  Lab  (SEM/EDAX  and  Engineering  Services) 
Early  Failure  Mode  Detection  and  Corrective  Action 
Reliability  Reports  (In-House  and  Field) 
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STANDARD  POST  ASSEMBLY  PROCESS  FLOW 


MPS  8230 
MPS  25551 


MPS  40406 


MPS  40960 


MPS  9010 


MPS  20255 


MPS  20254 


START 


100%  PRODUCTION 
ELECTRICAL  TEST  25C 


MPS  9520 


PRODUCT 
IDENTIFICATION  MARK 


100%  PRODUCTION 
VISUAUMECHANICAL 
INSPECTION 


PRODUCTION  PRODUCT 
PACK 


Q/AVISUALVMECH. 
INSPECTION 


Q/A  ELECTRICAL 
INSPECTION 


FINISHED  GOODS 


I 


QA  PRE-SHIP 
INSPECTION 


-0 


-© 


MPS  20256 


SHIP  MPS  9521 


Internal  Manufacturing  Process  Specification  Number 


— 
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SHRP*  POST  ASSEMBLY  PROCESS  FLOW 


MPS  8230 
MPS  25551 


MIL  STD  883C 
METH.  1015 


MPS  8230 
MPS  25551 


MPS  40406 


MPS  9010 


MPS  20255 


START 


100%  PRODUCTION 
PRE-BURN-IN 
ELECTRICAL  TEST  25C 


BURN-IN  125C 
COND.CT  =  40-48H 


100%  PRODUCTION 
ELECTRICAL  TEST  25C 


MPS  9520 


PRODUCT 
IDENTIFICATION  MARK 


100%  PRODUCTION 
VISUAL/MECHANICAL 
INSPECTION 


PRODUCTION  PRODUCT 
PACK 


a/A  VISUAL/MECH. 
INSPECTION 


a/A  ELECTRICAL 
INSPECTION 


MPS  9521 


*  SHRP  is  "Super  High  Reliability  Product"  which  receives  a 
nominal  48-hour  burn-in  tor  a  modest  cost  adder.  I  nformation 
is  available  in  a  SHRP  brochure  which  your  salesperson  or 
FAE  can  provide. 
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Monolithic  Memories  performs  the  test  and  finish  operations 
stateside  in  Santa  Clara,  Ca.  and  in  Penang,  Malaysia.  Both 
facilities  utilize  state  of  the  art  electronic  testing  equipment  as  well 
as  Electro-Static  Discharge  safeguards  in  all  handling  areas. 
Inventory  is  maintained  and  controlled  via  computerized  data- 
base systems  assuring  one  of  the  best  on-time  delivery  systems 
in  the  industry.  The  product  quality  is  monitored  continually 
throughout  the  process  to  provide  feedback  necessary  to  support 
factory  corrective  actions. 

Electrical  Testing/Pre  Burn-In 

The  electrical  test  of  integrated  circuits  starts  long  before  a  batch 
of  parts  is  dispatched  to  the  test  area.  Product  and  process 
characterizations  must  be  performed  to  understand  the  para- 
metric distributions  and  the  test  conditions  that  are  necessary  to 
provide  full  compliance  to  datasheet  specification.  When  the  cus- 
tomer order  requires  programming,  functional  test  vectors  are 
computer  generated  and  evaluated  for  array  coverage.  Test 
software  is  validated  for  performance  margin  before  being 
handed  over  to  the  Test  area  for  use  in  production.  The  electrical 
test  software  is  maintained  through  revision  control  and  sign-off 
procedures. 

Devices  are  delivered  to  the  Test  area  for  initial  electrical  testing. 
The  product  is  1 00%  production  tested  to  guarantee  the  databook 
requirements  and  functionality.  The  parameters  specified  include 
electrical  and  switching  characteristics.  In  addition  Monolithic 
Memories  performs  these  tests  at  various  ambient  temperatures 
in  orderto  eliminate  marginal  devices.  Additionally,  test  program 
forcing  conditions  and  test  limits  have  been  guardbanded  to 
reduce  the  effects  of  system  variability  and  parameter  shift  at 
temperature.  All  test  equipment  is  calibrated  to  standards  trace- 
able to  the  National  Bureau  of  Standards. 

For  reduced  costs  and  improved  quality  due  to  the  elimination  of 
human  handling  errors,  Monolithic  Memories  is  incorporating 
bulk  loading  equipment  into  the  Test  and  Finish  areas.  These  ma- 
chines can  load  and  unload  product  from  a  handler  with  great 
speed,  efficiency,  and  accuracy. 

Burn-In 

Semiconductor  failures  over  time  are  known  to  manifest  them- 
selves during  the  earliest  stages  of  useful  life.  This  phenomenon 
is  known  as  'Infant  Mortality'.  During  burn-in,  stresses  are  applied 


that  accelerate  failure  for  those  devices  which  are  prone  to  Infant 
Mortality.  The  elimination  of  these  failures  not  only  improves  the 
reliability,  but  also  results  in  substantial  cost  savings  for  system 
manufacturers  by  reducing  rework  and  repair  loading. 

Typical  conditions  for  burn-in  are: 

Static  Condition  C 
Temperature:  125°C 
Vcc:  5.25  V 

The  typical  infant  mortality  phase  is  defined  as  1 68  hours,  with 
75%  of  the  defectives  found  in  the  first  48  hours. 

Monolithic  Memories  has  reduced  mechanical  handling  defects 
during  board  load  and  unload  by  utilizing  robotic  handling/loading 
equipment. 

Electrical  Test/Post  Burn-In 

The  devices  which  are  burned-in  are  again  electrically  tested  to 
remove  any  failures  that  are  a  result  of  the  Burn-in  accelerated 
stresses.  Production  and  engineering  monitors  have  shown  that 
the  typical  failure  rate  for  this  stress  is  approximately  0.05%. 

Marking 

The  devices  are  marked  to  provide  identification  of  part  number, 
MMI  logo,  assembly  location,  and  date  codes.  In  addition  to 
standard  marking,  special  customer  required  items  are  available. 
A  photolithographic  process  is  used  to  produce  exceptional 
character  clarity.  Every  lot  is  tested  for  marking  permanency. 

Traceability  of  all  raw  materials,  equipment,  operators  and  proc- 
esses are  identified  by  two  unique  date  code  numbers  found  on 
the  top  and  bottom  of  the  package.  Asix-digit  code  marked  on  the 
top-side  of  the  device  allows  traceability  of  the  test  and  finish 
operations,  and  an  eight-digit  bottom-side  code  for  traceability  of 
assembly  processing  and  raw  materials  back  to  wafer  lot. 

Visual/Mechanical  Inspection 

Visual  and  Mechanical  inspection  is  performed  on  all  production 
units.  The  inspection  includes  package  outline  dimensions,  and 
lead  and  marking  quality.  With  the  aid  of  production  monitors  and 
statistical  process  controls,  marginal  processes  are  eliminated. 


Test  and  Finish  Operations 


Pack 

Packaging  of  devices  is  no  simple  matter.  One  must  provide 
mechanical  strength,  and  identification  of  contents  as  well  as 
electrical  protection  (from  ESD).  Monolithic  Memories  utilizes 
carbon  impregnated  boxes  for  the  intermediate  containers  of  a 
shipment,  which  act  as  faraday  cages  in  dissipating  the  built-up 
electro-static  charges.  The  box  label  has  printed  on  it  the  part 
number,  package  type,  quantity  of  devices,  QA  stamp  of  accep- 
tance, specification  number,  date  of  pack,  and  bit  pattern  (if 
programmed).  Many  of  the  above  items  are  also  printed  in 
machine-readable  bar  code  formatto  assist  in  product  movement 
and  control. 


Quality  Assurance  Visual/  Mechanical 
and  Electrical  Inspections 

The  Quality  Assurance  department  sample  inspects  the  devices 
to  a  0.065%  AQL  sample  plan  in  accordance  to  Mil-HDBK-1 05D. 

The  visual/mechanical  inspection  consists  of  physical  dimension 
checks  along  with  lead,  marking,  and  packaging  verification  to 
ensure  quality. 

Paperwork  is  also  reviewed  for  accurate  and  complete  process- 
ing to  specification  and  customer  requirement. 

The  devices  are  electrically  tested  to  databook  and/or  specific 
customer  conditions  and  limits  to  validate  the  electrical  and 
functional  integrity. 

Any  non-conformities  that  are  found  during  QA  inspection  are 
verified  and  tracked  through  the  appropriate  product/assembly 
engineering  group  to  obtain  corrective  action.  This  information 
along  with  inspection  volume  and  failure  rates  is  reported  to 
management,  operations  and  engineering  regularly  for  long-term 
trend  visibility  and  improvement. 
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IMOX  Product  Technology 
and  Reliability 


In  order  to  meet  the  next  generation  requirements  for  speed  and 
density  in  PALdevices,  an  advanced  bipolartechnology  has  been 
developed  called  IMOX-III.  Although  IMOX-III  represents  a  major 
breakthrough  which  will  allow  further  scaling  to  the  sub-micron 
region,  the  technology  also  shares  many  features  in  common  with 
prior  generations  of  technology,  IMOX-II  and  IMOX-IIS. 


used  to  reduce  the  size  and  parasitic  capacitances  of  transistors. 
Ion  implanted  emitters  and  bases  are  used  to  achieve  the  profile 
control  necessary  for  high  performance  transistors.  The  reliability 
of  the  transistor  structure  used  in  IMOX-III  has  been  proven  over 
millions  of  hours  of  high-temperature  tests  on  products  that  use 
IMOX-II  and  IMOX-IIS  processes. 


The  revolutionary  breakthrough  of  IMOX-III  is  the  use  of  reactive- 
ion-etched  grooves,  called  slots,  to  isolate  the  transistors.  These 
slots  are  1 .5  microns  wide,  over  6  microns  deep,  and  arefilled  with 
dielectric  material  (Figure  1).  Because  the  transistors  are  not 
isolated  by  junctions,  space  for  depletion  spreading  is  not  neces- 
sary. Also,  since  the  slots  are  etched  anisotropically,  thicker  EPI 
layers  can  be  isolated  without  increasing  the  isolation  widths.  Es- 
sentially, no  density  penalty  is  paid  to  achieve  high  breakdown 
voltages.  Higher  breakdown  voltages  are  needed  to  support  the 
programming  voltages  required  to  program  fuses  in  bipolar  PAL 
devices. 

Smaller  device  sizes  translate  into  faster  circuits  through  smaller 
die  sizes  and  reduced  capacitances  of  active  devices  and  metal 
interconnect.  Another  advantage  of  the  slot  isolation  is  reduced 
collector  to  substrate  capacitance,  which  offers  improved  per- 
formance in  many  circuit  configurations. 

Overall,  the  IMOX-III  process  is  a  major  step  forward  from 
IMOX-IIS.  In  addition  to  the  slot  isolation,  stepper  lithography  and 
dry  metal  and  via  etching  have  been  implemented,  resulting  in  a 
dramatic  reduction  in  device  sizes.  The  slot  isolation  allows  the 
silicon  pitch  to  be  reduced  by  one-third.  The  steppers  and  plasma 
metal  etching  allow  the  metal  pitch  to  be  shrunk  by  one-third  also. 
Furthermore,  the  IMOX-III  process  was  designed  with  a  20% 
shrink  in  mind.  This  scaling  can  be  accomplished  simply  by 
shrinking  the  masks. 

The  IMOX-III  process  shares  many  familiar  features  with  its 
predecessor,  IMOX-IIS.  Oxide-walled  bases  and  emitters  are 


Another  key  feature  familiar  to  users  of  older  generation  IMOX 
PAL  devices  is  the  fuse  technology.  IMOX-III  uses  platinum 
silicide  fuses,  identical  to  the  fuse  technology  used  on  older 
generation  IMOX  PAL  devices.  Programming  yields  are  the 
highest  possible,  and  programming  times  are  extremely  short 
(about  300  ns). 

The  IMOX-III  technology  also  features  two  levels  of  metallization, 
as  does  IMOX-II  and  IMOX-IIS.  However,  with  IMOX-III  technol- 
ogy, both  layers  are  stepper-defined  and  plasma-etched. 

The  IMOX-III  technology  is  being  applied  to  a  family  of  high- 
performance  PAL  devices.  The  first  of  these  is  a  "D-speed" 
20-pin  PAL  IC,  which  runs  at  10  ns.  The  table  below  shows  the 
devices  built  on  the  IMOX  processes. 


DEVICE 

PROCESS 

MAXIMUM 
PROPAGATION 
DELAY 

AmPAL16R8  Family 

IMOX-II 

25  ns 

AmPAL16R8B  Family 

IMOX-IIS 

15  ns 

AmPAL16R8D  Family 

IMOX-III 

10  ns 

AmPAL18P8 

IMOX-IIS 

15  ns 

AmPAL22V10 

IMOX-IIS 

25  ns 

AmPAL22V10-15 

IMOX-III 

15  ns 

AmPAL20XRP10 

IMOX-IIS 

15  ns 

Family 

AmPAL23S8 

IMOX-IIS 

20  ns 

EXTRINSIC  BASE       INTRINSIC  BASE 


BASE  CONTACT 


COLLECTOR       FIELD  OXIDE 


465  01 


-  POLYSILICON 
,SIDEWALL  OXIDE 


P  CHANNEL  STOP 


Figure  1.  Slot  Isolation 
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IMOX-III  technology  will  enable  third  and  fourth  generations  of 
PAL  devices  that  will  be  significantly  faster  and  more  complex 
than  the  current  devices.  It  will  also  reduce  the  cost  of  the  new 
devices  by  significantly  reducing  die  sizes  or  allowing  more 
features  to  be  added  without  increasing  present  die  sizes.  Faster 
and  more  complex  PAL  devices  will  permit  system  designers  to 
build  advanced  computers,  communications  systems  and  instru- 
mentation systems  at  a  much  lower  cost. 

IMOX  Product  Reliability 

IMOX  bipolar  Programmable  Array  Logic  (PAL)  devices  are 
based  on  two  key  technologies  with  many  years  of  high  volume 
production  experience  behind  them. 

1 .  IMOX— The  basic  process  technology  employed  is  IMOX,  an 
advanced  ion-implanted,  oxide-isolated  structure.  IMOX 
provides  very  high  performance  devices  with  predictable 
manufacturing  yields.  It  has  accumulated  many  millions  of 
hours  of  life  test  history  through  its  application  to  the  Am27S 
series  of  PROMs  and  the  Am2900  family  of  bipolar  micropro- 
cessors. 

A  comprehensive  report  on  IMOX  reliability  titled  IMOX 
RELIABILITY  REPORT  (AMD  publication  #03687A-MPR)  is 
available  forthose  interested  in  adetailed  presentation  on  this 
subject. 

2.  Platinum-silicide  fuses— This  fuse  structure  was  originally 
developed  for  use  on  junction-isolated  PROMs.  It  quickly 
established  a  standard  of  excellence  for  high  programming 
yields  and  long-term  reliability.  Several  years  ago  it  was 
applied  to  a  new  generation  of  ultra  high  performance  PROMs 
based  on  the  IMOX  process. 

This  combination  of  IMOX  and  platinum-silicide  fuses  has  an 
outstanding  record  of  reliability  which  has  been  verified  repeat- 
edly through  in-house  life  testing  and  by  high-reliability  customer 
qualification  testing  and  system  use. 

IMOX  PAL  devices  are  fabricated  with  this  same  combined 
process  technology.  Not  only  is  the  technology  for  building  PAL 
devices  and  PROMs  the  same,  but  also  the  programming  algo- 
rithm and  programming  circuitry  used  to  program  the  platinum- 
silicide  fuses  are  the  same  in  all  characteristics  of  importance. 
The  result  is  that  the  conditions  seen  by  an  IMOX  PALdevice  fuse 
are  the  same  as  those  seen  by  an  IMOX  PROM  fuse. 

Due  to  the  common  process  technology,  fuse  design  and  fuse 
programming  circuitry  design,  reliability  and  programming  yield 
results  are  expected  to  be  the  same  for  PALdevices  and  PROMs. 
Data  accumulated  to  date  on  PAL  devices  confirms  this 
expectation. 

This  report  describes  the  characteristics  of  the  platinum-silicide 
fuse  and  programming  conditions  for  the  fuse,  along  with  a 
description  of  the  ongoing  reliability  monitor  program. 


Platinum-Silicide  Fuse 

Fusing  Technique 

IMOX  PAL  circuits  are  designed  to  use  a  programming  algorithm 
which  minimizes  the  requirements  on  the  programmer  yet  allows 
the  circuit  to  program  the  platinum  silicide  links  quickly  and 
reliably. 

The  sequence  of  events  to  program  a  fuse  are: 

1 .  VCC  power  is  applied  to  the  chip. 

2.  The  address  of  the  fuse  to  be  programmed  is  selected  by  TTL 
levels  on  the  appropriate  address  pins. 

3.  The  outputs  are  disabled.  (Pin  1  serves  this  purpose  on  PAL 
devices). 

4.  The  programming  voltage  is  then  applied  to  one  output. 

5.  A  fuse  enable  is  accomplished  by  raising  an  input  to  a  level 
above  normal  TTL  operating  voltage.  (Pin  11  is  used  for  this 
on  PAL  devices.)  This  action  gates  the  current  flow  through 
the  proper  fuse,  resulting  in  an  open  fuse  in  a  few  microsec- 
onds. 

6.  The  output  programming  voltage  is  lowered  and  then  re- 
moved. 

7.  The  device  is  enabled  and  clocked  if  required.  The  output 
state  then  indicates  whether  successful  programming  has 
occurred.  If  programming  has  not  occurred  a  sequence  of 
much  longer  pulses  is  applied  until  programming  occurs. 

8.  The  sequence  of  2  through  7  is  repeated  for  each  bit  which 
must  be  programmed. 

There  are  several  advantages  to  this  technique.  First,  the  two 
high  current  power  sources,  VCC  and  the  voltage  applied  to  the 
output,  do  not  have  critical  timing  requirements.  As  the  program- 
ming current  is  gated  through  the  fuse  actively,  there  is  no 
dependence  on  the  rise  rate  of  the  programming  voltage.  A  fast 
application  of  programming  current  is  desirable  for  optimum 
programming.  Since  the  output  programming  voltage  does  not 
have  to  be  applied  rapidly,  breakdown  and  latchback  problems 
attributed  to  fast  voltage  rise  times  on  the  output  are  avoided. 

This  programming  procedure  has  a  second  major  advantage.  If 
the  fuse  does  not  open  during  the  first  programming  pulse,  longer 
programming  pulses  are  used.  With  the  platinum-silicide  fuse, 
long  programming  pulses  may  be  safely  applied  with  no  danger 
of  developing  a  reliability  problem.  The  algorithm  can  therefore 
be  designed  to  minimize  the  time  required  to  program  by  using  a 
fast  first  pulse  followed  by  a  longer  pulse  if  needed  to  program  the 
occasionalf  use  that  does  not  open  with  the  first  short  pulse.  Most 
devices  do  program  satisfactorily  with  all  short  pulses. 
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Fuse  Characteristics 

When  a  fast  (less  than  500  ns  rise  time)  current  pulse  is  applied 
to  a  fuse,  the  fuse  voltage  rises  abruptly  to  a  value  determined  by 
the  room  temperature  resistance.  However,  it  then  quickly  falls  to 
a  value  of  approximately  2  V.  This  value  is  nearly  independent  of 
the  applied  current.  During  the  period  of  time  the  fuse  is  molten, 
the  fuse  current  drops  very  abruptly  to  zero  indicating  the 
separation  of  the  platinum-silicide  into  two  distinct  sections. 
Scanning  Electron  Microscope  photographs  of  the  resulting  fuses 


(Figure  2)  indicate  that  the  typical  case  is  asharp  clean  separation 
in  excess  of  a  micron.  This  separation  occurs  in  the  center  of  the 
fuse  because  the  "bow-tie"  structure  (Figure  3)  concentrates  the 
energy  density  in  the  center  away  from  the  aluminum  intercon- 
nect lines.  The  energy  density  in  the  center  of  the  fuse  creates 
temperatures  substantially  greaterthan  those  required  to  melt  the 
silicide.  Melted  material  is  then  "wicked"  from  the  center  of  the 
fuse  to  either  side  due  to  surface  tension. 


Unprogrammed  Fuse 


Programmed  Fuse 

Figure  2.  Scanning  Electron  Microscope  Photo-Unprogrammed  and  Programmed  Fuses 
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CURRENT  DENSITY 

IS  6X  LEVEL  IN 
CONTACT  AREAS 


Pt-Si 


CONTACT 
AREA 


COOLER  REGIONS 
RESULT  IN  CORRECT 
SURFACE  TENSION  FORCES 
FOR  PULLBACK  OF  FUSE 
MATERIAL  FROM  CENTER  GAP 


Figure  3.  Bow-Tie  Fuse  Design 


Reliability  Testing  Data 

Data  on  the  reliability  of  PAL  and  PROM  devices  with  platinum- 
silicide  fuses  is  gathered  via  the  Reliability  Monitor  Program 
(RMP).  The  RMP  is  an  ongoing  program  conducted  on  all  device 
types  across  all  product  lines,  and  is  designed  to  ensure  that  all 
IMOX  devices  meet  acceptable  reliability  levels.  A  summary  of 
the  RMP  tests  for  hermetic  and  plastic  molded  packages  are 
shown  in  Tables  1  and  2. 


Data  on  IMOX  PAL  and  PROM  devices  has  been  gathered  over 
millions  of  device  hours  and  more  than  40  billion  fuse  hours  of 
high  temperature  operating  life  tests  (HTOL).  The  life  test  circuits 
used  in  this  work  conform  to  MIL-STD-883  method  1005  condi- 
tions C  and  D.  This  data  indicates  a  projected  unit  failure  rate  (at 
60%  confidence)  of  0.0002%/1000  hrs.  at  70°C. 

Results  of  the  IMOX  RMP  are  updated  periodically  and  can  be 
obtained  through  inquiry  to  any  of  the  Sales  Offices  listed  in  the 
back  of  this  handbook. 


TEST 

CONDITIONS 

TYPICAL 
SAMPLE 
SIZE 

Infant 
Mortality 

160  hours  at  125°C 
ambient.  Initial  and 
end-point  electrical 
tests. 

300 

Operating 
Life 

1000  hrs  (1160  total) 
at  125°C  ambient. 
Initial  and  end-point 
electrical  tests. 

120 

Temperature 
Cycle 

1 000  cycles,  (-65°C  to 
1 50°C),  30  min/cycle. 
End-point-hermeticity 
and  electrical  tests. 

50' 

150°C 

Operating 

Cycle 

1000  hours  at  150°C 
ambient. 

Initial  and  end-point 
electrical  tests. 

50 

*  These  units  are  hermetically  tested  prior  to  commencement  of 
test. 


Table  1 


Reliability  Monitor  Program  for  Devices  in 
Hermetic  Packages 


TEST 

CONDITIONS 

TYPICAL 
SAMPLE 
SIZE 

Infant 
Mortality 

160  hours  at  125°C  or 
85°C  ambient  (Tj  <150°C 
nominal).  Initial  and 
end-point  electrical  tests. 

300 

Operating 
Life 

1000  hrs  (1160  total) 
@  125°C  or  85°C  ambient 
(Tj  <150°C,  nominal). 
Initial  &  end-point 
electrical  tests. 

120 

Temperature 
And 

Humidity 

85°C/85%  RH/low  power 
bias,  500  hours  and 
1000  hrs. 
Initial,  interim,  and 
end-point  electrical  tests. 

50 

Temperature 
Cycle 

1 000  cycles:  -65°C 
to  150°C,  30  minutes/ 
cycle.  High  temperature 
(75°C  min)  functional 
end-point  electrical  test. 

50 

Pressure 
Cooker 

121°C,  15  psi,  160 
hours,  unbiased,  initial 
end-point  electrical  test. 

50 

Table  2.  Reliability  Monitor  Program  for  Devices  in  Molded 
Packages 


£1 
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IMOX  Product  Testability 


Programming  Yield 


Thorough  testing  of  programmable  logicdevices  by  the  manufac- 
turer is  important  to  both  the  performance  of  programmable  logic 
and  its  cost  of  use. 

Field  programmable  logic  devices  are  different  from  other  semi- 
conductor products  in  that  the  user  must  complete  the  manufac- 
turing process  by  programming  and  functionally  testing  the  parts. 

Programming  is  normally  accomplished  on  commercially  avail- 
able programming  equipment.  Functional  testing  may  be  per- 
formed on  a  programmer,  on  automatic  test  equipment  or  at  the 
board  or  system  level.  Figure  4  illustrates  where  device  failure 
detection  can  occur.  Clearly,  the  cost  implications  of  failure 
become  more  serious  with  each  advancing  step. 


DESIGN 
SOFTWARE 


PROGRAMMING 

PROGRAMMING 
REJECT 

1 

COMPONENT 
TEST 

AC,  DC,  OR 
FUNCTIONAL 
REJECT 

BOARD 
TEST 

PERFORMANCE 
REJECT 

SYSTEM 
TEST 

PERFORMANCE 
REJECT 

ON-SITE 
OPERATION 

PERFORMANCE 
REJECT 

Figure  4. 

As  a  result  of  assuming  the  responsibility  of  programming  and 
test,  the  user  gains  all  the  benefits  of  a  custom  function  with  the 
cost  and  availability  advantages  of  a  standard  product.  However, 
the  user  must  also  deal  with  those  parts  that  do  not  program  suc- 
cessfully or  do  not  function  to  advertised  specifications  after 
programming. 

Testing  before  shipping  can  make  a  difference  to  the  user  in: 

1.  Programming  yield 

2.  Post-programming  functional  yield  (PPFY) 

3.  Uniformity  of  performance 

This  paper  describes  the  techniques  used  on  IMOX  process  PAL 
devices  to  allow  testing  of  these  three  important  attributes  on 
every  device  before  shipment  to  the  user. 


Programming  yield  is  the  measure  of  the  success  of  the  program- 
ming operation.  Large  volume  users  of  programmable  logic  keep 
records  of  the  programming  yield  history  of  their  suppliers'  parts. 
Programming  yield  is  considered  by  these  users  to  be  an  impor- 
tant element  in  judging  the  overall  suitability  of  different 
suppliers'  parts. 

Post-Programming  Functional  Yield 

Experienced  PROM  and  EPROM  users  are  sometimes  puzzled 
by  the  fact  that  not  all  programmable  logic  devices  function 
correctly  even  though  they  have  successfully  completed  a  pro- 
gramming operation  and  fuse  verification  check. 

With  PROMs,  a  one-for-one  relationship  exists  between  address 
states  and  programming  elements  (which  can  be  fuses,  floating 
gate  MOS  devices,  open-base  NPN  transistors,  etc.)  That  is,  the 
state  of  each  output  for  each  address  is  dependent  on  the 
condition  of  only  one  fuse.  Sensing  a  desired  fuse  state  after 
programming  therefore  practically  guarantees  correct  functional 
operation  (at  least  at  the  voltage  and  temperature  conditions  of 
the  programming  operation). 

With  programmable  logic  devices  the  relationship  between  pro- 
gramming success  and  post-programming  functionality  is  not 
one-for-one.  Except  for  the  simplest  of  patterns  and  devices,  the 
relationship  is  highly  complex.  Feedback  buffers  allow  the  crea- 
tion of  more  than  one  level  of  logic;  latches,  counters,  shift 
registers,  and  even  oscillators  can  be  created.  Special  fuse 
functions  such  as  polarity  control,  output  enables,  register/com- 
binatorial path  selection  and  buried  registers  complicate  the 
relationship  further. 

This  is  the  power  of  programmable  logic — but  the  testing  chal- 
lenge that  results  from  this  versatility  can  be  substantial.  Logic 
states  for  programmable  logic  devices  can  depend  on  multiple 
fuses.  The  fuse  verification  procedure  that  examines  each  fuse 
uniquely  is  therefore  not  sufficient,  as  it  is  with  PROMs,  for 
guaranteeing  functionality. 

All  programmable  logic  devices  contain  special  on-chip  program- 
ming circuitry  and  modes  to  allow  programming  and  verification 
of  each  individual  fuse.  The  complexity  of  programming  may  vary 
significantly,  but  all  have  one  thing  in  common— successful 
programming  by  itself  cannot  guarantee  functionality. 

The  user's  jobdoes  not  end  then  with  the  programming  operation. 
To  be  assured  of  a  functional  part,  a  comprehensive  set  of  test 
vectors  must  be  applied  to  the  part.  Many  device  programmers 
accept  test  vectors  along  with  fuse  programming  vectors  and  will 
apply  the  test  vectors  to  the  part  following  the  programming 
operation.  The  PRELOAD  feature  greatly  simplifies  the  test 
generation  problem  for  registered  parts. 
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Uniformity  of  Performance 

The  buyer  of  a  programmable  logic  part  has  the  right  to  expect 
that  the  performance  specifications  appearing  on  the 
manufacturer's  data  sheet  will  be  met  for  all  legitimate  applica- 
tions of  the  part.  This  applies  to  each  and  every  logic  path  and 
function. 

A  glance  at  the  logic  diagram  for  an  unprogrammed  part  shows 
that,  with  the  array  in  its  unprogrammed  state,  no  amount  of 
activity  of  the  inputs  can  make  any  output  switch.  Without  any 
program  med  fuses,  the  AND  gates  see  both  the  true  and  comple- 
ment of  all  inputs. 

If  post-programming  performance  is  to  be  guaranteed  with 
absolute  confidence,  test  circuitry  must  be  provided  to  allow  each 
path  to  be  tested  to  data  sheet  performance. 

Approach  to  Designing  in  Testability  in 
IMOX  PAL  Devices 

The  approach  to  the  the  design  of  IMOX  programmable  logic  was 
strongly  influenced  by  the  goal  to  provide  users  with  the  best 
programming  yield,  post-programming  functional  yield,  and  uni- 
formity of  performance. 

Designing  programmable  logic  can  be  viewed  as  a  three-dimen- 
sional task  involving  high-performance  logic  design,  fuse  pro- 
gramming circuit  design  and  test  circuit  design. 

The  first  dimension  is  the  design  of  a  high-performance  logic 
circuit  with  SSI/MSI  competitive  switching  speeds  and  very  high 
output  drive  for  bus  environments. 

The  second  dimension  of  programmable  logic  design  is  the 
programming  circuit  design.  The  emphasis  of  this  design  is  to 
provide  circuitry  that  will  deliver  large  programming  currents  to 
individual  fuses.  Special  decoders,  demultiplexers,  buffers  and 
mode  select  circuitry  are  needed.  The  circuits  need  not  be  fast 
since  programming  occurs  at  microsecond  speeds.  Because  the 
circuitry  is  not  used  after  programming,  it  is  desirable  that  it 
consume  power  only  during  programming  and  not  during 
operation.  Since  large  voltages  are  required  to  generate  pro- 
gramming current,  survival  under  high  voltage  is  also  required.  All 
of  these  requirements  are  quite  different  from  the  logic  circuit 
requirements  but  must  be  achieved  within  the  same  part. 

Testability  is  the  third  dimension  of  programmable  logic  design. 
This  overlay  of  circuitry  provides  the  means  to  exercise  the  part 
through  all  of  the  possible  paths  that  might  be  activated  by 
programming.  Test  circuitry  is  also  needed  to  insure  that  the 
programming  circuitry  will  function  properly.  Testability  is  thus 
important  to  achieving  high  programming  yields,  post-program- 
ming functionality,  and  performance  to  data  sheet  specifications 
through  all  possible  paths. 

The  unique  challenge  of  programmable  logic  design  is  to  inte- 
grate these  three  dimensions  in  the  most  efficient  manner. 


Testability  in  the  Programming 
Circuitry 

Good  programming  yields  are  in  the  high  ninety  percent  range. 
IMOX  PAL  device  programming  yields  are  typically  higher  than 

Three  things  contribute  to  the  high  success  rate  in  programming 
IMOX  fuses: 

1 .  Uniform  fuse  cross  sections. 

2.  Pretesting  of  the  current  delivery  and  sink  capability  of 
column  drivers  and  row  drivers  through  use  of  wafer  sort 
test  pads. 

3.  Sample  fusing  of  test  rows. 

Uniformity  of  Fuse  Cross  Sections 

The  IMOX  process  gives  consistently  uniform  platinum-silicide 
fuse  cross  sections.  Uniformity  is  monitored  by  measuring  fuse 
resistance  test  patterns  on  a  sample  basis  in  every  wafer  lot.  The 
data  is  processed  for  mean  and  standard  deviation  and  trend 
plots  are  maintained.  Material  not  meeting  fuse  width  control 
limits  is  scrapped. 

Testing  for  Fusing  Current  Delivery  Capability 

On  every  IMOX  PAL  device  there  are  two  extra  pads  that  are 
probed  at  wafer  sort.  These  extra  pads  are  used  to  gain  access 
to  the  fuse  array  for  special  testing  at  wafer  sort.  The  connection 
of  these  pads  to  the  fuse  array  is  shown  in  Figure  5. 

The  programming  process  involves  selection  of  individual  column 
and  row  drivers  to  deliver  and  sink  programming  current  through 
selected  fuses.  The  extra  test  pads  allow  easy  access  for 
individually  testing  the  source  and  sink  capability  of  each  column 
and  row  driver.  Also  a  reverse  leakage  check  of  all  of  the  Schottky 
diodes  in  the  array  is  possible  by  applying  bias  between  the  pads. 
Without  the  test  pads,  all  of  these  tests  would  be  impossible  or 
would  have  to  be  accomplished  in  a  less  direct  and  less  effective 
manner. 

Sample  Programming 

To  further  assure  programmability,  the  IMOX  PALdevices  include 
an  extra  test  input  bufferwith  fuses  connected  to  each  of  the  array 
columns. 

Programming  one  test  buffer  fuse  per  column  accomplishes  two 
important  things.  First,  a  sample  fuse  has  been  programmed 
using  each  of  the  column  drivers.  The  sample  fuse  is  exactly  the 
same  dimension  as  all  of  the  normal  array  fuses,  and  the  test 
buffer  drivers  sinking  the  programming  current  are  identical  to  all 
of  the  normal  drivers.  Before  shipment  each  IMOX  PAL  device 
has  had  a  sample  of  fuses  programmed  on  the  test  buffer.  For 
example,  64  fuses  are  programmed  on  the  test  word  of  every 
AmPAL16L8,  one  per  product  term. 

The  second  purpose  in  programming  the  sample  fuses  is  to 
create  a  pattern  for  AC  and  functional  testing. 
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Figure  5. 


Testability  to  Guarantee  Functionality 
After  Programming 

Atypical  PALdevice,  the  AmPAL.1 6R4,  is  shown  in  Figure  6.  Not 
shown  in  the  logic  diagram  are  the  components  located  at  each 
horizontal  and  vertical  line  intersection.  For  IMOX  PAL  devices, 
a  fuse  and  a  Schottky  diode  reside  at  each  cross  point  as  shown 
in  Figure  5. 

The  horizontal  or  "Product  Term"  line  is  then  the  common  anode 
connection  for  a  32-wide  diode  AND  gate.  The  user's  job  is  to 
figure  out  which  of  the  32  inputs  should  be  connected  to  the  AND 
gates.  The  inputs  not  needed  must  be  disconnected  by  program- 
ming the  fuse  shown  in  series  with  the  diode. 

The  obvious  problem  from  a  manufacturer's  test  standpoint  is: 
How  can  it  be  guaranteed  through  testing  that  the  device  will  work 
after  fuses  are  programmed?  If  the  only  logic  in  the  device  were 
that  shown  in  Figure  7,  testing  would  be  nearly  impossible.  With 
1 6  LOW  levels  and  1 6  HIGH  levels  presented  to  each  AND  gate, 
the  LOWs  win.  All  64  AND  outputs  are  thus  always  stuck  LOW, 
and  there  is  no  way  to  get  the  output  to  toggle  for  AC  or  DC 
test  purposes.  This  is  the  raw  state  of  any  device  before 
programming. 

Necessary  Testability  Requirements 

Something  more  is  needed  in  every  PAL  device  to  assure  close 
to  100%  functional  yield  after  programming.  The  IMOX  PAL 
devices  have  an  overlay  of  test  circuitry  that  accomplishes  the 
following: 

1 .  Each  input  and  feedback  buffer  can  be  checked  for 
functionality. 

2.  Each  of  the  AND  gates  can  be  switched  HIGH  and  LOW 
and  uniquely  sensed  by  an  output. 


These  two  tests  are  necessary  to  the  guarantee  of  close  to  1 00% 
post-programming  functional  yield. 

Under  normal  operating  conditions  the  test  circuitry  is  inactive 
and  consumes  very  little  power.  Supervoltages  cause  it  to  come 
alive.  Supervoltages  are  levels  substantially  higher  than  Vccso 
that  under  normal  operating  conditions  accidental  activation  of  a 
test  mode  cannot  occur. 

In  this  paper  a  double  line  on  the  input  side  of  a  logic  symbol 
indicates  that  the  HIGH  level  must  be  a  supervoltage  to 
activate  it. 

Checking  the  Input  and  Feedback  Buffers 

Functionality  of  the  input  and  feedback  buffers  is  checked  with  the 
aid  of  the  extra  AND  gate  dedicated  to  this  function.  Figure  7 
illustrates  the  AND  gate  and  its  associated  enabling  circuitry. 

The  non-inverting  or  true  side  of  each  input  and  feedback  buffer 
is  connected  to  the  special  test  AND  gate.  The  AND  gate  is 
activated  by  a  supervoltage  on  one  of  the  input  pins.  The  function 
actually  takes  two  activating  inputs  to  implement  since  the  use  of 
one  for  activation  prevents  that  pin  from  being  tested  for  function- 
ality. Having  an  alternate  pin  to  activate  the  function  solves  this 
problem. 

Only  the  non-inverting  side  of  each  buffer  is  hooked  up  to  the  AND 
gate  because  each  buffer  is  constructed  from  two  inverters  in 
series.  The  first  inverter  must  work  for  the  second  one  to  work, 
so  that  checking  the  second  one  is  sufficient  to  prove  that  they 
both  work. 

The  feedback  from  the  output  used  for  the  test  cannot  be  fed  to 
the  test  AND  gate;  such  a  connection  would  make  the  test  output 
oscillate.  For  this  reason  its  feedback  input  is  not  connected  and 
is  tested  by  creating  another  test  AND  gate  on  a  different  output 
and  routing  it  there. 
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Figure  7. 


Since  the  special  AND  gate  used  to  test  all  of  the  buffers  is 
identical  to  those  used  in  the  normal  operating  path,  switching 
each  input  through  this  path  provides  the  means  for  testing  the 
switching  performance  of  each  buffer. 

Testing  the  AND  Gates 

The  next  important  test  requirement  is  to  make  sure  that  all  of  the 
AND  gates  work  and  will  switch  at  data  sheet  speeds.  This  test 
challenge  is  little  more  complex. 

What  is  needed  in  this  case  is: 


The  special  test  input  that  is  used  in  this  mode  also  serves  a  dual 
purpose.  It  was  mentioned  earlier  in  this  paper  that  a  program- 
ming sample  was  performed  on  each  part.  This  special  test  input 
is  the  input  that  carries  the  test  fuses.  During  the  sample 
programming  operation  the  fuses  are  programmed  in  a  pattern 
that  allows  switching  of  all  64  AND  gates,  one  in  each  output,  for 
each  of  the  eight  decode  states. 

The  input  to  the  special  buffer  for  AND  gate  testing  is  one  of  the 
normal  input  pins,  but  the  buffer  is  inactive  for  normal  operation 
and  must  be  activated  by  supervoltage  levels  applied  to  two  other 
inputs. 


1 .  A  means  of  decoding  one  AND  gate  at  a  time  in  each 
output. 

2.  A  way  to  force  all  input  and  feedback  buffers  to  a  HIGH 
level  on  both  true  and  complement  outputs. 

3.  A  special  input  of  identical  design  to  a  normal  input  that  can 
be  used  to  switch  the  decoded  AND  gates. 

These  requirements  are  met  by  the  circuitry  shown  in  Figure  8. 

The  decoder  to  select  one  AND  gate  at  a  time  in  each  output 
serves  a  dual  purpose.  It  is  the  same  decoder  that  provides 
unique  selection  of  product  term  lines  for  programming  and  fuse 
verification.  It  responds  to  binary  combinations  of  TTL  signals  at 
three  input  pins;  only  one  of  the  eight  outputs  will  go  high  at  a 
time,  thereby  isolating  each  AND  gate. 


The  supervoltage  levels  also  provide  the  signal  to  force  all  of  the 
buffer  outputs  HIGH,  which  is  one  of  the  three  necessary  require- 
ments for  AND  gate  testing. 

Since  the  design  of  the  special  buffer  is  identical  to  all  of  the 
normal  input  buffers,  it  serves  as  a  surrogate  buffer  for  speed- 
testing  all  of  the  AND  gates.  In  the  AND  gate  test  mode,  all  eight 
outputs  are  switched  at  once,  since  one  AND  gate  is  selected  in 
each  output.  For  registered  outputs  the  AND  gate  switching  path 
provides  a  means  of  testing  setup  and  hold  times. 

Summary 

All  IMOX  programmable  logic  devices  have  designed-in  testabil- 
ity and  are  achieving  yields  of  greater  than  98%  for  programming 
and  better  than  99.9%  functional  and  AC  test  yields  after  pro- 
gramming. Even  higher  goals  have  been  set  for  future  products. 
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Figure  8. 


ECL  Technology 


Emitter-Coupled  Logic  (ECL)  delivers  high  speed,  high  input 
impedance,  and  low  output  impedance.  These  features  are  ideal 
for  system  designers  who  want  to  improve  system  performance. 
ECL  achieves  high  speed  by  operating  the  transistor  in  a  non- 
saturation  mode,  so  that  the  storage-time  delay  associated  with 
saturating  logic  is  not  present.  When  high  input  impedance  is 
combined  with  low  output  impedance,  large  fan-in  and  fan-out 
can  be  achieved;  in  addition,  low-impedance  transmission  lines 
can  be  driven. 

Current  Switch 

The  differential  amplifier  (Figure  1 )  is  the  basic  building  block  for 
ECL  logic;  it  functions  as  a  current  switch.  Current  l0  is  steered 
either  through  resistor  R,  or  R2  depending  on  the  input  voltage 
(VIN).  A  difference  of  150  mV  between  VIN  and  VBB  will  cause 
the  current  l0  to  flow  entirely  through  the  transistor  with  the  higher 
base-emitter  voltage  (VBE),  due  to  the  exponential  relationship 
between  the  collector  current  and  VBE. 

When  VIN  is  150  mV  less  than  the  reference  voltage  (VBB),  the 
collector  voltage  of  Q2  (VC2)  will  equal  VCC-oe  l0R  when  R,=R2=R, 
and  the  collector  voltage  of  Q2  (VC1 )  will  equal  VCC.  When  VIN 
equals  VBB,  the  two  collector  currents  will  be  equal  and 
VC1=VC2= VCC-a  l0R/2.  When  VIN  is  150  mV  higherthan  VBB, 
VC1=VCC-a  l0R,  and  VC2  =  VCC.  Although  the  switching  thresh- 
old is  300  mV  centered  about  VBB,  the  signal  swing  is  made 
larger  (approximately  850  mV)  to  provide  noise  immunity  and  to 
provide  for  differences  between  input  thresholds  of  one  circuit 
and  output  voltage  levels  of  another.  The  values  of  R  and  the 
current  source  are  chosen  to  determine  the  voltage  swing  and 
ensure  the  charging  and  discharging  of  parasitic  capacitances 
at  a  given  switching  rate. 

If  we  consider  VCC  to  be  a  high  logic  level,  and  VCC-a  l0R  to  be 
a  low  logic  level,  then  VC1  will  always  be  the  inverse  of  VC2.  That 
is,  they  are  complementary  outputs. 


Emitter-Follower 

To  keep  the  current  switch  out  of  saturation,  VIN  must  not  be 
greater  than  VCC-a  l0R.  For  matched  switching  speed  the  volt- 
age swing  should  be  centered  around  VBB,  which  must  also  be 
below  VCC-a  l0R  by  at  least  one  half  the  voltage  swing.  To  meet 
these  restrictions,  an  emitter-follower  is  added  to  the  current 
switch  (Figure  2).  This  shifts  the  level  of  VC1  and  VC2  down  by 
a  diode,  and  allows  the  logic  gate  to  have  compatible  input  and 
output  levels.  The  emitter-follower  also  isolates  the  collector 
switch  nodes  from  the  output  load,  and  provides  the  lowoutput  im- 
pedance that  is  beneficial  to  this  logic  family.  On  outputs,  the 
emitter-follower  can  drive  a  50  £1  load  to  -2.0  V.  This  allows  a 
terminated  transmission  line,  preventing  reflections. 


Q3 


Rl  R2 
VC1  VC2 


1 1      81 lo 


Figure  2.  Gate  with  Emitter-Followers 

OR  Logic 

The  buffered  switch  in  Figure  2  functions  as  a  buffer  or  an  inverter. 
By  adding  a  second  input  transistor  to  the  buffered  switch 
(Figure  3a),  a  wired-AND  of  the  collector  impedances  is  formed 
at  VC1 .  By  using  DeMorgan's  rule,  this  AND  function  is  inverted 
into  the  NOR  of  the  two  inputs.  The  inverse  of  VC1 ,  the  OR 
function,  is  generated  at  VC2. 


VIN 


VEE 


Figure  1.  The  Basic  Differential  Amplifier 
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Figure  3a.  OR/NOR  Gate 
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Additional  parallel  input  transistors  can  be  added  to  this  gate  to 
create  multiple  input  gates  (Figures  3b  and  3c).  The  limit  of  the 
number  of  parallel  input  transistors  is  set  by  the  speed  of  the  gate; 
additional  input  transistors  add  more  capacitance  to  the  collector 
switch  node  forming  the  NOR  logic.  Given  enough  capacitance 
difference  between  the  two  collector  switch  nodes,  a  skew  in  the 
two  outputs  will  occur. 


Current  Source 

The  current  source  used  in  10KH  and  100K  ECL  circuits  is 
illustrated  in  Figure  4.  The  source  current  l0  is  set  by  the  reference 
voltage  VCS,  the  emitter  resistor  R3,  and  the  base-emitter  volt- 
age of  Q3.  VCS  is  internally  generated  and  is  at  a  fixed  voltage 
with  respect  to  the  negative  supply  VEE.  The  source  current  is 


A®B 


m  (A*B).(A*B) 


C  — 

*■»   AfflB 


Figure  3b.  2-lnput  XOR/XNOR  Gate 
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Figure  3c.  3-lnput  XOR/XNOR  Gate 
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voltage.  The  output  levels  are  primarily  determined  by  the 
collector  voltages  of  Q,  and  Q2.  As  discussed  earlier,  these 
voltages  are  VCC-al0R  or  VCC.  This  relationship  between  the 
output  levels  and  the  source  current  makes  the  output  levels 
practically  insensitive  to  VEE  variations.  Thus  these  ECL  circuits 
are  said  to  be  voltage  compensated.  The  variation  of  output 
voltages  with  respect  to  VEE  for  the  1 0KH  and  1 00K  families  is 
shown  in  Table  1. 


AVOH/AVEE  mV/V 


AVOL/AVEE  mV/V 


AVBB/AVEE  mV/V 


10KH 


-20 


20 


10 


100K 


15 


10 


Table  1.  Voltage  Sensitivity 

Input  Threshold  Regulation 


The  input  threshold  region  is  centered  around  VBB.  VBB  is 
internally  generated  and  is  at  a  fixed  voltage  with  respect  to  the 
positive  supply  VCC.  Variations  in  VEE  have  minimal  effect  in  the 
value  of  VBB.  The  relationship  between  VBB  and  VEE  is  also 
shown  in  Table  1. 

10KH  Temperature  Tracking 

The  output  levels  of  10KH  circuits  vary  over  temperature.  The 
input  threshold  voltage  VBB  also  varies  overtemperature  to  track 
the  output  variation.  The  temperature  tracking  characteristics  of 
the  10KH  output  levels  and  input  thresholds  are  shown  in 
Table  2. 


i  uun  lempvrdiure  uuiiipeiiaauun 

The  output  levels  and  input  thresholds  of  100K  circuits  are 
temperature  compensated.  The  input  threshold  is  compensated 
in  the  bias  network  by  referencing  it  to  the  extrapolated  energy 
band-gap  voltage  of  silicon  (VGO  -  1 .3  V),  which  is  generated  in 
an  on-chip  regulator.  The  output  levels  are  compensated  by  a 
cross-connect  network  in  the  current  switch  and  a  temperature- 
regulated  current-source  driver  (Figure  5).  The  cross-connect 
network  adds  a  negative  temperature  coefficient  to  the  base  of 
Qt  when  the  true  output  of  the  gate  is  in  the  VOH  state,  which 
compensates  for  the  positive  temperature  coefficient  developed 
by  the  base-emitter  junction  of  Q4.  Additionally  this  same  circuit 
adds  a  positive  temperature  coefficient  to  the  base  of  Q4  when  the 
gate  is  in  the  VOL  state,  thereby  compensating  for  the  dominant 
negative  coefficient  introduced  by  the  gate's  current  source.  The 
temperature  dependence  of  the  100K  output  levels  and  input 
thresholds  is  shown  in  Table  2. 


COMPLEMENT 


•  vcc, 

•  VCC2 


Figure  5.  Output  Temperature  Compensation 

Voltage  Supply  Range 

Because  the  outputs  switch  high  currents  very  rapidly,  they  can 
generate  a  lot  of  noise  on  the  VCC  line.  The  circuitry  operates  with 
small  voltage  swings,  so  this  noise  can  disrupt  the  rest  of  the 
circuit.  For  this  reason,  multiple  VCC  lines  are  used  to  isolate  the 
internal  "clean"  VCC  from  the  VCC  that  drives  the  outputs, 
(Figure  6).  If  the  device  has  many  outputs,  several  "dirty"  VCC 
pins  may  be  used.  As  a  general  rule,  provide  one  VCC  for  each 
group  of  four  outputs. 

Because  of  the  necessity  for  a  clean  VCC  supply,  it  is  desirable 
to  connect  it  to  the  most  stable  voltage  in  a  system,  which  is 
normally  ground.  Thus  VEE  is  normally  negative.  The  normal 


10KH 

100K 

NOMINAL 

(V) 

RANGE 

AVOH/AT  mV/°C 

1.3 

<0.1 

AVOL/AT  mV/°C 

0.5 

<0.1 

10KH 

-5.2 

±0.5% 

AVBB/AT  mWC 

1.0 

<0.1 

100K 

-4.5 

±0.3  V 

Table  2.  Temperature  Sensitivity 


Table  3. 
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Figure  6. 
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Figure  7.  Noise  Margins 


Noise  Margins 

Noise  margins  between  circuits  with  different  supply  voltages  do 
not  degrade  more  than  30  mV  because  of  the  insensitivity  of  both 
the  output  voltage  and  the  threshold  voltage  to  changes  in  VEE. 
This  simplifies  the  requirements  for  the  system  power  regulation 
and  distribution.  The  minimum  noise  margin  is  defined  by  the  dif- 
ference between  the  Min  VOH  and  Min  VIH,  or  VNH,  and  the 
difference  between  the  Max  VOL  and  Max  VIL,  or  VNL  (Figure  7). 

In  Table  4the  input  and  output  electrical  characteristics  are  shown 
for  the  1 0KH  family.  Both  VNH  and  VN  L  are  1 50  m  V  for  two  parts 
at  the  same  temperature.  With  one  part  at  0°C  driving  another 
part  at75°Cthe  VNL  drops  to  50  mV.  This  happens  because  the 
input  thresholds  and  output  voltages  of  1 0KH  circuits  are  nottem- 
perature  compensated.  The  100K  circuits  have  temperature 
compensation  and  provide  better  noise  margin  for  parts  operating 
at  different  temperatures.  Table  5  shows  this;  notice  that  input 
and  output  characteristics  are  specified  for  difference  in  power 
supply  and  not  in  temperature  as  is  Table  4  for  1 0KH  character- 
istics. The  worst -case  VNH  for  1 00K  parts  is  1 1 5  mV.  This  occurs 
when  one  part  has  a  VEE  of  -4.8  V  and  is  driving  a  part  whose 
VEE  is  at  -4.2  V.  The  worst-case  VNL  for  1 00K  parts  is  also 
115mV.  This  occurs  when  one  part  has  a  VEE  of  -4.2  V  and  is 
driving  apart  whose  VEE  is  at  -4.8  V.  The  system  designer  must 
also  take  into  account  any  variations  in  VCC  from  one  part  to  the 
other  as  this  will  have  direct  affect  on  the  system  performance 
with  respect  to  noise. 


1 0KH  Electrical  Characteristics  vEE  =  -5.2  v  +  5%,  Outputs  Terminated  with  50  n  to  -2.0  v 


SYMBOL 

PARAMETER 

0° 

25" 

75° 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

vOH 

High  output  voltage 

-1.02  -0.84 

-0.98  -0.81 

-0.92  -0.735 

Vdc 

Low  output  voltage 

-1 .95       -1 .63 

-1.95  -1.63 

-1.95  -1.60 

Vdc 

v,„ 

High  input  voltage 

-1.17  -0.84 

-1.13  -0.81 

-1.07  -0.735 

Vdc 

V,L 

Low  input  voltage 

-1.95  -1.48 

-1 .95      -1 .48 

-1.95  -1.45 

Vdc 

Table  4.  10KH  Input  and  Output  Characteristics 
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SYMBOL 

PARAMETER 

TEST  CONDITIONS 

UNIT 

MIN 

TYP 

MAX 

-4.2 

-1.020 

— 

-0.870 

Voh 

High  output  voltage 

-4.5 

-1.025 

-0.995 

-0.880 

mV 

^.8 

-1.035 

-0.880 

-4.2 

-1.810 

-1.605 

Low  output  voltage 

-4.5 

-1.810 

-1 .705 

-1.620 

mV 

-4.8 

-1.930 

-1.620 

-4.2 

-1.150 

-0.880 

vw 

High  input  voltage 

-4.5 

-1.165 

-0.880 

Vdc 

~4.8 

-1.150 

-0.880 

-4.2 

-1.810 

-1.490 

v,L 

Low  input  voltage 

-4.5 

-1.810 

-1.475 

Vdc 

-4.8 

-1.810 

-1.490 

Table  5.  100K  Input  and  Output  Characteristics 
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Introduction 

CMOS  has  recently  become  one  of  the  most  important  technolo- 
gies for  VLSI  circuits.  Monolothic  Memories  has  successfully 
developed  different  versions  of  advanced  1.2-micron  CMOS 
technology  with  the  capability  to  manufacture  High-performance 
Programmable  Array  CMOS  (HiPAC)  products.  The  HiPAC  tech- 
nology advocates  many  advantages  of  CMOS  circuits,  including 
very  low  power  consumption,  high  noise  margin,  excellent  speed 
performance,  high  device  density,  and  improved  reliability.  In 
addition,  the  HiPAC  technology  accommodates  a  double-poly 
structure  to  fabricate  the  conventional  EPROM  cell,  which  pro- 
vides the  programming  capability  for  programmable  CMOS  prod- 
ucts. The  EPROM  cell  is  electrically  programmable,  then  eras- 
able by  ultraviolet  light,  and  reprogrammable.  Such  reprogram- 
mable characteristics  allow  a  comprehensive  test  of  the  parts  to 
guarantee  1 00%  programming  yield.  Any  defective  parts  can  also 
be  screened  out  during  the  manufacturing  process.  This  assures 
the  excellent  reliability  of  programmable  CMOS  products.  The 
programmed  data  are  stored  in  the  double-poly  structure,  and  are 
not  visible  even  if  the  packaged  part  is  opened.  Security  of  the 
programmed  data  is  thus  enhanced.  CMOS  products  are  also 
well  protected  from  potential  destructive  damage  caused  by 
electrostatic  discharge  and  latchup  phenomena. 

CMOS  HiPAC  Technology 

The  advanced  HiPAC  technology  developed  is  an  N-well  double- 
layer  poly,  single-layer  metal  process  based  on  a  p-type  sub- 
strate. A  self-aligned  lightly  doped  drain-source  (LDD)  has  been 
incorporated  for  the  regular  n-  and  p-channel  transistors.  The 
LDD  structure  reduces  the  gate  to  drain-source  overlap  capaci- 
tance for  speed  improvement.  It  also  increases  the  field  induced 
drain  breakdown  voltage,  increases  the  punchthrough  voltage, 
decreases  the  impact  ionization,  and  thus  minimizes  the  hot 
electron  injection.  All  these  aid  to  improve  the  device  reliability 
significantly.  Figure  1  gives  a  process  cross  section  of  the  HiPAC 
process.  In  addition  to  enhancement  mode  n-channel  and  p- 
channel  transistors,  the  depletion  mode  n-channel  transistor  is 
also  available  in  the  technology  for  flexible  circuit  design  strategy 
to  optimize  the  circuit  performance.  The  double-poly  layers  in  the 
HiPACtechnology  establish  the  foundation  to  build  Erasable  PAL 
devices.  A  detailed  description  of  the  programmable  cell  will  be 
given  in  the  next  section. 

Traditionally  in  CMOS  technology,  a  p-channel  pullup  and  an  n- 
channel  pulldown  are  used  in  the  basic  CMOS  inverter  logic  gate, 
as  depicted  in  Figure  2.  This  pullup-pulldown  characteristics 
leads  to  a  very  high  differential  gain  and  hence  a  fairly  ideal 
voltage  transfer  function.  Figure  3  illustrates  a  typical  voltage 
transfer  function  of  a  CMOS  inverter.  Except  near  the  sharp 
transition  region,  the  output  voltage  is  almost  equal  to  zero  or 
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logic  operating  values  (0  or  1 )  for  a  logic  circuit.  One  key  feature 
of  the  CMOS  inverter  is  that  at  either  operating  condition  of  these 
two  output  logic  values,  the  current  flowing  through  the  pullup- 
pulldown  transistor  pair  is  negligible.  For  this  reason,  there  is 
almost  no  power  dissipation  in  the  CMOS  inverter  at  either  static 
logic  operating  levels  (zero  or  VDD).  The  sharp  transition  in  the 
voltage  transfer  function  offers  another  important  effect.  It  makes 
the  maximum  allowable  logic  low  value  (denoted  as  VIL)  and  the 
minimum  allowable  logic  high  value  (denoted  as  VIH)  very  close 
to  the  middle  of  the  voltage  swing  range  (VDD/2).  Hence,  high 
noise  margin  is  obtained  for  the  CMOS  inverter.  All  these 
beneficial  properties  make  the  basic  CMOS  logic  inverter  nearly 
an  ideal  logic  element:  the  output  voltage  is  almost  at  an  ideal 
logic  operating  level,  and  its  quiescent  power  dissipation  is  also 
almost  zero. 


Benefiting  from  the  high  device  density,  CMOS  products  can  grow 
in  complexity  to  integrate  newcircu  it  architectures,  and  to  expand 
into  a  new  application  horizon. 

Programmable  Cell  Technology  and 
Reliability 

HiPAC  programmable  CMOS  devices  use  the  conventional 
EPROM  cell  to  realize  the  programming  mechanism.  An  EPROM 
cell  has  a  layer  of  polysilicon,  called  thef  bating  gate,  buried  within 
the  oxide  layers  between  the  regular  control  gate  and  the  channel 
region  of  an  MOS  transistor.  Figure  4  sketches  the  structure  of 
an  EPROM  cell.  During  the  programming  operation,  or  the 
WRITE  cycle,  a  high  voltage  of  13  to  14  volts  is  applied  to  the 


In  one  version  of  the  advanced  HiPAC  process,  zero-standby 
power  dissipation  (with  leakage  current  less  than  1 0  microamps 
typical  and  100  microamps  maximum)  is  attained  by  using  full 
CMOS  inverter  gates  without  back  gate  bias.  The  nature  of  the 
p-channel  pullup  and  the  n-channel  pulldown  gives  large  current 
driving  capability,  which  is  about  equal  in  both  directions  of  pullup 
and  pulldown.  Therefore,  the  CMOS  inverterfeatures  equally  fast 
turn-on  and  turn-off  times.  The  CMOS  inverter  logic  gate  has  an 
additional  advantage  that  it  does  not  suffer  from  the  body  effect. 
This  arises  from  the  fact  that  the  body  of  the  n-channel  transistor 
(p-substrate)  must  connect  to  the  most  negative  voltage,  while 
the  body  of  the  p-channel  transistor  (N-well)  connects  to  the  most 
positive  voltage  in  the  circuit.  With  such  arrangement,  the  body 
and  the  source  of  both  p-  and  n-channel  transistors  are  shorted 
together,  and  the  body  effect  is  totally  eliminated. 

In  another  version  of  the  process,  a  back  gate  bias  technique  is 
employed  to  reduce  the  parasitic  capacitance  of  the  semiconduc- 
tor junctions,  thus  enhancing  the  speed  performance  of  the 
CMOS  circuits.  Other  advantages  obtained  from  the  back  gate 
bias  technique  include  improved  field  threshold  for  better  isola- 
tion as  well  as  better  latchup  immunity.  This  second  version 
process  requires  an  on-chip  charge  pump  circuit  to  generate  the 
back  gate  bias  voltage,  and  will  thus  consume  somewhat  higher 
power  than  the  first  version  process.  However,  it  is  still  only  a 
quarter  of  the  power  consumption  of  equivalent  bipolar  parts. 
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Figure  3.  The  Voltage  Transfer  Characteristic 
of  the  CMOS  Inverter 


The  low  power  dissipation  in  the  CMOS  circuits  results  in  lower 
device  junction  temperature  than  their  NMOS  counterparts.  This 
improves  significantly  the  reliability  of  CMOS  devices,  because 
they  will  operate  with  cooler  junctions.  More  devices,  and  thus 
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control  gate  and  about  12  V  to  the  drain  of  the  floating-gate 
transistor.  The  floating  gate  is  capacitively  coupled  to  a  positive 
voltage  under  the  biasing  condition.  This  allows  hot  electrons 
conducting  in  the  channel  region  to  be  injected  into  the  floating 
gate,  where  they  become  trapped  by  the  potential  barrier  of 
3.1  eV  at  the  polysilicon-oxide  interface.  The  negative  electronic 
charges  presented  in  the  buried  floating  gate  tend  to  shield  the 
channel  from  the  positive  voltage  on  the  top  control  gate.  As  a 
consequence,  the  cell's  threshold  voltage  is  raised  from  Vtu  for 
the  unprogrammed  (or  erased)  cell  to  Vtp  for  the  programmed 
cell,  as  depicted  in  Figure  5.  In  the  normal  logic  operation,  Vtp 
must  be  greater  than  6  V  so  that  the  voltage  on  the  control  gate 
is  only  high  enough  to  turn  on  an  erased  cell,  but  the  programmed 
cell  will  remain  off. 

To  accomplish  the  high-speed  performance  for  logic  operation, 
HiPAC  has  used  a  two-transistor  EPROM  cell.  A  READ  transistor 
is  used  for  sensing  the  programming  condition  of  the  cell  in 
addition  to  the  programming  WRITE  transistor.  The  floating  gate 
of  the  WRITE  transistor  is  shared  with  the  READ  transistor.  A 
sense  amplifier,  connected  to  the  drain  of  the  READ  transistor, 
reads  a  cell  as  in  an  erased  state  if  the  drain  current  is  above  the 
amplifier's  trigger  current  (L^g  in  Figure  5)  and  reads  it  as  in  a 
programmed  state  otherwise.  In  general,  the  greater  the  read 
current,  the  faster  the  sense  amplifier  responds.  Practically,  it  is 
desirable  to  obtain  very  high  read  current  without  losing  the 
programmability.  This  is  realized  with  a  two-transistor  cell, 
because  both  the  WRITE  and  READ  transistors  can  be  optimized 
independently  to  achieve  effective  programmability  as  well  as 
high  read  current  to  speed  up  the  circuit  performance. 

Since  the  logic  is  programmed  as  charges  stored  in  the  floating 
gate,  the  logic  pattern  is  invisible  even  if  a  packaged  part  is 


opened.  This  provides  security  for  the  users  to  protect  their  logic 
design. 

The  state  of  the  floating  gate,  charged  or  uncharged,  is  perma- 
nent. This  is  because  the  floating  gate  is  buried  in  an  extremely 
high  quality  oxide,  and  is  electrically  isolated  with  no  ground  or 
discharge  path.  However,  with  exposure  to  ultraviolet  light  of 
energy  greater  than  3.1  eV,  the  trapped  charges  may  be  removed 
and  discharge  the  floating  gate.  This  process  is  repeatible,  and 
therefore  we  can  take  advantage  of  this  feature  to  conduct 
functional  testing.  All  cells  can  be  programmed  during  the 
manufacturing  process  and  then  erased  prior  to  packaging  and 
subsequent  shipment.  While  these  cells  are  programmed,  the 
performance  of  each  individual  cell  in  the  programmable  array 
can  be  fully  tested  according  to  the  specification.  This  allows  the 
shipment  to  the  users  of  parts  that  have  been  tested  comprehen- 
sively to  give  1 00%  programming  and  functional  yields. 

The  storage  time  of  the  trapped  charges  in  the  cell  can  be 
characterized  by  monitoring  the  change  in  the  threshold  voltage 
of  the  programmed  cell.  It  has  been  evaluated  through  acceler- 
ated temperature  stress.  Figure  6  shows  the  decrease  in  read 
threshold  voltage  as  a  function  of  the  total  bake  time  at  an 
elevated  temperature  of  250°  C.  The  charge  retention  time  is 
extrapolated  to  be  much  greater  than  10  years  at  125°  C.  Such 
impressive  charge  retention  is  due  to  the  large  potential  barrier 
trapping  the  stored  charges.  Contamination  and  oxide  defects 
may  greatly  reduce  the  potential  barrier  and  thereby  greatly 
degrade  the  charge  retention  time.  With  the  1 00%  programming 
testability,  screening  of  any  defective  parts  is  also  possible  in  the 
manufacturing  process.  This  ensures  users  the  excellent  reliabil- 
ity of  the  parts  they  will  receive. 
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Electrostatic  Discharge  (ESD) 

The  gate  input  of  an  MOS  transistor  is  equivalent  to  a  small,  low- 
leakage  capacitor  in  parallel  with  a  very  high  resistance,  typically 
1 012  ohms.  Electrostatic  charges  can  readily  build  up  at  the  gate 
of  the  MOS  transistor  because  of  this  extremely  high  input 
impedance.  Therefore,  all  MOS  devices  are  susceptible  to 
electrostatic  discharge  (ESD)  damage  if  they  are  not  well  pro- 
tected. 

To  protect  the  gate  oxide  against  any  devastating  damage  by  high 
levels  of  ESD,  protective  circuits  are  implemented  on  all  CMOS 
devices.  Monolithic  Memories  has  devoted  substantial  efforts  to 
investigate  ESD  input  protection  circuitry.  Special  attention  is 
paid  to  design  details  and  layout  techniques  to  give  an  optimized 
input  protection  circuit  adapted  to  each  individual  CMOS  technol- 
ogy. Indeed,  every  input  pin  of  the  CMOS  products  has  been  well 
protected  from  ESD  damage  by  an  appropriate  protection  circuit. 

Figure  7  gives  an  example  of  an  ESD  input  protection  circuit  used 
in  CMOS  zero-power  ZPAL  products.  It  consists  of  a  thick  field 
oxide  transistor  (T1 ),  a  large-area  diode  (D1 ),  a  distributed  diode- 
resistor  (DR)  in  substrate,  and  a  thin  gate  oxide  transistor  (gate- 
grounded  T2)  with  a  low  breakdown  of  approximately  12  V.  Large 
positive  input  voltages  cause  T1  to  turn  on,  which  will  conduct  the 
ESD  current  to  ground.  When  the  voltage  between  the  drain  and 
the  source  of  T2  exceeds  12  V,  T2  will  break  down  to  further 
discharge  the  ESD  current.  The  distributed  resistor  acts  as  a 
current  limiter  to  protect  T2  from  destruction  by  too  high  a  current 


during  its  breakdown.  For  large  negative  input  voltages,  the  diode 
D1  turns  on  to  dissipate  the  ESD  current. 

With  this  ESD  protective  circuit,  any  potential  destructive  dis- 
charging current  will  be  dissipated  to  the  ground  and  thus  will  not 
flowintotheinternalcircuitry.  Measurements haveconfirmed that 
this  input  protection  circuit  gives  an  ESD  protection  in  excess  of 
2000  V. 

For  information  on  latchup,  see  page  3-160. 

Conclusion 

The  advanced  CMOS  HiPAC  technology  developed  at  Monolithic 
Memories  has  been  presented.  Afamily  of  high  performance  pro- 
grammable CMOS  devices  have  been  fabricated  using  this 
HiPACtechnology.  Theyfeaturefastspeed,  lowpowerconsump- 
tion,  high  density  of  functionality  per  unit  silicon  area,  erasable 
and  reprogrammable  capability,  security  of  programmed  logic 
pattern,  and  high  reliability.  Excellent  ESD  input  protection  as 
well  as  latchup  immunity  have  been  achieved  with  innovative 
design  techniques  and  careful  layout  details. 

Thanks  to  the  broad  capability  of  the  HiPAC  technology,  Mono- 
lithic Memories  is  able  to  offer  programmable  CMOS  products 
with  zero-standby-power  consumption  and  high  speed  perform- 
ance. A  system  designer  can  now  select  devices  without  sacri- 
ficing power  consumption  for  speed  performance. 
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In  addition  to  the  commonly  used  bipolar  TTL,  ECL,  and  UV- 
erasable  CMOS  technologies,  programmable  logic  devices  are 
also  manufactured  using  an  advanced  CMOS  EEPROM-based 
technology.  This  technology  offers  several  significant  advan- 
tages. CMOS  allows  lower  power  parts  of  high  complexity.  PAL 
devices  based  on  EE  technology  can  also  be  reprogrammed 
electrically,  allowing  them  to  be  used  as  a  prototyping  vehicle.  In 
addition,  since  the  EE-cells  can  be  reprogrammed,  these  devices 
can  be  100%  tested  at  the  factory  before  being  shipped 
to  the  customer.  CMOS  EE-based  PAL  devices  include  the 
AmPALC29M16  and  AmPALC29MA16. 

This  production-tested  CMOS  process  employs  state-of-the-art 
design  rules.  It  uses  stepper  lithography  on  all  critical  levels  with 
a  minimum  feature  size  of  1.5  microns.  The  transistor  gate  oxide 
thickness  is  approximately  300  A.  This  advanced  process  per- 
mits volume  production  of  EE-based  PAL  devices  with  state-of- 
the-art  speed-power  performance.  In  addition,  continued  tech- 
nology enhancements  are  in  development  that  will  result  in 
significantly  reduced  dimensions  and  increased  packing  densi- 
ties, allowing  production  of  even  faster  circuits  at  lower  cost. 

The  EE-cell,  which  can  be  electrically  erased  and  reprogrammed, 
contains  afloating  gate  transistor  structure  (two  layers  of  polysili- 
con)  with  an  oxide  region  of  less  than  100  A  through  which 
electrons  can  "tunnel"  to  either  charge  or  discharge  the  cell 
(Figure  1 ).  An  additional  enhancementtransistor  has  been  added 
in  series  with  the  storage  cell  to  prevent  leakage  in  the  non- 
selected  discharged  cells  (as  they  have  a  negative  threshold) 
during  a  charge  sensing  cycle.  This  transistor  also  protects  non- 
selected  EE-cells  on  the  same  product  term  during  the  charge 
cycle.  The  tunnel  oxide  process  allows  easy  manufacturing  of 
ultra-high  quality,  thermally-grown  thin  oxide  capable  of  with- 
standing the  high  fields  associated  with  the  tunneling 
mechanism. 
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The  EE-based  process  has  a  proven  history  of  reliability,  since  it 
has  been  used  to  manufacture  EEPROM  devices  for  several 
years.  These  devices  have  been  in  the  field  for  a  long  period  and 
have  gone  through  extensive  testing  at  the  factory. 

Users  of  devices  that  are  based  on  EE-cell  technology  have  two 
concerns  about  the  technology:  endurance  (number  of  program 
or  write  cycles)  and  data  retention  (charge  storage  from  the  last 
time  the  cell  was  updated).  The  endurance  issue  is  of  little 
significance  to  EE-based  PAL  device  users,  as  opposed  to 
EEPROM  users,  since  the  PAL  devices  are  typically  reprogram- 
med only  a  few  times  whereas  EEPROMs  may  be  written  up  to 
10,000  times.  AMD's  process  is  capable  of  supporting  much 
higher  endurance  levels  than  are  specified  for  PAL  devices  (1 00 
cycles). 

The  second  concern  arises  over  the  leakage  of  charge  from  the 
EE  cell  over  a  period  of  time,  thus  potentially  degrading  the 
device's  performance.  This  issue  is  resolved  by  designing  the 
PAL  circuits  so  that  performance  is  guaranteed  to  the  factory 
specifications  under  worst  case  conditions  for  a  minimum  of  10 
years.  Ifthe  device  is  reprogrammed  with  the  same  or  a  different 
pattern  during  this  period,  functionality  is  assured  for  another  1 0 
years  from  that  time. 

One  of  the  major  benefits  of  EEPROM  technology  is  100% 
testability.  The  EE-based  PAL  devices  can  be  fully  and  more 
easily  tested  since  they  are  electrically  erasable. 

With  PALdevices  available  in  TTL,  ECL  and  CMOS  technologies, 
the  right  devices  can  be  supplied  for  any  customer  application. 
Where  blazing  speed  is  needed,  bipolar  is  the  technology  of 
choice;  for  low-power  high-complexity  devices  CMOS  technol- 
ogy is  appropriate.  Over  the  next  several  years,  enhancements 
will  be  made  to  both  these  technologies  allowing  production  of 
even  faster,  lower  power  and  more  complex  PAL  devices.  The 
flexibility  to  choose  technology  permits  better  service  to  our  PLD 
customers. 
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Figure  1.  EE  Cell 
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tchup  Circuit 


Latchup  iscaused  by  an  SCR  (Silicon  Controlled  Rectifier)  circuit. 
Fabrication  of  CMOS  integrated  circuits  with  bulk  silicon  process- 
ing creates  a  parasitic  SCR  structure.  The  behavior  of  this  SCR 
issimilarin  principle  to  a  true  SCR.  These  structures  result  from 
the  multiple  diffusions  needed  for  the  formation  of  complemen- 
tary MOS  transistors  in  CMOS  processing.  The  SCR  structure 
consists  of  a  four  layer  device  formed  by  diffused  PNPN  regions. 
These  four  layers  create  parasitic  bipolar  transistors  illustrated  in 
Figure  1 . 
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Figure  2a  shows  a  typical  CMOS  inverter  layout  with  the  sche- 
matic of  the  parasitic  bipolar  SCR  structure.  Figure  2b  is  a  cross 
sectional  representation  of  the  CMOS  inverter,  again  with  the 
schematic  of  the  bipolar  SCR  structure. 
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Any  CMOS  diffusion  can  become  part  of  the  parasitic  SCR 
structure,  since  all  of  these  parts  are  interconnected  through  the 
bulk  silicon  substrate  resistance.  Other  parasitic  resistors  shown 
result  from  doped  regions  of  the  semiconductor.  The  magnitude 
to  which  the  resistors  resist  current  flow  depends  upon  geometric 
size  and  doping  level. 

As  illustrated  in  Figure  1,  the  complementary  PNP  and  NPN 
transistors  are  cross-coupled,  having  common  base-collector 
regions.  The  vertical  PNP  device,  M1 ,  has  its  base  composed  of 
the  N-well  diffusion  while  the  emitter  and  collector  are  formed 
from  P-type  source-drain  and  substrate  regions,  respectively. 
The  lateral  bipolar  transistor,  M2,  base  is  the  P  substrate  with 
emitter  and  collector  junctions  formed  from  N-type  source-drain 
and  N-well  diffusions,  respectively. 

Latch-Up  Conditions 

Under  normal  bias  conditions  the  SCR  conducts  only  leakage 
current  and  the  SCR  structure  is  in  the  blocking  state.  However, 
as  current  flows  across  any  of  the  parasitic  resistors,  a  voltage 
drop  is  developed,  turning  on  the  parasitic  bipolar  base-emitter 
junction.  The  forward  bias  condition  of  this  junction  allows 
collector  current  to  flow  in  the  bipolar  transistor.  This  collector 
current  flows  across  the  base-emitter  resistor  of  the  complemen- 
tary bipolar  transistor,  creating  a  voltage  sufficient  to  turn  on  the 
transistor. 

A  regenerative  loop  is  now  created  between  the  complementary 
bipolar  transistors  such  that  current  conduction  becomes  self- 
sustaining.  Even  after  removal  of  the  stimulus  that  triggered  this 
action,  the  current  conduction  can  continue.  This  region  of 
operation  is  a  high-current,  low-resistance  condition  characteris- 
tic of  a  four  layer  PNPN  structure.  This  is  referred  to  as  latchup. 
Once  initiated,  the  excessive  latchup  current  can  permanently 
damage  an  integrated  circuit  by  fusing  metal  lines  or  destroying 
junctions. 


Causes  Of  Latchup 

Latchup  may  be  initiated  in  numerous  ways.  Just  the  critical 
causes  frequently  encountered  in  a  system  environment  will  be 
discussed.  These  include  power  up,  supply  overvoltage,  and 
overshoot/undershoot  at  device  pins. 

Power-Up 

Caution  must  be  exercised  when  powering  upCMOS  ICsto  avoid 
driving  device  pins  before  the  supply  voltage  has  been  applied  to 
the  circuit.  Placing  a  device  or  board  in  a  "hot  socket"  will  create 
this  situation.  When  subjected  to  hot  socket  insertion,  voltage 
conditions  at  the  device  pins  are  uncertain  such  that  the  input 
diodes  may  be  forward  biased.  Forward  biasing  the  input  diodes 
with  a  delayed  or  uncontrolled  application  of  VCC  could  cause  the 
device  to  latch  up.  Monolithic  Memories'  CMOS  circuits  have 
substantial  immunity  to  hot-socket  power  up,  but  since  this  con- 
dition is  uncertain,  and  difficult  to  characterize,  test,  and  guaran- 
tee, it  should  be  avoided. 

Supply  Overvoltage 

Supply  levels  exceeding  the  absolute  maximum  rating  can  cause 
a  CMOS  circuit  to  latch  up.  Elevated  supply  voltage  may  cause 
internal  junctions  to  break  down,  producing  substrate  current 
capable  of  triggering  latchup.  Latchup  is  just  one  of  the  reasons 
overvoltage  should  be  avoided;  other  undesirable  effects  may 
result  from  this. 

Overshoot/Undershoot 

Generally  the  I/O  pins  experience  the  noisiest  electrical  environ- 
ment. Fast  switching  signals  with  a  large  capacitive  load  may 
overshoot,  creating  a  transient  forward  bias  condition  at  the  I/O 
junction.  These  junction  diodes  are  illustrated  in  Figures  3  and  4. 
Typically  this  is  where  latchup  is  most  likely  to  be  induced.  Proper 
design  of  the  input  and  output  buffers  is  essential  to  minimize  the 
risk  of  latchup  due  to  overshoot. 
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Reducing  Latchup  Susceptibility 

Numerous  methods  have  been  proposed  to  reduce  the  suscep- 
tibility of  CMOS  circuits  to  latchup.  Some  of  these  include  gold 
doping,  conductive  substrates  with  epitaxy,  substrate  bias  gen- 
erators, guard  rings,  and  geometric  spacing.  Many  of  the  above 
methods  may  compromise  the  performance  of  the  active  circuit 
components  while  limiting  the  parasitic  SCR.  The  extreme 
immunity  some  of  the  approaches  provide  may  be  in  excess  of 
what  is  needed  for  a  reasonable  system  environment.  It  would 
then  be  difficult  to  justify  the  complexity  and  added  cost  to 
produce  unnecessary  immunity  to  latchup. 

Special  attention  is  placed  in  the  design  and  layout  of  the  input 
and  output  buffers  to  reduce  the  susceptibility  to  latchup  induced 
by  overshoot.  Diffused  guard  rings  connected  to  VCC  and  ground 
are  placed  around  I/O  diffusions  to  collect  injected  charge.  The 
charge  is  passed  directly  to  the  power  supply  rather  than  to  active 
regions  of  the  parasitic  bipolar  transistor.  These  guard  rings,  as 
shown  in  Figure  5,  also  reduce  substrate  current  as  well  as 
effective  substrate  resistance,  making  bipolar  turn-on  more  diffi- 
cult. As  an  added  precaution,  diffusion  space  at  the  I/O  is  relaxed 
to  reduce  bipolar  transistor  gain. 

Latchup  Prevention  in  Low-Power 
CMOS  PAL  Devices 

Latchup  in  CMOS  ICs  is  triggered  by  developing  a  forward  bias 
condition  across  the  base-emitter  junctions  of  the  parasitic  NPNP 
SCR  structure.  As  discussed  earlier,  this  is  most  likely  to  occur  at 
inputs  and  I/O  pins  as  a  result  of  system  overshoot  during 
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switching  transitions.  To  increase  the  undershoot  latchup  noise 
margin  available  at  inputs  and  l/Os,  a  technique  to  bias  the 
substrate  voltage  to  a  negative  level  is  employed. 

Incorporated  into  the  design  is  a  substrate  pump,  or  bias  genera- 
tor. The  bias  generator  capacitively  couples  the  substrate  to  a 
negative  potential  (VBB),  providing  an  additional  3  V  undershoot 
margin  priorto  forward  biasing  the  N+/psub  diode  (Figure  6).  No 
additional  supply  voltages  are  necessary  to  hold  the  substrate 
negative;  the  on-chip  substrate  pump  accomplishes  this  with  the 
standard  +5  volt  supply.  Impedance  of  the  bias  generator  is 
determined  by  several  design  parameters. 

Operation  of  the  substrate  bias  generator  continuously  draws 
several  milliamps  supply  current.  The  power  is  dissipated  by  a 
free  running  oscillator  to  charge  and  discharge  the  substrate 
pump  capacitors.  This  level  of  power  dissipation  is  within  an 
acceptable  range  for  use  in  quarter  and  half  power  high  speed 
CMOS  PAL  devices.  For  this  family  of  devices  the  array  power 
dissipation  is  many  times  greater  than  the  power  consumed  by 
the  substrate  bias  generator  and  can  therefore  be  tolerated. 

Output  drivers  in  Monolithic  Memories  high-speed  CMOS  PAL 
devices  are  exclusively  N  channel  as  shown  in  Figure  7.  Removal 
of  the  P+ region  eliminates  the  overshoot  latchup  sensitivity  found 
in  traditional  CMOS  outputs.  The  result  is  a  CMOS  circuit  tolerant 
to  overshoot.  Proper  design  of  the  NMOS  pull  up  configuration 
allows  adequate  VOH  level  for  TTL  compatibility. 

When  used  in  conjunction  with  a  pumped  (—3  V)  substrate, 
latchup  cannot  be  initiated  with  realistic  system  overshoot  or 
undershoot.  These  design  techniques  have  made  the  CMOS 
PAL  devices  essentially  latchup  free,  even  up  to  200  mA  sink/ 
source  current  at  inputs  and  l/Os. 
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Latchup  Prevention  in  Zero-Power 
CMOS  PAL  Devices 

Another  strategy  must  be  taken  for  zero  power  ZPAL  logic 
devices  since  these  products  must  consume  no  power  when  in 
the  quiescent  standby  operating  mode.  This  restriction  elimi- 
nates the  possibility  of  an  on-chip  bias  generator.  Additionally, 
ZPAL  devices  require  CMOS  VOH  levels,  placing  further  con- 
straint on  output  buffer  design. 

Common  to  many  CMOS  output  buffer  circuits  is  a  complemen- 
tary PMOS  and  NMOS  output  driver.  A  P-channel  pull-up 
transistor  al  ows  the  VOH  level  to  reach  VCC;  however,  place- 
ment of  the  P-channel  transistor  at  the  output  also  creates  a  large 
P+ diffusion  region  at  the  I/O.  This  diffusion  acts  as  an  injector  for 
carriers  during  positive  overshoot  at  the  I/O  pin.  Under  worst- 
case  overshoot  conditions,  the  injected  charge  may  be  large, 
sufficient  to  turn-on  (VCC  +0.6)  the  P+/N-well  diode  to  the  extent 
that  the  four  layer  SCR  structure  will  latch  up.  Once  latchup  is 
initiated  the  device  will  most  likely  be  permanently  destroyed. 

Proper  placement  of  guard  rings  and  dummy  collectors  around 
the  P+  diffusion  at  the  I/O  will  only  increase  the  amount  of  current 
necessary  to  trigger  latchup;  ultimately  the  SCR  can  be  turned  on 
even  with  these  layout  precautions.  Avoiding  placing  the  P 
channel  device  at  the  I/O  increases  the  circuit's  immunity  to 
latchup  when  compared  to  a  traditional  full  CMOS  output  utilizing 
extensive  layout  safeguards. 

Testing  For  Latchup 

Monolithic  Memories  characterizes  the  latchup  sensitivity  of  its 
devices  before  they  are  released  to  the  market.  Testing  is  done 
in  such  a  way  as  to  completely  cover  every  possible  latchup 
condition,  including  VCC  overvoltage,  pin  overcurrent,  and  pin 
overvoltage. 

VCC  Overvoltage  Test 

The  VCC  overvoltage  test  is  applied  to  all  power  (VCC)  pins.  The 
test  is  performed  at  the  highest  guaranteed  operating  tempera- 
ture of  the  device.  All  inputs  and  l/Os  acting  as  inputs  are  tied  to 
ground  or  VCC  depending  on  the  device  logic,  and  outputs  and 
l/Os  acting  as  outputs  are  floating  (open). 

VCC  max  is  applied  to  the  VCC  pin.  Apositive  high  voltage  pulse 
is  then  applied  to  the  VCC  pin  and  returned  to  VCC  max.  The 
occurence  of  latchup  is  detected  if  the  voltage  across  the  device 
is  less  than  VCC  max,  and  the  current  through  the  device  is 
greater  than  the  normal  DC  operating  current. 


Pin  Overcurrent  Test 

The  pin  overcurrent  test  is  performed  on  every  output,  I/O  pin,  and 
non-current-limited  input  pin.  Non-current-limited  inputs  are 
inputs  which  present  a  diode-like  (or  otherwise  "infinite")  current 
characteristic  for  input  voltages  in  the  range  (GND  -  5  V)  <  Vin  < 
(VCC  +  5  V). 

The  pin  overcurrent  test  is  performed  at  the  highest  guaranteed 
operating  temperature  of  the  device.  Input  pins  and  I/O  pins 
acting  as  inputs  (which  are  not  under  test)  are  tied  to  ground  or 
VCC  depending  on  the  device  logic,  and  outputs  and  l/Os  acting 
as  outputs  should  be  floating  (open).  VCC  max  is  applied  to  the 
VCC  pin. 

One  pin  is  tested  at  a  time.  Athree-state  output  under  test  should 
be  disabled.  A  non-three-state  output  type  under  test  should  be 
a  logic  High  when  applying  a  positive  current  and  a  logic  Low 
when  applying  a  negative  current.  An  I/O  pin  should  be  placed 
into  the  input  mode. 

A  high  current  pulse  is  then  applied  to  the  pin  under  test.  The 
magnitude  of  the  pulse  is  stepped  until  latchup  is  induced.  Both 
positive  and  negative  currents  are  tested.  Latchup  is  observed  as 
described  previously.  The  sensitivity  of  the  device  is  the  worst 
case  sensitivity  found  on  any  pin  of  the  device. 

Pin  Overvoltage  Test 

The  pin  overvoltage  test  is  performed  on  current-limited  inputs. 
Current-limited  inputs  are  inputs  which  present  a  resistor-like  (or 
otherwise  "limited")  current  characteristic  for  input  voltages  in  the 
range  (GND  -  5  V)  <  Vin  <  (VCC  +  5  V). 

The  pin  overvoltage  test  is  performed  at  the  highest  guaranteed 
operating  temperature  of  the  device.  Input  pins  and  I/O  pins 
acting  as  inputs  (which  are  not  under  test)  are  tied  to  ground  or 
VCC  depending  on  the  device  logic,  and  outputs  and  l/Os  acting 
as  outputs  are  floating  (open).  VCC  max  is  applied  to  the  VCC  pin. 

One  pin  is  tested  at  a  time.  Both  positive  and  negative  voltage 
pulses  are  applied  to  the  pin  under  test.  Latchup  is  observed  as 
described  previously.  The  sensitivity  of  the  device  is  the  worst- 
case  sensitivity  found  on  any  pin  of  the  device. 
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Metastability 

A  Study  of  the  Anomalous  Behavior 
of  Synchronizer  Circuits 


INTRODUCTION 

This  article  will  summarize  the  results  ot  the  studies  performed  on 
synchronizer  circuits.  The  information  presented  may  be  used  by  system 
designers  to  gain  insight  into  the  anomalous  behavior  of  edge- 
triggered  flip-flops.  Understanding  flip-Hop  behavior  and  applying 
some  simple  design  practices  can  result  in  an  increased  reliability  ot 
any  system 

METASTABILITY 

In  the  digital  world  a  bit  represents  the  fundamental  unit  of  measure. 
'The  output  state  ol  any  digital  device  is  either  "HIGH"  (a  voltage  level 
above  VIH)  or  "LOW"  (a  voltage  level  below  VIL)  as  shown  in  figure  2 
Under  the  proper  operating  conditions  the  register  in  figure  1  outputs  a 
HIGH  or  a  LOW  on  the  rising  edge  o!  the  clock  within  a  nominal  delay 
called  the  "clock  to  out"  delay  If  the  setup  and  hold  times  are  violated 
the  register  has  a  small  probability  of  entering  a  third  region  of 
operation  called  the  "metastable"  stale  Metastable  is  a  Greek  word 
meaning  "in  between"  and  it  is  a  state  between  HIGH  and  LOW  Even 
though  most  synchronizers  snap  out  of  metastability  m  a  short  period  of 
time,  theoretically  this  stale  can  persist  indefinitely  Some  ot  the  registers 
built  from  older  technologies  had  metastable  states  which  lasted  as 
long  as  a  few  microseconds.  When  the  output  of  a  device  goes  into 
melastability  the  clock  to  out  delay  will  be  grossly  affected  This  may 
alter  the  system's  worsl  case  propagation  delay  and  potentially  lead 
o  a  system  crash ! 
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SYNCHRONIZERS 

The  design  of  a  synchronous  digital  system  is  based  on  the  assumption 
that  the  maximum  propagation  delay  of  a  flip-flop  and  any  other  gates 
are  known.  A  digital  system  is  free  of  hazardous  race  conditions  and 
timing  anomalies  if  the  maximum  propagation  delay  in  the  system 
does  not  exceed  the  clock's  period.  In  systems  where  an  asynchronous 
input  is  interfaced  with  a  clocked  device  such  as  a  flip-flop,  the 
maximum  specified  propagation  delay  of  this  device  may  no  longer 
be  valid  if  certain  electrical  parameters  are  violated  Computer 
peripherals,  an  operators  keyboard,  or  two  independently  clocked 
subsystems  are  instances  where  there  is  a  possibility  of  interfacing  an 
asynchronous  input  which  will  violate  the  synchronizer's  electrical 
parameters 

A  popular  device  typically  used  in  synchronized  systems  is  the 
edge -triggered  register  shown  in  figure  1.  The  edge-tnggered  register 
will  properly  synchronize  the  incoming  data  to  the  system's  clock  as 
long  as  its  operating  conditions  are  satisfied.  Table  1  summarizes  these 
speculations  lor  Monolithic  Memories  Inc!s  (MMI)  74LS374  register  It  is 
difficult  to  guarantee  setup  and  hold  time  requirements  when  the  data 
is  asynchronously  interfaced  to  a  register  The  violation  of  setup  or  hold 
time  in  a  register  has  a  probability  of  initiating  a  misbehavior  termed 
'Metastability" 
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Figure  2 

The  diagrams  in  figure  3  illustrate  some  examples  of  waveforms  in 
the  metastable  condition.  From  the  waveforms  it  is  evident  that  the 
outputs  are  distorted  under  metastable  conditions.  Figure  3d  shows  the 
output  of  a  typical  74LS374  register  manufactured  by  Monolithic 
Memories.  Monolithic  Memories  family  of  bipolar  devices  exhibit 
superior  metastable  hardened  performance  due  to  their  high  speed 
bipolar  technology  and  advance  Schottky  TTL  circuit  design  techniques. 
Most  of  these  devices  typically  snap  out  of  metastability  in  a  flashing  1 5 
nanoseconds. 

WHY  THE  SYNCHRONIZER  FAILS 

Before  attempting  to  explain  how  the  synchronizer's  internal  circuity 
fails  let's  take  a  look  at  an  interesting  problem. 

PROBLEM  In  the  SR  type  latch  shown  in  figure  4  what  happens  if  the 
set  (S)  and  the  reset  (R)  inputs  are  simultaneously  raised  from  a  LOW 
voltage  level  to  a  HIGH  level? 
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ANSWER:  The  outputs  will  be  in  a  stable  state  ot  HIGH  prior  to  the  RS 
transition  and  will  quickly  oscillate  to  a  tinal  steady  state  ot  either  HIGH 
or  LOW  (see  tigure  3a).  To  demonstrate  this  result  the  reader  is 
encouraged  to  do  this  excercise  either  mentally  or  to  actually  build  the 
circuit  and  view  the  output  on  the  oscilloscope. 


METASTABLE  DETECTOR 

This  section  will  show  how  to  characterize  the  behavior  ot  an  edge 
triggered  flip-llop  with  an  asynchronous  data  interface.  If  the  setup  and 
hold  times  of  the  flip-llop  are  satisfied  the  output  behaves  properly 
(figure  6a).  One  of  the  four  possible  events  below  can  take  place  if  the 
flip-flop  goes  metastable: 
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Figure  3 


Clock  driven  master-slave  flip-flops  contain  the  same  type  of  cross 
tied  RS  latch  within  their  internal  circuitry  The  NAND  gate  equivalent  of 
the  master-slave  D  type  flip-flop  is  shown  in  figure  5.  The  gates  circled  in 
this  figure  can  potentially  behave  similar  to  the  above  problem.  If  the 
clock  and  data  are  triggered  within  a  specific  window  of  one  another 
the  output  may  have  an  oscillatory  behavior  before  settling  down 


figure  4 


Cross  tied  RS  latch  structure  is  seen  in  the  master-slave 
edge  triggered  flip-flop 

Figure  5 


1)  The  output  starts  to  make  a  transition  but  snaps  back  to  its  original 
state  (figure  6b). 


2)  The  output  makes  a  complete  transition  but  the  maximum  propaga- 
tion delay  of  the  device  is  exceeded  (figure  6c). 


3)  The  output  starts  oscillating  and  retains  its  present  state  (figure  6d). 

4)  The  output  oscillates  to  a  new  state  (figure  6e). 
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Figure  6 


The  circuit  shown  in  figure  7  is  used  io  obtain  experimental  results  ol  a 
metastable  device.  The  circuit  can  detect  and  count  the  number  ot 
events  o(  metastability  The  device  under  test  (DUT)  is  forced  into 
metastability  by  repeatedly  sweeping  the  edges  ot  the  data  past  the 
rising  edges  of  the  clock.  The  modulation  ot  the  data  is  possible  by  using 
a  comparator  device  (U 1 )  along  with  an  external  sawtooth  waveform. 
Thousands  of  transitions  are  created  within  the  setup  and  hold  time 
window  ol  the  DUT.  Sweeping  the  data  edges  past  the  low  to  high  clock 
transitions  simulates  an  asynchonous  input  and  increases  the  probabil- 
ity of  getting  a  metastable  failure  on  the  output  (Q)  of  the  DUT. 
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©  JITTER  BAND  SIMULATES  AN  ASYNCHRONOUS  BEHAVIOR 

®  METASTABLE  OUTPUT 

(7)  PROPER  OUTPUT  WAVEFORM 

©  ACLOCK  SAMPLES  THE  OUTPUT  <Q)  AFTER  A  DELAY  A 

Figure  7 


If  the  output  ot  the  device  goes  into  metastability  it  will  be  detected  by 
the  comparator  pair  (U2)  and  (U3).  The  comparators  will  have  comple- 
mentary outputs  it  the  output  (Q)  of  DUT  is  anywhere  between  V1H  and 
V1L.  The  outputs  ot  the  comparators  are  latched  by  a  delayed  version  of 
the  clock  ( ACiock).  The  EXCLUS1VE-NOR  gate  followed  by  the  register 
signal  the  event  ot  metastability  to  an  external  counter 

The  variable  delay  (A)  between  the  two  clocks  will  sample  the  output 
at  various  locations  on  the  time  axis.  As  this  delay  is  vaned  the  event  of 
metastability  is  sampled  and  counted  at  these  locations  by  our  circuit. 
Therefore  the  output  of  our  circuit  measures  the  rate  of  metastability 
versus  time  delay  The  real  behavior  of  a  metastable  output  can  thus  be 
effectively  characterized  with  this  scheme,  that  is.  we  can  determine  the 
length  of  time  a  metastable  condition  will  persist  and  the  density 
distribution  of  the  metastable  event. 

Three  74374  devices  and  four  PAL  devices  are  used  in  this  expenment. 
The  plots  ot  metastable  failure  versus  time  are  shown  in  figures  8a.b.  The 
next  section  will  discuss  in  detail  the  charactenslics  of  Ihese  plots. 


EXPERIMENTAL  RESULTS 

Various  graphs  of  metastability  failure  rate  versus  delay  time  are 
illustrated  in  figure  8.  We  can  conclude  from  these  graphs  that  the  rate 
of  metastability  failure  decreases  as  the  sample  clock  ( ACLOCK) 
moves  farther  and  farther  away  from  the  DUT  clock  The  pictures  shown 
in  figure  9  have  captured  repeated  events  ot  metastability  on  the 


Let's  take  a  closer  look  at  one  of  the  graphs  to  examine  the  behavior 
Of  the  device.  The  PAL16R4A-4  device  exhibits  one  count  per  second  if  the 
delay  (A)  is  60  nanoseconds.  As  the  delay  (A)  is  decreased,  the  rate 
increases  exponentially  until  the  delay  equals  32  ns  at  which  point  the 
rate  flattens  out  and  remains  fixed  The  32  ns  forms  the  knee  of  our 
graph  and  will  be  referred  to  as  Ao.  The  rate  will  remain  constant  if  the 
delay  (A)  is  decreased  past  the  knee  of  our  graph  Further  reduction  in 
the  delay  will  place  the  sampling  clock's  rising  edge  prior  to  data 
transitions  and  thus  the  error  rate  vanishes  to  zero.  The  time  at  which  the 
rate  goes  to  zero  is  marked  with  an  (X)  on  the  graphs.  By  using  this  time 
(X).  and  another  location  on  the  graph  such  as  the  time  where  only  one 
error  per  second  occurs,  we  can  associate  an  approximate  range  ot 
metastability  for  different  devices  This  range  ot  metastability  is  referred 
to  as  the  "mean  time  to  snap  out  ol  metastability".  From  the  graph  it  is 
evident  that  the  mean  time  to  snap  out  of  metastability  for  the  PAL16R4A- 
4  logic  circuit  is  the  difference  between  60  ns  and  25  ns  which  is  35  ns. 
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Figure  8a 
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Figure  8b 


All  of  the  graphs  illustrated  can  be  quantified  by  an  equation  of  the 
form: 

log  FAILURE  =  log  MAX  -  b(A  -  Ao) 

Since  a  natural  logarithm  is  a  constant  multiple  ol  base  10  logarithm  we 
can  rewrite  the  above  equation  as: 

a  •  In  FAILURE  =  a  *  In  MAX  —  b  (A  -  Ao) 

In  the  above  equation  the  MAX  value  is  representative  of  the 
maximum  metastability  failure  rate  in  our  device.  This  MAX  value 
is  closely  related  to  the  frequency  at  which  a  metastable  condition 
may  occur  in  our  device.  The  frequency  at  which  metastability  occurs 
is  simply  a  constant  multiple  of  the  product  of  CLOCK  and  DATA 
frequency 

MAX  ~  Kl  •  fcLOCK  *  Idata 


Substituting  this  in  our  original  equation  we  get: 

a  -  In  FAILURE  =  a  •  In  (Kl  -fcLoac*  Idata)  -  b(A  -  Ao) 
In  FAILURE  =  In  (Kl  ■  Iclock  :  Idata)  -  b/a(A  -  Ao) 
FAILURE  =  (Kl  ■  fctocx  ■  Idata)  e""2 <&"  *°> 
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Metastability 


Figure  9  (2v/DIV  5ns/DIV) 


Table  2  gives  the  three  important  parameters  which  can  be  used  by 
system  designers  to  fully  characterize  the  metastable  behavior  oi  the 
mentioned  devices.  These  parameters  can  be  obtained  for  different 
devices  by  duplicating  this  experiment.  An  example  is  given  below  to 
show  how  the  information  on  table  2  may  help  the  designer  in  the 
design  of  asynchronous  systems. 


MANUFAC 

TURER 

DEVICE 

Ki  (Sec) 

ao  (ns) 

MM 

PAL16R4 

1  x  10-' 

4.3 

37 

PAL16R4A 

1  x  10  7 

4.3 

345 

PAL16R4A-2 

1  x  10  7 

.64 

25 

PAL16R4A-4 

1  x  10-' 

5 

31 

74LS374 

2x  10' 

1.8 

27,5 

AME 

74LS374 

2x  10-' 

2.0 

34.5 

FAIRCH 

ILD 

74F374 

2x10-' 

11.5 

17.5 

EXAMPLE 

For  the  hardware  implementation  in  iigure  10  determine  the  maxi- 
mum clock  frequency  to  give  a  typical  error  rate  ot  one  failure  per  year. 
We  must  choose  the  minimum  period  to  give  an  error  rate  ot  less  than 


ASYNCHRONOUS  - 
DATA 
(9  6KHZ) 


Tec 


CLK-OUT=15ns  Tcc  =  50ns 

figure  10 


setup  -25ns 


one  failure  per  year.  From  this  result  we  can  determine  the  maximum 
clock  frequency  The  time  A  in  the  equation  below  will  determine  the 
distance  between  clock  edges.  We  must  determine  A  from  the  equation 
by  numerical  extrapolation.  The  system  clock's  period  can  be  repre- 
sented as  (A  +  Tec  +  setup),  or  plugging  in  the  numbers  it  is  A+75. 

FAILURE  =  (Kl  •  fcLOCK  *  (data)  ~  t#) 

and  plugging  in  the  appropriate  values  we  have: 

3.2EE  -  8  =  E(1EE  -  7)  (l/(A+75ns))  (9600)]  e-'(4  3)(&-37)] 

Solving  for  A,  we  see  that  it  is  approximately  43  nanoseconds.  The 
system  period  is  thus  seen  to  be  the  sum  of  43ns  and  75ns  or  1 18ns.  The 
maximum  clock  frequency  is  the  inverse  of  the  period  or  approximately 
8  MHz. 


CONCLUSION 

Synchronization  of  two  independent  pulse  trains  is  possible  through 
the  use  of  edge  triggered  registers.  The  electrical  characteristics  of  the 
flip-flop  are  affected  when  the  setup  and  hold  times  of  the  device  are 
violated.  This  misbehavior  is  termed  "metastability"  and  its  probability 
ot  occurrence  can  be  derived  tor  a  given  system.  The  factors  which 
affect  this  probability  and  the  length  of  time  which  a  metastable 
condition  persists  are  influenced  by  the  technology  ot  the  device  as  well 
as  by  the  circuit  design  techniques. 

An  important  fact  which  needs  to  be  stressed  is  that  even  if  a  register's 
output  goes  metastable,  the  system  may  not  necessarily  fail  if  the 
register  snaps  out  in  time  to  satisfy  the  system's  worst  case  timing 
requirement.  The  following  design  practices  are  suggested  when  using 
synchronizers: 

Try  to  minimize  the  number  of  locations  where  asynchronous  signals 
enter  your  system. 

Clocking  the  asynchronous  inputs  through  two  pipelined  registers  can 
greatly  reduce  the  error  rate. 

Use  a  single  clock  within  your  local  system  environment.  For  multiple 
system  clocks,  derive  all  the  clock  signals  from  a  single  source  to  assure 
synchronization  between  different  devices  within  the  system. 

When  analyzing  the  worst  case  timing  of  your  system,  add  the  time  to 
snap  out  of  metastability  to  any  register  in  an  asynchronous  data  path. 

A  single  PAL*  with  registers  can  be  your  best  choice  tor  state  machine 
analysis  of  asynchronous  events.  As  the  registers  have  virtually  identical 
setup  times,  the  simultaneous  observation  of  a  metastable  event  by 
different  register  states  are  likely  to  be  the  same.  Contrasted  to  a 
distributed  system  of  observing  register  states  with  different  setup  times, 
the  PAL  system  of  register  states  with  identical  setup  times  is  a  superior 
synchronizer. 

Avoid  edge  sensitive  devices  on  the  output  paths  ot  the  registers 
which  have  asynchronous  inputs.  The  glitch  created  when  the  synchro- 
nizer goes  metastable  is  enough  to  trigger  the  edge  sensitive  device, 
The  use  of  level  sensitive  devices  is  generally  a  better  design  practice. 

PAL  devices  can  be  effective  synchronizers  where  various  registering 
schemes  are  easily  implemented. 


L\  Monona 
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ability  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

COMMERCIAL 
MIN    TYP  MAX 

UNIT 

I 

Poisson  process  rate 

0.85    1 .05 

ns~1 

MTBF  constant 

0.8  1.0 

'met 

Minimum  recovery  time  in 
asynchronous  mode 

MTBF  =  10  years 
fd  =  (1/3)f   d  =  3 

20  30 

ns 

'met 

Maximum  frequency  in 
asynchronous  mode 

MTBF  =  10  years 
fd  =  (1/3)f   d  =  3 

21  26 

MHz 

ability 

Metastability  is  a  condition  which  can  occur  in  any  latch  or 
flip-flop  if  the  minimum  setup  or  hold  times  are  violated.  Inmost 
cases,  the  flip-flop  will  either  react  to  the  input  or  remain  in  its 
current  state,  both  of  which  are  stable  results.  The  flip-flop  can 
also  reach  an  "in-between"  condition  called  the  metastable  state, 
which  is  stable  only  if  there  is  no  noise  in  the  system  and  the 
flip-flop  is  perfectly  balanced.  This  metastable  condition  lasts 
until  the  flip-flop  falls  into  one  of  its  two  stable  states,  which  can 
take  longer  than  the  normal  response  time. 
The  PAL16R8-10  Series  exhibits  better  metastability  character- 
istics than  most  other  registered  devices.  It  is  less  likely  to  enter 
the  metastable  state  and  recovers  faster  to  a  stable  state.  As  a 
result,  the  PAL16R8-10  Series  can  make  an  excellent  synch- 
ronizer circuit,  and  the  metastability  characteristics  have  been 
specified  for  designs  in  which  the  setup  and  hold  times  may  not 
always  be  met. 


f  (clock  frequency):  actual  clock  frequency  for  the  device  under 
test. 

fd  (data  frequency):  actual  data  frequency  for  a  specified  input 
to  the  device  under  test. 

d  (data  ratio):  the  ratio  of  the  clock  frequency  to  the  data 
frequency  (f/f(j). 

t  (time  delay):  the  additional  time  allowed  per  period  beyond 
that  required  by  the  specifications,  t  is  the  actual  time  between 
clock  transitions  beyond  the  required  period  of  (tsu  +tCLK). 

t  MET  (metastability  recovery  time):  minimum  t  required  to 
guarantee  recovery  from  metastability,  with  specified  test 
conditions. 

f  MET  (metastability  frequency):  maximum  f  clock  frequency  to 
limit  metastability  failures,  with  specified  test  conditions. 


Definition  of  Variables 

MTBF  (Mean  Time  Between  Failures):  the  average  time  between 
metastable  occurrences  that  cause  a  violation  of  the  device 
specifications.  Metastability  characteristics  are  calculated  at  an 
arbitrary  MTBF  of  10  years  for  the  convenience  of  the  user. 

p  (Poisson  process  rate):  experimentally  calculated  factor 
which  determines  the  slope  of  the  curve  of  probability  of  failure, 
k  (MTBF  constant):  experimentally  calculated  factor  which 
determines  the  magnitude  of  the  curve  of  probability  of  failure. 

tsu  (setup  time):  the  specified  minimum  time  interval  allowed 
between  the  application  of  a  data  signal  at  a  specified  device 
input  pin  (pin  9  on  the  device  under  test)  and  a  subsequent  clock 
transition.  For  the  PAL16R8-10  Series,  tsu  is  10  nanoseconds. 

tCLK  (clock  to  output  time):  the  specified  maximum  time 
interval  between  a  clock  transition  and  the  availability  of  valid 
signals  at  an  output  pin.  For  the  PAL16R8-10  Series,  tCLK  is 
8  nanoseconds. 

f MAX  (maximum  frequency):  specified  maximum  frequency  for 
the  device  under  test.  Calculated  as  1/(tsu  +  tCLK).  For  the 
PAL16R8-10  Series,  this  calculates  to  55.5  Megahertz. 


Metastability  vs.  Clock  Frequency 


10" 
106 
10" 
102 
10° 


"I 

Li. 

|  10-2 
10" 
10-6 


1/100 


TYPICAL 

VCC  =  4.75  V 
TA  =  75°C 


WORST 
CASE 


1/50  1/40 


1/f-MHz"1 

*  Normalized  to  d  =  3;  multiply  by  3/d  for  other  data  frequencies. 
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Metastability  Equations 

MTBF  =  k  (d/3)  (1/f)2  e(P/f) 
f  MAX  =  1/(tsu  +  tCLK) 
f  =  1/(tsu  +  tCLK  + 1) 
f  =  d(fd) 

Metastability  Waveforms 


Metastability  Test  Circuit 


INPUT 
dd) 


REGISTERED 
OUTPUT 
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NC  f7 
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 1/1  

-^'CLK-^ 
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E 
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E 

— *E 
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NC  | 
NC  | 
NC  I 


B 

ERROR 


OE 


20l  VCC 
]s]  NC 

Taj  nc 
w]  o 

ji]  A 
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u]  ►^COUNTER 
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Metastability  Test  Pattern  File 

CHIP  Metastability_Test  PAL16R4 

CLOCK  RESET  SYNC_MODE  NC  NC  NC  NC  NC  /D  GND 
/OE  NC  NC  /ERROR  /B  /A  /Q  NC  NC  VCC 


EQUATIONS 
Q 


ERROR 


:=  /Q*  SYNC_MODE 
+  D*/SYNC_MODE 

:=  A*/Q 
+  /A*  Q 
+  ERROR 

:=  B*/Q*/ERROR 
+  /B*  Q*/ERROR 

:=  /A*/B 
+  A*  B 
+  RESET 


; TOGGLE  SYNCHRONOUS  INPUT    (TESTS   f  MAX) 
; TOGGLE  ASYNCHRONOUS  INPUT    (TESTS  META.) 

;HOLD  A  (IF  NOT  ERROR) 
; TOGGLE  A  (IF  NOT  ERROR) 
;SET  A  IF  ERROR 

; HOLD  B  IF  NOT  ERROR,   OR  RESET 
; TOGGLE  B  IF  NOT  ERROR,   OR  RESET 

.•COMPARE  A  AND  B, 

;  ERROR  GOES  HIGH  IF  A  EQUALS  B 

.•INITIALIZE  A  AND  B  TO  OPPOSITE  PHASES 


Note: 

Metastability  characteristics  were  experimentally  determined  using  the  method 
shown,  and  are  not  guaranteed. 
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onolithic  Memories 

Monolithic  Memories,  Inc.  (MMI)  has 
long  been  a  leader  in  integrated  circuit 
packaging  technology.  MMI  was  one 
of  the  first  to  offer  integrated  circuits  in 
24-pin,  300-mil  wide  SKINNYDIP" 
packages,  and  pioneered  the  use  of 
Pin  Grid  Arrays. 

Now  Monolithic  Memories  again  proves 
its  commitment  to  packaging  innovation 
by  introducing  commercial  products 
not  only  in  the  surface  mount  Plastic 
Leaded  Chip  Carrier  (PLCC)  package, 
but  also  in  the  Small  Outline  (SO) 
Gull-wing  package. 

Surface  Mount  Technology  (SMT)  is 
creating  exciting  changes  in  the  design 
and  construction  of  Printed  Circuit 
Boards  (PCBs).  Surface  mount  boards 
have  significantly  higher  density,  lower 
cost,  and  higher  reliability  than  boards 
manufactured  using  DIP  packages. 


What  is  Surface  Mount 
Technology? 

Surface  mount  circuit  boards  are 
assembled  with  components  bonded 
to  metal  pads  on  the  board  surface, 
instead  of  being  inserted  into  through- 
holes  like  conventional  DIP  packages. 
Surface  mount  components  can  be 
mounted  on  both  sides  of  a  circuit 
board,  DOUBLING  the  functional  den- 
sity. In  addition  to  packages  for 
integrated  circuits,  surface  mount  ver- 
sions have  been  developed  for  discrete 
devices,  such  as  resistors  and  capaci- 
tors, and  also  for  single  transistors. 


Development  of  SMT 

Surface  mount  technology  was  first 
developed  and  employed  in  the  hybrid 
industry  over  twenty  years  ago.  Since 
then  surface  mount  packages  have 
gained  increasing  acceptance.  Bene- 
fits of  switching  to  SMT  include 
manufacturing  cost  reduction,  an  over- 
all reduction  in  the  size  and  weight  of 
device  packages,  and  improvements,  in 
circuit  performance.  It  is  estimated 
that  by  1990  40%  of  components 
shipped  will  be  in  surface  mount 
packages. 


THROUGH-HOLE 
DIP  PACKAGE 


SURFACE  MOUNT 
PLCC 


Cutaway  View  Comparison  of  Surface  Mount  and  Through-hole  components 


3-170 


Surface  Mount  Technology 


Advantages  of  Surface 
Mounting 

Surface  mount  technology  offers 
increased  performance,  reliability  and 
workability  at  lower  cost. 

Cost 

■  Automated  surface  mount  assembly 
dramatically  increases  board  through- 
put and  lowers  the  cost  per  board: 

■  Less  time  per  board 

■  Less  labor  per  board 

■  Less  potential  for  error  in  board 
fabrication 

■  More  reproducible  process 

■  Higher  quality  control 

■  Surface  mount  reduces  the  number 
or  size  of  boards  required,  due  to  the 
reduced  size  of  the  components. 

■  Boards  are  less  expensive  because 
fewer  through  holes  are  needed 

■  Higher  board  yields  can  be  achieved 
with  SMT  through  improved  compo- 
nent reliability 

■  Expensive,  special  substrates  are  not 
needed  for  surface  mount  packages 


Reliability 

■  Monolithic  Memories' surface  mount 
packages  are  manufactured  using 
the  same  dependable  materials  and 
process  as  the  standard  molded 
DIP  package 

■  PLCCs  and  SOs  have  been  shown  to 
be  equal  or  superior  in  terms  of  reli- 
ability to  DIP  packages 

■  Solder  joint  reliability  is  improved 
through  the  use  of  vapor  phase  reflow 
soldering.  Where  conventional  DIP 
boards  need  to  pass  over  a  heated 
coil  or  a  molten  solder  wave,  vapor 
phase  reflow  soldering  can  control 
more  tightly  the  high  temperatures 
required  to  melt  the  solder 

■  PLCCs  have  superior  stress  and 
vibration  performance 

■  Surface  mount  packages  are  rugged 
and  durable 


(P  Monolithic  FJJ  ) 
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Performance 

i  PLCCs  and  SOs  are  smaller  than  DIP 
packages  up  to  75%  which  increases 
the  board  functional  density  by  as 
much  as  4:1. 

i  PLCCs  and  SOs  are  lighter  than  DIP 
packages  up  to  90%  which  reduces 
overall  board  weight. 

i  PLCCs  and  SOs  can  be  mounted  on 
two-sided  PCBs  which  increases  the 
board  density  even  further. 

i  PLCCs  have  improved  electrical  per- 
formance due  to  shorter  lead  lengths. 

i  PLCCs  have  decreased  susceptibility 
to  noise. 

i  The  PLCCs  "J-Hook"  leads  absorb 
thermal  and  mechanical  stress. 


P 


|  DIP 
I  PLCC 


^  SO  GULL-WING 


JL 


Board  Testing  and  Repair 

As  surface  mount  components  increase 
the  density  and  performance  of  PCBs 
they  also  make  board  testing  and  repair 
more  complex.  New  techniques  are 
required  not  only  for  product  design 
and  assembly,  but  also  for  testing  and 
repair  functions. 


Testing 

Testing  begins  long  before  a  product 
has  been  fully  assembled.  Bare  PCBs 
are  often  tested  for  continuity  and 
isolation  before  components  are  sol- 
dered on  them.  Spring-loaded  (pogo) 
pins  are  plugged  into  a  tester  head  to 
make  contact  with  the  footprint  pads. 

Test  for  continuity  is  made  by  measur- 
ing typical  current  through  the  PCB 
conductor  paths.  Resistance  measure- 
ments are  used  to  indicated  isolation 
and  path  resistances. 

Another  testing  function  which  is  per- 
formed before  the  actual  assembly 
process  is  solderability  testing.  Both 
the  PCB  and  surface  mount  compo- 
nents should  be  tested  for  solderability 
before  they  are  assembled.  This  is  a 


very  important  step  since  it  is  prac- 
tically impossible  to  inspect  the 
connections  after  they  are  soldered. 
Some  automatic  solderability  testers 
are  already  available  on  the  market. 

Post  assembly  functional  testing  of  the 
PCB  will  probably  remain  unchanged 
regardless  of  the  current  method  used. 
The  method  used  for  DIP  boards  should 
be  adequate  for  surface-mount  boards. 
Depending  on  the  testing  equipment 
used  some  special  care  will  have  to 
be  taken. 

If  automatic  test  equipment  is  used, 
some  adjustment  will  have  to  be  made 
to  account  for  faster  switching  cycle, 
or  processing  time.  These  times  may 
be  faster  because  of  the  greater  den- 
sity and  shorter  circuit  paths  provided 
by  surface  mount  assembly. 

If  using  a  bed-of-nails  tester,  it  will  be 
necessary  to  design  the  bed-of-nails 
to  coincide  with  the  new  PCB  design 
for  the  surface-mount  components. 
Also  some  effort  should  be  made  to 
reduce  the  number  of  contact  points 
and  the  nail  contact  size  so  that  a 
smaller  pad  can  be  used  on  the  PCB. 
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Workability 

■  Most  of  Monolithic  Memories' 
products  are  currently  available  in 
PLCCs  and  SOs 


i  MMI's 
conform 
face  moi 


PLCC 


and  SO  packages 
to  JEDEC  standards  for  sur- 
nt  devices. 


i  More  efficient  layouts  are  possible 
since  metal  interconnects  do  not 
have  to  work  around  holes  in  PCBs. 

i  A  wide  range  of  discrete  and  active 
devices  are  already  available  in  sur- 
face mount  packages  and  the  number 
is  rapidly  increasing 

i  An  infrastructure  of  surface  mount 
vendors  and  services  is  currently 
available  to  assist  in  production  or 
conversion  to  surface  mount 


Repair  Techniques 

When  a  faulty  device  has  been  identi- 
fied, it  is  necessary  to  remove  this 
component  and  replace  it  with  a  new 
one.  One  approach  would  be  to  reflow 
the  whole  board,  remove  the  faulty 
component  and  insert  a  new  one  while 
the  solder  is  still  liquid. This  procedure 
is  not  recommended  because  it  endan- 
gers the  reliability  of  the  other  solder 
joints.  Techniques  which  affect  only 
the  faulty  component  are  more  reliable. 

One  way  to  solder  or  unsolder  only 
one  surface  mount  component  is  to 
use  a  heated  collet.  A  component  is 
inserted  in  the  collet  which  comes  in 
contact  with  the  PCB.  Heat  is  applied 
until  the  solder  ref  lows,  at  which  time 
the  faulty  device  can  be  removed  and 
a  new  one  inserted. 

Heated  probes  are  another  alternative 
for  PLCCs.  The  tool  consists  of  two 
probes  attached  in  a  scissor  fashion 
and  sized  to  fit  the  four  sides  of  a  chip 
carrier.  The  probes  are  heated  like  a 
conventional  iron  and  can  be  used 
both  to  remove  and  install  single 
surface  mount  components.  Some  sac- 
rifice in  board  density  may  have  to  be 
made  if  the  designer  anticipates  to  use 
probes  for  repair,  in  order  to  allow 


sufficient  space  between  the  compo- 
nents to  insert  the  probe  without 
melting  the  pads  of  two  devices. 

One  technique  that  works  well  for 
closed-spaced  components  is  the  use 
of  a  hot  air  stream  on  the  connections. 
Once  the  solder  reflows,  the  compo- 
nent is  removed  with  tweezers.  In  the 
same  category  is  the  use  of  super- 
heated gases,  such  as  nitrogen, 
nitrogen  plus  hydrogen,  or  argon  to 
reflow  the  solder.  The  advantage  of  hot 
gas  is  the  prevention  of  contamination 
and  oxidation  which  may  occur  when 
hot  air  is  used. 

Another  method  for  reflowing  surface 
mount  connections  of  closely  spaced 
components  is  the  use  of  heat  from  an 
infrared  light  which  is  focused  on  the 
component. 

As  the  usage  of  surface  mount  compo- 
nents increases,  manufacturers  of  repair 
tools  and  equipment  are  responding 
with  a  greater  number  of  options  from 
which  the  potential  user  may  choose. 
The  same  methods  can  be  used  for 
PLCCs  or  SO  packages.  The  SO  pack- 
ages are  somewhat  easier  because  the 
leads  are  more  accessible  and  on  two 
sides  only. 
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Surface  Mount  Technology 


The  Plastic 
Leaded  Chip 
Carrier 

The  Plastic  Leaded  Chip  Carrier  (PLCC) 
is  the  square,  JEDEC-standard  plastic 
package.  Pins  are  located  on  all  four 
sides  of  the  package  and  spaced  at  50 
mils,  significantly  reducing  the  compo- 
nent size  over  the  100-mil  spaced  DIP 
Leads  are  bent  down  and  under  the 
molded  body,  forming  a  "J-Hook" 
shape.  This  protects  them  from  dam- 
age and  entanglement  during  handling 
and  shipment,  making  them  excellent 
for  use  in  automated  assembly.  Parts 
are  currently  available  in  20-,  28-,  44-, 
68-,  and  84-pin  packages.  PLCCs  are 
manufactured  with  the  same  process 
and  materials  as  the  conventional  DIP 
for  high  reliability  and  low  cost.  All 
MMI's  newly  released  28-pin  devices 
have  adopted  the  JEDEC  approved 
pinout  with  center  no-connect  pins 
where  applicable. 


Advantages 

■  Most  suitable  package  for  automated 
assembly 

■  Easy  to  handle 

■  High  copper  content  leadframefor 
better  heat  dissipation 

■  Highest  space  efficiency 

■  High  reliability 

■  J-Hook  leads  absorb  thermal  and 
mechanical  stress 

■  Low  cost 

■  JEDEC  standard  package 

■  Improved  electrical  performance 
over  DIPs 

■  Mountable  on  both  sides  of  circuit 
board 

■  Solder-coated  leads  for  easy, 
reliable  soldering 


PLCCvs.  DIP 


NUMBER 
OF  PINS 

PACKAGE  DIMENSIONS 
Lx  W  (inches) 

AREA 

(square  inches) 

AREA  RATIO 
(PLCC/DIP) 

PLCC 

DIP 

PLCC 

DIP 

20 

0.35x0.35 

1 .0  x  0.25 

0.12 

0.26 

0.46 

24  (SKINNYDIP®) 

1.2x0.25 

0.30 

0.66 

24  (Wide) 

1.2x0.55 

0.66 

0.30 

28 

0.45  X  0.45 

1.5x0.55 

0.20 

0.83 

0.24 

40 

2.1  xO.55 

1.16 

44 

0.65  X  0.65 

0,42 

0.36 
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Thermal 
Characteristics 

The  thermal  characteristics  of  PLCCs 
resemble  those  of  corresponding  DIP 
packages.  Monolithic  Memories'  plastic 
leaded  chip  carriers  employ  a  high- 
copper  content  leadframe  to  aid  in  heat 
removal. 

Thermal  Impedance 
Calculation 


"la  - 
where 

0ja  = 
6\c  = 


Thermal  impedance  from 
junction  to  ambient,  °C/W 
Thermal  impedance  from 
junction  to  case,  °C/W 
-  Thermal  impedance  from  case 
to  ambient,  °C/W. 

=  Ta  +  (Px0ja) 
■  Junction  temperature,  °C 
:  Ambient  temperature,  °C 
■■  Power  dissipation,  Watts. 

:  ICC  *  VCC 

:  Device  current,  Amps 

/ice  supply  voltage,  Volts. 


'I 

Ti 
Ta 
P 


ICC 
VCC 


Sample  Calculation 

28NL  package 
Air  Flowrate  =  0  ft/s 
Ta  =  75°C 
VCC  =  5.0V 
ICC  =  180  mA 


Calculate       P  =  5.0x0.180  =  0.9  W 

Tj  =  75+  (0.9x61.0) 
=  129.9°C 


Thermal  Expansion 

The  PLCC  package  body  is  made  of 
moisture-resistant,  thermally- 
conductive  epoxy  resin.  Its  thermal 
coefficient  of  expansion  (TCE)  matches 
that  of  most  epoxy  board  materials. 
PLCCs  can  also  be  used  on  substrates 
with  a  different  TCE,  because  the  J- 
Hook  leads  absorb  mismatch  stress. 


100 
90 
80 

u,  70 
1 

U  60 

no 

=  -<  50 

Jr  40 

UJ 

20 
10 
0 

100 

90 
80 
70 
60 
50 
40 
30 
20 
10 
0 


0      100     200     300    400     500    600     700     800     900  1000 
AIR  FLOW  (tt/mln) 


ii 


100     200  300 


-1- 


AIR  FLOW  (tt/mln) 


PACKAGE 

DIE  SIZE  (mils)2 

R*BJC  ("C/WATT) 

20NL 

11,250 

14 

28NL/FN 

22,500 

13 

44NL 

22,500 

11 

68NL 

50,625 

8 

84NL 

50,625 

6 

*These  are  typical  values  for  the  given  die  size 
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The  Small  Outline 
Gull -wing 
Package  (SO) 

The  Small  Outline  package  has  dual 
in-line  leads  spaced  50  mils  on  center, 
compared  to  100  mils  on  the  DIP  This 
gives  the  SO  package  the  appearance 
of  the  DIP  with  the  compactness  of  the 
PLCC.The  leads  of  the  SO  Gull-wing 
package  start  out  like  the  DIP's  but  are 
bent  out  to  rest  flat  on  a  board.  Although 
it  increases  the  width  of  the  overall 
package,  it  makes  soldering  easier  and 
provides  a  reliable  solder  joint.  Parts 
are  currently  available  in  16-,  20-,  24-, 
and  28-pin  packages.  The  SO  Gull- 
wing  package  follows  proposed  JEDEC 
standards  for  surface  mount  packages. 


Advantages 

■  Suitable  for  automated  assembly 

■  Easy  to  handle 

■  Increased  board  density 

■  Reduced  inventory  storage  floor 
space 

■  Reduced  manufacturing  time 

■  Easily  inspectable  gull-wing  leads 
can  be  probed  by  test  leads 

■  Flexible  leads  can  absorb  thermal 
expansion  mismatches  between  the 
package  and  the  board 

■  Low  cost 

■  Mountableon  both  sides  of  circuit 
board 


SOvsDIP 


NUMBER 
OF  PINS 

PACKAGE  DIMENSIONS 
L  x  W  (inches) 

AREA 

(square  inches) 

AREA  RATIO 
(SO/DIP) 

SO 

DIP 

SO 

DIP 

16 

0.40x0.30 

0.75x0.25 

0.12 

0.19 

0.63 

20 

0.50  X  0.30 

1 .00  X  0.25 

0.15 

0.26 

0.58 

24 

0.60  x  0.30 

1.20x0.25 
(SKINNYDIP) 

0.18 

0.30 

0.59 

1.20x0.55 
(Wide) 

0.66 

0.27 

28 

0.70x0.30 

1.50x0.55 

0.21 

0.83 

0.25 

Table  1 .  SO  vs.  DIP  Package  Dimensions 
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Surface  Mount  Technology 


Thermal 
Characteristics 

Thermal  characteristics  of  surface 
mount  devices  were  calculated  by 
mounting  devices  in  direct  contact  with 
a  double-sided  fiberglass-epoxy  com- 
:PBC. 


For  measurement  of  Hg-  all  packages 
were  immersed  in  a  constant  tempera- 
ture fluorinert  bath. 

Thermal  Impedance 
Calculation 


where 


fjc 
eca 


Ti  = 
Ti  = 


P  = 
P  < 

icc; 
vcc  = 


=  Thermal  impedance  from 
junction  to  ambient,  °C/W 

-  Thermal  impedance  from 
junction  to  case,  °C/W 

=  Thermal  impedance  from  case 
to  ambient,  °C/W. 

Ta  +  (Px0ja) 

Junction  temperature,  °C 
Ambient  temperature,  °C 
Power  dissipation,  Watts. 

iccxvcc 

Device  current,  Amps 
Device  supply  voltage,  Volts. 


Sample  Calculation 

24SG  package 
Air  Flowrate  =  0  ft/s 
Ta  =  75°C 
VCC  =  5.0V 
ICC  =  180  mA 


From  figure, 
Calculate 


ffja  =  73.0°C/W 
P  =  5.0  x  0.180  =  0.9  W 

Tj  =  75  +  (0.9  X  73.0) 
=  140.7°C 


120 
110 
100 

m  90 

O 

z 

f*  80 

</>  5 
5jO 

£-<70 

— ■  —> 

£~  60 

I  - 


100     200     300     400     500     600     700     600     900  1000 
AIR  FLOW  («/mln) 


PACKAGE 

DIE  SIZE  (mils)2 

R*gJC  (°C/WATT) 

20SG 

5,625 

16 

24SG(1) 

11,250 

13 

24SG(2) 

22,500 

10 

•These  are  typical  values  for  the  given  die  size. 


Surface  Mount  Technology 


Surface  Mount  Packing 

Monolithic  Memories'  surface  mount 
packages  are  available  in  standard 
tubes  with  varying  parts  counts  for 
different  size  packages. 

PLCCand  SO  devices  are  also  avail- 
able in  tape-and-reel  format. 
Components  are  encapsulated  in  a 
plastic  ribbon  with  sprocket  holes,  sim- 
ilar to  a  movie  film.  Tape-and-reel 
packaging  offers  the  best  control  over 
the  component  feeding  process.  It  also 
greatly  increases  the  time  between 
reloading  as  compared  to  tube  feed. 
Reels  contain  therefore  many  more 
devices  and  don't  need  to  be  reloaded 
as  often  as  tubes. 

These  advantages  of  tape-and-reel 
packing  will  become  even  more  impor- 
tant as  board  assembly  moves  toward 
complete  automation. 

Monolithic  Memories'  commitment  to 
component  quality,  through  our  Prod- 
uct Assurance  Program,  eliminates  the 
need  for  incoming  component  screen- 
ing. Therefore  customers  can  take 
advantage  of  tape-and-reel  packing 
without  sacrificing  confidence  in  prod- 
uct quality. 


Tube  Format 


PACKAGE  SIZE 

PLCC  PARTS  PER  TUBE 

SO  PARTS  PER  TUBE 

16  SG 

50 

20  SG/NL 

50 

40 

24  SG 

30 

28  SG/NL/FN 

40 

25 

44  NL 

35 

68  NL 

20 

84  NL 

15 

Tape-and-Reel  Format 

PACKAGE  SIZE 

NUMBER  OF  PARTS  PER  REEL 

TAPE  WIDTH  (MM) 

16  SG 

1,400 

16 

20  SG 

1,400 

24 

20  NL 

1.200 

16 

24  SG 

1,400 

24 

28  SG 

1,400 

24 

28NL/FN 

950 

24 

44  NL 

640 

32 
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PAL  Device  Package  Outlines 


Package  Drawing 


Molded  DIP 


BONDING  WIHE 


LEAD  FRAME  - 


DIE  (DEVICE) 


LEAD  FRAME 

Copper  Alloy  194. 
Copper  Alloy  Tamac  5. 


BONDING  WIRE 

1.0  Mil  Gold  Wire. 
1.25  Mil  Gold  Wire. 
1.30  Mil  Gold  Wire. 


PACKAGE  BODY 

Thermoset  Plastic. 


LEAD  FINISH  DIE  PAD  DIE  BOND 

Solder  Dip.  Spot  Silver  Plating  Silver  Filled  Epoxy. 

(150  Micro-Inches) 


10257A 
JANUARY  1988 
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PAL  Device  Package  Outlines 


(1/4"x1") 


■  DIA 


.060 
1.524 
PIN  NO.  1 
IDENTIFIER 


yyyyyyvyyy 


PIN  NO.  1 
IDENTIFIER 


VERSION  2 


.280  l  .010 
7. 112  ±  254 


1.020  ;.  015 


.100 
2540 


1.016 


1 


A       0111  002  _JL_ 

.279  ±. 051    ^1r^  H 


.0601.004 
1.524  1.102 


.306  1 .010 


7.7721.254 
.258  1 .012 


V 


5° -12° 
REF.(2) 


I  9. 


360  1 .025 


.018  1 .004 
.4571.102 


015  MIN 
(MINIMUM  GAP,  PACKAGE 
.040     TO  .042  REF  LINE) 

.042 
REF 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN. -MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN. -MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  1 .007  INCHES 


PAL  Device  Package  Outlines 


Package  Drawing 

24NS  Molded  SKINNYDIP 

(1/4"x1  3/16") 


ftAAAAAAAAAAfl 

24  13 


7 


yvvvyvyyyvy\ipiN  no.  1- 

IDENTIFIER 


rAaaaaaaaaa/i 


VERSION  2 


.3061.010 

7. 772  ±  .254 
.2581.012 

^  6.553  1.305 
J    10°  TYP 

\ 

\  ^ 

3.810 

■  100 
2540 


5°  - 12° 
REF.(2) 


Notes: 

1 .  Lead  material  tolerances  are  for  tin  plate  finish  only.  Solder  dip  finish  adds 
2-10  mils  thickness  to  all  lead  tip  dimensions. 

2.  Both  version  1  and  version  2  configurations  are  manufactured  interchangeably. 

3.  Ejector  pin  marks  on  version  1  are  optional. 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  1 .007  INCHES 
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PAL  Device  Package  Outlines 


Package  Drawing 


40N  Molded  DIP 


(9 


16"x2-1/16") 


;HEF(2) 


PIN  81  IDENTIFY 


¥¥¥¥?¥¥¥W¥¥¥¥¥¥¥¥W 

VERSION  1 


VERSION  2 


.300^.010 
7.620  ±  .254 

J  


JSO 
3.S10 


.100 
2540 


.040 
1.016 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  t  .007  INCHES 
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PAL  Device  Package  Outlines 


Package  Drawing 


48N  Molded  DIP 

(9/16"x2  13/32") 


.086 

2787°IA(2) 
(EJECTOR  PIN) 
OPTIONAL 


7WWWWW¥W¥WWWW¥ 


1 

.305  ±.010 
7.747  ±.254 


VERSION  1 

2.408  ±  .015 


61.163  ±.38) 


.100 
2.540 


.040 
1.016 


I 


140  ±  .010 
3556  ±.254 


1.270  ±.  102 


■  150 
3.810  " 


15.240 
.548  ±  .012 


>  ± .305  \ 

A 


10»  TYP 


■  11° 
REF.(2) 


V 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  ±  .007  INCHES 


Notes: 

1.  Lead  material  tolerances  are  for  tin  plate  finish  only.  Solder  dip  finish  adds 
2-10  mils  thickness  to  all  lead  tip  dimensions. 

2.  Both  version  1  and  version  2  configurations  are  manufactured  interchangeably. 

3.  Ejector  pin  marks  on  version  1  are  optional. 
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PAL  Device  Package  Outlines 


Package  Drawing 


Ceramic  DIP 


LEAD  FRAME 


LEAD  FRAME 

Alloy  42 


GLASS 

Vitreous 
Solder  Glass 


BONDING  WIRE 

1 .25  Mil  Aluminum 


CAVITY 

Gold  Over  Alumina 
For  Eutectic  Die  Attach 


CAP  AND  BASE 

Pressed  Alumina 


LEAD  FINISHES 

Solder  DIP  Over 
Matte  Tin  Plate 


PAL  Device  Package  Outlines 


Package  Drawing 

20J  Ceramic  DIP 

Mil-M-38510, 
Appendix  C,  D-8 


7  MAX- 


T~ 

.325  ±  ,025 


160 

I 

4.064 


.016  ■  .004 


.457  *.  101 


AAAAAAAA,q 

[20  11 


V  w  v  v  v  v  v  v  y' 


038  .065 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  *  .007  INCHES 


.200  „AX  .158  t  .016 

5.080  4.013  i.406 


1 


=1 


.375  -  .025  r 
9.525  t  .635 


2°  —  13' 
REF.  (2) 


Me, 


£1 
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PAL  Device  Package  Outlines 


Package  Drawing 

24JS  Ceramic  SKINNYDIP 
Mil-M-38510, 
Appendix  C,  D-9 


AAAftAAAAAftAA 

13 


yyyyyyyyyyyy 


.056  -  .004 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  i  .007  INCHES 


Notes: 

1 .  Specified  body  dimensions  allow  for  differences  between  MSI  and  LSI  packages. 

2.  Lead  material  tolerances  are  for  tin  plate  finish  only.  Solder  dip  finish  adds 
2-10  mils  thickness  to  all  lead  tip  dimensions 


40J  Ceramic  DIP 

Mil-M-38510, 
Appendix  C,  D-5 


40  21 


TOWWWWWWWWW 


±  .016  I  i 
!  1 .406  I 


15.519 
.554  t. 044 


2°  -  11" 
HER  (2)  ' 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  ±  .007  INCHES 


Notes: 

1.  Specified  body  dimensions  allow  for  differences  between  MSI  and 
LSI  packages. 

2.  Lead  material  tolerances  are  for  tin  plate  finish  only.  Solder  dip  finish  adds 
2-10  mils  thickness  to  all  lead  tip  dimensions. 
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PAL  Device  Package  Outlines 


Package  Drawing 

20Q  Window  CERDIP 


.015 


.325  ±  .025 
8.255  ±.635 


.040 
1.016 


2.540 


4.013  ±  .406 

.011  ±.003 


.279  t  .076 


.311 
7.899" 


w 


.375  t  .025 


9.525*.  635 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  i  .007  INCHES 
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PAL  Device  Package  Outlines 


Package  Drawing 

24  OS  Window  CERDIP 

(5/16"  x  1  1/4") 


1.S24 

ft. 


8.255  ±.635 


MIN  — ' 


►  .022 
-.025  _ 


31.953  +  .559 
-.635 


WWWWT 


.254 
.040 
1.016 


4.013  ±  406 


.011  ±.003 
.279  ±.076 

.145  i  .020 


3.6*3  ±  .508 


.    .375  ±  .025 


.293  t. 01 2 


9.525  ±  .635 


2° -13°  REF 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  ±  .007  INCHES 
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Plastic  Leaded  Chip  Carrier 


LEAD  FRAME 

Copper  Alloy  195. 
Copper  Alloy  Tamac  5. 


BONDING  WIRE 

1.25  Mil  Gold  Wire 


PACKAGE  BODY 

Thermoset  Plastic. 


LEAD  FINISH 

Tin  Plating. 
Solder  Dip. 


DIE  PAD 

Spot  Silver  Plating 
(150  Microinches). 


DIE  BOND 

Silver  Filled  Epoxy. 
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20NL  Plastic  Leaded  Chip  Carrier 

(.351"  x  .351") 


Zl 


.172 
4.369 


.310 
7.874 


.030 
".762 

.070 
'  1.778 


2.540  ±.127 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  i  .007  INCHES 
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PAL  Device  Package  Outlines 


Package  Drawing 

28NL/FN  Plastic  Leaded  Chip  Carrier 
(.451"  x  .451") 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  ±  .007  INCHES 
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PAL  Device  Package  Outlines 


- 

Package  Drawing 

44NL  Plastic  Leaded  Chip  Carrier 

(.650"  x  .650") 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  l  .007  INCHES 
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PAL  Device  Package  Outlines 


Package  Drawing 

68NL  Molded  Chip  Carrier 
(.950"x.950") 


1.143 

In  in  p  [~i  n  [~i  n 


tl 


/"~  IDEI 

3  Qirn  □  n  n 
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UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  ±  .007  INCHES 
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84NL  Plastic  Leaded  Chip  Carrier 
(1 154"  x  1.154") 


PAL  Device  Package  Outlines 


Package  Drawing 

20SG  Small  Outline  Package 


.016  I 

"I 

flflF 

R:R  R  R  R  fl  fl 

10  1 

11  20 

h  h  y  h  y  y  b 

yy  y 

.050 
^~  1.170 

.101 
"2565 


.294 
"7.468 

.328 


t  .010 


.032 
.8)3 


8331 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  ±  .007  INCHES 
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PAL  Device  Package  Outlines 


Package  Drawing 

24SG  Small  Outline  Package 


.029 
.737" 


=  L=L- 

\   I  - 

.092 
2.337 


.101 
2565 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  ±  .007  INCHES 
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Pin  Grid  Array 


PACKAGE  BODY  LID  PIN  MATERIAL 

Alumina  Gold  Plated  Kovar  With  Gold  Plated  Kovar 

(Standard  Dark)  Nickel  Underplating 

BONDING  WIRE  CAVITY/SEAL  RING 

1.25  Mil  Aluminum  Gold  Over  Tungsten 
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68P  Ceramic  Pin  Grid  Array 
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UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  ±  .007  INCHES 
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PAL  Device  Package  Outlines 


Package  Drawings 

84P  Ceramic  Pin  Grid  Array 
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UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  ±  .007  INCHES 
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PAL  Device  Package  Outlines 


Package  Drawing 

Lead  less  Chip  Carrier 


TERMINALS 


PACKAGE  BODY  LID  TERMINALS 

Alumina  Gold  Plated  Kovar  With  Gold  Plating  Over  Tungsten 

(Standard  Dark)  Nickel  Underplating 

BONDING  WIRE  CAVITY/SEAL  RING 

1 .25  Mil  Aluminum  Gold  Over  Nickel 

Over  Tungsten 


PAL  Device  Package  Outlines 


Package  Drawing 

20L  Leadless  Chip  Carrier 
Mil-M-38510, 
Appendix  C,  C-2 
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.152 

■  llll 

•CONTACT  FACTORY 
FOR  THIN  PROFILE  PKG. 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  !  .007  INCHES 
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PAL  Device  Package  Outlines 


Package  Drawing 

28L  Leadiess  Chip  Carrier 
Mil-M-38510, 
Appendix  C,  C-4 
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for  thin  profile  pkg.        1 .  Solder  fillets  on  lid  edges  not  shown. 


UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  ±  .007  INCHES 
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PAL  Device  Package  Outlines 


Package  Drawing 

44L  Leadless  Chip  Carrier 
Mil-M-38510, 
Appendix  C,  C-5 
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UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  i  .007  INCHES 
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PAL  Device  Package  Outlines 


Package  Drawing 


68L  Leadless  Chip  Carrier 
MIL-M-38510 
Appendix  C,  C-7 
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UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
AU  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  l  .007  INCHES 
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PAL  Device  Package  Outlines 


Package  Drawing 

20W  Cerpack 
Mil-M-38510, 
Appendix  C,  F-9 
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UNLESS  OTHERWISE  SPECIFIED: 
ALL  DIMENSIONS  MIN.-MAX.  IN  INCHES 
ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  ±  .007  INCHES 


PAL  Device  Package  Outlines 


Package  Drawing 


24W  Cerpack 
Mil-M-38510, 
Appendix  C,  F-6 
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UNLESS  OTHERWISE  SPECIFIED: 
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ALL  DIMENSIONS  MIN.-MAX.  IN  MILLIMETERS 
ALL  TOLERANCES  ARE  ±  .007  INCHES 
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PAL  Device  Package 
Thermal  Characteristics 


Introduction 

Thermal  resistance  for  a  packaged  integrated  circuit  determines 
the  operating  temperature  and  hence  the  performance  and  life- 
time of  the  semiconductor  device.  For  this  reason,  it  is  of  interest 
to  know  the  thermal  resistance  of  the  package  configurations 
commonly  in  use  and  the  effect  of  external  factors  such  as  air 
circulation  and  board-mounting  conditions  on  the  device 
temperature.  To  accomplish  this  end,  measurement  techniques 
and  standards  have  been  established  providing  certain  conven- 
tions for  data  acquisition.  Monolithic  Memories  has  chosen  to 
conform  to  these  conventions  in  measurement  and  provides 
standard  data  for  thermal  resistance  in  the  form  of  Rfljq  (resist- 
ance from  junction  to  case)  and  RflJA  (resistance  from  junction 
to  ambient)  as  a  function  of  air  movement  over  the  package/- 
board  combination. 


Use  of  Monolithic  Memories  Data 

In  this  publication,  data  is  presented  for  a  variety  of  packages 
and  ambient  conditions.  In  order  to  simplify  the  data  presenta- 
tion, graphs  of  R0jA  vs.  airflow  are  provided  for  packages  in 


common  use.  These  include  socket-mounted  pin  grid  arrays, 
dual-in-line  p-dip,  cerdip  and  side-brazed  packages,  board 
mounted  cerpacks,  flatpacks,  leadless-chip  carriers  and  plastic 
leaded  chip  carriers. 

Resistance  from  junction  to  ambient  (R#jA)  is  a  package 
geometry  and  die  size  related  function.  The  user  need  only  look 
up  the  package  type  and  die  size  for  the  air-flow  used.  Since  the 
RfljQ  is  largely  dependent  on  the  package  type  and  die  size,  a 
table  has  been  constructed  for  easy  use. 

Notes  on  the  Tabulated  Data 

1.  All  side-brazed,  cerdip-sealed,  molded  dual-in-line  and  pin 
grid  array  packages  were  mounted  in  zero  insertion  force 
sockets  with  40  mils  air  gap  and  transverse  to  the  airstream. 

2.  All  cerpacks,  flatpacks,  LCC,  PLCC  and  SOIC  packages  were 
board  mounted  in  direct  contact  with  a  double-sided  fiber- 
glass-epoxy  composite  printed  circuit  board. 

3.  For  measurement  of  RfljQ,  all  packages  were  immersed  in  a 
constant  temperature  fluorinert  bath.  The  thermocouple  was 
mounted  directly  to  the  bottom  of  the  package. 


10261A 
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PAL  Device  Package  Thermal  Characteristics 


Thermal  Resistance  Measurement  Procedure 


Definition 

Thermal  resistance  of  a  semiconductor  device  is  a  measure  of 
the  ability  of  its  mechanical  structure  (package)  to  provide  for 
heat  removal  from  the  semiconductor  element.  It  is  defined  as 
the  rise  in  the  junction  temperature  against  some  reference 
point  per  unit  power  of  dissipation  or  it  may  be  described  by  the 
formula: 


Tj-TR 


RejR 


TR 


Thermal  resistance,  junc- 
tion to  reference  point,  in 
°C/watt 
=  Junction  temperature  in 0  C 
=  Reference  point  tempera- 
ture in  °C 
=  Power  dissipation 


T  hermal  Measurement  Technique 

Thermal  resistance  is  measured  using  the  temperature  sensitive 
parameter  (TSP)  method.  This  method  takes  advantage  of  the 
linear  relation  between  temperature  and  voltage  drop  across  a 
p-n  junction  to  measure  the  average  die  temperature.  Thermal 
resistance  measurement  can  be  done  either  using  an  actual 
device  or  with  thermal  test  chips.  For  the  purpose  of  this  study, 
thermal  test  chips  are  used. 

Each  test  chip  consists  of  sensing  elements  and  a  heating  ele- 
ment. Sensing  elements  are  two  sets  of  diode  pairs.  One  diode 
pair  is  located  at  the  center  of  each  die  and  one  pair  is  near  a 
corner.  The  heating  element  is  a  polysilicon  resistor  which  cov- 
ers 95  percent  of  the  die  surface  area.  The  resistor  extends 
underneath  the  bond  pads  but  not  the  sensing  elements. 

Initially,  diodes  are  forward  biased  to  a  low  level  current  source 
(50  MA)  and  the  voltage  drop  is  calibrated  with  respect  to 
temperature.  Then,  the  resistor  is  powered  and  the  diode  voltage 
drop  is  monitored  until  thermal  equilibrium  is  reached.  Steady 


state  junction  temperature  is  calculated  from  the  calibration 
data. 

For  the  RgjA  measurement  the  device  is  put  in  a  wind  tunnel.  The 
air  speed  is  adjustable  from  0  to  1 000  feet/min.  The  use  of  a  wind 
tunnel  allows  us  to  graph  the  RgJA  vs.  air  flow  velocity.  Average 
junction  to  case  thermal  resistance  (R0JC)  is  measured  by 
immersing  the  package  in  a  constant  temperature  fluorinert  bath 
and  sensing  steady  state  junction  temperature  with  case 
temperature  being  measured  at  the  bottom  of  the  package. 


Summary 

The  thermal  resistance  measurement  can  be  summarized  as 
follows: 

1.  Calibration  of  the  voltage  drop  across  the  sensing  element 
with  respect  to  temperature.  This  is  done  by  measuring  the 
voltage  drop  at  several  different  temperatures  with  the  heat- 
ing power  off. 

2.  Measurement  of  voltage  drop  across  the  sensing  element 
under  operating  conditions,  under  various  air  flow  rates 
(from  0  to  1000  linear  ft/min.),  while  measuring  °C  ambient 
and  power  input  for  calculation  of  RflJA. 

3.  Measurement  of  voltage  drop  across  the  sensing  element 
under  operating  conditions,  package  immersed  in  constant 
temperature  fluorinert  bath,  while  measuring  the  case  temper- 
ature at  the  bottom  of  the  package  and  power  input  for 
calculation  of  Rgjc.  The  readings  are  recorded  when  the 

:he  '  " 


package  has  reached  thermal  equilibrium. 
Calculation  of  thermal  resistance 


R9JA" 


Tj-Ta 


b-  RflJC  = 


Tj-Tc 
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20  Lead  Molded  DIP  (20N)  Packages 
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20N(2) 
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15 

*These  are  typical  values  lor  the  given  die  size. 
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,  28  Lead  Molded  DIP  (24N,  28N)  Packages 


"0     100    200    300    400    500    600  700 
AIR  FLOW  (H/mln) 


PACKAGE 

DIE  SIZE  (mils)2 

ReJC  <°C/WATT) 
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20 
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15 
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•These  are  typical  values  for  the  given  die  size. 
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40, 48  Lead  Molded  DIP  (40N,  48N)  Packages 


100 
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•These  are  typical  values  for  the  given  die  size. 
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PACKAGE 

DIE  SIZE  (mils)? 

R?JC  (°  C/WATT) 

20NL 

11,250 

14 

28NL 

22,500 

13 

44NL 

22,500 

11 

68NL 

50,625 

8 

84NL 

50,625 

6 

•These  are  typical  values  for  the  given  die  size. 
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PACKAGE 

DIE  SIZE  (mils)2 

R*gJC  (°  C/WATT) 

20SG 

5,625 

16 

24SG0) 

11,250 

13 

24SG(2> 

22,500 

10 

•These  are  typical  values  (or  the  given  die  size. 
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•These  are  typical  values  for  the  given  die  size. 
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24  Lead  Cerdip  (24J,  24JS)  Packages 

100 1- 
90  - 


20  - 
10  - 
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PACKAGE 

DIE  SIZE  (mils)2 

R*ejc(°C/WATT) 
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•These  are  typical  values  (or  the  given  die  size. 
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PACKAGE 

DIE  SIZE  (mils)2 

R*gJC  (°C/WATT) 

40J(D 

22,500 

4 

40J(2) 

50,625 

2 

*These  are  typical  values  for  the  given  die  size. 
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20  Leadless  Chip  Carrier  (20L)  Packages 


20  - 


10  - 
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PACKAGE 

DIE  SIZE  (mils)2 

RSJC(°C/WATT) 
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16 

20L(2) 
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4 

*These  are  typical  values  for  the  given  die  size. 
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Leadless  Chip  Carrier  (28L)  Packages 


PACKAGE 

DIE  SIZE  (mils)2 

*%JC  CC/WATT) 
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10 

28L(3) 
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"These  are  typical  values  for  the  given  die  size. 
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Leadless  Chip  Carrier  (44L,  52L)  Packages 


PACKAGE 

DIE  SIZE  (mils)2 

R*6jc  (°  C/WATT) 

44L 

22,500 

4 

52L(D 

22,500 

2 

52L(2) 

50,625 

1.5 

These  are 


typical  values  for  the  given  die  size. 
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Leadless  Chip  Carrier  (68L,  84L)  Packages 
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•These  are  typical  values  for  the  given  die  size. 
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Pin  Grid  Array  (68P,  84P)  Packages 

100  r 
90  - 


10  - 

0  I  I  I  I  I  I  1  1  1  1  1 
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PACKAGE 

DIE  SIZE  (mils)2 

R?JCCC/WATT) 

68P 

22,500 

5 

84P 

90,000 

2 

•These  are  typical  values  for  the  given  die  size. 
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Cerpack  (W)  Packages 


130  r 


0      100  20C 

300    400     500    600     700     800     900  1000 
AIR  FLOW  (ft/mln) 
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DIE  SIZE  (mils)2 

R$JC  (°  C/WATT) 
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21 
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17 

20W 

5,625 

15 

24W(1) 

11,500 

7 

24W(2) 

22,500 

3 

'These  are  typical  values  for  the  given  die  size. 


AmPAL  Device 
Package  Outlines 


Plastic  Dual-ln-Line  Packages  (PD) 
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AmPAL  Device  Package  Outlines 


Ceramic  Hermetic  Dual-ln-Line  Packages  (CD) 
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AmPAL  Device  Package  Outlines 


Ceramic  Hermetic  Dual-ln-Llne  Packages  (CD)  (Cont'd.) 
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AmPAL  Device  Package  Outlines 


Plastic  Leaded  Chip 


Carriers  (PL) 
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Abstract 

Determination  of  the  Thermal  Resistance  of  Packaged  De- 
vices is  of  concern  to  the  designer  of  new  devices  and  to  AMD 
customers.  The  Advanced  Package  and  Material  Develop- 
ment group  has  undertaken  the  task  of  characterizing  current 
AMD  products  and  quantifying  package-related  influences  on 
Thermal  Resistance.  This  report  describes  some  of  these 
effects  and  the  technique  used  to  measure  Thermal  Resis- 
tance. 


Definition  of  Thermal  Resistance 

The  reliability  of  an  integrated  circuit  is  largely  dependent  on 
the  maximum  temperature  which  the  device  will  attain  during 
operation.  Because  the  stability  of  a  semiconductor  junction 
declines  with  increasing  temperature,  knowledge  of  the  ther- 
mal properties  of  the  packaged  device  becomes  an  important 
factor  during  device  design.  In  order  to  increase  the  operating 
lifetime  of  a  given  device,  the  junction  temperatures  must  be 
minimized.  This  demands  knowledge  of  the  thermal  resistance 
of  the  completed  assembly  and  specification  of  the  conditions 
in  which  the  device  will  function  properly.  As  devices  become 
both  smaller  and  more  complex  and  the  requirement  for  high 
speed  operation  becomes  more  important,  heat  dissipation 
will  become  an  ever  more  critical  parameter. 

Thermal  resistance  is  defined  as  the  temperature  rise  per  unit 
power  dissipation  above  some  referenced  condition.  The  unit 
of  measure  is  typically  °C/watt.  The  relationship  between 
junction  temperature  and  thermal  resistance  is  given  by: 

Tj  =  Tx  +  PD0JX  (1) 

where:  T,  =  junction  temperature 
Tx  -  reference  temperature 
PD  =  power  dissipation 
0jx  =  thermal  resistance 
X    -  some  defined  test  condition 

In  general,  one  of  three  conditions  is  defined  for  measurement 
of  thermal  resistance: 


-thermal  resistance  measured 
with  reference  to  the  tempera- 
ture at  some  specified  point  on 
the  package  surface. 

-thermal  resistance  measured 
with  respect  to  the  temperature 
of  a  specified  volume  of  still  air. 

-thermal  resistance  measured 
with  respect  to  the  temperature 
of  air  moving  at  a  specified  ve- 
locity. 


(still  air) 


(moving  air) 


The  relationship  between  flJC  and  0JA  is 

where  0CA  is  a  measure  of  the  heat  dissipation  due  to  natural 
convection  (still  air)  or  forced  convection  (moving  air)  and  the 
effect  of  heat  radiation  and  mounting  techniques.  6JC  is 
dependent  solely  on  material  properties  and  package  geome- 
try; 0JA  includes  the  influence  of  the  surface  area  of  the 
package  and  environmental  conditions.  Each  of  these  defini- 
tions of  thermal  resistance  is  an  attempt  to  simulate  some 
manner  in  which  the  package  device  may  be  used. 

The  thermal  resistance  of  a  packaged  device,  however 
measured,  is  a  summation  of  the  thermal  resistances  of  the 
individual  components  of  the  assembly.  These  in  turn  are 
functions  of  the  thermal  conductivity  of  the  component  mate- 
rials and  the  geometry  of  the  heat  flow  paths.  Like  other 
material  properties,  thermal  conductivity  is  usually  tempera- 
ture dependent.  For  alumina  and  silicon,  two  common  pack- 
age materials,  this  dependence  can  amount  to  a  30% 
variation  in  thermal  conductivity  over  the  operating  tempera- 
ture range  of  the  device.  The  thermal  resistance  of  a  compo- 
nent is  given  by 
L 

e   (2) 

K(T)A 

where:  L      =  length  of  the  heat  flow  path 

A     »  cross  sectional  area  of  the  heat  flow  path 
K(T)  =  thermal  conductivity  as  a  function  of  tem- 
perature 

and  the  overall  thermal  resistance  of  the  assembly  (discount- 
ing convective  effects)  will  be: 

6  =  ze„  =  s  -5- 

K„A„ 

but  since  the  heat  flow  path  through  a  component  is  influ- 
enced by  the  materials  surrounding  it,  determination  of  L  and 
A  is  not  always  straightforward. 

A  second  factor  that  affects  the  thermal  resistance  of  a 
packaged  device  is  the  power  dissipation  level  and,  more 
particularly,  the  relationship  between  power  level  and  die 
geometry,  i.e.,  power  distribution  and  power  density.  By 
rearrangement  of  equation  1  to 


Pd  =  ^-(TJ-Tx)  = 


1 


(Tj-Tx) 


0) 


the  relationship  between  Pa  and  T,  can  be  more  clearly  seen. 
Thus,  to  dissipate  a  greater  quantity  of  heat  for  a  given 
geometry,  T,  must  increase  and,  since  the  individual  6„  will 
also  increase  with  temperature,  the  increase  in  Tj  will  not  be  a 
linear  function  of  increasing  power  levels. 

A  third  factor  of  concern  is  the  quality  of  the  material 
interfaces.  In  terms  of  package  construction,  this  relates 


08765B/0 
JANUARY  1988 


£1 


3-231 


AmPAL  Device  Package  Thermal  Characteristics 


nd  for  those  packages 
bond.  The  quality  of  the 
influence  the  package 
which  first  impedes  the 
Indeed,  it  seems  likely 
powered  device  can  be 
die  attach  bond. 


specifically  to  the  die  attach  bond,  a 
having  a  heatsink,  the  heatsink  attach 
die  attach  bond  will  most  severely 
thermal  resistance  as  this  is  the  area 
transfer  of  heat  out  of  the  silicon  die. 
that  the  initial  thermal  response  of  a 
directly  related  to  the  quality  of  the 

Experimental  Method 

The  technique  for  measurement  of  thermal  resistance  involves 
the  identification  of  a  temperature-sensitive  parameter  on  the 
device  and  monitoring  this  parameter  while  the  device  is 
powered.  For  bipolar  integrated  circuits  the  forward  voltage  of 
the  substrate  isolation  diode  provides  a  convenient  parameter 
to  measure  and  has  the  advantage  of  a  linear  dependence  on 
temperature.  MOS  devices  which  do  not  have  an  accessible 
substrate  diode  present  greater  measurement  difficulties  and 
may  require  simulation  through  use  of  a  specially  designed 
thermal  test  die.  Choice  of  the  parameter  to  be  measured 
must  be  made  with  some  care  to  ensure  that  the  results  of  the 
measurement  are  truly  representative  of  the  thermal  state  of 
the  device  being  investigated.  Thus  measurement  of  the 
substrate  isolation  diode  which  is  generally  diffused  across  the 
area  of  the  die  yields  a  weighted  average  of  the  condition  of 
the  individual  junctions  across  the  die  surface.  Measurement 
of  a  more  local  source  would  yield  a  less  generalized  result. 

For  MOS  devices,  simulation  is  accomlished  using  the  thermal 
test  die.  The  basis  for  this  test  die  is  a  25  mil  square  cell 
containing  an  isolated  diode  and  a  1  K£2  resistor.  The  resistors 
are  interconnected  from  cell  to  cell  on  the  wafer  before  it  is  cut 
into  mulitple  arrays  of  the  basic  unit  cell.  In  use  the  device  is 
powered  via  the  resistors  with  voltage  or  current  adjusted  for 
the  proper  level  and  the  voltage  drop  of  the  individual  diodes  is 
monitored  as  in  the  case  of  actual  devices. 

Prior  to  the  thermal  resistance  test,  the  diode  voltage/ 
temperature  calibration  must  be  determined.  This  is  done  by 
measuring  the  forward  voltage  at  1  mA  current  level  at  two 
different  temperatures.  The  diode  calibration  factor  is  then: 


T;-T,  AT 
"  V2-V,  =  AV 


(4) 


in  units  of  °C/mV.  For  most  diodes  used  for  this  test  the 
voltage/temperature  relationship  is  linear  and  these  two 
measurement  points  are  sufficient  to  determine  the  calibration. 

The  actual  thermal  resistance  measurement  has  two  alternat- 
ing phases:  measurement  and  power  on.  The  device  under 
test  is  pulse  powered  with  an  ON  duty  cycle  of  99%  and  a 
repetition  rate  of  <  100  Hz.  During  the  brief  OFF  states  the 
device  is  reverse-biased  with  a  1  mA  current  and  the  voltage 
drop  is  measured.  The  series  of  voltage  readings  are  averaged 
over  short  periods  and  compared  to  the  voltage  reading 
obtained  before  the  device  was  first  powered  ON.  The  thermal 
resistance  is  then  computed  as: 


ft. 


KF(VF-V,) 
VHIH 


K,AV 


(5) 


where:  KF  =  calibration  factor 

V,  -  initial  forward  voltage  value 

VF  =  current  forward  voltage  value 

VH  -  heating  voltage 

In  -  heating  current 

The  pulsing  measurement  is  continued  until  the  device  has 
reached  thermal  equilibrium  and  the  final  value  measured  is 
the  equilibrium  thermal  resistance  of  the  device  under  test. 

When  the  end  result  desired  is  9JA  (still  air),  the  device  and  the 
test  fixture  (typically  a  standard  burn-in  socket)  are  enclosed  in 
a  box  containing  approximately  1  cubic  foot  of  air.  For  0JC 
measurements  the  device  is  attached  to  a  large  metal 
heatsink.  This  ensures  that  the  reference  point  on  the  device 
surface  is  maintained  at  a  constant  temperature.  The  require- 
ments for  measurement  of  0JA  (moving  air)  are  rather  more 
comple  x  and  involve  the  use  of  a  small  wind  tunnel  with 
capability  for  monitoring  air  pressure,  temperature  and  velocity 
in  the  area  immediately  surrounding  the  device  tested.  Stan- 
dardization of  this  last  test  requires  much  careful  attention. 


WAVEFORMS  FOR  PULSED  THERMAL  RESISTANCE  TEST 


VOLTAGE 


CURRENT 
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Experimental  Results 

The  thermal  resistance  data  included  in  the  attached  table  was  extrapolated  from  data  collected  using  the  procedure  outlined  in  the 
preceding  section.  This  data  has  resulted  from  an  ongoing  program  undertaken  by  members  of  the  Material  Technology 
Development  group. 

Updated  data  will  replace  the  data  in  this  table  as  each  device  is  measured  or  revised  data  becomes  available. 


Thermal  Resistance  of  AMD  Products 

(Notes  1,2  and  3) 


PIN 
COUNT 

PACKAGE  TYPE 
(Note  4) 

9JA 

ejc 

20 

Ceramic  DIP 
Plastic  DIP 
Ceramic  Flatpack 
Ceramic  LCC 
Plastic  LCC* 

60 
61 
56 
61 
CR 

11 

30 
CR 
CR 
CR 

24 

Ceramic  DIP 
Plastic  DIP 
Ceramic  Flatpack 

57 
60 
85 

15 
CR 
9 

28 

Ceramic  LCC 
Plastic  LCC* 

CR 
58 

CR 
CR 

Notes: 

1 .  Representative  values  for  each  package  type  —  for  information  only. 

2.  Any  given  device  may  differ  from  these  values.  Consult  local  AMD  sales 
office  for  specific-device  information. 

3.  CR     =  Consult  local  AMD  Representative. 

4.  DIP  =  Dual-ln-Line  Package 
LCC  =  Leadless  Chip  Carrier 
LCC"  =  Leaded  Chip  Carrier 
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Preface 


Audience 

The  intended  audience  for  this  manual  is  design  engineers  who  run  PALASM®  2  software 
on  an  IBM-PC/XT/AT  computer  to  program  Monolithic  Memories  programmable  logic 
devices  (PLDs).  Users  of  this  manual  should  be  familiar  with  PLD  technology  and  with 
PLD  programming  concepts.  If  you  are  a  new  user,  refer  to  the  introductory  chapters  of 
this  handbook  for  background  information  and  tutorials,  including  the  Beginner's  Guide. 


Using  This  Manual 

This  chapter  of  the  handbook  is  a  self-contained  manual  that  describes  step-by-step 
instructions  for  installing  PALASM  2  software  and  programming  a  Monolithic  Memories 
programmable  logic  device.  As  a  self-contained  PALASM  manual,  the  information  is 
organized  into  chapters  (numbered  1  to  7)  that  include  sections  and  subsections.  The 
handbook  chapter  designator,  4-,  precedes  all  page,  figure,  and  table  numbers,  which  are 
numbered  consecutively  throughout  the  handbook. 

Throughout  this  manual,  note  these  conventions: 

•     Italic  typeface  indicates  references  to  other  sections  or  chapters. 

Courier  typeface  represents  information  displayed  on  a  computer  screen. 

Left  and  right  arrows  <  >  indicate  keys  on  the  computer  keyboard.  For  example, 
<F1>,  <Y>,  or  <esc>. 

<return>  represents  the  carriage  return  key.  Some  keyboards  label  this  key  as  Ret, 
enter,  or  an  arrow  pointing  left. 

Figure  4-1  shows  the  structure  of  PALASM  2  Software  User  Documentation. 
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Figure  4-1 

Structure  of  PALASM  2  Software  User  Documentation 
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Make  sure  you  have  available  the  user  manuals  for  your  specific  computer  and  PLD 
programmer.  You  will  refer  to  these  manuals  when  installing  the  PALASM  2  software  and 
programming  a  device. 

For  more  information  about  programmable  logic  and  PAL  devices,  refer  to  the  first  three 
chapters  of  this  handbook. 

Documentation  on  PLPL,  AMD's  programmable  logic  software,  can  also  be  found  in  this 
handbook.  PLPL  software  is  included  in  the  PALASM  2  software  package. 


Where  To  Get  Help 


Monolithic  Memories  maintains  an  applications  hotline  to  help  you  solve  engineering-related 
problems.  If  you  have  trouble  installing  or  running  PALASM  2  software,  call  the  hotline  at 
800-222-9323. 


Notes 
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Notes 


1.  Introduction 


About  This  Chapter 


Read  this  chapter  before  you  use  PALASM  2  software  to  get  an  overview  of  the  features, 
functions,  and  software  processing  sequence. 

For  a  description  of...  Refer  to  Section. . . 

Supported  programmable  logic  devices  and  1 .1 

computer  environments 

Programs,  supplementary  programs,  input  and  1 .2 

output  files  that  make  up  PALASM  2  software 
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Introducing  PALASM  2  Software 


PALASM  2  software  uses  the  PLD  design  you  create  as  an  input  file  and  converts  it  into  a 
JEDEC  file  that  can  be  used  to  program  programmable  logic  devices  (PLDs)  on  a 
programmer.  The  design  you  create  specifies  the  fuses  to  be  programmed  on  a  device. 
PALASM  2  software  accepts  designs  in  Boolean  or  state  equations.  Your  design  can  also 
include  simulation  guidelines  that  allow  you  to  test  your  design  without  actually 
programming  a  device.  PALASM  2  software  accepts  the  design  as  input  and  performs  a 
number  of  functions  under  your  control.  You  can: 

Check  the  syntax  of  the  input  file 

Assemble  the  file 

Generate  PLD  fuse  patterns  in  JEDEC  format 
Report  errors  in  syntax  and  assembly 
Simulate  the  PLD  design 


1.1.1 

Supported  Programmable  Logic  Devices 


With  the  exception  of  the  PAL16A4  and  the  PAL16X4  parts,  PALASM  2  software  supports 
all  Monolithic  Memories  programmable  logic  devices,  including  new  PAL  products  such  as 
RA  (Registered  Asynchronous),  RS  (Registered  Synchronous),  MegaPAL,  ZHAL™,  the 
PROSE  device,  PMS14R21 ,  and  the  new  PLS  family  of  devices. 

Table  4-1  lists  the  PLDs  supported  by  PALASM  2  software. 
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Table  4-1 


PLDs  Supported  by  PALASM  2  Software 


20-Pin  PAL         24-Pin  PAL      MegaPAL        PROSE  PLS 
Devices  Devices  Devices  Devices  Devices 


PAL10H8 

PAL6L16 

PAL10L8 

PAL8L14 

PAL12H6 

PAL12L10 

PAL12L6 

PAL14L8 

PAL14H4 

PAL16L6 

PAL14L4 

PAL18L4 

PAL16H2 

PAL20L2 

PAL16L2 

PAL20C1 

PAL16L8 

PAL20L8 

PAL16P8 

PAL20L10 

PAL16C1 

PAL20X4 

PAL16R4 

PAL20X8 

PAL16R6 

PAL20X10 

PAL16R8 

PAL20R4 

PAL16RA8 

PAL20R6 

PAL16RP4 

PAL20R8 

PAL16RP6 

PAL20RA10 

PAL16RP8 

PAL20S10 

PAL18P8 

PAL20RS4 

ZHAL20 

PAL20RS8 

PAL20RS1 0 

PAL22V10 

PAL10H20P8 

PAL10H20G8 

PAL32VX1 0 

PAL22RX8 

ZHAL24 

PAL32R16 
PAL64R32 


PMS14R21 


PLS105 
PLS 167 
PLS168 
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1.1.2 

Supported  Computers 

PALASM  2  software  operates  with  no  user  modification  in  the  following  computer 
environments.  Monolithic  Memories  provides  PALASM  2  software  as  an  executable 
program,  ready  to  run  on  any  of  these  systems: 

Minicomputers:  VAX™  under  VMS™ 

VAX™  under  UNIX™  (Berkeley  4.2) 

Microcomputers:  IBM-PC™,  -XT™,  -AT™ 

under  MS-DOS™  (384K  RAM) 

Workstations:  DAISY™  under  DNIX™  5.1 

This  manual  documents  the  installation  and  operation  procedures  for  an  IBM 
microcomputer  environment.  If  your  system  is  not  an  IBM-PC/X/AT,  your  PALASM  2 
software  package  includes  the  installation  and  operation  procedures  for  your  particular 
system.  The  other  information  in  this  manual  (Chapters  1 ,  4-7)  applies  to  all  environ- 
ments. 

Note:  You  should  equip  floppy-based  systems  with  two  disk  drives. 

Note:  Refer  to  the  PALASM  2  software  ordering  procedure  included  in  this  handbook  for 
the  correct  part  number  of  the  software  for  your  computer  environment. 

Your  system  must  have  a  serial  port  (RS-232)  if  you  need  to  communicate  with  the  PLD 
programmer.  Program  the  Device,  Chapter  7,  describes  how  to  connect  your  computer  to 
the  programmer  to  download  the  JEDEC  file.  Figure  4-2  shows  a  typical  computer 
configuration. 
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Figure  4-2 
Typical  Computer  Configuration 

1.2 

Program  and  File  Summary 

This  section  lists  the  current  PALASM  2  software  programs,  followed  by  a  brief  description 
of  each  program.  Input,  intermediate,  and  output  files  are  listed  after  the  program 
summaries.  Finally,  the  supplementary  programs  distributed  with  the  software  are  briefly 
described.  Figure  4-3  illustrates  the  sequence  in  which  the  software  processing  occurs. 


Design  Input: 

FILENAME. PDS 

I 


PARSE 


I 


EXPAND 


I 


MINIMIZE 

^ — I     XPLOT     |  ^ 

FILENAME. XPT      FILENAME.  JED 


FILENAME. HST 


FILENAME. JDC 


t 

FILENAME . TRF 


Note:  Filename.JDC  is  generated  only  if  XPLOT  is  run  before  SIM. 


Figure  4-3 

PALASM  2  Software  Flow  for  PAL  Devices 


Note:  On  a  PROSE  device,  the  software  substitutes  XPLOT  with  PROASM  and  SIM  with 
PROSIM.  On  a  PLS  device,  the  software  substitutes  XPLOT  with  PLSASM. 
PALASM  2  software  currently  includes  the  programs  listed  in  Table  4-2. 


1.2.1 

PALASM  2  Software  Programs 


Each  program  in  the  PALASM  2  software  package  is  described  in  the  following  sections. 
Figure  4-3  shows  the  PALASM  2  software  processing  sequence  for  PAL  devices  along 
with  the  input  and  output  files.  Section  1.2.2  describes  these  files. 
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PALASM  2  Software  Programs 


Program 

Function 

PALASM 

PALASM  2  software  menu  program 

PARSE 

Checks  the  syntax  of  the  input  file 

EXPAND 

Expands  input  equations  and  converts  state  machine 
syntax  to  Boolean  equations 

IVIIINIIVIIZ.C 

Minimizes  equations 

ArLU  1 

Assembles  PAL  device  designs 

oil  VI 

oimuiaies  "ml  aevice  aesiyns 

PROASM-PROSIM 

Assembles  and  simulates  PROSE  device  designs 

PLSASM 

Assembles  PLS  device  designs 

JEDMAN 

Disassembles  JEDEC  files  to  Boolean  equation  input  files 

TREPL2 

Disassembles  intermediate  files  created  by  PARSE, 
EXPAND  and  MINIMIZE. 

For  a  detailed  description  of  each  program,  proceed  to  PALASM  2  Software  Programs, 
Section  1 .2.1 .  For  a  description  of  the  supplementary  programs,  proceed  to  PALASM  2 
Supplementary  Programs,  Section  1 .2.2. 

1.2.1.1 
PALASM 

PALASM  is  the  interactive  menu  program  that  simplifies  user  interface  to  the  software. 
You  can  install  PALASM  on  an  IBM-PC/XT/AT,  with  either  a  twin  floppy  system  or  a  hard 
disk  drive.  The  user-friendly  menu  screens  display  all  your  options  on  one  screen,  enable 
the  use  of  function  keys  to  run  all  the  programs,  and  allow  you  to  view  the  output.  Help 
screens  and  message  windows  facilitate  easy  interaction  with  the  software. 
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1.2.1.2 
PARSE 

PARSE  checks  the  syntax  of  the  input  tile  that  contains  the  PLD  design  you  created.  If 
the  program  detects  an  error,  it  indicates  where  the  error  occurred.  The  error  messages 
are  sent  to  a  file  which  you  can  retrieve.  To  correct  as  many  errors  as  possible  with  each 
run,  the  program  attempts  to  recover  after  each  error.  When  the  file  is  error-free,  PARSE 
generates  an  intermediate  file. 

1.2.1.3 
EXPAND 

EXPAND  uses  the  intermediate  file  created  by  PARSE  and  performs  the  following 
functions: 

Expands  the  input  equations 

•     Converts  state  machine  syntax  to  Boolean  equations 

The  software  can  only  assemble  Boolean  equation  fuse  specifications.  Therefore,  if  your 
input  file  contains  a  state  machine  design,  EXPAND  translates  the  design  to  Boolean 
equations. 

The  program  expands  XOR  expressions  to  AND  and  OR  expressions  when  the  device 
does  not  contain  an  XOR  gate.  The  XOR  expressions  will  no  longer  be  evident  after 
running  this  program.  (Also  see  the  explanation  and  note  on  XORs  in  Section  1.2.1.4.) 

EXPAND  creates  another  intermediate  file  that  contains  expanded  Boolean  equations. 

Note:  You  don't  need  to  run  EXPAND  on  a  PROSE  device. 

1.2.1.4 
MINIMIZE 

MINIMIZE  uses  the  intermediate  file  created  by  PARSE  or  EXPAND  to  perform  automatic 
logic  reduction.  This  function  enables  you  to  use  the  space  on  your  device  more 
efficiently. 

MINIMIZE  looks  for  redundancy  and  minimizes  AND  and  OR  expressions.  The  program 
creates  an  intermediate  file  that  is  used  by  subsequent  programs. 

Note:  When  MINIMIZE  detects  an  XOR  gate  on  the  device,  the  equations  on  either  side  of 
the  XOR  expression  are  minimized  independently  leaving  the  XOR  intact.  (See  the  note 
on  XORs  in  Section  1 .2.1 .3. 
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Note:  You  don't  need  to  run  MINIMIZE  on  a  PROSE  device. 

1.2.1 

.5 

XPLOT 

XPLOT  validates  the  architectural  design  of  an  input  PAL  design  and  produces  fuse  maps 
and  JEDEC  data.  The  program  uses  the  intermediate  file  containing  Boolean  equations 
created  by  PARSE,  EXPAND  or  MINIMIZE  as  input.  XPLOT  checks  the  equations  for 

rrincicttsripv/  anH  pnrnaftntscc  for  the  cnor*ifi&H  Howipo    \A/he»n  an  orrnr  ic  Hotor*tor1   VPI  OX 

OUI  lb  Ibid  >\jj  ul  IU  IAJI 1  COli  ICoS  1  Ul   11 IG  opcL/l  1 ICU  Uuvloc.     V  V  1  lei  1  all  c  i  1  Ul   lo  UfcJLtJUltrU  ,  Ar  LU  1 

attempts  immediate  recovery.  In  this  way,  XPLOT  detects  as  many  errors  as  possible  on 

ea^h  ri  in    Onlv/  if  nc\  orrrirc  ara  Hotor*toH  will  tho  ni  itm  it  ft  icq  mane  anH  IFnFO  Hata  ho 
tSaOll  IUII.    Willy  II  1  IU  tJMUIb  ale  UeltiUltJU  Will  Lilt?  UUIUUI  lUbc  llldpt)  al  IU  dLUCU  Uala  UtJ 

generated.  XPLOT  reads  the  architectural  information  for  each  device  from  files  stored  in 
the  software  containing  profile  descriptions  for  each  device. 

Note:  XPLOT  checks  only  valid  Monolithic  Memories  PAL  devices  listed  in  Table  4-1 . 

1.2.1 

.6 

SIM 

SIM  checks  the  functionality  of  a  PAL  device  design.  You  can  run  this  program  after 
XPLOT,  or,  if  the  design  is  architecturally  correct,  you  can  run  SIM  directly  after  checking 
the  syntax  with  PARSE.  SIM  simulates  the  operation  of  the  device  you  specify, 
calculating  the  output  values  based  on  input  signals  through  the  Boolean  equations  and 
any  feedback. 

SIM  generates  three  output  files:  a  history  file,  a  trace  file  and  a  JEDEC  test  vector  file. 
The  history  file  shows  the  values  of  every  pin  through  a  simulation  sequence.  The  trace 
file,  which  is  a  subset  of  the  history  file,  shows  only  the  pins  you  specify  in  the  input  file. 

If  VPI  OT"  hac  hflon  rim  anH  a   IP-nPO  fiiconlot  hac  hoon  ^roatorf            aHHc  toct  \ic±r*\r\rc  ir\ 
II  ArLU  1   llao  UCCll  IUII  allU  a  jr_l_TZ\_/  lubcUIUL  llab  UtrfcJI  1  Olcrflt-U,  Ollvl  dUUb  LCbl  VeolUlo  lu 

the  JEDEC  file  that  duplicate  the  simulation  sequence  when  the  device  is  tested  on  a 
programmer.  All  JEDEC  checksums  are  recalculated. 

Note:  SIM  tests  only  valid  Monolithic  Memories  PAL  devices  listed  in  Table  4-1 . 

1.2.1 

7 

PROASM-PROSIM 

PROASM  and  PROSIM  do  for  a  PROSE  PMS14R21  device  what  XPLOT  and  SIM  do  for 
PAL  devices.  The  programs  assemble  and  simulate  PROSE  device  designs.  PROASM 
accepts  only  state  machine  designs.  Like  XPLOT,  the  program  generates  a  fuse  map  and 
a  JEDEC  file  that  can  be  downloaded  to  the  programmer  to  program  the  PROSE  device. 
Similarly,  PROSIM  generates  history  and  trace  files  as  well  as  JEDEC  test  data. 
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1.2.1.8 
PLSASM 


PLSASM  is  the  assembler  for  PLS  devices  and  performs  the  same  functions  that  XPLOT 
and  PROASM  do  on  PAL  and  PROSE  devices. 

Note:  Currently,  PALASM  2  software  does  not  simulate  PLS  device  designs. 

1.2.1.9 
JEDMAN 

JEDMAN  disassembles  JEDEC  files  and  generates  Boolean  equations.  The  program 
allows  you  to  read  a  fuse  map  directly  from  a  programmed  device. 

1.2.1.10 
TREPL2 

TREPL2  is  a  useful  error  detection  tool  that  allows  you  to  disassemble  an  intermediate 
TRE  file  and  convert  it  to  a  Boolean  equation  input  file.  PALASM  2  software  creates 
intermediate  files  after  syntax  checking,  equation  expansion,  and  minimization.  TREPL2 
can  be  used  to  disassemble  any  of  these  intermediate  files.  This  means  you  can  examine 
a  Boolean  equation  input  file: 

after  the  equations  have  been  expanded 

•     after  the  equations  have  been  minimized 

after  the  input  state  equations  have  been  converted  to  Boolean  equations 
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1.2.2 

Input,  Output,  And  Intermediate  Files 


Table  4-3  lists  the  input,  output,  and  intermediate  files  (files  that  the  software  creates  but 
are  not  immediately  visible  to  the  user)  required  or  generated  by  PALASM  2  software. 
Notice  the  extensions  on  each  filename.  It  is  important  to  use  these  extensions 
consistently  since  the  software  looks  for  them  when  retrieving  files. 


Table  4-3 
Input,  Output,  and  Intermediate  Files 


Filename 

Description 

FILENAME. PDS 

User  defined  PLD  design  input  file 

PALASM2.TRE 

PLD  intermediate  design  description 

FILENAME.PDF 

PLD  architecture  description  data 

FILENAME.LOG 

Intermediate  message  file  generated  by  PARSE, 
MINIMIZE,  EXPAND,  and  PLSASM 

FILENAME.XPT 

PLD  fuse  map  data 

FILENAME.JED 

PLD  fuse  JEDEC  data 

FILENAME. HST 

Simulation  history  data 

FILENAME.TRF 

Simulation  trace  data 

FILENAME.JDC 

PLD  fuse  JEDEC  data  and  JEDEC  test  vectors 

FILENAME. PL2 

PDS  file  reconstructed  from  JEDEC  output 

FILENAME.JDM 

JEDEC  file  that  has  been  altered  using  JEDMAN  as  a 
supplementary  program 

iCl  Monolithic  FJFJl  Memories  il 
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1.2.3 

PALASM  2  Supplementary  Programs 

The  PALASM  2  software  package  currently  includes  several  useful  supplementary 
programs  that  are  not  supported  by  Monolithic  Memories.  An  asterisk  next  to  the  program 
name  in  Table  4-4  indicates  that  the  procedure  to  use  it  is  described  in  the  following 
chapters. 


Table  4-4 

PALASM  2  Software  Supplementary  Programs 


Program 

Description 

PDSCNVT 

Conversion  of  previous  PALASM  version  input  file  to 
PALASM  2  software  syntax 

*PC2 

Programmer  communications  program 

*SCRSIM 

Simulation  waveform  generation  program 

VTRACE 

SIM  output  files  to  timing  diagrams  conversion 

BINHEX 

Binary  to  hexadecimal  conversion 

TIMING 

Timing  diagram  entry  program 

PINOUT 

Pinout  program 

DECODE 

Address  decoder  program 




1.2.3.1 
PC2 

PC2  enables  communication  between  PLD  programmers  and  IBM-PC/XT/AT  computers. 
PC2  is  a  menu-driven,  multiple-choice  program  that  guides  you  through  various  options  for 
programming  and  checking  PLDs. 
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1.2.3.2 
SCRSIM 

SCRSIM  takes  the  simulation  output  files,  history  and  trace,  and  creates  waveforms  that 
can  be  viewed  on  the  screen  or  sent  to  a  printer. 

Proceed  to  Install  PALASM  2  Software,  Chapter  2. 
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2.  Install  PALASM  2  Software 


About  This  Chapter 


This  chapter  describes  how  to  install  the  PALASM  2  software  main  menu  and 
supplementary  programs  on  IBM-PC/XT/ ATs  with  either  two  floppy  disk  drives  or  a  hard 
disk  drive.  It  also  describes  how  to  add  additional  supplementary  programs  to  the  menu 
installation  file. 


The  menu  and  supplementary  programs  are  not  available  for  VAX  or  UNIX  systems. 
Monolithic  Memories  ships  separate  installation  and  operation  instructions  with  the 
software  for  these  systems. 

Yo  Refer  to  Section. . . 


Install  the  PALASM  2  software  on  a  hard  drive  2.1 
or  with  two  floppy  disk  drives 

Specify  the  editor  and  communications  program  2.2 

Add  supplementary  programs  to  the  main  menu  2.3 


£1  MonolithlcMJl  Memories  £1 
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2.1 

Installation  Procedures 

You  can  install  the  PALASM  2  software  interactive  menu  and  supplementary  programs  on 
IBM  personal  computers  with  either  two  floppy  disk  drives  or  with  a  hard  disk  drive.  Before 
you  start,  make  sure  you  have  all  the  required  equipment.  Then  read  the  section  that 
describes  your  IBM  configuration. 

Note:  The  installation  procedures  update  the  AUTOEXEC.BAT  and  CONFIG.SYS  files. 
Refer  to  Modifications  to  AUTOEXEC.BAT  and  CONFIG.SYS  Files,  Section  2.4,  for  more 
information. 

2.1.1 

What  You  Require 

To  install  PALASM  2  software,  you  require: 

An  IBM-PC/XT/AT  with  either  two  floppy  disk  drives  or  a  hard  disk  drive 
•      MS-DOS  2.1 ,  or  later  versions 

Minimum  memory  of  384K  bytes  RAM  and  2  megabytes  on  a  hard  disk 

PALASM  2  software  on  regular  density  disks  for  two  floppy  disk  drives  or  high 
density  disks  for  an  IBM-AT 

Blank,  formatted  disks  for  making  backup  copies  of  the  PALASM  2  software  disk  set 
If  your  system  uses. . .  Proceed  to. . . 

Two  floppy  drives  Section  2.1 .2 

A  hard  disk  drive  Section  2.1 .3 

2.1.2 

Install  PALASM  2  Software  With  Two  Floppy  Disk  Drives 

Before  you  load  PALASM  2  software  on  an  IBM-PC/XT/AT  with  two  floppy  disk  drives,  you 
should  make  a  backup  copy  of  the  PALASM  2  software  master  disks.  Refer  to  the  IBM 
Disk  Operating  System  reference  manual  for  instructions.  If  any  of  the  disks  fail  to  load, 
contact  your  local  Monolithic  Memories  representative. 

If  your  system  uses  a  hard  disk  drive,  skip  to  Install  PALASM  2  Software  On  A  Hard  Disk 
Drive,  Section  2.1.3. 
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Follow  these  steps  to  load  PALASM  2  software. 

1 .  Insert  the  MS-DOS  disk  in  drive  B. 

2.  Insert  the  PALASM  2  software  disk-1  in  drive  A. 

3.  To  copy  the  MS-DOS  system  files  to  the  PALASM  disk,  enter: 

•  B:  <return> 

•  SYS  A:  <return> 

•  Copy  B:  COMMAND.COM  A:<return> 

4.  Remove  the  MS-DOS  disk  from  drive  B. 

5.  Re-boot  the  system  by  simultaneously  pressing  <ctrl>  <alt>  <del>. 

6.  Place  the  PALASM  2  software  disk  in  drive  B. 

7.  To  start  the  PALASM  2  software  program,  enter: 
A:PALASM  <return>. 

The  screen  displays  the  product  and  company  name. 

8.  To  display  the  main  menu,  enter  <return>  again.  Figure  4-4  shows  the  main  menu. 

9.  Proceed  to  Software  Setup,  Section  2.2,  to  define  the  editor  and  the 
communications  program  used  to  communicate  with  your  programmer. 


Memories  £1 
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PALASM  V2.2  3  (c)  MONOLITHIC  MEMORIES , SANTA  CLARA, CA  OCT  1987 
Input  PDS  FILE      DUMMY. PDS         j    Directory  C:\PALASM2 


#  next  field 

*  previous  field 

«.  previous  position 

■+  next  position 


Key  Movements 

<esc>  =  return 

<esc><esc>  =  exit 
<esc><ret>  =  refresh 


Device  PAL20RA10 

Fl 

Display  Dir 

F2         Enter  DOS 

F3        Edit  PDS 

F4 

Program  Device 

F5  PALASM2 

F6 

Software  Setup 

Menu 

F7         View  Data 

F8 

Supplementary 

Window 

F9  Databook 

F10 

Help 

<del>    =  delete 
<ins>     =  insert 
<home>  =  first  field 
<end>     =  last  field 


STATUS:  All  OK 


 ■  '  ■ 


Figure  4-4 
PALASM  2  Software  Main  Menu 


2.1 .3 

Install  PALASM  2  Software  On  A  Hard  Disk  Drive 

When  using  an  IBM-PC/XT  /AT  with  a  hard  disk  drive,  install  the  main  menu  onto  the 
specified  drive.  Then  install  the  supplementary  programs  on  the  same  drive.  This  section 
explains  both  installation  procedures. 

Before  you  install  PALASM  2  software,  you  should  make  a  backup  copy  of  the  PALASM  2 
software  master  disks.  If  any  of  the  disks  fail  to  load,  contact  your  local  Monolithic 
Memories  representative. 


4-18 


flflonoiitHtc         AflGiti ot*iGs 


2.1.3.1 

Install  The  Menu 

Follow  these  steps  to  install  the  main  menu  software  on  your  IBM- PC/XT/AT  hard  disk. 

1 .  At  the  system  prompt,  insert  the  PALASM  2  software  master  disk-1  in  drive  A. 

2.  To  install  the  PALASM  2  software,  enter: 
A:PAL2INST  <return> 

The  screen  displays: 

PALASM  2  Hard.  Disk  Install  Program 
(c)  CopyRight  Monolithic  Memories  Inc.  1987 

System  Booted  from  Drive  C 

Which  Drive  to  Install  on?   (default  =  C) 

3.  Enter  the  name  of  the  drive  and  press  <return>.  To  select  the  default  drive  (C>), 
press  <return>.  The  screen  displays: 

PALASM  2  Hard  Disk  Install  Program 
(c)  CopyRight  Monolithic  Memories  Inc.  1987 

System  Booted  from  Drive  C 

Which  Drive  to  Install  on?   (default  =  C)  _ 
. . .   Installing  to  Drive  =  C    OK?  (Y/N) 


Note:  The  system  boots  from  the  logical  drive  you  selected  and  the  screen  displays 
the  letter  designator  for  that  drive. 

If  you  enter...  Then... 


<N>  <return> 

<Y>  <return> 

Making  directory 
Making  directory 
Making  directory 
Making  directory 
Making  directory 


Repeat  step  3. 

The  screen  displays: 

.  . .     C: \palasm2 
...  C:\palasm2\pal2 
...  C:\palasm2\supl 
...  C:\palasm2\pdf 
C: \palasm2\msg 
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Note:  If  you  are  updating  your  PALASM  2  software,  these  files  may  already  exist.  If 
so,  the  screen  will  display  a  message  that  the  software  is  making  directories  and 
that  some  of  these  directories  already  exist.  When  the  screen  prompt  asks  if  you 
want  to  make  directories  with  the  same  name,  enter  <Y>  <return>. 

The  system  updates  the  AUTOEXEC.BAT  and  CONFIG.SYS  files  and  copies  the 
files  from  drive  A  to  the  install  hard  drive.  For  a  description  of  the  changes  to  these 
files,  refer  to  Modifications  To  AUTOEXEC.BAT  And  CONFIG.SYS  Files,  Section 
2.4.  When  complete,  the  screen  displays  the  input  install  request  menu,  as  shown  in 
Figure  4-5. 


PALASM  2  Hard  Disk  Install  Program 
(c)  CopyRight  Monolithic  Memories  Inc. 


1987 


Input  Install  request 


0  . . .Exit  Install  Procedure 

1  ...Install  ALL  PALASM  2  Software 

2  ...Install  Software  for  PAL  devices  only 

3  ...  Install  Software  for  PROSE  devices  only 

4  ...Install  Software  for  PLS  devices  only 

5  ...Install  Supplementary  Software  only 


Figure  4-5 
PALASM  Input  Install  Request  Menu 


Install  PALASM  2  Software 


4.     You  can  now  exit  the  install  program  by  entering  <0>  <return>.  To  install  the 
programs  appropriate  for  your  devices,  proceed  to  Load  The  Software,  Section 
2.1.3.2. 


2.1.3.2 

Load  The  Software 


From  the  input  install  request  menu,  Figure  4-5,  select  the  software  installation  option  that 
applies  to  your  application. 


If  you  want  to... 

Install  all  the  software  programs  at  once, 
including  the  supplementary  programs 


Then .. 

•  Select  option  1 . 

•  When  installation  is  complete,  exit 
the  install  program  by  selecting 
option  0. 

•  Proceed  to  Verify  The  Installation, 
Section  2.1.3.3. 


Load  selected  software  programs  individually        Select  options  2  to  5.  The  example 

below  uses  option  2  to  install  software 
for  PAL  devices  only. 

Follow  the  steps  in  this  example  to  install  the  software  for  PAL  devices.  To  use  this 
example  for  PROSE  or  PLS  devices,  make  selections  appropriate  to  the  software  you 
want  to  install. 

1 .  Enter  <2>  <return>.  The  screen  displays: 

Insert  PARSE . EXE  in  Drive  A. . .Press  any  key  to  start_ 

2.  Remove  the  PALASM  2  software  master  disk  from  drive  A. 

3.  Insert  the  disk  that  contains  the  PARSE.EXE  file  into  drive  A.  Each  disk  label  lists 
the  programs  included  on  that  disk. 


£1  Monolithic  F JJ  Memories  D 


4-21 


4.  rress  any  Rey.  "As'fne  program  copies  each  tile  from  drive  A  to  the  install  hard  drive, 
the  screen  displays  the  name  of  that  file.  For  example: 

Copying  A: PARSE. EXE  to  C:\palasm2\pal2\*.*  ... 
Copying  A : PARSE . MSG  to  C:\palasm2\msg\*.*  ... 

After  copying  all  the  files  on  this  disk,  the  screen  prompts  you  to  load  a  new  disk 
which  contains  another  file. 

5.  Repeat  steps  3  and  4,  as  necessary,  using  the  disks  that  contain  the  requested 
files.  When  the  entire  installation  procedure  is  complete,  the  screen  displays  the 
input  install  request  menu,  as  shown  in  Figure  4-5. 

6.  Now  you  can  either  install  another  program  or  exit  the  installation  procedure: 

•  To  install  another  software  program,  repeat  steps  1  through  5,  making  selections 
appropriate  to  the  software  you  want  to  install. 

The  installation  software  for  the  individual  devices  share  some  common 
programs.  When  you  install  a  second  program,  you  delete  the  common  files  from 
the  hard  disk  and  copy  them  again  from  the  disk  in  drive  A.  You  can  avoid  this 
duplication  by  selecting  option  1 ,  Install  ALL  PALASM  2  Software. 

•  To  exit  the  installation  procedure,  enter  <0>  <return>.  The  screen  displays: 


***  PALASM  installation  to  hard  disk  completed  *** 


Now  Remove  Diskette  from  Drive  A. 


*********************************************** 

Re-Boot  Machine  then  enter  C:>PALASM 
*********************************************** 

C> 

Proceed  to  Verify  The  Installation,  Section  2.1.3.3. 
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2.1.3.3 

Verify  The  Installation 

After  you  have  completed  the  installation  procedure,  follow  these  steps  to  run  a  test. 

1 .  Remove  the  disk  from  drive  A  . 

2.  Re-boot  your  system  (simultaneously  press  <ctrl>  <alt>  <del>). 

3.  At  the  system  prompt,  start  PALASM  2  software  by  entering: 
C:  PALASM  <retum> 

The  screen  displays  the  product  and  company  name. 

4.  To  display  the  main  menu,  enter  <return>  again.  The  screen  displays  the  main  menu 
as  shown  in  Figure  4-4. 

5.  Proceed  to  Software  Setup,  Section  2.2,  to  define  the  editor  and  the 
communications  program  used  to  communicate  with  your  programmer. 

2.2 

Software  Setup 

After  you  have  installed  the  PALASM  2  software,  you  must  tell  the  system  the  name  of 
your  text  editor  and  programmer  communications  program.  To  do  this,  use  the  main  menu 
option  F6,  Software  Setup. 

1 .  From  the  main  menu,  press  <F6>.  The  screen  displays  the  installation  menu,  as 
shown  in  Figure  4-6. 

2.  Use  the  arrow  keys  to  move  the  cursor  to  the  Editor  field. 

Note:  P2EDIT  is  a  fictitious  name,  intended  to  show  the  format  for  entering  the  name 
of  your  text  editor. 

3.  Enter  the  name  of  your  editor.  Press  the  spacebar  to  delete  all  extra  characters 
from  the  field. 

CAUTION 


The  editor  you  use  must  generate  clean  ASCII  text.  Check  your  editor  installation 
program  to  make  sure  the  editor  does  not  automatically  load  in  a  mode  that  embeds 
formatting  control  characters  in  your  design  files.  For  example,  if  you  use  Wordstar, 
make  sure  it  automatically  loads  in  non-document  mode. 
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4 .  Move  the  cursor  to  the  Programmer  field. 

Note:  pc2comm.com  is  a  fictitious  name,  intended  to  show  the  format  for  entering 
the  name  of  your  programmer  communication  program 

5.  Enter  the  name  of  your  programmer  communication  program.  You  can  use  a 
commercial  communications  program  or  use  the  PC2  program,  which  is  included  on 
the  Supplementary  disk. 

6.  To  return  to  the  main  menu,  press  <esc>. 

7.  If  you  want  to  add  supplementary  programs  to  the  menu,  proceed  to  Add 
Supplementary  Programs  To  The  Menu,  Section  2.3.  If  not,  skip  to  Modifications  to 
AUTOEXEC.BAT  And  CONFIG.SYS  Files,  Section  2.4. 
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PALASM- V2. 23    (c)   MONOLITHIC  MEMORIES, SANTA  CLARA, C A      OCT  1987 


PALASM2     INSTALLATION  MENU 

Logged  Drive  Name  |  C  | 

Programs  Executed  from  hard  disk?  [  Y  | 
PALASM2  Programs  Loaded  From  |  C:\palasm2\pal2\ 

SUPPLEMENTARY  Programs  Loaded  From 
PAL  Definition  Files  Loaded  From 

Message  Files  Loaded  From  |^  C :  \palasm2\msg\ 

Editor 
Programmer 


C:\palasm2\supl\ 


C:\palasm2\pdf\ 


\P2EDIT 


[Path  name  only] 
[Path  name  only] 
[Path  name  only] 
[Path  name  only] 

] 


.com 


C:\paIasm2\supl\pc2comm  .com 


Figure  4-6 
PALASM  2  Software  Installation  Menu 


2.3 
Add 


Supplementary  Programs  To  The  Menu 

After  installing  the  supplementary  programs  on  your  hard  disk,  you  can  add  these 
programs  to  the  installation  procedure  stored  in  the  MENU.SYS  file.  Then  you  can  call  a 
supplementary  program  from  the  main  menu  by  selecting  option  F8. 

Table  4-5  lists  the  supplementary  programs  you  can  add  to  the  MENU.SYS  system  file. 
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Table  4-5 
Additional  Supplementary  Programs 


Program 


Function 


SCRSIM.COM 


Simulation  waveform  generation  program  that  is  called 
automatically  when  you  use  option  F7,  View  Data 


VTRACE.COM 


A  utility  program  to  print  simulation  output  files  as 
timing  diagrams 


BINHEX.COM 


A  binary-to-hexadecimal  conversion  program 


TIMING.COM 


Timing  diagram  entry  program 


PIN0UT.COM 


Generates  a  list  of  the  pin  names  from  the  TRE  file 
(created  by  the  PALASM  2  software  assembler) 


DEC0DE.COM 


Address  decoder  program  that  generates  PALASM  2 
software  Boolean  equations 


To  add  a  program  to  the  MENU. SYS  file,  follow  these  steps. 

1 .  Enter  MS-DOS  from  the  PALASM  2  software  main  menu  by  pressing  <F2>. 

2.  Enter  the  text  editor.  Refer  to  the  text  editor  operation  manual  for  instructions. 

3.  Open  the  MENU.SYS  file. 

4.  To  the  end  of  the  file,  add  the  filename  of  the  supplementary  program  in  the  following 
format.  Any  change  you  make  to  the  file  must  occur  after  the  Input  file  name  (see 
Figure  4-7). 

$<FILENAME> 

For  example,  to  add  the  program  PIN0UT.COM,  enter: 
$PINOUT.COM 

5.  Save  the  file. 
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6.  To  return  to  the  PALASM  menu,  press  <esc>.  The  screen  displays  the  main  menu. 

7.  To  view  a  list  of  the  supplementary  programs,  press  <F8>.  Make  sure  the  programs 
you  added  are  included  in  the  list. 

Refer  to  Figure  4-7  for  the  MENU.SYS  file  format. 


2.23 
C 

NOT  DEMO 


C : \PALASM2  — 
C   

\palasm2\pal2\ 
C 

\palasm2\supl\ 
C 

\palasm2\pdf \ 
C 

\palasm2\msg\ 
C 

\ws\ws   


Last  directory  used 
Installed  drive 


Program  path  data 


Editor  data 


com 


C 

\palasm2\supl\pc2 
exe 

filename  I  

Pds   | 

c> 


Programmer  data 


Input  file  name 


Figure  4-7 


MENU.SYS 
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Modifications  To  The  AUTOEXEC.BAT  And 
CONFIG.SYS  Files 

The  installation  process  modifies  your  AUTOEXEC.BAT  and  CONFIG.SYS  files.  If  you  did 
not  have  these  files,  they  are  created  during  the  installation.  The  following  lines  are  added 
to  the  AUTOEXEC.BAT  file: 

REM  C  PALASM  2  path  statement 
PATH  C : \ ; C : \palasm2\ supl ; %path% 

ECHO  Palasm  2  Software  Installed  -   (c)   Copyright  MMI  1987 
All  Rights  Reserved 

The  following  line  is  added  to  your  CONFIG.SYS  file 

Files=20 

If  you  already  have  a  CONFIG.SYS  file  with  a  Files  =  attribute  greater  than  20  (for 
example,  Files  =  30),  then  the  CONFIG.SYS  will  not  be  modified. 


Proceed  to  Run  the  Software,  Chapter  3. 


3.  Run  the  Software 


About  This  Chapter 


This  chapter  demonstrates  how  to  run  the  software  with  an  example  input  file  - 
SUPER.PDS.  This  input  file  contains  a  Boolean  equation  design  for  the  PAL1 6R6. 

The  procedure  steps  you  through  PALASM  2  software  by  selecting  options  from  the  menu. 
When  the  software  processes  are  complete,  you  view  the  output  files  on  your  screen. 

For  a  description  of...  Flefer  to  Section... 

Running  the  software  through  the  menu  3.1 

Autorun  assembly  and  simulation  3.5 

Processing  an  input  file  3.6 

Viewing  the  assembly  output  files  3.6.5 

Simulating  an  input  file  3.7 

Viewing  the  simulation  output  3.7.2 

Interpreting  the  assembly  output  files  3.1 0 


If  you  want  to  run  the  software  from  DOS  instead  of  using  the  PALASM  2  software  menu, 
skip  to  Run  The  Software  From  DOS,  Section  3.1 1 . 
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Overview  Of  The  Procedure 


The  flowchart  in  Figure  4-8  shows  the  procedure  to  run  PALASM  2  software.  Figure  4-9 
shows  the  basic  processing  options  in  a  flowchart.  The  steps  are  as  follows. 


1 .  Check  the  syntax  of  the  input  file. 

2.  Expand  the  input  equations. 

3.  Minimize  the  input  equations. 

4.  Assemble  the  file  and  generate  JEDEC  output. 

5.  Simulate  the  design. 


Check  The 
Syntax  Of  The 
Input  File 

Section  3.6.1 


Expand  The 
Input  Equations 

Section  3.6.2 

1 

Minimiz 
Input  Ec 

Section 

sThe 
luations 

3.6.3 

I 


Assemble 
The  File 

Section  3.6.4 


Simulate 
The  File 

Section  3.7 


Figure  4-8 

PALASM  2  Software  Processing  Sequence 
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c 


START 


BUILD  THE  DESIGN 


NO 


£ 


GOTO 
ADD  SIMULATION 


ASSEMBLE 


ADD  SIMULATION 


YES 


PROGRAM  THE 
DEVICE 


SIMULATE 


Figure  4-9 
Basic  Design  Options 


Before  you  run  the  programs  to  accomplish  these  steps,  you  must  open  the  PALASM 
menu  and  become  familiar  with  its  operation,  as  explained  in  the  next  section. 
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3.2 

Prepare  To  Use  The  Menu 

The  following  list  shows  what  tasks  you  should  complete  before  using  the  menu. 

1 .  Install  the  menu  on  your  computer  following  the  procedure  in  Install  The  Menu, 
Section  2.1.3.1. 

2.  Install  the  text  editor  of  your  choice  on  the  default  drive.  Use  option  F6,  Software 
Setup,  on  the  main  menu.  Refer  to  Software  Setup,  Section  2.2,  for  the  procedure. 

3.  Install  the  programmer  communication  software  on  your  default  drive.  This  too  is 
done  on  the  software  setup  menu.  Refer  to  Software  Setup,  section  2.2  for  the 
procedure. 

Note:  If  you  are  using  a  twin  floppy  system,  keep  all  the  PALASM  2  software  disks  by 
your  computer.  The  PALASM  menu  prompts  you  to  insert  disks  in  drive  B  when  it  needs  a 
particular  program.  The  disks  are  identified  by  the  program  name  on  the  label. 

Now  you  are  ready  to  use  the  PALASM  menu. 

3.2.1 

Call  The  PALASM  Menu 

To  call  the  PALASM  menu,  type 
PALASM 

The  first  screen  that  you  see  displays  the  product  and  company  name.  Press  <return>  to 
display  the  main  menu  as  shown  in  Figure  4-10. 

The  main  menu  contains  four  features  that  you  should  identify. 

1 .  Fields 

You  enter  data  in  these  fields. 

2.  Function  keys 

You  use  these  keys  to  open  sub-menus  or  activate  a  program. 
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3.  Key  movements 

The  key  movements,  displayed  at  the  bottom  of  your  screen,  allow  you  to: 

•  Move  the  cursor  between  the  fields  by  using  the  arrow  keys  or  <home>  and 
<end>  on  your  keyboard 

•  Return  to  the  main  menu  from  another  menu,  by  pressing  <esc>  on  your 
keyboard 

•  Refresh  the  screen  by  pressing  <esc>  <return>  on  your  keyboard. 
Exit  the  program  by  pressing  <esc>  <esc>  on  your  keyboard. 

4.  Status  line 

This  is  a  reserved  area  at  the  bottom  of  every  menu  screen.  Read  the  messages 
displayed  on  the  status  line  whenever  they  change. 

Identify  the  four  features  on  your  screen  with  the  help  of  Figure  4-10.  As  you  step  through 
the  procedure  for  running  the  software,  you  will  see  how  to  use  these  features. 
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Figure  4-10 
The  Main  Menu 
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3.2.2 

Specify  The  Directory  And  Input  File 

The  following  fields  appear  at  the  top  of  the  menu. 
Input  PDS  File 


•  Directory 

Note:  You  cannot  enter  the  device  name  on  the  menu.  It  appears  automatically  when 
the  software  indentifies  the  input  file. 

Notice  that  Figure  4-10  displays  the  default  drive,  C,  in  the  directory  field.  Also,  the 
dummy  filename  appears  in  the  input  PDS  file  field.  The  example  file  you  need  is 
SUPER.PDS.  The  PALASM  menu  looks  for  the  input  PDS  file  in  the  default  directory 
displayed  on  the  menu.  To  make  sure  that  the  input  file  SUPER.PDS  is  on  the  default 
drive,  follow  these  steps. 

Note:  If  you  have  a  twin  floppy  system,  your  default  drive  should  be  drive  B.  Insert  the 
Design  Examples  disk  in  drive  B  and  follow  steps  1  to  5. 

1 .  To  display  the  files  on  the  default  directory,  press  <F1  >. 
F1  Display  Dir 

The  menu  screen  displays  the  files  on  the  default  directory.  Make  sure  that 
SUPER.PDS  is  in  the  directory.  If  not,  go  to  step  2.  If  SUPER.PDS  is  in  the 
directory,  press  any  key  to  return  to  the  main  menu  and  go  to  step  5. 

2.  To  change  the  default  directory,  press  <F2>. 
F2  Enter  DOS 

You  are  now  in  DOS.  List  your  directories  and  find  the  file  SUPER.PDS.  Make  a  note 
of  the  directory  it  is  in. 

3.  Press  any  key  to  return  to  the  main  menu. 

4.  On  the  main  menu,  enter  the  correct  directory  name  in  the  directory  field. 

5.  Next,  enter  SUPER.PDS  in  the  input  PDS  file  field. 
Input  PDS  file  SUPER .  PDS 
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Open  The  Sample  Input  File 

The  file  SUPER.PDS  is  now  displayed  in  the  data  entry  field  at  the  top  left  of  your  screen. 

To  open  the  file  in  your  editor,  press  <F3>. 
F3  Edit  PDS 

The  editor  you  specified  on  the  software  setup  menu  (see  Software  Setup,  Section  2.2) 
now  displays  SUPER.PDS. 

Note:  While  you  are  in  the  editor,  your  editor  commands  apply.  When  you  exit  the  editor 
using  the  editor  command,  you  automatically  return  to  the  PALASM  main  menu. 

3.4 

Study  The  Sample  Input  File 

If  you  are  not  familiar  with  PALASM  input  files,  take  a  moment  to  study  the  sample  file. 
Otherwise  exit  the  editor  and,  go  to  Autorun  Assembly  And  Simulation,  Section  3.5. 

Scroll  through  the  editor  and  glance  at  the  various  segments  in  the  PDS  file.  Each 
segment  begins  with  a  header,  such  as  EQUATIONS,  or  SIMULATION.  Chapters  4  and  5 
of  this  manual  describe  how  to  create  an  input  file.  Chapter  6  of  this  manual  describes 
how  to  create  the  simulation  segment.  When  you  create  an  input  file,  you  use  the  editor 
specified  in  the  software  setup  menu.  For  now,  the  sample  input  file  will  demonstrate  the 
menu  operation. 

CAUTION 

Do  not  make  any  changes  to  the  sample  file  SUPER.PDS  since  it  is  error-free  and  ready 
for  processing. 

To  return  to  the  main  menu,  exit  the  editor. 

3.5 

Autorun  Assembly  And  Simulation 

The  PALASM  menu  program  offers  a  time-saving  autorun  feature  that  allows  you  to  run  the 
assembly  and  simulation  programs  with  one  keystroke.  Autorun  is  fast  and  easy,  but  to 
become  familiar  with  individual  processes  you  should  run  each  process  separately.  Also, 
if  your  input  file  contains  errors,  it  is  easier  to  find  out  exactly  where  the  error  is  if  you  run 
the  processes  individually. 

For  now,  you  may  either  use  autorun  or  run  each  of  the  programs  individually. 
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Proceed  to  the  next  section  to  find  out  about  running  the  programs  individually.  The 
procedure  to  use  the  autorun  feature  follows. 

1 .  Select  the  PALASM2  option  by  pressing  <F5>. 
F5  PALASM2 

The  menu  window  displays  the  PALASM  2  sub-menu. 

2.  Select  the  Autorun  1  -5  option  by  pressing  <6>. 
6  Autorun  1-5 

The  lower  window  opens  and  processing  begins. 

3.  Watch  the  status  line  carefully  as  the  following  operations  are  completed. 

•  syntax  check 

•  expansion 

•  minimization 

•  assembly 
simulation 

4.  When  you  see  the  message 

SIM    File  Processed  Successfully 
press  <esc>. 

The  assembly  and  simulation  processes  generate  output  files  which  you  can  view.  One  of 
these  files  is  the  JEDEC  file  which  is  required  by  the  device  programmer. 

If  you  want  to...  Refer  to... 

Run  each  assembly  and  simulation 

step  separately  Section  3.6 

View  the  assembly  output  Section  3.6.5 

View  the  simulation  output  Section  3.7.2 


The  options  on  the  PALASM2  sub-menu  allow  you  to  run  steps  1-6  on  the  main  menu 
individually.  The  procedure  that  enables  running  each  program  individually  follows. 


3.6 

Process  The  Input  File 

This  section  describes  the  procedure  to  process  the  input  file  by  running  each  assembly 
and  simulation  step  separately.  After  completing  this  procedure,  you  will  have  a  JEDEC 
file  that  enables  you  to  program  a  device.  The  steps  involved  in  processing  the  input  file 
are  listed  below  and  explained  in  detail  in  the  following  pages. 

1 .  Check  the  syntax  of  the  design  file 

2.  Expand  the  input  equations 

3.  Minimize  the  input  equations 

4.  Assemble  the  file 

A  description  of  these  steps  follows. 

3.6.1 

Check  The  Syntax  Of  The  Input  File 

PALASM  2  software  checks  the  syntax  of  the  input  PDS  file.  The  software  displays 
messages  that  identify  errors.  These  messages  are  put  into  a  file  that  you  can  either  view 
on  your  screen  or  send  to  a  printer. 

Since  you  are  now  using  a  sample  input  file  which  contains  no  errors,  the  syntax  check 
operation  should  be  successful.  The  procedure  to  check  the  syntax  of  the  input  file 
follows. 

1 .  Make  sure  to  specify  the  correct  input  file  and  directory.  Refer  to  Specify  The 
Directory  And  Input  File,  Section  3.2.2,  for  instructions. 

2.  Press  <F5>  to  access  the  PALASM2  sub-menu. 
F5  PALASM2 

The  menu  window  displays  a  sub-menu  as  shown  in  Figure  4-1 1 . 
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Figure  4-11 
Page  One  of  the  PALASM2  Sub-menu 


3.     The  sub-menu  has  six  options  on  page  one  and  two  options  on  page  two.  Use 
<PgUp>  or  <PgDn>  to  view  the  two  additional  options.  To  check  the  syntax  of  the 
input  file  SUPER. PDS,  select  the  syntax  check  option  on  page  one  by  pressing  <1>. 

1  Syntax  Check 

The  lower  window  opens  in  the  lower  part  of  the  main  menu.  You  can  view  the  syntax 
check  operation,  or  look  at  the  message  on  the  status  line  at  the  bottom  of  your 
screen.  When  the  syntax  check  operation  is  complete,  the  screen  displays  the 
message  shown  in  Figure  4-12. 
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Figure  4-12 
The  Syntax  Check  Operation 


3.6.2 

Expand  The  Input  Equations 


PALASM  2  software  expands  the  input  Boolean  equations  before  minimizing  them.  If  your 
input  file  is  in  state  machine  syntax,  the  equations  are  converted  to  Boolean  equations  at 
this  stage. 
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Note:  Skip  this  step  if  you  are  using  the  PMS14R21  PROSE  device.  Expansion  is 
performed  automatically  on  a  PMS14R21  input  file. 

The  procedure  to  expand  the  input  equations  follows. 

1 .  Select  the  Expand  option  on  the  PALASM2  sub-menu  by  pressing  <2>. 

2  Expand 

The  lower  window  now  displays  the  expansion  process. 

2.  When  the  process  is  complete,  the  status  line  displays  the  following  message 

Expand  Process  Successful. 
Proceed  to  Minimize  The  Input  Equations,  Section  3.6.3. 
3.6.3 

Min  mize  The  Input  Equations 

After  expanding  the  input  equations,  the  next  step  is  to  minimize  the  equations.  This  step 
minimizes  Boolean  equations.  Minimization  also  ensures  that  the  space  on  the  device  is 
used  efficiently. 

Note:  Skip  this  step  if  you  are  using  the  PMS14R21  PROSE  device.  Minimization  is 
performed  automatically  on  a  PMS14R21  input  file. 

The  procedure  for  minimizing  input  equations  follows. 

1 .  Select  option  <3>  on  the  PALASM2  sub-menu. 

3  Minimize 

The  lower  window  now  displays  the  minimization  operation  and  the  status  line 
displays  messages. 

2.  As  soon  as  minimization  is  complete,  the  lower  window  displays  the  following 
message 

Minimize  Program  Successful 
Proceed  to  Assemble  The  Input  File,  Section  3.6.4. 
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The  assembly  program  generates  the  JEDEC  file  which  is  required  to  program  the  device. 
The  procedure  to  run  the  assembly  program  follows. 

1 .  Select  option  <4>  on  the  PALASM2  sub-menu. 
4  Assemble 

The  lower  window  now  displays  the  assembly  process  and  the  status  line  displays 
messages. 

2.  As  soon  as  the  input  file  has  been  assembled,  the  lower  window  displays  the 
following  message 

The  fuseplot  is  stored  in  SUPER. XPT. 
The  JEDEC     is  stored  in  SUPER. JED. 

Note  the  names  of  the  output  files. 

3.  Press  <esc>  to  exit  the  sub-menu. 

The  output  file  SUPER.JED  is  the  JEDEC  file  required  by  the  programmer  to  program  the 
device.  Program  The  Device,  Chapter  7,  describes  the  programming  procedure.  Proceed 
either  to  Chapter  7  or  proceed  to  View  The  Assembly  Output  Files,  Section  3.6.5. 

3.6.5 

View  The  Assembly  Output  Files 

You  can  view  the  output  files  that  the  PALASM  2  software  assembler  generates  or 
proceed  to  Simulate  The  Sample  Design,  Section  3.7. 

Figure  4-13  shows  the  output  files  that  the  assembler  and  simulator  generate. 
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Figure  4-13 
Assembly  and  Simulation  Output  Files 


The  PALASM  2  software  assembler  generates  two  output  files.  They  are: 

•     The  fuse  map  SUPER.XPT 

The  JEDEC  fuse  data       SUPER.JED  This  file  is  required  by  the  programmer  to 
program  the  device. 
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The  procedure  to  view  these  files  on  your  screen  follows. 

1 .  Select  the  View  Data  option  on  the  main  menu  by  pressing  <F7>. 
F7  View  Data 

The  menu  window  now  displays  page  one  of  the  View  Data  sub-menu. 

2.  Notice  the  message  at  the  bottom  of  the  View  Data  sub-menu.  To  display  page  two 
of  the  View  Data  sub-menu,  press  <PgDn>  on  your  keyboard. 

<Pg  Dn> 

The  menu  window  displays  page  two  of  the  View  Data  sub-menu  as  shown  in  Figure 
4-14. 

2.  Select  the  Fuse  Map  option  by  pressing  <1>. 

1  Fuse  Map 

The  entire  screen  now  displays  the  fuse  map. 

3.  To  return  to  the  main  menu,  press  <esc>. 

4.  Select  the  JEDEC  Fuse  Data  option  by  pressing  <2>. 

2  JEDEC  Fuse  Data 

The  entire  screen  now  displays  the  JEDEC  fuse  data.  Press  any  key  to  scroll  down 
and  <esc>  to  return  to  the  main  menu. 

5.  Press  <esc>  on  your  keyboard  to  close  the  sub-menu. 

To  read  the  output  files,  refer  to  Interpret  The  Assembly  Output  Files,  Section  3.1 0. 

This  completes  the  assembly  procedure.  To  simulate  the  sample  input  file,  proceed  to  the 
next  section.  To  create  your  own  design,  proceed  to  Create  A  Boolean  Equation  Design, 
Chapter  4,  or  Create  A  State  Machine  Design,  Chapter  5. 
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Figure  4-14 
Page  Two  of  the  View  Data  Sub-menu 


3.7 

Simulate  The  Sample  Design 

Simulation  allows  you  to  test  your  design  without  actually  programming  a  device.  The 
sample  input  file  SUPER. PDS  contains  a  simulation  segment.  You  cannot  simulate  your 
design  without  including  this  segment  in  your  input  file.  Build  Simulation,  Chapter  6, 
describes  how  to  set  up  the  simulation  segment  in  the  input  file. 

This  section  describes  how  to  run  the  simulation  program  and  view  the  output  on  your 
screen. 

3.7.1 

Run  The  Simulation  Program 

1 .  If  the  PALASM2  sub-menu  is  not  displayed  in  the  menu  window,  press  <F5>. 
F5  PALASM2 

The  sub-menu  now  displays  page  one  of  the  PALASM2  sub-menu  as  shown  in  Figure 
4-11. 

2.  To  select  the  Simulate  option,  press  <5>. 
5  Simulate 

The  lower  window  now  displays  the  simulation  operation  and  the  status  line  displays 
messages. 

3.  Once  simulation  is  complete,  the  lower  window  displays  the  following  message 
Sim  File  Processed.  Successfully 

4.  Press  <esc>  to  return  to  the  main  menu. 

To  check  whether  the  design  performed  as  planned,  you  must  look  at  the  simulation 
output. 
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The  Simulation  Output  Files 


The  four  ways  in  which  to  view  the  simulation  output  are: 

•  History  File 
History  Waveforms 

•  Trace  File 
Trace  Waveforms 

The  simulation  process  generates  history  and  trace  files  from  which  the  waveform 
program  takes  its  information. 

If  you  simulate  your  design  after  assembling  it,  the  simulation  program  creates  a  JEDEC 
test  data  file  which  can  be  used  for  functional  testing  on  the  device  programmer.  The  test 
vectors  are  added  to  the  JEDEC  fuse  map  that  the  assembler  creates. 

The  simulation  output  is  best  viewed  as  waveform  on  your  screen.  To  view  the  simulation 
output  files,  select  the  View  Data  option  by  pressing  <F7>. 

F7        View  Data 

The  menu  window  displays  page  one  of  the  View  Data  sub-menu  as  shown  in  Figure  4-1 5. 
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Figure  4-15 
Page  One  of  the  View  Data  Sub-menu 


To  display  the  history  or  trace  waveforms  or  the  history  and  trace  files  follow  these  steps. 

1 .     While  the  screen  displays  the  View  Data  sub-menu,  select  the  appropriate  number 
on  your  keyboard. 

4  History  Waveform 
6  Trace  Waveform 
3  Simulation  History 

5  Simulation  Trace 
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The  screen  displays  the  output  file.  Figure  4-1 6  displays  history  waveforms. 

2.  Use  the  vertical  bar  cursor  to  track  the  values  by  selecting  <B>. 

3.  Press  <esc>  to  return  to  the  main  menu. 


g    eg  cccccccccccccccccc 


Starting  vector  is  number  53    Step  size  =  1 

Use  arrow  keys,  HOME,  END,  <STEP>  size,  <B>ar,  <Z>print,  <ESC>  quit 


w-tt'm&m-  ■■■■     ■■■■■■■  '■  ■      ■         ■  ' 


Figure  4-16 
History  Waveforms 
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View  The  JEDEC  Test  Data 


The  simulation  program  creates  a  new  JEDEC  file  by  adding  test  data  to  the  fuse  map 
created  by  the  assembler.  This  occurs  only  if  simulation  follows  assembly  .  The  JEDEC 
file  created  by  the  simulator  contains  test  vectors  and  can  be  used  to  test  and  verify  the 
device  on  the  programmer. 

To  view  the  JEDEC  test  data  file,  follow  these  steps. 

1 .  Select  the  View  Data  option  on  the  main  menu  by  pressing  <F7>. 
F7  View  Data 

The  menu  window  displays  page  one  of  the  View  Data  sub-menu. 

2.  Scroll  down  to  page  two  by  pressing  <PgDn>.  The  screen  displays  page  two  as 
shown  in  Figure  4-1 4. 

3.  Select  the  JEDEC  Test  Data  option  by  pressing  <3>. 
3  JEDEC  Test  Data 

The  entire  screen  displays  the  JEDEC  test  data  file.  You  can  scroll  up  and  down  by 
using  <PgUp>,  <PgDn>,  and  the  arrow  keys.  Notice  that  the  file  contains  both  fuse 
and  test  data. 

4.  Press  <esc>  to  return  to  the  main  menu. 

For  information  on  how  to  interpret  the  simulation  output  files,  turn  to  Review  A  Sample 
Input  File  And  Interpret  The  Output  Files,  Section  6-3. 


The  PALASM  menu  program  offers  an  additional  processing  option  that  you  do  not  always 
require.  If  you  want  information  on  the  basic  processing  procedure  alone,  you  may  skip 
this  section. 

This  process  allows  you  to  disassemble  an  existing  JEDEC  file  and  convert  it  to  a  Boolean 
equation  input  file. 

The  procedure  to  run  the  JEDEC  disassembly  program  follows. 


3.8 


Disassemble  A  JEDEC  File 
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1 .  Select  the  PALASM2  option  on  the  main  menu  by  pressing  <F5>. 
F5  PALASM2 

Page  one  appears  in  the  menu  window. 

2.  Scroll  to  page  two  by  pressing  <PgDn>.  Page  two  appears  in  the  menu  window  as 
shown  in  Figure  4-1 7. 


i    PALASM  V2.23    (c)   MONOLITHIC  MEMORIES, SANTA  CLARA, CA      OCT  1987 


Input  PDS  FILE      SUPER.  PDS 


Directory  C:\PALASM2 


|  Device  PAL16R6    j       Fl         Display  Dir 


F2 


Enter  DOS 


F3 
F5 
F7 
F9 


+  next  field 

*  previous  field 

4.  previous  position 

■+  next  position 


STATUS:  All  OK 


Edit  PDS 

F4 

Program  Device 

PALASM2 

F6 

Software  Setup 

View  Data 

F8 

Supplementary 

Databook 

F10 

Help 

Key  Movements 

<esc>  =  return 

<esc><esc>  =  exit 
<esc><ret>  =  refresh 


1 : Disassemble  JEDEC 
2 :Disassemble  TRE 


[PgUp] , [PgDn) to  scroll 
<ESC>  to  exit 


<del>    =  delete 
<ins>    =  insert 
<home>  =  first  field 
<end>    =  last  field 


Figure  4-17 
Page  Two  of  the  PALASM2  Sub-menu 
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Run  the  Software 


3.  Select  Disassemble  JEDEC  by  pressing  <1  >. 
1  Disassemble  JEDEC 

4.  The  JEDEC  file  produced  by  the  assembler  is  now  disassembled.  The  lower  window 
displays  the  process.  The  status  line  displays  the  message 

Disassembling  JEDEC  file  <SUPER.JED> 

5.  When  the  disassembly  process  is  complete,  the  lower  window  displays  the  message 

%%JEDMAN%%  Program  successfully  completed.  Check  output 
files. 

The  status  line  displays  the  message 

All  OK. 

6.  Press  <esc>  to  close  the  menu  windows. 

To  view  the  disassembled  JEDEC  file,  select  the  View  Data  sub-menu.  Scroll  to  page  two 
as  shown  in  Figure  4-14  by  pressing  <PgDn>  or  <PgUp>.  Select  the  Disassembled  JEDEC 
option  by  pressing  <4>  on  your  keyboard. 

3.9 

Identify  Errors  In  The  Input  File 

PALASM  2  software  creates  the  following  files  that  are  useful  error  detection  tools: 
•     Run-time  Log 

Intermediate  TRE  files 
You  can  identify  the  design  errors  in  your  input  file  by  viewing  these  files. 


Run  the  Software 


3.9.1 

View  The  Run-Time  Log 

The  run-time  log  contains  any  errors  that  the  processes  discover.  The  messages  are  sent 
to  a  file  which  you  can  either  view  on  screen  or  print. 

It  is  important  to  remember  that  the  run-time  log  after  each  process  is  overwritten  by  the 
log  of  the  succeeding  process.  This  means  that  the  log  created  after  the  syntax  check 
process  is  overwritten  by  the  log  created  after  the  expansion  process.  Also,  the  log  files 
are  deleted  when  you  exit  the  menu.  If  you  want  to  maintain  each  log,  you  can  print  them 
at  the  end  of  each  process.  The  log  files  are  all  called  MENU. LOG.  (Also  see  the  note  on 
saving  the  file  at  the  end  of  this  section.) 

Note:  If  you  use  the  autorun  feature,  the  log  file  records  messages  from  all  the 
processes. 

To  view  the  run-time  log,  follow  these  steps. 

1 .  Select  the  View  Data  option  on  the  main  menu  by  pressing  <F7>. 
F7  View  Data 

The  menu  window  displays  the  View  Data  sub-menu. 

2.  Select  the  Run-time  Log  option  by  pressing  <1  >. 
1  Run-time  Log 

The  entire  screen  now  displays  the  run-time  log  for  the  last  process  you  ran.  You 
can  scroll  down  by  pressing  any  key. 

3.  To  print  the  log,  press  <P>. 

4.  To  return  to  the  main  menu,  press  <esc>. 

Note:  To  save  the  file,  select  the  DOS  option  on  the  main  menu  and  change  the  filename 
of  the  file  MENU. LOG. 


Run  the  Software 


3.9.2 

Disassemble  The  TRE  File 


PALASM  2  software  creates  an  intermediate  TRE  file  at  the  end  of  each  of  the  following 
processes: 

•  syntax  checking 
expansion  of  input  equations 

•  minimization  of  input  equations 


Figure  4-1 8  shows  when  you  can  disassemble  the  TRE  file. 


DISASSEMBLE  .TRE  FILE 


Check  The 
Syntax  Of  The 
Input  File 

Section  3.6.1 


Expand  The 
Input  Equations 

Section  3.6.2 


Minimize  The 
Input  Equations 

Section  3.6.3 


Assemble 
The  File 

Section  3.6.4 


DISASSEMBLE  .TRE  FILE 


DISASSEMBLE  TRE  FILE 


Simulate 
The  File 

Section  3.7 


Figure  4-18 
Disassemble  The  TRE  File 
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Run  the  Software 


The  software  uses  the  TRE  file  to  perform  processing  functions.  However,  you  are  given 
the  option  of  converting  the  TRE  file  to  a  Boolean  equation  input  file.  This  is  particularly 
useful  in  the  following  instances: 

•     When  your  input  file  was  originally  in  state  equations,  TRE  file  disassembly  performed 
after  expansion  gives  you  a  Boolean  equation  input  file. 

After  minimization,  TRE  file  disassembly  gives  you  an  input  file  with  the  equations 
minimized. 

To  disassemble  the  TRE  file  follow  these  steps  after  the  relevant  process. 

1 .  Select  the  PALASM2  option  on  the  main  menu  by  pressing  <F5>. 
F5  PALASM2 

The  menu  window  displays  page  one  of  the  PALASM2  sub-menu. 

2.  Scroll  down  to  page  two  by  pressing  <PgDn>.  The  menu  window  displays  page  two. 

3.  Select  Disassemble  TRE  by  pressing  <2>. 
2  Disassemble  TRE 

4.  The  lower  window  displays  the  TRE  disassembly  process.  The  status  line  displays 
the  message 

Disassembling  file  -  PALASM2 . TRE 

When  the  process  is  complete  the  status  line  message  reads 

All  OK 

5.  Press  <esc>  to  return  to  the  main  menu. 

The  TRE  file  is  stored  as  run-time  log.  The  procedure  to  view  the  TRE  file  follows. 

1 .  Select  the  View  Data  option  by  pressing  <F7>. 
F7  View  Data 

The  menu  window  displays  the  View  Data  sub-menu. 

2.  Select  Run-time  Log  by  pressing  <1  >. 
1  Run-time  Log 
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The  entire  screen  displays  the  disassembled  TRE  file. 

3.  To  scroll  down  press  any  key. 

4.  You  can  print  the  file  by  pressing  <P>. 

5.  To  return  to  the  main  menu,  press  <esc>. 

Note:  When  you  exit  the  menu,  the  file  will  be  deleted.  To  save  the  TRE  file,  select  the 
DOS  option  on  the  main  menu  and  change  the  filename  of  the  file  MENU. LOG. 

3.10 

Interpret  The  Assembly  Output  Files 

The  assembler  creates  the  following  output  files: 

•  the  fuse  map  SUPER.XPT 

•  the  JEDEC  SUPER.JED 

The  files  always  have  the  extension  .XPT  or  JED  as  shown  above. 

The  fuse  map  displays  the  programmed  and  unprogrammed  fuses  that  the  input  file 
specifies.  If  you  plan  to  simulate  your  design,  you  need  not  examine  this  file.  The  JEDEC 
is  read  by  the  device  programmer  and  contains  information  required  to  program  the 
device. 

3.10.1 

Interpret  The  Fuseplot 

Figure  4-19  displays  a  sample  fuseplot.  Notice  the  use  of  the  following  symbols. 

Unprogrammed  fuse  x 
Programmed  fuse 

If  you  want  to...  Then... 

View  the  JEDEC  file  Proceed  to  Section  3.1 0.2 

Run  PALASM  2  software  from  DOS,  Skip  to  Section  3.11 
instead  of  the  menu 

Build  a  Boolean  equation  design  Skip  to  Chapter  4 

Build  a  state  machine  design  Skip  to  Chapter  5 
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PAL16R6 

SUPER_FRAME 

11 

1111 

1111 

2222 

2222 

2233 

0123 

4567 

8901 

2345 

6789 

0123 

4567 

8901 

rt 
U 

XXXX 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 
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1 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

2 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

3 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

4 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

5 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

6 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

7 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

8 

 X 

9 

— X- 

10 
11 

— X- 

 X 

12 

xxxx 

xxxx 

xxxx 

xxxx 

XXXX 

xxxx 

xxxx 

xxxx 

13 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx' 

txxxx 

xxxx 

xxxx 

14 

xxxx 

xxxx 

xxxx 

xxxx 

xxxx 

KXXX 

xxxx 

xxxx 

xxxx 

xxxx 

xflkx 

xxxx 

xxxx 

XXXX 

xxxx 

xxxx 

UNPROGRAMMED 

\ 

FUSE 

PRODUCT 

PROGRAMMED 

TERM 

FUSE 

Figure  4-19 


The  SUPER.XPT  Fuse  Map 


3.10.2 

View  The  JEDEC  File 

The  JEDEC  file  is  programmer-readable  and  should  be  downloaded  to  the  device 
programmer.  Refer  to  Program  The  Device,  Chapter  7,  for  more  information.  Figure  4-20 
shows  a  sample  JEDEC  file. 


- 
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PAL16R6 
SUPER_FRAME* 
QP20*        '*# — 


TOTAL  PINS 


QF2  04  8*  ':;;»-,v,,,.i 

G0*F0*  "™*"^^-v~-^ 

L0256  1111111111111111  iTltWAlAjLi  1 1 1 1 1  * 

L0288  liiiiiiiiiiiiiiiiiiinoii i iftraftii, 

L0320  11111111111111011111111111111111* 
L0352  11111111111111111111111111101111* 
L0512  11111111111111111101111111111111* 
L0544  11111111111111111111111011111111* 
L057  6  11111111111111011111111111111111* 
L0608  11111111111111111111111111011111* 
L07  68  10111111111111111111111111111111* 
L0800  11111011011101111111111111111111* 
L0832  11111111111111011111111111111111* 
L1024  11111111111111011101111111111111* 
L1056  11111111111111101110111111111111* 
L1088  11111011011101111111111111111111* 
LI 120  10111111111111111111111111111111* 
L1280  11111111111111111111111011011111* 
L1312  11111011011101111111111111111111* 
L1344  11111111111111111110111011111111* 
L137  6  11111111111111011101110111111111* 
L1408  11111111111111101111111011111111* 
L1440  10111111111111111111111111111111* 
L1536  11111011011101111111111111111111* 
L1568  11111111111111111110111111101111* 
LI 600  11111111111111011101111011111111* 
LI 632  11111111111111101111111111101111* 
LI 664  1011111 1111 11111111100.1 1111 11111* 

■■::¥tf:  lb 


C607C* 
D325 


PROGRAMMED 


UNPROG RAMMED 
FUSE 


FUSE 


Figure  4-20 


The  JEDEC  Fuse  Data  from  SUPER.JED 
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3.11 

Run  The  Software  From  DOS 


PALASM  2  software  can  be  run  directly  from  DOS.  Call  the  programs  from  DOS  by 
entering  the  program  names  instead  of  using  the  PALASM  menu.  The  following  procedure 
briefly  describes  how  the  programs  are  invoked  directly. 


Create  The  Input  File 


Create  the  input  file  using  any  text  editor.  Remember  to  include  the  extension  .PDS  in  the 
input  filename.  Refer  to  Build  The  Boolean  Equation  Design,  Chapter  4,  or  Build  The  State 
Machine  Design,  Chapter  5  for  detail  on  how  to  create  the  design  that  becomes  your  input 
file. 


Check  The  Syntax 


The  following  procedure  describes  how  to  run  the  syntax  check  program. 


1 .     Insert  the  disk  containing  the  executable  files  in  drive  B.  Insert  the  disk  containing 
your  PDS  file  in  drive  A. 

Make  sure  that  the  operating  system  is  looking  at  both  drives  for  command  files.  The 
MS-DOS  command 


PATH  A:  \;B  re- 


takes care  of  this  requirement.  (If  you  are  using  a  hard  disk,  specify  drive  C  instead 
of  B.) 


2.     Enter  PARSE  FILENAME .  PDS<return>. 


The  software  checks  the  syntax  of  the  design  file  and  creates  an  intermediate  file, 
PALASM2.TRE,  on  the  default  drive.  It  also  creates  a  PARSE.LIS  file  that  contains  the 
input  file  error  messages. 


Expand  The  Input  Equations 


Enter  expand  <return>. 


Minimize  The  Input  Equations 

Enter  MINIMIZE  <return>. 

Assemble  the  Input  File 

Enter  XPLOT  <return>. 

Build  Simulation 

Enter  SIM  <return>. 

Additional  Processing  Options 

Enter  the  following  program  names  to  perform  additional  processing. 

JEDMAN  JEDEC  disassembly 

TREPL2  TRE  file  disassembly 

You  are  now  ready  to  build  your  own  design. 

To...  Proceed  to  ... 

Build  a  Boolean  equation  design  Chapter  4 

Build  a  state  machine  design  Chapter  5 
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4.  Build  a  Boolean  Equation  Design 


About  This  Chapter 

This  chapter  guides  you  through  building  a  Boolean  design  for  PALASM  2  software. 

To...  Refer  to  Section . . . 

Build  a  Boolean  equation  design  4.1 

Determine  the  polarity  of  an  output  4.2 

Tailor  the  design  for  specific  devices  4.3 

Verify  your  design  with  a  checklist  of  guidelines  4.4 


Build  a  Boolean  Equation  Design 


4.1 

Build  A  Boolean  Equation  Design 

A  Boolean  equation  design  specifies  logic  functions  for  programming  a  device  to  perform 
specified  tasks  and  give  specified  outputs.  The  design  is  constructed  using  a  text  editor 
and  must  contain  only  ASCII  characters.  Store  the  file  using  the  filename  format  of 
FILENAME. PDS.  PALASM  2  software  interprets  the  design  and  translates  it  into  a  JEDEC 
file  for  downloading  to  a  device  programmer. 

Figure  4-21  shows  the  structure  of  the  design. 


DECLARATION 

— 

EQUATIONS 


Figure  4-21 

Structure 

of  the  Boolean  Equation  Design 

Table  4-6  describes  each  segment  of  the  design. 

Table  4-6 

Description  of 

Boolean  Equation  Design  Segments 

Segment 

Description 

DECLARATION 

Design  identification,  device  and  pin  data,  string 
substitutions 

EQUATIONS 

Boolean  functions  that  define  outputs  in  terms 
of  inputs  and  feedback,  and  equations  that  define 
programmable  functions 

Build  a  Boolean  Equation  Design 


"Equations"  is  a  reserved  word.  The  software  reserves  certain  words  to  identify  design 
segments  and  information,  device  codes,  commands,  functions,  and  pin  defaults.  Do  not 
use  the  reserved  words  for  any  other  purpose.  Some  reserved  words  are  keywords  that 
identify  the  block  of  information  that  follows.  All  reserved  words  are  listed  in  General 
Syntax,  Section  4.1 .1 ,  item  5. 

The  general  syntax  rules  discussed  in  the  following  section  must  be  observed  to  build  a 
Boolean  design. 

4.1  .1 

General  Syntax 

The  following  general  syntax  rules  apply  to  building  the  Boolean  input  file. 

1 .  Maximum  line  length  is  1 28  characters  or  columns.  Data  beyond  the  limit  must  be 
placed  on  the  next  line. 

2.  Characters  are  upper  or  lower  case  alphanumeric,  spaces,  tabs,  and  underscores. 
Tabs  are  translated  as  spaces.  Unless  otherwise  stated,  never  use  '  ~  !  @  #  $  % 
*  &  -  {}  D  "  ?  <  or  > 

3.  Table  4-7  lists  characters  that  perform  special  functions.  Do  not  use  these 
characters  for  any  other  purpose. 

Table  4-7 

Special  Characters  and  Functions 


Character(s)  Function 


(Single  quote  or  apostrophe)  Delimits  string  characters  to  be 
substituted 

,  Pin  list  separator 

(     )  Enclose  pins  in  logic  expressions 

;  Precedes  comments  (text  the  software  does  not  see).  Exten- 

sive commenting  is  a  good  habit.  Comments  may  start 
anywhere  on  the  line  and  must  be  preceded  by  a  semi-colon  ( ; ) 


Table  4-7  (Continued) 


Special  Characters  and  Functions 


Character(s) 

Function 

/ 

NOT  or  active-low  value 

* 

AND 

+ 

OR 

■  J.  ■ 

XOR 

Combinatorial  output  equation  operator 

*_ 

Latched  output  equation  operator 

Registered  output  equation  operator 

Operator  precedence:  /*+:+: 

4.  For  a  programmable  polarity  part,  a  pin  with  the  same  polarity  in  the  pin  list  and  in  the 
equation  has  an  active-high  output.  A  pin  with  different  values  in  the  pin  list  and  the 
equations  has  an  active-low  output.  For  more  information,  refer  to  Polarity,  Section 
4.2. 

5.  PALASM  2  software  reserves  the  following  words  to  identify  design  segments  and 
information,  device  codes,  commands,  functions,  and  pin  defaults: 


AUTHOR 

DEFAULT_BRANCH 

BEGIN 

DEFAULT  OUTPUT 

CHECK 

DO 

CHIP 

ELSE 

CLKF 

END 

CLOCKF 

'  EQUATIONS 

CMBF 

FOR 

COMPANY 

GND 

CONDITIONS 

HOLD  STATE 

DATE 

IF 
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5.     Reserved  words  (continued): 


MASTER_RESET 

RSTF 

M  E  ALY_M  AC  H 1 N  E 

S 

MOORE_MACHINE 

SETF 

NC 

SIMULATION 

NEXTJSTATE 

STATE 

OR 

STRING 

OUTP  UT_ENABLE 

THEN 

OUTPUT_HOLD 

TITLE 

PATTERN 

TRACE_OFF 

POWER_UP 

TRACE_ON 

PRLDF 

TRST 

R 

VCC 

REVISION 

WHILE 

4.1.2 

Build  The  Declaration  Segment 

Information  in  the  Declaration  segment  helps  document  the  design  before  processing.  It 
also  defines  pin  names  and  string  substitutions.  This  segment  appears  first  in  the  design 
as  shown  previously  in  Figure  4-21 .  Figure  4-22  shows  the  keywords  and  information 
structure  of  the  segment. 
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DESIGN  HEADER 


TITLE 
PATTERN 
REVISION 
AUTHOR 
COMPANY 
DATE 

CHIP 


STRING 


What  the  design  is;  name  of  design 
File  name  or  pattern  number  or  other  ID 
Version  or  other  ID 
Designer  or  department  or  other  ID 
Company  or  division  or  other  ID 
Build  date  or  current  date  or  other 


DEFINITIONS 


Description  or  file  name  or  other  Device  name 
Signal  names  and  their  polarity  assigned  to  pins 


Name  of  string 


'  Characters  to  substitute ' 


Figure  4-22 
Structure  of  the  Declaration  Segment 


The  design  header  helps  document  and  identify  the  design.  The  software  inserts  the 
header  into  the  output  files  to  help  identify  them  also.  You  may  omit  any  part  of  the 
Declaration  segment  except  the  CHIP  keyword  and  definition;  PALASM  2  software 
requires  them  to  process  the  design.  When  any  part  of  the  design  header  is  omitted,  the 
software  issues  a  warning  message  during  assembly  and  continues  processing. 

Information  for  the  design  header  contains  up  to  24  significant  characters  after  the 
keyword  and  extra  blank  spaces.  Characters  beyond  24  are  truncated  during  processing. 
Definitions  for  CHIP  and  STRING  have  the  special  syntax  described  below. 

4.1.2.1 

CHIP  Syntax 

The  CHIP  definition  is  required  to  process  the  design.  It  provides  information  about  the 
device  and  pins.  CHIP  syntax  requires  three  entries: 
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Syntax 

CHIP       Description  or  file  name  or  other        Device  name 
Signal  names  and  values  assigned  to  pins  (pin  list) 
Figure  4-23  lists  each  entry,  describes  its  specific  syntax  and  shows  an  example. 


1  Description  or  filename  or  other  2  Device  name 

1  letter  followed  by  up  to  1 3  alphanumeric  Any  device  supported  by  the  software  (Chapter 

characters  \  1  contains  the  complete  list  of  devices) 


L 


CHIP  NOT  REAL  1  PAL16R8 


;PINS     1  2  3  4  56789  10 

CLOCK     DCLOCK  SEN1     SEN2     12       /I 3     /14     15       /I 6  GND 

;PINS     11       12       13  14       15       16       17       18       19  20 

SDI     NC         RESET     SDO     TOPI     BOT1  TOP2  BOT2  MID  VCC 


3  Signal  names  and  polarity  assigned  to  pins  (pin  list) 


Sequential  list  of  signal  names  and  their  polarities  for  the  pins  of  the  device.  Begin  a  name 
with  a  letter  and  follow  it  with  up  to  13  alphanumeric  characters.  Place  a  slash  ( / )  before  the 
name  to  indicate  active-low;  otherwise,  the  signal  is  active-high.  Separate  names  by  commas, 
blank  spaces,  or  carriage  returns.  Label  unused  pins  NC  (no  connect).  GND  and  VCC 
are  reserved  words  and  must  be  placed  on  ground  and  power  pins. 


Figure  4-23 
CHIP  Syntax  and  Pin  List 


Notice  the  commented  lines  of  pin  numbers  in  Figure  4-23.  Commenting  the  pin  numbers 
helps  identify  signal  names  and  pin  numbers  for  writing  equations.  Using  mnemonic 
phrases  or  names  for  pins  (e.g.,  CLOCK  for  the  clock  pin)  also  makes  writing  equations 
easier  and  helps  document  the  design. 


4.1.2.2 


STRING  Substitution  Syntax 


Substituting  a  frequently  used  string  of  characters  with  an  identifier  is  optional.  You  may 
know  from  the  design's  purpose,  the  device  logic  diagram,  and  the  CHIP  definition  which 
combinations  of  pins  will  be  used  frequently  before  writing  any  equations.  You  can  add 
string  definitions  to  the  Declaration  segment  as  the  design  progresses.  If  you  use 
strings,  two  entries  must  follow  the  STRING  keyword: 


The  single  quotes  ('...')  are  delimiters  that  identify  the  characters  for  substitution. 
Figure  4-24  lists  each  entry  and  its  specific  syntax  and  shows  two  examples. 


1  String  name 

Unlimited  number  of  alphanumeric 


Syntax 


STRING 


String  name     '  Characters  or  previously  defined  string  names 
to  substitute ' 


characters 


DELIMITER 


Number  of  strings  limited  by  computer  . 

memory                     X  *f 

STRING  INPUT    1   Al   +  /A2  +  A3  ' 

STRING  INPUT  ALL   '     (Al  +   /A2  +  A3) 


Must  be  delimited  with  single  quotes 


Figure  4-24 


STRING  Information  and  Syntax 
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In  Figure  4-24,  notice  that  parentheses  were  added  to  the  INPUT  string  to  form  the  string 
entitled  INPUTALL.  The  difference  between  how  /INPUT  and  /INPUT_ALL  are  compiled  i 
shown  in  Table  4-8. 


Table  4-8 

Compilation  of  String  Definitions  in  Figure  4-24 


String  Term 

Software  Compilation 

/INPUT 

/Al  +  /A2  +  A3 

/ INPUT_ALL 

/ (Al  +  /A2  +  A3) 

=  /Al  *  A2  *  /A3 

Figure  4-25  shows  a  sample  Declaration  segment. 


TITLE  NOT_REAL_6 

AUTHOR       J.  ENGINEER 

CHIP           NOT_REAL_6  PAL16R4 

;PINS  1            2            3        4        5     6  7 

8 

9 

10 

CLOCK     DCLOCK  SEN1  SEN2  Al  /A2  A3 

GND 

NC 

GND 

;PINS  9       10  11     12     13       14       15     16  17 

18 

19 

20 

SDI  NC  RST  SDO  TOPI  BOT1  MID  NC  NC 

NC 

NC 

VCC 

STRING  INPUT    '   Al  +  /A2   +  A3  1 

STRING  INPUT_ALL   1     (Al  +  /A2  +  A3)  ' 

Figure  4-25 
Sample  Declaration  Segment 
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Build  The  Equations  Segment 

The  Equations  segment  contains  Boolean  functions  and  equations  for  programmable 
functions  that  define  outputs  in  terms  of  inputs  and  feedback.  The  equations  determine 
which  fuses  are  programmed. 

The  keyword 

EQUATIONS 

is  required  to  identify  this  segment  of  the  design. 

The  syntax  of  an  equation  depends  on  the  function  it  performs.  The  following  sections 
discuss  the  purpose  and  syntax  of  combinatorial,  registered,  latched,  and  functional 
equations. 

4.1.3.1 

Combinatorial  Equations 

Combinatorial  equations  combine  signals  for  immediate  output: 
Syntax 

Output_Pin  =  Signal  *  Signal  *  . . . 
+  Signal  *  Signal 


The  combination  of  signals  on  the  right  of  the  =  define  the  output  signal  on  the  left.  This 
output  signal  can  be  active-high  (Output_Pin)  or  active-low  (/Output_Pin).  (Polarity, 
Section  4.2,  contains  more  details  about  polarity.).  Figure  4-26  shows  a  sample  CHIP 
entry  (not  part  of  the  Equations  segment)  and  combinatorial  equations. 
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On  devices  with  programmable  polarity,  the  polarity  fuse  is  programmed  or  left  intact 
according  to  the  polarities  given  on  the  left  side  of  the  equation  and  those  defined  in  CHIP. 
When  these  two  polarities  are  the  same,  the  fuse  is  programmed,  giving  an  active-high 
output.  When  the  two  polarities  differ,  the  fuse  is  left  intact,  leaving  the  output  active-low. 
Polarity,  Section  4.2,  contains  more  discussion. 

In  Figure  4-26,  equations  for  outputs  Y  and  Z  have  the  same  polarity  as  in  the  pin  list, 
indicating  an  active-high  output.  On  the  programmable-polarity  PAL16P8,  the  outputs  will 
be  programmed  as  active-high.  On  the  active-low  PAL1 6L8,  these  equations  would 
cause  an  error  because  an  active-high  output  is  not  allowed.  Specifying  active-low 
outputs  for  the  active-high  PAL10H8  would  also  cause  an  error. 
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Registered  Equations 

Registered  equations  generate  logic  functions  for  devices  with  registered  outputs.  For 
example,  each  output  of  the  PAL16R8  device  is  a  registered  output: 

Syntax 

Output_Pin  :=   Signal  *  Signal  * . . . 

+  Signal  *  Signal  * . . . 


The  combination  of  signals  on  the  right  of  :=  defines  the  next  value  of  the  output  signal  on 
the  left.  This  output  signal  can  be  active-high  (Output_Pin)  or  active-low  (/Output_Pin). 
(Polarity,  Section  4.2,  contains  more  details  about  polarity.)  Figure  4-27  shows  a  sample 
CHIP  entry  (not  part  of  the  Equations  segment)  and  registered  equations. 
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CHIP     POLAR  EXMPL  PAL16RP8 


;PINS  1 

CLK 


2 
A 


4 

C 


5 
D 


6  7 
/E  /F 


8        9  10 
NC      NC  GND 


;PINS    11      12         13      14      15      16      17      18      19  20 
NC      Y  /Z         W      /V      NC         NC      NC      NC  VCC 


EQUATIONS 

Y  :=  A  *  B 

+  /C  *  D 
/Z    :=  E  *  F 

+  /F  *  /E 
/W    :=  E 

V  :=  /F 


Figure  4-27 
Sample  CHIP  Entry  and  Registered  Equation 


In  most  cases,  the  clock  to  the  register  is  a  dedicated  clock  pin.  For  example,  on  the 
PAL16R8,  pin  1  is  the  clock  pin.  On  the  PAL20RA10,  a  special  product  term  generates 
the  clock.  (Refer  to  PAL  16RA8  And  PAL20RA 10  Special  Considerations,  Section  4.3.5, 
for  more  information.) 

The  transition  at  the  output  of  the  register  takes  place  on  the  rising  edge  of  the  clock. 
This  output  signal  can  be  active-high  (output)  or  active  low  (/output). 

4.1.3.3 

Latched  Equations 

Latched  equations  generate  logic  functions  for  devices  with  latched  outputs.  For 
example,  each  output  of  the  PAL1 0H20G8  device  may  be  used  as  a  latched  output: 
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Syntax 

Output_Pin  *=  Signal  *  Signal  * . . . 

+    Signal  *  Signal  * . . . 
+ 

The  signals  on  the  right  of  *=  define  the  output  pin  on  the  left.  This  output  signal  can  be 
active-high  (Output_Pin)  or  active-low  (/Output_Pin).  (Polarity,  Section  4.2,  contains 
more  information.) 

4.1.3.4 

Functional  Equations 

Functional  equations  define  these  special  programmable  functions: 

•  Clock  (PAL1 6RA8  and  PAL20RA1 0  only;  refer  to  PAL16RA8  And  PAL20RA1 0  Special 
Considerations,  Section  4.3.5.) 

•  Set 
Reset 
Three-state 

Registered/Combinatorial  output  selection  (PAL32VX1 0  only;  refer  to  PAL32VX10 
Special  Considerations,  Section  4.3.7) 

Some  devices  offer  individually  programmable  output  functions.  Individually 


programmable  functions  can  be  defined  for  each  output.  The  PAL1 6RA8  and  PAL20RA1 0, 
for  example,  are  individually  programmable  output  devices. 

Refer  to  Tailor  the  Design  for  Specific  Devices,  Section  4.3,  for  more  details  about 
devices  with  programmable  outputs.  The  following  sections  discuss  globally 
programmable  set  and  reset  equations,  and  individually  programmable  three-state 
equations. 

The  Programmable  Set  And  Reset  Functions 

The  set  function  creates  a  logic  1  at  a  register;  the  reset  creates  a  logic  0. 

When  set  and  reset  are  globally  programmable,  a  fictional  25th  pin  must  be  named  after 
VCC  in  the  pin  list: 

4 
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Example 

;PINS        18         19        20        21        22        23        24  25 

OUTl     ODT2     OUT3     OUT4     OUT5     OUT6     VCC  GLOBAL 

The  options  for  specifying  global  set  and  reset  in  the  Equations  segment  are: 

Syntax 

Options  for  set: 

25th_Pin.SETF  =  GND                               (Default:  always  disabled) 
25th_Pin.SETF  =  VCC                                 (Always  set) 
25th_Pin.SETF  =  One_Product_Term 

When  the  product  term  is  true,  the  registers  are  set. 

Options  for  reset: 

25th_Pin.RSTF  =  GND                                 (Default:  always  disabled) 
25th_Pin.RSTF  =  VCC                                 (Always  reset) 
25th_Pin.RSTF  =  One_Product_Term 

When  the  product  term  is  true,  the  registers  are  reset: 

Example 

GLOBAL. SETF  =  A  *  /B 
GLOBAL. RSTF  =  /A  *  B 

Individually  programmable  set  and  reset  for  the  PAL1 6RA8  and  PAL20RA1 0  are 
discussed  in  PAL16RA8  And  PAL20RA10  Special  Considerations,  Section  4.3.5. 

The  Programmable  Three-State  Function 

When  the  device  has  individually  programmable  three-state,  any  outputs  may  be  put  in  a 
logic  off  (high  impedance)  state: 

Syntax 

Output_Enable_Pin.TRST  =  VCC                   (Always  enabled) 
Output_Enable_Pin.TRST  =  GND                    (Default  unless  an  equation  is 

defined  for  that  pin) 
Output_Enable.TRST  =  One_Product_Term  (User-defined) 
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Enabled  means  visible  output  (three-state  buffer  is  high);  disabled  means  no  output 
(three-state  buffer  is  low).  This  syntax  applies  whether  the  outputs  are  registered  or 
combinatorial: 

Example 

014    :=  A  *  /B 
014.TRST  =  C  *  /I4 

The  output  is  enabled  when  the  three-state  equation  product  term  is  true. 


Polarity 

Some  devices  have  fixed  active-high  or  active-low  outputs.  Some  devices  have 
programmable  output  polarity.  To  achieve  the  desired  polarity  on  an  output,  the  signals  in 
your  design  must  be  defined  correctly.  The  factors  that  determine  the  polarity  of  an 
output  are: 

Whether  the  device  has  fixed  or  programmable  output  polarity 

Whether  the  polarity  of  the  output  pin  name  in  the  pin  list  and  on  the  left  side  of  an 
equation  operator  is  the  same  or  opposite 

4.2.1 

Programmable  Polarity 

Note:  To  define  polarity  for  the  PAL32VX10,  refer  to  PAL32VX10  Special  Considerations, 
Section  4.3.7. 

The  relationship  between  the  signal  in  the  pin  list  and  the  signal  in  the  Boolean  equation 
has  a  direct  bearing  on  the  polarity  of  the  output  pin.  To  achieve  the  desired  program- 
mable output  polarity,  you  must  define  the  signals  in  the  pin  list  and  Boolean  equation 
appropriately. 

When  the  polarities  of  a  signal  in  the  pin  list  and  in  the  equation  are  the  same,  the  output 
polarity  is  active-high.  When  the  polarities  of  a  signal  in  the  pin  list  and  in  the  equation  are 
different,  the  output  polarity  is  active-low.  As  an  example  of  programmable  polarity, 
Figure  4-28  shows  that  for  pin  12,  while  the  signal  in  the  pin  list  is  active-low  (/01),  the 
signal  in  the  equation  is  active-high  (01).  This  programs  the  output  polarity  for  pin  12  as 
active-low  (/01 )  because  the  two  signals  have  different  polarities. 
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SIGNAL  AS 
USER- 
DEFINED 
PIN  NAME 


SIGNAL  IN 
BOOLEAN 
EQUATION 


Figure  4-28 

Comparison  of  Polarity  in  Pin  List  and  Equations 

Table  4-9  summarizes  the  polarity  of  signals  for  active-low  output. 
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Table  4-9 

Summary  of  Signals  for  Active-Low  Output 
Output  Polarity  Pin  List  Boolean  Equation 


Active-low                       Active-low  Active-high 

/01                               /01  01 

OR 

Active-high  Active-low 

01  /01 


Table  4-10  lists  the  output  polarity  for  the  four  possible  combinations  of  signals  in  the  pin 
list  and  the  equations. 


Table  4-10 


Table  for  Determining  Output  Polarity 


Signal  in  Boolean  Equation 


s  /s 

S 

HIGH  LOW 

Signal  in 

Pin  List 

/S 

LOW  HIGH 

Output  Polarity 

Using  Table  4-10  makes  defining  equations  simple.  If  we  want  the  output  polarity  to  be 
active-high,  one  possible  combination  is  to  use  /S  in  the  pin  list  and  /S  in  the  Boolean 
equation. 
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Figure  4-29  summarizes  all  possible  pin  list  and  equation  polarity  combinations  for  a  partial 
pin  list. 


ACTIVE-LOW 
OUTPUT 


ACTIVE-HIGH 
OUTPUT 


; Partial  Pin  List 

;PINS     13     14     15     16     17  18 
01     02     /03  /04  05  06 


EQUATIONS 


/01:=  A  *  /B 


03:=  A 


02:=  A 


/B 


/B 


/04:=  A  *  /B 


;01  is  high  in  the 
;pin  list,   low  in 
;the  equation 

03  is  low  in  the 
pin  list,   high  in 
the  equation 

;02  is  high  in  the 
;pin  list,  high  in 
;the  equation 

;04  is  low  in  the 
;pin  list,  low  in 
;the  equation 


Figure  4-29 

Summary  of  Output  Polarity  for  Programmable  Polarity  Parts 


Note:  It  is  important  to  remember  that  on  some  programmable  polarity  parts,  the  polarity 
fuse  is  located  before  the  register.  It  does  not  affect  the  set  or  reset  function  of  the 
output.  If  no  equation  is  defined  for  an  output,  the  polarity  fuse  is  left  intact. 


£1 
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Fixed  Polarity 

While  any  combination  in  Figure  4-29,  works  on  a  programmable  polarity  device,  fixed 
polarity  active-low  devices,  such  as  PAL16L8,  do  not  accept  the  same  polarity  in  both  the 
pin  list  and  the  Boolean  equation.  The  combinations  these  devices  accept  are  /S  in  the  pin 
list  and  S  in  the  equation  or  vice  versa  for  a  fixed  active-low  output. 

For  a  fixed  active-high  output  device,  the  polarities  in  the  pin  list  and  in  the  equation  must 
be  the  same  (S  . .  .  S  or  /S  .  . .  /S).  If  active-high  output  is  specified  for  an  active-low 
output  device,  or  if  active-low  output  is  specified  for  an  active-high  output  device,  errors 
occur. 

4.3 

Tailor  The  Design  For  Specific  Devices 

This  section  provides  general  considerations  for  designing  with  PLS  and  PAL  devices, 
and  specific  considerations  for  designing  with  the  following  devices: 

•  PAL10H20G8 

•  PAL1 6RA8  and  PAL20RA1 0 

•  PAL22V10 

•  PAL32R16 

•  PAL32VX1 0 

Only  the  special  functions  and  features  not  discussed  previously  are  included  in  this 
section. 
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PLS  Device  General  Considerations 

When  designing  with  any  PLS  device,  consider  the  following  items. 

1 .  PLS  devices  have  S-R  flip-flops  instead  of  D  flip-flops.  Each  output  equation 
requires  two  equations,  one  for  S  and  one  for  R: 

Syntax 

Output_Pin.S  :=  Product_Terms 
Output_Pin.R  :=  Product_Terms 

The  total  supply  of  product  terms  for  the  device  determines  the  number  of  product 
terms  for  each  equation  because  the  device  allows  product  term  steering.  The 
polarity  of  the  output  pin  in  the  equations  must  be  the  same  as  declared  in  the  pin 
list. 

2.  PLS  devices  have  buried  register  nodes.  A  buried  register  can  be  used  for  feeding 
back  a  signal  into  the  array;  it  cannot  send  its  output  to  an  output  pin.  Assign  a 
name  to  each  node  after  VCC  in  the  pin  list  beginning  with  the  earliest  node: 

Example 

CHIP   INPUT_OUTPUT  PLS105 

CLK  12  13  14  15  16  17  18  19  O10  Oil  NC  NC  GND 

013  014  015  016  OE  118  119  120  121   122  123  NC  NC  VCC 

PO    PI   P2    P3   P4  P5 

Write  equations  for  the  buried  nodes  using  the  same  syntax  as  for  output  pins. 

3.  PLS  devices  have  a  complement  array  for  inverting  signals,  which  can  be  used  to 
save  product  terms.  Assign  a  name  for  the  complement  array  after  the  buried 
nodes: 

Example 

CHIP   INPUT_OUTPUT  PLS105 

CLK  12   13   14   15  16   17   18   19  010  Oil  NC  NC  GND 

013  014  015  016  OE  118  119  120  121   122  123  NC  NC  VCC 

PO  PI  P2  P3  P4  P5  COMP 

If  you  want  to  use  the  complement  array,  define  it  once  in  the  Equations  segment: 
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Example 

/COMP  =  12  *  13 
+  14  */I5 

Notice  that  the  polarity  of  the  complement  array  on  the  left  side  of  the  equation  must 
be  the  opposite  of  the  polarity  defined  in  the  pin  list.  You  may  use  it  as  a  term  in  the 
equations  as  often  as  needed: 

Example 

OILS    :=  COMP  *  16  *  17 
+  19  */I10 

Notice  that  when  you  use  the  array  as  a  term  of  an  expression,  it  has  the  same 
polarity  as  in  the  pin  list. 

4.     PLS  devices  have  a  dedicated  programmable  pin  for  preset  or  output  enable 
(PR/OE).  It  controls  either  the  asynchronous  preset  of  all  registers  to  high  or 
controls  the  three-state  output  buffers  of  the  output  registers.  By  programming  the 
PR/OE  pin  to  control  the  three-state  output  buffers,  the  preset  function  is 
permanently  disabled.  Otherwise,  the  default  is  that  preset  is  programmed. 

To  program  the  pin  as  preset,  define  a  SETF  functional  equation  for  any  or  all  buried 
nodes  and  outputs: 

Syntax 

Any_Output_Pin.SETF  =  Name_of_PR/OE_Pin 
Any_Buried_Node.SETF  =  Name_of_PR/OE_Pin 

Example 

015. SETF  =  OE 
PI. SETF  =  OE 

The  PR/OE  pin  must  be  asserted  high  to  activate  the  preset.  The  output  pin  or 
buried  node  cannot  have  a  slash,  / ,  in  front  of  it. 

To  program  the  pin  as  output  enable,  define  a  three-state  functional  equation  for  any 
or  all  outputs: 
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4.3.2 
PAL 


Syntax 

Any_Output_Pin.TRST  =  Name_of_PR/OE_Pin 
Example 

Oil .TRST  =  /OE 

The  PR/OE  pin  must  be  asserted  low  to  enable  outputs.  The  output  pin  or  buried 
node  cannot  have  a  slash,  / ,  in  front  of  it. 

Note:  Define  .SETF  or  TRST;  not  both. 


Device  General  Considerations 

The  following  general  considerations  apply  to  PAL  devices. 

1 .  The  number  of  product  terms  is  fixed  for  each  output.  Therefore,  the  fixed  number  of 
terms  allotted  to  that  output  determines  the  number  of  product  terms  allowed  for  the 
equation  for  that  output. 

If  the  device  has  product  term  steering,  then  the  number  of  product  terms  for  an 
equation  is  limited  by  the  number  of  terms  allotted  to  each  pair  of  outputs.  For 
example,  if  a  pair  of  outputs  has  eight  product  terms,  you  can  use  five  for  one  output 
and  three  for  the  other. 

2.  Run  the  EXPAND  program  to  translate  XOR  gates  into  AND  and  OR  gates  or  to 
expand  nested  parentheses. 


4.3.3 
PAL 


0H20G8  Special  Considerations 

1 .  The  PAL1 0H20G8  has  programmable  latched  or  combinatorial  outputs. 

2.  To  use  a  PAL10H20G8  I/O  pin  as  an  input,  refer  to  Controlling  Output  Enable  With 
SETF  in  Section  6.2.1.2. 

Remember  that  the  symbol  *=  is  the  latched  equation  operator. 

3.  On  the  PAL10H20G8,  pins  1  and  13  may  be  used  as  a  latch  enable  or  as  regular 
inputs. 


PAL22V10  Special  Considerations 


When  designing  with  the  PAL22V10  device,  consider  the  following  items. 

1 .  The  three-state  function  can  be  controlled  using  an  individually  programmable  three- 
state  function  for  each  output  (refer  to  Functional  Equations,  Section  4.1 .3.4  for  the 
syntax). 

The  default  for  a  combinatorial  equation  with  no  TRST  function  is  VCC. 

2.  You  can  program  combinatorial  or  registered  equations  by  using  the  =  or  := 
operators  to  define  the  outputs. 

3.  To  use  an  I/O  pin  permanently  as  an  input,  do  not  use  the  pin  as  an  output  on  the  left 
side  of  the  equation.  Use  the  pin  only  as  an  input  on  the  right  side  of  the  equation 
operator  to  define  other  outputs. 

4.  Pin  1  may  be  used  as  a  clock  and  as  an  input  for  combinatorial  or  registered  output  in 
the  same  design. 

5.  The  synchronous  global  preset  sets  all  registers  to  high.  Define  a  fictional  25th  pin 
after  VCC  in  the  pin  list  to  serve  as  the  global  preset.  Define  this  function  once  in  the 
design: 

Syntax 

25th_Pin.SETF  =  One_Product_Term 


Refer  to  Controlling  Output  Enable  With  SETF  in  Section  6.2.1 .2  for  how  to  control 
this  function  in  simulation. 
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The  asynchronous  global  reset  sets  all  registers  to  low.  Define  a  fictional  25th  pin 
after  VCC  in  the  pin  list  to  serve  as  the  global  reset.  Define  this  function  once  in  the 
design: 

Syntax 


25th_Pin.RSTF  =  One_Product_Term 

Refer  to  Controlling  Output  Enable  With  SETF  in  Section  6.2.1 .2  for  how  to  control 
this  function  in  simulation. 


4.3.5 

PAL16RA8  And  PAL20RA10  Special  Considerations 

In  addition  to  the  programmable  set,  reset,  and  three-state  functions,  the  PAL16RA8  and 
PAL20RA10  offer  a  programmable  clock.  The  programmable  clock  function  allows  you  to 
clock  individual  output  signals.  The  software  indicates  an  error  if  a  clock  function  is 
defined  for  a  combinatorial  output  because  combinatorial  output  has  no  clock.  If  no  clock 
function  is  defined  for  a  registered  output,  the  software  issues  an  error. 

Table  4-1 1  shows  the  syntax  for  PAL1 6RA8  and  PAL20RA10  functional  equations. 
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Table  4-11 


Syntax  for  PAL16RA8  and  PAL20RA10  Functional  Equations 


Pi  inrtinn 

Quntav 
OyllLaA 

Fvamnlo 

Set 

Output_Pin.SETF  =  VCC  (Bypass  register  with 

reset  also  high) 
Output_Pin.SETF  =  GND  (Default) 
Output_Pin.SETF  =  One_Product_Term 

OUT 

SETF  = 

A  * 

/B 

Reset 

Output_Pin.RSTF  =  VCC  (Bypass  register  with 

set  also  high) 
Output_Pin.RSTF  =  GND  (Default) 
Output_Pin.RSTF  =  One_Product_Term 

OUT 

RSTF  = 

/A  *  B 

Clock 

Output_Pin.CLKF  =  GND  (Default:  no  clock) 
Output_Pin.CLKF  =  Name_of_Pin_Used_as_Clock 
Output_Pin.CLKF  =  lnput_Product_Term 

OUT 
OUT 

CLKF  = 
CLKF  = 

CLK 
A  * 

B  *  /C 

Three-state 

Output_Pin.TRST  =  VCC  (Default:  output  enabled) 
Output_Pin.TRST  =  GND  (Default  unless  an 

equation  is  defined) 
Output_Pin.TRST  =  One_Product_Term 

OUT 

TRST  = 

C  * 

You  can  bypass  the  register  by  asserting  both  set  and  reset  high  in  two  different  ways. 
One  way  is  to  be  explicit  for  each  registered  output: 

Example 

OUT  :=A+/B+D*E  ; Output  defined  as  registered 

OUT. SETF  =  VCC  ; SETF  always  true 

OUT. RSTF  =  VCC  ; Reset  always  true 

OUT. CLKF  =  GND 

The  other  way  is  to  be  implicit  by  writing  a  combinatorial  equation  for  the  output: 

OUT  =A+/B+D*E  ; Output  defined  as 

; combinatorial  -  no  clock 

In  the  implicit  case,  the  software  automatically  assigns  the  set  and  reset  functions  to  VCC 
and  the  clock  function  to  GND. 
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In  some  cases,  you  might  want  to  use  the  register  without  the  set  and  reset  functions: 


Example 

Being  explicit: 

OUT    :=  A  +  /B 

OUT.SETF  =  GND 

OUT.RSTF  =  GND 

OUT.CLKF  =  CLK 


Being  implicit: 

OUT   :=  A  +  /B 
OUT.CLKF  =  CLK 


The  software  assigns  the  set  and  reset  functions  to  GND  by  default. 

Note:  If  you  define  output  as  combinatorial  (  = ),  the  default  value  for  both  set  and  reset  is 
VCC.  If  you  define  output  as  registered  (  :=  ),  the  default  value  for  both  set  and  reset  is 
GND. 


4.3.6 

PAL32R16  And  PAL64R32  Special  Considerations 

You  can  program  the  outputs  of  the  PAL32R1 6  as  registered  or  combinatorial,  in  banks  of 
eight.  The  equation  operator  determines  the  function.  If  you  use  :=  ,  the  output  is 
registered;  if  you  use  =  ,  the  output  is  combinatorial.  All  outputs  within  a  bank  must  be 
configured  the  same  way. 


4.3.7 

PAL32VX1 0  Special  Considerations 

In  addition  to  global  set  and  reset  functions,  the  PAL32VX1 0  has  associated  with  it  the 
following  architectural  features  unique  in  the  PAL  device  family: 

Each  register  can  be  buried  so  that  its  contents  cannot  be  observed  directly  on  the 
output  pin. 


Each  output  has  an  internal  exclusive-OR  gate  which  can  either  be  used  as  such  or 
as  a  polarity  inverter,  depending  on  the  application.  The  XOR  gate  also  allows  the 
user  to  create  D,  T,  J-K,  or  S-R  flip-flop  types.  In  addition,  you  can  set  outputs  as 
registered  or  combinatorial  (and  set  the  register  type)  dynamically,  specifying  the 
option  you  want  with  a  product  term. 
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To  use  these  special  features,  observe  the  following  special  rules. 

1 .  The  pin  list  for  a  PAL32VX10  includes  the  expected  pin  names,  with  VCC  followed  by 
a  fictional  pin  name  used  to  specify  global  set  and  reset  functions.  This  is  followed 
by  ten  names  that  specify  the  nodes  located  at  the  /Q  outputs  of  the  internal 
registers  at  pins  14  through  23: 

Example 

CHIP  INPUT_OUTPUT  PAL32VX10 

CLK  12  13  14  15  16  17  18  19  110  111  GND 

113  014  015  016  017  018  019  020  021  022  023  VCC 

GLOBAL  R14  R15  R16  R17  R18  R19  R20  R21  R22  R23 

The  relationship  between  the  internal  registered  node  names  and  output  names  in 
the  pin  list  above  is  that  R14  corresponds  to  014. 

2.  When  you  want  the  output  to  be  a  registered  function  of  product  terms,  you  must 
define  it  this  way  at  the  buried  registered  node.  You  must  then  define  the  output  pin 
as  the  internal  register.  If  you  want  the  register  to  be  used  only  for  feedback,  do  not 
define  the  output  pin  as  the  internal  register: 

Syntax 

lnternal_Register  :=  Sum_of_Product_Terms 
Output_Pin  :=  lnternal_Register 

or 

/lnternal_Register  :=  Sum_of_Product_Terms 
Output_Pin  :=  /lnternal_Register 

depending  on  your  polarity  preference.  Notice  that  the  internal  register  always  has 
the  same  polarity  in  both  equations. 

Example 

R14   :  =  12  *  13 
0UT14    :=  R14 

Note:  If  you  want  the  output  from  the  buried  register  to  be  visible,  the  output  pin 
must  be  defined  as  a  function  of  the  buried  register. 

3.  When  you  want  the  output  to  be  a  combinatorial  function  of  product  terms,  define  the 
output  node  with  the  =  operator.  In  this  case,  the  buried  registered  node  must  not  be 
defined.  Use  the  regular  combinatorial  equation  (  =  )  notation. 
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4.  Because  there  is  only  one  AND/OR  array  for  each  output,  you  can  define  either  the 
internal  node  or  the  output  node  as  a  sum  of  products,  but  not  both.  Follow  rules  2 
and  3  above  for  defining  registered  or  combinatorial  outputs  to  meet  this 
requirement. 

5.  The  PAL32VX10  has  only  one  exclusive-OR  gate  per  output.  Each  output  equation 
can  therefore  contain  at  most  one  exclusive-OR  function  (of  two  terms).  If  you  use 
the  exclusive-OR  gate  in  your  equation,  then  you  must  not  also  use  it  as  a  polarity 
inverter.  Thus,  if  you  define  an  internal  node  or  output  node  with  an  exclusive-OR, 
its  polarity  must  be  opposite  of  that  given  in  the  pin  list: 

Example 

/R14   :  =  12   :+:   16  *  15  +  17  *  /I8 
if  R14  is  the  name  used  in  the  pin  list. 

6.  Defining  output  polarity  for  the  PAL32VX10  is  currently  different  from  other  devices. 
Observing  the  following  guidelines  will  provide  upward  compatibility  with  future 
PALASM  2  software. 

The  polarities  of  the  output/output  feedback  path  and  the  register  feedback  path  are 
determined  as  a  pair.  The  polarity  of  one  path  depends  on  the  polarity  of  the  other 
path.  Figure  4-29A  shows  the  PAL32VX1 0  macrocell  with  the  signal  and  path  names 
that  this  discussion  uses. 
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OUTPUT  FEEDBACK 
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Figure  4-29A 
The  PAL32VX10 


Table  4-12  lists  the  four  polarity  pairs  of  the  output/output  feedback  and  the  register 
feedback  paths  for  signal  S2. 

Table  4-12 

Polarity  Pairs  of  Output/Output  Feedback  and  Register  Feedback  Paths 
for  Signal  S2 


Output/Output  Feedback 
(FB2) 


Register  Feedback 
(FB1) 


S2 
S2 
/S2 
/S2 


S2 
/S2 
/S2 
S2 
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You  have  only  one  option  for  selecting  each  pair  of  paths  (for  example,  S2.S2).  The 
option  comprises  two  factors: 

•     how  the  output  pin  is  defined  in  the  pin  list  and  in  the  equaton 

how  the  register  is  defined  in  the  pin  list  and  the  equation 

Table  4-13  lists  the  four  options  for  path  polarities  for  signal  S2  and  the  corresponding  pin 
list/equation  polarity  option  for  output  signal  O  and  register  signal  R.  Please  use  only 
these  combinations  to  program  the  paths. 


Table  4-13 

Options  for  Path  Polarities  and  Specifying  Output  Pin  Polarity  for  Signal  O  and  Register  Polarity  for  Signal  R 


Output/ 
FB2Polaritv 

FB1  Polarity 

Option 

FB2 

FB1 

Pin  List 

Equation 

Pin  List  Equation 

1 

S2 

S2 

0 

0 

m 

m 

2 

S2 

/S2 

IO 

to 

R 

m 

3 

/S2 

/S2 

0 

10 

m 

R 

4 

/S2 

S2 

10 

0 

R 

R 

For  example,  if  you  want  the  output/output  feedback  and  register  feedback  polarity 
paths  to  be  high,  the  output  pin  in  the  pin  list  and  the  equation  must  be  high  and  the 
register  in  the  pin  list  and  the  equation  must  be  low. 

No  other  options  are  currently  available.  For  example,  defining  both  the  pin  and  the 
register  in  the  pin  list  and  the  equations  as  high  is  invalid. 


7. 


After  defining  an  output  node  either  as  a  function  of  a  buried  registered  node  or  as  a 
function  of  product  terms,  you  can  use  the  special  function  .CMBF  to  override  the 
definition.  CMBF  allows  dynamic  selection  of  registered  or  combinatorial  output: 
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Syntax 

Output_Pin.CMBF  =  VCC 
specifies  a  fixed  combinatorial  output. 

Output_Pin.CMBF  =  GND 

specifies  a  fixed  registered  output. 

Output_Pin.CMBF  =  One_Product_Term 

specifies  a  dynamically  selected  registered  output  if  the  result  is  low;  or  specifies  a 
dynamically  selected  combinatorial  output  if  the  result  is  high: 

Example 

014   :=  R14 

R14   :=  II  *  12  *  /I3 
014.CMBF  =  14 

This  is  a  registered  output,  but  will  be  combinatorial  if  14  is  asserted  high.  You  need 
not  use  the  .CMBF  if  you  do  not  want  dynamic  selection. 

Note:  You  can  use  only  one  product  term  for  this  function. 

Note:  The  Examples  disk  contains  a  complete  PAL32VX1 0  design  specification 
example. 

4.4 

Checklist  For  Verifying  Boolean  Equation  Designs 

The  following  checklist  helps  you  verify  that  your  design  meets  PALASM  2  software's 
syntax  requirements  for  Boolean  designs. 

1 .  Is  the  input  file  free  of  control  characters  such  as  form  feeds,  and  was  it  created  as 
a  clean  ASCII  file? 

2.  Does  the  keyword  CHIP  appear  before  the  design  name,  device  type,  and  list  of  pin 
names? 

3.  Does  the  keyword  EQUATIONS  preface  all  Boolean  equations  used? 

4.  Have  you  defined  all  strings  to  be  used  as  logic  replacements  for  terms  in  the 
Boolean  equations? 
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5.  On  20-pin  devices,  is  GND  specified  as  pin  10  and  VCC  as  pin  20?  On  24-pin 
devices,  is  GND  specified  as  pin  12  and  VCC  as  pin  24?  On  28-pin  devices,  is  GND 
specified  as  Pin  14  and  VCC  as  pin  28? 

6.  If  you  are  specifying  an  active-iow  output  on  a  programmable  polarity  device,  is  the 
signal  name  on  the  left  side  of  the  equation  the  logical  opposite  of  the  signal  name 
specified  in  the  pin  list?  Are  the  signal  names  the  same  for  active-high  parts? 

7.  Are  you  within  the  maximum  number  of  product  terms  for  any  output? 

8.  Are  you  specifying  TRST  equations  for  individually  programmable  three-state 
outputs  with  three-state  buffers  only? 

9.  Are  you  specifying  .CLKF  equations  for  PAL1 6RA8  and  PAL20RA1 0  designs  only? 

1 0.  Are  all  comments  preceded  by  a  semicolon  ( ; )? 

1 1 .  Does  the  last  line  in  your  input  file  terminate  with  a  hard  carriage  return?  (Omitting 
this  carriage  return  will  cause  the  program  to  crash.) 

After  verifying  your  design,  proceed  to  Build  Simulation,  Chapter  6. 
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5.  Build  a  State  Machine  Design 


About  this  Chapter 


This  chapter  guides  you  through  creating  a  state  diagram  and  building  a  state  machine 
design  file  for  PALASM  2  software.  It  describes  state  diagrams  for  Mealy  and  Moore 
machines,  the  structure  and  syntax  of  the  state  machine  design  file,  and  design 
considerations  for  PAL,  PLS,  and  PROSE  devices.  It  also  reviews  a  simple  design  using 
a  state  diagram  and  design  file. 

To...  Refer  to  Section . . . 

Create  a  state  diagram  5.1 
Build  a  state  machine  design  5.2 
Tailor  the  design  for  a  PLS,  PROSE,  or 

PAL  device  state  machine  5.3 
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5.1 

Create  A  State  Diagram 


A  state  diagram  illustrates  the  behavior  of  a  state  machine.  The  design  is  easy  to  build 
from  a  state  diagram  that  includes: 

•     All  states  named  (with  or  without  assigned  values)  and  connected  to  their  next  states 

The  input  values  that  cause  state  transitions  when  a  clock  pulse  occurs 

The  output  values  expected  because  of  state  transitions 

The  following  sections  discuss  the  definitions  and  diagrams  for  the  two  types  of 
machines,  Mealy  and  Moore. 


5.1.1 

Create  A  Mealy  State  Diagram 


A  Mealy  machine  determines  its  outputs  from  the  inputs  and  the  present  state.  Figure 
4-30  illustrates  how  combinatorial  and  registered  Mealy  output  is  achieved. 
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Figure  4-30 
Mealy  Output 
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In  Figure  4-30,  inputs  from  pins  are  combined  with  present  state  registers  to  determine  the 
next  state  (which  becomes  the  present  state  on  the  clock).  Inputs  are  also  combined  with 
present  state  registers  to  determine  the  outputs  to  the  pins.  When  outputs  are 
combinatorial  functions  of  inputs  and  the  present  state,  the  outputs  are  valid  when  the 
new  state  is  reached.  Registers  may  be  added  to  synchronize  the  outputs.  When  outputs 
are  registered  functions,  the  outputs  are  valid  one  clock  cycle  after  the  new  state  is 
reached. 

The  state  diagram  for  a  Mealy  machine  reflects  the  independence  of  the  states,  the 
inputs,  and  the  outputs.  Figure  4-31  shows  a  functional  diagram  for  a  Mealy  machine  with 
four  states. 


TRANSITION 


Inputs, Inputs, Inputs 
Outputs 


Figure  4-31 
Mealy  Functional  State  Diagram 


In  Figure  4-31,  one  or  more  sets  of  inputs  and  outputs  are  located  near  each  transition 
line.  You  specify  the  input  values  that  initiate  a  transition  and  output  values  that  result.  A 
set  of  inputs  is  also  called  a  condition.  Later,  you  will  assign  a  name  for  the  condition. 
Each  transition  has  a  unique  condition;  the  outputs  may  be  unique  or  the  same.  Notice 
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that  a  transition  may  have  more  than  one  input/output  set  and  notice  that  a  transition  may 
have  more  than  one  condition  (inputs)  with  only  one  set  of  outputs.  More  than  one 
condition  means  that  the  outputs  are  a  function  of  any  of  the  true  conditions. 

Figure  4-32  shows  sample  conditions  and  outputs  for  a  Mealy  machine  with  two  input  and 
output  values. 


11 

77 


00,10,11 


10 

Figure  4-32 
Inputs  and  Outputs  for  Figure  4-31 

In  Figure  4-32,  when  the  machine  is  in  state  N1 ,  three  next  states  are  possible: 

•     If  the  conditions  are  00  or  01 ,  the  next  state  is  N2;  the  outputs  are  00 

If  the  condition  is  1 0,  the  next  state  is  N3;  the  outputs  are  1 1 

If  the  condition  is  11 ,  the  machine  remains  in  N1 ;  the  outputs  are  1 1 

Transitions  occur  with  the  clock,  after  which  outputs  are  valid.  Notice  in  Figure  4-32  that 
one  transition  line  between  N2  and  N4  suffices  for  the  two  lines  shown  in  Figure  4-31 .  Two 
sets  of  conditions  and  outputs  are  shown  because  the  outputs  are  unique. 
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Figure  4-32  may  be  simplified.  One  way  to  simplify  it  is  to  omit  conditions  that  do  not 
affect  the  transition  to  a  new  state.  Outputs  that  do  not  change  can  also  be  omitted.  For 
example,  state  N3  has  a  hold  transition  (N3  to  N3).  The  hold  conditions  00, 1 0,  and  1 1 
may  be  omitted  from  the  line  because  they  do  not  affect  a  transition  to  a  new  state. 
Outputs  1 1  may  be  omitted  because  they  have  not  changed  since  the  transition  from  N1 
to  N3.  The  hold  transition  at  state  N2  may  be  omitted  for  the  same  reasons. 

Figure  4-33  shows  the  results  of  simplifying  Figure  4-32. 


0 


Figure  4-33 

Minimum  Inputs  and  Outputs  to  Build  a  Mealy  Design 

You  can  use  other  ways  of  simplifying  state  diagrams,  depending  on  the  design.  For 
example,  if  outputs  are  high,  unless  otherwise  specified,  only  conditions  and  low  outputs 
need  to  be  shown.  Or,  if  the  transition  from  any  state  is  either  to  a  next  state  or  to  an 
initial  state,  only  the  next  states  with  their  conditions  and  outputs  need  to  be  shown.  The 
initial  state  can  be  defined  separately. 

The  design  for  a  Mealy  machine  may  now  be  built  from  the  information  in  Figure  4-33. 
Proceed  to  Build  A  State  Machine  Design,  Section  5.2. 
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5.1.2 

Create  A  Moore  State  Diagram 


A  Moore  machine  determines  its  outputs  from  the  present  state  only.  Figure  4-34 
illustrates  how  Moore  output  is  achieved. 
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Figure  4-34 
Moore  Output 


In  Figure  4-34,  inputs  from  pins  are  combined  with  the  present  state  registers  to  determine 
the  next  state  (which  becomes  the  present  state  on  the  clock).  Only  the  present  state 
determines  the  outputs.  For  a  Moore  machine,  combinatorial  and  registered  outputs  are 
valid  when  the  new  state  is  reached. 

The  state  diagram  for  a  Moore  machine  reflects  the  dependence  of  the  outputs  on  the 
states.  Figure  4-35  shows  a  functional  diagram  for  a  Moore  machine  with  four  states. 
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TRANSITION 
LINES 


Inputs 


Inputs, Inputs, Inputs 


Figure  4-35 
Moore  Functional  State  Diagram 


In  Figure  4-35,  one  or  more  inputs  are  located  near  each  transition  line.  You  specify  the 
input  values  that  initiate  a  transition.  A  set  of  inputs  is  also  called  a  condition.  Later,  you 
will  assign  a  name  for  the  condition.  You  place  the  outputs  from  each  state  with  the  state 
name.  Notice  that  a  transition  may  be  caused  by  more  than  one  condition.  Each 
transition  has  a  unique  condition. 


Figure  4-36  shows  sample  conditions  and  outputs  for  a  Moore  machine  with  two  inputs  and 
outputs. 
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Figure  4-36 
Inputs  and  Outputs  in  Moore  Diagram 

In  Figure  4-36,  when  the  machine  is  in  state  N1 ,  three  next  states  are  possible: 

If  the  conditions  are  00  or  01 ,  the  next  state  is  N2  and  the  outputs  are  01 

If  the  condition  is  1 0,  the  next  state  is  N3  and  the  outputs  are  1 0 

If  the  condition  is  1 1 ,  the  machine  remains  in  N1  and  the  outputs  are  1 1 

Notice  that  one  transition  line  between  N2  and  N4  suffices  for  the  two  lines  shown  in  Figure 
4-35. 

Figure  4-36  may  be  simplified.  One  way  to  simplify  it  is  to  omit  conditions  that  do  not 
affect  the  transition  to  a  new  state.  For  example,  N4  has  a  hold  transition  (N4  to  N4).  The 
hold  conditions  10,  00,  and  1 1  may  be  omitted  from  the  line  because  they  do  not  affect  a 
transition  to  a  new  state.  The  hold  conditions  at  states  N1 ,  N2,  and  N3  may  be  omitted  for 
the  same  reason. 

Figure  4-37  shows  the  results  of  simplifying  Figure  4-36. 
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Figure  4-37 


Minimum  Inputs  and  Outputs  to  Build  a  Moore  Design 


As  with  Mealy  diagrams,  alternative  ways  of  simplifying  state  diagrams  are  used 
depending  on  the  design.  If  outputs  are  high,  unless  otherwise  specified,  only  low  outputs 
need  to  be  shown.  If  all  states  have  hold  transitions,  only  the  new  state  transitions  with 
their  conditions  need  to  be  shown. 

The  design  for  a  Moore  machine  may  now  be  built  from  the  information  in  Figure  4-37. 
5.2 

Bu  Id  A  State  Machine  Design 


The  PALASM  2  software  design  is  easy  to  build  from  a  state  diagram.  The  design  contains 
information  for  programming  a  device  to  cycle  through  defined  states  and  give  specified 
outputs.  The  design  is  constructed  using  a  text  editor  and  must  contain  only  ASCII 
characters.  PALASM  2  software  interprets  the  data  and  translates  it  into  a  JEDEC  file  for 
downloading  to  a  device  programmer. 

Figure  4-38  shows  the  structure  of  the  design. 
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DECLARATION 
STATE 

CONDITIONS 

Figure  4-38 
Structure  of  the  Design 

Table  4-14  describes  the  three  segments  of  the  design. 

Table  4-1 4 

Description  of  State  Machine  Design  Segments 

Segment  Description 

DECLARATION  Design  identification,  device  and  pin  data,  string 

substitutions 

STATE  Defaults;  pin  assignments  to  states;  equations  for 

state  transitions  and  outputs 

CONDITIONS  Input  values  that  determine  the  state  transitions 


"State"  and  "Conditions"  are  reserved  words.  The  software  reserves  certain  words  to 
identify  design  segments  and  information,  device  codes,  commands,  functions,  and  pin 
defaults.  Do  not  use  the  reserved  words  for  any  other  purpose.  Some  reserved  words  are 
keywords  that  identify  the  block  of  information  that  follows.  All  reserved  words  are  listed 
in  General  Syntax,  Section  5.2.1 ,  item  5. 

The  general  syntax  rules  discussed  in  the  following  section  must  be  observed  to  build  the 
design. 
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5.2.1 


General  Syntax 


The  following  general  syntax  rules  apply  to  building  the  state  machine  design. 

1 .  Maximum  line  length  is  1 28  characters  or  columns.  Data  beyond  the  limit  must  be 
placed  on  the  next  line. 

2.  Characters  are  upper  or  lower  case  alphanumerics,  spaces,  tabs,  and  underscores. 
Tabs  are  translated  as  spaces.  Unless  otherwise  stated,  never  use  '  ~  !  @  #  $  A  &  [ 
]{}"?or< 

3.  Table  4-1 5  lists  characters  that  perform  special  functions.  Do  not  use  these 
characters  for  any  other  purpose. 


Table  4-15 


Special  Characters  and  Functions 


Character(s) 


Function 


(Single  quote  or  apostrophe)  Delimits  string 
characters  to  be  substituted 


Pin  list  separator 


(  ) 


Enclose  pins  in  expressions 


Precedes  comments  (text  and  characters  the 
software  does  not  see).  Extensive  com- 
menting is  a  good  habit.  Comments  can 
start  anywhere  on  the  line  and  must  be 
preceded  by  a  semi-colon  ( ; ). 


NOT  or  active-low  polarity 


% 


Don't  care  value  for  global  defaults 


Table  4-15  (Continued) 
Special  Characters  and  Functions 


Character(s) 

Function 

* 

AND 

+ 

OR;  "Or  for  input  condition  . . .? 

:+: 

XOR  (used  only  in  condition  equations) 

-> 

State  transition:  "Go  to  state  . .  ." 

+-> 

Local  default  state  transition:  "Otherwise,  go 

to  state.  .  ." 

State  transition  and  registered  output 

equation  operator 

m 

Condition,  state  assignment,  and  combina- 

torial output  equation  operator 

4.     PALASM  2  software  reserves  the  following  words  to  identify  design  segments  and 
information,  device  codes,  commands,  functions,  and  pin  defaults: 


AUTHOR 

BEGIN 

CHECK 

CHIP 

CLKF 

CLOCKF 

CMBF 

COMPANY 

CONDITIONS 

DATE 

DEFAULT_BRANCH 
DEFAULTOUTPUT 


DO 

ELSE 

END 

EQUATIONS 

FOR 

GND 

HOLD_STATE 
IF 

MASTERJRESET 
MEALY  MACHINE 
MOORE_MACHINE 
NC 
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4.     Reserved  words  (continued): 


NEXT  STATE 

SETF 

OR 

SIMULATION 

OUTPUT  ENABLE 

STATE 

OUTPUT  HOLD 

STRING 

PATTERN 

THEN 

POWER  UP 

TITLE 

PRLDF 

TRACE_OFF 

R 

TRACE_ON 

REVISION 

TRST 

RSTF 

VCC 

S 

WHILE 

5.2.2 

Build  The  Declaration  Segment 


Information  in  the  Declaration  segment  helps  document  the  design  before  processing.  It 
also  defines  pin  names  and  string  substitutions.  This  segment  appears  first  in  the  design 
as  shown  previously  in  Figure  4-38.  Figure  4-39  shows  the  keywords  and  information 
structure  of  the  segment. 
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DESIGN  HEADER 


TITLE 
PATTERN 
REVISION 
AUTHOR 
COMPANY 
DATE 

CHIP 


STRING 


What  the  design  is;  name  of  design 
File  name  or  pattern  number  or  other  ID 
Version  or  other  ID 
Designer  or  department  or  other  ID 
Company  or  division  or  other  ID 
Build  date  or  current  date  or  other 


DEFINITIONS 


Description  or  tile  name  or  other  Device  name 
Signal  names  and  their  polarity  assigned  to  pins 


Name  of  string 


'  Characters  to  substitute ' 


Figure  4-39 
Structure  of  the  Declaration  Segment 


The  design  header  helps  document  and  identify  the  design.  The  software  copies  the 
header  into  the  output  files  to  help  identify  them  also.  You  may  omit  any  part  of  the 
Declaration  segment  except  the  CHIP  keyword  and  definition;  PALASM  2  software 
requires  the  CHIP  definition  to  process  the  file.  When  any  other  part  of  the  design  header 
is  omitted,  the  software  issues  a  warning  message  during  assembly  and  continues 
processing. 


Information  in  the  design  header  can  contain  up  to  24  significant  characters  after  the 
keyword  and  extra  blank  spaces.  Characters  beyond  24  are  truncated  during  processing. 

Definitions  for  CHIP  and  STRING  have  the  special  syntax  described  below. 
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5.2.2.1 

CHIP  Syntax 


The  CHIP  definition  is  required  to  process  the  design.  Filling  in  the  CHIP  information  early 
makes  design  entry  easier  later.  With  the  purpose  of  the  design  in  mind  and  the  device 
logic  diagram  in  hand,  fill  in  the  three  required  entries  for  the  CHIP  definition: 

Syntax 

CHIP  Description  or  file  name  or  other     Device  name 

Signal  names  and  their  polarity  assigned  to  pins  (pin  list) 
Figure  4-40  lists  each  entry,  describes  its  specific  syntax  and  shows  an  example. 


ion  or  filename  or  other 


1  letter  followed  by  up  to  13  alphanumeric 

laracters 


t 


\ 


2  Device  name 

Any  device  supported  by  the  software  (Chapter 
1  contains  the  complete  list  of  devices) 


CHIP 


NOT  REAL  1 


PAL16R8 


;PINS     12  3  4  5 

CLOCK     DCLOCK  SEN1     SEN2  12 


6        7  8 
/I3     /14  15 


9  10 
/I6  GND 


;PINS     11  12 
SDI  NC 


13  14       15       16       17       18       19  20 

RESET     SDO     TOPI     BOT1  TOP2  BOT2  MID  VCC 


3  Signal  names  and  polarity  assigned  to  pins  (pin  list) 

Sequential  list  of  signal  names  and  their  polarities  for  the  pins  of  the  device.  Begin  a  name 
with  a  letter  and  follow  it  with  up  to  13  alphanumeric  characters.  Place  a  slash  ( / )  before  the 
name  to  indicate  active-low;  otherwise,  the  signal  is  active-high.  Separate  names  by  commas, 
blank  spaces,  or  carriage  returns.  Label  unused  pins  NC  (no  connect).  GND  and  VCC 
are  reserved  words  and  must  be  placed  on  ground  and  power  pins. 


Figure  4-40 
CHIP  Syntax  and  Pin  List 
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Notice  the  commented  lines  of  pin  numbers  in  Figure  4-40.  Commenting  the  pin  numbers 
helps  identify  signal  names  and  pin  numbers  for  writing  state  equations.  Using  mnemonic 
phrases  or  names  for  pins  also  makes  writing  equations  and  documenting  the  design 
easier. 

5.2.2.2 

STRING  Substitution  Syntax 

Substituting  a  frequently  used  string  of  characters  with  a  short  name  is  optional.  You  may 
know  from  the  design's  purpose,  the  device  logic  diagram,  and  the  CHIP  information  which 
combinations  of  signals  will  be  used  frequently  before  writing  equations.  Otherwise,  you 
may  wish  to  add  a  string  definition  as  the  design  progresses.  If  you  use  strings,  two 
entries  must  follow  the  STRING  keyword: 

Syntax 

STRING       String  name       '  Characters  or  previously  defined  string  names  to 

substitute  ' 

Figure  4-41  lists  each  entry  and  its  specific  syntax  and  shows  two  examples. 


1  String  name 

Unlimited  number  of  alphanumeric 
characters 

DELIMITER 

Number  of  strings  limited  by  computer 
memory  ...^  

STRING  INPUT    1  Al 
STRING  INPUT_ALL 

/ 

+  /A2  +  A3  1 
(Al  +  /A2  +  A3)  1 

s 

2  Characters  or  previously  defined 
string  names  to  substitute 

Must  be  delimited  with  single  quotes 

Figure  4-41 


STRING  Information  and  Syntax 
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The  single  quotes  ('...')  in  item  two  of  Figure  4-41  are  delimiters  that  identify  the 
characters  for  substitution. 


Notice  that  parentheses  added  to  the  INPUT  string  form  the  string  entitled  INPUT_ALL. 
The  difference  between  how  /INPUT  and  /INPUT_ALL  are  compiled  is  shown  in  Table  4-1 6. 


Table  4-1 6 

Compilation  of  String  Definitions  in  Figure  4-41 

String  Term 

Software  Compilation 

/INPUT 

/Al  +  /A2  +  A3 

/INPUT_ALL 

/ (Al  +  /A2  +  A3) 

=  /Al  *  A2  *  /A3 

Figure  4-42  shows  a  sample  Declaration  segment. 
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\ 

TITLE  N0T_REAL_6 
AUTHOR       J.  ENGINEER 

CHIP           NOT  REAL  6 

PAL16R4 

;PINS  12  3 

4  5 

6  7 

8 

9 

10 

CLOCK     DCLOCK  SEN1  SEN2  Al 

/A2  A3 

GND 

NC 

GND 

;PINS  11       12  13 

14  15 

16  17 

18 

19 

20 

RST     SDO  TOPI 

BOT1  MID 

NC  NC 

NC 

NC 

VCC 

STRING  INPUT   '  Al  +  /A2  +  A3  ' 

STRING  INPUT_ALL   1  (Al 

+  /A2  +  A3)  ' 

Figure  4-42 
Sample  Declaration  Segment 


5.2.3 

Build  The  State  Segment 


The  State  segment  contains  information  about  the  design  and  equations  that  describe 
how  the  machine  functions.  The  information  comes  from  the  state  diagram  and  CHIP 
definition.  The  keyword 

STATE 

is  required  to  identify  this  segment  of  the  design.  Figure  4-43  shows  the  information 
contained  in  this  segment. 
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Figure  4-43 
Structure  of  the  State  Segment 

Table  4-1 7  describes  the  information  in  each  box  in  Figure  4-43. 


Table  4-17 

Descriptions  of  State  Information 

Information 

Description 

Global  Defaults 

Statements  that  specify  the  kind  of  machine,  the  outputs, 
and  transitions  when  unspecified  in  the  equations 

State  Assignments 

Equations  that  assign  pins  as  a  bit  code  for  each  state 

State  Transitions  and 
Outputs 

Equations  that  specify  the  transitions  between  states 
and  the  polarity  of  the  output  signals 
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The  following  sections  discuss  the  purpose  and  specific  syntax  for  each  kind  of 
information. 

5.2.3.1 

Global  Defaults 

You  can  use  defaults  to  speed  design  entry.  For  example,  if  outputs  do  not  change  on 
transitions,  one  global  default  option  maintains  the  present  output  and  you  can  write 
shorter  equations.  If  a  transition  cannot  be  determined  from  the  equations,  another  global 
default  causes  a  transition  to  a  known  state. 

You  can  default  outputs  to  maintain  the  present  values  or  to  have  specific  values  on 
transitions.  You  can  default  state  transitions  to  go  to  the  state  specified,  stay  in  the 
present  state,  or  go  to  the  next  state  listed  in  the  design.  Table  4-18  describes  the  default 
options. 


Table  4-18 


Descriptions  of  Default  Options 


Default  Options  and  Syntax 

Description 

MEALY_MACHINE  (Default) 

Specifies  which  kind  of  machine  the  design 

or 

implements.  Refer  to  Create  A  State  Diagram, 

MOORE_MACHINE 

Section  5.1  for  definitions  and  state  diagrams. 

OUTPUT_HOLD  Output_Pins 

List  of  output  pins  that  maintain  their  present 

output  values  when  next  state  output  values  cannot 

be  determined  from  PLS  or  PROSE  device  designs. 

Use  spaces,  commas,  or  carriage  returns  to  separate 

pin  names. 

(Output  equations  are  required  when  using 

OUTPUT_HOLD.  Refer  to  State  And  Output 

Equations ,  Section  5.2.3.3.) 
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Table  4-18  (Continued) 
Descriptions  of  Default  Options 


Default  Options  and  Syntax 


Description 


DEFAULT_OUTPUT  Output_Pins 


List  of  output  pins  that  default  to  specified 
values  when  next  values  cannot  be  determined 
from  the  design.  A  value  is  specified  by  placing 
the  following  special  symbol  before  the  pin  name: 


Value 

Logic  1 


Symbol 

None 


DEFAULT_BRANCH  State_Name 
or 


DEFAULT_BRANCH  HOLD_S TATE 
or 


DEFAULT  BRANCH  NEXT  STATE 


Logic  0  / 

Don't  Care  % 

(Output  equations  are  required  when  using 

this  default.  Refer  to  Sfafe  And  Output  Equations, 

Section  5.2.3.3.) 

Pin  names  are  separated  with  spaces,  commas, 
or  carriage  returns. 

Defines  the  next  state  when  a  next  state  cannot 
be  determined  from  the  design. 

Holds  the  machine  in  the  present  state  when  a  next 
state  cannot  be  determined  from  the  design. 

Moves  the  machine  to  the  state  of  the  following 
equation  when  a  next  state  cannot  be  determined 
from  the  design.  The  last  state  and  output  equations 
must  define  all  possible  transitions. 


All  the  default  options  in  Table  4-18  are  reserved  words  or  keywords.  Mealy  machine 
designs  that  do  not  use  defaults  do  not  need  any  of  the  options  in  Table  4-1 8.  Figure  4-44 
shows  sample  defaults. 
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Figure  4-44 


Sample  Defaults 


In  Figure  4-44,  when  the  outputs  cannot  be  determined  from  the  design,  the  DEFAULT_ 
OUTPUT  definition  means  0UT1  will  go  high  and  OUT2  will  go  tow;  OUT3  has  a  don't  care 
value.  When  the  next  state  cannot  be  determined  from  the  transitions,  the  DEFAULT, 
BRANCH  definition  means  the  machine  will  go  to  state  INIT. 

5.2.3.2 

State  Assignments 

A  state  assignment  is  an  equation  that  defines  a  state  as  a  unique  combination  of 
outputs.  The  phrases  "state  bit  assignment"  and  "bit  assignment"  also  describe  state 
assignments.  State  assignment  is  strongly  recommended  but  not  required.  If  not 
assigned  manually,  running  the  Expand  program  automatically  assigns  state  bits  for 
registered  outputs  defined  as  NC  in  CHIP.  You  must  be  careful  to  place  NC  on  those 
outputs  to  be  used  as  state  bits.  If  you  allow  Expand  to  make  assignments,  however, 
understanding  the  simulation  results  may  be  difficult. 

Syntax 

State_Name  =Output_Pini   ...*...  Output_Pinn 


4 
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Information  for  state  assignments  comes  from  the  purpose  of  the  design,  the  names  of 
the  states  in  the  diagram,  and  the  names  and  polarity  of  the  output  pins  in  the  pin  list. 
Figure  4-45  shows  sample  assignments. 


5.2.3.3 

State 


STATE 


}  Global  Defaults 


Trai 


IDLE 

=  /Ql 

* 

/QO 

;0-0 

SO 

=  Ql 

★ 

/QO 

;l-0 

SI 

=  Ql 

* 

QO 

;  1-1 

S2 

=  /Ql 

* 

QO 

;0-l 

Figure  4-45 
Sample  State  Assignments 


In  Figure  4-45,  the  machine  is  in  state  IDLE  when  outputs  Q1  and  QO  are  low.  When 
outputs  Q1  and  QO  are  high,  the  machine  is  in  state  S1 . 


And  Output  Equations 

State  equations  define  the  machine's  sequencing  in  terms  of  conditions  and  next  states. 
Output  equations  define  the  machine's  output  in  terms  of  conditions  and  outputs. 
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The  state  diagram  and  CHIP  definition  contain  the  state  names  and  outputs  for  these 
equations. 

State  Equations 

A  state  transition  equation  defines  states  in  terms  of  conditions  that  determine  transitions 
to  other  states.  State  transitions  are  necessary  for  both  Mealy  and  Moore  designs: 

Syntax 

State_Name  :=     Condition-)  ->  Next_State 

+      Conditionn  ->  Next_State 
+->  Local_Default_State 

The  state  name  corresponds  to  a  named  state  in  a  state  diagram.  It  must  be  unique  and 
can  have  up  to  14  alphanumeric  characters.  The  condition  is  a  label  for  the  combination  of 
input  signals  that  determine  a  transition.  Build  The  Conditions  Segment,  Section  5.2.4, 
discusses  how  to  define  conditions.  The  local  default  state  signified  by  +->  overrides  the 
global  defaults.  If  no  local  default  exists,  global  defaults  apply  to  unspecified  transitions. 

Note:  An  unconditional  state  transition  must  use  VCC  as  a  condition.  The  unconditional 
transition  has  the  syntax 

State_Name  :=  VCC  ->  Next_State 

Figure  4-46  contains  simple  state  diagrams  for  Mealy  and  Moore  machines  and  gives  the 
state  transitions  that  they  both  illustrate. 
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MEALY  DIAGRAM:  C0ND4 

/P1./P2 


MOORE  DIAGRAM: 


STATE  EQUATIONS: 


+  COND2  ->  Nl 
+  COND3  ->  N2 
+->  NO 
N2    :=  VCC  ->  N3 


Figure  4-46 
State  Equation  for  Mealy  or  Moore  Machine 


Notice  that  in  Figure  4-46  pin  names  (P1.P2)  have  replaced  actual  output  values  (0,1). 
Condition  names  (COND1,COND2,COND3)  have  also  replaced  actual  input  values  (0,1). 
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The  state  equations  for  NO  and  N2  are  shown  at  the  bottom  of  the  figure.  If  the  global 
default 

DEFAULT_BRANCH  HOLD_STATE 

were  specified  in  the  Defaults  segment,  the  local  default 

+->  NO 
would  be  unnecessary. 


Output  Equations 

If  you  use  OUTPUT_HOLD  or  DEFAULT  OUTPUT,  you  must  have  an  output  equation  for 
each  state  equation.  While  a  state  equation  specifies  the  conditions  that  cause 
transitions  between  states,  an  output  equation  specifies  the  conditions  and  the  outputs 
from  the  present  state. 

Note:  OUTPUT_HOLD  is  valid  only  in  PLS  and  PROSE  designs. 

Note:  If  the  output  pins  are  the  same  as  the  state  bits,  do  not  use  output  equations  and 
do  not  use  OUTPUT_HOLD  or  DEFAULT_OUTPUT.  If  the  output  bits  are  different  from  the 
state  bits,  you  must  use  output  equations;  using  OUTPUT_HOLD  and  DEFAULT_OUTPUT 
is  optional.  Output  pins  not  defined  in  the  output  equations  or  by  DEFAULT_OUTPUT 
have  the  don't  care  value. 

The  syntax  for  output  equations  is  different  for  Mealy  and  Moore  machines.  The  syntax 
also  depends  on  whether  the  outputs  are  registered  or  combinatorial: 

Syntax 

For  registered  Mealy  output: 

State_Name.OUTF    :=     Conditio^  ->  Outputs 

+  Condition,!  ■>  Outputs 
+->  Local_Default_Outputs 

Notice  the  registered  equation  operator  :=. 
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Syntax 


For  combinatorial  output: 


State_Name.OUTF  = 


Conditio^  ->  Outputs 


+  Conditionn  ->  Outputs 
+->  Local_Default_Outputs 


Notice  the  combinatorial  equation  operator  =.  The  state  name  comes  from  the  state 
diagram.  It  must  be  unique  and  may  have  up  to  14  alphanumeric  characters.  The 
condition  is  a  name  for  the  combination  of  input  signals  along  the  transition  line  in  the 
diagram.  Build  The  Conditions  Segment,  Section  5.2.4,  discusses  how  to  define 
conditions.  The  outputs  are  pin  names  with  the  appropriate  polarity  to  create  the  logic 
values  found  in  the  state  diagram.  The  local  default  output  signified  by  +->  overrides  the 
global  defaults. 

Moore  output  equations  have  the  same  registered  and  combinatorial  operators  but  have 
no  conditions  and  no  local  default  outputs.  Conditions  and  local  defaults  are  not  valid  in 
Moore  machine  output  equations  because  the  output  is  determined  by  the  state  only: 

Syntax 

For  registered  Moore  output: 

State_Name.OUTF   :=  Outputs 
Syntax 

For  combinatorial  Moore  output: 

State_Name.OUTF  =  Outputs 

Note:  Registered  Mealy  machine  outputs  are  valid  one  clock  cycle  after  the  new  state  is 
reached.  Mealy  combinatorial  outputs  are  valid  when  the  new  state  is  reached.  Moore 
registered  and  combinatorial  outputs  are  valid  when  the  new  state  is  reached. 

Figure  4-47  contains  the  Mealy  state  diagram  from  Figure  4-46  with  its  transition  and 
output  equations. 
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C0ND4 

rni  /DO 

NO  )  

C0ND1 

COND3 

/pi,p2  y 

P1.P2 

C0ND2 

P1./P2 

\         N1  \ 

N2  J 

P1.P2 

CTATC  Cf\\  lATIAhlC. 

b  I A 1 1  buUA  1  lUNb: 

NO    :=  CONDI  - 

>  Nl 

+  C0ND2  - 

>  Nl 

+  C0ND3  - 

>  N2 

+->  NO 

N2   :=  VCC  -> 

N3 

OUTPUT  EQUATIONS: 

NO.OUTF   :=  CONDI  ->  /PI  *  P2 

->  C0ND2  ->  PI   *  /P2 

->  C0ND3  ->  PI  *  P2 

+-> 

/PI   *  /P2 

N2.0UTF    :=  VCC  ->  PI   *  P2 

Rgure  4-47 

Transition  and  Output  Equations  for  Mealy  Machine 


In  Figure  4-47,  if  the  global  default 

OUTPUT_HOLD  /PI  /P2 
were  specified  in  the  Defaults  segment,  the  local  default 

+->  /PI  *  /P2 
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in  the  output  equation  would  be  unnecessary. 

Transition  and  output  equations  may  be  grouped  together  or  alternated  in  the  design. 
Figure  4-48  shows  sample  state  and  output  equations. 


50  f-  C3  ->  SI  +  CO  ->  SI 

+  CI  ->  S2 
+  ->  SO 

51  :=  VCC  ->  S2 

52  :=  VCC  ->  S3 

53  :=  VCC  ->  S4 

54  :=  CI  ->  S7 

+  C3  ->  S5 
+  CO  ->  S5 
+  C2  ->  S6 
+  ->  S4 

55  :=  VCC  ->  S6 

56  :=  VCC  ->  S7 

57  :=  VCC  ->  SO 


SO .OUTF 


SI .OUTF 
S2 .OUTF 
S3. OUTF 
S4 . OUTF 


S5.0UTF 
S6 . OUTF 
S7 .OUTF 


=  C3  ->  GRN1  *  RED 2 
+  CO  ->  /GRN1  *  RED2 
+  CI   ->  GRN1   *   /RED 2 
+->  / GRN1   *   /RED 2 
=  VCC  ->  /GRN1   *  /RED2 
=  VCC  ->   / GRN1   *  /RED2 
=  VCC  ->  YEL1   *  RED2 
=  CI   ->  RED1   *  GRN2 
+  C3  ->  /RED1  *  GRN2 
+  CO   ->  /RED1   *  /GRN2 
+  C2  ->  RED1  *  / GRN2 
+->  / GRN1   *   /RED 2 
=  VCC  ->  /RED1  *   / GRN2 
=  VCC  ->  /RED1   *  /GRN2 
=  VCC  ->  RED1   *  /YEL2 


Figure  4-48 
Sample  Transition  and  Output  Equations 
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Recall  that  the  local  default  outputs  for  SO.OUTF  and  S4.0UTF, 

+->  / GRN1   *  /RED2 

can  be  put  in  a  DEFAULT_OUTPUT  statement  and  omitted  from  the  equations  if  no  other 
global  output  default  exists. 

Figure  4-49  shows  a  sample  State  segment. 


i       QJ  BtlCjjC|/;\JK, 

1 

STATE 

; DEFAULTS 

MOORE  MACHINE 

DEFAULT_BRANCH 

HOLD_STATE 

/ASSIGNMENTS 

SO 

-  /Ql 

*  /QO 

;0-0 

SI 

=  Ql 

*  /QO 

;l-0 

S2 

=  Ql 

*  QO 

fl-l 

S3 

-  /Ql 

*  QO 

;0-l 

; STATE  TRANSITIONS  AND  OUTPUTS 

SO 

:=  CO 

->  SI 

+  CI 

->  SI 

+  C2 

->  S2 

SI 

:=  VCC 

->  S2 

S2 

:=  VCC 

->  S3 

S3 

:=  CO 

->  SI 

+  CI 

->  SI 

+  C2 

->  S2 

Figure  4-49 
Sample  State  Segment 


The  Conditions  segment  follows  the  State  segment  in  the  design. 
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5.2.4 

Build  The  Conditions  Segment 


The  Conditions  segment  contains  equations  that  give  names  to  unique  sets  of  inputs.  The 
equations  identify  the  branching  conditions  used  in  the  State  segment  to  determine 
transitions  and  outputs. 

The  keyword 

CONDITIONS 

is  required  to  identify  this  segment  of  the  design,  as  shown  in  Figure  4-50. 


CONDITIONS 


Figure  4-50 
Location  of  Conditions  Segment 


The  structure  of  a  condition  equation  is: 
Syntax 

Condition_Name    =   Inputi  *  Input* 
+   Inputy  *  Inputn 

The  condition  name  must  be  unique  and  may  have  up  to  14  alphanumerics;  the  number  of 
conditions  depends  on  the  design.  The  inputs  are  the  pins  named  in  the  pin  list  and  must 
be  unique  combinatorial  expressions.  If  a  condition  is  only  one  input,  a  condition  equation 
is  unnecessary;  use  the  pin  name  in  the  state  and  output  equations.  You  can  enclose  the 
inputs  with  parentheses  for  DeMorgan  expansion. 


?!  MonoUthloMMomorlBs  £1 
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Illegal,  conflicting  conditions  occur  when  two  or  more  conditions  may  be  true  at  the  same 
time  and  are  used  in  the  same  transition  equation.  For  example,  the  two  conditions 

G00D_C0ND1  =11*12*13 
BAD_COND2  =  II   *  14 

used  in  the  state  transition 

NO    :=  GOOD_CONDl  ->  Nl 
+  BAD_COND2  ->  N2 
+  ->  NO 

conflict.  The  state  diagram  in  Figure  4-51  illustrates  conflicting  conditions. 


In  Figure  4-51 ,  if  11 ,  12, 13,  and  14  are  all  true,  the  transition  from  NO  is  random.  The  next 
state  could  be  N1 ;  it  could  be  N2.  PALASM  2  software  issues  an  error  message  that 
conflicting  conditions  exist. 

Figure  4-52  shows  a  sample  Conditions  segment  with  no  conflicting  conditions. 


GOOD  CONDI  =  II   *   12   *  13 


BAD  COND2  =  II   *  14 


Figure  4-51 


State  Diagram  of  Conflicting  Conditions 
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CONDITIONS 


CO 

=  /SEN1 

* 

/  SEN2 

CI 

=  /SEN1 

* 

SEN2 

C2 

=  SEN1 

* 

SEN2 

C3 

=  SEN1 

* 

/  SEN2 

Figure  4-52 
Sample  Conditions  Segment 


Although  the  preceeding  discussion  guides  you  in  building  a  PALASM  2  software  state 
machine  design,  a  few  devices  have  special  features  that  need  further  discussion. 


5.3 


Tailor  The  Design  For  PLS,  PROSE,  Or  PAL  Device 
State  Machines 

The  structure  and  content  of  the  design  also  depends  on  the  device  you  use.  The 
following  sections  discuss  special  considerations  not  covered  in  the  previous  sections  for 
building  PAL,  PLS,  and  PROSE  state  machine  designs. 

5.3.1 

PLS  And  PROSE  Considerations 


This  section  describes  only  the  syntax  and  considerations  that  allow  you  to  take 
advantage  of  special  features  on  PLS  and  PROSE  devices.  A  discussion  of  the  syntax 
and  structure  for  building  a  state  machine  design  begins  in  Build  A  State  Machine  Design, 
Section  5.2. 

Table  4-19  lists  the  syntax  and  considerations  for  PLS  and  PROSE  devices. 
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Table  4-19 


Considerations  for  Tailoring  State  Machine  Design  Files  for  PLS  and  PROSE  Devices 


Device 

Special  Considerations 

PLS 

1 . 

The  complement  array  is  assigned  as  a  fictional  pin 

after  the  buried  register  nodes  are  defined  in  the  pin  list. 

Refer  to  PLS  Device  General  Considerations,  Section 

4.3.1. 

2. 

The  complement  array  implements  all  state  transition  and 

output  equation  local  defaults  (specified  by  +->).  The 

complement  array  is  non-functional  if  all  possible  transi- 

tions are  specified  in  the  state  transition  equation.  To  use 

the  array  for  other  purposes,  you  must  add  the  Equations 

segment  (refer  toBuild  A  Boolean  Equation  Design, 

Chapter  4)  and  use  Boolean  equations. 

3. 

The  PLS  devices  have  a  pin  you  can  configure  as  an 

output  enable  or  preset  pin.  Configure  the  pin  in  the 

Defaults  segment. 

To  configure  the 

Din  as  Soecifv 

Output  Enable  OUTPUT_ENABLE 

Preset                                  MASTER  RESET 

(Default)" 

You  can  use  MASTER_RESET  to  put  the  state  machine 

into  a  known  initial  state.  If  OUTPUTENABLE  is 

specified,  your  design  must  have  an  initial  state. 

Without  an  initial  state,  the  machine  may  not 

function  as  designed.  Include  an  initial  state  in  the 

state  diagram  so  that  you  will  remember  to  write 

the  necessary  state  transition  and  output  equations. 

4. 

The  polarity  of  a  pin  in  the  pin  list  and  in  the  State  segment 

must  be  the  same,  either  both  active-high  or  both  active- 

low. 

4- 
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Table  4-19  (Continued) 
Considerations  for  Tailoring  State  Machine  Design  Files  for  PLS  and  PROSE  Devices 

Device  Special  Considerations 


PLS  (Continued)       5.    If  you  allow  the  software  to  automatically  assign  state 
bits,  remember  to  assign  NC  to  buried  nodes  or  dual 
output/state  bits. 

PROSE  1 .    The  PMS1 4R21  device  has  a  pin  that  is  configured  as  an 

output  enable  or  preset  pin.  Configure  the  pin  in  the 
Defaults  segment. 


To  configure  the 
pin  as  . . . 

Output  Enable 

Preset 


Specify . . . 

OUTPDT_ENABLE 
MASTER_RESET 

(Default) 


MASTER  RESET  may  be  used  to  put  the  state  machine 
into  a  known  initial  state.  If  OUTPUT__ENABLE  is 
specified,  initialization  may  be  built  into  the  design. 
Without  an  initial  state,  the  machine  may  not 
function  as  designed.  Include  an  initial  state  in  the 
state  diagram  so  that  you  will  remember  to  write 
the  necessary  state  transition  and  output  equations. 


2.  The  software  automatically  assigns  state  bits. 

3.  The  first  state  transition  and  output  equations  have  a 
special  syntax  to  place  the  machine  in  an  initial  state 
after  power-up  and  the  first  clock: 


4-129 


Build  a  State  Machine  Design 


Table  4-19  (Continued) 
Considerations  for  Tailoring  State  Machine  Design  Files  for  PLS  and  PROSE  Devices 


Device 

opecfdi  ooiibiueiaiions 

rHUob  (oontinued) 

Example 

Mealy: 

POWER_UP   :=  VCC  ->  Starting_State_Name 

POWER_UP .  OUTF  :=  VCC  ->  Starting_Outputs 

Example 

Moore: 

POWER_UP  :=  VCC  ->  Starting_State_Name 

POWER_UP  .  OUTF   :=  Starting_Outputs 

VCC  is  required  for  both  Mealy  and  Moore  machines. 

4. 

The  maximum  number  of  transitions  from  a  state  is  four. 

This  limit  includes  the  local  or  global  default  branch. 

5. 

Parentheses,  (  ),  are  not  allowed  in  the  Conditions 

segment. 

5.3.2 

PAL  Device  General  Considerations 

This  section  describes  only  the  syntax  and  considerations  that  allow  you  to  take 
advantage  of  special  features  on  PAL  devices.  A  discussion  of  the  syntax  and  structure 
for  building  a  state  machine  design  begins  in  Build  A  State  Machine  Design,  Section  5.2. 

The  following  general  considerations  apply  to  designing  state  machines  for  PAL  devices. 

1 .  Do  not  use  the  default  option  OUTPUT_HOLD. 

2.  Use  both  EXPAND  and  MINIMIZE  to  process  the  design. 
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3.  Explicitly  build  initialization  into  the  design.  Without  initialization,  the  machine  may 
not  function  as  designed.  Include  initialization  transitions  in  the  state  diagram  so 
that  you  will  remember  to  include  the  necessary  state  and  output  equations. 
Alternatively,  it  the  device  features  set  and  reset  functions,  these  functions  may  be 
used  for  initialization. 

4.  PAL16RA8,  PAL20RA10,  and  PAL  devices  without  registers  do  not  support  state 
machine  designs. 

Some  PAL  devices  have  programmable  features  that  require  adding  an  Equations 
segment  and  using  Boolean  equations  after  the  State  segment.  Functional  Equations, 
Section  4.1.3.4,  discusses  the  structure  and  syntax  for  the  set,  reset,  and  three-state 
functions. 

Table  4-20  lists  the  features  and  syntax  considerations  for  specific  PAL  devices. 


Table  4-20 

Special  Features  and  Considerations  for  Specific  PAL  Devices 


Device  Features  Considerations 


PAL22RX8, 
PAL22V10 

PAL32VX1 0 


Set,  Reset,  and  Three- 
state 

Set  and  Reset 
Internal  Nodes 


Require  Boolean  equations* 


Require  Boolean  equations.* 

1 .  The  ten  buried  nodes  must  be  assigned  after 
VCC  and  the  fictional  25th  pin  in  the  pin  list.  After 
the  usual  pin  names  are  defined,  you  assign  a 
name  for  each  buried  node  beginning  with  node 
14.  The  syntax  for  the  buried  nodes  is  the  same 
as  for  the  other  pins. 

2.  State  assignments  are  defined  using  the  node 
names.  For  automatic  state  bit  assignment, 
label  the  nodes  to  be  assigned  as  NC. 


*The  structure  and  syntax  for  Boolean  equations  is  discussed  in  Build  A  Boolean  Equation  Design, 
Chapter  4.  Also  refer  to  Tailor  the  Design  For  specific  Devices,  Section  4.3. 
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Table  4-20  (Continued) 
Special  Features  and  Considerations  for  Specific  PAL  Devices 

Device  Features  Considerations 

PAL32VX1 0  (Continued)  3.    Output  equations  are  defined  using  the  node 

names  listed  after  VCC  and  the  fictional  pin. 
Assigning  nodes  to  output  pins  is  done  with 
Boolean  equations.* 


The  structure  and  syntax  for  Boolean  equations  is  discussed  in  Build  A  Boolean  Equation  Design, 
Chapter  4.  Also  refer  to  Tailor  the  Design  For  specific  Devices,  Section  4.3. 


After  your  design  is  specified,  you  can  proceed  to  Build  Simulation,  Chapter  6. 

5.4 

Review  A  Simple  Design 

The  state  diagram  and  design  in  this  section  comprise  a  simple,  complete  design. 

Figure  4-53  shows  the  state  diagram  for  the  2-bit  up/down  counter  from  which  the  design  in 
Figure  4-54  was  built. 
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INIT 


Figure  4-53 
Simple  State  Diagram 
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 5  ;;ss':-;.s  mm 


TITLE 
PATTERN 
REVISION 
AUTHOR 
COMPANY 
DATE 


UP /DOWN  COUNTER 
X0000 

0 

BRYON  MOYER 
MONOLITHIC  MEMORIES 
9/23/87 


CHIP 


2  BIT  CTR 


PAL16R4 


;PINS     12  3456789  10 

CLK     UP     INIT     NC     NC     NC     NC     NC  NC  GND 

;PINS  11     12     13     14     15     16     17     18     19  20 
/OE     NC     NC     R0     Rl     NC     NC     NC     NC  VCC 

/THIS   IS  A  SIMPLE  TWO-BIT  UP/DOWN  COUNTER  EXAMPLE.    NOTE  THAT 

/INITIALIZATION  HAS  BEEN  DESIGNED  IN  WITH  DEFAULT_BRANCH . 

; THE  STATE  MACHINE  RETURNS  TO  STATE  SO   IF  CLOCKED  WHEN  PIN 

;INIT  IS  HI.    COUNTING  IS  ONLY  POSSIBLE   IF  INIT  IS  LO .  IF 

;PIN  UP   IS  HI,    COUNTER  COUNTS  UP.      IF  PIN  UP  IS  LO,  COUNTER 
; COUNTS  DOWN. 


STATE 


; START  THE  STATE  MACHINE  SECTION 


MOORE_MACHINE 
DEFAULT  BRANCH  SO 


;FOR  INITIALIZATION 


;IN  THIS  EXAMPLE,  THE  OUTPUTS  ARE  TAKEN  DIRECTLY  FROM  THE 
; STATE  BITS.      THEREFORE,   AN  OUTPUT  DEFAULT  IS  NOT  USED. 


Figure  4-54  (One  of  Two) 
Design  for  Figure  4-53 
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; STATE  ASSIGNMENTS 

; STATES  ARE  THE  SAME  AS  THE  OUTPUTS 

50  =  /Rl  *  /RO  ; COUNT  0 

51  =  /Rl  *     RO  ; COUNT  1 

52  =     Rl   *  /RO  ; COUNT  2 

53  =     Rl   *     RO  ; COUNT  3 


; STATE  AND  TRANSITION  DEFINITIONS 

; BECAUSE  THE  OUTPUTS  ARE  TAKEN  DIRECTLY  FROM  THE  STATE  BITS, 
;NO  OUTPUT  EQUATIONS  ARE  USED. 


SO    :=  COUNT_UP 
+     COUNT  DOWN 


SI 
S3 


; COUNT  0  TO  1 
; COUNT  0   TO  3 


SI    :=  COUNTJJP 
+     COUNT  DOWN 


S2 
SO 


; COUNT  1  TO  2 
; COUNT  1  TO  0 


S2    :=  COUNTJOP 
+     COUNT  DOWN 


->  S3 
->  SI 


; COUNT  2  TO  3 
; COUNT  2  TO  1 


S3   :=  COUNTJJP 
+     COUNT  DOWN 


->  SO 
->  S2 


; COUNT  3  TO  0 
/COUNT  3  TO  2 


DEFINE  THE  BRANCH  CONDITIONS.      THE  BRANCH  CONDITIONS  ARE 
ESSENTIALLY  THE  CONDITIONS  FOR  COUNTING  UP  OR  DOWN.  THE 
COUNTER  CAN  ONLY  COUNT  IF  PIN  INIT  IS  LO .      IF  PIN  INIT  IS 
HI,    THEN  NEITHER  OF  THE  CONDITIONS   IS  TRUE,    AND  THE  DEFAULT 
BRANCH  IS  USED  TO  INITIALIZE  THE  COUNTER  TO  COUNT  0. 


CONDITIONS 

COUNT_UP  = 
COUNT  DOWN  = 


UPVINIT 
/UPVINIT 


Figure  4-54  (Two  of  Two) 
Design  for  Figure  4-53 
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6.  Build  Simulation 


About  This  Chapter 


This  chapter  describes  the  additional  commands  and  control  structures  that  allow  you  to 
simulate  your  design.  Though  simulating  is  optional,  verifying  a  design  before 
programming  a  device  saves  time.  Simulating  the  design  helps  verify  that  the  equations 
do  implement  the  required  function. 


About  PAL  ASM  2  Software  And  Simulation 

Simulating  the  design  means  specifying  a  trial  set  of  input  values  for  your  design  and 
checking  that  the  resulting  outputs  are  correct. 

PALASM  2  software  has  an  event-driven  simulator  supporting  all  PAL  device 
architectures,  both  asynchronous  and  synchronous.  The  program  realistically  simulates 
events  generated  by  asynchronous  or  synchronous  feedback  and  external  events  you 
generate.  The  simulator  detects  and  reports  oscillatory  conditions  and  conflicts  in  the 
expected  and  the  actual  values  of  any  signal. 


To... 

Review  the  special  syntax  rules 

Build  the  Simulation  segment 

Review  a  sample  design  and  interpret  the  output  files 


Refer  to  Section... 

6.1 

6.2 

6.3 


Monolithic  Ei^lS  MemoriGs 
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6.1 

Special  Syntax 

The  general  syntax  rules  for  Boolean  and  state  machine  designs  apply  to  building  the 
Simulation  segment  except  for  the  characters  in  Table  4-21 . 

Table  4-21 
Exceptions  to  General  Syntax 


Character(s) 

Function 

< 

Less  than  operator 

> 

Greater  than  operator 

Equality  operator 

<= 

Less  than  or  equal  to  . .  . 

>  = 

Greater  than  or  equal 

to... 

6.2 

Build  The  Simulation  Segment 


Information  in  the  Simulation  segment  defines  a  trial  set  of  inputs  and  tells  the  software 
what  to  do  with  them.  This  segment  is  the  last  part  of  the  design  as  shown  in  Figure  4-55. 
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6.2.1 


DBCIABAtlOM 


inn 

COMB  I  EI©®!® 


SIMULATION 


Figure  4-55 
Location  of  the  Simulation  Segment 


The  keyword 
SIMULATION 

is  required  to  identify  this  segment  of  the  design. 


s 


The  Simulation  Language 


The  simulation  language  has  English-like  words,  making  it  easy  to  read  and  understand.  It 
offers  iterative  looping,  conditional  branching,  setting  of  signals,  verification  of  signal 
values,  and  selective  observation  of  signals.  Table  4-22  briefly  describes  each  directive 
in  the  simulation  language. 
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Table  4-22 


Description  of  Simulation  Commands 


Command 

Description 

PRLDF 

devices 

SETF 

Specifies  new  input  values 

CLOCKF 

Generates  a  clock  signal  on  the  dedicated  clock  pin 

CHECK 

VprifipQ  that  thp  PYnpptpH  vahiPQ  anHI  thp 

VCIMICo  Midi  11 IC  CAJJCOICJU  VdlUCo  dl  IU  11  IC 

simulated  values  are  the  same 

TF1ACE_0N 

Defines  specific  signals  to  record  in  a  special  output 
file 

TRACEOFF 

Turns  off  the  TRACEON  command. 

FOR  . . .  TO  .  . 

DO  loop 

Iterates  a  set  of  commands  a  fixed  number  of  times 

WHILE  ...  DO  loop 

Iterates  a  set  of  commands  until  a  condition  is 
satisfied 

IF  .  . .  THEN  . . 

ELSE 

Conditional  branching 

After  running  simulation  with  assembling  first,  the  software  stores  results  in  two  output 
files:  a  history  file  (FILENAME. HST)  and  a  trace  file  (FILENAME. TRF).  The  history  file 
contains  the  values  of  all  signals  from  the  start  of  simulation  to  the  end.  The  trace  file 
contains  the  values  of  the  signals  mentioned  between  TRACEJDNand  TRACE_OFF 
commands. 

The  organization  of  directives  and  the  size  of  the  segment  depend  on  how  thoroughly  you 
simulate  the  design.  You  may  need  to  use  all  the  directives  discussed  below,  or  use  only 
a  few. 

If  your  design  uses  feedback  from  output  registers  and  the  device  has  a  preload  pin,  you 
can  preload  register  outputs  to  initialize  the  registers  before  initializing  inputs  (refer  to 
PRLDF,  Section  6.2.1.1).  However,  preloading  registers  after  initializing  the  clock  and  all 
inputs  is  a  better  approach  (refer  to  SETF,  Section  6.2.1 .2). 
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6.2.1.1 


PRLDF 


The  PRLDF  command  assigns  logical  values  to,  or  initializes,  register  outputs  on 
preloadable  PAL  devices: 


PRLDF  List  of  registered  output  pins 
Example 

PRLDF  01   /02  /03 

The  elements  of  PRLDF  are  registered  output  pin  names.  Uncomplemented  names  cause 
a  high  logic  value  to  be  assigned  to  the  registered  output  pins;  names  preceded  by  / 
assign  a  low  logic  value. 

This  command  affects  the  flow  of  simulation  differently  according  to  the  way  each 
registered  device  has  its  preload  configured: 

•  For  devices  that  have  a  dedicated  preload  pin,  PRLDF  successively  disables  the 
outputs,  enables  preload,  loads  the  registers  with  the  required  logic  values,  disables 
preload,  and  finally  enables  the  outputs. 

•  For  devices  that  have  their  registers  preloaded  with  supervoltages,  PRLDF  places  a  P 
in  the  clock  field  of  the  JEDEC  vector.  Simulation  continues  with  the  new  value. 

For  registered  devices  that  cannot  be  preloaded,  PRLDF  provides  a  convenient  way 
of  initializing  registers  to  desired  values. 

Remember  the  following  guidelines  for  using  PRLDF. 

1 .  PRLDF  the  PAL32R16  and  PAL64R32  in  banks  of  eight. 

2.  Only  registered  output  pin  names  are  valid  arguments  to  the  PRLDF  command. 

3.  The  registers  are  preloaded,  not  the  output  pins.  The  output  pins  carry  the  results. 

4.  When  PRLDF  is  used  on  a  state  machine,  both  the  state  and  its  outputs  must  be 
preloaded,  unless  the  state  bits  and  the  output  bits  are  the  same: 


Syntax 
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Example 

PRLDF  STATEO  /OOT1  OUT2  OUT3  /OUT4 

5.     On  certain  PAL  devices,  such  as  the  PAL20X4,  the  A  version  of  the  part  preloads 
with  supervoltages,  while  the  standard  version  does  not.  In  these  cases,  the 
software  preloads  the  device  and  issues  a  warning  message  to  you. 

With  your  registers  preloaded,  you  can  initialize  the  clock  and  inputs  as  described  next. 

6.2.1.2 
SETF 

SETF  specifies  new  input  values  for  the  software  to  simulate.  SETF  is  usually  the  first 
command  after  PRLDF  when  simulating  registered  output  devices: 

Syntax 

SETF  List  of  input  pins 

Example 

SETF  A  /OE  B  /RESET  /DO  Dl  D2 

At  the  start  of  simulation,  all  signals  are  undefined  and  show  an  X  in  the  simulation  output. 
A  signal  should  only  be  set  if  you  want  to  change  it  from  the  previous  value.  The  signals  in 
SETF  are  set  high  (H  in  the  output)  if  not  preceded  by  / ;  otherwise,  they  are  set  low  (L  in 
the  output).  In  the  above  example  A,  B,  D1 ,  and  D2  are  all  set  to  H;  OE,  RESET,  and  DO 
are  all  set  to  L.  Other  input  signals  are  undefined  (X)  or  remain  at  a  previously  defined 
level. 

When  a  SETF  command  affects  outputs,  a  vector  is  generated  and  all  the  equations  that 
are  affected  are  evaluated.  Internally  generated  events  are  also  detected  and  evaluated. 
With  some  activities,  many  more  vectors  can  be  generated  by  a  single  SETF  command 
than  with  others  because  of  feedback  and  asynchronous  events.  Although  you  do  not 
see  it,  the  simulator  continues  generating  vectors  and  evaluating  equations  until  the 
system  stabilizes;  that  is,  until  there  are  no  more  changes  in  the  output  signals  or  no  more 
events  are  generated.  If  the  system  fails  to  stabilize  after  ten  iterations,  then  an 
oscillatory  condition  is  assumed,  and  the  simulation  halts. 

After  initializing  the  registers,  the  clock,  and  the  inputs,  you  may  want  to  verify  the 
circuit's  operation  after  a  clock  pulse  for  registered  output  designs. 
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Controlling  Output  Enable  With  SETF 

1 .     You  have  two  options  for  using  SETF  to  control  the  three-state  function  in 
simulation: 

Option  1: 

Table  4-23  helps  you  determine  how  to  use  SETF  and  what  consequences  to  expect 
from  a  device  with  a  dedicated  output  enable  pin  (OE).  Enabled  means  visible  output 
(three-state  buffer  is  high);  disabled  means  no  output  (three-state  buffer  is  low). 


Table  4-23 

Table  for  Using  SETF  to  Control  a  Dedicated  Output  Enable 


SETF 


Signal  in  Pin  List 


OE 

/OE 

OE 

DISABLED 

ENABLED 

/OE 

ENABLED 

DISABLED 

THREE-STATE 

In  Table  4-23, 

//  the  pin  is  defined ; 

OE 

OE 

/OE 

/OE 


And  you  want  the  outputs...  Enter... 

Disabled  SETF  OE 

Enabled  SETF/OE 

Disabled  SETF/OE 

Enabled  SETFOE 
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Option  2: 

If  a  local  product  term  controls  the  three-state  (such  as  for  PAL22V10  and 
PAL20RA10),  where 

Output_Pin.TRST  =  Enable_Condition 

then 

SETF  ENABLE_COND  I T I  ON     (Enable_Condition  is  a  logic  1 ;  three-state  is 

enabled) 

SETF  /  ENABLE_COND  I T I  ON  (/Enable_Condition  is  logic  0;  three-state  is 

disabled) 

2.     To  use  a  PAL1 0H20G8  I/O  pin  as  an  input,  set  the  sum  of  product  terms  and  the 
output  pin  to  low  in  the  Simulation  segment: 

Example 

EQUATIONS 

OUT1  =  A*C  +  B*D 
SIMULATION 

SETF   /A  /B 

SETF  OUT1  ;use  as  an  input 

6.2.1.3 
CLOCKF 

CLOCKF  generates  a  clock  signal  on  the  dedicated  clock  pin(s): 
Syntax 

CLOCKF  list  of  clock  signal(s) 
Example 

CLOCKF  CLK1 

CLOCKF  specifies  the  clock  signals  (dedicated  clock  pins)  to  which  the  software  applies  a 
clock  pulse.  Only  the  clock  pin(s)  of  the  device  can  be  used  in  the  CLOCKF  command; 
any  other  pin  is  an  illegal  signal  for  this  command. 
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Using  SETF,  initialize  the  clock  pin  to  low  in  the  first  line  of  the  Simulation  segment  before 
using  CLOCKF: 


Example 

SETF  /CLK 
PRLDF  OUT1 
CLOCKF  CLK 


if  the  pin  was  defined  as  CLK  in  the  pin  list.  If  the  clock  pin  has  a  high  value  at  the  first 
CLOCKF  command,  an  error  occurs.  Notice  that  you  can  control  the  clock  pin  using 
SETF: 


Each  CLOCKF  command  corresponds  to  a  pulse  going  from  low  to  high  to  low.  Thus,  two 
or  three  vectors  are  generated.  During  the  positive  edge  transition,  the  new  value  of  the 
registers  being  clocked  is  transferred  to  the  output.  No  action  takes  place  for  the 
registers  that  are  not  clocked. 

At  every  CLOCKF  command,  internally  generated  events  and  asynchronous  events  are 
detected.  More  vectors  are  generated  until  the  circuit  stabilizes.  The  operation  of 
CLOCKF  is  similar  to  the  SETF  command,  except  that  CLOCKF  generates  a  pulse  (return- 
to-zero)  rather  than  maintaining  a  level  (non-return-to-zero). 

Note:  On  the  PAL10H20GR8,  do  not  CLOCKF  pin  3  if  pin  3  serves  as  an  input  for 
combinatorial  equations  and  as  clock/latch  enable  for  registered/latched  equations.  Use 
two  SETF  lines  to  imitate  the  low-high  action  of  CLOCKF. 

Example 


SETF  /CLK 
SETF  CLK 


6.2.1.4 
CHECK 


CHECK  can  be  used  at  important  points  in  your  simulation  for  debugging  and  verifying 
your  design.  CHECK  verifies  that  the  the  signals  you  expect  actually  occur.  If  the  signals 
you  expect  differ  from  the  simulated  signals,  the  software  reports  an  error.  How  you 
specify  the  signals  to  check  depends  on  the  polarity  of  the  signal  in  the  pin  list. 


Table  4-24  summarizes  how  to  CHECK  signals. 
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Table  4-24 
Table  for  Checking  Signals 


Signal  in  Pin  List 


PINl  /PIN1 

For  high 

PINl  /PINl 

Checking 

For  tow 

/PINl  PINl 

CHECK 

And  you  are  checking  for  i 
High 
Low 
High 
Low 


Enter... 
CHECK  PIN1 
CHECK  /PIN1 
CHECK /PIN1 
CHECK  PIN1 


In  Table  4-24, 
If  the  pin  is  defined  as... 
PIN1 
PIN1 
/PIN1 
/PIN1 
Syntax 

CHECK  List  of  signals  you  expect 
Example 

CHECK  QO   /Ql  /Q2 


Only  outputs  can  be  arguments  to  the  CHECK  statement.  Whenever  a  CHECK  is 
executed,  the  simulator  compares  the  actual  value  and  the  expected  value  of  a  particular 
signal.  If  they  are  equal,  no  action  is  taken.  If  they  are  not  equal,  the  simulator  reports  a 
warning  and  continues  processing  using  the  actual  value.  CHECK  reports  the  warning  by 


Build  Simulation 


6.2.1.5 

TRACE  ON 


placing  a  ?  in  the  vector  where  the  error  occurred  as  well  as  a  vector  number.  The 
simulation  output  files  contain  the  ?  at  this  particular  location. 


TRACE  ON  defines  specific  signal  values  to  record  in  the  simulation  trace  file 
(FILENAME. TRF).  By  specifying  only  the  signals  significant  to  you,  you  can  more  easily 
read  the  simulation  trace  results: 

Syntax 

TRACE_ON  list  of  input  and/or  output  signals 
Example 

TRACE_ON  /OE  SET  RESET  DO  Dl  D2  D3  /QO   /Ql  /Q2 

This  command  contains  the  signals  that  you  want  listed  in  the  trace  file.  The  signal  names 
will  be  listed  in  the  same  order  and  with  the  same  polarity  as  present  in  the  TRACE_ON 
command.  This  list  of  signals  will  be  active  until  the  next  TRACE_OFF  command  or  until 
the  end  of  the  simulation  specification.  New  signals  can  be  traced  on  after  the 
TRACE_OFF  command.  This  command  helps  you  group  the  signals  more  naturally  for 
debugging  purposes.  For  example,  all  control  signals  can  be  grouped  together,  then  all 
data  signals  can  be  grouped  together,  and  then  all  output  signals  can  be  grouped 
together.  This  makes  observing  the  results  in  the  trace  file  very  easy. 


6.2.1.6 

TRACE  OFF 


TRACE_OFF  turns  off  the  TRACE_ON  command.  The  signals  you  were  tracing  will  no 
longer  be  recorded  in  the  trace  file.  After  this  command,  no  more  results  are  added  to  the 
trace  file  until  the  next  TRACE_ON  command  is  given. 

Remember  that  the  history  file  (FILENAME. HST)  contains  all  the  information  generated 
from  the  start  of  simulation  to  the  end.  The  signals  are  in  the  same  order  and  of  the  same 
polarity  as  in  the  pin  list.  The  trace  options  break  your  results  into  time  frames,  which  is 
critical  for  debugging.  You  can  make  the  signals  appear  in  any  order  with  any  polarity  in 
the  trace  file. 
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6.2.1.7 


FOR  ...  TO  ...  DO 


The  FOR  loop  allows  repetitive  execution  of  statements: 
Syntax 

FOR  index  var  :=  tower  limit  TO  upper  limit  DO 
BEGIN 

statements 

END 

Example 

FOR  J   :=  3  TO  8  DO 
BEGIN 

SETF  A  /B 
CLOCKF  CLK 

END 

Many  statements  can  be  embedded  in  a  FOR  loop,  including  another  FOR  construct  with  a 
different  indexing  variable.  You  can  generate  many  vectors  just  by  increasing  the  limits  of 
this  loop.  The  lower  limit  should  be  less  than  or  equal  to  the  upper  limit.  All  the  limit  values 
should  be  greater  than  or  equal  to  zero.  You  cannot  use  negative  values  for  the  limits. 
The  loop  is  not  executed  if  the  conditions  expressed  in  the  limits  are  equal. 


The  WHILE  loop  allows  a  repetitive  execution  of  statements  that  may  be  controlled  by 
evaluation  of  logic  conditions  present  within  the  device: 


WHILE  condition  DO 
BEGIN 

statements 

END 

Many  statements  can  be  embedded  in  a  WHILE  loop,  including  other  looping  constructs. 
The  WHILE  loop  is  used  to  iterate  a  set  of  commands  until  the  condition  is  false. 

Condition  expressions  cannot  contain  nested  parentheses.  The  condition  can  be  any 
Boolean  expression  of  logic  signals  or  mathematical  equality  (  =,  >,  <,  >=,  <=,  o ): 


6.2.1.8 


WHILE  ...  DO 


Syntax 
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Example 

WHILE    (I<2)  DO 

Here,  the  simulator  checks  if  the  condition  I  <  2  is  true.  The  condition  can  also  be  any 
Boolean  expression: 

Example 

WHILE    (DRDY  *   /CLR)  DO 

Here,  the  simulator  evaluates  (DRDY  *  /CLR).  If  it  is  true,  then  the  condition  is  true. 


statements 

END 

Example 

IF  J  =  5  THEN 
BEGIN 

CHECK  QO 

END 
ELSE 

BEGIN 

CHECK  /QO 

END 

The  two  ways  to  use  this  construct  are:  with  an  ELSE  clause  or  without.  If  the  construct 
has  an  ELSE  clause  and  the  condition  is  true,  the  THEN  clause  is  executed;  otherwise, 
the  ELSE  clause  is  executed.  If  there  is  no  ELSE  clause  and  the  condition  is  not  true, 
then  the  simulation  executes  the  next  command  or  construct  after  the  IF  .  .  .  THEN 
construct. 


6.2.1.9 


IF..   THEN...  ELSE 


Use  this  construct  for  conditional  branching: 


Syntax 


IF  condition  THEN 
BEGIN 

statements 

END 
ELSE 

BEGIN 


or 


IF  condition  THEN 
BEGIN 

statements 

END 


£1 


£1 
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As  with  the  WHILE  ...  DO  construct,  condition  expressions  cannot  contain  nested 
parentheses.  The  condition  can  be  any  Boolean  expression  of  logic  signals  or  mathe- 
matical equality  ( =,  >,  <,  >=,  <=,  <>  ). 

6.2.2 

Review  Simulation  Guidelines 

1 .  All  signals  are  assumed  to  be  don't  care  at  the  start. 

2.  Initialize  all  your  control  signals  (such  as  three-state,  preload  and  clock)  to  their 
default  values.  If  they  are  not  initialized,  the  simulation  may  give  erroneous  results 
and  may  generate  warnings  for  pins  not  initialized. 

3.  If  the  three-state  or  preload  pin  is  /OE,  for  example,  then  SETF  OE  will  enable  the 
outputs  and  SETF  /OE  will  disable  the  outputs. 

4.  For  the  PAL20RA1 0: 

If  A,  B,  CLK,  RESET,  and  SET  are  defined  in  the  pin  list  and 

Q0  :=  A  *  B 
QO.CLKF  =  CLK 
QO.RSTF  =  RESET 
QO.SETF  =  SET 

appear  in  the  Equations  segment,  then  the  following  simulation  commands  will  have 
the  given  results: 

SETF     SET  /RESET         ; The  register  Q0  is  set  to  H, 

; so  the  output  pin  will  go  L. 

SETF     RESET  / SET  ; The  register  Q0  is  set  to  L, 

; so  the  output  pin  will  go  H. 

The  data  path  of  this  device  is  treated  in  the  normal  way  because  the  polarity  fuse  is 
in  front  of  the  register.  The  simulator  takes  care  of  any  difference  in  the  polarity 
between  the  signal  in  the  pin  list  and  the  left  side  of  the  equation. 
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6.3 


In  a  Boolean  equation  design,  you  use  the  PRLDF,  CHECK,  TRACE_ON,  WHILE  and 
IF  constructs  to  reference  the  value  of  an  output.  In  a  state  machine  design, 
however,  you  use  these  constructs  to  reference  states  and  outputs  unless  state 
bits  and  output  bits  are  the  same: 

Example 

PRLDF  STATE_ONE  01  /02  /03 

The  two  history  output  files  from  simulation  are  FILENAME.TRF  (if  TRACE_ON  is 
used)  and  FILENAME. HST.  In  addition  to  the  H,  L,  X,  and  Z  (high-impedance)  values 
for  signals,  output  files  for  the  PMS14R21  contain  the  state  of  the  machine  at  each 
point  in  the  simulation. 


Review  A  Sample  Design  And  Interpret  The  Output 
Files 

The  following  sections  discuss  interpreting  the  simulation  output  files  for  SUPER.PDS  in 
Figure  4-56.  Run  The  Software,  Chapter  3,  discusses  processing  SUPER.PDS.  Along 
with  the  previous  discussions  on  simulation  commands,  the  following  discussions  help 
you  understand  how  to  simulate  a  design  and  interpret  the  results  in  waveform  and  output 
file  formats. 
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TITLE  SUPER_FRAME_PAL 

PATTERN  SUPER  FRAME  PAL  FOR  Tl  INTERFACE 

REVISION  PI. 02 

AUTHOR  STEVE  PATTERSON  AND  THERESA  SHAFER 

COMPANY  MONOLITHIC  MEMORIES 

DATE  1/16/87 

/DESCRIPTION 

;This  PAL  counts  the  Tl  Frames  and  controls  the  Signal 
;Bits  extraction  process,  including  Fly  Wheeling.  It 
;also  provides  various  other  signals  which  indicate 
;the  frames  with  signal  bits.     The  counter  is  reset 
/with  either  RSTB  or  when  frame  detection  is  SUNK  and 
; frame  1  occurs  from  two  different  sources    (FRM1  &  SOF) 

CHIP  SUPER  FRAME  PAL16R6 


;PINS 

;1  2         3  4 

Tl  CKB  RSTB  FRM1B  SUNK 


5       6     7     8     9  10 
SOF  NC  NC  NC  NC  GND 


;11  12  13  14  15  16  17         18  19  20 

OEB  NC  Q3  Q2  Ql  Q0  FRM  6  FRM  12  NC  VCC 


Figure  4-56  (One  of  Three) 
SUPER.TRF  Input  File 
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; INPUTS : T1_CKB  ACTIVE  LOW  EXTERNAL  Tl  CLOCK 
; RSTB     ACTIVE  LOW  MASTER  RESET 
;SOF     LAST  KNOWN  START  OF  FRAME 

;SUNK  ACTIVE  HIGH  SIGNAL  INDICATING  "IN  FRAME  SYNC" 
;OEB     ACTIVE  LOW  OUTPUT  ENABLE  INPUT 

EQUATIONS 


/Q3 


=  /Q2 
/Q3  * 
/Q3  ■> 
/Q3  J 


'  Ql 
/Q2 
/Ql 
/QO 


QO 


/FRM1B  *  SOF  *  SUNK 
/RSTB 


/Q2    :=  Q2  *  Ql  *  QO 
+  /Q2  *  Q3 
+  /Q2  *  /Ql 
+  /Q2  *  /QO 
+  /FRM1B  *  SOF 
+  /RSTB 


SUNK 


/Ql    :=  Ql  *  QO 

+  /Ql  *  /QO 

+  /FRM1B  *   SOF  *  SUNK 

+  /RSTB 


Figure  4-56  (Two  of  Three) 


SUPER.PDS  Input  File 


£1  Monolithic  FJFil  Memories  £1 
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1 


1 
1 


1 

I 


/OUTPUTS :Q (3-0)    STATE  VARIABLES 

;FRM_6  CLOCK  SIGNAL  WHICH  INDICATES  SIGNAL  BIT  A 
;FRM_12  CLOCK  SIGNAL  WHICH  INDICATES  SIGNAL  BIT  B 

SIMULATION 

TRACE_ON  T1_CKB  RSTB  FRM1B  SOF  SUNK 
Q3  Q2  Ql  Q0  FRM_6  FRM_12 

SETF  /OEB  ;   ENABLE  OUTPUT 

/RSTB         ;   RESET  REGISTERS 

/T1_CKB     ;    INITIALIZE  CLOCK 
CLOCKF  T1_CKB 
SETF  RSTB  /SOF  FRM1B  SUNK 
CLOCKF  T1_CKB 

FOR  I:=l  TO  24  DO 
BEGIN 

CLOCKF  T1_CKB 
END 

SETF  /SUNK  SOF  /FRM1B 
CLOCKF  T1_CKB 
SETF  /SUNK  /SOF  /FRM1B 
CLOCKF  T1_CKB 
SETF  /SUNK  SOF  FRM1B 
CLOCKF  T1_CKB 
SETF  /SUNK  /SOF  FRM] B 
CLOCKF  T1_CKB 
SETF  SUNK  SOF  /FRM1B 
CLOCKF  T1_CKB 
SETF  SUNK  /SOF  /FRM1B 
CLOCKF  T1_CKB 
SETF  SUNK  /SOF  FRM1B 
CLOCKF  T1_CKB 
SETF  SUNK  SOF  FRM1B 
CLOCKF  T1_CKB 
TRACE  OFF 


iS  t  i  iSi  m 


Figure  4-56  (Three  of  Three) 


SUPER.PDS  Input  File 


After  processing,  the  simulation  results  are  stored  in  the  following  output  files: 


•  History  file  (FILENAME. HST) 

•  Trace  file  (if  TRACE_ON  used,  FILENAME.TRF) 

Note:  The  simulation  program  also  creates  a  JEDEC  fuse  and  test  data  file 
(FILENAME.JDC)  if  assembly  was  done  first.  This  file  can  be  downloaded  to  the 
programmer  to  program  and  verify  the  device.  For  more  information  about  this  file,  refer  to 
Interpret  the  JEDEC  Test  Data,  Section  6.3.6,  and  to  Program  The  Device,  Chapter  7. 

You  may  view  the  files  as  waveforms  on  your  screen  or  on  a  printout  as  discussed  in  View 
The  Simulation  Output  Files,  Section  3.7.2. 

Figure  4-57  shows  the  format  of  the  waveform  displays  and  output  files.  In  addition  to  the 
previous  discussions  of  the  simulation  commands,  the  following  sections  help  you 
interpret  the  codes  in  simulation  waveforms  and  output  files. 
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Figure  4-57 


Waveform  Display  and  Output  File  Format 
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Table  4-25  shows  the  characters  and  their  corresponding  simulation  commands. 

Table  4-25 


Simulation  Output  Characters 


Character 

Input  File  Command 

g  (s  on  a  PROSE  device) 

SETF 

c 

CLOCKF 

P 

PRLDF 

In  addition  to  the  previous  discussions  on  simulation  commands  and  constructs,  the 
following  discussions  help  you  simulate  your  design  and  interpret  the  results. 

The  g  Character 

The  character  g  (s  on  a  PROSE  device)  indicates  the  SETF  command.  In  the  Simulation 
segment,  you  specify  the  pins  that  are  set  to  high  or  low  values  with  this  command.  When 
the  value  on  a  pin  does  not  change,  the  result  is  not  recorded  in  the  history  file.  For 
example,  if  a  pin  that  has  a  high  value  already,  is  set  high  again,  the  second  high  value 
causes  no  change  and  generates  no  extra  vectors.  The  values  under  the  g  character  can 
take  up  more  than  one  column.  When  this  happens,  only  the  last  column  indicates  the 
stable  values.  The  first  two  columns  are  caused  by  intermediate  conditions  such  as 
feedbacks. 

Note:  A  column  of  SETF  values  can  also  be  caused  by  a  PRLDF  command  in  the  input  file. 
When  this  occurs,  the  g  column  will  immediately  follow  the  p  column. 

The  c  Character 

The  c  character  indicates  the  CLOCKF  command.  Notice  in  Figure  4-58  that  each  column 
with  a  c  character  is  preceded  by  two  more  columns  of  values.  This  is  because  the 
clocking  procedure  consists  of  three  steps: 

1 .  Raise  the  clock  pin.  The  clock  pin  goes  from  low  to  high. 

2.  While  the  clock  pin  is  high,  the  new  output  pin  values  are  recorded. 


4-156 


£1  Monolithic  fiM  Memories  £1 


Build  Simulation 


3.     Lower  the  clock  pin.  The  results  are  shown  in  the  last  column. 


The  p  Character 


The  character  p  appears  in  the  history  output  when  a  PRLDF  or  preload  command  is 
specified  in  the  Simulation  segment.  This  command  causes  a  three-step  procedure  on  a 
registered  device: 


1 .  The  output  enable  pin  is  set  high. 

2.  A  value  is  loaded  in  the  register. 

3.  The  output  enable  pin  is  set  low. 


The  history  file  records  the  entire  preload  procedure.  The  column  headed  by  the  p 
character  records  the  values.  However,  there  are  two  exceptions: 

•     The  outputs  may  be  stored  in  the  next  column  which  is  headed  by  a  g  or  s.  This 
occurs  when  the  value  in  the  register  changes. 

If  the  PRLDF  command  is  followed  by  a  CLOCKF  in  the  input  file,  the  first  CLOCKF 
column  records  the  stable  values  of  the  preload. 


Interpret  The  History  Waveforms 

History  waveforms  are  based  on  the  information  in  the  history  file.  The  waveforms  are  not 
stored  in  a  separate  file;  they  graphically  represent  the  FILENAME. HST  file.  Figure  4-58 
shows  SUPER. HST  as  history  waveforms. 
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SETF 


CLOCKF 


g    eg  cccccccccccccccccc 


1  T1  CKB 

1  ~ 

|  RSTB 

I  FRMIB 

I 

|  SUNK 

I 

1  SOF 


1 


GND 

OEB 

Q3 

Q2 

Q1 


PIN  NAMES 


UNDEFINED 


LOW 


HIGH 


Figure  4-58 
SUPER.HST  Waveforms 
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You  read  waveforms  in  columns.  Use  the  vertical  bar  cursor  to  track  the  events  in  each 
column. 


The  SETF  and  CLOCKF  commands  used  in  the  Simulation  segment  of  the  input  file  are 
coded  in  the  horizontal  row  above  the  waveforms.  By  moving  the  bar  across  the  screen 
you  can  track  the  results  caused  by  the  SETF  and  CLOCKF  commands  on  each  pin. 
Notice  that  the  p  character  does  not  appear.  This  is  because  this  example  does  not 
contain  a  PRLDF  command. 

The  pins  for  which  simulation  events  were  defined  appear  vertically  at  the  left  of  the 
waveforms. 

Note:  The  history  waveforms  list  the  pins  exactly  as  they  are  defined  in  the  pin  list  of  the 
input  file.  Therefore,  they  are  in  the  same  sequence  and  have  the  same  polarity  as  the  pin 
list.  NC  or  no-connect  pins  are  not  included.  The  signals  in  the  history  waveform  can  also 
be  observed  on  the  pins  of  the  device. 


The  trace  waveforms  are  based  on  the  information  in  the  trace  file.  The  waveforms  are  not 
stored  in  a  separate  file;  they  graphically  represent  the  FILENAMETRF  file.  Figure  4-59 
shows  SUPER.TRF  as  trace  waveforms. 

The  events  recorded  by  trace  waveforms  are  determined  by  the  TRACE_ON  and 
TRACE_OFF  commands  in  the  Simulation  segment.  These  commands  allow  you  to  trace  a 
group  of  signals  in  the  order  and  polarity  you  specify. 


6.3.2 

Intei 


rpret  The  Trace  Waveforms 
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RSTB 
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UNDERNED 


LOW 


HIGH 


Figure  4-59 
SUPER.TRF  Waveforms 
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Track  the  events  in  columns  using  the  vertical  bar  cursor  just  as  you  tracked  the  history 
waveforms. 


The  trace  waveforms  differ  from  the  history  waveforms  in  the  following  ways: 

The  signal  names  in  the  history  waveforms  are  taken  from  the  pin  list;  the  signal 
names  in  the  trace  waveforms  are  taken  from  the  TRACE_ON  command.  Therefore 
their  polarity  may  be  inverted. 

The  signal  in  the  trace  file  may  be  in  any  order. 

Some  signals  or  events  may  not  be  displayed.  The  trace  waveforms  show  only  those 
signals  between  the  TRACE_ON  and  TRACE_OFF  commands;  the  history  waveforms 
are  more  complete. 


Interpreting  the  history  and  trace  files  is  discussed  next. 


6.3.3 

Interpret  The  History  File 


The  history  file  contains  simulation  results  in  columns.  If  you  prefer  viewing  the  simulation 
results  in  waveforms,  you  may  not  need  to  look  at  the  sample  history  file  in  Figure  4-60. 
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PIN 

NAMES 


PAL16R6 
SUPER  FRA1 
Page 


T1_CKB 

RSTB 

FRM1B 

SUNK 

SOF 

GND 

OEB 

Q3 

Q2 

Ql 

QO 

FRM_6 

FRM_12 

VCC 


1 

fcfj  eg  c 

ijxIiHLLHHLHH 
ttLLHHHHHH 
jcXXHHHHHH 
XXXHHHHHH 
XXXXLLLLLL 
LLLLLLLLLL 
LLLLLLLLLL 
X&LLLLLLLL 
X^CLLLLLLLL 
X^LLLLLLLH 
X^CLLLLHHHL 
X^XXXXLLLL 
kxXXXXLLLL 
iHHHHffHHHHH 


SETF 


c  c  c  I  c 
lhhlhhliIhl 
hhhhhhhhhh 
hhhhhhhhhh 
hhhhhhhhhh 
llllllllll 
llllllllll 
llllllllll 
llllllllll 

LLLLLHHljlHH 
HHHHHLLiLL 
LLHHHLLljjHH 
LLLLLLLIbHH 
LLLLLLLiLL 
HHHHHHHHHH 


CLOCKF 


!    c     c  c 

fiHLHHLHHLH 

HHHHHHHHHH 

HHHHHHHHHH 

pHHHHHHHHH 

LLLLLLLLLL 

JjLLLLLLLLL 

Llllllllll 
Lllllllhhh 
Hhhhhhhlll 
Lhhhhhhlll 

kLLLHHHLLL 
HLLLLLLLLL 


LLLLLL 


UNDEFINED 


hkHhhhhhh 


low 


c  c  c 
HLHHLHHLHH 
HHHHHHHHHH 
HHHHHHHHHH 
HHHHHHHHHH 
LLLLLLLLLL 
LLLLLLLLLL 
LLLLLLLLLL 
HHHHHHHHHL 
LLLLLLLLLL 
LLLHHHHHHL 
HHHLLLHHHL 
LLLLLLLLLL 
LLLLLLHHHL 
HHHHHHHHHH 


t 


HIGH 


Figure  4-60 
SUPER.HST  File 


Notice  that  you  read  the  file  in  columns.  On  the  left  side  of  the  page,  the  pins  are  listed  in 
order  beginning  with  pin  1 .  The  characters  for  the  simulation  commands  are  displayed  in 
the  first  horizontal  row  on  each  page  of  the  file.  For  example,  the  values  in  the  outlined 
columns  in  Figure  4-60  are  a  result  of  SETF  (g)  and  CLOCKF  (c)  commands.  Refer  to  Table 
4-26  for  definitions  of  the  command  characters. 

Each  column  contains  the  values  on  each  pin  that  result  from  simulation  commands. 
Table  4-26  lists  the  values  that  appear  in  a  history  file. 
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Table  4-26 


Value  Characters  in  the  History  File 


Character 

Value 

H 

High 

L 

Low 

Z 

High  impedance  state 

X 

Undefined  or  don't  care  value 

? 

CHECK  command  discrepancy: 
simulated  value  does  not  match  the 
expected  value 

Note:  The  example  in  Figure  4-60  does  not  contain  p,  ?  or  z  characters.  This  is  because 
the  input  file  does  not  contain  PRLDF  statements,  CHECK  statements,  or  high  impedance 
states. 

Note:  The  history  file  lists  the  pins  exactly  as  they  are  defined  in  the  pin  list.  Refer  to  the 
note  in  Interpret  The  History  Waveforms,  Section  6.3.1. 

6.3.4 

Interpret  A  PROSE  History  File 

The  state  machine  history  file  for  a  PROSE  device  differs  from  a  standard  history  file  in 
one  respect.  It  shows  the  state  the  machine  is  in  at  the  bottom  of  the  file.  Figure  4-61 
displays  the  state  information  at  the  bottom  of  a  PMS14R21  history  file.  Notice  how  the 
values  of  the  states  can  be  tracked  vertically  against  each  pin. 
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PIN  _ 
NAMES 


CLOCK 

DCLK 

SEN1 

SEN2 

12 

17 

SDI 

GND 

RESET 

SDO 

RED1 

YEL1 

GRN1 

RED2 

YEL2 

GRN2 

01 

00 

MODE 
VCC 


s    c  s  c 
LHHLLLHHLH 

xxxxxxxxxx 

xxxxllllll \ 

xxxxllllll 

xxxxxxxxxx 

xxxxxxxxxx 

xxxxxxxxxx 

llllllllllI 

hhhhhhhhhhI 

xxxxxxxxxx 

hhllllllll 

hhllllllll 

hhhhhhhhhh 

hhhhhhhhhh 

hhllllllll 

hhllllllll 

xxxxxxxxxx 

xxxxxxxxxx 

XXXXXXXXXX l 
HHHHHHHHHH^ 


c~l  c  c 

HLHHLHHLHH 

xxxjcxxxxxx 

LLLLLLLLLL 
LLLLLLLLLL 

xxxxxxxxxx 
xxxxxxxxxx 
xxxxxxxxxx 
llllllllll 
hhh|1hhhhhh 
xxxxxxxxxx 
llllllhhhh 
lllhhhllll 
hhhIllllll 
hhh|ihhllll 
llllllllll 
llllllhhhh 
xxxxxxxxxx 
xxxxxxxxxx 
xxxxxxxxxx 
hhhhhhhhhh 


c    c    c  c 

LHHLHHLHHL 
XXXXXXXXXX 
LLLLLLLLLL 
LLLLLLLLLL 
XXXXXXXXXX 
XXXXXXXXXX 
XXXXXXXXXX 
LLLLLLLLLL 
HHHHHHHHHH 
XXXXXXXXXX 
HHHHHHHHLL 
LLLLLLLLLL 
LLLLLLLLHH 
LLLLLLLLHH 
LLLLLHHHLL 
HHHHHLLLLL 
XXXXXXXXXX 
XXXXXXXXXX 
XXXXXXXXXX 
HHHHHHHHHH 


sec 
LLHHLHHLHH 
XXXXXXXXXX 
LLLLLLLLLL 
HHHHHHHHHH 
XXXXXXXXXX 
XXXXXXXXXX 
XXXXXXXXXX 
LLLLLLLLLL 
HHHHHHHHHH 
XXXXXXXXXX 
LLLLLLLLLH 
LLLLLLHHHL 
HHHHHHLLLL 
HHHHHHHHHL 
LLLLLLLLLL 
LLLLLLLLLH 
XXXXXXXXXX 
XXXXXXXXXX 
XXXXXXXXXX 
HHHHHHHHHH 


STATE     PPSSSSSSSS^ SSS$SSSSSS  SSSSSSSSSS  SSSSSSSSSS 
OOOOOOOllli 222?334445  5566677700  0002223334 
WW 
EE 
RR 


UU 
PP 


VERTICAL 
TRACKING 


STATES 
(S0-S7) 


Figure  4-61 
Sample  PMS14R21  History  File 
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6.3 


Interpret  The  Trace  File 


The  trace  file  is  a  result  of  the  TRACE_ON  command  in  the  input  file  and  is  read  in  the 
same  way  as  the  history  file.  As  mentioned  earlier  in  the  discussion  on  waveforms,  the 
trace  file  differs  from  the  history  file  in  the  following  ways. 

♦     The  pin  names  in  the  trace  file  are  taken  from  the  TRACE_ON  command,  not  from  the 
pin  list.  Therefore,  their  polarity  may  be  inverted. 

The  pins  in  the  trace  file  may  be  in  a  different  order. 

Some  pins  or  events  may  not  be  displayed.  The  trace  file  traces  only  those  pins  you 
define  in  the  TRACE_ON  command;  the  history  file  is  more  complete. 

Figure  4-62  shows  a  sample  trace  file.  Notice  that  the  GND,  VCC,  and  OEB  pins  shown  in 
Figure  4-61  are  not  listed. 


SETF 


CLOCKF 


PAL16R6 
SUPER  FRAME 


PIN 

NAMES 


g  I  eg  c 
T1_CKB^  XSHLLHHLHH 
LiLLHHHHHH 
xlxXHHHHHH 
:XXLLLLLL 
XXHHHHHH 
LLLLLLLL 
LLLLLLLL 
LLLLLLLH 
XXLLLLHHHL 
XXXXXXLLLL 
XXXXXXLLLL 


c  c  cj  c 
LHHLHHL.HHL 


c    c  c 
iHLHHLHHLH 


HHHHHHHHHH  pHHHHHHHHH 
HHHHHHHliHH  fiHHHHHHHHH 


LLLLLLLLLL 
HHHHHHHjpHH 

lllllll|l,ll 
lllllhhIihh 


jLLLLLLLLL 
iHHHHHHHHH 
jLLLLLLHHH 
iHHHHHHLLL 


HHHHHLLLLL  ^HHHHHHLLL 
LLHHHLLtHH  flLLLHHHLLL 

lllllll^hh  |llllllllll 
lllllllLllLlllllllll 


UNDEFINED 


LOW 


c  c  c 
HLHHLHHLHH 
HHHHHHHHHH 
HHHHHHHHHH 
LLLLLLLLLL 
HHHHHHHHHH 
HHHHHHHHHL 
LLLLLLLLLL 
LLLHHHHHHL 
HHHLLLHHHL 
LLLLLLLLLL 
LLLLLLHHHL 


HIGH 


Figure  4-62 
Sample  Trace  File 
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Interpret  The  JEDEC  Test  Data 

The  simulation  program  also  generates  a  JEDEC  test  data  file  that  has  the  extension  .JDC 
if  you  assembled  the  design  first.  This  file  contains  the  fuse  data  with  test  vectors  at  the 
bottom.  The  device  programmer  can  use  this  file  for  programming  and  verifying  the 
device.  Refer  to  Program  The  Device,  Chapter  7,  for  more  information. 

Figure  4-63  displays  the  test  vectors  from  the  SUPER.JDC  output  file.  Notice  that  the 
figure  does  not  include  the  fuse  map  that  appears  above  the  test  vectors. 
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V0001  COXXXXXXXNOXLLLLXXXN* 
V0002  ClllOXXXXNOXLLLHLLXN* 
V0003  ClilOXXXXNOXLLHLLLXN* 
V0004  ClllOXXXXNOXLLHHLLXN* 


F0005  cfllOXXXXN0XLHLLlili{N^ «#   JEST 


V0007  ClllOXXXXNOXLHHLLLXN* 

V0008  ClllOXXXXNOXLHHHLLXN* 

V0009  ClllOXXXXNOXHLLLLLXN* 

VOOIO  ClllOXXXXNOXHLLHLLXN* 

VOOll  ClllOXXXXNOXHLHLLLXN* 

V0012  ClllOXXXXNOXHLHHLHXN* 

V0013  ClllOXXXXNOXLLLLLLXN* 

V0014  ClllOXXXXNOXLLLHLLXN* 

V0015  ClilOXXXXNOXLLHLLLXN* 

V0016  ClllOXXXXNOXLLHHLLXN* 

vooi7  ci3*«3ee3e3a«eifi!HiiM!wa»*-~   clock 

V0018  ClllOXXXXNOXLHLHHLXN* 

V0019  ClllOXXXXNOXLHHLLLXN* 

V0020  ClllOXXXXNOXLHHHLLXN* 

V0021  ClllOXXXXNOXHLLLLLXN**—  NOT 

V0022  ClllOXXXXNOXHLLHLLXN*  TESTED 

V0023  ClllOXXXXNOXHLHLLLXN* 

V0024  ClllOXXXXNOXHLHHLHXN* 

V0025  ClllOXXXXNOXLLLLLLXN* 

V0026  ClllOXXXXNOXLLLHLLXN* 

V0027  C1OO1XXXXN0XLLHLLLXN* 

V0028  ClOOOXXXXNOXLLHHLLXN* 

V0029  C1101XXXXNOXLHLLLLXN* 

V0030  CllOOXXXXNOXLHLHHLXN* 

V0031  C1011XXXXNOXLLLLLLXN* 

V0032  CIOIOXXXXNOXLLLHLLXN* 

V0033  ClilOXXXXNOXLLHLLLXN* 

V0034  C1111XXXXNOXLLHHLLXN* 

C607C*       —   FUSE 

C5EE  CHECKSUM 


V0006 


ClllOXXXXNOXLHLHHLXN* 


VECTOR 


TRANSMISSION 
CHECKSUM 


Figure  4-63 


Test  Vectors  from  SUPER.JDC 
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7.  Program  the  Device 


About  This  Chapter 

This  chapter  outlines  two  methods  to  program  a  device: 


To... 

Use  a  computer  to  send  JEDEC  files  to  your 
programmer 

Use  PC2  communications  software 

Copy  files  from  a  programmed  master  device 

Download  the  JEDEC  file 


Read  this  Section.. 
7.1 

7.2 
7.3 
7.4 


For  detailed  instructions,  specific  to  your  programmer,  refer  to  your  programmer  manual. 
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7.1 

Send  JEDEC  Files  To  The  Programmer 

To  program  a  device  from  a  JEDEC  file,  complete  the  following  tasks. 

1 .  Set  up  the  communications  link  between  the  programmer  and  your  computer  using 
either  MS-DOS  commands  or  the  PC2  communications  program. 

2.  Connect  the  programmer  to  your  computer. 

3.  Send  a  JEDEC  file  to  the  programmer. 

4.  Program  the  device. 

The  sections  that  follow  give  detailed  descriptions  of  each  step. 
Programmer 

To  connect  the  programmer  to  the  computer  serial  port,  follow  these  steps. 

1 .  Make  sure  the  computer  has  a  serial  port.  Most  programmers  require  a  serial 
connection  to  the  computer. 

2.  Verify  the  device  name  of  the  serial  port,  COM1 :  or  COM2:  (You  will  need  to  know 
this  when  you  establish  the  communications  link). 

3.  Connect  the  programmer  to  a  serial  port  on  the  computer.  Use  the  cable  specified  in 
the  programmer  manual.  Figure  4-64  shows  a  typical  programmer-to-computer 
connection. 


7.1.1 

Connect  the 
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PALASM 2 


PLD  ^ 
PROGRAMMER 

Figure  4-64 
Connect  the  Programmer  to  a  Computer 
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7.1.2 

Set  Up  The  Communications  Link 

To  set  up  the  programmer  transmission  parameters,  follow  these  steps. 

1 .  Set  the  transmission  parameters  for  the  programmer.  Refer  to  the  programmer 
manual  for  instructions.  If  these  parameters  are  fixed  in  your  programmer,  note  the 
settings  so  that  you  can  configure  the  computer  to  match. 

2.  Set  the  transmission  parameters  for  the  computer.  You  can  use: 

•  MS-DOS  commands 

•  PC2,  a  software  communications  program  supplied  on  the  supplemental  disk 

•  Any  commercially  available  communications  software 


To  use- 
MS-DOS  commands 


PC2  software  program 

Commercial  communi- 
cations software 


You  will... 

•     Type  MODE  followed  by  the  device  name,  baud  rate, 
parity,  number  data  bits,  number  stop  bits.  For 
example, 

MODE  COM1 :4800,N,7,1 

To  ensure  a  reliable  transfer,  use  4800  baud  or  lower. 

Proceed  to  Transmit  The  JEDEC  File  Using  MS-DOS, 
Section  7.1.3 

Skip  to  PC2  Communications  Software,  Section  7.2 

Refer  to  that  communications  software  manual  for 
instructions. 
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7.1.3 


Transmit  The  JEDEC  File  Using  MS-DOS 


The  PALASM  2  software  generates  different  JEDEC  files,  depending  on  which  programs 
you  run.  If  you  run  the  XPLOT  program,  the  software  generates  fuse  maps  in  a  file  with 
the  extension  JED.  The  programmer  uses  the  JED  file  to  program  the  device. 

If  you  run  the  SIM  program  after  XPLOT,  the  software  adds  test  vectors  to  the  JED  file 
and  generates  a  file  with  the  extension  JDC.  Many  programmers  can  use  the  test  vectors 
in  the  JDC  file  to  perform  a  functional  test  after  programming  and  verification. 

Note:  On  PROSE  and  PLS  devices  the  PROASM  and  PLSASM  respectively  are  the 
assembly  programs  that  create  the  JED  file. 

To  prepare  the  programmer  to  receive  a  JDC  or  JED  file,  follow  these  steps. 

1 .  Set  up  the  programmer  to  receive  the  JEDEC  files.  Refer  to  your  programmer  manual 
for  instructions. 

2.  Use  the  MS-DOS  command,  COPY,  to  send  the  JEDEC  file  to  the  serial  port: 
COPY  filename  COM1: 

The  programmer  should  indicate  that  it  is  receiving  the  file. 

3.  Make  sure  the  programmer  successfully  received  the  file.  The  programmer  should 
indicate  that  the  transmission  is  complete. 

4.  Proceed  to  Download  The  JEDEC  File,  Section  7.4. 


With  PC2  software,  a  bidirectional  communications  program,  you  can  set  up  and  verify  the 
communications  link  between  the  programmer  and  the  IBM-PC/XT/AT.  You  can  also  set 
up  computer  transmission  parameters  and  send  a  JEDEC  file  to  the  programmer. 


7.2 


PC2 


Communications  Software 
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Load  PC2 

You  can  load  the  PC2  software  program  from  a  hard  disk  drive  or  from  floppy  disks.  This 
section  describes  both  methods. 

7.2.1.1 

Load  PC2  From  A  Hard  Disk  Drive 

1 .  Make  sure  PC2  is  installed  on  your  hard  disk  drive. 
If  you...  Then... 

Already  installed  PC2  Proceed  to  step  2. 

Did  not  install  PC2  Follow  the  instructions  in  Install  The  Menu,  Section 

2.1 .3.1 .  When  the  screen  displays  the  input  install 
request  menu,  select  option  5,  Install  Supplementary 
Software  only. 

After  you  install  the  supplementary  programs  and  exit 
the  input  install  request  menu,  the  screen  displays 
the  system  prompt. 

2.  From  the  system  prompt,  start  the  PALASM  2  software  main  menu  by  entering 
PALASM  <return> 

and  press  <return>  again. 

3.  Use  the  PALASM  2  software  main  menu  to  start  PC2.  From  the  main  menu,  press 
<F4>  Program  Device. 

F4  Program  Device 

The  screen  displays  the  function  key  menu,  as  shown  in  Figure  4-65.  For  a 
description  of  the  function  keys,  proceed  to  PC2  Function  Keys  Defined,  Section 
7.2.1.3. 
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FUNCTION  KEYS: 

Fl-Send  File     F2 -SETUP     F3-View    F4-Capt     F9-New  Filename  FlO-Exit 


Figure  4-65 
PC2  Function  Key  Menu  Screen 

7.2.1.2 

Load  PC2  From  A  Two  Floppy  System 

To  load  PC2  on  a  two  floppy  disk  drive  system,  follow  these  steps. 

1 .  Insert  the  backup  copy  of  the  Supplementary  disk  in  drive  A. 

2.  Insert  the  data  disk  containing  your  JEDEC  file  in  drive  B. 
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3.  Type  PC2  and  press  <return>.  The  screen  displays  the  function  key  menu,  as 
shown  in  Figure  4-65. 

4.  For  a  description  of  the  function  keys,  proceed  to  PC2  Function  Keys  Defined, 
Section  7.2.1.3. 

7.2.1.3 

PC2  Function  Keys 

Table  4-27  describes  the  use  of  each  function  key. 


Table  4-27 
PC2  Function  Keys 


Function  Key 

Function 

<F1> 

Send  a  file 

<F2> 

Configure  the  communications  port 

<F3> 

View  the  JEDEC  file  as  it  is  sent  to  the  programmer 

<F4> 

Save  the  transmitted  data  to  a  disk  file 

<F9> 

Name  a  new  file 

<F10> 

Exit  the  PC2  program 

7.2.2 

Set  Up  Computer  Transmission  Parameters 

To  set  up  transmission  parameters  for  your  computer,  follow  these  steps. 

1 .  To  display  the  setup  menu,  press  <F2>. 

2.  To  view  all  the  options  for  a  selected  parameter,  press  the  spacebar.  A  circle  (bullet) 
indicates  the  selected  parameter. 

3.  When  the  correct  option  displays,  press  <return>  to  advance  to  the  next  parameter. 
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4.  Repeat  steps  2  and  3  for  each  parameter. 

5.  After  you  select  an  option  for  the  last  parameter  (Stop  bits)  and  press  <return>,  the 
screen  displays  the  transmission  parameters.  Figure  4-66  shows  a  sample  setup. 


SETUP  PROGRAM  FOR  PALASM  COMMUNICATION. . . 
<CR>  Next  Field,     <SPACE>  Modify 

o     Com  port  :  COM1 : 

Baud  rate  :  2400 

Parity  :  E 

Data  bits  :  7 

Stop  bits  :  1 

New  values  ok  (Y/N)  ? 

(C) Copyright  1983,1984  Monolithic  Memories 
All  Rights  Reserved 


FUNCTION  KEYS: 

Fl-Send  File    F2-SETUP     F3-View    F4-Capt     F9-New  Filename  FlO-Exit 


Figure  4-66 
Computer  Transmission  Parameters  Screen 


7.     Decide  whether  you  want  to  use  the  new  parameter  values  by  selecting  Y  or  N: 
If  you  type...  Then... 

<N>  <return>  You  can  change  any  parameter  setting.  Repeat  steps  2  and  3. 

<Y>  <retum>  The  screen  displays: 

Make  these  changes  permanent   (Y/N)  ? 
Proceed  to  step  7. 

7.     Decide  whether  you  want  to  save  the  changes  to  disk  by  selecting  Y  or  N: 
If  you  type...  Then... 

<N>  <return>  You  can  change  any  parameter.  Repeat  steps  1  through  6. 

<Y>  <return>  The  program  saves  these  changes  to  the  file,  PC2.DAT,  on  the 

Supplementary  diskette  in  drive  A.  The  function  key  menu 
displays  across  the  bottom  of  the  screen  (as  in  Figure  4-65). 

7.2.3 

Transmit  The  JEDEC  File 

To  send  a  JEDEC  file  to  your  programmer,  follow  these  steps. 

1 .  To  transmit  one  file,  or  the  first  of  a  series  of  files,  to  your  programmer,  press  <F1  >. 
Figure  4-67  shows  the  screen  display. 

2.  To  select  another  file  to  transmit  to  the  programmer,  press  <F9>.  Figure  4-67  shows 
the  screen  display. 
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File  to  Transmit  to  Programmer? 


(C) Copyright  1983,1984  Monolithic  Memories 
All  Rights  Reserved 


FUNCTION  KEYS : 

,  Fl-Send  File     F2 -SETUP     F3-View    F4-Capt     F9-New  Filename  FlO-Exit 


Figure  4-67 
PC2  Name  Transmit  File  Screen 


2.  Enter  the  drive  name  followed  by  the  name  of  your  JEDEC  file  and  press  <return>. 
The  program  verifies  that  the  filename  exists.  When  complete,  the  menu  bar 
displays  across  the  bottom  of  the  screen. 

3.  Set  up  the  programmer  to  receive  the  JEDEC  file.  Refer  to  your  programmer  manual 
for  instructions. 


4-179 


Program  the  Device 


4.  To  send  the  JEDEC  file,  press  <F1>.  Watch  tor  this  activity: 

•  The  screen  displays:  Transmitting... 

•  The  programmer  indicates  that  it  is  receiving  the  file. 

•  When  complete,  the  screen  displays:  End  Transmission... 

5.  If  the  transmission  is  not  successful,  check  that  the  transmission  parameters  for 
the  computer  and  the  programmer  match.  Also,  refer  to  your  programmer  manual  for 
more  troubleshooting  information. 

6.  To  exit  the  PC2  program,  press  <F1 0>.  Figure  4-68  shows  the  screen  display. 

7.  Proceed  to  Download  The  JEDEC  File,  Section  7.4. 


Copy  From  A  Master  Device 

If  you  have  a  master  device  and  you  want  to  program  a  device  of  the  same  type  with 
exactly  the  same  pattern,  follow  these  steps. 

1 .  Set  the  programmer  to  read  (or  copy)  the  master  device.  You  may  also  need  to  know 
the  product  code  and  device  type  specific  to  the  manufacturer. 

2.  Install  the  correct  adapter,  if  required. 

3.  Enter  the  appropriate  product  code  or  select  the  product  from  the  menu.  Refer  to  the 
programmer  manual  for  instructions. 

4.  Install  the  programmed  master  device  in  the  correct  socket  and  read  its  fuse  pattern 
into  the  programmer  memory. 

The  pattern  is  now  in  the  programmer  memory  and  will  remain  there  unless  the 
memory  is  cleared  or  the  programmer  power  is  turned  off. 

5.  Verify  that  the  checksum  displayed  at  the  end  of  the  copy  operation  matches  the 
checksum  of  the  master  device. 

6.  If  the  checksums  match,  you  are  now  ready  to  program  the  device.  Proceed  to 
Download  The  JEDEC  File,  Section  7.4. 
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Thank  you  for  using  MMI  products 


(C) Copyright  1983,1984  Monolithic  Memories 
All  Rights  Reserved 
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Fl-Send  File     F2 -SETUP     F3-View    F4-Capt     F9-New  Filename  FlO-Exlt 


Figure  4-68 


PC2  Exit  Screen 


7.4 


Program  The  Device 

To  program  the  device,  follow  these  steps. 

1 .  Follow  the  manufacturer's  instructions  to  install  a  device  into  the  programmer.  For 
some  programmers,  you  must  know  the  device  code  and  the  correct  adapter  or 
software  version. 

2.  Program  the  device  by  sending  the  file  (now  resident  in  the  programmer)  to  the 
device. 

With  most  programmers,  you  can  specify  the  programmer  to  verify  that  the  device  was 
programmed  correctly.  If  you  run  the  SIM  program,  the  software  includes  JEDEC  test 
vectors  in  your  file.  The  programmer  uses  these  test  vectors  to  perform  a  functional  test. 
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Autorun:  A  feature  of  the  PALASM  main  menu  that  allows  you  to  run  the  assembly  and 
simulation  programs  with  one  keystroke. 

BINHEX  supplementary  program:  A  binary  to  hexadecimal  conversion  program. 

Boolean  equation  design:  Specifies  Boolean  logic  functions  for  programming  a 
device  to  perform  specified  tasks  and  give  specified  outputs. 

CHECK  command:  Compares  the  expected  values  and  the  simulated  values  of 
signals  during  simulation. 

CLOCKF  command:  Generates  a  clock  signal  on  the  dedicated  clock  pin(s). 

Combinatorial  equations:  Component  of  the  Equations  segment.  Equations  that 
combine  signals  for  immediate  output. 

Commands:  See  individual  command  name. 

Condition:  A  set  of  inputs  in  a  state  diagram. 

Conditions  segment:  A  segment  of  the  state  machine  design  that  defines  the  input 
values  that  determine  state  transitions.  The  condition  equations  assign  names  to  unique 
sets  of  inputs. 

Declaration  segment:  Describes  design  identification,  device  and  pin  data,  and 
string  substitutions. 

DECODE  supplementary  program:  Address  decoder  program  that  generates 
PALASM  2  software  Boolean  equations. 

Editor:  Also  called  a  word  processor.  A  computer  program  that  permits  selective 
revision  of  computer-stored  data. 

Equations  segment:  A  segment  of  the  input  file.  Contains  equations  for  Boolean  and 
programmable  functions  that  define  outputs  in  terms  of  inputs  and  feedback. 

EXPAND  program:  Expands  input  equations  and  converts  state  machine  syntax  to 
Boolean  equations. 
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Fields:  Areas  on  the  PALASM  2  main  menu  where  you  enter  data--specifically,  the  input 
PDS  file  name  and  the  directory  where  that  file  is  located. 

Files:  See  individual  filename. 

FOR. ..TO. ..DO  loop  command:  Optional  construct  in  the  Simulation  segment 
syntax.  Iterates  a  set  of  commands  a  fixed  number  of  times. 

Functional  equation:  Components  of  the  Equations  segment  of  a  Boolean  design. 
Defines  these  programmable  functions:  clock,  set,  reset,  three-state,  dynamic 
registered/combinatorial  output  selection. 

Fuse  map:  An  output  file  generated  by  the  program  XPLOT.  Displays  the  programmed 
and  unprogrammed  fuses  specified  by  the  input  file. 

Fuseplot:  See  fuse  map. 

History  file:  An  output  file  generated  by  the  SIM  program  that  shows  the  values  of 
every  pin  through  a  simulation  sequence. 

.HST  file:  Simulation  history  data  file. 

IF.. .THEN. ..ELSE  command:   Conditional  branching  construct  for  simulation. 

Intermediate  files:  Files  created  by  the  software  but  not  immediately  visible  to  the 
user. 

.JDC  file:  JEDEC  fuse  data  and  JEDEC  test  vectors  file. 
JED  file:  JEDEC  fuse  data  file. 

JEDEC  file:  Created  by  XPLOT  and  used  by  the  device  programmer  to  program  a 
device. 

JEDMAN  program:  Disassembles  JEDEC  files  and  generates  Boolean  equation  input 
files.  JEDMAN  allows  you  to  read  a  fuseplot  directly  from  a  programmed  device. 

Keyword:  A  word  used  by  the  software  to  identify  the  block  of  information  that  follows 
it. 

Latched  equation:  Component  of  the  Equations  segment  of  a  Boolean  design. 
Defines  logic  functions  for  devices  with  latched  outputs. 

Mealy  state  machine:  Determines  its  outputs  from  the  inputs  and  the  present  state. 
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MINIMIZE  program:  Uses  the  intermediate  file  created  by  PARSE  or  EXPAND  to 
perform  automatic  logic  reduction. 

Moore  state  machine:  Determines  its  outputs  from  the  present  state  only. 

Output  equation:  Defines  the  state  machine's  operation  in  terms  of  conditions  and 
outputs  from  the  present  state.  The  syntax  for  output  equations  is  different  for  Mealy  and 
Moore  machines. 

PALASM2:  PALASM  2  software  interactive  menu  program  that  simplifies  user  interface 
to  the  software. 

PARSE  program:  Checks  the  syntax  of  the  input  file. 

PC2  supplementary  program:  A  menu-driven,  multiple  choice  program  that  enables 
communication  between  PLD  programmers  and  IBM-PC/XT/AT  computers. 

.PDF  file:  PLD  architecture  description  data  file. 

.PDS  file:  User-defined  PLD  design  input  file. 

PDSCNVT  supplementary  program:   Converts  previous  PALASM  version  input 
files  to  PALASM  2  software  syntax. 

PINOUT  supplementary  program:  Generates  a  list  of  the  pin  names  from  the  .TRE 
file  (created  by  the  PALASM  2  software  assembler). 

.PL2  file:  PDS  file  reconstructed  from  JEDEC  output  file. 

PLSASM  program:  Assembles  PLS  device  designs. 

PRLDF  command:  Assigns  logical  values  to,  or  initializes,  register  outputs  in 
Simulation  for  preloadable  PAL  devices. 

PROASM-PROSIM:  Assembles  and  simulates  PROSE  device  designs.  PROASM 
accepts  only  state  machine  designs  and  generates  a  fusemap  and  a  JEDEC  file.  PROSIM 
generates  history  and  trace  files  as  well  as  JEDEC  test  data. 

Programmed  fuse:  Equivalent  to  a  "1"  in  a  JEDEC  file.  Sometimes  refered  to  as  a 
"blown."  fuse.  See  also  Unprogrammed  fuse. 

Programs:  See  individual  program  name. 

Registered  equation:  Component  of  the  equations  segment  of  a  Boolean  design. 
Defines  logic  functions  for  devices  with  registered  outputs. 
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Reserved  word:  A  word  used  by  the  software  to  identify  design  segments  and 
information,  device  codes,  commands,  functions,  and  pin  defaults.  Some  reserved  words 
are  keywords  that  identify  the  block  of  information  that  follows. 

Run-time  log:  Contains  the  messages  or  intermediate  files  generated  after  running 
each  program  in  the  early  stages  of  processing. 

SCRSIM  supplementary  program:  Generates  simulation  waveforms  from  history 
and  trace  output  files.  These  waveforms  can  be  viewed  on  the  screen  or  sent  to  a  printer. 

SETF  command:  Specifies  new  input  values  for  the  software  to  simulate.  Also  used  to 
control  the  three-state  function  in  simulation. 

SIM  program:  Checks  the  functionality  of  a  PLD  device.  SIM  simulates  the  operation 
of  your  design,  calculating  the  output  values  based  on  input  signals  defined  in  the 
Simulation  segment.  After  running  PARSE,  EXPAND,  and  MINIMIZE,  SIM  generates  two 
output  files:  a  history  file  and  a  trace  file. 

Simulation  segment:  A  segment  of  the  design.  Defines  a  trial  set  of  inputs  for  a 
design  and  tells  the  software  what  to  do  with  them. 

State  assignment:  An  equation  that  defines  a  state  as  a  unique  combination  of 
outputs.  Also  called  "state  bit  assignment"  and  "bit  assignment." 

State  diagram:  Illustrates  the  behavior  of  a  state  machine.  Includes:  all  named 
states,  the  input  values  that  cause  state  transitions  when  a  clock  pulse  occurs,  and  the 
output  values  expected  because  of  state  transitions. 

State  equation:  Defines  the  states  in  terms  of  conditions  that  determine  transitions  to 
other  states.  State  equations  are  necessary  for  both  Mealy  and  Moore  designs. 

State  segment:  A  segment  of  the  state  machine  design.  Contains  information  about 
the  design  and  equations  that  describe  how  the  machine  functions.  Describes  defaults, 
pin  assignments  to  states,  and  equations  for  state  transitions  and  outputs. 

State  machine  design:  An  input  file  that  contains  information  for  programming  a 
device  to  cycle  through  defined  states  and  give  specified  outputs. 

Supplementary  programs:  Programs  included  with  the  PALASM  2  software  package 
but  not  supported  by  Monolithic  Memories.  See  also  individual  supplementary  program 
name. 

TIMING  supplementary  program:  Timing  diagram  entry  program. 

Trace  file:  A  subset  of  the  history  file  that  shows  only  the  pins  you  specify  between 
TRACE_ON  and  TRACE_OFF  simulation  commands.  See  also  History  file. 
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TRACE_OFF  command:  Turns  off  the  TRACE_ON  command.  After  this  command,  no 
more  results  are  added  to  the  trace  file  until  the  next  TRACE_ON  command  appears. 

TRACE_ON  command:  Defines  specific  signals  whose  values  will  be  recorded  in  the 
simulation  trace  file. 

TREPL2  program:  Disassembles  intermediate  files  created  by  PARSE,  EXPAND,  and 
MINIMIZE,  and  converts  them  to  Boolean  equation  input  files. 

.TRF  file:  Simulation  trace  data  file. 

Unprogrammed  fuse:  Equivalent  to  a  "0"  in  a  JEDEC  file.  Sometimes  refered  to  as 
"intact."  See  also  Programmed  fuse. 

VTRACE  supplementary  program:  A  utility  program  to  convert  simulation  output 
files  to  timing  diagrams. 

WHILE...DO  loop  command:  Optional  construct  of  the  simulation  syntax  that 
iterates  a  set  of  commands  until  a  condition  is  satisfied. 

XPLOT  program:  After  PARSE,  EXPAND,  and  MINIMIZE,  assembles  PAL  device 
designs.  Validates  the  architectural  design  of  an  input  PLD  design  containing  Boolean 
equations  (created  by  EXPAND  or  MINIMIZE)  and  produces  fusemaps  and  JEDEC  data. 

.XPT  file:  PLD  fuse  map  data  file. 
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A,B 

Assemble 

autorun  feature  4-36 

input  file,  procedure  4-30,  38 
Autorun  assembly 

how  to  use  4-36 
BINHEX4-12,  26 
Boolean  equations 

convert  from  state  machine  syntax  4-40,  41 

declaration  segment  4-65 

design  file  structure  4-62 

equations  4-70 

how  to  expand  4-40 

how  to  minimize  4-41 

syntax  rules  4-63, 138 

c 

CHECK  command 

defined  4-140 

syntax  4-146 

when  to  use  4-145 
CHIP 

information  for  state  and  output  equations  4-118 

keyword  defined  4-109 

syntax  4-67, 109 
CLOCKF  command 

clocking  procedure  4-156 

defined  4-140 

syntax  4-144 

thee  character  4-156 
Combinatorial  equations 

polarity  4-71 

syntax  4-70 
Computers  supported  4-4 
Conditions  segment 

keyword  4-1 25 

syntax  4-1 25 

when  conditions  conflict  4-126 
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D,E 

Data  entry  fields 

defined  4-32 

directory  4-35 

input  PDS  file  4-35 
Declaration  segment 

Boolean  4-65 

CHIP  syntax  4-67,109 

design  header  4-66, 108 

in  a  Boolean  equation  design  4-62 

in  a  state  machine  design  4-104 

keywords  4-66, 108 

STRING  syntax  4-68, 110 
DECODE  4-12,  26 
DeMorgan's  theorem 

when  to  use  4-125 
Devices  supported  4-2 
DOS 

commands  to  transmit  JEDEC  file  4-173 

how  to  enter  from  menu  4-35 

to  run  PALASM  2  software  4-59 
EQUATIONS  4-70 
Equations  segment 

combinatorial  equations  syntax  4-70 

functional  equations 

programmable  set  and  reset  4-74 
programmable  three-state  4-75 

functional  equations  4-74 

in  a  Boolean  equation  4-62, 70 

"keywords  4-70 

registered  equations  syntax  4-72 
Error  detection 

view  run-time  log  4-53 
EXPAND 

input  equations,  procedure  4-30,  40 
program  for  PAL  devices  4-130 
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F 

FOR.. TO. ..DO  loop 

defined  4-140 

syntax  4-148 
Function  keys 

defined  4-32 

display  directory  (F1)  4-35 
edit  PDS  input  file  (F3)  4-36 
enter  DOS  (F2)  4-35 
for  PC2  4-176 

PALASM2  option  (F5)  4-37,  38,  46 
program  device  (F4)  4-174 
view  data  (F7)  4-44,  47,  50 
Functional  equations 
defined  4-74 

global  set  and  reset  syntax  4-75 
programmable  set  and  reset  syntax  4-75 
programmable  three-state  syntax  4-75 
syntax  for  PAL16RA8  and  PAL20RA1 0  4-85 
Fuse  map 

how  to  interpret  4-56 
stored  in  .XPT  file  4-42 
view  .XPT  output  file  4-43 

H,  I 

History  file 

.HST  filename  4-140, 147 

for  a  PROSE  device  4-163 

simulation  segment  output  file  4-140 

TRACEJDFF  command  to  create  time  frames  4-147 
History  waveform 

defined  4-157 

how  to  view  4-48 
IF.. .THEN. ..ELSE  command 

defined  4-140 

syntax  4-149 
Input  file 

assemble  4-38,  42 

check  syntax  4-38 

expand  equations  4-40 

minimize  equations  4-41 
Install  PALASM  2  Software  4-15 
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J,K 

JED  file 

created  by  assembler  4-56 

fuse  maps  in  4-173 

test  vectors  in  4-1 73 
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PAL20R6A-2 

PAL20R6B 

PAL20R6B-2 

PAL20R8A 


5-56 
5-147 
5-29 
5-37 
5-41 
5-43 
5-31 
5-35 
5-39 
5-17 
5-29 
5-37 
5-41 
5-43 
5-31 
5-35 
5-39 
5-29 
5-37 
5-41 
5-43 
5-31 
5-35 
5-39 
5-29 
5-37 
5-41 
5-43 
5-31 
5-35 
5-39 
5-11 
5-17 
5-17 
5-17 
5-51 


5-147 


5-147 
5-147 
5-113 
5-128 
5-130 
5-125 
5-126 
5-128 
5-130 
5-125 
5-126 
5-128 
5-130 
5-125 
5-126 
5-128 


PAL20R8A-2 

5-130 

PAL20R8B 

5-125 

PAL20R8B-2 

5-126 

PAL20RA10 

5-97 

PAL20RA10-20 

5-95 

PAL20RS10 

5-103 

PAL20RS4 

5-103 

PAL20RS8 

5-103 

PAL20S10 

5-103 

PAL20X4A 

5-113 

PAL20X8A 

5-113 

PAL20X10A 

5-113 

PAL22RX8A 

5-87 

PAL32R16 

5-158 

PAL32VX10 

5-70 

PAL32VX10A 

5-70 

PAL10020EV/EG8 

5-381 

PALC16L8Q-25 

5-33 

PALC16L8Z-25 

5-50 

PALC16R4Q-25 

5-33 

PALC16R4Z-25 

5-50 

PALC16R6Q-25 

5-33 

PALC16R6Z-25 

5-50 

PALC16R8Q-25 

5-33 

PALC16R8Z-25 

5-50 

PALC20L8Z-35 

5-133 

PALC20R4Z-35 

5-133 

PALC20R6Z-35 

5-133 

PALC20R8Z-35 

5-133 

PALC20L8Z-45 

5-133 

PALC20R4Z-45 

5-133 

PALC20R6Z-45 

5-133 

PALC20R8Z-45 

5-133 

PALC22V10H-25 

5-79 

PALC22V10H-35 

5-79 

PLS 105-37 

5-331 

PLS1 67-33 

5-331 

PLS1 68-33 

5-331 

PMS14R21 

5-315 

PMS14R21 A 

5-315 

5-v 


Data  Sheets 


TTL/CMOS  PAL  Devices 
TTL/CMOS  AmPAL  Devices 
PROSE/PLS  Sequencers 
FPC/PEG  Sequencers 
ECL  PAL  Devices 

 HAL/ZHAL  Devices 

Military  PAL  Devices 
Logic  Cell  Array 
Electrical  Definitions 
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Notes 


PAL/PLD  Device  Menu 


STANDBY 

PRODUCT 

cnrrn 

(mA) 

DATA  bHEET 

DEVICE  NAME 

INr  U  1  o 

UU 1 rU  1  o 

1  LKMb/UU  1  rU  1 

(tPD  In  ns) 

rAlab  NU. 

PAL8L14A 

8 

14 

1 

25 

90 

5-141 

PAL6L16A 

6 

16 

1 

25 

90 

5-141 

PAL10H8 

10 

8 

2 

35 

90 

5-56 

PAL 

12H6 

12 

6 

2,4 

35 

90 

5-56 

PAL14H4 

14 

4 

4 

35 

90 

5-56 

PAL16H2 

16 

2 

8 

35 

90 

5-56 

PAL10L8 

10 

8 

2 

35 

90 

5-56 

PAL12L6 

12 

6 

2,4 

35 

90 

5-56 

PAL14L4 

14 

4 

4 

35 

90 

5-56 

PAL16L2 

16 

2 

8 

35 

90 

5-56 

PAL 

16C1 

16 

2 

16 

40 

90 

5-56 

PAL16L8D 

16* 

8 

7 

10 

180 

5-29 

AmPAL16L8D 

10 

180 

5-183 

PAL1 6L8B 

15 

180 

5-31 

AmPAL16L8B 

15 

180 

5-197 

PALC16L8Z-25 

25 

0.1 

5-50 

PALC16L8Q-25 

25 

45 

5-33 

PAL16L8B-2 

25 

90 

5-35 

AmPAL16L8AL 

25 

90 

5-197 

PAL16L8A 

25 

180 

5-37 

AmPAL16L8A 

25 

155 

5-197 

PAL16L8B-4 

35 

55 

5-39 

AmPAL16L8Q 

35 

45 

5-197 

PAL 

16L8A-2 

35 

90 

5-41 

AmPAL16L8L 

35 

80 

5-197 

AmPAL16L8 

35 

155 

5-197 

PAL16L8A^1 

55 

50 

5-43 

PAL16P8A 

16' 

8 

7 

25/30" 

180 

5-17 

AmPAL18P8B 

18* 

8 

8 

15 

180 

5-202 

AmPAL18P8AL 

25 

90 

5-202 

AmPAL18P8A 

25 

1 80 

5-202 

AmPAL18P8Q 

35 

55 

5-202 

AmPAL18P8L 

35 

90 

5-202 

PAL12L10 

12 

10 

2 

40 

100 

5-147 

PAL14L8 

14 

8 

2,4 

40 

100 

5-147 

PAL16L6 

16 

6 

2,4 

40 

100 

5-147 

PAL1 8L4 

18 

4 

4,6 

40 

100 

5-147 

PAL20L2 

20 

2 

8 

40 

100 

5-147 

PAL 

20C1 

20 

2 

16 

40 

100 

5-147 

PAL 

20L8B 

20* 

8 

7 

15 

210 

5-125 

PAL20L8B-2 

25 

105 

5-126 

PAL20L8A 

25 

210 

5-128 

PALC20L8Z-35 

35 

0.1 

5-133 

PAL20L8A-2 

35 

105 

5-130 

PAL 

C20L8Z-45 

45 

0.1 

5-133 

Table  1.  Simple  Combinatorial  PAL  Devices 


PRODUCT 

SPEED 

'cc 
(mA) 

DATA  SHEET 

DEVICE  NAME 

INPUTS 

OUTPUTS 

TERMS/OUTPUT 

(tp„  'n  ns) 

PAGE  NO. 

AmPAL20L10B 

20' 

10 

3 

15 

210 

5-306 

AmPAL20L10-20 

20 

165 

5-306 

AmPAL20L10AL 

25 

105 

5-306 

PAL20L1  OA 

30 

165 

5-113 

PAL20S10 

20* 

10 

0-1 6tt 

35 

240 

5-103 

AmPAL22P10B 

22* 

10 

8 

15 

210 

5-306 

AmPAL22P10AL 

25 

105 

5-306 

AmPAL22P10A 

25 

210 

5-306 

AmPAL22XP10-20 

22' 

10 

2/6f 

20 

210 

5-286 

AmPAL22XP10-30L 

30 

105 

5-286 

AmPAL22XP10-30 

30 

180 

5-286 

AmPAL22XP10-40L 

40 

105 

5-286 

*  Includes  feedback  f  Has  an  exclusive-OR  gate 

**  Depending  on  polarity  ft  Product  term  steering 


Table  1.  Simple  Combinatorial  PAL  Devices  (Cont'd.) 


STANDBY 

PRODUCT 

SPEED 

(mA) 

DATA  SHEET 

DEVICE  NAME 

INPUTS 

OUTPUTS 

FLIP-FLOPS 

TERMS/OUTPUT 

(fM„  in  MHz) 

PAGE  NO. 

PAL16R8D 

16* 

8 

8 

8 

55 

180 

5-29 

AmPALI  6R8D 

55 

180 

5-183 

PAL16R8B 

37 

180 

5-31 

AmPALI  6R8B 

40 

180 

5-197 

PALC16R8Z-25 

28.5 

0.1 

5-50 

PALC16R8Q-25 

28.5 

45 

5-33 

PAL16R8B-2 

25 

90 

5-35 

AmPAL16R8AL 

28.5 

90 

5-197 

PAL16R8A 

25 

180 

5-37 

AmPALI  6R8A 

28.5 

155 

5-197 

PAL16R8B-4 

16 

55 

5-39 

AmPALI  6R8Q 

18 

45 

5-197 

PAL16R8A-2 

16 

90 

5-41 

AmPALI  6R8L 

18 

80 

5-197 

AmPALI  6R8 

18 

155 

5-197 

PAL1 6R8A-4 

11 

50 

5-43 

PAL16R6D 

16* 

8 

6 

8 

55 

180 

5-29 

AmPALI  6R6D 

55 

180 

5-183 

PAL16R6B 

37 

180 

5-31 

AmPALI  6R6B 

40 

180 

5-197 

PALC16R6Z-25 

28.5 

0.1 

5-50 

PALC16R6Q-25 

28.5 

45 

5-33 

PAL16R6B-2 

25 

90 

5-35 

AmPALI  6R6AL 

28.5 

90 

5-197 

PAL16R6A 

25 

180 

5-37 

Table  2.  Simple  Registered  PAL  Devices 
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tTl  Monollthlc^S&MemorlBs  tTI 


PAL/PLD  Device  Menu 


eDpcn 

orctu 

o  IMNUD  I 

PRODUCT 

CC 

HATA  CUCCT 

DAI  A  bribe  1 

DEVICE  NAME 

INPUTS 

OUTPUTS 

FLIP-FLOPS 

TERMS/OUTPUT 

In  MHz) 

(mA) 

PAGE  NO. 

AmPAL16R6A 

1  an 
I  oU 

o-i  y/ 

PAL1E 

R6B-4 

lb 

55 

o-jy 

AmPAL1£ 

R6Q 

1  o 

1  o 

AC 

C  -1  Q7 

PAL16R6A-2 

l  O 

yu 

C  A  1 
D-41 

AmPAL16R6L 

1  Q 

1  O 

yu 

C  *l  07 

o-i  y  / 

AmPAL16R6 

1  Q 
1  O 

1  Qfl 
I  oU 

u- 1  y  / 

PAL16R6A-4 

11 

50 

5-43 

PAL1f 

R4D 

ID 

a 
a 

4 

Q 

99 

■I  on 

o-j^y 

AmPALK 

R4D 

55 

1 80 

5-1 83 

PAL16R4B 

37 

1 80 

5-31 

AmPAL16R4B 

40 

1 80 

5-197 

PALC1 6R4Z-25 

28.5 

0.1 

5-50 

PALC1 6R4Q-25 

28.5 

45 

5-33 

PAL16R4B-2 

25 

90 

5-35 

AmPAL15R4AL 

28.5 

90 

5-197 

PAL16R4A 

25 

180 

5-37 

AmPAL16R4A 

28.5 

180 

5-197 

PAL16R4B-4 

16 

55 

5-39 

AmPAL16R4Q 

1 8 

45 

5-197 

PAL16R4A-2 

1 6 

90 

5-41 

AmPAL16R4L 

18 

90 

5-197 

AmPAL16R4 

18 

180 

5-197 

PAL16R4A-4 

11 

50 

5-43 

PAL1{ 

X4 

16* 

8 

4 

8t 

14 

225 

5-51 

PAL16RP8A 

16" 

8 

8 

8 

25 

180 

5-17 

PAL16RP6A 

16* 

8 

6 

8 

25" 

180 

5-17 

PAL1E 

RP4A 

16* 

8 

4 

8 

25" 

180 

5-17 

PAL20R8B 

20* 

8 

8 

8 

37 

210 

5-125 

PAL20R8B-2 

25 

105 

5-126 

PAL20R8A 

25 

210 

5-128 

PALC20R8Z-35 

20 

0.1 

5-133 

PAL20R8A-2 

16 

105 

5-130 

PALC20R8Z-45 

15.3 

0.1 

5-133 

PAL20R6B 

20* 

8 

6 

8 

37 

210 

5-125 

PAL20R6B-2 

25 

105 

5-126 

PAL20R6A 

25 

21 0 

5-128 

PALC20R6Z-35 

20 

0.1 

5-133 

PAL20R6A-2 

16 

105 

5-130 

PALC20R6Z-45 

15.3 

0.1 

5-133 

PAL20R4B 

20* 

8 

4 

8 

37 

210 

5-125 

PAL20R4B-2 

25 

105 

5-126 

PAL20R4A 

25 

210 

5-128 

PALC20R4Z-35 

20 

0.1 

5-133 

PAL20R4A-2 

16 

105 

5-130 

PALC 

'0R4Z-45 

15.3 

0.1 

5-133 

Table  2.  Simple  Registered  PAL  Devices  (Cont'd.) 


PAL/PLD  Device  Menu 


DEVICE  NAME 

INPUTS 

OUTPUTS 

FLIP-FLOPS 

PRODUCT 
TERMS/OUTPUT 

SPEED 
in  MHz) 

STANDBY 

'cc 
(mA) 

DATA  SHEET 
PAGE  NO. 

PAL20RS10 

20* 

10 

10 

0-16tt 

20 

240 

5-103 

PAL20RS8 

20* 

10 

8 

0-1 6ft 

20 

240 

5-103 

PAL20RS4 

20* 

10 

4 

0-1  Wf 

20 

240 

5-103 

AmPAL22V10-15 

22* 

10 

0-1 0§ 

8-1 6§§ 

40 

180 

5-249 

pai  roo\/i  nu  ox. 

od.o 

on 

yu 

C  7Q 

o-/y 

AmPAL22V10A 

28.5 

180 

5-260 

PALC22V10H-35 

20 

90 

5-79 

AmPAL22V10 

18 

180 

5-260 

AmPAL20RP10B 

22* 

10 

10 

8 

37 

210 

5-306 

AmPAL20RP10AL 

25 

105 

5-306 

AmPAL20RP10A 

25 

210 

5-306 

AmPAL20RP8B 

22* 

10 

8 

8 

37 

210 

5-306 

AmPAL20RP8AL 

25 

105 

5-306 

AmPAL20RP8A 

25 

210 

5-306 

AmPAL20RP6B 

22* 

10 

6 

8 

37 

210 

5-306 

AmPAL20RP6AL 

25 

105 

5-306 

AmPAL20RP6A 

25 

210 

5-306 

AmPAL20RP4B 

AmPAL20RP4AL 

AmPAL20RP4A 

22* 

10 

4 

8 

37 
25 
25 

210 
105 
210 

5-306 
5-306 
5-306 

PAL32R16 

32* 

16 

16§ 

0-1 6ft 

16 

280 

5-158 

*  Includes  feedback  -ft  Product  term  steering 

**  With  polarity  fuse  intact  §  Flip-flops  can  be  bypassed 

t  Has  an  exclusive-OR  gate  §§  Has  varied  product  term  distribution 


Table  2.  Simple  Registered  PAL  Devices  (Cont'd.) 


PAL/PLD  Device  Menu 


DEVICE 

MAME 

INPUTS 

OUTPUTS 

FLIP-FLOPS 

FLIP-FLOP 
TYPES 

PRODUCT 
TERMS/OUTPUT 

SPEED 
In  MHz) 

CTAMn 
O  IAINU 

BY 

(mA) 

DATASHEET 
PAGE  NO. 

PAL20X10A 

PAL20X8A 

PAL20X4A 

on* 

20* 
20* 

*i  n 
1  u 

10 
10 

I  u 
8 
4 

n  T  IK'  CD 

D,T,JK,SR 
D,T,JK,SR 

Q/O-f 

2/2t 
2/2f 

oo  o 

C.C-.C. 

22.2 
22.2 

■i  an 

1  Oil 

180 
180 

C  HQ 

o-  I  I  o 

5-113 
5-113 

AmPAL20XRP10-20 
AmPAL20XRP10-30L 
AmPAL20XRP10-30 
AmPAL20XRP10-40L 

22* 

10 

10 

D,T,JK,SR 

2/6t 

30.3 

OO  0 

22.2 
14.3 

210 

180 
105 

5-286 

0-£OD 

5-286 
5-286 

AmPAL2( 
AmPAL2( 
AmPAL2( 
AmPAL2( 

JXRP8-20 
JXRP8-30L 
JXRP8-30 
JXRP8-40L 

22' 

10 

8 

D,T,JK,SR 

2/6,  8f 

30.3 
22.2 
22.2 
14.3 

210 
1 05 
180 
105 

5-286 
5-286 
5-286 
5-286 

AmPAL20XRP6-20 
AmPAL20XRP6-30L 
AmPAL20XRP6-30 
AmPAL20XRP6-40L 

22* 

10 

6 

D,T,JK,SR 

2/6,  8f 

30.3 
22.2 
22.2 
14.3 

210 
1 05 
180 
1 05 

5-286 
5-286 
5-286 
5-286 

AmPAL20XRP4-20 
AmPAL20XRP4-30L 
AmPAL20XRP4-30 
AmPAL20XRP4-40L 

22* 

10 

4 

D,T,JK,SR 

2/6,  8f 

30.3 
22.2 
22.2 
14.3 

210 
1 05 
180 
105 

5-286 
5-286 
5-286 
5-286 

PAL22RX8A 

22* 

8 

8§ 

D,T,JK,SR 

1/8f 

28.5 

210 

5-87 

AmPAL2: 
AmPAL2. 

iS8-20 
)S8-25 

23* 

g 

146 
its 

D,B0 

6-1 25S 

33 
28.5 

200 
200 

5-169 
5-169 

AmPALC 
AmPALC 

29  M 16-35 
29M16-45 

29* 

16 

16§ 

D.B.LO 

8-1 6§§ 

20 
15 

120 
120 

5-231 
5-231 

PAL3, 
PAL3, 

2VX10A 
2VX10 

32* 

10 

10§ 

D,T,JK,SR, 
BO 

1/8-1 6f 

25 
22.2 

180 
180 

5-70 
5-70 

Includes  feedback  §§  Has  varied  product  term  distribution 

t  Has  an  exclusive-OR  gate  0  B=flip-f lops  are  or  can  be  buried;  L=latched  outputs  possible 

§  Some  f  ip-flops  can  be  bypassed 

Table  3.  State  Machine  PAL  Devices 


PRODUCT 

SPEED 

STANDBY 

DATA  SHEET 

DEVICE  NAME 

INPUTS 

OUTPUTS 

TERMS/OUTPUT 

(tp„  In  ns) 

lcc(mA) 

PAGE  NO. 

PAL16RA8 

16' 

8 

4 

30" 

170 

5-11 

PAL20RA10-20 

20* 

10 

4 

20" 

200 

5-95 

PAL20RA10 

30** 

200 

5-97 

AmPALC29MA16-35 

29* 

16 

4-1 2tt 

35 

120 

5-209 

AmPALC29MA16-45 

45 

120 

5-209 

*  Includes  feedback 
"*  With  polarity  fuse  intact 
ft  Has  product  term  steering 


Table  4.  Asynchronous  PAL  Devices 
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PAL/PLD  Device  Menu 


DEVICE  NAME 

INPUTS 

OUTPUTS 

FLIP-FLOPS 

PRODUCT 
TERMS/OUTPUT 

SPEED 

lEE(mA) 

DATA  SHEET 
PAGE  NO. 

PAL10H20P8 
PAL10H20G8 
PAL1 0H20EV/EG8 

20* 
20* 
20* 

8 
8 
8 

0 

8§ 
8§ 

0-8ft 
0-8TT 
8-1 2§§ 

6  ns 
6  ns 
125  MHz 

210 
225 
220 

5-386 
5-382 
5-381 

*  Includes  feedback                §  Flip-flops  can  be  bypassed 
ft  Has  product  term  steering     §§  Has  varied  product  term  distribution 

Table  5.  10KH-Compatible  PAL  Devices 

DEVICE  NAME 

INPUTS 

OUTPUTS 

FLIP-FLOPS 

PRODUCT 
TERMS/OUTPUT 

SPEED 
Cpd  or '««) 

lEE(mA) 

DATA  SHEET 
PAGE  NO. 

PAL10020EV/EG8 

20* 

8 

6§ 

8-1 2§§ 

125  MHz 

220 

5-381 

*  Includes  feedback                         §  Flip-flops  can  be  bypassed 
5§  Has  varied  product  term  distribution 

Table  6.  100K-Compatlble  PAL  Devices 

DEVICE  NAME 

INPUTS 

OUTPUTS 

STATES 
(MAX) 

BRANCHES 
PER  STATE 

SPEED 
(fMAX  In  MHz) 

(mA) 

DATA  SHEET 
PAGE  NO. 

PMS14R21A 
PMS14R21 

8 

8 

128 

4 

30 
25 

210 
210 

5-315 
5-315 

PLS105-37 
PLS1 67-33 
PLS1 68-33 

16 
14 
12 

8 
6 
8 

<64* 
<128* 
<1028* 

* 
• 

37 
33 
33 

200 
200 
200 

5-331 
5-331 
5-331 

Am29PL141 

6 

16 

64 

2 

20 

450 

5-339 

Am2971 

6 

14 

N/A 

N/A 

85 

310 

5-365 

*  Depends  highly  on  state  diagram  topology.  May  be  limited  by  number  of  product  terms  or  number  of  flip-flops. 


Table  7.  Programmable  Sequencers 


SPEED 

STANDBY 

DATA  SHEET 

DEVICE  NAME 

I/O  PINS 

CLBs 

(INTERNAL  TOGGLE 

lcc(mA) 

PAGE  NO. 

'max  in  MHz> 

M2064-70 

58 

64 

70 

5 

5-483 

M2064-50 

50 

5 

5-483 

M2064-33 

33 

5 

5-483 

M2018-50 

74 

100 

50 

5 

5-483 

M2018-33 

33 

5 

5-483 

Table  8.  LCA  Devices 


iVl  MonolithictiE  Memorise  ivl 


Data  Sheets 


TTL/CMOS  PAL  Devices 


TTL/CMOS  AmPAL  Devices 


PROSE/PLS  Sequencers 


FPC/PEG  Sequencers 


ECL  PAL  Devices 


HAL/ZHAL  Devices 


Military  PAL  Devices 


Logic  Cell  Array 


Electrical  Definitions 
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Notes 


Asynchronous 
PAL1 6RA8 

Features/  Benefits 

•  Programmable  clock  for  asynchronous  operation 

•  Programmable  asynchronous  set  and  reset 

•  Programmable  polarity 

•  Programmable  flip-flop  bypass 

•  Local  and  global  output  enable  control 

•  TTL  level  register  preload 

•  Power-up  reset 

•  Complements  24-pin  PAL20RA10 

•  High  speed,  at  30  ns  tpo 

•  Security  fuse 


Description 

The  PAL16RA8  is  a  20-pin  registered  version  of  the  original 
asynchronous  PAL  device,  the  PAL20RA10.  This  versatile 
device  features  programmable  clock,  enable,  set,  and  reset,  all  of 
which  can  operate  asynchronously  to  other  flip-flops  in  the 
same  device.  It  also  has  individual  flip-flop  bypass,  allowing  this 
one  device  to  provide  any  combination  of  registered  and 
combinatorial  outputs. 


The  clock 
array,  allowing 
desired 


Programmable  Clock 


input  to  each  flip-flop  comes  from  the  programmable 
the  flip-flops  to  be  clocked  independently  if 


Programmable  Set  and  Reset 

Each  flip-flop  has  a  product  line  for  asynchronous  set  and  one 
product  for  asynchronous  reset.  If  the  chosen  product  line  is 
high,  the  flip-flop  will  set  (become  a  logic  high)  or  reset  (become 
a  logic  low).  The  sense  of  the  output  pin  is  inverted  since  the 
output  is  active  low. 

Programmable  Polarity 

Each  flip-flop  has  individually  programmable  polarity.  The 
unprogrammed  state  is  active  low. 


Ordering  Information 


PAL16RA8C  N  STD 


PROGRAMMABLE 
ARRAY  LOGIC 


ARRAY  INPUTS 


REGISTERED- 
ASYNCHRONOUS 


NUMBER  OF  OUTPUTS- 


-  PROCESSING 

STD  =  Standard 
XXXX  =  Other 

-  PACKAGE 

N    =  Plastic  DIP 
J     =  Ceramic  DIP 
NL  =  Plastic  Leaded 

Chip  Carrier 
SG  =  Small-Outline 

Gull-wing 

-  OPERATING 
CONDITIONS 

C  =  Commercial 


Programmable  Flip-Flop  Bypass 

If  both  the  set  and  reset  product  lines  are  high,  the  flip-flop  is 
bypassed,  and  the  output  becomes  combinatorial.  Thus  each 
output  can  be  configured  to  be  registered  or  combinatorial. 

Programmable  and  Hard-Wired  Three- 
State  Outputs 

The  PAL16RA8  provides  a  product  term  dedicated  to  output 
control.  There  is  also  an  output  control  pin  (pin  11).  The  output 
is  enabled  if  both  the  output  control  pin  is  low  and  the  output 
control  product  term  is  high.  If  the  output  control  pin  is  high,  all 
outputs  will  be  disabled.  If  an  output  control  product  term  is  low, 
then  that  output  will  be  disabled. 

Register  Preload  *»nu  Power-Up  Reset 

Each  device  also  offers  register  preload  for  device  testability. 
The  registers  can  be  preloaded  from  the  Outputs  by  using  TTL 
level  signals  in  order  to  simplify  functional  testing.  This  series 
also  offers  Power-Up  Reset,  whereby  the  registers  power  up  to  a 
logic  low,  setting  the  active-low  outputs  to  a  logic  high. 

Packages 

The  PAL16RA8  is  available  in  the  plastic  DIP  (N),  ceramic  DIP 
(J),  plastic  leaded  chip  carrier  (NL),  and  small  outline  (SG) 
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Asynchronous 
PAL16RA8 


Absolute  Maximum  Ratings 

Operating  Programming 

Supply  votageVcc    -0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

Input  voltage      -1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

Off-state  output  voltage    5.5  V    12.0  V 

temperature    -65° C to  +150° C 

Operating  Conditions 


SYMBO 

L 

PARAMETER 

COMMERCIAL1 
MIN   TYP  MAX 

UNIT 

VCC 

Supply  voltage 

4.75 

5 

5.25 

V 

fw 

Width  of  clock 

20 

13 

ns 

t 

'wp 

Preload  pulse  width 

35 

15 

ns 

'su 

Set  up  time  from  input  or  feedback  to  clock 

20 

10 

ns 

'sup 

Preload  set  up  time 

25 

5 

ns 

th 

Hold  time 

Polarity  fuse  intact 

10 

-2 

ns 

Polarity  fuse  programmed 

0 

-6 

*hp 

Preload  hold  time 

25 

5 

ns 

ta 

Operating  free-air  temperature 

0 

75 

°C 

Electr 

ical  Characteristics  Over  Operating  Conditions 

SYMBO 

PARAMETER 

TEST  CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

V|L2 

= 

Low-level  input  voltage 

0.8 

V 

V|H2 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

Vcc  =  MIN 

l|     =  -18mA 

-0.8 

-1.5 

V 

l|L3 

Low-level  input  current 

Vcc  =  MAX 

V,    =  0.4  V 

-0.02 

-0.25 

mA 

'IH3 

High-level  input  current 

Vcc  s  MAX 

V,     =  2.4  V 

25 

MA 

'I 

Maximum  input  current 

VCC  =  MAX 

V,    =  5.5  V 

100 

mA 

vol 

Low-level  output  voltage 

VCC  =  MIN 

Iq|_  =  8  mA 

0.3 

0.5 

V 

Voh 

High-level  output  voltage 

Vcc  =  MIN 

Iqh  =  ~3  2  mA 

2.4 

2.8 

V 

'OZL3 

Off-state  output  current 

VCC=MAX 

VQ  =  0.4  V 

-100 

MA 

'OZH3 

VQ  =  2.4  V 

100 

ios4 

Output  short-circuit  current 

VCC=5V 

v0  =  0  V 

-30 

-70 

-130 

mA 

'cc 

Supply  current 

Vcc  = MAX 

135 

170 

mA 

1.  The  PAL16RA8  Series  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  Memories. 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  without  suitable  equipment. 

3.  I/O  pin  leakage  is  the  worst  case  of  l||_  and  Iqzl  (°r  'lH  and  'OZH)- 

4.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


Asynchronous 
PAL16RA8 


Switching  Characteristics  over  operating  conditions 


e 
o 

YMBOL 

PARAMETER 

TEST 
CONDITIONS 

HIM 

TUB 

1  Tr 

HAY 
MAa 

1  IhJIT 

UNI  1 

*PD 

Input  or  feedback  to  output 

Polarity  fuse  intact 

20 

30 

ns 

Polarity  fuse  programmed 

25 

35 

'CLK 

Clock  to  output  or  feedback 

10 

17 

30 

ns 

*S 

Input  to  asynchronous  set 

22 

35 

ns 

'R 

Input  to  asynchronous  reset 

Rl  =  560  n 

27 

40 

ns 

•pzx 

Pin  11  to  output  enable 

r2  =  1.1  k  n 

10 

20 

ns 

<PXZ 

Pin  11  to  output  disable 

10 

20 

ns 

%A 

Input  to  output  enable 

18 

30 

ns 

'er 

Input  to  output  disable 

15 

30 

ns 

'max 

Maximum  frequency 

External 

20 

35 

MHz 

No  feedback 

25 

38 

Switching  Test  Load  Power-Up  Reset  Waveform 

(refer  to  page  5-1 64)  (refer  to  page  5-1 64) 

Programmers/Development  Systems  Schematic  of  Inputs  and  Outputs 

(refer  to  Programmer  Reference  Guide,  page  3-81)  (refer  to  page  5-164) 
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Switching  Waveforms 
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Notes: 

1.  VT  =  1.5  V 

2  Input  pulse  amplitude  0  V  to  3.0  V 
3.  Input  rise  and  fall  times  2-5  ns  typical 


Pin  11  to  Output  Disable/Enable 


OUTPUTS 


mm 


DONT  CARE; 
CHANGE  PERMITTED 


NOT 
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CHANGING; 
STATE  UNKNOWN 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


Register  Preload 

Register  preload  allows  any  arbitrary  state  to  be  loaded  into  the 
PAL  device  output  registers.  This  allows  complete  logic  verifi- 
cation, including  states  that  are  impossible  or  impractical  to 
reach.  To  use  the  preload  feature,  first  disable  the  outputs  by 
bringing  OE  high,  and  present  the  data  at  the  output  pins.  A  low 
level  on  the  preload  pin  (PL)  will  then  load  the  data  into  the 
registers. 


MUST  BE  STEADY 


WILL  BE  STEADY 


•mH. 
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Asynchronous 
PAL16RA8 


Logic  Diagram 
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PAL1 6RP8A  Series 


L 


1 6P8A,  1 6RP8A 
1 6RP6A,  1 6RP4A 


Features/  Benefits 

•  Programmable  polarity 

•  High  speed  at  25  ns  tPD 

•  Register  preload 

•  Power-up  reset 

•  Security  fuse 


Description 

The  PAL16RP8A  Series  is  equivalent  to  the  PAL16R8A  Series, 
with  the  addition  of  programmable  polarity.  With  programmable 
polarity  unused,  these  devices  are  equivalent  to  the  PAL16R8A 
Series. 

Variable  Input/Output  Pin  Ratio 

The  registered  devices  have  eight  dedicated  input  lines,  and 
each  combinatorial  output  is  an  I/O  pin.  The  combinatorial 
device  has  ten  dedicated  input  lines,  and  only  six  of  the  eight 
combinatorial  outputs  are  I/O  pins.  Buffers  for  device  inputs 
have  complementary  outputs  to  provide  user-programmable 
input  signal  polarity.  Unused  input  pins  should  be  tied  directly  to 
VCC  or  GND. 

Programmable  Three-State  Outputs 

Each  output  has  a  three-state  output  buffer  with  programmable 
three-state  control.  On  combinatorial  outputs,  a  product  term 
controls  the  buffer,  allowing  enable  and  disable  to  be  a  function 
of  any  combination  of  device  inputs  or  output  feedback.  The 
output  provides  a  bidirectional  I/O  pin  in  the  combinatorial 
configuration,  and  may  be  configured  as  a  dedicated  input  if  the 
buffer  is  always  disabled. 

Registers  with  Feedback 

Registered  outputs  are  provided  for  data  storage  and  synchron- 
ization. Registers  are  composed  of  D-type  flip-flops  which  are 
loaded  on  the  low-to-high  transition  of  the  clock  input. 


Ordering  Information 


PALI  6RP8A  Series 


PROGRAMMABLE 
ARRAY  LOGIC 


PAL16RP8A  C  N  STD 

3 


NUMBER  OF  

ARRAY  INPUTS 


OUTPUT  TYPE  - 


RP  =  Registered  with 

Programmable 

Polarity 
P  =  Combinatorial  with 

Programmable 

Polarity 


NUMBER  OF  OUTPUTS  - 


-PROCESSING 
STD  =  Standard 
XXXX  -  Other 

-  PACKAGE 

N   =  Plastic  DIP 
J    =  Ceramic  DIP 
NL  =  Plastic  Leaded 

Chip  Carrier 
SG  =  Small-Outline 

Gull-wing 

-OPERATING 
CONDITIONS 
C  =  Commercial 


-HIGH  SPEED 


Polarity 

Each  of  these  devices  offers  programmable  polarity  on  each 
output.  If  the  polarity  fuse  is  unused,  the  output  is  active  low.  If 
the  polarity  fuse  is  programmed,  the  output  is  inverted  to  active 
high. 

Preload  and  Power-Up  Reset 

Each  device  also  offers  register  preload  for  device  testability. 
The  registers  can  be  preloaded  from  the  outputs  by  using 
supervoltages  in  order  to  simplify  functional  testing.  This  series 
also  offers  Power-Up  Reset,  whereby  the  registers  power  up  to  a 
logic  LOW,  setting  the  active-low  outputs  to  a  logic  HIGH. 

Performance 

Performance  varies  according  to  the  use  of  the  programmable 
polarity.  Active  low  outputs  have  a  tPD  of  25  ns,  while  active  high 
outputs  have  a  tPD  of  30  ns  due  to  the  extra  inversion.  All  devices 
consume  180  mA  maximum  ICC. 


The  commercial  PAL16RP8A  Series  is  available  in  the  plastic 
DIP  (N),  ceramic  DIP  (J),  plastic  leaded  chip  carrier  (NL),  and 
small  outline  (SG)  packages. 


ARRAY 
INPUTS 

OUTPUTS 

tpo* 
(ns) 

'cc 

(mA) 
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REGISTERED 
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16 

8 
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16 
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10236A 
JANUARY  1988 

PLCC  Pinouts 


(refer 


16RP8 


E 
E 
E 
E 
E 
E 
E 
E 
E 
E 


AND 

OR 
(INVERT) 
LOGIC 
ARRAY 


zo] 

1 

T51 

id 

ID 

id 
ni 

i 

33 
3D 


16P8 

mmmisoiHoi 


Ei 

E 
E 
E 
E 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


o 

I/O 


OUTPUT 
CELLS  " 


I/O 
O  I/O 


I9j[10]l1ljl12j|l3j 


16RP6 


E 
E 

E^ 

E 


vcc 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


I/O 
REG 
REG 
OUTPUT 
CELLS  HE 

REG 
REG 

OE   I/O  REG 


T 


□ID3IEDIEBI 


e  Drawings 

to  PAL  Device  Package  Outlines,  page  3-179) 


m 

3 


Packag 


16RP6 


E 
E 
E 
E 
E 
E 
E 
E 
E 
E 


AND 

OR 
flNVERT) 
LOGIC 
ARRAY 


2o| 

ID 
ID 
ID 
ID 
ID 
ID 
ID 
ID 
ID 


16RP8 


E 
E 

E 
E 
E 


vcc 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


V  REG 
REG 
REG 
OUTPUT 

CELLS 


.  REG 


REG 
REG 

OE  REG  REG 


oimisEiEira 


16RP4 


E 
E 
E 
E 

[74 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


I/O 
I/O 


OUTPUT... 
CELLS  REG 
REG 
REG 

OE    I/O  I/O 


X 


L2JLl£lLLlltl2Jt!3j 


16RP4 


5-18 


iVl  Monolithic  Kill  Memories  tVl 


PAL1 6RP8A  Series 

16P8A, 16RP8A,  16RP6A,  16RP4A 


Absolute  Maximum  Ratings 

Operating  Programming 

Supply  voltage  Vcc    -0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

Input  voltage    -1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

Off-state  output  voltage    5.5  V    12.0  V 

■nperature    -65°C  to +150°C 


Operating  Conditions 


SYMBO 

PARAMETER 

COMMERCIAL1 
MIN   TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75 

5 

5.25 

V 

Width  of  clock 

Low 

20 

14 

ns 

High 

10 

6 

«su 

Set  up  time  from  input 

16RP8A 
16RP6A 
16RP4A 

Polarity  fuse  intact 

25 

15 

ns 

or  feedback  to  clock 

Polarity  fuse  programmed 

30 

20 

•h 

Hold  time 

0 

-10 

ns 

TA 

Operating  free-air  temperature 

0 

75 

°C 

Electr 

ical  Characteristics  Over  Operating  Conditions 

SYMBO 

- 

PARAMETER 

TEST  CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

V,|  2 

Low-level  input  voltage 

0.8 

V 

V|H2 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

Vcc  =  MIN 

I,  =-18mA 

-0.8 

-1.5 

V 

l|L3 

Low-level  input  current 

Vcc  =  MAX 

V,    =  0.4  V 

-0.02 

-0.25 

mA 

High-level  input  current 

Vcc  =  MAX 

V,    =  2.4  V 

25 

mA 

'l 

Maximum  input  current 

V 

CC  =  MAX 

V,  =5.5V 

100 

mA 

vol 

Low-level  output  voltage 

VCC  =  MIN 

Iql  =  24  mA 

0.3 

0.5 

V 

v0h 

High-level  output  voltage 

VCC  =  MIN 

Iqh  =  -3.2  mA 

2.4 

2.8 

V 

'OZL3 

Off-state  output  current 

VCC  =  MAX 

VQ  =  0.4  V 

-100 

nA 

'OZH3 

VQ  =  2.4  V 

100 

MA 

'OS4 

Output  short-circuit  current 

VCC=5V 

VQ  =0V 

-30 

-70 

-130 

mA 

'cc 

Supply  current 

Vcc  =  MAX 

120 

180 

mA 

The  PAL16RP8A  Series  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  Memories 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  wi  hout  suitable  equipment. 

3.  I/O  pin  leakage  is  the  worst  case  of  l||_  and  Iqzl  (°r  !IH  and  'OZH>- 

4.  No  more  han  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


£1  Monolithic  KlfJ  Memories  £1 
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PAL16RP8A  Series 

16P8A,  16RP8A,  16RP6A, 16RP4A 


s 

witching  Characteristics  Over  operating  conditions 

SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN   TYP  MAX 

UNIT 

<PD 

Input  or  feedback  to  output 
16P8A,  16RP6A,  16RP4A 

Polarity  fuse  intact 

R-,  =  200  n 

R2  =  390  Kfl 

15  25 

ns 

Polarity  fuse  programmed 

20  30 

'CLK 

Clock  to  output 

ns 

<CF 

Clock  to  feedback 

ft  m 

O  IU 

ns 

'PZX 

Pin  11  to  output  enable  except  16P8A 

10  20 

ns 

'PXZ 

Pin  11  to  output  disable  except  16P8A 

11  on 

ns 

tl-A 

Input  to  output  enable 

16P8A.  16RP6A,  16RP4A 

10  25 

tER 

Input  to  output  disable 

16P8A,  16RP6A,  16RP4A 

13  25 

ns 

'max 

Maximum  frequency 
16RP8A,  16RP6A, 
16RP4A 

External 

Polarity  fuse  intact 

25  40 

MHz 

Polarity  fuse  programmed 

22  33 

Internal 

Polarity  fuse  intact 

28.5  43 

Polarity  fuse  programmed 

25  35 

No  feedback 

33  50 

Switching  Test  Load 

(re  er  to  page  5-1 64) 

Programmers/Development  Systems 


(re 


er  to  Programmer  Reference  Guide,  page  3-81 ) 


Register  Preload  Waveform 

(refer  to  page  5-164) 


Power-Up  Reset  Waveform 

(refer  to  page  5-164) 

Schematic  of  Inputs  and  Outputs 

(refer  to  page  5-164) 
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£1  Monolithic  KJRB  Memories  £1 


PAL16RP8A  Series 
16P8A,  16RP8A, 16RP6A,  16RP4A 


Switching  Waveforms 
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Clock  to  Feedback  to  Combinatorial  Output  (see  path  below) 
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Notes: 

1.  VT.1.5V 

2.  Input  pulse  amplitude  0  V  to  3.0  V 

3.  Input  rise  and  fall  times  2-5  ns  typical 
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CENTER  UNE  IS 
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PAL1 6RP8A  Series 

16P8A,  16RP8A, 16RP6A, 16RP4A 


Logic  Diagram 


16P8A 
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PAL1 6RP8A  Series 

1 6P8A,  1 6RP8A,  1 6RP6A, 1 6RP4A 


£1  Monolithic^SR  Memories  £l 
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PAL1 6RP8A  Series 

1 6P8A,  1 6RP8A,  1 6RP6A,  1 6RP4A 
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PAL1 6RP8A  Series 

1 6P8A,  1 6RP8A,  1 6RP6A,  1 6RP4A 


16RP4A 


rML  ii  ono  ramny 


i  olo,  i  ono 
1 6R6,  1 6R4 


Features/ Benefits 

•  Standard  20-pin  architectures 

•  TTL  and  CMOS  versions 

•  High  speed,  as  fast  as  10  ns  tPD  for  PAL16R8D  Series 

•  Low  power,  as  low  as  zero  standby  tor  PALC16R8Z 


•  Security  tuse/cell  on  all  devices 

Description 

The  PAL16R8  Series  offers  the  four  most  popular  PAL  device 
architectures.  It  also  provides  the  fastest  PAL  devices  in  the 
industry. 

The  PAL1 6R8  Series  consists  of  four  devices,  each  with  sixteen 
array  inputs  and  eight  outputs.  The  devices  have  either  0, 4, 6,  or 
8  registered  outputs,  with  the  remaining  being  combinatorial. 


The  PAL  device  transfer  function  is  the  familiar  Boolean  sum  of 
products.  The  PAL  device  consists  of  a  programmable  AND 
array  driving  a  fixed  OR  array.  Product  terms  with  all  bits 
programmed  (disconnected)  assume  the  logical  high  state,  and 
product  terms  with  both  true  and  complement  of  any  signal 
connected  assume  the  logical  low  state. 


Ordering  Information  —  Newer  Products 


PROGRAMMABLE 
ARRAY  LOGIC 


PALC16R8Q-25  C  Q  STD 

□"TTTTTTTT~C 


TECHNOLOGY  - 
None  =  Bipolar 
C      =  CMOS 


ARRAY  INPUTS 

OUTPUT  TYPE  - 
R  =  Registered 

L  = 


NUMBER  OF  OUTPUTS - 


None  =  Standard 
H      =  Half  Power 
Q      =  Quarter  Power 
Z      =  Zero  Standby 


PROCESSING 
STO  -  Standard 
XXXX  -  Other 


-PACKAGE 

N   =  Plastic  DIP 
J    -  Ceramic  DIP 

0  -  Windowed  DIP 

(CMOS  Only) 
NL  =  Plastic  Leaded 

Chip  Carrier 
SG  =  Small-Outline 

Gull-wing 

-  OPERATING 
CONDITIONS 
C  =  Commercial 

1  -  Industrial 
(PALC16RBZ 

s  Only) 


-  SPEED  (tPD) 


Ordering  Information  —  Older  Products 


Variable  Input/Output  Pin  Ratio 

The  registered  devices  in  the  series  have  eight  dedicated  input 
lines,  and  each  combinatorial  output  is  an  I/O  pin.  The  combina- 
torial device  has  ten  dedicated  input  lines,  and  only  six  of  the 
eight  combinatorial  outputs  are  I/O  pins.  Buffers  for  device 
inputs  have  complementary  outputs  to  provide  user-program- 
mable input  signal  polarity.  Unused  input  pins  should  be  tied 
directly  to  VCC  or  GND. 

Programmable  Three-State  Outputs 

Each  output  has  a  three-state  output  buffer  with  programmable 
three-state  control.  On  combinatorial  outputs,  a  product  term 
controls  the  buffer,  allowing  enable  and  disable  to  be  a  function 
of  any  combination  of  device  inputs  or  output  feedback.  The 
output  provides  a  bidirectional  I/O  pin  in  the  combinatorial 
configuration,  and  may  be  configured  as  a  dedicated  input  if  the 
buffer  is  always  disabled. 

Registers  with  Feedback 

Registered  outputs  are  provided  for  data  storage  and  synchron- 
izat  on.  Registers  are  composed  of  D-type  flip-flops  which  are 
loaded  on  the  low-to-high  transition  of  the  clock  input. 


PAL16R8B-4  C  N  STD 


PROGRAMMABLE- 
ARRAY  LOGIC 


NUMBER  OF  

ARRAY  INPUTS 


OUTPUT  TYPE  - 
R  =  Registered 

L  = 


NUMBER  OF  OUTPUTS  - 


None  =  Standard 
A      =  High  Speed 
B      =  Very  High  Speed 
D     -  Ultra  High  Speed 


Packages 


-  PROCESSING 

STD  =  Standard 
XXXX  =  Other 

-  PACKAGE 

N    -  Plastic  DIP 
J    =  Ceramic  DIP 
NL  =  Plastic  Leaded 

Chip  Carrier 
SG  =  Small-Outline 

Gull-wing 

-  OPERATING 
CONDITIONS 

C  =  Commercial 


=  Quarter  Power 


The  commercial  PAL16R8  Series  is  available  in  the  plastic  DIP 
(N),  ceramic  DIP  (J),  plastic  leaded  chip  carrier  (NL),  and  small 
outline  (SG)  packages.  The  CMOS  versions  are  also  available  in 
windowed  (Q)  packages. 
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PAL16R8  Series 

16L8,  16R8,  16R6,  16R4 


Polarity 

All  outputs  are  active  low. 

Performance 

Several  speed/power  versions  are  available  (see  table).  The 
D  Series  otters  the  fastest  TTL  programmable  logic  devices  in 
the  industry  at  10  ns  tPD. 


Preload 

The  CMOS  Series  offers  register  preload  for  device  testability. 
The  register  can  be  preloaded  from  outputs  by  using  super- 
voltages  in  order  to  simplify  functional  testing. 


PAL16L8 


PAL16R8 


PAL16R6 


PAL16R4 


DEDICATED 
INPUTS 


10 


OUTPUTS 


COMBINATORIAL 


8  (6  I/O) 


2  I/O 


4  I/O 


REGISTERED 


SUFFIX 

IpD 

(ns) 

'cc 

(mA) 

A 

25 

180 

A-2 

35 

90 

A-4 

55 

50 

B 

15 

180 

B-2 

25 

90 

B-4 

35 

55 

(CJQ-25 

25 

45 

D 

10 

180 

iCI  MonolUhio  KJ?J3  Memories  J! 
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PAL16R8  Series 
16L8,  16R8,  16R6,  16R4 


DIP/SO  Pinouts 


16L8 


PLCC  Pinouts 


(refer 


5-28 


16R8 


E 

E 
E 
E 
E 
E 
E 
E 
E 
E 


AND 

OR 
LOGIC 
ARRAY 


3 
3 
SI 

3D 


E 
3 

m 

3 


16L8 


E1 
E 
E 
E 

[84 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


O 

I/O 


OUTPUT 
CELLS 


I/O 


I/O 
I/O 
O  I/O 

TT 


T 


□  lEEIffllEBIEB 


16R6 


E 
E 
E 

E- 

e4 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


»  I/O 
REG 
REG 
OUTPUT 
CELLS  REG 


REG 

I/O  REG 


Package  Drawings 


□  lEEimiEBIE 


o  PAL  Device  Package  Outlines,  page  3-179) 


16R6 


16R8 

mmrriEoira 


et 

E- 
E- 

E- 

E4 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


REG 
REG 


OUTPUT 


CELLS 


REG 


REG 
REG 

OE  REG  REG 

T  I  I 


□lEEimiEBim 


16R4 


-a 

E- 

-m 

E- 

-E 

E- 

-E 

E- 

-a 

F- 

INPUT 
AND 


LOGIC 
ARRAY 


i/o  -r 

I/O 


OUTPUT 
CELLS  R' 

REG 
REG 
OE    I/O  I/O 


□IEEIEDIEEICE 


16R4 


PAL1 6R8D  Series 

1 6L8D,  1 6R8D,  1 6R6D,  1 6R4D 


Absolute  Maximum  Ratings 

Operating  Programming 

Supply  vo  tage  Vcc    -0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

Input  voltage    -1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

Off-state  output  voltage    5.5  V    12.0  V 

Storage  temperature    -65°  C  to +150°  C 

Operating  Conditions 


SYMBOI 

PARAMETER 

COMMERCIAL' 
MIN   TYP  MAX 

UNIT 

VCC 

Supply  voltage 

4.75      5  5.25 

V 

<w 

Width  of  clock 

Low 

16R8, 16R6,  16R4 

8  6 

ns 

High 

8  5 

t 

Set  up  time  from  input  or  feedback  to  clock 

10  8 

ns 

rh 

Hold  time 

0  -6 

ns 

T. 

'A 

Operating  free-air  temperature 

0         25  75 

°C 

Electri 

Cal  Characteristics  Over  Operating  Conditions 

SYMBO 

PARAMETER 

TEST  CONDITIONS 

MIN   TYP  MAX 

UNIT 

— \  

Low-level  input  voltage 

0.8 

V 

V|H2 

High-level  input  voltage 

2 

V 

VIC 

Input  clamp  voltage 

Vcc  =  MIN 

I,     =  -18mA 

-0.8  -1.5 

V 

l|L3 

Low-level  input  current 

VCC  =  MAX 

V|    =  0.4  V 

-0.02  -0.25 

mA 

l|H3 

High-level  input  current 

VCc  =  MAX 

V|    =  2.4  V 

25 

MA 

Maximum  input  current 

Vcc  =  MAX 

V,  =5.5V 

100 

mA 

vOL 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  =  24  mA 

0.3  0.5 

V 

VOH 

High-level  output  voltage 

VCC  =  MIN 

Iqh  =  ~3-2  mA 

2.4  3.4 

V 

IOZL3 

Off-state  output  current 

VCC  *  MAX 

V0  =  0.4  V 

-100 

ma 

'OZH3 

VQ  =  2.4  V 

100 

nA 

'OS4 

Output  short-circuit  current 

VCC  =  5  V 

Vq  =0V 

-30     -70  -130 

mA 

!cc 

Supply  current 

Vcc  =  MAX 

120  180 

mA 

CIN 

Input  capacitance 

V,N  =  2.0  Vatf  =  1  MHz 

2 

pF 

COUT 

Output  capacitance 

vOUT  =  2.0  V  at  f  =  1  MHz 

4 

PF 

CCLK,Ef 

Clock/enable  capacitance 

VCLK,EN  =  2.0  V  at  f  =  1  MHz 

9 

PF 

1.  The  PAL16R8D  Series  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  Memories. 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  without  suitable  equipment. 

3.  I/O  pin  leakage  is  the  worst  case  of  l|[_  and  <0ZL  (or  'lH  ancf  'OZH' 

4.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN    TYP  MAX 

UNIT 

tpQ 

Input  or  feedback  to  output 

16L8,  16R6, 16R4 

R-l  "  20011 
R2  »  390 1! 

3          8  10 

ns 

'CLK 

Clock  to  output  or  feedback  except  16L8 

2          6  7 

ns 

<CF 

Clock  to  feedback 

2           5  6.5 

ns 

fPZX 

Pin  11  to  output  enable  except  16L8 

3           8  10 

ns 

'pxz 

Pin  11  to  output  disable  except  16L8 

3          8  10 

ns 

'EA 

Input  to  output  enable 

16L8,  16R6,  16R4 

1           8  10 

ns 

«ER 

Input  to  output  disable 

16L8,  16R6, 16R4 

1           8  10 

ns 

'max 

Maximum  frequency 

External 

16R8,  16R6,  16R4 

58.8  71 

MHz 

Internal 

60  76 

No  feedback 

625  90 
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PAL16R8B  Series 

1 6L8B,  1 6R8B,  1 6R6B,  1 6R4B 


Absolute  Maximum  Ratings 

Operating  Programming 

Supply  voltage  Vcc    -0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

Input  voltage    -1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

Off-state  output  voltage    5.5  V    12.0  V 

Storage  temperature    -65°  C  to +1 50°  C 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL 
MIN   TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75 

5 

5.25 

V 

Width  of  clock 

Low 

10 

6 

ns 

r_ High 

10 

5 

tsu 

Set  up  time  from  input  or  feedback  to  clock 

16R8B,  16R6B,  16R4B 

15 

10 

ns 

•h 

Hold  time 

0 

-10 

ns 

TA 

Operating  free-air  temperature 

0 

25 

75 

°C 

Electi 

•ical  Characteristics  Over  Operating  Conditions 

SYMBC 

>L 

PARAMETER 

TEST  CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0.8 

V 

V|H2 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

Vcc  =  MIN 

I,     =  -18mA 

-0.8 

-1.5 

V 

l,L3 

Low-level  input  current 

Vcc  =  MAX 

V,    =  0.4  V 

-0.02 

-0.25 

mA 

l|H3 

High-level  input  current 

Vcc  =  MAX 

V|     =  2.4  V 

100 

mA 

'l 

Maximum  input  current 

VCC  =  MAX 

V|     =  5.5  V 

1 

mA 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  =  24  mA 

0.3 

0.5 

V 

v0h 

High-level  output  voltage 

VCC  =  MIN 

Iqh  =  -3-2  mA 

2.4 

2.8 

V 

'ozl: 

Off-state  output  current 

VCC  •  MAX 

Vq  =  0.4  V 

-100 

MA 

'OZH 

i 

Vq  =  2.4  V 

100 

ma 

'OS4 

Output  short-circuit  current 

VCC  =  5V 

Vq  =0V 

-30 

-70 

-130 

mA 

'cc 

Supply  current 

Vcc  =  MAX 

120 

180 

mA 

1.  The  PAL16R8B  Series  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  Memories. 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  without  suitable  equipment. 

3.  I/O  pin  leakage  is  the  worst  case  of  l||_  and  IqzL  l°r  'lH  and  'OZH)* 

4.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


PAL1 6R8B  Series 

1 6L8B,  1 6R8B,  1 6R6B,  1 6R4B 


Switching  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN    TYP  MAX 

UNIT 

'PD 

Input  or  feedback  to  output 

16L8B,  16R6B,  16R4B 

Commercial 
Rl  =  200  n 
R2  =  390 11 

12  15 

ns 

lCLK 

Clock  to  output  or  feedback  except  16L8B 

8  12 

ns 

*PZX 

Pin  11  to  output  enable  except  16L8B 

10  15 

ns 

fPXZ 

Pin  11  to  output  disable  except  16L8B 

10  15 

ns 

*EA 

Input  to  output  enable 

16L8B,  16R6B, 16R4B 

12  22 

ns 

<ER 

Input  to  output  disable 

16L8B,  16R6B,  16R4B 

12  15 

ns 

'max 

Maximum  frequency 

External 

16R8B,  16R6B.  16R4B 

37  45 

MHz 

No  feedback 

50  55 

CMOS  PALC16R8Q-25  Series 


Absolute  Maximum  Ratings 


Supply  voltage  Vcc   

Input  voltage   

Off-state  output  voltage   

Output  current  into  outputs  

Storage  temperature   

Ambient  temperature  with  power  applied 

UV  light  exposure   

Static  discharge  voltage   

Latchup  current  (Ta  =  0°Cto75°C)  .... 


Operating  Programming 

-0.5  V  to  7.0  V  -0.5  V  to  5.25  V 

-3.0  V  to  7.0  V  -1.0  V  to  14.0  V 

-0.5  V  to  7.0  V    -0.5  V  to  7.0  V 

  8  mA 

  -65°Cto+150°C 

  -55°Cto+125°C 

  7258  W-sec/cm2 

  >2001 V 

 >100  mA 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL1 
MIN      TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.5          5  5.5 

V 

*wl 

Width  of  clock 

Low 

16R8,  16R6,  16R4 

15  10 

ns 

*wh 

High 

15  10 

ns 

tsu 

Setup  time  from  input  or  feedback  to  clock 

20  15 

ns 

th 

Hold  time 

0  -10 

ns 

ta 

Operating  free-air  temperature 

0            25  75 

°C 

Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITION 

MIN      TYP  MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0.8 

V 

V|H2 

High-level  input  voltage 

2.0 

V 

l,L3 

Low-level  input  current 

Vcc    =  MAX          V|    =  0.4  V 

-10 

l|H3 

High-level  input  current 

Vcc    =  MAX          V|    =  2.4  V 

10 

1,3 

Maximum  input  current 

Vcc    =  MAX          V,  =5.5V 

10 

,UA 

Vol 

Low-level  output  voltage 

Vcc    =  MIN          lOL  =  8  mA 

0.35  0.4 

V 

V0H 

High-level  output  voltage 

Vcc   =  MIN          Iqh     -3  2  mA 

2.4  3.4 

V 

'OZL3 

Off-state  output  current 

VCC  =MAX 

VQ  =0.4V 

-100 

HA 

'OZH3 

VQ  =2.4V 

100 

MA 

'OS4 

Output  short-circuit  current 

Vcc  =  MAX        v0  =  0  V 

-300 

mA 

'cc 

Supply  current 

VCC    =  MAX>  v|  =  GND.  Outputs  open 

30  45 

mA 

CIN 

Input  capacitance5 

V,N  =0Vatf=1MHz 

5  7 

PF 

cOUT 

Output  capacitance5 

VqUT  =0  V  at  f  =  1  MHz 

5  7 

1.  The  PALC16R8Q-25  Series  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  I 

2.  These  are  absolute  values  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise. 
Do  not  attempt  to  test  these  values  without  suitable  equipment. 

3.  I/O  pin  leakage  is  the  worst  case  of  l||_  and  Iqzl  <or  'lH  and  'OZH'  For  P'n  1  'iH  =  25  ^A  max-  'l  =  1  mA  max- 

4.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short-circuit  should  not  exceed  one  second. 

5.  Sampled  but  not  100%  tested. 
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SWIICning  UnaraCteriSIICS  Over  Operating  Conditions 


SYMBOL 


PARAMETER 


TEST 
CONDITIONS 


COMMERCIAL 


MIN     TYP  MAX 


UNIT 


lPD 


Input  or  feedback  to  output       1 6L8, 1 6R6,  1 6R4 


20 


25 


'CLK 


CLK  to  output 


*CF 


CLK  to  feedback 


<PZX 


Pin  11  to  output  enable 


'PXZ 


Pin  1 1  to  output  disable 


Input  to  output  enable 


lER 


Input  to  output  disable 


'max 


Maximum 
frequency 


10 


15 


16R8, 
16R6, 
16R4 


13 


15 


20 


R-,  =  560  0 
R2  =  1.1Kn 


15 


20 


16L8,  16R6,  16R4 


20 


25 


20 


25 


External  feedback  (1/tsu  +  tcLK) 


Internal  feedback  (1/tsu  +  tQp) 


No  feedback  (1/twn  +  tw|) 


16R8, 
16R6, 
16R4 


28.5 


40 


30 


40 


33.3 


50 


MHz 


Output  Register  Preload 

The  preload  function  allows  the  register  to  be  loaded  from  the 
output  pins.  This  feature  aids  functional  testing  of  sequential 
designs  by  allowing  direct  loading  of  output  states.  The 
procedure  is: 

Raise  VCC  to  5.0  V  ±  0.5  V. 

2.  Disable  output  registers  by  setting  pin  11  to  VI H  . 

3.  Apply  VIL/VIH  as  desired  to  all  registered  output  pins. 
Leave  combinatorial  outputs  floating. 

Pulse  pin  5  from  VIL  to  1 3.5  V  to  VIL. 

Remove  VIL/VIH  from  all  registered  output  pins. 

Enable  output  registers. 

Verify  for  VOLA/OH  at  all  registered  output  pins. 


Programming  and  Erasing 

The  PALC16R8Q-25  Series  can  be  programmed  on  standard 
logic  programmers.  The  PALC16R8Q-25  Series  may  be  erased 
by  ultraviolet  light  when  contained  in  the  windowed  package. 

For  erasure,  the  recommended  ultraviolet  light  wavelength  is 
2537  Angstroms.  The  minimum  dose  required  is  25,000  mW- 
sec/cm2  (UV  intensity  x  exposure  time).  For  an  ultraviolet  lamp 
with  a  12  mW/cm2  power  rating,  the  minimum  exposure  time 
would  be  25,000/12  seconds  =  35  minutes.  The  device  needs  to 
be  within  one  inch  of  the  lamp  during  erasure. 

Permanent  damage  may  result  if  the  device  is  exposed  to  high- 
intensity  UV  light  for  an  extended  period  of  time.  The  recom- 
mended maximum  dosage  is  7258  W-sec/cm2. 

Wavelengths  of  light  less  than  4000  Angstroms  can  partially 
erase  the  device  in  the  windowed  package.  For  this  reason,  an 
opaque  label  should  be  placed  over  the  window,  especially  if  the 
device  will  be  exposed  to  sunlight  or  fluorescent  lighting  for 
extended  periods  of  time. 
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£1  Monolithic  FJnll  Memories  £1 


PAL16R8B-2  Series 
16L8B-2,  16R8B-2,  16R6B-2,  16R4B-2 


Absolute  Maximum  Ratings 

Supply  voltage  Vqc   

Input  voltage   

Off-state  output  voltage   

Storage  temperature   


Operating  Programming 

-0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

-1.5  V  to  5.5  V    -1.0Vto22.0V 

  5.5  V    12.0  V 

  -65°Cto+150°C 


Operating  Conditions 


SYMBC 

L 

PARAMETER 

COMMERCIAL1 
MIN   TYP  MAX 

UNIT 

vCC 

Supply  voltage 

4.75 

5 

5.25 

V 

t 

Width  of  clock 

Low 

15 

10 

ns 

High 

15 

10 

lsu 

Set  up  time  from  input  or  feedback  to  clock 

16R8B-2,  16R68-2, 16R4B-2 

25 

15 

ns 

*h 

Hold  time 

0 

-10 

ns 

TA 

Operating  free-air  temperature 

0 

25 

75 

°C 

Electi 

leal  Characteristics  Over  Operating  Conditions 

i  

SYMBC 

>L 

PARAMETER 

TEST  CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0.8 

V 

V|H2 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

Vcc  =  MIN 

I)  =-18mA 

-0.8 

-1.5 

V 

l|L3 

Low-level  input  current 

VCC  =  MAX 

V,    =  0.4  V 

-0.02 

-0.25 

mA 

l|H3 

High-level  input  current 

VCC  =  MAX 

V,    =  2.4  V 

25 

kA 

'I 

Maximum  input  current 

VCC  =  MAX 

V,    =  5.5  V 

100 

ma 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  -  24  mA 

0.3 

0.5 

V 

Voh 

High-level  output  voltage 

VCC  =  MIN 

Iqh  =  "3  2  mA 

2.4 

2.8 

V 

'OZL 

3 

Off-state  output  current 

VCC  =  MAX 

Vq  =  0.4  V 

-100 

mA 

'OZH 

3 

VQ  =  2.4  V 

100 

mA 

'OS4 

Output  short-circuit  current 

VCC  =  5  V 

Vq  =  0  V 

-30 

-100 

-250 

mA 

'cc 

Supply  current 

VCC  =  MAX 

60 

90 

mA 

1.  The  PAL16R8B-2  Series  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  Memories. 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  without  suitable  equipment. 

3.  I/O  pin  leakage  is  the  worst  case  of  l||_  and  loZL  (°r  'lH  ar|d  'OZH)- 

4.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


PAL16R8B-2  Series 

16L8B-2,  16R8B-2,  1  6R6B-2,  1 6R4B-2 


s 

witching  Characteristics  over  operating  conditions 

s 

fMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN    TYP  MAX 

■vim      iii  iimA 

UNIT 

lPD 

Input  or  feedback  to  output 

16L8B-2,  16R6B-2,  16R4B-2 

Commercial 
Rl  =  200  n 
R2  =  390  0 

17  25 

ns 

*CLK 

Clock  to  output  or  feedback  except  16L8B-2 

10  15 

ns 

*CF 

Clock  to  feedback  except  16L8B-2 

8  10 

ns 

fPZX 

Pin  1 1  to  output  enable  except  16L8B-2 

10  20 

ns 

lPXZ 

Pin  11  to  output  disable  except  16L8B-2 

11  20 

ns 

«EA 

Input  to  output  enable 

16L8B-2,  16R6B-2, 16R4B-2 

10  25 

ns 

«ER 

Input  to  output  disable 

16L8B-2,  16R6B-2,  16R4B-2 

13  25 

ns 

'max 

Maximum  frequency 

External 

16R8B-2,  16R6B-2,  16R4B-2 

25  40 

MHz 

Internal 

28.5  43 

No  feedback 

33  50 

5- 

PAL  16R8A  Series 
16L8A,  16R8A,  16R6A,  16R4A 


Absolute  Maximum  Ratings 

Supply  voltage  Vcc   

Input  voltage   

Off -state  output  voltage   

Storage  temperature   


Operating  Programming 

.  -0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

.  -1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

  5.5  V    12.0  V 

  -65°Cto+150°C 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL 
MIN   TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75 

5 

5.25 

V 

tw 

Width  of  clock 

Low 

15 

10 

ns 

High 

15 

10 

>su 

Set  up  time  from  input  or  feedback  to  clock 

16R8, 16R6.  16R4 

25 

15 

ns 

th 

Hold  time 

0 

-10 

ns 

Operating  free-air  temperature 

0 

25 

75 

°c 

Electrical  Characteristics  over  operating  conditions 

SYMBO 

L 

PARAMETER 

TEST  CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

V,L1 

Low-level  input  voltage 

0.8 

V 

V|H1 

High-level  input  voltage 

2 

V 

Vic 

Input  clamp  voltage 

Vcc  =  MIN 

I,  =-18mA 

-0.8 

-1.5 

V 

l|L2 

Low-level  input  current 

VCC  =  MAX 

V|    =  0.4  V 

-0.02 

-0.25 

mA 

l|H2 

High-level  input  current 

Vcc  =  MAX 

V,    =  2.4  V 

25 

mA 

h 

Maximum  input  current 

Vcc =  MAX 

V,    =  5.5  V 

100 

mA 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  =  24  mA 

0.3 

0.5 

V 

v0h 

High-level  output  voltage 

VCC  =  MIN 

Iqh  =  _3-2  mA 

2.4 

2.8 

V 

'OZL2 

Off-state  output  current 

VCC  =  MAX 

V0  =0.4V 

-100 

MA 

'OZH2 

V0  =  2.4  V 

100 

mA 

ios3 

Output  short-circuit  current 

VCC  =  5V 

V0  =0V 

-30 

-70 

-130 

mA 

'cc 

Supply  current 

VCC  =  MAX 

120 

180 

mA 

1.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  w  thout  suitable  equipment. 

2.  I/O  pin  leakage  is  the  worst  case  of  l|L  and  Iqzl  (°r  'lH  and  'OZH)- 

3.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  curcuit  should  not  exceed  one  second. 
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Switching  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN 

TYP 

pn 

Input  or  feedback  to  output 

16R6A,  16R4A,  16L8A 

ns 

CLK 

Clock  to  output  or  feedback 

10 

15 

ns 

CF 

Clock  to  feedback 

a 

o 

I  u 

ns 

— 

PZX 

Pin  1 1  to  output  enable  except  16L8A 

R-l  =  200  11 

iu 

on 

ns 

PY7 
rr-£- 

Pin  1 1  to  output  disable  except  16L8A 

i  i 

ex) 

ns 

EA 

Input  to  output  enable 

16R6A,  16R4A,  16L8A 

iu 

c.O 

ns 

ER 

Input  to  output  disable 

16R6A,  16R4A,  16L8A 

1  o 

ns 

External 

25 

40 

MAX 

Maximum  frequency 

Internal 

16R8A,  16R6A,  16R4A 

28.5 

40 

MHz 

No  feedback 

33 

50 
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£l  MonolithicRKEl  Memories  £l 


PAL16R8B-4  Series 

16L8B-4,  16R8B-4,  16R6B-4, 16R4B-4 


Absolute  Maximum  Ratings 

Operating  Programming 

Supply  voltage  Vqc    -0.5  V  to  7.0  V    -0  5  V  to  12.0  V 

Input  voltage    -1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

Oft-state  output  voltage    5.5  V    12.0  V 

Storage  temperature    -65°Cto +150°C 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL 
MIN    TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75 

5 

5.25 

V 

<w 

Width  of  clock 

Low 

25 

10 

ns 

High 

25 

10 

^SU 

Set  up  time  from  input  or  feedback  to  clock 

16R8B-4,  16R6B-4.  16R4B-4 

35 

25 

ns 

tn 

Hold  time 

0 

-10 

ns 

Operating  free-air  temperature 

0 

25 

75 

°C 

Electri 

Cal  Characteristics  Over  Operating  Conditions 

SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

V,L1 

Low-level  input  voltage 

0.8 

V 

V|H1 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

VCC  =  MIN 

1 1     =  -18mA 

-0.8 

-1.5 

V 

l|L2 

Low-level  input  current 

Vcc  =  MAX 

V|    =  0.4  V 

-0.02 

-0.25 

mA 

l|H2 

High-level  input  current 

VCC  =  MAX 

V,     =  2.4  V 

25 

MA 

l| 

Maximum  input  current 

VCC  =  MAX 

V,     =  5.5  V 

100 

ma 

vol 

Low-level  output  voltage 

VCC  =  MIN 

l0|_  =  8  mA 

0.3 

0.5 

V 

V0H 

High-level  output  voltage 

VCC  =  MIN 

lOH  =  -1  mA 

2.4 

2.8 

V 

!0ZL2 

Off-state  output  current 

VCC  =  MAX 

VQ  =  0.4V 

-100 

MA 

'OZH2 

V0   =  2  4  V 

100 

ma 

ios3 

Output  short-circuit  current 

VCC  =  5  V 

VQ  =ov 

-30 

-100 

-250 

mA 

fee 

Supply  current 

Vcc  =  MAX 

30 

55 

mA 

1.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  ti 
values  without  suitable  equipment. 

2.  I/O  pin  leakage  is  the  worst  case  of  Ijl  and  Iqzl  (°r  'lH  and  'OZH) 

3.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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PAL16R8B-4  Series 

16L8B-4,  16R8B-4,  16R6B-4,  16R4B-4 


Switching  Characteristics  Over  Operating  Conditions 


3TMHUL 

PARAMETER 

TEST 
CONDITIONS 

RfllKI     TV  O  MAY 
IVtllN       1  IT     MM  A 

1  1 M  IT 
UNI  1 

lPD 

Input  or  feedback  to  output 

16L8B-4,  16R6B-4,  16R4B^t 

Rl  =  800  n 
R2  =  1.56  KI1 

25  35 

ns 

lCLK 

Clock  to  output  or  feedback 

15  25 

ns 

*PZX 

Pin  1 1  to  output  enable  except  16L8B-4 

15  25 

ns 

lPXZ 

Pin  11  to  output  disable  except  16L8B-4 

15  25 

ns 

<EA 

Input  to  output  enable 

16L8B-4,  16R6B-4,  16R4B^t 

25  35 

ns 

»ER 

Input  to  output  disable 

16L8B-4,  16R6B-4,  16R4B-4 

25  35 

ns 

'max 

Maximum  frequency 

External 

16R8B^t,  16R6B-4,  16R4B-4 

16  25 

MHz 

No  feedback 

25  50 
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PAL1 6R8A-2  Series 

16L8A-2,  16R8A-2,  16R6A-2,  16R4A-2 


Absolute  Maximum  Ratings 

Operating  Programming 

Supply  voltage  Vcc    -0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

Input  voltage    -1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

Off-state  output  voltage    5.5  V    12.0  V 

s  temperature   -65°  C  to +150°  C 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL 
MIN    TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75 

5 

5.25 

V 

W 

Width  of  clock 

Low 

25 

10 

ns 

High 

25 

10 

Set  up  time  from  input  or  feedback  to  clock 

16R8A-2,  16R6A-2,  16R4A-2 

35 

25 

ns 

«h 

Hold  time 

0 

-10 

ns 

Operating  free-air  temperature 

0 

25 

75 

°C 

Electri 

Cal  Characteristics  Over  Operating  Conditions 

SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

Vii  1 

Low-level  input  voltage 

0.8 

V 

V|H1 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

Vcc  =  MIN 

l|  =-18mA 

-0.8 

-1.5 

V 

'|L2 

Low-level  input  current 

Vcc  -  MAX 

V|     =  0.4  V 

-0.02 

mA 

'|H2 

High-level  input  current 

Vcc  =  MAX 

V|    =  2.4  V 

25 

M* 

'l 

Maximum  input  current 

Vcc  =  MAX 

V,     =  5.5  V 

100 

XA 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

IqL  =  24  mA 

0.3 

0.5 

V 

Voh 

High-level  output  voltage 

Vcc  =  MIN 

lOH  =  -1  mA 

2.4 

2.8 

V 

'OZL2 

Off-state  output  current 

VCC  =  MAX 

VQ  =  0.4  V 

-100 

„A 

'OZH2 

V0  =  2.4  V 

100 

MA 

lOS3 



Output  short-circuit  current 

VCC  =  5  V 

Vq  =0V 

-30 

-100 

-250 

mA 

!cc 

Supply  current 

VCC  =  MAX 

60 

90 

mA 

These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 


values  without  suitable  equipment. 

2.  I/O  pin  leakage  is  the  worst  case  of  Ijl  and  IqzL  (°r  'lH  and  'OZH)- 

3.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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PAL16R8A-2  Series 


mnnmc  i  cm 

CONDITIONS 

MAX 

UNI  I 

'PD 

Input  or  feedback  to  output 

16L8A-2,  16R6A-2, 16R4A-2 

£0 

ns 

*CLK 

Clock  to  output  or  feedback 

10 

OK. 

ns 

'PZX 

Pin  11  to  output  enable  except  16L8A-2 

Rt  =  200  n 

R2  =  390  n 

10 

do 

ns 

'PXZ 

Pin  11  to  output  disable  except  16L8A-2 

15 

25 

ns 

«EA 

Input  to  output  enable 

16L8A-2,  16R6A-2, 16R4A-2 

c0 

oo 

ns 

<ER 

Input  to  output  disable 

16L8A-2,  16R6A-2,  16R4A-2 

CO 

ns 

'max 

Maximum  frequency 

External 

16R8A-2,  16R6A-2,  16R4A-2 

16 

25 

MHz 

No  feedback 

20 

50 
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PAL1 6R8A-4  Series 

1 6L8A-4,  1 6R8A-4,  1 6R6A-4,  1 6R4A-4 


Absolute  Maximum  Ratings 

Operating  Programming 

Supply  voltage  Vcc    -0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

Input  voltage    -1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

Off-state  output  voltage    5.5  V    12.0  V 

Storage  temperature    -65°C  to +150°C 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL 
MIN   TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75 

5 

5.25 

V 

>w 

Width  of  clock 

Low 

30 

20 

ns 

High 

30 

20 

Set  up  time  from  input  or  feedback  to  clock 

16R8A-4,  16R6A-4,  16R4A-4 

60 

45 

ns 

<h 

Hold  time 

0 

-15 

ns 

'  

Operating  free-air  temperature 

0 

25 

75 

°C 

Electn< 

:al  Characteristics  Over  Operating  Conditions 

SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

V,L1 

Low-level  input  voltage 

0.8 

V 

V|H1 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

Vcc  o  MIN 

I,  =-18mA 

-0.8 

-1.5 

V 

'lL2 

Low-level  input  current 

VCC  =  MAX 

V|    =  0.4  V 

-0.02 

-0.25 

mA 

l|H2 

High-level  input  current 

Vcc  =  MAX 

V|    =  2.4  V 

25 

mA 

»l 

Maximum  input  current 

VCC  =  MAX 

V,    =  5.5  V 

100 

mA 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  =  8  mA 

0.3 

0.5 

V 

v0h 

High-level  output  voltage 

VCC  =  MIN 

lOH  =  -1  mA 

2.4 

2.8 

V 

'OZL2 

Off-state  output  current 

VCC  =  MAX 

VQ  =  0.4  V 

-100 

MA 

'OZH2 

VQ  =  2.4  V 

100 

MA 

'OS3 

Output  short-circuit  current 

VCC  =  5  V 

VQ  =0V 

-30 

-70 

-130 

mA 

'cc 

Supply  current 

Vcc  =  MAX 

30 

50 

mA 

1.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise  Do  not  attempt  to  test  these 
values  without  suitable  equipment. 

2.  I/O  pin  leakage  is  the  worst  case  of      and  Iqzl  (or  'lH  and  'OZH> 

3.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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PAL16R8A-4  Series 
16L8A-4,  16R8A4,  16R6A-4,  16R4A-4 


Switching  Characteristics  over  operating  conditions 


SYMBOL 


PARAMETER 


TEST 
CONDITIONS 


MIN   TYP  MAX 


UNIT 


*PD 


Input  or  feedback  to  output 


16L8A-4,  16R6A-4,  16R4A-4 


35 


lCLK 


Clock  to  output  or  feedback 


20 


lPZX 


Pin  11  to  output  enable  except  16L8A-4 


15 


*PXZ 


Pin  11  to  output  disable  except  16L8A-4 


'EA 


Input  to  output  enable 


'ER 


Input  to  output  disable 


'max 


Maximum  frequency 


External 


No  feedback 


16L8A-4,  16R6A-4,  16R4A-4 


R-,  =  800  n 
R2=  1.56  K!l 


15 


30 


16L8A-4,  16R6A-4,  16R4A-4 


30 


16R8A-4,  16R6A-4,  16R4A-4 


18 


16 


25 


55 


35 


30 


30 


50 


50 


MHz 


PAL16R8  Series 
16L8,  16R8,  16R6,  16R4 


Switching  waveforms 


INPUT  OR 
FEEDBACK 


COMBINATORIAL 
OUTPUT 


INPUT  OR 
FEEDBACK 


LOCK 


-<h  — 


-'CLK- 


REGISTERED 
OUTPUT 


Registered  Output 


)EZDK 


REGISTERED 
OUTPUT 


-0.5  V 
*0.5V 


m 


Pin  11  to  Output  Disable/Enable 


) 

-  <P0  » 

mm 

m 

CLOCK 


F 


COMBINATORIAL 
OUTPUT 


-'CF- 


-tp0- 


Clock  to  Feedback  to  Combinatorial  Output  (See  Path  Below) 


4^ 


LOGIC 

REGISTER 
tpD 

I 
I 

<cf 

Notes: 

1.  VT=  1.5  V 

2.  Input  pulse  amplitude  OV  to  3  0  V 

3.  Input  rise  and  fall  times  2-5  ns  typical 


COMBINATORIAL 
OUTPUT 


Input  to  Output  Disable/Enable 


-<wh- 


F~"^Jf 


-<w|- 

Clock  Width 


Key  to  Timing  Diagrams 

WAVEFORM  INPUTS 


DON'T  CARE; 
CHANGE  PERMITTED 


NOT 

APPLICABLE 


CHANGING; 
STATE  UNKNOWN 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


Switching  Test  Load 

(refer  to  page  5-164) 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81 ) 

Schematic  of  Inputs  and  Outputs 

(refer  to  page  5-164) 


MUST  BE  STEADY 


WILL  BE  STEADY 


PAL16R8  Series 
1 6L8  Logic  Diagram 


Logic  Diagram 


16L8 


Z  3      4  5  6  7      8  8  ID  II     12  13  M  15    16  17  lit  13    20  2)  22  23    24  25  26  2?     2B  29  30  31 
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^3 
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PAL16R8  Series 
16R8  Logic  Diagram 


Logic  Diagram  16R8 


0  I  2  3      ISil      a  •  10  M     1?  13 14 15    It  Ilia  19     20212223    UttltZl  28293031 
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PAL16R8  Series 
1 6R6  Logic  Diagram 


PAL  16R8  Series 
1 6R4  Logic  Diagram 
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Zero  Standby  Power 
CMOS  ZPAL  Family 


PALC16R8Z-25  Series 


ADVANCE  INFORMATION 


Features/Benefits 


Logic  Array  Description 


•  CMOS  technology  provides  zero  standby  power: 
100  u  A  max 

•  Low  CMOS  operating  power 

•  28.5  MHz  max  frequency  and  25-ns  propagation  delay 
match  bipolar  speeds 

•  UV-erasable  cell  technology  provides  highest  program- 
ming and  functional  yields 

■  Register  preload  eases  device  testing 

•  Programmable  replacement  for  CMOS/TTL  logic 

•  Instant  prototyping  and  easier  board  layout 

•  Reduces  chip  count  by  greater  than  four  to  one 

•  Erasable  windowed  20-pin  package 

•  Cost  effective  OTP  Plastic  DIP  package  and  20-pin 
P  astic  Leaded  Chip  Carrier 

•  Programmed  on  standard  PAL®  device  programmers 

•  Security  bit  prevents  duplication  by  competitors 

Description 

The  CMOS  PALC1 6R8Z  Series  is  a  CMOS  version  of  the  bipolar 
20-pin  PAL1 6R8  Series.  Monolithic  Memories'  advanced  CMOS 
technology  provides  high  speed  and  very  low  power.  Standby 
power  consumption  is  typically  less  than  10  u.A.  Active  power 


PART 
NUMBER 

PKG 

LOGIC  ARRAY 

ARRAY 
INPUTS 

OUTPUTS 

COMB 

REG 

PALC16L8Z 

16 

8 

PALC16R8Z 

Q,  N 
J,  NL 

16 

8 

PALC16R6Z 

16 

2 

6 

PALC16R4Z 

16 

4 

4 

rises  at  less  than  3  mA  per  MHz  of  operating  frequency.  The 
PAL16R8  Series  is  completely  pin  compatible  with  the  16L8, 
1 6R8, 1 6R6,  and  1 6R4  architectures.  The  PAL  1 6R8Z  Series  can 
thus  be  used  in  existing  20-pin  PAL  device  sockets. 


Ordering  Information 


PROGRAMMABLE  ■ 
ARRAY  LOGIC 
CMOS   


PAL  C 


NUMBER  OF   

ARRAY  INPUTS   

OUTPUT  TYPE 

L  =  ACTIVE  LOW  COMB. 

R  -  REGISTERED 

NUMBER  OF  OUTPUTS  ■ 

ZERO  STANDBY  POWER 

SPEED   

25  .  25  ns  max  t  pD 


PROCESSING 
STD  -  STANDARD 
XXXX  -  OTHER 

PACKAGE 
N  -  PLASTIC  DIP 
J  =  CERAMIC  DIP 
Q  .  WINDOWED  DIP 
NL  =  PLASTIC  LEADED 
CHIP  CARRIER 

OPERATING  CONDITIONS 
C  =  0°C  TO  +75°C 
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Arithmetic  Series 
PAL1 6X4 


Features/Benefits 

•  Bit-pair  decoding 

•  Easy  generation  of  arithmetic  operations 

•  Security  fuse 

Description 

The  PAL16X4  has  arithmetic  gated  feedback.  This  is  a  special- 
ized device  for  arithmetic  applications. 

The  PAL  device  transfer  function  is  the  familiar  Boolean  sum  of 
products.  The  PAL  device  consists  of  a  programmable  AND 
array  driving  a  fixed  OR  array.  Product  terms  with  all  bits 
programmed  (disconnected)  assume  the  logical  high  state,  and 
product  terms  with  both  true  and  complement  of  any  signal 
connected  assume  the  logical  low  state. 

Variable  Input/Output  Pin  Ratio 

The  PAL16X4  has  eight  dedicated  input  lines,  and  each  combin- 
atorial output  is  an  I/O  pin.  Buffers  for  device  inputs  have 
complementary  outputs  to  provide  user-programmable  input 
signal  polarity.  Unused  input  pins  should  be  tied  directly  to  VCC 
or  GND 

Programmable  Three-State  Outputs 

Each  output  has  a  three-state  output  buffer  with  programmable 
three-state  control.  On  combinatorial  outputs,  a  product  term 
controls  the  buffer,  allowing  enable  and  disable  to  be  a  function 
of  any  combination  of  device  inputs  or  output  feedback.  The 
output  provides  a  bidirectional  I/O  pin  in  the  combinatorial 
configuration,  and  may  be  configured  as  a  dedicated  input  if  the 
buffer  is  always  disabled. 

PAL  Arithmetic  Series 


Ordering  Information 

PAL16X4  C  N  STD 


PROGRAMMABLE- 
ARRAY  LOGIC 


ARRAY  INPUTS 


OUTPUTS  TYPE  

X  =  XOR-gated 
Arithmetic 

Registered  Feedback 
NUMBER  OF  OUTPUTS — 


-  PROCESSING 

STD   -  Standard 
XXXX  -  Other 

-  PACKAGE 

N  =  Plastic  DIP 
J  =  Ceramic  DIP 

-  OPERATING  CONDITIONS 

C  =  Commercial 


Registers  with  Feedback 

Registered  outputs  are  provided  for  data  storage  and  synchron- 
ization. Registers  are  composed  of  D-type  flip-flops  which  are 
loaded  on  the  low-to-high  transition  of  the  clock  input. 

Arithmetic  Gated  Feedback 

The  arithmetic  functions  (add,  subtract,  greater  than,  and  less 
than)  are  implemented  by  addition  of  gated  feedback  to  the 
features  of  the  XOR  PAL  device.  The  XOR  at  the  input  of  the 
D-type  flip-flop  allows  carrys  from  previous  operations  to  be 
XORed  with  two  variable  sums  generated  by  the  PAL  device 
array.  The  flip-flop  Q  output  is  fed  back  to  be  gated  with  input 
terms  A  (Figure  1).  This  gated  feedback  provides  any  one  of  the 
sixteen  possible  Boolean  combinations  which  are  mapped  in  the 
Karnaugh  map  (Figure  2).  Figure  3  shows  how  the  PAL  device 
array  can  be  programmed  to  perform  these  sixteen  operations. 
These  features  provide  for  versatile  operations  on  two  variables 
and  facilitate  the  parallel  generation  of  carrys  necessary  for  fast 
arithmetic  operations. 


ARRAY  INPUTS 

OUTPUTS 

PRODUCT  TERMS 

COMBINATORIAL 

REGISTERED 

PAL16 

K4 

16 

4 

4 

64 

INPUTS.  FEEDBACK  AND  I/O 
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Arithmetic  Series 

PAL16X4 


1 

A+B 

A 

A+B 

A+  B 

A:+:B 

A-B 

B 

A 

A-B 

0 

A  •  B 

A+B 

B 

A-B 

A-B 

Figure  2. 


Pact 


:kages 

The  commercial  PAL16X4  is  available  in  the  DIP  (N)  and  ceramic 
DIP  (J)  packages. 


P  Pinout 


16X4 


6  o  v  v 


A+B 
(AB) 


A_*_B 
(AB) 


A+B 
(AB) 


A+B 
(AB) 


Figure  3. 


o- 

-O 

-o 
-o 
-o 

-D- 
-O 

-o 
-o 

-D- 
-O 
-O 
-D- 
-O 
£> 


-1 

-A+i 

-A 

-A+B 
-B 

-A-B 
-A:+:B 
-A+B 
-A 

-A-i 

-0 

-A.B 

-A:-:B 
-A-B 
-B 

-A+B 


Package  Drawings 

(refer  to  PAL  Device  Package  Outlines,  page  3-179) 
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Arithmetic  Series 

PAL 16X4 


Absolute  Maximum  Ratings 

Operating  Programming 

Supply  voltage  Vcc    -0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

Input  voltage    -1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

Off-state  output  voltage    5.5  V    12.0  V 

nperature    -65°C  to  +150°C 


ing  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL 
MIN   TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75      5  5.25 

V 

'w 

Width  of  clock 

Low 

25  10 

ns 

High 

25  10 

<su 

Set  up  time  from  input  or  feedback  to  clock 

45  30 

ns 

th 

Hold  time 

0  -15 

ns 

TA 

Operating  free-air  temperature 

0          25  75 

•c 

Electr 

ical  Characteristics  Over  Operating  Conditions 

SYMBO 

L 

PARAMETER 

TEST  CONDITIONS 

MIN   TYP  MAX 

UNIT 

V|L1 

Low-level  input  voltage 

0.8 

V 

V|H1 

High-level  input  voltage 

2 

V 

Vir 

iu 

Input  clamp  voltage 

Vcc  =  MIN 

l|     =  -18mA 

-0.8  -1.5 

V 

Low-level  input  current 

Vcc =  MAX 

V,     =  0.4  V 

-0.02  -0.25 

mA 

l,H2 

High-level  input  current 

Vcc  =  MAX 

V|  =2.4V 

25 

„A 

l| 

Maximum  input  current 

Vcc  =  MAX 

V,     =  5.5  V 

100 

mA 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  =  24  mA 

0.3  05 

V 

un 

High-level  output  voltage 

Vcc  =  MIN 

Iqh  =  "3  2  mA 

2.4  2.8 

V 

'n7i  2 

Off-state  output  current 

VCC  =  MAX 

VQ  =  0.4  V 

-100 

MA 

'OZH2 

VQ  =  2.4  V 

100 

MA 

'OS 

Output  short-circuit  current 

VCC  =  5V 

Vq  =  0  V 

-30     -70  -130 

mA 

'cc 

Supply  current 

VCC  =  MAX 

160  225 

mA 

Switcl 

ling  Characteristics  Over  Operating  Conditions 

SYMBO 

- 

PARAMETER 

TEST 
CONDITIONS 

MIN    TYP  MAX 

UNIT 

<PD 

Input  or  feedback  to  output 

R!  =  200!! 
R2  =  390  n 

30  40 

ns 

*CLK 

Clock  to  output  or  feedback 

15  25 

ns 

'PZX 

Pin  11  to  output  enable 

15  25 

ns 

lPXZ 

Pin  11  to  output  disable 

15  25 

ns 

<EA 

Input  to  output  enable 

30  40 

ns 

<ER 

Input  to  output  disable 

30  40 

ns 

'max 

Maximum  frequency 

External 

14  22 

MHz 

No  feedback 

20  50 

1  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  without  suitable  equipment. 

2  I/O  pin  eakage  is  the  worst  case  of      and  Iqzl  (°r  JIH  and  ^ZH*- 

3.   No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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INPUT  OR 
FEEDBACK 


COMBINATORIAL 
OUTPUT 


INPUT  OR 
FEEDBACK 


CLOCK 


REGISTERED 
OUTPUT 


CLOCK 


Combinatorial  Output 


-<su- 


Registered  Output 


-V- 

ock  Width 


— 


) 

s 

 'PD  *\ 

} 

mm 

'pxz- 


REGISTERED 
OUTPUT 


-0.5  V 
»0.5V 


-'PZX 


Pin  11  to  Output  Disable/Enable 


•er- 


COMBINATORIAL 
OUTPUT 


m 


Input  to  Output  Disable/Enable 


Notes: 

1.  VT  =  1.5V 

2.  Input  pulse  amplitude  0  V  to  3.0  V 

3.  Input  rise  and  fall  times  2-5  ns  typical 


Key  to  Timing  Diagrams 

WAVEFORM 


DON'T  CARE; 
CHANGE  PERMITTED 


NOT 

APPLICABLE 


MUST  BE  STEADY 


Switching  Test  Load 

(refer  to  page  5-164) 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81 ) 

Schematic  of  Inputs  and  Outputs 

(refer  to  page  5-164) 


CHANGING; 
STATE  UNKNOWN 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


WILL  BE  STEADY 
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Arithmetic  Series 

PAL16X4 


Combinatorial 
PAL10H8  Series 


10H8,  12H6,  14H4,  16H2 
16C1 

10L8,  12L6,  14L4,  16L2 


Features/  Benefits 

•  Combinatorial  architectures 

•  Active  high  or  active  low  options 

•  Security  fuse 


Ordering  Information 

PAL10H8  C  N  STD 


PROGRAMMABLE  - 
ARRAY  LOGIC 


ARRAY  INPUTS 

OUTPUT  TYPE  

H  =  Active  High 

Combinatorial 
L  =  Active  Low 

Combinatorial 
C  =  Complementary 

Combinatorial 


NUMBER  OF  OUTPUTS- 


XT 


PROCESSING 
STD  Standard 
XXXX  =  Other 

-  PACKAGE 

N    -  Plastic  DIP 
J    =  Ceramic  DIP 
NL  =  Plastic  Leaded 

Chip  Carrier 
SG  =  Small-Outline 

Gull-wing 

-  OPERATING  CONDITIONS 

C  =  Commercial 


INPUTS 

OUTPUTS 

POLARITY 

tpo 

(ns) 

'cc 

(mA) 

PAL10H8 

10 

8 

HIGH 

35 

90 

F 

'AL12H6 

12 

6 

HIGH 

35 

90 

F 

'AL14H4 

14 

4 

HIGH 

35 

90 

F 

'AL16H2 

16 

2 

HIGH 

35 

90 

F 

'AL16C1 

16 

2 

BOTH 

40 

90 

F 

>AL10L8 

10 

8 

LOW 

35 

90 

F 

>AL12L6 

12 

6 

LOW 

35 

90 

F 

>AL14L4 

14 

4 

LOW 

35 

90 

F 

AL16L2 

16 

2 

LOW 

35 

90 

Description 

The  PAL10H8  Series  is  made  up  of  nine  combinatorial  20-pin 
PAL  devices.  They  implement  simple  combinatorial  logic,  with 
no  feedback.  Each  has  sixteen  product  terms  total,  divided 
among  the  outputs,  with  two  to  sixteen  product  terms  per 
output. 

Polarity 

Both  active  high  and  active  low  versions  are  available  for  each 
arch  tecture.The16C1  offers  both  polarities  of  its  single  output. 


Performance 

The  standard  series  has  a  propagation  delay  (tpd)  of  35  nanose- 
conds (ns),  except  for  the  16C1  at  40  ns.  Standard  supply  current 
is  90  milliamps  (mA). 


Packages 

The  commercial  PAL10H8  Series  is  available  in  the  plastic  DIP 
(N),  ceramic  DIP  (J),  plastic  leaded  chip  carrier  (NL),  and  small 
outline  (SG)  packages. 
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Combinatorial  PAL10H8  Series 

10H8,  12H6,  14H4,  16H2,  16C1,  10L8,  12L6,  14L4,  16L2 


DIP/SO  Pinouts 


10H8 


12H6 


14H4 


E 
E 
E 
E 
E 


torn 

vcc    l  [_ 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


ACTIVE 

HIGH 
OUTPUT 
CELLS 


T 


□  IEEIEDIEEIEE 


10L8 


E 
E 
E 
E 


INPUT 
AND 
OR 
LOGIC 
ARRAY 

ACTIVE 

LOW 
OUTPUT 
CELLS 

1  GND 

1  | 

iniEimiEEiEi 

E 
ill 


16H2 


E 
E 

E 
E 
E 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


ACTIVE 

HIGH 
OUTPUT 
CELLS 


□  IEEIEDIEEIEE 


12H6 


E 
E 
E 
E 
E 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


ACTIVE 
HIGH 
OUTPUT 
CELLS 


El  i  EE  I EQ I  EE  IE 


12L6 


I  I 

VCC  | 

INPUT 
AND 
OR 
LOGIC 
ARRAY 

ACTIVE 

LOW 
OUTPUT 
CELLS 

I     GND  I 

I  I 

■□IEEIEDIEEIEE 

E 


E 
E 
E 
E 
E 


16L2 

1     |     |   vcc   I  I 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


ACTIVE 

LOW 
OUTPUT 
CELLS 


L!|[l0|[llj|l2]|l3j 


14H4 


E 
E 
E 
E 
E 


INPUT 

AND 

ACTIVE 

OR 

HIGH 

LOGIC 

OUTPUT 

ARRAY 

CELLS 

1  GND 

1  1 

□IEEIEDIEEIEE 


14L4 


mmmEoiirii , 

r\  vcc 


INPUT 

AND 

ACTIVE 

OR 

LOW 

LOGIC 

OUTPUT 

ARRAY 

CELLS 

I  GND 

I  I 

IEUEEIEDIEHIEEI 

16C1 


E 

E- 
E- 
E 
E 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


COMPLE- 
MENTARY 
OUTPUT 
CELLS 


□lEEIEDIEEIEE] 


E 

I- 23 

16] 

E 
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Package  Drawings 

(refer  to  PAL  Device  Package  Outlines,  page  3-1 79) 
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Combinatorial  PAL10H8  Series 

10H8,  12H6,  14H4,  16H2,  16C1,  10L8,  12L6,  14L4,  16L2 


Absolute  Maximum  Ratings 


Supply  voltage  Vcc  •  •  ■ 

Input  voltage   

Off-state  output  voltage 
Storage  temperature  . . 


Operating  Programming 

-0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

-1.5Vto5.5V    -1.0Vto22.0V 

  5.5  V    12.0  V 

  -65°Cto+150°C 


Operating  Conditions 


SYMBC 

)L 

PARAMETER 

MIN    TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75      5  5.25 

V 

T 

TA 

Operating  free-air  temperature 

0         25  75 

°c 

Elect 

rical  Characteristics  Over  Operating  Conditions 

SYMBC 

)L 

PARAMETER 

TEST  CONDITIONS 

MIN    TYP  MAX 

UNIT 

V|L1 

Low-level  input  voltage 

0.8 

V 

VIH1 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

Vcc=  MIN 

l|     =  -18  mA 

V 

IlL 

Low-level  input  current 

Vcc  =  MAX 

V|     =  0.4  V 

-0.02  -0.25 

mA 

l|H 

High-level  input  current 

Vcc =  MAX 

V|  =2.4V 

25 

mA 

'l 

Maximum  input  current 

VCc  =  MAX 

V,  =5.5V 

100 

ma 

Vol 

Low-level  output  voltage 

VCC  =  MIN 

Iql  =  8  mA 

0.3  0.5 

V 

Voh 

High-level  output  voltage 

VCC=  MIN 

lOH  =  -3.2  mA 

2.4  2.8 

V 

ios2 

Output  short-circuit  current 

VCC=5V 

VQ  =  0  V 

-30     -70  -130 

mA 

'cc 

Supply  current 

vcc  =  MAX 

55  90 

mA 

Switching  Characteristics  over  operating  conditions 


SYMBC 

)L 

PARAMETER 

TEST 
CONDITIONS 

MIN    TYP  MAX 

UNIT 

'PD 

Input  or  feedback  to  output 

Except  16C1 

=  560  n 
r2  =  1.1  kn 

25  35 

ns 

16C1 

25  40 

1-   These  are  absolute  values  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 

values  without  suitable  equipment. 
2.   No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


Combinatorial  PAL1 0H8  Series 

1 0H8,  1 2H6,  1 4H4,  1 6H2,  1 6C1 ,  1 0L8,  1 2L6,  1 4L4,  1 6L2 


Switching  Waveforms 


INPUT  OR 
FEEDBACK 


COMBINATORIAL 
OUTPUT 


Combinatorial  Output 


Notes: 

1.  VT.1AV. 

2.  Input  pulse  amplitude  0  V  to  3.0  V. 

3.  Input  rise  and  tall  times  2-5  ns  typical. 


Switching  Test  Load 

(refer  to  page  5-164) 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81) 

Schematic  of  Inputs  and  Outputs 

(refer  to  page  5-164) 
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Combinatorial  PAL10H8  Series 

10H8,  12H6,  14H4,  16H2,  16C1,  10L8,  12L6,  14L4,  16L2 


Logic  Diagram 


1 — >- 


10H8 


2   3      4  5  8  9  1213  16  17  2021  2425  2B293031 


S3- 


8  9  12  13  1617  2D21  242S  2B 29 30  31 
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Combinatorial  PAL10H8  Series 

10H8,  12H6,  14H4,  16H2,  16C1,  10L8,  12L6,  14L4,  16L2 


Logic  Diagram 


14H4 


d  i  i  3    4  s  e  7     a  sion    1213        iew        20212223   2925262;  20293031 
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Combinatorial  PAL10H8  Series 

10H8,  12H6,  14H4,  16H2,  16C1,  10L8,  12L6,  14L4,  16L2 


Logic  Diagram 


16H2 


!  
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Combinatorial  PAL10H8  Series 

10H8,  12H6,  14H4,  16H2,  16C1,  10L8,  12L6,  14L4,  16L2 


Logic  Diagram 


J — t*= 


P — ^ 


16C1 


0    l  I  3     4  S  8  7       e  9  10  II      12  13  14  IS     IB  17  13  IB      20  21  22  23     24  25  26  27     28  29  30  31 


12  3      4  5  6  7       8  9  10  II      12  13  14  IS     16  17  IB  IS     20  21  22  23     24  2b  26  27     28  20  30  31 


fVl  Mon0lHMc\M  Memories  £1 


5-65 


Combinatorial  PAL1 0H8  Series 

10H8,  12H6,  14H4,  16H2,  16C1,  10L8,  12L6,  14L4,  16L2 


Logic  Diagram 
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Combinatorial  PAL1 0H8  Series 

10H8,  12H6,  14H4,  16H2,  16C1,  10L8,  12L6,  14L4,  16L2 


Logic  Diagram 
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Combinatorial  PAL10H8  Series 

10H8,  12H6,  14H4,  16H2,  16C1,  10L8,  12L6,  14L4,  16L2 


Logic  Diagram 


16L2 


0123      4SST      I  9  1011      121314  15     161710  19    2021  22  23     24252627  20293031 


2   3      4  SB  7       8  9  10  11     12  13  14  15     16  1  7  18  19     20  21  22  23     24252627  28293031 


I  Monolithic  WW  Memories 


5-69 


High  Speed 
Programmable 
Array  Logic 


PAL32VX10 
PAL32VX10A 


Features/  Benefits 

•  Dual  independent  feedback  paths  allow  buried  state 
registers  or  input  registers 

•  Programmable  flip-flops  allow  J-K,  S-R,  T  or  D  types  for  the 
most  efficient  use  of  product  terms 

•  10  input/output  macrocells  for  flexibility 

•  Programmable  registered  or  combinatorial  outputs 

•  Programmable  output  polarity 

•  Global  register  asynchronous  preset/synchronous 
reset  or  synchronous  preset/asynchronous  reset 

•  Automatic  register  preset  on  power  up 

•  Preloadable  output  registers  for  testability 

•  Varied  product  term  distribution 
—Up  to  16  product  terms  per  output 

•  High  speed 

—25  ns  "A"  version 
—30  ns  standard  version 

•  Space-saving  24-pin  300-mil  SKINNYDIP"  package  or 
28-pin  chip  carrier 

•  Pin-compatible  functional  superset  of  22V10 


Pin  Configurations 


Ordering  Information 


I07CLK  ^ 

<H 
>E 
„G 
•  H 
sE 
»E 

'E 
■  E 

0  d 

gnd[u 


m]  vcc 

23]  101 
2?]  1/02 
2l]  1/03 
20]  1/04 

75]  uos 

7e]  l,  06 

77]  107 

Tfi]  1. 08 
7s]  1/09 
u]  l'O10 
Taj  111 


12      11  10/CLK  NC  VCC  1/01  I/02 


14  [F 

NC  [T 

it  [7 
,,177 

_ 


AND 

VX 

LOGIC 

CELLS 

ARRAY 

□ 


25]  1.03 

5J]  1  04 

23]  1  05 

22]  NC 

2l]l:0« 

20]  '  O? 

19]  '  08 

SKINNYDIP  Package 


[i2jii3jHl25JHLzJM 

19     110  GND  NC    111  1/010  1/09 


Plastic  Leaded  Chip  Carrier 


Package  Drawings 

(refer  to  PAL  Device  Package  Outlines,  page  3-179) 


PAL32VX10A 


PROGRAMMABLE 
ARRAY  LOGIC 


T 


ARRAY  INPUTS 
OUTPUT  TYPE " 


VX  s  Varied  terms  with  XOR 
NUMBER  OF  OUTPUTS  


C  NS  STD 


Blank  -  Standard 
A      =  High  Speed 


PROCESSING 
STD   =  Standard 
XXXX  =  Other 


-PACKAGE 
NS  =  Plaslic 

SKINNYDIP 
JS  =  Ceramic 

SKINNYDIP 
FN  -  Plastic  Leaded 

Chip  Carrier 

-TEMPERATURE 
RANGE 

C  =  O'C  to75=C 


General  Description 

The  PAL32VX10  is  a  high-density  Programmable  Array  Logic 
(PAL®)  device  which  implements  a  sum-of-products  transfer 
function  via  a  user-programmable  AND  logic  array  and  a  fixed 
OR  logic  array.  Featured  are  ten  highly  flexible  input/output 
macrocells  which  are  user-configurable  for  combinatorial  or 
registered  operation.  Each  flip-flop  can  be  programmed  to  be 
either  a  J-K,  S-R,  T,  or  D-type  for  optimal  design  of  state 
machines  and  other  synchronous  logic.  In  addition,  a  unique 
dual  feedback  architecture  allows  I/O  capability  for  each 
macrocell  in  both  combinatorial  and  registered  configurations. 
This  can  be  achieved  even  when  register  feedback  is  present, 
and  allows  implementation  of  buried  flip-flops  while  preserving 
the  external  macrocell  input.  Supplied  in  space-saving  300-mil- 
widedual  in-line  packages  or  28-pin  chip  carriers,  the  PAL32VX10 
offers  a  powerful,  space  saving  alternative  to  SSI/MSI  logic 
devices,  while  providing  the  advantage  of  instant  prototyping. 
Security  fuses  defeat  readout  after  programming  and  make 
proprietary  designs  difficult  to  copy. 

The  PAL32VX10  is  fabricated  using  Monolithic  Memories' 
advanced  oxide-isolated  bipolar  process  for  high  speed  and  low 
power.  TiW  fuse  links  provide  high  reliability  and  programming 
yields.  Special  on-chip  test  circuits  allow  full  AC,  DC,  and 
functional  testing  before  programming.  Preloadable  output 
registers  facilitate  functional  testing. 

The  PAL32VX10  can  be  programmed  on  standard  PAL  device 
programmers,  fitted  with  appropriate  programming  modules 
and  configuration  software.  Design  development  is  supported 
by  Monolithic  Memories'  PALASM®  2  software  as  well  as  by 
other  programmable  logic  CAD  tools  available  from  third  party 
vendors. 
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The  PAL32VX10  has  twelve  dedicated  input  lines  and  ten 
programmable  I/O  macrocells.  Pin  1  serves  either  as  an  array 
input  or  as  a  clock  for  all  flip-flops.  Buffers  for  device  inputs  have 
complementary  outputs  to  provide  user-programmable  input 
signal  polarity.  The  fuse  matrix  implements  a  programmable 
AND  logic  array,  which  drives  a  fixed  OR  logic  array. 

The  high  level  of  flexibility  built  into  each  macrocell,  shown  in 
Figure  1,  allows  the  PAL32VX10  to  implement  over  thirty 
different  architecture  options.  Each  macrocell  can  be  individ- 
ually programmed  to  implement  a  variety  of  combinatorial  or 
registered  logic  functions. 

Dual  Output  Feedback 

Dual  feedback  paths  associated  with  each  macrocell  provide 
independent  feedback  paths  directly  into  the  array  from  both  the 
flip-flop  output  and  the  output  pin.  Unlike  other  devices  which 
have  a  single  feedback  path,  the  PAL32VX10  allows  each  output 
to  have  full  I/O  capability  when  configured  as  either  a  combina- 
torial output  or  a  registered  output,  even  if  register  feedback  to 
the  array  is  used.  Thus  registers  can  be  loaded  from  their  outputs. 

If  a  macrocell  is  configured  as  a  dedicated  input,  by  disabling  the 
three-state  output  buffer,  the  dual  feedback  architecture 
allows  use  of  the  associated  register  as  an  input  register  or  as  a 
"buried"  state  register,  avoiding  waste  of  the  flip-flop,  as  shown 
in  Figure  2. 


Figure  1.  PAL32VX10  Macrocell 


— 1> 

J  RQ 

k  p  5 

I 

31- 


Note:  PLCC  pin  numbers  are  indicated  in  parentheses. 
PLCC  pins  1.  8.  15,  and  22  are  not  connected 


Figure  2.  Buried  Flip-Flops  with  Dedicated  Inputs 
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Programmable  Flip-Flops 

Each  output  macrocell  contains  a  unique  programmable  flip- 
flop  consisting  of  a  basic  D-type  flip-flop  driven  by  an  XOR  gate. 
This  allows  the  user  to  choose  the  optimal  flip-flop  for  the  design, 
since  either  J-K,  S-R,  or  T-type  flip-flops  can  be  synthesized 
from  such  a  structure  without  wasting  product  terms. 

As  indicated  in  the  macrocell  logic  diagram,  one  input  of  the 
XOR  gate  is  connected  to  a  single  product  term,  while  the 
second  input  is  connected  to  the  output  of  the  OR  logic  array.  The 
XOR  gate  output  feeds  the  input  of  the  D  flip-flop.  The  way  in 
which  the  XOR  gate  is  used  to  synthesize  the  different  flip-flop 
types  is  described  in  detail  below. 

D  Flip-Flop.  The  D  flip-flop  option  is  implemented  directly.  In  this 
configuration,  the  XOR  gate  on  the  input  of  the  flip-flop  can  be 
used  to  program  the  logic  polarity  of  the  transfer  function. 

J-K  Flip-Flop.  The  J-K  flip-flop  option  can  be  easily  synthesized 
with  a  more  sophisticated  manipulation  of  the  XOR  gate  inputs 
and  the  D  flip-flop  output. 

The  transfer  function  of  a  J-K  flip-flop  can  be  mapped  in  the 
Karnaugh  Map  of  Figure  3,  where  Q+  represents  the  next  state  of 
the  flip-flop: 


Since  J  and  Kare,  in  general,  sums  of  products,  J  and  K  in  either 
expression  can  be  substituted  with  (J1  +  J2  +  ...  +  Jm)  and  (K1  + 
K2  +  ...  +  Kn-m),  where  n  is  the  total  number  of  product  terms 
associated  with  a  given  output  macrocell.  Thus,  the  total  n- 
product  term  resource  is  shared  between  the  J  and_K  control 
inputs  (Figure  4).  Note  that  all  J  terms  will  contain  Q  and  all  K 
terms  will  contain  Q. 


n  =  6, 10, 12, 14, 16 

Figure  4.  J-K  Flip-Flop  Logic  Equivalent; 

J  and  K  Can  Also  be  Active-Low 

The  above  discussions  have  assumed  that  it  was  most  conve- 
nient to  "group  ones"  in  the  Karnaugh  Map.  Sometimes  it  takes 
fewer  product  terms  to  "group  zeros",  i.e.,  implement  the  inver- 
sion of  the  desired  function.  The  equations  shown  in  Table  1  are 
equivalent  and  can  be  interchanged  to  optimize  product  term 
utilization.  This  can  be  readily  proved  through  logic  reductions 
similar  to  that  above. 
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(RESET) 
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Figure  3.  J-K  Flip-Flop  Transler  Function 


Dropping  the  (+)  for  simplicity,  the  equivalent  Boolean  expres- 
sion for  Q+  is: 

Q:=K"-Q  + J*Q 

In  general,  J  and  K  can  be  sum-of-product  expressions  which  are 
provided  in  the  PAL  architecture  only  in  active-high  form.  Thus, 
a  direct  implementation  of  K  expressions  must  invoke  a  DeMor- 
gan  transformation,  which  can  use  excessive  product  terms. 
This  can  be  avoided  by  rewriting  the  equation  for  Q  without 
inversions  on  the  J  or  K  inputs. 

The  XOR  gate  can  be  used  to  construct  a  logically  equivalent 
expression  without  any  inversions  on  the  J  or  K  inputs.  The 
rewritten  Boolean  expression  is: 

Q:=Q:+:  (J*Q  +  K"Q) 

To  check  that  these  expressions  are  logically  equivalent,  change 
the  XOR  tojts  equivalent  sum  of  products  form  (remember  A  :+: 
B  =  A*B  +  A'B)  and  reduce  (using  DeMorgan's  theorem): 

Q:=Q-(J_1Q"+.K-Q)  _  +  Q*(J*Q  +  K«Q) 

Q  :=  O'CJJJ;  Qr(K  +  Q)J_       _  +  Q\TQ  +  Q*K*Q 
Q  :=  Q'JJ-K  + J'Q  +  O/K  +  Q*Q)  +  J'TJ 
Q:=J'K'Q  +  K'Q  +  J-Q 

which  simplifies  to         Q  :=  K*Q  +  J'Q. 


J  and  K  active  high 

Q  :=  Q  :+:  (J'Q  +  K'Q) 

J  active  high,  K  active  low 

Q:=  J*Q  +  I<-Q 

J  active  low,  K  active  high 

Q  :=T"Q  +  K"Q 

J  and  K  active  low 

Q:=Q:+:(7-Q  +  K'-Q) 

Note:  J  =  sum  of  products  J1  +  J2  ♦  ...  +  Jm 

K  =  sum  of  products  K1  +  K2  +  ...  +  Kn-m 

n  =  total  number  of  available  product  terms  for  a  given  macrocell 
(8  to  16) 

Table  1.  J-K  Flip-Flop  Transfer  Functions 

S-R  Flip-Flop.  The  S-R  flip-flop  has  a  truth  table  identical  to  that 
of  the  J-K  flip-flop,  with  the  exception  that  the  J=K=1  (toggle) 
condition  is  not  allowed.  The  S-R  flip-flop  implementation  is 
identical  to  that  of  the  J-K  flip-flop,  with  J-K  replaced  by  S-R,  and 
the  S=R=1  condition  avoided. 

T  Flip-Flop.  AT  (toggle)  flip-flop  either  holds  its  state  or  toggles, 
depending  on  the  logic  state  of  the  T  input.  The  T  flip-flop  is  a 
subset  of  the  J-K  flip-flop  and  can  be  considered  equivalent  to  a 
J-K  type  with  J=K.  The  general  transfer  function  and  its  active- 
low  T  equivalent  are  both  given  in  Table  2. 


Q  :=  Q  :+:  T 


Q  :=  Q  :+:  T 


Note:  T  =  sum  of  products  T1  +  T2  +  T3  +  ...  +  Tn 

Table  2.  T  Flip-Flop  Transfer  Functions 

Summary 

The  PAL32VX10  can  synthesize  J-K,  S-R,  T,  and  D  flip-flops, 
whichever  is  most  convenient  for  the  application,  without  sacri- 
ficing product  terms.  Additionally,  the  synthesized  equations 
can  use  the  active-high  or  active-low  forms  of  the  inputs,  allow- 
ing the  designer  to  minimize  product  term  requirements. 
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Flip-Flop  Bypass 

Any  output  in  the  PAL32VX10  can  be  configured  to  be  combina- 
torial by  bypassing  the  output  flip-flop.  This  is  done  by  setting 
the  output  multiplexer  to  the  appropriate  state.  The  multiplexer 
is  controlled  by  a  product  term  which  can  be  set  unconditionally 
for  a  permanent  combinatorial  (all  fuses  opened,  product  term 
high)  or  registered  (all  fuses  intact,  product  term  low)  output 
configuration,  or  can  be  programmed  to  bypass  the  output 
flip-flop  "on  the  fly,"  allowing  signals  to  be  routed  directly  to 
output  pins  under  user-specified  conditions. 

Varied  Product  Term  Distribution 

An  increased  number  of  product  terms  has  been  provided  in  the 
PAL32VX10  over  previous  generation  PAL  devices.  These  terms 
are  distr  buted  among  the  ten  macrocells  in  a  varied  manner, 
ranging  from  eight  to  sixteen  terms  per  output.  The  five  output 
pairs  have  8, 10, 12, 14,  or  16  product  terms  available  for  the  OR 
gate  with  neach  macrocell.  In  addition,  each  macrocell  has  one 
XOR  product  term  and  two  architecture  control  product  terms. 

Programmable  I/O 

Each  macrocell  has  a  three-state  output  buffer  with  program- 
mable three-state  control.  Control  is  implemented  by  a  single 
product  term,  allowing  specification  of  enable/disable  functions 
controlled  by  any  device  input  or  output.  Each  macrocell  can  be 
configured  as  a  dedicated  input  by  disabling  the  buffer  drive 
capability  When  this  is  done,  the  associated  register  can  still  be 
used  as  an  input  register  or  buried  state  register,  due  to  the 
independent  register  feedback  path. 

Programmable  Preset  and  Reset 

The  ten  macrocell  flip-flops  share  common  programmable 
preset  and  reset  control  for  easy  system  initialization.  The  Q 
outputs  of  the  register  will  go  to  the  logic  low  state  following  a 
low-to-high  transition  on  pin  1  (I0/CLK)  when  the  synchronous 
reset  (SR)  product  term  is  asserted.  The  register  will  be  forced  to 
the  logic  high  state  independent  of  the  clock  when  the  asynchro- 
nous preset  (AP)  product  term  is  asserted. 

Programmable  Polarity 

The  polarity  of  each  macrocell  output  can  be  set  active  high  or 
active  low. 

Combinatorial  Outputs.  The  XOR  gate  provides  polarity  control 
for  combinatorial  outputs,  with  the  single  product  term  to  the 
XOR  gate  controlling  the  invert/not  invert  function.  With  all  fuses 
intact,  there  is  no  inversion  through  the  XOR  gate,  creating  an 
active  low  output.  Opening  all  fuses  forces  the  product  term 
high,  inverting  data  and  creating  an  active  high  output. 


Registered  Outputs.  Output  polarity  for  registered  outputs  can 
be  determined  in  two  ways.  For  D-type  registered  outputs, 
polarity  can  be  set  by  the  XOR  gate,  as  is  the  case  with 
combinatorial  outputs.  Using  this  method  to  set  polarity,  preset 
and  reset  will  not  be  affected. 

Polarity,  as  observed  from  the  output  pin,  can  also  be  deter- 
mined by  the  flip-flop  output  multiplexer.  Note  that  this  does  not 
affect  the  polarity  of  the  register  feedback  signal,  but  does  affect 
preset  and  reset.  By  changing  the  flip-flop  output  multiplexer, 
the  preset  and  reset  functions  are  exchanged,  relative  to  the 
controlling  product  terms. 

With  the  multiplexer  fuse  intact,  the  Q  output  is  routed  to  the 
output  pin,  configuring  an  active  low  output.  With  the  multi- 
plexer fuse  opened,  Q  is  routed  to  the  output  pin,  and  synchro- 
nous reset  becomes  synchronous  preset.  Similarly,  asyn- 
chronous reset  becomes  asynchronous  preset. 

Polarity  options  for  J-K,  S-R,  and  T  flip-flops  have  been 
discussed  in  the  section  on  programmable  flip-flops. 


Power-Up  Preset 

All  flip-flops  power  up  to  a  logic  high  for  predictable  system 
initialization.  Outputs  of  the  PAL32VX10  will  be  high  or  low 
depending  on  the  state  of  the  register  output  multiplexers.  See 
waveform  at  end  of  TTL/CMOS  PAL  Devices  section. 

Register  Preload 

The  register  on  the  PAL32VX10  can  be  preloaded  to  facilitate 
functional  testing  of  complex  state  machine  designs.  This 
feature  allows  direct  loading  of  arbitrary  states,  thereby  making 
it  unnecessary  to  cycle  through  long  test  vector  sequences  to 
reach  a  desired  state.  In  addition,  transitions  from  illegal  states 
can  be  verified  by  loading  in  illegal  states  and  observing  proper 
recovery. 

Security  Fuse 

After  programming  and  verification,  a  PAL32VX10  design  can  be 
secured  by  programming  the  security  fuses.  Once  programmed, 
these  fuses  defeat  readback  of  the  internal  fuse  pattern  by  a 
device  programmer,  making  proprietary  designs  very  difficult  to 
copy. 

Quality  and  Testability 

The  PAL32VX10  offers  a  very  high  level  of  built-in  quality. 
Special  on-chip  test  circuitry  provides  a  means  of  verifying 
performance  of  all  AC  and  DC  parameters  prior  to  program- 
ming. In  addition,  these  built-in  test  paths  verify  complete 
functionality  of  each  device  to  provide  the  highest  post- 
programming  functional  yields  in  the  industry. 


5-73 


PAL32VX1 0,  PAL32VX1  OA 


Absolute  Maximum  Ratings 

Supply  voltage  Vcc   

Input  voltage   

Off-state  output  voltage   

Storage  temperature   


Operating  Programming 

.  -0.5  V  to  7  V    -0.5  V  to  12  V 

-1.5  V  to  5.5  V   -1.0  V  to  12  V 

  5.5  V    12  V 

  -65°Cto+150°C 


Operating  Conditions 


COMMERCIAL1 

SYMBOL 

PARAMETER 

STD 

A 

UNIT 

MIN 

TYP 

MAX 

MIN 

TYP 

MAX 

vCc 

Supply  voltage 

4.75 

5 

5.25 

4.75 

5 

5.25 

V 

Width  of  clock 

Low 

20 

10 

18 

10 

ns 

High 

20 

10 

18 

10 

Setup  time  from  input 

Product  terms  P-|-Pn,  SR 

30 

20 

25 

20 

ns 

<su 

or  feedback  to  clock 

Product  term  XOR 

35 

25 

30 

25 

«h 

Hold  time 

0 

-10 

0 

-10 

ns 

'aw 

Asynchronous  preset  width 

30 

20 

25 

20 

ns 

w 

Asynchronous  preset  recovery  time 

30 

20 

25 

20 

ns 

«sr 

Synchronous  reset  recovery  time 

30 

20 

25 

20 

ns 

Operating  free-air  temperature 

0 

25 

75 

0 

25 

75 

°C 

Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER                                       TEST  CONDITION 

I 

MIN    TYP  MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0.8 

V 

V|H2 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

VCC  =  MIN                  I,  =-18mA 

-0.8  -1.5 

V 

l|L3 

Low-level  input  current 

Vcc  =  MAX                 V,     =  0.4  V 

-0.02  -0.25 

mA 

'IH3 

High-level  input  current 

Vcc  =  MAX                  V|     =  2.4  V 

25 

MA 

I 

Maximum  input  current 

Vcc  =  MAX                  V,     =  5.5  V 

100 

xA 

vol 

Low-level  output  voltage 

Vcc  =  MIN                  lOL  =  16  mA 

0.35  0.5 

V 

Voh 

High-level  output  voltage 

Vcc  =  MIN                  Iqh  1  -3.2  mA 

2.4  3.4 

V 

lOZL3 

Off-state  output  current 

VCC  =  MAX 

V0  =0.4V 

-100 

MA 

'OZH3 

V0  =  2.4  V 

100 

„A 

'OS4 

Output  short-circuit  current 

VCC=5V                   Vq  =0V 

-30     -70  -130 

mA 

'cc 

Supply  current 

Vcc =  MAX 

140  180 

mA 

CIN 

Input  capacitance 

V|N  =  2.0  V  at  f  =  1  MHz 

6 

PF 

cOUT 

Output  capacitance 

VOUT  =  2.0  V  at  f  =  1  MHz 

11 

1.  The  PAL32VX10/A  is  designed  io  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  Memories. 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  without  suitable  equipment. 

3-    I/O  pin  leakage  is  the  worst  case  of  I(l  and  Iqzl  <or  'iH  and  'OZI-0 

4    No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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Switching  Characteristics  over  operating  conditions 


PARAMETER 

TEST 
CONDITION 

STD 

A 

UNIT 

MIN    TYP  MAX 

MIN    TYP  MAX 

'PD 

Input  or  feedback  to  output 

Product  terms  P-|-Pn 

R-l  =  200  n 
R2  =  390  0 

15  30 

10  25 

ns 

Product  term  XOR 

25  35 

20  30 

lCLK 

Clock  to  output  or  feedback 

10  15 

10  15 

ns 

»EA 

Input  to  output  enable 

20  30 

20  25 

ns 

tER 

Input  to  output  disable 

20  30 

20  25 

ns 

lAP 

Asynchronous  preset  to  output 

20  30 

20  25 

ns 

>CR 

Input  or  feedback  to  registered  output  from 
combinatorial  configuration  (Product  term  MUX  1—0) 

75  90 

75  90 

ns 

lRC 

Input  or  feedback  to  combinatorial  output  from 
registered  configuration  (Product  term  MUX  0-1) 

75  90 

75  90 

'max 

Maximum 
frequency 

External 

Product  terms  Pi  -Pn 

22.5  35 

25  35 

MHz 

Product  term  XOR 

20  30 

22.2  30 

No  feedback 

25  40 

27.7  40 

Use  of 


XOR  Product  Term 


The  speed 
the 

that  the 
gate,  whose 
the  single 


Exclusive-OR 
macrocell  < 


of  the  PAL32VX1 0  is  specified  according  to  the  use  of 
XOR)  product  term  in  the  macrocell.  Note 
data  input  is  a  function  of  the  two-input  XOR 
inputs  are  the  OR  of  the  product  terms  P1-Pn  and 
additional  XOR  product  term  (Figure  1). 

The  specification  for  the  path  through  the  single  XOR  product 
term  is  5  ns  slower  than  through  the  P-1-Pn  product  terms  and 
the  OR  gate.  As  a  result,  if  the  single  XOR  product  term  is 
changing,  the  macrocell  data  input  will  not  be  available  until  5  ns 
later  than  if  only  the  Pl-Pn  product  terms  were  changing. 

This  difference  between  paths  affects  tPD,  tsu,  and  fMAX  (feed- 
back). As  a  result,  these  three  parameters  are  spedified  both  for 
only  the  P1-Pn  product  terms  changing  ("Product  terms  P1-Pn") 


PRODUCT 
TERMS 
FROM 
ARRAY 


XOR 
P1 


Pn — CD—) 

n  =  8,10,  12,14,16 

Figuia  1. 


and  with  th 
XOR")  (Fig 

5  single  XOR  product  term  changing  ("Product  term 
jre  2). 

SPECIFICATION 

EXPLANATION 

*            t           f  /f~~HK-,~l,  , 

Product  terms  P1-Pn 

If  only  the  P1-Pn  product  terms  are  changing  (XOR  term  is  not  changing) 

rD1  lSU'  T 

/(AX  *  ccu uav*r\  I 

Product  term  XOR 

If  XOR  term  is  changing 

Figure  2. 
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Switching  waveforms 


INPUT  OR 
FEEDBACK 


COMBINATORIAL 
OUTPUT 


_IP0_ 


Combinatorial  Output 


REGISTERED 
OUTPUT 


INPUT  OR  \ 

) 

FEEDBACK  / 

- — u — » 

CLOCK 

7 

— *CLK 

Registered  Output 


—  <wh- 


Clock  Width 


ASYNCHRONOUS 
PRESET 


REGISTERED 
OUTPUTS 


7 

•*  *BW  

k 

m 

— — I—  «.r 

Asynchronous  Preset 


SYNCHRONOUS 
RESET 


-*-'CLK-«- 


REGISTERED 
OUTPUTS 


Synchronous 


Notes: 

1.  VT.1.5V. 

2.  Input  pulse  amplitude  0  V  to  3.0  V. 

3.  Input  rise  and  fall  times  2-5  ns  typical. 


FT 


<ER- 


Input  to  Output  Disable/Enable 
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Output  Register  Preload 

The  preload  function  allows  the  register  to  be  loaded  from  the 
output  pins.  This  feature  aids  functional  testing  of  sequential 
designs  by  allowing  direct  setting  of  output  states.  The  pro- 
cedure is: 

1.  Raise  Vcc  to  4.5  V. 

2.  Disable  output  registers  by  setting  pin  2  to  V|hh(12  v)> 

3.  Apply  V||_A/||_(  to  all  registered  output  pins. 
Leave  combinatorial  outputs  floating. 

4.  Pulse  pin  10  to  V|Hn,  then  back  to  0  V 

5.  Remove  V|L/V|H  from  all  output  registers. 

6.  Remove  high  voltage  from  pin  2. 

7.  Enable  registered  outputs  per  programmed  pattern. 

8.  Verify  for  V0l/V0h  at  all  registered  output  pins. 

Note:  V|HH  =  11.0  (MIN).  11.5  fTYP)  and  12.0  (MAX). 


Key  to  Timing  Diagrams 


TYYYYYYYYYyYl  dontcare; 

CHANGE  PERMITTED 


Wmmm 


NOT 

APPLICABLE 


CHANGING; 
STATE  UNKNOWN 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


MUST  BE  STEADY  WILL  BE  STEADY 


Switching  Test  Load 

(refer  to  page  5-164) 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81 ) 


Schematic  of  Inputs  and  Outputs 

(refer  to  page  5-164) 


PAL32VX10  PAL32VX10A 


Logic  Diagram  DIP  (PLCC)  Pinouts 
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CMOS 

Programmable 
Array  Logic 


PALC22V10H-25 
PALC22V10H-35 


hnology  cuts  power  in  half  (90  mA)  while  matching 

r22V10s 


Features/Benefits 

.  CMOStechn 
bipolar  22V1 

•  10  input/output  macrocells  for  architectural  flexibility 

•  Varied  product  term  distribution 

—  Up  to  1 6  product  terms  per  output 

•  Outputs  programmable  as  registered  or  combinatorial 

•  Programmable  output  polarity 

•  Global  register  asynchronous  reset  and  synchronous  preset 

•  Preloadable  output  registers  for  testability 

•  Automatic  register  reset  on  power-up 

•  Erasable  in  windowed  24-pin  SKINNYDIP®  package 

•  Cost-effective  OTP  24-pin  SKINNYDIP  packages  and  28-pin 
Plastic  Leaded  Chip  Carriers 

•  High-speed  CMOS  technology 

-  25  ns  tpp  for  "-25"  version 
-35  ns  tprj  for  "-35"  version 

Pin  Configurations 


SKINNYDIP  Package 


Package  Drawings 

(refer  to  PAL  Device  Package  Outlines,  page  3-179) 


Description 

The  PAI.C22V10  is  an  advanced  PAL®  device  built  with  low- 
power  CMOS  technology.  The  device  can  be  programmed  to 
implement  complex  logic  functions  with  up  to  twenty-two  inputs 
and  ten  outputs.  Design  tools  such  as  PALASM®2  software 
from  Monolithic  Memories  allow  automatic  creation  of  a  pro- 
gramming file  based  on  the  design  description. 

The  PALC22V10  uses  the  familiar  AND/OR  logic  array  struc- 
ture, which  directly  implements  sum-of-products  equations. 
The  equations  are  programmed  into  the  device  through  UV- 
erasable  floating-gate  cells  in  the  AND  logic  array.  The  fixed 
OR  logic  array  offers  a  varied  number  of  product  terms  per  out- 
put, with  sixteen  maximum.  The  sum  of  these  products  feeds 
the  output  macrocell.  The  macrocell  can  be  programmed  as 
registered  or  combinatorial,  and  active  high  or  active  low. 

Ordering  Information 

PALC22V10H-25  C  NS  STD 


PROGRAMMABLE  - 
ARRAY  LOGIC 


CMOS  TECHNOLOGY  - 


ARRAY  INPUTS 


OUTPUT  TYPE  

V  =  Varied  Product  Terms 

NUMBER  OF  OUTPUTS  — 


H  =  Hall  Power 


-  PROCESSING 
STD 
XXXX  =  Other 

-PACKAGE 
NS  =  Plastic 

SKINNYDIP 
JS  =  Ceramic 

SKINNYDIP 


SKINNYDIP 


-25  =  25  ns  tro 
-35  =  35  ns  tpo 


Chip  Carrier 

-  OPERATING 
CONDITIONS 
C  =  Commercial 

(0-C  to  75'  C) 


I       I    l/CLK  NC  VCC   I/O  I/O 


i 
i 

NC 
I 


E 
E 
E 
E 
E 

Qo 

E 


AND 
LOGIC 
ARRAY 


MACROCELLS 


|  I/O 
24]  I/O 


|^|l3j[l4jll5jll6j[17||18| 

I        |    GND  NC     I      I/O  I/O 


E 


10 
NC 
I  0 

I/O 
I/O 


PAL®  ,  PALASM®  and  SKINNYDIP®  are  registered  trademarks  ol  Monolithic  Memories. 


JANUARY  1988 
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Block  Diagram 


A 


PROGRAMMABLE 

AND  ARRAY 

ASYNC 

(132x44) 

SYNC 

RESET 

PRESET 

Architecture 

The  PALC22V10  has  twelve  dedicated  input  lines  and  ten  pro- 
grammable I/O  macrocells.  The  macrocell  is  shown  in  Figure  1 . 
Pin  1  serves  either  as  an  array  input  or  as  a  clock  tor  all  flip- 
flops.  Buffers  for  device  inputs  have  complementary  outputs 
to  provide  user-programmable  input  signal  polarity.  The  pro- 
gramming matrix  implements  a  programmable  AND  logic  array, 
which  drives  a  fixed  OR  logic  array. 

Macrocell 


OE- 


:> 


n  =  8.  10.  12,  14,  16 


L>»- 1 1 


0  0 
0  1 


Figure  1. 

The  programmable  functions  in  the  PALC22V1 0  are  automati- 
cally configured  from  the  user's  design  specification,  which 
can  be  in  a  number  of  formats.  The  design  specification  is  pro- 
cessed by  development  software  to  verify  the  design  and 
create  a  programming  file.  This  file,  once  downloaded  to  a  pro- 
grammer, configures  the  device  according  to  the  user's  de- 
sired function. 

Configuration  Options 

The  output  macrocell  in  the  PALC22V10  allows  four  basic  output 
configurations,  as  shown  on  the  next  page.  The  outputs  can  be 
either  registered  or  combinatorial,  and  active  high  or  active  low, 
to  match  the  needs  of  the  design.  Two  programmable  bits  in 


each  macrocell  control  a  4:1  output  multiplexer  and  a  2:1  feed- 
back multiplexer,  selecting  one  of  the  four  possible  configura- 
tions for  each  output. 

Registered  or  Combinatorial  Outputs 

Each  output  of  the  PALC22V10  includes  a  D-type  flip-flop  for 
data  storage  and  synchronization.  Any  output  can  be  config- 
ured to  be  combinatorial  by  selecting  a  path  that  bypasses  the 
output  flip-flop.  Bypass  is  controlled  by  one  of  two  programma- 
ble bits  on  the  output  multiplexer,  and  is  automatically  selected 
if  requested  in  the  design  specification.  The  unprogrammed 
state  is  a  registered  output  configuration.  The  registered  con- 
figuration includes  register  feedback,  while  the  combinatorial 
configuration  includes  I/O  feedback. 

Programmable  I/O 

Each  macrocell  has  a  three-state  output  buffer  with  program- 
mable three-state  control.  A  product  term  controls  the  buffer, 
allowing  enable  and  disable  to  be  a  function  of  any  combination 
of  device  inputs  or  output  feedback.  The  macrocell  provides  a 
bidirectional  I/O  pin  in  the  combinatorial  configuration,  and  may 
be  configured  as  a  dedicated  input  if  the  buffer  is  always  dis- 
abled. 

Programmable  Polarity 

The  polarity  of  each  macrocell  output  can  be  active  high  or 
active  low,  either  to  match  output  signal  needs  or  to  reduce 
product  terms.  Selection  is  controlled  by  the  second  of  two 
programmable  bits  in  the  output  macrocell,  and  affects  both 
registered  and  combinatorial  outputs.  The  unprogrammed 
configuration  is  active  low.  Selection  is  automatically 
performed  according  to  the  design  specification  and  pin 
definitions. 

Note  that  preset  and  reset  control  the  flip-flop,  not  the  output. 
Thus,  if  active  low  polarity  is  selected,  the  effects  of  preset 
and  reset  on  the  output  will  be  exchanged. 
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Configuration  Options 


Registered  Outputs 


CLK  ->,.0 


3J- 


CLK  -  ►  cp  Q 


3J- 


ACTIVE  HIGH 


Combinatorial  I/O 


=?=) 


ACTIVE  LOW 


ACTIVE  HIGH 


Varied  Product  Term  Distribution 

An  increased  number  of  product  terms  has  been  provided  in 
the  PALC22V10  over  previous  generation  PAL  devices,  in- 
creasing the  logic  capabilities  of  the  device.  These  product 
terms  are  distributed  among  the  ten  macrocells  in  a  varied 
manner,  ranging  from  eight  to  sixteen  terms  per  output.  The 
varied  distribution  allows  optimum  use  of  device  resources. 
The  outputs  have  8,  10,  12,  14,  or  16  product  terms  available 
for  the  OR  gate  within  each  macrocell. 


Programmable  Preset  and  Reset 

The  ten  macrocell  flip-flops  share  common  programmable  pre- 
set and  reset  control  for  easy  system  initialization.  The  Q  out- 
puts of  the  register  will  go  to  the  logic  high  state  following  a  low- 
to-high  transition  of  pin  1  (l/CLK)  when  the  synchronous  preset 
(SP)  product  term  is  asserted.  The  register  will  be  forced  to  the 
logic  low  state  independent  of  the  clock  when  the  asynchron- 
ous reset  (AR)  product  term  is  asserted.  Product  term  control 
allows  preset  and  reset  to  be  functions  of  any  combination  of 
device  inputs  and  output  feedback.  The  outputs  will  be  high  or 
low  depending  upon  the  polarity  option  chosen. 


Power-Up  Reset 

All  flip-flops  power  up  to  a  logic  low  for  predictable  system 
initialization.  Outputs  of  the  PALC22V10  will  be  high  or  low 
depending  on  whether  the  output  is  active  low  or  active  high, 


respectively.  The  VCC  rise  must  be  monotonic,  and  the  reset 
delay  time  is  1  us  maximum. 

Register  Preload 

The  register  on  the  PALC22V10  can  be  preloaded  from  the  out- 
put pins  to  facilitate  functional  testing  of  complex  state  ma- 
chine designs.  This  feature  allows  direct  loading  of  arbitrary 
states,  thereby  making  it  unnecessary  to  cycle  through  long 
test  vector  sequences  to  reach  a  desired  state.  In  addition, 
transitions  from  illegal  states  can  be  verified  by  loading  illegal 
states  and  observing  proper  recovery. 

Security  Bit 

After  programming  and  verification,  a  PALC22V10  design  can 
be  secured  by  programming  the  security  bit.  Once  pro- 
grammed, this  bit  defeats  readback  of  the  internal  programmed 
pattern  by  a  device  programmer,  securing  proprietary  designs. 

Quality  and  Testability 

The  PALC22V1 0  offers  a  very  high  level  of  built-in  quality.  Ex- 
tra programmable  bits  and  the  erasability  of  the  device  provide 
a  means  of  verifying  performance  of  all  AC  and  DC  parameters. 
In  addition,  this  verifies  complete  programmability  and  func- 
tionality of  the  device  to  provide  the  highest  programming 
yields  and  post-programming  functional  yields  in  the  industry. 
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Absolute  Maximum  Ratings 


Supply  voltage  Vcc   

Input  voltage   

Off-state  output  voltage   

DC  Output  current  into  outputs   

Storage  temperature   

Ambient  temperature  with  power  applied 

UV  light  exposure   

Static  discharge  voltage   

Latchup  current  (Ta  =  0°Cto75°C)  ... 


Operating  Programming 

-0.5  V  to  7.0  V  -0.5  V  to  5.25  V 

-3.0  V  to  7.0  V  -1.0  V  to  14.0  V 

-0.5  V  to  7.0  V   -0.5  V  to  7.0  V 

  16  mA 

  -65°CtO+150°C 

  -55°Cto+125°C 

  7258  W-sec/cm2 

  >2001  V 

 >100  mA 


Operating  Conditions 


COMMERCIAL 

1 

SYMBOL 

PARAMETER 

-35 

-25 

UNIT 

MIN 

TYP 

MAX 

MIN 

TYP 

MAX 

vcc 

Supply  voltage 

4.5 

5 

5.5 

4.5 

5 

5.5 

V 

<wl 

Width  of  clock 

Low 

17 

14 

13  9 

ns 

twh 

High 

17 

14 

13 

9 

tsu 

Setup  time  from  input,  feedback,  or  SP  to  clock 

25 

20 

15 

11 

ns 

th 

Hold  time 

0 

-10 

0 

-10 

ns 

'aw 

Asynchronous  reset  width 

35 

30 

25 

20 

ns 

tar 

Asynchronous  reset  recovery  time 

35 

30 

25 

20 

ns 

tsr 

Synchronous  reset  recovery  time 

35 

30 

25 

20 

ns 

TA 

Operating  free-air  temperature 

0 

25 

75 

0 

25 

75 

°C 

Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITION 

MIN    TYP  MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0.8 

V 

VlH2 

High-level  input  voltage 

2.0 

V 

IlL3 

Low-level  input  current 

VCC  =  MAX              VI    =  0.4  V 

-10 

MA 

l|H3 

High-level  input  current 

VCC  =  MAX              V|    =  2.4  V 

10 

mA 

!i 

Maximum  input  current 

VCC  =  MAX              V|     =  5.5  V 

10 

MA 

vol 

Low-level  output  voltage 

Vcc  =  MIN               loL  =  16mA 

0.35  0.4 

V 

voh 

High-level  output  voltage 

Vcc  =  MIN                lQH  =  -3.2  mA 

2.4  3.4 

V 

lOZL3 

Off-state  output  current 

VCC  =  MAX 

Vo  =0.4V 

-40 

MA 

lOZH3 

"  Vq  =  2.4  V 

40 

MA 

ios4 

Output  short-circuit  current 

VCC  =  MAX              Vo  "=  0.5  V 

-30      -70  -90 

mA 

ice 

Supply  current 

Vcc  =  MAX,  V|  =  GND,  Outputs  open 

60  90 

mA 

C|N 

Input  capacitance5 

V|N  =  2.0  V  at  f  =  1  MHz 

5 

pF 

COUT 

Output  capacitance5 

VquT  =  2.0  V  at  f  =  1  MHz 

8 

PF 

1.  The  PALC22V10  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  Memories. 

2.  These  are  absolute  values  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise. 
Do  not  attempt  to  test  these  values  without  suitable  equipment. 

3  I/O  pin  leakage  is  the  worst  case  of  l)L  and  IqzL  (or  '(H  and  'OZH)- 

4  No  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short-circuit  should  not  exceed  one  second. 

5  Sampled  but  not  100%  tested. 
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Switching  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

COMMERCIAL 

UNIT 

-35 

-25 

MIN    TYP  MAX 

MIN    TYP  MAX 

tPD 

Input  or  feedback  to  output 

R-l  =  300  11 
R2  =  390  0 

25  35 

20  25 

ns 

'CLK 

CLK  to  output 

20  25 

13  15 

ns 

tCF1 

CLK  to  feedback 

12  18 

9  13 

ns 

<EA 

Input  to  output  enable 

30  35 

20  25 

ns 

tER 

Input  to  output  disable 

30  35 

20  25 

ns 

'aro 

Asynchronous  reset  to  output 

25  35 

20  25 

ns 

'max 

Maximum 
frequency 

External  feedback  (1/tsu  +  tCLK) 

20  25 

33.3  41 

MHz 

Internal  feedback  (1/tsu  +  tcF) 

23  30 

35  50 

No  feedback  (1/ttwh  +  'wl) 

29  35 

38  55 

1.  Calculated  from  measured  clock  to  feedback  to  combinatorial  output  minus  tpr> 


Switching  Waveforms 
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Clock  to  Feedback  to  Combinatorial  Output  (see  path  below) 


CLK 


'PD 


Registered  Output 


-'wl- 

Clock  Width 


PALC22V10H-25/35 


ASYNCHRONOUS 
RESET 


REGISTERED 
OUTPUTS 


Asynchronous  Reset 


I' 


SYNCHRONOUS 
PRESET 


CLK 


REGISTERED 
OUTPUTS 


•*-'CLK-^ 


Synchronous  Preset 


INPUT. 


OUTPUTS 


'ER- 


Input  to  Output  Disable/Enable 


Notes: 

1.  VT-1.5V. 

2.  Input  pulse  amplitude  0  V  to  3.0  V. 

3.  Input  nse  and  fall  times  2-5  ns  typical. 


Key  to  Timing  Diagrams 


Switching  Test  Load 


DON'T  CARE; 
CHANGE  PERMITTED 


mmmtm 


NOT 

APPLICABLE 


MUST  BE  STEADY 


OUTPUTS 


CHANGING; 
STATE  UNKNOWN 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


WILL  BE  STEADY 


I 


-®  TEST  POINT 


SPECIFICATION 

SWITCH  S1 

cL 

MEASURED 
OUTPUT  VALUE 

'PD'  lCLK'  *CF 

closed 

50  pF 

1.5  V 

'EA 

Z->H:  open 
Z->L:  closed 

50  pF 

1.5  V 

'ER 

H->Z:  open 
L->Z:  closed 

5pF 

H->Z:  VOH-0.5  V 
L->Z:  VOL+0.5  V 
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Output  Register  Preload 

The  preload  function  allows  the  register  to  be  loaded  from  the 
output  pins.  This  feature  aids  functional  testing  of  sequential 
designs  by  allowing  direct  loading  of  output  states.  The  proce- 
dure is: 

1 .  Raise  VCC  to  5.0  V  ±  0.5  V. 

2.  Disable  output  registers  by  setting  pin  8  (DIP)  to  13.5  V 
±0.5  V. 

3.  Apply  VIL/VIH  as  desired  to  all  registered  output  pins.  Leave 
combinatorial  outputs  floating. 

4.  Clock  output  registers. 

5.  Remove  VILWIH  from  all  registered  output  pins. 

6.  Remove  high  voltage  from  pin  8. 

7.  Enable  output  registers  per  programmed  pattern. 

8.  Verify  for  VOL/VOH  at  all  registered  output  pins,  according 
to  programmed  polarity. 


Power-Up  Reset 

All  flip-flops  power  up  to  a  logic  low  for  predictable  system  ini- 
tialization. The  power-up  reset  time,  tR,  is  1us  maximum.  The 
required  setup  and  clock  widths  are  listed  in  the  specifications. 
The  outputs  will  be  high  or  low,  depending  on  the  polarity  option 
chosen. 


The  PALC22V 
grammers. 
listed  on 
ultraviolet 


Programming  and  Erasing 

10  can  be  programmed  on  standard  logic  pro- 
Programmers  approved  by  Monolithic  Memories  are 
following  page.  The  PALC22V10  may  be  erased  by 
light  when  contained  in  the  windowed  package. 


thef 


For  erasure,  the  recommended  ultraviolet  light  wavelength  is 
2537  Angstroms.  The  minimum  dose  required  is  72000  mW- 
sec/cm2  (UV  intensity  x  exposure  time).  For  an  ultraviolet  lamp 
with  a  20  mW/cm2  power  rating,  the  minimum  exposure  time 
would  be  72000/20  seconds,  or  60  minutes.  The  device  needs 


Programmers/Development  Systems 

(refer  to  P  ogrammer  Reference  Guide,  page  3-81) 


PIN  8 


REGISTERED 
OUTPUTS 


VIL/VIH  - 


XD — C 


vcc 


REGISTERED 
OUTPUTS 


CLK 


to  be  within  1  inch  of  the  lamp  during  erasure. 

Permanent  damage  may  result  if  the  device  is  exposed  to  high 
intensity  UV  light  for  an  extended  period  of  time.  The  recom- 
mended maximum  dosage  is  7258  W-sec/cm2. 

Wavelengths  of  light  less  than  4000  Angstroms  can  partially 
erase  the  device  in  the  windowed  package.  For  this  reason,  an 
opaque  label  should  be  placed  over  the  window,  especially  if 
the  device  will  be  exposed  to  sunlight  or  fluorescent  lighting  for 
extended  periods  of  time. 
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Features/Benefits 

•  Programmable  flip-flops  allow  J-K,  S-R,  T  or  D-types  for  the 
most  efficient  use  of  product  terms 

•  8  input/output  macrocells  for  flexibility 

•  Programmable  registered  or  combinatorial  outputs 

•  Programmable  output  polarity 

•  Global  register  asynchronous  preset/asynchronous  reset 

•  Automatic  register  reset  on  power  up 

•  Preloadable  output  registers  for  testability 

•  High  speed  at  25  ns  tPD,  28.5  MHz  fMAx 

•  Space-saving  24-pin  300-mll  SKINNYDIP®  package  or 
28-pin  chip  carrier 

General  Description 

The  PAL22RX8A  is  a  high-density  Programmable  Array  Logic 
(PAL®)  device  which  implements  a  sum-of-products  transfer 
function  via  a  user-programmable  AND  logic  array  and  a  fixed 
OR  logic  array.  Featured  are  eight  highly  flexible  input/output 
macroce  Is  which  are  user-configurable  for  combinatorial  or 
registered  operation.  Each  flip-flop  can  be  programmed  to  be 
either  a  J-K,  S-R,  T,  or  D-type  for  optimal  design  of  state 
machines  and  other  synchronous  logic.  The  PAL22RX8A  is  a 
functional  superset  of,  and  pin-compatible  with,  the  PAL24A 
Series,  but  can  implement  many  new  functions  due  to  its  added 
features.  Supplied  in  space-saving  300-mil-wide  dual  in-line 
packages  or  28-pin  chip  carriers,  the  PAL22RX8A  offers  a 

Pin  Configurations 


10/CLK  fT 

24]  VCC 

»u 

23]  113 

I 

1 

22J 1/01 

2l]l/02 

,4[T 

20]  1/03 

AND 
LOGIC 
ARRAY 

RX 
CELLS 

T5]  1/04 
Tb]  1/05 

.7[7 

]3  1/06 

«E 

je]  1/07 

19  e 

T5]  I/08 

no  e 

I 

I 

m)  112 

GND  E 

]1]  111 

SKINNYDIP  Package 


Ordering  Information 

PAL22RX8A  C  NS  STD 

□  TTTTT1  C 


PROGRAMMABLE 
ARRAY  LOGIC 


NUMBER OF- 


ARRAY INPUTS 
OUTPUT  TYPE  - 


RX  =  Registered  XOR 
NUMBER  OF  OUTPUTS  - 
SPEED  - 


A  =  High 


PROCESSING 
STD  ■  Standard 
XXXX  =  Other 


NS  = 

SKINNYDIP 
JS  s  Ceramic 

SKINNYDIP 
FN  -  Plastic  Leaded 
Chip  Carrier 

 TEMPERATURE 

RANGE 

C  =  0"Cto75°C 

powerful,  space-saving  alternative  to  SSI/MSI  logic  devices, 
while  providing  the  advantage  of  instant  prototyping.  Security 
fuses  defeat  readout  after  programming  and  make  proprietary 
designs  difficult  to  copy. 

The  PAL22RX8A  is  fabricated  using  Monolithic  Memories' 
advanced  bipolar  process  for  high  speed  and  low  power.  TiW 
fuse  links  provide  high  reliability  and  programming  yields. 
Special  on-chip  test  circuits  allow  full  AC,  DC,  and  functional 
testing  before  programming.  Preloadable  output  registers  facili- 
tate functional  testing. 

The  PAL22RX8A  can  be  programmed  on  standard  PAL  device 
programmers,  fitted  with  appropriate  programming  modules 
and  configuration  software.  Design  development  is  supported 
by  Monolithic  Memories'  PALASM®  2  software  as  well  as  by 
other  programmable  logic  CAD  tools  available  from  third  party 
vendors. 


12     11  IO/CLKNCVCC  113  1/01 

mmrnmEsiETiEsi 


13  E 

14  e 
is  e 

NC  E 

16  E 

17  Qo 

IB  QT 


AND 
LOGIC 
ARRAY 


RX 
CELLS 


25]  i 
24J  I, 
23J  1 


1/04 
NC 
2l]  1/05 
20]  1/06 
19]  1/07 


bMljijyiidijzJijsj 

19    110  GND  NC   111    112  I/08 

Plastic  Leaded  Chip  Carrier 

Package  Drawings 

(refer  to  PAL  Device  Package  Outlines,  page  3-179) 
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Block  Diagram 


(19) 


(18) 


.  ,  14 

<  '12 
 '(17) 


Description  of  Architecture 

The  PAL22RX8A  has  fourteen  dedicated  inputs  and  eight  pro- 
grammable I/O  macrocells.  Pin  1  serves  either  as  an  array  input 
or  as  a  clock  for  all  flip-flops.  Buffers  for  device  inputs  have 
complementary  outputs  to  provide  user-programmable  input 
signal  polarity.  The  fuse  matrix  implements  a  programmable 
AND  logic  array,  which  drives  a  fixed  OR  logic  array. 

The  high  level  of  flexibility  built  into  each  macrocell,  shown  in 
Figure  1,  allows  the  PAL22RX8A  to  implement  several  different 
architecture  options.  Each  macrocell  can  be  individually  pro- 
grammed to  implement  a  variety  of  combinatorial  or  registered 
logic  functions. 


Figure  1.  PAL22RX8A  Macrocell 

Programmable  Flip-Flops 

Each  output  macrocell  contains  a  unique  programmable  flip- 
flop  consisting  of  a  basic  D-type  flip-flop  driven  by  an  XOR  gate. 
This  allows  the  user  to  choose  the  optimal  flip-flop  for  the  design , 
since  either  J-K,  S-R,  or  T-type  flip-flops  can  be  synthesized 
from  such  a  structure  without  wasting  product  terms. 

As  indicated  in  the  macrocell  logic  diagram,  one  input  of  the 
XOR  gate  is  connected  to  a  single  product  term,  while  the 
second  input  is  connected  to  the  output  of  the  OR  logic  array.  The 
XOR  gate  output  feeds  the  input  of  the  D  flip-flop.  The  way  in 
which  the  XOR  gate  is  used  to  synthesize  the  different  flip-flop 
types  is  described  in  detail  below. 

D  Flip-Flop.  The  D  flip-flop  option  is  implemented  directly.  In  this 
configuration,  the  XOR  gate  on  the  input  of  the  flip-flop  can  be 
used  to  program  the  logic  polarity  of  the  transfer  function. 

J-K  Flip-Flop.  The  J-K  flip-flop  option  can  be  easily  synthesized 
with  a  more  sophisticated  manipulation  of  the  XOR  gate  inputs 
and  the  D  flip-flop  output. 

The  transfer  function  of  a  J-K  flip-flop  can  be  mapped  in  the 
Karnaugh  Map  of  Figure  2,  where  Q+  represents  the  next  state  of 
the  flip-flop: 


Note: 

PLCC  pin  numbers  are  indicated  in  parentheses. 
PLCC  pins  1.8,  15  and  22  are  not  connected. 


J  ^ 

0  0 

0 

0 

L-J 

0  1 

0 

0 

1  1 

s 

0 

1  0 

n 

(HOLD) 
(RESET) 
(TOGGLE) 
(SET) 


Figure  2.  J-K  Flip-Flop  Transfer  Function 
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Dropping 
sion  for 


the  (+)  for  simplicity,  the  equivalent  Boolean  expres- 

Q+  is: 

Q  :=  K'Q  +  J'Q 

In  general,  J  and  K  can  be  sum-of-product  expressions  which  are 
provided  in  the  PAL  architecture  only  in  active-high  form.  Thus, 
a  direct  implementation  of  K  expressions  must  invoke  a  DeMor- 
gan  transformation,  which  can  use  excessive  product  terms. 
This  can  be  avoided  by  rewriting  the  equation  for  Q  without 
inversions  on  the  J  or  K  inputs. 

The  XOR  gate  can  be  used  to  construct  a  logically  equivalent 
expression  without  any  inversions  on  the  J  or  K  inputs.  The 
rewritten  Boolean  expression  is: 

Q  :=  Q  :+:  (J'Q  +  K*Q) 
To  check  that  these  expressions  are  logically  equivalent,  change 
the  XOR  to_its_equivalent  sum  of  products  form  (remember 
A  :+:  B  =  A*B  +  A'B)  and  reduce  (using  DeMorgan's  theorem): 

Q 
Q 
Q 
Q 


Q"(J1Q  +  K*Q)  _  +Q*(J:Q+_K-Q) 

Q'(iJ2Qr05  +  Q)l     _  +crJ*Q  +  Q*K'Q 

CT(J'K  +  J'Q  +  QN<  +  Q*Q)  +  J'Q 
J'K'Q  +  K'Q  +  J'Q 

Q  ~  K'Q  +  J'Q. 


which  simplifies  to 


Since  J  and  K  are,  in  general,  sums  of  products,  J  and  K  in  either 
expression  can  be  substituted  with  (J1  +  J2  +  ...  +  Jm)  and  (K1  + 
K2  +  ...  +  K8-m),  where  8  is  the  total  number  of  product  terms 
associated  with  a  given  output  macrocell.  Thus,  the  total  8 
product  term  resource  is  shared  between  the  J  and_K  control 
inputs  (F  gure  3).  Note  that  all  J  terms  will  contain  Q  and  all  K 
terms  wil  contain  Q. 


Figure  3.  J-K  Rip-Flop  Logic  Equivalent; 

J  and  K  Can  Also  be  Active-Low 


J  and  K  active  high 

Q 

=  Q:+:  (J'Q  +  K'Q) 

J  active  high,  K  active  low 

Q 

=  J'Q  +  K'Q 

J  active  low,  K  active  high 

Q 

=  J'Q  +  K'Q 

J  and  K  active  low 

Q 

=  Q:+:(J'Q  +  K'Q) 

Note:  J  =  sum  of  products  J1  +  J2  +  ...  +  Jm 
K  =  sum  of  products  k1  ♦  K2  ♦  ...  *  K8-m 
8  =  total  number  ot  available  product  terms  (or  a  given  macrocell 


Table  1.  J-K  Fllp-Flop  Transfer  Functions 


S-R  Fllp-Flop.  The  S-R  flip-flop  has  a  truth  table  identical  to  that 
of  the  J-K  flip-flop,  with  the  exception  that  the  J=K=1  (toggle) 
condition  is  not  allowed.  The  S-R  flip-flop  implementation  is 
identical  to  that  of  the  J-K  flip-flop,  with  J-K  replaced  by  S-R,  and 
the  S=R=1  condition  avoided. 

T  Fllp-Flop.  A  T  (toggle)  flip-flop  either  holds  its  state  or  toggles, 
depending  on  the  logic  state  of  the  T  input.  The  T  flip-flop  is  a 
subset  of  the  J-K  flip-flop  and  can  be  considered  equivalent  to  a 
J-K  type  with  J=K.  The  general  transfer  function  and  its  active- 
low  T  equivalent  are  both  given  in  Table  2. 


Q  :=  Q  :+:  T 


Q  :=  Q  :+:  T 


Note:  T  =  sum  ot  products  T1  ♦  T2  +  T3  *  ...  +  T8. 

Table  2.  T  Fllp-Flop  Transfer  Function* 


The  above  discussions  have  assumed  that  it  was  most  conve- 
nient to  "group  ones"  in  the  Karnaugh  Map.  Sometimes  it  takes 
fewer  product  terms  to  "group  zeros",  i.e.,  implement  the  inver- 
sion of  the  desired  function.  The  equations  shown  in  Table  1  are 
equivalent  and  can  be  interchanged  to  optimize  product  term 
utilization.  This  can  be  readily  proved  through  logic  reductions 
similar  to  that  above. 


Summary 

The  PAL22RX8A  can  synthesize  J-K,  S-R,  T,  and  D  flip-flops, 
whichever  is  most  convenient  for  the  application,  without  sacri- 
ficing product  terms.  Additionally,  the  synthesized  equations 
can  use  the  active-high  or  active-low  forms  of  the  inputs,  allow- 
ing the  designer  to  minimize  product  term  requirements. 
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Flip-Flop  Bypass 

Any  output  in  the  PAL22RX8A  can  be  configured  as  combina- 
torial by  bypassing  the  output  flip-flop.  This  is  done  by  setting 
the  output  multiplexer  to  the  appropriate  state.  The  multiplexer 
is  controlled  by  a  single  architecture  fuse  which,  when  intact, 
selects  a  registered  output  with  register  feedback  and,  when 
opened,  selects  a  combinatorial  output  with  feedback  from  the 
output  pin. 


Registered  Outputs.  For  D-type  registered  outputs,  polarity  can 
be  set  by  the  XOR  gate,  as  is  the  case  with  combinatorial 
outputs.  Using  this  method  to  set  polarity,  preset  and  reset  will 
not  be  affected. 

Polarity  options  for  J-K,  S-R,  and  T  flip-flops  have  been 
discussed  in  the  section  on  programmable  flip-flops. 


Combinatorial  I/O 


Registered  Output 


Programmable  Preset  and  Reset 

The  eight  macrocell  flip-flops  share  common  programmable 
preset  and  reset  control  for  easy  system  initialization.  The  Q 
outputs  of  the  register  will  goto  the  logic  low  state  independent 
of  the  clock  when  the  asynchronous  reset  (AR)  product  term  is 
asserted.  The  register  will  be  forced  to  the  logic  high  state 
independent  of  the  clock  when  the  asynchronous  preset  (AP) 
product  term  is  asserted. 


Power-Up  Reset 

All  flip-flops  power  up  to  a  logic  low  for  predictable  system 
initialization.  The  power-up  state  of  the  flip-flop  is  not  affected 
by  the  output  polarity  option  chosen.  Due  to  the  output  inverter, 
the  outputs  will  power  up  to  a  logic  high.  See  waveform  at  end  of 
TTL/CMOS  PAL  Devices  section. 


IE>- 
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Register  Preload 

The  register  on  the  PAL22RX8A  can  be  preloaded  by  use  of 
supervoltages  to  facilitate  functional  testing  of  complex  state 
machine  designs.  This  feature  allows  direct  loading  of  arbitrary 
states,  thereby  making  it  unnecessary  to  cycle  through  long  test 
vector  sequences  to  reach  a  desired  state.  In  addition,  transi- 
tions from  illegal  states  can  be  verified  by  preloading  illegal 
states  and  observing  proper  recovery. 


Programmable  I/O 

Each  macrocell  has  a  three-state  output  buffer  with  program- 
mable three-state  control.  Control  is  implemented  by  a  single 
product  term,  allowing  specification  of  enable/disable  functions 
controlled  by  any  device  input  or  output.  Each  macrocell  can  be 
configured  as  a  dedicated  input  by  selecting  the  combinatorial 
output  configuration  and  disabling  the  buffer  drive  capability. 

Programmable  Polarity 

The  polarity  of  each  macrocell  output  can  be  set  active  high  or 
active  low. 

Combinatorial  Outputs.  The  XOR  gate  provides  polarity  control 
for  combinatorial  outputs,  with  the  single  product  term  to  the 
XOR  gate  controlling  the  invert/not  invert  function.  With  all  fuses 
intact,  there  is  no  inversion  through  the  XOR  gate,  creating  an 
active  high  output. 


Security  Fuses 

After  programming  and  verification,  a  PAL22RX8A  design  can 
be  secured  by  programming  the  security  fuses.  Once  pro- 
grammed, these  fuses  defeat  readback  of  the  internal  fuse 
pattern  by  a  device  programmer,  making  proprietary  designs 
very  difficult  to  copy. 


Quality  and  Testability 

The  PAL22RX8A  offers  a  very  high  level  of  built-in  quality. 
Special  on-chip  test  circuitry  provides  a  means  of  verifying 
performance  of  all  AC  and  DC  parameters  prior  to  program- 
ming. In  addition,  these  built-in  test  paths  verify  complete 
functionality  of  each  device  to  provide  the  highest  post- 
programming  functional  yields  in  the  industry. 
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Absolute  Maximum  Ratings 


Supply  voltage  Vcc  ■  •  ■ 

Input  voltage   

Off-state  output  voltage 
Storage  temperature  . . 


Operating  Programming 

.  -0.5  V  to  7  V    -0.5  V  to  12  V 

-1.5  V  to  5.5  V   -1.0  V  to  12  V 

  5.5  V    12  V 

  -65°Cto+150°C 


Operating  Conditions 


SYM 

90L 

PARAMETER 

MIN 

COMMERCIAL1 
TYP 

MAX 

UNIT 

vcc 

Supply  voltage 

4.75 

5 

5.25 

V 

'w 

Width  of  clock 

Low 

10 

7 

ns 

High 

10 

7 

<su 

Setup  time  from  input  or  feedback  to  clock 

20 

16 

ns 

>h 

Hold  time 

0 

-10 

ns 

'aw 

Asynchronous  preset/reset  width 

15 

10 

ns 

tar 

Asynchronous  preset/reset  recovery  time 

30 

25 

ns 

TA 

Operating  free-air  temperature 

0 

25 

75 

°C 

Electrical  Characteristics  over  operating  conditions 


SYM 

BOL 

PARAMETER 

TEST  CONDITION 

MIN    TYP  MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0.8 

V 

V|HJ 

High-level  input  voltage 

2.0 

V 

«1C 

Input  clamp  voltage 

Vcc  =  MIN                   l|  =-18mA 

-0.8  -1.5 

V 

mA 

l|L3 

Low-level  input  current 

Vcc  =  MAX                  V,     =  0.4  V 

-0.1  -0.25 

'IH3 

High-level  input  current 

Vcc  =  MAX                  V,     =  2.4  V 

25 

MA 

'1 

Maximum  input  current 

Vcc  =  MAX                  V,     =  5.5  V 

100 

MA 

vol 

Low-level  output  voltage 

Vcc  =  MIN                   l0L  =  24  mA 

0.35  0.5 

V 

v0h 

High-level  output  voltage 

Vcc  =  MIN                   lOH  =  -3.2  mA 

2.4  3.4 

V 

'ozi 

3 

Off-state  output  current 

Vcc  =  MAX 

VQ  =0.4V 

-100 

*A 

'ozt 

H3 

Vq  =2.4V 

100 

MA 

'os' 

Output  short-circuit  current 

VCC=5V                     V0  =0V 

-30     -70  -130 

mA 

'cc 

Supply  current 

VCC  =  MAX 

180  210 

mA 

CIN 

Input  capacitance 

V|N  =  2.0  V  at  f  =  1  MHz 

DIPpins  1,  13 

15 

pF 

All  other  inputs 

12 

coi. 

JT 

Output  capacitance 

vOUT  =  20Va"=  1  MHz 

12 

Notes 

1.  The  PAL22RX8A  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  Memories. 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise 
Do  not  attempt  to  test  these  values  without  suitable  equipment 

3  I/O  pin  leakage  is  the  worst  case  of  l|L  and  IrjZL  'or  'lH  and  'OZH) 

4  No  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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Switching  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

COMMERCIAL 
MIN   TYP  MAX 

UNIT 

ton 

Input  or  feedback  to  output 

20 

25 

ns 

lCLK 

Clock  to  output  or  feedback 

12 

15 

ns 

*EA 

Input  to  output  enable 

R-l  =  200  n 

R2  =  390  n 

20 

25 

ns 

lER 

Input  to  output  disable 

18 

25 

ns 

<AP 

Asynchronous  preset/reset  to  output 

25 

35 

ns 

fMAX 

Maximum  frequency 

External  feedback 

28.5 

40 

MHz 

No  feedback 

50 

55 

Switching  Test  Load 

(refer  to  page  5-164) 

Power-Up  Reset  Waveform 

(refer  to  page  5-164) 

Schematic  of  Inputs  and  Outputs 

(refer  to  page  5-164) 
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Switching  waveforms 


FEEDBACK 


INPUT  OR 
FEEDBACK 


-<PD- 


COMBINATORIAL 
OUTPUT 


CLOCK 


ASYNCHRONOUS 
RESET/PRESET 


Combinatorial  Output 


-I.U- 


CLOCK 


-'h  — 


REGISTERED 
OUTPUT 


Registered  Output 


INPUT 


w :::::  (8. 


<EA 


Input  to  Output  Disable/Enable 


CLOCK 


Asynchronous  Reset/Preset 

Output  Register  Preload 

The  preload  function  allows  the  register  to  be  loaded  from  the 
output  pins.  This  feature  aids  functional  testing  of  sequential 
designs  by  allowing  direct  setting  of  output  states.  The  pro- 
cedure is: 

1.  Raise  Vcc  to  5.0  V 

2.  Set  pin  1  (CLK)  to  V!L. 

3.  Disable  output  registers  by  setting  pin  5  to  Vp|_ 
(18.0  V  + 0.5  V). 


1.  VT  =  1.5V 

2.  Input  pulse  amplitude  0  V  to  3.0  V 

3.  Input  rise  and  fall  times  2-5  ns  typical 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81) 


PIN  5 


REGISTERED 
OUTPUTS 


4.  Apply  tb 


he  desired  level  (V|L/V|H)  to  all  registered  output  pins. 
Leave  combinatorial  outputs  floating. 

5.  Pulse  pin  1 1  to  VPL,  then  back  to  0  V. 

V|L/V|H  from  all  output  registers. 

7.  Lower  pin  5  to  V|L. 

8.  Enable  output  registers  per  programmed  pattern. 

9.  Verify  for  VqlA/oh  at  a"  registered  output  pins. 

WAVEFORM 


Key  to 


Timing 


V|L- 


DONT  CARE; 
CHANGE  PERMITTED 


NOT 

APPLICABLE 


MUST  BE  STEADY 


CHANGING; 
STATE  UNKNOWN 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


WILL  BE  STEADY 
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Monolithic  Memories 


Programmable  Array  Logic 
PAL20RA10-20 


/  /  / ////// ////////////////////////////////////ADVANCE  INFORMATION 


Features/Benefits 

•  High-speed  24-pin  PAL®  device  with  asynchronous 
flip-flop  control 

•  20  ns  propagation  delay  (active  low) 

.  Programmable  clock  allows  independent  clocking  of 
each  flip-flop 

•  Programmable  asynchronous  set  and  reset  for  each 


.  Programmable  output  polarity 

•  Programmable  flip-flop  bypass  allows  any  output  to  be 
combinatorial 

•  Three-state  outputs  controlled  by  both  product  term  and 
dedicated  pin  for  flexibility 

•  Power-up  reset  for  automatic  initialization 

•  TTL-level  register  preload  simplifies  functional  testing 
.  Easy  design  with  PALASM 5  2  software 


Pin  Configurations 


18 
19 
GND 


PAL20RA10-20 


E«t>^ 
E 

e 

E 
E 
E 
E 
E 
E 
E 
E 
E 


RA  CELL 


RA  CELL 


RA  CELL 


RACELL 


RA  CELL 


RACELL 


RA  CELL 


RACELL 


RA  CELL 


RACELL 


Mjvcc 

23]  O.0 
22]  01 
2l]  Q2 
20]q3 
]9]Q4 
75]  Q5 
w]Q6 

Tej  Q7 

JJJas 
i7Jq9 

U<J-  TJoe 


DIP 


Description 

The  PAL20RA1 0  is  an  improved-speed  version  of  the  Regis- 
tered Asynchronous  PAL  device.  This  device  offers  independent 
asynchronous  controls  for  each  input/output  macrocell.  The  24- 
pin  PAL20RA10  has  ten  inputs  and  ten  I/O  macrocells.  The 
macrocell  is  described  in  detail  on  the  next  page. 

The  high-speed  oxide-isolated  bipolar  technology  provides  very 
high  performance.  Maximum  propagation  delay  is  20  ns  for 
active  low  outputs  (polarity  fuse  unprogrammed),  and  25  ns  for 
active  high  outputs  (polarity  fuse  programmed). 

Design  is  accomplished  using  PALASM  2  software  from  Mono- 
lithic Memories,  or  third-party  development  programs.  Boolean 
equations  are  automatically  converted  into  a  programming  pat- 
tern. The  pattern,  once  downloaded  to  any  PLD  programmer, 
can  instantly  provide  a  custom  device.  The  programmed  pattern 
can  be  protected  from  copying  by  programming  the  security 
fuse. 


f 

E- 
E- 
E- 

(T  NC 

E 
r» 

E 


PAL20R  A1 0-20CFN 


NC  VCC 


PLD 

REG  REG 
REG 

REG 

INPUT 
AND 
OR 

REG 
OUTPUT 
CELLS 

LOGIC 

REG 

ARRAY 

REG 

REG 

0E  REG  REG 

I 


Plastic  Leaded  Chip  Carrier 


E 

E 

23] 

22] 
E 

27| 

3 
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Macrocell 

The  macrocell  offers  programmable  clock,  enable,  set,  and 
reset  for  each  flip-flop,  each  of  which  can  operate 
asynchronously  with  respect  to  other  flip-flops  in  the  same 
device.  These  features  effectively  provide  independent  7474- 
type  flip-flops  preceded  by  the  PAL  logic  functions.  Each 
macrocell  also  provides  independent  flip-flop  bypass,  allowing 
any  combination  of  combinatorial  and  registered  outputs  in  a 
single  device. 


Programmable  Clock 

The  clock  input  to  each  flip-flop  comes  from  the  programmable 
array,  allowing  any  flip-flop  to  be  clocked  independently  if 
desired. 

Programmable  Set  and  Reset 

Each  flip-flop  has  a  product  line  for  asynchronous  set  and  one 
product  for  asynchronous  reset.  If  the  chosen  product  line  is 
HIGH,  the  flip-flop  will  set  (become  a  logic  HIGH),  or  reset 
(become  a  logic  LOW).  The  sense  of  the  output  pin  is  inverted. 

Programmable  Flip-Flop  Bypass 

If  both  the  set  and  reset  product  lines  are  HIGH,  the  flip-flop  is 
bypassed  and  the  output  becomes  combinatorial.  Thus  each 
output  can  be  configured  to  be  combinatorial  or  registered. 

Register  Preload 

Both  devices  offer  register  preload  for  device  testability.  The 
registers  can  be  preloaded  from  the  outputs  by  using  TTL-level 
signals,  in  order  to  simplify  functional  testing. 

Power-Up  Reset 

The  devices  also  offer  power-up  reset.  On  the  application  of 
power  to  the  VCC  pin,  the  flip-flops  will  reset  to  a  logic  LOW. 
Because  of  the  output  inverter,  the  output  pins  will  be  a  logic 
HIGH  on  power-up. 


Programmable  Polarity 

Each  flip-flop  input  has  individually  programmable  polarity.  The 
unprogrammed  state  is  active  LOW. 


REGISTERED/ACTIVE  LOW 


D — 
D— i 


COMBINATORIAL/ 
ACTIVE  LOW 


=3— 


REGISTERED/ACTIVE  HIGH 


COMBINATORIAL/ 
ACTIVE  HIGH 


3J- 


Three-State  Outputs 

The  devices  provide  a  product  term  dedicated  to  local  output 
control.  There  is  also  a  global  output  control  pin.  The  output  is 
enabled  if  both  the  global  output  control  pin  is  LOW  and  the 
local  output  control  product  term  is  HIGH.  If  the  global  output 
control  pin  is  HIGH,  all  outputs  will  be  disabled.  If  a  local  output 
control  product  term  is  LOW,  then  that  output  will  be  disabled. 


OUTPUT 
ALWAYS  ENABLED 


HARD- WIRED 
(GLOBAL) 


PROGRAMMABLE  (LOCAL) 


COMBINATION  OF 
PROGRAMMABLE  AND  t 
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Features/Benefits 

•  Programmable  clock  for  asynchronous  operation 

•  Programmable  asynchronous  set  and  reset 

•  Programmable  polarity 

•  Programmable  flip-flop  bypass 

•  Local  and  global  output  enable  control 

•  TTL  level  register  preload 

•  Power-up  reset 

•  Complements  20-pin  PAL16RA8 

•  High  speed,  as  fast  as  20  ns  tPD  for  PAL20RA10-20  Series 


Security 


fuse  on  all  devices 


Description 

The  PAL20RA10  is  a  24-pin  registered  asynchronous  PAL 
device.  This  versatile  device  features  programmable  clock, 
enable,  set,  and  reset,  all  of  which  can  operate  asynchronously 
to  other  flip-flops  in  the  same  device.  It  also  has  individual 
flip-flip  bypass,  allowing  this  one  device  to  provide  any  combina- 
tion of  registered  and  combinatorial  outputs. 

Programmable  Clock 

The  clock  input  to  each  flip-flop  comes  from  the  programmable 
array,  allowing  the  flip-flops  to  be  clocked  independently  if 
desired. 

Programmable  Set  and  Reset 

Each  flip-flop  has  a  product  line  for  asynchronous  set  and  one 
product  for  asynchronous  reset.  If  the  chosen  product  line  is 
high,  the  flip-flop  will  set  (become  a  logic  HIGH),  or  reset 
(become  a  logic  LOW).  The  sense  of  the  output  pin  is  inverted  if 
the  output  is  active  low. 


Programmable  Polarity 


Each  flip-flop  has  individually  programmable  polarity, 
unprogrammed  state  is  active  low. 


The 


Ordering  Information 


PAL20RA10-20C  NSSTD 


PROGRAMMABLE 
ARRAY  LOGIC 


T 


NUMBER  OF   

ARRAY  INPUTS 


ASYNCHRONOUS 
NUMBER  OF  OUTPUTS  - 


None  =  Standard  (30  ns) 
-20    =  20  ns 


H 


PROCESSING 
STD  =  Standard 
XXXX  =  Other 


CONDITIONS 
C  =  Commercial 


NS  =  f 

SKINNYDiP 
JS  =  Ceramic 

SKINNYDIP 
NL  '  Plastic  Leaded 

Chip  Carrier 
FN  =  Plastic  Leaded 

Chip  Carrier 

(Center 

No-connects) 
SG  =  Small-Outline 


Programmable  Output  Polarity 


REGISTERED/ACTIVE  LOW 


Q- 


COMBINATORIAL/ 
ACTIVE  LOW 


O 


D 


33- 


2-T 


REGISTEREO/ACTIVE  HIGH 


o 
o 


COMBINATORIAL/ 
ACTIVE  HIGH 


E>-°s< 
D->r< 

=33— 


=33— 
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Programmable  Flip-Flop  Bypass 

If  both  the  set  and  reset  product  lines  are  high,  the  flip-flop  is 
bypassed  and  the  output  becomes  combinatorial.  Thus  each 
output  can  be  configured  to  be  registered  or  combinatorial. 

Programmable  and  Hard-Wired  Three- 
State  Outputs 

The  PAL20RA10  provides  a  product  term  dedicated  to  output 
control.  There  is  also  an  output  control  pin  (pin  13).  The  output 
is  enabled  if  both  the  output  control  pin  is  low  and  the  output 
control  product  term  is  high.  If  the  output  control  pin  is  high,  all 
outputs  will  be  disabled.  If  an  output  control  product  term  is  low, 
then  that  output  will  be  disabled. 


Register  Preload  and  Power-Up  Reset 

Each  device  also  offers  register  preload  for  device  testability. 
The  registers  can  be  preloaded  from  the  outputs  by  using  TTL 
level  signals  in  order  to  simplify  functional  testing.  This  series 
also  offers  Power-Up  Reset,  whereby  the  registers  power  up  to  a 
logic  LOW,  setting  the  active-low  outputs  to  a  logic  HIGH. 

Packages 

The  commercial  PAL20RA10  Series  is  available  in  the  plastic 
SKINNYDIP(NS),ceramicSKINNYDIP(JS),  plastic  leaded  chip 
carrier  (NL),  and  small  outline  (SG)  packages. 


Output  Control  Alternatives 


OUTPUT 
ALWAYS  ENABLED 


PROGRAMMABLE 


COMBINATION  OF 
HARD-WIRED       PROGRAMMABLE  AND  HARD-WIRED 


DIP/SO  Pinouts 


PLCC  Pinout 


20RA10 


E 

E 

1 

E 

RA  CELL 

s 

E 

E 

RA  CELL 

m 

E 

RA  CELL 

E 

E- 

E 

RA  CELL 

E- 

E 

RA  CELL 

B 

E 

E 

RA  CELL 

IE 

E- 

E 

RA  CELL 

E°- 

E 

RA  CELL 

1 

E 

RA  CELL 

l 

E 

RA  CELL 

SI 

E 

i 

-<3- 

1 

20RA10 


PLD      REG  RE0 

REG 

REG 

INPUT 

AND 

REG 

OR 

OUTPUT 

LOGIC 

CELLS  RE° 

ARRAY 

REG 

REG 

OE  REG  REG 

|     GND  ] 

E 

ioj 


Package  Drawings 

(refer  to  PAL  Device  Package  Outlines,  page  3-179) 
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Absolute  Maximum  Ratings 

Operating  Programming 

Supply  voltage  Vqc    -0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

Input  voltage    -1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

Off-state  output  voltage    5.5  V    12.0  V 

Storage  temperature    -65°C  to +150°C 


ting  Conditions 


SYMBO 

L 

PARAMETER 

COMMERCIAL 
MIN   TYP  MAX 

UNIT 

vCc 

Supply  voltage 

4.75 

5 

5.25 

V 

«w 

Width  of  clock 

Low 

20 

13 

ns 

High 

20 

13 

'wp 

Preload  pulse  width 

35 

15 

ns 

'su 

Set  up  time  from  input  or  feedback  to  clock 

20 

10 

ns 

'sup 

Preload  set  up  time 

25 

5 

ns 

<h 

Hold  time 

Polarity  fuse  intact 

10 

-2 

ns 

Polarity  fuse  programmed 

0 

-6 

•hp 

Preload  hold  time 

25 

5 

ns 

Operating  free-air  temperature 

0 

25 

75 

°C 

Electrical  Characteristics  over  operating  conditions 


SYMBO 

PARAMETER 

TEST  CONDITIONS 

MIN    TYP  MAX 

UNIT 

V,L1 

Low-level  input  voltage 

0.8 

V 

V|H1 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

Vcc  =  MIN 

I,  =-18mA 

-0.8  -1.5 

V 

'IL2 

Low-level  input  current 

Vcc  =  MAX 

V,  =0.4V 

-0.02  -0.25 

mA 

'IH2 

High-level  input  current 

VCC  =  MAX 

V,     =  2.4  V 

25 

mA 

l| 

Maximum  input  current 

VCC  =  MAX 

V,    =  5.5  V 

100 

nA 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

IqL  =  8  mA 

0.3  0.5 

V 

Vqh 

High-level  output  voltage 

VCC  =  MIN 

Iqh  =  3  2  mA 

2.4  2.8 

V 

'OZL2 

Off-state  output  current 

VCC  =  MAX 

VQ  =  0.4  V 

-100 

MA 

'OZH2 

Vq  =  2.4  V 

100 

MA 

'OS3 

Output  short-circuit  current 

VCC  =  5  V 

VQ  =  0  V 

-30     -70  -130 

mA 

'cc 

Supply  current 

VCC  =  MAX 

155  200 

mA 

1.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise  Do  not  attempt  to 
values  w  thout  suitable  equipment. 

2.  I/O  pin  leakage  is  the  worst  case  of  l|L  and  Iqzl  (°r  > IM  and  'OZH*- 

3.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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Switching  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

'PD 



Input  or  feedback  to  output 

Polarity  fuse  intact 

20 

30 

ns 

Polarity  fuse  programmed 

25 

35 

'CLK 

Clock  to  output  or  feedback 

10 

17 

30 

ns 

*s 

Input  to  asynchronous  set 

22 

35 

ns 

<R 

Input  to  asynchronous  reset 

R-l  =  560  n 

r2=  1.1  Kn 

27 

40 

ns 

*PZX 

Pin  13  to  output  enable 

10 

20 

ns 

'PXZ 

Pin  13  to  output  disable 

10 

20 

ns 

*EA 

Input  to  output  enable 

18 

30 

ns 

*ER 

Input  to  output  disable 

15 

30 

ns 

'max 

Maximum  frequency 

External 

20 

35 

MHz 

No  feedback 

25 

38 
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Switching  waveforms 


INPUT  OR 
FEEDBACK 


COMBINATORIAL 
OUTPUT 


Combinatorial  Output 


ASYNCHRONOUS 
RESET/PRESET 


REGISTERED 
OUTPUTS 


CLOCK 


INPUT  OR 
FEEDBACK 


15 


Asynchronous  Reset/Preset 


*T 

-*— 'CLK— »- 


INPUT 


REGISTERED 
OUTPUT 


•er- 


<EA 


Output 


Input  to  Output  Disable/Enable 


-•wh- 


_lw|- 

Clock  Width 


OUTPUT 


3 

'PXZ — 

i 

VOH-0.5V 
'  V0L  •  0.5  V 

— 'pzx 

yd 

Key  to  Timing  Diagrams 


WMfflTW,  dontcare: 

CHANGE  PERMITTED 


mmmm: 


NOT 

APPLICABLE 


MUST  BE  STEADY 


CHANGING; 
STATE  UNKNOWN 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


Pin  13  to  Output  Disable/Enable 

Notes: 

1  VT=1.5V 

2.  Input  pulse  amplitude  0  V  to  3.0  V 

3.  Input  rise  and  fall  times  2-5  ns  typical 

Register  Preload 

Register  preload  allows  any  arbitrary  state  to  be  loaded  into  the 
PAL  device  output  registers.  This  allows  complete  logic  verifi- 
cation, including  states  that  are  impossible  or  impractical  to 
reach.  To  use  the  preload  feature,  first  disable  the  outputs  by 
bringing  OE  high,  and  present  the  data  at  the  output  pins.  A  low 
level  on  the  preload  pin  (PL)  will  then  load  the  data  into  the 
registers. 


WILL  BE  STEADY 


Switching  Test  Load 

(refer  to  page  5-164) 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81 ) 

Power-Up  Reset  Waveform 

(refer  to  page  5-164) 

Schematic  of  Inputs  and  Outputs 

(refer  to  page  5-1 64) 
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Logic  Diagram  DIP  (PLCC)  Pinouts 

PAL20P.A10 


(2)  J  


PAL20RS1 0  Series        20S1 0,  20RS1 0 

20RS8,  20RS4 


Features/  Benefits 

•  Product  term  steering  allows  up  to  16  product 
per  output 

•  Programmable  polarity 


Ordering  Information 


•  Register 


preload 


PROGRAMMABLE 
ARRAY  LOGIC 


PAL20RS10  C  NS  STD 

□    TTTT1  LZ 


•  Power-up  reset 


Security 


fuse 


OF  

ARRAY  INPUTS 


OUTPUT  TYPE  

RS  -  Registered  with 

Product  Term 

Steering 
S   =  Combinatorial  with 

Product  Term 

Steering 


NUMBER  OF  OUTPUTS  ~ 


PROCESSING 
STD  =  Standard 
XXXX  =  Other 

-  PACKAGE 
NS  =  Plastic 

SKINNYDIP 
JS  =  Ceramic 

SKINNYDIP 
NL  =  Plastic  Leaded 

Chip  Carrier 
SG  -  Small-Outline 

Gull-wing 


-OPERATING 
CONDITIONS 

C  =  C 


PAL20RS10  Series 


ARRAY 
INPUTS 

OUTPUTS 

«PD* 
(ns) 

'cc 

(mA) 

COMBINATORIAL 

REGISTERED 

PAL2OS10 

20 

10 

0 

35/40 

240 

PAL20RS 

0 

20 

0 

10 

35 

240 

PAL20RS! 

I 

20 

2 

8 

35/40 

240 

PAL20RS- 

1 

20 

6 

4 

35/40 

240 

*35  ns  active 

ow.  40  ns  active  high 

Description 

The  PAL20RS10  Series  offers  product  term  steering,  which 
allows  up  to  sixteen  product  terms  to  be  used  at  a  single  output. 

The  PAL  device  transfer  function  is  the  familiar  Boolean  sum  of 
products.  The  PAL  device  consists  of  a  programmable  AND 
array  driving  a  fixed  OR  array.  Product  terms  with  all  bits 
programmed  (disconnected)  assume  the  logical  high  state,  and 
product  terms  with  both  true  and  complement  of  any  signal 
connected  assume  the  logical  low  state. 


Variable  Input/Output  Pin  Ratio 

The  registered  devices  have  ten  dedicated  input  lines,  and  each 
combinatorial  output  is  an  I/O  pin.  The  combinatorial  device  has 
twelve  dedicated  input  lines,  and  only  eight  of  the  ten  com- 
binatorial outputs  are  I/O  pins.  Buffers  for  device  inputs  have 
complementary  outputs  to  provide  user-programmable  input 
signal  polarity.  Unused  input  pins  should  be  tied  directly  to  VCC 
or  GND. 


Programmable  Three-State  Outputs 

Each  output  has  a  three-state  output  buffer  with  programmable 
three-state  control.  On  combinatorial  outputs,  a  product  term 
controls  the  buffer,  allowing  enable  and  disable  to  be  a  function 
of  any  combination  of  device  inputs  or  output  feedback.  The 
output  provides  a  bidirectional  I/O  pin  in  the  combinatorial 
configuration,  and  may  be  configured  as  a  dedicated  input  if  the 
buffer  is  always  disabled. 


Registers  with  Feedback 

Registered  outputs  are  provided  for  data  storage  and  synchron- 
ization. Registers  are  composed  of  D-type  flip-flops  which  are 
loaded  on  the  low-to-high  transition  of  the  clock  input. 


Package  Drawings 

(refer  to  PAL  Device  Package  Outlines,  page  3-179) 
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PAL20RS10  Series 

20S1 0,  20RS1 0,  20RS8,  20RS4 


Programmable  Polarity 

Each  flip-flop  has  individually  programmable  polarity.  The 
unprogrammed  state  is  active  low. 

Product  Term  Steering 

Product  term  steering  allows  each  pair  of  outputs  to  share  its 
product  terms  with  one  output  or  the  other  (not  both).  Each  pair 
has  a  total  of  sixteen  product  terms;  thus,  one  output  can  use 
zero  to  sixteen  terms  while  the  other  has  sixteen  to  zero.  Product 
terms  can  only  be  shared  mutually  exclusively.  If  both  outputs 
need  the  same  term,  it  must  be  created  twice,  once  for  each 
output. 


Preload  and  Power-Up  Reset 

The  20RS10  Series  offers  register  preload  for  device  testability. 
The  registers  can  be  preloaded  from  the  outputs  by  using  super- 
voltages  in  order  to  simplify  functional  testing.  The  20RS10 
Series  also  offers  Power-Up  Reset,  whereby  the  registers  power 
up  to  a  logic  LOW,  setting  the  active-low  outputs  to  a  logic  HIGH. 

Packages 

The  commercial  PAL20RS10  Series  is  available  in  the  plastic 
SKINNYDIP  (NS),  ceramic  SKINNYDIP  (JS),  plastic  leaded  chip 
carrier  (NL),  and  small  outline  (SG)  packages. 
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PAL20RS 10  Series 

20S10,  20RS10,  20RS8,  20RS4 


DIP/SO  Pinouts 
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PAL20RS1 0  Series 

20S10,  20RS10,  20RS8,  20RS4 


Absolute  Maximum  Ratings 

Supply  voltage  Vcc   

Input  voltage   

Off-state  output  voltage   

Storage  temperature   


Operating  Programming 

-0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

-1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

  5.5  V    12.0  V 

  -65°Cto+150°C 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL 
MIN   TYP  MAX 

UNIT 

vCc 

Supply  voltage 

4.75 

5 

5.25 

V 

«w 

Width  of  clock 

Low 

15  10 

ns 

High 

15 

10 

'su 

Set  up  time  from  input  or  feedback  to  clock 

20RS10,  20RS8,  20RS4 

35 

25 

ns 

<h 

Hold  time 

0 

-10 

ns 

ta 

Operating  free-air  temperature 

0 

25 

75 

°C 

Electrical  Characteristics  Over  Operating  Conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN   TYP   MAX  |  UNIT 

V,L1 

Low-level  input  voltage 

V|H1 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

Vcc  =  MIN 

I,  =-18mA 

-0.8  -1.5 

V 

l|L2 

Low-level  input  current 

Vcc  =  MAX 

V,  =0.4V 

-0.02  -0.25 

mA 

'IH2 

High-level  input  current 

VCC  =  MAX 

V,     =  2.4  V 

25 

mA 

l| 

Maximum  input  current 

Vcc  =  MAX 

V|  =5.5V 

100 

mA 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

(OL  =  24  mA 

0.3  0.5 

V 

v0h 

High-level  output  voltage 

VCC=  MIN 

Iqh  =  "3-2  mA 

2.4  2.8 

V 

'OZL2 

Off-state  output  current 

Vcc  =  MAX 

V0  =  0.4  V 

-100 

MA 

'ozh2 

VQ  =  2.4  V 

100 

mA 

'OS3 

Output  short-circuit  current 

VCC=5V 

Vq  =  0  V 

-30     -70  -130 

mA 

ice 

Supply  current 

VCC  =  MAX 

175  240 

mA 

1 .  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  andi  nclude  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  without  suitable  equipment. 

2.  I/O  pin  leakage  is  the  worst  case  of  l)L  and  IqzL  (°r  'lH  and  'OZH) 

3.  No  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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PAL20RS 10  Series 

20S10,  20RS10,  20RS8,  20RS4 


Switching  Characteristics  over  operating  conditions 


cvMDni 
OTMbUL 

PARAMETER 

TEST 
CONDITIONS 

1  T  r 

MAX 

UNIT 

'PD 

Input  or  feedback  to  output 

Polarity  fuse  intact 

25 

35 

ns 

20S10,  20RS8.  20RS4 

Polarity  fuse  programmed 

30 

40 

(CLK 

Clock  to  output  or  feedback 

12 

17 

ns 

k» 

Clock  to  feedback 

10 

15 

ns 

<PZX 

Pin  13  to  output  enable  except  20S10 

R-l  =  200  n 
R2  =  390  K£i 

10 

20 

ns 

*PXZ 

Pin  13  to  output  disable  except  20S10 

11 

20 

ns 

'EA 

Input  to  output  enable 

20S10,  20RS8,  20RS4 

25 

35 

ns 

'ER 

Input  to  output  disable 

20S10.  20RS8.  20RS4 

13 

25 

ns 

External 

19 

27 

fMAX 

Maximum  frequency 

Internal 

20RS10,  20RS8,  20RS4 

20 

28 

MHz 

No  feedback 

33 

50 

PAL20RS10  Series 

20S1 0,  20RS1 0,  20RS8,  20RS4 


Switching  waveforms 
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Notes: 

1.  VT=  1.5V 

2.  Input  pulse  amplitude  OV  to  3.0  V 

3.  Input  rise  and  fall  times  2-5  ns  typical 


Key  to  Timing  Diagrams 
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Switching  Test  Load 

(refer  to  page  5-164) 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81) 

Register  Preload  Waveform 

(refer  to  page  5-164) 


Power-Up  Reset  Waveform 

(refer  to  page  5-164) 

Schematic  of  Inputs  and  Outputs 

(refer  to  page  5-164) 
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PAL20RS10  Series 

20S10,  20RS10,  20RS8,  20RS4 


20S10 


PAL20RS10  Series 
20S10,  20RS10,  20RS8,  20RS4 


20RS10 


PAL20RS10  Series 
20S10,  20RS10,  20RS8,  20RS4 


20RS8 


PAL20RS1 0  Series 

20S10,  20RS10,  20RS8,  20RS4 


20RS4 
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PAL20X1  OA  Series     20L1  OA,  20X1  OA 

20X8A, 20X4A 


Features/  Benefits 

•  XOR  gates  on  registered  outputs 

•  Efficient  implementation  of  counters 

•  Register  preload 

•  Power-up  reset 

•  Security  fuse 


Ordering  Information 


PROGRAMMABLE 
ARRAY  LOGIC 


PAL20X10A  C  NS  STD 

3 


ARRAY  INPUTS 


OUTPUT  TYPE  

X  =  XOR  Registered 
L  =  Combinatorial 
Active  Low 


NUMBER  OF  OUTPUTS- 
HIGH  SPEED  


PAL20X1  OA  Series 


-PROCESSING 
STD  =  Standard 
XXXX  =  Other 

- PACKAGE 
NS  =  Plastic 

SKINNYDIP 
JS  =  Ceramic 

SKINNYDIP 
NL  =  Plastic  Leaded 

Chip  Carrier 
SG  =  Small-Outline 

Gull-wing 

-  OPERATING 
CONDITIONS 
C  =  Commercial 


ARRAY 
INPUTS 

OUTPUTS 

<PD* 
(ns) 

ice 

(mA) 

COMBINATORIAL 

REGISTERED 

PAL20L10A 

20 

10 

0 

30 

165 

PAL20X1 

OA 

20 

0 

10 

30 

180 

PAL20XE 

A 

20 

2 

8 

30 

180 

PAL20X' 

A 

20 

6 

4 

30 

180 

Description 

The  PAL20X10A  Series  offers  Exclusive-OR  (XOR)  gates  pre- 
ceding each  register.  The  XOR  gate  has  as  its  inputs  two  sums, 
each  of  two  product  terms.  The  XOR  gate  is  very  efficient  for 
counting  applications. 

The  PAL  device  transfer  function  is  the  familiar  Boolean  sum  of 
products  The  PAL  device  consists  of  a  programmable  AND 
array  driving  a  fixed  OR  array.  Product  terms  with  all  bits 
programmed  (disconnected)  assume  the  logical  high  state,  and 
product  terms  with  both  true  and  complement  of  any  signal 
connected  assume  the  logical  low  state. 

Variable  Input/ Output  Pin  Ratio 

The  regis  er  devices  have  ten  dedicated  input  lines,  and  each 
combinatorial  output  is  an  I/O  pin.  The  combinatorial  device  has 
twelve  dedicated  input  lines,  and  only  eight  of  the  ten  com- 
binatorial outputs  are  I/O  pins.  Buffers  for  device  inputs  have 
complementary  outputs  to  provide  user-programmable  input 
signal  polarity.  Unused  input  pins  should  be  tied  directly  to  VCC 
orGND. 

Programmable  Three-State  Outputs 

Each  output  has  a  three-state  output  buffer  with  programmable 
three-state  control.  On  combinatorial  outputs,  a  product  term 
controls  the  buffer,  allowing  enable  and  disable  to  be  a  function 


of  any  combination  of  device  inputs  or  output  feedback.  The 
output  provides  a  bidirectional  I/O  pin  in  the  combinatorial 
configuration,  and  may  be  configured  as  a  dedicated  input  if  the 
buffer  is  always  disabled. 

Registers  with  Feedback 

Registered  outputs  are  provided  for  data  storage  and  synchron- 
ization. Registers  are  composed  of  D-type  flip-flops  which  are 
loaded  on  the  low-to-high  transition  of  the  clock  input. 

Polarity 

All  outputs  are  active  low. 

Preload  and  Power-Up  Reset 

The  20X10A  Series  offers  register  preload  for  device  testability. 
The  registers  can  be  preloaded  from  the  outputs  by  using  super- 
voltages  in  order  to  simplify  functional  testing.  The  20X1  OA 
Series  also  offers  Power-Up  Reset,  whereby  the  registers  power 
up  to  a  logic  LOW,  setting  the  active-low  outputs  to  a  logic  HIGH 

Packages 

The  commercial  PAL20X10A  Series  is  available  in  the  plastic 
SKINNYDIP  (NS),  ceramic  SKINNYDIP  (JS),  plastic  leaded  chip 
carrier  (NL),  and  small  outline  (SG)  packages. 
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PAL20X1  OA  Series 
20L10A,  20X1  OA,  20X8A,  20X4A 


DIP/SO  Pinouts 
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PLCC  Pinouts 
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£1  Monolithic  KJFJ  Memories  £1 


PAL  20X1  OA  Series 
20L10A,  20X1  OA,  20X8A,  20X4A 


Absoli 

Supply  vo 
Input  volt£ 
UTT-siate  c 
Storage  te 

Operal 

ite  Maximum  Ratings 

Operating  Programming 

tageVcc                                                                                      -0.5  V  to  7.0  V                     -0.5  V  to  12.0  V 

ge                                                                                         -1.5Vto5.5V    -1.0Vto22.0V 

i  itm  it  w^ltQ/ia                                                                                                                                                                           R  ^  \/                                                        1  O  1*1  \/ 

ing  Conditions 

SYMBOL 

PARAMETER 

COMMERCIAL1 
MIN   TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75      5  5.25 

V 

<w 

Width  of  clock 

Low 

25  15 

ns 

High 

15  7 

lsu 

Set  up  time  from  input  or  feedback  to  clock 

20X1  OA,  20X8A,  20X4A 

30  20 

ns 

«h 

Hold  time 

0  -15 

ns 

Operating  free-air  temperature 

0          25  75 

°C 

Electi 

ical  Characteristics  Over  Operating  Conditions 

SYMBO 

PARAMETER 

TEST  CONDITIONS 

MIN   TYP  MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0.8 

V 

V|H2 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

VCC  =  fvlIN 

l|     =  -18mA 

-0.8  -1.5 

V 

l|L3 

Low-level  input  current 

Vcc  =  MAX 

V|  =0.4V 

-0.02  -0.25 

mA 

'|H3 

High-level  input  current 

Vcc  =  MAX 

V,     -  2.4  V 

25 

MA 

H 

Maximum  input  current 

VCC  =  MAX 

V|     =  5.5  V 

100 

mA 

vOL 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  =  24  mA 

0.3  0.5 

V 

vOH 

High-level  output  voltage 

Vcc  =  MIN 

Iqh  =  _3-2  mA 

2.4  2.8 

V 

'OZL3 

Off-state  output  current 

VCC  =  MAX 

VQ  =0.4V 

-100 

'OZH3 

V0  =  2.4  V 

100 

ma 

'OS4 

Output  short-circuit  current 

VCC  =  5  V 

v0  =  0  V 

-30     -70  -130 

mA 

'cc 

Supply  current 

VCC  =  MAX 

20X10A,20X8A,20X4A 

140  180 

mA 

20L10A 

115  165 

1 .  The  PAH20X10A  Series  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  Memories. 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  without  suitable  equipment. 

3.  I/O  pin  eakage  is  the  worst  case  of  l|Land  l0ZL  <or  < I M  and  'OZH)- 

4.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


Monolithic 
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PAL20X1  OA  Series 
20L10A,  20X1  OA,  20X8A,  20X4A 


Switching  Characteristics  Over  Operating  Conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

'PD 

Input  or  feedback  to  output 

20L10A, 20X8A, 20X4A 

23 

30 

ns 

tcLK 

Clock  to  output  or  feedback 

10 

15 

ns 

'PZX 

Pin  13  to  output  enable  except  20L10A 

11 

20 

ns 

'PXZ 

Pin  13  to  output  disable  except  20L10A 

R-l  =  200  11 

10 

20 

ns 

<EA 

Input  to  output  enable 

20L10A,  20X8A,  20X4A 

R2  =  390  n 

19 

30 

ns 

«ER 

Input  to  output  disable 

20L10A,20X8A, 20X4A 

15 

30 

ns 

'max 

Maximum  frequency 

External 

20L10A,  20X8A,  20X4A 

22.2 

32 

MHz 

No  feedback 

25 

45 
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PAL20X10A  Series 
20L10A,  20X1  OA,  20X8 A,  20X4 A 


Switching  Waveforms 
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Key  to  Timing  Diagrams 

WAVEFORM 
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Switching  Test  Load 

(refer  to  page  5-164) 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81) 

Register  Preload  Waveform 

(refer  to  page  5-164) 


Power-Up  Reset  Waveform 

(refer  to  page  5-164) 

Schematic  of  Inputs  and  Outputs 

(refer  to  page  5-164) 

Package  Drawings 

(refer  to  PAL  Device  Package  Outlines,  page  3-179) 
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PAL20X10A  Series 

20L10A,  20X1  OA,  20X8A,  20X4A 
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PAL20X1  OA  Series 
20L10A,  20X1  OA,  20X8A,  20X4A 


20X10 


5-120 


Z\  Monolithic  FJJ  Memories  £1 


PAL20X1  OA  Series 
20L10A,  20X1  OA,  20X8A,  20X4A 
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PAL20R8  Family 


20L8,  20R8 
20R6,  20R4 


Features/ Benefits 

•  Standard  24-pin  architectures 

•  TTL  and  CMOS  versions 

•  High  speed,  as  fast  as  15  ns  tPD  tor  PAL20R8B  Series 

•  Low  power,  as  low  as  zero  standby  for  PALC20R8Z  Series 

•  Security  fuse/cell  on  all  devices 

Description 

The  PAL20R8  Series  consists  of  four  devices,  each  with  twenty 
array  inputs  and  eight  outputs.  The  devices  have  either  0, 4,  6,  or 
8  registered  outputs,  with  the  remaining  being  combinatorial. 

The  PAL  device  transfer  function  is  the  familiar  Boolean  sum  of 
products.  The  PAL  device  consists  of  a  programmable  AND 
array  driving  a  fixed  OR  array.  Product  terms  with  all  bits 
programmed  (disconnected)  assume  the  logical  high  state,  and 
product  terms  with  both  true  and  complement  of  any  signal 
connected  assume  the  logical  low  state. 

Variable  Input/Output  Pin  Ratio 

The  registered  devices  have  twelve  dedicated  input  lines,  and 
each  combinatorial  output  is  an  I/O  pin.  The  combinatorial  device 
has  fourteen  dedicated  input  lines,  and  only  six  of  the  eight  com- 
binatorial outputs  are  I/O  pins.  Buffers  for  device  inputs  have 
complementary  outputs  to  provide  user-programmable  input 
signal  polarity.  Unused  input  pins  should  be  tied  directly  to  VCC 
or  GND. 

Programmable  Three-State  Outputs 

Each  output  has  a  three-state  output  buffer  with  programmable 
three-state  control.  On  combinatorial  outputs,  a  product  term 
controls  the  buffer,  allowing  enable  and  disable  to  be  a  function 
of  any  combination  of  device  inputs  or  output  feedback.  The 
output  provides  a  bidirectional  I/O  pin  in  the  combinatorial 
configuration,  and  may  be  configured  as  a  dedicated  input  if  the 
buffer  is  always  disabled. 

Registers  with  Feedback 

Registered  outputs  are  provided  for  data  storage  and  synchron- 
ization. Registers  are  composed  of  D-type  flip-flops  which  are 
loaded  on  the  low-to-high  transition  of  the  clock  input. 

Polarity 

All  outputs  are  active  low. 


Performance 

Several  speed/power  versions  are  available. 


SUFFIX 

(ns) 

ice 

(mA) 

B 

15 

210 

B-2 

25 

105 

A 

25 

210 

A-2 

35 

105 

Z-35 

35 

0.1 

Z-45 

45 

0.1 

Preload  and  Power-Up  Reset 

The  B-2  and  CMOS  Series  offer  register  preload  for  device 
testability.  The  registers  can  be  preloaded  from  the  outputs  by 
using  super-voltages  (see  waveforms  at  end  of  section)  in  order 
to  simplify  functional  testing.  The  B-2  Series  also  offers  Power- 
Up  Reset,  whereby  the  registers  power  up  to  a  logic  LOW,  setting 
the  active-low  outputs  to  a  logic  HIGH. 

Packages 

The  commercial  PAL20R8  Series  is  available  in  the  plastic 
SKINNYDIP  (NS)  and  ceramic  SKINNYDIP  (JS)  packages. The 
PAL20R8B/A/A-2  Series  is  available  in  the  plastic  leaded  chip 
carrier  with  no-connects  on  4,  8,  11,  and  19  (NL),  while  the 
PAL20R8B-2/Z-35/Z-45  Series  is  available  in  the  plastic  leaded 
chip  carrier  with  no-connects  on  1,  8,  15,  and  22  (FN).  The 
PALC20R8Z-35/45  Series  is  also  available  in  the  ceramic  win- 
dowed SKINNYDIP  (QS)  package. 

Package  Drawings 

(refer  to  PAL  Device  Package  Outlines,  page  3-179) 

PAL20R8  Series 


DEVICE 

DEDICATED 
INPUTS 

OUTPUTS 

COMBINATORIAL 

REGISTERED 

PAL20L8 

12 

8  (6  I/O) 

0 

PAL20R8 

10 

0 

8 

PAL20R6 

10 

2  I/O 

6 

PAL20R4 

10 

4  I/O 

4 
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PAL20R8  Series 

20L8,  20R8,  20R6,  20R4 


DIP  Pinouts 

20L8A/A-2/B/B-2/Z-35/Z-45 
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PLCC  Pinouts  (NL) 
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PAL20R8  Series 

20L8,  20R8,  20R6,  20R4 


PLCC  Pinouts  (FN) 
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Ordering  Information  —  Newer  Products 

PALC20R8Z-35  C  QS  STD 


PROGRAMMABLE  - 
ARRAY  LOGIC 

TECHNOLOGY  


None  =  Bipolar 
C       =  CMOS 


ARRAY  INPUTS 

OUTPUT  TYPE  — 
R  -  Registered 
L  >  Active  Low 


NUMBER  OF  OUTPUTS- 


None  =  Standard 
Z      «  Zero  Standby 


PROCESSING 
STD  Standard 
XXXX  =  Other 

-PACKAGE 
NS  =  Plastic 

SKINNYDIP 
JS  =  Ceramic 

SKINNYDIP 
OS  =  Windowed 

SKINNYDIP 

(CMOS  Only) 
FN  =  Plastic  Leaded 

Chip  Carrier 
SG  =  Small-Outline 

Gull-wing 

-  OPERATING 
CONDITIONS 
C  =  Commercial 
I  =  Industrial 
(CMOS  Only) 


Ordering  Information  —  Older  Products 
PAL20R8B- 


PROGRAMMABLE 
ARRAY  LOGIC 


ARRAY  INPUTS 

OUTPUT  TYPE  

R  =  Registered 
L  =  Active  Low 
Combinatorial 

NUMBER  OF  OUTPUTS - 


2  C  NS  STD 

u 


A  =  High 
B  =  Very  High  Speed 


POWER  - 


None  =  Standard 
-2      =  Hall  P 


PROCESSING 
STD  =  Standard 
XXXX  -  Other 


-PACKAGE 

NS  =  Plastic  DIP 
JS  e  Ceramic  DIP 
NL  '  Plastic  Leaded 

Chip  Carrier 
FN  -  Plastic  Leaded 
Chip  Carrier 
(with  Center 
No-connects) 
(PAL20R8B-2 
Series  Only) 
SG  =  Small-Outline 
Gull-wing 

-  OPERATING 
CONDITIONS 
C  b.  Commercial 
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PAL20R8B  Series 

20L8B,  20R8B,  20R6B,  20R4B 


Absol 

Supply  vc 
Input  volt 

Storage  t 

Opera 

Lite  Maximum  Ratings 

Operating  Programming 

ItageVcc                                                                                      -0.5  V  to  7.0  V                     -0.5  V  to  12.0  V 

age                                                                                               -1.5Vto5.5V    -1.0Vto22.0V 

ting  Conditions 

SYMBO 

L 

PARAMETER 

COMMERCIAL1 
MIN    TYP  MAX 

UNIT 

vCc 

Supply  voltage 

4.75       5  5.25 

V 

'w 

Width  of  clock 

Low 

10  6 

ns 

High 

12  8 

'su 

Set  up  time  from  input  or  feedback  to  clock 

20R8B,  20R6B.  20R4B 

15  10 

ns 

«h 

Hold  time 

0  -10 

ns 

TA 

Operating  free-air  temperature 

0          25  75 

°c 

Electr 

Cal  Characteristics  Over  Operating  Conditions 

SYMBO 

PARAMETER 

TEST  CONDITIONS 

MIN   TYP  MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0.8 

V 

V|H2 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

VCC  =  MIN 

I]  =-18mA 

-0.8  -1.5 

V 

l|L3 

Low-level  input  current 

Vcc  =  MAX 

V,  =0.4V 

-0.02  -0.25 

mA 

'|H3 

High-level  input  current 

vcc =  MAX 

V|  =2.4V 

25 

mA 

l| 

Maximum  input  current 

Vcc  =  MAX 

V|  =5.5V 

100 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  =  24  mA 

0.3  0.5 

V 

VOH 

— 

High-level  output  voltage 

Vcc  =  MIN 

Iqh  =  _3-2  mA 

2.4  2.8 

V 

'OZL3 

Off-state  output  current 

VCC  =  MAX 

VQ  =  0.4  V 

-100 

MA 

'OZH3 

VQ  =  2.4  V 

100 

MA 

'OS4 

Output  short-circuit  current 

VCC=5V 

Vq  =  ov 

-30     -70  -130 

mA 

'cc 

Supply  current 

Vcc  =  MAX 

140  210 

mA 

Switching  Characteristics  Over  operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

<PD 

Input  or  feedback  to  output 

20L8B,  20R6B,  20R4B 

12 

15 

ns 

'CLK 

Clock  to  output  or  feedback  except  20L8B 

8  12 

ns 

lPZX 

Pin  13  to  output  enable  except  20L8B 

10 

15 

ns 

<PXZ 

Pin  13  to  output  disable  except  20L8B 

R-,  =  200  n 

8 

12 

ns 

tEA 

Input  to  output  enable 

20L8B.  20R6B.  20R4B 

R2  =  390  n 

12 

18 

ns 

>ER 

Input  to  output  disable 

20L8B,  20R6B,  20R4B 

12 

15 

ns 

fMAX 

Maximum  frequency 

External 

20R8B.  20R6B,  20R4B 

37 

40 

MHz 

No  feedback 

45 

50 

1.  The  PAL20R8B  Series  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise, 
values  without  suitable  equipment. 

3.  I/O  pin  leakage  is  the  worst  case  of  l||_  and  IrjZL      'lH  and  '0ZH>' 

4.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


Monolithic  Memories. 

Do  not  attempt  to  test  these 
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PAL20R8B-2  Series 

20L8B-2,  20R8B-2,  20R6B-2,  20R4B-2 


Absolute  Maximum  Ratings 


Supply  voltage  Vcc  ■  ■  ■ 

Input  voltage   

Off -state  output  voltage 
Storage  temperature  . . 


Operating  Programming 

-0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

-1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

  5.5  V    12.0  V 

  -65°Cto+150°C 


Operating  Conditions 


SYMBOL 

PARAMETER 

MIN 

COMMERCIAL1 
TYP 

MAX 

UNIT 

vcc 

Supply  voltage 

4.75 

5 

5.25 

V 

Width  of  clock 

Low 

15 

10 

ns 

High 

15 

10 

<su 

Setup  time  from  input 
or  feedback  to  clock 

20R8B-2,  20R6B-2,  20R4B-2 

25 

15 

ns 

th 

Hold  time 

0 

-10 

ns 

TA 

Operating  free-air  temperature 

0 

25 

75 

°C 

Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN    TYP  MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0.8 

V 

V|H2 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

VCC=  MIN                   l|     =  -18  mA 

-0.8  -1.5 

V 

IlL3 

Low-level  input  current 

VCC  =  MAX                  V|       0.4  V 

-0.02  -0.25 

mA 

l|H3 

High-level  input  current 

VCC  =  MAX                  V|  =2.4V 

25 

nA 

Maximum  input  current 

VCC  =  MAX                 V|    =  5.5  V 

100 

MA 

vol 

Low-level  output  voltage 

Vcc  =  MIN                   Iol  =  24  mA 

0.3  0.5 

V 

voh 

High-level  output  voltage 

Vcc  =  MIN                 Ioh  =  "3-2  mA 

2.4  3.4 

V 

lOZL3 

Off-state  output  current 

Vcc  =  MAX 

Vo  =0.4V 

-100 

ma 

lOZH3 

Vq  =  2.4  V 

100 

ma 

ios4 

Output  short-circuit  current 

VCC=5V                    V0  =0V 

-30      -70  -130 

mA 

ice 

Supply  current 

VCC  =  MAX 

80  105 

mA 

C|N 

Input  capacitance 

V|N  =  2.0Vatf=  1  MHz 

6 

pF 

COUT 

Output  capacitance 

VquT  =  2.0  V  at  f  =  1  MHz 

9 

PF 

Notes:  1  The  PAL20R8B-2  Series  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  Memories. 
2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise. 

Do  not  attempt  to  test  these  values  without  suitable  equipment. 
3-  I/O  pin  leakage  is  the  worst  case  of      and  Iqzl  'or  'lH  antJ  'OZH'- 

4.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

COMMERCIAL1 
MIN                TYP  MAX 

UNIT 

fPD 

Input  or  feedback  to  output 
20L8B-2,  20R6B-2,  20R4B-2 

R-,  =  200!! 
R2  =  390  n 

15  25 

ns 

<CLK 

Clock  to  output  or  feedback 

20R8B-2.  20R6B-2. 
20R4B-2 

10  15 

ns 

'PZX 

Pin  13  to  output  enable 

10  20 

ns 

ipxz 

Pin  13  to  output  disable 

11  20 

ns 

»EA 

Input  to  output  enable 

20L8B-2,  20R6B-2, 
20R4B-2 

10  25 

ns 

tER 

Input  to  output  disable 

13  25 

ns 

'max 

Maximum  frequency 
20R8B-2,  20R6B-2.  20R4B-2 

External 

25  30 

MHz 

Internal 

28.5  35 

No  feedback 

33.3  40 

5 
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PAL20R8A  Series 

20L8A, 20R8A,  20R6A,  20R4A 


Absolute  Maximum  Ratings 

Operating  Programming 

Supply  voltage  Vcc    -0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

Input  voltage    -1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

Off-state  output  voltage    5.5  V    12.0  V 

Storage  temperature    -65°  C  to +150°  C 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL 
MIN    TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75 

5 

5.25 

V 

•w 

Width  of  clock 

Low 

15 

7 

ns 

High 

15 

7 

'su 

Set  up  time  from  input  or  feedback  to  clock 

20R8A.  20R6A,  20R4A 

25 

15 

ns 

«h 

Hold  time 

0 

-10 

ns 

Operating  free-air  temperature 

0 

25 

75 

°C 

Electrical  Characteristics  over  operating  conditions 

SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

V|L1 

Low-level  input  voltage 

0.8 

V 

V|H1 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

Vcc  =  MIN 

I,  =-18mA 

-0.8 

-1.5 

V 

'IL2 

Low-level  input  current 

Vcc  =  MAX 

V,    =  0.4  V 

-0.02 

-0.25 

mA 

l|H2 

High-level  input  current 

Vcc =  MAX 

V|  =2.4V 

25 

mA 

!i 

Maximum  input  current 

Vcc  =  MAX 

V,    =  5.5  V 

100 

Ma 

vol 

Low-level  output  voltage 

VCc  =  MIN 

lOL  =  24  mA 

0.3 

0.5 

V 

v0h 

High-level  output  voltage 

Vcc  =  MIN 

Iqh  =  _3-2  mA 

2.4 

2.8 

V 

!0ZL2 

Off-state  output  current 

Vcc  =  MAX 

V0  =  0.4  V 

-100 

ma 

'OZH2 

VQ  =  2.4  V 

100 

Ma 

'OS3 

Output  short-circuit  current 

VCC  =  5  V 

VQ  =  0  V 

-30 

-90 

-130 

mA 

'cc 

Supply  current 

VCC  =  MAX 

160 

210 

mA 

1.  These  are  absolute  voltages  with  respectto  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  without  suitable  equipment. 

2.  I/O  pin  leakage  is  the  worst  case  of  l||_  and  loZL  (or  lm  and  Iozh)- 

3.  No  more  than  one  output  should  be  shorted  at  a  lime,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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PAL20R8A  Series 

20L8A, 20R8A, 20R6A, 20R4A 


Switching  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

'PD 

Input  or  feedback  to  output 

20L8A, 20R6A, 20R4A 

15 

25 

ns 

'CLK 

Clock  to  output  or  feedback 

10 

15 

ns 

<CF 

Clock  to  feedback 

8 

10 

ns 

lPZX 

Pin  13  to  output  enable  except  20L8A 

10 

20 

ns 

•pxz 

Pin  13  to  output  disable  except  20L8A 

R-,  =  200  (1 

11 

20 

ns 

«EA 

Input  to  output  enable 

20L8A,  20R6A,  20R4A 

R2  =  390  n 

10 

25 

ns 

<ER 

Input  to  output  disable 

20L8A,  20R6A,  20R4A 

13 

25 

ns 

External 

25 

40 

'max 

Maximum  frequency 

Internal 

20R8A, 20R6A, 20R4A 

28.5 

43 

MHz 

No  feedback 

33 

71 

PAL20R8A-2  Series 

20L8A-2,  20R8A-2,  20R6A-2,  20R4A-2 


Absolute  Maximum  Ratings 

Operating 

Supply  voltage  Vqc    -0.5  V  to  7.0  V   

Input  voltage    -1.5  V  to  5.5  V   

Oft-state  output  voltage   "   5.5  V   

Storage  temperature    -65°  C  to +150°  C 


Programming 

-0.5  V  to  12.0  V 
-1.0  V  to  22.0  V 
  12.0  V 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL1 
MIN    TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75 

5 

5.25 

V 

Width  of  clock 

Low 

25 

10 

ns 

High 

25 

10 

'su 

Set  up  time  from  input  or  feedback  to  clock 

20R8A-2.  20R6A-2.  20R4A-2 

35 

25 

ns 

th 

Hold  time 

0 

-15 

ns 

Operating  free-air  temperature 

0 

25 

75 

°C 

Electrical  Characteristics  over  operating  conditions 

SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN 

TYP 

MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0.8 

V 

V|H2 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

Vcc  =  MIN 

I,  =-18mA 

-0.8 

-1.5 

V 

l|L3 

Low-level  input  current 

VCC  =  MAX 

V|    =  0.4  V 

-0.02 

-0.25 

mA 

l|H3 

High-level  input  current 

VCC  =  MAX 

V,     =  2  4  V 

25 

mA 

l| 

Maximum  input  current 

VCC  =  MAX 

V|     =  5.5  V 

100 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  =  24  mA 

0.3 

0.5 

V 

V0H 

High-level  output  voltage 

Vcc  =  MIN 

Iqh  =  "3-2  mA 

2.4 

2.8 

V 

'OZL3 

Off-state  output  current 

VCC  =  MAX 

Vq  =0.4V 

-100 

MA 

'OZH3 

Vq  =  2.4  V 

100 

MA 

'os4 

Output  short-circuit  current 

VCC  =  5V 

Vq  =  0  V 

-30 

-70 

-130 

mA 

'cc 

Supply  current 

VCC  =  MAX 

80 

105 

mA 

1.  The  PAL20R8A-2  Series  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  Memories. 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  without  suitable  equipment. 

3.  I/O  pin  leakage  is  the  worst  case  of  !||_  and  Iqzl  f°r  'lH  and  'OZH) 

4.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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PAL20R8A-2  Series 

20L8A-2,  20R8A-2,  20R6A-2,  20R4A-2 


Switc 

hing  Characteristics  Over  Operating  Conditions 

SYMBC 

)L 

PARAMETER 

TEST 
CONDITIONS 

MIN    TYP  MAX 

UNIT 

'PD 

Input  or  feedback  to  output 

20L8A-2,  20R6A-2,  20R4A-2 

Commercial 
Rl  =  200!! 
R2  =  390!! 

25  35 

ns 

*CLK 

Clock  to  output  or  feedback  except  20L8A-2 

15  25 

ns 

lPZX 

Pin  13  to  output  enable  except  20L8A-2 

15  25 

ns 

fPXZ 

Pin  13  to  output  disable  except  20L8A-2 

15  25 

ns 

«EA 

Input  to  output  enable 

20L8A-2,  20R6A-2,  20R4A-2 

25  35 

ns 

<ER 

Input  to  output  disable 

20L8A-2,  20R6A-2,  20R4A-2 

25  35 

ns 

'max 

Maximum  frequency 

External 

20R8A-2.  20R6A-2,  20R4A-2 

16  25 

MHz 

No  feedback 

20  50 

s 


£1  MonoUtHioMMomorie*  D 


5-131 


PAL20R8  Series 

20L8,  20R8,  20R6,  20R4 


Switching  Waveforms 


INPUT  OR 
FEEDBACK 


COMBINATORIAL 
OUTPUT 


Combinatorial  Output 


REGISTERED 
OUTPUT 


'pxz — ■ 

(«  ) 

( 

VOH-0.5V 
tV0L  •  0.5  V 

— 'pzx 

Pin  13  to  Output  Disable/Enable 


REGISTERED 
OUTPUT 


CLOCK 


COMBINATORIAL 
OUTPUT 


INPUT  OR  \ 
FEEDBACK  / 

("  ) 

f 

— 'h— 

CLOCK   j 

— *CLK — 

Registered  Output 


F 


-tpo- 


Clock  to  Feedback  to  Combinatorial  Output  (See  Path  Below) 


)KEZZK 


COMBINATORIAL 
OUTPUT 


Input  to  Output  Disable/Enable 


-•wh- 


F~\-Jf 


-•wl- 
Clock  Width 


Key  to  Timing  Diagrams 


r~ 


REGISTER  — I 


Notes: 

1   VT=  1.5  V 

2.  Input  pulse  amplitude  0  V  1o  3.0  V 

3.  Input  rise  and  fall  times  2-5  ns  typical 


DON'T  CARE; 
CHANGE  PERMITTED 


NOT 

APPLICABLE 


MUST  BE  STEADY 


CHANGING; 
STATE  UNKNOWN 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


WILL  BE  STEADY 


Switching  Test  Load 

(refer  to  page  5-164) 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81) 

Register  Preload  Waveform 

(refer  to  page  5-164) 


Power-Up  Reset  Waveform 

(refer  to  page  5-164) 

Schematic  of  Inputs  and  Outputs 

(refer  to  page  5-164) 
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CMOS  PALC20R8Z-35/45  Series 


Absolute  Maximum  Ratings 

Supply  voltage  Vcc   -0.5  V  to  7.0  V 

DC  input  voltage,  V|    -0.5  V  to  VCC +0.5  V 

DC  output  voltage,  Vo    -0.5  V  to  V<x +0.5  V 

DC  output  source/sink  current  per  output  pin,  lo    -35  mA 

°C  VCC  or  ground  current,  ICC  or 'GND    ±100  m A 

Input  diode  current,  l|«: 

W|<0   -20  mA 

i/|>Vcc    +20  mA 

;  current,  Iok: 

  -20  mA 

*/0>VcC   +20  mA 

i  temperature   -65°  C  to  1 50°  C 

i  voltage   >2001  V 

)  current    >100  mA 


Output  d  ode  c 
V0<0 


Storage 

Static 

Latchup 


Operating  Conditions 


SYMBC 

L 

PARAMETER 

INDUSTRIAL1 

COMMERCIAL 

UNIT 

-50 

MIN  TYP  MAX 

-40 

MIN  TYP  MAX 

-45 

MIN  TYP  MAX 

-35 

MIN  TYP  MAX 

vcc 

Supply  voltage 

4.5       5  5.5 

4.5       5  5.5 

4.75      5  5.25 

4.75     5  5.25 

V 

tw 

Width  of  clock 

20R8 
20R6 
20R4 

15  10 

15  10 

15  10 

15  10 

ns 

tsu 

Setup  time  from  input 
or  feedback  to  clock 

45  30 

35  25 

40  30 

30  25 

ns 

th 

Hold  time 

0  -15 

0  -15 

0  -15 

0  -15 

ns 

TA 

Operating  free-air  temperature 

-40      25  85 

-40      25  85 

0         25  75 

0         25  75 

°c 

Electrical  Characteristics  over  operating  conditions 


SYMBOI 

PARAMETER 

TEST  CONDITIONS 

MIN    TYP  MAX 

UNIT 

VIL2 

Low-level  input  voltage 

0  0.8 

V 

V|H2 

High-level  input  voltage 

2  VCC 

V 

'IL 

Low-level  input  current 

Vcc  =  MAX                       v|     =  GND 

-1 

MA 

'IH 

High-level  input  current 

Vcc  =  MAX 

V|  =VCC 

1 

mA 

vol 

Low-level  output  voltage 

VCc  =  MIN 

Iql  =  8  mA 

0.25  0.45 

V 

VCC  =  5  V 

lOL  =  1  mA 

0.05 

Voh 

High-level  output  voltage 

VCC  =  MIN 

Iqh  =  "6  mA3 

3.76  4.1 

V 

VCC  =  5  V 

Iqh  =  ~1  mA 

4.95 

'OZL 

Off-state  output  current 

VCC  "  MAX 

V0  =  GND 

0  -10 

MA 

'OZH 

v0  =vcc 

0  10 

**A 

ice 

Standby  supply  current4 

lQ  =  0  mA,  V|  =  GND  or  VCc 

0  100 

Operating  supply  current5 

f  =  1  MHz        lQ  =  0  mA,  V|  =  GND  or  VCc 

7  10 

mA 

CIN 

Input  capacitances 

V!N  =  2.0  V  at  f  =  1  MHz 

6 

PF 

COLIT 

Output  capacitance^ 

VOUT  =  2.0  V  at  f  =  1  MHz 

9 

PF 

10318A 
JANUARY 
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CMOS  PALC20R8Z-35/45  Series 


Switching  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER7 

INDUSTRIAL 

COMMERCIAL 

UNIT 

-50 

MIN  TYP  MAX 

-40 

MIN  TYP  MAX 

^5 

MIN  TYP  MAX 

-35 

MIN  TYP  MAX 

'PD 

Input  or  feedback  to  output 
20L8,  20R6,  20R4 

45  50 

35  40 

40  45 

30  35 

ns 

Clock  to  output  or  feedback 

20R8 
20R6 
20R4 

20  25 

15  20 

20  25 

15  20 

ns 

*PZX 

Pin  13  (DIP)  to  output  enable 

20L8 

20  25 

15  20 

20  25 

15  20 

ns 

<PXZ 

Pin  13  (DIP)  to  output  disable 

20R6 
20R4 

<EA6 

Input  to  output  enable 

20R8 
20R6 
20R4 

45  50 

35  40 

40  45 

30  35 

ns 

'ER6 

Input  to  output  disable 

'max 

tonTy  Extemal  ,eedback  <1/tsu+kXK> 

14.2  20 

18.1  25 

15.3  20 

20  25 

MHz 

1.  The  PALC20R8Z  Series  is  designed  to  operate  over  the  full  military  operating  conditions  For  availability  and  specifications,  contact  Monolithic  Memories. 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  ail  overshoots  due  to  system  and/or  tester  noise. 
Do  not  attempt  to  test  these  values  without  suitable  equipment. 

3.  JEDEC  standard  no.  7  for  high-speed  CMOS  devices.  6.  Equivalent  function  to  tpzx^PXZ  but  usin9  product  term  control. 

4.  Disabled  output  pins  =  Vcc  or  GND.  7.  Test  conditions  (see  Test  Load)  Rf  =  440 II.  R2  =  190  Q. 

5.  Frequency  of  any  input  or  clock  See  graph  page  5.  8.  Sampled  but  not  100%  tested. 
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-PALC20R8Z  Series 

vcc 


} 


-®  TEST  POINT 


SPECIFICATION 

SWITCH  S1 

cL 

MPAQI  IRpn 
MCAOUnCU 

OUTPUT  VALUE 

'PD-  *CLK 

Closed 

50  pF 

1.5  V 

tp^X'  *EA 

Z->H:  closed 
Z->L:  closed 

50  pF 

2.0  V 
0.8  V 

'PXZ'  <ER 

H->Z:  closed 
L->Z:  closed 

5pF 

H->Z:  VOH-0.5  V 
L->Z:  VOL+0.5V 

■ccvs- 


Frequency-PALC20R8Z  Series 

Typical:  Vcc  =  5  V,  TA  =  25°C 


I      20  - 


5  10  15 

INPUT  FREQUENCY  -  MHz 
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CMOS  PALC20R8Z-35/45  Series 


Output  Register  PRELOAD 
-PALC20R8Z  Series 

The  PRELOAD  function  allows  the  register  to  be  loaded  from 
data  placed  on  the  output  pins.  This  feature  aids  functional 
testing  of  state  sequencer  designs  by  allowing  direct  setting  of 
output  states  for  improved  test  coverage.  The  PRELOAD 
procedure  (using  DIP  pin  numbers)  is  as  follows: 

1.  Raise  Vcc  t°  5  V. 

2.  Disable  output  registers  by  setting  pin  13  to  Vm- 
Set  pin  1  to  0  V. 

3.  Apply  V|l/V|h  (as  desired)  to  all  registered  outputs. 

4.  Pulse  pin  6  to  Vp  (12  V),  then  back  to  0  V. 

5.  Remove  V|i_/V|H  from  all  registered  outputs. 

6.  Lower  pin  13  to  V||_  to  enable  the  registered  outputs. 

7.  Verify  for  Vol/Vqh  at  al1  registered  outputs. 


V|H, 


Vil- 


REGISTERED 
OUTPUTS 


Vil 


VlL- 


Key  to  Timing  Diagrams 


mm 


DON'T  CARE; 
CHANGE  PERMITTED 


CHANGING; 
STATE  UNKNOWN 


NOT 

APPLICABLE 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


MUST  BE  STEADY 


WILL  BE  STEADY 


Programming  and  Erasing 
-PALC20R8Z  Series 

The  PALC20R8Z  Series  can  be  programmed  on  standard  logic 
programmers.  The  PALC20R8Z  Series  may  be  erased  by  ultra- 
violet light  when  contained  in  the  windowed  package. 

For  erasure,  the  recommended  ultraviolet  light  wavelength  is 
2537  Angstroms.  The  minimum  dose  required  is  72,000  mW- 
sec/cm2  (UV  intensity  x  exposure  time).  For  an  ultraviolet  lamp 
with  a  20  mW/cm2  power  rating,  the  minimum  exposure  time 
would  be  72,000/20  seconds  =  60  minutes.  The  device  needs  to 
be  within  one  inch  of  the  lamp  during  erasure. 

Permanent  damage  may  result  if  the  device  is  exposed  to  high- 
intensity  UV  light  for  an  extended  period  of  time.  The  recom- 
mended maximum  dosage  is  7258  W-sec/cm2 

Wfevelengths  of  light  less  than  4000  Angstroms  can  partially 
erase  the  device  in  the  windowed  package.  For  this  reason,  an 
opaque  label  should  be  placed  over  the  window,  especially  if  the 
device  will  be  exposed  to  sunlight  or  fluorescent  lighting  for 
extended  periods  of  time. 


5-136 


£1  MonontMoM Memories  £1 


PAL20R8  Series 

20L8,  20R8,  20R6,  20R4 


Logic  Diagram 

DIP  (FN,  NL)  Pinouts 


'-  ]'  OIIJ        4    $    I    1        t   1  10  II       II  I]  14  IS       IB  I?  II  19       ft  71  11  Ti       74  15  »  V       It  7S  30  Ji       3?  33  34  15      38  37  31  31 


0    113       '    5    S    I       ■  ■  10  II      II  T]  14  IS       II  17  If  IB       10  It  77  13      14  15  »  V      »  79  X  31      K  33  34  35     30  31  30  » 
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PAL20R8  Series 

20L8,  20R8,  20R6,  20R4 


Logic  Diagram  DIP  (FN,  NL)  Pinouts  20R8 
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PAL20R8  Series 

20L8,  20R8,  20R6,  20R4 


PAL20R8  Series 

20L8,  20R8,  20R6,  20R4 


Logic  Diagram  DIP  (FN,  NL)  Pinouts  20R4 
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Decoder  Series 


6L16A 
8L14A 


Features/  Benefits 

•  14  to  16  outputs 

•  Efficient  implementation  of 

•  Security  fuse 


PAL6L16A,  8L14A 


Ordering  Information 

PAL6L16A  C  NS  STD 


PROGRAMMABLE  - 
ARRAY  LOGIC 


ARRAY  INPUTS 


OUTPUT  TYPE  

L  =  Combinatorial  Active  Low 


NUMBER  OF  OUTPUTS  - 
HIGHSPEED  


OPERATING  CONDITIONS- 
C  =  Commercial 


PROCESSING 
STD  =  Standard 
XXXX  =  Other 

-PACKAGE 
NS  =  Plastic 

SKINNYDIP 
JS  =  Ceramic 

SKINNYDIP 
NL  =  Plastic  Leaded 

Chip  Carrier 
SG  =  Small-Outline 

Gull-wing 


DEVICE 

INPUTS 

OUTPUTS 

tpD 

(ns) 

ice 

(mA) 

PAL6L16A 

6 

16 

25 

90 

PAL8L14A 

8 

14 

25 

90 

Description 

The  Decoder  Series  provides  a  wide  number  of  outputs, 
especially  useful  in  decoding  applications.  These  two  parts 
implement  Simple  combinatorial  logic. 

Performance 

These  devices  offer  25-ns  speed  at  only  90  mA  supply  current. 


Packages 

The  commercial  PAL12L10  Series  is  available  in  the  plastic 
SKINNYDIP  (NS),  ceramic  SKINNYDIP  (JS),  plastic  leaded  chip 
carrier  (NL),  and  small  outline  (SG)  packages. 

Package  Drawings 

(refer  to  PAL  Device  Package  Outlines,  page  3-1 79) 
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Decoder  Series 

6L16A,  8L14A 

DIP/SO  Pinouts 


6L16A  8L14A 


E 

E 

E 

 v-»  

B 

E 

E 

E 

H 

-o- 

nj 

E 

E 

E 

ID 

E 

E 

E 

i 

E 

E 

E 

AND 
LOGIC 
ARRAY 

a 

E 

ANO 

LOGIC 

E 

E 

i 

E 

ARRAY 

E 

E 

33 

E 

E 

E 

1 

E 

E 

E 

ID 

E 

E 

E 

13 

E 

E 

E 

m 

E 

E 

PLCC  Pinouts 


6L16A 


8L14A 


E 
E 
E 
E 
E 

E 

E 


vcc 

INPUT 
AND 
LOGIC 
ARRAY 


OUTPUT 
CELLS 


|l^|l4j|l5l|l6j|lV][l8] 


EI 


E 


E 

E- 

E 

E 

E 

E 


vcc 

INPUT 
AND 
LOGIC 
ARRAY 


OUTPUT 
CELLS 


-El 


-20] 
1 


|r^|l3j|14jl15j|16|l17Jl18j 
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Decoder  Series 

6L16A,  8L14A 


Absolute  Maximum  Ratings 


Supply  voltage  Vcc 
Input  voltage 


Off-state  output  voltage 
Storage  temperature  . . 


Operating  Programming 

-0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

-1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

  5.5  V    12.0  V 

  -65°Cto+150°C 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL^ 
MIN   TYP  MAX 

UNIT 

vCc 

Supply  voltage 

4.75      5  5.25 

V 

Operating  free-air  temperature 

0         25  75 

"C 

Electri 

Cal  Characteristics  Over  Operating  Conditions 

SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN    TYP  MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0.8 

V 

V|H2 

High-level  Input  voltage 

2 

V  | 

VIC 

Input  clamp  voltage 

VCC  =  MIN 

I,  =-18mA 

-0.8  -1.5 

V 

Low-level  input  current 

Vcc  =  MAX 

V,     =  0.4  V 

-0.02  -0.25 

mA 

>IH 

High-level  input  current 

VCc  f  MAX 

V,     =  2.4  V 

25 

UA 

'l 

Maximum  input  current 

VCc  =  MAX 

V|     =  5.5  V 

100 

vol 

Low-level  output  voltage 

VCc  =  MIN 

Iql  =  8  mA 

0.3  0.5 

V 

V0H 

High-level  output  voltage 

VCc  =  MIN 

Iqh  =  "3  2  mA 

2.4  2.8 

V 

ios3 

Output  short-circuit  current 

VCC  =  5  V 

VD  =0V 

-30     -70  -130 

mA 

ice 

Supply  current 

VCc  =  MAX 

60  90 

mA 

Switch 

ing  Characteristics  Over  Operating  Conditions 

SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN    TYP  MAX 

UNIT 

'PD 

Input  to  output  propagation  delay 

R1  =56011.  R2=1.1  KJ1 

15  25 

ns 

1    The  Deca 
2.  These  are 
values  wi 
3    No  more 

der  Series  is  designed  to  operate  over  the  full  military  operating  conditions.  For  availability  and  specifications,  contact  Monolithic  Memories, 
absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise  Do  not  attempt  to  test  these 
hout  suitable  equipment 

han  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second 
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Decoder  Series 

6L16A,  8L14A 


Switching  Waveforms 


Key  to  Timing  Diagrams 


WAVEFORM 


INPUTS 


OUTPUTS 


INPUT  OR 
FEEDBACK 


DON'T  CARE: 
CHANGE  PERMITTED 


CHANGING: 
STATE  UNKNOWN 


 <PD  ► 


COMBINATORIAL 
OUTPUT 


NOT 

APPLICABLE 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


Combinatorial  Output 


MUST  BE  STEADY 


WILL  BE  STEADY 


Notes: 

1.  VNlBV. 

2.  Input  pulse  amplitude  0  V  to  3.0  V. 

3.  Input  rise  and  fall  times  2-5  ns  typical. 


Switching  Test  Load 

(refer  to  page  5-164) 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81 ) 

Schematic  of  Inputs  and  Outputs 

(refer  to  page  5-1 64) 
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Decoder  Series 

6L16A,  8L14A 


Logic  Diagram 
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&  Mono^M  Meanest* 


Combinatorial  1 2L1 0, 1 4L8, 1 6L6 

PAL1 2L1 0  Series     1 8L4,  20L2,  20C1 


Features/  Benefits 

•  Combinatorial  architecture 

•  Security  fuse 


Ordering  Information 

10  C  NS  STD 


PROGRAMMABLE 
ARRAY  LOGIC 


PAL12L1 

1 


ARRAY  INPUTS 


OUTPUT  TYPE  

L  -  Active  Low 
Combinatorial 


Combinatorial 
NUMBER  OF  OUTPUTS- 


PAL12L10  Series 


OPERATING  CONDITIONS- 
C  =  Commercial 


-  PROCESSING 

STD  =  Standard 
XXXX  =  Other 

-  PACKAGE 

NS  =  Plastic 

SKINNYDIP 
JS  =  Ceramic 

SKINNYDIP 
NL  =  Plastic  Leaded 

Chip  Carrier 
SG  =  Small-Outline 

Gull-wing 


DE 

VICE 

INPUTS 

OUTPUTS 

POLARITY 

>PD 

(ns) 

ice 

(mA) 

PAl 

12L10 

12 

10 

LOW 

40 

100 

PAL 

14L8 

14 

8 

LOW 

40 

100 

PAl 

f16L6 

16 

6 

LOW 

40 

100 

PAl 

.18L4 

18 

4 

LOW 

40 

100 

PAl 

.20L2 

20 

2 

LOW 

40 

100 

PAl 

20C1 

20 

2 

BOTH 

40 

100 

Descr  ption 

ThePAL12L10 
devices.  " 
feedback 


Series  is  made  up  of  six  combinatorial  24-pin  PAL 
hey  implement  simple  combinatorial  logic,  with  no 


Performance 

•  The  standard  series  has  a  propagation  delay  (tPD)  of  40 
nanoseconds  (ns).  Standard  supply  current  is  100  milliamps 
(mA). 


Packages 

The  commercial  PAL12L10  Series  is  available  in  the  plastic 
SKINNYDIP  (NS),  ceramic  SKINNYDIP  (JS),  plastic  leaded  chip 
carrier  (NL).  and  small  outline  (SG)  packages. 


Package  Drawings 

(refer  to  PAL  Device  Package  Outlines,  page  3-179) 


Combinatorial  PAL1 2L1 0  Series 

12L10,  14L8,  16L6,  18L4,  20L2,  20C1 


DIP/SO  Pinouts 


12L10 


14L8 


16L6 


18L4 


20L2 


20C1 
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Combinatorial  PAL1 2L1 0  Series 

12L10,  14L8,  16L6,  18L4,  20L2,  20C1 


PLCC  Pinouts 
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Combinatorial  PAL1 2L1 0  Series 

12L10,  14L8,  16L6,  18L4,  20L2,  20C1 


Absolute  Maximum  Ratings 


Supply  voltage  Vcc  •  •  ■ 

Input  voltage   

Off-state  output  voltage 
Storage  temperature  . . 


Operating  Programming 

-0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

-1.5  V  to  5.5  V    -1.0  V  to  22.0  V 

  5.5  V    12.0  V 

  -65°Cto+150°C 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL 
MIN   TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75      5  5.25 

V 

tA 

Operating  free-air  temperature 

0         25  75 

°c 

Electrical  Characteristics  over  operating  conditions 


sv 

MBOL 

PARAMETER 

TEST  CONDITIONS 

MIN    TYP  MAX 

UNIT 

V|L1 

Low-level  input  voltage 

0.8 

V 

\ 

'IH1 

High-level  input  voltage 

2 

V 

V|C 

Input  clamp  voltage 

Vqq  =  MIN 

I,     =  -18mA 

-0.8  -1.5 

V 

IL 

Low-level  input  current 

VCC  =  MAX 

V,    =  0.4  V 

-0.02  -0.25 

mA 

Ih 

High-level  input  current 

Vcc  =  MAX 

V|    =  2.4  V 

25 

i 

Maximum  input  current 

Vcc  =  MAX 

V|    =  5.5  V 

100 

mA 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  -  8  mA 

0.3  0.5 

V 

Voh 

High-level  output  voltage 

Vcc  =  MIN 

Iqh  =  -3-2  mA 

2.4  2.8 

V 

bs2 

Output  short-circuit  current 

VCC  =  5  V 

Vq  =  0  V 

-30     -70  -130 

mA 

'cc 

Supply  current 

Vcc  =  MAX 

60  100 

mA 

Switching  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN    TYP  MAX 

UNIT 

lPD 

Input  or  feedback  to  output 

R1  =  560  H,  R2=  1.1  Kfl 

25  40 

ns 

1 .  These  are  absolute  values  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test  these 
values  without  suitable  equipment. 

2.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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Combinatorial  PAL1 2L1 0  Series 

12L10,  14L8,  16L6,  18L4,  20L2,  20C1 


Switching  Waveforms 


Key  to  Timing  Diagrams 


INPUT  OR 
FEEDBACK 


3K! 


-<PD- 


COMBINATORIAL 
OUTPUT 


Combinatorial  Output 


DONT  CARE: 
CHANGE  PERMITTED 


NOT 

APPLICABLE 


CHANGING; 
STATE  UNKNOWN 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


MUST  BE  STEADY 


WILL  BE  STEADY 


Notes: 

1.  VT.1.5V. 

2.  Input  pulse  amplitude  0  V  to  3.0  V. 

3.  Input  rise  and  tall  times  2-5  ns  typical. 


Switching  Test  Load 

(refer  to  page  5-164) 

Programmers/Development  Systems 


(refer  to 


Programmer  Reference  Guide,  page  3-81 ) 


Schematic  of  Inputs  and  Outputs 


(refer  to 


page  5-1 64) 
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Combinatorial  PAL1 2L1 0  Series 

12L10,  14L8,  16L6,  18L4,  20L2,  20C1 


Logic  Diagram  DIP  (PLCC)  Pinouts  12L10 
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Combinatorial  PAL1 2L10  Series 

12L10, 14L8,  16L6,  18L4,  20L2,  20C1 


Logic  Diagram  DIP  (PLCC)  Pinouts  14L8 
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Combinatorial  PAL1 2L1 0  Series 

12L10,  14L8,  16L6,  18L4,  20L2,  20C1 


Logic  Diagram  DIP  (PLCC)  Pinouts  16L6 
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Combinatorial  PAL1 2L1 0  Series 

12L10,  14L8,  16L6,  18L4,  20L2,  20C1 


Logic  Diagram  DIP  (PLCC)  Pinouts  18L4 
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12L10,  14L8,  16L6,  18L4,  20L2,  20C1 
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Combinatorial  PAL1 2L1 0  Series 

12L10,  14L8,  16L6,  18L4,  20L2,  20C1 


Logic  Diagram  DIP  (PLCC)  Pinouts  20C1 
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MegaPAL  Device 
PAL32R16 


Features/ Benefits  Ordering  Information 

•  High-density  40-pin  architecture 

•  Product  term  steering  allows  up  to  16  product  terms 
per  output 

•  Programmable  polarity 

•  Register  bypass  in  banks  of  8 

•  TTL  level  register  preload 

•  Power-up  reset 

•  Security  fuse  operating  conditions  1 

C  =  Commercial 


MegaPAL  Device 


ARRAY  INPUTS 

REGISTERED  INPUTS 

tpo 

(ns) 

ice 
(mA) 

PAL32R16 

32 

16 

40 

280 

PROGRAMMABLE 
ARRAY  LOGIC 


PAL32R16  C  N  STD 

ZT" 


NUMBER  OF  

ARRAY  INPUTS 

REGISTERED  OUTPUT - 


NUMBER  OF  OUTPUTS  - 


PROCESSING 
STD 
XXXX  =  Other 

- PACKAGE 

N   =  Plastic  DIP 
J    =  Ceramic  DIP 
NL  =  Plastic  Leaded 
Chip  Carrier 


Description 

The  MegaPAL  Device  offers  very  high  density  programmable 
logic. 

The  PAL  device  transfer  function  is  the  familiar  Boolean  sum  of 
products.  The  PAL  device  consists  of  a  programmable  AND 
array  driving  a  fixed  OR  array.  Product  terms  with  all  bits 
programmed  (disconnected)  assume  the  logical  high  state,  and 
product  terms  with  both  true  and  complement  of  any  signal 
connected  assume  the  logical  low  state. 

Variable  Input/Output  Pin  Ratio 

Each  combinatorial  output  is  an  I/O  pin.  Buffers  for  device 
inputs  have  complementary  outputs  to  provide  user-program- 
mable input  signal  polarity.  Unused  input  pins  should  be  tied 
directly  to  VCC  or  GND. 

Programmable  Three-State  Outputs 

Each  output  has  a  three-state  output  buffer  with  programmable 
three-state  control.  The  output  provides  a  bidirectional  I/O  pin  in 
the  combinatorial  configuration,  and  may  be  configured  as  a 
dedicated  input  if  the  buffer  is  always  disabled. 

Registers  with  Feedback 

Registered  outputs  are  provided  for  data  storage  and  synchron- 
ization. Registers  are  composed  of  D-type  flip-flops  which  are 
loaded  on  the  low-to-high  transition  of  the  clock  input. 

Package  Drawings 

(refer  to  PAL  Device  Package  Outlines,  page  3-179) 


Programmable  Polarity 

Each  flip-flop  has  individually  programmable  polarity.  The 
unprogrammed  state  is  active  low. 

Product  Term  Steering 

Product  term  steering  allows  each  pair  of  outputs  to  share  its 
product  terms  with  one  output  or  the  other  (not  both).  Each  pair 
has  a  total  of  sixteen  product  terms;  thus,  one  output  can  use 
zero  to  sixteen  terms  while  the  other  has  sixteen  to  zero.  Product 
terms  can  only  be  shared  mutually  exclusively.  If  both  output 
need  the  same  term,  it  must  be  created  twice,  once  for  each 
output. 

Register  Bypass 

Registers  can  be  bypassed  in  banks  of  eight,  creating  a  set  of 
combinatorial  outputs. 

Preload  and  Power-Up  Reset 

The  device  also  offers  register  preload  for  device  testability.  The 
registers  can  be  preloaded  from  the  outputs  by  using  TTL  level 
signals  in  order  to  simplify  functional  testing.  This  series  also 
offers  Power-Up  Reset,  whereby  the  registers  power  up  to  a 
logic  LOW,  setting  the  active-low  outputs  to  a  logic  HIGH. 

Packages 

The  commerical  PAL32R1 6  is  available  in  the  plastic  and  ceramic 
DIP  (N,J)  and  44-pin  plastic  leaded  chip  carrier  (NL)  packages. 
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MegaPAL  Device  PAL32R1 6 
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MegaPAL  Device  PAL32R16 


Absolute  Maximum  Ratings 

Supply  voltage  Vcc   

Input  voltage   

Off-state  output  voltage   

Storage  temperature   


Operating  Programming 

-0.5  V  to  7.0  V    -0.5  V  to  12.0  V 

-1.5Vto5.5V    -1.0Vto22.0V 

  5.5  V    12.0  V 

  -65°Cto+150°C 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL 
MIN   TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.75       5  5.25 

V 

'w 

Width  of  clock 

Low 

20 

ns 

High 

20 

'wp 

Preload  pulse  width 

35 

ns 

<iu 

Set  up  time  for  input  to  clock 

Polarity  fuse  intact 

40 

ns 

Polarity  fuse  programmed 

40 

'sup 

Preload  set  up  time 

25 

ns 

«h 

Hold  time 

0  -10 

ns 

'hp 

Preload  hold  time 

5 

ns 

Operating  free-air  temperature 

0           25  75 

•c 

Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN    TYP  MAX 

UNIT 

V|L1 

Low-level  input  voltage 

0.8 

V 

V|H1 

High-level  input  voltage 

2 

V 

Vic 

Input  clamp  voltage 

Vcc  =  MIN 

I,  =-18mA 

-0.8  -1.5 

V 

>IL2 

Low-level  input  current 

VCC  =  MAX 

V,    =  0.4  V 

-0.02  -0.25 

mA 

'IH2 

High-level  input  current 

Vcc  =  MAX 

V|    =  2.4  V 

25 

'l 

Maximum  input  current 

VCC  =  MAX 

V,     =  5.5  V 

100 

mA 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  =  8  mA 

0.3  0.5 

V 

V0H 

High-level  output  voltage 

VCC  =  MIN 

Iqh  =  3.2  mA 

2.4  2.8 

V 

'OZL2 

Off-state  output  current 

VCC  =  MAX 

VQ  =0.4V 

-100 

ma 

'OZH2 

V0  =  2.4  V 

100 

mA 

'OS3 

Output  short-circuit  current 

VCC  =  MAX 

VQ  =0V 

-30     -70  -130 

mA 

'cc 

Supply  current 

VCC  =  MAX 

200  280 

mA 

1.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise. 
Do  not  attempt  to  test  these  values  without  suitable  equipment. 

2.  I/O  pin  leakage  is  the  worst  case  of  l]L  and  Iqzl  (or  'lH  and  'OZH))' 

3.  No  more  than  one  output  should  be  shorted  at  a  time,  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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MegaPAL  Device  PAL32R1 6 


Switching  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN    TYP  MAX 

UNIT 

lPD 

Input  to 
output 

Polarity  fuse  intact 

Rl  =  560  n 

r2  =  1.1  Kn 

40 

ns 

Polarity  fuse  programmed 

45 

lCLK 

Clock  to  output  or  feedback 

25 

ns 

'PZX 

Output  enable 

20 

ns 

*PXZ 

Output  disable 

20 

ns 

Maximum  frequency 

External 

16 

MHz 

MAX 

No  feedback 

25 
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MegaPAL  Device  PAL32R1 6 


s 


witching  Waveforms 


INPUT  OR 
FEEDBACK 


COMBINATORIAL 
OUTPUT 


3K! 


m 


Pin  to  Output  Disable/Enable 


INPUT  OR 
FEEDBACK 


REGISTERED 
OUTPUT 


-<h  — 


Vt 

—  *CLK  - 


Registered  Output 


-U- 


-'wl- 

Clock  Width 


Notes: 

1.  VT-1SV. 

2.  Input  pulse  amplitude  0  V  to  3.0  V. 

3.  Input  rise  and  tall  times  2-5  ns  typical. 


Register  Preload 

Register  preload  allows  any  arbitrary  state  to  be  loaded  into  the 
PAL  device  output  registers.  This  allows  complete  logic  verifi- 
cation, including  states  that  are  impossible  or  impractical  to 
reach.  To  use  the  preload  feature,  first  disable  the  outputs  by 
bringing  OE  high,  and  present  the  data  at  the  output  pins.  A  low 
level  on  the  preload  pin  (PL)  will  then  load  the  data  into  the 
registers. 


> 


twp 
-*sup 


-»hp- 


Key  to  Timing  Diagrams 


DONT  CARE; 
CHANGE  PERMITTED 


NOT 

APPLICABLE 


MUST  BE  STEADY 


CHANGING: 
STATE  UNKNOWN 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


WILL  BE  STEADY 


Switching  Test  Load 

(refer  to  page  5-164) 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81) 

Power-Up  Reset  Waveform 

(refer  to  page  5-164) 

Schematic  of  Inputs  and  Outputs 

(refer  to  page  5-164) 
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MegaPAL  Device  PAL32R16 


Logic  Diagram 


32R16 


DIP(PLCC)  Pinouts 
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TTL/CMOS  PAL  Devices 


Switching  Test  Load 


vcc 

L 


-®  TEST  POINT 


Schematic  of  Inputs  and  Outputs  (TTL) 

EQUIVALENT  INPUT  TYPICAL  OUTPUT 


INPUT  °- 


 oVCC 

40  II  NOM 


X 


SPECIFICATION 

SWITCH  S1 

cL 

MEASURED 
OUTPUT  VALUE 

lPD-  'CLK'  'CF 

Closed 

50  pF 

1.5  V 

•pzx.  'ea 

Z->H:open 
Z->L:  closed 

50  pF 

1.5  V 

'PXZ.  lER 

H->Z:  open 
L->Z:  closed 

5pF 

H->Z:  VOH-0.5  V 
L->Z:  Vql  +0-5  v 

Key  to  Timing  Diagrams 


DON  T  CARE; 
CHANGE  PERMITTED 


CHANGING: 
STATE  UNKNOWN 


NOT 

APPLICABLE 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


MUST  BE  STEADY 


WILL  BE  STEADY 
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General  Information  for  TTL/CMOS  PAL  Devices 


Output  Register  PRELOAD 
(16RP8A  Series) 

The  PRELOAD  function  allows  the  register  to  be  loaded  from 
the  output  pins.  This  feature  aids  functional  testing  of  sequential 
designs  by  allowing  direct  setting  of  output  states.  The  pro- 
cedure is  as  follows: 

1.  Raise  Vcc  to  4 .5  V. 

2.  Disable  output  registers  by  setting  pin  1 1  to  Vih. 

3.  Apply  the  desired  value  (V||_/V|H)  to  all  registered  output 
pins.  Leave  combinatorial  outputs  floating. 

4.  Pulse  pin  8  to  Vp  (20  V),  then  back  to  0  V 

5.  Remove  V||_/V|H  from  all  registered  output  pins. 

6.  Lower  pin  1 1  to  V|[_  to  enable  the  output  registers. 

7.  Verify  for  VoL/VOH  at  a11  registered  output  pins.  Note  that 
because  of  the  output  inverter,  a  preloaded  HIGH  will  set  the 
register  HIGH,  providing  a  LOW  at  the  output. 

Output  Register  PRELOAD 
(20R8B-2  Series,  20X1  OA  Series, 
20RS 10  Series) 

The  PRELOAD  function  allows  the  register  to  be  loaded  from 
the  output  pins.  This  feature  aids  functional  testing  of  sequential 
designs  by  allowing  direct  setting  of  output  states.  The  pro- 
cedure is  as  follows: 

1.  Raise  Vcc  to  4.5  V. 

2.  Disable  output  registers  by  setting  pin  13  to  V|H- 

3.  Apply  the  desired  value  (V||_/V|h)  to  all  registered  output 
pins.  Leave  combinatorial  outputs  floating. 

4.  Pulse  pin  10  to  Vp  (20  V),  then  back  to  0  V. 

5.  Remove  V||_/V|h  ,r°m  a11  registered  output  pins. 

6.  Lower  pin  13  to  V||_  to  enable  the  output  registers. 

7.  Verify  for  Vol/Voh  at  all  registered  output  pins.  Note  that 
because  of  the  output  inverter,  a  preloaded  HIGH  will  set  the 
register  HIGH,  providing  a  LOW  at  the  output. 

Power- Up  Reset 

The  power-up  reset  function  forces  the  register  to  the  logic  LOW 
state  on  the  application  of  voltage  to  the  VCC  pin.  Active-LOW 
outputs  will  be  HIGH  because  of  the  output  inverter.  This  feature 
allows  the  device  to  always  power-up  to  a  known  state,  for 
predictable  system  initialization.  The  power-up  reset  time,  tR,  is 
1  MS  maximum.  Following  reset,  minimum  setup  times  and  clock 
widths  must  be  met. 


V|H/  

11  / 
Vll.— / 


REGISTERED 
OUTPUTS 


VlL- 
VIH- 
VlL- 


~V_ 


PIN  8 
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V|H/- 
13  / 
Vll  —I 
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,H — s  r 

V,L — t  v 


VlL- 


REGISTERED 
OUTPUTS 


CLK 


--■wl  — 
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General  Information  for  TTL/CMOS  PAL  Devices 


*MAX  Parameters 

The  parameter  fMAX  is  the  maximum  clock  rate  at  which  the 
device  is  guaranteed  to  operate.  Because  flexibility  inherent  in 
programmable  logic  devices  offers  a  choice  of  clocked  flip-flop 
designs,  fMAX  is  specified  for  three  types  of  synchronous 
designs. 

The  first  type  of  design  is  a  state  machine  with  feedback 
signals  sent  off-chip.  This  external  feedback  could  go  back  to 
the  device  inputs,  or  to  a  second  device  in  a  multi-chip  state 
machine.  The  slowest  path  defining  the  period  is  the  sum  of  the 
clock-to-output  time  and  the  input  setup  time  for  the  external 
signals  (tsu  +  tCLK).  The  reciprocal,  fMAX,  is  the  maximum 
frequency  with  external  feedback  or  in  conjunction  with  an 
equivalent  speed  device.  This  fMAX  is  designated  "fMAX 
external." 


The  second  type  of  design  is  a  single-chip  state  machine  with 
internal  feedback  only.  In  this  case,  flip-flop  inputs  are  defined 
by  the  device  inputs  and  flip-flop  outputs.  Under  these 
conditions,  the  period  is  limited  by  the  internal  delay  from  the 
flip-flop  outputs  through  the  internal  feedback  and  logic  to  the 
flip-flop  inputs  (tsu  +  tCF).  This  fMAX  is  designated  "fMAX 
internal." 

The  third  type  of  design  is  a  simple  data  path  application.  In 
this  case,  input  data  is  presented  to  the  flip-flop  and  clocked 
through;  no  feedback  is  employed.  Under  these  conditions,  the 
period  is  limited  by  the  sum  of  the  data  setup  time  and  the  data 
hold  time  (tsu  +  th).  However,  a  lower  limit  for  the  period  of  each 
fMAX  type  is  the  minimum  clock  period  (twh  +  twl).  Usually,  this 
minimum  clock  period  determines  the  period  for  the  third  fMAX, 
designated  "fMAX  no  feedback." 
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AmPAL23S8 

20-Pin  IMOX™  PAL  Device-Based  Sequencer 


Distinctive  Characteristics 

•  14  Registers 

-  4  Output  Logic  Macrocells  (OLMs) 

-  I  Output  Registers 

-  'S  Buried  State  Registers  (BSRs) 

•  23  possible  array  inputs  and  8  outputs  in  a  20-pin 
package 

•  33-MHz  external/40-MHz  internal  cycle  time 

•  Variable  product  term  (PT)  distribution  for  increased 
design  flexibility 

•  Asynchronous  and  synchronous  outputs  supported  for 
both  Mealy-  and  Moore-type  state-machine  implementa- 
tions 


•  Individually  user-programmable  Output  Enable  (OE)  PTs 
with  polarity  control 

•  PTs  for  observing  the  BSRs  on  6  of  the  output  pins 

•  Separate  PTs  for  common  Synchronous  PRESET  and 
common  Asynchronous  RESET  of  all  registers 

•  PRELOAD  available  on  all  registers  for  added  test 
capability 

•  99.9%  post  programming  functional  yield  (PPFY)  is  due  to  the 
testability  of  this  and  all  other  AMD  PAL  devices. 

•  Platinum-Silicide  fuse  technology  produces  the  most 
reliable  bipolar  programmable  devices  available  today 


General  Description 

The  AmPAL23S8  is  the  first  programmable  array  logic 
(PAL)-based  sequencer  device.  It  utilizes  the  familiar  sum- 
of-products  (AND-OR)  logic  structure,  allowing  users  to 
customize  logic  functions  by  programming  the  device  for 
specific  applications.  The  AmPAL23S8  combines  the  ease 
of  use  of  the  familiar  20-pin  PAL  devices  with  the  advanced 
"macrocell"  concept  introduced  in  the  AmPAL22V10,  as 
well  as  six  Buried  State  Registers  (BSRs). 

The  AmPAL23S8  provides  up  to  twenty-three  array  inputs 
and  eight  outputs.  Four  of  the  outputs  are  Output  Logic 
Macrocells  (OLMs)  capable  of  being  individually  programmed 
as  "combinatorial"  or  "registered,"  with  active-HIGH  or 
active-LOW  polarity  on  each  output.  The  other  four  are 
"registered"  outputs,  also  capable  of  being  programmed  for 
active-  HIGH  or  LOW  polarity.  All  the  flexibility  on  the  outputs 
result  in  the  simplification  of  logic  design.  The  need  to 
perform  "DeMorgan's  Law"  on  equations  to  have  them  fit 
into  a  PAL  device  is  now  a  thing  of  the  past.  Each  of  the  eight 
output  registers  can  also  be  used  dynamically  as  an  input  or 
output  for  greater  design  flexibility. 


The  AmPAL23S8  also  offers  designers  increased  flexibility 
and  control  over  Output  Enable  (OE)  functions.  Each  output 
is  logically  controlled  by  an  OE  product  term  (PT),  with 
programmable  OE  polarity  control.  This  allows  the  designer 
to  use  more  complex  control  than  previously  available. 

The  six  BSRs  provide  designers  with  enhanced  logic  power 
for  sequencer  applications.  These  registers  are  not  only 
available  to  the  system  designer  for  use  in  sequencer 
applications  (without  the  expense  of  a  valuable  I/O  pin),  but 
they  may  also  be  observed  on  the  output  pins  during  test. 
The  observability  of  these  registers  on  a  programmable- 
logic  sequencer  adds  to  the  list  of  features  which  make  this 
device  unique,  simple  to  design  with,  and  simple  to  debug. 

System  operation  has  been  enhanced  by  the  addition  of 
Synchronous  PRESET  and  Asynchronous  RESET  PTs.  The 
AmPAL23S8  also  incorporates  the  unique  capability  of 
PRELOADing  the  eight  output  registers  and  the  BSRs  to 
any  desired  state  during  testing.  This  is  essential  to  permit 
full  logical  verification  during  test. 


Block  Diagram 


Burled  Registers 


Output  Logic 


Output  Registers 
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AmPAL23S8 
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Connection  Diagram 

Top  View 


□  l/o7 

□  l/06  *  BS 

□  VOS  *  B4 
Zl  "/04  *  B3 

□  I/O3  &  B2 
Zl  i/°2  *  B1 
Zl  VO-i  *  B0 

Zl  v°o 

ZJ>8 


Pin  Description 

Vcc  "  Supply  Voltage 

GND  -  Ground 

CLOCK  =  Clock  Pin 

Irj  -  le  =  Dedicated  Input  Pins  (9) 

l/O0  -  I/O7  =  Bidirectional  I/O  Pins  (8) 

B0  -  B5  -  Observability  Pins  for  BSRs  (6) 


Note: 


CD009870 

Pin  1  is  marked  for  orientation. 


Ordering  Information 

Standard  Products 

AMD  standard  products  are  available  in  several  packages  and  operating  ranges.  The  order  number  (Valid  Combination)  is  formed  by 
a  combination  of:  A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Package  Type 

D.  Temperature  Range 

E.  Optional  Processing 


AMPAL23S8 


.-20 


-  E.  OPTIONAL  PROCESSING 

Blank  -  Standard  processing 
B  =  Burn-in 


-  D.  TEMPERATURE  RANGE 

C  -  Commercial  (0  to  +  70°C) 

E  =  Extended  Commercial  (-55  to  +  125X) 

-C.  PACKAGE  TYPE 

P  -  20-Pin  Plastic  DIP  (PD  020) 
D  -  20-Pin  Ceramic  DIP  (CD  020) 


DEVICE  NUMBER/DESCRIPTION 

AmPAL23S8 

20-Pin  IMOX  PAL-Based  Sequencer 


-B.  SPEED  OPTION 

-20-20  ns 
-25  -  25  ns 
-27-27  ns' 
-30-30  ns* 


•Extended  Commercial  range  only. 


Valid  Combinations 

AMPAL23S8-20 

PC,  DC,  DCB 

AMPAL23S8-25 

PC,  DC,  DCB, 
DE,  DEB 

AMPAL23S8-27 

DE,  DEB 

AMPAL23S8-30 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations,  to  check  on  newly  released  combinations,  and 
to  obtain  additional  data  on  AMD's  standard  military  grade 
products. 
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AmPAL23S8 


Ordering  Information  (Cont'd.) 

APL  Products 


AMD  products  for  Aerospace  and  Defense  applications  are  available  in  several  packages  and  operating  ranges.  APL 
(Approved  Products  List)  products  are  fully  compliant  with  MIL-STD-883C  requirements.  The  order  number  (Valid 
Combination)  is  formed  by  a  combination  of: 

A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Device  Class 

D.  Package  Type 

E.  Lead  Finish 


AMPAL23S8 


^2L 


m. 


-  E.  LEAD  FINISH 

A  -  Hot  Solder  DIP 


-  D.  PACKAGE  TYPE  (per 

R  -  20-Pln  Ceramic  DIP  (CD  ( 


DEVICE  CLASS 

IB  -  Class  B 


-B.  SPEED  OPTION 

-27  =  27  ns 
-30  =  30  ns 


-A.  DEVICE  NUMBER/DESCRIPTION 

AmPAL23S8 

20-Pin  IMOX  PAL-Based  Sequencer 


Valid  Combinations 

AMPAL23S8-27 

/BRA 

AMPAL23S8-30 

Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations  or  to  check  for  newly  released  valid 
combinations. 

Group  A  Tests 

Group  A  Tests  consist  of  Subgroups:  1,  2,  3,  7,  8,  9,  10,  11 
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Functional  Description 

The  AmPAL23S8  is  an  advanced  bipolar  programmable  array 
logic  (PAL)-based  sequencer.  It  contains  a  programmable 
array  organized  in  the  familiar  sum-of-products  structure.  The 
structure  of  this  device  makes  it  particularly  ideal  for  state 
machine  applications.  Any  design  which  employs  the  use 
of  complex  state  functions  is  a  prime  candidate  for  the 
AmPAL23S8. 

The  block  diagram  on  the  front  page  shows  the  basic  archi- 
tecture of  this  device;  a  maximum  of  23  array  inputs  and  8 
outputs  are  available.  The  inputs  are  connected  to  a  program- 
mable AND  array  containing  135  product  terms  (PTs),  of 
which  124  are  logical  PTs  and  11  are  control  PTs.  Before 
programming,  the  AND  gates  are  connected  to  both  the  true 
and  complement  of  every  input.  By  selectively  programming 
fuses,  the  AND  gates  may  be  connected  to  only  the  true  input, 
the  complement  input,  or  to  neither  type  of  input,  establishing 
a  logical  "don't  care  " .  When  both  the  true  and  complement 
fuses  are  left  intact,  a  logical  FALSE  results  on  the  output  of 
the  AND  gate.  An  AND  gate  with  all  fuses  blown  will  assume 
the  logical  TRUE  state.  The  outputs  of  the  AND  gates  are 
connected  to  OR  gates. 

Variable  Product  Term  (PT)  Distribution 

The  number  of  AND  gates  assigned  to  each  OR  gate  varies  in 
a  fixed  manner  for  each  output  as  shown  in  the  logic  diagram 
(Figure  5).  The  OR-  gate  outputs  feed  dedicated  registers  and 
macrocells.  Each  OR  gate  averages  approximately  ten  PTs  for 
output  registers  and  macrocells.  This  gives  the  capability  of 
using  from  eight  to  twelve  logical  PTs  on  one  output  in  a  single 
clock  cycle  (no  feedback  necessary).  Buried  state  registers 
(BSRs)  have  an  average  of  eight  PTs  per  OR  gate,  providing 
the  capability  of  using  from  six  to  ten  logical  PTs  in  one  BSR  in 
a  single  clock  cycle. 

Variable  Output  Architecture:  Output  Logic 
Macrocells  (OLMs) 

An  innovation  in  logic  design  is  the  implementation  on  the 
AmPAL23S8  of  variable  output  architecture  on  <our  of  the 
outputs.  These  Output  Logic  Macrocells  (OLMs)  are  user 
programmable  for  a  great  deal  of  design  flexibility.  Each  of  the 
four  OLMs  can  be  independently  programmed  for  eight 
distinct  configurations.  The  outputs  can  be  either  "registered" 
or  "combinatorial;"  they  can  also  be  individually  programmed 
for  active-HIGH  or  active-LOW  polarity.  Finally,  the  feedback 
paths  which  feed  through  the  multiplexer  back  to  the  AND 
array  can  be  programmed  so  that  they  originate  either  from 
the  register  or  from  the  I/O  pin.  From  the  feedback  multiplexer 
both  the  true  and  complement  of  the  output  going  back  to  the 
array  are  available.  All  possible  configurations  of  the  OLMs  are 
illustrated  in  Figures  4-1  through  4-8.  For  maximum  flexibility, 
selection  of  output  polarity  and  feedback  path  are  kept 
independent  of  each  other. 

Output  Registers 

In  addition  to  the  four  OLMs  on  the  AmPAL23S8,  there  are 
also  four  output  registers.  The  data  on  the  output  registers 
may  be  fed  back  to  the  array.  When  the  output  is  disabled,  the 
pin  may  be  used  as  an  external  input.  Since  each  of  the  eight 
outputs  can  obtain  feedback  from  the  pins  associated  with 
them,  all  eight  of  them  provide  the  advantage  of  being  usable 
dynamically  as  either  inputs  or  outputs,  significantly  increasing 
design  flexibility  and  possibilities. 


Buried  State  Registers  (BSRs) 

The  six  observable  Buried  State  Registers  are  one  of  the  key 
features  of  the  AmPAL23S8.  All  BSR  outputs  are  fed  back  to 
the  AND  array,  but  they  do  not  use  up  an  output  pin.  The  state 
of  each  BSR  is,  however,  observable  on  an  associated  output 
pin  by  activating  the  user-programmable  Observability 
product  term  as  well  as  the  appropriate  Output  Enable 
product  term. 

The  extensive  user-programmable  flexibility  enhances  the 
usefulness  of  this  device  for  different  types  of  state  machine 
implementations.  The  possibility  exists  to  create  both  the 
Mealy  and  Moore  type  of  design  in  the  same  device. 

Programmable  Output  Polarity 

Each  output  has  a  user-programmable  output  polarity  fuse 
which,  when  blown,  indicates  that  the  output  will  be  active 
HIGH,  and  when  intact,  active  LOW.  The  obvious  benefit  of 
this  enhancement  is  the  increased  flexibility  of  design.  With 
the  choice  of  output  polarity,  there  is  no  need  to  DeMorganize 
equations  to  fit  the  device,  allowing  for  more  efficient  designs 
both  in  terms  of  the  amount  of  time  spent  in  design  as  well  as 
effective  utilization  of  the  device. 

For  further  enhancement  of  the  increased  logic  power  of  the 
AmPAL23S8,  each  output  has  a  PT  to  control  Output  Enable 
(OE)  with  programmable  polarity. 

PRESET/RESET 

To  improve  functionality  at  the  system  level,  the  AmPAL23S8 
has  additional  RESET  and  PRESET  PTs.  One  PT  controls 
Output  Register  and  BSR  PRESET,  and  one  PT  controls  the 
RESET  for  these  registers.  When  the  Synchronous  PRESET 
PT  is  asserted  (HIGH),  all  registers  are  loaded  with  a  HIGH  on 
the  next  LOW-to-HIGH  clock  transition.  When  the  Asynchro- 
nous RESET  PT  is  asserted,  all  registers  are  immediately 
loaded  with  a  LOW,  independent  of  the  clock.  These  functions 
are  particularly  useful  for  applications  such  as  system  power- 
up  and  RESET. 

PRELOAD 

In  order  to  simplify  testing,  the  AmPAL23S8  is  designed  with 
PRELOAD  circuitry  that  provides  an  easy  method  for  testing 
logical  functionality.  PRELOAD  allows  any  arbitrary  "present 
state"  values  to  be  loaded  into  the  OLMs,  BSRs  and  Output 
Registers  of  this  device.  OLM  Registers  and  BSRs  are 
PRELOADed  in  separate  cycles,  allowing  them  to  be  PRE- 
LOADed  with  different  values.  Logic  verification  sequences 
can  be  significantly  shortened,  and  all  possible  state  se- 
quences tested,  reducing  test  time  and  development  costs, 
and  guaranteeing  proper  functionality  in  system. 

A  typical  functional  test  sequence  would  be  to  verify  all 
possible  state  transitions  for  the  device  being  tested.  To  verify 
these  transitions  requires  the  ability  to  set  the  state  registers 
to  an  arbitrary  "present  state"  value  and  to  set  the  device 
inputs  to  any  arbitrary  "present  input"  value.  Once  this  is 
done,  the  state  machine  is  then  clocked  into  a  new  state,  or 
"next  state,"  which  can  be  checked  to  validate  the  transition 
from  the  "present  state."  In  this  way,  any  state  transition  can 
be  checked. 

It  is  obvious  that  to  attempt  the  debugging  of  a  design  using 
BSRs  without  the  benefit  of  PRELOAD  capability  would  be 
quite  difficult.  The  combination  of  this  feature  and  the  BSRs 
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being  observable  is  virtually  indispensible  for  efficient  and 
trouble-free  state  machine  design. 

Observability 

This  extra  ease  of  debugging  the  design  comes  from  the  use 
of  the  Observability  (OBS)  PT.  When  the  OBS  PT  is  selected, 
it  disables  six  of  the  Output  Registers  and  Macrocell  buffers, 
and  enables  the  BSR  buffers  onto  the  output  pins  associated 
with  them,  pins  13  through  18.  When  the  OBS  PT  is  not 
selected,  the  Output  Registers  and  Macrocell  buffers  are 
enabled  and  the  BSR  buffers  are  disabled.  When  all  the  fuses 
for  this  PT  are  intact,  (i.e.,  OBS  is  not  selected),  the  data  from 
the  BSRs  will  not  be  visible  on  the  output  pins,  and  the  Output 
Registers  and  OLMs  will  be  enabled. 

Processing  and  Fuse  Technology 

The  AmPAL23S8  is  manufactured  using  Advanced  Micro 
Devices'  IMOX  oxide  isolation  process.  This  advanced  pro- 


cess permits  an  increase  in  density  and  a  decrease  in  internal 
capacitance  resulting  in  the  fastest  possible  programmable 
logic  devices. 

The  AmPAL23S8  is  fabricated  with  AMD's  fast  programming, 
highly  reliable  Platinum-Silicide  fuse  technology.  Utilizing  an 
easily  implemented  programming  algorithm,  these  products 
can  be  rapidly  programmed  to  any  customized  pattern.  Extra 
test  words  are  preprogrammed  during  manufacturing  to  en- 
sure extremely  high  field  programming  yields  ( >  98%),  and 
provide  extra  test  paths  to  achieve  excellent  parametric 
correlation. 

Platinum-Silicide  was  selected  as  the  fuse  link  material  to 
achieve  a  well  controlled  melt  rate  resulting  in  large,  noncon- 
ductive  gaps  that  ensure  very  stable,  long  term  reliability. 
Extensive  operating  testing  has  proven  that  this  low-field, 
large-gap  technology  offers  high  reliability  for  fusible  link  pro- 
grammable logic. 
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Figure  1.  Output  Logic  Macrocell  (OLM) 
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SO 

OUTPUT  ENABLE  POLARITY 

0 

ENABLED  HIGH 

1 

ENABLED  LOW 

S1 

OUTPUT  CONFIGURATION 

0 

ACTIVE  LOW 

1 

ACTIVE  HIGH 

0  =  UNBLOWN  FUSE 

1  -  BLOWN  FUSE 


Figure  2.  Output  Register  With  Polarity 
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Figure  3.  Buried  State  Register  (BSR) 
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Figure  4.  Possible  Configurations  of  the  Output  Logic  Macrocells  (OLMs) 
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OUTPUT 

ACTIVE  LOW  S1  =  0 
REGISTERED        S2  -  0 

FEEDBACK 

REGISTERED        S3  -  0 


Figure  4-1. 


OUTPUT 
ACTIVE  LOW        S1  -  0 
REGISTERED        S2  -  0 

FEEDBACK 
I/O  PIN  S3  =  1 


Figure  4-2. 
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OUTPUT 
ACTIVE  LOW        S1  -  0 
COMBINATORIAL  S2  -  1 

FEEDBACK 

REGISTERED        S3  -  0 

Figure  4-3. 


OUTPUT 

ACTIVE  LOW  S1  -  0 
COMBINATORIAL  S2  -  1 

FEEDBACK 

I/O  PIN  S3  -  1 


Figure  4-4. 
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Figure  4.  Possible  Configurations  of  the  Output  Logic  Macrocells  (OLMs)  (Cont'd.) 
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OUTPUT 

ACTIVE  HIGH  S1  -  1 
REGISTERED        S2  -  0 

FEEDBACK 

REGISTERED        S3  -  0 


Figure  4-5. 
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Figure  4-6. 
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OUTPUT 
ACTIVE  HIGH        S1  -  1 
COMBINATORIAL  S2  -  1 

FEEDBACK 

REGISTERED        S3  -  0 


Figure  4-7. 


OUTPUT 
ACTIVE  HIGH        S1  -  1 
COMBINATORIAL  S2  -  1 

FEEDBACK 

I/O  PIN  S3  -  1 


Figure  4-8. 
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Figure  4.  Logic  Diagram  —  AmPAL23S8 
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Input/Output  Diagrams 
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Absolute  Maximum  Ratings 

Storage  Temperature  -65  to  +150°C 

Ambient  Temperature  with 

Power  Applied  +  125°C 

Supply  Voltage  to  Ground  Potential 

Continuous  (Pin  20  to  Pin  10)  -0.5  to  +7.0  V 

DC  Voltage  Applied  to  Outputs 

(except  during  programming)  -0.5  to  +Vcc  Max- 
DC  Voltage  Applied  to  Outputs 

During  Programming  16  V 

Output  Current  into  Outputs 

During  Programming 

(Maximum  duration  of  1  second)  200  mA 

DC  Input  Voltage  -0.5  to  +  5.5  V 

DC  Input  Current  -30  to  +5.0  mA 

Stresses  above  those  listed  under  ABSOLUTE  MAXIMUM 
RATINGS  may  cause  permanent  device  failure.  Functionality 
at  or  above  these  limits  is  not  implied.  Exposure  to  absolute 
maximum  ratings  for  extended  periods  may  affect  device 
reliabilty. 


Operating  Ranges 

Commercial  (C)  Devices 

Temperature  (Ta)  Operating  Free  Air  0  to  +  75"C 

Supply  Voltage  (VCc)   +  4.75  to  +5.25  V 

Extended  Commercial  (E)  Devices 

Temperature  (Ta)  -55°C  Min. 

Temperature  (Tc)  Operating  Case  +  125°C  Max. 

Supply  Voltage  (VCc)   +4.50  to  +5.50  V 

Military  (M)  Devices 

Temperature  (Ta)  -55°C  Min. 

Temperature  (Tc)  +  125°C  Max. 

Supply  Voltage  (Vcc)  +  4-50  to  +5.50  V 

Operating  ranges  define  those  limits  between  which  the 
functionality  of  the  device  is  guaranteed. 


DC 


Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  1 ,  2,  3 
unless  otherwise  noted 


Parameter 
Symbol 


Parameter 
Description 


Test  Conditions 


Min. 


Typ. 

(Note  1) 


Max. 


Units 


V0H 


Vol 


Output  HIGH  Voltage 


Output  LOW  Voltage 


VCc  -  Min., 
V|N  =  V|H  or  V|L 


IOH--3-2  mA 


IOH--2  mA 


Iol  =  16  mA 


Iql  "  12  mA 


E/M  Devices 


3.5 


C  Devices 


E/M  Devices 


V|H 

(Note  2) 


Input  HIGH  level 


Guaranteed  Input  Logical  HIGH  Voltage  for  All  Inputs 


VIL 

(Note  2) 


Input  LOW  level 


Guaranteed  Input  Logical  LOW  Voltage  for  All  Inputs 


Input  LOW  Current 


Vcc  =  Max..  V|N  -  0.40  V 


■250 


UA 


llH 


Input  HIGH  Current 


VCc  -  Max.,  Vim  -  2.7  V 


«A 


Input  HIGH  Current 


VCc  "  Max.,  V|N  =  5.5  V 


Output  Short-Circuit  Current 


Power  Supply  Current 


Vqc  -  Max.,  Vqut  =  0-5  V  (Note  3) 


All  Inputs  -  GNU,  vcc  -  Max. 


ICC 


215 


VI 


Input  Clamp  Voltage 


VCC  -  Min.,  I|N  -  -18  mA 


IOZH 
'OZL 


Output  Leakage  Current 
(Nole  4)  


Vcc.  Max.,  V|N-  V|Lor  V!H 


Vo  -  2.7  V 
Vp  -0.4  V 


uA 


100 


Notes: 


1 .  Typical  limits  are  at  Vcc  -  5.0  V  and  TA  -  25°C. 

2.  These  are  absolute  values  with  respect  to  device  ground  and  all  overshoots  due  to  system  or  tester 

3.  Not  more  than  one  output  should  be  tested  at  a  time.  Duration  of  the  short  circuit  should  not  be  more 
VrjUT  ■  °-5  V  has  been  chosen  to  avoid  test  problems  caused  by  tester  ground  degradation. 

4.  I/O  pin  leakage  is  the  worst  case  of  lozx  or  l|X  (where  X  =  H  or  L). 


noise  are  included. 


Capacitance 


Param 
Sym 

eter 
Hoi 

Parameter 
Description 

Test  Conditions 

Typ. 

Units 

C|N 

Input  Capacitance 

V|N  =  2.0  V  @  f  -  1  MHz 

Pins  1,  11 

10 

PF 

Other  Pins 

6 

CquT 

Output  Capacitance 

Vqut  =  2.0  V  @  f  =  1  MHz 

9 

Note:  These  parameters  are  not  100%  tested,  but  are  evaluated  at  initial  characterization  and  at  any  time  the  design  is  modified  where 
capacitance  may  be  affected. 
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Key  to  Switching  Waveforms 


WAVEFORM 

INCUTS 
MUST 8E 

OUTPUTS 
WILL  BE 

m 

STEADY 

MAY  CHANGE 
FROM  H  TO  I 

STEADY 

WILL  BE 
CHANGING 
FROM  H  TO  L 

////// 

MAY  CHANGE 
FROM L  TO  M 

DON'T  CARE; 

WILL  BE 
CHANGING 
FROM  L  TO  H 

CHANGING; 

ANY  CHANGE 
PERMITTED 

DOES  NOT 
APPLY 

STATE 
UNKNOWN 

CENTER 
LINE  IS  HIGH 
IMPEDANCE 
"OFF" STATE 

M 

Switching  Test  Circuit 


OUTPUT  O- 


*4  i 


TC001190 


TEST  OUTPUT  LOADS 

C  Devices 

E/M  Devices 

Ri 

R2 

Ri 

R2 

300 

390 

390 

750 

Switching  Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  7, 

8,  9,  10,  11  tests  unless  otherwise  noted 


C  Devices 

E/M  Devices 

Parameter 
Symbol 

Parameter 
Description 

Test 
Conditions 

Typ 

(Note  1) 

-20 

-25 

-27 

-30 

r 

(0. 

Mln. 

Max. 

Mln. 

Max. 

Mln. 

Max. 

Mln. 

Max. 

Units 

tpD 

Input  or  Feedback  to 
Non-Registered  Output 

20 

25 

27 

30 

ns 

2 

IE* 

Input  to  Output  Enable 

25 

28 

30 

33 

ns 

3 

tER 

Input  to  Output  Disable 

25 

28 

30 

33 

ns 

4 

icoi 

Clock  to  Output 

13 

15 

18 

20 

ns 

<C02 

Reg.  Feedback  through  Array 
to  Combinatorial  Output, 
Relative  to  External  Clock 

28 

35 

40 

45 

ns 

6 

ts 

Input  or  Feedback  Setup 
Time 

C  Devices 
R,  -300 
R2-390 

17 

20 

22 

25 

ns 

7 

tH 

Hold  Time 

0 

0 

0 

0 

ns 

8 

IP1 

Clock  Pehod  (ts  +  tcoi) 

30 

35 

40 

45 

ns 

lP2 

Minimum  Setup  Time  (Reg. 
Feedback  to  Reg.  Input 
Internal  Path) 

25 

30 

35 

40 

ns 

i 

tw 

Clock  Width 

12 

15 

17 

20 

ns 

11 

<1MAX 

Maximum  Frequency 
(ftpt) 

33 

28.5 

25 

22.5 

MHz 

12 

<2MAX 

Maximum  Frequency 
(1/tP2) 

40 

33 

28.5 

25 

MHz 

13 

tAW 

Asynchronous  Reset  Width 

E/M  Devices 

20 

25 

27 

30 

ns 

14 

<AR 

Asynchronous  Reset 
Recovery  Time 

Rt  -390 
R2  -  750 

20 

25 

27 

30 

ns 

I 

tAP 

Asynchronous  Reset  to 
Registered  Output  Reset 

25 

30 

32 

35 

ns 

t.  Typical  limits  are  at  Vcc  -  5.0  V  and  TA  -  25*C. 

2.  tpD  is  tested  with  switch  St  closed  and  C|_  -  50  pF. 

3.  For  three-state  outputs,  output  enable  times  are  tested  with  C|_  -  50  pF  to  the  1.5  V  level;  St  is  open  for  high-impedance  to  HIGH  tests  and 
closed  for  high-impedance  to  LOW  tests.  Output  disable  times  are  tested  with  Cl  -  5  pF.  HIGH  to  high-impedance  tests  are  made  to  an 
output  voltage  ot  Vqh  -  0.5  V  with  S,  open;  LOW  to  high-impedance  tests  are  made  to  the  Vol  +  0.5  V  level  with  S,  closed. 
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PRELOAD  of  Output/Macrocell 
Registers  or  Buried  State  Registers 

All  AmPAL23S8  registers  are  provided  with  circuitry  to  allow 
loading  each  register  synchronously  with  a  HIGH  or  LOW. 
Output/macrocell  registers  and  buried  state  registers  are 


PRELOADed  in  separate  cycles  allowing  output/macrocell 
registers  and  buried  state  registers  to  be  PRELOADed  with 
different  values.  PRELOAD  will  simplify  testing  since  any  state 
can  be  loaded  into  the  registers  to  control  testing  sequences. 
The  pin  levels  and  timing  necessary  to  perform  the  PRELOAD 
function  are  detailed  below. 


IEQISTEREC 
OUTPUT 


J 


)  ( 


VMM 


V.LP 


VHH 


V,LP 


VOM 


Vol 


CHOOSE  TO  PRELOAO 
BUREO  REGISTERS 
OR  OUTPUT/MACRO 
REOISTERS 


OUTPUTS 
FORCED 
TOV„ 
ORVnp 


WF022292 


Par. 

Min.  Max. 

vhh 

10  12 

VlLP 

0  0.5 

v1Hp 

2.4  5.5 

Register 
Selection 

Pin  5 

Buried 

Vhh 

Output/Macro 

<VIHP 

Level  Forced  on  Register 
Output  Pin  During 
PRELOAD  Cycle 

Register  State 
After  Cycle 

VlHP 

HIGH 

VlLP 

LOW 
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Power-Up  Reset 


The  registered  devices  in  the  AMD  PAL  Family  have  been 
designed  with  the  capability  to  reset  during  system  power-up. 
Following  power-up,  all  registers  will  be  reset  to  LOW.  The 
output  state  will  depend  on  the  polarity  of  the  output  buffer. 
This  feature  provides  an  extra  flexibility  to  the  designer  and  is 
especially  valuable  in  simplifying  state-machine  initialization.  A 
timing  diagram  and  parameter  table  follow.  Due  to  the 


asynchronous  operation  of  the  power-up  reset  and  the  wide 
range  of  ways  Vqc  can  rise  to  its  steady  state,  two  conditions 
are  required  to  ensure  a  valid  power-up  reset.  These  condi- 
tions are: 

1.  The  Vcc  rise  must  be  monotonic. 

2.  Following  reset,  the  clock  input  must  not  be  driven  from 
LOW  to  HIGH  until  all  applicable  input  and  feedback 
setup  times  are  met. 


REGISTERED 
OUTPUT 


•V 

<  

 (PR  — 

/A 

vCC 


M  r 
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Parameter 
Symbol 

Parameter 
Description 

Min. 

Typ. 

Max. 

Units 

tpR 

Power-Up 
Reset  Time 

600 

1000 

ns 

ts 

Input  or  Feedback 
Setup  Time 

See  Switching  Characteristics 

'w 

Clock  Width 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81) 
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AmPAL16R8D  Series 


ADVANCE  INFORMATION 


20-Pin  MOX™  Ultra  High-Speed  Programmable  Array  Logic  (PAL)  Elements 


Distinctive  Characteristics 

Superior  IMOX  technology 
-  Guarantees  tPD  =  10  ns  Max.  "D"  version 
Very  high-speed,  half-power  ("BL")  and  high-speed, 
quarter-power  ("AQ")  versions 
Platinum-silicide  fuses  and  added  test  words  ensure 
programming  yields  >  98% 

Post  Programming  Functional  Yields  (PPFY)  of  99.9% 


PRELOAD  feature  permits  full  logical  verification 

Reliability  assured  through  more  than  70  billion  fuse 

hours  of  life  testing  with  no  failures 

AC  and  DC  parametric  testing  at  the  factory  through 

on-board  testing  circuitry 

Industry-leading  quality  guarantees 


General  Description 

AMD  PAL  devices  are  high-speed,  electrically  programma- 
ble array  logic  elements.  They  utilize  the  familiar  sum-of- 
products  (AND-OR)  structure  allowing  users  to  program 
custom  logic  functions  to  fit  most  applications  precisely. 
Typically  they  are  a  replacement  for  low-power  Schottky 
SS  /MSI  logic  circuits,  reducing  chip  count  by  more  than  5 
to  1  and  greatly  simplifying  prototyping  and  board  layout. 


Four  different  devices  are  available,  including  both  regis- 
tered and  combinatorial  devices.  This  new  speed  option 
extends  the  current  AmPAL16R8  Family,  allowing  the  de- 
signer to  precisely  match  system  requirements. 

Please  see  the  "  AmPAL16R8  Family"  data  sheet  (Publi- 
cation No.  03323D)  for  Block  Diagrams. 


Product  Selector  Guide 


AMD  PAL  Speed/Power  Families 


Family 

ts(1> 
ns  (Min.) 

tpo 

ns  (Max.) 

Iol 
mA  (Min.) 

*CO 
ns  (Max.) 

Ice 
mA  (Max.) 

Ultra  High-Speed 
("D")  Versions 

10 

10 

24 

8 

180 

(1)  Sequential  functions 


AMD  PAL  Functions 


Part 
Number 

Array 
Inputs 

Logic 

Output 
Enable 

Outputs 

Package 
Pins 

16R8 

Eight  Dedicated, 
Eight  Feedback 

Eight  8-Wide  AND-OR 

Dedicated 

Registered  Inverting 

20 

16R6 

Eight  Dedicated, 
Six  Feedback, 
Two  Bidirectional 

Six  8-Wide  AND-OR 

Dedicated 

Registered  Inverting 

20 

Two  7-Wide  AND-OR-INVERT 

Programmable 

Bidirectional 

16R4 

Eight  Dedicated, 
Four  Feedback, 
Four  Bidirectional 

Four  8-wide  AND-OR 

Dedicated 

Registered  Inverting 

20 

Four  7-Wide  AND-OR-INVERT 

Programmable 

Bidirectional 

16L8 

Ten  Dedicated, 
Six  Bidirectional 

Eight  7-Wide  AND-OR-INVERT 

Programmable 

Six  Bidirectional 
Two  Dedicated 

20 

08486C/0 
JANUARY  1988 
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AmPAM  6R8  Family 

20-Pin  IMOX™  Programmable  Array  Logic  (PAL)  Elements 


Distinctive  Characteristics 

•  AMD's  superior  IMOX  technology 

-  Guarantees  tpo  =  15  ns  Max.  "B"  Versions 

•  High-Speed,  Half-Power  ("AL")  and  Quarter-Power 
("Q")  versions 

•  Platinum-silicide  fuses  and  added  test  words  ensure 
programming  yields  >  98% 

•  Post  Programming  Functional  Yields  (PPFY)  of  99.9% 


•  PRELOAD  feature  permits  full  logical  verification 

•  Reliability  assured  through  more  than  70  billion  fuse 
hours  of  life  testing  with  no  failures 

•  AC  and  DC  parametric  testing  at  the  factory  through 
on-board  testing  circuitry 

•  AMD's  industry-leading  quality  guarantees 


General  Description 

AMD  PAL  devices  are  high-speed,  electrically  programma- 
ble array  logic  elements.  They  utilize  the  familiar  sum-of- 
products  (AND-OR)  structure  allowing  users  to  program 
custom  logic  functions  to  fit  most  applications  precisely. 
Typically  they  are  a  replacement  for  low-power  Schottky 
SSI/MSI  logic  circuits,  reducing  chip  count  by  more  than  5 
to  1  and  greatly  simplifying  prototyping  and  board  layout. 

Seven  different  devices  are  available,  including  both  regis- 
tered and  combinatorial  devices,  in  six  different  speed  and 


power  versions.  The  very  High-Speed  "B"  versions 
(tpD  -  1 5  ns)  run  approximately  40%  faster  than  the  High- 
Speed  "A"  versions  (tpp  =  25  ns).  High-Speed,  Half-Power 
"AL"  versions  (tpp  =  25  ns,  Ice  =  90  mA)  are  available,  as 
well  as  Standard-Speed,  Half-Power  "L"  versions  (tprj 
=  35  ns,  Ice*  "  80  mA).  Quarter-Power  "Q"  versions  (tpo 
=  35  ns,  Ice  "  45  mA)  are  also  available. 

Please  see  the  following  pages  for  Block  Diagrams. 

•Combinatorial  functions 


Product  Selector  Guide 


AMD  PAL  Speed/Power  Families 


Family 

ns  (Max.) 

ts  <"> 
ns  (Mln.) 

tC0  <1> 
ns  (Max.) 

mA  (Ma>.) 

lOL 
mA  (Mln.) 

C  Devices 

M  Devices 

C  Devices 

M  Devices 

C  Devices 

M  Devices 

C/M  Devices 

C  Devices 

M  Devices 

Very  High-Speed 
("B")  Versions 

15 

20 

13 

18 

12 

15 

180 

24 

12 

High-Speed 
("A")  Versions 

25 

30 

20 

25 

15 

20 

180"'/  155BI 

24 

12 

High-Speed, 
Half- Power 
("AL")  Versions 

25 

30 

20 

25 

15 

20 

90 

24 

12 

Standard  Versions 

35 

40 

30 

35 

25 

25 

24 

12 

Hall-Power 
("L")  Versions 

35 

40 

30 

35 

25 

25 

24 

12 

Quarter-Power 
("Q")  Versions 

35 

40 

30 

35 

25 

25 

45 

12 

8 

(1)  Sequential  functions 

(2)  Combinatorial  functions 


AMD  PAL  FUNCTIONS 


Part 
Number 

Array 
Inputs 

Logic 

Output 
Enable 

Outputs 

Package 
Pins 

16R8 

Eight  Dedicated, 
Eight  Feedback 

Eight  8-Wide  AND-OR 

Dedicated 

Registered  Inverting 

20 

16R6 

Eight  Dedicated, 
Six  Feedback, 
Two  Bidirectional 

Six  8-Wide  AND-OR 

Dedicated 

Registered  inverting 

20 

Two  7-Wide  AND-OR-INVERT 

Programmable 

Bidirectional 

16R4 

Eight  Dedicated, 
Four  Feedback, 
Four  Bidirectional 

Four  8-wide  AND-OR 

Dedicated 

Registered  Inverting 

20 

Four  7-Wide  AND-OR-INVERT 

Programmable 

Bidirectional 

16L8 

Ten  Dedicated, 
Six  Bidirectional 

Eight  7-Wide  AND-OR-INVERT 

Programmable 

Six  Bidirectional 
Two  Dedicated 

20 

03323F/0 
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Block  Diagrams 
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BD002730 


Block  Diagrams  (Cont'd.) 


AmPAL16R4 


AmPAL16L8 


cxO- 


33- 


0  0 

A  5 


-g3  IMPUT/OUTPUT 


-g3  WPUT/OUTPUT 


D  O 


0  Q 

-4l 


33- 


cp  O- 


{>o-Oc 
{>o-Oc 
{>o— Oc 


HOI  INPUT/OUTPUT 


— r 

=33  


=3  


PROGRAMMABLE  AND 

(W  ■  32) 


33  


33- 


3fr 


33- 


-IcTSl  WPUT/OUTPUT 


-K  >  INPUT/OUTPUT 


-g3  INPUT/OUTPUT 


-g2  INPUT/OUTPUT 


-g3  INPUT/OUTPUT 


-O  OUTPUT 
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AmPAL.1 6R8  Family 


DIPs* 


Connection  Diagrams 

Top  View 


LCC* 


(NOTE  1)  □ 

1 

^  20 

□  vCc 

id 

2 

19 

□  (NOTE  10) 

Id 

3 

18 

□  (NOTE  9) 

iC 

17 

□  (NOTE  8) 

iC 

5 

16 

□  (NOTE  7) 

iC 

6 

15 

□  (NOTE  6) 

Id 

7 

14 

□  (NOTE  5) 

iC 

8 

13 

□  (NOTE  4) 

Id 

9 

12 

□  (NOTE  3) 

GND  d 

10 

11 

□  (NOTE  2) 

CD010020 


Note:  Pin  1  is  marked  for  orientation. 


Notes: 


16L8 

16R8 

16R6 

16R4 

1 

I 

CLK 

CLK 

CLK 

2 

1 

OE 

OE 

OE 

3 

O 

0 

I/O 

I/O 

4 

I/O 

0 

0 

I/O 

5 

I/O 

0 

0 

0 

6 

I/O 

0 

0 

0 

7 

I/O 

0 

0 

0 

8 

I/O 

o 

0 

0 

9 

I/O 

o 

0 

I/O 

10 

0 

0 

I/O 

I/O 

"Also  available  in  20-Pin  Ceramic  Flatpack.  Pinouts  identical  to  DIPs. 
"Also  available  in  20-Pin  Plastic  Leaded  Chip  Carrier.  Pinouts  identical  to  LCC. 


Pin  Designations 

I  =  Input 
I/O  -  Input/Output 

O  =  Output 
Vcc  -  Supply  Voltage 
GND  =  Ground 
CLK  =  Clock 
OE  =  Output  Enable 
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Ordering  Information 

Standard  Products 


AMD  standard  products  are  available  in  several  packages  and  operating  ranges.  The  order  number  (Valid  Combination)  is  formed  by 
combination  of:  A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Package  Type 

D.  Temperature  Range 

E.  Optional  Processing 

AMPAL16R6 


-  E.  OPTIONAL  PROCESSING 

Blank  -  Standard  processing 
B  «  Burn  In 


D.  TEMPERATURE  RANGE 

C  -  Commercial  (0  to  +  75°C) 

£  =  Extended  Commercial  (-55  to  +125°C) 


C.  PACKAGE  TYPE 

P  -  20-Pin  Plastic  DIP  (PD  020) 
D  =  20-Pin  Ceramic  DIP  (CD  020) 
J  -  20-Pin  Plastic  Leaded  Chip  Carrier 
(PL  020) 

L  -  20-Pin  Ceramic  Leadless  Chip  Carrier 
(CL  020) 


B.  SPEED/POWER 

See  Product  Selector  Guide 


A.  DEVICE  NUMBER/DESCRIPTION 

AmPALI  6R8  Family 

20-Pin  IMOX  Programmable  Array  Logic 


Valid  Combinations 

AMPAL16R8/B/A/AL/L/Q 

PC,  DC,  DCB,  DE. 
JC.  LC.  LE 

AMPALI  6R6/B/A/AL/L/Q 

AMPAL1 6R4/B/A/AL/L/Q 

AMPAL16L8/B/A/AL/L/Q 

Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations,  to  check  on  newly  released  combinations,  and 
to  obtain  additional  data  on  AMD  s  standard  military  grade 
products. 
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Ordering  Information  (Cont'd.) 

APL  Products 

AMD  products  for  Aerospace  and  Defense  applications  are  available  in  several  packages  and  operating  ranges.  APL  (Approved 
Products  List)  products  are  fully  compliant  with  MIL-STD-883C  requirements.  CPL  (Controlled  Products  List)  products  are 
processed  in  accordance  with  MIL-STD-883C,  but  are  inherently  non-compliant  because  of  package,  solderability,  or  surface 
treatment  exceptions  to  those  specifications.  The  order  number  (Valid  Combination)  for  APL  products  is  formed  by  a 
combination  of:  A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Device  Class 

D.  Package  Type 

E.  Lead  Finish 


AMPAL16R8 


m. 


E.  LEAD  FINISH 

A  -  Hot  Solder  DIP 


D.  PACKAGE  TYPE 

R  -  20-Pin  Ceramic  DIP  (CD  020) 
2  -  20-Pin  Ceramic  Leadless  Chip 

Carrier  (CL  020) 
S  -  20-Pin  Ceramic  Flatpack  (CF  020) 


C.  DEVICE  CLASS 

IB  -  Class  B 


B.  SPEED  OPTION 

See  Product  Selector  Guide 


A.  DEVICE  NUMBER/DESCRIPTION 

AmPAL16R8  Family 

20-Pin  IMOX  Programmable  Array  Logic 


Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations  or  to  check  for  newly  released  valid 
combinations. 

Group  A  Tests 

Group  A  tests  consist  of  Subgroups  1,  2,  3,  4,  9,  10,  11. 


Valid  Combinations 


AMPAL1 6R8/B/A/AL/L/Q 


AMPAL1 6R6/B/A/AL/L/Q 


AMPAL16R4/B/A/AL/L/Q 


AMPAL16L8/B/A/AL/L/Q 


/BRA,  /B2A. 
/BSA 


£1 
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DESC  Certified  PAL  Devices 


Generic 

AMD  Part  Number 

DESC  Numbers 

16L8 

AmPALI  6L8A/BRA 

8103607RX 

AmPALI  6L8A/B2A 

81036072X 

AmPALI  6L8A/BSA 

8103607SX 

AmPALI  6L8L7BRA 

810361 1RX 

AmPAL16L8UB2A 

81036112X 

AmPALI  6L8L/BSA 

8103611SX 

AmPALI  6L8/BRA 

8103601 RX 

AmPALI  6L8/B2A 

81036012X 

16R8 

AmPALI  6R8A/BRA 

8103608RX 

AmPALI  6R8A/B2A 

81036082X 

AmPALI  6R8A/BS  A 

8103608SX 

AmPALI  6R8L/BRA 

8103612RX 

AmPALI  6R8L/B2A 

81036122X 

AmPAL16R8LVBSA 

8103612SX 

AmPALI  6R8/BRA 

8103602RX 

AmPALI  6R8/B2A 

81036022X 

16R6 

AmPALI  6R6A/BRA 

8103609RX 

AmPALI  6R6A/B2A 

81036092X 

AmPALI  6R6A/BSA 

8103609SX 

AmPALI  6R6LVBRA 

8103613RX 

AmPAL16R6L'B2A 

81036132X 

AmPAL16R6L/BSA 

8103613SX 

AmPALI  6R6/BRA 

8103603RX 

AmPALI  6R6/B2A 

81036032X 

16R4 

AmPALI  6R4A/BRA 

8103610RX 

AmPALI  6R4A/B2A 

81036102X 

AmPALI  6R4A/BSA 

8103610SX 

AmPALI  6R4L/BRA 

8103614RX 

AmPALI  6R4L/B2A 

81036142X 

AmPAL16R4L/BSA 

8103614SX 

AmPALI  6R4/BRA 

8103604RX 

AmPA|.16R4/B2A 

81036042X 
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Functional  Description 

AMD  PAL  Family  Characteristics 

All  members  of  the  AMD  PAL  Family  have  common  electrical 
characteristics  and  programming  procedures.  All  parts  are 
produced  with  a  fusible  link  at  each  input  to  the  AND-gate 
array,  and  connections  may  be  selectively  removed  by  apply- 
ing appropriate  voltages  to  the  circuit. 

Initially  the  AND  gates  are  connected,  via  fuses,  to  both  the 
TRUE  and  complement  of  each  input.  By  selective  program- 
ming of  fuses  the  AND  gates  may  be  "connected"  to  only  the 
TRUE  input  (by  blowing  the  complement  fuse),  to  only  the 
complement  input  (by  blowing  the  TRUE  fuse),  or  to  neither 
type  of  input  (by  blowing  both  fuses)  establishing  a  logical 
"don't  care."  When  both  the  TRUE  and  complement  fuses 
are  left  intact  a  logical  FALSE  results  on  the  output  of  the  AND 
gate,  while  all  fuses  blown  results  in  a  logical-TRUE  state.  The 
outputs  of  the  AND  gates  are  connected  to  fixed-OR  gates. 
The  only  limitations  imposed  are  the  number  of  inputs  to  the 
AND  gates  (up  to  16)  and  the  number  of  AND  gates  per  OR 
(up  to  8). 

All  parts  are  fabricated  with  AMD's  fast  programming,  highly 
reliable 

implemented  programming  algorithm,  these  products  can  be 
rapidly  programmed  to  any  customized  pattern.  Extra  test 
words  are  pre-programmed  during  manufacturing  to  ensure 
extremely  high  field  programming  yields  (  >  98%),  and  provide 
extra  test  paths  to  achieve  excellent  parametric  correlation. 


Power-Up  RESET 

The  registered  devices  in  the  AMD  PAL  family  have  been 
designed  to  reset  during  system  power-up.  Following  power- 
up,  all  registers  will  be  initialized  to  zero,  setting  all  the  outputs 
to  a  logic  1.  This  feature  provides  extra  flexibility  to  the 
designer  and  is  especially  valuable  in  simplifying  state  ma- 
chine initialization. 

PRELOAD 

AMD  PAL  devices  are  designed  with  unique  PRELOAD 
circuitry  that  provides  an  easy  method  of  testing  registered 
devices  for  logical  functionality.  PRELOAD  allows  any  arbitrary 
state  value  to  be  loaded  into  the  registered  output  of  an  AMD 
PAL  device. 

A  typical  functional  test  sequence  would  be  to  verify  all 
possible  state  transitions  for  the  device  being  tested.  This 
requires  the  ability  to  set  the  state  registers  into  an  arbitrary 
"present  state"  value  and  to  set  the  device  inputs  to  any 
arbitrary  "present  input"  value.  Once  this  is  done,  the  state 
machine  is  clocked  into  a  new  state  or  "next  state."  The  next 
state  is  then  checked  to  validate  the  transition  from  the 
present  state.  In  this  way  any  state  transition  can  be  checked. 


Platinum-Silicide  Fuse  technology.  Utilizing  an  easily        Security  Fuse 


An  additional  fuse  is  provided  on  each  AMD  PAL  circuit  to 
prevent  unauthorized  copying  of  AMD  PAL  device  fuse  pat- 
terns when  design  security  is  desired.  Blowing  the  security 
fuse  blocks  entry  to  the  fuse  pattern  verify  mode. 


£t  Monolithic  FJJ  Memories  lA 
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Figure  1.  AmPALI 6R8  Logic  Diagram 
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BD001980 

Figure  2.  AmPAL16R6  Logic  Diagram 


£1  Monolithic  PJJ  Memories  £1 


5-193 


AmPALI  6R8  Family 


AmPAL16R8  Family 


Applications 

PRELOAD  of  Registered  Outputs 

AMD  PAL  registered  outputs  are  designed  with  extra  circuitry 
to  allow  loading  each  register  asynchronously  to  either  a  HIGH 


or  LOW  state.  This  feature  simplifies  testing  since  any  initial 
state  for  the  registers  can  be  set  to  optimize  test  sequencing. 

The  pin  levels  and  timing  necessary  to  perform  the  PRELOAD 
function  are  detailed  below: 


Par. 

Mm.  Max. 

vHh 

10  12 

VlLP 

0  0.5 

V|HP 

24  5.5 

VCCH 

5.4  6.0 

PF001141 


Level  forced  on  registered  output 
pin  during  PRELOAD  cycle 

State  of  the  output 
pin  after  cycle 

Vhh 

HIGH 

0  V  to  VCCH  or  OPEN 

LOW 

Power-Up  Reset 

The  registered  devices  in  the  AMD  PAL  Family  have  been 
designed  to  reset  during  system  power-up.  Due  to  the  asyn- 
chronous operation  of  the  power-up  reset  and  the  wide  range 
of  ways  Vcc  can  rise  to  its  steady  state,  two  conditions  are 


required  to  ensure  a  valid  power-up  reset.  These  conditions 
are: 

1.  The  Vcc  rise  must  be  monotonic. 

2.  Following  reset,  the  clock  input  must  not  be  driven  from  low 
to  high  until  all  applicable  input  and  feedback  setup  times 
are  met. 


REGISTERED 
OUTPUT 


_  tpR  _ 

/// 

< 

vcc 


WF022300 


Parameters 

Description 

Mln. 

Typ. 

Max. 

Units 

tPR 

Power-Up 
Reset  Time 

600 

1000 

ns 

ts 

Input  or  Feedback 
Setup  Time 

See  Switching 
Characteristics 

'w 

Clock  Width 
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Absolute  Maximum  Ratings 

Storage  Temperature  -65  to  +150°C 

Supply  Voltage  to  Ground  Potential 

(Pin  20  to  Pin  10)  Continuous  -0.5  to  +7.0  V 

DC  Voltage  Applied  to  Outputs 

(Expept  During  Programming)  -0.5  V  to  +Vcc  Max. 

DC  Voltage  Applied  to  Outputs 

During  Programming   21  V 

Output  Current  Into  Outputs  During 

Programming  (Max  Duration  of  1  sec)  200  mA 

DC  Input  Voltage  -0.5  to  +5.5  V 

DC  Input  Current  -30  to  +5  mA 

Stresses  above  those  listed  under  ABSOLUTE  MAXIMUM 
RATINGS  may  cause  permanent  device  failure.  Functionality 
at  or  above  these  limits  is  not  implied.  Exposure  to  absolute 
maximum  ratings  for  extended  periods  may  affect  device 
reliabiity. 

DC 


Operating  Ranges 

Commercial  (C)  Devices 

Temperature  (Ta)  0  to  +  75°C 

Supply  Voltage  (VCc)   +4.75  to  +5.25  V 

Extended  Commercial  (E)  Devices 

Temperature  (Ta)  -55°C  Min. 

Temperature  (Tq)  +  125°C  Max. 

Supply  Voltage  (Vcc)   +  4.50  to  +5.50  V 

Military  (M)  Devices* 

Temperature  (Ta)  -55°C  Min. 

Temperature  (Tc)  +  125°C  Max. 

Supply  Voltage  (Vcc)   +4.50  to  +5.50  V 

Operating  ranges  define  those  limits  between  which  the 
functionality  of  the  device  is  guaranteed. 

•Military  product  100%  tested  at  TC  =  +25°C,  +125°C, 
and  -55°C. 


Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  1,2,3,4  tests 
unless  otherwise  noted 


Pa  rami 
Symt 

iter 
ol 

Parameter 
Description 

Test  Conditions 

Min. 

Typ. 

(Note  1) 

Max. 

Units 

'OH 

Diitnnt  HIGH  Vnltane 

Vcc  -  Min.. 
Vin  -  Vih 
or  V|L 

"O" 

l0H--2mA  COM'L 

2.4 

3.5 

V 

All  others 

IOH--3.2  mA  COM'L 

IOH--2  mA  MIL 

Vol 

Output  LOW  Voltage 

Vcc  -  Min., 
Vin  =  VIH 
or  V|L 

"B,"  "A,"  "Std." 
"AL,"  &  "L" 

lOL  =  24  mA  COM'L 

0.5 

V 

l0L-  12  mA  MIL 

"Q" 

IOL-12  mA  COM'L 

Iql  -  8  mA  MIL 

(Note  . 

') 

Input  HIGH  Level 

Guaranteed  Input  Logical  HIGH 
Voltage  for  All  Inputs 

2.0 

5.5 

V 

vrn 

(Note  . 

') 

Input  LOW  Level 

Guaranteed  Input  Logical  LOW 
Voltage  for  All  Inputs 

0.8 

V 

IlL 

Input  LOW  Current 

Vqc  "  Max., 
I!N  =  0.40  V 

"B,"  "AL,"  &  "Q" 

-20 

-100 

uA 

"A."  "L,"  &  "Std." 

-20 

-250 

l|H 

Input  HIGH  Current 

VCc  =  Max.,  Vim-2.7  V 

25 

uA 

h 

Input  HIGH  Current 

vCc  =  Max..  V|N  -  5.5  V 

1.0 

mA 

isc 

Output  Short-Circuit  Current 

VCc  =  Max.,  V0UT  =  0.5  V  (Note  3) 

-30 

-60 

-90 

mA 

ice 

Power  Supply  Current 

All  Inputs  =  GND, 
Vcc  -  Max. 

16L8A, 
16L8, 

110 

155 

mA 

16L8L, 

55 

80 

16R8B,  16R6B,  16R4B. 
16L8B,  16R8A,  16R6A. 
16R4A,  16R6,  16R6,  16R4 

180 

16R8L,  16R6L,  16R4L. 
16L8AL.  16R8AL.  16R6AL, 
16R4AL 

60 

90 

16L8Q,  16R8Q.  16R6Q. 
16R4Q 

45 

V| 

Input  Clamp  Voltage 

Vcc  =  Min.,  Iin=-1B  mA 

-0.9 

-1.2 

V 

lOZH 

Output  Leakage  Current 
(Note  4) 

Vcc  -  Max.,  V|n  -  V|Lor  V|H 

V0  -  2.7  V 

100 

uA 

'OZL 

V0  -  0.4  V 

-100 

C]N 

Input  Capacitance 

Vim  -  2  0  V  9  f  -  1  MHz  (Note  S) 

6 

pF 

COUT 

Output  Capacitance 

Vqut  =  2.0  V  9  1  -  1  MHz  (Note  5) 

9 

Notes:  1 

i 
: 

4 
i 

Typical  limits  are  at  Vcc  =  5.0  V  and  Ta  =  25°C. 
.  These  are  absolute  values  with  respect  to  device  ground  and  all  overshoots  due  to  system  or  tester  noise  are  included. 

Not  more  than  one  output  should  be  tested  at  a  time  Duration  of  the  short  circuit  should  not  be  more  than  one  second. 

VouT  =  0.5V  has  been  chosen  to  avoid  test  problems  caused  by  tester  ground  degradation. 
.  I/O  pin  leakage  is  the  worst  case  of  Irjzx  or  t|x  (where  X  =  H  or  L) 
.  These  parameters  are  not  100%  tested,  but  are  periodically  sampled. 

03323CO 
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iu,  11  lesis  unless  otnerwise  noted 


Commercial  Range 


"B"  Version 

"A"  &  "AL" 
Version 

"Std,"  "L"  & 
Versions 

"Q" 

N 

o. 

Parameter 
Symbol 

Parameter 
Description 

Min. 

Typ. 

(Note  1) 

Max. 

Min. 

Typ. 

(Note  1) 

Max. 

Min. 

Typ. 

(Note  1) 

Max. 

Units 

> 

tpD 

Input  or  Feedback  to  Non-Registered 
Output  16L8,  16R6,  16R4. 

12 

15 

17 

25 

23 

35 

ns 

2 

tEA 

Innnt  tn  Oittnut  Fnahlp  1RIA  1RRR 

16R4,  16H8 

12 

1 5 

1 7 

25 

23 

35 

ns 

tER 

Inni  .I   tn   Di  itm  it    nicahla    1  fil  O  1RPfi 
HipUt    IU   UUipUl    L/l&dUlD     I  QLu,  IDny, 

16R4,  16H8 

12 

15 

17 

25 

23 

35 

ns 

tpzx 

Pin  11  to  Output  Enable  16R8.  16R6, 
16R4 

8 

15 

12 

20 

17 

ns 

tpxz 

Pin  11  to  Output  Disable  16R8,  16R6, 
1 6R4 

8 

15 

12 

20 

17 

25 

ns 

too 

Clock  fo  Output  16R8,  16R6,  16R4 

8 

12 

12 

15 

17 

25 

ns 

f 

ts 

Input  or  Feedback  Setup  Time  16R8, 
16R6,  16R4 

13 

10 

20 

15 

30 

20 

ns 

8 

tH 

Hold  Time  16R8,  16R6,  16R4 

0 

-8 

0 

-10 

0 

-10 

ns 

9 

tp 

Clock  Period  (ts  +  tco) 

25 

35 

55 

ns 

10 

tw 

Clock  Width 

10 

15 

25 

ns 

11 

'max. 

Maximum  Frequency 

40 

28.5 

18 

MHz 

■Jotes:  1 .  Typical  limits  are  at  Vqc  =  5.0  V  and  Ta  =  25°C. 

2.  tpo  is  tested  with  switch  Si  closed  and  C|_  =  50  pF. 

3.  For  three-state  outputs,  output  enable  times  are  tested  with  Ci_  =  50  pF  to  the  1.5  V  level;  St  is  open  for  high  impedance  to  HIGH 
tests  and  closed  for  high  impedance  to  LOW  tests.  Output  disable  times  are  tested  with  Cl  =  5  pF.  HIGH  to  high  impedance  tests 
are  made  to  an  output  voltage  of  Voh-0.5  V  with  Si  open;  LOW  to  high  impedance  tests  are  made  to  the  Vol  +  0.5  v  level 
with  Si  closed. 

1 

Military  Range 

"B"  Version 

"A"  &  "AL" 
Version 

"Std,"  "L"  & 
Versions 

"Q" 

No. 

Parameter 
Symbol 

Parameter 
Description 

Mln. 

Typ. 

(Note  1) 

Max. 

Min. 

Typ. 

(Note  1) 

Max. 

Mln. 

Typ. 

(Note  1) 

Max. 

Units 

1 

tPD 

Input  or  Feedback  to  Non-Registered 
Output  16L8,  16R6.  16R4. 

12 

20 

17 

30 

23 

40 

ns 

; 

tEA 

Input  to  Output  Enable  16L8,  16R6, 
I6H4  16H8 

12 

20 

17 

30 

23 

40 

ns 

: 

tER 

Input  to  Output  Disable  16L8.  16R6. 
16R4,  16H8 

12 

20 

17 

30 

23 

40 

ns 

i 

tpzx 

Pin  11  to  Output  Enable  16R8.  16R6, 

8 

20 

12 

25 

STD  L 

17 

25 

ns 

16H4 

O 

30 

j 

tpxz 

Pin  11  to  Output  Disable  16R8,  16R6. 

8 

20 

12 

25 

STD  L 

17 

25 

ns 

16R4 

O 

30 

e 

tco 

Clock  lo  Output  16R8,  16R6.  16R4 

8 

15 

12 

20 

17 

25 

ns 

71 

ts 

Input  or  Feedback  Setup  Time  16R8. 
16R6,  16R4 

18 

10 

25 

15 

35 

20 

ns 

8 

tH 

Hold  Time  16R8,  16R6.  16R4 

0 

-8 

0 

-10 

0 

-10 

ns 

9 

IP 

Clock  Period  (ts  +  tco) 

33 

45 

60 

ns 

10 

tw 

Clock  Width 

12 

20 

25 

ns 

1 1 

fMAX. 

Maximum  Frequency 

30 

22 

16.5 

MHz 

Notes;  1 .  Typical  limits  are  at  Vcc  -  5.0  V  and  TA  -  25°C. 

2.  tpo  is  tested  with  switch  Si  closed  and  Cl  =  50  pF 

3.  For  three-state  outputs,  output  enable  times  are  tested  with  C|_  =  50  pF  to  the  1.5  V  level;  Si  is  open  for  high  impedance  to 
HIGH  tests  and  closed  for  high  impedance  to  LOW  tests.  Output  disable  times  are  tested  with  Cl  -  5  pF.  HIGH  to  high 
impedance  tests  are  made  to  an  output  voltage  of  Voh  -  0.5  V  with  S,  open;  LOW  to  high  impedance  tests  are  made  to  the 
Vql  +  0-5  V  level  with  Si  closed. 
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AmPALI  6R8  Family 


Switching  Test  Circuit 


VCC  O      O  5  V 


f»2  <        =F  CL 


OUTPUTS 


TC003050 


Note:  Ci  and  C2  are  to  bypass  Vcc  to  ground. 


TEST  OUTPUT  LOADS 

Name 

"Std,"  "B,"  "A,"  "AL"  &  "L" 

"Q" 

Commercial 

Military 

Commercial 

Military 

Rl 

200  n 

390  n 

390  n 

600  P. 

R2 

390  n 

750  a. 

750  n 

1200  n 

C1 

1  mf 

1  yF 

1  nF 

1  MF 

c2 

0.1 

0.1  /jF 

0.1 

0.1  MF 

50  pF 

50  pF 

50  pF 

50  pF 

5-199 


AmPALI  6R8  Family 


Switching  Waveforms 


-®- 


i  i  


M-ffi 


—  © 


3 


\-®-\ 


m-m. 


Key  to  Timing  Diagram 


WAVEFORM 

INPUTS 
MUST  BE 

OUTPUTS 
WILL  BE 

m 

STEADY 

MAY  CHANGE 
FROM  H  TO  L 

STEADY 

WILL  BE 
CHANGING 
FROM  H  TO  L 

////// 

MAY  CHANCE 
FROM  L  TO  M 

DON'T  CARE. 

WILL  BE 
CHANGING 
FROM  L  TO  H 

CHANGING: 

m 

M 

ANY  CHANGE 
PERMITTED 

DOES  NOT 
APPLY 

STATE 
UNKNOWN 

CENTER 
LINE  IS  HIGH 
IMPEDANCE 
"OFF  -  STATE 

Output  Circuitry 
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AmPAL.1 6R8  Family 


Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81) 


5 


5-201 


MfTlfALl  iJKO 

0-Pin  IMOX™  Programmable  Array  Logic 


c 

D 


istinctive  Characteristics 


•  Individually  programmable  output  polarity  on  each 
output 

•  Pin  compatible  superset  of  most  combinatorial  20-pin 
PAL  devices 

•  Eight  logical  product  terms  per  output  for  increased 
logic  power 

•  Increased  input/output  flexibility 

-  18  possible  array  inputs 

-  Eight  bidirectional  l/Os  with  individually  controllable 
output  enable 


•  Ultra  high-speed  version  tpp  -  1 5  ns  maximum 

•  Suoerior  aualitv 

-  AC  and  DC  parametric  testing  performed  on 
every  part 

-  Extensive  on-chip  test  circuitry  ensures  post-program- 
ming functional  yield  (PPFY)  of  99.9% 

•  Platinum-Silicide  fuses  ensure  high  programming 
yield  >  98%,  fast  programming  and  unsurpassed  reli- 
ability 

•  Replaces  13  combinatorial  20-Pin  PAL  devices 


General  Description 

The  AmPAL18P8  is  an  ultra  high-performance,  functionally 
enhanced  20-pin  Programmable  Array  Logic  element.  It 
utilizes  the  familiar  sum-of-products  (AND-OR)  structure 
allowing  users  to  program  custom  logic  functions  to  pre- 
cisely fit  their  application. 

The  AmPAL18P8  offers  significantly  enhanced  functional 
capabilities  when  compared  to  other  combinatorial  20-pin 
PAL  devices.  These  include  two  additional  bidirectional  I/O 
pins  as  well  as  additional  product  terms  (bringing  each 
output  to  eight  logical  and  one  three-state  control  product 


term)  for  extra  logic  power.  The  device  also  features 
individually  user  programmable  output  polarity,  giving  the 
designer  the  capability  to  handle  both  active  HIGH  and 
active  LOW  outputs  on  the  same  device. 

A  wide  variety  of  speed/power  selections  is  available, 
allowing  precise  matching  to  system  requirements.  The 
ultra  high-speed  version  offers  15  ns  maximum  input  to 
output  propagation  delay,  opening  up  many  new  applica- 
tions for  the  use  of  programmable  logic. 


Block  Diagram 


!^0— p)E>—j— E3 1/ 


PRODUCT  SELECTOR  GUIDE 


 «-  ! 


Family 
Pari  No. 

AmPAL18P8 

Power 
Grade 

Quarter 
Power 

Half 
Power 

Full 
Power 

Ordering 
Part  No. 

18P8Q 

18P8L 

18P8AL 

18  PSA 

18P8B 

Speed 
Grade 

Standard 
Speed 

High 
Speed 

Ultra 
High 
Speed 

Max. 
Acceee 
Time  (ne) 

STD 

APL 

STD 

APL 

STD 

APL 

STD 

APL 

STD 

APL 

35 

40 

35 

40 

25 

30 

25 

30 

15 

20 

Max. 

Operating 

Current 

(mA) 

55 

90 

180 

-O-pjO-j-eaw 


STD  -  AMD  "Standard"  products 

APL -AMD   Approved  Products  List"  products 


BD005942 


05799E/0 
JANUARY  1988 


■CI  Monolithic  KJEII  Memories  (H 


AmPAL18P8 


Connection  Diagrams 

Top  View 


LCC* 


CD009210 

Note:  Pin  1  is  marked  for  orientation. 


CDO09220 

•Same  Pinouts  apply  for  PLCC. 


Ordering  Information 

Standard  Products 

AMD  standard  products  are  available  in  several  packages  and  operating  ranges.  The  order  number  (Valid 
Combination)  is  formed  by  a  combination  of:  A.  Device  Number 

B.  Speed/Power  Option 

C.  Package  Type 

D.  Temperature  Range 

E.  Optional  Processing 

AMPAL18P8 


-  E.  OPTIONAL  PROCESSING 

Blank  =  Standard  processing 

-  O.  TEMPERATURE  RANGE 

C  -  Commercial  (0  to  +  70°C) 

E  =  Extended  Commercial  (-55  to  +  125°C) 

-C.  PACKAGE  TYPE 

P  =  20-Pin  Plastic  OIP  (PD  020) 
D  -  20-Pin  Ceramic  DIP  (CO  020) 
J  =  20-Pin  Plastic  Leaded  Chip  Carrier 
(PL  020) 

L  -  20-Pin  Ceramic  Leadless  Chip  Carrier 
(CL  020) 


-A.  DEVICE  NUMBER/DESCRIPTION 

AmPAL18P8 

20-Pin  (MOX  Programmable 
Array  Logic 


Valid  Combinations 

AMPAL18P8B 

AMPAL18P8A 

PC,  DC.  DE. 
JC,  LC,  LE 

AMPAL18P8AL 

AMPAL18P8L 

AMPAL18P8Q 

SPEED/POWER  OPTION 

B  -  Ultra  High  Speed/Standard 
A  =  High  Speed/Standard  Power 
AL  -  High  Speed/Halt  Power 
L  -  Standard  Speed/Half  Power 
Q  -  Standard  Speed/Quarter  Power 


Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations,  to  check  on  newly  released  combinations,  and 
to  obtain  additional  data  on  AMD's  standard  military  grade 
products. 


Monolithic 


Memories  I 
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AmPAL18P8 


Ordering  Information  (Cont'd.) 

APL  Products 

AMD  products  for  Aereospace  and  Defense  applications  are  available  in  several  packages  and  operating  ranges. 
APL  (Approved  Products  List)  products  are  fully  compliant  with  MIL-STD-833C  requirements.  The  order  number 
(Valid  Combination)  for  APL  products  is  formed  by  a  combination  of: 

A.  Device  Number 

B.  Speed/Power  Option 

C.  Device  Class 

D.  Package  Type 

E.  Lead  Finish 


AMPAL18PB 


-  E.  LEAD  FINISH 

A  -  Hot  Solder  DIP 


D.  PACKAGE  TYPE 

R  -  20-Pin  Ceramic  DIP 
(CD  020) 

2  -  20-Pin  Ceramic  Leadless  Chip  Carrier 
(CL  020) 


C.  DEVICE  CLASS 

/B  -  Class  B 


B.  SPEED/POWER  OPTION 

B  =  Ultra  High  Speed/Standard  Power 
A  -  High  Speed/Standard  Power 
AL  -  High  Speed/Half  Power 
L  -  Standard  Speed/Half  Power 
Q  -  Standard  Speed/Quarter  Power 


A.  DEVICE  NUMBER/DESCRIPTION 

AmPAL18P8 

20-Pin  IMOX  Programmable 
Array  Logic 


Valid  Combinations 

AMPAL18P8B 

/BRA,  /B2A 

AMPAL18P8A 

AMPAL18P8AL 

AMPAL18P8L 

AMPAL18P8Q 

Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations  or  to  check  for  newly  released  valid 
combinations. 


Group  A  Tests 

Group  A  tests  consist  of  Subgroups 
1,  2,  3,  7,  8,  9,  10,  11 


The  AmPAL18P8  can  be  used  as  a  functional  and  pin-for-pin  replacement  for  each  of  the  following  20-pin  devices: 

PAL10H8  PAL14L4 

PAL12H6  PAL16L2 

PAL14H4  PAL16P8 

PAL16H2 

PAL10L8 

PAL12L6 


AmPAL18P8 


0>11         *     I    1     '         I  < 


Logic  Diagram 

INPUTS  (0-35) 


7  m  n    «>  n  a  »    mus    m  n  x  >  i    »  »  v  » 


oiii     «  s  *  f  | 


i>  »  is    it  l'  <t  it     k  ii  n  n     ni)»n     «»»)'    »  m  m  h 


Eighteen  Array  Inputs  Eight   S-Wlde  AND-OR  Structures 

10  dedicated  -    Combinatorial  outputs 

8  bidirectional  I/O        -    Programmable  output  enable  for  each  output 
Programmable  polarity  on  each  output 


LD000040 
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The  AmPAL18P8  is  a  functionally  enhanced  Programmable 
Array  Logic  (PAL)  device.  The  Block  Diagram  on  page  ?? 
shows  the  basic  architecture  of  the  AmPAL18P8.  There  are  up 
to  eighteen  inputs  and  eight  outputs  available.  The  inputs  are 
connected  to  a  programmable  AND  array  which  contains  72 
logical  product  terms.  Initially  the  AND  gates  are  connected, 
via  fuses,  to  both  the  true  and  complement  of  every  input.  By 
selective  programming  of  fuses,  the  AND  gates  may  be 
"connected"  to  only  the  true  input  (by  blowing  the  comple- 
ment fuse)  to  only  the  complement  input  (by  blowing  the  true 
fuse),  or  to  neither  type  of  input  (by  blowing  both  fuses), 
establishing  a  logical  "don't  care."  When  both  the  true  and 
complement  fuses  are  left  intact,  a  logical  false  results  on  the 
output  of  the  AND  gate.  An  AND  gate  with  all  fuses  blown  will 
assume  the  logical  true  state. 

The  AmPAL18P8  has  a  possible  maximum  of  18  input  pins, 
two  more  than  previous  20-pin  PAL  devices.  The  extra  inputs 
extend  the  functional  capabilities  of  the  device,  which  reduces 
design  limitations,  making  it  easier  to  design  with  and  more 
flexible. 

The  AmPAL18P8  can  be  programmed  with  more  complex 
logic  equations  due  to  the  eight  product  terms  and  one  control 
term  for  each  output.  The  control  terms  also  allow  for  each  of 
the  eight  bi-directional  l/Os  to  be  three-stated,  greatly  expand- 
ing the  realm  of  design  possibilities. 

The  eight  bi-directional  I/O  pins  enhance  the  usefulness  of  the 
AmPAL18P8  by  allowing  for  greater  complexity  of  logic 
equations  and  hence  more  logic  power. 

The  AmPAL18P8  also  has  programmable  output  polarity, 


giving  the  designer  the  choice  of  either  active  HIGH  or  active 
LOW  on  each  of  the  eight  outputs.  This  simplifies  the  task  of 
programming  the  AmPAL18P8  and  allows  more  freedom  in 
optimizing  the  logic  functions.  The  high-speed  version  of  the 
AmPAL18P8  boasts  15  ns  maximum  input-to-output  propaga- 
tion delay,  and  creates  new  possibilities  for  the  use  of  pro- 
grammable logic  devices  in  a  wide  variety  of  applications. 

The  AmPAL18P8  is  manufactured  using  Advanced  Micro 
Devices'  IMOX  oxide  isolation  process.  This  advanced  pro- 
cess permits  an  increase  jn  density  and  a  decrease  in  internal 
capacitance,  resulting  in  the  fastest  possible  programmable 
logic  devices.  The  AmPAL18P8  is  fabricated  with  AMD's  fast- 
programming,  highly  reliable  Platinum-Silicide  Fuse  technolo- 
gy. Utilizing  an  easily  implemented  programming  algorithm, 
these  products  can  be  rapidly  programmed  to  any  customized 
pattern. 

Platinum-Silicide  was  selected  as  the  fuse-link  material  to 
achieve  a  well-controlled  melt  rate,  resulting  in  large  non- 
conductive  gaps  that  ensure  very  stable,  long-term  reliability. 
Extensive  operating  testing  has  proven  that  this  low-field, 
large  gap  technology  offers  high  reliability. 

The  AmPAL18P8  has  been  designed  with  extensive  internal 
test  circuitry  that  allows  the  programming  and  operating 
circuitry  in  the  part  to  be  thoroughly  tested  at  the  factory 
before  programming.  This  assures  excellent  programming 
yield  and  functional  performance  to  data  sheet  parameters 
after  programming.  The  Post-Programming  Functional  Yield 
(PPFY)  for  this  device  is  consistently  better  than  99.9%. 

Programmer/Development  Systems 

Refer  to  Programmer  Reference  Guide 


Input/Output  Diagrams 


Output 


OUTPUT 

J 
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Commercial  (C)  Devices 

Temperature  (TA)  0  to  +  75°C 

Supply  Voltage  (VCc)   +  4.75  to  +5.25  V 

Extended  Commercial  (E)  Devices 

Temperature  (TA)  -55°C  Min. 

Temperature  fjc)  +  125°C  Max. 

Supply  Voltage  (Vcc)   +4.50  to  +5.50  V 

Military  (M)  Devices 

Temperature  0a)  -55°C  Min. 

Temperature  0c)  +  125°C  Max. 

Supply  Voltage  (VCc)   +  4.50  to  +5.50  V 

Operating  ranges  define  those  limits  between  which  the 
functionality  of  the  device  is  guaranteed. 


DC  Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  1,  2,  3 
unless  otherwise  noted 


Storage  Temperature  -65  to  +150°C 

Supply  Voltage 

with  Respect  to  Ground  -0.5  to  +7.0  V 

DC  Voltage  Applied  to  Outputs 

(except  during  programming)  -0.5  to  +Vcc  Max. 

DC  Voltage  Applied  to 

Outputs  During  Programming  16  V 

Output  Current  Into  Outputs 

During  Programming 

(Maximum  duration  of  1  second)  200  mA 

DC  Input  Voltage  -0.5  to  +5.5  V 

DC  Input  Current  -30  to  +5.0  mA 

Stresses  above  those  listed  under  ABSOLUTE  MAXIMUM 
RA  TINGS  may  cause  permanent  device  failure.  Functionality 
at  or  above  these  limits  is  not  implied.  Exposure  to  absolute 
maximum  ratings  for  extended  periods  may  affect  device 
bility. 


Parame 
— Symfr 

ter 

Parameter 
Description 

Test  Conditions 

Min. 

Tun 

typ. 

(Note  1) 

Max. 

Units 

V0H 

Output  HIGH  Voltage 

Vcc  -  Min.. 
Vin- 
Vih  or 
VlL 

Ioh  --3.2  mA 

18P8A.  18P8B 

COM'L 

2.4 

3.5 

Volts 

18P8L,  18P8AL 

lOH  =-2  mA 

18P6Q 

lOH  =  -  2  mA 

(all  versions) 

MIL 

Vol 

Output  LOW  Voltage 

lOL  =  24  mA 

18P8A.  18P8B 

COM'L 

0.50 

Volts 

18P8L.  18P8AL 

Iol  -  12  mA 

18P8Q 

lOL  =  12  mA 

A,  B.  AL,  L 

MIL 

lOL  =  8  mA 

18P80 

VlH 

(Note  2 

Input  HIGH  level 

Guaranteed  Input  Logical  HIGH  Voltage  for  All  Inputs 

2.0 

Volts 

V|L 

(Note  2 

Input  LOW  level 

Guaranteed  Input  Logical  LOW  Voltage  for  Alt  inputs 

0.8 

Volts 

Ift. 

Input  LOW  Current 

VCc  =  Max.,  V|N  =  0.40  V 

-20 

1 00 

MA 

llH 

Input  HIGH  Current 

VCC -Max..  VlN-2.7  V 

25 

uA 

ll 

Input  HIGH  Current 

VCC  -  Max.,  Vin  -  5.5  V 

1.0 

mA 

isc 

Output  Short  Circuit  Current 

Vcc  -  Max..  Vqut  =  0.5  V  (Note  3) 

-30 

-60 

-90 

mA 

ice 

Power  Supply  Current 

VCC  -  Max. 

18P8A,  18P8B 

180 

mA 

18P8L,  18P8AL 

90 

18P8Q 

55 

V| 

Input  Clamp  Voltage 

VCC  =  Min.,  ItN  =  -  18  mA 

-0.9 

-1.2 

Volts 

lOZH 

Output  Leakage  Current 

Vcc  -  Max.,  \ 

Vo-27  V 

100 

KA 

lOZL 

IN  "  VILor  VIH 

V0  "  0.4  V 

-250 

Notes:  1 
2 
3 


Capacitance 


Typical  limits  are  at  Vcc  "  5  0  V  and  Ta  -  25°C. 

These  are  absolute  values  with  respect  to  device  ground  and  all  overshoots  due  to  system  or  tester  noise  are  included. 
Not  more  than  one  output  should  be  tested  at  a  time.  Duration  of  trie  short  circuit  should  not  be  more  than  one  second. 
Vqut  -  0.5  V  has  been  chosen  to  avoid  test  problems  caused  by  tester  ground  degradation. 


Parame 
Symbi 

ter 
X 

Parameter 
Description 

Test  Conditions 

Typ. 

Units 

Input  Capacitance 

V|N  «  2.0  V  ®  f  «  1  MHz 

6 

pF 

Cqut 

Output  Capacitance 

Vqut  -  2.0  V  8  1  -  1  MHz 

9 

Note:  These 

capacitance 


parameters  are  not  100%  tested,  but  are  evaluated  at  initial  characterization  and  at  any  time  the  design  is  modified 
may  be  affected. 


amonoMH*,m*~noH~a 
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Key  to  Switching  Waveforms 


WAVEFORM  INPUTS 


//////  MAY  CHANGE 
J  I/ 1/ J  FROM L  TO  H 


DON'T  CARE; 

ANY  CHANGE 
PERMITTED 


SHE 


WILL  BE 
CHANGING 
FROM  H  TO  L 


WILL  BE 
CHANGING 
FROM  L  TOM 


CHANGING. 

STATE 

UNKNOWN 


CENTER 
LINE  IS  HIGH 
IMPEDANCE 
"OFF" STATE 


KS000010 


Switching  Test  Circuit 

vcc  0    O  s  v  S) 
^  - 


O  5  V 


TC003050 


Note: 


Ci  and  C2  are  to  bypass  Vcc  to 
ground  during  testing. 


TEST  OUTPUT  LOADS 

Power 
Grade 

R,  (12) 

R2  (£2) 

CL  (pF) 

Ci  (fiF) 

C2  (uF) 

STD 

APL 

STD 

APL 

STD/APL 

STD/APL 

STD/APL 

16P8B 
A 
AL 
L 

200 

390 

390 

750 

50 

0.1 

0.01 

18P8Q 

390 

600 

750 

1200 

50 

0.1 

0.01 

STD  -  AMD  "Standard"  products 

APL  =  AMD  "Approved  Products  List"  products 


Switching  Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  9, 

10,  11  tests  unless  otherwise  noted 


Parameter 

Description 

Commercial 

Military/Extended 

18P8B 

18P8A/AL 

18P8L/Q 

18P8B 

18P8A/AL 

18P8L/Q 

Typ. 

Max. 

Typ. 

Max. 

Typ. 

Max. 

Typ. 

Max. 

Typ. 

Max. 

Typ. 

Max. 

Units 

tPD 

Input  to  Output  Delay 

12 

15 

15 

25 

25 

35 

12 

20 

15 

30 

25 

40 

ns 

'EA 

Input  to  Output  Enable 

12 

15 

15 

25 

25 

35 

12 

20 

15 

30 

25 

40 

ns 

tER 

Input  to  Output  Disable 

12 

15 

15 

25 

25 

35 

12 

20 

15 

30 

25 

40 

ns 

Notes:  I.  Typical  limits  are  at  Vcc  a  5.0  V  and  TA  «  25°C. 

2.  tpo  is  tested  with  switch  Si  closed  and  C|_  *  50  pF. 

3.  For  three-state  output,  output  enable  times  are  tested  with  C|_  =  50  pF  to  the  1.5  V  level;  Si  is  open  for  high-impedance  to  HIGH 
tests  and  closed  for  high-impedance  to  LOW  tests.  Output  disable  times  are  tested  with  C|_  -  5  pF.  HIGH  to  high-impedance  tests 
are  made  to  an  output  voltage  of  VrjH-0.5  V  with  Si  open;  LOW  to  high-impedance  tests  are  made  to  the  Vql  +  0.5  V  level 
with  Si  closed. 


Switching  Waveform 


AmPALC29MA1 6 


24-Pin 


E  -Based  CMOS  Programmable  Array  Logic 


ADVANCE  INFORMATION 


Distinctive  Characteristics 


High-performance  semi-custom  logic  replacement; 
Electrically  Erasable  (E2)  technology  allows  repro- 
grammability 

16  bidirectional  user-programmable  I/O  logic  macro- 
cells  for  Combinatorial/Registered/Latched  operation 
Output  Enable  controlled  by  a  pin  or  product  terms 
'  'ariable  product  term  distribution  for  increased  design 
exibility 

irammable  clock  selection  with  common  pin  clock/ 
latch  enable  (LE)  or  individual  product  term  clock/LE 
LOW/HIGH  clock/LE  polarity 


Register/ Latch  PRELOAD  permits  full  logical  verifica- 
tion 

Available  in  high-speed  (tpo  =  35  ns,  fMAX  "  20  MHz) 
and  standard-speed  (tpo  =  45  ns,  fMAX  =  15.0  MHz) 
versions 

100%  post-programming  functional  yield  (PPFY),  fast 
programming  and  excellent  reliability  assured  through 
proven  E2PROM  technology 
Full-function  AC  and  DC  testing  at  the  factory 
24-pin  300-mil  DIP  and  28-pin  chip  carrier  packages 


General  Description 

The  AmPALC29MA16  is  a  high-speed,  E2-based  CMOS 
Programmable  Array  Logic  device  designed  for  general 
logic  replacement  in  TTL  or  CMOS  digital  systems.  It  of- 
fers high-speed,  low-power  consumption,  high  program- 
ming yield,  fast  programming  and  excellent  reliability. 
Programmable  logic  devices  (PLDs)  combine  the  flexibility 
of  custom  logic  with  the  off-the-shelf  availability  of  stan- 
dard products,  providing  major  advantages  over  other 
semicustom  solutions  such  as  gate  arrays  and  standard 
cells,  including  reduced  development  time  and  low  up- 
front development  cost. 

The  AmPALC29MA16  uses  the  familiar  sum-of-products 
(AND-OR)  structure,  allowing  users  to  customize  logic 
functions  by  programming  the  device  for  specific  applica- 
tions. It  provides  up  to  twenty-nine  array  inputs  and  sixteen 
outputs.  It  incorporates  AMD's  unique  input/output  logic 
macrocell  which  provides  flexible  input/output  structure 
and  polarity,  flexible  feedback  selection,  multiple  Output 
Enable  choices,  and  a  programmable  clocking  scheme. 
The  macrocells  can  be  individually  programmed  as 
"Combinatorial",  "Registered",  or  "Latched"  with 
active-HIGH  or  active-LOW  polarity.  The  flexibility  of  the 


logic  macrocells  permits  the  system  designer  to  tailor  the 
device  to  particular  application  requirements. 

Increased  logic  power  has  been  built  into  the 
AmPALC29MA1 6  by  providing  a  variable  number  of  logical 
product  terms  per  output.  Eight  outputs  have  four  product 
terms  each,  four  outputs  have  eight  product  terms  each, 
and  the  other  four  outputs  have  twelve  product  terms 
each.  This  variable  product-term  distribution  allows  com- 
plex functions  to  be  implemented  in  a  single  PAL  device. 
Each  output  can  be  dynamically  controlled  by  a  common 
Output  Enable  pin  or  an  individual  Output  Enable  product 
terms.  Each  output  can  also  be  permanently  enabled  or 
disabled. 

System  operation  has  been  enhanced  by  the  addition 
of  common  asynchronous-PRESET  and  RESET  prod- 
uct terms  and  a  power-up  RESET  feature.  The 
AmPALC29MA16  also  incorporates  PRELOAD  and  Ob- 
servability functions  which  permit  full  logical  verification  of 
the  design. 

The  AmPALC29MA16  is  offered  in  the  space-saving  300- 
Mil  DIP  package  as  well  as  chip  carrier  surface-mount 
packages. 
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Connection  Diagrams 


Top  View 
DIPS 


CLK/LE  C  1 

l/OF0  £  3 
l/OF,  £  4 
l/O0  C  5 
l/01  C  6 
l/02  C  7 

i/o3  C  e 
i/of2  n  9 

woF3n  10 

l/OE  £  11 
GND^  12 


24  □  VCC 

□  '3 

□  l/OF7 
21  □  l/OF6 


□  i/o7 

□  i/o6 

□  I/O  5 

□  i/o4 

□  l/OF5 

□  l/OF4 

□  l2 

□  '1 

CD010272 


LCC* 


CDO 10281 


Also  available  in  PLCC.  Pinouts  identical  to  LCC. 

Note:  Pin  1  is  marked  for  orientation. 
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Pin  Description 

The  following  describes  the  functionality  of  all  the  pins  on  the 
24-pin  DIP.  The  28-pin  chip  carrier  has  the  same  functionality 
with  NO  CONNECTS  on  pins  1,8,15,22. 

CLK/LE  (PIN  1): 

Used  as  dedicated  clock/latch  enable  pin  for  all  registers/ 
latches  on  the  device  if  so  selected.  (See  I/O  Logic 
Macrocell  Configurations.)  This  pin  is  a  clock  pin  for 
macrocells  configured  as  registers  and  a  latch  enable  pin  for 
macrocells  configured  as  latches. 

1/51  PIN  (PIN  11): 

Used  as  a  dedicated  input  pin  to  the  AND  array  or  as  the 
Output  Enable  control  pin  (Active  LOW)  for  all  macrocells 
with  pin-controlled  Output  Enable  selected. 

I0-I3  (PINS  2,13,14,23): 

Dedicated  input  pins. 


I/OF0-I/OF7  (PINS  3,4,9,10,15,16,21,22): 

Eight  bidirectional  I/O  pins  with  two  independent  feedback 
paths  to  the  AND  array.  The  first  feedback  path  is  a 
dedicated  I/O  pin  feedback  to  the  AND  array  for 
combinatorial  input.  The  second  feedback  path  consists  of 
direct  register/latch  feedback  to  the  array  (see  Figure  1). 

I/O0-I/O7  (PINS  5,6,7,8,17,18,19,20): 

Eight  bidirectional  I/O  pins  with  user-programmable 
register/latch  or  I/O  pin  feedback  to  the  AND  array  (see 
Figure  1). 

VCc  (PIN  24): 

Supply  Voltage 

GND  (PIN  12): 

Circuit  Ground 


Ordering  Information 


Standard  Products 


AMD  standard  products  are  available  in  several  packages  and  operating  ranges.  The  order  number  (Valid  Combination)  is  formed  by 
a  combination  of:  A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Package  Type 

D.  Temperature  Range 

E.  Optional  Processing 


AMPALC29MA16 


^35 


-E.  OPTIONAL  PROCESSING 

Blank  -  Standard  processing 
B  -  Burn-in 


-  D.  TEMPERATURE  RANGE 

C  =  Commercial  (0  to  +  70°C) 


-C.  PACKAGE  TYPE 

P  -  24-Pin  Slim  Plastic  DIP  (PD3024) 
D  -  24-Pin  Slim  Ceramic  DIP  (CD3024) 
J  -  28-Pin  Plastic  Leaded  Chip  Carrier 
(PL  028) 

L  -  28-Pin  Ceramic  Leadless  Chip  Carrier 
(CL  028) 


-  B.  SPEED  OPTION 

-35  -  35  ns 
-45-45  ns 


-A.  DEVICE  NUMBER/DESCRIPTION 


Valid  Combinations 

AmPALC29MA16-35.  -45 

PC.  DC,  DCB. 
JC,  LC,  LCB 

Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations,  to  check  on  newly  released  combinations,  and 
to  obtain  additional  data  on  AMD's  standard  military  grade 
products. 
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Functional  Description 

Inputs 

The  AmPALC29MA16  has  29  inputs  to  drive  each  product 
term  (up  to  58  inputs  with  both  TRUE  and  complement  ver- 
sions available  to  the  AND  array)  as  shown  in  the  block  dia- 
gram below.  Of  these  29  inputs,  4  are  dedicated  inputs,  16 
are  from  8  I/O  logic  macrocells  with  2  feedbacks,  8  are  from 
other  I, 


Initially  the  AND-array  gates  are  disconnected  from  all  the 
inputs.  This  condition  represents  a  logical  TRUE  to  the  AND 
array.  By  selectively  programming  the  E2cells,  the  AND  array 
may  be  connected  to  either  the  TRUE  input  or  the  comple- 
ment input.  When  both  the  TRUE  and  complement  inputs  are 
connected,  a  logical  FALSE  results  at  the  output  of  the  AND 


l/OE  input 


O  logic  macrocells  with  single  feedback  and  1  is  for 


Block  Diagram 


BD006B60 


LOOIC       —  >    LOGIC       ->    LOOIC       —  >    LOGIC       -■>    LOGIC       -■>  LOOIC 
ACROCELL —  MACROCELL  _  MACROCELL —  MACROCELL  . . MACROCELL . - MACROCELL 


Product  Terms 

The  degree  of  programmability  and  complexity  of  a  PAL 
device  is  determined  by  the  number  of  connections  that  form 
the  programmable-AND  and  OR  gates.  Each  programmable- 
AND  gate  is  called  a  product  term.  The  AmPALC29MA16  has 
178  product  terms.  112  of  these  product  terms  provide  logic 
capability  and  others  are  architectural  product  terms.  Among 
the  control  product  terms,  1  is  for  Observability,  and  1  is  for 
PRELOAD.  The  Output  Enable  of  each  macrocell  can  be 
programmed  to  be  controlled  by  a  common  Output  Enable 
pin  or  an  individual  product  term.  It  may  be  also  permanently 
enabled  or  permanently  disabled.  In  addition,  independent 
product  terms  for  each  marcocell  control  PRESET,  RESET 
and  CLK7LE. 

Each  product  term  on  the  AmPALC29MA16  consists  of  a 
58-input  AND  gate.  The  outputs  of  these  AND  gates  are  con- 
nected to  a  fixed-OR  plane.  Product  terms  are  allocated  to 
OR  gates  in  a  variable  distribution  across  the  device  ranging 
from  4-to-12  wide,  with  an  average  of  7  logical  product  terms 
per  output.  Increased  number  of  product  terms  per  output 
allows  more  complex  functions  to  be  implemented  in  a  single 
PAL  device.  This  flexibility  aids  in  implementing  functions 
such  as  counters,  exclusive-OR  functions,  or  complex  state 
machines,  where  different  states  require  different  numbers  of 
product  terms. 

asynchronous-PRESET  and  RESET  product  terms 


Individual 


are  connected  to  all  Registered/Latched  inputs/outputs. 
When  the  asynchronous-PRESET  product  term  is  asserted 
(HIGH)  all  the  registers/latches  will  immediately  be  loaded 
with  a  HIGH,  independent  of  the  clock.  When  the  asynchro- 
nous-RESET  product  term  is  asserted  (HIGH)  all  the  regis- 
ters/latches will  be  immediately  loaded  with  a  LOW,  indepen- 
dent of  the  clock.  The  actual  output  state  will  depend  on  the 
macrocell  polarity  selection.  The  latches  must  be  in  latched 
mode  (not  transparent  mode)  for  the  RESET/PRESET,  PRE- 
LOAD, and  power-up  RESET  modes  to  be  meaningful. 

Input/Output  Logic  Macrocells 

The  I/O  logic  macrocell  allows  the  user  the  flexibility  of 
defining  the  architecture  of  each  input  or  output  on  an 
individual  basis.  It  also  provides  the  capability  of  using  the 
associated  pin  either  as  an  input  or  an  output. 

The  AmPALC29MA16  has  16  macrocells,  one  for  each  I/O 
pin.  Each  I/O  macrocell  can  be  programmed  for  combinatori- 
al, registered  or  latched  operation  (see  Figure  1).  Com- 
binatorial output  is  desired  when  the  PAL  device  is  used  to 
replace  combinatorial  glue  logic.  Registers  are  used  in  syn- 
chronous logic  applications  while  latches  are  used  in  asyn- 
chronous applications  where  speed  is  critical.  The  output 
polarity  for  each  macrocell  in  each  of  the  three  modes  of 
operation  is  user-selectable,  allowing  complete  flexibility  of 
the  macrocell  configuration. 
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Eight  of  the  macrocells  (l/OF0-l/OF7)  have  two  independent 
feedback  paths  to  the  AND  array  (see  Figure  1).  The  first  is  a 
dedicated  I/O  pin  feedback  to  the  AND  array  for  combinatorial 
input.  The  second  path  consists  of  a  direct  register/latch 
feedback  to  the  array.  If  the  pin  is  used  as  a  dedicated  input 
using  the  first  feedback  path,  the  register/ latch  feedback  path 
is  still  available  to  the  AND  array.  This  path  provides  the 
capability  of  using  the  register/latch  as  a  buried  state  register/ 
latch.  The  other  eight  macrocells  have  a  single  feedback  path 
to  the  AND  array.  This  feedback  is  user-selectable  as  either  an 
I/O  pin  or  a  register/latch  feedback. 

Each  macrocell  can  provide  true  input/output  capability.  The 
user  can  select  each  macrocell  register/latch  to  be  driven  by 
either  the  output  generated  by  the  AND-OR  array  or  the  I/O 
pin.  When  the  I/O  pin  is  selected  as  the  input,  the  feedback 
path  provides  the  register/latch  input  to  the  array.  When  used 


as  an  input,  each  macrocell  is  also  user-programmable  for 
registered,  latched,  or  combinatorial  input. 

The  AmPAI_C29MA16  has  one  dedicated  CLK/LE  pin  and  an 
individual  CLK/LE  product  term.  All  macrocells  have  a  pro- 
grammable select  to  choose  between  these  two  as  the  clock 
or  the  latch  enable  signal.  These  signals  are  clock  signals  for 
macrocells  configured  as  registers  and  latch  enable  signal  for 
macrocells  configured  as  latches.  The  polarity  of  these 
CLK/LE  signals  is  also  individually  programmable.  Thus  dif- 
ferent registers  can  be  driven  by  multiple  clocks  and  clock 
phases. 

The  Output-Enable  mode  of  each  of  the  macrocells  can  be 
selected  by  the  user.  The  I/O  pin  can  be  configured  as  an 
output  pin  (permanently  enabled)  or  as  an  input  pin  (perma- 
nently disabled).  It  can  also  be  configured  as  a  dynamic  I/O 
controlled  by  the  Output  Enable  pin  or  by  product  term. 


I/O  Pins 


Common 
l/OE  (Pin) 
Individual  OE 

Individual 
Async. 
PRESET 


P3,  P7  or  P11 
Common 
CLK/LE  (Pin) 


Individual   

Async   \ 

RESET  \  / 

To  AND* 


To  AND 
Array 


BD006870 


8  Dedicated  Feedback 


Figure  1.  AmPALC29MA16  I/O  Macrocell 


I/O  Logic  Macrocell  Configuration 

AMD's  unique  I/O  macrocell  offers  major  benefits  through  its 
versatile,  programmable  input/output  cell  structure,  multiple 
clock  choices,  flexible  Output  Enable  and  feedback  selection. 
Eight  I/O  macrocells  with  single  feedback  contain  nine 
E'cells,  while  the  other  eight  macrocells  contain  eight  E2cells 
for  programming  the  input/output  functions  (see  Table  1, 
Figure  2). 

E2cell  S1  controls  whether  the  macrocell  will  be  combinatorial 
or  registered/latched.  SO  controls  the  output  polarity  (active- 
HIGH  or  active-LOW).  S2  determines  whether  the  input/output 
is  a  register  or  a  latch.  S3  allows  the  use  of  the  macrocell  as 
an  input  register/latch  or  as  an  output  register/latch.  It  selects 
the  direction  of  the  data  path  through  the  register/latch.  If 


connected  to  the  usual  AND-OR  array  output,  the  register/ 
latch  is  an  output  connected  to  the  I/O  pin.  If  connected  to  the 
I/O  pin,  the  register/latch  becomes  an  input  register/latch  to 
the  AND  array  using  the  feedback  data  path. 

Programmable  E2cells  S4  and  S5  allow  the  user  to  select  one 
of  the  four  CLK/LE  signals  for  each  macrocell.  S6  and  S7  are 
used  to  control  Output  Enable  as  pin  controlled,  product  term 
controlled,  permanently  enabled  or  permanently  disabled.  S8 
is  a  feedback  multiplexer  for  the  macrocells  with  a  single 
feedback  path  only. 

In  the  virgin  erased  state  (charged,  disconnected),  an  archi- 
tectural cell  is  said  to  have  a  value  of  "1 "  ;  In  the  programmed 
state  (discharged,  connected),  an  architectural  cell  is  said  to 
have  a  value  of  "0". 
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Table  1.  AmPALC29MA16  I/O  Logic  Macrocell  Architecture  Selections 


S3 

I/O  Cell 

1 
0 

Output  Cell 
Input  Cell 

S2 

Storage  Element 

1 
0 

Register 
Latch 

S1 

Output  Type 

1 
0 

Combinatorial 
Register/Latch 

SO 

Output  Polarity 

1 
0 

Active  LOW 
Active  HIGH 

S8 

Feedback* 

1 
0 

Register/Latch 
I/O 

"Applies  to  macrocells  with  single  feedback  only. 

TC003961 


Table  1.  AmPALC29MA1 6  I/O  Logic  Macrocell  Clock  Polarity 
&  Output  Enable  Selections 

(Cont'd.) 


S4  sa 

Clock  Edge/Latch  Enable  Level 

S6  S7 

Output  Buffer  Control 

1  1 

CLK/LE  pin  positive-going  edge,  active-HIGH  LE 

1  1 

Pin -Controlled  3-State  Enable 

1  0 

CLK/LE  pin  negative-going  edge,  active -LOW  LE 

1  0 

PT- Controlled  3-State  Enable 

0  1 

CLK/LE  PT  positive -going  edge,  active-HIGH  LE 

0  1 

Permanently  Enabled  (Output  only) 

0  0 

CLK/LE  PT  negative-going  edge,  active-LOW  LE 

0  0 

Permanently  Disabled  (Input  only) 

TC003972 

1  =  Erased  State  (Charged  or  disconnected) 

0  =  Programmed  State  (Discharged  or  connected) 


■Vl  Monolithic  EED  Memories  *vl 


5-215 


AmPALC29MA16 


Some  Possible  Configurations  of  the  Input/Output  Logic  Macrocell 


OUTPUT  REGISTERED/ACTIVE  LOW 


OUTPUT  COMBINATORIAL/ACTIVE  LOW 
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LD000951 


OUTPUT  REGISTERED/ACTIVE  HIGH 


OUTPUT  COMBINATORIAL/ACTIVE  HIGH 
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->  Q 
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S,  .  0 
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•  -o 
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-o 


s0  -  o 

S,  .  1 


D  Q 
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Figure  2a.  Dual  Feedback  Macrocells 


OUTPUT  REGISTERED/ACTIVE  LOW,  I/O  FEEDBACK       OUTPUT  COMBINATORIAL/ ACTIVE  LOW,  I/O  FEEDBACK 


LD001000 


OUTPUT  LATCHED/ACTIVE  HIGH,  I/O  FEEDBACK 
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t 
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->  Q 


So-0 
S,  =  0 
S3  »  1 
S8  -  0 
s2  -  0 


OUTPUT  COMBINATORIAL/ACTIVE  HIGH,  I/O  FEEDBACK 


-S3 
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Figure  2b.  Single  Feedback  Macrocells 
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OUTPUT  REGISTERED/ ACTIVE  LOW,  REG.  FEEDBACK 


OUTPUT  COMBINATORIAL/ACTIVE  LOW,  REG.  FEEDBACK 


p  —ry^ 

So  -  1  l—S  I 


-D- 


Tf 


o  a 


s0. 1 

S,  •  1 
S3.  I 
S8.  1 
S2.1 


LD001031 


OUTPUT  LATCHED/ACTIVE  LOW,  LATCHED  FEEDBACK 


— D 


OUTPUT  COMBINATORIAL/ACTIVE  LOW,  LATCH  FEEDBACK 

So  -  o 
S<  -  1 

S3.1 

S8.  1 

s2. 0 


-o 

1 

— L> 


->  75 


LD001051 
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Figure  2b.  Single  Feedback  Macrocelis  (Cont'd.) 
INPUT  REGISTERED/LATCHED 


-ft: 
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s, .  0 

S3.  0 

S8  .  1  (for  single  feedback  only) 
S2-  1  Register 
-  0  Latch 


Programmable -AND  Array 
Figure  2c.  All  Macrocelis 
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Designed  in  Testability  and  Debugging 

PRELOAD 

To  simplify  testing,  the  AmPALC29MA16  is  designed  with 
PRELOAD  circuitry  that  provides  an  easy  method  for  testing 
logical  functionality.  Both  product-term  controlled  and 
supervoltage-enabled  PRELOAD  modes  are  available.  This 
offers  even  more  test  capability  than  previously  implemented 
in  AMD's  PAL  devices.  The  TTL-level  PRELOAD  product  term 
can  be  useful  during  debugging,  where  supervoltages  may 
not  be  available. 

PRELOAD  allows  any  arbitrary  state  value  to  be  loaded  into 
the  registers/latches  of  the  device.  A  typical  functional-test 
sequence  would  be  to  verify  all  possible  state  transitions  for 
the  device  being  tested.  This  requires  the  ability  to  set  the 
state  registers  into  an  arbitrary  "present  state"  value  and  to 
set  the  devices  inputs  into  any  arbitrary  "present  input"  value. 
Once  this  is  done,  the  state  machine  is  clocked  into  a  new 
state,  or  "next  state",  which  can  be  checked  to  validate  the 
transition  from  the  "present  state".  In  this  way  any  transition 
can  be  checked. 

Since  PRELOAD  can  provide  the  capability  to  go  directly  to 
any  desired  arbitrary  state,  test  sequences  may  be  greatly 
shortened.  Also,  all  possible  states  can  be  tested,  thus  greatly 
reducing  test  time  and  development  costs  and  guaranteeing 
proper  in-system  operation. 


Observability 

The  output  register/latch  observability  product  term,  when 
asserted,  suppresses  the  combinatorial  output  data  from 
appearing  on  the  I/O  pin  and  allows  the  observation  of  the 
contents  of  the  register/latch  on  the  output  pin  for  each  of  the 
logic  macrocells.  This  unique  feature  allows  for  easy  debug- 
ging and  tracing  of  the  buried  state  machines.  In  addition,  a 
capability  of  supervoltage  observability  is  also  provided. 

Power-Up  Reset 

All  the  device  registers/latches  have  been  designed  to  reset 
during  device  power-up.  Following  the  power-up,  all 
registers/latches  will  be  cleared  (Q  -  0),  setting  the  outputs  to 
a  state  determined  by  the  output  select  multiplexer.  This 
feature  provides  extra  flexibility  to  the  designer  and  is 
especially  valuable  in  simplifying  state  machine  initialization. 

Security  Cell 

A  security  cell  is  provided  on  each  device  to  prevent  unautho- 
rized copying  of  the  user's  proprietary  logic  design.  Once 
programmed,  the  security  cell  disables  the  programming, 
verification,  PRELOAD,  and  the  observability  modes.  The  only 
way  to  erase  the  protection  cell  is  by  charging  the  entire  array 
and  architecture  cells,  in  which  case  no  proprietary  design  can 
be  copied.  (This  cell  should  be  programmed  only  after  the  rest 
of  the  device  has  been  completely  programmed  and  verified.) 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81 ) 
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Absolute  Maximum  Ratings 

Storage  Temperature  -65  to  +  150°C 

Ambient  Temperature  under  bias  -55  to  +125°C 

Supply  Voltage  with 

Respect  to  Ground  -0.5  V  to  +7.0  V 

DC  Output  Voltage  -0.5  V  to  Vcc  +  0.5  V 

DC  Input  Voltage 

(Except  Pin  l/OE)  -0.5  V  to  VCc  +  0.5  V 

DC  Input  Voltage  (Pin  l/OE)  -0.6  V  to  +17  V 

DC  Input  Current  -1  mA  to  +1  mA 

Stresses  above  those  listed  under  ABSOLUTE  MAXIMUM 
RATINGS  may  cause  permanent  device  failure.  Functionality 
at  or  above  these  limits  is  not  implied.  Exposure  to  absolute 
maximum  ratings  for  extended  periods  may  affect  device 
reliability. 


Operating  Ranges 

Commercial  (C)  Devices 

Temperature  Oa)  0°C  to  +70°C 

Supply  Voltage  (VCc)  +4.50  to  +5.50  V 

Military  (M)  Devices* 


Operating  ranges  define  those  limits  between  which  the 
functionality  of  the  device  is  guaranteed. 


"Consult  Factory  for  Military  Specifications 


DC  Characteristics  over  operating  range  unless  otherwise  specified 
HCT  Devices** 


Parameter 
Symbol 

Parameter 
Description 

Test  Conditions 

Mln. 

Max. 

Units 

V0H 

Output  HIGH  Voltage 

VCC  -  Min. 

V|N  -  V|H  or  Vil 

Iqh  "  -2  mA 

2.4 

V 

Vol 

Output  LOW  Voltage 

Vcc  "  Min. 

Vin  -  V|H  or  Vil 

lOL -6  mA 

0.5 

V 

lOL"4  mA 

0.33 

Iql  =  20  M 

0.1 

V|H 

Input  HIGH  Voltage 

Guaranteed  Logic  HIGH  for  all  Inputs 

2.0 

V 

VlL 

Input  LOW  Voltage 

Guaranteed  Logic  LOW  for  all  Inputs 

0.8 

V 

li 

Input  Leakage  Current 

V|N  =  0  to  5.5  V,  VCC  "  Max. 

10 

HA 

to 

Output  Leakage  Current 

V|N  -  0  to  5.5  V,  VCC  "  Max. 

10 

«A 

'CCOP 

Operating  Current  Supply 

f "  'MAX.  Outputs  Open  (Irj  -  0) 

120 

mA 

isc 

Output  Short  Circuit  Current 

VCC  -  Max.,  V0  -  0  V 

-30 

-90 

mA 

Capacitance 

Parameter 
Symbol 

Parameter 
Description 

Test  Conditions 

Typ. 

Units 

C|N 

Input  Capacitance 

VCC  -  5.00  V.,  TA  -  25°C 
Vin  -  0  V  @  f  -  1  MHz 

5 

PF 

C0UT 

Output  Capacitance 

8 

Note:  These  parameters  are  not  100%  tested,  but  are  evaluated  at  initial 
modified  where  capacitance  may  be  affected. 


at  any  time  the  design  is 


*"  Consult  Factory  for  DC  specifications  for  HC  Devices. 


tVl  MonollthlcW^  Memories  tVl 


5-221 


AmPALC29MA16 


Switching  Characteristics  over  operating  range  unless  otherwise  specified;  all  values  are  determined  under 

the  loading  of  one  TTL  gate  and  a  capacitance  of  50  pF 


Parameter 
Number 

Parameter 
Symbol 

Parameter 
Description 

-35 

-45 

Units 

Mln. 

Max. 

Mln. 

Max. 

REGISTERED  OPERATION  (Numbers  1  through  20) 

1 

tPD 

Input  or  I/O  Pin  to 
Combinatorial  Output 

35 

45 

ns 

Output  Register -Pin  Clock 

2 

<SOR 

Input  or  I/O  Pin  to 
Output  Register  Setup 

27 

34 

ns 

3 

tCOR 

Output  Register  Clock 
to  Output 

23 

32 

ns 

4 

tHOR 

Data  Hold  Time  for 
Output  Register 

0 

0 

ns 

Output  Register  -  Product  Term  Clock 

5 

tSORP 

I/O  Pin  or  Input  to  Output 
Register  Setup 

20 

24 

ns 

6 

tCORP 

Output  Register  Clock 
to  Output 

45 

56 

ns 

7 

tHORP 

Data  Hold  Time  for 
Output  Register 

15 

20 

ns 

Input  Register -Pin  Clock 

8 

tSIR 

I/O  Pin  to  Input  Register 
Setup 

6 

8 

ns 

9 

tCIR 

Register  Feedback  Clock  to 
Combinatorial  Output 

45 

58 

ns 

10 

tHIR 

Data  Hold  Time  for 
Input  Register 

3 

4 

ns 

Clock  and  Frequency 

11 

tcis 

Register  Feedback  (Pin 
Driven  Clock)  to  Output 
Register/Latch  (Pin  Driven) 
Setup 

35 

45 

ns 

12 

tCISPP 

Register  Feedback  (PT 
Driven  Clock)  to  Output 
Register/ Latch  (PT  Driven) 
Setup 

45 

60 

ns 

13 

fMAX 

Maximum  Frequency  (Pin 
Driven)  1/(tSOR  + 'COR) 

20 

15 

MHz 

14 

fMAXI 

Maximum  Internal  Frequency 
(Pin  Driven)  1/trjis 

28.5 

22.5 

MHz 

15 

'maxp 

Maximum  Frequency  (PT 
Driven)  1/(tSORP  +  tCORP) 

15.5 

12.5 

MHz 

16 

'maxipp 

Maximum  Internal  Frequency 
(PT  Driven)  1/tciSPP 

22.5 

16.5 

MHz 

17 

*CWH 

Pin  Clock  Width  HIGH 

12 

15 

ns 

18 

tCWL 

Pin  Clock  Width  LOW 

12 

15 

ns 

19 

tCWHP 

PT  Clock  Width  HIGH 

15 

20 

ns 

20 

tCWLP 

PT  Clock  Width  LOW 

15 

20 

ns 
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Param 
NumI 

r 

Parameter 
Symbol 

Parameter 
Description 

-35 

-45 

Units 

Mln. 

Max. 

Min. 

Max. 

LATCHED  OPERATION  (Numbers  21  through  39) 

21 

»PD 

Input  or  I/O  Pin  to 
Combinatorial  Output 

35 

45 

ns 

22 

*PTD 

Input  or  I/O  Pin  to  Output 
via  Transparent  Latch 

45 

55 

ns 

Output  Latch -Pin  LE 

23 

tSOL 

Input  or  I/O  Pin  to  Output 
Latch  Setup 

27 

34 

ns 

24 

tGOL 

Latch  Enable  to  Transparent 
Mode  Output 

23 

32 

ns 

25 

tHOL 

Data  Hold  Time  for 
Output  Latch 

0 

0 

ns 

26 

tSTL 

Input  or  I/O  Pin  to  Output 
Latch  Setup  via  Transparent 
Input  Latch 

35 

45 

ns 

Output  Latch -PT  LE 

27 

tSOLP 

Input  or  I/O  Pin  to  Output 
Latch  Setup 

20 

24 

ns 

28 

'GOLP 

Latch  Enable  to  Transparent 
Mode  Output 

45 

56 

ns 

29 

tHOLP 

Data  Hold  Time  for 
Output  Latch 

15 

20 

ns 



30 

»STLP 

Input  or  I/O  Pin  to  Output 
Latch  Setup  via  Transparent 
Input  Latch 

30 

35 

ns 

Input  Latch -Pin  LE 

31 

tSIL 

I/O  Pin  to  Input  Latch  Setup 

6 

8 

ns 

32 

'GIL 

Latch  Feedback,  Latch 
Enable  Transparent  Mode  to 
Combinatorial  Output 

45 

58 

ns 

33 

tHIL 

Data  Hold  Time  for  Input 
Latch 

3 

4 

ns 

Latch  Enable 

34 

tGIS 

Latch  Feedback  (Pin  Driven) 
to  Output  Register/ Latch  (Pin 
Driven)  Setup 

35 

45 

ns 

35 

tGISPP 

Latch  Feedback  (PT  Driven) 
to  Output  Register/ Latch  (PT 
Driven)  Setup 

45 

60 

ns 

36 

tGWH 

Pin  Enable  Width  HIGH 

12 

15 

ns 

37 

*GWL 

Pin  Enable  Width  LOW 

12 

15 

ns 

38 

tGWHP 

PT  Enable  Width  HIGH 

15 

20 

ns 

39 

tGWLP 

PT  Enable  Width  LOW 

15 

20 

ns 

Monolithic  PJJ  Memories  £1 
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Parameter 
Number 

Parameter 
Symbol 

Parameter 
Description 

-35 

-45 

Min. 

Max. 

Mln. 

Max. 

Units 

RESET/PRESET  &  OUTPUT  ENABLE  (Numbers  40  through  49) 

40 

tAPO 

Input  or  I/O  Pin  to  Output 
Register/Latch  RESET/ 
PRESET 

40 

55 

ns 

41 

tAW 

Async.  RESET/PRESET 
Pulse  Width 

35 

45 

ns 

42 

tARO 

Asvnc  RESET/PRESET  to 
Output  Register/ Latch 
Recovery 

30 

40 

ns 

43 

tARI 

Async.  RESET/PRESET  to 
Input  Register/ Latch 
Recovery 

20 

30 

44 

*ARPO 

Async.  RESET/PRESET  to 
Output  Register/ Latch 
Recovery  PT  Clock/LE 

20 

25 

ns 

45 

tARPI 

Async.  RESET/PRESET  to 
Input  Register/Latch 
Recovery  PT  Clock/LE 

15 

20 

ns 

46 

tpzx 

l/0~E  Pin  to  Output  Enable 

30 

40 

ns 

47 

tpxz* 

I/5E  Pin  to  Output  Disable 

30 

40 

ns 

48 

tEA 

Input  or  I/O  to  Output 
Enable  via  PT 

35 

45 

ns 

49 

tER* 

Input  or  I/O  to  Output 
Disable  via  PT 

35 

45 

ns 

* 

Output  disable  times  do  not  include  test  load  RC  time  constants. 

5-224  £1  Monolithic  Memories 


AmPALC29MA16 


CLK  O- 


INPUT 
REGISTER 


'SIR- 


I/O 


*CIS 


lSOR- 
*PD  - 


AND-OR  ARRAY 


V 


s. 


V 


 *> 


OUTPUT 
REGISTER 


'cor 


-§3 

I/O 

I/O 


PD 


BD006831 


Input/Output  Register  Specs  (Pin  CLK  Reference) 
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Input/Output  Latch  Specs  (Pin  LE  Reference) 
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Input/Output  Latch  Specs  (PT  LE  Reference) 
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Switching  waveforms 


Register  (Pin  CLK  Reference) 


PT  DRIVEN 
CLOCK  INPUTS 


COMBINATORIAL 
INPUT  &  I/O 
FEEDBACK 


REGISTERED 
OUTPUTS 


COMBINATORIAL 
OUTPUTS 

ASYN  RST 
S  PRESET 
INPUTS 


PIN  DRIVEN 
OUTPUT  ENB 


k<I> 


"  ©- 


©- 


MM 


an 


+<&* 


4-®-»-*<5>»- 

V  RESET,  V 
ft  PRESET  ^  


"V" 

JL 


©-* 


©  ©- 


-® 


WF023280 


Register  (PT  CLK  Reference) 


£1  MonolithieW  Memories  £1 


5-227 


AmPALC29MA16 


LATCH  ENB 
INV  POL 


LATCH  ENB 
TRUE  POL 


COMBINATORIAL 
INPUTS  S  I/O 
FEEDBACK 

LATCHED 
INPUTS 


LATCHED 
OUTPUTS 


COMBINATORIAL 
OUTPUTS 


ASYN  RST 
S  PRESET 
INPUTS 

PIN  DRIVEN 
OUTPUT  ENB 


Switching  Waveforms  (Cont'd.) 
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Latch  (Pin  LE  Reference) 
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Latch  (PT  LE  Reference) 
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Switching  Test  Circuit 
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Key  to  Switching  Waveforms 
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24-Pin  E2-Based  CMOS  Programmable  Array  Logic 
ADVANCE  INFORMATION 

Distinctive  Characteristics 

•  Register/Latch  PRELOAD  permits  full  logical  verifica- 
tion 

•  Available  in  high-speed  (tpo  =  35  ns,  fMAX  ■  20  MHz) 
and  standard-speed  (tpp  =  45  ns,  fMAX=15.0  MHz) 
versions 

•  100%  post-programming  functional  yield  (PPFY),  fast 
programming  and  excellent  reliability  assured  through 
proven  E2PROM  technology 

•  Full-function  AC  and  DC  testing  at  the  factory 

•  24-pin  300-mil  DIP  and  28-pin  chip  carrier  packages 


•  High-performance  semi-custom  logic  replacement; 
Electrically  Erasable  (E2)  technology  allows  repro- 
grammability 

•  16  bidirectional  user-programmable  I/O  logic  macro- 
cells  for  Combinatorial/Registered/Latched  operation 

•  Output  Enable  controlled  by  a  pin  or  product  terms 

•  Variable  product  term  distribution  for  increased  design 
flexibility 

•  Programmable  clock  selection  with  two  clocks/latch 
enables  (LEs)  and  LOW/HIGH  clock/IE  polarity 


General  Description 

The  AmPALC29M16  is  a  high-speed  E2-based  CMOS 
Programmable  Array  Logic  device  designed  for  general 
logic  replacement  in  TTL  or  CMOS  digital  systems.  It  of- 
fers high-speed,  low  power  consumption,  high  program- 
ming yield,  fast  programming  and  excellent  reliability. 
Programmable  logic  devices  (PLDs)  combine  the  flexibility 
of  custom  logic  with  the  off-the-shelf  availability  of  stan- 
dard products,  providing  major  advantages  over  other 
semicustom  solutions  such  as  gate  arrays  and  standard 
cells,  including  reduced  development  time  and  low  up- 
front development  cost. 

The  AmPALC29M16  uses  the  familiar  sum-of-products 
(AND-OR)  structure,  allowing  users  to  customize  logic 
functions  by  programming  the  device  for  specific  applica- 
tions. It  provides  up  to  twenty-nine  array  inputs  and  sixteen 
outputs.  It  incorporates  AMD's  unique  input/output  logic 
macrocell  which  provides  flexible  input/output  structure 
and  polarity,  flexible  feedback  selection,  multiple  Output 
Enabe  choices,  and  a  programmable  clocking  scheme. 
The  macrocells  can  be  individually  programmed  as 
"Combinatorial",  " Registered ",  or  "Latched"  with 
active-HIGH  or  active-LOW  polarity.  The  flexibility  of  the 


logic  macrocells  permits  the  system  designer  to  tailor  the 
device  to  particular  application  requirements. 

Increased  logic  power  has  been  built  into  the 
AmPAL29M16  by  providing  a  variable  number  of  logical 
product  terms  per  output.  Eight  outputs  have  eight  product 
terms  each,  four  outputs  have  twelve  product  terms  each, 
and  the  other  four  outputs  have  sixteen  product  terms 
each.  This  variable  product-term  distribution  allows  com- 
plex functions  to  be  implemented  in  a  single  PAL  device. 
Each  output  can  be  dynamically  controlled  by  an  Output 
Enable  pin  or  Output  Enable  product  terms.  Each  output 
can  also  be  permanently  enabled  or  diasabled. 

System  operation  has  been  enhanced  by  the  addition  of 
common  asynchronous-PRESET  and  RESET  product 
terms  and  a  power-up  RESET  feature.  The  AmPAL29M16 
also  incorporates  PRELOAD  and  Observability  functions 
which  permit  full  logical  verification  of  the  design. 

The  AmPALC29M16  is  offered  in  the  space-saving  300-Mil 
DIP  package  as  well  as  chip  carrier  surface-mount 
packages. 
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Block  Diagram 
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Connection  Diagrams 

Top  View 
DIPs 
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24  □  VCC 
23  □  l2 
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20  □  l/07 
19  □  l/06 
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CDO 10280 


•Also  available  in  PLCC.  Pinouts  identical  to  LCC. 

Note:  Pin  1  is  marked  for  orientation. 
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Pin  Description 


The  following  describes  the  functionality  of  all  the  pins  on  the 
24-pin  DIP.  The  28-pin  chip  carrier  has  the  same  functionality 
with  NO  CONNECTS  on  pins  1,8,15,22. 

CLK/LE  (PIN  1): 

Used  as  dedicated  clock/latch  enable  pin  for  all  registers/ 
latches  on  the  device  if  so  selected.  (See  I/O  Logic 
Macrocell  Configurations.)  This  pin  is  a  clock  pin  for 
macrocells  configured  as  registers  and  a  latch  enable  pin  for 
macrocells  configured  as  latches. 

I/CLK/LE  PIN  (PIN  13): 
Used  as  dedicated  input  or  as  an  alternate  clock/latch 
enable  pin  for  all  the  registers/latches  if  so  selected.  (See 
I/O  Logic  Macrocell  Configurations.)  This  pin  is  a  clock  pin 
for  macrocells  configured  as  registers  and  a  latch  enable  pin 
for  macrocells  configured  as  latches. 

I/OE  PIN  (PIN  11): 

Used  as  a  dedicated  input  pin  to  the  AND  array  or  as  the 
Output  Enable  control  pin  (Active  LOW)  for  all  macrocells 
with  pin-controlled  Output  Enable  selected. 


I0-I2  (PINS  2,14,23): 

Dedicated  input  pins. 

I/OF0-I/OF7  (PINS  3,4,9,10,15,16,21,22): 

Eight  bidirectional  I/O  pins  with  two  independent  feedback 
paths  to  the  AND  array.  The  first  feedback  path  is  a 
dedicated  I/O  pin  feedback  to  the  AND  array  for 
combinatorial  input.  The  second  feedback  path  consists  of 
direct  register/latch  feedback  to  the  array  (see  Figure  1). 

I/O0-I/O7  (PINS  5,6,7,8,17,18,19,20): 

Eight  bidirectional  I/O  pins  with  user-programmable 
register/latch  or  I/O  pin  feedback  to  the  AND  array  (see 
Figure  1). 

VCc  (PIN  24): 

Supply  Voltage 

GND  (PIN  12): 

Circuit  Ground 


Ordering  Information 

Standard  Products 

AMD  standard  products  are  available  in  several  packages  and  operating  ranges.  The  order  number  (Valid  Combination)  is  formed  by 
a  combination  of:  A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Package  Type 

D.  Temperature  Range 

E.  Optional  Processing 


AMPALC29M16 


^35 


-  E.  OPTIONAL  PROCESSING 

Blank  =  Standard  processing 
B  =  Burn-in 


-  D.  TEMPERATURE  RANGE 

C  =  Commercial  (0  to  +  70°C) 


-  C.  PACKAGE  TYPE 

P  =  24-Pin  Slim  Plastic  DIP  (PD3024) 
D  -  24-Pin  Slim  Ceramic  DIP  (CD3024) 
J  =  28-Pin  Plastic  Leaded  Chip  Carrier 
(PL  028) 

L  =  28-Pin  Ceramic  Leadless  Chip  Carrier 
(CL  028) 


-A.  DEVICE  NUMBER/DESCRIPTION 


Valid  Combinations 

AmPAlC29M  1 6-35,  -45 

PC,  DC,  DCS. 
JC,  LC,  LCB 

-  B.  SPEED  OPTION 

-35  -  35  ns 
-45  -  45  ns 


Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations,  to  check  on  newly  released  combinations,  and 
to  obtain  additional  data  on  AMD's  standard  military  grade 
products. 
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Functional  Description 

Inputs 

The  AmPAL29CM16  has  29  inputs  to  drive  each  product  term 
(up  to  58  inputs  with  both  TRUE  and  complement  versions 
available  to  the  AND  array)  as  shown  in  the  block  diagram 
below.  Of  these  29  inputs,  3  are  dedicated  inputs,  1 6  are  from 
8  I/O  logic  macrocells  with  2  feedbacks,  8  are  from  other  I/O 


logic  macroceJls_with  single  feedback,  1  is  for  l/CLOCK/LE 
and  1  is  for  l/OE  input. 

Initially  the  AND-array  gates  are  disconnected  from  all  the 
inputs.  This  condition  represents  a  logical  TRUE  to  the  AND 
array.  By  selectively  programming  the  E2cells,  the  AND  array 
may  be  connected  to  either  the  TRUE  input  or  the  comple- 
ment input.  When  both  the  TRUE  and  complement  inputs  are 
connected,  a  logical  FALSE  results  at  the  output  of  the  AND 
gate. 
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Product  Terms 

The  degree  of  programmability  and  complexity  of  a  PAL 
device  is  determined  by  the  number  of  connections  that  form 
the  programmable-AND  and  OR  gates.  Each  programmable- 
AND  gate  is  called  a  product  term.  The  AmPALC29M16  has 
188  product  terms.  176  of  these  product  terms  provide  logic 
capability  and  12  are  architectural  or  control  product  terms. 
Among  the  12  control  product  terms,  2  are  for  common 
Asynchronous-PRESET  and  RESET,  1  is  for  Observability, 
and  1  is  for  PRELOAD.  The  other  8  are  common  Output 
Enable  product  terms.  The  Output  Enable  of  each  bank  of  4 
macrocells  can  be  programmed  to  be  controlled  by  a  com- 
mon Output  Enable  pin  or  2  AND/XOR  product  terms.  It  may 
be  also  permanently  enabled  or  permanently  disabled. 

Each  product  term  on  the  AmPALC29M16  consists  of  a  58- 
input  AND  gate.  The  outputs  of  these  AND  gates  are  con- 
nected to  a  fixed-OR  plane.  Product  terms  are  allocated  to 
OR  gates  in  a  variable  distribution  across  the  device  ranging 
from  8-to-16  wide,  with  an  average  of  11  logical  product 
terms  per  output.  Increased  number  of  product  terms  per 
output  allows  more  complex  functions  to  be  implemented  in  a 
single  PAL  device.  This  flexibility  aids  in  implementing  func- 
tions such  as  counters,  exclusive-OR  functions,  or  complex 
state  machines,  where  different  states  require  different  num- 
bers of  product  terms. 


Common  asynchronous-PRESET  and  RESET  product  terms 
are  connected  to  all  Registered/Latched  Inputs/outputs. 
When  the  asynchronous-PRESET  product  term  is  asserted 
(HIGH)  all  the  registers/latches  will  immediately  be  loaded 
with  a  HIGH,  independent  of  the  clock.  When  the  asynchro- 
nous-RESET  product  term  is  asserted  (HIGH)  all  the  regis- 
ters/latches will  be  immediately  loaded  with  a  LOW,  indepen- 
dent of  the  clock.  The  actual  output  state  will  depend  on  the 
macrocell  polarity  selection.  The  latches  must  be  in  latched 
mode  (not  transparent  mode)  for  the  RESET/PRESET,  PRE- 
LOAD, and  power-up  RESET  modes  to  be  meaningful. 

Input/Output  Logic  Macrocells 

The  I/O  logic  macrocell  allows  the  user  the  flexibility  of 
defining  the  architecture  of  each  input  or  output  on  an 
individual  basis.  It  also  provides  the  capability  of  using  the 
associated  pin  either  as  an  input  or  an  output. 

The  AmPALC29M16  has  16  macrocells,  one  for  each  I/O  pin. 
Each  I/O  macrocell  can  be  programmed  for  combinatorial, 
registered  or  latched  operation  (see  Figure  1).  Combinatorial 
output  is  desired  when  the  PAL  device  is  used  to  replace 
combinatorial  glue  logic.  Registers  are  used  in  synchronous 
logic  applications  while  latches  are  used  in  asynchronous 
applications  where  speed  is  critical.  The  output  polarity  for 
each  macrocell  in  each  of  the  three  modes  of  operation  is 
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user-selectable,  allowing  complete  flexibility  of  the  macrocell 
configuration. 

Eight  of  the  macrocells  (I/OF0-I/OF7)  have  two  independent 
feedback  paths  to  the  AND  array  (see  Figure  1).  The  first  is  a 
dedicated  I/O  pin  feedback  to  the  AND  array  for  combinatorial 
input.  The  second  path  consists  of  a  direct  register/latch 
feedback  to  the  array,  if  the  pin  is  used  as  a  dedicated  input 
using  the  first  feedback  path,  the  register/latch  feedback  path 
is  still  available  to  the  AND  array.  This  path  provides  the 
capability  of  using  the  register/latch  as  a  buried  state  register/ 
latch.  The  other  eight  macrocells  have  a  single  feedback  path 
to  the  AND  array.  This  feedback  is  user-selectable  as  either  an 
I/O  pin  or  a  register/latch  feedback. 

Each  macrocell  can  provide  true  input/output  capability.  The 
user  can  select  each  macrocell  register/latch  to  be  driven  by 
either  the  output  generated  by  the  AND-OR  array  or  the  I/O 
pin.  When  the  I/O  pin  is  selected  as  the  input,  the  feedback 
path  provides  the  register/latch  input  to  the  array.  When  used 


as  an  input,  each  macrocell  is  also  user-programmable  for 
registered,  latched,  or  combinatorial  input. 

The  AmPALC29M16  has  one  dedicated  CLK/LE  pin  and  one 
l/CLK/LE  pin.  All  macrocells  have  a  programmable  select  to 
choose  between  these  two  pins  as  the  clock  or  the  latch 
enable  signal.  These  pins  are  clock  pins  for  macrocells  con- 
figured as  registers  and  latch  enable  pins  for  macrocells  con- 
figured as  latches.  The  polarity  of  these  CLK/LE  signals  is 
also  individually  programmable.  Thus  different  registers  can 
be  driven  by  multiple  clocks  and  clock  phases. 

The  Output-Enable  mode  of  each  of  the  macrocells  can  be 
selected  by  the  user.  The  I/O  pin  can  be  configured  as  an 
output  pin  (permanently  enabled)  or  as  an  input  pin  (perma- 
nently disabled).  It  can  also  be  configured  as  a  dynamic  I/O 
controlled  by  the  Output  Enable  pin  or  by  two  AND-XOR 
product  terms  which  are  available  for  each  bank  of  four  I/O 
logic  macrocells. 
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RESET 
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To  AND 
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8  Dedicated  Feedback 
Figure  1.  AmPALC29M16  I/O  Macrocell 


I/O  Logic  Macrocell  Configuration 

AMD's  unique  I/O  macrocell  offers  major  benefits  through  its 
versatile,  programmable  input/output  cell  structure,  multiple 
clock  choices,  flexible  Output  Enable  and  feedback  selection. 
Eight  I/O  macrocells  with  single  feedback  contain  nine 
E^cells,  while  the  other  eight  macrocells  contain  eight  E2cells 
for  programming  the  input/output  functions  (see  Table  1, 
Figure  2). 

E2cell  S1  controls  whether  the  macrocell  will  be  combinatorial 
or  registered/latched.  SO  controls  the  output  polarity  (active- 
HIGH  or  active-LOW).  S2  determines  whether  the  output  is  a 
register  or  a  latch.  S3  allows  the  use  of  the  macrocell  as  an 
input  register/latch  or  as  an  output  register/latch.  It  selects 
the  direction  of  the  data  path  through  the  register/latch.  If 


connected  to  the  usual  AND-OR  array  output,  the  register/ 
latch  is  an  output  connected  to  the  I/O  pin.  If  connected  to  the 
I/O  pin,  the  register/latch  becomes  an  input  register/latch  to 
the  AND  array  using  the  feedback  data  path. 

Programmable  E2cells  S4  and  S5  allow  the  user  to  select  one 
of  the  four  CLK/LE  signals  for  each  macrocell.  S6  and  S7  are 
used  to  control  Output  Enable  as  pin  controlled,  two  product 
term  controlled,  permanently  enabled  or  permanently  dis- 
abled. S8  is  a  feedback  multiplexer  for  the  macrocells  with  a 
single  feedback  path  only. 

In  the  virgin  erased  state  (charged,  disconnected),  an  archi- 
tectural cell  is  said  to  have  a  value  of  "1"  ;  In  the  programmed 
state  (discharged,  connected),  an  architectural  cell  is  said  to 
have  a  value  of  "0". 
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Table  1.  AmPALC29M16  I/O  Logic  Macrocell  Architecture  Selections 


S3 

I/O  Cell 

1 
0 

Output  Cell 
Input  Cell 

S2 

Storage  Element 

1 
0 

Register 
Latch 

S1 

Output  Type 

1 
0 

Combinatorial 
Register/Latch 

SO 

Output  Polarity 

1 

0 

Active  LOW 
Active  HIGH 

S8 

Feedback* 

1 
0 

Register/Latch 
I/O 

•Applies  lo  macrocells  with  single  feedback  only. 


TC003961 


Table  1.  AmPALC29M16  I/O  Logic  Macrocell  Clock  Polarity 
&  Output  Enable  Selections 

(Cont'd.) 


S4  S5 

Clock  Edge/Latch  Enable  Level 

S6  S7 

Output  Buffer  Control 

1  1 

CLK/LE  pin  positive-going  edge,  active-HIGH  LE 

1  1 

Pin -Controlled  3-State  Enable 

1  0 

CLK/LE  pin  negative-going  edge,  active  -  LOW  LE 

1  0 

XOR  PT- Controlled  3-State  Enable 

0  1 

l/CLK/LE  pin  positive -going  edge,  active-HIGH  LE 

0  1 

Permanently  Enabled  (Output  only) 

0  0 

l/CLK/LE  pin  negative-going  edge,  active-LOW  LE 

0  0 

Permanently  Disabled  (Input  only) 

TC003971 

1  =  Erased  State  (Charged  or  disconnected) 

0  =  Programmed  State  (Discharged  or  connected) 


&  MonomhlcM  Memories  & 
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Some  Possible  Configurations  of  the  Input/Output  Logic  Macrocell 
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Figure  2a.  Dual  Feedback  Macrocells 
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Figure  2b.  Single  Feedback  Macrocells 
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Figure  2b.  Single  Feedback  Macrocells  (Cont'd.) 
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Designed  in  Testability  and  Debugging 

PRELOAD 

To  simplify  testing,  the  AmPALC29M1-6  is  designed  with  PRE- 
LOAD circuitry  that  provides  an  easy  method  for  testing 
logical  functionality.  Both  product-term  controlled  and 
supervoltage-enabled  PRELOAD  modes  are  available.  This 
offers  even  more  test  capability  than  previously  implemented 
in  AMD's  PAL  devices.  The  TTL-level  PRELOAD  product  term 
can  be  useful  during  debugging,  where  supervoltages  may 
not  be  available. 

PRELOAD  allows  any  arbitrary  state  value  to  be  loaded  into 
the  registers/latches  of  the  device.  A  typical  functional-test 
sequence  would  be  to  verify  all  possible  state  transitions  for 
the  device  being  tested.  This  requires  the  ability  to  set  the 
state  registers  into  an  arbitrary  "present  state"  value  and  to 
set  the  devices  inputs  into  any  arbitrary  "present  input"  value. 
Once  this  is  done,  the  state  machine  is  clocked  into  a  new 
state,  or  "next  state",  which  can  be  checked  to  validate  the 
transition  from  the  "present  state".  In  this  way  any  transition 
can  be  checked. 

Since  PRELOAD  can  provide  the  capability  to  go  directly  to 
any  desired  arbitrary  state,  test  sequences  may  be  greatly 
shortened.  Also,  all  possible  states  can  be  tested,  thus  greatly 
reducing  test  time  and  development  costs  and  guaranteeing 
proper  in-system  operation. 


Observability 

The  output  register/latch  observability  product  term,  when 
asserted,  suppresses  the  combinatorial  output  data  from 
appearing  on  the  I/O  pin  and  allows  the  observation  of  the 
contents  of  the  register/latch  on  the  output  pin  for  each  of  the 
logic  macrocells.  This  unique  feature  allows  for  easy  debug- 
ging and  tracing  of  the  buried  state  machines.  In  addition,  a 
capability  of  supervoltage  observability  is  also  provided. 

Power-Up  Reset 

All  the  device  registers/latches  have  been  designed  to  reset 
during  device  power-up.  Following  the  power-up,  all 
registers/latches  will  be  cleared  (Q  =  0),  setting  the  outputs  to 
a  state  determined  by  the  output  select  multiplexer.  This 
feature  provides  extra  flexibility  to  the  designer  and  is 
especially  valuable  in  simplifying  state  machine  initialization. 

Security  Cell 

A  security  cell  is  provided  on  each  device  to  prevent  unautho- 
rized copying  of  the  user's  proprietary  logic  design.  Once 
programmed,  the  security  cell  disables  the  programming, 
verification,  PRELOAD,  and  the  observability  modes.  The  only 
way  to  erase  the  protection  cell  is  by  charging  the  entire  array 
and  architecture  cells,  in  which  case  no  proprietary  design  can 
be  copied.  (This  cell  should  be  programmed  only  after  the  rest 
of  the  device  has  been  completely  programmed  and  verified.) 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81) 
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Hosoiuie  maximum  nctmiyo 

Storage  Temperature  -65  to  +150°C 

Ambient  Temperature  under  bias  -55  to  +125°C 

Supply  Voltage  with 

Respect  to  Ground  -0.5  V  to  +7.0  V 

DC  Output  Voltage  -0.5  V  to  VCc  +  °-5  V 

DC  Input  Voltage 

(Except  Pin  l/OE)  -0.5  V  to  VCc  +  0.5  V 

DC  Input  Voltage  (Pin  l/OE)  -0.6  V  to  +17  V 

DC  Input  Current  -1  mA  to  +1  mA 

Stresses  above  those  listed  under  ABSOLUTE  MAXIMUM 
RATINGS  may  cause  permanent  device  failure.  Functionality 
at  or  above  these  limits  is  not  implied.  Exposure  to  absolute 
maximum  ratings  for  extended  periods  may  affect  device 
reliability. 


wperaiing  nanges 

Commercial  (C)  Devices 

Temperature  (Ta)  0°C  to  +70°C 

Supply  Voltage  (Vcc)   +4.50  to  +5.50  V 

Military  (M)  Devices' 


Operating  ranges  define  those  limits  between  which  the 
functionality  of  the  device  is  guaranteed. 

•Consult  Factory  for  Military  Specifications 


DC  Characteristics  over  operating  range  unless  otherwise  specified 
HCT  Devices* 


Parameter 
Symbol 

Parameter 
Description 

Test  Conditions 

Min. 

Max. 

Units 

V0H 

Output  HIGH  Voltage 

Vcc  =  Win. 

VlN  =  V|H  or  V|L 

Iqh  =  -2  mA 

2.4 

V 

Vol 

Output  LOW  Voltage 

Vcc  =  Min. 

V|N  =  V|H  or  V|L 

Iol  =  6  mA 

0.5 

V 

lOL  =  4  mA 

0.33 

lOL  =  20  uA 

0.1 

vIH 

Input  HIGH  Voltage 

Guaranteed  Logic  HIGH  for  all  Inputs 

2.0 

V 

V|L 

Input  LOW  Voltage 

Guaranteed  Logic  LOW  for  all  Inputs 

0.8 

V 

l| 

Input  Leakage  Current 

V|N  =  0  to  5.5  V,  Vcc  =  Max. 

10 

MA 

io 

Output  Leakage  Current 

V|N  =  0  to  5.5  V,  Vcc  =  Max. 

10 

uA 

Iccop 

Operating  Current  Supply 

f  =  fMAX,  Outputs  Open  (lo  =  0) 

120 

mA 

isc 

Output  Short  Circuit  Current 

VCc  =  Max.,  V0  =  0  V 

-30 

-90 

mA 

Capacitance 

Parameter 
Symbol 

Parameter 
Description 

Test  Conditions 

Typ. 

Units 

C|N 

Input  Capacitance 

VCc  =  5.00  V.,  TA  =  25°C 
V|N  =  0  V  @  f=1  MHz 

5 

pF 

COUT 

Output  Capacitance 

8 

Note:  These  parameters  are  not  100%  tested,  but  are  evaluated  at  initial  characterization  and  at  any  time  the  design  is 
modified  where  capacitance  may  be  affected. 


*  Consult  factory  for  DC  specification  on  HC  Devices. 
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Switching  Characteristics  over  operating  range  unless  otherwise  specified;  all  values  are  determined  under 

the  loading  of  one  TTL  gate  and  a  capacitance  of  50  pF 


Parameter 
Number 

Parameter 
Symbol 

Parameter 
Description 

-35 

-45 

Min. 

Max. 

Min. 

Max. 

Units 

REGISTERED  OPERATION  (Numbers  1  through  12) 

1 

tPD 

Input  or  I/O  Pin  to 
Combinatorial  Output 

35 

45 

ns 

Output  Register 

2 

<SOR 

Input  or  I/O  Pin  to 
Output  Register  Setup 

27 

34 

ns 

3 

tC0R 

Output  Register  Clock 
to  Output 

23 

32 

ns 

4 

tHOR 

Data  Hold  Time  for 
Output  Register 

0 

0 

ns 

In 

put  Register 

5 

<SIR 

I/O  Pin  to  Input 
Register  Setup 

6 

8 

ns 

6 

<CIR 

Register  Feedback  Clock  to 
Combinatorial  Output 

45 

58 

ns 

7 

*HIR 

Data  Hold  Time  for 
Input  Register 

3 

4 

ns 

Clocking  and  Frequency 

8 

tcis 

Register  Feedback  to  Output 
Register/Latch  Setup 

35 

45 

ns 

9 

fMAX 

Maximum  Frequency 
1/(tSOR  +  tCOR) 

20 

15 

MHz 

10 

fMAXI 

Max  Internal  Frequency 
1/tciS 

28.5 

22.5 

MHz 

11 

tCWH 

Clock  Width  HIGH 

12 

15 

12 

tCWL 

Clock  Width  LOW 

12 

15 

LATCH  OPERATION  (Numbers  13  through  24) 

13 

tpD 

Input  or  I/O  Pin  to 
Combinatorial  Output 

35 

45 

ns 

14 

tPTD 

Input  or  I/O  Pin  to  Output 
via  One  Transparent  Latch 

45 

55 

ns 

Output  Latch 

15 

ns 

16 

tGOL 

Latch  Enable  to  Transparent 
Mode  Output 

23 

32 

ns 

17 

tHOL 

Data  Hold  Time  for 
Output  Latch 

0 

0 

ns 

18 

tSTL 

Input  or  I/O  Pin  to  Output 
Latch  Setup  via  Transparent 
Input  Latch 

35 

45 

ns 
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Parameter 
Number 

Parameter 
Symbol 

Parameter 
Description 

-35 

-45 

Units 

Mln. 

Mln. 

Max. 

Input  Latch 

19 

tSIL 

I/O  Pin  to  Input  Latch  Setup 

6 

8 

ns 

20 

tGIL 

Latch  Feedback,  Latch 
Enable  Transparent  Mode  to 
Combinatorial  Output 

45 

58 

ns 

21 

tHIL 

Data  Hold  Time  for 
Input  Latch 

3 

4 

ns 

Latch  Enable 

22 

tGIS 

Latch  Feedback  Transparent 
Mode  to  Output  Register/ 
Latch  Setup 

35 

45 

ns 

23 

tGWH 

Latch  Enable  Width  HIGH 

12 

15 

ns 

24 

tGWL 

Latch  Enable  Width  LOW 

12 

15 

ns 

RESET/PRESET  &  OUTPUT  ENABLE  OPERATION  (Numbers  25  through  32) 

25 

*APO 

Input  or  I/O  Pin  to  Output 
Register/Latch  RESET/ 
PRESET 

40 

55 

ns 

26 

*AW 

Async.  RESET/PRESET 
Pulse  Width 

35 

45 

ns 

27 

tARO 

Async.  RESET/PRESET  to 
Input  Register/Latch 
Recovery 

30 

40 

ns 

28 

'ari 

Async.  RESET/PRESET  to 
Input  Register/ Latch 
Recovery 

20 

30 

29 

tpzx 

l/DE  Pin  to  Output  Enable 

30 

40 

ns 

30 

tpxz  * 

l/OE  Pin  to  Output  Disable 

30 

40 

ns 

31 

tEA 

Input  or  I/O  to  Output 
Enable  via  PT 

35 

45 

ns 

32 

tER* 

Input  or  I/O  to  Output 
Disable  via  PT 

35 

45 

ns 

*  Output  disable  times  do  not  include  test  load  RC  time  constants. 
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LE  O 
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Input/Output  Specs  (Pin  LE  Reference) 


CLK  O- 


INPUT 
REGISTER 


lSIR  ► 


I/O 


*CIS 


I/O 
E3- 


lSOR  - 


lPD 


AND-OR  ARRAY 


V 


V 


V 


V 


s 


lcis 


OUTPUT 
REGISTER 


4COR 


-52 

I/O 


I/O 


s 


Input/Output  Register  Specs  (Pin  CLK  Reference) 
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Switching  Waveforms 
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INV  POL 


CLOCK 
TRUE  POL 
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Switching  Test  Circuit 


6V 
Q 


R,  =620  0 


TO  OUTPUTS 
OF  DEVICE 


R2  =  390n 


'LOAD 
>   50  pF 


V  V 
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Key  to  Switching  Waveforms 


WAVEFORM 

INPUTS 
MUST  BE 

OUTPUTS 
WILL  BE 

STEADY 

MAY  CHANGE 
FROM  H  TO  L 

STEADY 

WILL  BE 
CHANGING 
FROM  H  TO  L 

M 

MAY  CHANGE 
FROM  L  TO  H 

WILL  BE 
CHANGING 
FROM  L  TO  H 

m 

DON'T  CARE; 

ANY  CHANGE 
PERMITTED 

CHANGING: 

STATE 

UNKNOWN 

IZ/ul 

DOES  NOT 
APPLY 

CENTER 
LINE  IS  HIGH 
IMPEDANCE 
"OFF" STATE 
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24-Pin  IMOX  IN™  Programmable  Array  Logic 
PRELIMINARY 


Distinctive  Characteristics 

•  15-ns  performance 

•  Increased  logic  power  —  up  to  22  inputs  and  10  outputs 

•  Increased  product  terms  —  average  12  per  output 

•  Variable  product-term  distribution  improves  ease  of  use 

•  Each  output  user-programmable  for  registered  or  combi- 
natorial operation 

•  Individually  user-programmable  output  polarity 

•  Extra  terms  provide  logical  synchronous-PRESET  and 
asynchronous-RESET  capability 


TTL-level  PRELOAD  for  improved  testability 
Packaged  in  24-pin  Slim  DIP  and  28-pin  chip-carrier 
packages 

Platinum-Silicide fuses  ensure  high  programming  yield, 

fast  programming,  and  high  reliability 

AC  and  DC  testing  done  at  the  factory  utilizing  special 

designed-in  test  features 

3000-V  Input  ESD  Protection  on  all  pins 


General  Description 

The  AmPAL22V10  is  a  second-generation  Programmable 
Array  Logic  (PAL)  device.  It  utilizes  the  familiar  sum-of- 
products  (AND-OR)  logic  structure,  allowing  users  to 
program  custom  logic  functions.  The  AmPAL22V10  per- 
mits the  development  of  custom  LSI  functions  of  500  to 
800  equivalent  gate  complexity. 

The  AmPAL22V10  contains  up  to  22  inputs  and  10  outputs. 
It  incorporates  the  unique  capability  of  defining  and  pro- 
gramming the  architecture  of  each  output  on  an  individual 
basis.  Each  output  is  user-programmable  for  either  regis- 
tered or  combinatorial  operation.  This  allows  the  designer 
to  optimize  the  device  design  by  having  only  as  many 
registers  as  needed.  In  addition,  each  output  has  user- 
programmable  output  polarity,  further  simplifying  design 
and  contributing  to  the  precise  application  requirements. 

Increased  logic  power  has  been  built  into  the  AmPAL22V10 


by  increasing  the  number  of  product  terms  from  8-per- 
output  to  an  average  of  12-per-output.  Further  innovation 
can  be  seen  in  the  introduction  of  variable  product-term 
distribution.  This  technique  allocates  from  8  to  16  logical 
product  terms  to  each  output  (please  refer  to  the  Block 
Diagram  for  distribution  details).  This  variable  allocation  of 
terms  allows  far  more  complex  functions  to  be  imple- 
mented than  in  previous  devices. 

System  operation  has  been  enhanced  by  the  addition  of  a 
synchronous-PRESET  and  an  asynchronous-RESET  prod- 
uct term.  These  terms  are  common  to  all  output  registers. 

The  AmPAL22V10  also  incorporates  power-up  RESET 
and  the  capabil  ity  to  PRELOAD  the  output  reg  isters  to  any 
desired  state  during  testing.  PRELOAD  is  essential  to 
permit  full  logical  verification  during  test. 
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Connection  Diagram 


Top  View 


LCC* 


>«  I  8 


CK/I0 


CDO 10001 

•Also  available  in  PLCC.  Pinouts  identical  to  LCC. 
"Also  available  in  Flatpack.  Pinouts  identical  to  DIPs. 
Pin  Designations:  I       =  Input 

I/O    =  Input/Output 

Vcc  =  Supply  Voltage 

GND  =  Ground 

CK     =  Clock 

NC    =  No  Connection 


Ordering  Information 


Standard  Products 

AMD  standard  products  are  available  in  several  packages  and  operating  ranges.  The  order  number  (Valid  Combination!  is 
formed  by  a  combination  of:  a.  Device  Number 

b.  Speed/Power  Option  (if  applicable) 

c.  Package  Type 

d.  Temperature  Range 

e.  Optional  Processing 


AMPAL22V10 


-  5 


DEVICE  NUMBER/DESCRIPTION 

AmPAL22V10-15 

24-Pin  IMOX  III  Programmable  Array  Logic 


Valid 

Combinations 

AMPAL22V10-15 

PC.  DC.  DCB,  DE, 
JC.  LC.  LE 

-  e.  OPTIONAL  PROCESSING 

Blank  =  Standard  processing 
B  =  Burn-in 

-  d.  TEMPERATURE  RANGE 

C  =  Commercial  (0  to  +  75°C) 

E  =  Extended  Commercial  (-55  to  +  125°C) 

-  c.  PACKAGE  TYPE 

P  =  24-Pin  Slim  Plastic  DIP  (PD3024) 

D  =  24-Pin  Slim  Ceramic  DIP  (CD3024) 

J  =  28-Pin  Plastic  Leaded  Chip  Carrier  (PL  028) 

L  ■  28-Pin  Ceramic  Leadless  Chip  Carrier  (CL  028) 

-b.  SPEED/POWER  OPTION 

-15=15  ns  (Full  Power) 


Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be  supported  in 
volume  for  this  device.  Consult  the  local  AMD  sales  office  to  confirm 
availability  of  specific  valid  combinations,  to  check  on  newly  released 
combinations,  and  to  obtain  additional  data  on  AMD's  standard  military 
grade  products. 
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Military  Ordering  Information 

APL  Products 


AMD  products  for  Aerospace  and  Defense  applications  are  available  in  several  packages  and  operating  ranges.  APL 
(Approved  Products  List)  products  are  fully  compliant  with  MIL-STD-883C  requirements.  The  order  number  (Valid  Combination) 
is  formed  by  a  combination  of:  a.  Device  Number 

b.  Speed/Power  Option  (if  applicable) 

c.  Device  Class 

d.  Package  Type 

e.  Lead  Finish 


AMPAL22V10 


-20  JB_ 


LEAD  FINISH 

A  =  Hot  Solder  Dip 


d.  PACKAGE  TYPE 

L  -  24-Pin  Slim  Ceramic  DIP  (CD3024) 
K  -  24-Pin  Ceramic  Flatpack  (CFL024) 
3  -  28-Pin  Ceramic  Leadless  Chip  Carrier 
(CL  028) 


c.  DEVICE  CLASS 

/B  -  Class  B 


b.  SPEED/POWER  OPTION 

-  20  =  20  ns  (Full  Power) 


DEVICE  NUMBER/DESCRIPTION 

AmPAL22V  10-20 
24-Pin  IMOX 


AMPAL22V10-20 


/BLA/B3A/BKA 


Valid  Combinations 

Valid  Combinations  list  configurations  planned  to 


be 


supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations  or  to  check  for  newly  released  valid 
combinations. 


Group  A  Tests 

Group  A  tests  consist  of  Subgroups 
1,  2,  3,  7,  8,  9,  10,  and  11. 


AmPAL22V10-15 


Functional  Description 

The  AmPAL22V10  is  a  second-generation  Programmable 
Array  Logic  device.  It  contains  a  programmable  fuse  array 
organized  in  the  familiar  sum-of-products  (AND-OR)  structure. 


The  block  diagram  below  shows  the  basic  architecture  of  the 
AmPAL22V10.  There  are  up  to  22  inputs  and  10  outputs 
available.  The  inputs  are  connected  to  a  programmable-AND 
array  which  contains  120  logical  product  terms.  Initially  the 
AND  gates  are  connected,  via  fuses,  to  both  the  TRUE  and 
COMPLEMENT  of  every  input.  By  selective  programming  of 
fuses,  the  AND  gates  may  be  "connected"  to  only  the  TRUE 
input  (by  programming  the  COMPLEMENT  fuse),  to  only  the 
COMPLEMENT  input  (by  programming  the  TRUE  fuse),  or 
to  neither  type  of  input  (by  programming  both  fuses),  estab- 
lishing a  logical  "don't  care."  When  both  the  TRUE  and 
COMPLEMENT  fuses  are  left  intact,  a  logical  FALSE  results 
on  the  output  of  the  AND  gate.  An  AND  gate  with  all  fuses 
programmed  will  assume  the  logical-TRUE  state.  The  out- 
puts of  the  AND  gates  are  connected  to  fixed-OR  gates. 
There  is  an  average  of  1 2  product  terms  per  OR  gate  (output), 
and  as  the  Block  Diagram  shows,  variable  product  term  dis- 
tribution has  been  implemented.  This  technique  allocates 
different  quantities  of  logical  product  terms  to  different  out- 
puts, allowing  more  complex  logical  functions  to  be  per- 
formed than  were  previously  possible.  Up  to  16  logical  terms 
can  be  evaluated  in  one  output  in  a  single  clock  cycle  (no 
feedback  necessary). 


Output  Logic  Macrocells  (OLMs) 

A  dramatic  innovation  in  logic  design  is  the  implementation  on 
the  AmPAL22V10  of  variable  output  architecture.  This  allows 
the  user  to  program,  on  an  output-by-output  basis,  the  function 
of  the  outputs.  As  shown  in  the  Output  Logic  Macrocell  (OLM) 
diagram  below,  each  output  cell  contains  two  additional  fuses, 
So  and  St.  Si  controls  whether  the  output  will  be  registered  or 
combinatorial.  So  controls  the  output  polarity  (active  HIGH  or 
active  LOW).  Depending  on  the  states  of  these  two  fuses,  an 
individual  output  will  operate  in  one  of  four  modes  (see  the 
logic  diagrams  on  the  next  page):  Registered/Active  LOW, 
Registered/Active  HIGH,  Combinatorial/Active  LOW,  and 
Combinatorial/Active  HIGH  (note  that  the  feedback  path  also 
changes  with  output  mode).  This  innovation  gives  the  designer 
more  flexibility  and  enables  optimization  of  the  device  for 
precise  application  requirements.  It  also  allows  for  better 
device  utilization  —  programming  only  as  many  registers  as 
are  needed. 

PRESET/RESET 

To  improve  in-system  functionality,  the  AmPAL22V10  has 
additional  PRESET  and  RESET  product  terms.  These  terms 
are  connected  to  all  registered  outputs.  When  the  synchro- 
nous-PRESET  product  term  is  asserted  (HIGH),  the  output 
registers  will  be  loaded  with  a  HIGH  on  the  next  LOW-to-HIGH 
clock  transition.  When  the  asynchronous-RESET  product  term 
is  asserted  (HIGH),  the  output  registers  will  be  immediately 
loaded  with  a  LOW  (independent  of  the  clock).  These  func- 
tions are  particularly  useful  for  applications  such  as  system 
power-on  and  reset. 
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Figure  1.  Block  Diagram 
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3i 

So 

Output  Configuration 

0 

0 

Registered/Active  LOW 

0 

1 

Registered/Active  HIGH 

1 

0 

Combinatorial/Active  LOW 

1 

1 

Combinatorial/Active  HIGH 

0  =  Unblown  Fuse 

1  =  Blown  Fuse 
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Figure  2.  Output  Logic  Macrocell  Diagram 
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PRELOAD 

To  simplify  testing,  the  AmPAL22V10  is  designed  with  PRE- 
LOAD circuitry  that  provides  an  easy  method  of  testing  regis- 
tered devices  for  logical  functionality.  PRELOAD  allows  any 
arbitrary  state  value  to  be  loaded  into  the  output  registers. 

A  typical  functional  test  sequence,  would  be  to  verify  all 
possible  state  transitions  for  the  device  being  tested.  To  verify 
these  transitions  requires  the  ability  to  set  the  state  registers 
into  an  arbitrary  "present  state"  value,  and  to  set  the  device 
inputs  to  any  arbitrary  "present  input"  value.  Once  this  is 
done,  the  state  machine  is  then  clocked  into  a  new  state,  or 
"next  state."  The  next  state  is  then  checked  to  validate  the 
transition  from  the  present  state.  In  this  way  any  state 
transition  can  be  checked. 

Fabrication 

The  AmPAL22V10-15  is  manufactured  using  Advanced  Micro 
Devices'  IMOX  III  slot-isolation  process.  This  advanced  pro- 
cess is  an  extension  of  the  IMOX  II  process.  It  uses  slot 
isolation  between  transistors  to  permit  an  increase  in  density 
and  a  decrease  in  internal  capacitance,  resulting  in  the  fastest 
possible  programmable-logic  devices. 

These  devices  are  fabricated  with  AMD's  fast  programming, 
highly  reliable  Platinum-Silicide  Fuse  technology.  Utilizing  an 


easily  implemented  programming  algorithm,  these  products 
can  be  rapidly  programmed  to  any  customized  pattern.  Extra 
test  words  are  preprogrammed  during  manufacturing  to  en- 
sure extremely  high  field  programming  yields  (  >  98.5%),  and 
to  provide  extra  test  paths  to  achieve  excellent  parametric 
correlation. 

Platinum  Silicide  was  selected  as  the  fuse-link  material  to 
achieve  a  well-controlled  melt  rate  resulting  in  large  noncon- 
ductive  gaps  that  ensure  very  stable,  long-term  reliability. 
Extensive  operating  testing  has  proven  that  this  low-field, 
large-gap  technology  offers  high  reliability  for  fusible-link 
programmable  logic. 

Security  Fuse  Programming 

A  single  fuse  is  provided  on  each  AmPAL22V10  part  to  pre- 
vent unauthorized  copying  of  PAL  fuse  patterns.  Once  pro- 
grammed, the  circuitry  enabling  fuse  verification  and  regis- 
tered output  PRELOAD  is  permanently  disabled. 

Programming  of  the  security  fuse  is  the  same  as  an  array 
fuse.  Verification  of  a  programmed  security  fuse  is  accom- 
plished by  verifying  the  whole  fuse  array  as  if  every  fuse  were 
programmed. 


Figure  3-2.  Registered/Active  HIGH  Figure  3-4  Combinatorial/Active  HIGH 


&  MonoUtMcm  Memories  X 


5-253 


AmPAL22V10-15 


Figure  4,  Logic  Diagram 
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Absolute  Maximum  Ratings 

Storage  Temperature  -65  to  +150°C 

Supply  Voltage  to  Ground  Potential 

(Pin  24  to  Pin  12)  Continuous  -0.5  to  +7  V 

DC  Voltage  Applied  to  Outputs 

(Except  During  Programming)  -0.5  V  to  +  Vcc  Max. 

DC  Voltage  Applied  to  Outputs 

During  Programming  16  V 

Output  Current  into  Outputs  During  Programming 

(Max.  Duration  of  1  sec)  200  mA 

DC  Input  Voltage  -0.5  to  +5.5  V 

DC  Input  Current  -30  to  +5  mA 

Ambient  Temperature  with  Power  Applied  +125°C 

Stresses  above  those  listed  under  ABSOLUTE  MAXIMUM 
RA  TINGS  may  cause  permanent  device  failure.  Functionality 
at  or  above  these  limits  is  not  implied.  Exposure  to  absolute 
maximum  ratings  for  extended  periods  may  affect  device 
reliability. 


Operating  Ranges 

Commercial  (C)  Devices 

Temperature  (Ta)  Operating  Free  Air  0°C  to  +  75°C 

Supply  Voltage  (Vcc)   +4-75  to  +5.25  V 

Extended  Commercial  (E)  Devices 

Temperature  (Ta)  -55°C  Min. 

Temperature  (Tc)  +  125°C  Max. 

Supply  Voltage  (VCc)   +4.50  to  +5.50  V 

Military  (M)  Devices* 

Temperature  (Ta)  -55°C  Min. 

Temperature  (Tc)  Operating  Case  +  125°C  Max. 

Supply  Voltage  (Vcc)   +4.50  to  +5.50  V 

Operating  ranges  define  those  limits  between  which  the 
functionality  of  the  device  is  guaranteed. 

•Military  Product  100%  tested  at  TC  =  +25°C,  +125°C, 
and  -55°C. 


DC  CHARACTERISTICS  over  operating  range  unless  otherwise  specified  (for  APL  Products,  Group  A, 
Subgroups  1,  2,  3  are  tested  unless  otherwise  noted) 


Parameter 
Symbol 

Parameter 
Description 

Test  Conditions 

Min. 

Typ. 

(Note  1) 

Max. 

Unit 

VOH 

Output  HIGH  Voltage 

Vcc  -  Min., 

V|N  "  Vih  or  V|L 

COM'L 

MIL  & 
E-COM'L 

2.4 

3.5 

V 

lOH  --3.2  mA 

l0H--2  mA 

Vol 

Output  LOW  Voltage 

Vcc  =  Min., 
V|N  -  V|H  or  V|L 

IQL  =  16  mA 

Iql  "  12  mA 

0.50 

V 

V|H 

(Note  2) 

Input  HIGH  Level 

Guaranteed  Input  Logical  HIGH  Voltage  for  all  Inputs 

2.0 

V 

VlL 

(Note  2) 

Input  LOW  Level 

Guaranteed  Input  Logical  LOW  Voltage  for  all  Inputs 

0.8 

V 

III 

Input  LOW  Current 

Vcc  -  Max.,  V|N  -  0.40  V 

-20 

-100 

uA 

llH 

Input  HIGH  Current 

VCC  =  Uax  .  V|N  =  27  V 

25 

uA 

l| 

Input  HIGH  Current 

Vcc  -  Max..  V|N  -  5.5  V 

1.0 

mA 

tec 

Output  Short-Circuit  Current 

VCc  "  Max.,  Vqut  *  0  5  V  (Note  3| 

-30 

-50 

-90 

mA 

ice 

Power  Supply  Current 

Vcc  -  Max. 

6 

150 

180 

mA 

AL 

75 

90 

Q 

40 

55 

V| 

Input  Clamp  Voltage 

Vcc  =  Min.,  I|N  =  -18  mA 

-0.9 

-1.2 

V 

lOZH 

Output  Leakage  Current 
(Note  4) 

Vcc  -  Max.,  V|N  *  Vil 
or  V|H 

V0  -  2.7  V 

100 

fA 

lOZL 

V0  -  0.4  V 

-100 

Notes:  1.  Typical  limits  are  at  Vcc  =  5.0  v  and  TA  =  25°C. 

2.  These  are  absolute  values  with  respect  to  device  ground,  and  all  overshoots  due  to  system  or  tester  noise  are  included. 

3.  Not  more  than  one  output  should  be  tested  at  a  time.  Duration  of  the  short-circuit  test  should  not  exceed  one  second. 
VouT  =  0.5  V  has  been  chosen  to  avoid  test  problems  caused  by  tester  ground  degradation. 

4.  I/O  pin  leakage  is  the  worst  case  of  lozx  or  l|x  (where  X  =  H  or  L). 

5.  Pinout  for  DIPs  only. 


CAPACITANCE 


Parameter 
Symbol 

Parameter 
Description 

Test  Conditions 

Min. 

Typ. 

(Note  1) 

Max. 

Unit 

C|N  t 

Input  Capacitance 

V|N  -  2.0  V  @  f  -  1  MHz  (Note  5) 

Pins  1,  13 

9 

pF 

Others 

6 

COUT  t 

Output  Capacitance 

Vqut  =  2.0  V  @f  =  1  MHz 

9 

t  Not  included  in  Group  A  tests. 


AmPAL22V10-15 


Switching  Characteristics  Over  Commercial  Operating  Range  (Note  1) 


No. 

rardiTiclcr 

Symbol 

Daramotnr 
rol  alllclcl 

Description 

22V10-15 

Unit 

Mln. 

Max. 

Min. 

Max. 

Min. 

Max. 

tpD 

Input  or  Fs6db3cK  to  Non-Registered  Output 

15 

2 

tCA 

lbA 

input  to  Output  Enable 

15 

ns 

3 

lER 

Input  to  Output  Disable 

15 

4 

tC01 

Clock  to  Output 

12 

5 

IC02 

Register  Feedback  through  Array  to 
Combinatorial  Output.  Relative  to  External 
Clock 

22 

ns 

6 

ts 

Input  or  Feedback  Setup  Time 

13 

ns 

7 

tH 

Hold  Time 

0 

ns 

8 

tp 

Clock  Period  (ts  +  tcoi) 

25 

ns 

9 

•WH 

Clock  Width  -  HIGH  Level 

10 

ns 

10 

tWL 

Clock  Width -LOW  Level 

10 

ns 

11 

'max 

Maximum  Frequency 

40 

ns 

12 

lAW 

Asynchronous  -  RESET  Width 

15 

ns 

13 

'ar 

Asynchronous  -  RESET  Recovery  Time 

15 

ns 

14 

tAP 

Asynchronous  -  RESET  to  Registered  Output 

20 

ns 

Switching  Characteristics  Over  Military  and  Extended-Commercial  Operating  Ranges 
(for  APL  Products,  Group  A,  Subgroups  7,  8,  9, 10, 11  are  tested  unless  otherwise  noted)  (Note  2) 


Parameter 
Symbol 

Parameter 
Description 

22V10-20 

No. 

Min. 

Max. 

Mln. 

Max. 

Min. 

Max. 

Unit 

1 

tpo 

Input  or  Feedback  to  Non-Registered  Output 

20 

ns 

2 

tEA 

Input  to  Output  Enable 

20 

ns 

3 

ten 

Input  to  Output  Disable 

20 

ns 

4 

tcoi 

Clock  to  Output 

15 

ns 

•C02 

Register  Feedback  through  Array  to 
Combinatorial  Output,  Relative  to  External 
Clock 

30 

ns 

6 

ts 

Input  or  Feedback  Setup  Time 

17 

ns 

Hold  Time  0 

ns 

ns 

9 

tWH 

Clock  Width  -  HIGH  Level 

15 

ns 

10 

'WL 

Clock  Width -LOW  Level 

15 

ns 

11 

'MAX 

Maximum  Frequency 

31 

ns 

12 

tAW 

Asynchronous  -  RESET  Width 

20 

ns 

13 

tAR 

Asynchronous  -  RESET  Recovery  Time 

20 

ns 

14 

tAP 

Asynchronous -RESET  to  Registered  Output 

25 

ns 

Notes:  1.  Commercial  Test  Conditions:  H-\  =  300,  R2  =  390. 

2.  Military/Extended-Commercial  Test  Conditions:  R1  =390,  R2  =  750. 

3.  tpo  is  tested  with  switch  Si  closed  and  Cl  -  50  pF. 

4.  For  three-state  outputs,  output  enable  times  are  tested  with  Cl  =  50  pF  to  the  1.5  V  level;  Si  is  open  for  high-impedance  to  HIGH  tests 
and  closed  for  high-impedance  to  LOW  tests.  Output  disable  times  are  tested  with  Cl  =  5  pF.  HIGH  to  high-impedance  tests  are  made 
to  an  output  voltage  of  Vqh-0-5  V  with  S^  open;  LOW  to  high-impedance  tests  are  made  to  the  Vql  +  0-5  V  level  with  Si  closed. 
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Switching  Test  Circuit 


5  V  0——CT  O- 

Si 


OUTPUT  O- 


TC001190 


Switching  Waveforms 


KEY  TO  SWITCHING  WAVEFORMS 


WAVEFORM  INPUTS 


M 


DON'T  CARE. 
ANY  CHANGE 
PERMITTED 


SHE 


WILL  BE 
CHANGING 
FROM  L  TO  H 


CHANGING. 

STATE 

UNKNOWN 


CENTER 
LINE  IS  HIGH 
IMPEDANCE 
OFF" STATE 


KS000010 
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Switching  Waveforms  (Continued) 
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Input/Output  Circuit  Diagram 
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Input  Circuitry 
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PRELOAD  of  Registered  Outputs 

The  AmPAL22V1 0  registered  outputs  are  provided  with  circuit- 
ry to  allow  loading  each  register  synchronously  with  either  a 


HIGH  or  LOW.  This  feature  will  simplify  testing  since  any  state 
can  be  loaded  into  the  registers  to  control  test  sequencing. 

The  pin  levels  and  timing  necessary  to  perform  the  PRELOAD 
function  are  detailed  below. 


OUTPUT  VOL 


:> — <: 


ENABLED 

FORCED 

OUTPUTS 

DISABLED 

OHV1LP 

Par. 

Min.  Max. 

vHh 

10  12 

V|LP 

0  0.5 

VIHP 

2.4  5.5 

PRELOAD 

DATA 
CLOCKED 


OUTPUT 
FORCING 
VOLTAGE 
REMOVED 


Level  forced 
on  registered 
output  pin  during 
PRELOAD  cycle 

Register  Q 
output  state 
after  cycle 

V|HP 

HIGH 

VlLP 

LOW 

V,LP 


Vol 


Power-Up  RESET 

The  registered  devices  in  the  AMD  PAL  Family  have  been 
designed  with  the  capability  to  reset  during  system  power-up. 
Following  power-up,  all  registers  will  be  reset  to  LOW.  The 
output  state  will  depend  on  the  polarity  of  the  output  buffer. 
This  feature  provides  extra  flexibility  to  the  designer  and  is 
especially  valuable  in  simplifying  state  machine  initialization.  A 
iram  and  parameter  table  are  shown  below.  Due  to 


the  asynchronous  operation  of  the  power-up  reset,  and  the 
wide  range  of  ways  Vcc  can  rise  t0  its  steady  state,  two 
conditions  are  required  to  ensure  a  valid  power-up  reset. 
These  conditions  are: 

1.  The  Vcc  rise  mus*  be  monotonic. 

2.  Following  reset,  the  clock  input  must  not  be  driven  from 
LOW  to  HIGH  until  all  applicable  input  and  feedback  setup 
times  are  met. 


ACTIVE 
LOW  OUTPUT 


~W 


Parameter 
Symbol 

Parameter 
Description 

Min. 

Typ. 

Max. 

Unit 

tpR 

Power-Up 
Reset  Time 

600 

1000 

ns 

«s 

Input  or  Feedback 
Setup  Time 

See  Switching  Characteristics 

tw 

Clock  Width 
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24-Pin  IMOX'"  Programmable  Array  Logic  (PAL) 


Distinctive  Characteristics 

•  Second-generation  PAL  device  architecture 

•  Increased  logic  power  —  up  to  22  inputs  and  1 0  outputs 

•  Increased  product  terms  —  average  12  per  output 

•  Variable  product  term  distribution  improves  ease  of  use 

•  Each  output  user  programmable  for  registered  or  combi- 
natorial operation 

•  Individually  user  programmable  output  polarity 

•  Extra  terms  provide  logical  synchronous  PRESET  and 
asynchronous  RESET  capability 


•  Comes  in  standard  and  high-speed  versions  —  18  ns 
typical  propagation  delay 

•  PRELOAD  for  improved  testability 

•  Packaged  in  24-pin  Slim  DIP  and  28-pin  chip  carrier 


•  Platinum-Silicide  fuses  ensure  high  programming 
yield,  fast  programming  and  high  reliability 

•  AC  and  DC  testing  done  at  the  factory  utilizing 
special  designed-in  test  features 


General  Description 

The  AmPAL22V10  is  a  second-generation  Programmable 
Array  Logic  (PAL)  device.  It  utilizes  the  familiar  sum-of- 
products  (AND-OR)  logic  structure,  allowing  users  to  pro- 
gram custom  logic  functions.  The  AmPAL22V10  is  an 
extension  of  the  PAL  device  concept.  The  AmPAL22V10 
permits  the  development  of  custom  LSI  functions  of  500  to 
800  equivalent  gate  complexity. 

The  AmPAL22V10  contains  up  to  22  inputs  and  10  out- 
puts. It  incorporates  the  capability  of  defining  and  program- 
ming the  architecture  of  each  output  on  an  individual  basis. 
Each  output  is  user  programmable  for  either  registered  or 
combinatorial  operation.  This  allows  the  designer  to 
optimize  the  device  design,  by  having  only  as  many  regis- 
ters as  needed.  In  addition  each  output  has  user- 
programmable  output  polarity,  further  simplifying  design 
and  contributing  to  the  precise  application  requirements. 


Increased  logic  power  has  been  built  into  the  AmPAL22V10 
by  increasing  the  number  of  product  terms  from  8-per- 
output  to  an  average  of  12-per-output.  Further  innovation 
can  be  seen  in  the  introduction  of  variable  product  term 
distribution.  This  technique  allocates  from  8  to  16  logical 
product  terms  to  each  output  (please  refer  to  block  diagram 
for  distribution  details).  This  variable  allocation  of  terms 
allows  far  more  complex  functions  to  be  implemented  than 
in  previous  devices  . 

System  operation  has  been  enhanced  by  the  addition  of  a 
synchronous-PRESET  and  an  asynchronous-RESET  prod- 
uct term.  These  terms  are  common  to  all  output  registers. 

The  AmPAL22V10  also  incorporates  power-up  RESET 
and  the  capability  to  PRELOAD  the  output  registers  to  any 
desired  state  during  testing.  PRELOAD  is  essential  to  per- 
mit full  logical  verification  during  test. 


Block  Diagram 


I/O  I/O  I/O  I/O  I/O  I/O  I/O  I/O  I/O 


04162F/0 
JANUARY  19£ 
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.  8  2 


Connection  Diagram 

Top  View 

o 

LCC* 


DIPs* 


'Also  available  in  PLCC.  Pinouts  identical  to  LCC. 
"Also  available  in  Flatpack.  Pinouts  identical  to  DIPs. 


Ordering  Information 

Standard  Products 


AMD  standard  products  are  available  in  several  packages  and  operating  ranges.  The  order  number  (Valid  Combination)  is 
formed  by  a  combination  of:  A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Package  Type 

D.  Temperature  Range 

E.  Optional  Processing 


AMPAL22V10 


L 


-A.  DEVICE  NUMBER/DESCRIPTION 

AmPAL22V10 

24-P,n  IMOX  Programmable  Array  Logic 


-  E.  OPTIONAL  PROCESSING 

Blank  =  Standard  processing 
B  =  Burn-in 


TEMPERATURE  RANGE 

C  -  Commercial  (0  to  +  75°C) 

E  =  Extended  Commercial  (-55  to  +  125°C) 


PACKAGE  TYPE 

P  =  24-Pin  Plastic  DIP  (PD3024) 

D  -  24-Pin  Ceramic  DIP  (CD3024) 

J  -  28-Pin  Plastic  Leaded  Chip  Carrier  (PL  028) 

L  =  28-Pin  Ceramic  Leadless  Chip  Carrier  (CL  028) 


Valid  Combinations 

AMPAL22V10 

PC.  DC.  DCB.  DE. 
JC,  LC,  LE 

AMPAL22V10A 

SPEED  OPTION 

Blank  -  35  ns 
A  =  25  ns 


Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations,  to  check  on  newly  released  combinations,  and 
to  obtain  additional  data  on  AMD's  standard  military  grade 
products. 


Monolithic 


£1 
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Ordering  Information 

APL  Products 

AMD  products  for  Aerospace  and  Delense  applications  are  available  in  several  packages  and  operating  ranges.  APL 
(Approved  Products  List)  products  are  fully  compliant  with  MIL-STD-883C  requirements.  The  order  number  (Valid 
Combination)  is  formed  by  a  combination  of: 

A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Device  Class 

D.  Package  Type 

E.  Lead  Finish 


AMPAL22V10 


J3. 


-A.  DEVICE  NUMBER/DESCRIPTION 

AmPAL22V10 

24-Pin  IMOX  Programmable  Array  Logic 


-  E.  LEAD  FINISH 

A  -  Hot  Solder  DIP 


-  D.  PACKAGE  TYPE  (per  09-000) 
L  .  24-Pin  Ceramic  DIP  (CD3024) 
K  •  24-Pin  Ceramic  Flatpack  (CFL024) 
3  -  28-Pin  Ceramic  Leadless  Chip  Carrier 
(CL  028) 


-C.  DEVICE  CLASS 

IB  -  Class  B 


-B.  SPEED  OPTION 

Blank  -  40  ns 
A  -  30  ns 


Valid  Combinations 

AMPAL22V10 
AMPAL22V10A 

;  BLA,  B3A  BKA 

Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations  or  to  check  for  newly  released  valid 
combinations. 


Group  A  Tests 

Group  A  tests  consist  of  Subgroups 
1,  2,  3,  7,  8,  9,  10,  and  1 1. 


DESC  Certified  PAL  Devices 


Generic 

AMD  Part  Number 

DESC  Numbers 

22V10 

AmPAL22V10A/BLA 

5962-8605301  LX 

AmPAL22V10A/B3A 

5962-8605301 3X 

AmPAL22V10A/BKA 

5962-8605301  KX 
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Functional  Description 

The  AmPAL22V10  is  a  second-generation  Programmable 
Array  Logic  device.  It  contains  a  programmable  fuse  array 
organized  in  the  familiar  sum-of-products  (AND-OR)  structure. 

The  block  diagram  below  shows  the  basic  architecture  of  the 
AmPAL22V10.  There  up  to  22  inputs  and  10  outputs  available. 
The  inputs  are  connected  to  a  programmable-AND  array 
which  contains  120  logical  product  terms.  Initially  the  AND 
gates  are  connected,  via  fuses,  to  both  the  TRUE  and 
complement  of  every  input.  By  selective  programming  of  fuses 
the  AND  gates  may  be  "connected"  to  only  the  TRUE  input 
(by  blowing  the  complement  fuse),  to  only  the  complement 
input  (by  blowing  the  TRUE  fuse),  or  to  neither  type  of  input 
(by  blowing  both  fuses)  establishing  a  logical  "don't  care." 
When  both  the  TRUE  and  complement  fuses  are  left  intact,  a 
logical  FALSE  results  on  the  output  of  the  AND  gate.  An  AND 
gate  with  all  fuses  blown  will  assume  the  logical-TRUE  state. 
The  outputs  of  the  AND  gates  are  connected  to  fixed-OR 
gates.  There  is  an  average  of  1 2  product  terms  per  OR  gate 
(output),  and  as  the  block  diagram  shows,  variable  product 
term  distribution  has  been  implemented.  This  technique  allo- 
cates different  quantities  of  logical  product  terms  to  different 
outputs,  allowing  more  complex  logical  functions  to  be  per- 
formed than  were  previously  possible.  Up  to  16  logical  terms 
can  be  evaluated  in  one  output  in  a  single  clock  cycle  (no 
feedback  necessary). 


Output  Logic  Macrocells  (OLMs) 

A  dramatic  innovation  in  logic  design  is  the  implementation  on 
the  AmPAL22V10  of  variable  output  architecture.  This  allows 
the  user  to  program  on  an  output-by-output  basis  the  function 
of  the  outputs.  As  shown  in  the  Output  Logic  Macrocell  (OLM) 
diagram  below,  each  output  cell  contains  two  additional  fuses 
(So  and  S-|).  Si  controls  whether  the  output  will  be  registered 
or  combinatorial.  So  controls  the  output  polarity  (active  HIGH 
or  active  LOW).  Depending  on  the  states  of  these  2  fuses,  an 
individual  output  will  operate  in  one  of  four  modes  (see  logic 
diagrams  on  next  page).  Registered/Active  LOW;  Registered/ 
Active  HIGH;  Combinatorial/Active  LOW;  Combinatorial/Ac- 
tive HIGH.  (Note  that  the  feedback  path  also  changes  with 
output  mode.)  This  innovation  gives  the  designer  more  flexibili- 
ty and  enables  him  to  optimize  the  device  for  precise 
application  requirements.  It  also  allows  for  better  device 
utilization  —  you  only  program  as  many  registers  as  are 
needed. 

PRESET/RESET 

To  improve  in-system  functionality,  the  AmPAL22V10  has 
additional  PRESET  and  RESET  product  terms.  These  terms 
are  connected  to  all  registered  outputs.  When  the  synchro- 
nous-PRESET  product  term  is  asserted  (HIGH),  the  output 
registers  will  be  loaded  with  a  HIGH  on  the  next  LOW-to-HIGH 
clock  transition.  When  the  asynchronous-RESET  product  term 
is  asserted  (HIGH),  the  output  registers  will  be  immediately 
loaded  with  a  LOW  (independent  of  the  clock).  These  func- 
tions are  particularly  useful  for  applications  such  as  system 
power-on  and  reset. 


Figure  1.  Block  Diagram 
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Figure  2.  Output  Logic  Macrocell  Diagram 
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PRELOAD 

To  simplify  testing,  the  AmPAL22V10  is  designed  with 
PRELOAD  circuitry  that  provides  an  easy  method  of  testing 
registered  devices  for  logical  functionality.  PRELOAD  allows 
any  arbitrary  state  value  to  be  loaded  into  the  output 
registers. 

A  typical  functional  test  sequence  would  be  to  verify  all 
possible  state  transitions  for  the  device  being  tested.  To  verify 
these  transitions  requires  the  ability  to  set  the  state  registers 
into  an  arbitrary  "present  state"  value  and  to  set  the  device 
inputs  to  any  arbitrary  "present  input"  value.  Once  this  is 
done,  the  state  machine  is  then  clocked  into  a  new  state,  or 
"next  state."  The  next  state  is  then  checked  to  validate  the 
transition  from  the  present  state.  In  this  way  any  state 
transition  can  be  checked. 

Fabrication 

The  AmPAL22V10  is  manufactured  using  Advanced  Micro 


Devices'  IMOX  oxide  isolation  process.  This  advanced  pro- 
cess permits  an  increase  in  density  and  a  decrease  in  internal 
capacitance  resulting  in  the  fastest  possible  programmable 
logic  devices. 

The  AmPAL22V10  is  fabricated  with  AMD's  fast  programming, 
highly  reliable  Platinum-Silicide  Fuse  technology.  Utilizing  an 
easily  implemented  programming  algorithm,  these  products 
can  be  rapidly  programmed  to  any  customized  pattern.  Extra 
test  words  are  preprogrammed  during  manufacturing  to  en- 
sure extremely  high  field  programming  yields  (  >  98.5%),  and 
provide  extra  test  paths  to  achieve  excellent  parametric 
correlation. 

Platinum  Silicide  was  selected  as  the  fuse-link  material  to 
achieve  a  well-controlled  melt  rate  resulting  in  large  noncon- 
ductive  gaps  that  ensure  very  stable,  long-term  reliability. 
Extensive  operating  testing  has  proven  that  this  low-field, 
large-gap  technology  offers  high  reliability  for  fusible  link  pro- 
grammable logic. 
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Figure  3-1.  Registered/Active  LOW 
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Figure  3-3.  Combinatorial/Active  LOW 
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Figure  3-2.  Registered/Active  HIGH 
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Figure  3-4.  Combinatorial/Active  HIGH 
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Absolute  Maximum  Ratings 

Storage  Temperature  -65  to  +150°C 

Supply  Voltage  to  Ground  Potential 

(Pin  24  to  Pin  12)  Continuous  -0.5  to  +7  V 

DC  Voltage  Applied  to  Outputs 

(Except  During  Programming)  -0.5  V  to  +Vcc  Max. 

DC  Voltage  Applied  to  Outputs 

During  Programming  16  V 

Output  Current  into  Outputs  During  Programming 

(Max.  Duration  of  1  sec)  200  mA 

DC  Input  Voltage  -0.5  to  +5.5  V 

DC  Input  Current  -30  to  +5  mA 

Ambient  Temperature  with  Power  Applied  + 1 25°C 

Stresses  above  those  listed  under  ABSOLUTE  MAXIMUM 
RATINGS  may  cause  permanent  device  failure.  Functionality 
at  or  above  these  limits  is  not  implied.  Exposure  to  absolute 
maximum  ratings  for  extended  periods  may  affect  device 
reliability. 


Operating  Ranges 

Commercial  (C)  Devices 

Temperature  0a)  Operating  Free  Air  0°C  to  +  75°C 

Supply  Voltage  (VCc)   +  4.75  to  +5.25  V 

Extended  Commercial  (E)  Devices 

Temperature  (Ta)  -55"C  Min. 

Temperature  (Tc)  +  125°C  Max. 

Supply  Voltage  (VCc)   +4.50  to  +5.50  V 

Military  (M)  Devices* 

Temperature  (Ta)  -55°C  Min. 

Temperature  (Tc)  Operating  Case  +  125°C  Max. 

Supply  Voltage  (Vcc)   +4.50  to  +5.50  V 

Operating  ranges  define  those  limits  between  which  the 
functionality  of  the  device  is  guaranteed. 

•Military  Product  100%  tested  at  Tc  =  +25°C,  +125°C, 
and  -55°C. 


DC  Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  1,2,3  tests 
unless  otherwise  noted 


Parameter 
Symbol 

Parameter 
Description 

Test  Conditions 

Min. 

Typ. 

(Note  1) 

Max. 

Units 

V0H 

Output  HIGH  Voltage 

Vcc  -  Mia. 
Vin  -  V|H  or  V|L 

lOH  -  "3.2  mA 

C  Devices 

2.4 

3.5 

Volts 

lOH  -  -2  mA 

E/M 
Devices 



Vol 

Output  LOW  Voltage 

Vcc  -  Min., 
V|N  =  Vih  or  V|L 

lOL  "  16  mA 

C  Devices 

0.50 

Volts 

lOL  ~  12  mA 

E/M 
Devices 

V|H 

(Note  2) 

Input  HIGH  Level 

Guaranteed  Input  Logical  HIGH  Voltage  for  all  Inputs 

2.0 

Volts 

V|L 

(Note  2) 

Input  LOW  Level 

Guaranteed  Input  Logical  LOW  Voltage  for  all  Inputs 

0.8 

Volts 

IlL 

nput  LOW  Current 

VCc  -  Max.,  V|N  -  0.40  V 

-20 

-100 

fA 

llH 

Input  HIGH  Current 

Vcc  -  Max.,  V|N  *  2.7  V 

25 

(lA 

ll 

Input  HIGH  Current 

Vcc  *  Max.,  V)N  -  5.5  V 

1.0 

mA 

isc 

Output  Short-Circuit  Current 

Vcc  -  Max.,  Vout  -  0.5  V  (Note  3) 

-30 

-50 

-90 

mA 

ice 

Power  Supply  Current 

Vcc  "  Max. 

150 

180 

mA 

V| 

Input  Clamp  Voltage 

Vcc  •  Min.,  Um  =  - 18  mA 

-0.9 

-1.2 

Volts 

lOZH 

Output  Leakage  Current 
(Note  4) 

Vcc.Max.,VIN.VILorV|H 

V0  -  2.7  V 

100 

1* 

lOZL 

V0  -  0.4  V 

-100 

ClN  t 

Input  Capacitance 

V|N  -  2.0  V  @  f  -  1  MHz  (Note  5) 

Pins  1,  13 

11 

pF 

Others 

6 

COUT  t 

Output  Capacitance 

VOUT  -  2.0  V  ®f  -  1  MHz  (Note  5) 

9 

Notes:  1.  Typical  limits  are  at  Vcc -5.0  V  and  TA-25°C. 

2.  These  are  absolute  values  with  respect  to  device  ground  and  all  overshoots  due  to  system  or  tester  i 

3.  Not  more  than  one  output  should  be  tested  at  a  time.  Duration  of  the  short  circuit  should  not  be  mor 
Vout  -  0.5  V  has  been  chosen  to  avoid  test  problems  caused  by  tester  ground  degradation. 

4.  I/O  pin  leakage  is  the  worst  case  of  Irjzx  or  hx  (where  X  -  H  or  L). 

5.  Pinout  for  DIPS  only. 

t  Not  included  in  Group  A  tests. 


are  included, 
an  one  second. 
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8,  9,  10,  11  tests  unless  otherwise  noted 


Paramst&r 
Symbol 

Parameter 
Description 

Test 
Conditions 

Tvn 

(Note  1) 

C  Devices 

E/M  Devices 

Units 

"A" 

"Std" 

"A" 

"Std" 

Min. 

Max. 

Min. 

Max. 

Min. 

Max. 

Min. 

Max. 

lPD 

Input  or  Feedback  to 
Non-Registered  Output 

C  Devices 
R,  =300 
R2  »  390 

E/M  Devices 
R,  =390 
R2  -  750 

18 

25 

35 

30 

40 

ns 

-L  - 

Input  to  Output  Enable 

18 

25 

35 

■  ■ 

30 

40 

Input  to  Output  Disable 

18 

25 

35 

30 

40 

tco 

Clock  to  Output 

10 

1 5 

25 

20 

25 

ts 

Input  or  Feedback  Setup 
Time 

13 

20 

30 

25 

35 

ns 

tH 

Hold  Time 

-10 

0 

0 

0 

0 

ns 

tp 

Clock  Period  (ts  +  tco) 

35 

55 

45 

60 

ns 

tw 

Clock  Width 

15 

25 

20 

30 

'max 

Maximum  Frequency 

28.5 

18 

22 

16.5 

MHz 

'aw 

Asynchronous  Reset  Width 

25 

35 

30 

40 

ns 

tAH 

Asynchronous  Reset 
Recovery  Time 

25 

35 

30 

40 

ns 

tAP 

Asynchronous  Reset  to 
Registered  Output  Reset 

30 

40 

35 

45 

ns 

1.  Typical  limits  are  at  Vcc  =  5.0  V  and  Ta  =  25°C. 

2.  tpQ  is  tested  with  switch  Si  closed  and  C[_  =  50  pF. 

3.  For  three-state  outputs,  output  enable  times  are  tested  with  C[_  =  50  pF  to  the  1.5  V  level;  Si  is  open  for  high-impedance  to 
HIGH  tests  and  closed  (or  high-impedance  to  LOW  tests.  Output  disable  times  are  tested  with  C(_  =  5  pF.  HIGH  to  high- 
impedance  tests  are  made  to  an  output  voltage  of  Vqh-0.5  V  with  Si  open;  LOW  to  high-impedance  tests  are  made  to  the 
Vql+0.5  V  level  with  Si  closed. 


Switching  Test  Circuit 


Key  to  Switching  Waveforms 


OUTPUT  O 


WAVEFORM 


WILL  BE 
CHANGING 
FROM  M  TO  L 


WILL  BE 
CHANGING 
FROM  L  TO  H 


DON  T  CARE  CHANGING 
ANY  CHANGE  STATE 
PERMITTED  UNKNOWN 


CENTER 
LINE  IS  HIGH 
IMPEDANCE 
"OFF"  STATE 


KS000010 


Monolithic 


Memories  i 
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Switching  Waveforms 
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— 1» — i 

— —  'w  — —     <w  -I 

\ 

f  \  , 

1  \ 

ASYNCHRONOUS 
RESET 

--<l 

/' 

w  — ■ 

 Ip  

\  '» 
i 

—  <co-"- 

 *€R  1 

->EA-| 

REGISTERED 

OUTPUTS: 

11 

m 

(W 

\ — 1 

— -  m 

WF022280 


Input/Output  Current  Diagram 
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PRELOAD  of  Registered  Outputs 

The  AmPAL22V10  registered  outputs  are  provided  with  circuit- 
ry to  allow  loading  each  register  synchronously  with  either  a 


HIGH  or  LOW.  This  feature  will  simplify  testing  since  any  state 
can  be  loaded  into  the  registers  to  control  test  sequencing. 

The  pin  levels  and  timing  necessary  to  perform  the  PRELOAD 
function  are  detailed  below.  Parameters  are  listed  in  the 
Programming  Parameters  table  (page  12). 


S  !.  3  "ILF 


Ml 


OUTPUTS 
DISABLED 


T0  VIHP 
OHVILP 


Par. 

Min.  Max. 

VHH 

10  12 

VlLP 

0  0.5 

V|HP 

2.4  5.5 

VlMP 


V,LP 


Vmh 


OUTPUT 

forcing 

VOLTAGE 
REMOVED 


Level  forced 
on  registered 
output  pin  during 
PRELOAD  cycle 

Register  Q 
output  state 
after  cycle 

V,HP 

HIGH 

V|LP 

LOW 

VlLP 


V0H 


Vol 


WF022293 


Power-up  RESET 

The  registered  devices  in  the  AMD  PAL  Family  have  been 
designed  with  the  capability  to  reset  during  system  power-up. 
Following  power-up,  all  registers  will  be  reset  to  LOW.  The 
output  state  will  depend  on  the  polarity  of  the  output  buffer. 
This  feature  provides  extra  flexibility  to  the  designer  and  is 
especially  valuable  in  simplifying  state  machine  initialization.  A 
timing  diagram  and  parameter  table  are  shown  below.  Due  to 


the  asynchronous  operation  of  the  power-up  reset  and  the 
wide  range  of  ways  Vcc  can  rise  to  its  steady  state,  two 
conditions  are  required  to  insure  a  valid  power-up  reset.  These 
conditions  are: 

1.  The  Vcc  rise  must  be  monotonic. 

2.  Following  reset,  the  clock  input  must  not  be  driven  from 
LOW  to  HIGH  until  all  applicable  input  and  feedback  setup 
times  are  met. 


ACTIVE 
LOW  OUTPUT 


1  

 'pp.  

/A 

* 

— is— 

WF022301 


Parameter 
Symbol 

Parameter 
Description 

Min. 

Typ. 

Max. 

Units 

'PR 

Power-Up 
Reset  Time 

600 

1000 

ns 

ts 

Input  or  Feedback 
Setup  Time 

See  Switching  Characteristics 

tw 

Clock  Width 

nMonolitMoM 


5-269 


AmPAL22V10 


Security  Fuse  Programming 

A  single  fuse  is  provided  on  each  AmPAL22V10  part  to 
prevent  unauthorized  copying  of  PAL  fuse  patterns.  Once 
blown,  the  circuitry  enabling  fuse  verification  and  registered 
output  PRELOAD  is  permanently  disabled. 


Programming  of  the  security  fuse  is  the  same  as  an  array 
fuse.  Verification  of  a  blown  security  fuse  is  accomplished  by 
verifying  the  whole  fuse  array  as  if  every  fuse  is  blown. 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81) 


24-Pin  XOR  AmPAL20XRP10  Family 

24-Pin  IMOX™  Programmable  Array  Logic  (PAL)  Elements 


Distinctive  Characteristics 


•  AND-OR-XOR  logic  structure 

•  AMD's  superior  IMOX  technology 
-  Guarantees  tpp  =  20  ns  max 

•  Individually  programmable  output  polarity  on  each  out- 
put 

•  Eight  logical  product  terms  per  output 

•  Programming  yields  >  98%  are  realized  via  platinum- 
silicide  fuse  technology  and  the  use  of  added  test  words 


•  Post  Programming  Functional  Yield  (PPFY)  of  99.9% 

•  PRELOAD  feature  permits  full  logical  verification 

•  Reliability  assured  through  more  than  70  billion  fuse 
hours  of  life  testing  with  no  failures 

•  AC  and  DC  parametric  testing  at  the  factory  through 
on-board  testing  circuitry 

•  >  3000V  ESD  protection  per  pin 

•  JEDEC-Standard  LCC  and  PLCC  pinout 


General  Description 

AMD  24-pin  XOR  PAL  devices  are  high-speed,  electrically 
programmable  array  logic  elements.  They  utilize  the  familiar 
sum-of-products  (AND-OR-XOR)  structure  allowing  users 
to  program  custom  logic  functions  to  fit  most  applications 
precisely.  Typically  they  are  a  replacement  for  low-power 
Schottky  SSI/MSI  logic  circuits  that  require  an  exclusive- 
OR  function,  reducing  chip  count  by  more  than  5  to  1  and 
simplifying  prototyping  and  board  layout. 


Five  different  devices  are  available,  including  both  regis- 
tered and  combinatorial  devices.  All  devices  have  user- 
programmable  output  polarity  on  all  outputs.  A  variety  of 
speed  options  allow  the  designer  maximum  flexibility  in 
matching  precise  system  requirements.  The  Product  Selec- 
tor Guide  below  shows  the  available  speed  options.  The 
second  table  gives  details  about  the  functionality  of  the  five 
available  devices. 

Please  see  the  following  pages  for  Block  Diagrams. 


Product  Selector  Guide 


AMD  PAL  Speed/Power  Families 




Family 

tpo 
ns  (Max.) 

ts 

ns  (Min.) 

<co 
ns  (Max.) 

ice 

mA  (Max.) 

lOL 
mA  (Mln.) 

C  Devices 

M  Devices 

C  Devices 

M  Devices 

C  Devices 

M  Devices 

C/M  Devices 

C  Devices 

M  Devices 

Very  High-Speed 
(-20  &  -25)  Versions 

20 

25 

20 

25 

13 

15 

210 

24 

12 

High-Speed 

(-30  &  -35)  Versions 

30 

35 

30 

35 

15 

25 

180 

24 

12 

High-Speed, 
Half-Power 
(-30L  &  -35L) 
Versions 

30 

35 

30 

35 

15 

25 

105 

24 

12 

Half-Power 
(-40L  &  -45L) 
Versions 

40 

45 

40 

45 

30 

35 

105 

24 

12 

Part 
Number 

Array 
Inputs 

Logic 

Output 
Enable 

Outputs/Polarity 

Package 
PIna 

22XP10 

12  Dedicated, 
10  Bidirectional 

Ten  (2-6)-Wide  AND-OR-XOR 

Programmable 

Bidirectional/Programmable 

24 

20XRP4 

10  Dedicated, 
4  Feedback, 
6  Bidirectional 

Four  (2-6)-Wide  AND-OR-XOR 

Dedicated 

Registered/Programmable 

24 

Six  8-Wide  AND-OR 

Programmable 

Bidirectional/Programmable 

20XRP6 

10  Dedicated, 
6  Feedback, 
4  Bidirectional 

Six  (2-6)-Wide  AND-OR-XOR 

Dedicated 

Registered/Programmable 

24 

Four  8-Wide  AND-OR 

Programmable 

Bidirectional/Programmable 

20XHP8 

10  Dedicated, 
8  Feedback, 
2  Bidirectional 

Eight  (2-6)-Wide  AND-OR-XOR 

Dedicated 

Registered/Programmable 

24 

Two  8-Wide  AND-OR 

Programmable 

Bidirectional/Programmable 

20XRP10 

10  Dedicated, 
10  Feedback 

Ten  (2-6)-Wide  AND-OR-XOR 

Dedicated 

Registered/Programmable 

24 

08655C/0 
JANUARY  1988 
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Block  Diagrams 

AmPAL22XP10 


PROGRAMMABLE 
AND  ARRAY 
(«  X  90) 


AmPAL20XRP4 


PROGRAMMABLE- 
AND  ARRAY 
(40  X  861 


$ — 1 


LD000900 
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24-Pin  XOR  AmPAL20XRP1 0  Family 


Block  Diagrams  (Cont'd.) 

AmPAL20XRP6 


LD000920 


AmPAL20XRP8 


LD000930 
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24-Pin  XOR  AmPAL20XRP10  Family 


Block  Diagrams  (Cont'd.) 
AmPAL20XRP10 


OE  O 


LD000910 
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DIPS* 


uiaijiaiiis 


Top  View 


24 

□  vCC 

23 

3  (NOTE  12) 

\  4 

22 

□  (NOTE  11) 

in5 

21 

□  (NOTE  10) 

i  n  6 

20 

□  (NOTE  9) 

I  7 

19 

□  (NOTE  B) 

NC  1  1  8 

18 

□  (NOTE  7) 

17 

]  (NOTE  6) 

1  C  9 

16 

□  (NOTE  5) 

ihio 

15 

□  (NOTE  4) 

i  n  11 

14 

□  (NOTE  3) 

12 

13 

□  (NOTE  2) 

14      15      16  17 


CDO 10260 


Note:  Pin  1  is  marked  for  orientation. 


22XP10 

20XRP4 

20XRP6 

20XRP8 

20XRP10 

1 

I 

CLK 

CLK 

CLK 

CLK 

2 

I 

OE 

OE 

OE 

OE 

3 

I/O 

I/O 

I/O 

I/O 

O 

4 

I/O 

I/O 

I/O 

0 

O 

5 

I/O 

I/O 

O 

0 

O 

6 

I/O 

O 

O 

0 

O 

7 

I/O 

O 

O 

0 

o 

8 

I/O 

O 

0 

0 

0 

9 

I/O 

0 

0 

0 

0 

10 

I/O 

I/O 

0 

o 

0 

11 

I/O 

I/O 

I/O 

o 

0 

12 

I/O 

I/O 

I/O 

I/O 

0 

•Also  available  in  24-Pin  Ceramic  Flatpack.  Pinouts  identical  to  DIPs. 
"Also  available  in  28-Pin  Plastic  Leaded  Chip  Carrier.  Pinouts  identical  to  LCC. 


Pin  Designations 

I  =  Input 
I/O  -  Input/Output 

O  =  Output 
Vcc  "  Supply  Voltage 
GND  =  Ground 
CLK  =  Clock 
OE  =  Output  Enable 
NC  =  No  Connect 


ATI  MonolltMcfiiKJl  Memories  £1 
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Ordering  Information 

Standard  Products 

AMD  standard  products  are  available  in  several  packages  and  operating  ranges.  The  order  number  (Valid  Combination)  is  formed  by 
a  combination  of:  A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Package  Type 

D.  Temperature  Range 

E.  Optional  Processing 


AMPAL22XP10 


^20. 


E.  OPTIONAL  PROCESSING 

Blank  -  Standard  processing 
B  =  Burn  In 


D.  TEMPERATURE  RANGE 

C  -  Commercial  (0  to  +  /5°C) 

E- Extended  Commercial  (-55  to  +  125°C) 


C.  PACKAGE  TYPE 

P  .  24-Pin  Plastic  DIP  (PD3024) 
0  -  24-Pin  Ceramic  DIP  (CD3024) 
J  .  28-Pin  Plastic  Leaded  Chip  Carrier 
(PL  028) 

L  -  28-Pin  Ceramic  Leadless  Chip  Carrier 
(CL  028) 


B.  SPEED/POWER 

See  Product  Selector  Guide 


A.  DEVICE  NUMBER/DESCRIPTION 

AMD  24-Pin  XOR  PAL  Family 

24-Pin  IMOX  Programmable  Array  Logic 


Valid  Combinations 

AMPAL22XP10-20/-30/-30L/-40L 

PC,  DC, 
DCB,  DE, 
JC,  LC,  LE 

AMPAL20XRP4-20/-30/-30L/-40L 

AMPAL20XRP6-20/-30/-30L/-40L 

AMPAL20XRP8-20/-30/-30L/-40L 

AMPAL20XRP10-20/-30/-30L/-40L 

Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations,  to  check  on  newly  released  combinations,  and 
to  obtain  additional  data  on  AMD's  standard  military  grade 
products. 
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24-Pin  XOR  AmPAL20XRP1 0  Family 


Ordering  Information  (Cont'd.) 

APL  Products 


AMD  products  for  Aereospace  and  Defense  applications  are  available  in  several  packages  and  operating  ranges.  APL 
(Approved  Products  List)  products  are  fully  compliant  with  MIL-STD-883C  requirements.  The  order  number  (Valid 
Combination)  for  APL  products  is  formed  by  a  combination  of: 

A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Device  Class 

D.  Package  Type 

E.  Lead  Finish 


AMPAL22XP10 


E.  LEAD  FINISH 

A  =  Hot  Solder  DIP 
C  -  Gold 


D.  PACKAGE  TYPE 

L  .  24-Pin  Ceramic  DIP  (CD3024) 
3  .  28-Pin  Ceramic  Leadless  Chip 

Carrier  (CL  028) 
K  .  24-Pin  Ceramic  Flatpack  (CFL024) 


C.  DEVICE  CLASS 

/B  -  Class  B 


B.  SPEED/POWER 

See  Product  Selector  Guide 


A.  DEVICE  NUMBER/DESCRIPTION 

AMD  24-Pin  XOR  PAL  Family 

24-Pin  IMOX  Programmable  Array  Logic 


Valid  Combinations 

AMPAL22XP1 0-25/-35/-35L/  -45L 

/BLA, 
/B3A, 
/BKA 

AMPAL20XRP4-25/-35/-35L/-45L 

AMPAL20XRP6-25/-35/-35L/-45L 

AMPAL20XRP8-25/-35/-35L/-45L 

AMPAL20XRP10-25/-35/-35L/-45L 

Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations  or  to  check  for  newly  released  valid 
combinations. 

Group  A  Tests 

Group  A  tests  consist  of  Subgroups 
1,  2,  3,  7,  8,  9,  10,  &  11 
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Functional  Description 

AMD  24-PIN  XOR  PAL20XRP10 
Family  Characteristics 

All  members  of  the  AMD  24-Pin  XOR  PAL  Family  have 
common  electrical  characteristics  and  programming  proce- 
dures. All  parts  are  produced  with  a  fusible  link  at  each  input  to 
the  AND  gate  array,  and  connections  may  be  selectively 
removed  by  applying  appropriate  voltages  to  the  circuit. 

Initially  the  AND  gates  are  connected,  via  fuses,  to  both  the 
true  and  complement  of  each  input.  By  selective  programming 
of  fuses  the  AND  gates  may  be  "connected"  to  only  the  true 
input  (by  blowing  the  complement  fuse),  to  only  the  comple- 
ment input  (by  blowing  the  true  fuse),  or  to  neither  type  of  input 
(by  blowing  both  fuses)  establishing  a  logical  "don't  care." 
When  both  the  true  and  complement  fuses  are  left  intact  a 
logical  false  results  on  the  output  of  the  AND  gate,  while  all 
fuses  blown  results  in  a  logical  true  state.  On  the 
AmPAL22XP10  device,  the  AND  gates  are  connected  to  fixed 
(2-6)  OR-XOR  structures  whose  outputs  become  device 
outputs.  The  remaining  four  (registered)  devices  function  as 
follows:  for  combinatorial  outputs,  the  AND  gates  are  connect- 
ed to  fixed-OR  gates  whose  outputs  become  device  outputs. 
For  registered  outputs,  the  AND  gates  are  connected  to  fixed 
(2-6)  OR-XOR  structures  whose  outputs  become  output  regis- 
ter inputs. 

All  parts  are  fabricated  with  AMD's  fast  programming,  highly 
reliable  Platinum-Silicide  Fuse  technology.  Utilizing  an  easily 
implemented  programming  algorithm,  these  products  can  be 


rapidly  programmed  to  any  customized  pattern.  Extra  test 
words  are  pre-programmed  during  manufacturing  to  insure 
extremely  high  field  programming  yields  (  >  98%),  and  provide 
extra  test  paths  to  achieve  excellent  parametric  correlation. 

Power-Up  Reset 

The  registered  devices  in  the  AMD  PAL  family  have  been 
designed  to  reset  during  system  power-up.  Following  power- 
up,  all  registers  will  be  initialized  to  zero,  setting  all  the  outputs 
to  a  logic  1.  This  feature  provides  extra  flexibility  to  the 
designer  and  is  especially  valuable  in  simplifying  state  ma- 
chine initialization. 

PRELOAD 

AMD  PAL  devices  are  designed  with  unique  PRELOAD 
circuitry  that  provides  an  easy  method  of  testing  registered 
devices  for  logical  functionality.  PRELOAD  allows  any  arbitrary 
state  value  to  be  loaded  into  the  registered  output  of  an  AMD 
PAL  device. 

A  typical  functional  test  sequence  would  be  to  verify  all 
possible  state  transitions  for  the  device  being  tested.  This 
requires  the  ability  to  set  the  state  registers  into  an  arbitrary 
"present  state"  value  and  to  set  the  device  inputs  to  any 
arbitrary  "present  input"  value.  Once  this  is  done,  the  state 
machine  is  clocked  into  a  new  state  or  "next  state."  The  next 
state  is  then  checked  to  validate  the  transition  from  the 
present  state.  In  this  way  any  state  transition  can  be  checked. 
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24-Pin  XOR  AmPAL20XRP10  Family 


24-Pin  XOR  AmPAL20XRP1 0  Family 
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PRELOAD  of  Registered  Outputs 

The  AMD  24-pin  XOR  PAL  devices  incorporate  circuitry  to 
allow  loading  each  register  synchronously  to  either  a  HIGH  or 


LOW  state.  This  feature  simplifies  testing  since  any  initial  state 
for  the  registers  can  be  set  to  optimize  test  sequencing. 

The  pin  levels  and  timing  necessary  to  perform  the  PRELOAD 
function  are  detailed  below: 


Vom 


OUTPUT  V<x 


:> — ( 


VlHP 


VlLP 


/ — \ 


-  iD  ■ 


> 


VlP 


"a. 


ORV„ 


DATA 
.OCKI 
IN 


Par. 

Min.  Max. 

vHh 

10  12 

vilp 

0  0.5 

VIHP 

2.4  5.5 

Level  forced  on  registered  output 
pin  during  PRELOAD  cycle 

Register  Q  output  state  after 
cycle 

VlHP 

HIGH 

VlLP 

LOW 

Power-Up  Reset 

The  registered  devices  in  the  AMD  24-Pin  XOR  PAL  Family 
have  been  designed  with  the  capability  to  reset  during  system 
power-up.  Following  power-up,  all  registers  will  be  reset  to 
LOW.  The  output  state  will  be  HIGH.  This  feature  provides 
flexibility  to  the  designer  and  is  especially  valuable  in  simplify- 
ing state-machine  initialization.  A  timing  diagram  and  parame- 
ter table  are  shown  below.  Due  to  the  asynchronous  operation 


of  the  power-up  RESET  and  the  wide  range  of  ways  Vcc  can 
rise  to  its  steady  state,  two  conditions  are  required  to  ensure  a 
valid  power-up  RESET.  These  conditions  are: 

1.  The  Vcc  rise  must  be  monotonic. 

2.  Following  reset,  the  clock  input  must  not  be  driven  from 
LOW  to  HIGH  until  all  applicable  input  and  feedback 
setup  times  are  met. 


REGISTERED 
OUTPUT 


7 

■                                       'PR                                       » I 

/// 

f 

— <s— 

vCc 


CLOCK 


Parameters 

Description 

Min. 

Typ. 

Max. 

Units 

tpR 

Power-Up 
Reset  Time 

600 

1000 

ns 

ts 

Input  or  Feedback 
Setup  Time 

See  Switching 
Characteristics 

'w 

Clock  Width 
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Absolute  Maximum  Ratings 

Storage  Temperature  -65  to  +150°C 

Supply  Voltage  to  Ground  Potential 

(Pin  24  to  Pin  12)  Continuous  -0.5  to  +7.0  V 

DC  Voltage  Applied  to  Outputs 

(Except  During  Programming)  -0.5  V  to  +Vcc  Max. 

DC  Voltage  Applied  to  Outputs 

During  Programming  16  V 

Output  Current  Into  Outputs  During 

Programming  (Max  Duration  of  1  sec)  200  mA 

DC  Input  Voltage  -0.5  to  +  5.5  V 

DC  Input  Current  -30  to  +5  mA 

Stresses  above  those  listed  under  ABSOLUTE  MAXIMUM 
RATINGS  may  cause  permanent  device  failure.  Functionality 
at  or  above  these  limits  is  not  implied.  Exposure  to  absolute 
maximum  ratings  for  extended  periods  may  affect  device 
reliability. 


Operating  Ranges 

Commercial  (C)  Devices 

Temperature  0a)  0  to  +75°C 

Supply  Voltage  (VCc)   +  4.75  to  +5.25  V 

Extended  Commercial  (E)  Devices 

Temperature  (T/0  -55°C  Min. 

Temperature  (Tc)  +  125°C  Max. 

Supply  Voltage  (VCc)   +  "  50  to  +5.50  V 

Military  (M)  Devices* 

Temperature  0a)  -55°C  Min. 

Temperature  (Tc)  +  125°C  Max. 

Supply  Voltage  (VCc)   +4.50  to  +5.50  V 

Operating  ranges  define  those  limits  between  which  the 
functionality  of  the  device  is  guaranteed. 

•Military  product  100%  tested  at  TC  =  +25°C,  +125°C, 
and  -55°C. 


DC  Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  1,  2,  3  tests 
unless  otherwise  noted 


Parameter 
Symbol 

Parameter 
Description 

Teat  Conditions 

Min. 

Typ. 

(Note  1) 

Max. 

Units 

VOH 

Output  HIGH  Voltage 

Vcc  -  Min., 
V|N  *  V|H  or  V|L 

l0H  =  -32  mA  COM'L 

2.4 

3.5 

v 

lOH  "  -2  mA  MIL 

Vol 

Output  LOW  Voltage 

Vcc  -  Min., 

V|N  -  V|H  or  Vil 

IOL-24  mA  COM'L 

0.5 

V 

l0L-12mA  MIL 

V|H 

(Note  2) 

Input  HIGH  Level 

Guaranteed  Input  Logical  HIGH 
Voltage  tor  All  Inputs 

2.0 

5.5 

V 

VlL 

(Note  2) 

Input  LOW  Level 

Guaranteed  Input  Logical  LOW 
Voltage  for  All  Inputs 

0.8 

V 

IlL 

Input  LOW  Current 

VCC -Max.,  V|N  -040  V 

-20 

-100 

PA 

l|H 

Input  HIGH  Current 

Vcc  -  Max.,  Vin  -  2.7  V 

25 

tfA 

l| 

Input  HIGH  Current 

Vcc  1  Max.,  V|N  -  5.5  V 

1.0 

mA 

isc 

Output  Short-Circuit  Current 

Vcc  "  Max.,  VquT  =  0.5  V  (Note  3) 

-30 

-60 

-90 

mA 

ice 

Power  Supply  Current 

Vcc  -  Max. 

COM'L 

MIL. 

210 

mA 

-20 

-25 

-30, 

-35, 

180 

-30L,  -40L 

-35L,  -45L 

105 

v, 

Input  Clamp  Voltage 

Vcc*  Min.,  IIN--18  mA 

-0.9 

-1.2 

V 

l0ZH 

Output  Leakage  Current 
(Note  4) 

Vcc  -  Max.,  Vin  -  Vih 
otVil 

V0  -  2.7  V 

100 

lOZL 

V0  -  0.4  V 

-100 

Notes:  1.  Typical  limits  are  at  VCc  -  5.0  V  and  TA  =  25°C. 

2.  These  are  absolute  values  with  respect  to  device  ground  and  all  overshoots  due  to  system  or  tester  noise  are  included. 

3.  Not  more  than  one  output  should  be  tested  at  a  time.  Duration  of  the  short  circuit  should  not  be  more  than  one  second. 
Vout  -  0.5V  has  been  chosen  to  avoid  test  problems  caused  by  tester  ground  degradation. 

4.  I/O  pin  leakage  is  the  worst  case  of  Iqzx  or  lix  (where  X  -  H  or  L). 


Capacitance* 


Parameter 
Symbol 

Parameter 
Description 

Test  Conditions 

Typ. 

Units 

ClN 

Input  Capacitance 

V|N  -  2.0  V 
@  f  -  1  MHz 

Pins  1,  13 

11 

pF 

Others 

6 

COUT 

Output  Capacitance 

Vqut  -  2.0  V  @  f  =  1  MHz 

9 

"Those  parameters  are  not  100%  tested,  but  are  evaluated  at  initial  characterization  and  at  any  time  the  design  is  modified  where  capacitance 
may  be  affected. 
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Switching  Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  9, 

10,  11  tests  unless  otherwise  noted 

Commercial  Range 


-20  Version 

-30  &  -301. 
Version 

-40L 
Version 

No. 

Parameter 
Symbol 

Parameter 
Description 

Min. 

Typ. 

(Note  1) 

Max. 

Min. 

Typ. 

(Note  1) 

Max. 

Min. 

Typ. 

(Note  1) 

Max. 

Units 

1 

tpo 

Input  or  Feedback  to  Non-Registered 
Output  22XP10,  20XRP4,  20XRP6, 
20XRP8 

20 

30 

40 

ns 

2 

'ea 

Input  to  Output  Enable  22XP10,  20XRP4, 
20XRP6,  20XRP8 

20 

30 

40 

ns 

3 

>ER 

Input  to  Output  Disable  22XP10,  20XRP4, 
20XRP6,  20XRP8 

20 

30 

40 

ns 

4 

tpzx 

Din     id     tn     r~\i  .*n.  ■*     ^nnhln  WQDi 

rtn  1J  to  Uutput  enable  £UXHr4, 
20XRP6,  20XRP8,  20XRP10 

15 

20 

35 

ns 

5 

tpxz 

Pin  13  to  Output  Disable  20XRP4, 
20XRP6,  20XRP8,  20XRP10 

15 

20 

35 

ns 

6 

tco 

Clock  to  Output  20XRP4,  20XRP6, 
20XRP8.  20XRP10 

13 

15 

30 

ns 

7 

ts 

Input  or  Feedback  Setup  Time  20XRP4. 
20XRP6,  20XRP8,  20XRP10 

20 

30 

40 

ns 

8 

tH 

Hold  Time  20XRP4.  20XRP6,  20XRP8, 
20XRP10 

0 

0 

0 

ns 

9 

tp 

Clock  Period  (ts  +  tco) 

33 

45 

70 

ns 

10 

tw 

Clock  Width 

10 

15 

25 

ns 

11 

Imax. 

Maximum  Frequency 

30.3 

22.2 

14.3 

MHz 

Notes:  1 .  Typical  limits  are  at  Vrx  -  5.0  V  and  TA  -  25°C. 

2.  tpo  is  tested  with  switch  Si  closed  and  Cl  =  50  pF. 

3.  For  three-state  outputs,  output  enable  times  are  tested  with  Cl  -  50  pF  to  the  1 .5  V  level;  Si  is  open  for  high  impedance  to  HIGH 
tests  and  closed  for  high  impedance  to  LOW  tests.  Output  disable  times  are  tested  with  C|_  -  5  pF.  HIGH  to  high  impedance  tests 
are  made  to  an  output  voltage  of  Voh  -  0.5  V  with  Si  open;  LOW  to  high  impedance  tests  are  made  to  the  Vol  +  0.5  V  level 
with  Si  closed. 


Military  Range 


No. 

Parameter 
Symbol 

Parameter 
Description 

-25  Version 

-35  &  -35L 
Version 

-45L 
Version 

Units 

Min. 

Typ. 

(Note  1) 

Max. 

Min. 

Typ. 

(Note  1) 

Max. 

Min. 

Typ. 

(Note  1) 

Max. 

1 

tPD 

Input  or  Feedback  to  Non-Registered 
Output  22XP10,  20XRP4,  20XRP6, 
20XRP8 

25 

35 

45 

ns 

2 

tEA 

Input  to  Output  Enable  22XP10,  20XRP4, 
20XRP6,  20XRP8 

25 

35 

45 

ns 

3 

tER 

Input  to  Output  Disable  22XP10,  20XRP4, 
20XRP6,  20XRP8 

25 

35 

45 

ns 

4 

tpzx 

Pin  13  to  Output  Enable  20XRP4, 
20XRP6,  20XRP8,  20XRP10 

20 

25 

40 

ns 

5 

<PXZ 

Pin  13  to  Output  Disable  20XRP4, 
20XRP6,  20XRP8,  20XRP10 

20 

25 

40 

ns 

6 

tco 

Clock  to  Output  20XRP4,  20XRP6, 
20XRP8,  20XRP10 

15 

25 

35 

ns 

7 

ts 

Input  or  Feedback  Setup  Time  20XRP4, 
20XRP6,  20XRP8,  20XRP10 

25 

35 

45 

ns 

8 

tH 

Hold  Time  20XRP4,  20XRP6,  20XRP8, 
20XRP10 

0 

0 

ns 

9 

tp 

Clock  Period  (ts  +  tco) 

40 

60 

80 

ns 

10 

tw 

Clock  Width 

12 

20 

30 

ns 

11 

Imax. 

Maximum  Frequency 

25 

16.7 

12.5 

MHz 

■lotes:  1 .  Typical  limits  are  at  Vrx  -  5.0  V  and  Ta  =  25°C. 

2.  tpo  is  tested  with  switch  Si  closed  and  Cl  =  50  pF. 

3.  For  three-state  outputs,  output  enable  times  are  tested  with  Cl  =  50  pF  to  the  1.5  V  level;  Si  is  open  for  high  impedance  to 
HIGH  tests  and  closed  for  high  impedance  to  LOW  tests.  Output  disable  times  are  tested  with  Cl  -  5  pF.  HIGH  to  high 
impedance  tests  are  made  to  an  output  voltage  of  Voh -0.5  V  with  Si  open;  LOW  to  high  impedance  tests  are  made  to  the 
V0L  +  0.5  V  level  with  St  closed. 
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24-Pin  XOR  AmPAL20XRP1 0  Family 


Switching  Test  Circuit 

vcc  9    Q  s  v  s 


=i=cL 


TC003051 


Note:  C1  and  C2  are  to  bypass  Vcc  to  ground. 


TEST  OUTPUT  LOADS 

Pin  Name 

Commercial 

Military 

m 

200  n 

390  n 

R2 

390  n 

750  n 

Ci 

1  MF 

1  MF 

C2 

0.1  fiF 

0.1  ixF 

cL 

50  pF 
1  

50  pF 

24-Pin  XOR  AmPAL20XRP10  Family 


Switching  Waveforms 


INPUTS.  I/O. 
REGISTERED 
FEEDBACK 


©- 


-© 


L©H 


— ®- 

' —  , 
J  \ 

U  ©- 


-© — 


1  I  

— ©— j    1— I— © 


k©H 


Key  to  Timing  Diagram 


\ 


-® 


3 


m-m. 


WF002571 


Input  Circuitry 


WAVEFORM 

INPUTS 
MUST  BE 

OUTPUTS 
WILL  BE 

m 

STEADY 

MAY  CHANGE 
FROM  H  TOL 

STEADY 

WILL  BE 
CHANGING 
FROM  H  TO  L 

Ml 

MAY  CHANGE 
FROM  L  TO  H 

DON'T  CARE; 

WILL  BE 
CHANGING 
FROM  L  TO  H 

CHANGING; 

m 

TU  fTT 
1Z7\I1 

ANY  CHANGE 
PERMITTED 

DOES  NOT 
APPLY 

STATE 
UNKNOWN 

CENTER 
LINE  IS  HIGH 
IMPEDANCE 

"OFF" STATE 

KS000010 


IC000720 


Output  Circuitry 


OUTPUT 

J 
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Security  Fuse  Programming 

A  single  fuse  is  provided  on  each  device  to  prevent  unautho- 
rized copying  of  PAL  fuse  patterns.  Once  blown,  the  circuitry 
enabling  fuse  verification  and  registered  output  PRELOAD  is 


Programming  of  the  security  fuse  is  the  same  as  an  array  fuse. 
Verification  of  a  blown  security  fuse  is  accomplished  by 
verifying  the  whole  fuse  array  as  if  every  fuse  is  blown. 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81) 
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24-Pin  IMOX™  Programmable  Array  Logic  (PAL)  Elements 


Distinctive  Characteristics 

•  AMD's  superior  IMOX  technology 
-  Guarantees  tpo  =  1 5  ns  max 

•  Individually  programmable  output  polarity  on  each  out- 
put 

•  Eight  logical  product  terms  per  output 

•  Programming  yields  >  98%  are  realized  via  platinum- 
silicide  fuse  technology  and  the  use  of  added  test  words 

•  Post  Programming  Functional  Yield  (PPFY)  of  99.9% 


•  PRELOAD  feature  permits  full  logical  verification 

•  Reliability  assured  through  more  than  70  billion  fuse 
hours  of  life  testing  with  no  failures 

•  AC  and  DC  parametric  testing  at  the  factory  through 
on-board  testing  circuitry 

•  >  3000V  ESD  protection  per  pin 

•  JEDEC-Standard  LCC  and  PLCC  pinout 


General  Description 

AMD  Enhanced  24-pin  PAL  devices  are  high-speed,  electri- 
cally programmable  array  logic  elements.  They  utilize  the 
familiar  sum-of-products  (AND-OR)  structure  allowing  users 
to  program  custom  logic  functions  to  fit  most  applications 
precisely.  Typically  they  are  a  replacement  for  low-power 
Schottky  SSI /MSI  logic  circuits,  reducing  chip  count  by 
more  than  5  to  1  and  greatly  simplifying  prototyping  and 
board  layout.  Additional  product  terms,  two  additional 
outputs,  and  programmable  output  polarity  are  enhance- 
ments over  industry-standard  24-pin  PAL  devices. 


Five  different  devices  are  available,  including  both  regis- 
tered and  combinatorial  devices.  All  devices  have  user- 
programmable  output  polarity  on  all  outputs.  A  variety  of 
speed  options  allow  the  designer  maximum  flexibility  in 
matching  precise  system  requirements.  The  Product  Selec- 
tor Guide  below  shows  the  available  speed  options.  The 
second  table  gives  details  about  the  functionality  of  the  five 
available  devices. 

Please  see  the  following  pages  for  Block  Diagrams. 


Product  Selector  Guide 

AMD  PAL  Speed/Power  Families  


Family 

tpD 
ns  (Max.) 

ts 

ns  (Min.) 

tco 
ns  (Max.) 

mA  (Max.) 

lOL 

mA  (Mln.) 

C  Devices 

M  Devices 

C  Devices 

M  Devices 

C  Devices 

M  Devices 

C/M  Devices 

C  Devices 

M  Devices 

Very  High-Speed 
("B")  Versions 

15 

20 

15 

20 

12 

15 

210 

24 

12 

High-Speed 
("A")  Versions 

25 

30 

25 

30 

15 

20 

210 

24 

12 

High-Speed, 
Half-Power 
("AL")  Versions 

25 

30 

25 

30 

15 

20 

105 

24 

12 

-20  &  -25  Versions 
(AmPAL20L10  only) 

20 

25 

N/A 

N/A 

N/A 

N/A 

165 

24 

12 

Part 
Number 

Array 
Inputs 

Logic 

Output 
Enable 

Outputs/Polarity 

Package 
Pins 

22P10 

12  Dedicated, 
10  Bidirectional 

Ten  (8)-Wide  AND-OR 

Programmable 

Bidirectional/Programmable 

24 

20RP4 

10  Dedicated, 
4  Feedback, 
6  Bidirectional 

Four  (8)-Wide  AND-OR 

Dedicated 

Registered/Programmable 

24 

Six  8-Wide  AND-OR 

Programmable 

Bidirectional/Programmable 

20RP6 

10  Dedicated, 
6  Feedback, 
4  Bidirectional 

Six  (8)-Wide  AND-OR 

Dedicated 

Registered/Programmable 

24 

Four  8-Wide  AND-OR 

Programmable 

Bidirectional/Programmable 

20RP8 

10  Dedicated, 
8  Feedback, 
2  Bidirectional 

Eight  (8)-Wide  AND-OR 

Dedicated 

Registered/Programmable 

24 

Two  8-Wide  AND-OR 

Programmable 

Bidirectional/Programmable 

20RP10 

10  Dedicated, 
10  Feedback 

Ten  (8)-Wide  AND-OR 

Dedicated 

Registered/Programmable 

24 

20L10 

12  Dedicated, 
8  Bidirectional 

Ten  (3)-Wide  AND-OR 

Programmable 

8  Bidirectional 
2  Dedicated 

24 

08191C/0 
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Block  Diagrams 

AmPAL22P10 


PROGRAMMABLE 
AND  ARRAY 
{44  X  90! 


AmPAL20RP4 


PROGRAMMABLE- 
AND  ARRAY 
(40  X  86) 


3& 


a  1 


n  1 


LD001100 


•PAL  is  a  registered  trademark  ot  and  is  used  under  license  from  Monolithic  Memories,  Inc. 
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Block  Diagrams  (Cont'd.) 

AmPAL20RP6 


AmPAL20RP8 


PROGRAMMABLE- 
AND  ARRAY 
(40  X  82) 
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24-Pin  Enhanced  AmPAL20RP1 0  Family 


Block  Diagrams  (Cont'd.) 

AmPAL20RP10 


£>0 — ^>  OUIPUT 


AmPAL20L10 


PROGRAMMABLE- 
AND  ARRAY 
(40  X  40) 


3j- 


3h 


-D>  


«]  1 


4^ 


-£> 

=23- 

-d> — 
=3  1 

-D>  V 

=3  1 

 Y 

-O  ^ 
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DIPs* 


Connection  Diagrams 

Top  View 


LCC* 


24  IJVcc 
23  □  (NOTE  12) 
22  □  (NOTE  11) 
21  □  (NOTE  10) 

□  (NOTE  9) 

□  (NOTE  8) 

□  (NOTE  7) 

□  (NOTE  6) 

□  (NOTE  5) 

□  (NOTE  4) 

□  (NOTE  3) 

□  (NOTE  2) 
CDO 10250 


s  0  U  ts 
I   8    >8  I  I 


Note:  Pin  1  is  marked  for  orientation. 


CD010260 


Notes: 


22P10 

20RP4 

20RP6 

20RP8 

20RP10 

20L10 

1 

I 

CLK 

CLK 

CLK 

CLK 

I 

2 

I 

OE 

OE 

OE 

OE 

I 

3 

I/O 

I/O 

I/O 

I/O 

0 

0 

4 

I/O 

I/O 

I/O 

0 

0 

I/O 

5 

I/O 

I/O 

0 

0 

0 

I/O 

6 

I/O 

o 

0 

o 

0 

I/O 

7 

I/O 

0 

0 

0 

0 

I/O 

8 

I/O 

0 

0 

0 

0 

I/O 

9 

I/O 

0 

0 

0 

0 

I/O 

10 

I/O 

I/O 

0 

0 

0 

I/O 

11 

I/O 

I/O 

I/O 

0 

0 

I/O 

12 

I/O 

I/O 

I/O 

I/O 

0 

0 

"Also  available  in  24-Pin  Ceramic  Flatpack.  Pinouts  identical  to  DIPs. 

•Also  available  in  28-Pin  Plastic  Leaded  Chip  Carrier.  Pinouts  identical  to  LCC. 


Pin  Designations 

I  =  Input 
I/O  =  Input/Output 

O  -  Output 
Vcc  -  Supply  Voltage 
GND  =  Ground 
CLK  =  Clock 
OE  -  Output  Enable 
NC  =  No  Connect 
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Ordering  Information 

Standard  Products 

AMD  standard  products  are  available  in  several  packages  and  operating  ranges.  The  order  number  (Valid  Combination)  is  formed  by 
a  combination  of:  A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Package  Type 

D.  Temperature  Range 

E.  Optional  Processing 

AMPAL22P10 


-  E.  OPTIONAL  PROCESSING 

Blank  -  Standard  | 
B  -  Bum  In 


D.  TEMPERATURE  RANGE 

C  =  Commercial  (0  to  +75°C) 

E  =  Extended  Commercial  (-55  to  +125"C) 


C.  PACKAGE  TYPE 

P  -  24-Pin  Plastic  DIP  (PD3024) 
D  =  24-Pin  Ceramic  DIP  (CD3024) 
J  -  28-Pin  Plastic  Leaded  Chip  Carrier 
(PL  028) 

L  -  28-Pin  Ceramic  Leadless  Chip  Carrier 
(CL  028) 


B.  SPEED/POWER 

See  Product  Selector  Guide 


1  A.  DEVICE  NUMBER/DESCRIPTION 

AMD  Enhanced  24-Pin  PAL  Family 
24-Pin  IMOX  Programmable  Array  Logic 


Valid  Combinations 

AMPAL22P10B/A/AL 

PC,  DC, 
DCB,  DE, 
JC,  LC,  LE 

AMPAL20RP4B/ A/AL 

AMPAL20RP6B/ A/AL 

AMPAL20RP8B/A/AL 

AMPAL20RP10B/A/AL 

AMPAL20L10B/-20/AL 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations,  to  check  on  newly  released  combinations,  and 
to  obtain  additional  data  on  AMD's  standard  military  grade 
products. 
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Ordering  Information  (Cont'd.) 

APL  Products 


AMD  products  for  Aereospace  and  Defense  applications  are  available  in  several  packages  and  operating  ranges.  APL 
(Approved  Products  List)  products  are  fully  compliant  with  MIL-STD-883C  requirements.  The  order  number  (Valid 
Combination)  for  APL  products  is  formed  by  a  combination  of: 

A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Device  Class 

D.  Package  Type 

E.  Lead  Finish 


AMPAL22P10 


-E.  LEAD  FINISH 

A -Hot  Solder  DIP 


-D.  PACKAGE  TYPE 

L  -  24-Pin  Ceramic  DIP  (CD3024) 
3  -  28-Pin  Ceramic  Leadless  Chip 

Carrier  (CL  028) 
K  -  24-Pin  Ceramic  Flatpack  (CFL024) 





 C.  DEVICE  CLASS 

IB  -  Class  B 


-A.  DEVICE  NUMBER/DESCRIPTION 

AMD  Enhanced  24-Pin  PAL  Family 
24-Pin  IMOX  Programmable  Array  Logic 


Valid  Combinations 

AMPAL22P1  OB/A/AL 

/BLA, 
/B3A, 
/BKA 

AMPAL20RP4B/A/AL 

AMPAL20RP6B/A/AL 

AMPAL20RP8B/A/ AL 

AMPAL20RP1  OB/A/AL 

AMPAL20L10B/-25/AL 

-  B.  SPEED/POWER 

See  Product  Selector  Guide 


Valid  Combinations 


Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations  or  to  check  for  newly  released  valid 
combinations. 

Group  A  Tests 

Group  A  tests  consist  of  Subgroups 
1,  2,  3,  7,  8,  9,  10,  &  11 
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Functional  Description 

AMD  Enhanced  24-Pin  PAL  Family 
Characteristics 

All  members  of  the  AMD  Enhanced  24-Pin  PAL  Family  have 
common  electrical  characteristics  and  programming  proce- 
dures. All  parts  are  produced  with  a  fusible  link  at  each  input  to 
the  AND  gate  array,  and  connections  may  be  selectively 
removed  by  applying  appropriate  voltages  to  the  circuit. 

Initially  the  AND  gates  are  connected,  via  fuses,  to  both  the 
true  and  complement  of  each  input.  By  selective  programming 
of  fuses  the  AND  gates  may  be  "connected"  to  only  the  true 
input  (by  blowing  the  complement  fuse),  to  only  the  comple- 
ment input  (by  blowing  the  true  fuse),  or  to  neither  type  of  input 
(by  blowing  both  fuses)  establishing  a  logical  "don't  care." 
When  both  the  true  and  complement  fuses  are  left  intact  a 
logical  false  results  on  the  output  of  the  AND  gate,  while  all 
fuses  blown  results  in  a  logical  true  state.  For  combinatorial 
outputs,  the  AND  gates  are  connected  to  fixed-OR  gates 
whose  outputs  become  device  outputs.  For  registered  outputs, 
the  AND  gates  are  connected  to  fixed-OR  gates  whose 
outputs  become  output  register  inputs. 

All  parts  are  fabricated  with  AMD's  fast  programming,  highly 
reliable  Platinum-Silicide  Fuse  technology.  Utilizing  an  easily 
implemented  programming  algorithm,  these  products  can  be 
rapidly  programmed  to  any  customized  pattern.  Extra  test 


words  are  pre-programmed  during  manufacturing  to  insure 
extremely  high  field  programming  yields  (  >  98%),  and  provide 
extra  test  paths  to  achieve  excellent  parametric  correlation. 

Power-Up  Reset 

The  registered  devices  in  the  AMD  PAL  family  have  been 
designed  to  reset  during  system  power-up.  Following  power- 
up,  all  registers  will  be  initialized  to  zero,  setting  all  the  outputs 
to  a  logic  1.  This  feature  provides  extra  flexibility  to  the 
designer  and  is  especially  valuable  in  simplifying  state  ma- 
chine initialization. 

PRELOAD 

AMD  PAL  devices  are  designed  with  unique  PRELOAD 
circuitry  that  provides  an  easy  method  of  testing  registered 
devices  for  logical  functionality.  PRELOAD  allows  any  arbitrary 
state  value  to  be  loaded  into  the  registered  output  of  an  AMD 
PAL  device. 

A  typical  functional  test  sequence  would  be  to  verify  all 
possible  state  transitions  for  the  device  being  tested.  This 
requires  the  ability  to  set  the  state  registers  into  an  arbitrary 
"present  state"  value  and  to  set  the  device  inputs  to  any 
arbitrary  "present  input"  value.  Once  this  is  done,  the  state 
machine  is  clocked  into  a  new  state  or  "next  state."  The  next 
state  is  then  checked  to  validate  the  transition  from  the 
present  state.  In  this  way  any  state  transition  can  be  checked. 
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Figure  1.  AmPAL22P10  Logic  Diagram 
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24-Pin  Enhanced  AmPAL20RP10  Family 


24-Pin  Enhanced  AmPAL20XRP10  Family 


24-Pin  Enhanced  AmPAL20XRPH  0  Family 


24-Pin  Enhanced  AmPAL20RP10  Family 


PRELOAD  of  Registered  Outputs 

The  AMD  Enhanced  24-pin  PAL  devices  i 
to  allow  loading  each  register  s 


)  circuitry 
r  a  HIGH 


or  LOW  state.  This  feature  simplifies  testing  since  any  initial 
state  for  the  registers  can  be  set  to  optimize  test  sequencing. 

The  pin  levels  and  timing  necessary  to  perform  the  PRELOAD 
function  are  detailed  below: 


V«.P 


PIN,  %p 


OUTPUT  Vq,. 


)  ( 


ENABLED 
OUTPUTS 
DISABLED 


Par. 

Min.  Max. 

VHH 

10  12 

VILP 

0  0.5 

V|HP 

2.4  5.5 

VHH 


/' — \ 


V 


> 


V1LP 


Vol 


OUTPUT 
FORCED 

ORVILP 


DATA 
.OCKI 
IN 


WF022294 


Level  forced  on  registered  output 
pin  during  PRELOAD  cycle 

Register  Q  output  state  after 
cycle 

VlHP 

HIGH 

VlLP 

LOW 

Power-Up  Reset 

The  registered  devices  in  the  AMD  Enhanced  24-Pin  PAL 
Family  have  been  designed  with  the  capability  to  reset  during 
system  power-up.  Following  power-up,  all  registers  will  be 
reset  to  LOW.  The  output  state  will  be  HIGH.  This  feature 
provides  flexibility  to  the  designer  and  is  especially  valuable  in 
simplifying  state-machine  initialization.  A  timing  diagram  and 
■  table  are  shown  below.  Due  to  the  asynchronous 


operation  of  the  power-up  RESET  and  the  wide  range  of  ways 
Vqc  can  rise  to  its  steady  state,  two  conditions  are  required  to 
ensure  a  valid  power-up  RESET.  These  conditions  are: 

1.  The  Vcc  rise  must  be  monotonic. 

2.  Following  reset,  the  clock  input  must  not  be  driven  from 
LOW  to  HIGH  until  all  applicable  input  and  feedback 
setup  times  are  met. 


•7 

1 

 'PR  - 

vCc 


WF022300 


Parameters 

Description 

Mln. 

Typ. 

Max. 

Units 

tPR 

Power-Up 
Reset  Time 

600 

1000 

ns 

«S 

Input  or  Feedback 
Setup  Time 

See  Switching 
Characteristics 

tw 

Clock  Width 
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Absolute  Maximum  Ratings 

Storage  Temperature  -65  to  +150°C 

Supply  Voltage  to  Ground  Potential 

(Pin  24  to  Pin  12)  Continuous  -0.5  to  +7.0  V 

DC  Voltage  Applied  to  Outputs 

(Except  During  Programming)  -0.5  V  to  +  Vcc  Max. 

DC  Voltage  Applied  to  Outputs 

During  Programming   16  V 

Output  Current  Into  Outputs  During 

Programming  (Max  Duration  of  1  sec)  200  mA 

DC  Input  Voltage  -0.5  to  +5.5  V 

DC  Input  Current  -30  to  +5  mA 

isses  above  those  listed  under  ABSOLUTE  MAXIMUM 
RATINGS  may  cause  permanent  device  failure.  Functionality 
at  or  above  these  limits  is  not  implied.  Exposure  to  absolute 
maximum  ratings  for  extended  periods  may  affect  device 
reliability. 


Operating  Ranges 

Commercial  (C)  Devices 

Temperature  (TA)  0  to  +75°C 

Supply  Voltage  (Vcc)   +4.75  to  +5.25  V 

Extended  Commercial  (E)  Devices 

Temperature  Oa)  -55°C  Min. 

Temperature  He)  +  125°C  Max. 

Supply  Voltage  (Vcc)   +  4-50  to  +5.50  V 

Military  (M)  Devices* 

Temperature  0a)  -55°C  Min. 

Temperature  (Tc)  +  125°C  Max. 

Supply  Voltage  (Vcc)   +4.50  to  +5.50  V 

Operating  ranges  define  those  limits  between  which  the 
functionality  of  the  device  is  guaranteed. 

"Military  product  100%  tested  at  TC  =  +25°C,  +125°C, 
and  -55°C. 


DC  Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  1,  2,  3  tests 
unless  otherwise  noted 


Parameter 
Symbol 

Parameter 
Description 

Test  Conditions 

Min. 

Typ. 

(Note  1) 

Max. 

Units 

V0H 

Output  HIGH  Voltage 

VCC  =  Min., 
Vin  =  V|H  or  V|L 

IOH  =  -3  2  mA  COM'L 

2.4 

3.5 

V 

l0H  =  -2  mA  MIL 

Vol 

Output  LOW  Voltage 

Vcc  -  Min., 
V|N  "  V|H  or  V|L 

IOL-24  mA  COM'L 

0.5 

V 

l0L=  12  mA  MIL 

VlH 

(Note  2) 

Input  HIGH  Level 

Guaranteed  Input  Logical  HIGH 
Voltage  for  All  Inputs 

2.0 

5.5 

V 

VlL 

(Note  2) 

input  LOW  Level 

Guaranteed  Input  Logical  LOW 
Voltage  for  All  Inputs 

0.8 

V 

IlL 

Input  LOW  Current 

VCc  =  Max.,  V|N  -  0.40  V 

-20 

-100 

ma 

l|H 

Input  HIGH  Current 

vCc  =  Max..  V|N  =  2.7  V 

25 

uA 

l| 

Input  HIGH  Current 

Vcc  -  Max.,  V|N  -  5.5  V 

1.0 

mA 

isc 

Output  Short-Circuit  Current 

VCC  -  Max.,  Vqut  -  0.5  V  (Note  3) 

-30 

-60 

-90 

mA 

ice 

Power  Supply  Current 

Vcc  -  Max. 

20L10 

COM'L 

MIL 

210 

mA 

B 

B 

-20 

-25 

165 

AL 

AL 

105 

22P10,  20RP8. 
20RP4,  20RP10 
20RP6. 

s 

B 

210 

A 

A 

210 

AL 

AL 

105 

V| 

Input  Clamp  Voltage 

Vcc  =  Min.,  I|N  =  - 18  mA 

-0.9 

-1.2 

V 

lOZH 

Output  Leakage  Current 
(Note  4) 

Vcc  -  Max.,  Vin  -  VlH 
or  Vil 

V0  -  2.7  V 

100 

lOZL 

V0  -  0.4  V 

-100 

les:  1 .  Typical  limits  are  at  Vcc  "5  0  V  and  T*  -  25°C 

2.  These  are  absolute  values  with  respect  to  device  ground  and  all  overshoots  due  to  system  or  tester  noise  are  included. 

3.  Not  more  than  one  output  should  be  tested  at  a  time.  Duration  of  the  short  circuit  should  not  be  more  than  one  second. 
VouT  -  0.5V  has  been  chosen  to  avoid  test  problems  caused  by  tester  ground  degradation. 

4.  I/O  pin  leakage  is  the  worst  case  of  lozx  or  lix  (where  X  =  H  or  L). 

ipacitance* 


Parameter 
Symbol 

Parameter 
Description 

Test  Conditions 

Typ. 

Units 

C|N 

Input  Capacitance 

V|N  -  2.0  V 
@  f  -  1  MHz 

Pins  1,  13 

11 

pF 

Others 

6 

CquT 

Output  Capacitance 

VOUT  -  2.0  V  @  f  -  1  MHz 

9 

'These  parameters  are  not  100%  tested,  but  are  evaluated  at  initial  characterization  and  at  any  time  the  design  is  modified  where  capacitance 
may  be  affected. 
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Switching  Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  9, 

10,  1 1  tests  unless  otherwise  noted 

Commercial  Range 


No. 

Pa  r a  malar 

Symbol 

rai  ante  ici 

Description 

"B"  Version 

"A"  ft  "AL"  Versions 

Units 

Mln. 

Typ. 

(Note  1) 

Max. 

Mln. 

Typ. 

(Note  1) 

Max. 

1 

tpo 

Input  or  Feedback  to  Non-Registered  Output 
22P10,  20RP4,  20RP6,  20RP8 

15 

25 

ns 

2 

lEA 

Input  to  Output  Enable  22P10,  20RP4,  20RP6, 
20RP8 

18 

25 

ns 

3 

tEH 

Input  to  Output  Disable  22P10,  20RP4,  20RP6. 
20RP8 

15 

25 

ns 

4 

tpzx 

Pin  13  to  Output  Enable  20RP4,  20RP6,  20RP8, 
20RP10 

15 

20 

ns 

5 

tpxz 

Pin  13  to  Output  Disable  20RP4,  20RP6,  20RP8. 
20RP10 

12 

20 

ns 

6 

too 



Clock  to  Output  20RP4,  20RP6,  20RP8,  20RP10 

12 

15 

ns 

7 

ts 

Input  or  Feedback  Setup  Time  20RP4,  20RP6, 
20RP8,  20RP10 

15 

25 

ns 

8 

tH 

Hold  Time  20RP4,  20RP6,  20RP8,  20RP10 

0 

0 

ns 

9 

tp 

Clock  Period  (ts  +  tco) 

27 

40 

ns 

10 

•WL^WH 

Clock  Width 

10/12 

15/15 

ns 

11 

Imax. 

Maximum  Frequency 

37.0 

25.0 

MHz 

Notes:  1 .  Typical  limits  are  at  Vcc  -  5.0  V  and  Ta  -  25°C. 

2.  tpo  is  tested  with  switch  Si  closed  and  Cl  =  50  pF. 

3.  For  three-state  outputs,  output  enable  times  are  tested  with  Cl  ■  50  pF  to  the  1.5  V  level;  Si  is  open  for  high  impedance  to  HIGH 
tests  and  closed  for  high  impedance  to  LOW  tests.  Output  disable  times  are  tested  with  Cl  =  5  pF.  HIGH  to  high  impedance  tests 
are  made  to  an  output  voltage  of  Voh  -  0.5  V  with  S!  open;  LOW  to  high  impedance  tests  are  made  to  the  Vol  +  0.5  V  level 
with  S,  closed. 


Military  Range 


"B"  Version 

"A"  ft  "AL"  Versions 

No. 

Parameter 
Symbol 

Parameter 
Description 

Mln. 

Typ. 

(Note  1) 

Max. 

Mln. 

Typ. 

(Note  1) 

Max. 

Units 

1 

tPD 

Input  or  Feedback  to  Non-Registered  Output 
22P10,  20RP4,  20RP6,  20RP8 

20 

30 

ns 

2 

tEA 

Input  to  Output  Enable  22P10,  20RP4,  20RP6, 
20RP8 

25 

30 

ns 

3 

tER 

Input  to  Output  Disable  22P10,  20RP4,  20RP6, 
20RP8 

20 

30 

ns 

4 

tpzx 

Pin  13  to  Output  Enable  20RP4,  20RP6,  20RP8, 
20RP10 

20 

25 

ns 

5 

tpxz 

Pin  13  to  Output  Disable  20RP4,  20RP6,  20RP8, 
20RP10 

20 

25 

ns 

6 

tco 

Clock  to  Output  20RP4,  20RP6,  20RP8,  20RP10 

15 

20 

ns 

7 

ts 

Input  or  Feedback  Setup  Time  20RP4,  20RP6, 
20RP8,  20RP10 

20 

30 

ns 

8 

tH 

Hold  Time  20RP4,  20RP6,  20RP8,  20RP10 

0 

0 

ns 

9 

tp 

Clock  Period  (ts  +  tco) 

35 

50 

ns 

10 

tWL'twH 

Clock  Width 

12/12 

20/20 

ns 

11 

•max. 

Maximum  Frequency 

28.6 

20.0 

MHz 

Notes:  1.  Typical  limits  are  at  Vcc  =  5.0  V  and  Ta  =  25°C. 

2.  tpo  is  tested  with  switch  Si  closed  and  Cl=  50  pF. 

3.  For  three-state  outputs,  output  enable  times  are  tested  with  Cl  =  50  pF  to  the  1.5  V  level;  Si  is  open  for  high  impedance  to 
HIGH  tests  and  closed  for  high  impedance  to  LOW  tests.  Output  disable  times  are  tested  with  Cl  =  5  pF.  HIGH  to  high 
impedance  tests  are  made  to  an  output  voltage  of  Voh-°-5  V  with  Si  open;  LOW  to  high  impedance  tests  are  made  to  the 
Vql  +  0.5  V  level  with  S,  closed. 
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Switching  Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  9, 

10,  11  tests  unless  otherwise  noted 


Commercial  Range 


B  versions 

-  25  Versions 

(Note  4) 

AL  Versions 

Mo. 

Parameter 
Symbol 

Parameter 
Description 

Mln. 

Typ. 

(Note  1) 

Max. 

Mln. 

Typ. 

(Note  1) 

Max. 

Mln. 

Typ. 

(Note  1) 

Max. 

Units 

- 

1 

tpD 

Input  or  Feedback  to  Non-Registered 
Output  20L10 

15 

20 

25 

ns 

2 

tEA 

Input  to  Output  Enable  20L10 

18 

20 

25 

ns 

3 

tER 

Input  to  Output  Disable  20L10 

15 

20 

25 

ns 

Notes:  1.  Typical  limits  are  at  VCc-5.0  V  and  TA  -  25°C. 

2.  tpp  is  tested  with  switch      closed  and  C|_  -  50  pF. 

3.  For  three-state  outputs,  output  enable  times  are  tested  with  C|_-  50  pF  to  the  1.5  V  level;  S-|  is  open  for  high  impedance  to  HIGH 
tests  and  closed  tor  high  impedance  to  LOW  tests.  Output  disable  times  are  tested  with  C|_  -  5  pF.  HIGH  to  high  Impedance  tests 
are  made  to  an  output  voltage  of  Voh  -  0.5  V  with  Si  open;  LOW  to  high  impedance  tests  are  made  to  the  Vol  +  0-5  V  level 
with  S,  closed. 

4.  AmPAL20L10  only. 

Military  Range 

B  Versions 

-25  Versions 

(Note  4) 

AL  Versions 

Mo. 

Parameter 
Symbol 

Parameter 
Description 

Mln. 

Typ. 

(Note  1) 

Max. 

Mln. 

Typ. 

(Note  1) 

Max. 

Mln. 

Typ. 

(Note  1 ) 

Max. 

Units 

1 

tpD 

Input  or  Feedback  to  Non-Registered 
Output  20L10 

20 

25 

30 

ns 

2 

tEA 

Input  to  Output  Enable  20L10 

25 

25 

30 

ns 

3 

tER 

Input  to  Output  Disable  20L10 

20 

25 

30 

ns 

lotes:  1.  Typical  limits  are  at  Vcc  "  5.0  V  and  Ta  -  25°C. 

2.  tpo  is  tested  with  switch  S]  closed  and  Cl  -  50  pF. 

3.  For  three-state  outputs,  output  enable  times  are  tested  with  Cl  -  50  pF  to  the  1.5  V  level;      is  open  for  high  impedance  to 
HIGH  tests  and  closed  for  high  impedance  to  LOW  tests.  Output  disable  times  are  tested  with  Cl  =  5  pF.  HIGH  to  high 
impedance  tests  are  made  to  an  output  voltage  of  Voh  -  0.5  V  with  S,  open;  LOW  to  high  impedance  tests  are  made  to  the 
Vol  *  0.5  V  level  with  S,  closed. 

4.  AmPAL20L10  only. 
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Switching  Test  Circuit 

VCC  O      05V  Sl 


Note:  Ci  and  C2  are  to  bypass  Vqc  to  ground. 


TEST  OUTPUT  LOADS 

Name 

Commercial 

Military 

F»l 

200  SI 

390  n 

R2 

390  n 

750  n 

Ci 

1  MF 

1  MF 

c2 

0.1  mF 

0.1  mF 

cL 

50  pF 

50  pF 
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Switching  Waveforms 


INPUTS.  I/O, 
REGISTERED 
FEEDBACK 


©- 


-©— I 


(— ©- 


-©- 


I—  ©— j        l—  |— © 


Key  to  Timing  Diagram 


JL 


3 


m-w. 


WF002571 


Input  Circuitry 


WAVEFORM  INPUTS 
MUST  BE 

OUTPUTS 
WILL  BE 

STEADY 
\\\\\\         MAY  CHANGE 

WWW  ™htol 

STEADY 

WILL  BE 
CHANGING 
FROM  H  TO  L 

//////         MAY  CHANGE 

//////  F"»"LT0" 

WILL  BE 

CHANGING 
FROM  L  TO  H 

\fMMJ        DON'T  CARE: 

nnn  any  change 

/WVW\  permitted 

CHANGING. 

STATE 

UNKNOWN 

SHE  — 0T 

CENTER 
LINE  IS  HIGH 
IMPEDANCE 
"OFF ■ STATE 

ice 


IC000720 


Output  Circuitry 


-< 


OUTPUT 

J 

IC000801 
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24-Pin  Enhanced  AmPAL20RP10  Family 


Security  Fuse  Programming  Programming  of  the  security  fuse  is  the  same  as  an  array 

fuse.  Verification  of  a  blown  security  fuse  is  accomplished  by 
A  single  fuse  is  provided  on  each  device  to  prevent  unautho-        verifying  the  whole  fuse  array  as  if  every  fuse  is  blown, 
rized  copying  of  PAL  device  fuse  patterns.  Once  blown,  the 

circuitry  enabling  fuse  verification  and  registered  output      Programmers/Development  Systems 

PRELOAD  is  premanently  disabled.  (refer  t0  Programmer  Reference  Guide,  page  3-81 ) 
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Notes 


Data  Sheets 

 TTL/CMOS  PAL  Devices 

 TTL/CMOS  AmPAL  Devices 

PROSE/PLS  Sequencers 
FPC/PEG  Sequencers 
ECL  PAL  Devices 

 HAL/ZHAL  Devices 

Military  PAL  Devices 
Logic  Cell  Array 
Electrical  Definitions 
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Notes 


PROSE  ™  PMS14R21  /A 

Programmable  Sequencer 


Features/Benefits 

•  User-programmable  synchronous  state  machine 

•  30  MHz  maximum  internal  frequency,  25  MHz  external 

•  Allows  up  to  128  states  for  complex  designs 

•  8  inputs  and  8  outputs  with  13  buried  feedback  signals 

•  PAL®  array  optimizes  input  decoding 

•  Four-way  branching  in  one  cycle 

•  User-selectable  asynchronous  preset  or  enable  saves  pins 

•  Power-up  preset  for  start-up  in  known  state 

•  Diagnostics-On-Chip™  shadow  register  eases  chip  and 
board  testing  by  allowing  preload  and  observation  of 
output  register 

•  Supported  by  PALASM®2  software  and  other  development 


Ordering  Information 


•  Programmable  on  standard  logic  programmers 

•  Security  fuse  prevents  pattern  duplication 

•  Space-saving  24-pin  SKINNYDIP®  and  28-pin  PLCC 
packages 

Pin  Configurations 

PMS14R21/A 

CLK  f7  - 
CLK  [7  - 


SDI 
GND 


10  f7  - 

I2  fT  - 
I3[7  - 

14  fT  - 

16  fT  - 

17  fjo  - 

E 
E 


j=)L> 


2«]  vcc 

2pJ  MODE 

—  22]  O0 

21]  Q1 

-  2(ij  02 
73]  03 
7«j04 

jjjoe 
T5JQ7 
m]sdo 

tSjp/E 


SKINNYDIP 


Package  Drawings 

(refer  to  PAL  Device  Package  Outlines) 


programmable 
memory-based 
sequencer 


PMS14R21  A  C  NS  STD 

□    [TTTT1  LT 


number  of  

array  inputs 

output  type  

H  =  Registered 

NUMBER  OF  REGISTERS  - 

PERFORMANCE  

Non 
A 


PROCESSING 
STD  =  Standard 
XXXX  =  Other 


NS  -  Plastic 

SKINNYDIP 

JS  =  Ceramic 

SKINNYDIP 

FN  =  Plastic  Leaded 
Chip  Carrier 

-  OPERATING 
CONDITIONS 

C  =  0°Cto75"C 


PMS14R21/A 

IP   DCLKCLK  NC  VCC  MODE  00 


11  ^ 

I2[T  — 

13^ 

NC 

15  [lO 

is  QT 


PAL 
ARRAY 


REG 
REG 
REG 

PROM/  REG 

OUTPUT 

REGISTER 

REG 

REG 
REG 
REG 


25]  01 

24]  02 

23]  03 

22]  NC 

2l]  Q4 

20]  05 

19]  Q6 

|12]|13||14]|15||16]|17||18J 

17     SDI    GND  NC    P/E  SDO  07 

Plastic  Leaded  Chip  Carrier 

Description 

The  PMS14R21  combines  the  basic  elements  of  a  sequencer  — 
the  conditional  input  logic  and  state  memory  —  into  one  pro- 
grammable device.  A  14H2  PAL  array  provides  programmable 
input  condition  decoding  while  a  128-word  by  21 -bit  PROM 
array  stores  the  state  information  and  outputs.  The  combina- 
tion of  both  PAL  and  PROM  arrays  on  a  single  chip  provides  very 
high  performance. 


10334A 
JANUARY  1988 
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The  device  has  a  balanced  architecture,  with  eight  inputs  for 
sequencer  control  and  eight  outputs  for  system  control.  Thir- 
teen internal  signals  feed  back  from  the  state  registers  to  control 
next  state  selection.  The  next  state  is  selected  by  the  five  primary 
address  signals  and  the  two  branch  address  signals,  allowing  up  to 
four-way  branching  in  one  cycle. 

Two  branch  control  signals  are  generated  by  the  PAL  array  as  a 
function  of  the  eight  device  inputs  and  six  feedback  signals.  The 
feedback  signals  allow  programmable  condition  select  decod- 
ing on  the  inputs.  The  programmable  decoding  provides  effi- 
ciency and  speed  even  in  complex  designs  Exclusive-OR  (XOR) 
gates  on  the  PAL  outputs,  controlled  by  two  additional  feedback 
lines,  help  save  device  resources  by  allowing  merging  of  states. 

A  21 -bit  output  register  is  paralleled  by  a  21 -bit  shadow  register. 
The  shadow  register  is  a  parallel/serial  register  that  implements 
Diagnostics-On-Chip.  In  normal  mode,  the  shadow  register 
does  not  affect  the  operation  of  the  state  machine.  In  diagnostic 
mode,  the  shadow  register  allows  control  and  observation  of 
the  output  register. 

The  user  can  select  either  asynchronous  preset  or  asyn- 
chronous output  enable,  whichever  is  required  for  the  ap- 
plication. Preset  is  automatically  performed  on  power  up.  A 
security  fuse,  once  programmed,  prevents  a  competitor  from 
reading  the  PAL  array  pattern. 


Definition  of  signals 

Pin  Signals: 

I0-I7         Inputs  to  PAL  array 

Q0-Q7       Registered  outputs  from  PROM 

P/E  Programmable  asynchronous  function  pin:  default 

is  active  low  Preset  (output  register  goes  high), 
programmed  is  active  low  output  enable 

CLK         Output  register  clock 

DCLK        Diagnostic  register  clock 

MODE       Diagnostic  mode  selection 

SDI  Serial  Data  Input  to  diagnostic  register 

SDO         Serial  Data  Output  from  diagnostic  register 

Internal  Signals: 

CS0-CS5    Condition  Select  feedback  from  output  register  to 
PAL  array 

X0-X1        PAL  array  outputs;  inputs  to  XOR  gates 
XF0-XF1     XOR  gate  control  feedback  from  output  register 
A5-A6       XOR  gate  outputs  providing  two  highest  order 
address  bits  to  PROM  array 

A0-A4       Feedback  from  output  register  providing  five  low- 
est order  address  bits  to  PROM  array 
O0-O20      Output  register  contents 
S0-S20      Shadow  diagnostic  register  contents 


Diagram 


10  - 

11  - 

12  - 

13  - 

14  - 

15  - 

16  - 

17  - 


PAL 
ARRAY 
(14H2) 


V 


PROM 
ARRAY 

(128 x  21) 


tr 


T 

p/i 


-  02 

-  03 
-04 
■05 
■  Q6 
-07 


4- 
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Architecture  Description 

Detailed  knowledge  of  the  PMS14R21  architecture  is  not  neces- 
sary for  use  of  the  device;  a  design  is  entered  into  a  software 
development  system  which  automatically  optimizes  the  design 
and  creates  a  programming  file.  The  user  only  needs  to  create  a 
design  description  for  the  software  to  use.  The  following  archi- 
tecture description  is  provided  for  better  knowledge  of  the 
device,  but  the  software  automatically  handles  the  features 
described. 

The  following  sections  of  the  PROSE  architecture  are  described 
in  detail: 

•  PAL  array 

•  Exclusive-OR  (XOR)  gates 

•  PROM  array 

•  Output  register 

•  Feedback  to  PAL  array  (CS0-CS5) 

•  Feedback  to  XOR  gates  (XF0-XF1) 

•  Feedback  to  PROM  array  (A0-A4) 

•  Programmable  asynchronous  Preset  or  Enable  (P/E) 


Exclusive-OR  Gates 


XO/1 

XFO/1 

A5/6 

0 

0 

0 

0 

1 

1 

1 

0 

1 

1 

1 

0 

The  two  PAL  array  outputs  (X0-X1)  feed  two  Exclusive-OR 
(XOR)  gates,  with  the  other  inputs  (XF0-XF1 )  feeding  back  from 
the  output  register.  The  XOR  gate  outputs  are  the  two  highest- 
order  address  bits  to  the  PROM.  The  XOR  gates  allow  both  the 
PAL  array  and  the  state  to  control  the  two  address  bits  to  the 
PROM,  which  provides  four-way  branching.  This  combination 
role  allows  the  optimum  use  of  device  resources. 


•  Security  fuse 

PAL  Array 


The  PAL  array  implements  the  equivalent  of  a  14H2  circuit  with 
fourteen  inputs,  two  active  high  outputs,  and  eight  product 
terms  per  output.  Eight  inputs  come  from  pins  (I0-I7)  while  the 
other  six  feed  back  from  the  output  register  (CS0-CS5).The 
outputs  (X0-X1)  feed  two  XOR  gates. 

The  PAL  array  provides  conditional  input  decoding,  using  the 
current  inputs  and  state  feedback  to  help  control  the  two 
highest-order  address  bits  to  the  PROM.  The  feedback  signals 
enable  the  desired  function  of  the  inputs  to  force  a  branch  to  a 
given  state.  Default  branches  are  handled  easily  because  no 
product  term  will  be  on,  providing  00  for  X0-X1.  Unconditional 
branches  can  be  handled  the  same  way,  with  no  product  terms 


PROM  Array 


ADDRESS 
DECODE 


128  x  21 
PROM 
ARRAY 


:  CS0-CS5 
:  XF0-XF1 


The  PROM  array  is  organized  128x21,  or  128  words  of  21  bits 
each,  for  a  total  of  2688  bits.  The  address  lines  are  A0-A6, 
including  A0-A4  from  the  output  register  and  A5-A6  from  the 
XOR  gates.  The  PROM  outputs  (O0-O20)  feed  the  21 -bit  output 
register. 

The  PROM  stores  the  state  information  just  as  a  discrete  PROM 
would  in  a  discrete  sequencer  design.  The  128  locations  pro- 
vide up  to  1 28  possible  states  in  an  optimum  design.  The  PROM 
outputs  include  eight  fed  to  output  pins  for  system  control.  The 
architecture  directly  implements  a  Moore  machine,  although  a 
Mealy  machine  can  be  created  by  delaying  the  outputs  from  the 
state  by  one  cycle.  Thirteen  PROM  outputs  feed  back  for  exten- 
sive next-state  control. 
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Output  Register 


Feedback  to  XOR  Gates  (XFO-XF1 ) 


D  Q 
*  P 


"2 


d- 


The  output  register  consists  of  twenty-one  D-type  flip-flops 
which  are  loaded  from  the  PROM  on  the  rising  edge  of  the  clock 
signal,  CLK.  Eight  of  the  outputs  lead  to  device  output  pins 
(Q0-Q7)  while  the  other  thirteen  are  fed  back  internally  (A0-A4, 
XF0-XF1,  CSOSS5). 

The  thirteen  buried  flip-flops  help  control  the  sequencer,  while 
the  eight  dedicated  registered  outputs  provide  system  control 
resulting  from  the  sequencer  operation. 


Two  bits  of  the  output  register  (XF0-XF1 )  feed  back  to  the  XOR 
gates. 

These  two  feedback  signals  allow  either  output  of  the  PAL  array 
to  be  inverted.  This  helps  software  optimization  of  resources  by 
allowing  the  same  product  terms  or  PAL  outputs  to  be  used  for 
different  branches. 


Feedback  to  PAL  Array  (CS0-CS5) 


PAL 
ARRAY 


OUTPUT 
REGISTER 


CS3 


Feedback  to  PROM  Array  (A0-A4) 


PROM 
ARRAY 


OUTPUT 
REGISTER 


Six  bits  of  the  output  register  feed  back  to  the  PAL  array.  They 
are  used  as  regular  PAL  array  inputs. 

These  six  Condition  Select  bits  define  the  function  to  be  per- 
formed on  the  eight  external  condition  inputs.  Any  Boolean 
function  may  be  performed,  up  to  the  limits  of  the  PAL  array 
architecture.  The  feedback  signals  generally  select  given  com- 
binations of  inputs  (product  terms)  necessary  for  branching  to 
next  states.  For  unconditional  branches  or  default  branches, 
they  will  not  select  a  product  term. 


Five  bits  of  the  output  register  feed  back  to  the  PROM  array. 
These  signals  become  address  lines  A0-A4  for  the  PROM. 

The  register  feedback  to  the  PROM  provides  primary  next  state 
selection  based  only  upon  the  current  state.  Address  lines  A0-A4 
define  four  of  the  128  specific  locations  within  the  PROM.  The 
actual  branch  to  one  of  these  locations  is  selected  by  A5-A6 
based  on  the  current  inputs. 
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Programmable  Asynchronous 
or  Enable 


Power-Up  Preset 


1 


A  programmable  function  pin  allows  the  user  to  select  either 
asynchronous  preset  or  asynchronous  output  enable.  The 
choice  is  programmed  into  the  device  when  the  arrays  are  pro- 
grammed. The  unprogrammed  state  is  preset. 

The  programmable  function  allows  the  user  to  choose  the  func- 
tion required  for  the  design,  saving  precious  pins.  If  preset  is 
selected,  a  low  signal  on  the  pin  will  preset  all  twenty-one  output 
flip-flops  to  the  high  state  asynchronously.  This  is  equivalent  to 
the  power-up  state,  and  adds  the  capability  of  presetting  without 
powering  down.  The  outputs  will  always  be  enabled,  and  act  as 
two-state  outputs. 

If  enable  is  selected  (i.e.,  the  select  fuse  is  programmed),  a  low 
signal  on  the  pin  will  enable  the  eight  output  signals  (Q0-Q7) 
from  the  output  register.  When  the  pin  is  high,  the  outputs  are 
disabled,  and  the  output  pins  are  in  the  high-impedance  state. 


1 


— <wl  — 


The  twenty-one  output  flip-flops  will  power  up  to  the  high  state. 
This  allows  easy  initialization,  since  the  starting  state  is  always 
known.  The  power-up  preset  time,  tpR,  is  1  mS  maximum.  The 
required  setup  time  and  clock  widths  are  listed  in  the  specifi- 
cations. 


Security  Fuse 

After  programming  and  verification,  a  PMS1 4R21  design  can  be 
secured  by  programming  the  security  fuse.  Once  programmed, 
this  fuse  defeats  readback  of  the  PAL  array  fuse  pattern  by  a 
device  programmer,  making  proprietary  designs  very  difficult  to 
copy. 
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Absolute  Maximum  Ratings 

Operating  Programming 

Supply  voltage  Vqc   -0.5  V  to  7.0  V   -0.5  V  to  12.0  V 

Inputvoltage   -1.5Vto5.5V    -1.0Vto12.0V 

Off-state  output  voltage  5.5  V   12.0  V 

Storage  temperature  -65°C  to  +150°C 


Sequencer  Operating  Conditions 


COMMERCIAL1 

SYMBOL 

PARAMETER 

STD 

A 

UNIT 

MIN 

TYP 

MAX 

MIN 

TYP 

MAX 

vcc 

Supply  voltage 

4.75 

5 

5.25 

4.75 

5 

5.25 

V 

tw 

Width  of  CLK 

Low 

25 

15 

20 

15 

ns 

High 

10 

5 

10 

5 

'su 

Setup  time  from  I7-I0  to  CLK 

35 

25 

28 

22 

ns 

th 

Hold  time  for  I7-I0  to  CLK 

0 

-5 

0 

-5 

ns 

'aw 

Asynchronous  preset  width 

10 

5 

10 

5 

ns 

tar 

Asynchronous  preset  recovery 

20 

10 

20 

10 

ns 

TA 

Operating  free-air  temperature 

0 

25 

75 

0 

25 

75 

°C 

Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITION 

MIN   TYP  MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0.8 

V 

VlH2 

High-level  input  voltage 

2.0 

V 

VlC 

Input  clamp  voltage 

VCC  =  MIN               l|  =-18mA 

-0.8  -1.5 

V 

lit 

Low-level  input  current 

VCC  =  MAX              V|    =  0.4  V 

-0.02  -0.25 

mA 

l(M 

High-level  input  current 

VCC  *  MAX              V|    =  2.4  V 

25 

pA 

h 

Maximum  input  current 

Vcc  =  MAX              V|    =  5.5  V 

200 

ma 

vol 

Low-level  output  voltage 

VCC  =  MIN               lOL  =  8  mA 

0.3  0.45 

V 

voh 

High-level  output  voltage 

Vcc  =  MIN              lQH  = -32  mA 

2.4  3.2 

V 

lOZL 

Off-state  output  current 

VCC  3  MAX 

Vo  =0.4V 

-100 

MA 

lOZH 

Vo  =2.4V 

100 

ma 

lOS3 

Output  short-circuit  current 

VCC=5V                V0  =0V 

-20     -50  -90 

mA 

'CC 

Supply  current 

VCC  3  MAX 

170  210 

mA 

C|N 

Input  capacitance 

Vin     =  2.0  V  at  f  =  1  MHz 

8 

pF 

COUT 

Output  capacitance 

VOUT  3  2.0  V  at  f  =  1  MHz 

11 

PF 

CCLK 

Clock  capacitance 

VCLK  =  2  0  V  at  f  =  1  MHZ 

13 

PF 

Notes: 

1.  The  PMS14R21/A  is  designed  to  operate  over  the  full  military  operating  conditions  For  availability  and  specifications,  contact  Monolithic  Memories 

2.  These  are  absolute  values  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise. 
Do  not  attempt  to  test  these  values  without  suitable  equipment. 

3.  No  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short-circuit  should  not  exceed  one  second 
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Sequencer  Switching  Characteristics  over  operating  conditions 


COMMERCIAL 

SYMBOL 

PARAMETER 

TEST  CONDITIONS 

STD 

A 

UNIT 

MIN 

TYP 

MAX 

MIN 

TYP 

MAX 

<CLK 

CLK  to  output 

10 

20 

9 

12 

ns 

<PZX 

E  to  output  enable 

10 

20 

10 

15 

ns 

tpxz 

E  to  output  disable 

R-l  =  560  n 

10 

20 

10 

15 

ns 

'AP 

Asynchronous  preset  to  output 

R2  =  1.1  Kfl 

14 

25 

14 

25 

ns 

'max 

Maximum  frequency,  external 
dAtsu  +  tCLK» 

18 

25 

25 

30 

MHz 

Maximum  frequency,  internal 

25 

30 

30 

35 

Sequencer  Switching  Waveforms 

INPUTS  ^VT  t 


ASYNCHRONOUS 
PRESET 


J 


-•wh- 


-<wl— ' 


ASYNCHRONOUS 
ENABLE 


Notes: 

1.  VT  i  15  V 

2.  Input  pulse  amplitude  0  V  to  3.0  V 

3.  Input  rise  and  fall  times  2-5  ns  typical 

Key  to  Timing  Diagram 


23:::::  (a 


■  'pzx 


INPUTS 


DONT  CARE; 
CHANGE  PERMITTEO 


NOT 

APPLICABLE 


MUST  BE  STEADY 


OUTPUTS 


CHANGING; 
STATE  UNKNOWN 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


WILL  BE  STEADY 
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Switching  Test  Load 


Schematic  of  Inputs  and  Outputs 


I 


OUTPUT  o- 


-®  TEST  POINT 


Notes 

1  Propagation  delays  are  tested  with  switch  closed.  CL  «  30  pF  and 
measured  at  1-5  V  output  level. 

2-  'PZX  is  rneasured  at  the  15  V  output  level  with  C[_  =  30  pF.  Si  is  open  for 
high  impedance  to  "1"  test,  and  closed  for  high  impedance  to  "0"  test. 

3-  lPXZ 's  tested  with  C[_  =  5  pF.  SI  is  open  for  "1"  to  high  impedance  test, 
measured  at  Vqh  -0  5  V  output  level:  S-|  is  closed  for  "0"  to  high  impedance 
test  measured  at  Vql  +0  5  V  output  level 


OUTPUT 


fMAX  Parameters 

The  parameter  fMAX  is  the  maximum  clock  rate  at  which  the 
device  is  guaranteed  to  operate.  Because  flexibility  inherent  in 
programmable  logic  devices  offers  a  choice  of  clocked  flip-flop 
designs.  fMAX  is  specified  for  two  types  of  synchronous 
designs. 

The  first  type  of  design  is  a  state  machine  with  feedback  signals 
sent  off-chip.  This  external  feedback  could  go  back  to  the  device 
inputs,  or  to  a  second  device  in  a  multi-chip  state  machine.  The 
slowest  path  defining  the  period  is  the  sum  of  the  clock-to- 


output  time  and  the  input  setup  time  for  the  external  signals.  The 
reciprocal,  fMAX,  is  the  maximum  frequency  with  external 
feedback  or  in  conjunction  with  an  equivalent  speed  device.  This 
fMAX  is  designated  "fMAX  external." 

The  second  type  of  design  is  a  single-chip  state  machine  with 
internal  feedback  only.  In  this  case,  flip-flop  inputs  are  defined 
by  the  device  inputs  and  flip-flop  outputs.  Under  these  condi- 
tions, the  period  is  limited  by  the  internal  delay  from  the  flip-flop 
outputs  through  the  internal  feedback  and  logic  to  the  flip-flop 
inputs.  This  fMAX  is  designated  "fMAX  internal." 


"~l 


L. 


-'CLK- 


(SECOND  CHIP) 


r~ 


LOGIC 

REGISTER 

'MAX  EXTERNAL;  1/(tCLK  +W  'MAX  INTERNAL;  1/(tp  INTERNAL) 
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^agnostics  Function  Table 


INPUTS 

OUTPUTS 

OPERATION 

MODE  SDI 

CLK 

DCLK 

Q20-Q0 

S20-S0 

SDO 

L 

X 

t 

- 

Qn  —  PROM 

HOLD 

S20 

Load  output  register  from  PROM  array 

L 

X 

t 

HOLD 

Sn  *~~  Sn-1 
So  —  SDI 

S20 

Shift  shadow  register  data 

L 

X 

t 

t 

Qn  —PROM 

Sn  *~~  Sn-1 
So  —  SDI 

S20 

Load  output  register  from  PROM  array 
while  shifting  shadow  register  data 

H 

X 

t 

* 

Qn  -  Sn 

HOLD 

SDI 

Load  output  register  from  shadow  register 

H 

L 

* 

t 

HOLD 

Sn  -  Qn 

SDI 

Load  shadow  register  from  output  register 

H 

L 

t 

! 

Qn  ~  Sn 

Sn  -  Qn 

SDI 

Swap  output  and  shadow  registers 

H 

H 

t 

HOLD 

HOLD 

SDI 

No  operationf 

*  Clock  must  be  steady  or  falling, 

t  Reserved  operation  for  54/74S818  8-Bit  Diagnostic  Register 


Diagnostics-On-Chip 

Diagnostics-On-Chip,  or  DOC",  is  a  test  method  that  allows 
complete  controllability  and  observability  of  a  device,  which 
results  in  complete  testability.  The  DOC  circuitry  includes  the 
serial  diagnostic  register  and  parallel  connections  to  and  from 
the  output  register. 

The  diagnostic  (or  shadow)  register  is  a  21-bit  serial/parallel 


register.  It  has  its  own  clock,  called  DCLK.  It  can  shift  serially,  or 
parallel  transfer  its  contents  to  or  from  the  output  register.  The 
MODE  input  selects  serial  or  parallel  mode  (low  or  high,  respec- 
tively). The  serial  shift  input  is  SDI  and  the  output  is  SDO.  SDI 
doubles  as  a  control  input  if  not  in  serial  mode  (MODE  is  high), 
and  is  then  transferred  directly  to  SDO.  See  the  function  table 
above  for  details. 


Diagnostics  Block  Diagram 


PROM  ARRAY 


DCLK 
SDI 


SHADOW 
REGISTER 


I  S20-S0 


MULTIPLEXER 


-  (TO  ARRAYS) 
•  SDO 


OUTPUT 
REGISTER 

*>  L 


P/E  - 


Q7-Q0 
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Diagnostic  Test  Sequence 

A  typical  diagnostic  test  sequence  would  proceed  as  follows. 
First,  a  test  vector  would  be  serially  shifted  into  the  diagnostic 
register.  This  is  done  as  shown  in  the  waveforms  under  Shifting 
Diagnostic  Register,  with  MODE  set  low  and  clocking  DCLK. 
During  shifting,  the  sequencer  operates  completely  inde- 
pendently. 

The  test  vector  is  then  transferred  to  the  output  register  by 
switching  MODE  to  high  and  clocking  the  output  register.  This  is 
shown  in  the  waveforms  under  Loading  Output  Register  from 
Diagnostic  Register.  This  function  makes  the  output  register 
controllable.  MODE  goes  back  low  and  the  system  is  cycled  with 
the  test  vector  as  during  normal  operation. 

Test  results  in  the  output  register  are  observed  by  again  setting 
MODE  high  and  clocking  the  diagnostic  clock.  This  loads  the 
diagnostic  register  from  the  output  register.  This  process  is 
shown  in  the  waveforms  under  Loading  Diagnostic  Register 
from  Output  Register.  The  results  can  then  be  shifted  out  by 
switching  MODE  low  and  clocking  the  diagnostic  clock.  These 
functions  provide  complete  observability  of  the  test  results  in  the 
output  register.  Note  that  while  the  test  results  are  being  shifted 
out,  a  new  test  vector  may  be  shifted  into  the  diagnostic  register. 

When  a  test  vector  is  loaded  into  the  output  register,  the  current 
state  of  the  output  register  may  be  required  for  test  analysis  or 


for  system  restart  at  the  same  state.  In  either  case,  the  output 
register  contents  must  be  transferred  to  the  diagnostic  register 
for  saving,  Diagnostics-On-Chip  allows  the  registers  to  swap 
their  contents  for  this  purpose.  The  CLK  and  DCLK  signals  can 
be  separated  by  no  more  than  tgkew,  as  shown  in  the  waveforms 
under  Swap  Registers. 

A  readback  function  is  reserved  for  tht  8-bit  Diagnostic  Register 
device.  The  required  signals  create  a  No  Operation  condition  in 
the  PMS14R21  device.  This  is  shown  in  the  waveforms  under  No 
Operation. 


Using  Diagnostlcs-On-Chip  In  a  System 

in  a  system  environment,  Diagnostics-On-Chip  allows  complete 
controllability  and  observability  of  registers  buried  within  devi- 
ces or  within  blocks  of  logic  on  the  printed  circuit  board.  Access 
is  permitted  through  a  scan  path,  requiring  only  one  input  to 
access  a  number  of  internal  nodes.  The  scan  path  within  each 
DOC  chip  can  be  connected  to  any  other  DOC  chip  by  connect- 
ing SDO  to  SDI  in  series,  and  applying  DCLK  and  MODE  signals 
in  parallel  to  all  DOC  chips.  This  allows  a  single  scan  path  to  be 
routed  throughout  a  board,  increasing  the  testability  of  the 
board  and  system. 


Diagnostics  Switching  Waveforms 


DCLK 


-'ms-»- 


SDO 


-<hd 


■*—  'wdh- 


-'wdl- 


-"-'DS*- 


Note:  Sequencer  operates  independently  when  MODE  is  low 

Shifting  Diagnostic  Register 


MODE 


SDO 


-'CLK-»- 


IE 


-•cd" 


Load  Output  Register  from  Diagnostic  Register 


PMS14R21/A 


-'«ud- 


-'sud- 


-<hd- 


1r 


■•— 'ss- 


7^ 


Load  Diagnostic  Register  from  Output  Register 


SOI 
SDO 


DCLK 


CLK 


I' 


-'CLK- 


3K 


SDO 
DCLK 


Notes: 

1.  VT=t.5V 

2   Input  pulse  amplitude  0  V  to  3.0  V 
3.  Input  rise  and  fall  times  2-5  ns  typical 


No  Operation 
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Diagnostics  Operating  Conditions 


COMMERCIAL 

SYMBOL 

PARAMETER 

STD 

A 

UNIT 

MIN 

TYP 

MAX 

MIN 

TYP  MAX 

twd 

Width  of  DCLK 

Low 

30 

15 

30 

15 

ns 

High 

30 

15 

30 

15 

(suc 

Setup  time  from  MODE  to  CLK 

30 

15 

30 

15 

ns 

*sud 

Setup  time  from  MODE  or  SDI  to  DCLK 

30 

15 

30 

15 

ns 

th 

Hold  time  for  MODE  to  CLK 

15 

10 

15 

10 

ns 

thd 

Hold  time  for  MODE  or  SDI  to  DCLK 

15 

10 

15 

10 

ns 

*dc 

DCLK  to  CLK  separation 
if  not  simultaneous 

MODE  = 

H 

50 

30 

50 

30 

ns 

'cd 

CLK  to  DCLK  separation 
if  not  simultaneous 

MODE  a 

H 

40 

20 

40 

20 

ns 

'skew 

CLK  to  DCLK  (DCLK  to  CLK) 
separation  in  swap  mode 

MODE  = 

H 



10 



5 

10  5 

ns 

Diagnostics  Switching  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

COMMERCIAL 

UNIT 

STD 

A 

MIN    TYP  MAX 

MIN    TYP  MAX 

>DS 

DCLK  to  SDO 

MODE  =  L 

Rl  =  560  n 
R2  =  1.1  Kfl 

20  35 

20  35 

ns 

tss 

SDI  to  SDO 

MODE  =  H 

10  25 

10  25 

ns 

'MS 

MODE  to  SDO 

10  25 

10  25 

ns 

<MAXd 

Maximum  diagnostic  shift 
frequency  (1/(twdh  +  twd|)) 

16.6  33 

16.6  33 

MHz 
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Design  Example 

As  an  introduction  to  designing  with  the  PMS14R21 ,  an  example 
application  will  be  used  to  demonstrate  the  state  machine 
design  file  required  for  PALASM  2  software.  PALASM  2  software 
can  verify  the  design  and  then  create  a  file  for  programming  the 

device. 

The  example  is  a  traffic  signal  controller  for  an  intersection  of 
two  one-way  streets.  The  inputs  are  active-high  sensors  for  each 
direction  and  a  clock,  and  the  outputs  drive  the  six  active-high 
lights  for  the  two  signals. 

The  state  diagram  for  this  application  is  shown  below.  Each 
bubble  represents  a  single  state,  with  the  state  name  on  the  left 
and  the  state  outputs  on  the  right.  Each  arrow  represents  a 
potential  transition  between  states,  with  the  conditions  required 
for  that  transition  (if  any)  next  to  the  arrow. 

Translation  of  this  design  to  a  PALASM  2  software  file  is  straight- 
forward. The  following  sections  will  be  discussed  in  detail: 

Declaration  and  pin  definitions  (equivalent  to  other  PALASM  2 
software  files) 

•  Other  definitions  required  for  state  machines  and  the 
PMS14R21 

Transitions  and  their  conditions 
State  outputs 
Definitions  of  conditions 
Optional  simulation  section. 
The  complete  design  file  is  shown  on  the  next  page. 


Traffic  Controller  State  Diagram 


DECLARATION  Section 

This  section  documents  the  design.  The  CHIP  statement  con- 
sists of  the  design  name,  the  part  number  (PMS14R21) ,  and  the 
pin  list  for  pins  1-24  of  the  device. 

STATE  Section 

The  STATE  section  begins  with  the  keyword  STATE  and  has 
three  parts:  a  block  of  general  definitions  in  the  design,  the 
transition  equations,  and  the  state  outputs. 

General  Definitions 

The  first  general  definition  specifies  one  of  two  types  of  state 
machine  Either  MOORE-MACHINE  or  MEALY_MACHINE 
may  be  entered,  according  to  the  design.  The  difference 
between  the  two  types  is  shown  below.  In  this  case,  the  outputs 
are  a  function  of  only  the  state,  so  MOORE_MACHINE  is 
specified. 

The  next  general  definition  specifies  the  programmable  function 
pin.  Preset  or  Enable  are  selected  by  specifying  MASTER- 
RESET  or  OUTPUT_ENABLE.  MASTER_RESET  is  used, 
although  neither  is  functionally  required  in  this  design. 

The  next  general  definitions  describe  defaults  for  outputs  not 
otherwise  defined  for  a  transition.  First  is  an  optional  OUTPUT- 
HOLD  statement  that  lists  all  outputs  that  are  to  hold  value  as  a 
default.  It  is  not  used  in  this  design. 

Second  is  the  optional  DEFAULT_OUTPUT  statement  that  lists 
default  output  values.  High,  Low,  and  Don't  Care  are  selected 
with  <pin  name>,  /<pin  name>,  and  %<pin  name>,  respectively. 
In  the  example,  the  signal  lights  default  to  off,  or  Low. 

Next,  the  optional  DEFAULT_BRANCH  statement  specifies  the 
next  state  when  not  otherwise  specified.  The  state  may  be  a  state 
name,  or  can  be  HOLD_STATE  or  NEXT_STATE  to  hold  or  go  to 
the  next  state  in  the  design  file.  It  is  not  needed  in  this  design. 


8,. 

PAIV 
XOR/ 
PROM 

STATE 

STATE 

REGISTER 

BITS 

OUTPUTS  = 
STATE  BITS 


Moore  Machine 


OUTPUT 
REGISTER 

PAL/ 
XOR/ 
PROM 

 1 13 

STATE 
REGISTER 

STATE 

7^*-  OUTPUTS = 
FUNCTION 
(STATE  BITS,  INPUTS) 


13, 
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;Description  Section 


TITLE  Traffic  Controller 

PATTERN  State  Machine 

REVISION  1 

AUTHOR  Jane  Engineer 

COMPANY  Monolithic  Memories 

DATE  January  30,  1987 

CHIP  S_MACHINE  PMS14R21 

CLK  DCLK  SEN1  SEN2   12   13   14   15  16   17  SDI  GND 

PRESET  SDO  RED1  YEL1  GRN1  RED2  YEL2  GRN2  01  OO  MODE  VCC 


;This  example  demonstrates  the  conversion  of  a  state  diagram  to  a 
; PALASM  2  input  file,  or  PDS  file.     The  example  is  a  traffic  signal 
;controller  for  an  intersection  of  two  one-way  streets.     The  inputs 
;are  active  high  sensors  for  each  direction  and  a  clock,  and  the 
.•outputs  drive  the  six  active-high  lights  for  the  two  signals. 


STATE 

;General  Definitions 
MOORE_MACHINE 
MASTER  RESET 


;Specifies  state  machine  format 


;0utputs  function  of  state  only 
.•Programmable  pin  selects  preset 


DEFAULT_OUTPUT  /RED1  /YEL1  /GRN1  /RED2  /YEL2  /GRN2 

;0utputs  default  to  Low,  or  off 


;Transition  Equations 


POWER  UP 

VCC  ->  S 

0  ;Goto 

S0:=  C3 

-> 

SI 

;  From 

+  CO 

-> 

SI 

r 

+  CI 

-> 

S2 

t 

+ 

-> 

SO 

i 

S1:=VCC 

-> 

S2 

;From 

S2:=VCC 

-> 

S3 

;From 

S3:=VCC 

-> 

S4 

;From 

S4:=  C3 

-> 

S5 

;From 

+  CO 

-> 

S5 

+  C2 

-> 

S6 

+ 

-> 

S4 

* 

S5:=VCC 

-> 

S6 

;From 

S6:=VCC 

-> 

S7 

;  From 

S7 : =VCC 

-> 

SO 

;  From 

i  after  power-up  (or  preset) 
i:   if  C3  true,  goto  Statel 
or  if  CO  true,  goto  Statel 
or  if  CI  true,  goto  State2 
Otherwise  goto  StateO  (hold) 
:  goto  State2  unconditionally 
!:  goto  State3  unconditionally 
1:  goto  State4  unconditionally 
,:   if  C3  true,  goto  State5 
or  if  CO  true,  goto  State5 
or  if  C2  true,  goto  State6 
Otherwise  goto  State4  (hold) 
►:  goto  State6  unconditionally 
i:  goto  State7  unconditionally 
':  goto  StateO  unconditionally 


; Output  Equ 
S0.OUTF 
Sl.OUTF 
S2.0UTF 
S3.0UTF 
S4.0UTF 
S5.0UTF 
S6.0UTF 
S7.0UTF 


ations 

GRN1 *RED2 
GRN1 *RED2 
GRN1 *RED2 
YEL1 *RED2 
RED1 *GRN2 
RED1 *GRN2 
RED1 *GRN2 
RED1*YEL2 


;In  StateO 

;In  Statel 

;In  State2 

;In  State3 

;In  State4 

;In  State5 

;In  State6 

;In  State7 


outputs 
outputs 
outputs 
outputs 
outputs 
outputs 
outputs 
outputs 


GRN1 
GRN1 
GRN1 
YEL1 
RED1 
RED1 
RED1 
RED1 


and 
and 
and 
and 
and 
and 
and 
and 


RED2 
RED2 
RED2 
RED2 
GRN2 
GRN2 
GRN2 
YEL2 


are  High 
are  High 
are  High 
are  High 
are  High 
are  High 
are  High 
are  High 


CONDITIONS 

CO  =  /SEN1*/SEN2 
CI  =  /SEN1*  SEN2 
C2  =  SEN1*/SEN2 
C3  =     SEN1*  SEN2 


;C0  is  true  when  SEN1  and  SEN2  Low 

;C1  is  true  when  SEN1  Low  and  SEN2  High 

;C2  is  true  when  SEN1  High  and  SEN2  Low 

;C3  is  true  when  SEN1  and  SEN2  High 


.•(SIMULATION  is  optional  -  not  shown  here) 


£1 
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transition  Equations 

The  next  section  of  the  file  is  the  transition  equations.  These  are 
directly  equivalent  to  the  arrows  in  the  state  diagram,  using  the 
state  names  and  the  conditions  defined  later  in  the  file.  For 
example,  the  second  state  equation  defines  the  four  transition 
arrows  from  state  SO: 

SO:  =  C3  ->  S1 
+  CO  ->  S1 
+  C1  ->  S2 
+->S0 

which  means:  when  in  state  SO,  if  condition  C3  is  true  go  to  state 
S1,  or  if  condition  CO  is  true  go  to  state  S1,  or  if  condition  C1  is 
true  go  to  state  S2,  otherwise  go  to  state  SO  (hold).  The  last  line 
has  no  condition,  so  that  if  none  of  the  preceding  conditions  is 
true,  this  transition  will  occur  by  default.  Note  that  conditions 
and  states  cannot  be  grouped  by  parentheses. 

The  first  transition  equation  in  the  example  specifies  the  transi- 
tion from  the  power-up  state.  The  condition  is  VCC  because  the 
transition  always  occurs  on  the  clock  signal.  If  a  Mealy  machine 
were  being  designed,  the  power-up  state  would  also  require 
definition  of  the  outputs  for  transition  to  the  next  state.  Note  that 
the  power-up  state  is  also  entered  when  the  preset  pin  is 


Output  Equations 

The  next  section  of  the  design  file  lists  the  output  equations, 
which  specify  the  output  values  for  each  state.  The  first  output 
equation,  SO.OUTF  :=  GRNVRED2,  means  that  in  state  SO, 
GRN1  and  RED2  will  be  High  (lightsGRNI  and  RED2  will  be  on) 


while  the  other  outputs  assume  their  default  values  (Low,  or  off). 
Note  that  for  a  Mealy  machine,  equations  specify  the  outputs  on 
transitions  to  next  states,  and  can  include  conditions. 

CONDITIONS  Section 

The  next  section  of  the  design  file  defines  the  conditions  used  in 
the  STATE  section.  In  this  case,  CO  =  /SEN1 7SEN2  means  that 
condition  CO  is  true  when  the  inputs  SEN1  and  SEN2  are  Low 
(sensors  are  not  activated).  Conditions  equal  a  sum  of  products 
of  the  device  inputs. 

SIMULATION  Section 

The  SIMULATION  section  provides  a  means  of  verifying  the 
design.  State  machine  simulation  is  similar  to  Boolean  equation 
simulation,  with  a  few  added  features.  This  section  is  optional. 

Other  Design  Considerations 

PALASM  2  software  automatically  assigns  states  to  PROM 
addresses,  and  automatically  arranges  the  product  terms  and 
XOR  feedback  signals.  The  automatic  assignment  optimizes  the 
use  of  both  the  PAL  and  PROM  arrays  for  the  most  efficient  use 
of  resources. 

Transition  equations  are  limited  to  four-way  branches,  but  up  to 
sixteen-way  branching  can  be  performed  in  two  clock  cycles. 
This  requires  the  addition  of  a  temporary  state  after  the  first 
four-way  branch. 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81 ) 
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PLS1 05-37  PLS1 67-33  PLS1 68-33 
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Features/Benefits 

•  Field-programmable  replacement  for  sequential  control  logic 

•  Advanced  Mealy  state  machine/sequencer  architecture 

•  Programmable  AND/programmable  OR  array  for  flexibility 

•  Fabricated  with  high  performance  oxide-isolated  process 

-  < MAX  of  37  MHz  at  1 80  mA  max  for  PLS1 05 

-  'MAX  of  33  MHz  at  1 80  mA  max  for  PLS1 67,  PLS1 68 

•  Full  drive:  24  mA  IOL.  three-state  outputs 

•  Six  buried  state  registers 

•  Dedicated  hardware  features  to  enhance  testability 

-  Diagnostic  mode  access  to  buried  state  register 

-  Register  preload  and  power-up  preset  of  all  flip-flops 

-  On-chip  test  array  for  1 00%  AC  testing 

•  User-programmable  multifunction  pin  for  asynchronous 
flip-flop  preset/output  enable 

•  Automatic  "Hold"  state  via  positive  edge-triggered  clocked 
S-R  flip-flops 

•  Security  fuse  hides  proprietary  designs  from  competitors 

•  Integrated  software  and  hardware  development  system, 
supported  by  current  PALASM®  2  software  and  standard 
PAL  ®  device  programmers 

•  Available  in  24-  and  28-pin  SKINNYDIP®  (plastic  or  ceramic) 
and  28-pin  PLCC  packages 

Generic  Sequencer  Structure 


PROGRAMMABLE 
AND 
ARRAY 


PROGRAMMABLE 
OR 
ARRAY 


33- 


STATE 
BITS 


HS  Q 
R 


S  Q 
R  c 


S  O 
R  < 


PROG. 
BITS 


OUTPUT 
BITS 

CLOCK 


PART  NO. 

PINS 

INPUTS 

FLIP-FLOPS 

OUTPUTS 

PLS1 05-37 

28 

16 

14 

8 

PLS1 67-33 

24 

14 

12 

6 

PLS1 68-33 

24 

12 

14 

8 

Application  Areas 

•  Microcoded  numeric  processors 

•  Graphics  and  image  processors 

•  Data  storage  peripherals  -  disk  and  magtape 

•  Bus  arbitration  and  handshake  generation 
.  Protocol  conversion  and  interface 

.  Address  generation  for  memory  access 

•  General  control  functions  including: 

-  Counters 

-  Shift  registers 

-  Timing  waveform  generators 

-  Mealy  state  machines 


Description 

The  PLS  family  is  a  field-programmable  replacement  for 
sequential  logic.  It  functions  as  a  Mealy  state  machine  with  a 
registered  output.  The  PLS  family  utilizes  the  familiar  AND/OR 
PLA  logic  structure  to  implement  sum-of-product  equations. 
Both  arrays  are  user-programmable  to  implement  transition 
terms  causing  changes  in  the  internal  state  register  or  output 
register. 

The  device  is  fabricated  in  Monolithic  Memories'  high-speed, 
oxide-isolated  bipolar  process;  it  offers  significant  speed 
improvement  (fMAX  of  37  MHz)  over  competing  parts  while 
preserving  their  low-power  operation. 

The  PLS  family  is  fully  supported  by  industry  standard  CAD 
tools,  including  PALASM  2  software  and  ABEL™  software  from 
Data  I/O  and  CUPL™  software  from  Personal  CAD  Systems. 
Device  programming  is  accomplished  by  using  standard  PAL 
device  programmers. 


PAL®,  PALASM  ®  and  SKINNYDIP®  are  registered  trademarks  of  Monolithic  Memories  Inc. 

ABEL™  is  a  trademark  ol  Data  I/O  Corp. 

CUPL™  is  a  trademark  of  Personal  CAD  Systems. 


JANUARY  1986 
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Feature  Description 

State  machines  contain  conditional  input  logic,  state  memory 
and  output  generation  logic.  The  PLS  family  is  built  around  a 
programmable  AND/OR  logic  array  which  serves  as  both 
conditional  input  and  output  generation  logic.  Forty-eight 
product  or  transition  terms  are  found  in  the  AND  array.  It  is 
driven  from  several  sources:  sixteen  external  inputs,  ten 
internal  feedbacks  from  the  state  register,  and  the  complement 
term. 

The  internal  variable  (C)  is  known  as  the  complement  array, 
and  directly  implements  the  "else"  logic  clause  at  any  state.  All 
transition  terms  can  include  True,  False,  or  Don't  Care  states 
of  the  controlling  variables.  The  OR  array  merges  one  or  more 
product  terms  to  generate  the  desired  user  logic  functions  for 
the  output  and  next-state  registers. 

The  state  and  output  registers  are  both  implemented  with 
edge-triggered,  clocked  S-R  flip-flops.  If  neither  input  is  active, 
the  flip-flop  will  retain  its  contents  when  clocked.  This  free 
"hold"  state  saves  product  terms.  The  registers  may  change 
only  on  the  low-to-high  transition  of  the  clock  pulse. 

Starting  the  state  machine  in  a  known  state  is  facilitated  by 
circuitry  which  unconditionally  loads  a  "1"  into  each  flip-flop 
during  power-up  or  by  using  the  asynchronous  Preset  function. 
The  Preset  input  can  be  converted  to  a  three-state  Output 
Enable  function,  as  an  additional  user-programmable  function. 
Testing  of  the  PLS  family  is  enhanced  by  the  dedicated 
hardware  features  of  Diagnostic  Mode,  register  preload  and  a 
test  array.  The  Diagnostic  Mode  provides  visibility  of  the 
internal  state  register  when  strobed  by  a  super-voltage  control 
signal.  Register  preload  allows  use  of  an  arbitrary  test  vector 
set  to  fully  exercise  all  state  transitions  and  guard  against 
unreachable  states  and  deadlock  loops.  The  internal  test  array 
is  used  to  fully  guarantee  all  AC  specifications  and  timing 
margins. 

A  security  fuse  in  the  PLS  family  is  used  to  hide  proprietary 
designs  from  examination  by  competitors.  This  last  fuse,  when 
programmed,  blocks  external  access  and  reading  of  the  fuse 
array  and  internal  device  configuration. 


Definition  of  Signals 

'0-15     Inputs  to  AND  array 

Qg.7     Output  register  outputs 

CLK      Output/state  register  clock 

P/E      Programmable  asynchronous  function  pin;  default  is 
active  high  Preset  (all  registers  go  high),  programmed 
is  active  low  Output  Enable 

Sg.5     Internal  state  register  bits  used  with  feedback  to  AND 
array 

Pq.3     Multiple-use  pins-user  selectable  as  either  state 
register  (used  with  feedback)  or  output  register 
functions-present  on  PLS167  and  PLS168  only 

Logic  Function 

TYPICAL  STATE  TRANSITION: 


STATE  REGISTER 
SET  SO 
RESET  »1 
HOLD  12 


Typical  Operation 

The  details  of  device  operation  may  be  illustrated  by  the  simple 
state  transition  indicated.  The  state  register  initially  contains 
010  and  will  become  001  after  the  next  clock.  In  order  for  this 
to  occur,  state  bit  0  must  be  set,  state  bit  1  must  be  reset  and 
state  bit  2  must  hold  its  value.  The  transition  term  fragment 
listed  produces  this  result.  The  SO  and  R1  product  terms 
detect  the  bit  pattern  for  the  current  state  (010)  and  produce  a 
logic  one.  All  other  terms  evaluate  to  a  zero,  producing  the 
transition  to  state  001 . 
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Logic  Diagram 


PLS1 05-37 


Output 
Enable 


^1 


pppppppp  pppppppp  pppppppp  popppppp  pppppppp  pppppppp 


43  42  41  40       n  it  37  3C  3S  34  33  32 


29  28  27  28  25  21        23  22  21  20  19  16  17  16       15  14  13  17.  11  10  9  I 


7  6    5  4    3    2    1  ■ 


1  -  All  AND  gate  inputs  with  a  programmed  link  float  to  a  logic  "1 ." 
2.  All  OR  gate  inputs  with  a  programmed  link  tloat  to  a  logic  "0." 
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Logic  Diagram 


PLS1 67-33 


DIP  (PLCC)  Pinout 
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1 .  All  AND  gate  inputs  with  a  programmed  link  tloat  to  a  logic  "1 

2.  All  OR  gate  inputs  with  a  programmed  link  float  to  a  logic  "0." 
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Logic  Diagram 


PLS1 68-33 


DIP  (PLCC)  Pinout 


Product  Terms 


io  ra-s 
n  hhs 

b  cms 

re  HHS 
HB-S 

is  EHS 

no  [HHS 
m  HSHS- 


1 .  All  AND  gats  inputs  with  a  programmed  link  float  to  a  logic  "1 ." 

2.  All  OR  gate  inputs  with  a  programmed  link  float  to  a  logic  "0." 
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Pin  Configurations 
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NC 
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I6    CLK  NC  VCC  17 

mmmmrsiEnra 


PLS1 68-33 
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PLS1 68-33 
28  Pin  PLCC 

I4     15    CLK  NC  VCC  16  17 
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01    02  GND  NC    P3     PO  P1 
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02    03  GND  NC    PO     P1  P2 


Data  Sheets 


TTL/CMOS  PAL  Devices 
TTL/CMOS  AmPAL  Devices 
PROSE/PLS  Sequencers 
FPC/PEG  Sequencers 
ECL  PAL  Devices 

 HAL/ZHAL  Devices 

Military  PAL  Devices 
Logic  Cell  Array 
 Electrical  Definitions  [ 
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Fuse  Programmable  Controller  (FPC) 


Distinctive  Characteristics 

•  Implements  complex  fuse  programmable  state  ma- 
chines 

•  7  conditional  inputs,  16  outputs 

•  64  words  of  32-bit-wide  microprogram  memory 

•  Serial  Shadow  Register  (SSR™)  diagnostics  on  chip 
(programmable  option) 


29  high-level  microinstructions 

-  Conditional  branching 

-  Conditional  looping 

-  Conditional  subroutine  call 

-  Multiway  branch 

20  MHz  clock  rate,  28-pin  DIP 


General  Description 


The  Am29PL141  is  a  single-chip  Fuse  Programmable 
Controller  (FPC)  which  allows  implementation  of  complex 
state  machines  and  controllers  by  programming  the  appro- 
priate sequence  of  microinstructions.  A  repertoire  of  jumps, 
loops,  and  subroutine  calls,  which  can  be  conditionally 
executed  based  on  the  test  inputs,  provides  the  designer 
with  powerful  control  flow  primitives. 

The  Am29PL141  FPC  also  allows  distribution  of  intelligent 
control  throughout  the  system.  It  off-loads  the  central 
controller  by  distributing  FPCs  as  the  control  for  various 


self-contained  functional  units,  such  as  register  file/ALU, 
I/O,  interrupt,  diagnostic,  and  bus  control  units. 

A  microprogram  address  sequencer  is  the  heart  of  the  FPC. 
It  provides  the  microprogram  address  to  an  internal  64- 
word  by  32-bit  PROM.  The  fuse  programming  algorithm  is 
almost  identical  to  that  used  for  AMD's  Programmable 
Array  Logic  family. 

As  an  option,  the  Am29PL141  may  be  programmed  to  have 
on  chip  SSR  diagnostics  capability.  Microinstructions  can 
be  serially  shifted  in,  executed,  and  the  results  shifted  out 
to  facilitate  system  diagnostics. 


— 


Block  Diagram 


SERIAL  SHADOW  R 


■  DCLK 

■  cut 


BDR02340 


Related  Products 


Part  No. 

Description 

Am2914 

Vectored  Priority  Interrupt  Cbnlroller 

Am29100 

Controller  Family  Products 

SSR  m  a  trademark  of  Advanced  Micro  Devices.  Inc 


04179F/0 
JANUARY  1988 
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Connection  Diagrams 

Top  View 


E  I  §  E  E  E  E 


CDR04480 

Note:  Pin  1  is  marked  for  orientation. 


CD009110 


Logic  Symbols 


T[OJ 

P[0] 

T[1] 

P[1] 

T[2] 

P[2] 

P[3| 

?fl 

P[4] 

T[5] 

rm 

CC 

p[« 

PPI 

P[8] 

RESET 

P« 

P(10] 

P111] 

CLK 

P[12l 

mm 

Pisa 

ZERO 

LS002131 

Normal  Configuration 


LS002140 

SSR™  Diagnostics  Configuration 
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Ordering  Information 

Standard  Products 

AMD  standard  products  are  available  in  several  packages  and  operating  ranges.  The  order  number  (Valid  Combination)  is 
formed  by  a  combination  of:  A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Package  Type 

D.  Temperature  Range 

E.  Optional  Processing 

AM29PL141 


-  E.  OPTIONAL  PROCESSING 

Blank  -  Standard  processing 
B  -  Burn-in 


-C.  PACKAGE  TYPE 

D  -  28-Pin  Ceramic  DIP  (CD  028) 

L  =  28-Pin  Ceramic  Leadless  Chip  Carrier  (CL  028) 

X  =  Dice 


-B.  SPEED  OPTION 

Not  applicable 


-A.  DEVICE  NUMBER/DESCRIPTION 

Am29PL141 

Fuse  Programmable  Controller  (FP( 


Valid  Combinations 

AM29PL141 

DC,  DCB, 
LC,  XC 

Valid  Combinations 

Valid  Combinations  list  cnfigurations  planned  to  be  supported 
in  volume  for  this  device.  Consult  the  local  AMD  sales  office 
to  confirm  availability  of  specific  valid  combinations,  to  check 
on  newly  released  valid  combinations,  and  to  obtain  additional 
data  on  AMD's  standard  military  grade  products. 


ordering  Information 


APL  and  CPL  Products 

AMD  products  for  Aerospace  and  Defense  applications  are  available  in  several  packages  and  operating  ranges.  APL 
(Approved  Products  List)  products  are  fully  compliant  with  MIL-STD-883C  requirements.  CPL  (Controlled  Products  List) 
products  are  processed  in  accordance  with  MIL-STD-883C,  but  are  inherently  non-compliant  because  of  package, 
solderability,  or  surface  treatment  exceptions  to  those  specifications.  The  order  number  (Valid  Combination)  is  formed 
by  a  combination  of: 


APL  Products:  A.  Device  Number 

B.  Speed  Option  (if 

C.  Device  Class 

D.  Package  Type 

E.  Lead  Finish 


CPL  Products:  A.Device  Number 
applicable)  B.  Speed  Option  (if  applicable) 

C.  Package  Type 

D.  Temperature  Range 

E.  CPL  Status 

APL  Products 


AM29PL141 


IB 


-  E.  LEAD  FINISH 

A  -  Hot  Solder  DIP 


-  D.  PACKAGE  TYPE  (per  09-000) 

X  -  28-Pin  (Ceramic  DIP  (CD  028) 


-C.  DEVICE  CLASS 

IB  =  Class  B 


-  B.  SPEED  OPTION 

Not  applicable 


-A.  DEVICE  NUMBER/DESCRIPTION  (Include  revision  letter) 

Am29PL141 

Fuse  Programmable  Controller  (FPC) 


CPL  Products 

it  c 


-  E.  CPL  STATUS 

C  -  CPL  Certified 


-  D.  TEMPERATURE  RANGE 

M-  Military  (-55  to  +125°C) 


-C.  PACKAGE  TYPE(per  Prod.  Nomenclature/ 16-038) 

/  L  =  28-Pin  Ceramic  Leadless  Chip  Carrier  (CL  028) 


-  B.  SPEED  OPTION 

Not  i 


-A.  DEVICE  NUMBER/DESCRIPTION  (Include  revision  letter) 

Am29PL141 

Fuse  programmable  Controller  (FPC) 


Valid  Combinations 


Valid  Combinations 

APL 

Am29PL141 

/  BXA 

CPL 

Am29PL141 

/  LMC 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations  or  to  check  for  newly  released  valid 
combinations. 

Group  A  Tests 

Group  A  tests  consists  of  Subgroups: 
1,  2,  3,  7,  8,  9,  10,  11 
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Pin  Description 


CC[SDI]     Condition  Code  ((TEST)  Input) 

When  the  TEST  (P[24:22])  field  of  the  executing 
microinstruction  is  set  to  6  (binary  1 1 0),  CC  is  selected  to  be 
the  conditional  input.  (Note:  In  SSR  diagnostic  configuration, 
CC  is  also  the  Serial  Data  Input  SDI.) 

CLK     Clock  (Input) 

The  rising  edge  clocks  the  microprogram  counter,  count 
register,  subroutine  register,  pipeline  register,  and  EQ  flag. 

P[lS:8]  (Outputs) 

Upper  eight,  general-purpose  microprogram  control  outputs. 
They  are  enabled  by  the  OE  signal  from  the  microprogram 
pipeline  register.  When  OE  is  HIGH,  P[15:8]  are  enabled, 
and  when  LOW,  P[15:8]  are  three-stated. 

P[7:0]     [DLCK,  MODE]  (Outputs) 

Lower 

Lower  eight,  general-purpose  microprogram  control  outputs. 
They  are  permanently  enabled.  (Note:  in  the  SSR  diagnostic 
configuration,  P[7]  becomes  the  diagnostic  clock  input 
DCLK  and  P[6]  becomes  the  diagnostic  control  input 
MODE.) 


RESET 

Synchronous  reset  input.  When  it  is  low,  the  output  of  the 
PC  MUX  is  forced  to  the  uppermost  microprogram  address 
(63).  On  the  next  rising  clock  edge,  this  address  (63)  is 
loaded  into  the  microprogram  counter,  the  microinstruction 
at  location  63  is  loaded  into  the  pipeline  register  and  the  EQ 
flag  is  cleared.  The  CREG  and  SREG  values  are 
indeterminate  on  reset. 

T[5:0] 

Test  inputs.  In  conditional  microinstructions,  the  inputs  can 
be  used  as  individual  condition  codes  selected  by  the  TEST 
field  in  the  pipeline  register.  The  T[5:0]  inputs  can  also  be 
used  as  a  branch  address  when  performing  a  microprogram 
branch,  or  as  a  count  value. 


ZERO  [SDO] 

Zero  output.  A  Low  state  indicates  that  the  CREG  value  is 
zero.  (Note:  In  the  SSR  diagnostic  configuration,  ZERO 
becomes  the  Serial  Data  output  SDO.  This  change  is  only 
on  the  output  pin;  internally,  the  zero  detect  functions  is 
unchanged.) 
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Functional  Description 

Figure  1,  the  block  diagram  of  the  Am29PL141  FPC,  shows 
logic  blocks  and  interconnecting  buses.  These  allow  parallel 
performance  of  different  operations  in  a  single  microinstruc- 
tion. The  FPC  consists  of  four  main  logic  blocks:  the  micropro- 
gram memory,  microaddress  control  logic,  condition  code 
selection  logic,  and  microinstruction  decode.  A  fifth  optional 
block  is  the  Serial  Shadow  Register  (SSR). 

The  microprogram  memory  contains  the  user-defined  instruc- 
tion flow  and  output  sequence.  The  microaddress  control  logic 
addresses  the  microprogram  memory.  This  control  logic 
supports  high-level  microinstruction  functions  including  condi- 
tional branches,  subroutine  calls  and  returns,  loops,  and 
multiway  branches.  The  condition  code  selection  logic  selects 
the  condition  code  input  to  be  tested  when  a  conditional 
microinstruction  is  executed.  The  polarity  of  the  selected 
condition  code  input  is  controlled  by  the  POL  bit  in  the 
microword.  The  microinstruction  decode  generates  the  control 
signals  necessary  to  perform  the  microinstruction  specified  by 


the  microinstruction  part  (P[31  :  16])  of  the  microword.  The 
SSR  enables  in-system  testing  that  allows  isolation  of  prob- 
lems down  to  the  IC  level. 

Microprogram  Memory 

The  FPC  microprogram  memory  is  a  64-word  by  32-bit  PROM 
with  a  32-bit  pipeline  register  at  its  output.  The  upper  16  bits 
(P[31  : 16])  of  the  pipeline  register  stay  internal  to  the  FPC  and 
form  the  microinstruction  to  control  address  sequencing.  The 
format  for  microinstructions  is:  a  one-bit  synchronous  Output 
Enable  OE,  a  five-bit  OPCODE,  a  one-bit  test  polarity  select 
POL,  a  three-bit  TEST  condition  select  field,  and  a  six-bit 
immediate  DATA  field.  The  DATA  field  is  used  to  provide 
branch  addresses,  test  input  masks,  and  counter  values. 

The  lower  16  bits  (P[15  : 0])  of  the  pipeline  register  are  brought 
out  as  user-defined,  general  purpose  control  outputs.  The 
upper  eight  control  outputs  (P[15  :  8])  are  three-stated  when 
OE  is  programmed  as  a  LOW.  The  lower  eight  control  bits  (P[7 
:  0])  are  always  enabled. 


D  V- 


L 


TT 


J 


L. 


5 


sueAouTweMG 


3EE 


_0  bh 

a*o~  tor  ocuc 

Figure  1.  Am29PL141  Block  Diagram 
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•Note:  These  pins  available  only  in  SSR  mode. 
"Note:  These  pins  available  only  in  normal  mode. 
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Microaddress  Control  Logic 

The  microaddress  control  logic  consists  of  five  smaller  logic 
blocks.  These  are: 

PC  MUX  -  The  microprogram  counter  multiplexer 

P  CNTR  -Microprogram  counter  (PC)  and  incrementer 
(PC  +  1 ) 

SUBREG  -Subroutine  register  (SREG)  with  subroutine 
mux  (S  MUX) 

CNTR  -Count  register  (CREG)  with  counter  mux 
(C  MUX),  decrementer  (COUNTER-1)  and  zero 
detect 

GOTO     -  Specialized  branch  control  logic 

The  PC  MUX  is  a  six-bit,  four-to-one  multiplexer.  It  selects 
either  the  PC,  PC+1,  SREG,  or  GOTO  output  as  the  next 
microaddress  input  to  the  microprogram  memory  and  to  the 
PC.  The  PC  thus  always  contains  the  address  of  the  microin- 
struction in  the  pipeline  register.  During  a  Reset,  the  PC  MUX 
output  is  forced  to  all  ones,  selecting  location  63  of  the 
microprogram  memory. 

The  P  CNTR  block  consists  of  a  six-bit  register  (PC)  driving  a 
six-bit  combinatorial  incrementer  (PC+ 1 ).  Either  the  present  or 
the  incremented  values  of  PC  can  address  the  microprogram 
PROM.  The  incremented  value  of  PC  can  be  saved  as  a 
subroutine  return  address.  The  present  PC  value  can  address 
the  microprogram  PROM  when  waiting  for  a  condition  to 
become  valid.  PC+ 1  addresses  the  microprogram  PROM  for 
sequential  microprogram  flow,  for  unconditional  microinstruc- 
tions, and  as  a  default  for  conditional  microinstructions. 

The  SUBREG  block  consists  of  a  six-bit,  three-to-one  multi- 
plexer (S  MUX)  driving  a  six-bit  register  (SREG).  The  three 
possible  SREG  inputs  are  PC+1,  CREG,  and  SREG.  SREG 
normally  operates  as  a  one-deep  stack  to  save  subroutine 
return  addresses.  PC+ 1  is  the  input  source  when  performing 
subroutine  calls  and  PC  MUX  is  the  output  destination  when 
performing  return  from  subroutine. 

The  CNTR  block  consists  of  a  six-bit,  four-to-one  multiplexer 
(C  MUX);  driving  a  six-bit  register  (CREG);  a  six-bit,  combinato- 
rial decrementer  (COUNTER-1);  and  a  zero  detection  circuit. 
The  CNTR  logic  block  is  typically  used  for  timing  functions  and 
iterative  loop  counting. 

The  SUBREG  and  CNTR  can  be  considered  as  one  logic 
block  because  of  their  unique  interaction.  To  explain  this 
interaction,  notice  that  both  have  an  additional  input  source 
and  output  destination  not  used  in  typical  operation — each 
other.  This  allows  the  CREG  to  be  an  additional  stack  location 
when  not  used  for  counting,  and  the  SREG  to  be  a  nested 
count  location  when  not  used  as  a  stack  location.  Thus,  the 
SREG  and  CREG  can  operate  in  three  different  modes; 

1.  As  a  separate  one-deep  stack  and  counter. 

2.  As  a  two-deep  stack. 

3.  As  a  two-deep  nested  counter. 

The  GOTO  logic  block  serves  three  functions: 

1.  It  provides  a  six-bit  count  value  from  the  DATA  Field  in  the 
pipeline  register  (P[21  :  16])  or  from  the  TEST  inputs  (T[5  : 
0])  masked  by  the  DATA  Field  (P[21  :  16]). 
(This  is  represented  by  T*M.) 


2.  It  provides  a  branch  address  from  the  DATA  Field  in  the 
pipeline  register  (P[21  :  16])  or  from  the  TEST  inputs 
(T[5  :  0])  masked  by  the  DATA  Field  (P[21  :  16]). 
(This  is  represented  by  T*M.) 

3.  It  compares  the  TEST  inputs 

(T[5  :  0])  masked  by  the  DATA  Field  (P[21  :  16]),  called 
T*M,  to  the  CONSTANT  Field  from  the  pipeline  register 
(P[27  :  22]).  If  a  match  occurs,  the  EQ  Flip-flop  is  set.  EQ 
remains  unchanged  if  there  is  no  match.  Constant  field  bits 
that  correspond  to  marked  test  bits  must  be  ZERO. 

The  EQ  flag  can  be  tested  by  the  condition  code  selection 
logic.  Multiple  tests  of  any  group  of  T  inputs  in  a  manner 
analogous  to  Sum-of-Products  can  be  performed  since  a  no 
match  comparison  does  not  reset  the  EQ  flag.  Any  conditional 
branch  on  EQ  will  reset  the  EQ  flag.  Conditional  returns  on  EQ 
will  not  change  the  EQ  flag.  RESET  input  LOW  will  reset  the 
EQ  flag. 

NOTE:  A  zero  in  the  DATA  Field  blocks  the  corresponding  bit 
in  the  TEST  Field;  a  one  activates  the  corresponding 
bit. 

The  constant  field  bits  that  correspond  to  masked  test  field 
bits  must  be  zero.  A  zero  is  substituted  for  masked  test  field 
bits.  The  'POL'  bit  is  a  "don't  care"  when  using  test  inputs  to 
load  registers. 

Condition  Code  Selection  Logic 

The  condition  code  selection  logic  consists  of  an  eight-to-one 
multiplexer.  The  eight  test  conditon  inputs  are  the  device 
inputs  (CC  and  T[5  :  0])  and  the  EQ  flag.  The  TEST  field 
P[24  :  22]  selects  one  of  the  eight  conditions  to  test. 

The  polarity  bit  POL  in  the  microinstructions  allows  the  user  to 
test  for  either  a  true  or  false  conditon.  Refer  to  Table  2  for 
details. 

Microinstruction  Decode 

The  microinstruction  decoder  is  a  PLA  that  generates  the 
control  for  29  different  microinstructions.  The  decoder's  inputs 
include  the  OPCODE  Field  (P[30  :  26]),  the  zero  detection 
output  from  the  CNTR,  and  the  selected  test  condition  code 
from  the  conditional  code  selection  logic. 

Am29PL141  SSR  Diagnostics  Option 

As  a  programmable  option,  the  Am29PL141  FPC  may  be 
configured  to  contain  Serial  Shadow  Register  (SSR)  diagnos- 
tics capability.  SSR  diagnostics  is  a  simple,  straightforward 
method  of  in-system  testing  that  allows  isolation  of  problems 
down  to  the  IC  level. 

The  SSR  diagnostics  configuration  activates  a  32-bit-wide,  D- 
type  register,  called  a  "shadow"  register,  on  the  pipeline 
register  inputs.  The  shadow  register  can  be  serially  loaded 
from  the  SDI  pin,  parallel  loaded  from  the  pipeline  register,  or 
held.  The  pipeline  register  can  be  loaded  from  the  micropro- 
gram memory  in  normal  operation  or  from  the  shadow  register 
during  diagnostics.  A  redefinition  of  four  device  pins  is  required 
to  control  the  different  diagnostics  functions.  CC  also  func- 
tions as  the  Serial  Data  Input  (SDI),  ZERO  becomes  the  Serial 
Data  Output  (SDO),  P[7]  becomes  the  diagnostic  clock 
(DCLK),  and  P[6]  becomes  the  diagnostic  mode  control 
(MODE).  The  various  diagnostic  and  normal  modes  are  shown 
in  Table  1. 
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Serially  loading  a  test  microinstruction  into  the  shadow  register 
and  parallel  loading  the  shadow  register  contents  into  the 
pipeline  register  forces  execution  of  the  test  microinstruction. 
The  result  of  the  test  microinstruction  can  then  be  clocked  into 
the  pipeline  register,  as  in  normal  operation  mode,  parallel 
loaded  into  the  shadow  register,  and  serially  shifted  out  for 
system  diagnostics. 


The  general  microinstruction  format  is  shown  below: 

Am29PL14i  General  Microinstruction  Format 


31 


30  26 


["]["""][ 


25 
POL 


24  22 
TEST 


][ 


21  16 
DATA 

DFR00730 


WHERE: 
OE 

OPCODE 
POL 

TEST 


Synchronous  Output  Enable  for  P[15:8]. 

A  five-bit  opcode  field  for  selecting  one  of  the  twenty-eight  single  data  field  microinstructions. 
A  one-bit  test  condition  polarity  select. 

0  ■  Test  for  true  (HIGH)  condition. 

1  =  Test  for  false  (LOW)  condition. 
A  three-bit  test  condition  select. 


TEST[2:0] 

UNDER  TEST 

000 

T[0] 

001 

T[1] 

010 

T[2J 

011 

T[3] 

100 

T[4] 

101 

T[5] 

110 

CC 

111 

EQ 

DATA 


A  six-bit  conditional  branch  microaddress,  test  input  mask,  or  counter  value  field  designated 
PI  in  microinstruction  mnemonics. 


The  special  two  data  field  comparison  microinstruction  format  is  shown  below: 

Am29PL141  Comparison  Microinstruction  Format 


31 
OE 


30  28 
OPCODE 


27  22 
CONSTANT 


21  16 
DATA 


DFR00740 


WHERE: 

OE  =  Synchronous  Output  Enable  for  P[15:8]. 

OPCODE      =  Compare  microinstruction  (binary  100). 

CONSTANT  =  A  six-bit  constant  for  equal  to  comparison  with  T*M. 

=  A  six-bit  mask  field  for  masking  the  incoming  T[5:0]  inputs. 


DATA 
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Table  1. 


Inputs 

Outputs 

SOI 

MODE 

DCLK 

CLK 

SDO 

Shadow 
Register 

Pipeline 
Register 

Operation 

D 

L 

I 

H,L,r 

So 

Si-1  -S| 
S31-D 

Hold 

Serial  Right  Shift  Register 

X 

L 

H,L,1 

T 

So 

Hold 

Pi-PROMi 

Normal  Load  Pipeline  Register  from 
PROM 

L 

H 

t 

H,L,l 

L 

Si-Pi 

Hold 

Load  Shadow  Register  from  Pipeline* 
Register 

X 

H 

H.L.t 

t 

SDI 

Hold 

P|-Si 

Load  Pipeline  Register  from  Shadow 
Register 

H 

H 

l 

H.L.J 

H 

Hold 

Hold 

Hold  Shadow  Register 

*S7,  S6  are  undefined.  Sis-Se  loac 
S-15-Ss  are  loaded  from  the  pipeline 


I  from  the  source  driving  pins  P[15]-P[8].  If  P[31]  in  the  microword  is  a  ONE, 
register.  If  P[31]  in  the  microword  is  a  ZERO,  S^-Se  are  loaded  from  an  external 


Function  Table  Definitions 
Inputs 

H  =  HIGH     X  =  Don't  Care 
L  -  LOW      t  =  LOW-to-HIGH  transition 
1  =  High-to-Low  transition 


Table  2. 


Input 
Condition 
Being  Tested 

POL 

Condition 

0 

0 

Fail 

0 

1 

Pass 

1 

0 

Pass 

1 

1 

Fail 
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Am29PL141  Microinstruction  Set  Definition 


•  =  Other  instruction 

O  =  Instruction  being  described 

e  =  Register  in  part 


P  =  Test  Pass 
F  =  Test  Fail 

M,N  are  arbitrary  values  in  the  CREG  or  SREG 


Opcode  Mnemonics 


Description 


Execution  Example 


GOTOPL 


It  (cond)  Then  Go  To  Pipeline 

Conditional  branch  to  the  address 
in  the  PL  (DATA  field).  The  EQ 
flag  will  be  reset  if  the  test  field 
selects  it  and  the  condition 


If  (  cond  -  true  )  Then 
PC  -  PL(data) 

Else 

PC  -  PC+1 


4  PL  (DATA) 
40| 


GOTOPLZ  If  (CREG  =  O)  Then  Go  To 
Pipeline 

Conditional  branch,  when  the 
CREG  is  equal  to  zero,  to  the 
address  in  the  PL  (DATA  field). 
This  instruction  does  not  depend 
on  the  pass/fail  condition.  The  EQ 
flag  will  be  reset  if  the  test  field 
selects  it  and  the  CREG  is  equal 
to  zero. 


30 


If  (  CREG  =  0  )  Then 
PC  -  PL(data) 

Else 

PC  -  PC+1 


PL  (DATA)  40 1 
CREG  *  0 

41  i 

42  i 


It  (cond)  Then  Go  To  TM 

Conditional  branch  to  the  address 
defined  by  the  T*M  (TI5:0]  under 
bitwise  mask  from  the  DATA  field). 
This  microinstruction  is  intended 
for  multiway  branches.  The  EQ 
flag  will  be  reset  if  the  test  field 
selects  it  and  the  condition 


If  (  cond 
PC  ■ 
Else 

PC  -  PC 


true  )  Then 
T'M 


FORK        If  (cond)  Then  Go  To  I 
Else  Go  To  (SREG) 

Conditional  branch  to  the  address 
in  the  PL  (DATA  field)  or  the 
SREG.  A  branch  to  PL  is  taken  if 
the  condition  is  true  and  a  branch 
to  SREG  if  false.  The  EQ  flag  will 
be  reset  if  the  test  field  selects  it 
and  the  condition  passes. 


If  (  cond  -  true  )  Then 
PC  -  PL(data) 

Else 

PC  =  SREG 


y»*v"  SREG 


PL  40 

(DATA) 

41 


PF00H51 
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Mnemonics 



Description 


1C  CALPL       If  (cond)  Then  Call  Pipeline 

Conditional  jump  to  subroutine  at 
the  address  in  the  PL  (DATA 
field).  The  PC  +  1  is  pushed  into 
the  SREG  as  the  return  address. 
The  EQ  Hag  will  be  reset  if  the 
test  field  selects  it  and  the 
condition  | 


Execution  Example 


30  (•) 


32 


SREG 


Register  Transfer  Description 

If  (  cond  -  true  )  Then 
SREG  =  PC+1 
PC      =  PL(data) 

Else 

PC  -PC+1 


PC  +  1 


PL  (DATA) 
P  40 


1D 


CALPLN     If  (cond)  Then  Call  Pipeline, 
Nested 

Conditional  jump  to  subroutine  at 
the  address  in  the  PL  (DATA  field) 
nested.  The  SREG  and  CREG  are 
treated  as  a  two-deep  stack,  the 
PC  +  1  is  pushed  into  the  SREG 
as  the  return  address  and  the 
previous  SREG  value  is  transferred 
into  the  CREG  as  a  nested  return 
address.  The  EQ  flag  will  be  reset 
if  the  test  field  selects  it  and  the 
condition  passes. 


PC  +  1 


If  (  cond  =  true  )  Then 
CREG  -  SREG 
SREG  =  PC  +  1 
PC      -  PL(data) 

Else 

PC       -PC  +  1 


CREG  SREG 
PL  (DATA) 


If  (cond)  Then  Call  TM 

Conditional  jump  to  subroutine  at 
the  address  specified  by  the  T*M 
(T[5:0]  under  bitwise  mask  from 
the  DATA  field).  The  PC  +  1  is 
pushed  into  the  SREG  as  the 
return  address.  The  EQ  flag  will 
be  reset  if  the  test  field  selects  it 
and  the  condition  passes. 


If  (  cond  -  true  )  Then 
SREG  -  PC  +  1 
PC       =  T*M 

Else 

PC       =  PC+1 


PC  +  1 


1F  CALTMN    If  (cond)  Then  Call  TM,  Nested 

Conditional  jump  to  subroutine  at 
the  address  specified  by  the  T*M 
(T[5:0]  under  bitwise  mask  from 
the  DATA  field)  nested.  The 
PC+1  is  pushed  into  the  SREG 
as  the  return  address  and  the 
previous  SREG  value  is  transferred 
into  the  CREG  as  a  nested  return 
address.  The  EQ  flag  will  be  reset 
if  the  test  field  selects  it  and  the 


If  (  cond  -  true  )  Then 
CREG  -  SREG 
SREG  -  PC+1 
PC       -  T'M 

Else 

PC       =  PC  +  1 
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Execution  Example 


LDPL        II  (cond)  Then  Load  I 

Conditional  Load  the  CREG  from 
the  PL  (DATA  field). 


Register  Transfer  Description 


If  (  cond  -  true  )  Then 
CREG  =  PL(data) 
PC      -  PC  +  1 

Else 

PC       -  PC  +  1 


■  PC  (DATA) 


PF001510 


LDPLN       If  (cond)  Then  Load  Pipeline, 
Nested 

Conditional  load  the  CREG  from 
the  PL  (DATA  field)  nested.  The 
CREG  and  SREG  are  treated  as  a 
two-deep  nested  count  register, 
the  previous  CREG  value  is 
pushed  into  the  SREG  as  a 
nested  count,  and  the  CREG  is 
loaded  from  PL. 


If  (  cond  - 
SREG 
CREG 
PC 

Else 

PC 


true  )  Then 

■  CREG 

■  PL(data) 
=  PC  +  1 

■PC  +  1 


PL  (DATA) 


LDTM        If  (cond)  Then  Load  TM 

Conditional  load  the  CREG  from 
the  T*M  (T[5:0)  inputs  under 
bitwise  mask  from  the  DATA  field). 


If  (  cond  -  true  )  Then 
CREG  -  T*M 
PC       -  PC  +  1 

Else 

PC       -  PC  +  1 


07  LDTMN      If  (cond)  Then  Load  TM,  Nested 

Conditional  load  the  CREG  from 
the  T'M  (T[5:0]  inputs  under 
bitwise  mask  from  the  DATA  field) 
nested.  The  SREG  and  CREG  are 
treated  as  a  two-deep  nested 
count  register,  the  previous  CREG 
value  is  transferred  into  the  SREG 
and  the  CREG  is  loaded  from 
T*M. 


If  (  cond  -  true  )  Then 
SREG  -  CREG 
CREG  =  T'M 
PC       -  PC+1 


PC 


PC+1 
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15 


It  (cond)  Then  Push 

Conditional  push  the  PC  +  1  into 
the  SREG. 


E  xsmpls 


If  (  cond  -  true  )  Then 
SREG  -  PC  +  1 
PC      -  PC  +  1 

Else 

PC      -  PC  +  1 


PC  +  1 


17 


If  (cond)  Then  Pu«h,  Nested 

Conditional  push  the  PC  +  1  into 
the  SREG  nested.  This 
microinstruction  treats  the  SREG 
and  CREG  as  a  two-deep  stack, 
PC  +  1  is  pushed  into  SREG  and 
the  previous  value  in  SREG  is 
transferred  into  the  CREG. 


If  (  cond  -  true  )  Then 
CREG  -  SREG 
SREG  -  PC+1 
PC       -  PC  +  1 

Else 

PC      -  PC  +  1 


CREG  SREG 


PC+1 


PSHPL       If  (cond)  Then  Push,  Load 
Pipeline 

Conditional  push  the  PC  +  1  into 
the  SREG  and  load  the  CREG 
from  the  PL  (DATA  field). 


\F         O  *  M  1,0+1 
/CREG 


If  (  cond  ■ 
CREG 
SREG 
PC 

E'Sepc 


true  )  Then 

■  PL(data) 
■PC+1 

■  PC+1 

=  PC+1 


16 


PSHTM      If  (cond)  Then  Push,  Load  TM 

Conditional  push  the  PC  +  1  into 
the  SREG  and  load  the  CREG 
from  the  T*M  (T[5:0]  under  bitwise 
mask  from  the  DATA  field). 


PC  +  1 


T-M 


If  (  cond  - 
CREG 
SREG 
PC 

Else 

PC 


true  )  Then 

■  T-M 

■  PC+1 
■PC+1 

■PC+1 
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Execution  Example 


RET  If  (cond)  Then  Return 

Conditional  return  from  subroutine. 
The  SREG  provides  the  return 
from  subroutine  address. 


If  (  cond  -  true  )  Then 
PC  -  SREG 


PC  +  1 


PC 


PC+1 


If  (cond)  Then  Return  Neated 

Conditional  return  from  nested 
subroutine.  This  microinstruction 
treats  the  SREG  and  CREG  as  a 
two-deep  stack  providing  the 
SREG  value  as  a  return  address 
and  the  CREG  value  as  a  nested 
return  address  that  is  transferred 
into  the  SREG. 


If  (  cond  -  true  )  Then 
PC       -  SREG 
SREG  -  CREG 

Else 

PC       -  PC+1 


SREG  CREG 

o— o 

33 


00 


RETPL      If  (cond)  Then  ! 
Pipeline 

Conditional  return  from  subroutine 
and  load  the  CREG  from  the  PL 
(DATA  field).  The  SREG  provides 
the  return  from  subroutine  address. 


PC  +  1 


If  (  cond  -  true  )  Then 
CREG  -  PL(data) 
PC      -  SREG 

Else 

PC      -  PC  +  1 


S3  P 


PL  (DATA) 


01 


RETPLN     If  (cond)  Then  Return  Nested, 


Conditional  return  from  nested 
subroutine  and  load  the  CREG 
from  the  PL  (DATA  field).  This 
microinstruction  treats  the  SREG 
and  CREG  as  a  two-deep  stack 
providing  the  SREG  value  as  a 
return  address  and  the  CREG 
value  as  a  nested  return  address 
that  is  transferred  into  the  SREG. 


If  (  cond  -  true  )  Then 
PC       -  SREG 
SREG  -  CREG 
CREG  -  PL(data) 

Else 

PC       -  PC  +  1 


PL (DATA) 


PF0O1610 
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Example  Register  Transfer  Description 


It  (cond)  Then  I 

Conditional  decrement  of  the 
CREG. 


If  (  cond  -  true  )  Then 
CREG  -  CREG-1 
PC       -  PC+1 

Else 

PC       -  PC+1 


CREG  DECREMENTER 


OC  OECPL       While  (CREG  *  0)  Walt  Else 

Load  Pipeline 

Conditional  Hold  until  the  counter 
is  equal  to  zero,  then  load  CREG 
from  the  PL  (DATA  field).  This 
microinstruction  is  intended  for 
timing  waveform  generation.  If  the 
CREG  is  not  equal  to  zero,  the 
same  microinstruction  is  refetched 
while  CREG  is  decremented. 
Timing  is  complete  when  the 
CREG  is  equal  to  zero,  causing 
the  next  microinstruction  to  be 
fetched  and  the  CREG  to  be 
reloaded  from  PL.  This  instruction 
does  not  depend  on  the  pass/fail 
condition. 


DECREMENTER 


^3? 

CREO  *  0   ' 


While  (  CREG  <  >  0) 
CREG  -  CREG-1 
PC       -  PC 
End  While 
CREG  -  PL(data) 
PC  -  PC  +  1 


DECTM 


While  (CREG  *  0)  Walt  Else 
Load  TM 

Conditional  Hold  until  the  counter 
is  equal  to  zero,  then  load  CREG 
from  the  T'M  (T[5:0]  under  bitwise 
mask  from  the  DATA  field).  This 
microinstruction  is  intended  for 
timing  waveform  generation.  If  the 
CREG  is  not  equal  to  zero,  the 
same  microinstruction  is  refletched 
while  the  CREG  is  decremented. 
Timing  is  complete  when  the 
CREG  is  equal  to  zero,  causing 
the  next  microinstruction  to  be 
fetched  and  the  CREG  to  be 
reloaded  from  T'M.  This  instruction 
does  not  depend  on  the  pass/fail 


CREG  DECREMENTER 


31  S^C^ 


CREG  t  0  N 
CREG 

^  N 


While  (  CREG  <  >  0  ) 
CREG  -  CREG-1 
PC  -PC 
End  While 

CREG  -  T'M 

PC       -  PC  +  1 


PF0O1M0 



1B  DECGOPL  If  (cond)  Then  Go  To  I 

Else  While  (CREG  *  0)  Walt 

Conditional  Hold/Count.  The 
current  microinstruction  will  be 
refetched  and  the  CREG 
decremented  until  the  condition 
under  test  becomes  true  or  the 
counter  is  equal  to  zero.  If  the 
condition  becomes  true,  a  branch 
to  the  address  in  the  PL  (DATA 
field)  is  executed.  If  the  counter 
becomes  zero  without  the 
condition  becoming  true,  a 
CONTINUE  is  executed.  The  EQ 
flag  will  be  reset  if  the  test  field 
selects  it  and  the  condition 


CREG  DECREMENTER 


F  AND  CREG  *  0 


While  (  cond  -  false  ) 
If  (  CREG  <  >  0  ) 
CREG   -  CREG-1 
PC  -  PC 
Else 

PC  -  PC+1 
End  While 
PC      -  PL(data) 
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Opcode  Mnemonics 


Execution  Example 


WAIT        If  (cond)  Then  Go  To  Pipeline 
Else  Walt 

Conditional  Hold.  The  current 
microinstruction  will  be  retetched 
and  executed  until  the  condition 
under  lest  becomes  true.  When 
true,  a  branch  to  the  address  in 
the  PL  (DATA  field)  is  executed. 
The  EQ  flag  will  be  reset  if  the 
test  field  selects  it  and  the 


Register  Transfer  Description 


If  (  cond  =  true  )  Then 
PC  -  PL(data) 

Else 

PC- PC 


LPPL  While  (CREG  *  0)  Loop  to 

Pipeline 

Conditional  loop  to  the  address  in 
the  PL  (DATA  field).  This 
microinstruction  is  intended  to  be 
placed  at  the  bottom  of  an 
iterative  loop.  If  the  CREG  is  not 
equal  to  zero,  it  is  decremented 
(signifying  completion  of  an 
iteration),  and  a  branch  to  the  PL 
address  (top  of  the  loop)  is 
executed.  If  the  CREG  is  equal  to 
zero,  looping  is  complete  and  the 
next  sequential  microinstruction  is 
executed.  This  instruction  does  not 
depend  on  the  pass/fail  condition. 
The  EQ  flag  will  be  reset  if  the 
test  field  selects  it  and  CREG  is 
not  equal  to  zero. 


While  (  CREG  <  >  0) 
CREG  -  CREG-1 
PC  -  PL  (data) 
End  While 

PC      =  PC  +  1 


'©— ™  ' 

J  PL  (DATA) 

I  |  CREO  =  0 


CREG  DECREMENTED! 


While  (CREG  r  0)  Loop  to 
Pipeline  Else  Nest 

Conditional  loop  to  the  address  in 
the  PL  (DATA  field)  nested.  The 
SREG  and  CREG  are  treated  as  a 
two-deep  nested  count  register, 
and  the  microinstruction  is 
intended  to  be  placed  at  the 
bottom  of  an  "inner-nested" 
iterative  loop.  If  the  CREG  is  not 
equal  to  zero,  the  CREG  is 
decremented  (signifying  completion 
of  an  iteration),  and  a  branch  to 
the  PL  address  (top  of  the  loop) 
is  executed.  If  the  CREG  is  equal 
to  zero,  the  inner  loop  is 
complete,  and  the  count  value  for 
the  outer  loop  is  transferred  from 
the  SREG  into  the  CREG.  This 
instruction  does  not  depend  on  the 
pass/fail  condition.  The  EQ  flag 
will  be  reset  if  the  test  field 
selects  it  and  CREG  is  not  equal 
to  zero. 


30 
3t 

32 


While  (  CREG  <  >  0) 
CREG  -  CREG-1 
PC  -  PL(data) 
End  While 

CREG  -  SREG 

PC       =  PC  +  1 


■<§> 


CREG  *  0 


PL  (DATA) 
CREG  =  0V 


CREG  DECREMENTER 
x CREG  SREG 

o — o 

M  w 
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Execution 


CONT        Continue  The  next  sequential 
microinstruction  is  fetched 
unconditionally. 


PC  -  PC+1 


10-13 
(100XX 


Compare  TM  to  Pipeline  (DATA) 

This  microinstruction  performs 
bitwise  exclusive-or  of  T*M  <T[5:0] 
under  bitwise  mask  from  the  DATA 
field)  with  CONSTANT  (P[27:22)). 
If  T'M  equals  CONSTANT,  the  EQ 
flag  is  set  to  one  which  may  be 
branched  on  in  a  following 
microinstruction.  If  not  equal,  the 
EQ  flag  is  unaffected.  This  allows 
sequences  of  compares,  in  a 
manner  analogous  to  sum-of- 
products,  to  be  performed  which 
can  be  followed  by  a  single 
conditional  branch  if  one  or  more 
of  the  comparisons  were  true. 
Note:  The  EQ  flag  is  set  to  zero 
on  reset  or  when  EQ  is  selected 
as  the  condition  in  a  branch. 
Conditional  returns  on  EQ  leave 
the  flag  unchanged.  Constant 
field  bits  that  correspond  to 
masked  test  field  bits  must  be 
zero.  This  instruction  does  not 
depend  on  the  pass/fail  condition. 


Compare  T*M  and  PL(data) 
EQ  -  ((T  (5:0)  .AND.  DATA). 

XNOR.  CONSTANT)  .OR. 
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Microinstruction  Set  Table 


CREG 
Content 

Pass 

Fail 

Code 

Mnemonics 

Definition 

PC 
MUX 

SREG 

CREG 

EQ 

PC 
MUX 

SREG 

CREG 

EQ 

00 

RETPL 

Return:  Load  Pipeline 

X 

SREG 

Hold 

Data 

NC 

PC  +  1 

Hold 

Hold 

NC 

01 

RETPLN 

Return  Nested:  Load  Pipeline 

X 

SREG 

CREG 

Data 

NC 

PC  +  1 

Hold 

Hold 

NC 

02 

RET 

Return 

X 

SREG 

Hold 

Hold 

NC 

PC  +  1 

Hold 

Hold 

NC 

03 

RETN 

Return  Nested 

X 

SREG 

CREG 

Hold 

NC 

PC  +  1 

Hold 

Hold 

NC 

04 

LDPL 

Load  Pipeline 

X 

PC  +  1 

Hold 

Data 

NC 

PC  +  1 

Hold 

Hold 

NC 

05 

LDPLN 

Load  Pipeline  Nested 

X 

PC  +  1 

CREG 

Data 

NC 

PC+1 

Hold 

Hold 

NC 

06 

LDTM 

Load  T'M 

X 

PC  +  1 

Hold 

T'M 

NC 

PC+1 

Hold 

Hold 

NC 

07 

LDTMN 

Load  T'M  Nested 

X 

PC  +  1 

CREG 

T'M 

NC 

PC  +  1 

Hold 

Hold 

NC 

08 

LPPL 

Loop  Pipeline 

#0 

Hold 

-  0 

PC  +  1 

Hold 

Hold 

NC 

09 

DEC 

Decrement 

X 

PC  +  1 

Hold 

DCRMT 

NC 

PC  +  1 

Hold 

Hold 

NC 

OA 

LPPLN 

Loop  Pipeline  Nested 

=*=0 

Data 

Hold 

DCRMT 

Reset 

-  0 

PC  +  1 

Hold 

SREG 

NC 

OB 

GOTOPLZ 

Go  to  Pipeline  Zero 

#0 

PC  +  1 

Hold 

Hold 

NC 

-  0 

Data 

Hold 

Hold 

Reset 

0C 

DECPL 

Count/Load  Pipeline 

*=0 

PC 

Hold 

DCRMT 

NC 

-  o 

PC  +  1 

Hold 

Data 

NC 

OD 

CONT 

Continue 

X 

PC  +  1 

Hold 

Hold 

NC 

PC  +  1 

Hold 

Hold 

NC 

OE 

DECTM 

Count/Load  T'M 

*0 

PC 

Hold 

DCRMT 

NC 

-  0 

PC  +  1 

Hold 

T'M 

NC 

OF 

GOTOTM 

Go  to  T'M 

X 

T'M 

Hold 

Hold 

Reset 

PC  +  1 

Hold 

Hold 

NC 

10-13 
(100XX 
Binary) 

CMP 

Compare' 

X 

PC+  1 

Hold 

Hold 

Set 

PC+1 

Hold 

Hold 

NC 

14 

PSHPL 

Push:  Load  Pipeline 

X 

PC  +  1 

PC  +  1 

NC 

PC  +  1 

Hold 

Hold 

NC 

15 

PSH 

Push 

X 

PC  +  1 

PC  +  1 

Hold 

NC 

PC  +  1 

Hold 

Hold 

NC 

16 

PSHTM 

Push:  Load  T'M 

X 

PC  +  1 

PC  +  1 

T'M 

NC 

PC  +  1 

Hold 

Hold 

NC 

17 

PSHN 

Push  Nested 

X 

PC  +  1 

PC  +  1 

SREG 

NC 

PC  +  1 

Hold 

Hold 

NC 

18 

CORK 

X 

Data 

Hold 

Hold 

Reset 

SREG 

Hold 

Hold 

NC 

19 

GOTOPL 

Go  to  Pipeline 

X 

Data 

Hold 

Hold 

Reset 

PC  +  1 

Hold 

Hold 

NC 

1A 

WAIT 

Hold  Pipeline 

X 

Data 

Hold 

Hold 

Reset 

PC 

Hold 

Hold 

NC 

1B 

DECGOPL 

Count:  Hold  Pipeline 

*0 

Data 

Hold 

Hold 

Reset 

PC 

Hold 

DCRMT 

NC 

-  0 

Data 

Hold 

Hold 

Reset 

PC  +  1 

Hold 

Hold 

NC 

1C 

CALPL 

Call  Pipeline 

X 

Data 

PC  +  1 

Hold 

Reset 

PC  +  1 

Hold 

Hold 

NC 

ID 

CALPLN 

Call  Pipeline  Nested 

X 

Data 

PC  +  1 

SREG 

Reset 

PC  +  1 

Hold 

Hold 

NC 

1E 

CALTM 

Call  T'M 

X 

T'M 

PC  +  1 

Hold 

Reset 

PC  +  1 

Hold 

Hold 

NC 

IF 

CALTMN 

Call  T'M  Nested 

X 

T'M 

PC  +  1 

SREG 

Reset 

PC  +  1 

Hold 

Hold 

NC 

EQ  -  ((T[5:0).  AND.  DATA).  XNOR.  CONSTANT).OR.  EQ 

CONSTANT  field  bits  that  correspond  to  masked  test  field  bits  must  be  zero. 

NC  -  No  Change 

Notes: 


1  (/)Signifies  two  different  operations  may  occur,  depending  on  the  condition. 

2  (:)  Signifies  two  parallel  operations  on  the  same  condition. 

3  The  EQ  flag  will  be  affected  only  if  the  test  field  selects  it,  with  the  exception  of  instructions  10-13. 
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PROGRAMMING  YIELD 

AMD  programmable  logic  devices  have  been  designed  to 
insure  extremely  high  programming  yields  (  >  98%). 

AMD  programmable  logic  devices  contain  many  internal  test 
features,  including  circuitry  and  extra  fuses  which  allow  AMD 
to  test  the  ability  of  each  part  to  perform  programming  before 
shipping,  to  assure  high  programming  yields,  and  correct 


logical  operation  for  a  correctly  programmed  part.  Program- 
ming yield  losses  are  most  likely  due  to  poor  programming 
socket  contact,  programming  equipment  that  is  out  of  calibra- 
tion, or  improper  usage  of  said  equipment. 

Programmers/Development  Systems 

(refer  to  Programmer  Reference  Guide,  page  3-81 ) 
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Absolute  Maximum  Ratings 

Storage  Temperature  -65  to  +150°C 

(Ambient)  Temperature  Under  Bias  -55  to  +  125°C 

Supply  Voltage  to  Ground  Potential 

(Pin  28  to  Pin  14)  Continuous  -0.5  V  to  +7.0  V 

DC  Voltage  Applied  to  Outputs 

(Except  During  Programming)  -0.5  V  to  +Vcc  Max. 

DC  Voltage  Applied  to  Outputs 

During  Programming  21  V 

DC  Output  Current,  Into  Outputs  During 

Programming  (Max  Duration  of  1  sec)  200  mA 

DC  Input  Voltage  -0.5  V  to  +5.5  V 

DC  Input  Current  -30  mA  to  +5.0  mA 

Stresses  above  those  listed  under  ABSOLUTE  MAXIMUM 
RA  TINGS  may  cause  permanent  device  failure.  Functionality 
at  or  above  these  limits  is  not  implied.  Exposure  to  absolute 
maximum  ratings  for  extended  periods  may  affect  device 
reliability. 

DC  Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  1,2,3 
unless  otherwise  noted 


Operating  Ranges 

Commercial  (C)  Devices 

Temperature  0  to  +  70°C 

Supply  Voltage  +4.75  V  to  +5.25  V 

Military  (M)  Devices 

Temperature  -55  to  +125°C 

Supply  Voltage  +4.5  V  to  +5.5  V 

Operating  ranges  define  those  limits  over  which  the  function- 
ality of  the  device  is  guaranteed. 


•arameters 

Description 

Test  Conditions 

Min 

Max 

Units 

Voh 

Output  HIGH  Voltage 

Vcc-Min.,  V|N-VIH  or 

VlL 

lOH  -  -3  0  mA 

COM'L 

2.4 

Volts 

lOH  -  -1.0  mA 

MIL 

Vol 

Output  LOW  Voltage 

VCC  -  Mia.  V|N  -  V|H  or 
VlL 

Iol  =  16  mA 

COM'L 

0.50 

Volts 

lOL  ""12  mA 

MIL 

VlH 

(Note  1) 

Input  HIGH  Level 

Guaranteed  Input  Logical  HIGH  Voltage  for  All  Inputs 

2.0 

Volts 

VlL 

(Note  1) 

Input  LOW  Level 

Guaranteed  Input  Logical  LOW  Voltage  for  All  Inputs 

0.8 

Volts 

III 

Input  LOW  Current 

VCc  -  Max. 
V|N  -  0.5  V 

CLK 
P[15:6] 

All  other  Inputs 

-1.5 
-0.55 
-0.50 

mA 

Nh 

Input  HIGH  Current 

Vcc  -  Max. 
V|N  -  2.4  V 

CLK 
P[15:6] 

All  other  Inputs 

150 
100 
25 

fA 

ii 

Input  HIGH  Current 

Vcc  "  Max.,  V|N  -  5.5  V 

1.0 

mA 

isc 

Output  Short  Circuit  Current 

VCC  "  Max.,  VquT  "  0.5  V  (Note  2) 

-20 

-80 

mA 

ice 

Power  Supply  Current 

vcc  -  Max. 

COM'L 

TA  -  0  to  70°C 

450 

mA 

TA-70°C 

400 

MIL 

TC  =  -55  to  125°C 

490 

Tc  »  125°C 

420 

VI 

Input  Clamp  Voltage 

Vcc  ■  Min,  Iin"-18  mA 

-1.2 

Volts 

lOZH 

Output  Leakage  Current 
(Note  3) 

Vcc  -  MAX,  V|L  =  0.8  V 
V|H  -  2.0  V 

Vo  -  2.4  V 

100 

MA 

lOZL 

Vq  -  0.5  V 

-550 

Notra: 

1.  These  are  absolute  values  with  respect  to  device  ground  and  all  overshoots  due  to  system  or  tester  noise  are  included. 

2.  Not  more  than  one  output  should  be  tested  at  a  time.  Duration  of  the  short  circuit  should  not  be  more  than  one  second.  Vout  -  0.5  V  has 
been  chosen  to  avoid  test  problems  caused  by  tester  ground  degradation. 

3.  I/O  pin  leakage  is  the  worst  case  of  lozx  or  l|X  (where  X  -  H  or  L). 
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Switching  Characteristics  over  operating  range  unless  otherwise  specified;  included  in  Group  A,  Subgroup  9, 

10,  11  tests  unless  otherwise  noted  (APL  and  CPL  products  only) 


Parameters 

Description 

Test  Conditions 

COMMERCIAL 

MILITARY 

Units 

Mln. 

Max. 

Min. 

Max. 

tPD 

1 

CLK  lo  P[15:0] 

See  Test 
Output  Load 
Conditions 

15 

20 

ns 

2 

CLK  lo 

20 

25 

ns 

3 

DCLK  to  SDO 

30 

35 

ns 

4 

Mode  to  SDO 

30 

35 

ns 

5 

SDI  to  SDO 

30 

35 

ns 

ts 

6 

T[5:0]  to  CLK  (Note  1) 

40 

45  t 

ns 

7 

CC  to  CLK  (Note  1) 

40 

45  t 

ns 

S 

RESET  to  CLK 

30 

35 

ns 

9 

Mode  to  CLK 

30 

35 

ns 

10 

Mode  to  DCLK 

30 

35 

ns 

11 

SDI  to  DCLK 

30 

35 

ns 

12 

P[15:8]  to  DCLK 

30 

35 

ns 

tH 

13 

T[5:0]  to  CLK 

3 

3 

ns 

14 

CC  to  CLK 

3 

3 

ns 

15 

RESET  to  CLK 

3 

3 

ns 

16 

Mode  to  CLK 

3 

3 

ns 

17 

Mode  to  DCLK 

3 

3 

ns 

18 

SDI  to  DCLK 

3 

3 

ns 

19 

P[15:8]  to  DCLK 

3 

3 

ns 

tpzx 

20 

CLK  to  P[15:8]  Enable 

30 

35 

ns 

tpxz 

21 

CLK  to  P[15:8]  Disable 

30 

35 

ns 

tpw 

22 

CLK  Pulse  Width  (HIGH  and  LOW) 

20 

25 

ns 

23 

DCLK  Pulse  Width  (HIGH  and  LOW) 

30 

35 

ns 

tp 

24 

CLK  and  DCLK  Period  (Note  1) 

45 

50  t 

ns 

Notes: 

1.  These  parameters  cannot  be  measured  directly  on  unprogrammed  devices.  They  are  determined  as  follows: 

a.  Measure  delay  from  input  (CC,  T(5:0),  or  CLK)  to  PROM  address  out  in  test  mode.  This  will  measure  the  delay  through  the  sequence 

logic. 

b.  Measure  setup  time  from  T[5:0]  input  through  PROM  test  columns  to  pipeline  register  in  verify  test  column  mode.  This  will  measure  the 
delay  through  the  PROM  and  register  setup. 

c.  Measure  delay  from  T[5:0]  input  to  PROM  address  out  in  verify  test  column  mode.  This  will  measure  the  delay  through  the  logic  and 
P(15:0]  outputs. 

To  calculate  the  desired  parameter  measurement  the  following  formula  is  used: 
Measurement  (a)  +  Measurement  (b)  -  Measurement  (c) 
CLK  PERIOD: 

CLK  (a)  +  (b)  -  (c)  -  CLK  PERIOD 
CC  to  CLK  Set-up  time: 

CC  (a)  +  (b)  -  (c)  -  CC  to  CLK  Set-up  time 
T[5:0)  to  CLK  Set-up  time: 

T[5:01  (a)  +  (b)  -  (c)  -  T[5:0]  to  CLK  Set-up  time 

t  -  Not  included  in  Group  A  tests 
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Switching  Waveforms 


T  [6:0] 


P[15:0] 


PI15-8J 
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Test  Philosophy  and  Methods 

The  following  points  give  the  general  philosophy  that  we  apply 
to  tests  that  must  be  properly  engineered  it  they  are  to  be 
implemented  in  an  automatic  testing  environment.  The  specifics 
of  what  philosophies  are  applied  to  which  test  are  shown  in  the 
data  sheet  and  the  data-sheet  reconciliation  that  follow. 

Capacltlve  Loading  for  AC  Testing 

Automatic  testers  and  their  associated  hardware  have  stray 
capacitance  that  varies  from  one  type  of  tester  to  another,  but 
is  generally  around  50  pF.  This,  of  course,  makes  it  impossible 
to  make  direct  measurements  of  parameters  that  call  for 
smaller  capacitive  load  than  the  associated  stray  capacitance. 
Typical  examples  of  this  are  the  so-called  "float  delays"  that 
measure  the  propagation  delays  in  to  and  out  of  the  high- 
impedance  state  and  are  usually  specified  at  a  load  capaci- 
tance of  5.0  pF.  In  these  cases,  the  test  is  performed  at  the 
higher  load  capacitance  (typically  50  pF)  and  engineering 
correlations  based  on  data  taken  with  a  bench  setup  are  used 
to  determine  the  result  at  the  lower  capacitance. 

Similarly,  a  product  may  be  specified  at  more  than  one  capacitive 
load.  Since  the  typical  automatic  tester  is  not  capable  of 
switching  loads  in  mid-test,  it  is  impractical  to  make  measure- 
ments at  both  capacitances  even  though  they  may  both  be 
greater  than  the  stray  capacitance.  In  these  cases,  a  measure- 
ment is  made  at  one  of  the  two  capacitances.  The  result  at  the 
other  capacitance  is  determined  from  engineering  correlations 
based  on  data  taken  with  a  bench  setup  and  the  knowledge  that 
certain  DC  tests  are  performed  in  order  to  facilitate  this  correla- 
tion. 

AC  loads  specified  in  the  data  sheet  are  used  for  bench 
testing.  Automatic  tester  loads,  which  simulate  the  data-sheet 
loads,  may  be  used  during  production  testing. 


Threshold  Testing 

The  noise  associated  with  automatic  testing,  the  long  inductive 
cables,  and  the  high  gain  of  bipolar  devices  frequently  give  rise  to 
oscillations  when  testing  high-speed  circuits.  These  oscillations 
are  not  indicative  of  a  reject  device,  but  instead,  of  an  overtaxed 
system.  To  minimize  this  problem,  thresholds  are  tested  at  least 
once  for  each  input  pin.  Thereafter,  "hard"  high  and  low  levels 
are  used  for  other  tests.  Generally  this  means  that  function  and 
AC  testing  are  performed  at  "hard"  input  levels. 

AC  Tsstlng 

AC  parameters  are  specified  that  cannot  be  measured  accu- 
rately on  automatic  testers  because  of  tester  limitations.  Data- 
input  hold  times  fall  into  this  category.  In  these  cases,  the 
parameter  in  question  is  tested  by  correlating  the  tester  to 
bench  data  or  oscilloscope  measurements  made  on  the  tester 
by  engineering  (supporting  data  on  file). 

Certain  AC  tests  are  redundant  since  they  can  be  shown  to  be 
predicted  by  other  tests  that  have  already  been  performed.  In 
these  cases,  the  redundant  tests  are  not  performed. 

Output  Short-Circuit  Current  Testing 

When  performing  los  tests  on  devices  containing  RAM  or 
registers,  great  care  must  be  taken  that  undershoot  caused  by 
grounding  the  high-state  output  does  not  trigger  parasitic 
elements  which  in  turn  cause  the  device  to  change  state.  In 
order  to  avoid  this  effect,  it  is  common  to  make  the  measure- 
ment at  a  voltage  (Voutput)  that  is  slightly  above  ground.  The 
Vcc  is  raised  by  the  same  amount  so  that  the  result  (as 
confirmed  by  Ohm's  law  and  precise  bench  testing)  is  identical 
to  the  Vqut  =  0.  Vcc  =  Max.  case. 
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Key  to  Switching  Waveforms 


FROmE  wn'  CHANGING 
FROM  M  TO  L       f  R()M  „  J0  L 


DON'T  CARE:  CHANGING: 
ANY  CHANGE  STATE 
PERMITTED  UNKNOWN 


CENTER 
DOES  NOT  LINE  IS  HIGH 

APPLY  IMPEDANCE 

"OFF" STATE 


KS000010 


Switching  Test  Circuits 


TCR01330 

A.  Three  State  Outputs  B.  Normal  Outputs 

Notes:  1 .  CL  =  50  pF  includes  scope  probe,  wiring  and  stray  capacitances  without  device  in  test 
fixture. 

2.  Si,  S2,  and  S3  are  closed  during  function  tests  and  all  AC  tests  except  output  enable 
tests. 

3.  Si  and  S3  are  closed  while  S2  is  open  for  tpzn  test. 

4.  Cl  =  5.0  pF  for  output  disable  tests. 


Switching  Test  Waveforms 


DATA 
INPUT 


mmm 


/www 


www\  , 


3  V 
V 


i 


•  3  V 

-  14  V 

-  0  V 


WFR02971 


SAME  PHASE 
INPUT  TRANSITION 


i  v — 


>PLH 


OPPOSITE  PHASE 
INPUT  TRANSITION  " 


■  3  V 
1.6  V 

■  0  V 

VOH 
1.6  V 
«0L 

■  3  V 
1.6  V 

■  0  V 


Set-up,  Hold,  and  Release  Times 

Notes:  1.  Diagram  shown  for  HIGH  data  only. 
Output  transition  may  be  opposite 
sense. 

2.  Cross  hatched  area  is  don't  care 
condition. 


Propagation  Delay 


Pulse  Width 


Enable  and  Disable  Times 


Teet 

Output  Waveform  _  Measurement  Level 

All  tpo* 

6.0V 

VoH  

"PHZ 

O.OV 

VOM   k-1- 

A"" 

5.0V 

o.av  / 
Vol   —  1 — ' 

tpZM 

O.OV 

o.ov   »* 

S.OV 

 vot 

Notes:  1.  Diagram  shown  for  input  Control  Enable-LOW 
and  input  Control  Disable-HIGH. 
2.  Si,  S2,  and  S3  of  Load  Circuit  are  closed 
except  where  shown. 


NOTE:  Pulse  generator  for  all  pulses:  Rate<  1.0  MHz;  Z0  -  50  ft:  tr<2.5  ns. 
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Input/Output  Current  Interface  Conditions 

DRIVEN  INPUT   .  . 


ALL 
INPUTS 
R  ■  16Kn 


ICR00533 


C0  =  5.0  pF,  all  inputs 


THREE-STATE 
OUTPUT 


ICR00524 


C0  =  5.0  pF,  all  outputs 
NOTE:  Actual  current  flow  direction  shown. 
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Programmable  Event  Generator  (PEG) 
PRELIMINARY 


Distinctive  Characteristics 

•  Twelve  programmable,  registered  output  waveforms 

•  Programmable  event  intervals  down  to  10  ns 

•  Multiplying  phase-locked-loop  (PLL)  oscillator  for  im- 
proved timing  accuracy 

•  Programmable  clock  output  for  system  reference  at  1  /5 
or  1/10  of  internal  phase-locked  loop  frequency 


•  Programmable  control  of  timing  sequence  start  and  stop 
functions 

•  Can  be  clocked  from  either  an  external  source  or  an  on- 
board crystal  oscillator 


General  Description 

The  Am2971  is  a  very  versatile  timing  device.  It  can  be 
used  as  a  digital  substitute  for  analog  delay  lines  or  as  a 
general  purpose  user-programmable  timing/waveform  gen- 
erator. 

The  Programmable  Event  Generator  (PEG)  has  twelve 
independent,  programmable,  timing  output  waveforms.  The 
resolution  of  the  output  waveforms  is  programmable  down 
to  10  ns  and  the  sequence  start  address  is  real-time  user- 
definable.  One  out  of  eight  start  addresses  may  be  selected 
to  begin  the  timing  sequence.  The  PEG  can  be  clocked 
either  by  its  10-100  MHz  on-chip  PLL  crystal  oscillator 


(with  a  clock  output  of  1  /5  or  1  /1 0  the  PLL  frequency)  or  by 
the  existing  system  clock.  The  chip  can  be  clocked  up  to 
100  MHz  if  the  PLL  is  bypassed. 

The  frequency  of  the  internal  clock  (fc)  can  be  programmed 
to  equal  1x,  5x,  10x,  5/2x,  5/4x,  10/2x  or  10/4x  the  PEG'S 
input  clock  frequency  (f|).  Programming  the  PEG  is  done  in 
the  same  way  as  a  PROM. 

The  Am2971  complements  the  Am2960  Dynamic  Memory 
Support  Family  by  allowing  the  user  to  optimize  his  system 
design  for  highest  performance  (see  Figure  3). 


START 
ADDRESS 
GENERATOR 

(40  FUSES) 


CLK/X,  (IJ 


CLOCK 
CONTROL 
(5  FUSES) 


NEXT  ADDRESS/EVENT 
GENERATOR 

(576  FUSES) 


INTERNAL  CLOCK  (fc) 


CLKOUT  (f,) 


Related  Products 


Part  No. 

Description 

Am2960A 
Am2968A 
Am2969 
Am2970 

Error  Detection  and  Correction  Unit 
Dynamic  Memory  Controller 
Memory  Timing  Controller  with  EDC  Control 
Memory  Timing  Controller 

05260D  0 
JANUARY  1988 
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PUL  QND  H.  1 
FLTR  C  2 
X,C  3 
CLK/X,  C  4 
AaC  S 
A,C  6 
A.C  7 
Tod  8 
T,C9 
T,IZ  10 
TSC  11 

TTL  QNDIZ  12 


Am2971 


Connection  Diagram 

Top  View 


24  □  PLL  Vcc 
23  □TRIG 
22  □CLKOUT 
21  □T,, 
20  DT„ 
19  □T. 
18  DT, 

17  3T, 

18  □T, 
15  □T, 
14  Zfl. 

13  □TTL  Vcc 


CD005852 


Note:  Pin  1  is  marked  for  orientation. 


CD009981 


Logic  Symbol 


TRIG 

CLK/X, 

CLKOUT 

X2 

FLTR 

To-Ttl 

A0-A2 

LS002711 


Ordering  Information 

Standard  Products 


AMD  standard  products  are  available  in  several  packages  and  operating  ranges.  The  order  number  (Valid  Combination)  is  formed  by 
a  combination  of:  A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Package  Type 

D.  Temperature  Range 

E.  Optional  Processing 


AM2971 


E.  OPTIONAL  PROCESSING 

Blank  -  Standard  processing 
B  -  Burn-in 

D.  TEMPERATURE  RANGE 

C  -  Commercial  (0  to  +  70°C) 

E  -  Extended  Commercial  (-55  to  +  125°C) 


-C.  PACKAGE  TYPE 

P  -  24-Pin  Plastic  DIP  (PD  024) 

D  -  24-Pin  Ceramic  DIP  (CD  024) 

L  =  32-Pin  Rectangular  Ceramic  Leadless 

Chip  Carrier  (CLR032) 
X  -  Dice 


6.  SPEED  OPTION 

Not  / 


-A.  DEVICE 

Am2971 

Programmable  Event  Generator 


Valid  Combinations 

AM2971 

PC,  PCB,  DC. 
DCB,  DE.  DEB, 
LC,  XC 

Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations,  to  check  on  newly  released  combinations,  and 
to  obtain  additional  data  on  AMD's  standard  military  grade 
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Ordering  Information 

APL  Products 


AMD  products  for  Aerospace  and  Defense  applications  are  available  in  several  packages  and  operating  ranges.  APL  (Approved 
Products  List)  products  are  fully  compliant  with  MIL-STD-883C  requirements.  CPL  (Controlled  Products  List)  products  are 
processed  in  accordance  with  MIL-STD-883C,  but  are  inherently  non-compliant  because  of  package,  solderability,  or  surface 
treatment  exceptions  to  those  specifications.  The  order  number  (Valid  Combination)  for  APL  products  is  formed  by  a 
combination  of:  A.  Device  Number 

B.  Speed  Option  (if  applicable) 

C.  Device  Class 

D.  Package  Type 

E.  Lead  Finish 


AM2971 


i8- 


-A.  DEVICE  NUMBER/DESCRIPTION 

Am2971 

Programmable  Event  < 


-  E.  LEAD  FINISH 

A  -  Hot  Solder  DIP 
C  -  Gold 


-  D.  PACKAGE  TYPE 

J  -  24-Pin  Ceramic  DIP  (CD  024) 
U  -  32-Pin  Rectangular  Ceramic  Leadless  Chip 
Carrier  (CLR032) 


-C.  DEVICE  CLASS 

IB  -  Class  B 


-  B.  SPEED  OPTION 

Not  Applicable 


Valid  Combinations 


/BJA,  /BUC 


Valid  Combinations 

Valid  Combinations  list  configurations  planned  to  be 
supported  in  volume  for  this  device.  Consult  the  local  AMD 
sales  office  to  confirm  availability  of  specific  valid 
combinations  or  to  check  for  newly  released  valid 
combinations. 


Am2971 


Pin  Description 

TRIG    Trigger  (Input) 

The  timing  cycle  of  the  PEG  can  be  started  on  either  the 
positive  or  negative  edge  of  the  start  (TRIG)  pulse.  The 
polarity  is  defined  by  the  user  as  a  fuse  option  (fuse  621 )  in 
the  TRIGGER  POLARITY  block.  The  trailing  edge  of  the 
start  (TRIG)  pulse  may  be  used  to  stop  the  timing  sequence. 
The  STOP  TRIG  fuse  (fuse  622)  must  not  be  blown  if  this 
option  is  desired.  If  the  fuse  is  blown,  the  trailing  edge  of  the 
start  (TRIG)  pulse  will  be  disabled  as  a  means  of  stopping 
the  timing  sequence.  Instead,  the  PEG  will  search  for  a 
blown  Stop  Bit  fuse  in  the  Next  Address/Event  Generator. 
In  the  Program  Mode,  a  high  voltage  level  (Vop)  is  applied 
to  the  TRIG  input  (see  Figure  5). 

Ao  -  A2  Addresses  (Inputs  (3)) 
These  three  bits  define  eight  locations  in  the  Start  Address 
Generator.  The  Start  Address  Generator  contains  the  user- 
programmed  start  locations.  One  of  eight  addresses  can  be 
selected  for  each  cycle  initiation.  In  the  Program  Mode, 
these  inputs  are  unused  and  may  be  allowed  to  float. 

CLK/X,  and  X2    Clock/Crystal  (Input/Output) 

These  two  pins  serve  as  crystal  inputs  f|  (see  Figure  1 ).  It  is 
recommended  that  an  AT  Cut  Parallel  Resonant  Crystal  be 
used.  An  external  clock  may  also  be  applied  to  the  CLK/X! 
input  with  the  X2  output  left  floating.  Fuses  61 2  through  61 9 
in  the  CLOCK  CONTROL  logic  block  enable  the  user  to  set 
the  internal  clock  frequency  as  a  function  of  the  crystal  or 
input  clock  frequency. 


FLTR  Filter 

This  pin  is  used  to  connect  a  0.47-uF  filter  capacitor 
between  the  phase-locked-loop  and  ground. 

CLKOUT     Output  Clock  (Output) 

CLKOUT,  fo,  is  a  clock  output  pin  which  may  be  used  for 
system  reference.  The  output  frequency  for  CLKOUT  is 
either  1/5  or  1/10  the  PLL  clock  frequency.  It  is  fuse- 
programmable  with  the  fuse  located  in  the  CLOCK 
CONTROL  logic  block.  In  the  Program  Mode,  a  high  voltage 
level  (Vihh)  is  applied  to  CLKOUT  for  a  period  of  time  (tpF). 
Applying  a  steady-state  Vihh  voltage  to  this  pin  for  a  period 
in  excess  of  400  ixs  is  not  recommended. 

To-Tn    Timing  Outputs  (Outputs,  Active  HIGH) 

These  are  twelve  timing  outputs  from  the  Next  Address/ 
Event  Generator.  These  outputs  follow  a  user-programmed 
timing  pattern.  Next  Address/Event  Generator  outputs  are 
registered  allowing  for  glitch-free  operation. 

Power,  Ground    TTL/PLL,  Power  Pair 

Two  power  and  two  ground  pins  are  required  by  the  PEG 
chip.  One  power  pair  is  used  by  the  PLL  (phase-locked-loop) 
and  the  internal  ECL  circuitry.  The  other  power  pair  is  used 
by  the  remainder  of  the  chip  (TTL). 


Functional  Description 

The  Programmable  Event  Generator  (PEG)  block  diagram  may 
be  divided  into  four  blocks:  Clock  Control,  Start  Address 
Generator,  Next  Address/Event  Generator  and  Control  Logic. 

Internal  to  the  CLOCK  CONTROL  logic  are  five  user-program- 
mable fuses.  One  of  these  (fuse  number  620)  is  used  to 
generate  the  desired  output  frequency  (fo)  on  the  CLKOUT 
option.  The  remaining  four  fuses  (numbers  616  through  619) 
are  used  to  generate  the  desired  internal  reference  clock 
frequency  (fc).  As  shown  in  Figure  2,  there  are  a  variety  of 
internal  reference  frequency  and  external  CLKOUT  frequency 
options  available  as  a  function  of  input  frequency  (f|).  The 
input  frequency  may  be  supplied  either  by  an  external  source 
or  by  the  internal  PLL  oscillator  (with  a  crystal  connected  as 
shown  in  Figure  3).  The  reader  is  directed  to  Tables  6  and  7 
for  an  explanation  of  the  possible  internal  frequency  and 
output  frequency  options  in  regards  to  user  programming. 

A  timing  sequence  is  initiated  by  a  transition  at  the  TRIG  input. 
Two  user-programmable  fuses  are  located  in  the  TRIGGER 
POLARITY  block.  One  of  the  two  fuses  (fuse  number  621)  is 
used  to  define  the  polarity  of  the  TRIG  input.  When  the  fuse  is 
left  unprogrammed,  a  timing  sequence  is  initiated  during  a 
negative  transition  of  the  TRIG  input.  The  second  fuse  in  this 
block  (fuse  number  622)  is  used  to  define  the  end  of  a  timing 
sequence.  If  this  fuse  is  left  unprogrammed,  the  timing 
sequence  is  stopped  on  the  trailing  edge  of  the  TRIG  pulse.  If 
the  fuse  is  programmed,  the  end  of  the  timing  sequence  is 


defined  by  the  Stop  Bits  as  programmed  into  the  Next 
Address/Event  Generator  functional  block. 

A  proper  transition  at  the  TRIG  input  initiates  a  timing 
sequence  by  latching  the  START  ADDRESS  GENERATOR 
inputs,  Ao  -  A2.  These  latched  inputs  are  used  to  select  one  of 
eight  different  start  addresses.  The  user  defines  these  5-bit 
start  addresses  by  programming  fuses  576  -  61 5  as  required. 
Each  5-bit  start  address  defines  a  starting  point  for  the  timing 
sequence  from  thirty-two  possible  selections  in  the  user- 
defined  Next  Address/Event  Generator  block. 

After  the  start  address,  subsequent  addresses  are  generated 
from  the  information  programmed  into  the  NEXT  ADDRESS/ 
EVENT  GENERATOR.  As  defined  in  Tables  3  and  8,  each  of 
the  thirty-two  user-defined  18-bit  data  strings  contain  three 
pieces  of  information.  The  first  5  bits  (fuses)  are  used  to  define 
the  next  address  of  the  desired  timing  sequence  (out  of  32 
possible  addresses  within  the  Next  Address/Event  Genera- 
tor). The  next  12  bits  (fuses)  are  used  to  generate  output 
waveforms  to  the  twelve  Timing  Outputs  (To-Tn).  These  12 
bits  define  the  current  logic  level  at  each  of  the  twelve  timing 
ouputs.  As  the  timing  sequence  progresses  from  address  to 
address,  these  Timing  Outputs  will  produce  12  independent 
waveforms,  as  defined  by  the  user.  Since  both  the  address 
sequences  and  waveform  logic  levels  are  user-programmable, 
a  wide  variety  of  output  patterns  may  be  generated.  One  last 
bit  (fuse),  the  Stop  Bit,  is  used  to  define  the  end  of  a  timing 
sequence. 
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sequence  is  instead  defined  by  the  Stop  Bit  in  each  of  the 
thirty-two  Next  Address/Event  Generator  data  strings.  Each 
Stop  Bit  is  activated  by  programming.  When  a  Timing  Se- 
quence addresses  one  of  the  thirty-two  1 8-bit  data  strings  with 
a  "  1 "  programmed  into  the  Stop  Bit,  the  sequence  is  halted. 
Whenever  a  sequence  is  halted,  the  Timing  Outputs  (T0  -  Ti  1 ) 
will  remain  at  the  last  value,  as  defined  by  the  data  string 
containing  the  active  Stop  Bit. 

Each  of  the  twelve  timing  waveform  outputs  (Tn-Tn)  from 
the  Next  Address/Event  Generator  has  a  minimum  usable 
cycle  of  40  ns  (or  20  ns  per  change).  When  the  PEG  is 
operating  at  its  maximum  internal  clock  frequency  (100  MHz), 
the  outputs  must  be  programmed  to  remain  unchanged  for  at 
least  two  clock  periods  for  each  change  of  logic  level.  That  is, 
although  an  output  can  only  change  every  20  ns  minimum,  the 
timing  resolution  between  events  may  be  as  low  as  10  ns. 
When  the  PEG'S  internal  reference  clock  frequency  (fc)  is 
ogrammed  to  operate  at  40  MHz  or  slower,  the  timing 
iveform  can  be  programmed  to  change  on  every  clock. 

dilator 

The  Am2971  contains  an  inverting,  linear  amplifier  which  is 
intended  to  form  the  basis  of  a  crystal  oscillator.  In  designing 
this  oscillator  it  is  necessary  to  consider  several  factors 
related  to  the  application. 

The  first  consideration  is  the  desired  frequency  accuracy.  This 
may  be  subdivided  into  several  areas.  An  oscillator  is  consid- 
ered stable  if  it  is  insensitive  to  variations  in  temperature  and 
supply  voltage,  and  if  it  is  unaffected  by  individual  component 
changes  and  aging.  The  design  of  the  Am2971  is  such  that  the 
degree  to  which  these  goals  are  met  is  determined  primarily  by 
the  choice  of  external  components.  Various  types  of  crystals 
are  available  and  the  manufacturers'  literature  should  be 
consulted  to  determine  the  appropriate  type.  For  good  temper- 
ature stability,  zero  temperature  coefficient  capacitors  should 
be  used  (Type  NPO).  For  extreme  temperature  stability,  an 
oven  must  be  used  or  some  other  form  of  temperature 
compensation  applied. 

Absolute  frequency  accuracy  must  also  be  considered.  The 
resonant  frequency  varies  with  load  capacitance.  It  is  there- 
fore important  to  match  the  load  specified  by  the  crystal 
manufacturer  for  a  standard  crystal  (usually  32  pF),  or  to 
specify  the  load  when  ordering  a  special  crystal.  It  should  then 
be  possible  to  determine  from  the  crystal  characteristics  the 
load  tolerance  to  maintain  a  given  accuracy.  If  the  "set-on" 
error  due  to  load  tolerance  is  unacceptable,  a  trimmer 
capacitor  should  be  incorporated  for  fine  adjustment. 

The  mechanism  by  which  a  crystal  resonates  is  electrome- 
chanical. This  resonance  occurs  at  a  fundamental  frequency 
(1st  harmonic)  and  at  all  odd  harmonics  of  this  frequency 
(even  harmonic  resonance  is  not  mechanically  possible). 
Unless  otherwise  constrained  crystal  oscillators  operate  at 
their  fundamental  frequency.  However,  crystals  are  not  gener- 
ally available  with  fundamental  frequencies  above  20-25  MHz 
At  higher  frequencies,  an  overtone  oscillator  must  be  used.  In 
this  case,  the  crystal  is  designed  to  oscillate  efficiently  at  one 
of  its  odd  harmonic  frequencies  and  additional  components 
are  included  in  the  oscillator  circuit  to  prevent  it  oscillating  at 
lower  harmonics. 

a  high  degree  of  accuracy  or  stability  is  not  required, 


1st  Harmonic  (Fundamental)  Oscillator 

The  circuit  of  a  typical  1st  harmonic  oscillator  is  shown  in 
Figure  3.  The  crystal  load  is  comprised  of  the  two  68  pF 
capacitors  in  series.  This  34  pF  approximates  the  standard  32 
pF  crystal  load.  If  a  closer  match  is  required  then  one  of  the 
capacitors  should  be  replaced  with  a  parallel  combination  of  a 
fixed  capacitor  and  a  trimmer.  The  nominal  value  of  the 
combination  should  be  60  pF  to  provide  proper  crystal  loading. 

A  typical  crystal  specification  for  use  in  this  circuit  is: 

Frequency  Range:  2-20  MHz 
Resonance:  At  Parallel  Mode 
Load:  32  pF 

Stability:  0.1%  or  to  match  systems  requirements 
Case:  H-17  —  for  smaller  size 
Temp  Range:  -30  to  +70°C 

Note:  Frequency  will  change  over  temperature. 

It  is  a  good  practice  to  ground  the  case  of  the  crystal  to 
eliminate  stray  pick-up  and  keep  all  connections  as  short  as 
possible. 

Note:  At  fundamental  frequencies  below  6  MHz  it  is  possible 
for  the  oscillator  to  operate  at  the  3rd  harmonic.  To  prevent 
this  a  resistor  should  be  added  in  series  with  the  X2  pin  as 
shown  in  the  circuit  diagram. 

The  resistor  value  should  match  the  impedance  of  C: 
1 


R  =  XC  =  - 

2tt  f  C 

Design  Considerations  (reference  Figure  1) 

1 .  Oscillator  external  connections  should  be  less  than  1 " 
long  —  wirewrap  is  not  recommended. 

2.  Vrjc  and  GND  connections  should  be  less  than  1/2"  long  to 
power  plane. 

3.  Supply  decoupling  includes  both  high  frequency  and  bulk 
storage  elements. 

4.  The  same  considerations  apply  for  3rd  overtone  configura- 
tions. 


Where 


PF001071 


Figure  1 .  Typical  External  Connections 
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Figure  2.  Clock  Options 
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I 
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2jr  f|  C 


R  -  0  lor  6-20  MHz 

Figure  3.  Fundamental  Oscillator 


Applications 

The  Am2971  Programmable  Event  Generator  (PEG)  is  a 
universal,  programmable  digital  delay  line  and  timing/wave- 
form generator  which  provides  the  designer  an  alternative  to 
the  expensive  and  difficult  to  use  analog  delay  line.  Because 
of  the  device's  programmability  and  large  number  of  outputs,  it 
can  replace  several  different  delay  lines  at  one  time.  The  user 
is  no  longer  restricted  to  the  fixed,  single  event  delay  line.  As 
one  suggested  application,  this  device  can  easily  be  used  to 


generate  timing  for  the  Am2968  Dynamic  Memory  Controller 
and  the  Am2969  Memory  Timing  Controller. 

AMD's  Dynamic  RAM  Memory  Support  system  solution  is 
shown  in  Figure  4.  Typically,  the  Timing  Controller  generates 
the  Row  Address  Strobe  Input  (RASI)  signal  whenever  a 
refresh  or  a  memory  cycle  is  requested.  This  signal  provides  a 
leading  edge  to  the  TRIG  input  of  the  PEG  chip,  thus  initiating 
the  user-defined  timing  sequence.  Custom-tailored  waveforms 
are  generated  at  the  Timing  Outputs  (To-Tn),  providing 
proper  and  precise  sequencing  between  the  Am2968  and 
Am2969  for  optimum  system  performance. 


DYNAMIC  MEMORY 
ARRAY 

USING  1M,  256K,  64K,  or  16K 
DRAMS 


K  Am2»61/2962 

N   EDC  BUS    yDATA  . 
BUFFERS     N  V 


EDC  CONTROL  BUS 


V 


Am2960A 
EDC  UNIT 


±2. 


SYSTEM  DATA  BUS 


1 


AF003633 


Figure  4.  16-Bit  High-Performance  Computer  Memory  System  Application 


Programmer/Development  Systems 

Refer  to  Programmer  Reference  Guide. 
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Operating  Ranges 

Commercial  (C)  Devices 

Temperature  Oa)  0  to  +  70°C 

TTL  VCc  and  PLL  Vcc  5.0  V  +10% 

Min  4.50  V 

Max  5.50  V 

Extended  Commercial  (E)  or  Military"  (M)  Devices 

Temperature  (Tc)  -55  to  +125°C 

TTL  Vcc  and  PLL  VCc  5.0  V  ±10% 

Min  4.50  V 

Max  5.50  V 

Operating  ranges  define  those  limits  between  which  the 
functionality  of  the  device  is  guaranteed. 

•Military  Product  100%  tested  at  TC  =  +25°C,  +  125°C, 
and  -55°C. 


DC  Characteristics  over  operating  range  unless  otherwise  specified 


Parameter 
Symbol 

Parameter 
Description 

Test  Conditions 

Min. 

Max. 

Units 

V0H 

Output  HIGH  Voltage 

Vcc  "  Min., 
Vin  -  V|H  or  V|L 

Iqh  -  - 1  mA 

COM'L. 

2.7 

V 

MIL. 

2.5 

Vol 

Output  LOW  Voltage 

Vcc  -  Min., 
V|N  -  V|H  or  V|L 

Iql-8  mA 

0.4 

V 

V|H 

(Note  1) 

Input  HIGH  Voltage 

Guaranteed  Input  HIGH  Voltage  (or  All  Inputs 

2.0 

V 

Vil 

(Note  1) 

Input  LOW  Voltage 

Guaranteed  Input  LOW  Voltage  for  All  Inputs 

0.8 

V 

V|HC 

Input  HIGH  Voltage 
to  CLK/X, 

Guaranteed  Input  HIGH  Voltage  for  All  Inputs 

3.0 

V 

VlLC 

Input  LOW  Voltage 
to  CLK/X-i 

Guaranteed  Input  LOW  Voltage  tor  All  Inputs 

0.8 

V 

V| 

(Note  1) 

Input  Clamp 

Vcc  -  Min. 

l|N  -  -18  mA 

-1.2 

V 

fa 

Input  HIGH  Current 

Vcc  -  Min., 
V|N  -  3.0  V 

CLK/X,,  X2 

700 

uA 

Vcc  -  Max., 
V|N  =  2.7  V 

A0  -  A2  and  TRIG 

20 

III 

Input  LOW  Current 

VCC  "  Max., 
V|N  =  0.5  V 

CLK/X,,  X2 

-500 

uA 

vCc  -  Max., 
V|N  -  0.5  V 

Ao-A2  and  TRIG 

-250 

ll 

Input  Current 

Vcc  "  Min., 
V|N  -  4.0  V 

CLK/X,.  X2 

1 

mA 

Vcc  "  Max., 
V|N  -  5.5  V 

Ao-A2 

100 

MA 

Vcc  "  Max., 
V|N  *  Vcc -0.5 

TRIG 

too 

isc 

(Note  2) 

Output  Short  Circuit  Current 

Vcc  *  Max., 
V|N  =  0  V 

v0-o  V 

-15 

-100 

mA 

tc 

(Note  3) 

Power  Supply  Current 

Vcc  -  Max. 

T  =  -55°C,  0°C,  +  25°C 

310 

mA 

T-+70°C,  +  125°C 

240 

Notes:  1.  Does  not  apply  to  CLK/X,  and  X2. 

2.  No  more  than  one  output  should  be  shorted  at  a  time.  Duration  of  the  short  circuit  test  should  not  exceed  one  second. 

3.  Ice  varies  with  temperature  and  oscillation  frequency. 


Absolute  Maximum  Ratings 

Storage  Temperature  -65°C  to  +  150°C 

Ambient  Temperature  with 

Power  Applied  -55°C  to  +  125°C 

Supply  Voltage  to  Ground  Potential 

Continuous  (TTL  VCc  and  PLL  VCc)  0  V  to  +7.0  V 

DC  Voltage  Applied  to  Outputs  For 

High  Output  State  0  V  to  +  Vcc  max. 

DC  Input  Voltage  -0.5  V  to  +5.5  V 

DC  Input  Current  -18  mA  to  +5.0  mA 

Stresses  above  those  listed  under  ABSOLUTE  MAXIMUM 
RATINGS  may  cause  permanent  device  failure.  Functionality 
at  or  above  these  limits  is  not  implied.  Exposure  to  absolute 
maximum  ratings  for  extended  periods  may  affect  device 
reliability. 
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Switching  Characteristics  over  operating  range  unless  otherwise  specified 


No. 

Parameter 
Symbol 

Parameter 

Mln. 

Max. 

Units 

1 

FREQ  IN 
@  CLK/X, 

PI  K/X.  Innut 

V_.LI\/A,  IlipUl 

Clock  Frequency 
(Note  2) 

a)  PLL  Frequency  Multiplication  Mode  (TTL  Input 
@  CLK/X1) 

10 

70 

MHz 

b)  PLL  Frequency  Multiplication  Mode  (Crystal  @ 
CLK/X,,  X2) 

c)  Flow-through  Mode 
(PLL  bypassed)  (TTL 
Input  @  CLK/X,) 

0 

85 

d)  Flow-through  Mode  (PLL  bypassed)  (Crystal  @ 
CLK/X,,  X2) 

2 

'RISE  @ 
CLKOUT 

CLKOUT  Rise  Time 
(Note  2) 

14 

ns 

3 

tFALL  @ 
CLKOUT 

n  KOUT  Fall  Time 
ulwu     ran  itiiio 

(Note  2) 

10 

ns 

4 

tRISE  @ 
I  0     1  1 1 

T0-T11  Rise  Time 

10 

ns 

5 

'FALL  @ 
T0-T11 

To-Tn  Fall  Time 
(Note  2) 

9 

ns 

6 

'skew  @ 

T9-T11 

Skews  between  the 
T0-Tn  Outputs  (LOW-to- 
nitan  I  ransmonj 

CL  -  50  pF 

3.5 

ns 

7 

•skew  @ 

T0-T11 

Skews  between  the 
T0-Tn  Outputs  (HIGH-to- 
LOW  Transition) 

CL  -  50  pF 

5.0 

ns 

8 

'SKEW  @ 

To-Tn 

Skews  between  the 
T0-T11  Outputs  (Mixed 
Transition) 

CL  -  50  pF 

8.5 

ns 

9 

tSET  TRIG 
to  CLK/X, 

TRtG  —/    to  CLK/X1 
^^Setup  Time 

a)  PLL  Frequency  Multiplication  Mode  (Note  2) 

11 

ns 

b)  Flow-through  Mode  (PLL  bypassed) 

11 

ns 

10 

tSET  TRIG 
to  CLK/X, 

TRIG  "V-  to  CLK/X1 
_/~~  Setup  Time 

a)  PLL  Frequency  Multiplication  Mode  (Note  2) 

6 

ns 

b)  Flow-through  Mode  (PLL  bypassed) 

4 

ns 

11 

tpD  CLK/X,  to 
T0-T11 

Propagation  Delay  from 
CLK/X,  _y~  to  the 
T0-T11  Outputs 

a)  PLL  Frequency  Multiplication  Mode  (Note  2) 

25 

ns 

b)  Flow-through  Mode  (PLL  bypassed) 

23 

ns 

12 

tPD  CLK/X,  to 
CLKOUT 

Propagation  Delay  from 
CLK/X,  to  the  CLKOUT 
Outputs 

PLL  Frequency  Multiplication  Mode  (Note  2) 

17.5 

ns 

13 

tSET  Ao-A2 
to  TRIG 

A0-A2  Inputs  to  TRIG 
-/"(Note  3) 



PLL  Frequency  Multiplication  Mode/Flow-through 
Mode  (PLL  bypassed) 



1.0 

ns 

14 

tHOLD  Ao-A2 
to  TRIG 

A0-A2  Inputs  to  TRIG 
^"Hold  Time  (Note  3) 

PLL  Frequency  Multiplication  Mode/Flow-through 
Mode  (PLL  bypassed) 

11.0 

ns 

Calculated  Switching  Characteristics 

15 

tPERIOD 
Resolution  @ 
T0-T11 

Timing  Resolution  between 
the  T0-T,,  Outputs 

1/fl  (1a  or  1c) 

16 

tpWH  @  TRIG 
(Calculated) 

TRIG  Input  Pulse  Width 
(HIGH  State)  (Note  1) 

a)  PLL  Frequency  Multiplication  Mode 

tSET  (9a) +  1/fo +  5 

b)  Flow-through  Mode  (PLL  bypassed) 

tSET  (9b)  +  1/(|  +  5 

17 

tPWL  @  TRIG 
(Calculated) 

TRIG  Input  Pulse  Width 
(LOW  State)  (Note  1) 

a)  PLL  Frequency  Multiplication  Mode 

t/fc 

b)  Flow-through  Mode  (PLL  bypassed) 

tSET  dOb) 

18 

tPD 

TRIG  T0-Tn 
(Calculated) 

Delay  from  TRIG  -V~  to 
T0-T11  Active 

a)  PLL  Frequency  Multiplication  Mode 

tSET  (9a)  +  1/fc  +  tpD  (11  a) 

b)  Flow-through  Mode  (PLL  bypassed) 

tSET  (9b)  +  1/f|+tpD  (11b) 

19 

tPD 

TRIG  T0-T,, 
(Calculated) 

Delay  from  TRIG~^"v_to 
T0-T11  inactive 

a)  PLL  Frequency  Multiplication  Mode 

(set  (l0a)  +  1/fc  +  tPD  (11a) 

b)  Flow-through  Mode  (PLL  bypassed) 

tSET  (10b)+1/f|  +  tpD  (11b) 

Notes:  1.  Not  Tested;  calculated  using  other  parameters. 

2.  Not  Tested;  correlated. 

3.  Only  A2  is  tested. 
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A.  Outputs 


Notes:  1 .  0.  =  50  pF,  the  load  capacitance  includes  scope  probe,  wiring,  and  stray  capacitance  without  the 
device  in  the  test  fixture. 

2.  S-i  and  S2  are  open  during  all  DC  and  functional  testing 

3.  During  AC  testing,  switches  are  set  as  follows: 

1)  For  Vout>  1-5  V,  Si  is  closed  and  S2  open 

2)  For  Vout<  1.5  V,  Si  is  open  and  S2  closed 


Switching  Test  Waveform 


Input        1>5  v 


Output 


4.0  V 


Am  2971 


Key  to  Switching  Waveforms 


WAVE  FORM  INPUTS 
MUST  BE 

OUTPUTS 
WILL  BE 

STEADY 

\\\\\\         MAY  CHANGE 
\\\\\\        FROM H  TO  L 

STEADY 

WILL  BE 
CHANGING 
FROM  H  TO  L 

//////        MAY  CHANGE 
//////  """'■'OH 

WILL  BE 
CHANGING 
FROM  L  TO  H 

UAAAU       DON  T  CARE: 
HIUl        ANY  CHANGE 
/WWW  PERMITTED 

CHANGING. 
UNKNOWN 

SHE  — 0T 

CENTER 
LINE  IS  HIGH 
IMPEDANCE 
"OFF"  STATE 

KS000010 


Aq-A2 


Switching  Waveforms 

3KXEXXXXX 


— 0-* — 0- 


X 


X  >     \  /     \  M 


*0* 


KD 


X 


X 


y    \  s 


•0H 


v-„  xxxxxxxxxxxxxxk 


WF022521 


T|*  Tj 


WF022530 


Rise  Time/Fall  Time/Skews 
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Input/Output  Circuit  Diagrams 


HO- 


Driving  Output 


IC000861 


IC000910 

Output  Configuration  for  CLKOUT 
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TTL/CMOS  PAL  Devices 
TTL/CMOS  AmPAL  Devices 
PROSE/PLS  Sequencers 
FPC/PEG  Sequencers 
ECL  PAL  Devices 
HAL/ZHAL  Devices 
Military  PAL  Devices 

 Logic  Cell  Array 

Electrical  Definitions 
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ECL  PA 

iL®  Devices 

PAL1 0H20EV/EG8 
PAL10020EV/EG8 

ADVANCE  INFORMATION 

Features/Benefits 


Ordering  Information 


20  logic  inputs:  12  external,  8  feedback 

8  outputs  programmable  as  registered,  latched,  or 

combinatorial 

ECL  technology  provides  6  ns  propagation  delay 
64  product  terms 

10KH  and  100K  compatible  versions 
Space  saving  24-pin  SKINNYDIP®  package 
Programmable  using  standard  TTL  programmers  with 
adapter 

Security  fuse  prevents  unauthorized  copying 


Description 

The  PAL1  OH/1 0020EV/EG8  is  a  high  density  universal  ECL  PAL 
device.  Outputs  can  be  specified  as  registered  or  combinatorial 
for  the  20EV8,  and  latched  or  combinatorial  for  the  20EG8,  on  an 
individual  basis.  In  addition,  varied  product  term  distribution 
allows  up  to  twelve  product  terms  per  output.  These  features 
allow  complex  designs  at  the  high  speed  of  ECL  technology. 

Other  features  include  asynchronous  preset  and  reset,  and 
individual  output  enables.  Programmable  polarity  allows  either 
active-HIGH  or  active-LOW  outputs. 


PAL  10H 

u 


PAL  10H  20 

PAL  DEVICE 
ECL  COMPATIBILITY 
10H  =  10KH 
100  =  100K 

NUMBER  OF  ARRAY 
INPUTS  ~ 

LATCHED/REGISTERED 
OUTPUTS 


NUMBER  OF  OUTPUTS 


PACKAGE 

NS  =  PLASTIC  SKINNYDIP  . 
JS  =  CERAMIC  SKINNYDIP 
FN  =  PLCC 

PROCESSING   

STD  ■  STANDARD   


Macrocell 


OE   O- 


n  =  8  OR  12 


L-i>-'  ° 


AR 
D  O 


>    AP  Q 


PAL10H/10020EV8  Macrocell 
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;CL  PAL®  Device 


itu  res/ Benefits 

logic  inputs:  12  external,  8  feedback 
8  latched  outputs 

irammable  latch  bypass 
:CL  technology  provides  4.5  ns  tsu,  6  ns  tpo 
12  product  terms  with  term  sharing 
OKH  ECL  compatible 


Input  pull-down  resistors 
Voltage  compensated 

Space-saving  24-pin  SKINNYDIP*  and  28-pin  PLCC 
packages 

Programmable  using  standard  TTL  programmers  with 
adapter 

Greater  than  99%  programming  yield 
Security  fuse  prevents  unauthorized  copying 

Description 

The  PAL10H20G8  is  a  10KH  family  compatible  ECL  PAL  device 
having  twelve  dedicated  inputs  and  eight  latched  outputs  with 
feedback.  A  programmable  AND  array  and  a  fixed  OR  array 
make  possible  the  implementation  of  a  wide  variety  of  logic 
functions  with  far  fewer  packages  than  with  SSI  devices.  The 
logic  is  implemented  by  opening  metal  fuse  connections  within 
the  AND  array.  Designs  can  be  specified  by  using  any  of  a 
variety  of  software  packages  which  accept  the  design  and 
assemble  a  file  that  can  be  downloaded  into  a  device  pro- 
grammer. The  device  can  be  programmed  using  any  of  the 
qualified  PAL  device  programmers  (refer  to  the  Programmer 
Reference  Guide). 

The  output  latches  will  hold  data  when  the  gate  (G)  pin  is  high, 
and  will  be  transparent  when  the  gate  is  low.  The  outputs  can 
drive  a  50  n  termination  to  Vcc  "  2  0  V. 

The  input  pins  have  50  kf!  internal  pull-down  resistors,  which 
allow  unused  inputs  to  be  left  open.  Open  inputs  will  assume  a 
logic  low  state. 

Latch  Cell 


FROM 
ARRAY 


TO 
ARRAY 


D  O 

G 


0 


TO 
OUTPUT 


Features 

Each  output  latch  has  a  bypass  fuse,  for  creating  a  combinatorial 
output.  There  are  two  gate  pins,  each  of  which  drives  a  bank  of 
four  output  latches.  If  all  of  the  outputs  in  a  bank  are  pro- 
grammed to  have  their  latches  bypassed,  the  gate  pin  for  that 
bank  can  be  used  as  an  input  to  the  array. 

The  programmable  AND  array  contains  a  total  of  thirty-two 
product  terms.  Product  terms  are  arranged  in  groups  of  eight. 
The  terms  in  each  group  can  be  shared  mutually  exclusively 
between  two  adjacent  output  cells.  If  a  particular  product  term  is 
needed  for  two  outputs,  then  two  identical  product  terms  are 
generated:  one  for  each  output. 

A  security  fuse  is  provided  to  help  protect  the  fuse  pattern  from 
unauthorized  copying.  Once  the  security  fuse  has  been 
programmed,  it  is  no  longer  possible  to  verify  the  contents  of  the 
fuse  array  electrically.  The  security  fuse  has  no  effect  on 
functionality. 

Note  that  if  all  latcheswithinabank  have  not  been  bypassed,  an 
attempt  to  use  the  gate  pin  as  an  array  input  can  cause  input 
setup  time  violations,  and  may  be  flagged  as  an  error  when 
assembling  the  equations. 

Ordering  Information 

PAL10H20G8  NS  STD 


X 


PROGRAMMABLE 
ARRAY  LOGIC 
FAMILY 

ECL  COMPATIBILITY  - 
10H  =  10KH 


NUMBER  OF  ARRAY - 
INPUTS 


OUTPUT  TYPE  - 


PROCESSING 
STD  *  Standard 
XXXX  =  Special  Processing 

-PACKAGE 

NS  -  Plastic  SKINNYDIP 
JS  =  Ceramic  SKINNYDIP 
FN  =  PLCC 

-  NUMBER  OF  OUTPUTS 


Pin  Configurations 


yi^yyiislLizlLisl 


12 


£1 
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Absolute  Maximum  Ratings 

These  ratings  specify  the  conditions  above  which  the  device  may  be  permanently  damaged.  AC  and  DC  specifications  are  not 
necessarily  guaranteed  over  this  range. 

Supply  voltage  VrfE  (Vcd  ■  VCC2  =  VCC3  ■  0  Volts)    -8  V  to  0  V 

Input  voltage  V|  (Vcci  =  VCC2  "  VQC3  =  0  Volts)    0  V  to  Vee 

Output  current,  loUT 

Continuous   :   35  mA 

Surge   100  m A 

Storage  temperature  range,  Tstg   -65°  C  to  150°C 

Maximum  burn-in  temperature 

Ceramic  package    125°  C 

Plastic  package    75°  C 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL 
MIN    NOM  MAX 

UNIT 

vee 

Supply  voltage  (Vrjc  =  0  V) 

-5.46    -5.2  -4.94 

V 

Ta 

Operating  free-air  temperature 

0  75 

°C 

tsu 

Latch  input  setup  time 

4.5 

ns 

th 

Latch  input  hold  time 

0 

ns 

tw 

Gate  signal  pulse  width 

2.0 

ns 

Electrical  Characteristics  vEE  =  5.2  v  ±5%  (See  note  1) 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

0° 

25° 

75° 

UNIT 

MIN 

MAX 

MIN 

MAX 

MIN 

MAX 

'EE 

Power  supply  current 

Inputs  V|N  =  V|H  Max 

225 

225 

225 

mA 

IfnH 

Input  current  high 

Vm  Min  <  Vjn  <  V|h  Max 

425 

265 

265 

MA 

linL 

Input  current  low 

V|LMin<Vjn<V||_Max 

0.5 

0.5 

0.3 

mA 

VOH 

High  output  voltage 

(See  Note  2) 

-1.02 

-0.84 

-0.98 

-0.81 

-0.92 

-0.735 

Vdc 

vol 

Low  output  voltage 

(See  Note  2) 

-1.95 

-1.63 

-1.95 

-1.63 

-1.95 

-1.60 

V  dc 

V|H 

High  input  voltage 

(See  Note  2) 

-1.17 

-0.84 

-1.13 

-0.81 

-1.07 

-0.735 

Vdc 

V|L 

Low  input  voltage 

(See  Note  2) 

-1.95 

-1.48 

-1.95 

-1.48 

-1.95 

-1  45 

Vdc 

Switching  Characteristics  vEE  =  -&a  v  ±5%  (See  note  1) 


SYMBOL 

PARAMETER 

0° 

25° 

75° 

UNIT 

MIN 

MAX 

MIN 

MAX 

MIN 

MAX 

*PD 

Propagation  delay 

2.0 

6.0 

2.0 

6.0 

2.0 

6.0 

ns 

tR 

Rise  time  (20%-80%) 

0.8 

2.2 

0.7 

2.0 

0.8 

2.2 

ns 

tF 

Fall  time  (80%-20%) 

0.8 

0.7 

2.0 

0.8 

2.2 

ns 

to 

Gate  to  output  delay 

1.0 

2.5 

1.0 

2.5 

1.0 

2.5 

ns 

Note  1     Each  ECL  10KH  series  circuit  has  been  designed  to  meet  the  specifications  shown  in  test  table,  after  thermal  equilibrium  has  been  established 
The  circuit  is  in  a  test  socket  or  mounted  on  a  printed  circuit  board  and  transverse  air  flow  greater  than  500  linear  fpm  is  maintained 
2.  Outputs  are  terminated  through  a  50-1!  resistor  to  Vqq  -2  0  V 

3    If  pin  14  (PLCC  pin  17)  is  not  used,  it  should  be  left  open  or  terminated  to  Vjj  |=  Vcc  -  2.0  V)  It  should  not  be  terminated  to  VEE. 


General  Information 

(refer  to  page  5-389) 
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PAL10H20G8 


Logic  Diagram 


Note:  Numbers  in  parentheses  refer  to  the  PLCC  pin  number. 
PLCC  pins  1 ,  8.  15,  and  22  are  not  connected. 
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Using  the  PAL10H20G8  Device 
as  a  State  Machine 

Latches  can  be  used  in  the  implementation  of  state  machines, 
but  care  must  be  taken  in  their  use.  They  cannot  be  treated  as  if 
they  were  registers,  which  are  more  common  in  the  TTL  PAL 
devices.  Since  a  latch  is  a  level-sensitive  storage  device,  it  is 
more  difficult  to  control  the  sequencing  of  states.  In  theory, 
when  the  gate  pin  is  lowered,  the  latch  can  assume  a  new  state. 
After  waiting  for  the  state  to  stabilize  and  for  the  feedback  signal 
to  propagate,  the  new  state  can  be  latched.  Latching  the  state 
delays  any  further  state  changes  until  the  next  time  the  gate 
signal  G  goes  low. 


Greater  System  Speed  And  Efficiency 

This  kind  of  arrangement  can  sometimes  be  used  to  obtain  a 
greater  overall  system  speed  than  would  be  possible  using 


f 


±_iH  °  XZZ}( — X! 


Window  is  too  large  —  output 
final  slate  is 


Latches  Are  Not  Registers 

The  danger  in  treating  a  latch  just  like  a  register  is  that  a  feedback 
race  condition  will  be  explicitly  built  into  the  circuit.  Enough 
setup  time  must  be  allowed  for  latching  new  data,  yet  if  too  much 
delay  is  allowed,  the  transparent  latch  may  actually  change  state 
twice  before  being  latched.  For  example,  a  divide-by-two  counter 
(Figure  1a)  may  oscillate  until  the  gate  pin  is  raised  if  too  much 
setup  time  is  provided.  The  final  state  will  depend  on  how  fast  the 
output  was  oscillating  (Figure  1b),  and  will  be  unpredictable. 

Use  a  Dual-Phase  Clock 

The  usual  method  of  dealing  with  this  problem  is  to  use  a  dual- 
phase  clock,  with  two  sets  of  latches.  The  logic  must  be 
partitioned  such  that  all  latches  that  are  enabled  on  one  phase  of 
the  clock  feed  only  latches  that  are  enabled  on  the  opposite 
phase.  This  allows  operation  in  a  master-slave  mode.  The 
implementation  can  be  made  by  providing  one  latch  merely  as  a 
holding  element,  which  can  pass  the  data  unchanged  to  another 
latch;  this  is  essentially  a  master-slave  register.  In  such  a 
situation,  two  latches  are  needed  for  each  state  bit.  The 
divide-by-two  counter  using  a  master  and  a  slave  is  shown  in 
Figure  1c. 

If  the  entire  state  machine  can  be  partitioned  into  two  groups  of 
state  bits  such  that  group  1  states  only  feed  group  2  states  and 
vice  versa,  then  it  becomes  possible  to  place  logic  between  the 
master  latch  and  the  slave  latch.  At  that  point  the  terms  "master" 
and  "slave"  lose  significance;  each  latch  may  implement  a  state 
bit  by  itself.  The  minimum  timing  is  illustrated  in  Figure  2. 


GATE  A 


OUTPUT B 





"T 


D  Q 
G  0 


0  O 
G  O 


Figure  1 

registers  instead  of  latches.  Since  a  register  is  essentially  made 
up  of  two  latches,  it  can  also  provide  for  a  more  efficient 
design  with  latches. 

The  PAL1 OH20G8  Has  Two  Gate  Pins 

The  PAL10H20G8  device  is  equipped  with  two  external  gate 
lines,  each  of  which  controls  a  bank  of  four  latches.  This  makes  it 
possible  to  split  a  clock  signal  and  feed  opposite  phases  to 
these  clock  lines.  The  gate  pins  have  a  tsu  delay  in  order  to 
guarantee  that  an  output  will  change  after  a  time  tQ  from  when 
the  gate  pin  is  lowered.  Referring  then  to  Figure  2,  we  have: 
1 

'max  =  — 

2tsu  +2tG 

Note  that  the  gate  pins  should  not  be  used  as  array  inputs  if  they 
are  also  being  used  to  enable  the  latches,  since  there  is  a  great 
risk  (or  even  certainty)  of  violating  the  necessary  input  setup 
times. 


Figure  2 


BSD 
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Featu  res  /  Benefits 

•  20  logic  inputs:  12  external,  8  feedback 

•  8  outputs  with  programmable  polarity 

•  ECL  technology  for  ultra-high  speed— max  tpo  =  6  ns 

•  32  product  terms  with  term  sharing 

•  10  KH  ECL  compatible 

•  Fully  AC  tested 

•  Input  pull-down  resistors 

•  Voltage  compensated 

•  Space-saving  24-pin  SKINNYDIP®  and  28-pin  PLCC 
packages 

•  Programmable  using  standard  TTL  programmers  with 
adapter 

•  Greater  than  99%  programming  yield 

•  Security  fuse  prevents  unauthorized  copying 


script  ion 

The  PAL10H20P8  is  a  10KH  family  compatible  ECL  PAL  device 
having  twelve  dedicated  inputs  and  eight  outputs  with 
feedback.  A  programmable  AND  array  and  a  fixed  OR  array 
make  possible  the  implementation  of  a  wide  variety  of  logic 
functions  with  far  fewer  packages  than  with  SSI  devices.  The 
logic  is  imolemented  by  opening  metal  fuse  connections  within 
the  AND  array.  Designs  can  be  specified  by  using  any  of  a 
variety  of  software  packages  which  accept  the  design  and 
assemble  a  file  that  can  be  downloaded  into  a  device  pro- 
grammer. The  device  can  be  programmed  using  any  of  the 
qualified  PAL  device  programmers  (refer  to  the  Programmer 
Reference  Guide). 

The  outputs  are  equipped  with  programmable  polarity.  They 
can  drive  a  50-P.  termination  (to  Vcc-20  v)-  Product  term 
sharing  is  provided  to  allow  greater  flexibility  in  assigning 
product  terms  to  outputs. 

The  input  pins  have  50-kfi  internal  pull-down  resistors,  which 
allow  unused  inputs  to  be  left  open.  Open  inputs  will  assume  a 
logic  low  state. 


Ordering  Information 


PAL10H20P8  NS  STD 


ARRAY  LOGIC 


ECL 10KH  

TECHNOLOGY 


NUMBER  OF  

ARRAY  INPUTS 


OUTPUT  TYPE  - 

P  =  C 


-  PROCESSING 

STD  =  Standard 
XXXX  -  Other 

-  PACKAGE 

NS  =  Plastic 

SKINNYDIP 
JS  =  Ceramic 

SKINNYDIP 
FN  =  Plastic  Leaded 

Chip  Camer 
SG  =  Small-Outline 

Gull-wing 

-  NUMBER  OF 
OUTPUTS 


Features 

Each  output  has  a  programmable  polarity  fuse,  allowing  for 
more  efficient  representation  of  many  logic  functions.  Each 
output  is  active  high  with  polarity  fuse  intact,  and  active  low  with 
the  polarity  fuse  blown. 

The  programmable  AND  array  contains  a  total  of  thirty-two 
product  terms.  Product  terms  are  arranged  in  groups  of  eight. 
The  terms  in  each  group  can  be  shared  mutually  exclusively 
between  two  adjacent  output  cells.  If  a  particular  product  term  is 
needed  for  two  outputs,  then  two  identical  product  terms  are 
generated:  one  for  each  output. 

A  security  fuse  is  provided  to  help  protect  the  fuse  pattern  from 
unauthorized  copying.  Once  the  security  fuse  has  been  pro- 
grammed, it  is  no  longer  possible  to  verify  the  contents  of  the 
fuse  array  electrically.  The  security  fuse  has  no  effect  on 
functionality. 

Packages 

The  PAL10H20P8  is  available  in  the  plastic  SKINNYDIP  (NS), 
ceramic  SKINNYDIP  (JS),  and  plastic  leaded  chip  carrier  (FN) 
packages.  For  drawings,  refer  to  PAL  Device  Package  Outlines. 
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Absolute  Maximum  Ratings 

These  ratings  specify  the  conditions  above  which  the  device 
necessarily  guaranteed  over  this  range. 

Supply  voltage  VEE  (VqCI  =  VCC2  =  VQC3  =  0  V)   

Input  voltage  V|  (VqCI  =  VQC2  =  VCC3  "  0  v)  

Output  current,  loUT: 

Continuous  

Surge  

Storage  temperature  range,  Tstg   


be  permanently  damaged.  AC  and  DC  specifications  are  not 

 -8.0VtoOV 

 0  V  to  VEE 

 35  mA 

 100  mA 

 ~65°Cto150°C 


Operating  Conditions 


SYMBOL 

PARAMETER 

COMMERCIAL 
MIN    TYP  MAX 

UNIT 

VEE 

Supply  voltage  (Vcc  =  0  V) 

-5.46  -5.2  -4.94 

V 

ta 

Operating  free-air  temperature 

0  75 

°c 

Electrical  Characteristics  vEE  =  -5.2  v  ±5%  (See  note  1) 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

0°C 

MIN 

MAX 

25°  C 
MIN  MAX 

75°  C 
MIN  MAX 

UNIT 

'EE 

Power  supply  current 

Inputs  V|N  =  V|H  MAX 

210 

210 

210 

mA 

linH 

Input  current  high 

V|H  MIN  <  Vin  <  V|H  MAX 

425 

265 

265 

KA 

linL 

Input  current  low 

V|LMIN<Vjn<V||_MAX 

0.5 

0.5 

0.3 

mA 

VOH 

High  output  voltage 

(See  note  2) 

-1.02 

-0.84 

-0.98 

-0.81 

-0.92 

-0.735 

Vdc 

VOL 

Low  output  voltage 

(See  note  2) 

-1.95 

-1.63 

-1.95 

-1.63 

-1.95 

-1.60 

VdC 

V|H 

High  input  voltage 

(See  note  2) 

-1.17 

-0  84 

-1.13 

-0.81 

-1.07 

-0.735 

Vdc 

VlL 

Low  input  voltage 

(See  note  2) 

-1.95 

-1.48 

-1.95 

-1.48 

-1.95 

-1.45 

Vdc 

Switching  Characteristics  vEE  =  -5.2  v  ±5%  (See  note  2) 


SYMBOL 

PARAMETER 

MIN 

o°c 

MAX 

MIN 

25°  C 

MAX 

75° 

MIN 

C 

MAX 

UNIT 

tPD 

Propagation  delay 

2.0 

6.0 

2.0 

6.0 

2.0 

6.0 

ns 

tR 

Rise  time  (20%-80%) 

0.7 

2.2 

0.7 

2.0 

0.7 

2.2 

ns 

«F 

Fall  time  (80%-20%) 

0.7 

2.2 

0.7 

2.0 

0.7 

2.2 

ns 

Notes: 

1.  Each  ECL  10KH  series  circuit  has  been  designed  to  meet  the  specifications  shown  in  test  table  after  thermal  equilibrium  has  been  established. 
The  circuit  is  in  test  socket  or  mounted  on  a  printed  board  and  transverse  air  flow  greater  than  500  linear  fpm  is  maintained. 

2.  Outputs  are  terminated  through  a  50  n  resistor  to  V^c  _2-0  V.  Discrete  carbon  resistors  should  be  used  for  terminations-  Multiple-resistor  packs  and  metal 
film  discrete  resistors  are  inductive  and  should  be  avoided.  The  single-ended  nature  of  the  outputs  demands  strict  adherence  to  ground  and  termination 
plane  design  techniques. 

3.  If  pin  13  {PLCC  pin  16)  is  not  used,  it  should  be  left  open  or  terminated  to  Vtt  (=  VCC  _2-0  v)- [t  should  not  be  terminated  to  VEE. 
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Logic  Diagram 


vera  « 
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Note  Numbers  m  parentheses  refer  to  the  PLCC  pin  number. 
PLCC  pins  1,  8,  15,  and  22  are  not  connected. 
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Definitions  of  Switching  Parameters 


'PD:  Signal  propagation  delay  from  an  input  or  an  I/O  pin 

through  the  array  to  a  combinatorial  output  or  a 
latched  output  while  G  is  low. 


tsu:  Time  that  input  data  must  be  valid  before  G  goes 

high  in  order  to  latch  data 
tn:  Time  that  input  data  must  be  valid  after  G  goes  high 

in  order  to  latch  data 
tw:  The  minimum  gate  low  pulse  width  needed  to  latch 

new  data 

tQ:  Delay  between  lowering  G  and  data  appearing  at 

the  output. 

Note:  In  order  for  a  signal  to  appear  at  the  output  at 
a  time  tQ  after  lowering  G,  the  signal  must  be 
setup  a  time  tsu  before  G  is  lowered.  If  this 
amount  of  time  is  not  allowed,  then  the  output 
will  change  at  a  time  tpo  after  the  inputs  were 
changed.  The  tsu  needed  is  illustrated  in  the 
waveforms. 


o 

— 


'PD 


tR:  Time  taken  for  an  output  signal  voltage  to  swing 

from  20%  to  80%  of  the  full  logic  swing 

tp:  Time  taken  for  an  output  signal  voltage  to  swing 

from  80%  to  20%  of  the  full  logic  swing 
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OSCILLOSCOPE 


OSCILLOSCOPE 


Each 
to 


COAX 


PULSE 
GENERATOR 


oscilloscope  channel  input  should  have  a  50  n  termination 
ground.  Oscilloscope  bandwidth  should  be  at  least  1  GHz. 


The  pulse  generator  should  be  capable  of  providing  1 .5  ns  rise 
and  fall  times  (20%  to  80%). 

All  input  and  output  cables  should  be  equal  lengths  of  matched 
50  il  coaxial  cable.  Wire  lengths  between  input  (or  I/O)  pins  and 
TP|n  or  between  output  pins  and  TPout  should  be  less  than  1/4  in. 
long.  Stubs  should  be  avoided  if  possible;  unavoidable  stubs 
should  be  less  than  2  in.  long. 


0.47  MF 


Used  inputs  that  are  not  switching  should  be  forced  to  V||_  or 
VlH- 

Outputs  that  are  switching  but  not  sensed  should  be  terminated 
through  50fl  to  ground. 

Unused  inputs  and  outputs  may  be  left  open.  If  unused  pins  are 
to  be  terminated,  pin  14  (PLCC  pin  17)  should  be  terminated  to 
Vtt  t"  VCC  -2-0  V)  and  not  to  Vee- 

Note  that  all  voltages  are  shifted  by  +2.0  V  with  respect  to  normal 
ECL  operating  conditions  in  order  to  take  advantage  of  the  input 
terminations  of  the  oscilloscope. 

Timing  thresholds  in  this  configuration  are  taken  to  be  +0.7  V. 


Input  and  Output  Equivalent 
Schematics 


VCC3 


VCC3      VCC1, 2 


VEE  VEE 
FEEDBACK  INPUT 


INPUT 


OUTPUT 
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Data  Sheets 


TTL/CMOS  PAL  Devices 
TTL/CMOS  AmPAL  Devices 
PROSE/PLS  Sequencers 
FPC/PEG  Sequencers 

 ECL  PAL  Devices 

 HAL/ZHAL  Devices 

Military  PAL  Devices 
Logic  Cell  Array 


Electrical  Definitions 
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HAL/ZHAL  Devices 


ProPAL,  HAL  and  ZHALdevices  are  programmable  logic  devices 
that  are  programmed,  marked  and  functionally  tested  by  Mono- 
lithic Memories.  Our  functional  testing  offers  the  user  board- 
ready  product  at  quality  levels  as  stringent  as  50  Parts  Per  Million 
(PPM),  providing  significant  benefits  in  both  quality  and  manufac- 
turing cost  savings.  The  ProPAL,  HAL  and  ZHALdevice  program 
provides  system  manufacturers  a  risk-free  migration  path  from 
system  prototype  to  full  production  with  extremely  high-quality, 
board-ready  devices. 

ProPAL  Devices 

ProPAL  (Programmed  PAL)  devices  are  simply  PALdevices  that 
Monolithic  Memories  programs  and  tests  for  you.  You  receive  a 
fully  functional  device  without  having  to  do  any  programming  and 
testing,  and  still  have  the  flexibility  to  handle  design  changes 
easily. 

HAL  Devices 

HAL  (Hard  Array  Logic)  devices  are  to  PAL  devices  as  ROMs  are 
to  PROMs.  Instead  of  fuses  in  the  logic  array,  your  pattern  is 
implemented  using  metal  links  that  are  masked  in  during  wafer 
fabrication. 

ZHAL  Devices 

ZHAL  devices  are  Zero-Standby-Power  CMOS  HAL  devices. 
These  devices  can  implement  any  pattern  from  our  standard  and 
combinatorial  20-pin  and  24-pin  PAL  device  families  with  the 
greatly  reduced  power  consumption  only  CMOS  can  offer. 

All  ZHAL  devices  are  fully  HC/HCT  compatible,  making  them 
easy  to  use  in  TTL  and  CMOS  environments. 

For  a  complete  discussion  of  the  benefits  of  ProPAL,  HAL,  and 
ZHAL  devices,  see  page  3-104. 


Device  Availability 

The  HAL  device  option  is  available  for  most  products,  including 
the  following: 

ZHAL16RP8A  Series  (CMOS  ZHAL20A  Series) 

HAL16R8D  Series 
HAL16R8B  Series 
HAL16R8B-2  Series 
HAL16R8A  Series 
HAL16R8B-4  Series 
HAL16R8A-2  Series 
HAL16R8A-4  Series 

ZHAL16R8A  Series  (CMOS  ZHAL20A  Series) 
HAL10H8A  Series 

ZHAL1 0H8A  Series  (CMOS  ZHAL20A  Series) 
HAL32VX10/A 
ZHAL20RS10A  Series) 


M.24A  Series) 
HAL20X10A  Series 

ZHAL20X10A  Series  (CMOS  ZHAL24A  Series) 

HAL20R8B  Series 
HAL20R8A  Series 
HAL20R8A-2  Series 

ZHAL20R8A  Series  (CMOS  ZHAL24A  Series) 
HAL12L10A  Series 

ZHAL12L10A  Series  (CMOS  ZHAL24A  Series) 
HAL32R16 

All  HAL  device  specifications  are  equivalent  to  the  corresponding 
PAL  device  specifications.  Two  exceptions  are  the  HAL10H8A 
and  HAL12L10A  combinatorial  series  at  25  ns,  which  have  no 
equivalent  PAL  device  option.  The  CMOS  ZHALdevice  specif i- 
cations  tollow. 

To  convert  a  PAL  device  design  to  a  ProPAL,  HAL,  or  ZHAL 
device,  contact  your  local  sales  office. 
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ZHAL™  20A  Series 


Features/  Benefits 

•  Zero  standby  power 

•  25-ns  maximum  propagation  delay 

•  HC  and  HCT  compatible 

•  Space  saving  PLCC  available 

Low  power  alternative  for  Small  and  Medium  20-pin  PAL* 
devices,  including  16L8/16P.8/  I6R6/16R4 


Ordering  Information 


Description 

The  Zero  Power  Hard  Array  Logic  (ZHAL)  devices  are  ideal  in 
low-power  applications  that  require  high-speed  operation. 
These  attributes  are  achieved  through  the  use  of  Monolithic 
Memories'  advanced  high-speed  CMOS  process.  Now  system 
designers  have  the  option  of  using  a  ZHAL  device  that  matches 
fast  PAL  device  speeds,  but  with  the  added  advantage  of  zero 
standby  power  These  features  are  ideal  for  power-critical  areas 
such  as  portable  digital  equipment  or  lap-top  computers. 

This  family  of  ZHAL  devices  utilizes  a  unique  architecture  that  is 
designed  for  a  high  degree  of  flexibility  in  implementing  most 
patterns  of  the  I  isted  20-pin  PAL/HAL®  devices.  Prototyping  can 
bedoneusing  standard  PAL  devices  before  converting  to  ZHAL 
rcuits  for  production.  ZHAL  devices  are  fabricated  by  Mono- 
li  hie  Memories  with  custom  metallization  masks  defined  by  a 
user-supplied  HAL  Design  Specification. 


PART  NUMBER 

PACKAGE 

ADQAV 
AnnAT 

OUTPUTS 

tUMb 

DCS* 

ZHAL10H8A 

10 

8 



-711  a  I   -i  Oi_tC  A 

12 

6 

— 

ZHAL14H4A 

14 

4 

— 

ZHAL16H2A 

16 

2 

— 

ZHAL16C1 A 

N,  NL 

16 

2 

— 

ZHAL10L8A 

10 

8 

ZHAL12L6A 

12 

Q 

ZHAL14L4A 

14 

4 

ZHAL16L2A 

16 

2 

ZHAL16L8A 

16 

8 

ZHAL16R8A 

N,  NL 

16 

8 

ZHAL16R6A 

16 

2 

6 

ZHAL16R4A 

16 

4 

4 

ZHAL16P8A 

16 

8 

ZHAL16RP8A 

N,  NL 

16 

8 

ZHAL16RP6A 

16 

2 

6 

ZHAL16RP4A 

16 

4 

4 

ZHAL16L8A  I  N  STD  H01234 


ZERO 


HARD  ARRAY 
LOGIC 

NUMBER  OF  

ARRAY  INPUTS 

OUTPUT  TYPE  — 
L  =  Active  Low 
H  =  Active  High 
P 

.  Polarity 

C  = 
R  = 

RP  =  Registered 

Programmable 


PROCESSING 
STD  =  Standard 


-  PACKAGE 


N 
NL 


Plastic  DIP 
Chip  Carrier 


-  TEMPERATURE  RANGE 

C     =  0°C  to  +75°C 
I  =-40°Cto+85°C 


High 


-  NUMBER  OF 
OUTPUTS 


PAL*.  HAL*,  and  PALASM*  are  registered  trademarks  of  Monolithic  Memories. 
ZHAL"  and  ProPAL*"  are  trademarks  ot  Monolithic  Memories. 
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ZHAL20A  Series 
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mm 
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ZHAL20A  Series 
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ZHAL20A  Series 




Operating  Conditions 


SYMBOL 

PARAMETER 

INDUSTRIAL 
MIN    TYP  MAX 

COMMERCIAL 
MIN    TYP  MAX 

1  1 W  IT 

uni  i 

vCc 

Supply  voltage 

4.5 

5 

5.5 

4.75 

5 

5.25 

V 

«w 

Width  of  clock 

15 

10 

15 

10 

ns 

«8U 

Setup  time  from 

input  or  feedback  to  clock 

16R4A,  16R6A. 16R8A, 
16RP4A,  16RP6A,  16RP8A 

20 

13 

20 

13 

ns 

lh 

Hold  time 

0 

-10 

0 

-10 

ns 

ta 

Operating  free-air  temperature 

-40 

25 

85 

0 

25 

75 

"C 

Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN    TYP  MAX 

UNIT 

V 

Low-level  input  voltage 

0  0.8 

V 

V|H1 

High-level  input  voltage 

2  VCC 

V 

•iL 

Low-level  input  current 

Vcc  =  MAX                 V,    =  GND 

-1 

mA 

l|H 

High-level 
input  current 

Pin82 

VCC=MAX                 V,  =VCC 

1  10 

All  other  pins 

1 

MA 

Vol 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  =  8  mA 

0.1  0.4 

V 

VCC  =  5  V 

lOL  =  1  /<A 

0.05 

V0H 

High-level  output  voltage 

Vcc=  MIN 

lOH  =  -6  mA 

3.763  4.1 

V 

VCC=5V 

lOH  =  -1  tiA 

4.95 

'ozl3 

Off-state  output  current 

Vcc  =  MAX 

VQ  =  GND 

0  -10 

/iA 

'OZH3 

v0  =vcc 

0  10 

'cc 

Standby  supply  current4 

lQ  =  0  mA,  V|  =  GND  or  Vcc 

0  100 

mA 

Operating  supply  current 

f  =  1  MHz.  IQ  =  0  mA,  V,  =  GND  or  Vcc 

2  5s 

mA 

Switching  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 
(See  Test  Load) 

INDUSTRIAL 
MIN    TYP  MAX 

COMMERCIAL 
MIN   TYP  MAX 

UNIT 

(PD 

Input  or  feedback  to  output 
10H8A,  12H6A,  14H4A,  16H2A, 
16C1A,  10L8A,  12L6A,  14L4A 
16L2A,  16L8A,  16R6A,  16R4A, 
16P8A,  16RP6A,  16RP8A 

RL  - 1  Kn 

CL  =  50  pF 

15  25 

15  25 

ns 

*CLK 

Clock  to  output  or  feedback 
16R4A,  16R6A.  16R8A, 
16RP4A.  16RP6A,  16RP8A 

10  15 

10  15 

ns 

'PZX 

Input  to 
output  enable 

16L8A,  16R4A, 
16R6A.  16P8A, 
16RP4A,  16RP6A 

'12  25 

12  25 

ns 

'PXZ6 

Input  to 
output  disable 

14  25 

14  25 

ns 

'PXZ6 
lPZX 

Pin  11 

to  output 

disable/enable 

16R4A,  16R6A, 
16R8A,  16RP4A, 
16RP6A,  16RP8A 

12  15 

12  15 

ns 

'max 

Maximum 
frequency 

28.5  40 

28.5  40 

MHz 

Notes:   Apply  to  electrical  and  switching  characteristics. 

1 .  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise.  Do  not  attempt  to  test 
these  values  without  suitable  equipment. 

2.  Pin  8  {PRELOAD  pin).  Applies  to  all  devices  whether  registered  or  non-registered.      3.    JEDEC  standard  no.  7  for  high-speed  CMOS  devices. 
4.    Disable  output  pins  =  Vcc  or  GND.       5.    Add  3  mA  per  additional  1 .0  MHz  of  operation  over  1  MHz.       6.    CL  =  5  pF. 
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DC  input  voltage,  V|   

DC  output  voltage,  Vo   

DC  output  source/sink  current  per  output  pin,  lo 

DC  Vqc  °r  ground  current.  Ice  °r  IGND  

Input  diode  current,  1 1 k: 

V|<0   

V|>VCC   

Output  diode  current,  Iok: 

Vo<0   

Vo>Vcc   

Storage  temperature   


-0.5  V  to  Vqc  +0.5  V 
-0.5  V  to  Vqc  +0.5  V 

  »35mA 

  -t  100  mA 


-20  mA 
+20  mA 


  -20  mA 

  +20  mA 

-65°Cto  150°C 


Switching  Test  Load 


Enable/Disable  Delay 


TEST  POINT 


FROM  OUTPUT  _ 
UNDER  TEST 

CL 

(SEE  NOTE  1) 


RL 


vcc 

 (SE 

1 


(SEE  NOTE  2) 


WAVEFORM  2 
(See  Note  3) 


1.  CL  includes  probe  and  jig  capacitance. 

2.  When  measuring  tpLz  and  lpzi_.  S1  is  tied  to  V^c 
When  measuring  tpnzand  'PZH-  S1  is  ,ied  to  ground 

tpzx  is  measured  with  C\_  =  50  pF.  tpXz  is  measured  with  C|_  =  5  pF. 
When  measuring  propagation  delay  times  of  3-state  outputs,  S1  is 
open,  i.e.,  not  connected  to  Vrjc  or  ground 
3-  Waveform  1  is  for  an  output  with  internal  conditions  such  that  the 
output  is  Low  except  when  disabled  by  the  output  control. 
Waveform  2  is  for  an  output  with  internal  conditions  such  that  the 
output  is  High  except  when  disabled  by  the  output  control 


Schematic  of  Inputs  and  Outputs 


Output  Register  PRELOAD 


The  PRELOAD  function  allows  the  register  to  be  loaded  from 
data  placed  on  the  output  pins.  This  feature  aids  functional 
testing  of  state  sequencer  designs  by  allowing  direct  setting  of 
output  states  for  improved  test  coverage.  The  procedure  for 
PRELOAD  is  as  follows: 


Raise  Vcc  t0  4  5  V- 

Disable  output  registers  by  setting  pin  11  to  V|H- 
Set  pin  1  to  0  V. 

Apply  V||_/V|H  to  all  registered  output  pins. 
Pulse  pin  8  to  Vp  (12  V),  then  back  to  0  V. 
Remove  V||_/V|h  from  all  registered  output  pins. 
Lower  pin  11  to  V||_  to  enable  the  output  registers. 
Verify  for  Vol/Voh  at  a"  registered  output  pins. 

Note:  Only  applies  to  parts  with  output  registers. 
Typical  tsUp  =50ns 
twp  =  100  ns 
tnp  =  50  ns 
l|H  =30/iA(Pin8) 
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ZHAL20A  Evaluation  #3 


Features  /  Benefits 

•  Demonstrates  all  features  of  ZHAL20A  product 

•  4-blt  up/down  counter  with  reset 

•  3-bit  shifter 

•  25-ns  maximum  propagation  delay 

•  Zero  standby  power 


Logic  Symbol 


The  ZHAL20A  Evaluation  Pattern  is  provided  as  an  example  of 
the  features  and  characteristics  of  the  ZHAL20A  Series  products. 

This  design  consists  of  two  functionally  independent  patterns:  a 
4-bit  up/down  counter  and  a  3-bit  shifter.  The  4-bit  counter  can 
count  up  or  count  down  and  has  reset  capability.  These  features 
are  controlled  by  two  control  signals:  UP  and  CNTRSET  (Count 
Reset)  When  UP  is  high,  the  counter  counts  up.  When  UP  is  low, 
the  counter  counts  down.  CNTRSET  overrides  the  count 
function  and  resets  the  counterto  all  ones,  synchronous  with  the 
clock. 

The  3-bit  shifter  shifts  data  bits  by  0, 1  or  2  positions.  The  three 
bits  of  the  shifter  are  enabled  when  EN  (enable)  is  high,  and  are 
disabled  (high-Z)  when  EN  is  low. 

The  PALASM®2  software  file  and  simulation  results  are  shown 
on  the  next  page.  Below  are  the  function  tables  that  s 
the  functions  of  the  counter  and  the  shifter. 


ZHAL16R4A 


Counter  Function  Table 


Shifter  Function  Table 


OE 

UP 

CNTRSET 

CLK 

Q3-Q0 

OPERATION 

EN 

11 

10 

Y2 

Y1 

Y0 

OPERATION 



H 

'  

X 

X 

Z 

High-Z 

L 

X 

X 

Z 

Z 

Z 

High-Z 

L 

H 

L 

t 

Q  plus  1 

Increment 

H 

L 

L 

D2 

dT 

DO 

No  operation 

L 

L 

L 

t 

Q  minus  1 

Decrement 

H 

L 

H 

DO 

D2 

5T 

Shift  by  one 

L 

X 

H 

1 

High 

Reset 

H 

H 

L 

dT 

DO 

D2 

Shift  by  two 

H  =  HIGH  voltage  level 

L  =  LOW  voltage  level 

X  =  Don't  care 

2  =  High  impedance  (off)  state 

t  =  LOW-to-HIGH  clock  transition 
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ZHAL20A  Evaluation  #3 


ALASM  Design  Specification 


JOHN  DOE 

MONOLITHIC  MEMORIES,  INC 
9/23/85 

HIP  ZZZ  PAL16RP4  CLK  10  II  DO  Dl  D2  EN  UP  CNTRSET  i 
/OE  Y2  NC  Ql  Q2  Q3  QO  Yl  YO  VCC 


YO  -  /Il*/I0*/D0 
+  /II*  I0*/D1 
+  Il*/I0*/D2 

YO.TRST  -  EN 

Yl  -  /I1*/I0*/D1 
+  /Il#  I0»/D2 
+  II*/I0*/DO 

Yl.TRST  -  EN 

Y2  -  /I1VI0*/D2 
+  /II*  I0*/D0 
♦  I1*/I0*/D1 

Y2.TRST  -  EN 


I-/Q1*  QO*  UP 
+  Ql*  QO*/UP 
+  Q1*/Q0*  UP 
+/Q1*/Q0*/UP 
+  CNTRSET 

CNTRSET 
+/Q2*/Q1*/Q0*/UP 
+  Q2*/Q1*  UP 
+  Q2*  Q1VQ0 
+/Q2*  Ql*  QO*  UP 

♦  0.2*  QO*/UP 

:-  CNTRSET 
+  Q3*  QO*/UP 
*/Q3*/Q2VQl*/Q0*/UP 
+/Q3*  Q2*  Ql*  QO*  UP 
+  Q3*  Q2*/Q1 

♦  Q3*  /Ql*  UP 
+  Q3*/Q2*  Ql 

+  Q3*  Q1VQ0 


Simulation  File 


SIMULATION 

TRACE_ON  CLK  10  II  DO  Dl  D2  EN  UP  CNTRSET  /OE  Y2  Ql  Q2  Q3  QO  Yl  YO 
SETF  /CLK  /OE  /EN 

SETF  OE  EN  /II  /IO  /D2  /Dl  /DO  Y2  Yl  YO  CNTRSET 
CLOCKF  CLK 

CHECK  Q3  Q2  Ql  QO 

SETF  /II  /IO  /D2  /Dl  /DO  Y2  Yl  YO  /CNTRSET  UP 
CLOCKF  CLK 


CHECK  /Q3  /Q2  /Ql  /QO 


CHECK  /Q3  /Q2  /Ql  QO 


SETF  II  /IO  /D2  Dl  /DO  /Y2  Yl  YO 
CLOCKF  CLK 


CHECK  /Q3  /Q2  Ql  /QO 


SETF  OE  /CNTRSET  UP 
CLOCKF  CLK 


CHECK  /Q3  /Q2  Ql  QO 


SETF  OE  /CNTRSET  UP 
CLOCKF  CLK 


/Q3  Q2  /Ql  /QO 


SETF  OE  /CNTRSET  UP 
CLOCKF  CLK 


CHECK  /Q3  Q2  /Ql  QO 


CHECK  /Q3  Q2  Ql  /QO 


SETF  OE  /CNTRSET  UP 
CLOCKF  CLK 


CHECK  /Q3  Q2  Ql  QO 


SETF  OE  /CNTRSET  UP 
CLOCKF  CLK 


CHECK  Q3  /Q2  /Ql  /QO 


CHECK  Q3  /Q2  /Ql  QO 


Simulation  Results 


P ALASM  SIMULATION  HISTORY  LISTING 


g  g  eg  eg 
<  LLLLHLLHLL 
XXLLLLLLLH 
XXLLLLLLLL 
XXLLLLLLLH 
XXLLLLLLLL 
XXLLLLLLLH 
LLHHHHHHHH 
XXXXXXHHHH 
rRSET  XXHHHHLLLL 

HHLLLLLLLL 
XZHHHHHHHL 
2ZXXXHHHLL 
ZZXXXHHHLL 
ZZXXXKHKLL 
ZZXXXHHHLL 
XZHHHHHHHL 


eg  cgcgcg 
HLLHLHLHLH 
HHLLLLLLLL 
LLHHHHHHHH 
HHLLLLLLLL 
LLHHHHHHHH 
HHLLLLLLLL 
HHHHHHHHHH 
HHHHHHHHHH 
LLLLLLLLLL 
LLLLLLLLLL 
LLLLLLLLLL 
LLLLLLLLLL 
LLLLHHHHLL 
LLLLLLLLHH 
LLLLLLLLLL 
LHHHLLHHLL 


cgcgcgcgcg  cgcgcgcgc 
LHLHLHLHLH  LHLHLHLHL 
LLLLLLLLLL  LLLLLLLLL 


LLLLLLLLLL 
HHHHHHHHHH 
LLLLLLLLLL 
HHHHHHHHHH 
HHHHHHHHHH 


LLLLLLLLLL 
LLLLLLLLLL 
LLLLLLLLLL 
LLHHHHLLLL 
HHHHKHLLLL 
LLLLLLHHHH 
HHLLKHLLHH 


LLLLLLLLL 
HHHHHHHHH 
LLLLLLLLL 
HHHHHHHHH 
HHHHHHHHH 
LLLLLLLLL 
LLLLLLLLL 
LLLLLLLLL 
LLLLLLLLL 
HHHHLLLLH 
LLLLHHHHH 


CHECK  Q3  /Q2  Ql  /QO 


SETF  OE  /CNTRSET  UP 
CLOCKF  CLK 


CHECK  Q3  /Q2  Ql  QO 


SETF  OE  /CNTRSET  UP 
CLOCKF  CLK 


CHECK  Q3  Q2  /Ql  /QO 


SETF  OE  /CNTRSET  UP 
CLOCKF  CLK 


CHECK  Q3  Q2  /Ql  QO 


SETF  OE  /CNTRSET  UP 
CLOCKF  CLK 


CHECK  Q3  Q2  Ql  /QO 
TRACE  OFF 
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Zero  Power 

CMOS  Hard  Array  Logic 
ZHAL  24 A  Series 


Features/  Benefits 

•  Zero  standby  power 

•  Low  power  operation 

•  High-speed  CMOS  technology 

•  HC  and  HCT  compatible 

•  24-pln  SKINNYDIP®  and  28-pin  PLCC  packages  save  space 

•  Low  power  alternative  tor  most  24-pln  PAL®  devices, 
including  20L8/  20R8/  20R6/  20R4 

Description 

This  family  of  Zero  Power  Hard  Array  Logic  (ZHAL)  devices 
utilizes  a  unique  architecture  that  is  designed  for  a  high  degree 
of  flexibility  in  implementing  most  patterns  of  the  listed  24-pin 
PAL/HAL*  devices.  Prototyping  should  be  done  using  standard 
PAL  devices  before  converting  to  ZHAL  circuits  for  production. 
ZHAL  devices  are  fabricated  by  Monolithic  Memories  with 
custom  metallization  masks  defined  by  a  user-supplied  HAL 
Design  Specification. 

The  ZHAL  devices  are  ideal  in  low-power  applications  that 
require  high-speed  operation.  These  attributes  are  achieved 
through  the  use  of  Monolithic  Memories'  advanced  high-speed 
CMOS  process.  Now  system  designers  have  the  option  of  using 
a  ZHAL  device  that  matches  fast  PAL  device  speeds,  but  with  the 
added  feature  of  zero  standby  power.  These  features  are  needed 
in  power-critical  areas  such  as  portable  digital  equipment  or 
lap-top  computers. 


Ordering  Information 


PART  NUMBER 

PACKAGE 

ARRAY 
INPUTS 

OUTPUTS 

tUMb 

ntu 

7UAI  101  1flA 

INo,  INL 

19 
I C 

10 

7UAI  -\A\  QA 

MC  Ml 
INo,  INL 

\H 

8 

7UAI   1  CI  CA 

MC  Ml 
INo,  INL 

ID 

6 

7UI  Al  1  Q\  A  A 

MC  Ml 
INO,  INL 

4 

— 

7UIAI  om  OA 

MC  Ml 
INO,  INL 

2 

MC  Ml 
INO,  INL 

on 

2 

ZHAL20L8A 

NS,  NL 

20 

8 

ZHAL20R8A 

NS,  NL 

20 

8 

ZHAL20R6A 

NS,  NL 

20 

2 

6 

ZHAL20R4A 

20 

4 

4 

ZHAL20L1  OA 

NS,  NL 

20 

10 

ZHAL20X10A 

NS,  NL 

20 

10 

ZHAL20X8A 

NS,  NL 

20 

2 

8 

ZHAL20X4A 

NS,  NL 

20 

6 

4 

ZHAL20S10A 

NS,  NL 

20 

10 

ZHAL20RS10A 

NS,  NL 

20 

10 

ZHAL20RS8A 

NS,  NL 

20 

2 

8 

NS,  NL 

20 

6 

4 

ZHAL20L10A  C  NS  STD  H01234 

^TTTTTTl — r 


POWER 
HARD 


LOGIC 


NUMBER  OF  — 
ARRAY  INPUTS 

OUTPUT  TYPE  — 
L    =  Active  Low 
=  Complementary 
!  Registered 
:  XOR  Registered 
!  Shared  Terms 
:  Registered, 
Shared  Terms 


C 
H 
X 

s 

RS  ■ 


NUMBER  OF- 
OUTPUTS 


PATTERN 
NUMBER 

-PROCESSING 
STD  =  Standard 
XXXX  =  Other 

-PACKAGE 
NS  = 
NL  = 

Chip  Carrier 

-TEMPERATURE  RANGE 

C  =0°Cto»75°C 
I     ■ -40*Cto  •SS'C 


A  =  High 


PAL*,  HAL* ,  SKINNYDIP*  and  PALASM*  are  registered  trademarks  of  Monolithic  Memories 
ZHAL"  and  ProPAL"  are  trademarks  of  Monolithic  Memories. 
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ZHAL24A  Series  1 2L1  OA,  1 4L8A,  1 6L6A,  1 8L4A,  20L2A,  20C1 A 


Operating  Conditions 


SYMBOL 

PARAMETER 

INDUSTRIAL 
MIN     TYP  MAX 

COMMERCIAL 
MIN     TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.5         5  5.5 

4.75        5  5.25 

V 

Operating  free-air  temperature 

-40        25  85 

0           25  75 

"C 

Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITION 

MIN     TYP  MAX 

UNIT 

V|L1 

Low-level  input  voltage 

0  0.8 

V 

V|H1 

High-level  input  voltage 

2  VCC 

V 

l|L 

Low-level  input  current 

VCC  s  MAX  V|    =  GND 

-1 

xA 

>IH 

High-level  input  current 

VCC=MAXV,  =VCC 

1 

MA 

Vol 

Low-level  output  voltage 

Vcc=  MIN 

Iql  =8mA 

0.1  0.4 

V 

VCC=5V 

l0L  =  1  nA 

0.05 

VOH 

High-level  output  voltage 

Vcc=  MIN 

l0H  =  -6  mA 

3.762  4.1 

V 

VCC=5V 

Iqh  =  "1  mA 

4.95 

'OZL3 

Off-state  output  current 

VCC=MAX 

VQ  =  GND 

0  -10 

MA 

'OZH3 

v0  = vcc 

0  10 

MA 

ice 

Standby  supply  current4 

lQ  =  0  mA,  V,  =  GND  or  Vcc 

0  100 

„A 

Operating  supply  current 

f=1  MHz,  lo=0mA,V|=GNDorVcc 

2  55 

mA 

Switch 

ng  Characteristics  Over  Operating  Conditions 

SYMBOL 

PARAMETER 

TEST 
CONDITIONS 
(See  Teat  Load) 

INDUSTRIAL 
MIN     TYP  MAX 

COMMERCIAL 
MIN     TYP  MAX 

UNIT 

lPD 

Input  to  output 

rl=  1  Kn 

CL=50pF 

13  256 

13  256 

ns 

Notes:   1 .  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise. 
Do  not  attempt  to  test  these  values  without  suitable  equipment. 

2.  JEDEC  standard  no.  7  for  high-speed  CMOS  devices. 

3.  Applies  to  pins  14-23  tor  DIP  (pins  17,18.  20-27  for  PLCC). 

4.  Disable  output  pins  =  Vcc  or  GND. 

5.  Add  3  mA  per  additional  1 .0  MHz  of  operation  over  1  MHz. 

6.  For  outputs  with  more  than  12  inputs  in  a  product  term,  tPD  =  30  ns. 
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ZHAL24A  Series  20L8A,  20R8A,  20R6A,  20R4A 


'Derating  Conditions 


SYMBOL 

PARAMETER 

INDUSTRIAL 
MIN     TYP  MAX 

COMMERCIAL 
MIN     TYP  MAX 

UNIT 

vCc 

Supply  voltage 

4.5 

5 

5.5 

4.75 

5 

5.25 

V 

tw 

Width  of  clock 

20R8A, 
20R6A, 
20R4A 

15 

4 

15 

4 

ns 

tsu 

Setup  time  from 

input  or  feedback  to  clock 

201 

11 

201 

11 

ns 

«h 

Hold  time 

0 

-10 

0 

-10 

ns 

Operating  free-air  temperature 

-40 

25 

85 

0 

25 

75 

°C 

Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITION 

MIN     TYP  MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0  0.8 

V 

V|H2 

High-level  input  voltage 

2  VCC 

V 

l|L 

Low-level  input  current 

VCC  =  MAX       V,    =  GND 

-1 

MA 

'IH 

High-level 
input  current 

Pin  103 

VCC=MAX       V,  =VCC 

8  30 

mA 

All  other  pins 

1 

mA 

vol 

Low-level  output  voltage 

VCC=MIN 

Iql  =  8  mA 

0.1  0.4 

V 

VCC=5V 

l0L  "  1  MA 

0.05 

v0h 

High-level  output  voltage 

VCC=MIN 

lOH  =  "6  mA 

3.76-t  4.1 

V 

VCC=5V 

lOH=  -1  ,iA 

4.95 

Iozl5 

Off-state  output  current 

Vcc  =  MAX 

VQ  = GND 

0  -10 

MA 

'OZH5 

v0  =vcc 

0  10 

mA 

ice 

Standby  supply  current6 

lD  =  0  mA,  V,  =  GND  or  Vcc 

0  100 

„A 

Operating  supply  current 

f  =  1  MHz,  l0  =  0  mA,  V,  =  GND  or  Vcc 

2  57 

mA 

Switching  Characteristics  Over  Operating  Conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 
(See  Test  Load) 

INDUSTRIAL 
MIN     TYP  MAX 

COMMERCIAL 
MIN     TYP  MAX 

UNIT 

<PD 

Input  or  feedback  to  output 
20L8A,  20R6A, 20R4A 

13 

251 

13 

251 

ns 

'CLK 

Clock  to  output  or  feedback 
20R8A,  20R6A,  20R4A 

8 

15 

8 

15 

ns 

lPZX 

Input  to 
output  enable 

20L8A. 
20R6A, 
20R4A 

Rj_=  1  Kn 

CL  =  50  pF 

12 

25 

12 

25 

ns 

<PXZ8 

Input  to 
output  disable 

12 

25 

12 

25 

ns 

<PXZ8 

Pin  13  (DIP) 

10 

to  output 
disable/enable 

20R8A, 
20R6A, 

20 

10 

20 

ns 

Maximum 
frequency 

20R4A 

28.5  40 

28.5  40 

MHz 

1.  For  outputs  with  more  than  12  inputs  in  a  product  term,  tsu  =  25  "sand  tpo  =  30  na. 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise. 
Do  not  attempt  to  test  these  values  without  suitable  equipment. 

3.  Pin  10  DIP.  pin  13  PLCC  (PRELOAD  pin).  Applies  to  registered  devices  only.         6.  Disable  output  pins  =  Vcc  or  GND. 

4.  JEDEC  standard  no.  7  (or  high-speed  CMOS  devices.  7.  Add  3  mA  per  additional  1.0  MHz  of  operation  over  1  MHz. 
5  Applies  to  pins  14-23  for  DIP  (pins  17,  18.  20-27  for  PLCC).  8.  CL=5pF. 
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ZHAL24A  Series  20L10A,  20X1  OA,  20X8A,  20X4A 


Operating  Conditions 


SYMBOL 

PARAMETER 

INDUSTRIAL 
MIN     TYP  MAX 

COMMERCIAL 
MIN     TYP  MAX 

UNIT 

vcc 

Supply  voltage 

4.5 

5  5.5 

4,75 

5 

5.25 

V 

«w 

Width  of  clock 

15 

5 

15 

5 

ns 

<su 

Setup  time  from 

input  or  feedback  to  clock 

20X10A, 

20X8A, 

30X4A 

251 

15 

251 

15 

ns 

<h 

Hold  time 

0 

-10 

0 

-10 

ns 

Operating  free-air  temperature 

-40 

25  85 

0 

25 

75 

°C 

Electrical  Characteristics  over  operating  conditions 

SYMBOL 

PARAMETER 

TE 

MIN 

TYP 

MAX 

UNIT 

V|L2 

Low-level  input  voltage 

0 

0.8 

V 

V|H2 

High-level  input  voltage 

2 

vCc 

V 

'IL 

Low-level  input  current 

VCC  =  MAX 

V| 

o  GND 

-1 

mA 

l|H 

High-level 

Pin  103 

VCC=MAX 

V| 

=  vcc 

8 

30 

mA 

input  current 

All  other  pins 

1 

mA 

vol 

Low-level  output  voltage 

vcc=min 

'OL 

=  8  mA 

0.1 

0.4 

V 

VCC=5V 

'OL 

=  1  nA 

0.05 

v0h 

High-level  output  voltage 

Vcc=  MIN 

'oh 

=  -6  mA 

3.764 

4.1 

V 

VCC=5V 

'oh 

=  -1  MA 

4.95 

'OZL5 

Off-state  output  current 

VCc  =  MAX 

v0 

=  GND 

0 

-10 

„A 

'OZH5 

v0 

=  VCC 

0 

10 

mA 

'cc 

Standby  supply  current6 

l0  =  0  mA,  V,  = 

GND  or  Vcc 

0 

100 

MA 

Operating  supply  current 

f  =  1  MHz,  l0  =  0  mA,  V,  =  GND  or  VCC 

2 

57 

mA 

Switching  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 
(See  Test  Load) 

INDUSTRIAL 
MIN     TYP  MAX 

COMMERCIAL 
MIN     TYP  MAX 

UNIT 

lPD 

Input  or  feedback  to  output 
20L10A, 20X8A, 20X4A 

13 

251 

13 

251 

ns 

<CLK 

Clock  to  output  or  feedback 
20X1 OA, 20X8A  20X4A 

10 

15 

10 

15 

ns 

<PZX 

Input  to 
output  enable 

20L10A, 

20X8A, 

20X4A 

RL-  1  «n 
CL=50pF 

12 

25 

12 

25 

ns 

<PXZ8 

Input  to 
output  disable 

12 

25 

12 

25 

ns 

<PXZ8 

Pin  13  (DIP) 

<PZX 

to  output 
disable/enable 

20X1  OA, 
20X8A, 

15 

20 

15 

20 

ns 

fMAX 

Maximum 
frequency 

20X4A 

22.2  32 

22.2  32 

MHz 

Notes:    1,  For  outputs  with  more  than  12  inputs  in  a  product  term,  tgjj  =  30  ns  and  tpp=  30  ns, 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise. 
Do  not  attempt  to  test  these  values  without  suitable  equipment. 

3.  Pin  10  DIP.  pin  13  PLCC  (PRELOAD  pin).  Applies  to  registered  devices  only.        6.  Disable  output  pins  =  VCc  or  GND. 

4.  JEDEC  standard  no.  7  (or  high-speed  CMOS  devices.  7.  Add  3  mA  per  additional  1 .0  MHz  of  operation  over  1  MHz 

5.  Applies  to  pins  14-23  for  DIP  (pins  17,  18,  20-27  for  PLCC).  8.  Ct_  =  5  pF. 
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1                      ^lAnniticn*                      |    M|N      TYP  ""mAX 

UUMMEHUIAL 

MIN      TYP  MAX 

UNIT 

(- 

vCc 

Supply  voltage 

4.5           5  5.5 

4.75         5  5.25 

V 

Width  of  clock 

20RS10A, 

20RS8A. 

20RS4A 

15  4 

15  4 

ns 

tsu 

Setup  time  for 
input  to  clock 

201  11 

201         1 1 

ns 

«h 

Hold  time 

0  -10 

0  -10 

ns 

Operating  free-air  temperature 

-40        25  85 

0           25  75 

°C 

Electrical  Characteristics  over  operating  conditions 


CYMRftl 
O T  MDUL 

PARAMETER 

TEST  CONDITION 

MIN       TYP  MAX 

mlPI           1  lr  (V1M.A 

UNIT 

V|L2 

Low-level  input  voltage 

0  0.8 

V 

V|H2 

High-level  input  voltage 

2  vcc 

V 

•|L 

Low-level  input  current 

Vcc  =  MAX       V,     =  GND 

-1 

MA 

Nh 

High-level 
input  current 

Pin  103 

VCC  =  MAX       V,  =VCC 

8  30 

ma 

All  other  pins 

1 

mA 

vol 

Low-level  output  voltage 

Vcc  =  MIN 

Iql  =8mA 

0.1  0.4 

V 

VCC  =  5  V 

l0L  =  1  UA 

0.05 

v0h 

High-level  output  voltage 

Vcc=  MIN 

lOH  =  -6  mA 

3.764  4.1 

V 

VCC=5V 

•oh  =  -1 

4.95 

'OZL5 

Off-state  output  current 

VCC  =  MAX 

VQ  =  GND 

0  -10 

<"A 

'OZH5 

v0  =vcc 

0  10 

MA 

'cc 

Standby  supply  current6 

l0  =  0  mA,  V|  =  GND  or  Vcq 

0  100 

MA 

Operating  supply  current 

f  =  1  MHz,  lQ  =  0  mA,  V,  =  GND  or  Vcc 

2  57 

mA 

Switching  Characteristics  Over  operating 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 
(See  Test  Load) 

INDUSTRIAL 
MIN     TYP  MAX 

COMMERCIAL 
MIN     TYP  MAX 

UNIT 

'PD 

Input  or  feedback  to  output 
20S10A,  20RS8A,  20RS4A 

R|_  =  1  Kfl 
CL=50pF 

13  251 

13  251 

ns 

'CLK 

Clock  to  output  or  feedback 
20RS10A,  20RS8A,  20RS4A 

8  15 

8  15 

ns 

'PZX 

Input  to 
output  enable 

20S10A, 
20RS8A, 
20RS4A 

12  25 

12  25 

ns 

tpxz8 

Input  to 
output  disable 

12  25 

12  25 

ns 

*PX 

z8 

Pin  13  (DIP) 
to  output 
disable/enable 

20RS10A, 

20RS8A. 

20RS4A 

10  20 

10  20 

ns 

»Mi 

Maximum 
frequency 

28.5  40 

28.5  40 

MHz 

Notes 

1.  For  outputs  with  more  than  12  inputs  in  a  product  term,  tgij  =  25  nsand  tprj=  30  ns. 

2.  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise 
Do  not  attempt  to  test  these  values  without  suitable  equipment. 

3.  Pin  10  DIP.  pin  13  PLCC  (PRELOAD  pin).  Applies  to  registered  devices  only         6  Disable  output  pins  =  Vcc  or  GN0 

4.  JEDEC  standard  no.  7  for  high-speed  CMOS  devices.                                   7.  Add  3  mA  per  additional  1.0  MHz  of  operation  over  1  MHz 

5.  Applies  to  pins  14-23  for  DIP  (pins  17.  18.  20-27  for  PLCC)                                8  CL  =  5  pF 

5-410 


£1  Monolithic^El 
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Absolute  Maximum  Ratings 

Supply  voltage,  Vcc   -0.5  V  to  7  V 

DC  input  voltage,  V(    -0.5  V  to  V^c  +0-5  V 

DC  output  voltage,  V0    -0.5  V  to  Vcc +0.5  V 

DC  output  source/sink  current  per  output  pin,  Iq    ±35  mA 

DC  Vqq  or  ground  current,  \qq  or  Iqnd   ±100  mA 

Input  diode  current,  l|«: 

V|<0    -20  mA 

V!>VCC    +20  mA 

Output  diode  current,  Iqk: 

Vo<0    -20  mA 

vO>vCC    +2°  mA 

Storage  temperature    -65°C  to  +150°C 


Switching  Test  Load 


Delay 


FROM  OUTPUT 
UNDER  TEST 


TEST  POINT 

RL  S1 


:  NOTE  1) 


(SEE  NOTE  2) 


1 


Schematic  off  Inputs  and  Outputs 


CONTROL  i 
enabling*) 

^1.5  V                          1.5  Vp 

'PZL— 

r-LSV 

♦'PLZ* 

*•  'PZH  — •> 

/  0.5  V 

-*-'PHZ-»- 

♦ 

WAVEFORM  2 

(See  Note  3)  J 

V,H 
•V)L 
V0H 


-vol 


-Vqh 


'OL 


Output  Register  PRELOAD 

The  PRELOAD  function  allows  the  register  to  be  loaded  from 
data  placed  on  the  output  pins.  This  feature  aids  functional 
testing  of  state  sequencer  designs  by  allowing  direct  setting  of 
output  states  for  improved  test  coverage.  The  procedure  for 
PRELOAD  using  DIP  pin  numbers,  is  as  follows: 

1.  Raise  Vcc  to  4.5  V. 

2.  Disable  output  registers  by  setting  pin  13  to  V|h. 
Set  pin  1  to  0  V. 

3.  Apply  V||_/ViH  to  all  registered  outputs. 

4.  Pulse  pin  10  to  Vp  (12  V),  then  back  to  0  V. 

5.  Remove  V\\_N\\\  from  all  registered  outputs. 

6.  Lower  pin  13  to  V|L  to  enable  the  output  registers. 

7.  verify  for  Vql/Voh  at  al1  registered  outputs. 

t  Note:  Only  applies  to  parts  with  output  registers. 
Typical  tsup  =  50  ns 
twp  =  100  ns 
thp  =50ns 
l|H  =  30*. A  (Pin  10) 


Notes:   1.   CL  includes  probe  and  jig  capacitance 

2.  When  measuring  tpi_z  and  tpzi_.  S1  is  tied  to  Vcc 
When  measuring  tpnz  and  tp^H-  S1  is  ,ied  to  ground 

lPZX  is  measured  with  C[_  =  50  pF  tpxz  is  measured  with  C\_  =  5  pF 
When  measuring  propagation  delay  times  of  three-state  outputs, 
S1  is  open,  i.e.,  not  connected  to  Vcc  or  ground. 

3.  Waveform  1  is  for  an  output  with  internal  conditions  such  that 
the  output  is  LOW  except  when  disabled  by  the  output  control. 
Waveform  2  is  for  an  output  with  internal  conditions  such  that 
the  output  is  HIGH  except  when  disabled  by  the  output  control. 


Zero  Power 

CMOS  Hard  Array  Logic 
HAL  24 A  Series 


HAL24A  Evaluation  #4 


Features/  Benefits 

•  Demonstration  pattern  for  ZHAL24A  Series  (ZHAL20X8A) 

•  8-bit  counter 
Three-state  output 
Expandable  in  8-bit  increments 
Equivalent  to  74ACT461 


Description 

The  ZHAL24A  Evaluation  #4  pattern  is  provided  as  an  example 
of  the  features  and  characteristics  of  the  ZHAL24A  Series 
products.  The  design  consists  of  an  8-bit  synchronous  counter 
with  parallel  load,  clear,  and  hold  capability.  Two  function  select 
inputs  (10,  11)  provide  one  of  four  operations  which  occur 
synchronously  on  the  rising  edge  of  the  clock  (CK). 

The  LOAD  operation  loads  the  inputs  (D7-D0)  into  the  output 
register  (Q7-Q0).  The  CLEAR  operation  resets  the  output 
register  to  all  LOWs.  The  HOLD  operation  holds  the  previous 
value  regardless  of  clock  transitions.  The  INCREMENT  opera- 
tion adds  one  to  the  output  register  when  the  carry-in  input  is 
TRUE  (CI  =  LOW),  otherwise  the  operation  is  a  HOLD.  The 
carry-out  (CO)  is  TRUE  (CO  =  LOW)  when  the  output  register 
(Q7-Q0)  is  all  HIGHs,  otherwise  FALSE  (CO  =  HIGH). 

The  data  outputpins  are  enabled  when  OE  is  LOW,  and  disabled 
(Hl-Z)  when  OE  is  HIGH. 

Two  or  more  8-bit  counters  may  be  cascaded  to  provide  larger 
counters.  The  operation  codes  were  chosen  such  that  when  1 1  is 
HIGH,  10  may  be  used  to  select  between  LOAD  and  INCREMENT 
as  n  a  program  counter  (JUMP/INCREMENT). 


Logic  Symbol 


ZHAL20X8A 


ck[7 


DATA 
IN 


GND^2 


DO  [7 

to   v  CI 

DO     CK  WQ0 

01  f7 

D1  01 

02  [7 

D2  02 

03  [T 
D4[T 

8 

D3     bit  03 

CNTR 
04  04 

Ds[J_ 

D5  05 

D6^ 

D6  06 

07  [To 

D7  07 

11  OE  CO 

frflvcc 

23j  CI  CARRY  IN 
22]  QO 
2lJ  Q1 
20]  02 
7j]  03 
75]  04 
TJj  05 
7j]  Q6 
TJ]  Q7 
TJ]  CO  CARRY  OUT 

TJJof 


DATA 
OUT 


Function  Table 


OE 

CK 

n 

10 

CI 

D7-D0 

Q7-Q0 

OPERATION 

H 

Z 

Hl-Z* 

L 

I 

L 

L 

X 

X 

L 

CLEAR 

L 

1 

L 

H 

X 

X 

O 

HOLD 

L 

1 

H 

L 

X 

D 

D 

LOAD 

L 

t 

H 

H 

H 

X 

Q 

HOLD 

L 

t 

H 

H 

L 

X 

Q  plus  1 

INCREMENT 

•When  OE  is  HIGH,  the  three-state  outputs  are  disabled  to  the  high-impedance 
states,  however,  sequential  operation  of  the  counter  is  not  affected. 

H  «  HIGH  voltage  level 
L  =  LOW  voltage  level 
X  =  Don't  care 

Z  =  High  impedance  (off)  state 
1  =  LOW-to-HIGH  clock  transition 


ZHAL"  is  a  trademark  of  Monolithic  Memories 
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Author  Birkner/Kazmi/Blasco 
Company    Monolithic  Memories,  Inc. 
Date  1986 

CHIP  ZHAL24A_Evaluation_4  PAL20X8 

CK  10  DO  Dl  D2  D3  D4  D5  D6  D7  II  GND 
/OE  /CO  Q7  Q6  Q5  Q4  Q3  Q2  Ql  Q0  /CI  VCC 

EQUATIONS 


/Q0   :=  /I1*/I0 

+  I0*/Q0 
:+:  I1*/I0*/D0 
+       II*  10*  CI 

/Ql  :=  /I1*/I0 

+  I0*/Q1 
:+:  I1*/I0*/D1 
+       II*  10*  CI*Q0 


/Q2   :  = 
+ 

:  +  : 
+ 


/Q5 


/I1*/I0 

I0*/Q2 
Il*/I0*/D2 
II*  10*  CI*Q0*Q1 


/Q3   :=  /I1*/I0 

+  I0*/Q3 
:+:  Il*/I0*/D3 
+       II*  10*  CI*Q0*Q1*Q2 

/Q4   :=  /I1*/I0 

+  I0*/Q4 
:+:  Il*/I0*/D4 
+       II*  10*  CI*Q0*Q1*Q2*Q3 


+ 

:  +  : 
+ 


/Q6  :  = 
+ 

:  +  : 
+ 


/I1*/I0 

I0*/Q5 
Il*/I0*/D5 

II*  10*  CI*Q0*Q1*Q2*Q3*Q4 

/I1*/I0 

I0*/Q6 
Il*/I0*/D6 

II*  10*  CI*Q0*Q1*Q2*Q3*Q4*Q5 


/Q7   :=  /I1*/I0 

+  I0*/Q7 

:+:  Il*/I0*/D7 

+  II*  10*  CI*Q0*Q1*Q2*Q3*Q4*Q5*Q6 


; CLEAR  LSB 
; COUNT/HOLD 
; LOAD  DO  (LSB) 
; COUNT 

; CLEAR 
; COUNT/HOLD 
; LOAD  Dl 
; COUNT 

; CLEAR 
; COUNT/HOLD 
;LOAD  D2 
; COUNT 

; CLEAR 
; COUNT/HOLD 
; LOAD  D3 
; COUNT 

; CLEAR 
; COUNT/HOLD 
;LOAD  D4 
; COUNT 

; CLEAR 
; COUNT/HOLD 
; LOAD  D5 
; COUNT 

; CLEAR 
; COUNT/HOLD 
;LOAD  D6 
; COUNT 

; CLEAR  MSB 
; COUNT/HOLD 
; LOAD  D7  (MSB) 
; COUNT 


IF   (VCC)     CO  =  CI*Q0*Q1*Q2*Q3*Q4*Q5*Q6*Q7       ; CARRY  OUT 
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Data  Sheets 


TTL/CMOS  PAL  Devices 
TTL/CMOS  AmPAL  Devices 
PROSE/PLS  Sequencers 
FPC/PEG  Sequencers 
ECL  PAL  Devices 

 HAL/ZHAL  Devices 

Military  PAL  Devices 
Logic  Cell  Array 
Electrical  Definitions 
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£1  Monolithic  FJJ  Momorles  £1 


Military  PAL  Devices 


Monolithic  Memories'  Military  Programmable  Array  Logic  (PAL) 
devices  provide  state  machine  and  combinatorial  logic  solutions 
processed  to  military  criteria.  We  otferthe  largest  number  of  JAN 
38510  and  Standard  Military  Drawing  PAL  products  in  the 
industry. 

It  has  been  stated  that  some  level  of  radiation  tolerance  will  be 
required  in  up  to  50%  of  all  military  applications  by  1990.  The 
Military  Products  Division  has  started  a  Radiation  Hardness 
Program.  All  of  MMI's  Bipolar  processes  passed  neutron  fluence 
testing  up  to  1x1013  neutrons  per  square  centimeter.  The  junction 
isolated  Bipolar  processes  also  recovered  in  50  to  70  microsec- 
onds from  a  1  microsecond  pulse  of  2x1 0'°RADs  (Si)  per  second. 

Applications  for  our  configurable  PAL  architectures  include 
counters,  shift  registers,  accumulators,  control  sequence  gen- 


erators, decoders,  multiplexers,  adders,  memory  mapped  I/O 
and  much  more.  These  designs  go  into  radar  systems,  missile 
guidance,  avionics,  airport  graphic  terminals,  parallel  proces- 
sors, military  computer  hardware,  and  product  obsolescence 
solutions,  just  to  name  a  few. 


Military  PAL  devices  go  where  you  need: 
High  Speed 


A  Series 

30  nsec 


B  Series 

20  nsec 


D  Series 

15  nsec 


Power  Savings 


Half  Power 

90  mA 


Quarter  Power 

50  mA 


PAL20L8 
PAL20R8 
PAL20R6 
PAL20R4 

PAL20L10 
PAL20X10 
PAL20X8 
PAL20X4 

PAL16L8 
PAL16R8 
PAL16R6 
PAL16R4 

20  Inputs 
8  Outputs 
8  PT/CWput 

20  Inputs 
10  Outputs 
4  PT/Output 
XOR 
Preload 
Three-State 
Security  Fuse 
Power-up  Reset 

16  Inputs 
6  Outputs 
8  Pfoduct  Terms 
per  Output 
Three-State 
Security  Fuse 

functional  rrv 


503101 


PAL32VX10 

PAL20S10 
PAL20RS10 
PAL20RSS 
PAL20RS4 

32  Inputs 
10  Outputs 
8-16  PT/Output 
Async.  Reset/Sync. 

Preset 
Sync.  Reset/Async. 

Preset 
Dual  Feedback 
Registered  Inputs 
Register  Bypass 
J-K,  S-R.  DOrT 

Flip  Flops 
XOR 
Polarity 
Preload 
Three-state 
Security  Fuse 
Power-up  Reset 

PAL20RA10 

20  Inputs 
10  Outputs 
4  PT/Output 
Async.  Clock 
Async.  Set/Reset 
Register  Bypass 
Polarity 
Preload 
Three -St  ate 
Security  Fuse 
Power- up  Reset 

20  Inputs 
10  Outputs 
1-16  PT/Ouput 
PT  Sharing 
Polarity 
Preload 
Three-State 
Security  Fuse 
Power-up  Reset 
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Military  PAL/PLD  Device  Menu 


STANDBY 

PRODUCT 

SPEED 

1 

■cc 

DATA  SHEET 

DEVICE  NAME 

INPUTS 

OUTPUTS 

TERMS/OUTPUT 

ft    in  n<*\ 
(ipD  in  n&; 

PAGE  NO. 

PAL8L14A 

8 

14 

1 

30 

100 

5-451 

PAL10H8 

10 

8 

2 

45 

90 

5-426 

PAL12H6 

12 

6 

2,4 

45 

90 

5-426 

PAL14H4 

14 

4 

4 

45 

90 

5-426 

PAL16H2 

16 

2 

8 

45 

90 

5-426 

PAL10L8 

10 

8 

2 

45 

90 

5-426 

PAL12L6 

12 

6 

2,4 

45 

90 

5-426 

PAL14L4 

14 

4 

4 

45 

90 

5-426 

PAL16L2 

16 

2 

8 

45 

90 

5-426 

PAL16C1 

16 

2 

16 

45 

90 

5-426 

PAL16L8D 

16* 

8 

7 

15 

180 

5-428 

PAL16L8B 

20 

180 

5-428 

PAI  1  fil  QP  0 

*}n 

Qn 

PAL16L8A 

30 

180 

5-428 

PAL16L8B-4 

50 

55 

5-432 

PAL16L8A-2 

50 

90 

5-430 

PAL16L8A-4 

75 

50 

5-432 

AmPAL18P8B 

18* 

8 

8 

20 

180 

5-202 

A  m  DA  1  1 ODQA I 

AfTlrALl  oroAL 

30 

90 

5-202 

AmPAL18P8A 

30 

180 

5-202 

AmPAL18P8Q 

40 

55 

5-202 

AmPAL18P8L 

40 

90 

5-202 

PAL12L10 

12 

10 

2 

45 

100 

5-450 

PAL14L8 

14 

g 

2  4 

45 

1 00 

5-450 

PAL16L6 

16 

6 

2^4 

45 

100 

5-450 

PAL18L4 

18 

4 

4,6 

45 

100 

5-450 

PAL20L2 

20 

2 

8 

45 

100 

5-450 

PAL20C1 

20 

2 

16 

45 

100 

5-450 

PAL20L8B 

20* 

8 

7 

20 

210 

5-452 

PAL20L8A 

30 

210 

5-452 

PAL20L8A-2 

50 

105 

5-454 

PAL20L1  OA 

20* 

10 

3 

35 

165 

5-456 

PAL20S10 

20* 

10 

0-1 6f 

40 

240 

5-458 

*  Includes  feedback 

t  Product  term  steering 

Table  1.  Simple  Combinatorial  PAL  Devices 
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Military  PAL/PLD  Device  Menu 


STANDBY 

PRODUCT 

SPEED 

DATA  SHEET 

L/LVIwC  MM  I  VIC. 

INPUTS 

OUTPUTS 

fi  ip-fi  op<5 

rur [ Luro 

TFRM^/OUTPUT 

(1       in  MhM 

PAfiF  NO 

PAL16R8D 

16* 

8 

8 

8 

37 

180 

5-428 

PAL1 6R8B 

28.5 

180 

5-428 

PAL16R8B-2 

20 

90 

5-430 

PAL16R8A 

20 

180 

5-428 

PAL16R8B-4 

13.3 

55 

5-432 

PAL16R8A-2 

13.3 

90 

5-430 

DAI  1CDDA  A 

rAL16K8A-4 

7.4 

50 

5-432 

PAL16R6D 

16* 

8 

6 

8 

37 

180 

5-428 

PAL16R6B 

28.5 

180 

5-428 

PAL16R6B-2 

20 

90 

5-430 

PAL16R6A 

20 

180 

5-428 

PAL16R6B-4 

13.3 

55 

5-432 

PAL16R6A-2 

13.3 

90 

5-430 

PAL16R6A-4 

7.4 

50 

5-432 

PAL16R4D 

16* 

8 

4 

8 

37 

180 

5-428 

PAL16R4B 

28.5 

180 

5-428 

PAL16R4B-2 

20 

90 

5-430 

PAL16R4A 

20 

180 

5-428 

PAL16R4B-4 

13.3 

55 

5-432 

PAL16R4A-2 

13.3 

90 

5-430 

PAL16R4A-4 

7.4 

50 

5-432 

PAL1 6X4 

16* 

8 

4 

8t 

12 

225 

5-434 

PAL20R8B 

20' 

8 

8 

8 

28.5 

210 

5-452 

PAL20R8A 

20 

210 

5-452 

PAL20R8A-2 

13.3 

105 

5-454 

PAL20R6B 

20* 

8  ' 

6 

8 

28.5 

210 

5-452 

PAL20R6A 

20 

210 

5-452 

PAL20R6A-2 

13.3 

105 

5-454 

PAL20R4B 

20* 

8 

4 

8 

28.5 

210 

5-452 

PAL20R4A 

A 

210 

PAL20R4A-2 

105 

PAL20RS10 

20* 

10 

10 

0-1 6ft 

16.7 

240 

5-458 

PAL20RS8 

20* 

10 

8 

0-1 6ft 

16.7 

240 

5-458 

PAL20RS4 

20* 

10 

4 

0-1 6ft 

16.7 

240 

5-458 

AmPAL22V10A 

22* 

10 

0-1 0§ 

8-1 6§§ 

22 

180 

5-260 

16.5 

180 

5-260 

*  Includes  feedback  f  Has  an  exclusive-OR  gate 

§  Flip-flops  can  be  bypassed         -ft  Product  term  steering 
§§  Has  varied  product  term  distribution 

Table  2.  Simple  Registered  PAL  Devices 


Z\  Monolithic  IfiHH  Memories  £1 
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Military  PAL/PLD  Device  Menu 


DEVICE  NAME 

INPUTS 

OUTPUTS 

FLIP-FLOPS 

FLIP-FLOP 
TYPES 

PRODUCT 
TERMS/OUTPUT 

SPEED 

('«« 
In  MHz) 

STAND 
BY 

(mA) 

DATASHEET 
PAGE  NO. 

PAL20X10A 

PAL20X8A 

PAL20X4A 

20" 
20* 
20* 

10 
10 
10 

10 
8 
4 

D,T,JK,SR 
D,T,JK,SR 
D,T,JK,SR 

2/2f 
2/2f 
2/2f 

15.4 
15.4 
15.4 

180 
180 
180 

5-456 
5-456 
5-456 

AmPAL23S8-27 
AmPAL23S8-30 

23* 

8 

14§ 

D,B0 

6-1 2§§ 

25 
22.5 

215 
215 

5-169 
5-169 

PAL32VX10A 
PAL32VX10 

32* 

10 

10§ 

D,T,JK,SR, 
BO 

1/8-1 6f 

20 
18 

180  5-462 
180  5-462 

*  Includes  feedback  §§  Has  varied  product  term  distribution 

t  Has  an  exclusive-OR  gate  0  B=f lip-flops  are  or  can  be  buried 

§  Some  flip-flops  can  be  bypassed 

Table  3.  State  Machine  PAL  Devices 


DEVICE  NAME 

INPUTS 

OUTPUTS 

PRODUCT 
TERMS/OUTPUT 

SPEED 
(t„  In  ns) 

STANDBY 
lcc(mA) 

DATA  SHEET 
PAGE  NO. 

PAL20RA10 

20' 

10 

4 

35" 

200 

5-460 

*  Includes  feedback 
**  With  polarity  fuse  intact 

Table  4.  Asynchronous  PAL  Device 


SPEED 

STANDBY 

DATA  SHEET 

DEVICE  NAME 

I/O  PINS 

CLBs 

(INTERNAL  TOGGLE 

■cc  (mA) 

PAGE  NO. 

fM„  In  MHz) 

M2064-50 

58 

64 

50 

5 

5-518 

M2064-33 

33 

5 

5-518 

M2064-20 

20 

5 

5-518 

M2018-50 

100 

50 

5 

5-518 

M2018-33 

74 

33 

5 

5-518 

M2018-20 

20 

5 

5-518 

Table  5.  LCA  Devices 
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Military  20-Pin  PAL  Devices 


Features 


Applications 


•  Register  and  combinatorial  outputs 

•  Variety  of  speed/power  options 

•  Registers  with  feedback 

•  Programmable  three-state  outputs 

•  Security  fuse  prevents  duplication  of  logic 

•  Through-hole  or  surface  mount  device  packaging 

•  Neutron  fluence  (permanent  damage):  1x10"  N/cm2 

•  Dose  rate  (transient  upset)  junction  isolated  Bipolar 
processes:  2x1 010  RADs  (Si)  per  sec  recovered  in  50  to 
70  lis  from  a  1  us  pulse 

Benefits 

•  Instant  prototyping/zero  NRE  charge 

•  Low-cost  programmable  replacement  for  TTL  logic 

•  Reduces  inventory  by  reducing  chip  count 

•  Programmable  on  standard  PROM/PAL  device  program- 
mers 

•  Several  software  programs  available  to  assist  in  c 
Ing  bit  pattern  design 


High  speed  graphic  controllers 
High  speed  computers 
High  frequency  state  machines 
High  frequency  counters 

Microprocessor  clock  generation  and  interface  logic 

20-Pin  PAL  Device  Speed  vs  Power 

too 


0  50  100  150 

SUPPLY  CURRENT.  lcc-mA 


10348A 
JANUARY  1988 
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Military  20-Pin  PAL  Devices 


Military  20-Pin  PAL  Device  Pinouts 


10H8/-2 


CERDIP  CERPACK 


CERDIP  CERPACK 


CERDIP  CERPACK 


10H8/-2 

2     1     20  19 


INPUT 

AND 

ACTIVE 

OR 

HIGH 

LOGIC 

OUTPUT 

ARRAY 

CELLS 

9     10    11    12  13 
LEADLESS  CHIP  CARRIER 


14H4/-2 

3     2     1     20  19 


INPUT 
AND 
OR 

LOGIC 
ARRAY 


17 

ACTIVE 
HIGH      H  16 
OUTPUT 
CELLS     H  15 

14 


9     10    11    12  13 
LEADLESS  CHIP  CARRIER 


16C1/-2 

2     1     20  19 


INPITT 
AND 


LOGIC 
ARRAY 


COMPLE- 
MENTARY 
OUTPUT  |_ 
CELLS 


15 
-I  14 


9    10   11    12  13 
LEADLESS  CHIP  CARRIER 


CERDIP  CERPACK 


GND  [To 


CERDIP  CERPACK 


CERDIP  CERPACK 


12H6/-2 

2     1     20  11 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


ACTIVE 
HIGH 

OUTPUT 
CELLS 


9     10    11    12  13 
LEADLESS  CHIP  CARRIER 


1 6H2/-2 


INPUT 
AND 


LOGIC 
ARRAY 


ACTIVE 
HIGH 

OUTPUT 
CELLS 


15 
H  14 


9    10   11    12  13 
LEADLESS  CHIP  CARRIER 


10L8/-2 

3     2     1     20  19 


INPUT 
AND 


LOGIC 
ARRAY 


ACTIVE 
LOW 
OUTPUT 
CELLS 


-\  18 
17 
16 
15 

~l  14 


9     10    11     12  13 
LEADLESS  CHIP  CARRIER 


Military  20-Pin  PAL  Devices 


Military  20-Pin  PAL  Device  Pinouts 


12L6/-2 


12L6/-2 

3     2     1     20  19 


4 

18 

5 

INPUT 

ACTIVE 

17 

AND 

6 

OR 
LOGIC 

LOW 
OUTPUT 

16 

7 

ARRAY 

CELLS 

15 

a 

14 

9     10    11    12  13 
LEADLESS  CHIP  CARHIER 


14L4/-2 

3     2     1     20  19 


INPUT 
AND 
OR 
LOGIC 
ARRAY 

ACTIVE 
LOW 
OUTPUT 
CELLS 

18 
-I  17 

-  16 

-  15 


9     10    11     12  13 
LEADLESS  CHIP  CARRIER 


CEROIPCERPACK 


CERDIP  CERPACK 


16L2/-2 


16L2/-2 


INPUT 
AND 
OR 

LOGIC 
ARRAY 


-  18 

-  17 


ACTIVE 
LOW 
OUTPUT 
CELLS 


9     10    11    12  13 
LEADLESS  CHIP  CARRIER 


CERDIP  CERPACK 


16L8D/B/B-2/B-4 
A/A-2/A-4 


1 6L8D/B/B-2/B-4 
A/A-2/A-4 


4 

°vo 

18 

5 

INPUT 

17 

AND 

OUTPUT  _ 

10 

6 

OR 
LOGIC 

CELLS  "° 

7 

ARRAY 

TO 

15 

HO 

14 

8 

O  VO 

9     10    11     12  13 
LEADLESS  CHIP  CARRIER 


CERDIP  CERPACK 


16R8D/B  B-2  B-4 
A/A-2/A-4 


2o]  VCC 


16R8D/B/B-2/B-4 
A/A-2/A-4 


o 

4 

v  REG 

CLK  REG 

o 

5 

INPUT 

REG 

AND 

OUTPUT 

0 

6 

OR 

CELLS  nE0 

LOGIC 

0 

7 

ARRAY 

REG 

REG 

n 

8 

Of  REG  RE  1 

EH 


-  17 
-  16 


9     10    11     12  13 
LEADLESS  CHIP  CARRIER 


16R6D/B/B-2/B-4 
A/A-2/A-4 


16/R6D/B/B-2/B-4 
A/A-2/A-4 


v  I/O 
CLK  REG 

INPUT 

REG 

AND 
OR 
LOGIC 

OUTPUT 
CELLS  »E° 

ARRAY 

REG 
REG 

os   n  RES 

9     10    11    12  13 
LEADLESS  CHIP  CARRIER 


CERDIP  CERPACK 


CERDIP  CERPACK 


Monolithic 


m 


Memories  I 
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Military  20-Pin  PAL  Devices 


Military  20-Pin  PAL  Device  Pinouts 


16R4D/B/B-2/B-4 
A/A-2/A-4 


2o]  VCC 


16R4D/B/B-2/B-4 
A/A-2/A-4 




CLK 

to 

I/O 

INPUT 

REG 

AND 
OR 

LOGIC 

OUTPUT 
CELLS 

REG 

ARRAY 

REG 

OE  VO 

REG 

t'O 

9    10   11    12  13 
LEADLESS  CHIP  CARRIER 


16X4 


16X4 


«  r 

5 


INPUT 
AND 

V 

CLK 

to 

K 

REG 

OR 
XOR 
LOGIC 
ARRAY 

OUTPUT 
CELLS 

REG 
REG 

OE     i  0 

REG 

I'O 

18 

"1  17 
16 
15 
u 


9     10    11    12  13 
LEADLESS  CHIP  CARRIER 


CERDIP  CERPACK 


CEROIPCERPACK 


503  127 
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Military  20-Pin  PAL  Devices 


Military  20-Pin  PAL  Devices 

Absolute  Maximum  Ratings 

Operating 

Supply  voltage,  VCC  -0.5  V  to  7  V 

Input  voltage  range  -1 .5  V  to  5.5  V 

Off-state  output  voltage  5.5  V 

Storage  temperature  -65°C  to  +150°C 

Maximum  junction  temperature  (T,)  175°C 

Lead  temperature  (soldering,  10  sec  max)  :  300°C 

Maximum  current  density  5x10-*  A/cms  per  Mil-M-38510  <5x10-»  A/cm2 

Maximum  8^  -  28°C/W  for  cerdips  per  Mil-M-3851 0   <  28°C/W 

Maximum  8^  -  22°C/W  for  flatpacks  per  Mil-M-3851 0  <  22°C/W 

Maximum  8^.  -  20°C/W  for  leadless  chip  carrier  per  Mil-M-3851 0  <  20°C/W 


Military  20-Pin  PAL  Devices 


Military  Standard  20-Pin  PAL  Series 

PAL10H8,  12H6,  14H4,  16H2,  16C1,  10L8,  12L6,  14L4,  16L2 

Can  be  purchased  to  standard  military  drawings  81035,  latest  revision  in  effect. 

Military  20-Pin  Half-Power  PAL  Series 

PAL10H8-2,  12H6-2,  14H4-2,  16H2-2,  16C1-2,  10L8-2,  12L6-2, 
14L4-2,  16L2-2 


Operating  Conditions 


SYMBOL 

PARAMETER 

MIN 

MAX 

UNIT 

Vcc 

Supply  voltage 

4.5 

5.5 

V 

TA 

Operating  free-air  temperature 

-55 

°c 

Tc 

Operating  case  temperature 

125 

°c 

V 

Low-level  input  voltage 

<0.8 

V 

v,„* 

High-level  input  voltage 

>2.0 

V 

Note:  Virgin  array  verify  of  unprogrammed  PAL  device  is  performed  at  25°C  only. 

*  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester 
noise. 

E 

ectrical  Characteristics  over  operating  conditions 

SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN 

MAX 

UNIT 

Input  clamp  voltage 

Vcc  =  MIN 

l,  =  -18mA 

-1.5 

V 

Low-level  input  current 

Vcc  =  MAX 

V,-0.4  V 

-0.25 

mA 

l,„ 

High-level  input  current 

VCC  =  MAX 

V,  =  2.4  V 

25 

uA 

Maximum  input  current 

Vcc  =  MAX 

V,=  5.5  V 

1 

mA 

Low-level  output  voltage 

=  MIN 

10H8,  12H6, 14H4,  16H2.16C1, 
10L8,  12L6,  14L4,  16L2 

0.5 

V 

l0L  =  4  mA 
lOH  =  -2  mA 

10H8-2,  12H6-2,  14H4-2,  16H2-2, 
16C1-2,  10L8-2,  12L6-2,  14L4-2,  16L2-2 

High-level  output  voltage 

VCC  =  MIN 

10H8,  12H6,  14H4,  16H2.16C1, 
10L8,  12L6,  14L4,  16L2 

2.4 

V 

L,  =  _1  mA 

C  =  -2  mA 

10H8-2,  12H6-2,  14H4-2,  16H2-2, 
16C1-2,  10L8-2,  12L6-2,  14L4-2,  16L2-2 

los* 

Output  short-circuit 
current 

Vo  =  0.5V 

-30 

-130 

mA 

Ice 

Supply  current 

Vcc  =  MAX 

10H8,  12H6,  14H4,  16H2, 
16C1,  10L8,  12L6,  14L4,  16L2 

90 

mA 

10H8-2,  12H6-2,  14H4-2,  16H2-2, 
16C1-2,  10L8-2,  12L6-2,  14L4-2,  16L2-2 

45 

*  Not  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


Military  20-Pin  PAL  Devices 


Military  Standard  20-Pin  PAL  Series 

PAL10H8,  12H6,  14H4,  16H2,  16C1,  10L8,  12L6,  14L4,  16L2 

Military  20-Pin  Half-Power  PAL  Series 

PAL10H8-2,  12H6-2,  14H4-2,  16H2-2,  16C1-2,  10L8-2,  12L6-2, 
14L4-2,  16L2-2 


Switching  Characteristics  Over  Operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN 

MAX 

UNIT 

Input  or 
feedback 
to  output 

10H8,  12H6,  14H4,  16H2,  16C1,  10L8,  12L6,  14L4, 16L2 

R,  =  560  SI 

R]-1.1  KO 

45 

ns 

10H8-2,  12H6-2,  14H4-2,  16H2-2,  16C1-2,  10L8-2,  12L6-2, 
14L4-2.16L2-2 

R,  =  1.12KQ 
R2  =  2.2  K£i 

80 

ns 

Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1,  2,  3,  7,  8,  9,  10,  and  11. 


Military  20-Pin  PAL  Devices 


Military  Ultra  High  Speed  20-Pin  PAL  Series 

PAL16L8D,  16R8D,  16R6D,  16R4D 

Can  be  purchased  to  standard  military  drawing  5962-85155,  latest  revision  in  effect. 

Military  Very  High  Speed  20-Pin  PAL  Series 

PAL16L8B,  16R8B,  16R6B,  16R4B 

Can  be  purchased  to  standard  military  drawing  5962-85155,  latest  revision  in  effect. 

Military  High  Speed  20-Pin  PAL  Series 

PAL16L8A,  16R8A,  16R6A,  16R4A 

Can  be  purchased  to  standard  military  drawing  81036,  latest  revision  in  effect. 


Operating  Conditions 


SYMBOL 

PARAMETER 

20  D 

20  B 

20  A 

UNIT 

MIN 

MAX 

Vcc 

Supply  voltage 

4.5 

5.5 

4.5 

5.5 

4.5 

5.5 

V 

T« 

Operating  free-air  temperature 

-55 

-55 

-55 

°C 

Tc 

Operating  case  temperature 

125 

125 

125 

°c 

V 

Width  of  clock  (except  16L8) 

Low 

12 

12 

20 

ns 

High 

8 

12 

20 

V 

Set  up  time  from  input  or 
feedback  to  clock  (except  16L8) 

15 

20 

30 

ns 

V 

Hold  time 

0 

0 

0 

ns 

V 

Low-level  input  voltage 

<0.8 

<0.8 

<0.8 

V 

High-level  input  voltage 

>2.0 

22.0 

>2.0 

V 

Note:  Virgin  array  verify  of  unprogrammed  PAL  device  is  performed  at  25°C  only. 

'These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise. 
'These  are  device  set-up  conditions,  which  are  measured  during  initial  qualification,  and  are  not  directly  tested. 


Electrical  Characteristics   Over  Operating  Conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN  MAX 

UNIT 

vc 

Input  clamp  voltage 

VCC=MIN                I,  =  -18  mA 

-1.5 

V 

V 

Low-level  input  current 

V^.  =  MAX               V,  =  0.4  V 

-0.25 

mA 



High-level  input  current 

=  MAX               V,  =  2.4  V 

25 

uA 

I, 

Maximum  input  current               V   =  MAX              V!  =  5.5  V 

1 

mA 

5. 

Low-level  output  voltage 

VCC=MIN  lOL=12mA 

0.5 

V 

High-level  output  voltage 

Vco  -  MIN                 l0„  =  -2mA 

2.4 

V 

u* 

Off-state  output  current 

VCC  =  MAX 

VD  =  0.4  V 

-100 

uA 

'OZH 

VQ=2.4V 

100 

uA 

los" 

Output  short-circuit  current 

V^-SV                 Vo  =  0.5V 

-30  -130 

mA 

'cc 

Supply  current 

VCC  =  MAX 

180 

mA 

*  I/O  pin  leakage  is  worst  case  of  i IX  or  IOZX;  i.e.,  ML  and  IOZH. 

"  Not  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


5-428 


Military  20-Pin  PAL  Devices 


Military  Ultra  High  Speed  20-Pin  PAL  Series 

PAL16L8D,  16R8D,  16R6D,  16R4D 

Military  Very  High  Speed  20-Pin  PAL  Series 

PAL16L8B,  16R8B,  16R6B,  16R4B 

Military  High  Speed  20-Pin  PAL  Series 

PAL16L8A,  16R8A,  16R6A,  16R4A 


ling  Characteristics  Over  Operating  Conditions 


SYMBC 

L 

PARAMETER 

TEST 
CONDITIONS 

20  D 

20  B 

20  A 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

t» 

Input  or  feedback 

to  output  (except  16R8) 

R,  m  390  n 
R2  =  750  n 

15 

20 

30 

ns 

*CLK 

Clock  to  output  or  feedback 
(except  1 6L8) 

12 

15 

20 

ns 

Wx 

Pin  11  to  output  enable 
(except  16L8) 

12 

20 

25 

ns 

*pxz 

Pin  11  to  output  disable 
(except  16L8) 

10 

20 

25 

ns 

Wx 

Input  to  output  enable 
(except  16R8) 

17 

25 

30 

ns 

«pxz 

Input  to  output  disable 
(except  16R8) 

13 

20 

30 

ns 

/MAX" 

State  machine  maximum 
operating  frequency 
(except  16L8) 

37 

28.5 

20 

MHz 

Data  path  register 
maximum  operating 
frequency  (except  16L8) 

50 

41.6 

25 

*/MAX  is  calculated  and  measured  on  initial  qualifications  only. 
/MAX  (state  machine)  =  1/[t8U  +  t0J 

/MAX  (data  path  register)  =        + 1^]  or  1/t8U+th,  whichever  is  smaller. 


Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1,2,3,7,8,9,10  and  11. 


£1  MonolttMcfiiEl 
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Military  20-Pin  PAL  Devices 


Military  Half-Power  20B-Pin  Series 

PAL16L8B-2,  16R8B-2,  16R6B-2,  16R4B-2 

Can  be  purchased  to  standard  military  drawing  5962-85155,  latest  revision  in  effect. 

Military  Half-Power  20A-Pin  Series 

PAL16L8A-2,  16R8A-2,  16R6A-2,  16R4A-2 

Can  be  purchased  to  standard  military  drawing  81036,  latest  revision  in  effect. 


Operating  Conditions 


iYMBOL 

PARAMETER 

20  B-2 

20A-2 

UNIT 

MIN  MAX 

MIN  MAX 

Supply  voltage 

4.5  5.5 

4.5  5.5 

V 

Operating  free-air  temperature 

-55 

-55  125 

°C 

Tc 

Operating  case  temperature 

125 

°C 

V 

Width  of  clock  (except  16L8) 

Low 

20 

25 

ns 

High 

20 

25 

t  t 

Set  up  time  from  input  or 
feedback  to  clock  (except  16L8) 

30 

50 

ns 

Hold  time 

0 

0 

ns 

V 

Low-level  input  voltage 

<0.8 

<0.8 

V 

V 

High-level  input  voltage 

>2.0 

>2.0 

V 

Note:  Virgin  array  verify  of  unprogrammed  PAL  device  is  performed  at  25°C  only. 

'  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester 
noise. 

*  These  are  device  set-up  conditions,  which  are  measured  during  initial  qualification,  and  are  not  directly  tested. 


Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN  MAX 

UNIT 

Input  clamp  voltage 

VCC  =  MIN                     l,  =  -18mA 

-1.5 

V 

V 

Low-level  input  current 

V^-MAX                    V,=  0.4V 

-0.25 

mA 

',„' 

High-level  input  current 

=  MAX                      V,  =  2.4  V 

25 

uA 

1, 

Maximum  input  current 

Vcc  =  MAX                      V,  =  5.5  V 

1 

mA 

v0L 

Low-level  output  voltage 

VC0=MIN  l0L=12mA 

0.5 

V 

v0H 

High-level  output  voltage 

VCC=MIN                      lOH  =  -2mA 

2.4 

V 

loZL* 

Off-state  output  current 

Vcc  =  MAX 

V0  =  0.4  V 

-100 

HA 

I  ' 

'OZH 

Ve-2.4V 

100 

uA 

W 

Output  short-circuit  current 

VM  =  5V 
Vo  =  0.5V 

16L8B-2,  16R8B-2,  16R6B-2,  16R4B-2 

-250 

mA 

16L8A-2,  16R8A-2,  16R6A-2,  16R4A-2 

-30  -130 

Ice 

Supply  current 

VCC  =  MAX 

90 

mA 

*  I/O  pin  leakage  is  worst  case  of  IIX  or  IOZX;  i.e.,  IIL  and  IOZH. 

**  Not  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


0  £1  Monolithic  KJHH  Memories  El 


Military  Half-Power  20B-Pin  Series 

PAL16L8B-2,  16R8B-2,  16R6B-2,  16R4B-2 

Can  be  purchased  lo  standard  military  drawing  5962-85155,  latest  revision  in  effect. 

Military  Half-Power  20A-Pin  Series 

PAL16L8A-2,  16R8A-2,  16R6A-2,  16R4A-2 

Can  be  purchased  to  standard  military  drawing  81 036,  latest  revision  in  effect. 


Switching  Characteristics  Over  Operating  Conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

20  B-2 

20  A-2 

UNIT 

MIN  MAX 

MIN  MAX 

<™ 

Input  or  feedback  to  output  (except  16L8) 

R,  -  390  a 
R2  -  750  n 

30 

50 

ns 

'ou< 

Clock  to  output  or  feedback  (except  1 6L8) 

20 

25 

ns 

w 

Pin  11  to  output  enable  (except  16L8) 

25 

25 

ns 

w 

Pin  11  to  output  disable  (except  16L8) 

25 

25 

ns 

Input  to  output  enable  (except  1 6R8) 

30 

45 

ns 

w 

Input  to  output  disable  (except  1 6R8) 

30 

45 

ns 

/MAX 

State  machine  maximum  operating 
frequency  (except  16L8) 

20 

13.3 

MHz 

Data  path  register  maximum 
operating  frequency  (except  16L8) 

25 

20 

'/MAX  is  calculated  and  measured  on  initial  qualifications  only. 
/MAX  (state  machine)  =  1/[t,u  +  tcJ 

/MAX  (data  path  register)  =  1/[V  +  •wJ  or  1/t.u+th'  whichever  is  smaller. 


Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1,2,3,7,8,9,10  and  11. 


<ri  Monolithic  L««-J  Momories  £1 
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Military  20-Pin  PAL  Devices 


Military  Quarter-Power  20B-Pin  Series 

PAL16L8B-4,  16R8B-4,  16R6B-4,  16R4B-4 

Can  be  purchased  to  standard  military  drawing  5962-88515  latest  revision  in  effect. 

Military  Quarter-Power  20A-Pin  Series 

PAL16L8A-4,  16R8A-4,  16R6A-4,  16R4A-4 

Can  be  purchased  to  standard  military  drawing  85065  latest  revision  in  effect. 


Operating  Conditions 


SYMBOL 

PARAMETER 

20  B-4 

20  A-4 

UNIT 

MIN  MAX 

MIN  MAX 

Supply  voltage 

4.5  5.5 

4.5  5.5 

V 

T, 

Operating  free-air  temperature 

-55 

-55  125 

°c 

To 

Operating  case  temperature 

125 

V 

Width  of  clock  (except  16L8) 

Low 

25 

40 

ns 

High 

25 

40 

«« 

Set  up  time  from  input  or  feedback  to  clock  (except  1 6L8) 

50 

90 

ns 

V 

Hold  time 

0 

0 

ns 

V 

Low-level  input  voltage 

<0.8 

<0.8 

V 

v,„* 

High-level  input  voltage 

>2.0 

>2.0 

V 

Note:  Virgin  array  verify  of  unprogrammed  PAL  device  is  performed  at  25°C  only. 

*  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester 
noise. 

'  These  are  device  set-up  conditions,  which  are  measured  during  initial  qualification,  and  are  not  directly  tested. 

Electrical  Characteristics  over  operating  conditions 

SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN  MAX 

UNIT 

Input  clamp  voltage 

Vco  -  MIN                        I,  =  -1 8  mA 

-1.5 

V 

\: 

Low-level  input  current 

V^-MAX  V.-0.4V 

-0.25 

mA 

l,„* 

High-level  input  current 

Vcc  -  MAX                       V,  -  2.4  V 

25 

(xA 

I  'l 

Maximum  input  current 

V^-MAX                       V,=  5.5V 

1 

mA 

v0L 

Low-level  output  voltage 

V^-MIN  l0U-4mA 

0.5 

V 

High-level  output  voltage 

Vco  -  MIN                      lOH  =  -1  mA 

2.4 

V 

Off-state  output  current 

VCC  =  MAX 

V0  -  0.4  V 

-100 

uA 

'oZH 

V0=2.4V 

100 

uA 

los" 

Output  short-circuit  current 

VCC  =  5V 
Vo  =  0.5V 

16L8B-4,  16R8B-4,  16R6  B-4,  16R4B-4 

-250 

mA 

16L8A-4,  16R8A-4,  16R6A-4,  16R4A-4 

-30  -130 

1=0 

Supply  current 

V^.  =  MAX 

16L8A-4,  16R8A-4,  16R6A-4,  16R4A-4 

50 
55 

mA 

16L8B-4,  16R8B-4,  16R6B-4,  16R4B-4 

*  I/O  pin  leakage  is  worst  case  of  IIX  or  IOZX;  i.e.,  ML  and  IOZH. 
**  Not  more  than  one  output  should  be  shorted  at  a  time  and  duratio 
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Military  20-Pin  PAL  Devices 


Military  Quarter-Power  20B-Pin  Series 

PAL16L8B-4,  16R8B-4,  16R6B-4,  16R4B-4 

Military  Quarter-Power  20A-Pin  Series 

PALI6L8A-4  16R8A-4,  16R6A-4,  16R4A-4 
Switching  Characteristics  Over  Operating  conditions 


SYMBO 

PARAMETER 

TEST 
CONDITIONS 

20  B-4 

20  A-4 

UNIT 

MIN  MAX 

MIN  MAX 

Input  or  feedback  to  output  (except  16R8) 

R,  -  800  n 
R2-1.56K£1 

50 

75 

ns 

CLK 

Clock  to  output  or  feedback  (except  1 6L8) 

ns 

w 

Pin  11  to  output  enable(except  16L8) 

25 

40 

ns 

Pin  11  to  output  disable  (except  16L8) 

25 

40 

ns 

*PZX 

Input  to  output  enable  (except  16R8) 

45 

65 

ns 

lp« 

Input  to  output  disable  (except  16R8) 

45 

65 

ns 

/MAX* 

State  machine  maximum 
operating  frequency  (except  1 6L8) 

13.3 

7.4 

MHz 

Data  path  register  maximum 
operating  frequency  (except  16L8) 

20 

12.5 

*/MAX  is  calculated  and  measured  on  initial  qualifications  only. 
/MAX  (state  machine)  -  1/[tBU  +  tCLK] 

/MAX  (data  path  register)  -  1/I.t^  +  t^J  or  1/t8U+th,  whichever  is  smaller. 

Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1,2,3,7,8,9,10  and  11. 
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Military  Arithmetic  20-Pin  PAL  Series 

PAL 16X4 


Operating  Conditions 


SYMBOL 

PARAMETER 

MIN  MAX 

UNIT 

Supply  voltage 

4.5  5.5 

V 

TA 

Operating  free-air  temperature 

-55 

•c 

Tc 

Operating  case  temperature 

125 

°c 

V 

Width  of  clock 

Low 

25 

ns 

High 

25 

V 

Set  up  time  from  input  or 
feedback  to  clock 

55 

ns 

V 

Hold  time 

0 

ns 

V 

Low-level  input  voltage 

<0.8 

V 

v,„* 

High-level  input  voltage 

>2.0 

V 

Note:  Virgin  array  verify  of  unprogrammed  PAL  device  is  performed  at  25°C  only. 

*  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester 
noise. 

'  These  are  device  set-up  conditions,  which  are  measured  during  initial  qualification,  and  are  not  directly  tested. 


Electrical  Characteristics  Over  Operating  Conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN  MAX 

UNIT 

Input  clamp  voltage 

V^-MIN                     l,  =  -18mA 

-1.5 

V 

I,' 

Low-level  input  current 

V^MAX                    V,=  0.4V 

-0.25 

mA 

I' 

High-level  input  current 

=  MAX                    V,  =  2.4  V 

25 

uA 

1, 

Maximum  input  current 

V^.  =  MAX                    V,  =  5.5  V 

1 

mA 

v0L 

Low-level  output  voltage 

Vcc  =  MIN 

lOL=12mA 

0.5 

V 

v„„ 

High-level  output  voltage 

V0C  =  MIN 

l0H  =  -2  mA 

2.4 

V 

w 

Off-state  output  current 

Vcc  =  MAX 

VD  =  0.4  V 

-100 

uA 

1  • 

OZH 

VD=2.4V 

100 

u.A 

los" 

Output  short-circuit  current 

Vcc-5V  V0-0.5V 

-30  -130 

mA 

Ice 

Supply  current 

Vcc  =  MAX 

16X4 

225 

mA 

•  1/ 
**  N 

O  pin  leakage  is  worst  case  of  IIX  or  IOZX;  i.e.,  IIL  and  IOZH. 

ot  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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PAL 16X4 


Switching  Characteristics  Over  Operating  Conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN  MAX 

UNIT 

PD 

Input  or  feedback  to  output 

R,  =  200  £1 
R2  =  390  £2 

45 

ns 

CLK 

Clock  to  output  or  feedback 

25 

ns 

PZX 

Pin  11  to  output  enable 

25 

ns 

PXZ 

Pin  11  to  output  disable 

25 

ns 

PZX 

Input  to  output  enable 

45 

ns 

Vxz 

Input  to  output  disable 

45 

ns 

/MAX 

Maximum  frequency 

12.5 

MHz 

Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1,2,3,7,8,9,10  and  11. 


5 


£1  MonolHMcRM  Memories  £1 


5-435 


Military  20-Pin  PAL  Devices 


Military  20-Pin  PAL  Devices 

Switching  Waveforms 


-  DON'T  CARE  STATE 


INPUTS,  I/O, 
REGISTERED 
FEEDBACK 


CK 


OE 


REGISTERED 
OUTPUTS 


COMBINATORIAL 
OUTPUTS 


r 


1 


IPD 


'PXZ  - 


3E 


Z STATE - 


3V 
OV 
3V 
OV 
3V 
OV 


VQH-0-5V/ 


Notes:  1 .  tP0  is  tested  with  switch  S,  closed.  CL  =  50  pF  and  measured  at  1 .5  V  output  level. 

2.  tpzx  is  measured  at  the  1 .5  V  level  with  CL  =  50  pF.  S,  is  open  for  high  impedance  to  "1 "  test,  and  closed  for  high  imped- 
ance to  "o"  test. 

3.  tpx2  is  tested  with  CL  =  5  pF.  S,  is  open  for  "1"  to  high  impedance  test,  measured  V0M  -0.5  V 
output  level.  S,  is  closed  for  "0"  to  high  impedance  test  measured  to  VOL  +0.5  V  output  level. 

4.  Equivalent  test  loads  may  be  used  on  automatic  test  equipment. 


Test  Load 


OUTPUT  < 


-®  TEST  POINT 


Cl 


503  194 
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Military  20-Pin  PAL  Devices 

Life  Test/Burn-In  Circuits 

Complies  with  Mil-Std-883,  Method  1005/1015,  Condition  D. 


Circuit  Configurations 


Waveforms 


_f 


A2 


A3  to  Ax  Fol  ow  in  order 


PAL10H8/H8-2 
PAL10L8/L8-2 


Ao  - 

1 

20 

Ai  - 

2 

19 

A2  - 

3 

18 

A3  - 

4 

17 

A4  - 

5 

16 

As  - 

6 

15 

As  - 

7 

14 

A7  - 

8 

13 

As  - 

9 

12 

10 

11 

-1"  100  KHz       1.  All  Bum-In  will  be  accomplished  at  125°  C  +5/-0°C 
,.0„  2.  V^  =  5.25  Volts  ±  0.25  V 

3.  All  clocks  (AO  to  Ax)  are  square  wave  signals,  50±15% 
.  "1-  Duty  Cycle,  with: 

a.  "0"  =  -0.5  V  to  +0.7  V 
-0-50  KHz  b  "1"  = +2.4  V  to  Vcc 

c.  Rise  Time  (+0.7  V  to  +2.4  V)  <  1  usee 

d.  Fall  Time  (+2.4  V  to  +0.7  V)  <  1  usee 
-0-  25  KHz        4.  Resistor  Value 

330  n  or  470  n  ±5% 
5.    All  Board  Components  to  be  compatible  with  150°C 
603  1  34  Ambient  (Min). 


PAL12H6/H6-2 
PAL12L6 


PAL14H4/H4-2 
PAL14L4/L4-2 


VCC 


Ao  - 

1 

20 

A1  — 

2 

19 

A2  - 

3 

18 

A3  - 

4 

17 

A4  - 

5 

16 

As  - 

6 

15 

As  - 

7 

14 

A7  - 

8 

13 

As  - 

9 

12 

10 

11 

— 

>vcc 
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lilitary  20-Pin  PAL  Devices 

Life  Test/Burn-In  Circuits 

Complies  with  Mil-Std-883,  Method  1005/1015,  Condition  D. 


Circuit  Configurations 


PAL16H2/H2-2 
PAL16L2/L2-2 
PAL16C1/C1-2 


PAL16L8A/B/D 
PAL16L8A-2/B-2 
PAL16L8A-4/B-4 


Ao  - 

1 

20 

Ao  - 

1 

20 

A,  - 

2 

19 

-A,5 

A,  - 

2 

19 

A2  - 

3 

18 

-A„ 

A2  - 

3 

18 

A3  - 

4 

17 

-A13 

A3  - 

4 

17 

A4  - 
As  - 

5 
6 

16 
15 

--V^j-o  VCC 

A4  - 
As  - 

5 
6 

16 
15 

A,  - 

7 

14 

-A,2 

As  - 

7 

14 

A7  - 

8 

13 

-A„ 

A7  - 

8 

13 

As  - 

9 

12 

—  A,o 

A8  - 

9 

12 

10 

11 

-A, 

10 

11 

PAL  I  6R8A/B/D 
PAL16R8A-2/B-2 
PAL16R8A-4/B-4 


-A, 


(CLK)  A0  - 

1 

20 

A,  - 

2 

19 

A2  - 

3 

18 

A3  - 

4 

17 

A4  - 

5 

16 

As  - 

6 

15 

Ae  - 

7 

14 

A7  - 

8 

13 

As  - 

9 

12 

10 

11 

-A9 


PAL  1 6R6A/B/D 
PAL16R6A-2/B-2 
PAL16R6A-4/B-4 


(CLK)  A0  - 

1 

20 

A,  - 

2 

19 

A2  - 

3 

18 

As  — 

4 

17 

A4  - 

5 

16 

As  - 

6 

15 

As  - 

7 

14 

A7  - 

8 

13 

As  - 

9 

12 

10 

11 

PALI  6R4A/B/D 
PAL16R4A-2/B-2 
PAL16R4A-4/B-4 


(CLK)  A0 
A, 
A2 
Aa 
A4 
As  ■ 
As  - 
A7 

As  - 


1  20 

2  19 

3  16 

4  17 

5  16 

6  15 

7  14 

8  13 

9  12 

10  11 

-A, 

PAL16A4 
PAL 16X4 


A0 

1 

20 

A, 

2 

19 

A2 

3 

18 

A3 

4 

17 

A4 

5 

16 

As 

6 

15 

As 

7 

14 

A7 

8 

13 

A, 

9 

12 

10 

11 

-As 
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Features 

Registers  with  feedback 
Programmable  three-state  outputs 
Security  fuse  prevents  duplication  of  logic 
Variety  of  speed/power  options  available  In  same  archi- 
tecture 

Register  preload  to  aid  in  device  testing 
Power-up  reset  to  logical  high 
Programmable  output  polarity 
Product  term  sharing 

Programmable  register  or  combinatorial  outputs 
Dual  feedback  allows  buried  state  registers  or  input 
registers  (PAL32VX10) 

Programmable  flip-flops  allow  J-K,  S-R,  T  or  D  types 
(PAL32VX10) 

Asynchronous  preset/synchronous  reset,  synchronous 
preset/asynchronous  reset  (PAL32VX10) 
Through-hole  or  surface  mount  device  packaging 
Neutron  fluence  (permanent  damage):  1x10"  N/cmJ 
Dose  rate  (transient  upset)  Junction  isolated  Bipolar 
processes:  2x10'°  RADs  (Si)  per  sec  recovered  in  50  to 
70  |is  from  a  1|is  pulse 

24-Pin  PAL  Device  Speed  vs.  Power 

100 


24A-; 

1 

24A 

248 

50  100  150 

SUPPLY  CURRENT,  Icc-mA 


200 
503  144 


Benefits 

•  Instant  prototyping/zero  NRE  charge 

•  Low-cost  programmable  replacement  for  TTL  logic 

•  Reduces  inventory  by  reducing  chip  count 

•  Programmed  on  standard  PROM/PAL  device  program- 


•  Several  software  programs  available  to  assist  In  creat- 
ing bit  pattern  designs 

Applications 

High  speed  graphic  controllers 
High  speed  computers 
High  frequency  state  machines 
High  frequency  counters 

Microprocessor  clock  generation  and  interface  logic 
DMA  controllers 
Asynchronous  bus  interface 
CRT  controllers 

Peripheral/handshaking  interface 
Interrupt  controllers 

•  Memory  mapped  I/O  (PAL8L14A) 

•  Microprocessor  decoder  (PAL8L14A) 


10350A 
JANUARY  1988 
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Register  Preload 


Register  preload  is  an  aid  to  functional  testing,  which  is  usually 
performed  after  the  device  is  programmed  but  before  it  is  installed 
on  the  circuit  board.  Using  register  preload,  the  register  of  a  de- 
vice can  be  "preloaded"  to  any  desired  state  value.  This  is 
particularly  useful  in  applications  where  the  output  is  fed  back  into 
the  array  as  an  input,  since  it  may  take  many  state  transitions  to 
reach  a  desired  state  in  the  output  register.  Register  preload  also 
allows  the  user  to  set  the  device  to  an  "illegal"  state  which  cannot 
be  reached  through  normal  state  transitions,  in  order  to  test  for 
proper  recovery. 


Power-Up  Reset 

Another  added  testability  feature  found  on  these  Series  is  power- 
up  reset.  Power-up  reset  makes  system  initialization  simple; 
registers  are  reset  to  logic  0  at  power-up,  thus  all  outputs  are  set 
to  logic  1. 

The  table  below  is  a  brief  summary  of  our  current  devices  that  do 
have  register  preload  and/or  power-up  reset. 


devices  with  Register  Preload  and  Power-Up  Reset 


DEVICE  FAMILY 

REGISTER  PRELOAD 

POWER-UP  RESET 

Exclusive  OR  24XA 

YES 

YES 

— 

Shared  Product  terms  24RS 

YES 

YES 

Asynchronous  24RA 

YES 

YES 

Varied  Product  terms  24VX* 

YES 

YES 

he  PAL32VX10/10A  has  power-up  preset;  registers  are  set  to  logical  1  on  power  up. 
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Military  24-Pin  PAL  Device  Pinouts 


12L10 


12L10 


14L8 


14L8 


4  3    2    1     28  27  26 


|3  VCC 


/ 

s 

6 

7 

8 
9 

10 

11 

s 

INPUT 
AND 
OR 
LOGIC 
ARRAY 


-  22 


ACTIVE 
LOW 
OUTPUT  LI  21 

°ELLS  Rso 
19 


12  13  14  15  16  17  18 
LEADLESS  CHIP  CARRIER 


16L6 


9 

10  1- 


28  27  26 

VCC    I  25 


INPUT 
AND 
OR 
LOGIC 
J  ARRAY 


ACTIVE 
LOW 
OUTPUT 
CELLS 


23 
22 
21 
20 
H  19 


12  13  14  15  16  17  18 
LEADLESS  CHIP  CARRIER 


LT 
E 
ES 
E 
E 
E 
E 
H 
>E 
>E 

'E 

GND  JT2 


AND 
LOGIC 
ARRAY 


24]  VCC 


21]  I 

13  o 

19]  0 

iU  o 

17]  o 

m  1 

iH  1 
3  1 
T3]  1 


\[ 


4  3    2  1 

28  27  26 

'  m  i  vcc  i  p 

I 

INPUT 

AND 

ACTIVE 

OR 

LOW 

LOGIC 

OUTPUT 

ARRAY 

CEILS 

-  21 

-  20 


12  13  14  15  16  17  18 
LEADLESS  CHIP  CARRIER 


18L4 


4  3    2    1     28  27  26 


5 
6 

7  f- 


INPUT 
AND 
OR 
LOGIC 
_  ARRAY 


ACTIVE 

LOW  |- 
OUTPUT  _ 
CELLS 


12  13  14  15  16  17  18 
LEADLESS  CHIP  CARRIER 


CERDIP  CERPACK 


CERDIP  CERPACK 


20L2 


20L2 


20C 1 


20C 1 


GND  [i 


4  3    2    1     28  27  26 


CERDIP  CERPA1 


9 

10  h 


IS 


INPUT 
AND 
OR 
LOGIC 
ARRAY 


-  24 

 L"  23 

ACTIVE    _  22 

LOW 
OUTPUT 
CELLS  rUa, 


"  M  I  GND  I  I 

12  13  14  15  16  17  18 
LEADLESS  CHIP  CARRIER 


GND  [l2 


24]  VCC 


CERDIP  CERPACK 


29  2726 

Ts 


INPUT 

AND 

ACTIVE 

OR 

LOW 

LOGIC 

OUTPUT 

ARRAY 

CELLS  p 

ET 


12  13  14  15  16  17  18 
LEADLESS  CHIP  CARRIER 
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8L14A 


24]  VCC 


CERDIP  CERPACK 


4  3  2 

1     28  27  26 

1  M  vcc  1  1 

Li, 

0           0  o 
0 

INPUT 
AND 
LOGIC 
ARRAY 

0 

OUTPUT  0 
CELLS  0 

0 

fo 

o  0   0 0 

H 


22 
21 
H  20 
19 


12  13  14  15  16  17  18 
LEADLESS  CHIP  CARRIER 


20L8B/A/A-2 


24]  vcc 


CERDIP  CERPACK 


9 

10  \- 


20L8B/A/A-2 

4  3    2    1     28  27  28 

IS- 

24 


INPUT 
AND 


LOGIC 
ARRAY 


OUTPUT" 
CELLS  „ 


23 
22 

21 

~\  20 
19 


12  13  14  1S  16  17  18 
LEADLESS  CHIP  CARRIER 


20R8B/A/A-2 


3]  VCC 


20R8B/A/A-2 

4  3    2    1     28  27  26 


-\  INPUT 
AND 
OR 
LOGIC 
9  U  ARRAY 

10  - 


OUTPUTSEG 
CELLS  RK 

REG 


12  13  14  16  16  17  18 
LEADLESS  CHIP  CARRIER 


GND  |l2 


20R6B/A/A-2 

4  3    2    1     28  27  26 

24 


CLK  >» 

RES 

INPUT 

REG 

AND 

on 

LOGIC 

OUTPUT  REG 

CELLS  reg 

ARRAY 

REG 

OE  VO 

GND 


12  13  14  15  16  17  18 
LEADLESS  CHIP  CARRIER 


CERDIP  CERPACK 


CERDIP  CERPACK 


20R4B/A/A-2 

-V-!1 


GND  [2 


20R4B/A/A-2 

4  3    2    1     28  27  26 

ON 


INPUT 
AND 


LOGIC 
ARRAY 


SI 


12  I3  14  15  16  17  18 
LEADLESS  CHIP  CARRIER 


20L10A 

4  3    2    1     28  27  26 


•si 


0  10 

vo 

INPUT 

VO 

AND 
OR 
LOGIC 

OUTPUT  «o 

CELLS  „ 

ARRAY 

VO 

— 1  0  uo"° 

12  13  14  15  16  17  18 
LEADLESS  CHIP  CARRIER 


CERDIP  CERPACK 


CERDIP  CEHPACK 
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1 — O-  TS|  oe 
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OR 
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■IP—  El 


20X1 OA 

4  3    2    1     28  27  26 
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REG  REG 
REG 

24 

INPUT 

REG 

23 
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22 
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21 

ARRAY 

REG 

20 

REG 
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19 
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VO 
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GND 


20S10 
i  Fig.  1) 


20X8A 

4  3   2   1    28  27  26 


5 

Clk       VO  REG 

6 

INPUT 
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7 
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LOGIC 

OUTPUT  REG 

8 

CELLS  REO 

9 

ARRAY 

REG 

10 

REG 

OF  \IO  RFfi 
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20S10 
(see  Fig.1) 

4  3    2    1     28  2728 
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(see  Fig.1) 
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12  13  14  15  16  17  18 
LEADLESS  CHIP  CARRIER 
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(see  Fig  1) 


a]  VCC 


GND  [2 
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(see  Fig.1) 
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20RS4 
(see  Fig.1) 
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i  EE 
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Military  24-Pin  PAL  Devices 


Military  PAL20S10,  20RS10,  20RS8,  20RS4  Series 
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Military  24-Pin  PAL  Devices 
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Military  PAL32VX1 0  Device 
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Military  24-Pin  PAL  Devices 
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Military  24-Pin  PAL  Devices 


Military  24-Pin  PAL  Devices 

Absolute  Maximum  Ratings 


Operating 

Supply  voltage  Vcc  -0.5  V  to  7  V 

Input  voltage  -1.5  V  to  5.5  V 

Off-state  output  voltage  5.5  V 

Storage  temperature  -65°C  to  +150°C 

Maximum  junction  temperature  (T)  175°C 

Lead  temperature  (soldering,  10  sec  max)  300°C 

Maximum  current  density  5x10r5  A/cm2  per  Mil-M-38510  <  5x1  Cr5  A/cm2 

Maximum  8^  =  28°C/W  for  cerdips  per  Mil-M-3851 0   <  28°C/W 

Maximum  8^  =  22°C/W  for  f latpacks  per  Mil-M-3851 0  <  22°C/W 

Maximum  9  ^  =  20°C/W  for  leadless  chip  carriers  per  Mil-M-3851 0  <  20°C/W 


Military  24-Pin  PAL  Devices 


Military  Standard  24-Pin  PAL  Series 

PAL12L10,  14L8,  16L6 

Can  be  purchased  to  military  drawin 

Operating  Conditions 


PAL12L10,  14L8,  16L6,  18L4,  20L2,  20C1 

Can  be  purchased  to  military  drawing  5962-86804,  latest  revision  in  effect. 


SYMBOL 

PARAMETER 

MIN  MAX 

UNIT 

v. 

Supply  voltage 

4.5  5.5 

V 

Operating  free-air  temperature 

-55 

»c 

Operating  case  temperature 

125 

°c 

V 

Low-level  input  voltage 

<0.8 

V 

High-level  input  voltage 

>2.0 

V 

Note 


:  Virgin  array  verify  of  unprogrammed  PAL  device  is  performed  at  25"C  only. 
These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester 
noise. 


Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN 

MAX 

UNIT 

V,c 

Input  clamp  voltage 

VCC  =  MIN 

I,  -  -18  mA 

-1.5 

V 

'i 

Low-level  input  current 

.  MAX 

V,=  0.4V 

-0.25 

mA 

',„ 

High-level  input  current 

VCC  =  MAX 

V,  -  2.4  V 

25 

uA 

I, 

Maximum  input  current 

=  MAX 

V,-5.5  V 

1 

mA 

vou 

Low-level  output  voltage 

=  MIN 

l0L  -8  mA 

0.5 

V 

v0„ 

High-level  output  voltage 

Vcc  =  MIN 

lOH  =  -2  mA 

2.4 

V 

U* 

Output  short-circuit  current 

V    =5  V 

cc  * 

Vo-0.5V 

-30 

-130 

mA 

'cc 

Supply  current 

VCC=MAX 

100 

mA 

'Not  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 

Switching  Characteristics  Over  operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN  MAX 

UNIT 

Input  or  feedback  to  output 

R  =  560  n 

r2  =  1.1  «n 

45 

ns 

Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1,  2,  3,  7,  8,  9,  10  and  11. 


5-450 


Military  Decoder 

PAL8L14A 

Operating  Conditions 


SYMBOL 

PARAMETER 

MIN  MAX 

UNIT 

Vcc 

Supply  voltage 

4.5  5.5 

V 

T. 

Operating  free-air  temperature 

-55 

°c 

Tc 

Operating  case  temperature 

125 

•c 

V 

Low-level  input  voltage 

<0.8 

V 

v,„* 

High-level  input  voltage 

>2.0 

V 

Note:  Virgin 
'  These 
noise. 


array  verify  of  unprogrammed  PAL  device  is  performed  at  25°C  only, 
are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester 


Electrical  Characteristics   Over  Operating  Conditions 


SYMBO 

L 

PARAMETER 

TEST  CONDITIONS 

MIN 

MAX 

UNIT 

Input  clamp  voltage 

Vco  =  MIN 

^  =  —18  mA 

-1 .5 

V 

Low-level  input  current 

V00=MAX 

V,=  0.4V 

-0.25 

mA 

High-level  input  current 

VCC=MAX 

V,  =  2.4  V 

25 

uA 

\ 

Maximum  input  current 

VCC  =  MAX 

V,=  5.5  V 

1 

mA 

vOL 

Low-level  output  voltage 

V00  =  MIN 

lOL=8mA 

0.5 

V 

v0„ 

High-level  output  voltage 

VCC  =  MIN 

'oh  =  -2mA 

2.4 

V 

'as* 

Output  short-circuit  current 

V00  =  5V 

Vo  =  0.5V 

-30 

-130 

mA 

'cc 

Supply  current 

VCC  =  MAX 

100 

mA 

'Not  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
Switching  Characteristics  Over  Operating  Conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN  MAX 

UNIT 

Input  to  output  propagation  delay 

R  =  560  n 
R2=  1.1  K£2 

30 

ns 

Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1,  2,  3,  7,  8,  9,  10  and  11. 
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Military  24-Pin  PAL  Devices 


Military  Very  High  Speed  24-Pin  PAL  Series 

PAL20L8B,  20R8B,  20R6B,  20R4B 

Can  be  purchased  to  standard  military  drawing  5962-87671 ,  latest  revision  in  effect. 

Military  High  Speed  24-Pin  PAL  Series 

PAL20L8A,  20R8A,  20R6A,  20R4A 

Can  be  purchased  to  standard  military  drawing  84129,  latest  revision  in  effect. 


Operating  Conditions 


SYMBOL 

PARAMETER 

24  B 

24  A 

UNIT 

MIN  MAX 

MIN  MAX 

Supply  voltage 

4.5  5.5 

4.5  5.5 

V 

T, 

Operating  free-air  temperature 

-55 

-55 

°C 

Tc 

Operating  case  temperature 

125 

125 

°C 

V 

Width  of  clock  (except  20L8) 

Low,  t„, 

12 

20 

ns 

High,  u 

12 

20 

ns 

V 

Set  up  lime  from  input  or  feedback  to  clock  (except  20L8) 

20 

30 

ns 

V 

Hold  time 

0 

0 

ns 

Low-level  input  voltage 

<0.8 

<0.8 

V 

V 

High-level  input  voltage 

>2.0 

>2.0 

V 

Note:  Virgin  array  verify  of  unprogrammed  PAL  device  is  performed  at  25°C  only. 

*  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester 

noise. 

*  These  are  device  set-up  conditions,  which  are  measured  during  initial  qualification,  and  are  not  directly  tested. 


Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN  MAX 

UNIT 

vK 

Input  clamp  voltage 

VCC  =  4.5V               I,  = -18  mA 

-1.5 

V 

Low-level  input  current 

Vcc  =  5.5  V               V,  =  0.4  V 

-0.25 

mA 

V 

High-level  input  current 

Vcc  =  5.5  V               V,  =  2.4  V 

25 

oA 

I, 

Maximum  input  current 

=  5.5  V               V,  -  5.5  V 

1.0 

mA 

vOL 

Low-level  output  voltage 

VCC  =  4.5V  lOL=12mA 

0.5 

V 

v0„ 

High-level  output  voltage 

VC0  =  4.5V  l0H--2mA 

2.4 

V 

Offstate  output  current 

-5.5  V 

V0  =  0.4  V 

-100 

ItA 

• 

OHZ 

V0=2.4V 

100 

'os" 

Output  short-circuit  current 

Vcc  =  5  5  V                 Vo  =  0  5  V 

-30  -130 

mA 

'cc 

Supply  current 

Vcc  -  5  5  V 

210 

mA 

"  l/C 
**  N( 

)  pin  leakage  is  worst  case  of  IIX  or  IOZX;  i.e.,  ML  and  IOZH. 

>t  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 

5-452                                    £1  Monolithic 
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Military  24-Pin  PAL  Devices 


Military  Very  High  Speed  24-Pin  PAL  Series 

PAL20L8B,  20R8B,  20R6B,  20R4B 


Military  High  Speed  24-Pin  PAL  Series 

PAL20L8A,  20R8A,  20R6A,  20R4A 
Switching  Characteristics  Over  operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

24  B 

24  A 

UNIT 

MIN  MAX 

MIN  MAX 

PD 

Input  or  feedback  to  output  (except  20R8) 

R,  -  390  n 
R2  =  750  CI 

20 

30 

ns 

CLK 

Clock  to  output  or  feedback  (except  20L8) 

15 

20 

ns 

lPZX 

Pin  13  to  output  enable  (except  20L8) 

20 

25 

ns 

PXZ 

Pin  13  to  output  disable  (except  20L8) 

20 

25 

ns 

PZX 

Input  to  output  enable  (except  20R8) 

25 

30 

ns 

PXZ 

Input  to  output  disable  (except  20R8) 

20 

30 

ns 

f  * 

J  MAX 

State  machine  maximum 
operating  frequency  (except  20L8) 

28.5 

20 

MHz 

Data  path  register  maximum 
operating  frequency  (except  20L8) 

41.6 

25 

"/MAX  is  calculated  and  measured  on  initial  qualifications  only. 
/MAX  (state  machine)  =  1/[t,u  +  tcJ 

/MAX  (data  path  register)  =  1/f^  +  t„J  or  1/tsu+th,  whichever  is  smaller. 

Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1,  2,  3,  7,  8,  9,  10  and  11. 
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Military  24-Pin  PAL  Devices 


Military  Half-Power  24A-Pin  Series 

PAL20L8A-2,  20R8A-2,  20R6A-2,  20R4A-2 

Can  be  purchased  to  standard  military  drawing  84129,  latest  revision  in  effect. 


Operating  Conditions 


c 

SYMBOL 

PARAMETER 

MIN  MAX 

UNIT 

Supply  voltage 

4.5  5.5 

V 

Operating  free-air  temperature 

-55  125 

"C 

Width  of  clock  (except  20L8) 

Low 

25 

ns 

High 

25 

ns 

tj 

Setup  time  from  input  or  feedback  to  clock  (except  20L8) 

50 

ns 

Hold  time 

0 

ns 

V 

Low-level  input  voltage 

<0.8 

V 

v,H* 

High-level  input  voltage 

>2.0 

V 

Note:  Virgin  array  verify  of  unprogrammed  PAL  device  is  performed  at  25°C  only. 

*  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester 
noise. 

*  These  are  device  set-up  conditions,  which  are  measured  during  initial  qualification,  and  are  not  directly  tested. 
Electrical  Characteristics  Over  Operating  Conditions 

SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN  MAX 

UNIT 

Input  clamp  voltage 

VCC  =  MIN                   I,  = -18  mA 

-1.5 

V 

I* 

Low-level  input  current 

VC0  =  MAX                  V,=  0.4V 

-0.25 

mA 

High-level  input  current 

V^.  =  MAX                  V,  -  2.4  V 

25 

u.A 

I, 

Maximum  input  current 

=  MAX                  V,  -  5.5  V 

1 

mA 

Low-level  output  voltage 

VCC  =  MIN  lOL»12mA 

0.5 

V 

High-level  output  voltage 

V^-MIN                   l0H  =  -2mA 

2.4 

V 

V 

Offstate  output  current 

VCC  =  MAX 

V0  =  0.4  V 

-100 

uA 

'oZH 

VC=2.4V 

100 

uA 

U" 

Output  short-circuit  current 

VCC  =  5V                    Vo  =  0.5V 

-30  -130 

mA 

Ice 

Supply  Current 

=  MAX 

105 

mA 

*  I/O  pin  leakage  is  worst  case  of  MX  or  IOZX;  i.e.,  IIL  and  IOZH. 

**  Not  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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Military  Half-Power  24A-Pin  Series 

PAL20L8A-2,  20R8A-2,  20R6A-2,  20R4A-2 


Switching  Characteristics  Over  Operating  Conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN  MAX 

UNIT 

Input  or  feedback  to  output  (except  20R8) 

R,  -  390  n 
R2  =  750  £1 

50 

ns 

^CLK 

Clock  to  output  or  feedback  (except  20L8) 

25 

ns 

Pin  1 3  to  output  enable  (except  20L8) 

25 

ns 

W 

Pin  13  to  output  disable  (except  20L8) 

25 

ns 

Vzx 

Input  to  output  enable  (except  20R8) 

45 

ns 

w 

Input  to  output  disable  (except  20R8) 

45 

ns 

/MAX* 

State  machine  maximum  operating  frequency  (except  20L8) 

13.3 

MHz 

Data  path  register  maximum  operating  frequency  (except  20L8) 

20 

*/MAX  is  calculated  and  measured  on  initial  qualifications  only. 
/MAX  (state  machine)  =  1/[t8U  +  tcu<] 

/MAX  (data  path  register)  =  1/[t<VL  +  t^J  or  1/t,u+th,  whichever  is  smaller. 


Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1 ,  2,  3,  7,  8,  9,  10  and  11 . 
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Military  24-Pin  PAL  Devices 


Military  High  Speed  24XA-Pin  Series 

PAL20L10A,  20X1  OA,  20X8A,  20X4A 

Can  be  purchased  to  standard  miltary  print  84129,  latest  revision  in  effect. 


Operating  Conditions 


SYMBOL 

PARAMETER 

MIN  MAX 

UNIT 

Supply  voltage 

4.5  5.5 

V 

T» 

Operating  free-air  temperature 

-55 

°c 

Tc 

Operating  case  temperature 

125 

•c 

V 

Width  of  clock  (except  20L10) 

Low 

35 

ns 

High 

20 

V 

Setup  time  from  input  or  feedback  to  clock  (except  20L1 0) 

40 

ns 

V 

Hold  time 

0 

ns 

V 

Low-level  input  voltage 

<0.8 

V 

v,„* 

High-level  input  voltage 

>2.0 

V 

Note:  Virgin  array  verify  of  unprogrammed  PAL  device  is  performed  at  25°C  only. 

*  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester 
noise. 


»  These  are  device  set-up  conditions,  which  are  measured  during  initial  qualification,  and  are  not  directly  tested. 


Electrical  Characteristics  over  operating  conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN  MAX 

UNIT 

Input  clamp  voltage 

V^-MIN                 I,- -18  mA 

-1.5 

V 

V 

Low-level  input  current 

V^-MAX               V,=  0.4V 

-0.25 

mA 

I' 

High-level  input  current 

-  MAX               V,  -  2.4  V 

25 

uA 

I, 

Maximum  input  current 

Vco  =  MAX               V,  =  5.5  V 

1 

mA 

Low-level  output  voltage 

V^-MIN  l^-^mA 

0.5 

V 

High-level  output  voltage 

-MIN                l0„  =  -2mA 

2.4 

V 

Off-state  output  current 

VCC  =  MAX 

V0  -  0.4  V 

-100 

uA 

'ozh 

VC=2.4V 

100 

W 

Output  short-circuit  current 

V^.SV  Vo-0.5V 

-30  -130 

mA 

L 

Supply  current 

\Za  ■=  MAX 

20X1  OA,  20X8A,  20X4A 

180 

mA 

20L10A 

165 

*  I/O  pin  leakage  is  worst  case  of  NX  or  IOZX;  i.e.,  IIL  and  IOZH. 

**  Not  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 
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Military  24-Pin  PAL  Devices 


Military  High  Speed  24XA-Pin  Series 

PAL20L10A,  20X1  OA,  20X8A,  20X4A 


Switching  Characteristics  Over  Operating  conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN  MAX 

UNIT 

*  PO 

20L10A,  20X8A,  20X4A 

Input  or  feedback  to  output  (except  20X1 0) 

R,  -  390  n 
R2  =  750  a 

35 

ns 

CLK 

Clock  to  output  or  feedback  (except  20L1 0) 

25 

ns 

PZX 

Pin  13  to  output  enable  (except  20L10) 

25 

ns 

PXZ 

Pin  13  to  output  disable  (except  20L10) 

25 

ns 

PZX 

Input  to  output  enable  (except  20X10) 

35 

ns 

PXZ 

Input  to  output  disable  (except  20X1 0) 

35 

ns 

/MAX* 

State  machine  maximum  operating  frequency  (except  20L1 0) 

15.4 

MHz 

Data  path  register  maximum  operating  frequency  (except  20L10) 

18.2 

'/MAX  is  calculated  and  measured  on  initial  qualifications  only. 
/MAX  (state  machine)  -  1/[tsu  +  tcJ 

/MAX  (data  path  register)  -  1/[t^  +  t,J  or  1/ttu+th,  whichever  is  smaller. 


Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1 ,  2,  3,  7,  8,  9,  10  and  11. 


Military  24-Pin  PAL  Devices 


Military  24RS-Pin  Series 

PAL20S10,  20RS10,  20RS8,  20RS4 

Standard  military  5962-87530  is  in  the  process  of  being  generated— Contact  the  factory. 


Operating  Conditions 


SYMBOL 

PARAMETER 

MIN  MAX 

UNIT 

vcc 

Supply  voltage 

4.5  5.5 

V 

T. 

Operating  free-air  temperature 

-55 

°C 

Tc 

Operating  case  temperature 

125 

°C 

V 

Width  of  clock  (except  20S10) 

Low 

20 

ns 

High 

20 

Setup  time  from  input  or  feedback  to  clock  (except  20S1 0) 

40 

ns 

V 

Hold  time 

0 

ns 

V 

Low-level  input  voltage 

<0.8 

V 

High-level  input  voltage 

>2.0 

V 

Note:  Virgin  array  verify  of  unprogrammed  PAL  device  is  performed  at  25°C  only. 

*  These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester 

noise. 

*  These  are  device  set-up  conditions,  which  are  measured  during  initial  qualification,  and  are  not  directly  tested. 


Electrical  Characteristics  Over  Operating  Conditions 


6 

iYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN  MAX 

UNIT 

Input  clamp  voltage 

VCC  =  MIN                I, --18  mA 

-1.5 

V 

Low-level  input  current 

VCC  =  MAX  V,-0.4V 

-0.25 

mA 

i,„* 

High-level  input  current 

-  MAX               V,  =  2.4  V 

25 

HA 

i, 

Maximum  input  current 

-  MAX               V,  -  5.5  V 

1 

mA 

v0L 

Low-level  output  voltage 

Vcc -MIN  l0L=12mA 

0.5 

V 

v„ 

High-level  output  voltage 

VM -MIN                l0„  =  -2mA 

2.4 

V 

W 

Off-state  output  current 

VC0=MAX 

V0  =  0.4  V 

-100 

uA 

* 

OZH 

V0=2.4  V 

100 

Output  short-circuit  current 

=  5  V                 V0  -  0.5  V 

-30  -130 

mA 

Ice 

Supply  current 

V^-MAX 

240 

mA 

*  I/O  pin  leakage  is  worst  case  of  MX  or  IOZX;  i.e.,  ML  and  IOZH. 

**  Not  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


5-458 


£1  MonolHMoW  Memories  £1 


Military  24RS-Pin  Series 

PAL20S10,  20RS10,  20RS8,  20RS4 
Switching  Characteristics  Over  Operating  conditions 


ami  in 

SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

L  kit  I                               ait  \f 

MIN  MAX 

UNIT 

Input  or  feedback  to  output  (except  20RS10) 

Polarity  fuse  intact 

R,  =  390  £2 
R2  -  750  £2 

40 

ns 

Polarity  fuse  Blown 

45 

^CLK 

Clock  to  output  or  feedback  (except  20S1 0) 

20 

ns 

Vzx 

Pin  13  to  output  enable  (except  20S10) 

25 

ns 

w 

Pin  13  to  output  disable  (except  20S10) 

 '  

25 

ns 

Input  to  output  enable  (except  20RS10) 

35 

ns 

W 

Input  to  output  disable  (except  20RS10) 

30 

ns 

/MAX* 

State  machine  maximum  operating  frequency  (except  20S10) 

16.7 

MHz 

Data  path  register  maximum  frequency  (except  20S10) 

25 

*/MAX  is  calculated  and  measured  on  initial  qualifications  only. 
/MAX  (state  machine)  =  1/[tsu  +  tCLK] 

/MAX  (data  path  register)  =  1/^  +  tWH]  or  1/t8u  +th,  whichever  is  smaller. 


Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1 ,  2,  3,  7,  8,  9, 1 0  and  1 1 . 


El  Monolithic  FJH  Memories  tP 


5-459 


Military  24-Pin  PAL  Devices 


Military  24RA-Pin  Device 

PAL20RA10 

Standard  military  5962-86803  is  in  the  process  of  being  generated— Contact  the  factory. 


Operating  Conditions 


SYMBOL 

PARAMETER 

MIN  MAX 

UNIT 

V00 

Supply  voltage 

4.5      5  5.5 

V 

T» 

Operating  free-air  temperature 

-55 

»c 

To 

Operating  case  temperature 

125 

"C 

t  t 

Width  of  clock 

Low 

25 

ns 

High 

25 

V 

Preload  pulse  width 

45 

ns 

V 

Setup  time  from  input  or  feedback  to  clock 

25 

ns 

V 

Preload  setup  time 

30 

ns 

V 

Hold  time 

Polarity  fuse  intact 

10 

ns 

Polarity  fuse  blown 

0 

V 

Preload  hold  time 

30 

ns 

V 

Low-level  input  voltage 

<0.8 

V 

V 

High-level  input  voltage 

>2.0 

V 

Note:  Virgin  array  verify  of  unprogrammed  PAL  device  is  performed  at  25°C  only. 
These  are  absolute  voltages  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester 
noise. 

These  are  device  set-up  conditions,  which  are  measured  during  initial  qualification,  and  are  not  directly  tested. 


Electrical  Characteristics  Over  Operating  Conditions 


SYMBOL 

PARAMETER 

TEST  CONDITIONS 

MIN     TYP  MAX 

UNIT 

Input  clamp  voltage 

V^-MIN                   I, --18  mA 

-1.5 

V 

f 

Low-level  input  current 

VM  =  MAX                  V,  =  0.4  V 

-0.25 

mA 

High-level  input  current 

-  MAX                  V,  =  2.4  V 

25 

uA 

Maximum  input  current 

V^-MAX                    V,  =  5.5V 

1 

mA 

Low-level  output  voltage 

V^-MIN                   l0L  =  8mA 

0.5 

V 

v0„ 

High-level  output  voltage 

Voo-MIN                    l0H  =  -2mA 

2.4 

V 

U* 

Off -state  output  current 

Vcc  =  MAX 

V0  -  0.4  V 

-100 

uA 

'oZH 

VD=2.4V 

100 

W 

Output  short-circuit  current 

V^-SV                    Vo  =  0.5V 

-30  -130 

mA 

Ice 

Supply  current 

VTC  =  MAX 

200 

mA 

I/O  pin  leakage  is  worst  case  of  MX  or  IOZX;  i.e.,  IIL  and  IOZH. 

'  Not  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


5-460 


£1  Monolithic  W  Memories  £1 


Military  24-Pin  PAL  Devices 


Military  24RA-Pin  Device 

PAL20RA1 0 


Switching  Characteristics  Over  Operating  Conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

MIN  MAX 

UNIT 

% 

Input  or  feedback  to  output 

Polarity  fuse  intact 

R,  =  560  n 

Rj- 1.1  Kn 

35 

ns 

Polarity  fuse  Blown 

40 

^CLK 

Clock  to  output  or  feedback 

35 

ns 

ts 

Input  to  asynchronous  set 

40 

ns 

tR 

Input  to  asychronous  reset 

45 

ns 

Pin  13  to  output  enable 

25 

ns 

w 

Pin  13  to  output  disable 

25 

ns 

^PZX 

Input  to  output  enable 

35 

ns 

Input  to  output  disable 

35 

ns 

/MAX* 

State  machine  maximum  operating  frequency 

16.7 

MHz 

Data  path  register  maximum  frequency 

20 

*/MAX  is  calculated  and  measured  on  initial  qualifications  only. 
/MAX  (state  machine)  =  1/[t3U  +  tCLK] 

/MAX  (data  path  register)  =  1/[tWL+      or  1/t5U  +th,  whichever  is  smaller. 


Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1,2,3,  7,  8,  9,  1 0  and  1 1 . 


5-461 


Military  24VX-Pin  Device 


PAL32VX10/10A 


ADVANCE  INFORMATION 


Operating  Conditions 


SYMBOL 

PARAMETER 

STD 

A 

UNIT 

MIN  MAX 

MIN  MAX 

V 

cc 

Supply  voltage 

4.5  5.5 

4.5  5.5 

V 

T« 

Operating  free-air  temperature 

-55  125 

-55  125 

°c 

V 

Width  of  clock 

Low 

25 

23 

ns 

High 

25 

23 

V 

Setup  time  from  input 
or  feedback  to  clock 

Product  terms  P,-P„,  SR 

35 

30 

ns 

Product  term  XOR 

40 

35 

y 

Hold  time 

0 

0 

ns 

'«.* 

Asynchronous  preset  width 

35 

30 

ns 

V 

Asynchronous  preset  recovery  time 

35 

30 

ns 

V 

Synchronous  reset  recovery  time 

35 

30 

ns 

v  * 

IL 

Low-level  input  voltage 

<0.8 

<0.8 

V 

V  * 

IH 

High-level  input  voltage 

>2.0 

>2.0 

V 

No  e:  Virgin  array  verify  of  unprogrammed  PAL  device  is  performed  at  25°C  only. 
These  voltages  apply  with  respect  to  the  ground  pin  on  the  device  and  include  all  overshoots  due  to  system  and/or  tester  noise. 
These  are  device  set-up  conditions,  which  are  measured  during  initial  qualification,  and  are  not  directly  tested. 


Electrical  Characteristics  Over  Operating  Conditions 


s 

WIBOL 

PARAMETER 

TEST  CONDITIONS 

MIN  MAX 

UNIT 

V,0 

Input  clamp  voltage 

VC0  =  MIN                 I,  =  -18  mA 

-1.5 

V 

V 

Low-level  input  current 

VCC  =  MAX               V,=  0.4V 

-0.25 

mA 

I,h" 

High-level  input  current 

Vco  =  MAX               V,  =  2.4  V 

25 

U.A 

Maximum  input  current 

=  MAX               V,  =  5.5  V 

200 

uA 

Low-level  output  voltage 

VCC  =  MIN  l0L=12mA 

0.5 

V 

vOH 

High-level  output  voltage 

Vcc  =  MIN                 lOH  =  -2mA 

2.4 

V 

W 

Off-state  output  current 

VCC  =  MAX 

Vc  =  0.4  V 

-100 

uA 

'oZH 

VD=2.4V 

100 

uA 

W 

Output  short-circuit  current 

Vc=  =  5V                 Vo  =  0.5V 

-30  -130 

mA 

Ice 

Supply  current 

VCC  =  MAX 

180 

mA 

I/O  pin  leakage  is  worst  case  of  IIX  or  IOZX;  i.e.,  ML  and  IOZH. 

Not  more  than  one  output  should  be  shorted  at  a  time  and  duration  of  the  short  circuit  should  not  exceed  one  second. 


5-462 


£1 


Military  24VX-Pin  Device 


PAL32VX10/10A 


ADVANCE  INFORMATION 


Switching  Characteristics   Over  Operating  Conditions 


SYMBOL 

PARAMETER 

TEST 
CONDITIONS 

STD 

A 

UNIT 

MIN  MAX 

MIN  MAX 

TO 

Input  or  feedback  to  output 

Product  terms  P,-Pn 

R,  =  390  n 
R2 .  750  n 

35 

30 

ns 

Product  term  XOR 

4U 

nc 
JD 

lClX 

Clock  to  output  or  feedback 

20 

20 

ns 

pzx 

Input  to  output  enable 

35 

30 

ns 

PXZ 

Input  to  output  disable 

35 

30 

ns 

AP 

Asynchronous  preset  to  output 

35 

30 

ns 

CR 

Input  or  feedback  to  registered  output 
from  combinatorial  configuration 

95 

95 

ns 

RC 

Input  or  feedback  to  combinatorial  output 
from  registered  configuration 

95 

95 

ns 

/MAX* 

Maximum 
frequency 

Feedback 

Product  terms  P,-Pn 

18 

20 

MHz 

Product  term  XOR 

16.7 

18 

No  feedback" 

20 

21.7 

*/MAX  is  calculated  and  measured  on  initial  qualifications  only. 
/MAX  (NO  feedback)  =  1  /[tSVL  + 1 J 


Programmed  devices  conform  to  Mil-Std-883,  Method  5005,  Group  A,  Subgroups  1,  2,  3,  7,  8,  9,  10  and  11. 


s 


5-463 


Military  24-Pin  PAL  Devices 


Military  24-Pin  PAL  Devices 


Switching  Waveforms 


INPUTS,  I/O, 
REGISTERED 
FEEDBACK 


CK 


ASYNCHRONOUS 
PRESET 


REGISTERED 
OUTPUTS 


COMBINATORIAL 
OUTPUTS 


OE 


■  tw  -» 


3V 
0  V 


Notes:  1 .  tPD  is  tested  with  switch  S,  closed.  CL  -  50  pF  and  measured  at  1 .5  V  output  level. 

2.  tpzx  is  measured  at  the  1 .5  V  output  level  with  CL  -  50  pF.  S,  is  open  for  high  impedance  to  "1"  test  and  closed  for  high 

impedance  "0"  test. 

3.  tpxz  is  tested  with  CL  -  5  pF.  S,  is  open  for  "1"  to  high  impedance  test  measured  at  VOH  -0.5  V  output  level.  S,  is  closed  for 
"0"  to  high  impedance  test  measured  at  VOL  +0.5  V  output  level. 

4.  Equivalent  test  loads  may  be  used  on  automatic  test  equipment. 


Switching  Test  Load 


OUTPUT < 


T0 

-r-  Cl 


-©  TEST  POINT 


Military  24-Pin  PAL  Devices 


Output  Register  Preload  PAL24XA  Series,  PAL24RS  Series  and  PAL20RA1 0 
Device 


1.  Raise  V^  to  4.5  V. 

2.  Disable  output  registers  by  setting  pin  13  to  VIH. 

3.  Apply  VIL/VIH  to  all  registered  output  pins. 

4.  Pulse  pin  1 0  to  Vp  then  back  to  0  V. 

5.  Remove  VIL/V|H  from  all  output  registers. 

6.  Lower  pin  1 3  to  V1L  to  enable  the  output  registers. 

7.  Verify  for  VOL/V0H  at  all  registered  output  pins. 


OUTPUT 
REGISTERS 


" — S— r 

V  >  V- 


I     v^,D  I 

'o"*i  \H  H  I*"'0 


PIN1.\. 


Output  Register  Preload  PAL32VX1 0 
Device 

The  preload  function  allows  the  register  to  be  loaded  from  the 
output  pins.  This  feature  aids  the  functional  testing  of  sequential 
designs  by  allowing  direct  setting  of  output  states.  The  procedure 


1.  Raise  V    to  4.5  V. 

cc 

2.  Disable  output  registers  by  setting  pin  2  to  Vlm(12  V). 

3.  Apply  VlL/V|H  to  all  registered  output  pins.  Leave  combina- 
torial outputs  floating. 

4.  Pulse  pin  10  to  V,HH,  then  back  to  0  V. 

5.  Remove  VIL/VIH  from  all  output  registers. 

6.  Remove  high  voltage  from  pin  2. 

7.  Enable  registered  outputs  per  programmed  pattern. 

8.  Verify  for  VOLA/OH  at  all  registered  output  pins. 


PIN  2 


zx 


xz 


PIN  10 


Key  to  Timing  Diagrams 


WAVEFORM 


INPUTS 


OUTPUTS 


DON'T  CARE:  CHANGING: 
CHANGE  PERMITTED     STATE  UNKNOWN 


NOT 

APPLICABLE 


CENTER  LINE  IS 

HIGH  IMPEDANCE  STATE 


MUST  BE  STEADY 


WILL  BE  STEADY 


603  197 


Life  Test/Burn-In  Circuits 

Complies  with  Mil-Std-883,  Method  1005/1015,  Condition  D. 


Circuit  Configurations 
Waveforms 


„,_j 


A3  to  Ax  Follow  in  order 


1 00  KHz 


"0-  50  KHz 


"0"  25  KHz 


1.  All  Burn-In  will  be  accomplished  at  125°C  +5/-0°C 

2.  =  5.25  volts  ±  0.25  V 

3.  All  Clocks  (AO  to  Ax)  are  square  wave  signals  50±1 5% 
Duty  Cycle,  with: 

a.  "0"  =  -0.5  V  to  +0.7  V 

b.  "1"  =  +2.4VtoVco 

c.  Rise  Time  (+0.7  V  to  +  2.4  V)  <  1  usee 

d.  Fall  Time  (+2.4  V  to  +0.7  V)  <  1  usee 

4.  Resistor  Value 

330  n  or  470  £2  ±5% 

5.  All  Board  Components  to  be  compatible  with  150°C 
Ambient  (Min). 


PAL12L10  PAL14L8  PAL16L6 


vec 


5-466 


El  Monolithic  FJJ  Memories  £1 


Life  Test/Burn-In  Circuits 

Complies  with  Mil-Std-883,  Method  1005/1015,  Condition  D. 


Circuit  Configurations 

PAL18L4 


Ao  - 

1 

24 

A,  - 

2 

23 

A2- 

3 

22 

A3  - 

4 

21 

A4  - 

5 

20 

As  - 

6 

19 

As  - 

7 

18 

A7  - 

8 

17 

Ae  - 

9 

16 

A„  - 

10 

15 

A,o— 

11 

14 

12 

13 

PAL20L2 


Ao  - 

1 

24 

A,  - 

2 

23 

A2  - 

3 

22 

A3  - 

4 

21 

A,  - 

5 

20 

As  - 

6 

19 

As  - 

7 

18 

A7  - 

8 

17 

As  - 

9 

16 

As  - 

10 

15 

Aio— 

11 

14 

12 

13 

— 

=  vcc 

-A„ 


r 

-j-A)5  or  A14 
^s^-J~«  VCC 
-J—  A13 
-J—  Al2 
—  A„ 


PAL20C1 


Ao  - 

1 

A,  - 

2 

A2- 

3 

A3  - 

4 

A„  - 

5 

As  - 

6 

As  - 

7 

A?  - 

8 

As  - 

9 

A9  - 

10 

Aio— 

11 

12 

24 

 oVCC 

23 
22 

-J-  A14 

21 

20 

-J—  A15  or  Ah 

19 
18 

-^-j-oVCC 

17 
16 

-J—  A13 

15 
14 

-J-  A12 

13 

 A„ 

PAL8L14A 


vcc  < 


2 

24 
23 

Ao  - 

3 

22 

A,  - 

4 

21 

A2  - 

5 

20 

A3  - 

6 

19 

A4  - 

7 

18 

As  - 

8 

17 

As  - 

9 

16 

A7  - 

10 

15 

11 

14 

12 

13 

PAL20L8A/B 
PAL20L8A-2 


Ao  - 

1 

24 

A,  - 

2 

23 

A2  - 

3 

22 

As  - 

4 

21 

A4  - 

5 

20 

As  - 

6 

19 

As  - 

7 

18 

Ay  - 

8 

17 

As  - 

9 

16 

As  - 

10 

15 

Aio— 

11 

14 

JT 

12 

13 

PAL20R8A/B 
PAL20R8A-2 


PAL20R6A/B 
PAL20R6A-2 


Ao  - 

~\  *" 

'  24 

A,  - 

2 

23 

A2  - 

3 

22 

A3  - 

4 

21 

A„  - 

5 

20 

As  - 

6 

19 

As  - 

7 

18 

A?  - 

8 

17 

As  - 

9 

16 

A9  - 

10 

15 

Aio— 

11 

14 

12 

13 

PAL20R4  A/B 
PAL20R4A-2 


Ao  - 

1 

24 

A,  - 

2 

23 

A2- 

3 

22 

A3  - 

4 

21 

A4  - 

5 

20 

As  - 

6 

19 

As  - 

7 

18 

A7  - 

8 

17 

As  - 

9 

16 

A9  - 

10 

15 

A,o— 

11 

14 

JT 

12 

13 

PAL20L1 OA 


vcc 


503  202 


CI  Monolithic^ Memories  ci 


5-467 


Military  24-Pin  PAL  Devices 


Military  24-Pin  PAL  Devices 

Life  Test/Burn-In  Circuits 

Complies  with  Mil-Std-883,  Method  1005/1015,  Condition  D. 


Circuit  Configurations 


PAL20X10A 


vcc 


Ao  - 

1 

24 

A,  - 

2 

23 

Az  - 

3 

22 

As  - 

4 

21 

A4  - 

5 

20 

As  - 

6 

19 

As  - 

7 

18 

A?  - 

8 

17 

As  - 

9 

16 

A9  - 

10 

15 

A10— 

11 

14 

12 

13 

-  A,i 


PAL  20X8 A 


Ao  - 

1 

24 

A,  " 

2 

23 

A2  - 

3 

22 

As  - 

4 

21 

A4- 

5 

20 

A5  - 

6 

19 

As  - 

7 

18 

A?- 

8 

17 

AS  - 

9 

16 

As  - 

10 

15 

A10— 

11 

14 

12 

13 

-An 


PAL20X4A 


vcc 


PAL20S10 


PAL20RS10 


PAL20RS8 


vcc 


Ao  - 

1 

24 

A,  - 

2 

23 

As  - 

3 

22 

A3  - 

4 

21 

A4  - 

5 

20 

As  - 

6 

19 

As  - 

7 

18 

A7  - 

8 

17 

As  - 

9 

16 

As  - 

10 

15 

A10  — 

11 

14 

12 

13 

■A„ 


Ao 
A, 
A2  ■ 
A3  ■ 
A,  ■ 
As  • 
As  • 
A7  ■ 


1 

24 

2 

23 

3 

22 

4 

21 

5 

20 

6 

19 

7 

18 

8 

17 

9 

16 

10 

15 

11 

14 

12 

13 

-  A„ 


PAL20RS4 


Ao  - 

1 

'  24 

A,  - 

2 

23 

A2  - 

3 

22 

As  - 

4 

21 

A<  - 

5 

20 

As  - 

6 

19 

As  - 

7 

18 

A,  - 

8 

17 

As  - 

9 

16 

As  - 

10 

15 

Aio— 

11 

14 

12 

13 

PAL32VX10/10A 

VCC 


Ao  - 

1 

24 

A,  - 
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Programming  Inputs  for  ProPAL  and 
HAL  Devices 

1 .  •  Mag  Tape*  and  one  master 

•  Floppy  Disk*  and  one  master 

•  2  masters  and  equation  printout  or  truthtable 

•  2  masters  alone  (requires  customer  approval) 

•  Stand  alone  equations  (requires  customer  approval) 

*2.  The  following  is  a  list  describing  the  different  types  of  Mag 
Tapes  and  Floppy  Disks  that  Software  Support  currently  can 

accept: 

•  Standard  8  Inch  Floppy  Disks  formatted  RX01/IBM0 
(Single-Sided,  Single  Density)  or  RX02/IBM2  (Single- 
Sided,  Double  Density)  or  RX03/IBM3  (Double-Sided, 
Double  Density). 

•  IBM  51/4  Inch  Floppy  Disks  formatted  Single-Sided, 
Double  Density  or  Double-Sided,  Double  Density 

•  Magnetic  Tape  (Created  on  VAX/VMS  System):  Mag 
Tapes  must  be  in  IBM  compatible  (800  or  1600  BPI)  nine 
track  in  blocked,  unlabeled  (card  image)  format  of  Files- 
11  or  VAX/VMS  Backup  format. 

or 

•  Magnetic  Tape  (Created  on  UNIX  system  for  reading  on 
VAX/VMS  system,  800  or  1600  BPI):  Write  using  'dd'  with 
block  size  150.  MMI  will,  provide  a  UNIX  shell  program 
upon  request  for  writing  multiple  files  to  a  tape  with  the 
correct  parameters. 

or  (last  resort) 

•  Magnetic  Tape  (Created  on  UNIX  system  for  reading  on 
UNIX  system,  1 600  or  3200  BPI):  Write  using  'tar-cv'  or 
similar  command. 

•  In  all  cases,  the  Tapes  or  Disks  must  contain  a  label  indi- 
cating all  data  such  as  the  density,  the  format,  the  oper- 
ating system,  the  command  used  to  write  the  files  and/or 
to  remove  the  data  from  the  Tape  or  Disk,  and  a  listing  of 
the  filenames. 

3.  For  programmed  PAL  devices,  the  customer  must  provide  a 
design  package  including  Boolean  Equations,  "Seed"  func- 
tion test  sequence,  package  stipulation  and  AC  test  vectors, 
when  required.  Delivery  quotes  for  this  type  of  product  begin 
after  receipt  of  this  data  from  the  customer. 

4.  To  give  you  an  idea  of  the  delivery  differences  for  the  options 
discussed  in  DC/AC  Parametric  Testing,  general  lead  times 
are  as  follows: 

•  Unprogrammed: 
Cerdip,  4-6  weeks 
Cerpack/Flatpack,  8-1 2  weeks 
Leadless  Chip  Carriers  6-12  weeks 

•  (Option  1 )  Unprogrammed  product  using  our  standard 
pattern  to  verify  AC  at  room  temperature  on  sample 
basis.  Add  2  weeks  to  standard  delivery. 

•  (Option  2)  Programmed  product  using  customer  patterns. 
Contact  factory  for  delivery.  Delivery  quoted  will  be  after 
receipt  of  customer  design  package. 


DC/AC  Parametric  Testing 


1.  VIL/VIH  Parametric  Information 

VIL/VIH  parameters  are,  in  effect,  input  conditions  of  DC  tests 
and  are  not  directly  tested.  Functional  tests  are  performed  at  VIL 
=  0.4  V  and  VIH  =  2.4  V.  VIL  is  specified  at  <  0.8  V,  and  VIH  is 
specified  at  >  2.0  V. 

2.  AC  Testing/Programming 

Although  Monolithic  Memories  offers  a  large  selection  of  pro- 
grammable products,  it  must  be  pointed  out  that  AC  Testing  can- 
not be  performed  on  many  of  our  products  types  without  their 
being  programmed.  For  those  devices  which  must  be  pro- 
grammed prior  to  AC  Tests  and  are  ordered  unprogrammed, 
Monolithic  Memories  must  "guarantee"  their  AC  Performance. 

Since  the  guaranteeing  of  parameters  can  be  a  serious  concern 
for  the  Military  user,  we  have  outlined  several  approaches  to 
address  the  AC  screening  issue. 

Option  1 .  Monolithic  Memories  can  pull  a  Sample  from  a  lot 
using  our  own  Standard  patterns  (designed  to  blow  in 
excess  of  50  percent  of  the  fuses)  and  perform  AC 
testing  at  25°C. 

•  PAL  products  processed  to  Military  drawings  in- 
clude programmability  samples  and  AC  testing  at 
25°C. 

Option  2.  Monolithic  Memories  can  program  PROMs  using  cus- 
tom patterns  submitted  by  the  customer.  AC  testing 
can  then  be  done  with  the  following  options: 

•  Sample  AC  at  25°C 

•  Sample  AC  at  25°C,  -55°C,  125°C 

•  1 00%  AC  at  25°C 

•  1 00%  AC  at  25°C,  -55°C  and  125°C 

Note:  For  PAL  devices  contact  the  factory. 

On  PAL  products  where  custom  programming  is  performed  and 
AC  testing  is  required,  additional  vector  generation  and  fault 
coverage  analysis  is  required,  as  well  as  AC  program  generation 
and  checkout. 
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Drawing  Program 

Advanced  Micro  Devices  and  Monolithic  Memories  are  active 
participants  in  the  JAN  38510  and  Standard  Military  Drawing 
(SMD)  Program.  The  idea  behind  the  SMD  Program  is  to  stan- 
dardize MIL-STD-883,  Class  B  microcircuits  where  fully  qualified 
JAN  product  is  not  available.  The  advantage  to  the  user  is  that 
SMDs  are  a  cost  effective  alternative  to  source  control  drawings 
and  are  offered  as  off-the-shelf  stocking  items  by  IC  manufactur- 
ers participating  in  the  program. 

Standard  Military  Drawings  should  always  be  considered  to 
improve  availability  over  source  control  drawings.  It  is  standard 
practice  at  AMD/MMI  to  convert  our  883,  Class  B  processing  to 


SMDs  for  all  products  which  we  are  approved  to  supply.  AMD/ 
MMI  then  dual  marks  these  devices  with  both  the  SMD  number 
and  the  Generic  Part  Number.  DESC  approved  products  can 
then  be  procured  to  either  part  number  as  standard  product 
through  both  OEM  and  Distributor  channels. 

The  following  cross  reference  will  allow  you  to  determine  the 
appropriate  SMD  and  JAN  Drawing  for  each  PAL  device.  AMD/ 
MMI  will  continue  to  work  closely  with  DESC,  generating  new 
drawings,  which  will  provide  a  steady  flow  of  advanced  technol- 
ogy products  to  standardized  specifications. 


MIL-M-38510  Slash  Sheet  Cross  Reference  for  AMD/  MMI  Generic  Part  Number 
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Standard  Military  Drawing  Generic  Part  Type  Cross  Reference 
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TANDARD  MILITARY  DRAWING 
PART  NUMBER 
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JAN  REPLACEMENT  PART 
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Standard  Military  Drawing  Generic  Part  Type  Cross  Reference  (Cont'd.) 


TANDARD  MILITARY  DRAWING 
PART  NUMBER 

GENERIC  PART  NUMBER 

JAN  REPLACEMENT  PART 
NUMBER 
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Standard  Military  Drawing  Generic  Part  Type  Cross  Reference  (Cont'd.) 


STANDARD  MILITARY  DRAWING 
PART  NUMBER 

GENERIC  PART  NUMBER 

JAN  REPLACEMENT  PART 

All  ■■  an  r-  n 

NUMBER 
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Product  Introduction  Procedures 

All  new  products  released  by  the  Military  Products  Division  must 
successfully  pass  Mil-Std-883  Class  B  processing  prior  to  new 
product  announcement.  This  practice  allows  us  to  do  checkout 
of  bonding  diagrams,  electrical  test  tapes  and  burn  circuits  in  a 
manufacturing  environment.  Programmabiiity  is  checked  when 
applicable.  Our  Military  Engineering  Department  reviews  electri- 
cal data  to  insure  performance  and  yields  to  military  data  sheet 
limits  are  acceptable,  prior  to  new  product  release.  This  proce- 
dure allows  MPD  to  keep  manufacturing  start-up  problems  to  a 
minimum  on  new  product  orders. 

Standard  Processing  Flows 

Monolithic  Memories  Processing  and  Screening  flows  are  organ- 
ized to  provide  a  broad  selection  of  processing  options,  structured 
around  the  most  commonly  requested  customer  flows. 

Standard  processing  flows  for  the  Military  Products  Division 
include: 

Monolithic  Memories  Inc.  Modified  Level  S 
JAN  38510  Class  B 
Military  Drawing  Program 
Mil-Std-883  Class  B 

Monolithic  Memories  Inc.  Mil-Temp  Product 

In  addition,  these  flows  are  expanded  to  provide  for  factory 
programming  on  PAL  circuits,  when  required  by  our  customers. 

Major  benefits  can  be  realized  by  ordering  product  to  standard 
flows  whenever  possible: 

•  Minimize  need  for  source  control  drawings. 

•  Cost  savings  on  unit  cost — no  price  adders  for  custom  process- 
ing. 

•  Improved  lead  time — no  spec  review  or  negotiation  time,  plus 
the  ability  to  pull  product  from  various  work-in-process  stages 
or  purchase  product  from  finished  goods  inventory. 

For  your  reference,  we  have  included  our  Modified  Level  S  flow, 
our  Mil-Std-883  Class  Bflow  and  our  Mil-Temp  Product  flow.  For 
your  planning  purposes,  we  have  calculated  typical  throughput 
times  for  each  operation,  as  product  proceeds  through  the 
processing  flow. 

It  is  the  policy  of  Monolithic  Memories,  to  always  operate  to  the 
most  current  revision  of  Mil-M-38510  and  Mil-Std-883. 


Manufacturing  and  Screening 
Locations 

JAN  Products,  Monolithic  Memories  Modified  Level  "S",  and 
customer  orders  which  call  for  U.S.A.  assembly,  are  manufac- 
tured in  our  DESC  certified  line  in  Sunnyvale,  California. 

MIL-STD-883  Class  B  products,  and  orders  to  source  control 
drawings,  where  stateside  build  is  not  required,  are  assembled  at 
our  Penang,  Malaysia  facility.  This  facility  is  qualified  by  Mono- 
lithic Memories  Quality  Department,  as  well  as  by  many  of  our 
customers,  to  manufacture  MIL-STD-883  Class  B  product. 
Conformance  to  MIL-STD-883  requirements  is  routinely  moni- 
tored through  audits  at  the  Penang  facility  as  well  as  incoming 
inspections  in  Sunnyvale.  Manufacturing  capabilities  for  each 
Monolithic  Memories  facility  are  highlighted  on  the  chart  below. 

To  identify  the  assembly  location  of  each  military  device,  the 
Country  of  origin  is  marked  on  all  products  prior  to  shipment. 
Products  assembled  in  our  stateside  facility  in  Sunnyvale,  Califor- 
nia, will  have  "USA"  marked  on  the  topside  of  the  device.  The 
exception  to  this  is  JAN  38510  product,  which  is  marked  to  the 
MIL-M-38510  requirements  only. 

Offshore  built  product,  which  is  manufactured  in  Penang,  Malay- 
sia, will  have  "Malaysia"  or  "Malay"  marked  on  the  bottom  side  of 
the  device. 

Manufacturing  Capabilities 
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X 

Post  Burn-In  Electricals 

X 

X 

Group  A  Testing 

X 

X 

Mark 

X 

X 

Factory  Programming 

X 

Qualification  and  Quality 

X 

Conformance  Testing 

SCREENING 

MODIFIED  LEVELS 

REQUIREMENT 

CLASS  B 

REQUIREMENT 

MIL-STD-883 
METHOD  5004 

MIL-STD-883 
METHOD  5004 

S.E.M. 

2018 

Sample 

Assembly 

USAAssembly 

Typically  offshore  assembly 

Non-destruct 
bond  pull 

2023(Sample) 

LTPD  =  5 

REJ  =  0 

SS  =  2  all  wires 

Die  shear/ 
Destruct  bond  pull 

2019  (sample) 

SS  =  2 
REJ-0 

Internal  visual 

2010  cond.  A  (modified) 

100% 

2010  cond.  B 

100% 

Stabilization  bake 

1008 

100% 

1008 

100% 

Temperature  cycling 

1010 

100% 

1010 

100% 

Constant  acceleration 

2001  test  cond.  D  or  E 
Y1  orientation  only 

100% 

2001  test  cond.  D  or  E 
Y1  orientation  only 

100% 

Seal  A)  Fine 
B)  Gross 

1014  cond.  A  or  B 
cond.  C 

100% 

Particle  impact  noise 
detection  (PIND) 

2020  cond.  A  only 

100% 

Interim  electrical 
parameters 

Per  application  device 

specification 

TA  =  25°C  only 

100% 

Serialization 

100% 

X-Ray 

2010  two  views 
X  and  Y  axis  only 

100% 

Interim  electrical  (1) 
parameter 

Per  applicable  device 

specification 

TA  =  25°C  only 

100% 

Per  applicable  device  (1 ) 

specification 

TA  =  25°C  only 

100% 

Post  electrical 
parameters 

Per  applicable  device 
specification 
TA  =  25°Conly 
(delta's  when  required) 

100% 

Per  applicable  device 

specification 

TA  =  25°C  only 

100% 

Delta  calculations 
(when  applicable) 

Per  applicable  device 
specification 

Percent  defect  allowable 

DC  Parameters 
PDA  -  5%  or  1  device 
whichever  is  greater 
Functional  Parameters 
PDA  =  3%  or  1  device 
whichever  is  greater 

DC  Parameters 
PDA  =  5%  or  1  device 

whifhpvpr  i<;  nrpatpr 

(1 )  Programming  and  verification  are  performed  at  25°C  only. 

(2)  Unprogrammable  PAL  Devices-AC  parameters  are  tested  on  programmed  sample. 
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Standard  Military  Flow  Chart  (Cont'd.) 


SCREENING 

MODIFIED  LEVEL  S 

REQUIREMENT 

CLASS  B 

REQUIREMENT 

MIL-STD-883 
METHOD  5004 

MIL-STD-883 
METHOD  5004 

Final  electrical 
parameters  (hot  and 
cold  extremes) 

Per  applicable  device 
specification 

100% 

Per  applicable  device 
specification 

100% 

Sa 

1  A)  Fine 
B)  Gross 

1014cond,  A  or  8 
cond  C 

100% 

Group  A  lot 

5005  Level  S.  (2) 

Per  applicable 
device  specification 

5005  Class  B  (2) 

Sample 
every  lot 

Group  B  inspection  lot 
Group  C 
Group  D 
Exrternal  visual 

5005  level  S 
not  applicable 
5005  level  S 
2009 

As  required 

As  required 
100% 

5005  Class  B 
5005  Class  B 
5005  Class  B 
2009 

Generic  data  available 
in  lieu  of  lot  quality 

Every  6  weeks 
Every  13  weeks 
Every  26  weeks 
100% 

(1)  Programming  and  verification  are  performed  at  25°C  only. 

(2)  Unprogrammable  PAL  Devices-AC  parameters  are  tested  on  programmed  sample. 
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Quality  Programs 

The  Military  Product  Division  quality  system  conforms  to  the 
following  Mil-Standards: 

Mil-M-38510,  Appendix  A,  "Product  Assurance  Program" 
Mil-Q-9858,  "Quality  Program  Requirements" 
Mil-l-45208,  "Inspection  System  Requirements" 

Monolithic  Memories  facilities  in  Sunnyvale  are  certified  by  the 
Defense  Electronics  Supply  Center  (DESC),  to  manufacture  and 
qualify  Schottky  Bipolar  PROMs  and  PAL  circuits  in  accordance 
with  Mil-M-38510  Class  B.  This  certification  was  a  result  of  a 
successful  audit  of  our  production  and  quality  systems  to  the 
stringent  requirements  of  Mil-M-3851 0.  Monolithic  Memories  has 
also  demonstrated  compliance  to  the  strict  requirements  of  both 
controlled  and  captive  lines  connected  with  special  Military  pro- 
grams. 

Quality  Assurance 


Following  100%  screening,  the  Military  Products  Division 
samples  all  products  processed  in  conformance  to  Mil-Std-883 
Class  B,  to  the  following  LTPD  levels: 


Test 

LTPD 

DC  25°C 

2 

DC+125°C 

3 

DC-55° 

5 

Functional  at  25°C 

2 

Functional  at  Temperature  Extremes 

5 

AC  25°C 

2 

AC+125°C 

3 

AC  -55° 

5 

The  Military  Products  Division  ensures  outgoing  product  quality 
and  integrity  by  performing  inspection  Lot  Group  As  and  B's  per 
Mil-Std-883  Method  5005,  conducting  self  audits  in  all  areas 
involved  in  screening  tests  per  Method  5004  of  MIL-STD-883, 
gating  all  shipments  to  our  customers,  and  maintaining  a  calibra- 
tion control  system  in  accordance  with  Mil-Std-45662. 

For  products  requiring  programming  prior  to  AC  tests,  testing  is 
performed  utilizing  MIL-M-38510  slash  sheet  sample  plans. 

Product  Qualification/Quality 
Conformance  Inspection  (QCI) 

The  Military  Products  Division  has  a  quality  conformance  testing 
program  in  accordance  with  MIL-STD-883,  Method  5005.  Quality 
Conformance  Testing  provides  necessary  feedback  and  moni- 
tors several  areas: 

■  Reliability  of  Product/Processes 

•  Vendor  Qualification  for  Raw  Materials 

■  Customer  Quality  Requirements 

•  Maintain  Product  Qualification 

•  Engineering  Monitor  on  Products/Processes 


Standard  procedures  for  new  product  release  specify  that  Mono- 
lithic Memories'  Reliability  Department,  as  a  minimum,  conduct 
qualification  testing  per  Mil-Std-883,  Method  5005.  Once  quali- 
fied, each  package  type  (from  each  assembly  line)  and  device  (by 
technology  group  as  delineated  in  Mil-M-3851 0)  are  incorporated 
into  Monolithic  Memories  Quality  Conformance  Inspection  pro- 
gram which  utilizes  the  requirements  of  MIL-M-38510. 

When  military  programs  do  not  require  that  QCI  data  be  run  on  the 
specific  lot  shipped  Monolithic  Memories  Quality  Conformance 
program  allows  customers  to  obtain  generic  data  on  all  product 
families  manufactured  by  the  Military  Products  Division.  Generic 
Qualification  Data  enables  customers  to  eliminate  costly  qualifi- 
cation and  destruct  unit  charges,  and  also  improves  delivery  time 
by  a  factor  of  eight  to  ten  weeks.  The  following  product  data  is 
available: 

Group  B  -  Package  Related  Tests 

•  QCI  is  performed  every  6  weeks  of  manufacture  on  each 
package  type. 

•  Any  device  type  in  the  same  package  type  may  be  used 
regardless  of  the  specific  part  number. 

•  Purpose:  To  monitor  assembly  and  device  package  integrity. 

Group  C  -  Product/Process  Related  Tests 

•  QCI  is  performed  every  13  weeks  of  manufacture,  on 
representative  devices  from  the  same  microcircuit  group. 

•  Life  test  data  may  be  used  to  qualify  similar  technologies. 

•  Purpose:  To  monitor  the  reliability  of  the  process  and  the 
parametric  performance  for  each  product  technology. 

Group  D  -  In-Depth  Package  Related  Tests 

•  QCI  is  conducted  every  26  weeks  using  devices  which 
represent  the  same  package  construction  and  lead  finish. 

•  Any  device  type  in  the  same  package  type  may  be  used 
regardless  of  the  specific  part  number. 

•  Purpose:  To  monitor  the  reliability  and  integrity  of  various 
package  materials  and  assembly  processes. 

Generic  Data 

Monolithic  Memories'  Generic  Data  Program  is  based  on  MIL-M- 
38510,  which  allows  for  shipments  based  on  26  weeks  of  cover- 
age for  Group  C  Testing  and  36  weeks  of  coverage  for  Group  D 
Testing. 

Should  circumstances  arise  where  generic  coverage  to  MIL-M- 
38510  is  not  possible,  MMI  reserves  the  right  to  ship  product 
based  on  52  weeks  of  generic  Group  C  and/or  D  coverage  per 
MIL-Std-883. 

Process  Audits 

Process  Audits  are  performed  in  accordance  with  Mil-M-38510, 
Appendix  A,  (self  audits)  by  the  Quality  Assurance  Department. 


In  order  to  better  service  our  military  customers  who  must  return 
product  to  the  factory,  the  Military  Products  Division  has  estab- 
lished its  own  customer  material  returns  department.  Our  goals 
and  policies  are  outlined  below  so  you  may  know  what  to  expect 
when  returning  product  to  M.P.D. 

Goals 

1 0  day  turn-around  to  respond  to  a  return. 

•  Notification  to  the  customer  of  any  discrepancy  relating  to 
the  return. 

•  For  returns  which  cannot  be  validated,  a  written  notice  of 
M.P.D.'s  intent  to  return  product  will  be  sent  to  our  customer. 

•  Product  returned  to  our  customer  will  be  accompanied  by  an 
explanation  and/or  parametric  test  data  and  serialized 
devices. 

Standard  Policies 

•  Product  which  is  returned  specifically  as  electrical  failures 
and  is  not  accompanied  by  test  data,  will  be  tested  at  all 
three  temperatures  ( -55°C,  25°C,  +125°C) 

•  If  no  failures  found,  the  product  will  be  returned  to  the 
customer. 

•  A  device  count  is  done  upon  arrival  of  a  return  at  Monolithic 
Memories.  Credit  will  be  given  only  for  the  number  of 
devices  received  by  the  factory. 

•  Product  returned  by  the  Franchised  Distributor  for  rescreen 
or  stock  rotation  will  be  accepted  only  if  proper  traceability 
paperwork  accompanies  each  lot  of  product 

•  All  returns  must  be  send  to  1135  East  Arques,  Sunnyvale, 
Ca  94086.  ATTN:  "MPD  CMR  DEPARTMENT" 

Information  Checklist 

The  following  accompanying  a  material  return  will  assist  us  in 
responding  to  your  return  in  the  shortest  possible  time. 

1 .  Double  check  accuracy  of  device  counts. 

2.  Identify  rejects  from  good  devices,  when  returned  together. 

3.  Supply  as  much  detail  as  you  can  about  the  description  of  the 
electrical  failure  mode  (i.e.:  AC  Fail,  DC  Fail,  FCT  Fail,  or 
description  of  any  test  numbers  used). 

4.  Whenever  possible,  identify  dissimilar  failures  or  keep  sepa- 
rate devices  which  fail  different  parameters  by  serializing 
failures. 

5.  Enclose  a  copy  of  any  data  which  you  may  have  taken  on  the 
failed  devices  (i.e.:  Forcing  conditions,  temperature  tested, 
parameter  and  value,  an  address  that  failed).  List  what  was 
expected  vs.  what  was  received. 

6.  For  programmability  failures,  please  send  programming 
masters  or  a  truth  table.  Also  please  indicate  whether  single 
or  multiple  pulse  programming  was  used  and  the  equipment 
device  was  programmed  on. 

7.  What  environmental  testing  was  performed. 

8.  Failure  rates. 
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these  guidelines,  if  a  problem  should  arise,  the  Military  Products 
Division  will  strive  to  disposition  and  respond  to  your  material 
return  as  thoroughly  and  promptly  as  possible. 

Electrostatic  Discharge  Control 
Procedures 

The  Military  Products  Division  of  Monolithic  Memories  fully 
employs  static  control  procedures  throughout  its  facilities  in 
Penang,  Malaysia  and  Sunnyvale,  California. 

All  manufacturing  areas  where  product  is  processed  or  handled, 
including  our  Reliability  Labs,  Engineering  Labs,  etc.,  have  full 
static  control  such  as  wrist  straps,  antistatic  smocks,  grounded 
stainless  steel  tables,  conductive  mats  and  ion  generators  wher- 
ever necessary. 

All  product  is  moved  throughout  our  facilities  and  shipped  to 
customers  in  static  shielded  containers. 

In  addition,  MPD  distributors  must  demonstratethat  they  meetthe 
same  stringent  standards  regarding  ESD  handling  and  control 
procedures  as  the  factory.  Individual  distributor  locations  are 
audited  and  approved  annually  by  MPD's  Quality  Assurance 
Department. 

An  ESD  identifier  is  marked  on  all  products  in  front  of  the  date 
code,  and  all  shipping  containers  are  labeled  with  an  ESD 
Caution  Message.  ESD  procedures  are  continually  reviewed,  to 
ensure  that  our  customers  receive  only  the  highest  quality  prod- 
uct from  the  Military  Products  Division. 

Radiation  Hardness  Program 


1.  Radiation  Effects 

It  has  been  stated  that  some  level  of  radiation  tolerance  will  be 
required  in  up  to  50%  of  all  military  applications  by  1 990.  Due  to 
this  increased  concern  over  radiation  effects  on  integrated  cir- 
cuits, the  Military  Products  Division  has  embarked  on  a  program 
to  determine  what  radiation  dose  rates  our  circuits  will  withstand. 

2.  Neutron  Irradiation 

We  have  successfully  completed  neutron  radiation  testing  on  our 
Bipolar  processes  in  accordance  with  Mil-Std-883,  Method 
1 01 7.2.  Eleven  different  device  types,  which  currently  represent 
all  our  Bipolar  processes,  were  parametrically  and  functionally 
tested  at  25°C  before  and  after  exposure  to  fluence  levels  of 
2x10'2N/cm2, 1x10"  N/cm2, 4x10"  N/cm2and  1x10"  N/cm2.  Input 
low  current  (ML)  is  the  primary  measurement  of  permanent  circuit 
degradation.  The  parametric  failures  (ML  >  250mA)  seen  oc- 
curred at  relatively  high  fluence  levels.  Also,  no  major  changes 
in  ICC  were  noted  for  any  circuit. 
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53S1681  (2048x8  PROM) 

53RA1681A        (2048x8  Registered  PROM) 
53S3281  (4096x8  PROM) 

57401 A  (64x4  FIFO) 

PAL1 6R4A         (High  Speed  Programmable  Array  Logic) 
PAL16R4B         (Very  High  Speed  Programmable  Array 
Logic) 

PAL16R4D         (Oxide  Isolated  Ultra  High  Speed 

Programmable  Array  Logic) 
PAL20R4A         (High  Speed  Programmable  Array  Logic) 
PAL20RA1 0        (Asynchronous  Programmable  Array 
Logic) 

All  devices  passed  test  limits  at  1x10'3  N/cm2  level,  with  the 
53RA1681A,  53S3281,  and  57401 A  also  passing  the  4x1 0'3  N/ 
cm2fluence  level.  In  addition,  the  57401 A  passed  test  limits  at 
1x10"  N/cm2  level. 

3.  Dose  Rate  Effects 

Dose  rate  data  has  been  obtained  on  our  junction  isolated  Bipolar 
processes.  All  recovered  in  50  to  70  microseconds  from  a  1 
microsecond  pulse  of  2x1 0'°  rads  (Si)  per  second. 


PAL14L8 

PAL16L6 

PAL20L10 

PAL20X10 

PAL20X8 

PAL12H6 

PAL14H4 


PAL10L8 
PAL12L6 
PAL16L8 
PAL16R8 
PAL16R6 
PAL16R4 


4.  Future  Radiation  Testing 

Our  future  test  plans  include: 

•  Total  Dose 

•  Single  Event  Upset 

•  Latch-up  and  Burn-out 

Monolithic  Memories'  new  Bipolar  and  CMOS  processes  will  be 
radiation  tested  after  production  release. 

Detailed  neutron  and  dose  rate  radiation  data  is  availablefrom  the 
Military  Products  Division. 
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JAN  38510  and  STANDARD  MILITARY  DRAWING  PROGRAM 


STANDARD  MILITARY  DRAWING  NUMBERING  SYSTEM 

81035    01     L  A 


DRAWING  NUMBER  FOR  

PRODUCT  FAMILY 

81035  =  Small  20  Pin  PAL  Devices 

81036  ■  Med.  20  Pin  A,  A-2  PAL  Devices 
84129  =  24  Pin  A,  XA,  A-2  PAL  Devices 
85065  •  Medium  20  Pin  A-4  PAL  Devices 

5962-851 55  -  Medium  20  Pin,  B,  B-2  and  D  PAL  Devices 
'"  5962-86803  -  24  RA  Pin  PAL  Devices 

5962-86804  =  Small  24  Pin  PAL  Devices 
•"  5962-87671  .  24  Pin  B  PAL  Devices 


DEVICE  TYPES  - 


-  LEAD  FINISH 

A  »  Hot  Solder  Dip 
X  =  Any  Lead  Finish 

-  PACKAGE  TYPES 

K  =  24  Lead  3/8"  x  5/8"  Cerpack 
L  =  24  Lead  1/4"  x  1  1/4"  SKINNYDIP 
R-  20  Lead  1/4"  x  1  1/16"  DIP 
S  -  20  Lead  1  /4"  x  1 /2"  Cerpack 
2-20  Terminal  .350  x  .350  LCC 
3  =  28  Terminal  .450  x  .450  LCC 


'  SMDs  Being  Generated 


JAN  PART  NUMBERING  SYSTEM 

JM  38510  /  503  01  B  R  A 


JAN  DESIGNATOR  

Part  cannot  be  marked  with  a 
"J"  unless  qualified  and  approved 
for  listing  on  QPL. 

GENERAL  PROCUREMENT  

REFERS  TO  DETAILED  SPEC  

503  =  Programmable  Array  Logic 

504  =  Programmable  Array  Logic 

505  =  Programmable  Array  Logic 

DEFINES  DEVICE  TYPES  


LEAD  FINISH 
A  -  Hot  Solder  Dip 
X  =  Any  Lead  Finish 

PACKAGE  TYPES 
R  =  20-Lead 

1/4"  x1  1/16"  DIP 
L  =  24-Lead 

1/4"  x1  1/4"  SKINNYDIP 

2  ■  20-Terminal 

0.35  x  0.35  LCC 

3  =  28-Terminal 

0.450  x  0.450  LCC 

PROCESSING  LEVEL 
Class  B 


PART  NUMBER  INTERPRETATION: 

When  ordering  to  JAN  38510  and  Military  Drawing  numbers,  the  lead  finish  designator  (last  letter  in  part  number)  is  commonly  called 
out  as  "X".  This  is  a  way  of  stating  that  the  customer  will  accept  the  standard  manufacturer's  lead  finish  for  the  package  orders.  "X"  is 
not  a  lead  finish  designator  in  itself,  therefore,  when  product  is  shipped,  the  actual  lead  finish  designator  will  be  marked  on  the  devices. 


5-480 


£1  Monolithic  FJfJ  Memories  Zl 


Data  Sheets 


TTL/CMOS  PAL  Devices 
TTL/CMOS  AmPAL  Devices 
PROSE/PLS  Sequencers 
FPC/PEG  Sequencers 
ECL  PAL  Devices 

 HAL/ZHAL  Devices 

Military  PAL  Devices 
Logic  Cell  Array 
Electrical  Definitions 
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Logic  Cell™  Array 
M2064/M2018 


Features/Benefits 

•  CMOS  programmable  Logic  Cell  Array  (LCA)  for  replacement 
of  standard  logic 

•  Completely  reconfigurable  by  the  user  in  the  final  system 

•  High  performance  equivalent  to  TTL  SSI/MSI 

-  33  MHz  flip-flop  toggle  rate  (-33  speed  grade) 

-  50  MHz  flip-flop  toggle  rate  (-50  speed  grade) 

-  70  MHz  flip-flop  toggle  rate  (-70  speed  grade) 

•  User  configurable  logic  functions,  interconnect  and  I/O  for 
maximum  flexibility 

•  64/100  user-Configurable  Logic  Blocks  (CLBs)  providing 
usable  gate  equivalency  of  up  to  1200/1800  gates 

•  58/74  individually-configurable  I/O  pins  allowing  any  mix  of 
inputs,  outputs  or  bidirectional  signals  (68/84-pin  package) 

•  User  -selectable  TTL  or  HCMOS  input  threshold  levels 

•  Multiple  configuration  modes  for  greatest  flexibility  and 
ease-of-use 

•  Verification  feature  allows  user  to  check  configuration  data 

•  User-selectable  security  feature  prevents  read-back  of 
configuration  data 

•  Read-back  of  internal  register  states  for  system  debug 

•  On-chip  clock  oscillator  and  clock  buffer  circuits  provide 
flexible  internal  and  external  clocking  functions 

•  Master  reset  of  all  internal  register  elements  in  addition  to 
user-configurable  Reset  and/or  Set  control  of  individual  CLB 
storage  elements 

•  Complete  development  system  support 


General  Description 

The  Logic  Cell  Array  (LCA)  is  a  high-density  CMOS-integrated 
circuit  available  from  Monolithic  Memories.  Its  user- 
programmable  array  architecture  is  made  up  of  three  types  of 
configurable  elements:  Input/Output  Blocks,  Logic  Blocks  and 
Interconnect.  The  designer  can  define  individual  I/O  blocks  for 
interface  to  external  circuitry,  define  logic  blocks  to  implement 
logic  functions  and  define  interconnection  network  to  compose 
larger  scale  logic  functions.  The  XACT™  Development  system 
provides  interactive  graphic  design  capture  and  automatic 
routing.  Both  logic  simulation  and  in-circuit  emulation  are 
available  for  design  verification. 

The  Logic  Cell  Array  is  available  in  a  variety  of  logic  capacities, 
package  styles,  temperature  ranges  and  speed  grades. 


PART 
NUMBER 

LOGIC 
CAPACITY 
(USABLE 
GATES) 

CONFIG- 
URABLE 
LOGIC 
BLOCKS 

USER 
l/Os 

CONFIG- 
URATION 
PROGRAM 
(BITS) 

M2064 

1200 

64 

58 

12040 

M2018 

1800 

100 

74 

17880 

The  Logic  Cell  Array's  logic  functions  and  interconnections  are 
determined  by  data  stored  in  internal  static  memory  cells.  On- 
chip  logic  provides  for  automatic  loading  of  configuration  data 
at  power-up.  The  program  data  can  reside  in  an  EEPROM, 
EPROM  or  ROM  on  the  circuit  board  or  on  a  floppy  disk  or  hard 
disk.  The  program  can  be  loaded  in  a  number  of  modes  to 
accommodate  various  system  requirements. 

Package  Availability 


PART 
NUMBER 

48-PIN 
PLASTIC 
DIP 
N48 

68-PIN 
PLCC 
NL68 

68-PIN 
PGA 
P68 

84-PIN 
PLCC 
NL84 

84-PIN 
PGA 
P84 

M2064 

X 

X 

X 

M2018 

X 

X 

X 

X 

Ordering  Information 

M2018-70CNL84 

"X. 


PART  NUMBER  > 

2064  (1200  Gales,  58  IOB) 
2018  (1800  Gates,  74  IOB) 

SPEED  GRADE  

-33  (33  MHz  Toggle  Rate) 
-50  (50  MHz  Toggle  Rate) 
-70  (70  MHz  Toggle  Rate) 


NUMBER  OF  PINS 
48  (48  Pins) 
68  (68  Pins) 
84  (84  Pins) 

-  PACKAGE  TYPE 

NL   =  Pin  Molded  Chip 

Carrier 
P     =  Pin  Grid  Array 
N     =  Pin  Molded  DIP 

-  TEMPERATURE  RANGE 

C 
M 


XILINX™.  XACT™.  XACTOR™.  Logic  Cell'"  Array  and  Logic  F 
trademarks  of  XILINX  Inc. 

IBM®  is  a  registered  trademark  ot  International  Business  Machines  Corporation. 
PCIM.  PC-AP*  and  PC-XTIM  are  trademarks  ol  International  Business  Machines 
Corporation 

P-SILOS™  is  a  trademark  ot  SimuCad  Corporation. 

MS-DOS™  is  a  trademark  ol  Microsoft  Corporation. 

Portions  of  this  Data  Sheet  reproduced  with  the  permission  of  XILINX  Inc. 
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Pin  Description 

PWRDWN 

An  active  low  power-down  input  stops  all  internal  activity  to 
minimize  VCC  power  and  puts  all  output  buffers  in  a  high- 
impedance  state  Configuration  is  retained,  however,  internal 
storage  elements  are  Reset.  When  the  PWRDWN  pin  returns 
HIGH,  the  device  returns  to  operation  with  the  same  sequence 
of  reset,  buffer  enable  and  DONE,  PROGRAM  as  at  the 
completion  of  configuration. 

MO.  RTRIG 

As  Mode  0,  this  input  and  M1 .  M2  are  sampled  before  the  start 
of  configuration  to  establish  the  configuration  mode  to  be 
used 

As  a  read  trigger,  an  input  transition  to  a  HIGH,  after 
configuration  is  complete,  will  initiate  a  readback  of 
configuration  and  storage  element  data.  This  operation  may  be 
limited  to  a  single  request,  or  be  inhibited  altogether,  by 
selecting  the  appropriate  readback  option  when  generating  the 
bit  stream. 


M1;  RDATA 

As  Mode  1  this  input  and  MO,  M2  are  sampled  before  the  start 
of  configuration  to  establish  the  configuration  mode  to  be 
used. 

As  an  active-low  read  data  after  configuration  is  complete, 
this  Din  is  the  output  of  the  readback  data. 

m 

As  Mode  2.  this  input  and  MO.  Ml  are  sampled  before  the  start 
of  configuration  to  establish  the  configuration,  mode  to  be 
used.  After  configuration  this  pin  becomes  a  user-pro- 
grammable I/O. 

HDC 

High  during  configuration  is  held  at  a  HIGH  level  by  the  LCA 
until  after  configuration.  It  is  intended  to  be  available  as  a 
control  indication  that  configuration  is  not  complete.  After 
configuration,  this  pin  is  a  user  I/O. 

LDC 

Low  during  configuration  is  held  at  a  LOW  level  by  the  LCA  until 
after  configuration.  If  is  intended  to  be  available  as  a  control 
indication  that  configuration  is  not  completed.  It  is  particularly 
useful  in  master  mode  as  a  LOW  enable  for  an  EPROM.  After 
configuration  this  pin  is  a  user  I/O.  If  used  as  a  LOW  EPROM 
enable,  it  should  be  programmed  as  a  HIGH  after 
configuration. 

RESET 

This  is  an  active-low  input  which  has  three  functions.  Prior  to 
the  start  of  configuration  a  LOW  input  will  delay  the  start  of  the 
configuration  process.  An  internal  circuit  senses  the 
application  of  power  and  begins  a  minimal  time-out  cycle  on  the 
order  o!  100  ms  When  the  time-out  and  RESET  are  complete, 
the  levels  of  the  "M"  mode  lines  are  sampled  and  configuration 
begins.  If  RESET  is  asserted  during  a  configuration,  the  LCA  is 
reinitialized  and  will  restart  the  configuration  at  the  termination 
of  RESET.  If  RESET  is  asserted  after  configuration  is 
complete,  it  will  provide  an  asynchronous  reset  of  all  IOB  and 
CLB  storage  elements  of  the  LCA 


DONE,  PROG 

The  DONE  open  drain  output  is  configurable  with  or  without  a 
pull-up  resistor  of  about  3  KQ.  At  the  completion  of  con- 
figuration, the  circuitry  of  the  LCA  becomes  active  in  a 
synchronous  order  and  one  configuration  clock  cycle  later 
DONE  is  asserted.  Once  configuration  is  done,  a  HIGH-to- 
LOW  transition  of  this  program  pin  will  cause  an  initialization  of 
the  LCA  and  start  a  reconfiguration  if  that  mode  is  selected  in 
the  current  configuration. 

XTL1 

This  user  I/O  pin  may  be  configured  to  operate  as  the  output  of 
an  amplifier  usable  with  an  external  crystal  and  bias  circuitry  to 
form  an  oscillator. 

XTL2 

This  user  I/O  pin  may  be  configured  to  operate  as  the  input  of 
an  amplifier  usable  with  an  external  crystal  and  bias  circuitry  to 
form  an  oscillator. 

CCLK 

During  configuration,  configuration  clock  is  an  output  of  an 
LCA  in  either  master  or  peripheral  mode.  LCAs  in  slave  mode 
use  it  as  a  clock  input.  During  a  readback  operation,  it  is  an 
input  clock  for  the  configuration  data  being  output. 

Doirr 

This  user  I/O  pin  is  used  during  configuration  to  output  serial 
configuration  data  out  for  daisy-chained  slaves'  data  in. 

DIN 

This  user  I/O  pin  is  used  as  serial  data  in  during  slave  or 
peripheral  configuration.  This  pin  is  DO  in  master  configuration 
mode. 

CSO,  CS1 ,  CS2,  WRT 

These  four  inputs  represent  a  set  of  signals,  three  active  low 
and  one  active  high,  which  are  used  in  the  peripheral  mode  to 
control  configuration  data  entry.  The  assertion  of  ail  four 
generates  a  LOW  CCLK  and  shifts  DOUT  data.  The  removal  of 
any  assertion  clocks  in  the  DIN  data  present  and  causes  a 
HIGH  CCLK.  In  master  mode,  these  pins  become  part  of  the 
parallel  configuration  byte  (D4,  D3,  D2,  D1 ).  After  configuration 
is  complete,  they  are  user-programmed  I/O. 

RCLK 

During  master  mode  configuration,  this  pin  represents  a  read 
clock  of  an  external  memory  device.  After  configuration  is 
complete,  this  pin  becomes  a  user-programmed  I/O. 

D0-D7 

This  set  of  eight  pins  represents  the  parallel  configuration  data 
byte  for  the  master  mode.  After  configuration  is  complete,  they 
are  user-programmed  I/O. 

A0-A15 

This  set  of  sixteen  pins  presents  an  address  output  for  an 
external  configuration  memory  during  master  mode.  After 
configuration  is  complete,  they  are  user-programmed  I/O.  A12 
through  A15  are  not  available  in  packages  with  less  than  sixty- 
eight  pins. 

I/O 

A  pin  which  may  be  programmed  by  the  user  to  be  input  and/or 
output  following  configuration.  Some  of  these  pins  present  a 
high-impedance  pull-up  or  perform  other  functions  before 
configuration  is  complete. 
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Functional  Description 

The  general  structure  of  a  Logic  Cell  Array  is  shown  in  Figure  1 . 
The  elements  of  the  array  include  three  categories  of  user- 
programmable  elements:  I/O  Blocks,  Configurable  Logic 
Blocks  and  Programmable  Interconnections.  The  I/O  Blocks 
provide  an  interface  between  the  logic  array  and  the  device 
package  pins.  The  Configurable  Logic  Blocks  perform  user- 
specified  logic  functions,  and  the  interconnect  resources  are 


programmed  to  form  networks  that  carry  iogic  signais  among 
blocks. 

Configuration  of  the  Logic  Cell  Array  is  estabiished  through  a 
distributed  array  of  memory  cells.  The  XACT  development 
system  generates  the  program  used  to  configure  the  Logic  Cell 
Array.  The  Logic  Cell  Array  includes  logic  to  implement 
automatic  configuration. 


\ 


CC  CC 


rrr  ttt 


CONFIGURABLE 
LOGIC  BLOCK  . 


INTERCONNECT  AREA 


Figure  1.  Logic  Cell  Array  Structure 


Configuration  Memory 

The  configuration  of  the  Monolithic  Memories'  Logic  Cell  Array 
is  established  by  programming  memory  cells  which  determine 
the  logic  functions  and  interconnections.  The  memory  loading 
process  is  independent  of  the  user  logic  functions. 

The  static  memory  cell  used  for  the  configuration  memory  in 
the  Logic  Cell  Array  has  been  designed  specifically  for  high 
reliability  and  noise  immunity.  Based  on  this  design,  integrity  of 
the  LCA  configuration  memory  is  assured  even  under  adverse 
conditions.  Compared  with  other  programming  alternatives, 
static  memory  provides  the  best  combination  of  high  density, 
high  performance,  high  reliability  and  comprehensive 
testability.  As  shown  in  Figure  2,  the  basic  memory  cell 
consists  of  two  CMOS  inverters  plus  a  pass  transistor  used  for 
writing  data  to  the  cell.  The  cell  is  only  written  during 


configuration  and  only  read  during  readback.  During  normal 
operation  the  pass  transistor  is  "off"  and  does  not  affect  the 
stability  of  the  cell.  This  is  quite  different  from  the  normal 
operation  of  conventional  memory  devices,  in  which  the  cells 
are  continuously  read  and  written. 

The  outputs  Q  and  Q  control  pass-transistor  gates  directly 
The  absence  of  sense  amplifiers  and  the  output  capacitive 
load  provide  additional  stability  to  the  cell  Due  to  the  structure 
of  the  configuration  memory  cells,  they  aie  not  affected  by 
extreme  power  supply  excursions  or  very  high  levels  of  aipha 
particle  radiation.  In  reliability  testing  no  soft  errors  have  been 
observed,  even  in  the  presence  of  very  high  doses  of  alpha 
radiation. 
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Rgure  2.  Configuration  Memory  Cell 


Input/Output  Block 

Each  user-configurable  I/O  block  (IOB)  provides  an  interface 
between  the  external  package  pin  of  the  device  and  the 
internal  logic.  Each  I/O  block  includes  a  programmable  input 
path  and  a  programmable  output  buffer.  It  also  provides  input 
clamping  diodes  to  provide  protection  from  electrostatic 
damage,  and  circuits  to  protect  the  LCA  from  latch-up  due  to 
input  currents.  Figure  3  shows  the  general  structure  of  the  I/O 
lock. 


he  input  buffer  portion  of  each  I/O  block  provides  threshold 
detection  to  translate  external  signals  applied  to  the  package 
pin  to  internal  logic  levels.  The  input  buffer  threshold  of  the  I/O 
blocks  can  be  programmed  to  be  compatible  with  either  TTL 
(1 .4  V)  or  CMOS  (2.2  V)  levels.  The  buffered  input  signal  drives 
both  the  data  input  of  an  edge-triggered  D-type  flip-flop  and 
one  input  of  a  two-input  multiplexer.  The  output  of  the  flip-flop 


provides  the  other  input  to  the  multiplexer.  The  user  can  select 
either  the  direct  input  path  or  the  registered  input,  based  on  the 
content  of  the  memory  cell  controlling  the  multiplexer.  The  I/O 
blocks  along  each  edge  of  the  die  share  common  clocks.  The 
flip-flops  are  reset  during  configuration  as  well  as  by  the 
active-low  chip  RESET  input. 

Output  buffers  in  the  I/O  blocks  provide  4-mA  drive  for  high 
fan-out  CMOS  or  TTL-compatible  signal  levels.  The  output  data 
(driving  I/O  block  pin  O)  is  the  data  source  for  the  I/O  block 
output  buffer.  Each  I/O  block  output  buffer  is  controlled  by  the 
contents  of  two  configuration  memory  cells  which  turn  the 
buffer  ON  or  OFF  or  select  logical  three-state  buffer  control. 
The  user  may  also  select  the  output  buffer  three-state  control 
(I/O  block  pin  TS).  When  this  I/O  block  output  control  signal  is 
HIGH  (a  logic  "1")  the  buffer  is  disabled  and  the  package  pin  is 
high-impedance. 


TS  (OUTPUT  ENABLE) 


OUT 


I/O  CLOCK 


PROGRAM-CONTROLLED 
MULTIPLEXER 


Figure  3.  I/O  Block 
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An  array  of  Configurable  Logic  Blocks  (CLBs)  provides  the 
functional  elements  from  which  the  user's  logic  is  constructed. 
The  logic  blocks  are  arranged  in  a  matrix  in  the  center  of  the 
device.  The  M2064  has  sixty-four  such  blocks  arranged  in  an 
eight-row  by  eight-column  matrix.  The  M2018  has  one  hundred 
logic  blocks  arranged  in  a  ten  by  ten  matrix.  Each  logic  block 
has  a  combinatorial  logic  section,  a  storage  element,  and  an 


internal  routing  and  control  section.  Each  CLB  has  four 
general-purpose  inputs;  A,  B,  C  and  D;  and  a  special  clock 
input  (K),  which  may  be  driven  from  the  interconnect  adjacent 
to  the  block.  Each  CLB  also  has  two  outputs,  X  and  Y,  which 
may  drive  interconnect  networks.  Figure  4  shows  the 
resources  of  a  Configurable  Logic  Block. 


OUTPUTS 


Figure  4.  Configurable  Logic  Block 


The  logic  block  combinatorial  logic  uses  a  table  look-up 
memory  to  implement  Boolean  functions.  This  technique  can 
generate  any  logic  function  of  up  to  four  variables  with  a  high- 
speed sixteen-bit  memory.  The  propagation  delay  through  the 
combinatorial  network  is  independent  of  the  function 


generated.  Each  block  can  perform  any  function  of  four 
variables  or  any  two  functions  of  three  variables  each.  The 
variables  may  be  selected  from  among  the  four  inputs  and  the 
block's  storage  element  output  "Q"  Figure  5  shows  various 
options  which  may  be  specified  for  the  combinatorial  logic. 
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Figure  5.  CLB  Combinatorial  Logic  Options 
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If  the  single  four-variable  configuration  is  selected  (Option  1), 
the  F  and  G  outputs  are  identical.  If  the  two-function 
alternative  is  selected  (Option  2),  logic  functions  F  and  G  may 
be  independent  functions  of  three  variables  each.  The  three 
variables  can  be  selected  from  among  the  four  logic  block 
inputs  and  its  storage  element  output  Q.  A  third  form  of  the 
combinatorial  logic  (Option  3)  is  a  special  case  of  the  two- 
function  form  in  which  the  B  input  dynamically  selects  between 
the  two  function  tables  providing  a  single  merged  logic  function 
output.  This  dynamic  selection  allows  some  five-variable 
functions  to  be  generated  from  the  four  block  inputs  and 
storage  element  Q.  Combinatorial  functions  are  restricted  in 
that  one  may  not  use  both  its  storage  element  output  Q  and  the 
input  variable  of  the  logic  block  pin  D  in  the  same  function. 

If  used,  the  storage  element  in  each  Configurable  Logic  Block 
(Figure  6)  can  be  programmed  to  be  either  an  edge-sensitive 
D-type  flip-flop  or  a  level-sensitive  D  latch.  The  clock  or  enable 
for  each  storage  element  can  be  selected  from: 

•  The  special-purpose  clock  input  K 

•  The  general-purpose  input  C 

•  The  combinatorial  function  G 


The 
logi 

to  route 


Figure  6.  CLB  Storage  Element 


user  may  also  select  the  clock  active  sense  within  each 
ic  block.  This  programmable  inversion  eliminates  the  need 
both  phases  of  a  clock  signal  throughout  the  device. 


The  storage  element  data  input  is  supplied  from  the  function  F 
output  of  the  combinatorial  logic.  Asynchronous  SET  and 
RESET  controls  are  provided  for  each  storage  element.  The 
user  may  enable  these  controls  independently  and  select  their 
source.  They  are  active-high  inputs  and  the  asynchronous 
reset  is  dominant.  The  storage  elements  are  reset  by  the 
active-low  chip  RESET  pin  as  well  as  by  the  initialization  phase 
preceding  configuration.  If  the  storage  element  is  not  used,  it 
is  d  sabled. 


The  two  block  outputs,  X  and  Y,  can  be  driven  by  either  the 
combinatorial  functions,  F  or  G,  or  the  storage  element  output 
Q  (Figure  4).  Selection  of  the  outputs  is  completely 
interchangeable  and  may  be  made  to  optimize  routing 
efficiencies  of  the  networks  interconnecting  the  logic  blocks 
and  I/O  blocks. 

Programmable  Interconnect 

Programmable  interconection  resources  in  the  Logic  Cell  Array 
provide  routing  paths  to  connect  inputs  and  outputs  of  the  I/O 
and  logic  blocks  into  desired  networks.  All  interconnections 
are  composed  of  metal  segments,  with  programmable 
switching  points  provided  to  implement  the  necessary  routing. 
Three  types  of  resources  accommodate  different  types  of 
networks: 

•  General  purpose  interconnect 

•  Long  lines 

•  Direct  connection 
General-Purpose  Interconnect 

General-purpose  interconnect,  as  shown  in  Figure  7a,  is 
composed  of  four  horizontal  metal  segments  between  the  rows 
and  five  vertical  metal  segments  between  the  columns  of  logic 
and  I/O  blocks.  Each  segment  is  only  the  "height"  or  "width"  of 
a  logic  block.  Where  these  segments  would  cross  at  the 
intersections  of  rows  and  columns,  switching  matrices  are 
provided  to  allow  interconnections  of  metal  segments  from  the 
adjoining  rows  and  columns.  Switches  in  the  switch  matrices 
and  on  block  outputs  are  specially  designed  transistors,  each 
controlled  by  a  configuration  bit. 
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Figure  7a.  General-Purpose  Interconnect 
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Logic  block  output  switches  provide  contacts  to  adjacent 
general  interconnect  segments  and  therefore  to  the  switching 
matrix  at  each  end  of  those  segments.  A  switch  matrix  can 
connect  an  interconnect  segment  to  other  segments  to  form  a 
network.  Figure  7a  shows  the  general  interconnect  used  to 
route  a  signal  from  one  logic  block  to  three  other  logic  blocks. 
As  shown,  combinations  of  closed  switches  in  a  switch  matrix 
allow  multiple  branches  for  each  network.  The  inputs  of  the 
logic  or  I/O  blocks  are  multiplexers  that  can  be  programmed 
with  configuration  bits  to  select  an  input  network  from  the 
adjacent  interconnect  segments.  Since  the  switch 
connections  to  block  inputs  are  undirectional  (as  are  block 
outputs)  they  are  usable  only  for  input  connections.  The 
development  system  software  provides  automatic  routing  of 
these  interconnections.  Interactive  routing  is  also  available  for 
design  optimization.  This  is  accomplished  by  selecting  a 
network  and  then  toggling  the  states  of  the  interconnect  points 
by  selecting  them  with  the  "mouse".  In  this  mode,  the 
connections  through  the  switch  matrix  may  be  established  by 


selecting  pairs  of  matrix  pins.  The  switching  matrix 
combinations  are  indicated  in  Figure  7b. 

Special  buffers  within  the  interconnect  area  provide  periodic 
signal  isolation  and  restoration  for  higher  general  interconnect 
fan-out  and  better  performance.  The  repowering  buffers  are 
bidirectional,  since  signals  must  be  able  to  propagate  in  either 
direction  on  a  general  interconnect  segment.  Direction  controls 
are  automatically  established  by  the  Logic  Cell  Array 
development  system  software.  Repowering  buffers  are 
provided  only  for  the  general-purpose  interconnect  since  the 
direct  and  long-line  resources  do  not  exhibit  the  same  R-C 
delay  accumulation.  The  Logic  Cell  Array  is  divided  into  nine 
sections  with  buffers  automatically  provided  for  general 
interconnect  at  the  boundaries  of  these  sections.  These 
boundaries  can  be  viewed  with  the  development  system.  For 
routing  within  a  section,  no  buffers  are  used.  The  delay 
calculator  of  the  XACT  development  system  automatically 
calculates  and  displays  the  block,  interconnect  and  buffer 
delays  for  any  selected  paths. 
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Long  Lines 

Long  lines,  shown  in  Figure  8a,  run  both  vertically  and 
horizontally  the  height  or  width  of  the  interconnect  area.  Each 
vertical  interconnection  column  has  two  long  lines;  each 
horizontal  row  has  one,  with  an  additional  long  line  adjacent  to 
each  set  of  I/O  blocks.  The  long  lines  bypass  the  switch 
matrices  and  are  intended  primarily  for  signals  that  must  travel 
a  long  distance  or  must  have  minimum  skew  among  multiple 
destinations. 


A  global  buffer  in  the  Logic  Cell  Array  is  available  to  drive  a 
single  signal  to  all  B  and  K  inputs  of  logic  blocks.  Using  the 
global  buffer  for  a  clock  provides  a  very  low  skew,  high  fan-out 
synchronized  clock  for  use  at  any  or  all  of  the  logic  blocks.  At 
each  block,  a  configuration  bit  for  the  K  input  to  the  block  can 
select  this  global  line  as  the  storage  element  clock  signal. 
Alternatively,  other  clock  sources  can  be  used. 
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Figure  8a.  Long  Line  Interconnect 


A  second  buffer  below  the  bottom  row  of  the  array  drives  a 
horizontal  long  line  which,  in  turn,  can  drive  a  vertical  long  line 
in  each  interconnection  column.  This  alternate  buffer  also  has 
low  skew  and  high  fan-out  capability.  The  network  formed  by 
this  alternate  buffer's  long  lines  can  be  selected  to  drive  the  B, 


C  or  K  inputs  of  the  logic  blocks.  Alternatively,  these  long  lines 
can  be  driven  by  a  logic  or  I/O  block  on  a  column-by-column 
basis.  This  capability  provides  a  common,  low-skew  clock  or 
control  line  within  each  column  of  logic  blocks.  Interconnec- 
tions of  these  long  lines  are  shown  in  Figure  8b. 
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Figure  8b.  M2064  Long  Lines,  I/O  Clocks,  I/O  Direct  Interconnect 
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Direct  Interconnect 

Direct  interconnect,  shown  in  Figure  9,  provides  the  most 
efficient  implementation  of  networks  between  adjacent  logic  or 
I/O  blocks.  Signals  routed  from  block  to  block  by  means  of 
direct  interconnect  exhibit  minimum  interconnect  propagation 
and  use  minimum  interconnect  resources.  For  each  CLB,  the  X 
output  may  be  connected  directly  to  the  C  or  D  inputs  of  the 
CLB  above  and  to  the  A  or  B  inputs  of  the  CLB  below  it.  The  Y 


output  can  use  direct  interconnect  to  drive  the  B  input  of  the 
block  immediately  to  its  right.  Where  logic  blocks  are  adjacent 
to  I/O  blocks,  direct  connect  is  provided  to  the  I/O  block  input 
(I)  on  the  left  edge  of  the  die,  the  output  (O)  on  the  right  edge, 
or  both  on  I/O  blocks  at  the  top  and  bottom  of  the  die.  Direct 
interconnections  of  I/O  blocks  with  CLBs  are  shown  in  Figure 


DIRECT 
INTERCONNECT  A 


SWITCH 
MATRIX 


SWITCH 
MATRIX 


CLB 


Figure  9.  Direct  Interconnect 


Crystal  Oscillator 

An  internal  high-speed  inverting  amplifier  is  available  to 
implement  an  on-chip  crystal  oscillator.  It  is  associated  with 
the  auxiliary  clock  buffer  in  the  lower  right  corner  of  the  die. 
When  configured  to  drive  the  auxiliary  clock  buffer,  two  special 
adjacent  user  I/O  blocks  are  also  configured  to  connect  the 
oscillator  amplifier  with  external  crystal  oscillator  components, 
as  shown  in  Figure  10.  This  circuit  becomes  active  before 
configuration  is  complete  in  order  to  allow  the  oscillator  to 
stabilize.  Actual  internal  connection  is  delayed  until  completion 
of  configuration.  The  feedback  resistor  R1  between  output  and 
input,  biases  the  amplifier  at  threshold.  It  should  be  as  large  a 
value  as  practical  to  minimize  loading  of  the  crystal.  The 
inversion  of  the  amplifier,  together  with  the  R-C  networks  and 
crystal,  produces  the  360-degree  phase  shift  of  the  Pierce 
oscillator. 


A  series  resistor  R2  may  be  included  to  add  to  the  amplifier 
output  impedance  when  needed  for  phase-shift  control  or 
crystal  resistance  matching  or  to  limit  the  amplifier  input  swing 
to  control  clipping  at  large  amplitudes.  Excess  feedback 
voltage  may  be  adjusted  by  the  ratio  of  C2/C1 .  The  amplifier  is 
designed  to  be  used  over  the  range  from  1  MHz  up  to  one-half 
the  specified  CLB  toggle  frequency.  Use  at  frequencies  below 
1  MHz  may  require  individual  characterization  with  respect  to  a 
series  resistance.  Operation  at  frequencies  above  20  MHz 
generally  requires  a  crystal  to  operate  in  a  third  overtone 
mode,  in  which  the  fundamental  frequency  must  be 
suppressed  by  the  R-C  networks.  When  the  amplifier  does  not 
drive  the  auxiliary  buffer,  these  I/O  blocks  and  their  package 
pins  are  available  for  general  user  I/O. 
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Figure  10.  Crystal  Oscillator 


Power 

Power  Distribution 

Power  for  the  LCA  is  distributed  through  a  grid  to  achieve  high 
noise  immunity  and  isolation  between  logic  and  I/O.  For 
packages  having  more  than  fourty-eight  pins,  two  VCC  pins 
and  two  ground  pins  are  provided  (see  Figure  11).  Inside  the 
LCA,  a  dedicated  VCC  and  ground  ring  surrounding  the  logic 
array  provides  power  to  the  I/O  drivers.  An  independent  matrix 
of  VCC  and  ground  lines  supplies  the  interior  logic  of  the 
device.  This  power  distribution  grid  provides  a  stable  supply 
and  ground  for  all  internal  logic,  providing  the  external  package 
power  pins  are  appropriately  decoupled.  Typically  a  0.1 -nF 


capacitor  connected  between  the  VCC  and  ground  pins  near 
the  package  will  provide  adequate  decoupling. 

Output  buffers  capable  of  driving  the  specified  4-mA  loads 
under  worst-case  conditions  may  be  capable  of  driving  25  to  30 
times  that  current  in  a  best  case.  Noise  can  be  reduced  by 
minimizing  external  load  capacitance  and  reducing 
simultaneous  output  transitions  in  the  same  direction.  It  may 
also  be  beneficial  to  locate  heavily-loaded  output  buffers  near 
the  ground  pads.  Multiple  VCC  and  ground  pin  connections  are 
required  for  package  types  which  provide  them. 


Vcc  [EE 


-GROUND  AND 
» Vcc  RING  FOR 
I/O  DRIVERS 


EE]  Vcc 


LOGIC  POWER  GRID 


Figure  11.  LCA  Power  Distribution 
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Power  Dissipation 

The  Logic  Cell  Array  exhibits  the  low  power  consumption 
characteristic  of  CMOS  ICs.  Only  quiescent  power  is  required 
for  the  LCA  configured  for  CMOS  input  levels.  The  TTL  input 
level  configuration  option  requires  additional  power  for  level 
shifting.  The  power  required  by  the  static  memory  cells  which 
hold  the  configuration  data  is  very  low  and  may  be  maintained 
in  a  power-down  mode. 

Typically  most  of  power  dissipation  is  produced  by  capacitive 
loads  on  the  output  buffers,  since  the  power  per  output  is  25 
HW/pF/MHz.  Another  component  of  I/O  power  is  the  DC  loading 
on  each  output  pin.  For  any  given  system,  the  user  can 
calculate  the  power  requirement  based  on  the  resistive  loading 
of  the  devices  driven  by  the  Logic  Cell  Array. 


Internal  power  supply  dissipation  is  a  function  of  clock 
frequency  and  the  number  of  nodes  changing  on  each  clock.  In 
an  LCA  the  fraction  of  nodes  changing  on  a  given  clock  is 
typically  low  (10-20%).  For  example,  in  a  16-bit  binary  counter, 
the  average  clock  produces  a  change  in  slightly  less  than  two 
of  the  sixteen  bits.  In  a  4-input  AND  gate  there  will  be  two 
transitions  in  sixteen  states.  Typical  global  clock  buffer  power 
is  about  3  mW/MHz  for  the  M2064  and  4  mW/MHz  for  the 
M2018.  With  a  "typical"  load  of  three  general  interconnect 
segments,  each  CLB  output  requires  about  0.4  mW/MHz  of  its 
output  frequency.  Graphs  of  power  versus  operating  fre- 
quency are  shown  in  Table  1 . 


20  CLB  OUTPUTS  y 
3  LOCAL  SEGMENTS 


GLOBAL  CLOCK 
BUFFER 


(mA) 


30       40  50 


(0.4  mW/MHz) 

1  CLB  OUTPUT  " 
3  LOCAL 
INTERCONNECT 


Table  1 .  Typical  LCA  Power  Consumption  by  Element 


5-494 


i-iw>|  ramming 

Configuration  data  to  define  the  function  and  interconnection 
within  a  Logic  Cell  Array  are  loaded  automatically  at  power-up 
or  upon  command.  Several  methods  of  automatically  loading 
the  required  data  are  designed  into  the  Logic  Cell  Array  and  are 
determined  by  logic  levels  applied  to  mode  selection  pins  at 
configuration  time.  The  form  of  the  data  may  be  either  serial  or 
parallel,  depending  on  the  configuration  mode.  The  pro- 
gramming data  are  independent  of  the  configuration  mode 

POWER  APPLIED 


selected.  The  state  diagram  of  Figure  12  illustrates  the 
configuration  process. 

Input  thresholds  for  user  I/O  pins  can  be  selected  to  be  either 
TTL-compatible  or  CMOS-compatible  and  remain  in  that  state 
until  the  LCA  begins  operation.  If  the  user  has  selected  CMOS 
compatibility,  the  input  thresholds  are  changed  to  CMOS  levels 
during  configuration. 


Figure  13  shows  the  specific  data  arrangement  for  the  M2064 
device.  Future  products  will  use  the  same  data  format  to 
maintain  compatibility  between  different  devices  of  the 
Monolithic  Memories'  product  line,  but  they  will  have  different 
sizes  and  numbers  of  data  frames.  For  the  M2064 


configuration  requires  12,038  bits  for  each  device.  For  the 
M2018,  the  configuration  of  each  device  requires  17,878  bits. 
The  M2064  uses  160  configuration  data  frames  and  the  M2018 
uses  197. 
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0010 

<  24-BIT  LENGTH  COUNT  > 
1111 


0  <  DATA  FRAME  #001  >  111 
0  <  DATA  FRAME  #  002  >  111 
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0  <  DATA  FRAME  #  159  >  111 
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Figure  13.  M2064  Configuration  Data  Arrangement 
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The  configuration  bit  stream  begins  with  preamble  bits,  a 
preamble  code  and  a  length  count.  The  length  count  is  loaded 
into  the  control  logic  of  the  Logic  Cell  Array  and  is  used  to 
determine  the  completion  of  the  configuration  process.  When 
configuration  is  initiated,  a  24-bit  length  counter  is  set  to  0  and 
begins  to  count  the  total  number  of  configuration  clock  cycles 
applied  to  the  device.  When  the  current  length  count  equals 
the  loaded  length  count,  the  configuration  process  is 
complete.  Two  clocks  before  completion,  the  internal  logic 
becomes  active  and  is  reset.  On  the  next  clock,  the  inputs  and 
outputs  become  active  as  configured  and  consideration  should 
be  given  to  avoid  configuration  signal  contention.  (Attention 
must  be  paid  to  avoid  contention  on  pins  which  are  used  as 
inputs  during  configuration  and  become  outputs  in  operation.) 
On  the  last  configuration  clock,  the  completion  of  configuration 
is  signalled  by  the  release  of  the  DONE,  PROG  pin  of  the 
device  as  the  device  begins  operation.  This  open-drain  output 
can  be  AND-tied  with  multiple  Logic  Cell  Arrays  and  used  as  an 
active-high  READY  or  active-low,  RESET,  to  other  portions  of 
the  system.  High  during  configuration  (HDC)  and  low  during 
configuration  (LDC),  are  released  one  CCLK  cycle  before 
DONE  is  asserted.  In  master  mode  configurations,  it  is 
convenient  to  use  LDC  as  an  active-low  EPROM  chip  enable. 

As  each  data  bit  is  supplied  to  the  LCA,  it  is  internally 
assembled  into  a  data  word.  As  each  data  word  is  completely 
assembled,  it  is  loaded  in  parallel  into  one  word  of  the  internal 
configuration  memory  array.  The  last  word  must  be  loaded 
before  the  current  length  count  compare  is  true.  If  the 
configuration  data  are  in  error,  e.g.,  PROM  address  lines 
swapped,  the  LCA  will  not  be  ready  at  the  length  count  and  the 
counter  will  cycle  through  an  additonal  complete  count  prior  to 
configuration  being  "done". 

Figure  14  shows  the  selection  of  the  configuration  mode  based 
on  the  state  of  the  mode  pins  MO  and  M1 .  These  package  pins 
are  sampled  prior  to  the  start  of  the  configuration  process  to 
determine  the  mode  to  be  used.  Once  configuration  is  DONE 
and  subsequent  operation  has  begun,  the  mode  pins  may  be 
used  to  perform  data  readback,  as  discussed  later.  An 
additional  mode  pin,  M2,  must  be  defined  at  the  start  of 
configuration.  This  package  pin  is  a  user-configurable  I/O  after 
configuration  is  complete. 


MODE  PIN 

MODE  SELECTED 
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M1 

M2 

0 

0 

0 

Master  serial 

0 

0 

1 

Master  LOW  mode 

0 

1 

1 

Master  HIGH  mode 

1 

0 

1 

Peripheral  mode 

1 

1 

1 

Slave  mode 

Master  LOW  addresses  begin  at  0000  and  increment. 
Master  HIGH  addresses  begin  at  FFFF  and  decrement. 


Figure  14.  Configuration  Mode  Selection 


Initialization  Phase 

When  power  is  applied,  an  internal  power-on-reset  circuit  is 
triggered.  When  VCC  reaches  the  voltage  at  which  the  LCA 
begins  to  operate  (2.5  to  3  Volts),  the  chip  is  initialized, 
outputs  are  made  high-impedance  and  a  time-out  is  initiated  to 
allow  time  for  power  to  stabilize.  This  time-out  (15  to  35  ms)  is 
determined  by  a  counter  driven  by  a  self-generated,  internal 
sampling  clock  that  drives  the  configuration  clock  (CCLK)  in 
master  configuration  mode.  This  internal  sampling  clock  will 
vary  with  process,  temperature  and  power  supply  over  the 
range  of  0.5  to  1 .5  MHz.  LCAs  with  mode  lines  set  for  master 
mode  will  time-out  of  their  initialization  using  a  longer  counter 
(60  to  140  ms)  to  assure  that  all  devices,  which  it  may  be 
driving  in  a  daisy  chain,  will  be  ready.  Configuration  using 
peripheral  or  slave  modes  must  be  delayed  long  enough  for  this 
initialization  to  be  completed. 

The  initialization  phase  may  be  extended  by  asserting  the 
active-low  external  RESET.  If  a  configuration  has  begun,  an 
assertion  of  RESET  will  initiate  an  abort,  including  an  orderly 
clearing  of  partially  loaded  configuration  memory  bits.  After 
about  three  clock  cycles  for  synchronization,  initialization  will 
require  about  160  additional  cycles  of  the  internal  sampling 
clock  (197  for  the  M2018)  to  clear  the  internal  memory  before 
another  configuration  may  begin.  The  same  is  true  of  a 
configured  part  in  which  the  reconfigurable  control  bit  is  set. 
When  a  HIGH-to-LOW  transition  on  the  DONE,  PROG  package 
pin  is  detected,  thereby  initiating  a  reprogram,  the 
configuration  memory  is  cleared.  This  insures  an  orderly 
configuration  in  which  no  internal  signal  conflicts  are  generated 
during  the  loading  process. 


Master  Mode 

In  master  mode,  the  Logic  Cell  Array  automatically  loads  the 
configuration  program  from  an  external  memory  device.  Figure 
15a  shows  an  example  of  the  master  mode  connections 
required.  The  Logic  Cell  Array  provides  sixteen  address 
outputs  and  the  control  signals  RCLK  (read  clock),  HDC  (high 
during  configuration)  and  LDC  (low  during  configuration)  to 
execute  read  cycles  from  the  external  memory.  Parallel  eight- 
bit  data  words  are  read  and  internally  serialized.  As  each  data 
word  is  read,  the  least  significant  bit  of  each  byte,  normally  DO, 
is  the  next  bit  in  the  serial  stream. 

Addresses  supplied  by  the  Logic  Cell  Array  can  be  selected  by 
the  mode  lines  to  begin  at  address  0  and  incremented  to  read 
the  memory  (master  low  mode),  or  they  can  begin  at  address 
FFFF  Hex  and  be  decremented  (master  high  mode).  This 
capability  is  provided  to  allow  the  Logic  Cell  Array  to  share 
external  memory  with  another  device,  such  as  a 
microprocessor.  For  example,  if  the  processor  begins  its 
execution  from  low  memory,  the  Logic  Cell  Array  can  load  itself 
from  high  memory  and  enable  the  processor  to  begin  execution 
once  configuration  is  completed.  The  DONE,  PROG  output  pin 
can  be  used  to  hold  the  processor  in  a  Reset  state  until  the 
Logic  Cell  Array  has  completed  the  configuration  process. 

The  master  serial  mode  uses  serial  configuration  data, 
synchronized  by  the  rising  edge  of  RCLK,  as  in  Figure  15b. 
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Figure  15b.  Master  Serial  Mode  Configuration 


Peripheral  mode  provides  a  simplified  interface  through  which 
the  device  may  be  loaded  as  a  processor  peripheral.  Figure  16 
shows  the  peripheral  mode  connections.  Processor  write 
cycles  are  decoded  from  the  common  assertion  of  the  active- 
low  write  strobe  (WRT),  and  two  active-low  and  one  active-high 
chip  selects  (CSO,  CS1,  CS2).  If  all  these  signals  are  not 
available,  the  unused  inputs  should  be  driven  to  their 
respective  active  levels.  The  Logic  Cell  Array  will  accept  one 
bit  of  the  configuration  program  on  the  data  input  (DIN)  pin  for 
each  processor  write  cycle.  Data  is  supplied  in  the  serial 
sequence  described  earlier. 

Since  only  a  single  bit  from  the  processor  data  bus  is  loaded 


per  cycle,  the  loading  process  involves  the  processor  reading 
a  byte  or  word  of  data,  writing  a  bit  of  the  data  to  the  Logic  Cell 
Array,  shifting  the  word  and  writing  a  bit  until  all  bits  of  the  word 
are  written,  then  continuing  in  the  same  fashion  with  the  next 
word,  etc.  After  the  configuration  program  has  been  loaded,  an 
additional  three  clocks  (a  total  of  three  more  than  the  length 
count)  must  be  supplied  in  order  to  complete  the  configuration 
process.  When  more  than  one  device  is  being  used  in  the 
system,  each  device  can  be  assigned  a  different  bit  in  the 
processor  data  bus,  and  multiple  devices  can  be  loaded  on 
each  processor  write  cycle.  This  "broadside"  loading  method 
provides  a  very  easy  and  time-efficient  method  of  loading 
several  devices. 
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Figure  16.  Peripheral  Mode  Configuration 


Slave  Mode 

Slave  mode,  Figure  17,  provides  the  simplest  interface  for 
loading  the  Logic  Cell  Array  configuration.  Data  is  supplied  in 
conjunction  with  a  synchronizing  clock.  For  each  LOW-to- 
HIGH  input  transition  of  configuration  clock  (CCLK),  the  data 
present  on  the  data  input  (DIN)  pin  is  loaded  into  the  internal 
shift  register.  Data  may  be  supplied  by  a  processor  or  by  other 
special  circuits.  Slave  mode  is  used  for  downstream  devices  in 


a  daisy-chain  configuration.  The  data  for  each  slave  LCA  are 
supplied  by  the  preceding  LCA  in  the  chain,  and  the  clock  is 
supplied  by  the  lead  device,  which  is  configured  in  master  or 
peripheral  mode.  After  the  configuration  program  has  been 
loaded,  an  additional  three  clocks  (a  total  of  three  more  than 
the  length  count)  must  be  supplied  in  order  to  complete  the 
configuration  process. 
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Figure  1 7.  Slave  Mode  Configuration 
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Daisy  Chain 

The  daisy-chain  programming  mode  is  supported  by  Logic  Cell 
Array  in  all  programming  modes.  In  master  mode  and  peripheral 
mode,  the  LCA  can  act  as  a  source  of  data  and  control  for 
slave  devices.  For  example,  Figure  18  shows  a  single  device  in 
master  mode,  with  two  devices  in  slave  mode.  The  master 
mode  device  reads  the  external  memory  and  begins  the 
configuration  loading  process  for  all  of  the  devices. 

The  data  begin  with  a  preamble  and  a  length  count  which  is 
supplied  to  all  devices  at  the  beginning  of  the  configuration. 
The  length  count  represents  the  total  number  of  cycles 
required  to  load  all  of  the  devices  in  the  daisy  chain.  After 


loading  the  length  count,  the  lead  device  will  load  its 
configuration  data  while  providing  a  HIGH  DOUT  to  downstream 
devices.  When  the  lead  device  has  been  loaded  and  the 
current  length  count  has  not  reached  the  full  value,  memory 
access  continues.  Data  bytes  are  read  and  serialized  by  the 
lead  device.  The  data  are  passed  through  the  lead  device  and 
appear  on  the  data  out  (DOUT)  pin  in  serial  form.  The  lead 
device  also  generates  the  configuration  clock  (CCLK)  to 
synchronize  the  serial  output  data.  A  master  mode  device 
generates  an  internal  CCLK  of  eight  times  the  EPROM  address 
rate,  while  a  peripheral  mode  device  produces  CCLK  from  the 
chip  select  and  write  strobe  timing. 
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Figure  18.  Master  Mode  with  Daisy  Chain 


Operation 

When  all  of  the  devices  have  been  loaded  and  the  length  count 
is  complete,  a  synchronous  start-up  of  operation  is  performed. 
On  the  clock  cycle  following  the  end  of  loading,  the  internal 
logic  begins  functioning  in  the  reset  state.  On  the  next  CCLK, 
the  configured  output  buffers  become  active  to  allow  signals  to 


stabilize.  The  next  CCLK  cycle  produces  the  DONE  condition. 
The  length  count  control  of  operation  allows  a  system  of 
multiple  Logic  Cell  Arrays  to  begin  operation  in  a  synchronized 
fashion.  If  the  crystal  oscillator  is  used,  it  will  begin  operation 
before  configuration  is  complete  to  allow  time  for  stabilization 
before  it  is  connected  to  the  internal  circuitry. 
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Speci 


In  addition  to  the  normal  user  logic  functions  and  interconnect, 
the  configuration  data  include  control  for  several  special 
functions: 

•  Input  thresholds 

•  Readback  enable 

•  Reprogram  enable 

•  DONE  pull-up  resistor 

Each  of  these  functions  is  controlled  by  a  portion  of  the 
configuration  program  generated  by  the  XACT  Development 
System. 

Input  Thresholds 

During  configuration,  all  input  thresholds  are  TTL  level.  During 
configuration  input  thresholds  are  established  as  specified, 
either  TTL  or  CMOS.  The  PWRDN  input  threshold  is  an 
exception;  it  is  always  a  CMOS  level  input.  The  TTL  threshold 
option  requires  additional  power  for  threshold  shifting. 

Readback 

After  a  Logic  Cell  Array  has  been  programmed,  the  con- 
figuration program  may  be  read  back  from  the  device. 
Readback  may  be  used  for  verification  of  configuration  and  as 
a  method  of  determining  the  state  of  internal  logic  nodes  during 
debugging.  In  applications  in  which  the  verification  is  not  used, 
it  may  be  desirable  to  limit  access  to  the  configuration  data. 
Three  readback  options  are  provided:  'on  command',  'only 
once',  and  'never'.  If  'on-command  readback'  is  selected,  the 
device  will  respond  to  all  readback  requests.  If  'readback  once' 
is  selected,  the  device  will  respond  only  to  the  first  readback 
request  after  programming  is  complete.  Subsequent  readback 
requests  will  be  ignored.  If  'readback  never'  is  selected,  the 
device  will  not  respond  to  a  readback  command. 

Readback  is  accomplished  without  the  use  of  any  of  the  user  I/O 
pins;  only  MO,  M1,  and  CCLK  pins  are  used.  An  initiation  of 
readback  is  produced  by  a  LOW-to-HIGH  transition  of  the  MO, 
RTRIG  (read  trigger)  pin.  Once  the  readback  command  has 
been  given,  CCLK  is  cycled  to  read  back  each  data  bit  in  a 
format  similar  to  loading.  After  two  dummy  bits,  the  first  data 
frame  is  shifted  out,  in  inverted  sense,  on  the  M1 ,  RDATA  (read 
data)  pin.  All  data  frames  must  be  read  back  to  complete  the 
process  and  return  the  mode  select  and  CCLK  pins  to  their 
normal  functions. 

In  addition  to  the  configuration  program,  the  readback  includes 
the  current  state  of  each  of  the  internal  logic  block  storage 
elements,  and  the  state  of  the  input  (I)  connection  pin  on  each 
I/O  block.  This  state  information  is  used  by  the  Logic  Cell  Array 
development  system  In-Circuit  Emulator  to  provide  visibility 
into  the  internal  operation  of  the  logic  while  the  system  is 
operating.  To  readback  a  uniform  time  sample  of  all  storage 
elements  it  may  be  necessary  to  inhibit  the  system  clock. 
Reprogram 

The  configuration  memory  of  the  Logic  Cell  Array  may  be 
rewritten  while  the  device  is  in  the  user's  system,  if  that  option 
is  selected  when  the  LCA  is  configured.  If  another 
programming  cycle  is  to  be  initiated,  the  dual  function  package 
pin  DONE,  PROG  must  be  given  a  HIGH-to-LOW  transition. 
Sensitivity  to  noise  is  reduced,  by  confirming  the  HIGH-to- 
LOW  transition  over  two  to  three  cycles  using  the  LCA's 


internal  sampling  oscillator.  When  a  reprogram  command  is 
recognized,  all  internal  logic  and  connectivity  definitions  are 
erased  and  the  I/O  package  pins  are  forced  to  a  high 
impedance  condition.  The  device  returns  to  the  initialization 
state.  Reprogram  control  is  often  implemented  with  an  external 
open  collector  driver  which  pulls  DONE,  PROG  LOW.  Once  it 
recognizes  a  stable  request,  the  Logic  Cell  Array  will  hold  a 
LOW  until  the  new  configuration  has  been  completed.  Whether 
or  not  the  reprogram  request  is  maintained,  the  Logic  Cell  Array 
will  begin  operation  upon  completion  of  configuration. 

DONE  Pull-up 

The  DONE,  PROG  pin  is  an  open  drain  I/O  that  indicates 
programming  status.  As  an  input,  it  initiates  a  reprogram 
operation.  An  optional  internal  pull-up  resistor  may  be  enabled. 

Battery  Backup 

Because  the  control  store  of  the  Logic  Cell  Array  is  a  CMOS 
static  memory,  its  cells  require  only  a  very  low  standby  current 
for  data  retention.  In  some  systems,  this  low  data  retention 
current  characteristic  facilitates  preserving  configurations  in 
the  event  of  a  primary  power  loss.  The  Logic  Cell  Array  has 
built  in  power-down  logic  which,  when  activated,  will  disable 
normal  operation  of  the  device  and  retain  only  the  configuration 
data.  All  internal  operation  is  suspended  and  output  buffers  are 
placed  in  their  high-impedance  state. 

Power-down  data  retention  is  possible  with  a  simple  battery- 
backup  circuit  because  the  power  requirement  is  extremely 
low.  For  retention  at  2.0  V,  the  required  current  is  typically  on 
the  order  of  0.5  mA.  Screening  of  this  parameter  is  available. 
To  force  the  Logic  Cell  Array  into  the  power-down  state,  the 
user  must  pull  the  PWRDWN  pin  low  and  continue  to  supply  a 
retention  voltage  to  the  VCC  pins  of  the  package.  When  normal 
power  is  restored,  VCC  is  elevated  to  its  normal  operating 
voltage  and  PWRDWN  is  returned  to  a  HIGH.  The  Logic  Cell 
Array  resumes  operation  with  the  same  internal  sequence  that 
occurs  at  the  conclusion  of  configuration.  Internal  I/O  and 
logic  block  storage  elements  will  be  reset,  the  outputs  will 
become  enabled  and  then  the  DONE,  PROG  pin  will  be 
released.  No  configuration  programming  is  involved. 


Performance 

The  high  performance  of  the  Logic  Cell  Array  results  from  its 
patented  architectural  features  and  from  the  use  of  an  advan- 
ced high-speed  CMOS  manufacturing  process.  Performance 
may  be  measured  in  terms  of  minimum  propagation  times  for 
logic  elements. 

Flip-flop  loop  delays  for  the  I/O  block  and  logic  block  flip-flops 
are  about  3  ns.  This  short  delay  provides  very  good 
performance  under  asynchronous  clock  and  data  conditions. 
Short  loop  delays  minimize  the  probability  of  a  metastable 
condition  which  can  result  from  assertion  of  the  clock  during 
data  transitions.  Because  of  the  short  loop  delay 
characteristic  in  the  Logic  Cell  Array,  the  I/O  block  flip-flops 
can  be  used  very  effectively  to  synchronize  external  signals 
applied  to  the  device.  Once  synchronized  in  the  I/O  block,  the 
signals  can  be  used  internally  without  further  consideration  of 
their  clock  relative  timing,  except  as  it  applies  to  the  internal 
logic  and  routing  path  delays. 
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Device  Performance 

The  single  parameter  which  most  accurately  describes  the 
overall  performance  of  the  Logic  Cell  Array  is  the  maximum 
toggle  rate  for  a  logic  block  storage  element  configured  as  a 
toggle  flip-flop.  The  configuration  for  determining  the  toggle 
performance  of  the  Logic  Cell  Array  is  shown  in  Figure  19.  The 
clock  for  the  storage  element  is  provided  by  the  global  clock 
buffer  and  the  flip-flop  output  Q  is  fed  back  through  the 
combinatorial  logic  to  form  the  data  input  for  the  next  clock 
edge.  Using  this  arrangement,  flip-flops  in  the  Logic  Cell  Array 
can  be  toggled  at  clock  rates  from  33-70  MHz,  depending  on 
the  speed  grade  used. 

Actual  Logic  Cell  Array  performance  is  determined  by  the 
critical  path  speed,  including  both  the  speed  of  the  logic  and 
storage  elements  in  that  path,  and  the  speed  of  the  particular 
network  routing.  Figure  20  shows  a  typical  system  logic 
configuration  of  two  flip-flops  with  an  extra  combinatorial  level 
between  them.  Depending  on  speed  grade,  system  clock  rates 
to  35  MHz  are  practical  for  this  logic.  To  allow  the  user  to  make 
the  best  use  of  the  capabilities  of  the  device,  the  delay 


calculator  in  the  XACT  Development  System  determines  worst- 
case  path  delays  using  actual  impedance  and  loading 
information. 


K 


Figure  19.  Logic  Block  Configuration  for  Toggle  Rate 
Measurement 
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Figure  20.  Typical  Logic  Path 
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Logic  Block  propagation  times  are  measured  from  the 
interconnect  point  at  the  input  of  the  combinatorial  logic  to  the 
output  of  the  block  in  the  interconnect  area.  Combinatorial 
performance  is  independent  of  logic  function  because  of  the 
table  look-up  based  implementation.  Timing  is  different  when 
the  combinatorial  logic  is  used  in  conjunction  with  the  storage 
element.  For  the  combinatorial  logic  function  driving  the  data 


relative  to  the  clock  edge  provided  to  the  storage  element.  The 
delay  from  the  clock  source  to  the  output  of  the  logic  block  is 
critical  in  the  timing  of  signals  produced  by  storage  elements. 
The  loading  on  a  logic  block  output  is  limited  only  by  the 
additional  propagation  delay  of  the  interconnect  network. 
Performance  of  the  logic  block  is  a  function  of  supply  voltage 
and  temperature,  as  shown  in  Figures  21  and  22. 


Interconnect  Performance 

Interconnect  performance  depends  on  the  routing  resource 
used  to  implement  the  signal  path.  As  discussed  earlier,  direct 
interconnect  from  block  to  block  provides  a  minimum  delay 
path  for  a  signal. 

The  single  metal  segment  used  for  long  lines  exhibits  low 
resistance  from  end  to  end,  but  relatively  high  capacitance. 
Signals  driven  through  a  programmable  switch  will  have  the 
additional  impedance  of  the  switch  added  to  their  normal  drive 
impedance. 

General-purpose  interconnect  performance  depends  on  the 
number  of  switches  and  segments  used,  the  presence  of  the 
bidirectional  repowering  buffers  and  the  overall  loading  on  the 
signal  path  at  all  points  along  the  path.  In  calculating  the  worst- 
case  delay  for  a  general  interconnect  path,  the  delay 
calculator  portion  of  the  XACT  development  system  accounts 


for  all  of  these  elements.  As  an  approximation,  interconnect 
delay  is  proportional  to  the  summation  of  totals  of  local  metal 
segments  beyond  each  programmable  switch.  In  effect,  the 
delay  is  a  sum  of  R-C  delays  each  approximated  by  an  R  times 
the  total  C  it  drives.  The  R  of  the  switch  and  the  C  of  the 
interconnect  are  functions  of  the  particular  device 
performance  grade.  For  a  string  of  three  local  interconnects, 
the  approximate  delay  at  the  first  segment,  after  the  first 
switch  resistance,  would  be  three  units;  an  additonal  two  delay 
units  after  the  next  switch  plus  an  additional  delay  after  the 
last  switch  in  the  chain.  The  interconnect  R-C  chain  terminates 
at  each  repowering  buffer.  Nearly  all  of  the  capacitance  is  in 
the  interconnect  metal  and  switches;  the  capacitance  of  the 
block  inputs  is  not  significant.  Figure  23  shows  an  estimation 
of  this  delay. 
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Figure  23.  Interconnection  Delay  Example 


Development  System 

To  support  designers  using  the  Logic  Cell  Array  ,  Monolithic 
Memories  provides  a  basic  development  system  with  several 
options  for  additional  productivity.  The  XACT  system  provides 
the  following: 

•  Graphic-driven  design  entry 

•  Schematic  entry 

•  Interactive  timing  delay  calculations 

•  Macrocell  library  support,  both  for  standard  Monolithic 
Memories  supplied  functions  and  user-defined  functions 

•  Design  entry  checking  for  consistency  and  completeness 

•  Automatic  design  documentation  generation 

•  Automatic  placement  and  routing 


•  Simulation  interface  support,  including  automatic  netlist 
(circuit  description)  and  timing  extraction 

•  In-circuit  emulation  for  multiple  devices 

The  host  system  on  which  the  XACT  system  operates  is  an 
IBM™  PC-XT™  or  PC-AT™  or  compatible  system  with  MS- 
DOS™  2.1  or  higher.  Color  graphics  is  required  as  well  as  640  K 
bytes  of  internal  RAM  (an  Expanded  Memory  Specification 
(EMS)  card  with  256  K  bytes  of  memory  is  required  for  the 
M2018).  A  complete  system  requires  one  parallel  I/O  port  and 
two  serial  ports  and  a  mouse. 

For  more  detailed  information  of  the  XACT  Development 
System,  please  refer  to  Logic  Cell  Array  Development  System 
Datasheet. 
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«HIGH»  is  high  impedance  with  a  20  to  50-KI1  internal  pull-up  resistor  during  configuration 


Table  2a.  M2064  Pin  Assignments 
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WRT(I) 

D1  (I) 

I/O 

39 

57 

D11 
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A8 
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B7 
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A7 
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<HIGH>  is  high  impedance  with  a  20  to  50-KI1  internal  pull-up  resistor  during  configuration 

Table  2a.  M2064  Pin  Assignments  (continued) 


LCC 

PGA 

PLCC 
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<1:1:1> 

PERIPHERAL 
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MASTER-HIGH 
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B5 
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4 

A5 

6 

A4 
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5 

B4 

7 

B4 

A7  (O) 

6 

A4 

8 

A3 

A11  (O) 

7 

B3 

9 

A2 

A8  (O) 

8 

A3 

10 

B3 
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9 

A2 

11 

A1 
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10 

B2 

12 

B2 
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11 

B1 

13 

C2 
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12 

C2 

14 

B1 

13 

C1 

15 

C1 

D2 

16     |  D2 

15 

D1 

17 

D1 

18 

E3 

16 

E2 

19 

E2 

20 

E1 

17 

E1 

21 

F2 

18 

F2 

22 

F3 

VCC 

19 

F1 

23 

G3 

<H\GH> 

I/O 

24 

G1 

20 

G2 

25 

G2 

26 

F1 

21 

G1 

27 

H1 

22 

H2 

28 

H2 

23 

H1 

29 

J1 

25 

J1 

31 

J2 

M1  (HIGH) 

M1  (LOW) 

M1  (HIGH) 

M1  (LOW) 

RDATA  (O) 

26 

K1 

32 

L1 

MO  (HIGH) 

MO  (HIGH) 

MO  (LOW) 

MO  (LOW) 

RTRIG  (I) 

27 

K2 

33 

K2 

M2  (HIGH) 

I/O 

28 

L2 

34 

K3 

HDC  (HIGH) 

29 

K3 

35 

L2 

<SHIGH5> 

30 

L3 

36 

L3 

LDC  (LOW) 

31 

K4 

37 

K4 

<H\GH> 

32 

L4 

38 

L4 

39 

J5 

33 

K5 

40 

K5 

34 

L5 

41 

L5 

42 

K6 

<ZH\GHP  is  high  impedance  with  a  20  to  50-Kn  internal  pull-up  resistor  during  configuration 


Table  2b.  M2018  Pin  Assignments  (continued  on  next  page) 


5-506 


f  Monolithic  E5J  Memories  £1 


68-PIN 
PLCC 

68-PIN 
PGA 

84-PIN 
PLCC 

84-PIN 
PGA 

CONFIGURATION  MODE:  <?M2:  Ml:  M0^> 

USER 
OPERATION 

SLAVE 

<1:1:1> 

PERIPHERAL 

<1:0:1> 

MASTER-HIGH 

<1:1:0> 

MASTER-LOW 

<1:0:0> 

35 

K6 

43 

JO 

GND 

44 

17 

36 

L6 

45 

L7 

37 

K7 

46 

K7 

38 

L7 

47 

L6 

<HIGH> 

48 

L8 

I/O 

39 

K8 

49 

40 

L8 

ou 

I  Q 

i_y 

41 

K9 

51 

L10 

D7  (I) 

42 

t  Q 

rvy 

D6(l) 

A'X 
fO 

i  m 

OO 

i  1 1 

L  I  I 

XT2  or  I/O 

AA 

r\  i  u 

£.A 
Of 

v\  I U 

RESET  (I) 

*fO 

K1 1 

55 

J1 0 

DONE  (0) 

PROG  (1) 

AC 
fO 

nn 
J  iu 

c;fi 
oo 

r\  I  I 

XTL1  or  I/O 

47 

j  i  i 

R7 
Of 

M  1 
J  I  I 

48 

H10 

58 

H10 

<H\GH> 

D5(l) 

59 

H1 1 

AQ 
f-y 

n  i  i 

fin 
ou 

Fin 
r  iu 

I/O 

61 

G10 

^n 

KJ  I  u 

Dt 

O  I  I 

CSO  (I) 

D4(l) 

D  I 

fii  1 

O  I  I 

Do 

ric\ 

OS 

CSi~(l) 

D3  (I) 

pi  n 
r  iu 

fi/1 
Of 

PQ 

ry 

VCC 

OO 

pi  1 
r  i  i 

fic; 

OO 

r  i  i 

Of 

Pin 
a  iu 

OO 

1 1  i 

CS2  (I) 

D2(l) 

O/ 

pi  n 

t  I  u 

55 

E1 1 

OO 

ty 

<HIGH> 

69 

D1 1 

I/O 

56 

D10 

70 

D10 

WRT  (I) 

D1  (I) 

57 

D1 1 

7"] 

RCLK 

58 

o  IU 

79 

R1 1 
D  I  I 

DIN  (I) 

DO  (I) 

□a 

o  i  i 

1  O 

pin 

O  I  u 

DOUT  (O) 

fin 
ou 

D  I  I 

7  A 
I  f 

AH  H 

M  I  I 

CCLK  (I) 

CCLK  (0) 

CCLK  (I) 

D  I 

ri  n 

D  I  U 

f  0 

D  I  U 

AO 

(O) 

M  I  u 

7fi 
/  O 

RQ 

A1 

(O) 

DO 

RQ 

77 

ai  n 

M  I  u 

A2 

(O) 

64 

AO 

/  O 

AO. 

My 

A3 

(O) 

65 

B8 

7Q 

/  y 

DO 

DO 

A15  (O) 

I/O 

66 

A8 

80 

Aft 
MO 

A4 

(O) 

fi7 
0/ 

R7 
D( 

O  I 

Rfi 
DO 

A14  (O) 

82 

B7 

83 

A7 

68 

A7 

84 

C7 

A5 

(O) 

^HIGH^>  is  high  impedance  with  a  20  to  50-Kil  internal  pull-up  resistor  during  configuration 

Table  2b.  M2018  Pin  Assignments  (continued) 
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Absolute  Maximum  Ratings* 


Supply  voltage  Vcc   "°-5  v  t0  7  V 

Power  down  Vcc  2Vto7  V 

Input  voltage  -0.5  V  to  Vcc  0  5  V 

Voltage  applied  to  three-state  output  -0.5  V  to  Vcc  0.5  V 

Storage  temperature  range   -65°C  to  +150°C 

Lead  temperature  (soldering,  10  seconds)  260°  C 


*  Stresses  beyond  those  listed  under  "Absolute  Maximum  Ratings"  may  cause  permanent  damage  to  the  device.  These  are  stress  ratings  only  and  functional 
operation  ot  the  device  at  these  or  any  other  conditions  beyond  those  listed  under  "Recommended  Operating  Conditions"  is  not  implied.  Exposure  to  "Absolute 
Maximum  Ratings"  conditions  for  extended  periods  of  time  may  affect  device  reliability. 

Operating  Conditions 


SYMBOL 

PARAMETER 

MIN   TYP  MAX 

UNIT 

VCC 

Supply  voltage  relative  to  GND 

4.75  5.25 

V 

V|HT 

High  level  input  voltage— TTL  configuration 

2.0  VCC 

V 

VIHC 

High  level  input  voltage — CMOS  configuration 

0  7  VCC  VCC 

V 

V|LT 

Low  level  input  voltage — TTL  configuration 

0  0.8 

V 

V|LC 

Low  level  input  voltage— CMOS  configuration 

0            0.2  VCC 

V 

'it 

Input  leakage  current— TTL  configuration 

±10 

ma 

'ic 

Input  leakage  current— CMOS  configuration 

±10 

'oz 

Three-state  output  off  current  (Vcc  =  5  5  v) 

±10 

'OP 

Operating  free-air  temperature 

0  70 

°C 

lectrical  Characteristics  over  operating  conditions 

SYMBOL 

PARAMETER 

TEST  CONDITION 

MIN    TYP  MAX 

UNIT 

VOH 

High  level  output  voltage 

Vcc  =  475  v          'oh  =  "4  0  mA 

3.86 

V 

\ 

OL 

Low  level  output  voltage 

Vcc  =  475  V            'OL  =  40  mA 

0.32 

V 

i 

Quiescent  operating 
power  supply  current 

CMOS  inputs 

VCC  =  5.0V 

5 

mA 

TTL  inputs 

VCC  =  5.0  V 

10 

mA 

'CCPD 

Power  down  supply  current 

VCC = 50V 

0.5 

mA 

Power  On  Timing 

The  LCAs  contain  on-chip  reset  timing  logic  for  power-up  oper-        less.  For  other  modes,  initiation  of  configuration  must  be 
ation  To  insure  proper  master  mode  system  operation,  VCC        delayed  for  60  ms  after  VCC  reaches  the  minimum  specified 
must  rise  from  2.0  V  to  minimum  specification  level  in  10  ms  or  level. 

5-508  Monolithic 
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Switching  Characteristics  —  General 


SYMBOL 

DESCRIPTION 

-33 

-50 

-70 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

'VMR® 

VCC  seiuP     v  v) 

150 

150 

150 

ns 

<MR® 

M9  M1   MD  Qpti  m 

60 

60 

60 

ns 

'RM® 

RESET  (2) 

M2,  M1,  MO  hold 

60 

60 

60 

ns 

lMRW® 

Width  (LOW) 

150 

150 

150 

ns 

tpGW® 

DONE/ 

Program  width  (LOW) 

6 

6 

6 

Ms 

tpGI® 

PROG 

Initialization 

7 

7 

7 

MS 

'CLH® 

CLOCK 

Clock  (HIGH) 

12 

8 

7 

ns 

<CLL® 

Clock  (LOW) 

12 

8 

7 

ns 

tpS® 

PWRDWN 

Setup  to  Vqq 

0 

0 

0 

ns 

tpH® 

Hold  from  Vcc 

0 

0 

0 

ns 

VpD 

Power  Down 

2.0 

2.0 

2.0 

V 

Notes:  1.  V^c  must  rise  from  2.0  Volts  to  VCc  minimum  in  lest  than  10  ms  tor  master  mode. 

2.  RESET  timing  relative  to  power-on  and  valid  mode  lines  (MO,  M1.  M2)  is  relevant  only  when  RESET  is  used  to  delay  configuration. 
3  Minimum  CLOCK  widths  for  the  auxiliary  buffer  are  1  25  times  the  tcLH-  <CLL 


Vcc  (VALID) 


7 

L  \ 

©TPS_* 

7 

f 

I  > 
*  ©TVMH                                      )*— 0TMRW— ^ 

RESET 


©TUR 


+—  U_Qtrm 


—  XXXXXX  -L,D 

DONE/PROG  ^ 
(OUTPUT) 

"  ©TPGW  J 

|<  ©TPGI 

USERIO               USER  STATE  XXXXX 

INITIALIZATION  STATE 

CLOCK 


-®TPj 


\.  /  r  VPD 


5-509 


CYMROI 
O  T  IVIDUL 

DESCRIPTION 

-33 

-SO 

-70 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

t|LO© 

Logic  input 
to  output 

Combinatorial 

20 

15 

10 

ns 

OD® 

Transparent  latch 

25 

20 

14 

ns 

'QLO 

Additional  for  Q 
through  F  or  G  to  out 

13 

8 

6 

ns 

'CKO® 

K  Clock 

To  output 

20 

15 

10 

ns 

t|CK  ® 

Logic-input  setup 

12 

8 

7 

ns 

'CKI  ® 

Logic-input  hold 

0 

0 

0 

ns 

trrn  @ 

C  Clock 

To  output 

25 

19 

13 

ns 

tirr  © 

Logic-input  setup 

12 

9 

6 

ns 

'rn  © 

Logic-input  hold 

6 

0 

0 

ns 

'CIO© 

Logic  input 
to  G  Clock 

To  output 

37 

27 

20 

ns 

tICI© 

Logic-input  setup 

6 

4 

3 

ns 

<rn  © 

Oil  ^ 

Logic-input  hold 

9 

5 

4 

ns 

tRin® 

Set/reset  direct 

Input  A  or  D  to  out 

25 

22 

16 

ns 

tRLO® 

Through  F  or  G  to  out 

37 

28 

21 

ns 

tyDn 
ivin  w 

Master  Reset  pin  to  out 

35 

25 

20 

ns 

<RS 
Mb 

Separation  of  set/reset 

17 

9 

7 

ns 

tppyu 

Set/reset  pulse-width 

12 

9 

7 

ns 

FCLK 

Flip-flop  toggle  rate 

Q  through  F  to  flip-flop 

33 

50 

70 

MHz 

<CH® 

Clock 

Clock  HIGH 

12 

8 

7 

ns 

<CL® 

Clock  LOW 

12 

8 

7 

ns 

Note:  All  switching  characteristics  apply  to  all  valid  combinations  of  process,  temperature  and  supply. 


Cross  Reference  Guide 


XILINX 

MMI 

vCc 

FMAX 

MIN 

MAX 

MIN 

XC2064-1 

4.5  V 

5.5  V 

20  MHz 

M2064-20 

4.75  V 

5.25  V 

20  MHz 

XC2064-2 

4.5  V 

5.5  V 

33  MHz 

XC2064-33 

M2064-33 

4.75  V 

5.25  V 

33  MHz 

XC2064-50 

M2064-50 

4.75  V 

5.25  V 

50  MHz 

XC2064-70 

M2064-70 

4.75  V 

5.25  V 

70  MHz 

XC2018-33 

M2018-33 

4.75  V 

5.25  V 

33  MHz 

XC2018-50 

M2018-50 

4.75  V 

5.25  V 

50  MHz 

XC2018-70 

M2018-70 

4.75  V 

5.25  V 

70  MHz 

5-510 
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Switching  Characteristics  olu 


INPUT  (A,B.C,D) 


OUTPUT  (X.Y) 
(COMBINATORIAL) 


OUTPUT  (X,Y) 
(TRANSPARENT  LATCH) 

CLOCK  (K) 


CLOCK  (C) 


CLOCK  (G) 


OUTPUT  (VIA  FF) 


SET/RESET  DIRECT  (A.D) 


SET/RESET  DIRECT  (F,G) 


CLOCK  (ANY  SOURCE) 


> 

— > 

c 

  ©  T|L0-  »| 

XXX 

 ©  Tito  ► 

 ©  Tick  ► 

*—  ©  TcKI  -* 

i 

—  ©  TCCI  * 

<  ©  T,cc— ► 

7 

t 

—  ©  leu— » 

7 

I 

■* —  @  Tcko  ► 

*  ©  Tcco  ► 

 ©  Tc,o  ► 

I 


■  ©  Trio- 


■  ©  TCH  " 


•@  TRL0- 


'  TCL- 


X 
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Switching  Characteristics  —  IOB 


SYMBOL 

DESCRIPTION 

-33 

-50  -70 

UNIT 

4PID© 

Pad  (package  pin)  to  input  (direct) 

12 

8 

6 

ns 

«LI© 

I/O  Clock  to  input  (storage) 

20 

15 

11 

ns 

'PL© 

I/O  Clock  to  pad-input  setup 

12 

8 

6 

ns 

tLp® 

I/O  Clock  to  pad-input  hold 

0 

0 

0 

ns 

ti  in  fTl 

I/O  Clock  pulse  width 

12 

9 

7 

ns 

I/O  Clock  frequency 

33 

50 

70 

MHz 

'OP© 

Output  to  pad  (output  enabled) 

15 

12 

9 

ns 

<THZ® 

Three-state  to  pad  begin  hi-Z 

25 

20 

15 

ns 

'ton® 

Three-state  to  pad  end  hi-Z 

25 

20 

15 

ns 

<RI© 

RESET  to  input  (storage) 

40 

30 

25 

ns 

tRC© 

RESET  to  input  clock 

35 

25 

20 

ns 

Note:  Timing  is  measured  at  0.5  Vfjc  levels  with  50  pF  output  load. 


PAD 

(PACKAGE  PIN) 


OUTPUT  SIGNAL 


INPUT 

(DIRECT) 


(I/O  CLOCK) 


INPUT 
(REGISTERED) 


) 

<  

(IN)  ) 

< 

♦-©TpiD-4 

I 

XXX 

©TPL  — 

»»» 


VOH  -  0.5  V 


©- 


VOL  +  0.5  V 


THREE-STATE 


1 


H  © 


©TLW 


RESET 


«-©Tr|- 


©  TRC 
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Switching  Characteristics  —  Programming  —  Master  Mode 


SYMBOL 

DESCRIPTION 

-33 

-50 

-70 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

'ARC® 

RCLK 

From  address  invalid 

0 

0 

0 

ns 

>RAC© 

To  address  valid 

200 

200 

200 

ns 

•drc© 

To  data  setup 

60 

60 

60 

ns 

'rcd© 

To  data  hold 

0 

0 

0 

ns 

lRCH© 

RCLK  HIGH 

600 

600 

600 

ns 

<RCL© 

RCLK  LOW 

4.0 

4.0 

4.0 

MS 

Notes:  1   CCLK  and  DOUT  timing  are  the  same  as  for  slave  mode. 

2.  At  power  up,  Vcc  must  rise  from  2.0  V  to  V<x  minimum  in  less  than  10  ms. 


A0-A15 
(OUTPUT) 


DO-07 


RCLK 
(OUTPUT) 


CCLK 
(OUTPUT) 


SOT 


0  Tarc 


I— © 


TDnc- 


©  thcl- 


/  \  f 


|©  Trac 

xxxxxxxxxx 


©  TRCD 


■©  trch- 


DC 


BYTE  n-1 
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SYMBOL 

DESCRIPTION 

-33 

-50 

-70 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

'ceo® 

CCLK  to  DOUT 

65 

65 

65 

ns 

*DCC® 

CCLK  DIN  setup 

0 

0 

0 

ns 

tcCD® 

CCLK  DIN  hold 

40 

40 

40 

ns 

tCCH® 

CCLK  HIGH  time 

0.25 

0.25 

0.25 

MS 

*CCL© 



CCLK  LOW  time 

0.25  5.0 

0.25  5.0 

0.25  5.0 

MS 

Fcc 

CCLK  frequency 

2 

2 

2 

MHz 

Note:  Configuration  must  be  delayed  at  least  40  ms  after  Vqc  minimum. 


DIN 


BIT  N 


CCLK 


DOUT 
(OUTPUT) 


■  ©  TCCD-* 


•  0  TCCH  " 


BITN-1 


■  0  TCCL" 


■  0  TCCO 


BIT  N 


Memories  mr* 
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Switching  Characteristics  —  Programming  —  Peripheral  Mode 


SYMBOL 

DESCRIPTION 

-33 

-50 

-70 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

<CA© 

Controls1 
(CSO,  CS1. 
CS2,  WRT 

Active  (last  active  input 
to  first  inactive) 

0.25  5.0 

0.25  5.0 

0.25  5.0 

MS 

tci© 

Inactive  (first  inactive  input 
to  last  active) 

0.25 

0.25 

0.25 

us 

*ccc® 

CCLK2 

75 

75 

75 

ns 

tDc© 

DIN  setup 

35 

35 

35 

ns 

tCD© 

DIN  hold 

5 

5 

5 

ns 

Notes:  1 .  Peripheral  mode  timing  determined  from  last  control  signal  of  the  logical  AND  of  (CSO,  CST,  CS2,  WRT)  to  transition  to  active  or  inactive  slate 

2.  CCLK  and  DOUT  timing  are  the  same  as  for  slave  mode. 

3.  Configuration  must  be  delayed  at  least  40  ms  after  Vcc  minimum. 


WRT   


^©  TCA 


cs*  //////// 

©TCC  — 

CCLK  (2) 

(OUTPUT)  (4) 


TDC- 


3E 


DOUT  (2)  - 
(OUTPUT). 


-@TC 


DC 


Switching  Characteristics  —  Program  Readback 


SYMBOL 

DESCRIPTION 

-33 

-50 

-70 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

<DRT© 

RTRIG 

PROG  setup 

300 

300 

300 

ns 

'RTH© 

RTRIG  HIGH 

250 

250 

250 

ns 

'rtcc  © 

CCLK 

RTRIG  setup 

100 

100 

100 

ns 

*CCRD  © 

RDATA  delay 

100 

100 

100 

ns 

Notes:  1   CCLK  and  DOUT  timing  are  the  same  as  for  slave  mode. 

2.  DONE/PROG  output/input  must  be  HIGH  (device  programmed)  prior  to  a  positive  transition  of  RTRIG  (M0). 


DONE/PROG 
(OUTPUT) 


RTRIG 


CCLK(1) 


RDATA 
(OUTPUT) 


£ 


©  trtcc 


-©  TRm- 


0  Tci 


3$X 
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Switching  Test  Load 


TEST  POINT 


FROM  OUTPUT  _ 
UNDER  TEST 

CL 

(SEE  NOTE  1) 


RL  S1 
iw  *    (SEE  NOTE  2) 


1 


Note:  CL  includes  probe  and  jig  capacitance. 


CL  =  SO  pF 
RL  =  1K 


Design  Aids 

Designing  with  the  Logic  Cell  Array  is  similar  to  using 
conventional  MSI  elements  or  gate  array  macrocells.  The  first 
step  is  to  partition  the  desired  logic  design  into  Logic  Blocks 
and  I/O  blocks  usually  based  on  shared  input  variables  or 
efficient  use  of  flip-flop  and  combinatorial  logic.  Following  a 
plan  for  placement  of  the  blocks,  the  design  information  may 


be  entered  using  the  interactive  Graphic  Design  Editor.  The 
design  information  includes  both  the  functional  specifications 
for  each  block  and  a  definition  of  the  interconnection  networks. 
A  macrocell  library  provides  a  simplified  entry  of  commonly- 
used  logic  functions.  As  an  alternative  to  interactive  block 
placement  and  configuration,  a  schematic  may  be  created 
using  elements  from  the  macrocell  library.  Automatic  place- 
ment and  routing  is  available  for  either  method  of  design  entry. 
After  routing  the  interconnections,  various  checking  stages 
and  processing  of  that  data  are  performed  to  ensure  that  the 
design  is  correct.  Design  changes  may  be  implemented  in 
minutes.  The  design  file  is  used  to  generate  the  programming 
data  which  can  be  downloaded  directly  into  an  LCA  in  the  target 
system  and  operated.  The  program  information  may  be  used  to 
program  PROM,  EPROM  or  ROM  devices,  or  stored  in  some 
other  media  as  needed  by  the  final  system. 

Design  verification  may  be  accomplished  by  using  the  XLINX 
XACTOR™  In-Circuit  Emulation  System  directly  in  the  target 
system  and/or  the  P-Silos™  logic  simulator. 


f 

T 

lecommended  Sockets 

t 

he  following  sockets,  with  matching  hole  patterns,  are  available  for  PLCC  devices. 

DESCRIPTION 

VENDOR 

PART  NUMBER 

68-pin 

PCB  solder  tail,  tin  plate 

AMP 

821574-1 

Surface  mount,  tin  plate 

AMP 

821542-1 

PCB  solder  tail,  tin  plate 

Burndy* 

QILE68P-410T 

PCB  solder  tail,  tin  plate 

Midland-Ross* 

709-2000-068-4-1-1 

PCB  solder  tail,  tin  plate 

Methode* 

213-068-001 

Surface  mount,  tin  plate 

Methode* 

213-068-002 

84-pin 

PCB  solder  tail,  tin  plate 

AMP 

821573-1 

Surface  mount,  tin  plate 

AMP 

821546-1 

PCB  solder  tail,  tin  plate 

Burndy* 

QILE84P-410T 

PCB  solder  tail,  tin  plate 

Midland-Ross* 

709-2000-084-4-1-1 

PCB  solder  tail,  tin  plate 

Methode* 

213-084-001 

Surface  mount,  tin  plate 

Methode* 

213-084-002 

• 

Sockets  will  plug  into  pin-grid  array  (PGA)  wire-wrap  sockets  for  breadboard  use. 
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M2064/18  PLCC  SOCKET  PIN  ASSIGNMENT 
WIRING  REFERENCE.  BOTTOM  VIEW. 

A1  AO    A2    A15  A14  GND   A6    A7    AS  A9 

\©©©©0©©©© 

PWRDWN 

„.,„,„  /T\  O  A3  A4  A5  A13  A12  A11  A10  /— \  S~\ 
DO/DIN  (58)  (59)  D0UT  (13)  © 

01  ©  ©  ©  © 

"®®  PL™  ©© 

VCC  ©  ©  BOTTOM  ©  ©  vcc 


D4@@D3  VIEW  00 

os  @  0  0  0 

XTAL1  0  ©   D6  RD/M10  0 

RESET  0©©®©©0©©@© 

_/©00000000\ 

D/P  XTAL2  D7  GND  M2  H°C 

FOR  EASE  OF  WIRING,  AND  PIN  IDENTIFICATION,  THE 
BOTTOM  VIEW  OF  THE  PLCC  IS  SHOWN  ALONG  WITH 
KEY  PIN  ASSIGNMENTS,  SUCH  AS  ADDRESS,  DATA, 
MODE,  POWER  AND  CRYSTAL  OSCILLATIOR  INPUTS. 


A1X         AO     A2    A15  A14  GND  A6    A7    AS  A9 

\0000000000© 

CCLK0000000000000 
™@©DSTM     "    WJ  A12  A11   A10  @@ 

D1  0  0  RCLK  ©  © 

@0  ®@ 
84  PIN 

D20©  PLCC  ©© 

~  ^  SOCKET  X  X 

VCC  (64)  (65)  BOTTOM  0  0  VCC 

(62)  (63)  (25)  (24) 


®  © 


(27)  (26) 

05  (58)  (59)  ©  © 

XTAL100    D6  7™@© 
RESET  @©©©©©©©©©0©@  RT/MO 

/00©0©0©0000\ 

-  XTAL2  D7  GND  M2  HDC 


FOR  EASE  OF  WIRING,  AND  PIN  IDENTIFICATION,  THE 
BOTTOM  VIEW  OF  THE  PLCC  IS  SHOWN  ALONG  WITH 
KEY  PIN  ASSIGNMENTS,  SUCH  AS  ADDRESS,  DATA, 
MODE.  POWER  AND  CRYSTAL  OSCILLATIOR  INPUTS. 
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Logic  Cell ™  Array  M2064/M201 8 

Conforms  to  MIL-STD-883,  Class  B* 


Features 

CMOS 

•  Low  power 

•  TTL  or  CMOS  input 
threshold  levels 

PROGRAM  ABLE 

•  Programmable  Logic 
functions 

•  Programmable  I/O  blocks 

•  Programmable 
interconnects 

STATIC  RAM  BASED 

•  Reprogrammable 

•  Reconfigurable 


SECURITY 

•  User  selectable  Security 
Mode 

•  Verification  feature 


Benefits 

•  Reduced  power  supply 

•  Higher  board  densities 


Complete  user  control  of 
design 

Instant  prototyping 
Replaces  SSI  and  MSI 
devices 

Easy  design  modification 
Selectable  configuration 
modes 

100%  testable 

Protects  proprietary 
designs 

Eases  design  debug 


Ordering  Information 


M2018  -50  MP  84/883,  B 

□      TTT1  L7 


PART  NUMBER 
M2064  (1200  Gates. 

58  l/OBs) 
M2018  (1800  Gates, 
74  l/OBs) 

SPEED  GRADE  


-20  (20  MHz  Toggle  Rate) 
-33  (33  MHz  Toggle  Rate) 
-50  (50  MHz  Toggle  Rate) 


TEMPERATURE  RANGE - 

M  =  -55°Cto»125°C 


PROCESSING 
883.B  =  MIL-STD-883, 
Class  8 

-  NUMBER  OF  PINS 

68  (68  Pins) 
84  (84  Pins) 

-  PACKAGING 

P  =  Pin  Grid  Array 
L  =  Leadless  Chip  Carrier 
(68  pin  only) 


Description 

The  Military  CMOS  Logic  Cell  Array  bridges  the  gap  between 
Programmable  Logic  Devices  (PLDs)  and  gate  arrays.  This 
high-density,  low-power  Logic  Cell  Array  device  provides  de- 
signers with  both  the  density  benefits  of  gate  arrays  and  the 
programmability  benefits  of  user-configurable  devices. 

The  flexible  architecture  of  the  LCA  is  similar  to  that  of  a  gate 
array,  with  an  interior  matrix  of  programmable  logic  blocks 
called  Configurable  Logic  Blocks  (CLBs),  a  surrounding  ring  of 
programmable  I/O  blocks  (lOBs)  and  programmable  intercon- 
nects used  to  define  the  overall  device  structure.  Unlike  gate 
arrays,  LCA  functionality  is  user  defined  by  loading  the  internal 

Silicon  Menu 


writable  storage  cells  with  the  configuration  data.  The  repro- 
grammability  of  the  SRAM-based  LCA  allows  instant  design 
modification  on  the  bench  and  on  the  board.  Due  to  the  SRAM- 
based  architecture  of  the  LCA,  the  radiation  tolerance  data  for 
the  M2064  is  similar  to  industry  SRAMs  which  display  Total  Dose 
levels  from  104  to  106  rads  (Si). 

Applications  for  the  LCA  cover  a  wide  spectrum  of  uses.  With  its 
high  gate  density  and  low-power  CMOS  technology,  the  LCA  is 
an  ideal  low-cost  gate  array  good  for  prototyping  as  well  as 
production.  The  LCA's  SRAM-based  architecture  allows  it  to  be 
used  in  applications  that  take  advantage  of  its  reconfigurability. 
Ground  systems  (radar)  can  use  the  LCA  as  reconfigurable 
hardware  replacing  several  devices  and  saving  board  space.  The 
SRAM-based  logic  of  the  LCA  allows  for  pattern  security  of 
sensitive  designs  when  the  device  is  removed  from  its  board. 
When  a  different  mode  backup  device  is  needed  the  LCA  pro- 
vides excellent  redundancy.  In  short,  the  LCA  offers  the  total 
ASIC  solution. 


MMI 
PART 

ORGAN- 
IZATION 

EQUIVA- 
LENT 
GATE 
COUNT 

CONFIGU- 
RABLE 
LOGIC 
BLOCKS 

USER 

l/Os 

CONFIGU- 
RATION 
PROGRAM 
BITS 

MAX 
STANDBY 
CURRENT 
(CMOS 
INPUTS) 

MAX 
STANDBY 
CURRENT 

(TTL 
INPUTS) 

PACKAGES 

MAX 
TOGGLE 

RATE 
BETWEEN 
CLBs 

M2064-20 

8x8 

1200 

64 

58 

12040 

5  mA 

10  mA 

68LCC, 
68  PGA 

20  MHz 

M2064-33 

8x8 

1200 

64 

58 

12040 

5  mA 

10  mA 

68LCC, 
68PGA 

33  MHz 

M2064-50 

8x8 

1200 

64 

58 

12040 

5  mA 

10  mA 

68LCC, 
68PGA 

50  MHz 

*  Latest  revision. 
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MMI  PARTS 

LCA-MDS21 

LCA  Development  System 

LCA-MSC21 

LCA  Development  System 
Annual  Support  Agreement 

LCA-MDS22 

LCA  Simulator  (P-SILOS™) 

LCA-MDS23 

LCA  Automatic  Placement  and 
Routing  Program 

LCA-MDS24 

LCA  In-Circuit  Emulator 

MMI  PARTS 

LCA-MDS28 

LCA  Universal  Pod 

LCA-MDS27XX 

LCA  Package  Specific  Pod  Headers 

LCA-MDS31 

LCA  Futurenet*  Interface 

LCA-MDS33 

LCA  Daisy  Interface 

LCA-MDS34 

LCA  Mentor  Interface 

LCA-MDSXX 

LCA/OrCAD"  Package 

LCA-MEK01 

LCA  Evaluation  Kit 

Absolute  Maximum  Ratings 

Supply  voltage,  Vcc    -°  5  V  to  7.0  V 

Power  down,  Vcc    2.0  V  to  7.0  V 

Input  voltage  range    -1 .5  V  to  5.5  V 

Voltage  applied  to  three-state  output    -0.5  V  to  5.5  V 

Storage  temperature    -65°C  to  +150°C 

Terminal  temperature,  Leadless  Chip  Carrier  package  (Soldering,  10  seconds)    240°C 

Thermal  resistance,  junction  to  case,  Sjcmax.  and  junction  to  ambient,  0jamax 

Package  9jcmax  »jamax  (SUM  air) 

(L)  Leadless  Chip  Carrier  1.5°C/W  32°C/W 
(P)  Pin  Grid  Array  3°C/W  45°C/W 

Maximum  power  dissipation    See  Table  2 

Maximum  junction  temperature   175°C 

Maximum  current  density    Contact  factory 


Operating  Conditions 


SYMBOL 

PARAMETER 

MIN   TYP  MAX 

UNIT 

vCc 

Supply  voltage  relative  to  GND 

4.5 

5.5 

V 

V|HT 

High  level  input  voltage — TTL  configuration 

20 

vcc 

V 

VIHC 

High  level  input  voltage— CMOS  configuration 

0.7  VCC 

vcc 

V 

VlLT 

Low  level  input  voltage— TTL  configuration 

0 

0.8 

V 

VILC 

Low  level  input  voltage— CMOS  configuration 

0 

0.2  VCC 

V 

'IT 

Input  leakage  current— TTL  configuration 

±1 

MA 

llC 

Input  leakage  current— CMOS  configuration 

±1 

ma 

'02 

Three-state  output  off  current  (Vcc  =  5  5  v) 

+10 

ma 

'QP 

Operating  free-air  temperature 

-55 

+125 

°c 

Conforms  to  MIL-STD-883  Group  A 
Electrical  Characteristics  Over  Operating  Conditions  Subgroups  1,  2  and  3 


SYMBOL 

PARAMETER 

TEST  CONDITION 

MIN    TYP  MAX 

UNIT 

V0H 

High  level  output  voltage 

VCC=MIN               l0H=  -4.0  mA 

3.7 

V 

vol 

Low  level  output  voltage 

VCC=MIN               l0L=  4.0  mA 

0.4 

V 

'ceo 

Quiescent  operating 
power  supply  current 

CMOS  inputs 

VCC  *  5.0  V 

5 

mA 

TTL  inputs 

VCC  =  5-0  V 

10 

mA 

'cgPD 

Power  down  supply  current 

VCC  =  2.0  V 

05 

mA 
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Power  On  Timing 

The  LCAs  contain  on-chip  reset  timing  logic  for  power-up  oper- 
ation. To  insure  proper  master  mode  system  operation,  VCC 
must  rise  from  2.0  V  to  minimum  specification  level  in  10  ms  or 
less.  For  other  modes,  initiation  of  configuration  must  be 


delayed  for  60  ms  after  VCC  reaches  the  minimum  specified 
level. 

Test  Conditions 

Outputs  loaded  with  rated  DC  current  and  50-pF  capacitance  to 
GND. 


Switching  Characteristics  —  General 


Conforms  to  MIL-STD-883  Group  A 
Subgroups  9, 10  and  11* 


SYMBOL 

DESCRIPTION 

-20 

-33 

-50 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

<VMR© 

RESET2 

Vcc  setup  (2.0  V) 

250 

150 

150 

ns 

'MR© 

M2,  M1,  M0  setup 

100 

60 

60 

ns 

<rm® 

M2,  M1,  M0  hold 

100 

60 

60 

ns 

•mrw© 

Width  (LOW) 

250 

150 

150 

ns 

tpGW© 

DONE/ 

Program  width  (LOW) 

6 

6 

6 

MS 

tpQl© 

PROG 

Initialization 

7 

7 

7 

MS 

lCLH® 

CLOCK 

Clock  (HIGH) 

20 

12 

8 

ns 

:CLL  ® 

Clock  (LOW) 

20 

12 

8 

ns 

tpS® 

PWR  DWN 

Setup  to  Vcc 

0 

0 

0 

ns 

tpH® 

Hold  from  Vqq 

0 

0 

0 

ns 

v>D 

Power  Down 

2.0 

2.0 

2.0 

V 

Notes:  1.  V^c  must  rise  from  2  0  Volts  to  V^c  minimum  in  lest  than  10  ms  for  master  mode. 

2   RESET  timing  relative  to  power-on  and  valid  mode  lines  (M0,  M1,  M2)  is  relevant  only  when  RESET  is  used  to  delay  configuratio 
3.  Minimum  CLOCK  widths  for  the  auxiliary  buffer  are  1 .25  times  the  iQLH-  'CLL- 
*  Contact  factory  for  test  macros. 


Vcc  (VALID) 


i 

©TPS— • 

7 

«  0%fl                                   |«— ©TMRW— » 

Jf 


-©Tp 


\-  /  r  VPD 


©TMR   ► 


X 


DONE/PROG 
(OUTPUT) 


CLOCK 


XXXXX) 

*  (s)  TPGW  ► 

\ 

7 

 ©Tpoi 

\ 

USER  STATE  ) 

(XXXXXXni™lizationswe 

I 


-01 


"©TCLL- 
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Switching  Characteristics  —  CLB 


SYMBOL 

DESCRIPTION 

-20 

-33 

-50 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

'|L0© 

Logic  input 
to  output 

Combinatorial 

35 

20 

15 

ns 

tlTO© 

Transparent  latch 

45 

25 

20 

ns 

tQLO 

Additional  for  Q 
through  F  or  G  to  out 

30 

13 

8 

ns 

'CKO  © 

K  Clock 

To  output 

35 

20 

15 

ns 

t|cK  © 

Logic-input  setup 

22 

12 

8 

ns 

'CKI  © 

Logic-input  hold 

0 

0 

0 

ns 

tppn  ® 

C  Clock 

To  output 

45 

25 

19 

ns 

'irr  © 

Logic-input  setup 

18 

12 

9 

ns 

'cci  © 

Logic-input  hold 

10 

6 

0 

ns 

lCIO  ® 

Logic  input 
to  G  Clock 

To  output 

65 

37 

27 

ns 

tic,  ® 

Logic-input  setup 

10 

6 

4 

ns 

lCII  © 

Logic-input  hold 

15 

9 

5 

ns 

tom  @ 
niu  — 

Set/reset  direct 

Input  A  or  D  to  out 

45 

25 

22 

ns 

4RLO® 

Through  F  or  G  to  out 

65 

37 

28 

ns 

'mrq 

Master  Reset  pin  to  out 

60 

35 

25 

ns 

'rs 

Separation  of  set/reset 

30 

17 

9 

ns 

•rpw 

Set/reset  pulse-width 

20 

12 

9 

ns 

FCLK 

Flip-flop  toggle  rate 

Q  through  F  to  flip-flop 

20 

33 

50 

MHz 

tCH® 

Clock 

Clock  HIGH 

20 

12 

0 

ns 

'CL® 

Clock  LOW 

20 

12 

8 

ns 

Note:  All  switching  characteristics  apply  to  all  valid  combinations  of  process,  temperature  and  supply. 


Military  Case  Outlines* 


PACKAGE  OUTLINE 
LETTER 

CONFORMS  TO 
MIL-M-38510 
APPENDIX  C  CASE 

L 

C-7 

P 

P-BC 

*  Refer  to  MIL-M-38510.  Appendix  C  tor  the  appropriate  package  drawings. 
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llfllllig  «W»VB  l^ttlWO  WhB 


INPUT  (A.B.C.D) 


OUTPUT  (X.Y) 
(COMBINATORIAL) 


OUTPUT  (X.Y) 
fTRANSPARENT  LATCH) 

CLOCK  (K) 
CLOCK  (C) 
CLOCK  (G) 

OUTPUT  (VIA  FF) 
SET/RESET  DIRECT  (A,D) 
SET/RESET  DIRECT  (F.G) 

CLOCK  (ANY  SOURCE) 


X 


*— ©  TILO  »| 

Mr 

 0  Tito  — 


■  0  Tick  - 


3X>C 


© 


•-©  T,CI- 


f 


■  0  TCK,  -» 

■  0  Tcci 
0  TCii— • 

■  0  TCKO  " 
'  @  TCCO  " 

'  0  Tcio- 


28C 


£ 


■  ©  TCH  - 


■  @  W 


©  TCL- 
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Switching  Characteristics  -  IOB 


SYMBOL 

DESCRIPTION 

-20 

-33 

-50 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

"dU  (pdCKdyfci  pi"^  iu  input  lulreCIJ 

eu 

1  0 

it 
o 

ns 

t.  .  (Tt 

\l\J  OIUUK  IU  llipui  (bLUldyc) 

ou 

ns 

tpi_ty 

OIUUK  IU  pd(J  llipui  bclUp 

a 

0 

ns 

■LP1" 

I/O  f°"*lr»f*lf  ti*i  rsoH-inrti  it  h/^IH 
1/ W  OllJUn  IU  pdU  H  ipUl  1  HJIU 

n 

u 

Q 

Q 

«LW© 

I/O  Clock  Dulse  width 

20 

12 

g 

nsp 

I/O  Clock  frequency 

20 

33 

50 

MHz 

top© 

Output  to  pad  (output  enabled) 

25 

15 

12 

ns 

«THZ® 

Three-state  to  pad  begin  hi-Z 

35 

25 

20 

ns 

'TON® 

Three-state  to  pad  end  hi-Z 

40 

25 

20 

ns 

'ri© 

RESET  to  input  (storage) 

50 

40 

30 

ns 

<RC® 

RESET  to  input  clock 

35 

35 

25 

ns 

Note:  Timing  is  measured  at  0.5  Vqq  levels  with  50-pF  output  load. 


PAD 

(PACKAGE  PIN) 


OUTPUT  SIGNAL 


) 

(  N<IN>  ) 

< 



*©Tpid-» 

XXX 

©Tpl  — 

4  >U  » 

(I/O  CLOCK) 


©TL, 


(REGISTERED) 


■®Tqp-*I 


©TLW 


*  ©  Tpj  ♦ 


®- 


THREE-STATE 


1 


J 


©  Tr( 
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Switching  Characteristics  —  Programming  —  Master  Mode 


s 

YMBOL 

DESCRIPTION 

-20 

-33 

-SO 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

lARC® 

RCLK 

From  address  invalid 

0 

0 

0 

ns 

tRAC® 

To  address  valid 

300 

200 

200 

ns 

<DRC® 

To  data  setup 

100 

60 

60 

ns 

lRCD® 

To  data  hold 

0 

0 

0 

ns 

<RCH© 

RCLK  HIGH 

600 

600 

600 

ns 

<RCL© 

RCLK  LOW 

4.0 

4.0 

4.0 

Ms 

Notes  1.  CCLK  and  DOUT  timing  are  the  same  as  for  slave  mode. 

2.  At  power  up,  Vqc  must  rise  ,rom  20  v  to  VCC  minimum  in  less  than  10  ms. 


A0-A15 
(OUTPUT) 


D0-D7 


CCLK 
(OUTPUT) 


DOUT 
(OUTPUT) 


0  Tahc  • 


©  TRAC 
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Switching  Characteristics  —  Programming  —  Slave  Mode 


SYMBOL 

DESCRIPTION 

-20 

-33 

-50 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

'ceo® 

CCLK  to  DOUT 

100 

65 

65 

ns 

lDCC  © 

CCLK  DIN  setup 

50 

25 

0 

ns 

'CCD® 

CCLK  DIN  hold 

75 

40 

40 

ns 

lCCH® 

CCLK  HIGH  time 

0.50 

0.30 

0.25 

Ms 

fCCL® 

CCLK  LOW  time 

0.30  10.0 

0.25  5.0 

0  25  5.0 

MS 

FCC 

CCLK  frequency 

1 

2 

2 

MHz 

Note:  Configuration  must  be  delayed  at  least  40  ms  after  Vcc  minimum. 


DIN 


CCLK 


DOUT 
(OUTPUT) 


■0 


BIT  N  +1 


■©1 


Tcco4« — ^ 
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SYMBOL 

DESCRIPTION 

-20 

-33 

-SO 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

lCA® 

Controls1 
(CSO,  CS1 , 
CS2,  WRT) 

Active  (last  active  input 
to  first  inactive) 

0.30  10.0 

0.25  5.0 

0.25  5.0 

MS 

<CI® 

Inactive  (first  inactive  input 
to  last  active) 

0.25 

0.25 

0.25 

MS 

kxc® 

CCLK2 

100 

75 

75 

ns 

tDc® 

DIN  setup 

50 

35 

35 

ns 

tCD® 

DIN  hold 

10 

5 

5 

ns 

;:  1 .  Peripheral  mode  timing  determined  from  last  control  signal  of  the  logical  AND  of  (CSO,  CS1 ,  CS2.  WRT)  to  transition  to  active  or  inactive  state. 
2.  CCLK  and  DOUT  timing  are  the  same  as  for  slave  mode. 
3  Configuration  must  be  delayed  at  least  40  ms  after  Vqq  minimum. 


WWWVl 


CST 


™  ////////- 

©TCC  — 

CCLK  (2) 

(OUTPUT)  (4) 


-cy  tc. 


ysmwm 


(D  TCC 


Switching  Characteristics  —  Program  Readback 


SYMBOL 

DESCRIPTION 

-20 

-33 

-50 

UNIT 

MIN  MAX 

MIN  MAX 

MIN  MAX 

k 

RT® 

RTRIG 

PROG  setup 

300 

300 

300 

ns 

<RTH® 

RTRIG  HIGH 

250 

250 

250 

ns 

•rtcc  ® 

CCLK 

RTRIG  setup 

100 

100 

100 

ns 

CRD® 

RDATA  delay 

100 

100 

100 

ns 

Notes:  1 .  CCLK  and  DOUT  timing  are  the  same  as  for  slave  mode 

2.  DONE/PROG  output/input  must  be  HIGH  (device  programmed)  prior  to  a  positive  transition  of  RTRIG  (M0). 


DONE/PROG 
(OUTPUT) 


CCLK(1) 


RDATA 
(OUTPUT) 


£ 


© 


J- 


-Q)  Thth— • 


© 


15K 


\ 


3ES( 
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M2064 
Logic  Cell  Array 
68  Pin  Grid  Array 
Top  View 


o   o   o  o 


M2064 
Logic  Cell  Array 
68  Pin 
Leadless  Chip  Carrier 


s 

^    5  E 
£    8    K  9 


©  @®  © 

@® 

©  ©@ 

DONE  -  PG 

©  @©©@ 

®  © 

©@®  © 

VO 

00 

XTAU4  0 

@© 

©  © 

I/O 

mi -no 

I/O 

D5-I.0 

©@ 

©  © 

I/O 

I/O 

)3- CEO  4.0 

04.CTi-i/0 

@@ 

©@ 

1.0 

I/O 

I/O 

VCC 

@© 

©@ 

VCC 

I  0 

I/O 

D2-C3-I  0 

©@ 

0® 

1  0 

10 

BCLK-I  0 

Dt-WS-l  0 

@© 

©© 

I/O 

I/O 

OOUT-I  0 

DO-DIN-I  0 

©@ 

O®0 

1  0 

I'O 

CCLK 

A  (M  O 

®©©®@©©@©©© 

PWHDN  I/O 

@®  ©@  ©  ©  ©  ©  ® 

0  o    o  o 

1  J  l  1 

*   *    <  < 

i  4 

O     O  |Z 

« *  ll 

i  1 1 1 1 1  i  i  i 


I'O 

o*  cTi  - 1  o 
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Configuration  Pin  Assignments* 


— 

68-PIN 

68-PIN 

CONFIGURATION  MODE:  <M2:  Ml:  M0» 

USER 
OPERATION 

SLAVE 

<1:1:1> 

PERIPHERAL 

<1:0:1> 

MASTER-HIGH 

<1:1:0> 

MASTER-LOW 

<1:0:0> 

1 

B6 

GND 

2 

A6 

<«HIGH» 

A13  (O) 

I/O 

3 

B5 

A6  (0) 
A12  (O) 

4 

A5 

5 

B4 

A7  (0) 

6 

A4 

A11  (O) 

7 

B3 

A8  (O) 

8 

A3 

A10  (O) 

9 

A2 

A9  (O) 

10 

B2 

PWRDWN  (I) 

11 

B1 

<SHIGHJ> 

I/O 

12 

C2 

13 

CI 

14 

D2 

15 

D1 

16 

E2 

17 

E1 

18 

F2 

VCC 

19 

F1 

4?HIGHS> 

I/O 

20 

G2 

21 

G1 

22 

H2 

23 

H1 

24 

J2 

25 

J1 

M1  (HIGH) 

M1  (LOW) 

M1  (HIGH) 

M1  (LOW) 

RDATA  (0) 

26 

K1 

MO  (HIGH) 

MO  (HIGH) 

MO  (LOW) 

MO  (LOW) 

RTRIG  (I) 

27 

K2 

M2  (HIGH) 

I/O 

28 

L2 

HDC  (HIGH) 

29 

K3 

<SHIGH» 

30 

L3 

LDC  (LOW) 

31 

K4 

«HIGHS> 

32 

L4 

33 

K5 

34 

L5 

<5HIGH§>  is  high  impedance  with  a  20  to  50-K11  internal  pull-up  resistor  during  configuration 


Table  1.  M2064  Pin  Assignments 
(continued  on  next  page) 
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Configuration  Pin  Assignments* 


68-PIN 
LCC 

68-PIN 
PGA 

CONFIGURATION  MODE:  <M2:  M1:  MO- 

USER 
OPERATION 

SLAVE 

<1:1:1> 

PERIPHERAL 

<1:0:1> 

MASTER-HIGH 

<1:1:0> 

MASTER-LOW 

<1:0:0> 

35 

K6 

Gt> 

JD 

36 

L6 

37 

K7 

38 

L7 

«HIGHi> 

39 

K8 

I/O 

40 

L8 

41 

K9 

D7(l) 

42 

L9 

D6(l) 

43 

L10 

XTL2  or  I/O 

44 

K10 

RESET  (I) 

45 

K11 

DONE  (O) 

PROG  (I) 

46 

J10 

XTL1  or  I/O 

47 

J11 

48 

H10 

D5(l) 

49 

H11 

I/O 

50 

G10 

CSO  (I) 

D4(l) 

51 

G11 

csT(i) 

D3(l) 

52 

F10 

vcc 

53 

F11 

54 

E10 

CS2  (I) 

D2(l) 

55 

E11 

«HIGH>> 

56 

D10 

WRT  (I) 

D1  (I) 

I/O 

57 

D11 

RCLK 

58 

C10 

DIN  (I) 

DO  (I) 

59 

C11 

DOUT  (O) 

60 

B11 

CCLK  (I) 

CCLK  (O) 

CCLK  (I) 

61 

B10 

AO 

(O) 

62 

A10 

A1 

(O) 

63 

B9 

A2 

(0) 

64 

A9 

«HIGH» 

A3 

(O) 

I/O 

65 

B8 

A15  (O) 

66 

A8 

A4 

(O) 

67 

B7 

A14  (O) 

68 

A7 

A5 

(O) 

«HIGH*-  is  high  impedance  with  a  20  to  50-Kfl  internal  pull-up  resistor  during  configuration 


Table  1.  M2064  Pin  Assignments 

*  Contact  factory  for  M2018  pinout,  burn  in  circuitry  and  pin  assignments. 
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Pin  Description 

PWRDWN 

An  active  low  power-down  input  stops  all  internal  activity  to 
minimize  VCC  power  and  puts  all  output  buffers  in  a  high- 
impedance  state.  Configuration  is  retained,  however,  internal 
storage  elements  are  Reset.  When  the  PWRDWN  pin  returns 
HIGH,  the  device  returns  to  operation  with  the  same  sequence 
of  reset,  buffer  enable  and  DONE,  PROGRAM  as  at  the 
completion  of  configuration. 

MO,  RTRIG 

As  Mode  0,  this  input  and  M1 ,  M2  are  sampled  before  the  start 
of  configuration  to  establish  the  configuration  mode  to  be 
used. 

As  a  read  trigger,  an  input  transition  to  a  HIGH,  after 
configuration  is  complete,  will  initiate  a  readback  of 
configuration  and  storage  element  data.  This  operation  may  be 
limited  to  a  single  request,  or  be  inhibited  altogether,  by 
selecting  the  appropriate  readback  option  when  generating  the 
bit  stream. 


M1 , RDATA 

As  Mode  1 ,  this  input  and  MO,  M2  are  sampled  before  the  start 
of  configuration  to  establish  the  configuration  mode  to  be 
used. 

As  an  active-low  read  data;  after  configuration  is  complete, 
this  pin  is  the  output  of  the  readback  data. 

M2 

As  Mode  2,  this  input  and  MO,  M1  are  sampled  before  the  start 
of  configuration  to  establish  the  configuration,  mode  to  be 
used.  After  configuration,  this  pin  becomes  a  user-pro- 
grammable I/O. 

HDC 

High  during  configuration  is  held  at  a  HIGH  level  by  the  LCA 
until  after  configuration.  It  is  intended  to  be  available  as  a 
control  indication  that  configuration  is  not  complete.  After 
con  iguration,  this  pin  is  a  user  I/O. 

LDC 

Low  during  configuration  is  held  at  a  LOW  level  by  the  LCA  until 
after  configuration.  It  is  intended  to  be  available  as  a  control 
indication  that  configuration  is  not  completed.  It  is  particularly 
useful  in  master  mode  as  a  LOW  enable  for  an  EPROM.  After 
configuration,  this  pin  is  a  user  I/O.  If  used  as  a  LOW  EPROM 
enable,  it  should  be  programmed  as  a  HIGH  after 
configuration. 

RESET 

This  is  an  active-low  input  which  has  three  functions.  Prior  to 
the  start  of  configuration,  a  LOW  input  will  delay  the  start  of  the 
configuration  process.  An  internal  circuit  senses  the 
application  of  power  and  begins  a  minimal  time-out  cycle  on  the 
order  of  100  ms.  When  the  time-out  and  RESET  are  complete, 
the  levels  of  the  "M"  mode  lines  are  sampled  and  configuration 
begins.  If  RESET  is  asserted  during  a  configuration,  the  LCA  is 
reinitialized  and  will  restart  the  configuration  at  the  termination 
of  RESET.  If  RESET  is  asserted  after  configuration  is 
complete,  it  will  provide  an  asynchronous  reset  of  all  IOB  and 
CLB  storage  elements  of  the  LCA. 


DONE,  PROG 

The  DONE  open  drain  output  is  configurable  with  or  without  a 
pull-up  resistor  of  about  3  KQ.  At  the  completion  of  con- 
figuration, the  circuitry  of  the  LCA  becomes  active  in  a 
synchronous  order  and  one  configuration  clock  cycle  later 
DONE  is  asserted.  Once  configuration  is  done,  a  HIGH-to- 
LOW  transition  of  this  program  pin  will  cause  an  initialization  of 
the  LCA  and  start  a  reconfiguration  if  that  mode  is  selected  in 
the  current  configuration. 

XTL1 

This  user  I/O  pin  may  be  configured  to  operate  as  the  output  of 
an  amplifier  usable  with  an  external  crystal  and  bias  circuitry  to 
form  an  oscillator. 

XTL2 

This  user  I/O  pin  may  be  configured  to  operate  as  the  input  of 
an  amplifier  usable  with  an  external  crystal  and  bias  circuitry  to 
form  an  oscillator. 

CCLK 

During  configuration,  configuration  clock  is  an  output  of  an 
LCA  in  either  master  or  peripheral  mode.  LCAs  in  slave  mode 
use  it  as  a  clock  input.  During  a  readback  operation,  it  is  an 
input  clock  for  the  configuration  data  being  output. 

DOUT 

This  user  I/O  pin  is  used  during  configuration  to  output  serial 
configuration  data  out  for  daisy-chained  slaves'  data  in. 

DIN 

This  user  I/O  pin  is  used  as  serial  data  in  during  slave  or 
peripheral  configuration.  This  pin  is  DO  in  master  configuration 
mode. 

CSO,  CS1,  CS2,  WRT 

These  four  inputs  represent  a  set  of  signals,  three  active  low 
and  one  active  high,  which  are  used  in  the  peripheral  mode  to 
control  configuration  data  entry.  The  assertion  of  all  four 
generates  a  LOW  CCLK  and  shifts  DOUT  data.  The  removal  of 
any  assertion  clocks  in  the  DIN  data  present  and  causes  a 
HIGH  CCLK.  In  master  mode,  these  pins  become  part  of  the 
parallel  configuration  byte  (D4,  D3,  D2,  D1).  After  configuration 
is  complete,  they  are  user-programmed  I/O. 


RCLK 

During  master  mode  configuration,  this  pin  represents  a  read 
clock  of  an  external  memory  device.  After  configuration  is 
complete,  this  pin  becomes  a  user-programmed  I/O. 

D0-D7 

This  set  of  eight  pins  represents  the  parallel  configuration  data 
byte  for  the  master  mode.  After  configuration  is  complete,  they 
are  user-programmed  I/O, 

A0-A15 

This  set  of  sixteen  pins  presents  an  address  output  for  an 
external  configuration  memory  during  master  mode.  After 
configuration  is  complete,  they  are  user-programmed  I/O.  A12 
through  A15  are  not  available  in  packages  with  less  than  sixty- 
eight  pins. 

I/O 

A  pin  which  may  be  programmed  by  the  user  to  be  input  and/or 
output  following  configuration.  Some  of  these  pins  present  a 
high-impedance  pull-up  or  perform  other  functions  before 
configuration  is  complete. 
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Electrical  Characteristic  Definitions 


MMI 

AMD 

PARAMETER  NAME 

PARAMETER  DEFINITION 

TIMING 

in 

'aro 

Asynchronous  Preset  Recovery  Time 

The  minimum  time  after  the  asynchronous  preset 

UcUUliltsb  UldOllVfcJ  IU  lilts  lltsAl  input  OIUCK  INyQBllNy  soys. 

'aw 

Asynchronous  Preset  Width 

The  minimum  pulse  width  required  for  the  asynchronous 
preset  signal. 

t 

t 

Hold  Timp 

The  minimum  time  a  valid  data  level  is  held  after  clock 
triggering  edge. 

'hp 

N/A 

Hold  Time  for  Preload 

The  minimum  delay  time  for  data  to  remain  stable  after  the 
preload  signal  becomes  inactive.  This  only  applies  to  TTL- 
level  preload. 

l„ 

'ro 

Synchronous  Reset  Recovery  Time 

The  minimum  time  between  the  synchronous  reset  going 
inactive  and  the  next  input  clock  triggering  edge. 

'su 

«s 

Setup  Time,  Input  or  Feedback  to 
Clock 

The  minimum  time  a  valid  data  level  of  input  or  feedback 
is  stable  before  the  next  clock  triggering  edge. 

'sup 

N/A 

Data  Setput  Time  for  Preload 

The  minimum  time  for  input  data  to  be  stable  prior  to  the 
preload  signal  becoming  inactive. This  only  applies  to  TTL- 
level  preload. 

t  i- 

wh 

'CWH.'WH 

Clock  Width  Hiah 

v_/iuor\    muni  i  iiijii 

The  minimum  width  of  the  clock  high  from  rising  edge  to 
the  next  falling  edge.  In  some  cases,  simultaneous 
minimum  clock  widths  (both  high  and  low)  will  exceed  the 
minimum  period  of  the  device. 

'w, 

'cWL.'wL 

Clock  Width  Low 

The  minimum  width  of  the  clock  low  from  falling  edge  to 
the  next  rising  edge.  In  some  cases,  simultaneous  mini- 
mum clock  widths  (both  high  and  low)  will  exceed  the 

minimum  norinH  nf  tho  riov/ipo 

1 1  III  II!  1 1UI 1 1  pcIIUU  Ul  11  lO  UBVIl^B. 

'wp 

N/A 

Preload  Pulse  Width 

The  minimum  pulse  width  required  to  preload  the  regis- 
ters. This  only  applies  to  TTL-level  preload. 

'ap 

'ap 

Asynchronous  Preset  to  Output 

The  maximum  time  required  to  preset  the  register  output 
after  the  preset  signal  is  asserted. 

'aro 

'apo 

Asynchronous  Reset  to  Output 

The  maximum  time  required  to  reset  the  register  output 
after  the  reset  signal  is  asserted. 

'CF 

N/A 

Clock  to  Feedback 

The  maximum  delay  between  the  time  the  clock  triggering 
edge  is  asserted  and  the  signal  appears  on  the  feedback. 

'cLK 

'cor'co 

Clock  to  Register  Output  or  Feedback 

The  maximum  time  it  takes  to  obtain  a  valid  data  level  on 
the  output  pin  after  an  input  clock  triggering  edge  is 
applied. 

'CR 

N/A 

Input  or  Feedback  to  Registered  Out- 
putfrom  Combinatorial  Configuration; 
Output  Mux  Select  1  to  0 

The  minimum  time  from  input  or  feedback  to  registered 
output  as  output  mux  selection  changes  from  combinato- 
rial to  registered  output  (1  to  0). 

'ea 

'ea 

Output  Enable  Time,  Clock  to  Output 

The  minimum  delay  between  when  an  input  is  asserted 
and  the  output  switches  from  a  high-impedance  state  to 
HIGH  or  LOW  logic  state. 
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MMI 

AMD 

PARAMETER  NAME 

PARAMETER  DEFINITION 

«ER 

•eh 

Output  Disable  Time,  Input  to  Output 

The  minimum  delay  between  when  an  input  is  asserted 
and  the  output  switches  from  a  HIGH  or  LOW  logic  state 
to  a  high-impedance  state. 

lF 

N/A 

Fall  Time 

The  minimum  time  for  a  signal  to  fall  from  80%  to  20%  of 
its  stabilized  high  value. 

'pD 

«PD 

Propagation  Delay,  Input  or  Feedback 
to  Non-Reg.  Output 

The  time  for  a  signal  to  propagate  from  input  or  feedback 
to  output. 

*PRH 

*PRH 

Preset  to  Output 

The  minimum  time  for  an  output  signal  to  be  preset  after 
the  input  preset  is  applied. 

Vxz 

'pxz 

Output  Disable  Time,  OE  to  Output 

The  minimum  delay  between  when  a  dedicated  enable 
signal  is  asserted  and  the  output  switches  from  a  HIGH  or 
LOW  logic  state  to  a  high-impedance  state. 

Vzx 

lPZX 

Output  Enable  Time,  OE  to  Output 

The  minimum  delay  between  when  a  dedicated  enable 
signal  is  asserted  and  the  output  switches  from  a  high- 
impedance  state  to  a  HIGH  or  LOW  logic  state. 

V 

N/A 

Rise  Time 

The  minimum  time  for  a  signal  to  rise  from  20%  to  80%  of 
its  stabilized  high  value. 

N/A 

Input  or  Feedback  to  Combinatorial 
Output  from  Registered  Configura- 
tion; Output  Mux  Select  0  to  1 

The  minimum  time  from  input  or  feedback  to  combinatorial 
output  as  output  mux  selection  changes  from  registered  to 
combinatorial  output  (0  to  1) 

N/A 

fC02 

Clock  to  Register  Feedback  through 
Array  to  Combinatorial  Output 

The  minimum  delay  between  the  clock  triggering  edge, 
signal  appearing  on  the  feedback,  passing  through  the 
array  and  the  data  appearing  on  the  combinatorial  output. 

N/A 

tp.tp, 

Clock  Period,  External,  lm  +  tCLK 

The  minimum  clock  period  when  registered  outputs  are  a 
function  of  both  internal  and  external  signals.  It  is 
specified  from  a  rising  (or  falling)  edge  to  the  adjacent 
rising  (or  falling)  edge. 

N/A 

«P2 

Clock  Period,  Internal,  t   +  tCF 

The  minimum  internal  delay  from  the  register  feedback, 
passing  through  the  combinatorial  logic,  to  register  output. 

VOLTAGE 

vcc 

vcc 

Supply  Voltage,  Positive  Potential 

The  voltage  required  across  supply  and  ground  terminals 
of  a  TTL  or  CMOS  integrated  circuit. 

V 

VEE 

VEE 

Supply  Voltage,  Negative  Potential 

The  voltage  required  across  supply  and  ground  terminals 
of  an  ECL  integrated  circuit. 

IC 

V, 

Input  Clamp  Voltage 

The  maximum  input  clamp  voltage  limit  on  every  input  pin. 

V,H 

V,H 

High-Level  Input  Voltage 

The  minimum  high-level  input  voltage  that  is  guaranteed  to 
represent  a  high  logic  level. 

V,L 

V,L 

Low-Level  Input  Voltage 

The  maximum  low-level  input  voltage  that  is  guaranteed  to 
represent  a  low  logic  level. 

VOH 

VOH 

High-Level  Output  Voltage 

The  minimum  high  logic  level  guaranteed  for  all  outputs. 

VOL 

V 

Low-Level  Output  Voltage 

The  maximum  low  logic  level  guaranteed  for  all  outputs. 
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MMI 

AMD 

PARAMETER  NAME 

PARAMETER  DEFINTION 

CURRENT 

'cc 

1 

'cc 

ouppiy  ourreni,  oorresponuing  10 

vcc 

"The  mavimnm  currant  intr\  t  h  a  \/       terminal  nf  a  1  1  1  r\r 

i  no  nidAirTiuu]  uurioiii  iruu  uio  vqq  mniiinai  ui  a  i  ilui 
CMOS  integrated  circuit. 

1 

'eE 

1 

'ee 

ouppiy  ourreni,  oorrebpurrainy  10 

vee 

Tha  mavimnm  r*arran\  intrt  tna  \/       torminal  r\f  an  Ff*1! 
1  (IB  [TldAliIlUIIl  uurieNl  iniu  llle         lonlllNeU  Ol  afl  COL. 

integrated  circuit. 

1 

'l 

1 

h 

input  v_/urrent  witn  rvidximurn  input 
Voltage 

l  MB  nidAiiTiuiii  ouiiuni  intu  an  input  pin  wiibii  ilia  input 
voltage  is  applied  to  the  input  pin. 

1 

'lH 

i 

'lH 

High-Level  Input  Current 

The  maximum  current  into  an  input  pin  when  a  logic-high 
level  is  applied  to  the  input  pin. 

Low-Level  Input  Current 

The  maximum  current  into  an  input  pin  when  a  logic-low 
level  is  applied  to  the  input  pin. 

'oh 

'oh 

High-Level  Output  Current 

The  maximum  current  into  an  output  pin  to  guarantee  an 
output  logic-high  level. 

'OL 

'OL 

Low-Level  Output  Current 

The  maximum  current  into  an  output  pin  to  guarantee  an 
output  logic-low  level. 

■os 

'sc 

Output  Short-Circuit  Current 

The  current  into  an  output  when  that  output  is  short- 
circuited  to  ground. 

'oZH 

'oZH 

High-Level  Leakage  Current 

The  maximum  current  into  a  high-impedance  state  output 
pin  when  a  high  logic  level  is  applied  to  the  output  pin. 

'oZL 

'oZL 

Low-Level  Leakage  Current 

The  maximum  current  into  a  high-impedance  state  output 
pin  when  a  low  logic  level  is  applied  to  the  output  pin. 

MISCELLANEOUS 

C,N 

C,N 

Input  Capacitance 

The  input  pin  capacitance  at  a  specified  voltage  and 
frequency. 

COUT 

COUT 

Output  Capacitance 

The  output  or  I/O  pin  capacitance  at  a  specified  voltage 
and  frequency. 

TA 

TA 

Operating  Free  Air  Temperature 

The  ambient  homogeneous  temperature  of  the  environ- 
ment during  operation. 

TC 

TC 

Operating  Case  Temperature 

The  maximum  chassis  temperature  during  operation. 

'max, 

External 

'iMAX 

Maximum  External  Frequency,  1/tR1 

The  f  max.  External  is  the  maximum  clocking  frequency  with 
an  external  feedback.  It  is  the  reciprocal  of  the  clock 
period  tp,  or  (tsu  +  tcJ. 

fMAX, 
Internal 

*2MAX 

Maximum  Internal  Frequency,  1/tp2 

The  fMAX  imerrlai  is  the  maximum  clocking  frequency  with  an 
internal  feedback.  It  is  the  reciprocal  of  the  clock  period  t„, 
°r('su  +  ,cF>- 

fMAX,  without 
Feedback 

N/A 

Maximum  Frequency  without  Feed- 
back 

The  f  max.  without  Feedback  is  the  maximum  clocking  frequency 
with  no  feedback.  It  is  the  reciprocal  of  the  sum  of  the  data 
setup  time  (t  )  and  the  data  hold  time  (th). 
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Introduction 

Throughout  this  handbook  we  have  assumed  that  you  have  a 
good  working  knowledge  of  logic.  Unfortunately,  there  always 
comes  a  time  when  you  are  called  on  to  remember  something 
which  can  only  be  found  in  that  logic  textbook  which  you  threw 
away  two  years  ago. 

This  section  is  intended  to  provide  a  quick  review  and  reference 
of  the  basic  principles  of  digital  logic.  We  will  cover  three  general 
areas: 

•  Basic  logic  elements 

•  Basic  storage  elements 
■  Binary  numbers 

Throughout  the  text,  we  will  use  the  notation  which  you  would  use 
when  implementing  a  design  with  PALASM  software.  If  you  are 
unfamiliar  with  the  syntax,  you  will  probably  find  it  easy  to  under- 
stand as  you  read;  if  you  wish  for  a  more  detailed  explanation  of 
the  symbols,  please  refer  to  the  software  documentation  in  this 
handbook. 

As  this  is  a  logic  reference  only,  we  cannot  take  on  lengthy  discus- 
sions, nor  can  we  train  you  in  the  basic  principles  of  digital  logic 
if  you  have  not  previously  been  trained.  In  such  a  case  we  must 
refer  you  to  your  favorite  logic  textbook. 

Basic  Logic  Elements 

In  this  section,  we  will  discuss  the  concepts  surrounding  combi- 
natorial logic  functions. 

The  Three  Basic  Gates 

There  are  three  basic  logic  gates  from  which  all  other  combina- 
torial logic  functions  can  be  generated.  These  functions  are  NOT, 
AND,  and  OR.  A  truth  table  indicating  these  functions  is  shown 
in  Table  1 .  Since  they  can  be  used  to  generate  any  function,  they 
are  said  to  be  functionally  complete. 
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B 

/A 

A*B 

A+B 

0 

0 

1 

0 

0 

0 

1 

1 

0 

1 

1 

0 

0 

0 

1 

1 

1 

0 

1 

1 

Table  1 .  Truth  Table  for  the  NOT,  AND,  and  OR  Functions 


The  standard  schematic  symbols  used  to  represent  these  gates 
are  shown  in  Figure  1. 
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Figure  1.  Schematics  Symbols  for  the  Three 
Fundamental  Gates 

The  AND  and  NOT  functions  can  be  combined  into  the  NAND 
function.  This  is  equivalent  to  an  AND  gate  followed  by  an 
inverter,  as  shown  in  Figure  2a.  Likewise,  the  OR  and  NOTgates 
can  be  combined  into  the  NOR  function,  as  shown  in  Figure  2b. 
Each  of  these  gates  is  functionally  complete;  any  logic  function 
can  be  expressed  solely  as  a  function  of  NAND  or  NOR  gates. 


b.  The  NOR  Function 


Figure  2.  The  NAND  and  NOR  Functions 
Precedence  of  Operators 

Logic  functions  may  be  created  with  any  combination  of  the  three 
basic  functions.  How  those  functions  are  expressed  affects  the 
evaluation  of  the  function.  The  normal  order  of  evaluation  is: 

NOT,  AND,  OR 

Evaluation  proceeds  in  order  from  left  to  right. 

This  order  may  be  altered  by  inserting  parentheses  in  the  func- 
tion. The  contents  of  the  parentheses  will  always  be  evaluated 
before  the  rest  of  the  expression,  from  left  to  right. 


Some  example  functions  are  evaluated  in  Table  2. 


A 

B 

c 

D 

A*B+/A* 

A*B+/A* 

A*(B+/A)* 

A*(B+/A)* 

C+D 

(C+D) 

C+D 

(C+D) 

0 

0 

0 

0 

0 

0 

0 

0 

0 

1 

1 

0 

1 

1 

0 

0 

1 

0 

0 

1 

1 

0 

1 

0 

1 

1 

1 

1 

1 

1 

1 

1 

Table  2.  Using  Parentheses  to  Change  the 
Order  of  Evaluation 
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Commutative,  Associative,  Distributive  Laws 

The  AND  and  OR  functions  are  commutative  and  associative. 
This  means  that  the  operands  can  appear  in  any  order  without 
affecting  the  evaluation  of  the  function.  This  is  illustrated  in  Tables 
3  and  4. 


A 

B 

A*B 

B*A 

A+B 

B+A 

0 

0 

0 

0 

0 

0 

0 

1 

0 

0 

1 

1 

1 

0 

0 

0 

1 

1 

1 

1 

1 

1 

1 

1 

Table  3.  Commutativity 


A 

B 

c 

(A*B)*C 

A'(B*C) 

(A+B)+C 

A+(B+C) 

0 

0 

0 

0 

0 

0 

0 

0 

1 

1 

0 

0 

1 

1 

1 

0 

1 

0 

0 

1 

1 

1 

1 

1 

1 

1 

1 

1 

Table  4.  Associativity 

There  are  actually  two  distributive  laws;  one  of  them  resembles 
standard  algebra  more  than  the  other.  These  two  laws  state  that: 

A*(B  +  C)  =  (A*B)  +  (A*C) 

A+(B*C)  =  (A  +  B)*(A+C) 

Duality 

The  two  distributive  laws  give  an  example  of  the  concept  of 
duality.  This  principle  states  that: 

•  Any  identity  will  also  be  true  if  the  following  substitutions  are 
made: 

*for  + 
+  for* 
1  forO 
Oforl 

Thus  it  is  only  necessary  to  prove  the  first  of  the  distributive  laws; 
the  second  one  will  then  be  true  by  duality.  Note  that  duality  is  not 
required  to  prove  the  second  law;  it  can  also  be  proven  by  truth 
table  or  by  logic  manipulation. 


Manipulating  Logic 

Logic  functions  may  be  manipulated  by  the  use  of  Boolean 
algebra.  The  logic  functions  may  be  expressed  in  one  of  the  two 
canonical  forms,  or  by  using  a  simplified  expression. 

Canonical  Forms 

There  are  two  fundamental  canonical  forms:  sum-of-minterms 
and  product-of-maxterms.  The  former  is  by  far  the  most  wide- 
spread. These  are  special  cases  of  what  are  more  generally 
referred  to  as  sum-of-products  and  product-of-sums  forms.  Min- 
terms  and  maxterms  are  products  and  sums  of  the  variables 
involved  in  a  function.  Each  particular  combination  of  non- 
inverted  and  inverted  variables  in  a  product  or  sum  is  given  a 
minterm  or  maxterm  number,  as  shown  in  Table  5.  Within  each 
minterm  or  maxterm,  the  individual  variables  are  referred  to  as 
literals. 


MINTERM 

NAME 

MAXTERM 

NAME 

/x"/y7z 

mO 

x  +  y  +  z 

MO 

/x*/y*  z 

ml 

x  +  y  +  /z 

M1 

/x'  y*/z 

m2 

x  +  /y  +  z 

M2 

/x*  y*  z 

m3 

x  +  fy  +  /z 

M3 

x7y7z 

m4 

/x  +  y  +  z 

M4 

x7y"  z 

m5 

/x  +  y  +  /z 

M5 

x*  y*/z 

m6 

Ix  +  fy  +  z 

M6 

x*  y*  z 

m7 

/x  +  fy  +  Iz 

M7 

a.  Table  of  Minterms  for  Three 
Variables 


b.  Table  of  Maxterms  for  Three 
Variables 


Table  5.  Minterms  and  Maxterms 

For  the  case  of  sum-of-minterms  form,  the  expression  for  a 
function  may  be  found  by  ORing  the  minterms  which  correspond 
to  the  1's  in  the  function's  truth  table.  Likewise,  the  product-of- 
maxterms  expression  may  be  found  by  ANDing  the  maxterms 
which  correspond  to  the  O's  in  the  truth  table.  This  is  illustrated 
in  Figure  3. 

Conversion  Between  Canonical  Forms 

It  is  a  simple  matter  to  convert  between  canonical  forms.  Given 
a  truth  table  for  a  function  F,  there  are  four  different  representa- 
tions that  can  be  used: 

•  Sum-of-minterms  form  of  F 

•  Product-of-maxterms  form  of  F 

•  Sum-of-minterms  form  of  /F 

■  Product-of-maxterms  form  of  /F 

One  can  convert  back  and  forth  between  these  representations 
by  using  the  rules  shown  in  Table  6. 
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MINTERM/ 

MAXTERM 

A 

B 

c 

D 

X 

Y 

NUMBER 

0 

0 

0 

0 

1 

1 

0 

0 

0 

0 

1 

0 

1 

1 

0 

0 

1 

0 

1 

1 

2 

0 

0 

1 

1 

1 

1 

3 

0 

1 

0 

0 

0 

1 

4 

0 

1 

0 

1 

1 

0 

5 

0 

1 

1 

0 

0 

0 

6 

0 

1 

1 

1 

1 

1 

7 

1 

0 

0 

0 

1 

1 

8 

1 

0 

0 

1 

1 

1 

9 

1 

0 

1 

0 

0 

0 

10 

1 

1 

1 

1 

0 

0 

15 

a.  A  Truth  Table 


M1*M4*M6*M10*M11*M12*M13*M14*M15 


IlM  (1,4,  6, 10, 11, 12, 13, 14, 15) 

X  -  m0+m2+m3+m5+rn7+m8+m9 

(  A+  B+  C+/D) 

;M1 

=  2*1(0,2,3,5,7,8,9) 

* 

(  A+/B+  C+  D) 

;M4 

=  /AVBVCVD 

;m0 

* 

(  A+/B+/C+  D) 

;M6 

+  /A*/B*  C*/D 

;m2 

* 

(/A+  B+/C+  D) 

;M10 

+  /A*/B*  C*  D 

;m3 

* 

(/A+  B+/C+/D) 

;M11 

+  /A*  BVC*  D 

;m5 

* 

(/A+/B+  C+  D) 

;M12 

+  /A*  B*  C*  D 

;m7 

* 

(/A+/B+  C+/D) 

;M13 

+  A*/B*/C*/D 

;m8 

* 

(/A+/B+/C+  D) 

;M14 

+    A* /BVC*  D 

;m9 

* 

(/A+/B+/C+/D) 

;M15 

■■  m0+ml+m2+m3+m4+m7+m8+m9 
Im(0,l,2,3,4,7,8,9) 


Y  =  M5*M6*M10*M11*ML2*M13*M14*M15 
=  riM(5,6,10,ll,12,13,14,15) 


-  /AVBVCVD 

•mO 

(  A+/B+  C+/D) 

;M5 

+  /A*/B*/C*  D 

■ml 

* 

(  A+/B+/C+  D) 

;M6 

+  /AVB*  C*/D 

•m2 

* 

(/A+  B+/C+  D) 

;M10 

+  /A*/B*  C*  D 

m3 

* 

(/A+  B+/C+/D) 

;M11 

+  /A*  B*/C*/D 

■m4 

* 

(/A+/B+  C+  D) 

;M12 

+  /A*  B*  C*  D 

m7 

* 

(/A+/B+  C+/D) 

;M13 

+  AVBVCVD 

m8 

* 

(/A+/B+/C+  D) 

;M14 

+    A* /BVC*  D 

m9 

* 

(/A+/B+/C+/D) 

;M15 

b.  The  Sum-Of-Minterms  Expression 

Figure  3.  Finding  the  Canonical 


c.  The  Product-of-Maxterms  Expression 
Form  From  the  Truth  Table 


DESIRED  FORM 

GIVEN  FORM 

MINTERM  EXPANSION 

MAXTERM  EXPANSION 

INVERTED  MINTERM 

INVERTED  MAXTERM 

OF  F 

OFF 

EXPANSION  OF  F 

EXPANSION  OF  F 

Minterm 

Maxterm  numbers 

List  Minterms  not 

Maxterm  numbers 

expansion 

are  those  numbers 

present  in  F 

are  the  same  as 

of  F 

not  in  the  Minterm 

Minterm  numbers 

list  of  F 

of  F 

Maxterm 

Minterm  numbers 

Minterm  numbers 

expansion 

are  those  numbers 

are  the  same  as 

List  Maxterms  not 

of  F 

not  on  the 

Maxterm  numbers 

present  in  F 

Maxterm  list  of  F 

of  F 

Table  6.  Conversion  of  Forms  Table 
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Simplifying  Logic 

Canonical  forms  are  convenient  in  that  it  is  easy  to  derive  and 
convert  them.  However,  the  representation  is  bulky,  since  all 
variables  must  appear  in  each  sum  or  product.  These  expres- 
sions can  be  simplified  by  applying  the  basic  laws  and  theorems 
of  Boolean  algebra. 

There  are  four  basic  postulates,  two  of  which  are  the  commutative 
and  distributive  laws  which  were  discussed  above.  From  these 
postulates,  it  is  possible  to  derive  nine  basic  theorems.  The 
postulates  and  theorems  are  listed  in  Table  7. 


Postulate  1 

(A)    X  +  FALSE  -  X 
{a)    a^IKUcj    —  A 

Postulate  2 

(A)    X  +   /X  =  TRUE 

(a)       A*/A      —      r  Al.Sh, 

r 

Postulate  3 

(A)    X  +  Y  =  Y  +  X 

\a)     A  *  I     —     I  *  A 

Postulate  4 

(A)  X*  (Y  +   Z)    =    (X*Y)    +  (X*Z) 

(B)  X      +        (Y*Z)       =       (X      +      Y)  *  (X      +  Z) 

Theorem  1 

(A)  X  +  X  =  X 

(B)  X*X  =  X 

Theorem  2 

(A)  X   +   TRUE   =  TRUE 

(B)  X*FALSE    =  FALSE 

Theorem  3 

/  (/X)    -  X 

Theorem  4 

(A)  X  +    (Y  +  Z)    -    (X  +  Y)    +  Z 

(B)  X*  (Y*Z)     -     (X*Y)  *Z 

Theorem  5 

(A)  /(X  +  Y)    =  /XVY 

(B)  /(X*Y)    =   /X  +  /Y 

Theorem  6 

(A)  X  +    (X*Y)    -  X 

(B)  X*  (X  +  Y)    =  X 

Theorem  7 

(A)  (X*Y)    +    (XVY)    =  X 

(B)  (X  +  Y)*(X  +   /Y)    =  X 

Theorem  8 

(A)  X  +    (/X*Y)    -  X  +  Y 

(B)  X*(/X   +  Y)    =  X*Y 

Theorem  9 

(A)  (X*Y)    +    (/X*Z)    +    (Y*Z)  - 
(X*Y)     +  (/X*Z) 

(B)  (X   +   Y)*(/X+    Z)*(Y+   Z)  = 
(X   +   Y)*(/X   +  Z) 

Table  7.  Postulates  and  Theorems  of  Boolean  Algebra 

Notice  that  each  theorem  and  postulate  (with  the  exception  of 
theorem  3)  has  two  forms.  This  is  a  result  of  the  duality  principle; 
once  one  form  of  a  theorem  is  established,  the  dual  representa- 
tion follows  immediately.  Theorem  3  has  no  dual  because  it  does 
not  involve  any  of  the  elements  that  have  duals  (+,  *,  1 ,  or  0). 

As  the  logic  expression  is  simplified,  it  no  longer  contains  min- 
terms  (or  maxterms),  since  some  of  the  minterms  and  literals  are 


being  eliminated.  What  was  a  sum-of-minterms  (product  of 
maxterms)  representation  is  now  simplified  to  a  sum  of  products 
(product  of  sums). 

DeMorgan's  Theorem 

Once  an  expression  has  been  simplified,  it  is  no  longer  possible 
to  invert  the  function  by  using  Table  6.  Inverting  simplified  logic 
requires  DeMorgan's  theorem: 

/(x*y>  -  /x-  +  n 

/(X   +  Y)    -  /XVY 

This  is  theorem  5  in  Table  7. 

There  is  one  shortcut  which  can  be  used.  The  effect  of  inversion 
can  be  accomplished  by  inverting  all  literals  and  then  using  the 
dual  representation.  For  example,  given  the  expression 

/(A*/B   +   A*C   +  /A*B*D) 

we  can  invert  to  obtain: 


/A*B  +  /AVC  +  AVBVD 


(/A  +  B)  *  (/A  +  /C)  *  (A  +  /B  +  /D) 


; step  one, 
invert 
literals 

; step  two, 
take  dual 


This  expression  must  still  be  simplified  to  obtain  a  sum-of- 
products  representation,  but  this  shortcut  eliminates  some  of  the 
early  steps. 

Karnaugh  Maps:  Minimizing  Logic 

Simplifying  by  hand  by  using  algebraic  manipulation  can  be  a 
tedious  and  error-prone  procedure.  When  only  a  few  variables 
are  used  (generally  less  than  5  or  6),  Karnaugh  maps  (also  called 
K-maps)  provide  a  simpler  graphical  means  of  simplifying  logic. 
K-maps  not  only  allow  for  logic  simplification,  but  for  logic  minimi- 
zation, where  an  expression  has  a  minimal  number  of  product 
terms  (or  sum  terms)  and  literals. 

A  Karnaugh  map  consists  of  a  box  which  has  one  cell  for  each 
minterm.  These  cells  are  arranged  so  that  only  one  literal  is 
inverted  when  moving  from  one  cell  to  an  adjacent  cell.  The 
headings  placed  by  each  row  and  column  indicate  the  polarities 
of  the  literals  for  that  row  or  column.  The  literals  themselves  are 
indicated  in  the  top  left  corner  of  the  map.  An  example  of  a 
Karnaugh  map  for  three  variables  is  shown  in  Figure  4. 


C\  00  01  11  10 
•  0 


.  »-0  + 


VALUES  OF  A 
VALUES  OF  B 


MOVING  TO  AN 
ADJACENT  CELL 
CHANGES  THE 
VALUE  OF  ONE 
VARIABLE  ONLY 


VALUES  OF  C 


IL 


GROUPS  CAN 
WRAP  AROUND 


Figure  4.  A  Karnaugh  Map  for  Three  Variables 
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The  truth  table  for  a  function  is  then  transferred  to  the  K-map  by 
placing  the  1  's  and  O's  in  the  appropriate  cells. 

Since  each  cell  differs  from  its  neighbor  only  in  the  polarity  of  one 
of  the  literals,  1  's  in  adjacent  cells  can  be  combined  by  theorem 
7a,  which  says  that 

x*y  +  x*/y  =  x 

In  this  manner,  two  product  terms  are  combined  into  one.  This 
procedure  can  conceptually  be  repeated  to  allow  groupings  of 
two,  four,  eight,  or  any  group  of  adjacent  cells  whose  size  is  a 
power  of  two.  A  cell  may  appear  in  more  than  one  group.  Just 
enough  groups  are  found  to  include  all  of  the  Vs.  The  groups 
should  be  as  large  as  possible. 

This  process  provides  a  minimal  sum  of  products.  The  product- 
of-sums  form  can  be  obtained  by  grouping  O's  instead  of  1  's  and 
inverting  the  header  for  each  cell. 


The  two  functions  from  Figure  3  have  been  placed  into  K-maps  in 
Figure  5.  The  groups  are  then  used  as  individual  product  terms. 
When  reading  the  product  terms  from  the  map,  the  only  literals 
which  will  appear  in  the  product  term  are  the  ones  whose  values 
are  constant  for  each  cell  in  the  group.  If  that  value  is  1 ,  then  the 
non-inverted  form  of  the  literal  is  used.  If  the  value  is  0,  then  the 
inverted  form  of  the  literal  is  used. 

For  active-LOW  functions,  the  same  procedure  is  used,  except 
that  the  O's  are  grouped  instead  of  the  1's.  The  active-LOW 
version  of  the  functions  from  Figure  3  are  derived  in  Figure  6. 

Hand  simplification  and  minimization  is  not  needed  as  frequently 
today  as  in  the  past,  since  software  is  now  available  for  handling 
these  logic  manipulations.  PALASM  software  can  perform  logic 
simplification  and  minimization  automatically. 


A 

C\B 
D 

00 
01 

11 


/A7B7D 


0 

0 

0 

0 

(• 

0 

0 

0 

0 

PI 

9 

0 

0 

BVC'D 


A 

c\  B 


00  01 

11/  10 

1 

(,\ 

0 

1 

v_y 
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0 

0 

0 

A 

0 

0 
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X  =  /A  7B  7D 
+  A7C7D 
+  B7C-D 
+  /A*C7D 


Y  =  /A70 
+  /C7D 
+  /A7B7C 
+  A-B7C 


Figure  5.  Using  a  K-map  to  Minimize  the  Functions  in  Figure  3 

,  A-B7C7D  A 


10 


1 

1 

1 

01 

1 

1 

(° 

c'D~rrj 

10 

r° 

0 

(° 

0s) 

1 

1 

1° 

— *i 
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00  01 


/  /A*B*D 
A  10 


00 
01 

CO  — 
10 

1 

1 

1 

1 

1 

l°J 

(° 

1 

1 

0 

V 

0 

A7B-D 


/X-  CD 
+  IB-D 
+  A-C 

+  /A-B7C7D 


/Y=  CD 
+  A-D 
+  /A'B'D 
+  A7B-D 


Figure  6.  Finding  Inverse  Functions 


Memories 
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XOR 


The  Exclusive-OR  (XOR)  and  Exclusive-NOR  (XNOR)  gates  are 
two  special  gates  which  are  relatively  common.  These  gates 
have  schematicsymbols  as  shown  in  Figure  7a.  They  are  actually 
compound  gates,  and  can  be  generated  by  AND,  OR,  and  NOT 
gates  using  the  functions: 


XNOR 


a.  Schematic  Symbols 


x  :  +  :  y  =  x*/y  +  /x*y 
x  :*:  y  -  x*y  +  /x*/y 


;XOR  gate 
;XNOR  gate 


The  XOR  and  XNOR  functions  are  actually  inverses  of  each 
other;  that  is, 

X  :+:  y  -  / (x  :*:  y) 

Note  that  the  XNOR  operation  is  not  explicitly  supported  by 
PALASM  software.  However,  since  it  is  the  inverse  of  the  XOR 
function,  it  is  still  possible  to  perform  the  equivalent  logic. 

The  truth  tables  forthese  gates  are  shown  in  Figure  7b.  Note  that 
the  XOR  function  is  true  if  and  only  if  the  operands  are  different. 
Forthis  reason,  it  is  useful  as  a  comparator.  The  XNOR  function 
is  true  if  and  only  if  its  operands  are  the  same;  therefore  it  is  used 
as  an  equivalence  indicator. 


A 

B 

A:+:B 

A:*:B 

0 

0 

0 

1 

0 

1 

1 

0 

1 

0 

1 

0 

1 

1 

0 

1 

b.  XOR  and  XNOR  Truth  Tables 

Figure  7.  The  Exclusive-OR  and  Exclusive-NOR  Functions 

Some  basic  properties  of  the  XOR  and  XNOR  functions  are  listed 
in  Table  8. 


XOR 

XNOR 

x  :+:  0  -  x 
x  :+:  1  -  /x 

x  :*:   0  -  /x 
x  :*:  1  -  x 

x  :  +  :  x  -  0 
x  :  +  :  /x  -  1 

x  :*:  x  -  0 
x  :*:  /x  -  1 

x  :+:  y  -  y  :+:  x 
x  :+:  y  :+:  z  -  (x  :+:  y)   :+:  z 
=  x  :  +  :    (y  :  +  :  z) 

x  :*:  y  -  y  :*:  x 
x:*:y:*:z-(x:*:y)  :*:z 
=  x  :*:    (y  :*:  z) 

x  :  +  :  y  -  /x  :  +  :  /y 

x  :*:  y  -  /x  :*:  /y 

/(x  :+:  y)  -  /x  :+:  y 

-  x  :  +  :  /y 

-  x  :*:  y 

/(x  :*:  y)  -  /x  :*:  y 
-  x  :*:  /y 
=  x  :+:  y 

x  :  +  :  y  =  x*/y  +  /x*y 

x  :*:  y  =  x*y  +  /x*/y 

x  :  +  :  x*y  -  x*/y 
x  :  +  :  /x*y  -  x  +  y 

x         x*y  -  /x  +  y 
x  :*:  /x*y  -  /x*/y 

x*(y  :  +  :  z)  -  (x*y)   :  +  :  (x*z) 
/x*(y  :  +  :  z)  -  (x  +  y)   :  +  :   (x  +  z) 

x  +   (y  :*:  z)  =  (x  +  y)    :*:    (x  +  z) 
/x  +  (y  :*:  z)  -  <x*y>   :*:  (x*z) 

Table  8.  Properties  of  the  XOR  and  XNOR  Functions 
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When  deriving  equations  from  a  Karnaugh  map,  XOR  and  XNOR 
functions  can  usually  be  identified  by  their  characteristic  pattern. 
Exactly  what  the  operands  are  may  or  may  not  be  obvious  for 
more  complicated  functions.  Some  examples  are  shown  in 
Figure  8. 

The  XOR  gate  can  be  used  as  an  "UNLESS"  operator.  In  other 
words,  the  function 


A  -  X  :+:  Y 

can  be  interpreted  as: 

"A  will  have  the  same  value  as  X  UNLESS  Y  is  true." 

This  can  be  helpful  when  trying  to  derive  a  bgic  equation  for  a 
function  which  can  be  described  in  words. 
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j .  /pvqvr 

+  P'QVR 
+  IP'Q'R 
+  PVQ-R 

-  ((/PVCJ)  +  (P-Q))VR 
♦  ((/P*Q)  +  (PVQ))*R 
■  (P:\Q)VR 
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-  /(p  oym 
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♦  PVQVS 

■  ((/PVQ)  +  (P-Q)rs 
+  PVQVS 


■  (P  :•:  Q)'S 
+  PVQVS 


|  -  (P:+:Q):-:R| 

Figure  8.  Finding  XOR  and  XNOR  Functions  In  Karnaugh  Maps 
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Basic  Storage  Elements 

Storage  elements  provide  circuits  with  the  capability  of  remem- 
bering past  conditions  or  events.  The  prototypical  storage 
element  is  just  a  pair  of  cross-coupled  NAND  gates,  as  shown  in 
Figure  9.  These  elements  are  normally  called  flip-flops. 


Figure  9.  Basic  Storage  Element 


In  general,  there  are  two  primary  classes  of  flip-flops: 

•  Unc/oc/tedflip-flops,  or  latches 

•  Clocked  flip-flops 

eked  flip-flops  are  sometimes  referred  to  as  registers,  al- 
gh  technically  speaking,  a  register  is  a  bank  of  several  flip- 
»  with  a  common  clock  signal. 

Flip-flops  can  also  be  characterized  by  their  control  scheme. 
There  are  four  types  of  flip-flops,  each  of  which  can  be  unclocked 
or  clocked: 


S-R 
J-K 


: 


The  discussion  below  will  be  divided  between  unclocked  and 
clocked  flip-flops.  Each  of  the  four  flip-flop  types  will  be  treated 
for  each  section. 


Unclocked  Flip-flops— Latches 
S-R  Latches 

An  S-R  latch  can  be  built  out  of  NOR  gates  as  shown  in  Figure  1 0, 
and  behaves  according  to  the  truth  table  in  Table  9.  'S'  stands  for 
'set'  and  'R'  stands  for  'reset',  as  suggested  by  the  truth  table. 


s 

R 

Q+ 

0 

0 

Q 

0 

1 

0 

1 

0 

1 

1 

1 

Not  allowed 

Table  9.  S-R  Latch  Truth  Table 

Note  that  the  latch  actually  has  two  outputs,  which  are  comple- 
mentary. These  are  referred  to  as  Q  and_Q.  If  both  S  and  R  are 
raised  at  the  same  time,  then  both  Q  and  Q  will  be  HIGH;  although 
this  is  physically  possible,  it  does  not  make  sense  if  Q  and  Q  are 
to  be  complementary  signals.  Thus  this  condition  is  not  allowed. 


Figure  10.  An  S-R  Latch 

The  transfer  function  for  this  latch  can  be  derived  with  a  Karnaugh 
map,  as  shown  in  Figure  1 1 .  By  choosing  either  1  's  or  0's,  we  can 
obtain  two  representations: 


Q+  -  S 
+  /R*Q 


R  \ 
00 


/Q¥  -  R 

+  /S*/Q 


0 

1 

0 

u 

00 

Pi 
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0 

0 

01 

^oj 

(* 

11 

X 

V 

X 

J 

V 

10 

1 

1 

Q+ 

a.  Q+  .  S  +  /R*Q 


b.  /Q+  =  R  +  /S*/Q 


Figure  11.  Karnaugh  Maps  for  an  S-R  Latch 

Waveforms  illustrating  the  operation  of  the  S-R  latch  are  shown 
in  Figure  12. 


Figure  12.  S-R  Latch  Behavior 

There  are  some  applications  where  it  is  desirable  for  the  input 
data  to  be  effective  only  when  another  signal — usually  called  a 
control  signal — is  active.  The  circuit  of  Figure  1 0  can  be  modified 
to  give  an  S-R  latch  with  a  control  input,  as  shown  in  Figure  13. 
The  operation  of  this  circuit  is  summarized  in  Table  10  and 
Figure  14. 

The  S-R  latch  is  somewhat  restrictive,  since  both  inputs  cannot  be 
HI  at  the  same  time.  The  other  latch  types  are  based  on  the  S- 
R  latch,  but  have  additional  logic  which  removes  the  input 
restrictions. 
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Figure  13.  Adding  a  Contro 


S 
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c 

Q+ 

s 

Q 

X 

X 

0 

Q 

0 

0 

1 

Q 

c 

0 

1 

1 

0 

1 

0 

1 

1 

R 

Q 

1 

1 

1 

Not  allowed 

Input  to  an  S-R  Latch 


Table  10.  Truth  Table  for  an  S-R  Latch  with  i 
Control  Input 


Figure  14.  Behavior  of  an  S-R  Latch  with  a  Control  Input 


D-type  Latches  (Transparent  Latches) 

A  single-input  latch  can  be  formed  by  adding  some  logic  to  the 
controlled  S-R  latch  in  Figure  13;  this  gives  rise  to  the  D-type  latch 
in  Figure  15.  This  latch  is  often  called  a  transparent  latch,  since 
data  on  the  input  passes  right  through  to  the  output  as  long  as  the 
control  input  is  HIGH.  If  thecontrol  input  is  set  LOW,  then  the  latch 
holds  whatever  data  was  present  when  the  control  went  LOW. 
With  this  type  of  latch,  the  control  is  usually  called  a  gate. 


I 


I 


D 
G 


S  Q 
C 

R  Q 


Q 

D 

Q 

Q 

G 

Q 

Figure  15.  A  D-type  (Transparent)  Latch 


The  behavior  of  the  D-type  latch  is  shown  in  Table  11  and 
Figure  16. 


D 

G 

Q+ 

X 

0 

Q 

0 

1 

0 

1 

1 

1 

Table  11 .  Truth  Table  for  a  D-type  Latch 

 e- 


Figure  16.  D-type  (Transparent)  Latch  Behavior 
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The  basic  transfer  function  for  a  D-type  latch  can  be  derived  from 
the  Karnaugh  map  in  Figure  17: 


0+  =  D*G 
+  Q*/G 


/Q+  =  /D*G 
+  /Q*/G 


0 

1 

0 

1 

0 

u 

00 

u 

1 

0 

0 

01 

(° 

0 

0 

0 

11 

1 

1 

0 

10 

1 

0  + 
a.  Q+  -  D'G 
+  DVG 


b.  /Q+  =/D"G 
+  /QVG 


Figure  17.  Karnaugh  Maps  for  a  D-type  Latch 


If  realized  exactly  as  the  transfer  function  indicates,  the  result  is 
actually  a  glitchy  circuit.  This  is  discussed  in  more  detail  on  page 
3-1 08  of  the  testability  section.  There  a  more  practical  transfer 
function  is  derived. 

J-K  Latches 

Another  two-input  latch  can  be  derived  from  the  S-R  latch  as 
shown  in  Figure  18.  This  is  called  a  J-K  latch,  and  operates  in  the 


J 

K 

Q+ 

0 

0 

Q 

0 

1 

0 

1 

0 

1 

1 

1 

Q 

Table  1 2.  Truth  Table  for  a  J-K  Latch 

There  are  still  some  potential  problems  here  for  the  case  where 
J  and  K  are  both  HIGH.  If  J  and  K  are  left  HIGH  for  too  long,  the 
output  may  change  more  than  one  time;  if  left  HIGH  forever,  the 
output  will  oscillate.  Thus  J  and  K  should  not  be  asserted  for  a 
time  longerthan  the  propagation  delay  of  the  latch.  There  are  also 
potential  race  conditions  if  J  and  K  are  not  asserted  and  removed 
at  exactly  the  same  time.  If  one  of  the  inputs  is  raised  slightly 
ahead  of  the  other,  it  may  give  the  output  time  to  react,  giving  the 
wrong  output  once  the  second  input  is  raised.  The  same  problem 
can  occur  if  one  input  is  lowered  slightly  before  the  other.  This  is 
illustrated  in  Figure  20. 

There  are  several  ways  to  derive  transfer  functions  for  J-K 
latches.  Two  can  be  derived  directly  from  Karnaugh  maps,  as 
shown  in  Figure  21 ;  the  others  are  not  as  obvious,  and  make  use 
of  the  XOR  gate  described  above.  The  basic  transfer  functions 
are  listed  in  Table  13. 


CH  =  J*/Q 
+  /K*Q 

/Q+  =  /JVQ 
+  K*Q 

0+  -  Q 

:+: (J*/Q 
+  K*Q) 

/Q+  =  /Q 

:+: (J*/Q 
+  K*Q) 

0+  =  /Q 

:+: (/J*/Q 
+  /K*Q) 

/0+  =  Q 

:  +  :  (/JVQ 
+  /K*Q) 

Table  13.  Transfer  Functions  for  a  J-K  Latch 


Figure  18.  A  J-K  Latch 

same  manner  as  an  S-R  latch,  except  that  the  condition  where 
both  inputs  are  HIGH  is  now  allowed.  The  truth  table  is  shown  in 
Table  12;  the  waveforms  are  shown  in  Figure  19. 


Figure  19.  Behavior  of  a  J-K  Latch 
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EXPECTED  LEVELS 


a.  Falling  Edge  Race  Conditions. 


r<  A 


Figure  20.  Hazards  Inherent  in  a  J-K  Latch 
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Figure  21.  Karnaugh  Maps  for  a  J-K  Latch 
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T-type  Latches 


T-type  latches  are  formed  by  connecting  the  J  and  K  inputs  of  a 
J-K  latch  together  to  form  a  single  input,  as  shown  in  Figure  22. 
This  latch  has  two  possible  functions:  hold  the  present  state  or 
invert  the  output,  as  summarized  in  Table  14.  T  stands  for 
trigger'  or  toggle',  depending  on  who  you  talk  to.  That  is,  when 
T  is  HIGH,  a  change  at  the  output  is  triggered;  or,  put  another  way, 
raising  T  causes  the  output  to  toggle. 


T 

Q+ 

0 
1 

Q 

/Q 

J  Q 


K  Q 


Figure  22.  A  T-type  Latch 


Table  1 4.  The  Truth  Table  for  a  T-type  Latch 


xxxxxxxx 


Figure  23.  Behavior  of  a  T-type  Latch 
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a.Q+  =  TVQ 

b. 

/Q  +  = 

T"  Q 

This  latch  also  has  the  problem  that  if  Tis  left  HIGH  for  too  long, 
the  output  will  oscillate.  Since  there  is  only  one  input,  however, 
the  race  condition  problems  of  the  J-K  latch  have  been  elimi- 
nated. Unfortunately,  this  comes  at  the  cost  of  initialization. 
There  is  now  no  way  to  get  the  output  into  a  fixed  state  without 
knowing  what  the  previous  state  was.  Thus  this  device  is  not  very 
useful  without  some  kind  of  initialization  circuit. 

The  general  waveforms  for  a  T-type  latch  are  shown  in  Figure  23. 

From  the  Karnaugh  map  in  Figure  24,  we  can  generate  the 
following  transfer  functions: 


+  /TQ 


h/T7Q 


Figure  24.  Karnaugh  Maps  for  a  T-type  Latch 


Q+   •  TVQ 
+  /T*Q 

Q+  -  Q:+:T 

=/Q:+:/T 


/Q+  =  T*Q 
+  /T*/Q 

/Q+  -  /Q  :  +  :  T 
/Q+  =  0  :  +  :  /T 
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D-type  Flip-flops 


Latches  can  be  modified  by  adding  a  clock  input.  The  purpose  of 
the  clock  is  to  delay  any  output  changes  until  the  clock  signal 
changes.  Whereas  latch  control  inputs  (such  as  the  gate)  are 
level-sensitive,  clock  inputs  are  generally  edge-sensitive  (or 
edge-triggered),  meaning  that  output  transitions  can  occur  only 
when  a  clock  transition  is  detected.  A  device  is  classified  as 
positive  edge-triggered  or  negative  edge-triggered,  depending 
on  whether  it  responds  to  the  rising  or  falling  edge  of  the  clock 
signal,  respectively.  The  behavior  of  a  clocked  S-R  flip-flop  is 
illustrated  in  Figure  25. 

The  clock  provides  two  basic  advantages.  It  removes  the  hazards 
inherent  in  the  J-Kand  Tf  lip-flops,  since  all  inputs  will  have  settled 
by  the  time  the  clock  edge  arrives,  and  only  one  transition  is 
possible  for  each  clock  edge.  The  clock  also  allows  the  design  of 
synchronous  systems,  where  all  signals  are  coordinated  with 
other  signals.  The  entire  system  is  then  regulated  by  the  clock. 

The  basic  behavior  of  the  four  flip-flops  types  does  not  change 
with  the  addition  of  a  clock;  the  output  changes  are  merely  made 
to  wait  for  the  clock  edge.  Thus  the  basic  transfer  equations  for 
most  of  the  flip-flops  are  the  same.  In  the  context  of  PALASM 
software,  we  can  indicate  the  clocked  nature  of  the  flip-flops  by 
using  the  "registered"  assignment instead  of  '='. 


This  is  the  only  flip-flop  type  whose  basic  transfer  characteristic 
changes,  because  the  clock  input  replaces  the  gate  input.  Thus 
the  transfer  equations  become 


Q+ 


/Q+ 


/D 


That  is,  whatever  data  appears  on  the  input  will  be  transferred  to 
the  output  after  the  next  clock  edge.  The  input  is  not  changed  in 
any  way. 

The  simplicity  of  this  flip-flop  makes  it  the  most  widely  used  flip- 
flop.  However,  functions  are  sometimes  more  conveniently 
expressed  using  J-K  flip-flops,  or  using  T-type  flip-flops.  If  we 
replace  the  D  signal  with  the  transfer  function  for  one  of  the  other 
flip-flop  types,  we  can  then  em  ulate  that  flip-flop  type  in  the  D-type 
flip-flop.  This  is  equivalent  to  taking  a  latch  and  placing  a  clocked 
D-type  flip-flop  after  the  latch  output  for  synchronization.  Figure 
26  illustrates  how  each  flip-flop  can  be  emulated  in  a  D-type  flip- 
flop.  The  standard  schematic  symbols  for  the  flip-flop  types  are 
also  shown. 

Table  1 5  summarizes  the  transfer  functions  for  all  of  the  flip-flop 
types.  These  functions  can  directly  be  used  to  emulate  a 
particular  flip-flop  type  in  a  D-type  flip-flop.  This  can  be  particu- 
larly useful  since  D-type  flip-flops  are  available  in  most  registered 
PLDs. 


Figure  25.  Behavior  of  a  Clocked  S-R  Flip-flop  for  Positive  (Qp)  and  Negative 
(Qn)  Edge-triggered  S-R  Flip-flops 
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CLOCK   >      Q  - 


a.  Clocked  D-Type  Flip-Flop 
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CLOCK  — t- 


>  6 


J  Q 
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K  Q 


b.  Clocked  J-K  Flip-Flop 


>  6 


T  Q 


>  Q 


c.  Clocked  T-Type  Flip-Flop 
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CLOCK  -4- 


S  Q 


R  Q 


r 


>  6 


R  Q 


d.  Clocked  S-R  Flip-Flop 

Figure  26.  Clocked  Flip-flops.  All  can  be  Emulated  with  a  D-type  Flip-flop. 


D-type 

Q+  :=  D 

/Q+  :-  /D 

J-K-type 

0+  :-  JVQ 
+  /K*Q 

0+  :-  g 

:+: (J*/Q 
+  K*Q) 

0+  :-  /Q 

:+: (/J*/Q 
+  /K*Q) 

/Q+  :-  /J*/Q 
+  K*Q 

/Q+  :-  /Q 

:+: (J*/Q 
+  K*Q) 

/Q+  Q 

:+: </J*/Q 
+  /K*Q) 

T-type 

Q+  T*/Q 
+  /T*Q 

Q+  :-  Q  :+:  T 

0+  :-  /Q  :+:  11 

/Q+   :-  T*Q 
+  /T*/Q 

/Q+  :-  /Q  :+:  T 

/C+  :-  Q  :+:  /T 

S-R-type 

Q+  :-  S 
+  /R*Q 

/Q+   :-  R 

+  /S*/Q 

Table  15.  Clocked  Flip-flop  Transfer  Functions 
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Binary  Numbers 

The  concept  of  a  number  is  taken  for  granted  by  most  people. 
And  most  people  equate  numbers  in  general  with  the  decimal 
system,  with  which  we  are  most  familiar.  However,  there  is 
nothing  particularly  special  about  the  decimal  system;  the  choice 
of  system  is  actually  rather  arbitrary.  History  has  chosen  the 
decimal  system  for  most  humans. 

For  electronic  systems,  the  binary  system  is  more  appropriate.  It 
makes  possible  arithmetic  and  logical  calculations  that  would  be 
much  more  difficult — likely  impractical — if  implemented  directly  in 
a  decimal  system.  Closely  related  to  the  binary  system  are  the 
octal  and  hexadecimal  systems,  which  will  also  be  discussed 
here.  Arithmetic  is  normally  performed  using  binary  numbers  in 
a  computer.  Octal  and  hexadecimal  representations  are  gener- 
ally used  as  a  way  to  "abbreviate"  what  might  otherwise  be 
lengthy  binary  numbers.  This  will  be  seen  in  when  conversion  is 
discussed  below. 

There  are  several  terms  which  must  be  defined  before  proceed- 
ing further.  A  number  is  an  abstract  entity  which  is  used  to 
describe  quantity.  There  are  many  ways  of  representing  a 
number.  Normally,  the  representation  is  designed  around  a  base. 
The  number  is  expressed  as  a  sum  of  multiples  of  the  powers  of 
the  base.  The  decimal  system  isabase-IOsystem,  meaning  that 
10  is  used  as  the  base.  The  binary  system  is  base-2;  the  octal 
system  is  base-8;  and  the  hexadecimal  system  is  base-16.  The 
binary,  octal,  and  hexadecimal  systems  are  closely  related  be- 
cause 8  and  16  are  both  powers  of  2.  When  different  bases  are 
being  used,  a  number  will  often  be  followed  by  its  base  in 
subscript,  to  indicate  exactly  what  the  base  is.  For  example,  the 
decimal  number  25  would  be  written  2510  if  its  base  were  in  doubt. 

A  number  can  thus  be  expressed  in  terms  of  some  base  x  as 
follows: 


(D 


The  numbers  an...a_m  are  called  digits.  The  value  of  each  digit  can 
range  from  0  to  x-1 .  Each  digit  is  represented  by  a  symbol,  called 
a  numeral,  x  numerals  are  required  to  represent  a  number  in  base 
x.  The mostfamiliar numerals arethe symbols '0',T,... '9'.  There 
are  ten  of  them,  since  they  are  used  for  the  decimal  system.  For 
binary  numbers,  only  '0'  and  '1 '  are  used;  for  octal  numbers,  the 
numerals  '0'  through  7'  are  used.  Hexadecimal  numbers  are 
more  difficult,  since  sixteen  numerals  are  required.  Therefore  the 
numerals  '0'  through  '9'  are  used  to  represent  the  quantities  0,0 
through  910;  the  letters  A  through  F  are  used  to  represent  the 
quantities  10,0  through  15,0. 

The  number  expressed  by  equation  1  is  normally  represented  as 
a  string  of  digits: 

a„an-,-a,ao-a-,-a^ 

The  digits  representing  negative  powers  of  the  base  are  sepa- 
rated from  those  representing  non-negative  powers  by  a  point.  In 
the  decimal  system,  this  is  referred  to  as  a  decimal f. 
binary  system,  it  is  referred  to  as  a  binary  point. 


There  are  two  basic  classes  of  manipulation  which  will  be  dis- 
cussed: conversions  between  bases  and  arithmetic  within  a 
base. 

Converting  Between  Bases 

Base-2  <— >  Base-10 

Converting  a  binary  numberto  a  decimal  number  is  accomplished 
by  using  equation  1  directly. 

Example: 

Converting  1 101 00.01  i2  to  decimal: 

Y  =  110100.011 
=  1  -25  +  1  -2'  +  0-23  +  1  -22  +  0-2'  +  0-2°  +  0-2"'  +  1  -2*  +  1  •£* 
=  32  +  16  +  4+  .25  +  . 125 
=  52.375 

When  converting  whole  numbers  from  decimal  to  binary,  the 
decimal  number  is  repeatedly  divided  by  2.  Integer  division  is 
used,  so  the  quotients  are  "rounded  down"  to  the  next  integer. 
The  remainders  form  the  digits  of  the  number.  The  least  signifi- 
cant digit  is  the  first  one  calculated. 

Example: 

Converting  6110to  binary: 


61/2  =  30 
30/2=  15 
15/2  =  7 
7/2  =  3 
3/2  =  1 
1/2  =  0 

61,  =111101, 


remainder  =  1 
remainder  =  0 
remainder  =  1 
remainder  =  1 
remainder  =  1 
remainder  =  1 


LSB 


When  converting  a  decimal  fraction  into  a  binary  fraction,  the 
decimal  number  is  multiplied  by  2.  This  results  in  a  whole  number 
and  a  fraction.  The  whole  number  is  a  digit;  the  procedure  is 
repeated  on  the  newfraction.  This  procedure  is  repeated  until  the 
fractional  portion  is  zero.  If  the  procedure  does  not  terminate, 
then  the  result  is  a  repeating  fraction.  The  first  digit  calculated  is 
the  most  significant  digit. 

Example: 

Converting  .162510to  binary: 


0.1625-2  =  0.3250 
0.3250-2  =  0.65 
0.65-2=  1.3 
0.3-2  =  0.6 
0.6-2  =  1.2 
0.2-2  =  0.4 
0.4-2  =  0.8 
0.8-2  =  1.6 
0.6-2  =  1.2 


whole  portion  =  0 
whole  portion  =  0 
whole  portion  =  1 
whole  portion  =  0 
whole  portion  =  1 
whole  portion  =  0 
whole  portion  -  0 
whole  portion  =  1 
whole  portion  =  1 


MSB 
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Here  we  see  that  the  fraction  will  repeat,  since  we  have  already 
multiplied  0.6  earlier.  Thus 

0.1 62510  =  0.001 01 001 1 001 1 001 1  ...2 

For  mixed  numbers,  it  is  necessary  to  calculate  the  whole  and 
fractional  portions  separately.  Thus,  for  example,  we  know  that 

61. 162510=  111101 .0010100110011. ..2 

These  are  actually  general  procedures  which  can  be  used  to 
convert  a  decimal  number  into  any  base,  and  vice  versa. 

Examples: 

1 .  Converting  321 .548  to  decimal: 

Y  =  3-82  +  2-8'  +  1  -8°  +  5-8"'  +  4-8-* 
=  192+16+  1  +  .625 +  .0625 
=  209.6875 

321 .54,  =  209.6875,0 

2.  Converting  106.1 0375,0  to  octal: 


106/8=  13 
13/8=  1 
1/8  =  0 


remainder  =  2 
remainder  =  5 
remainder  =  1 


Thus  the  whole  portion  is  151s. 


0.10375-8  =0.83 
0.83-8  =  6.64 
0.64-8  =5.12 
0.12-8  =0.96 
0.96-8  =  7.68 
0.68-8        =  5.44 


whole  portion  =  0 
whole  portion  =  6 
whole  portion  =  5 
whole  portion  =  0 
whole  portion  =  7 
whole  portion  =  5 


LSB 
MSB 

MSB 


At  this  point  we  have  enough  significant  digits.  We  could  continue 
either  until  the  procedure  terminated,  or  until  the  pattern  started 
repeating.  However,  those  last  digits  are  not  likely  to  be  signifi- 
cant. Thus  we  can  approximate  by  saying  that... 


106 


.10375    =  152.065075. 


3.  Converting  31  F.A216  to  decimal: 

Y  =31F.A2,6 

=  3-162  +  1-16'  +  15-16°+  10-16-'  +2-1 6^ 
=  768  +  16  +  15  +  0.625  +  0.0078125 
-799.6328125 

31  F.A2„  =  799.63281 25,0 

4.  Converting  7689.1 008541(J  to  hexadecimal: 


7689/16  =  480 
480/1 6  .  30 
30/16  =  1 
1/16  =  0 


remainder  =  9 
remainder  =  0 
remainder  =  E 
remainder  =  1 


LSB 


MSB 


Thus  the  whole  portion  is  1  E09l6. 

0.100854-16  =  1.613664 
0.613664-16  =  9.818624 
0.818624-16  =  13.097984 
0.097984-16  =  1.567744 
0.567744-16  =  9.083904 
0.083904-16  =  1.342464 


whole  portion  =  1 
whole  portion  =  9 
whole  portion  =  D 
whole  portion  =  1 
whole  portion  =  9 
whole  portion  =  1 


MSB 


Again,  we  likely  have  enough  digits  at  this  point.  The  exact 
fraction  could  be  either  very  long  or  a  long  repeating  pattern.  For 
our  purposes,  we  can  approximate  the  overall  result  as: 

7689.1 0085410  =  1E09.19D191,, 

Binary  < — >  Octal,  Hexadecimal 

Converting  between  the  binary-related  systems  is  very  easy.  The 
procedure  consists  of  dividing  the  binary  digits  into  groups,  and 
replacing  each  group  with  an  appropriate  digit.  For  this  reason, 
octal  and  hexadecimal  numbers  are  often  used  to  shorten  long 
binary  numbers. 

To  convert  from  binary  to  octal,  group  the  digits  by  three,  starting 
on  each  side  of  the  binary  point,  and  then  convert  each  group  of 
three  digits  into  its  corresponding  octal  digit.  Leading  and  trailing 
zeroes  may  have  to  be  added  to  the  left  of  the  whole  portion  and 
the  right  of  the  fractional  portion,  respectively,  to  make  complete 
groups  of  three  binary  digits. 

Example: 

Converting  1 1 01 1 01 01 1 01 01 .001 001 1 01 2  to  octal: 
Divide  into  groups  of  three  digits: 

011  011  010  110  101.  001  001101 

3  3     2    6     5.1      1  5 

Thus  11011010110101.001001101,=  33265.115, 

To  convert  from  binary  to  hexadecimal,  the  digits  are  divided  into 
groups  of  four  digits,  and  then  given  their  corresponding  hexa- 
decimal digits.  Again,  leading  and/or  trailing  zeroes  may  be 
needed. 

Example: 

Converting  1 001 01 011 1 01 100.11011 00012  to  hexadecimal: 
Divide  into  groups  of  four  digits: 

01001010  1110  1100  .1101  1000  1000 

4  A      E      C    .  D      8  8 

Thus  1 001 01 01 1 1 01 1 00. 1 1 01 1 0001 ,  =  4AEC.D88,6 

To  convert  from  octal  or  hexadecimal  to  binary,  merely  expand 
each  digit  into  its  corresponding  binary  representation. 
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Logic  Reference 


Examples: 

1 .  Convert  7324.34,  to  binary: 

7     3     2    4.3  4 
111  011  010  100.011  100 

Thus  7324.34,  =  1 1 1 01 1 01 01 00.011 1 2 

2.  Convert  1A2.3F5,6  to  binary: 

1       A     2    .    3      F  5 
0001  1010  0010.0011  1111  0101 

Thus  1A2.3F516=  110100010.0011111101012 

Binary  Arithmetic 

Positive  binary  arithmetic  is  very  simple,  and  completely  analo- 
gous to  decimal  arithmetic.  However,  if  we  are  restricted  to 
positive  numbers,  then  we  are  also  restricted  to  addition.  We 
need  a  means  of  representing  negative  numbers.  Using  a  dash 
('-')  is  unacceptable  for  representation  in  a  computer.  There  are 
two  general  schemes  which  can  be  used.  In  binary  systems,  they 
are  referred  to  as  1's  complementand  2's  complement represen- 
tation, although  they  can  be  generalized  for  any  base  system  as 
diminished-radix  complement  and  radix  complement 
representation. 

1's  Complement  Representation 

The  one's  complement  of  a  binary  number  can  be  calculated  by 
inverting  all  of  the  bits  of  the  number.  Fractions  are  handled 
exactly  the  same  way,  although  this  is  convenient  only  for  fixed- 
point  arithmetic.  Floating-point  arithmetic  requires  other 
methods,  which  will  not  be  discussed  here. 

Example: 

Finding  the  one's  complement  of  110111.0101: 
110111.0101 

001000.1010       (Inverting  each  bit) 

Thus  the  one's  complement  of  110111.0101  is  001000.1010. 

The  sign  of  a  number  is  determined  by  the  most  significant  bit.  If 
the  MSB  is  0  the  number  is  positive;  if  the  MSB  is  1,  then  the 
number  is  negative.  Zero  is  represented  by  all  bits  being  zero. 
However,  one  normally  thinks  of  zero  as  being  its  own  comple- 
ment. But  if  we  take  the  one's  complement  of  zero, 

0000 
1111 

we  see  that  1111  is  another  representation  of  zero.  Thus,  in  an 
eight-bit  representation,  positive  numbers  range  from  00000001 
to  01111111;  negative  numbers  range  from  10000000  to 
11111110.  Note  that  there  are  just  as  many  negative  numbers  as 
positive  numbers.  This  eight-bit  code  allows  us  to  represent  the 
numbers  from  -127  to  +1 27. 


When  performing  addition  with  one's  complement  numbers,  it  is 
important  to  watch  for  overflow  results.  Whenever  an  overflow 
occurs,  a  correction  must  be  made  by  adding  1  to  the  result. 

In  some  cases,  the  results  of  an  operation  will  not  be  meaningful, 
since  the  intended  result  cannot  be  represented.  For  instance,  in 
the  eight-bit  system  above,  adding  127  to  127  will  give  a  mean- 
ingless result,  since  254  cannot  be  represented  in  this  system. 
Thus  the  operation  must  be  evaluated  to  ensure  that  the  result  is 
meaningful. 

Examples: 

All  examples  will  use  4-bit  systems.  Thus  the  range  of  repre- 
sentable  numbers  is  from  -7  to  +7. 

Add  3  +  2: 

0011  3 

tool?  ±2 

0101  5    result  meaningful 

Add  7  +  7  (14  cannot  be  represented): 


0111  7 

+  0111  ±2 

-1    result  meaningless 


1110 

Subtract  3  from  7: 


0111  7 
tUQQ  ±_r3 

1 00 1 1  overflow— add  1 ,  discard  overflow  bit 

0100  4 

Subtract  5  from  2: 

0010  2 
+  1010  +-5 
1100        -3    result  meaningful 

Subtract  6  from  -5  (-11  cannot  be  represented): 

1010  -5 
+ 1091  ±-=£ 

1 001 1  overflow — add  1 ,  discard  overflow  bit 
t1 

0100  4    result  meaningless 

Subtract  5.25  from  3.5  (fixed  point;  requires  6  bits): 

0011.10  3.5 
+  1010.10  +  -5.25 
1110.00     -1.75    result  meaningful 

Subtract  7  from  7: 

0111  7 
+  1000  +-7 

1111  0    one  of  the  representations  of  0 
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iJpivawnciuuHs  iui  mu  is  a  prooiem.  in  aaamon,  tne  results  ot 
subtraction  frequently  have  to  be  adjusted  for  overflow  by 
adding  1. 

2's  Complement  Representation 

The  two's  complement  of  a  binary  number  is  more  difficult  to 
calculate.  It  is  generated  by  taking  the  one's  complement,  and 
then  adding  1.  Any  overflow  is  discarded.  Fractions  are  again 
handled  in  the  same  way,  although  1  is  added  to  the  least 

significant  bit. 

Example: 

Finding  the  two's  complement  of  110111.0101: 
110111.0101 

001 000. 1010       (take  one's  complement) 

 ±1 

001000.1011 

Thus  the  one's  complement  of  110111.0101  is  001000.1011. 

The  sign  of  a  number  is  again  determined  by  the  most  significant 
bit.  If  the  MSB  is  0  the  number  is  positive;  if  the  MSB  is  1,  then 
the  number  is  negative.  Zero  is  represented  by  all  bits  being  zero. 
In  this  case,  if  we  take  the  two's  complement  of  zero,  we  get: 

0000 
1111 

0000       (overflow  is  discarded) 

giving  only  one  representation  for  zero. 

Thus,  in  an  eight-bit  representation,  positive  numbers  rangefrom 
00000001  to  01111111;  negative  numbers  range  from  10000000 
to  1 11 1 1 1 1 1 .  This  means  that  there  is  one  more  negative  number 
than  there  are  positive  numbers.  So  this  eight-bit  code  allows  us 
to  represent  the  numbers  from  -128  to  +127. 

Addition  is  handled  in  the  same  fashion  aswithone'scomplement 
code,  except  that  when  an  overflow  occurs,  the  overflow  bit  is 
disregarded.  No  correction  must  be  made  to  the  results. 

After  any  operation,  one  must  still  make  sure  that  the  results  are 
meaningful. 


Add  3  +  2: 

0011  3 
+  0010  +2 
0101  5       result  meaningful 

Add  7  +  7  (14  cannot  be  represented): 

0111  7 

+  0111  ±2 
1110  -2       result  meaningless 

Subtract  3  from  7: 

0111  7 
+  1101  -±dl 

10100  4  overflow — discard  overflow  bit 

Subtract  5  from  2: 

0010  2 

+  1011  ±^5 
1101  -3       result  meaningful 

Subtract  6  from  -5  (-11  cannot  be  represented): 

1011  -5 
+ 1010  +-6 

10101  5      overflow — discard  overflow  bit 

result  meaningless 

Subtract  5.25  from  3.5  (fixed  point;  requires  6  bits): 

0011.10  3.5 
+  1010,11  +-5.25 
1110.01        -1.75      result  meaningful 

Subtract  7  from  7: 

0111  7 

+  1QQ1  tsZ 

10000  0  overflow— disregard  overflow  bit 


The  benefits  of  two's  complement  lie  in  the  fact  that  there  is  only 
one  representation  for  zero,  and  the  fact  that  the  results  of 
operations  never  need  adjusting  due  to  overflow.  The  disadvan- 
tage is  the  fact  that  it  is  harder  to  generate  the  two's  complement 
of  a  number. 
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Signal  Polarity 


The  polarity  of  signals,  simple  as  it  seems,  turns  out  to  be  a 
potentially  confusing  issue.  With  such  phrases  as  positive  and 
negative  logic,  active  HIGH  and  active  LOW  and  with  one  person 
saying  "asserted",  another  saying  "active" ,  and  another  saying 
"enabled",  all  of  which  may  or  may  not  be  well  defined,  it  is  very 
difficult  to  explain  the  relationships  between  signals.  This  can 
also  make  the  generation  of  the  design  file  more  difficult. 

In  an  attempt  to  sidestep  the  ambiguities  in  the  language,  this 
discussion  contains  tables  instead  of  vague  descriptions.  The 
tables  list  the  various  possibilities,  and  explicitly  state  how 
PALASM  software  expects  to  seethe  equations.  If  you  know  what 
you  want,  you  should  be  abletofind  howto  specify  your  equations 
from  the  tables.  The  issues  of  input  signal  polarity,  output  signal 
polarity,  and  feedback  signal  polarity  are  treated  separately. 

Input  Pin  Polarity 

Table  1  shows  the  relationships  between  the  input  pin  names  and 
the  use  of  the  input  in  a  Boolean  equation.  As  an  example  of  how 
this  table  can  be  used,  if  you  have  a  signal  called  /A  on  your 
schematic,  and  you  wish  for  the  output  to  go  HIGH  when  both  /A 
and  B  are  HIGH,  then  from  the  second  row  of  Table  1 ,  declare  the 
pins  as  /A  and  B  in  the  pin  list  of  the  design  file,  and  use  the 
equation 

x  -  /A*B 

The  basic  function  A*B  has  been  used  throughout  for  the  purpose 
of  illustration.  The  same  procedure  holds  regardless  of  the 
waveforms  being  used  or  generated. 


Output  Pin  Polarity 

The  issue  of  output  polarity  is  slightly  more  complicated  because 
of  the  issue  of  active-HIGH  and  active-LOW  outputs.  The  possi- 
bilities are  shown  in  Table  2.  As  an  example,  if  a  signal  X  is  to  go 
LOW  only  when  inputs  A  and  B  are  HIGH,  and  this  function  is  to 
be  implemented  in  an  active-HIGH  device,  then  from  the  third  row 
of  Table  2,  declare  the  output  pin  as  X  in  the  pin  list,  and  use 
the  equation 

X  -  /  (A*B) 


Feedback  Polarity 

Using  feedback  combines  some  of  the  polarity  issues  of  inputs 
with  some  of  the  polarity  issues  of  outputs.  It  is  more  difficult  to 
use  a  simple  example  for  this  type  of  circuit.  In  Table  3,  an  output 
is  assumed  to  be  fed  back  to  itself.  The  basic  principles  can  be 
extended  to  any  output  feeding  back  to  any  other  output.  The 
waveform  shows  the  output  level  that  is  considered  to  be  "TRU  E", 
or  "active". 

As  an  example,  if  the  equation  for  a  pin  /X  has  to  contain  the 
inverse  of  the  output,  the  output  signal  is  to  be  active  when  H IGH, 
and  an  active-LOW  device  is  to  be  used,  then  from  the  sixth  row 
of  Table  3,  declare  the  output  pin  as  /X  in  the  pin  list,  and  specify 
the  Boolean  expression  as: 

/x  :-  f  (A,  X) 

meaning  that  the  Boolean  equation  uses  X  as  an  input  term. 
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PALASM  SOFTWARE 


Schematic 


A— 
B_ 


LOGIC   —  X 


A— 


—  X 


Desired 
Waveform 


Input  pin 
Definition  in 
Pin  List 


A,  B 


/A,  B 


A,  B 


/A,  B 


Boolean 
Equation 


X  =  A*B 


X  =  /A-B 


X  =  /A*B 


X  =  A*B 


Table  1.  Input  Pin  Polarity 


Signal  Polarity 


CIRCUIT 


PALASM  SOFTWARE 


DEVICE 


Schematic 


Desired 
Waveform 


Output  pin 
Definition  in 
Pin  List 


Boolean 
Equation 


Device 
Restriction 


n_ 


X  =  A'B 
IX  =  /(A*B) 


Active-HIGH  devices 
Active-LOW  devices 


logic  —  x 


/X 

IX 


/X  =  A*B 
X  -  /(A*B) 


Active-HIGH  devices 
Active-LOW  devices 


X  =  /(A*B) 
/X  =  A*B 


Active-HIGH  devices 
Active-LOW  devices 


A— 


1_T 


/X 
/X 


IX  =  /(A*B) 
X  =  A*B 


Active-HIGH  devices 
Active-LOW  devices 


Table  2.  Output  Pin  Polarity 
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Signal  Polarity 
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DEVICE 


Schematic 


Desired 
Waveform 


Output  pin 
Definition  in 
Pin  List 


Boolean 
Equation 


Device 
Restriction 


X 
X 


X  =  f(A,X) 
/X  =  /f(A,X) 


Active-HIGH  devices 
Active-LOW  devices 


X  =  f(A,/X) 
/X  =  /f(A,/X) 


Active-HIGH  devices 
Active-LOW  devices 


X 
X 


X  =  /f(A,X) 
/X  =  f(A,X) 


Active-HIGH  devices 
Active-LOW  devices 


X 
X 


X  =  /f(A,/X) 
/X  =  f(A,/X) 


Active-HIGH  devices 
Active-LOW  devices 


Table  3.  Feedback  Signal  Polarity 
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Definition  in 
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/X 
/X 
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Equation 


Device 
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10KH  (adj.)  A  family  of  ECL  devices.  Circuits  are  temperature 
compensated.  See  also:  ECL,  100K,  temperature  compensa- 
tion. 

100K(adj.)  Afamily  of  ECL  devices.  Circuits  are  both  tempera- 
ture and  voltage  compensated.  They  have  lower  power  dissipa- 
tion and  higher  speed  than  their  10KH  counterparts.  See  also: 
ECL,  temperature  compensation,  voltage  compensation,  power 
dissipation,  10KH. 

A 

active  high  (adj.)  See  polarity, 
active  low  (adj.)  See  polarity. 

ALS  (adj.)  Advanced  Low-power  Schottky  TTL  family.  Charac- 
terized as  a  lower  power  version  of  the  AS  family,  and  actually 
faster  and  lower  power  than  the  LS  family.  See  also:  AS,  LS, 
TTL,  Schottky  TTL. 

AND  1.  (adj.)  One  of  the  three  elementary  logic  functions.  Re- 
sult of  the  AND  operation  is  true  if  and  only  if  all  operands  are 
true.  2.  (v.t.)  To  perform  the  AND  operation. 

AS  (adj.)  Advanced  Schottky  TTL  family.  High-speed  versions  of 
the  standard  Schottky  TTL  family.  Generally  use  oxide  isolated 
technology  for  very  high  speed.  See  also:  Schottky  TTL,  TTL, 
oxide  isolation. 

assertive  high  (adj.)  Same  as  "active  high".  See  polarity. 

assertive  low  (adj.)  Same  as  "active  low".  See  polarity. 

astable  (adj.)  Describes  a  system  which  has  no  stable  state. 
Such  a  system  will  oscillate.  Astable  circuits  can  be  used  to 
generate  timing  and  synchronizing  clock  signals.  See  also: 
bistable,  monostable. 

asynchronous  1.  (adj.)  Describes  a  sequential  logic  system 
wherein  operations  are  not  synchronized  to  a  common  clock.  2. 
(adj.)  Describes  signals  whose  behavior  and  timing  are  com- 
pletely unrelated  to  a  particular  clock.  Such  signals  can  either  be 
random  or  based  on  another  clock  which  has  a  different  fre- 
quency. 3.  (adj.)  Describes  a  communication  protocol  whereby 
the  timing  of  various  operations  is  not  determined  by  a  system 
clock,  but  rather  by  events  whose  relationships  are  known,  but 
whose  exact  timing  cannot  be  precisely  predicted.  See  also: 
sequential,  clock,  synchronous. 


B 

binary  (adj.)  Having  only  two  possible  states,  which  can  be 
variously  called  on/off,  1/0,  true/false,  high/low,  etc. 

bipolar  (adj.)  One  of  the  two  basic  types  of  transistor.  In  logic 
design,  used  for  TTL,  ECL,  and  l2L  families.  See  also:  TTL,  ECL, 
l2L,  MOS. 

bistable  (adj.)  Describes  a  system  which  has  2  stable  states. 
Any  other  state  is  unstable,  and  will  eventually  change  to  one  of 
the  stable  states.  A  flip-flop  is  the  most  common  electronic  bi- 
stable circuit.  See  also:  flip-flop,  astable,  monostable. 

bit  1.  (n.)  Binary  Digit.  One  unit  of  binary  information.  2.  (n.)  A 
measure  of  the  storage  capacity  of  a  memory  chip.  See  also: 
binary. 

blank  (adj.)  Describes  the  state  of  a  programmable  cell  after 
manufacturing,  and  before  any  programming,  or,  in  the  case  of 
an  erasable  device,  after  erasure.  Opposite  of  "programmed". 
See  also:  programmable  cell,  programmed,  program,  erase. 

buffer  (n.)  A  logic  gate  which  performs  the  logic  identity  function; 
i.e.,  the  input  is  passed  through  unchanged.  Used  to  isolate 
various  parts  of  a  system,  or  to  provide  voltage  or  current 
amplification. 

c 

Chip  (n.)  A  single  piece  of  semiconductor  material  which  con- 
tains an  integrated  circuit.  Sometimes  called  a  die  if  not  in  a 
package.  See  also:  integrated  circuit,  die,  package. 

Clock  1 .  (adj.)  A  signal  used  to  synchronize  the  operation  of  a 
system.  2.  (adj.)  An  input  to  a  clocked  flip-flop.  The  flip-flop  will 
not  change  state  until  an  appropriate  pulse  appears  at  the  clock 
input.  3.  (n.)  A  circuit  which  generates  a  clock  signal.  4.  (v.t.) 
To  pulse  the  clock  signal  or  the  clock  input  of  a  clocked  flip-flop. 
See  also:  flip-flop,  clocked  flip-flop. 

Clocked  flip-flop  (n.)  A  flip-flop  that  does  not  change  state  until 
a  clock  signal  is  received.  See  also:  flip-flop,  unclocked  flip-flop, 
clock. 

CMOS  (n.,  adj.)  Complementary  MOS.  A  type  of  circuit  which 
makes  use  of  both  N-channel  and  P-channel  MOS  transistors. 
Many  CMOS  logic  circuits  consume  no  power  when  not  actually 
switching.  See  also:  MOS,  NMOS,  PMOS,  standby  power. 
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combinational  (adj.)  See  combinatorial. 

combinatorial  (adj.)  Refers  to  a  logic  circuit  which  implements 
logic  functions  of  present  input  signals  only.  Also  called  combi- 
national. See  also:  sequential. 

Complement  1.(adj).  Refers  to  a  signal  which  is  identical  to 
some  reference  signal,  except  that  it  is  of  opposite  polarity. 
Opposite  of  "true".  2.  (v.t.)  To  invert.  See  also:  true,  polarity, 
invert. 

complementary  (adj.)  Refers  to  logic  device  outputs  which 
implement  identical  logic  functions,  but  with  opposite  polarities. 
Used  on  some  PLDs  and  ECLdevices.  See  also:  polarity,  PLD, 
ECL. 

D 

die  (n.;  plural:  dice)  Same  as  a  chip,  particularly  before  being 
placed  in  a  package.  See  also:  chip,  package. 

DIP  (n.)  Dual  In-line  Package.  The  most  common  integrated 
circuit  package.  It  is  rectangular  in  shape,  with  widths  ranging 
from  .300  inch  to  .900  inch,  and  has  vertical  leads  along  the 
length.  Available  for  up  to  64  pins.  See  also:  integrated  circuit, 
package. 

disable  1.  (v.t.)  To  turn  off  a  three-state  output.  2.  (v.t.)  To  inhibit 
another  function,  such  as  "disabling  the  clock".  See  also:  three- 
state,  enable. 

download  1.  (v.t.)  To  pass  data  from  one  machine  to  a  less 
complex  machine.  2.  (n.)  The  act  of  downloading  data.  See 
also:  upload. 

E 

ECL  (n.,  adj.)  Emitter  Coupled  Logic  family.  An  extremely  high 
speed  family  of  bipolar  logic  and  memory  devices.  See  also: 
bipolar. 

EE  cell  (E2  cell)  (n.)  A  floating  gate  cell  which  can  be  both 
programmed  and  erased  with  electrical  signals. 

EEPROM  (n.)  Electrically  Erasable  Programmable  Read-Only 
Memory.  A  nonvolatile  read-only  memory  device  which  can  be 
erased  and  reprogrammed,  both  with  special  electrical  signals. 
See  also:  program,  erase,  EPROM,  PROM,  ROM,  RAM,  non- 
volatile. 

enable  1.  (v.t.)  To  turn  on  a  three-state  output.  2.  (adj.)  By  itself, 
usually  refers  to  a  pin  which  is  used  to  enable  a  three-state 
output.  Also  called  "output  enable".  3.  (adj.)  Used  with  other 
function  names,  indicates  a  qualifier  or  inhibitor  of  the  function. 
For  example,  "clock  enable"  is  a  function  which  qualifies  the 
clockf  unction.  4.  (v.t.)  To  allow  a  signal  which  has  been  disabled 
to  function;  for  example,  "enabling  the  clock"  removes  any 
restraint  which  may  disable  the  clock  signal.  See  also:  three- 
state,  disable. 


EPROM  (n.)  Erasable  Programmable  Read-Only  Memory.  A 
non-volatile  read-only  memory  device  which  can  be  erased  and 
reprogrammed.  Erasure  is  accomplished  by  exposing  the  die  to 
ultraviolet  light  for  a  period  of  time.  Die  must  be  packaged  in  a 
windowed  package  to  allow  erasure.  See  also:  program,  erase, 
EEPROM,  PROM,  ROM,  RAM,  non-volatile,  windowed 
package. 

erase  1 .  (v.t.)  To  return  a  programmed  device  to  its  blank  state. 
Opposite  of  "program".  2.  (v.t.)  To  return  an  individual  program- 
mable cell  to  its  blank  state.  See  also:  blank,  programmable  cell, 
program. 

F 

finite  State  machine  (FSM)  (n.)  A  machine  which  can  be  in 
one  of  a  finite  number  of  states.  Often  used  for  logic  circuits 
which  sequencethrough  various  states.  Such  a  circuit  is  referred 
to  as  sequential.  See  also:  sequential. 

flip-flop  (n.)  A  bistable  digital  circuit.  The  simplest  variety  is 
called  an  S-R  flip-flop.  Other  types  are  J-K,  T,  and  D-type.  May 
be  unclocked  or  clocked.  See  also:  bistable,  unclocked  flip-flop, 
clocked  flip-flop. 

floating  gate  (n.)  A  gate  on  an  MOS  transistor  which  is  not 
connected  to  anything.  Used  to  store  charge;  forms  the  basis  of 
UV  cells  and  EE  cells.  See  also:  MOS,  gate,  UV  cell,  EE  cell. 

FPGA  (n.)  Field  Programmable  Gate  Array.  An  array  of  logic 
gates  whose  configuration  can  be  prog  rammed  by  the  customer. 
The  gates  are  often  NAND  gates,  but  can  also  be  NOR  gates. 
See  also:  gate,  program,  NAND,  NOR. 

FPLA  (n.)  Field  Programmable  Logic  Array.  See  PLA. 

FPLS  (n.)  Field  Programmable  Logic  Sequencer.  A  program- 
mable logic  device  which  is  intended  for  sequencing  or  state 
machine  applications.  See  also:  finite  state  machine. 

functionally  complete  (adj.)  Refers  to  a  logic  operation  or 
group  of  operations  from  which  any  complex  logic  function  can 
be  built.  The  NAND  and  NOR  operators  are  functionally  com- 
plete. See  also:  NAND,  NOR. 

fuse  (n.)  As  used  in  programmable  logic,  usually  refers  to  a 
lateral  metal  link  fuse.  See  also:  lateral  fuse. 

fuse  map  (n.)  Agraphic  representation  of  the  contents  of  a  PLD. 
The  state  of  each  connection  (fuse  or  other  programmable  cell) 
is  represented,  usually  with  "X"  indicating  an  intact  connection, 
and "-"  indicating  an  open  connection.  See  also:  PLD,  program- 
mable cell. 
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gate  1.(n.)  Afundamental  logic  element.  The  elementary  gates 
provide  NOT,  AND,  and  OR  logic  functions.  2.  (n.)  The  control 
terminal  of  a  gated  D-type  latch.  See  also:  latch,  gated  latch. 

gate  array  (n.)  A  logic  device  which  consists  of  an  array  of  logic 
gates  (usually  NAND)  which  can  be  interconnected  during 
fabrication.  A  custom  metallization  pattern  is  used  to  configure 
the  desired  functions.  See  also:  gate,  NAND,  metallization. 

gate  equivalency  (n.)  A  rough  measure  of  the  complexity  of  a 
digital  logic  integrated  circuit.  Indicates  the  approximate  num- 
ber of  discrete  logic  gates  that  would  be  needed  to  implement 
the  same  function.  See  also:  gate. 

gated  latch  (n.)  Generally  refers  to  an  unclocked  D-type  flip- 
flop  which  has  a  control  signal  called  a  gate.  When  the  gate  is 
"open",  the  flip-flop  output  follows  the  data  input.  When  the  gate 
is  "closed",  the  output  holds  its  current  state.  Also  called  a 
transparent  latch.  See  also:  flip-flop,  unclocked  flip-flop,  gate, 
latch. 

■ 

H 

HAL®  device  (n.)  Hard  Array  Logic  device.  Aversion  of  a  PAL 
device  which  is  configured  during  fabrication  with  a  custom 
metallization  pattern.  HAL  is  a  registered  trademark  of  Mono- 
lithic Memories.  See  also:  PAL  device,  metallization. 


I2L  (ML)  (n.,  adj.)  Integrated  Injection  Logic.  A  less  common 
bipolar  logic  design  technique  which,  when  used,  is  found 
primarily  in  portions  of  LSI  and  VLSI  circuits.  See  also:  bipolar, 
LSI,  VLSI. 

integrated  Circuit  (n.)  An  electronic  device  which  has  many 
transistors  and  other  semiconductor  components  integrated 
onto  one  piece  of  silicon.  Often  abbreviated  IC. 

invert  (v.t.)  To  perform  the  logical  NOT  function  on  a  digital 
signal.  To  reverse  the  polarity  of  a  digital  signal.  See  also: 
polarity,  NOT. 

inverter  (n.)  A  logic  gate  which  performs  logical  inversion,  or  the 
NOT  operation.  See  also:  gate,  NOT. 

I/O  (Input/Output)  1 .  (n.)  The  methods  and  equipment  used  to 
pass  information  into  and/or  out  of  a  system  or  device.  2.  (adj.) 
On  a  programmable  logic  device,  a  pin  which  can  function  as  an 
input  and/or  an  output. 


J 

JEDEC  1.  (n.)  Joint  Electronic  Device  Engineering  Council.  A 
council  which  creates,  approves,  arbitrates,  and/or  oversees 
industry  standards  for  electronic  devices.  2.  (adj.)  In  program- 
mable logic,  refers  to  a  computer  file  containing  information 
about  the  programming  of  a  device.  The  file  format  is  a  JEDEC- 
approved  standard.  Used  for  downloading  to  programmers. 
See  also:  program,  programmer,  download. 

junction  isolation  (n.)  A  bipolar  integrated  circuit  fabrication 
technique  which  uses  P-N  functions  to  isolate  transistors.  This 
is  the  original  integrated  circuit  technology,  and  is  being  sup- 
planted by  oxide  isolation  in  places  where  speed  is  critical.  See 
also:  oxide  isolation,  bipolar. 

K 

Karnaugh  map  (K-map)  (n.)  A  graphic  tool  for  minimizing 
sum-of-products  or  product-of-sums  logic  functions.  Useful  for 
upto  six  logic  variables.  See  also:  sum-of-products,  product-of- 
sums. 

L 

latch  1.  (n.)  Atype  of  flip-flop.  Meansdifferentthingstodifferent 
people.  In  general,  an  unclocked  flip-flop.  Sometimes  used  to 
refer  specifically  to  a  gated  D-type  flip-flop.  2.  (v.t.)  To  capture 
a  signal  in  a  latch.  See  also:  flip-flop,  unclocked  flip-flop,  gate, 
gated  latch. 

latch  up  (v.t.)  To  enter  the  latch-up  condition.  See  also:  latch- 
up. 

latch-up  (n.)  A  condition  in  which  a  circuit  draws  uncontrolled 
amounts  of  current,  and  certain  voltages  are  forced,  or  "latched- 
up"  to  some  level.  Used  especially  in  reference  to  CMOS 
devices,  which  can  latch  up  if  the  operating  conditions  are 
violated.  See  also:  CMOS,  latch  up. 

lateral  fuse  (n.)  A  thin  metal  link  which  is  disconnected  when 
programmed.  Connected  in  the  blank  state,  disconnected  in  the 
programmed  state.  Usually  just  called  a  "fuse".  See  also:  pro- 
gram, programmed,  blank. 

LCC  (n.)  Leadless  Chip  Carrier.  A  ceramic  integrated  circuit 
package  having  no  leads.  Connection  is  made  to  metal  contacts 
which  are  flush  with  the  package.  See  also:  integrated  circuit, 
lead,  package. 

lead  (n.)  [led]  A  metal  conductor  which  provides  a  connection 
from  the  inside  of  an  integrated  circuit  package  to  the  outside 
world  for  soldering  or  other  mounting  techniques.  See  also: 
integrated  circuit. 

logic  array  (n.)  Generally  an  array  of  programmable  cells  which 
attach  inputs  to  logic  gates  of  a  specified  type.  See  also: 
program,  gate,  programmable  cell. 
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logic  Simulation  (n.)  A  means  whereby  a  logic  design  can  be 
evaluated  on  a  computer  before  actually  being  built.  The 
computer  simulates  the  behavior  of  the  components  to  predict 
the  behavior  of  the  overall  circuit. 

LS  (adj.)  Low-power  SchottkyTTL family.  Lower  power  version 
of  the  standard  Schottky  TTL  family.  See  also:  TTL, 
Schottky  TTL. 

LSI  (adj.)  Large-Scale  Integration.  A  rough  measure  of  the 
complexity  of  a  digital  circuit.  Characterized  as  having 
1 00-5000  gate  equivalents  for  logic  chips,  or  1 K-1 6K  bits  for 
memory  chips.  See  also:  gate  equivalent,  bit,  VLSI,  SSI,  MSI. 


maxterm  (n.)  A  sum  in  the  canonical  product-of-sums  form. 
Each  maxterm  contains  every  input  variable,  in  either  true  or 
complemented  form.  See  also:  product-of-sums,  true, 
complement. 

metallization  (n.)  The  process  of  connecting  the  various 
elements  of  an  integrated  circuit  or  printed  circuit  board  by 
placing  a  layer  of  metal  over  the  entire  wafer  or  board,  and  then 
selectively  etching  away  unwanted  metal.  A  photolithographic 
mask  defines  the  pattern  of  connections.  See  also:  integrated 
circuit,  wafer,  printed  circuit  board. 

minterm  (n.)  A  product  in  the  canonical  sum-of -products  form. 
Each  minterm  contains  every  input  variable,  either  in  true  or 
complemented  form.  See  also:  sum-of-products,  true, 
complement. 

monolithic  (adj.)  In  the  electronics  industry,  refers  to  a  circuit 
which  has  been  integrated  onto  one  semiconductor  chip. 
Integrated  circuits  are  monolithic  by  definition.  See  also: 
integrated  circuit. 

monostable  (adj.)  Describes  a  system  which  has  1  stable 
state.  Any  other  state  is  unstable,  and  will  eventually  change  to 
the  stable  state.  The  most  common  monostable  circuit  is  a  "one- 
shot".  See  also:  bistable,  astable. 

MOS  (n.,  adj.)  Metal-Oxide-Semiconductor  transistor.  One  of 
the  two  basic  types  of  transistor.  In  logic  design,  used  forNMOS, 
PMOS,  and  CMOS  families.  See  also:  NMOS,  PMOS,  CMOS, 
bipolar. 

MSI  (adj.)  Medium-Scale  Integration.  A  rough  measure  of  the 
complexity  of  a  digital  logic  circuit.  Characterized  as  having 
10-100  gate  equivalents.  See  also:  gate  equivalent,  SSI,  LSI, 
VLSI. 

N 

NAND  (adj.)  Not  AND.  A  commonly  used  logic  gate  which  is 
equivalent  to  an  AND  gate  followed  by  an  inverter.  The  NAND 
logic  operation  is  functionally  complete.  See  also:  gate,  inverter, 
functionally  complete,  AND. 


negative  logic  (n.)  A  physical  implementation  of  logic  wherein 
a  low  voltage  level  represents  a  logic  1 ,  or  "true",  and  a  high 
voltage  level  represents  a  logic  0,  or  "false".  See  also:  positive 
logic,  polarity. 

NMOS  (n.,  adj.)  N-channel  MOS.  Atype  of  circuit  which  makes 
exclusive  use  of  N-channel  MOS  transistors.  See  also:  MOS, 
PMOS,  CMOS. 

non-VOlatile  (adj.)  Refers  to  memory  devices  which  do  not  lose 
their  contents  when  power  is  removed.  See  also:  volatile. 

NOR  (adj.)  Not  OR.  Alogicgate  which  is  equivalent  to  an  ORgate 
followed  by  an  inverter.  The  NOR  logic  operation  is  functionally 
complete.  See  also:  gate,  inverter,  functionally  complete,  OR. 

NOT  (adj.)  One  of  the  three  elementary  logic  functions.  Unary 
operation  whose  result  is  true  if  and  only  if  the  operand  is  false. 

o 

OR  1.  (adj.)  One  of  the  three  elementary  logic  functions.  Result 
of  the  OR  operation  is  false  if  and  only  if  all  operands  are  false. 
2.  (v.t.)  To  perform  the  OR  operation. 

OTP  (adj.)  One-Time  Programmable.  Refers  to  programmable 
devices  which  are  UV-erasable,  but  which  are  not  packaged  in 
windowed  packages.  As  a  result,  there  is  no  way  to  erase  the 
device,  making  it  programmable  only  once.  See  also:  program, 
erase,  UV-erasable,  windowed  package. 

oxide  Isolation  (n.)  A  bipolar  integrated  circuit  fabrication 
technique  which  uses  silicon  dioxide  to  isolate  transistors.  This 
results  in  higher  speed  and  density.  See  also:  junction  isolation, 
bipolar. 

P 

package  (n.)  The  encasement  which  protects  a  die  and  provides 
convenient  electrical  contact  to  the  die.  Materials  used  are 
generally  ceramic  or  plastic  compounds.  There  is  a  variety  of 
shapes  and  sizes.  See  also:  die. 

PAL®  device  (n.)  Programmable  Array  Logic  device.  A  PLD 
which  implements  logic  via  a  programmable  AND  logic  array 
driving  a  fixed  OR  logic  array.  PAL  is  a  registered  trademark  of 
Monolithic  Memories.  See  also:  program,  logic  array,  sum-of- 
products,  PLD,  AND,  OR. 

PLA  (n.)  Programmable  Logic  Array.  A  programmable  logic 
device  which  implements  sum-of-products  logic  via  a  program- 
mable AND  logic  array  driving  a  programmable  OR  logic  array. 
See  also:  program,  logic  array,  sum-of-products,  AND,  OR. 

PLCC  (n.)  Plastic  Leaded  Chip  Carrier.  A  molded  plastic  inte- 
grated circuit  package  with  leads  shaped  like  a  "J"  (J-leads). 
Intended  (or  surface  mounting.  See  also:  integrated  circuit,  lead, 
surface  mounting,  package. 
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PLD  (n.)  Programmable  Logic  Device.  Generic  term  for  a  logic 
device  whose  function  can  be  configured  by  the  customer  after 
purchase.  See  also:  program. 

PMOS  (n.,  adj.)  P-channel  MOS.  Atype  of  circuit  which  makes 
exclusive  use  of  P-channel  MOS  transistors.  See  also:  MOS, 
NMOS,  CMOS. 

polarity  (n.)  Specifies  the  sense  of  "active"  and  "inactive",  or 
"true"  and  "false"  in  a  digital  signal.  "Active  high"  represents 
"true"  as  a  high  signal;  "active  low"  represents  "true"  as  a  low 
signal. 

positive  logic  (n.)  A  physical  implementation  of  logic  wherein 
a  high  voltage  level  represents  a  logic  1,  or  "true",  and  a  low 
voltage  level  represents  a  logic  0,  or  "false".  See  also:  negative 
logic,  polarity. 

power  dissipation  (n.)  The  amount  of  electrical  power  used  by 
a  device.  Calculated  as  the  product  of  the  operating  voltage  and 
current.  Measured  in  watts  (W)  or  milliwatts  (mW),  as  appropri- 
ate. Sometimes  incorrectly  used  to  refer  to  the  operating 
current  only. 

printed  circuit  board  (PC  board,  PCB)  (n.)  A  board  for 
assembling  electrical  components.  Component  connections 
are  made  by  metal  traces  which  have  been  fabricated  through 
a  metallization  process.  See  also:  trace,  metallization. 

prodUCt-Of-SUms  (POS)  (adj.)  A  representation  of  a  logic 
function  where  the  input  signals  are  individually  inverted  (if 
necessary),  then  ORed  together  to  form  sums  which  are  ANDed 
together.  Any  combinatorial  logic  function  can  be  represented  in 
product-of-sums  form.  See  also:  sum-of-products,  combi- 
natorial, AND,  OR. 

product  term  (pterm,  p-term)  (n.)  An  AND  gate  in  a  PLD 
which  implements  sum-of-products  logic.  See  also:  sum-of- 
products,  PLD,  AND,  gate. 

product  term  Sharing  (n.)  See  product  term  steering. 

product  term  Steering  (n.)  A  means  whereby  product  terms 
in  a  PAL  device  can  be  routed  to  one  of  two  device  outputs, 
instead  of  being  dedicated  only  to  one  output.  Sometimes  called 
"product  term  sharing".  See  also:  product  term,  PAL  device. 

program  1,  (v.t.)  As  used  in  programmable  logic,  to  configure 
a  blank  device  so  that  it  can  perform  some  desired  function. 
Applies  to  memory  and  logic  devices.  Opposite  of  "erase".  2. 
(v.t.)  To  change  an  individual  programmable  cell  from  a  blank 
state  to  a  programmed  state.  See  also:  blank,  programmable 
cell,  programmed,  erase. 

programmable  cell  (n.)  Any  of  a  variety  of  cells  which  can  be 
altered  by  applying  certain  electrical  signals.  Various  types  are 
lateral  and  vertical  fuses,  U  V  cells,  E2  cells,  and  even  RAM  cells. 
All  but  RAM  cells  are  non-volatile.  See  also:  lateral  fuse,  vertical 
fuse,  UV  cell,  E2  cell,  RAM  cell,  non-volatile,  volatile. 


prog  rammed  (adj.)  Describes  the  state  of  a  programmable  cell 
or  device  after  programming.  Opposite  of  "blank". 

programmer  (n.)  A  device  or  machine  used  for  configuring,  or 
"programming",  PLDs  or  PROMs.  See  also:  program,  PLD, 
PROM. 

PROM  (n.)  Programmable  Read-Only  Memory.  A  nonvolatile 
memory  device  whose  contents  are  programmed  by  the  cus- 
tomer. Once  programmed,  it  cannot  be  erased.  Also  functions 
as  a  PLD  with  a  fixed  AND  logic  array  which  drives  a  program- 
mable OR  logic  array.  See  also:  program,  erase,  EEPROM, 
EPROM,  ROM,  RAM,  non-volatile,  AND,  OR,  logic  array. 


RAM  (n.)  Random-Access  Memory.  Sometimes  called  read/ 
write  memory.  Atype  of  memory  device  which  can  be  written  to 
and  read  at  any  time.  Such  memory  is  volatile.  Actually  a  mis- 
nomer, since  most  types  of  memories  can  be  accessed  ran- 
domly. The  distinguishing  feature  is  the  fact  that  RAM  is 
designed  specifically  to  be  written  to  in  normal  usage.  See  also: 
ROM,  volatile. 

RAM  cell  (n.)  A  cell  which  is  used  make  one  bit  of  volatile 
memory  in  a  RAM.  Can  also  form  the  basis  of  a  programmable 
logic  connectivity  array.  See  also:  RAM,  volatile. 

ROM  (n.)  Read-Only  Memory.  A  nonvolatile  memory  device 
which  has  its  contents  defined  when  manufactured.  No  changes 
can  be  made  to  the  memory  contents.  See  also:  PROM, 
EPROM,  EEPROM,  RAM,  non-volatile. 


Schottky  TTL  (adj.)  Family  of  TTL  devices  which  make  use  of 
Schottky  diodes  for  higher  speed.  See  also:  TTL. 

Security  fuse  (n.)  A  PLD  feature  which  allows  a  user  to  "secure" 
the  PLD  after  programming.  This  prevents  subsequent  copying 
of  the  contents  of  the  PLD.  See  also:  PLD,  program. 

SemiCUStom  (adj.)  Refers  to  a  circuit  which  has  been  partially 
designed  by  the  device  vendor,  and  partially  designed,  or 
configured,  by  the  customer.  Primary  types  are  PLDs,  gate 
arrays,  and  standard  cell  circuits.  See  also:  PLD,  gate  array, 
standard  cell. 

sequential  (adj.)  Refers  to  a  logic  circuit  whose  operation 
depends  both  on  present  input  signals  and  previous  operations, 
or  states.  Requires  some  kind  of  memory  (usually  flip-flops)  for 
remembering  past  states.  See  also:  flip-flop,  combinatorial. 

SSI  (adj.)  Small  Scale  Integration.  A  rough  measure  of  the 
complexity  of  a  digital  logic  circuit.  Characterized  as  having  less 
than  10  gate  equivalents.  See  also:  gate  equivalent,  MSI,  LSI, 
VLSI. 
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Standard  cell  (n.)  A  method  of  designing  semicustom  or  full 
custom  circuits  whereby  predefined  cells  are  brought  together  to 
provide  the  specified  function.  Unlike  gate  arrays,  all  fabrication 
steps  are  customized,  instead  of  just  the  metallization  step.  See 
also:  semicustom,  gate  array,  metallization. 

Standby  power  (n.)  The  power  consumed  by  a  device  when 
none  of  the  device  inputs  are  switching.  Usually  used  in  refer- 
ence to  CMOS  devices,  many  of  which  consume  practically  no 
standby  power.  See  also:  CMOS. 

Sum-Of-produCtS  (SOP)  (adj.)  A  representation  of  a  logic 
function  where  the  input  signals  are  individually  inverted  (if 
necessary),  then  ANDed  together  to  form  products  which  are 
ORed  together.  Any  combinatorial  logic  function  can  be  repre- 
sented in  sum-of-products  form.  See  also:  product-of-sums, 
combinatorial,  AND,  OR. 

surface  mounting  (n.)  A  printed  circuit  board  assembly  tech- 
nique whereby  the  integrated  circuit  packages  are  placed  on  the 
board  with  no  leads  protruding  through  to  the  other  side.  Pack- 
ages can  thus  be  mounted  on  both  sides  of  the  board.  See  also: 
printed  circuit  board,  lead,  through-hole  mounting. 

Synchronous  1.  (adj.)  Describes  a  sequential  logic  system 
wherein  all  operations  are  synchronized  to  a  common  clock.  2. 
(adj.)  Describes  signals  whose  behavior  and  timing  are  synchro- 
nized to  a  clock.  3.  (adj.)  Describes  a  communication  protocol 
whereby  the  timing  of  various  operations  is  determined  by  a 
system  clock.  See  also:  sequential,  clock,  asynchronous. 

T 

temperature  compensation  (n.)  A  circuit  feature  which  al- 
lows some  electrical  characteristics  to  remain  relatively  con- 
stant with  some  variation  in  operating  temperature. 

three-State  (adj.)  A  type  of  logic  device  output  which  can  be  in 
one  of  three-states:  HIGH,  LOW,  and  OFF,  or  High-Z  (high 
impedance).  When  enabled  (on),  performs  as  a  normal  binary 
output.  When  disabled  (off),  acts  as  an  open  pin.  See  also: 
enable,  disable,  binary. 

through-hole  mounting  (n.)  Aprinted  circuit  board  assembly 
technique  whereby  the  leads  of  the  various  components  extend 
through  holes  in  the  board.  These  leads  are  then  soldered  from 
the  opposite  side  of  the  board.  See  also:  printed  circuit  board, 
lead,  surface  mounting. 

trace  1 .  (n.)  During  logic  simulation,  the  behavior  of  a  signal  or 
group  of  signals.  The  results  can  sometimes  be  stored  in  a  "trace 
file"  on  disk  for  later  analysis.  2.  (n.)  A  thin  layer  of  metal  on  a 
printed  circuit  board  which  provides  connections  between 
components.  Performs  the  function  of  a  wire.  See  also:  logic 
simulation,  printed  circuit  board. 

transparent  latch  (n.)  See  gated  latch. 


TRI-STATE®  (adj.)  See  three-state.  TRI-STATE  is  a  registered 
trademark  of  National  Semiconductor  Corp. 

true  (adj.)  Refers  to  a  signal  which  is  identical  to  some  reference 
signal,  with  the  same  polarity.  Opposite  of  "complement".  See 
also:  complement,  polarity. 

TTL  (adj.)  Transistor-Transistor  Logic  family.  The  most  widely 
used  family  of  bipolar  logic  devices.  The  name  refers  to  the 
particular  circuit  design  technique  used.  See  also:  bipolar. 

u 

unclOCked  flip-flop  (n.)  A  flip-flop  that  changes  state  as  soon 
asthe  appropriate  control  signals  are  applied.  See  also:  flip-flop, 
clocked  flip-flop. 

upload  1.  (v.t.)  To  pass  data  from  one  machine  to  a  more 
complex  machine.  2.  (n.)  The  act  of  uploading  data.  See  also: 
download. 

UV  cell  (n.)  Af  bating  gate  cell  which  can  be  erased  by  exposure 
to  ultraviolet  (UV)  light.  See  also:  floating  gate,  erase. 

UV-erasable  (adj.)  Refers  to  devices  or  programmable  cells 
which  can  be  erased  when  exposed  to  ultraviolet  (UV)  light  for 
a  period  of  time.  See  also:  programmable  cell,  erase. 

V 

vertical  fuse  (n.)  A  transistor  arranged  such  that  the  emitter 
and  base  are  shorted  together  when  programmed.  Discon- 
nected in  the  blank  state,  connected  in  the  programmed  state. 
See  also:  program,  programmed,  blank. 

VLSI  (adj.)  Very  Large  Scale  Integration.  Aroughmeasureofthe 
complexity  of  a  digital  circuit.  Characterized  as  having  5000  or 
more  gate  equivalents  for  logic  chips,  or  16K  or  more  bits  for 
memory  chips.  See  also:  gate  equivalent,  bit,  SSI,  MSI,  LSI. 

volatile  (adj.)  Refers  to  memory  devices  which  lose  their 
contents  when  power  is  removed.  See  also:  non-volatile. 

voltage  compensation  (n.)  A  circuit  feature  which  allows 
some  electrical  characteristics  to  remain  relatively  constant  with 
some  variation  in  the  supply  voltage. 

w 

wafer  (n.)  A  round  slice  of  very  pure  silicon  which  is  used  in  the 
fabrication  of  integrated  circuits.  Several  circuits  can  be  built  on 
one  wafer.  See  also:  integrated  circuit. 

Windowed  package  (n.)  A  package  which  has  a  quartz 
window  in  the  lid  directly  over  the  die.  This  makes  it  possible  to 
expose  the  die  to  ultraviolet  lightfor  erasing  the  device.  See  also: 
erase,  die,  package. 
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Altera 


Altera 

AMD/MMI 

COMMENTS 

Part  Number 

Speed/Power 

Part  Number 

Speed/Power 

EP310 

50/40 

PALC16L8Q-25 
PALC16R8Q-25 
PALC16R6Q-25 
PALC16R4Q-25 

25/45 
25/45 
25/45 
25/45 

EP310-2 

35/40 

PALC16L8Q-25 
PALC16R8Q-25 
PALC16R6Q-25 
PALC16R4Q-25 

25/45 
25/45 
25/45 
25/45 

PAL16RA8 

30/170 

Offers  asynchronous  clocking 

EP320 

45/10* 

ZHAL20A** 

PALC16L8Z-35 

PALC16R8Z-35 

PALC16R6Z-35 

PALC16R4Z-35 

35/10 
35/10 
35/10 
35/10 

Available  1Q88 
Available  1Q88 
Available  1Q88 
Available  1Q88 

Standby  supply  current  =  100  uA  for  all  device  types. 

EP320-2 

35/1 0* 

ZHAL20A" 

PALC16L8Z-35 

PALC16R8Z-35 

PALC16R6Z-35 

PALC16R4Z-35 

25/5 

35/10 

35/10 

35/10 

35/10 

Available  1Q88 
Available  1Q88 
Available  1Q88 
Available  1Q88 

Standby  supply  current  =  100  fiA  for  all  device  types. 

EP320-1 

25/1 0* 

ZHAL20A" 
PALC1 6L8Z-25 
PALC16R8Z-25 
PALC16R6Z-25 
PALC16R4Z-25 

25/5 

25/10 

25/10 

25/10 

25/10 

Available  1Q88 
Available  1Q88 
Available  1Q88 
Available  1Q88 

Standby  supply  current  =  100  u.A  for  all  device  types. 

EP600 
EP600-3 

55/10* 
45/10* 

AmPALC29M16-45 

AmPALC29MA16-45 

PALC20L8Z-45 

PALC20R8Z-45 

PALC20R6Z-45 

PALC20R4Z-45 

45/120 

45/120 

45/10 

45/10 

45/10 

45/10 

EP600-2 

35/10* 

AmPALC29M16-35 

AmPALC29MA16-35 

PALC20L8Z-35 

PALC20R8Z-35 

PALC20R6Z-35 

PALC20R4Z-35 

35/120 

35/120 

35/10 

35/10 

35/10 

35/10 

PAL20RA10 
PAL20RA10-20 

30/200 
20/200 

Offers  asynchronous  clocking. 
Available  4Q87 

PAL32VX10 
PAL32VX10A 

35/180 
25/180 

Offers  programmable  flip-flops. 

6-30 


(Tl  Monolithic  L".JJ  Memor/os  £1 


Competitive  Cross-Reference 


Altera  (Cont'd.) 


Altera 

AMD/MMI 

COMMENTS 

Part  Number 

Speed/Power 

Part  Number 

Speed/Power 

EP900 
EP900-3 
EP900-2 
EP900-1 

60/15 
50/15 
45/15 
35/15 

1        A   ft  |mc  A 

LCA  M2064 

70  MnZ/5 

Note:  EP900  has  only  8  PT's  per  output. 

EP1210 

EP1210-2 

EP1210-1 

90/65 
65/65 
50/65 

LCA  M2064 

70  MHz/5 

Note:  EP1200  does  not  have  zero  stand-by  supply 
current  when  in  turbo  mode. 

EP1 800-3 
EP1 800-2 
EP1 800-1 

18.5  MHz/30 
20.8  MHz/30 
25  MHz/30 

LCAM2018 

50  MHz/5 

Note:  EP1800  does  not  have  zero  stand-by  supply 
current  when  in  turbo  mode 

Note:  All  power  values  given  are  1orf=1  MHz  with  no  output  load  unless  otherwise  noted. 
"ZHAL20A  series  includes: 

16L8A        16P8A         10H8A         10L8A  16C1A 
16R8A        16RP8A       12H6A  12L6A 
16R6A       16RP6A       14H4A  14L4A 
16R4A        16RP4A       16H2A  16L2A 
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Cypress 

AMD/MMI 

COMMENTS 

Part  Number 

Speed/Power 

Part  Number 

Speed/Power 

PALC16L8L-25 
PALC16R8L-25 
PALC16R6L-25 
PALC16R4L-25 

25/45 
25/45 
25/45 
25/45 

PALC16L8Q-25 
PALC16R8Q-25 
PALC16R6Q-25 
PALC16R4Q-25 

25/45 
25/45 
25/45 
25/45 

MMI  has  reduced  ground  bounce  sensitivity  by  scaling 
down  output  drive  to  8  mA. 

PALC16L8-25 
PALC16R8-25 
PALC16R6-25 
PALC16R4-25 

25/70 
25/70 
25/70 
25/70 

PALC16L8Q-25 
PALC16R8Q-25 
PALC16R6Q-25 
PALC16R4Q-25 

25/45 
25/45 
25/45 
25/45 

PALC1 6L8L-35 
PAI  C1  RRPI 

"HLO  1 DnQL  OO 

PALC16R6L-35 
PALC16R4L-35 

35/45 
35/45 
35/45 
35/45 

PALC16L8Q-25 
PALC16R8Q-25 
PALC16R6Q-25 

25/45 
25/45 
25/45 
25/45 

PALC16L8-35 
PALC16R8-35 
PALC1 6R6-35 
PALC1 6R4-35 

35/70 
35/70 
35/70 
35/70 

PALC16L8Q-25 
PAI  H1  fiRflO-PR 
PALC16R6Q-25 
PALC1 6R4Q-25 

25/45 
25/45 
25/45 
25/45 

PLDC20G 10-25 
PLDC20G 10-35 

25/55 
35/55 

PAL22RX8A 

25/210 

Superset  of  Standard  and  Combinatorial  24  pin  devices, 
except  RS  family.  Includes  programmable  flip-flops. 

P/ 

P; 

\LC22V10-25 
\LC22V10-35 

25/90 
35/90 

PALC22V10H-25 
PALC22V10H-35 

25/90 
35/90 
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Fairchild 


Falrchlld 

AMD/MMI 

COMMENTS 

Part  Number 

Speed/Power 

Part  Number 

Speed  Power 

PAL16L8A 
PAL16R8A 
PAL16R6A 
PAL16R4A 

25/180 
25/180 
25/180 
25/180 

Am/PAL1 6L8A 
Am/PAL16R8A 
Am/PAL16R6A 
Am/PAL16R4A 

25/180 
25/180 
25/180 
25/180 

AmPAL16L8Aat  155  mA 

PAL16P8A 

PAL16RP8A 
PAL16RP6A 
PAL16RP4A 

25/180 

25/180 
25/180 
25/180 

AmPAL18P8A 

PAL16P8A 

PAL16RP8A 

PAL16RP6A 

PAL16RP4A 

25/180 

25/307180 

25/307180 

25/307180 

25/307180 

'Polarity  fuse  programmed  high 
"Polarity  fuse  programmed  high 
'Polarity  fuse  programmed  high 
'Polarity  fuse  programmed  high 

PAL16L8B 
PAL16R8B 
PAL16R6B 
PAL16R4B 

15/180 
15/180 
15/180 
15/180 

Am/PAL1 6L8B 
Am/PAL1 6R8B 
Am/PAL16R6B 
Am/PAL1 6R4B 

15/180 
15/180 
15/180 
15/180 

PAL16P8B 
PAL16RP8B 
PAL16RP6B 
PAL16RP4B 

15/180 
15/180 
15/180 
15/180 

AmPAL18P8B 
Am/PAL1 6R8B 
Am/PAL16R6B 
Am/PAL16R4B 
AmPAL23S8-20 

15/180 
15/180 
15/180 
15/180 
20/200 

Fairchild  part  has  programmable  polarity 
Fairchild  part  has  programmable  polarity 
Fairchild  part  has  programmable  polarity 

PAL16L8D 
PAL16R8D 
PAL16R6D 
PAL16R4D 

10/180 
10/180 
10/1 80 
10/1 80 

Am/PAL1 6L8D 
Am/PAL16R8D 
Am/PAL16R6D 
Am/PAL1 6R4D 

10/180 
10/180 
10/180 
10/180 

£1  MonomMoMMomoH**  D 
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Intel 




Intel 

AMD/MMI 

COMMENTS 

Part  Number 

Speed/Power 

Part  Number 

Speed/Power 

SC031 

50/40' 

PALC16L8Q-25 

25/45 

40/40* 

PALC16R8Q-25 

25/45 

PALC16R6Q-25 

25/45 

PALC16R4Q-25 

25/45 

5C032 

35/5* 

PALC16L8Q-25 

25/45 

30/5* 

PALC1 6R8Q-25 

25/45 

PALC16R6Q-25 

25/45 

PALC16R4Q-25 

25/45 

PALC16L8Z-25 

25/10* 

Availahlp  1  OAA 

PALC16R8Z-25 

25/10* 

nvallaUlo  IUOO 

PALC16R6Z-25 

25/10* 

MvalldUlc   1  WOO 

PALC16R4Z-25 

25/1 0* 

nvallaUlc    1  WOO 

PALC16L8Z-35 

35/10* 

Awailahlo  1DAP. 
nvaiiauio  I  woo 

PALC16R8Z-35 

35/1 0* 

PALC16R6Z-35 

35/10* 

A\/nilphla  1  OAA 

nvallaUlc    1  woo 

PALC1 6R4Z-35 

35/1 0* 

Available  1Q88 

5C060 

55/10* 

AmPALC29MA16-35 

35/120 

45/10* 

PALC20L8Z-35 

35/10* 

PALC20R8Z-35 

35/10* 

PALC20R6Z-35 

35/1 0* 

PALC20R4Z-35 

35/10* 

PALC20L8Z-45 

45/10* 

PALC20R8Z-45 

45/10* 

PALC20R6Z-45 

45/1 0* 

PALC20R4Z-45 

45/10' 

f  =  1  MHz 


Competitive  Cross-Reference 


Lattice 


Lattice 

AMD'MMI 

COMMENTS 

Part  Number 

Speed/Power 

Part  Number 

Speed/Power 

GAL16V8-25 

25/45 

PALC1 6L8Q-25 
PALC16R8Q-25 
PALC16R6Q-25 
PALC16R4Q-25 

25/45 
25/45 
25/45 
25/45 

GAL16V8  is  a  universal  20  pin  PAL  device  architecture. 

GAL16V8-25 

25/90 

Am/PAL16L8B-2/AL 
Am/PAL16R8B-2/AL 
Am/PAL16R6B-2/AL 
Am/PAL16R4B-2/AL 

25/90 
25/90 
25/90 
25/90 

GAL16V8-35 

35/45 

PALC1 6L8Q-25 
PALC1 6R8Q-25 
PALC1 6R6Q-25 
PALC16R4Q-25 

25/45 
25/45 
25/45 
25/45 

GAL1 6V8-35 

35/90 

Am/PAL16L8A-2/L 
Am/PAL1 6R8A-2/L 
Am/PAL16R6A-2/L 
Am/PAL16R4A-2/L 

35/90 
35/90 
35/90 
35/90 

AmPAL16L8L  at  80  mA 

GAL16V8-15 

15/90 

PAL16L8H-15 
PAL16R8H-15 
PAL16R6H-15 
PAL16R4H-15 

15/90 
15/90 
15/90 
15/90 

MM  I— Available  4Q87 
MM  I— Available  4Q87 
MM  I— Available  4Q87 
MMI— Available  4Q87 

GAL20V8-35 

35/45 

PALC20L8Z-35 
PALC20R8Z-35 
PALC20R6Z-35 
PALC20R4Z-35 

35/10* 
35/10* 
35/10' 
35/10* 

GAL20V8  is  a  universal  24  pin  PAL  device.  MMI  ZPAL 
devices  offer  advantage  of  1 00  uA  standby  current 
*f  .  1  MHz 

GAL20V8-35 

35/90 

PAL20L8A-2 
PAL20R8A-2 
PAL20R6A-2 
PAL20R4A-2 

35/105 
35/105 
35/105 
35/105 

GAL20V8-25 

25/45 

PAL22RX8A 
PALC22V10H-25 

25/210 
25/90 

GAL20V8-25 

25/90 

PAL20L8B-2 
PAL20R8B-2 
PAL20R6B-2 
PAL20R4B-2 
PALC22V10H-25 

25/105 
25/1 05 
25/105 
25/105 
25/90 

GAL39V18 

30/120 

PAL32VX10A 

PAL22RX8A 

AmPALC29M16-35 

25/180 
25/210 
35/120 

Advanced  architecture  PAL  devices 

Competitive  Cross-Reference 


National  Semiconductor  Corporation 


NSC 

AMD  MMI 

COMMENTS 

Part  Number 

Speed/Power 

Part  Number 

Speed/Power 

PAL10H8 
PAL12H6 
PAL14H4 
PAL16H2 
PAL16C1 
PAL1 0L8 
PAL12L6 
PAL1 4L4 
PAL16L2 

35/90 
35/90 
35/90 
35/90 
40/90 
35/90 
35/90 
35/90 
35/90 

PAL10H8 
PAL12H6 
PAL14H4 
PAL16H2 
PAL16C1 
PAL10L8 
PAL12L6 
PAL14L4 
PAL16L2 
AmPAL18P8L 

35/90 
35/90 
35/90 
35/90 
40/90 
35/90 
35/90 
35/90 
35/90 
35/90 

PAL10H8A 
PAL12H6A 
PAL14H4A 
PAL16C1A 
PAL10L8A 
PAL12L6A 
PAL14L4A 
PAL16L2A 

25/90 
25/90 
25/90 
25/90 
25/90 
25/90 
25/90 
25/90 

ZHAL20A 
AmPALI  8P8AL 

25/5* 
25/90 

No  direct  equivalent.  Can  be 
replaced  by  ZHAL20A  series. 

Features: 

•  tPD  =  25  ns 

•  Zero  standby  power  =  1 00  uA 

•  Operating  supply  current  =  5  mA  +  3  m A/MHz 

•  *  f  =  1  MHz 

PAL10H8A2 

35/45 

PAL10H8 
PAL10H8-2 
AmPALI  8P8Q 

35/90 
60/45 
35/55 

Can  be  replaced  by  ZHAL20A  series. 

PAL12H6A2 

35/45 

PAL12H6 
PAL12H6-2 
AmPALI  8P8Q 

35/90 
60/45 
35/55 

Features: 

•  tPD  =  25  ns 

•  Standby  supply  current  =     1 00  u.A 

•  Operating  supply  current  =  5  mA  +  3  mA/MHz 

PAL14H4A2 

35/45 

PAL14H4 
PAL14H4-2 
AmPALI  8P8Q 

35/90 
60/45 
35/55 

Can  be  replaced  by  AmPALI  8P8Q. 

PAL16C1A2 

40/45 

PAL16C1 
PAL16C1-2 

40/90 
60/45 

PAL10L8A2 

35/45 

PAL10L8 
PAL10L8-2 
AmPALI  8P8Q 

35/90 
60/45 
35/55 

PAL12L6A2 

35/45 

PAL12L6 
PAL12L6-2 
AmPALI  8P8Q 

35/90 
60/45 
35/55 

PAL14L4A2 

35/45 

PAL1 4L4 
PAL14L4-2 
AmPALI  8P8Q 

35/90 
60/45 
35/55 

PAL16L2A2 

35/45 

PAL16L2 
PAL16L2-2 
AmPALI  8P8Q 

35/90 
60/45 
35/55 

PAL16L8 
PAL16R8 
PAL16R6 
PAL16R4 

35/180 
35/180 
35/180 
35/180 

AmPALI  6L8 
AmPALI  6R8 
AmPALI  6R6 
AmPALI  6R4 

35/155 
35/180 
35/180 
35/180 

PAL16L8A 
PAL16R8A 
PAL16R6A 
PAL16R4A 

25/180 
25/180 
25/180 
25/180 

Am/PAL1 6L8A 
Am/PAL16R8A 
Am/PAL16R6A 
Am/PAL16R4A 

25/180 
25/180 
25/180 
25/180 

AmPALI  6L8A  at  155  mA 
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Competitive  Cross-Reference 


Natonal  Semiconductor  Corporation  (Cont'd.) 


NSC 

AMD/MMI 

COMMENTS 

Part  Number 

Speed/Power 

Part  Number 

Speed/Power 

PAL16L8A2 
PAL16R8A2 
PAL16R6A2 
PAL16R4A2 

35/90 
35/90 
35/90 
35/90 

Am/PAL1 6L8A-2/L 
Am/PAL16R8A-2/L 
Am/PAL16R6A-2/L 
Am/PAL16R4A-2/L 

35/90 
35/90 
35/90 
35/90 

AmPAL16L8L  at  80  mA 

PAL16L8B 
PAL16R8B 
PAL16R6B 
PAL16R4B 

15/180 
15/1 80 
15/180 
15/180 

Am/PAL1 6L8B 
Am/PAL16R8B 
Am/PAL1 6R6B 
Am/PAL1 6R4B 

15/180 
15/180 
15/180 
15/180 

PAL16L8B2 
PAL16R8B2 
PAL16R6B2 
PAL16R4B2 

25/90 
25/90 
25/90 
25/90 

Am/PAL16L8B-2/AL 
Am/PAL16R8B-2/AL 
Am/PAL1 6R6B-2/AL 
Am/PAL1 6R4B-2/AL 

25/90 
25/90 
25/90 
25/90 

PAL16P8A 
PAL16RP8A 
PAL16RP6A 
PAL1 6RP4A 

25/180 
25/180 
25/180 
25/180 

PAL16P8A 
PAL16RP8A 
PAL16RP6A 
PAL16RP4A 

25/307180 
25/307180 
25/307180 
25/307180 

*Polarity  fuse  programmed  high 
'Polarity  fuse  programmed  high 
"Polarity  fuse  programmed  high 
•Polarity  fuse  programmed  high 

PAL12L10 

PAL14L8 

PAL16L6 

PAL18L4 

PAL20L2 

PAL20C1 

40/100 
40/100 
40/100 
40/100 
40/100 
40/100 

PAL12L10 

PAL14L8 

PAL16L6 

PAL18L4 

PAL20L2 

PAL20C1 

40/100 
40/100 
40/100 
40/100 
40/100 
40/100 

All  except  20C1  can  be  replaced  byAmPAL22P10 

PAL20L8A 
PAL20R8A 
PAL20R6A 
PAL20R4A 

25/210 
25/210 
25/210 
25/210 

PAL20L8A 
PAL20R8A 
PAL20R6A 
PAL20R4A 

25/210 
25/210 
25/210 
25/210 

PAL20L10 
PAL20X10 
PAL20X8 
PAL20X4 

50/165 
50/180 
50/180 
50/180 

PAL20L1  OA 
PAL20X10A 
PAL20X8A 
PAL20X4A 

30/165 
30/180 
30/180 
30/180 

PAL1016P8 

6/240 

PAL10H20P8 

6/210 

NSC  has  8  PPs/output.  MMI  has  4  (up  to  8  PTs) 
plus  4  extra  array  inputs.  MMI  is  much  less 
expensive. 

PAL10016P8 

6/240 

PAL10020GR8-6 

6/220 

100K  ECL  PAL  IC;  available  1Q88 

M  M*n,orlos  * 
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Competitive  Cross-Reference 


Signetics 


Slgnetics 

AMD/MMI 

COMMENTS 

Part  Number 

Speed/Power 

Part  Number 

Speed/Power 

PLS153 
PLS153A 

40/155 
30/155 

PAL10H8 

PAL10L8 

PAL12H6 

PAL12L6 

PAL14H4 

PAL14L4 

PAL16H2 

PAL16L2 

PAL16C1 

PAL16P8A 

AmPAL18P8AL 

35/90 

35/90 

35/90 

35/90 

35/90 

35/90 

35/90 

35/90 

35/90 

25/3071 80 

25/90 

Signetics'  parts  are  functional  three-state  output  supersets 
of  the  20  pin  devices  listed.  Signetics'  parts  have  42  PTs 
vs.  1 6  PT's  (64  for  the  1 6P8A/1 8P8) 
Signetics'  part  has  PLA  architecture,  AMD/MMI  part  has 
PAL  device  architecture. 

"Polarity  fused  programmed  high. 

PLS155 

50/190 

AmPAL23S8-20 

AmPAL16R4 

Am/PAL16R4A 

PAL16RP4A 

PALC16R4Q-25 

20/200 
35/180 
25/180 
25/180 
25/45 

The  registered  Signetics'  parts  are  not  direct  functional 
supersets  of  PAL  devices  listed.  There  are  important 
architectural  differences.  The  Signetics'  parts  may  not  be 
able  to  implement  the  equivalent  logic  that  can  be 
implemented  with  a  PAL  device. 

PLS157 

50/190 

AmPAL23S8-20 

AmPAL16R6 

Am/PAL16R5A 

PAL16RP6A 

PALC16R6Q-25 

20/200 
35/180 
25/180 
25/180 
25/45 

PLS159 
PLS159A 

50/190 
35/190 

AmPAL23S8-20 

Am/PAL16R8 

Am/PAL16R8A 

PAL16RP8A 

PALC16R8Q-25 

20/200 
35/180 
25/180 
25/180 
25/45 

PLS173 

30/170 

AmPAL22P10AL 

PAL12L10 

PAL14L8 

PAL16L6 

PAL18L4 

PAL20L2 

PAL20C1 

PAL20L10A 

25/90 

40/100 

40/100 

40/100 

40/100 

40/1 00 

40/100 

30/165 

PLS179 

35/210 

PAL20R8A 

PAL20RS10 

PALC20R8Z-35 

25/210 

35/407240 

35/10" 

MMI  devices  have  64  PTs  vs.  42.  MMI's  are  fixed, 
except  on  20RS10  family,  where  they  are  "steerable". 
Signetics'  part  has  PLA  architecture,  AMD/MMI  part  has 
PAL  device  architecture. 

Polarity  fuse  programmed  high 
**  f  =  1MHz 

PLHS18P8A 

20/155 

AmPAL18P8B 
AmPAL18P8AL 

15/180 
25/90 

PLS105A 

20MHZ/180 

PLS1 05-37 

37MHZ/180 

Has  16  inputs,  48  states,  8  registers.  28  pin  pkg. 
600  mil  wide 

PLS167A 

20MHZ/180 

PLS1 67-33 

33MHZ/180 

Has  14  inputs,  48  states,  6  registers.  24  pin  pkg. 
300  mil  wide 

PLS168A 

20MHZ/180 

PLS168-33 

33MHZ/180 

Has  12  inputs,  48  states,  8  registers.  24  pin  pkg. 
300  mil  wide 

Note  that  MMI  programmable  sequencers  are  13  MHz 
faster  than  Signetics'  and  will  be  available  4Q87. 
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Competitive  Cross-Reference 


Texas  Instruments 


Texas  Instruments 

AMD'MMI 

COMMENTS 

Part  Number 

Speed/Power 

Part  Number 

Speed/Power 

TIBPAL16L8-10 
TIBPAL16R8-10 
TIBPAL16R6-10 
TIBPAL16R4-10 

10/180 
10/180 
10/180 
10/180 

Am/PAL1 6L8D 
Am/PAL1 6R8D 
Am/PAL1 6R6D 
Am/PAL1 6R4D 

10/180 
10/180 
10/180 
10/180 

TIBPAL16L8-15 
TIBPAL16R8-15 
TIBPAL16R6-15 
TIBPAL16R4-15 

15/180 
15/180 
15/180 
15/180 

Am/PAL16L8B 
Am/PAL1 6R8B 
Am/PAL1 6R6B 
Am/PAL1 6R4B 

15/180 
15/180 
15/180 
15/180 

TIBPAL16L8-25 
TIBPAL16R8-25 
TIBPAL16R6-25 
TIBPAL16R4-25 

25/100 
25/100 
25/1 00 
25/100 

AmPAL16L8AL 
AmPALI  6R8AL 
AmPALI  6R6AL 
AmPALI  6R4AL 

25/90 
25/90 
25/90 
25/90 

PAL1 6L8A 
PAL16R8A 
PAL16R6A 
PAL16R4A 

25/180 
25/180 
25/180 
25/180 

Am/PAL1 6L8A 
Am/PAL16R8A 
Am/PAL16R6A 
Am/PAL1 6R4A 

25/180 
25/180 
25/180 
25/180 

AmPALI  6L8A  at  155  mA 

PAL16L8A-2 
PAL16R8A-2 
PAL16R6A-2 
PAL16R4A-2 

35/90 
35/90 
35/90 
35/90 

Am/PAL16L8A-2/L 
Am/PAL16R8A-2/L 
Am/PAL16R6A-2/L 
AmPALI  6R4A-2/L 

35/90 
35/90 
35/90 
35/90 

AmPALI  6L8L  at  80  mA 

PAL16L8 
PAL16R8 
PAL16R6 
PAL16R4 

35/180 
35/180 
35/180 
35/1 80 

AmPALI  6L8 
AmPALI  6R8 
AmPALI  6R6 
AmPALI  6R4 

35/155 
35/180 
35/180 
35/1 80 

TIBPAL20L8-15 
TIBPAL20R8-15 
TIBPAL20R6-15 
TIBPAL20R4-15 

15/180 
15/180 
15/180 
15/180 

PAL20L8B 
PAL20R8R 
PAL20R6B 
PAL20R4B 

15/210 
15/210 
15/210 
15/210 

TlRPAl  onl  in  on 
TIBPAL20X1 0-20 
TIBPAL20X8-20 
TIBPAL20X4-20 

on/1 

c\il  I  DO 

20/1 80 
20/180 
20/1 80 

AmPAi  oni  in  on 

Mill  "Ml  /1M    |  U-^U 

AmPAL20XRP10-20 

AmPAL20XRP8-20 

AmPAL20XRP4-20 

on/1 

tU/  I  DO 

20/210 
20/210 
20/210 

Can  be  replaced  by  ZHAL24A  Series. 
Features: 

•  tPD  -  25  n«5 
■  iru  —  c.d  ria 

•  Standby  supply  current  =  1 00  uA 

•  Operating  supply  current  -  5  mA  +  3  m A/MHz 

PAL22V10A 

20/180 

PALC22V10H-25 
AmPAL22V10-15 

25/90 
15/180 

TIBPALR19L8-25 
TIBPALR19R8-25 
TIBPALR19R6-25 
TIBPALR19R4-25 

25/210 
25/210 
25/210 
25/210 

AmPALC29M16-35 

35/120 

Input  register  device 

TIBPALT19L8-25 
TIBPALT19R8-25 
TIBPALT19R6-25 
TIBPALT19R4-25 

25/210 
25/210 
25/210 
25/210 

AmPALC29M16-35 

35/120 

Input  latch  device 

TIBPAL16L8-12 
TIBPAL16R8-12 
TIBPAL16R6-12 
TIBPAL16R4-12 

12/200 
12/200 
12/200 
12/200 

Am/PAL16L8D 
Am/PAL1 6R8D 
Am/PAL1 6R6D 
Am/PAL1 6R4D 

10/180 
10/180 
10/180 
10/180 
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Worldwide  Application  Support 


The  Worldwide  Application  Support  Group  is  dedicated  to  making 
sure  that  the  customer's  need  for  technical  support  is  met. 

It  is  the  job  of  Applications  Engineering  to  ensure  that  the 
customer  engineer  is  familiar  with  our  product  line,  that  they  have 
the  information  and  tools  necessary  to  get  the  appropriate  part 
designed  in,  and  that  they  have  access  to  technical  support 
throughout  the  lifetime  of  their  product. 

Support  is  provided  by  two  groups: 

Field  Applications  Engineers — With  Applications  Engineers 
located  in  ourfield  sales  offices  throughout  the  world,  our  custom- 
ers always  have  access  to  an  engineerwhen  they  have  problems 
or  questions.  Working  with  Sales,  our  engineers  teach  seminars 
showing  customers  how  to  use  our  new  parts,  assist  them  during 
their  design  when  technical  questions  come  up,  and  provide 
troubleshooting  support  to  help  eliminate  problems  which  might 


occur  when  the  design  reaches  production.  Call  your  local  Sales 
Office  (page  6-41)  for  an  FAE  in  your  area. 

Factory  Applications  Support — This  group,  located  within  the 
factory,  is  responsible  for  centralized  technical  support  of  all 
AMD's  products.  Their  duties  include  developing  seminars  for 
training  of  FAEs  and  customers,  and  hosting  the  twice  yearly 
Applications  Conference.  They  are  responsibleforthecoordina- 
tion  of  customer  training  and  giving  the  factory  an  insight  into  the 
customer's  point  of  view. 

Additionally,  the  Factory  Applications  Support  Group  provides 
customer  support  for  technical  questions  via  a  toll-free  number: 
(800)  222-9323  (listed  on  the  back  of  all  databooks).  This  depart- 
ment is  manned  from  7:00  A.M.  to  5:30  P.M.  (Pacific  time) 
Monday  to  Friday.  Currently  80%  of  the  questions  are  answered 
on  the  first  call,  20%  within  24  hours. 


Advanced  Micro  Devices  Sales  Offices 


ADVANCED  MICRO  DEVICES'  NORTH  AMERICAN  SALES  OFFICES 


ALABAMA   (205)  882-9122 

ARIZONA    (602)  242-4400 

CALIFORNIA 

Culver  Cily    (213)  645-1524 

Newport  Beach    (714)  752-6262 

San  Diego    (619)  560-7030 

San  Jose    (408)  249-7766 

Sanla  Clara    (408)  727-3270 

Woodland  Hills   (818)  992-4155 

CANADA,  Onlario. 

Kanata   (613)  592-0060 

Willowdale    (416)  224-5193 

COLORADO   (303)741-2900 

CONNECTICUT    (203)  264-7800 

FLORIDA. 

Clearwater    (813)  530-9971 

Ft  Lauderdale    (305)  776-2001 

Melbourne   (305)  729-0496 

Orlando    (305)  859-0831 

GEORGIA   (404)  449-7920 

ILLINOIS, 

Chicago   (312)  773-4422 

Naperville    (312)  505-9517 

INDIANA    (317)  244-7207 


KANSAS    (913)  451-3115 

"  796-9310 
)  273-3970 
)  938-0001 
)  275-4415 
)  299-0002 


(301) 
(617)  ; 


MARYLAND 
MASSACHUSETTS 

MINNESOTA    (612) 

MISSOURI    (314) 

NEW  JERSEY    (201) 

NEW  YORK. 

Liverpool    (315) 

Poughkeepsie    (914) 

Woodbury    (516) 

NORTH  CAROLINA    (919) 

OHIO    (614) 

Columbus    (614) 

Dayton   (513) 

OREGON    (503) 

PENNSYLVANIA. 

Allentown    (215) 

Willow  Grove    (215) 

TEXAS. 

Austin    (512) 

Dallas    (214) 

Houston   (713) 

WASHINGTON    (206) 

WISCONSIN    (414) 


457-5400 
471-8180 
364-8020 
847-8471 
891-6455 
891-6455 
439-0470 
245-0080 

398-8006 
657-3101 

346-7830 
934-9099 
785-9001 
455-3600 
792-0590 


ADVANCED  MICRO  DEVICES'  INTERNATIONAL  SALES  OFFICES 


FRANCE. 
Paris  .  . 


GERMANY, 
Hannover  area  . 


Mijnchen 
Stuttgart 


HONG  KONG. 
Kowloon 


ITALY  Milano 


JAPAN. 
Tokyo 


TEL   (02)  771  91  42 

FAX    (02)  762  37  12 

TLX   61028 

TEL  (1)49-75-10-10 

FAX  (1)49-75-10-13 

TLX   


TEL  (05143)  50  55 

FAX    (05143)  55  53 

TLX    925287 

TEL   (089)  41  14-0 

FAX   (089)  406490 

TLX    523883 

TEL  (0711)62  33  77 

FAX    (0711) 625187 

TLX    721882 


Osaka 


TEL  ... 
FAX 

TLX  .  .  504260AMDAPHX 

TEL    (02)  3390541 

(02)  3533241 

FAX   (02)  3498000 

TLX    315286 

TEL    (03)  345-8241 

FAX    (03)  342-5196 

TLX  . . .  J24064AMDTKOJ 

TEL    06-243-3250 

FAX    06-243-3253 


KOREA.  Seoul 


LATIN  AMERICA. 
Ft.  Lauderdale  . 


NORWAY, 
Hovik  . . 


SWEDEN,  Stockholm 


TEL    82-2-784-7598 

FAX    82-2-784-8014 

.  TEL    (305)  484-8600 

FAX    (305)  485-9736 

TLX  ..  5109554261  AMDFTL 

TEL    (02)  537810 

FAX    (02)  591959 

TLX   79079 

.  TEL    65-2257544 

FAX    2246113 

TLX  RS55650  MMI  RS 

TEL   (08)  733  03  50 

FAX    (08)  733  22  85 

TLX   11602 


UNITED  KINGDOM, 
Farnborough  .... 


TLX  . 
FAX  . 


886-2-7122066 
886-2-7122017 


Manchester  area  . 
London  area   


.  TEL    (0252)  517431 

FAX    (0252)  521041 

TLX    858051 

.  TEL    (0925)  828008 

FAX    (0925) 827693 

TLX    628524 

.  TEL    (04862)  22121 

FAX    (04862)  22179 

TLX    859103 


NORTH  AMERICAN 

CALIFORNIA 

I2  INC    OEM  (408)  988-3400 

DISTI  (408)  498-6868 

CANADA 
Calgary,  Alberta 

VITEL  ELECTRONICS    (403)  278-5833 

Kanata.  Ontario 

VITEL  ELECTRONICS    (613)  592-0090 

Mississauga,  Ontario 

VITAL  ELECTRONICS   (416)  676-9720 

Quebec 

VITEL  ELECTRONICS    (514)  636-5951 

IDAHO 

INTERMOUNTAIN  TECH  MKGT    (208)  888-6071 

INDIANA 

SAI  MARKETING  CORP   (317)  253-1668 

IOWA 

LORENZ  SALES   (319)  377-4666 

KANSAS 

LORENZ  SALES   (913)  384-6556 


REPRESENTATIVES 

MICHIGAN 

SAI  MARKETING  CORP   (313)  750-1922 

MISSOURI 

LORENZ  SALES   (314)  997-4558 

NEBRASKA 

LORENZ  SALES   (402)  475-4660 

NEW  MEXICO 

THORSON  DESERT  STATES    (505)  293-8555 

NEW  YORK 

NYCOM,  INC    (315)  437-8343 

OHIO 
Columbus 

DOLFUSS  ROOT  &  CO    (614)  885-4844 

Dayton 

DOLFUSS  ROOT  &  CO    (513)  433-6776 

Strongsville 

DOLFUSS  ROOT  &  CO    (216)238-0300 

PENNSYLVANIA 

DOLFUSS  ROOT  &  CO    (412)221-4420 

UTAH 

R2  MARKETING    (801)595-0631 


Advanced  Micro  Devices  reserves  the  right  to  make  changes  in  its  product  without  notice  in  order  to  improve  design  or  performance 
characteristics  The  performance  characteristics  listed  in  this  document  are  guaranteed  by  specific  tests,  guard  banding,  design  and 
other  practices  common  to  the  industry  For  specific  testing  details,  contact  your  local  AMD  sales  representative.  The  company 
assumes  no  responsibility  for  the  use  of  any  circuits  described  herein. 
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